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MOTOROLA'S 
MICROPROCESSOR AND MICROCOMPUTER FAMILIES 

Serving as the "heart" of every microcomputer system is a microprocessor. Motorola 
manufactures the industry's most complete selection of solid-state microcomputer com- 
ponents to provide the performance you need and the design flexibility you want. 

The family concept has been extremely popular in the microprocessor industry. Motorola 
pioneered this family concept with the introduction of the M6800 Family in 1974. Since 
then the MPU/MCU Family has evolved in several directions, as shown in Figure 1-1, in 
order to fill expanding use concepts. In addition, the basic M6800 Family has been en- 
hanced. A large number of .peripheral devices have been developed to support the ex- 
panding family of microprocessors and microcomputers. 



SINGLE-CHIP MICROCOMPUTERS (MCUs) 
THE M3870 AND THE M6801 — M6804 — M6805 FAMILIES 

Take a basic MRU; add an on-chip clock oscillator and timer, put in enough Read-Only 
Memory (ROM) to handle the program routines for dedicated application, and enough 
Read/Write (RAM) Memory capacity to handle the associated data manipulations; cap it 
off with sufficient input/output capability to interface with a number of parallel and serial 
oriented peripherals and you have a single-chip microcomputer. 

The single-chip system doesn't necessarily have all the flexibility of a multi-chip system, 
but with adequate capacity to handle a specific requirement, it can save both component 
cost and equipment manufacturing cost. Motorola offers single-chip microcomputers across 
a broad spectrum of processor performance and system functionality. Motorola's first high 
volume production single-chip MCU is the second source of the popular 3870. The M6801 
Family includes the high performance single-chip MCU, plus EPROM and ROM-less ver- 
sions. The rapidly expanding M6805 Family includes a number of memory and package 
sizes with various special I/O functions, in both HMOS and CMOS. The M6804 Family 
now provides the 8-bit processing capabilities that compete in the 4-bit price arena! 



PERFORMANCE — Processor performance, or program efficiency, for the application 
is an important single-chip MCU selection criteria. The M6801 Family is the throughput 
leader with 16-bit data operations, binary mulitply, and an average of only 3.7 cycles per 
instruction. Bit modify and test instructions and powerful indexing modes put the M6805 
Family in second place on the performance scale. The MC3870 also offers a very suc- 
cessful 8-bit architecture. The MC6804 Family offers the proven capability of the M6800- 
based instruction set. 
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FIGURE 1-1. GENEALOGY OF THE COHESIVE 
M6800 MICROPROCESSOR/MICROCOMPUTER FAMILY 



1983 



TECHNOLOGY — The very high production volumes of high-density NMOS (HMOS) 
permit low cost single-chip solutions. CMOS, as a relatively new microcomputer technology, 
offers very low power consumption and wide power supply tolerance at performance levels 
similar to HMOS. The M6801 Family, M6805 Family, and MC3870 are produced in HMOS 
while the M6805 Family makes CMOS benefits available. The M6805 Family is the first 
microcomputer that allows you to look at the technology trade-offs independent of the 
architectural and supplier choices. The new M6804 Family is available in both the HMOS 
and CMOS technology. 
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SINGLE-CHIP MICROCOMPUTERS, SELECTOR GUIDE 
BY TECHNOLOGY 



HMOS/NMOS PAGE 

MC6804J2 3-133 

MC6804P2 3-179 

MC6805K2 3-227 

MC6805K3 3-227 

MC6805P2 3-231 

MC6805P4 3-253 

MC6805P6 3-276 

MC6805R2 3-298 

MC6805R3 3-298 

MC6805S2 3-390 

MC6805T2 3-481 

MC6805U2 3-298 

MC6805U3 3-298 

MC68705P3 3-827 

MC68705P5 3-851 

MC68705R3 3-298 

MC68705R5 3-298 

MC68705U3 3-298 

MC68705U5 3-298 



HMOS/NMOS PAGE 

MC6801 3-52 

MG6801U4 3-91 

MC6803 3-52 

MC68120/121 3-702 

MC68701 3-746 

MC68701U4 3-786 

MC3870 3-29 

CMOS 

MC68HC04P2 ....3-225 

MC68HC04P3 3-225 

MC68HC05C4 3-508 

MC146805E2..... 3-876 

MC146805F2 3-910 

MC146805G2 3-935 

MC146805H2 3-962 

MC1468705F2 3-1031 

MC1468705G2 3-1033 

MG68HC11A4 3-599 



ROM SIZE — The mask ROM capacities of the present single-chip MCUs range from 
1 K byte for the M6805 and M6804 Families, up to 4K bytes on the M6801 Family version. 
However, the M6801 and M6805 Families may in the future be implemented with as much 
as 64K bytes of on-chip ROM without any architectural changes. In selecting the ROM 
size, the ROM usage efficiency of the instruction set should be considered, along with the 
application to be programmed. The architecture of the MC3870 class offers short one- and 
two-byte instructions. The M6801 and M6805 Families use many multi-function instructions 
such as bit manipulation, memory modification, indexing, and multiply to do the function 
of two or more instructions in traditional MCUs. 

NON-MASK-ROM VERSIONS — EPROM versions and/or ROM-less versions of prac- 
tically all single-chip MCUs are offered. They serve for limited to high volume applications, 
prototype debugging, and field trials. EPROM versions are available in the M6805 and 
M6801 Families. ROM-less versions are offered in the M6801 and M6805 Families. 
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RAM SIZE — On-chip RAM sizes range from 32 bytes in the I\/I6804 Family to 192 bytes 
in the M6801 Family. Between these present limits are the M6805 Family versions of 96, 
112, and 176 bytes. Architectures such as the M6801 and M6805 Families which permit 
multi-level subroutines plus ROM and RAM data tables allow you to trade-off ROM and 
RAM utilization. ROM usage can be minimized with subroutines and look-up tables, while 
RAM use can be optimized with ROM tables and fewer subroutines. 

DIGITAL I/O — Single-chip MCUs are available in 40-pin dual-in-line packages as well 
as the smaller (and lower cost) 28-pin packages. All these MOD families include 40-pin 
versions, while the M6805 Famil^y has 28-pin members. Five to seven pins serve power 
and control functions permitting up to 23 I/O pins in a 28-pin package and up to 34 I/O 
pins in 40-pin versions (including interrupts, timers, and special I/O functions). All of the 
MCUs offer essentially any mix of inputs and outputs. Higher output drive current is available 
in the M6805 Family. 

EXPANSION BUS — The ROM-less versions include a bus to access off-chip program 
memory and additional I/O. However, the M6801 Family single-chip MCUs also include 
three bus structure modes for off-chip expansion. The three bus modes permit the number 
of bus pins to be otimized for the amount of address space needed off-chip. 

INTERRUPTS — When an application program must synchronize with two or more 
external events, interrupt hardware in some form is usually necessary. The M6801 and 
M6805 Families include fully automatic interrupts (registers are saved) with programmable 
vectors for both external pins and internal timers. The MC3870 interrupt scheme requires 
more program overhead. 

TIMERS — On-chip timers are the most frequently used special I/O function. Timers may 
generate interrupts to a program at a periodic rate, measure external values, count external 
events, and generate measured output values. The M6801 Family includes a 16-bit timer 
that may be used to perform three of the above functions simultaneously. The M6805 
Family timer consists of a programmable 8-bit counter and a selectable 7-bit prescaler. 
The MC3870 timer is 8 bits with a decimal prescaler. 

SPECIAL FUNCTIONS — Various members of the MCU families include additional 
I/O functions. For example, the MC6801 Family includes a full 8-bit UART with baud rate 
generator on-chip. A 4-channel 8-bit A/D converter is included on a few M6805 Family 
versions. The digital portion of an RF frequency synthesizer is added to an M6805 Family 
member. 

DEVELOPMENT SUPPORT — All three families are fully supported on the EXORciser 
development system. Included are assemblers, keyboard debugging including breakpoints, 
user system emulation, and stand-alone emulation. The M6801 Family has the added 
benefit of various high level languages and compatibility with MC6800 programs. 

THE CMOS M6805 COMPONENTS 

Motorola offers an 8-bit CMOS processor in the MC146805E2. The CMOS portion of 
the M6805 Family of 8-bit microprocessors, peripherals, and single-chip microcomputers 
combines the low power characteristic of CMOS, with the application flexibility of the 
M6800 Family. 
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The M6805 Family has evolved from the M6800 Family. The M6805 Family includes similar 
programmable bidirectional I/O, flexible memory organization, many memory reference 
instructions, interrupts, and multi-level subroutine nesting. ROM use efficiency, bit manip- 
ulation instructions, and improved table look-up indexing are M6805 Family enhancements 
of the M6800 heritage. 

The benefits of CMOS are added to Motorola's microprocessor repertoire. Low operating 
power and even lower standby power consumption permit battery operation, cut cooling 
costs, and reduce power supply expense. The wider operating voltage range of CMOS 
offers higher noise immunity and easier switching to standby power. Static CMOS parts 
permit true standby operation plus power optimization with lower frequencies and voltages. 

PROGRAMMING — The enhanced M6800 architectural features make the M6800 Family 
easy to program. The stack pointer permits up to 32 subroutine levels. Three ROM-efficient 
indexed addressing modes allow for look-up tables anywhere in memory. Any I/O pin or 
RAM bit may be modified with a single instruction. A branch may be taken depending upon 
the bit state of any I/O pin or RAM bit with only a single instruction. RAM, ROM, and I/O 
registers are all accessed with the same powerful memory addressing instructions. An 
efficient instruction set permits programs to be written faster, more easily optimized, and, 
therefore, more reliable. 

INTERRUPTS — Real-time applications require sensing, measuring, and controlling 
system events. Five vectored interrupts, which stack the program registers, are included 
in M6805 Family processors to implement these applications. For time dependent tasks, 
a programmable 8-bit counter generates an interrupt when zero is reached. The timer 
includes a program-selectable 7-bit prescaler and a software selectable input. The timer 
input may be an external signal for pulse width measurement, or the on-chip oscillator. An 
external interrupt pin is also provided. Software techniques for external event synchroniz- 
ation are not needed. 

MOTEL — The MOTEL concept (for Motorola and InTEL bus compatibility) allows both 
types of processors to be interchanged on a bus without changing the design of the 
peripheral/memory system. The MOTEL circuit automatically detects which type of pro- 
cessor is connected, and interprets the bus control signals appropriately. The MCM65516 
2KCM0S ROM, MC146818 Real-Time Clock plus RAM, and MC1 46823 Parallel Interface 
incorporate the MOTEL concept to provide a high degree of system flexibility. 

SINGLE-CHIP CMOS MICROCOMPUTERS — Dedicated single-chip MCUs are also 
included in the M6805 Family. The MC146805F2 has 1K byte of on-chip ROM, while the 
MC146805G2 has a 2K ROM. The MC146805G2 also includes 112 RAM bytes, 32 input/ 
output lines, programmable timer, external and timer interrupts, and high current output 
pins. The IK MC146805F2 has the same interrupt features but fewer I/O lines, 28 pins, 
and less RAM, 64 bytes. The MC146805E2 microprocessor serves as the ROM-less 
prototyping part for both single-chip MCUs. The MC68HC05C4 has 32 I/O lines and 1 76 
bytes of RAM. The MC68HC11A4 has A/D, 512 bytes of EEPROM, 256 bytes of RAM 
and 40 I/O lines. The MC68HC04P2 has 32 bytes of RAM and 20 I/O lines. 

PERIPHERALS — Two types of CMOS peripherals are being added to Motorola's CMOS 
family. Parallel bus-oriented peripherals support microprocessors such as the MC146805E2, 
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while single-chip microcomputers are supported by port-oriented I/O, usually using serial 
data transfer. The MC1 46823 Parallel Interface offers three 8-bit ports (24 lines) of digital 
interfacing, including port latch control signals, to multiplexed-bus microprocessors such 
as the MC146805E2. The MC146818 Real-Time Clock plus RAM relieves the processor 
of maintaining the time and date, generates timed interrupts, and includes 50 bytes of 
CMOS RAM. Program memory is provided by the completely bus compatible MC65516 
2K CMOS ROM. Other support circuits include LCD drivers (MC1 45000, MC1 45001, 
MC144115, and MC144117), LED drivers (MC14499 and MC144100), D/A converters 
(MCI 441 10 and MCI 441 11), A/D subsystem (MCI 4443 and MCI 4447), latches (MC14099, 
MC14597, MCI 4598, and MCI 4599), remote I/O (MCI 4469) and frequency synthesizers 
(MCI 41 56 and MCI 451 44). 

POWER SAVINGS — Energy efficiency is, of course, the chief CMOS attraction. CMOS 
MPUs are seriously considered anywhere a battery is used, whether it be the primary or 
a back-up power source. The operating current can be orders-of-magnitude lower. Standby 
modes can have power usages order-of-magnitude lower yet. Since the M6805 Family is 
static in design, low-speed operating current is extremely low. 

STATIC DESIGN — The clock of a static CMOS microprocessor may be at any frequency 
below the specified maximum. CMOS users frequently lower the frequency, to conserve 
power, approaching the point where the processor is fully loaded during the worst-case 
program cycle. A static MPU allows operation at 1 kHz or 10 kHz in applications where 
battery drain is critical, and the workload light. A static processor can also be stopped 
during any cycle without losing any volatile information, which assures extremely low 
standby current. 

PROGRAM CONTROL OF POWER — Typical CMOS microprocessor applications 
require considerable attention to minimizing power consumption. The M6805 and M6804 
Families of CMOS processors include program control of power usage, as well as the 
traditional external power optimizing tools. The program may initiate either of two standby 
modes, called Stop and Wait, which halt program execution. The external or timer interrupts 
automatically turn the processor back on to allow execution to resume. Why not save 
power when the program has no work to do? The program can be restarted when there 
is work that needs doing. Battery drain is the average of operating and standby current 
for the average work duty cycle. 

LOW POWER DISSIPATION — A major side benefit of low power usage is that the 
heat dissipated is also low. The costs of cooling equipment is not needed. Fan noise in 
an office environment, as well as fan unreliability, need not be endured. Systems may be 
enclosed in smaller housings. Air tight systems need not have special heat conducting 
mechanisms. 

WIDER VOLTAGE RANGE — The initial CMOS MPU products are characterized to 
operate from 3.0 to 6.0 voltages. The voltage range is being extended to higher voltages 
in upcoming versions. The wider voltage range permits lower cost power regulation, easier 
switching to back-up sources, and lower cost batteries. The higher voltage parts add noise 
immunity to the wide voltage range benefits. 
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SINGLE-CHIP MICROCOMPUTER FAMILIES FEATURES 

SPECTRUMS 

The following illustrations (Figures 1-2 through 1-5) represent the microcomputer families 
and their features. 



I 




FIGURE 1-2. M6804 FAMILY SPECTRUM 
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FIGURE 1-3. CMOS M6805 AND CMOS M6804 SPECTRUM 
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FIGURE 1-4. M6805 FAMILY SPECTRUM 
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FIGURE 1-5. M6801 FAMILY SPECTRUM 
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RELIABILITY AND QUALITY 
MONITOR REPORT 

OCTOBER 1983 



Introduction 

Motorola conducts extensive reliability tests to qualify devices, to evaluate process and material 
changes and to accumulate generic performance data. The results of these tests provide the basis 
for production decisions and the generation of reliability reports for customer use. The following 
report provides an overview of reliability testing on Motorola's MOS Microprocessor Components 
conducted during 1 982. Included in the report are summary results of dynamic life testing and thermal 
performance testing for plastic and ceramic packaged devices, and moisture performance testing 
for plastic parts. Results of the tests are detailed below. 

Dynamic Life 

Dynamic life, or high temperature operating life, is performed to accelerate failures resulting 
from thermally activated defects. Failure mechanisms detected during life test include die related 
defects which occur during wafer processing and both die and package related defects which occur 
during assembly. 

Stress is generated through the application of a 5 volt dynamic bias and an ambient temperature 
of 125°C. A dynamic bias is considered more effective than static bias for LSI Microprocessor devices 
because a large percentage of the chip can be continuously exercised. During life test, devices are 
exercised using a common mid-range frequency clock signal which is typically SOOKHz or 1MHz. 

Devices are electrically tested after 168, 504, and 1008 hours using computer controlled testers 
which employ functional patterns under worst-case supply and clock conditions. Pass/fail criteria are 
established for each circuit type based on njnctionality and data sheet limits for AC and DC param- 
eters. Devices which fail to meet a test criterion are segregated by failure mode and data logged, 
and failure analysis is performed, when appropriate, to establish associated failure mechanisms. 

Life test failure rates are calculated using the Chi-Square distribution and a 90% confidence level 
(see Appendix A), This 90% confidence level is more stringent than the 60% level used in the 1981 
report. The accompanying increase in failure rates for individual device types is a result of tightening 
the confidence level and does not indicate a reduction in the reliability of the devices. Tables 1 and 
2 summarize the 1982 dynamic life test data for MOS Microprocessors. 



Test results contained herein are for information only. This report does not alter 
Motorola's standard warranty or product specifications. 
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TABLE 1. 
SUMMARY OF DYNAMIC LIFE TEST RESULTS 











70°C 




Failure 




Device 


Test 


125X 


Equivalent 




Rate* 


Technology 


Type 


Devices 


Device Hours 


Device Hours 


Failures 


FITS 


NMOS 


MC6800 


45 


45,360 


2.2 X 106 





1050 




MC6810 


90 


89,040 


4.6 X 106 


2 


1150 




MC6821 


448 


451 ,584 


24.1 X 106 





100 




MC6822 


83 


83,664 


4.9 X 106 





470 




MC6840 


45 


45,360 


2.5 X 106 





920 




MC6844 


45 


45,360 


2.7 X 106 





860 




MC6845 


346 


346,752 


19.5 X 106 


2 


270 




MC68652 


45 


45,360 


1.9 X 106 





1200 




MC68653 


134 


135,072 


5.3 X 106 





440 




MC88661 


45 


45,360 


2.5 X 106 





920 


TOTAL 




1,326 


1,332,912 


70.2 x106 


4 


110 


HMOS 


MC6801 


704 


702,672 


27.1 X 106 


3 


250 




MC6805P2 


224 


212,352 


9.7 X 106 





240 




MC6805R2 


171 


170,520 


10.1 X 106 


1 


370 




MC6805U2 


86 


80,808 


3.0 X 106 





770 




MC6809 


225 


225,960 


6.3 X 106 


1 


580 




MC68000 


262 


262,080 


15.0 X 106 


2 


350 




MC68008 


168 


169,344 


6.8 X 106 





340 




MC68230 


126 


120,456 


7.0 X 106 


3 


960 




MC68451 


88 


88,704 


4.8 X 106 





480 




MC68705P3 


268 


265,248 


15.3 X 106 


2 


340 


TOTAL 




2,322 


2,298,144 


105.1 X 106 


12 


170 


CMOS 


MC141200 


135 


135,576 


14.1 X 106 


1 


270 




MC146805E2 


89 


83,352 


8.8 X 106 





260 




MC146805G2 


178 


171,192 


17.2 X 106 


3 


390 




MCI 4681 8 


89 


88,872 


7.4 X 106 





310 


TOTAL 




491 


478,992 


47.5 X 106 


4 


170 


GRAND TOTAL 


4,139 


4,110,048 


222.8 X 106 


20 


120 



i 



90% Confidence Level 
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TABLE 2. 
MICROPROCESSOR FAMILY DYNAMIC LIFE TEST RESULTS 



I 





Total 
Devices 


las'c 

Device Hours 


70»C 

Equivalent 

Device Hours 


Failures 


Failure Rate* 
FITS 


WAFER PROCESS TECHNOLOGY 


NMdS 


1,326 


1,332,912 


70.2 X 106 


4 


110 


HMOS 


2,322 


2,298,144 


105.1 X 106 


12 


170 


CMOS 


491 


478,992 


47.5 x106 


4 


170 


PACKAGING SYSTEM TECHNOLOGY 


Ceramic 


1,875 


1,858,176 


104.3 X 106 


12 


170 


Plastic 


2,264 


2,251,872 


118.5 X 106 


8 


110 


TOTAL 


4,139 


4,110,048 


222.8x106 


20 


120 



90% Confidence Level 



SUMMARY: 



The overall life test results for 1982 show a very significant improvement over our 1981 data base 
(Reliability Report 8238). For 1982 we tightened our confidence level from 60% to 90%. The failure 
rate for 1982 was 120 FITs at a 90% confidence level as compared with 250 FITs at 90% confidence 
level for 1981. The major effect of tightening the confidence level from 60% to 90% is to increase 
the predicted failure rate of individual devices with limited device hours. For example, the predicted 
failure rate for the MC6800 using 60% confidence is 420 FITs. The predicted failure rate for this 
same device using the 90% confidence is 1050 FITs, or more than double. This makes a statistically 
significant comparison of the individual device failure rates very difficult. It is more beneficial to 
examine the failure rate of the process technologies (NMOS, HMOS, CMOS) or the packaging 
technologies (plastic and ceramic) in which there are a considerable number of device hours which 
reduce the impact of the confidence level change. Even with the statistical tightening for 1 982, the 
process and package technologies have achieved a reliability improvement as measured by dynamic 
life test when compared with the 1981 data base. 



Plastic Package Environmental Performance 

The use of plastic encapsulation for packaging of integrated circuits has met with widespread 
customer acceptance throughout the semiconductor industry because it is lighter, less expensive, 
and more resistant to physical damage than ceramic packaging. However, there are several reliability 
concerns in plastic packages: contamination, moisture resistance, wirebond integrity, and thermal 
performance. Dynamic life test results show no significant difference between plastic and ceramic 
device performance; this demonstrates that Motorola's careful selection of materials and rigid control 
of processes has eliminated any plastic-related performance degradation. The following section 
addresses the other reliability concerns of plastic parts: corrosion, wirebond integrity, and thermal 
performance. 
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Moisture Related Performance 

In plastic integrated circuits, moisture present in the package can cause an increase in the corrosion 
rate of the die metallization, if ionic contaminants are present, resulting in failures when the device 
is in use. Moisture may reach the interconnect metallization along the leadframe-molding compound 
interface or through the bulk of the plastic. The combination of moisture, ionic contaminants carried 
in with the moisture or present in the plastic, and an electric field creates an electrolytic cell which 
becomes a corrosion site. 

To help prevent corrosion problems, Motorola uses a molding compound which forms a com- 
pressive bond around the leadframe which, when cured, produces a tight seal to minimize microgaps. 
Tighter control of contamination sources throughout the manufacturing process, improvements in 
passivation and improved metallization techniques have resulted in lower defect density and more 
complete passivation coverage, keeping moisture from penetrating to the die surface. 

Two accelerated tests are used by Motorola to assess the level of performance achieved by the 
combined application of these corrosion-prevention measures: Autoclave and Temperature Humidity 
Bias (T.H.B.). 1982 moisture performance test results are detailed below. 
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Autoclave 

Autoclave testing uses a combination of temperature, humidity, and pressure to accelerate moisture 
ingress along the leadframe-molding compound interface path. The absence of a bias keeps device 
power dissipation from acting as a moisture barrier, increasing the probability that moisture will reach 
the die if a part is defective. 

Autoclave test conditions include 121°C, 100% relative humidity and 15 psig. Each test sample 
is selected from a separate assembly lot and subjected to a minimum of 96 hours of stress; complete 
parametric and functional tests are performed on all devices at each readpoint. In addition, some 
devices are stressed for an additional 48 hours. All electrical failures are included in the data base, 
not only those associated with corrosion on the die. Autoclave test results for 1982 are summarized 
in Table 3. 



TABLE 3. 

AUTOCLAVE TEST RESULTS 

12rC 100% R.H. 15 psig 



Hours 


48 


96 


144 


Failures/Sample -. 
Percent Defective 
Cumulative Percent Defective 


6/3083 
0.19 
0.19 


1/3076 
0.03 
0.22 


2/1399 
0.14 
0.36 



Temperature Humidity Bias 

Temperature Humidity Bias (T.H.B.) testing is used to evaluate the moisture resistance of plastic 
devices by employing the severe conditions of 85°C, 85% relative humidity, and 5 volts to accelerate 
corrosion of the metallization. The biasing circuits used in T.H.B. testing create static electric fields 
between adjacent pins and metallization stripes, maximizing the effect of electrolytic cells while 
minimizing the power dissipation. A typical T.H.B. biasing scheme would include; all I/O or output 
pins either open or with resistive terminations; enable pins are disabled; and all other pins have 
alternate VDD and VSS on adjacent pins. As with autoclave, the expected failure mode is corrosion 
of the die metallization. 
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Each T.H.B. sample is sourced from a separate assembly lot and tested for a period of 1008 
hours. Complete parametric and functional test programs are typically performed at the 168, 504, 
and 1008 hour read points using computer controlled testers. The pass/fail criteria used for life test 
are also employed with T.H.B. samples. A worst-case analysis is presented since all electrical failures 
are considered instead of only those associated with corrosion mechanisms. Results for 1982 are 
summarized in Table 4. 



] 



TABLE 4. 

TEMPERATURE HUMIDITY BIAS TEST RESULTS 

BSX 85% R.H. 5.0 VOLTS 



Hours 


168 


504 


1008 


Failures/Sample 
Percent Defective 
Cumulative Percent Defective 


2/1456 
0.14 
0.14 


4/1796 
0.22 
0.36 


5/1781 
0.28 
0.64 



A Weibull plot (Figure 1) shows the continued improvement in T.H.B. performance as measured 
in 1979, 1980, 1981 and 1982. 
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FIGURE 1. WEIBULL PLOT OF TEMPERATURE HUMIDITY BIAS TEST RESULTS 
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Thermal Cycling Performance 

Thermal cycling accelerates the stressing effects of thermal expansion mismatch between the 
various components of the plastic and ceramic packaging systems through rapid successive ex- 
cursions to high and low temperature extremes. Temperature cycle and thermal shock are two tests 
which are used to determine the effects of these stresses on package integrity, especially wire bond 
and die bond integrity. These types of failure modes follow the classical wearout mechanism pattern 
(i.e. an increasing failure rate with increased cycles of exposure.) 



Temperature Cycle 

The integrity of wire bonds and die bonds in plastic packages can be accurately evaluated through 
temperature cycle testing. Military Standard 883B, Method 1010.4, Condition C is employed to 
permit easy comparison of results with other industry sources. 

Devices are inserted into the cycling system and held at - 65°C for at least ten minutes. Following 
the cold dwell, devices are heated to 150°C during a transition time of five minutes maximum, after 
which devices dwell at 150°C for a minimum of ten minutes. They are then cooled during a similar 
transition period to -65°C after which the cycle is repeated. The system employs a circulating air 
environment to assure rapid stabilization at the specified temperature. The dwell at each extreme, 
plus the two transition times, constitutes one test cycle (approximately 30 minutes). 

Electrical measurements and high temperature continuity tests are typically performed after 100, 
500 and 1000 cycles. The predominant failure mechanism in the ceramic packaged product is wire 
bond breakage above the ball near the die where the heat and stress of the bonding process reduce 
the strength of the wire. The predominant temperature cycle activated failure mechanisms in plastic 
encapsulated circuits are die lift and die crazing/cracking due to inadequate die wetting/curing and 
mold compound stresses on the die, respectively. Results of the test are shown in Table 5. 
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TABLE 5. 

TEMPERATURE CYCLE TEST RESULTS 

- 65°C to + 1 SOX AIR TO AIR 



Cycles 


100 


500 


1000 


Failures/Sample 
Percent Defective 
Cumulative Percent Defective 


7/3103 
0.23 
0.23 


5/3081 
0.16 
0.39 


8/3050 
0,26 
0.65 



Thermal Shock 

Thermal shock is an environmental test performed in accordance with Military Standard 883B, 
Method 1011.3, Condition C. The objective of this test is the same as that for temperature cycle 
— to emphasize differences in expansion coefficients for components of the packaging system. 
However, thermal shock provides a more severe stress than temperature cycle in that the devices 
are exposed to a more sudden change in temperature due to the higher thermal conductivity and 
heat capacity of the liquid ambient. 

Devices are placed in a fluorocarbon bath cooled to - 65°C. After being held in the cold chamber 
for at least five minutes, the sample is transferred in less than ten seconds to an adjacent chamber 
filled with fluorocarbon at 150°C and held for an equivalent time. The dwell time at each endpoint, 
plus the total transition time, constitutes one test cycle (approximately ten minutes). Thermal shock 
endpoint electrical measurements and high temperature continuity tests are typically performed 
at 100, 500, and 1000 cycles. Results of thermal shock tests performed in 1982 are shown in 
Table 6. 
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TABLE 6. 

THERMAL SHOCK TESTS RESULTS 

- 65'C TO + 1 50°C LIQUID TO LIQUID 



Cycles 


100 


500 


1000 


Failures/Sample 
Percent Defective 
Cumulative Percent Defective 


1/941 
0.11 
0.11 


1/967 
0.10 
0.21 


9/955 
0.94 

1.15 
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Conclusions 

Reliability testing performed by Motorola MOS Microprocessor Division during 1982 has produced 
excellent results. The specific test results included in this report are representative of Motorola MOS 
Microprocessor components expected field performance. Failure rate estimates have been based 
on the outcome of tests and data analyses which are widely accepted. Life test failure rates on both 
ceramic and plastic packaged devices are significantly reduced over those reported previously. 
Moisture resistance testing indicates extremely high performance of Motorola MOS Microprocessor 
plastic encapsulated circuits. Thermal integrity testing shows that there are few failures, which 
typically occur only after extensive exposure to temperature extremes greater than those seen in 
field applications. The level of performance predicted by these test results is among the best available 
in the industry and far exceeds the requirements of most applications. Comparison to previous 
reports (Reliability Report 8238) verifies a history of continuous improvement which has made 
Motorola MOS Microprocessor components the optimum choice for reliable performance. 

Copies of this and other reliability reports may be obtained from your local Motorola representative. 
For additional information contact Microprocessor Reliability Engineering 512-928-6640 or write to: 



MOS Microprocessor Reliability Engineering 
Motorola Incorporated 
3501 Ed Bluestein Blvd. 
Austin, Texas 78721 
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APPENDIX A. 
QUALITY AND RELIABILITY SYSTEM 

A complete Reliability and Quality Assurance system is in place to monitor and control the per- 
formance of Motorola's MOS Microprocessor Components. Incoming Quality Control inspects starting 
wafers, masks, chemicals, package piece parts and molding compounds. Process Engineering and 
In-Process Quality Control perform step-by-step monitoring of the wafer process to check oxidation, 
diffusion, photolithography, ion implantation, polysilicon deposition, metallization, passivation, and 
other process operations. Final visual, class probe, and capacitance-voltage plots complete the wafer 
area inspections. Environmental monitors are also performed for air cleanliness, water quality, tem- 
perature and humidity. 

In the assembly area, In-Process Quality Control performs monitors on equipment performance 
and gate inspections at the major process steps on all lots. The Outgoing Quality Control group 
continues this philosophy in the final test area by performing electrical and visual-mechanical gates 
on every lot. The electrical inspection, which consists of AC, DC and functional tests, is performed 
to a 0.1% (maximum) Acceptable Quality Level (AQL) sampling plan. The visual/mechanical in- 
spection is also performed to a 0.1% AQL sampling plan. Any lot which fails either of these gates 
is returned to production for 100% rescreen. A Quality Engineering organization exists to approve 
final test programs and support the Outgoing Quality Control organization. Test programs are tailored 
to assure all required specifications are met or the devices are rejected. 

The Reliability Engineering organization is responsible for performing qualifications of new designs 
and process changes prior to introduction. In addition. Reliability Engineering establishes and main- 
tains monitor programs to assure processes stay in control once they are qualified. Results from 
these programs provide rapid feedback to correct problems as they occur. 

Supporting these efforts is the Metrology Laboratory which includes both a Standards and a 
Calibration Laboratory to provide National Bureau of Standards traceability to all production 
measurements. 

Also offering required support are a Chemical Laboratory with such equipment as a gas chro- 
matograph/mass spectrograph and X-ray fluorescent systems for detailed incoming chemical anal- 
yses; a Surface Analysis Laboratory whose equipment includes a Scanning Electron Microscope 
(S.E.M.) and a Scanning Auger Microprobe (S.A.M.); and a Product Analysis Laborabory for detailed 
analyses of failure modes and mechanisms for Microprocessor devices. 
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FIGURE A. RELIABILITY AND QUALITY ASSURANCE ORGANIZATION 



APPENDIX B. 
PACKAGING SYSTEMS 

Motorola Microprocessor devices are produced in plastic, CERDIP and sidebraze packages. The 
ceramic package types are hermetically sealed to protect the Integrated circuit from environmental 
factors and permit operation over extreme temperature ranges. Although plastic devices are not 
hermetic, modern epoxies exhibit extremely high moisture resistance, and long lifetimes may there- 
fore be expected from these devices in typical environments. 

Plastic 

In recent years, plastic encapsulated devices have gained widespread acceptance throughout the 
electronics industry. Improvements in materials and process controls have resulted in significant 
improvements in reliability performance. In addition, plastic packages have the advantage of low 
cost and physical strength. Through careful selection of molding compound, leadframe material, and 
assembly methods. Motorola produces plastic packaged ICs with reliability suitable for nearly all 
applications. 

Encapsulated integrated circuits incorporate the simplest processing and package construction 
of the various systems available. The die is attached to a leadframe, wire bonded and encapsulated 
using an epoxy novolac molding compound. The die may be attached to the leadframe by epoxy 
or by any of a vahety of eutectic forming metal preforms. Wire bonding may be thermocompression 
or thermosonic, but the wire is always gold. This system has evolved from early industry experiments 
with aluminum ultrasonic wire bonding which experienced high rates of opens and intermittents. The 
encapsulant is the most critical component of the system since it controls contamination, moisture 
resistance, and stress effects. Epoxy novolacs have become the industry standard molding com- 
pound since they combine excellent characteristics in all these areas. 

The plastic package is, by far, the most resistant to physical damage since the die is completely 
encapsulated and cavity hermeticity is not a concern. Since the package is light in weight and the 
plastic is less brittle than ceramic, chipping and cosmetic damage are not problems. The leadframe 
and plating are equivalent to CERDIP, and modern epoxies pose no danger from contamination. 

In comparing plastic to ceramic packages, there are two characteristics to be considered: moisture 
resistance and thermal characteristics. Microprocessor plastic products perform very well on moisture 
resistance related tests. This is due to advances in molding compounds, and the characteristic low 
voltages and moderate power dissipation of Microprocessor products. In most instances, plastic 
devices will provide excellent performance, essentially equivalent to hermetic performance. Thermal 
resistance has been improved dramatically through the introduction of copper leadframes and heat- 
spreaders. During 1 982 and 1 983, a large number of Microprocessor devices will be converted from 
Alloy 42 to copper leadframes to take advantage of the better thermal conductivity of copper. This 
results in lower junction temperatures, and subsequent improvements in electrical characteristics 
and reliability performance. 

Another approach to lower thermal resistance for devices with high power dissipation is plastic 
assembly using a heatspreader. The heatspreader is an anodized aluminum piece part that sits 
below the plane of the leadframe. During the encapsulation process, the heatspreader is surrounded 
by plastic and becomes part of the package structure. Heatspreaders, when used in combination 
with Alloy 42 leadframes, yield a thermal resistance roughly equivalent to a copper leadframe plastic 
device, or to a ceramic device. Devices which contain a heatspreader employ the suffix "G" to 
designate this package type. The MC6801 Microprocessor Family has been offered in this package, 
and the 64-pin MC68000 1 6-bit Microprocessor is being offered in a heatspreader package. 
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FIGURE B1. HERMETIC PROCESS FLOW 
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The sidebraze, or solder seal, package is composed of three layers of alumina which are screened 
with refractory metal such as tungsten or moiy manganese and fired together to form the package 
body with a cavity for the die. The refractory metal is then plated and Alloy 42 leadframes are brazed 
to the bottom, sides or top of the package, depending on the vendor. The advantage of the sidebraze 
version is accurate lead alignment without the need for forming. The final piece part operation is 
plating which may be gold, or tin with a selective gold plate in the cavity. Although epoxy die bonding 
is feasible in this package — due to the higher sealing temperature, most manufacturers, including 
Motorola, employ a eutectic bond. Both aluminum ultrasonic wire bonding and gold thermocompres- 
sion bonding are used. 
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Some tradeoffs exist in the performance characteristics of the two hermetic packages as they are 
offered by Motorola. Both typically are ceramic, hermetic, employ a eutectic die bond, use ultrasonic 
aluminum wire bonding, and have tin plating. The thermal resistance of the packages is very similar, 
with the sidebraze having a slight advantage. Both packages perform well on the standard thermal 
and mechanical environmental tests, but each is susceptible to handling damage. Loose shipping 
rail packaging or high velocity impacts during testing can chip the sidebraze package and sever the 
interlayer metallization. This type of handling will not affect the 10-mil-thick leadframe of the CERDIP 
package, but hermeticity failures can occur. The CERDIP package is slightly thicker and heavier, but 
no conductive surfaces are exposed so the shorting potential in dense packaging is reduced. Ex- 
tensive testing of 24, 28, and 40 lead CERDIP and sidebraze devices has indicated no significant 
differences in reliability. 

Some Microprocessor devices are now being offered in Leadless Chip Carriers (LCC). The primary 
advantage of LCCs is increased device density at the board or substrate level. Motorola currently 
uses a 40-pin LCC that is essentially identical to the sidebraze dual-in-line in construction charac- 
teristics and assembly methods. Some MC68000 16-bit family devices will be offered in higher 
terminal count LCCs, up to 68 terminals. Future plans include LCCs with single layer construction 
and other package types offering higher packing density at the system level. 
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APPENDIX C. 
FAILURE RATE CALCULATIONS 

Environmental tests are designed to measure device resistance to unusual and severe stress, not 
expected under normal operating conditions. Device performance under these conditions Is ex- 
pressed as a percent of devices defective and compared to previous results. Life tests, on the other 
hand, accelerate the use conditions of the device with temperature and voltage in a manner which 
is more quantitatively correlatable to system operation. Life test failure rates are expressed as failures 
per unit time and are calculated using established principles of probability and statistics. 

The principles of reliability engineering have indicated that failure rates for semiconductor devices 
will take the form of the "bathtub" curve (Figure C1). 
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FIGURE CI, DEVICE FAILURE RATE AS A FUNCTION OF TIME. 



The following three regions are represented in the curve: 

1 . Infant Mortality — a region of high but rapidly declining failure rates, usually associated with 
manufacturing defects. 

2. Random Failures — a region of low, random failures caused by more subtle defects. This 
area of the curve represents the useful part of device life. 

3. Wearout — a region of rapidly rising failure rates related to device wearout. Most semicon- 
ductors will not reach this stage before they are replaced because of changes in technology. 

Techniques for calculating life test failure rates assume that the devices being tested have passed 
infant mortality and entered the stable random failure portion of the life curve. Failures which occur 
in this area are few and are known to approximate specific probability disthbutions. These probability 
distributions are used to calculate sample failure rates which can be projected to the population in 
general through the application of confidence limits. Techniques used to calculate life test failure 
rates for microprocessors are discussed below. 

A failure rate for any sample of life tested devices can be determined by dividing the number of 
failures by the number of device hours. However, this rate will apply to that sample only. If you are 
interested in projecting from the sample to the populations in general, you must establish confidence 
limits. The application of confidence limits is a statement of how "confident" you are that the sample 
failure rate approximates that for the population in general. To obtain rates with different confidence 
levels it is necessary to make use of specific probability distributions which take the same form as 
the actual failure distribution. 
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It has been determined that failures in semiconductors that have entered the middle portion of the 
bathtub curve will approximate a Poisson distribution; this distribution applies when one has a large 
sample with an extremely small number of events of interest, such as device failures. Given a 
Poisson failure process, a Chi-Square distribution can be used to establish confidence limits for 
failure rates. Reliability Engineering has determined that the following general formula, which utilizes 
values from a Chi-Square table, can be used to calculate failure rates for semiconductors: 

_ 1 x105 x^ («. d.f.) 
^ ~ 'mfF - 2t ^^^ 

where: 

\ = Failure Rate, %/1000 Hours 

MTTF = Mean Time To Failure (Hours) 

X^ = Chi-Square Function 

100 ~ Confidence Limit 

" = wT- 

d.f. = Degrees of Freedom = 2r + 2 
r = Number of Failures 
t = Device Hours 

To calculate the failure rate, first determine the level of confidence you require and calculate 
degrees of freedom. Select the Chi-Square value from a Chi-Square distribution table with the 
appropriate degrees of freedom and confidence level. Divide that value by twice the actual device 
hours, at the temperature of interest. 

The above formula applies for calculating a device failure rate, provided that the test is conducted 
at system temperature. However, since we are unable to observe long-term effects which develop 
over time, the test is accelerated through the application of a high temperature. In order to calculate 
a failure rate at the ambient temperature of a system, a factor must be supplied to compensate for 
the acceleration. The factor (Fa) which equates test temperature with rated temperature is derived 
from the Arrhenius relationship: 

Fa = exp (^(e/k) • (:p- - 1) j (2) 

where: 

Fa = Acceleration Factor 

= Activation Energy, eV 

k = Boltzman's constant, 8.62 x 10-5 eV/°K 

Tr = Junction Temperature, °K at the Rated Ambient of 70°C 

Tt = Junction Temperature, °K at the Life Test Ambient of 125°C 

Motorola uses 70°C for the system temperature (To) to more closely approximate the actual tem- 
perature of the device during system operation and to supply a degree of conservatism to the failure 
rate calculation. 
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Motorola uses an activation energy (0) value of 1 .0 electron-volt. A 1 .0 eV was selected as an 
average value because a variety of different failure mechanisms exist for microprocessor and other 
VLSI devices, with activation energies ranging from 0.40 eV for oxide related failures to 1 .0 eV or 
greater for contamination and metal related failures. Tr and Tt of the equation are the average 
junction temperatures present at the rated and test ambients. Motorola uses junction, rather than 
ambient temperature, because they produce acceleration factors that are more conservative and 
representative of actual conditions. These temperatures are calculated as follows: 



Tj = Ta + Pd " ejA (3) 

where: 

Tj = Junction Temperature, °C 

Ta = Ambient Temperature, °C 

Pd = Average Power Dissipation, Watts 

9jA = Thermal Resistance — Junction to Ambient, °C Per Watt 

Once this step has been completed, the acceleration factor can be calculated and applied as a 
multiplier to the number of device test hours under accelerated test conditions to determine the 
equivalent number of hours at rated operating conditions. To determine the failure rate at the operating 
temperature, use equation (1) substituting the equivalent device hours at rated temperature for t in 
the equation. ■ 

Formula 1 provides a failure rate expressed In percent per thousand hours. This number, stated 
as a percentage per each thousand hours of operation, is one way Motorola Reliability Engineering 
expresses failure rates for Microprocessors. One other way of expressing failure rates is Failures 
In Time (FITs) which refers to failed units per 109 device hours (1 FIT = X x 10^). 

Mean Time To Failure (MTTF) is another parameter frequently used to express failure rates. MTTF 
is the average time to a failure of a non-repairable item such as a semiconductor and is expressed 
as the reciprocal of the failure rate: 

MTTF = - (4) 



E 
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APPENDIX D. 
ELECTRICAL TESTING AND FAILURE CHARACTERISTICS 

The electrical measurements performed on reliability test samples were obtained using computer 
controlled testers and programs employing exhaustive functional routines under worst-case supply 
and clock conditions. Devices which do not meet a test criterion, including those failing for parametric 
reasons, are first segregated into "bin outs" defined by the test program. A data log is obtained from 
which each failing device is then assigned to one of six failure mode categories. An analysis to 
determine specific failure mechanisms is performed when the level or pattern of failure indicates 
that it is appropriate. T.H.B. rejects are routinely decapsulated and inspected for corrosion of the 
metallization. 

The electrical test programs are typically constructed in the following manner; 

1 . "Opens" test 

2. "Shorts" test 

3. Input Leakage 

4. Functionality using nominal supply and input voltage levels and low frequency clock conditions 

5. Functionality to data sheet parametric limits using worst-case combinations of VDD level and 
clock frequency 

6. Three-state leakage 

7. Output buffer current drive capability 

8. Power dissipation test 

Failure modes categorized according to these tests do not always indicate a specific problem 
and individual test programs may deviate from the sequence shown above as required for complete 
testing of the specific device type. f\/licroprocessors and other LSI logic circuits do not readily lend 
themselves to the identification of failure modes since their complexity creates an astronomical 
number of possible combination, some of which are very subtle. Attempts to categorize these 
modes by the test sequence invariably result in groupings which are not mutually exclusive or 
related to physical mechanisms. 

The distribution of failure modes and mechanisms observed during life testing appears to be 
the result of random manufacturing anomalies and does not, therefore, indicate trends correlatable 
to specific process or design deficiencies. These results are consistent with careful attention to 
process controls and reflect Motorola's high priority for quality and reliability. 
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TABLE D1. 
FAILURE MODE CLASSIFICATION 

A. OPENS — No electrical connection between an external terminal and corresponding die 
circuitry (possible intermitent). MOS inputs are normally high impedance parts and opens are 
detected by forward-biasing the substrate diode. 

B. SHORTS — An unintended resistive path of relatively low value between one terminal and 
any other terminal. 

C. FUNCTIONAL — A failure of one or more output terminals to respond with a correct logical 
state under nominal supply, clock, and VIH/VIL levels; a violation of the internal Boolean 
relationship defined by the circuit design. 

D. INPUT LEAKAGE — A current of either polarity which exceeds data sheet limits for input 
terminals. Large values of leakage are classified as shorts. 

E. THREE-STATE LEAKAGE — A current of either polarity which exceeds data sheet limits for 
I/O terminals when under three-stated conditions. This parameter is also timing dependent 
and, when catastrophic, is classified as a functional failure mode. 

F. PARAMETRIC — A broad classification of non-catastrophic failure modes which excludes 
leakages but includes: 

1 . Failure to respond at one or more output terminals with a correct logical state under worst- 
case supply, clock, and VIH/VIL conditions; usually the result of excessive propagation 
delays, improper VOH/VOL levels, or a dynamic logic state which should be static, etc. 
Must be 100% functional under nominal conditions and may be associated with leakage 
currents not previously detected. 

2. Excessive power dissipation. For CMOS Microprocessors, leakage currents can be a sig- 
nificant contributing factor for this failure mode. Device is 100% functional. 

3. Incorrect output analog voltage or current level not resulting in a functional failure. 
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APPENDIX E. 

MICROPROCESSOR AVERAGE JUNCTION TEMPERATURES 

AND GATE COUNTS 



i 







Average Junction 








Temperature @T^ = 70°C 


Equivalent 
Numt>er of 


MOS 


Device 




Plastic 


Technology 


Type 


Ceramic 


A42 Cu 


Gates 


NMOS 


MC6800 


83 


92 


1,367 




MC6802/08 


91 


116 


3,633 




MC6810 


83 


92 


1,083 




MC6821 


79 


92 81 


450 




MC6844 


85 


103 88 


1,000 




MC6845 


89 


105 90 


750 




MC6846 


89 


109 91 


3,755 




MC6847 


83 


94 84 


833 




MC6850 


81 


92 85 


580 




MC6852 


83 


91 84 


907 




MC6854 


89 


101 91 


1,400 




MC68488 


85 


98 86 


893 




MC68652 


86 


106 88 


6,442 




MC68653 






3.200 




MC68661 


85 


102 91 


4,200 




MC68701 


99 




11,267 


HMOS 


MC6801 


95 


96* 97 


8,533 




MC6805P2 


88 


106 95 


4,833 




MC6805R2/U2 


82 


108 87 


6,430 




MG6809/E 


92 


117 96 


3,000 




MC6829 


92 


117 96 


3,293 




MC68000 


97 


95* 


12,667 




MC68008 


107 




12,667 




MC68120 


96 




9,644 




MC68451 






12,233 




MC68705P3 


88 




8,833 




MC68705R3 


89 




14,433 


CMOS 


MCI 41 000 


71 


72 


2,425 




MCI 41 200 


71 


72 


2,425 




MC146805E2 


71 


72 


4,333 




MC146805F2 


71 


72 


5,633 




MC146805G2 


71 


72 


5,800 




MCI 46823 


71 


72 


867 



NOTES: Plastic package with molded-in heatspreader. 
A42 Plastic package with Alloy 42 leadframe. 
Cu Plastic package with copper leadframe. 
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APPENDIX F. 
RELIABILITY AND QUALITY MONITOR PROGRAM 

The Motorola MOS Microprocessor Reliability and Quality Monitor Program is designed to generate 
an ongoing data base of reliability and quality performance for various categories of Microprocessor 
products. The primary purpose of the program is to identify negative trends in the data so that 
immediate corrective action can be taken. The program also allows Motorola to develop a large data 
base of reliability and quality results that can be reported quarterly to customers. 

For the reliability monitor tests, each quarter sample group is pulled from major categories of 
product representing a matrix of processing and packaging technologies (see Sample Group chart). 
Product mix, sample availability and equipment capacity may cause the specific sample group pulled 
for a given quarter to vary from the chart shown. Each sample group has a specific set of reliability 
tests associated with it that are appropriate for that product type based on our history for that 
classification. At the end of each quarter, results are reported for all sample groups that have 
completed testing. 

The quality results that are reported are the electhcal and visual/mechanical AOQ (Average 
Outgoing Quality, given in parts per million defective) for the Microprocessor Division. This data 
represents the summary of results from the QC gate operation performed on every lot during the 
quarter. Electrical AOQ represents any AC, DC, or functional failure at any temperature (each lot 
is typically gated at two temperatures: hot and either room or cold). Visual/mechanical AOQ rep- 
resents failures such as bent leads, incorrect marking, marking permanency problems, and cracked 
packages. The AOQ reported is the product of the process average (ratio of defective devices to 
largest sample size) and the lot acceptance rate. 

Following are brief descriptions of the various reliability tests included in this program: 

High Temperature Operating Life 

High temperature operating life (H.T.O.L.) testing is performed to accelerate failure mechanisms 
which are thermally activated through the application of extreme temperatures and the use of dynamic 
operating conditions. The temperature and voltage conditions used in the stress are typically 1 25°C 
with a bias level at the maximum data sheet specification limit of 5.5 volts. All devices used in HTOL 
test are sampled directly after final electrical test with no prior burn-in or other pre-screening. Testing 
is performed per Mil Std 883B, Method 1005, with all stressing dynamic and minimum test duration 
1008 hours. Some sample groups will be extended beyond 1008 hours, some run at temperatures 
higher than 125°C, and some at voltages higher than maximum rated voltage to look for the effects 
of these variations. 

Device equivalent hours assume the Arrhenius relationship using an activation energy of 1 .0 eV 
to extrapolate from the device junction temperature at 125°C to the junction temperature at 70°C. 
Failure rates given in FITs are derived using the Chi-Square disthbution to a 90% confidence limit. 
A FIT is 1 failure per 10^ device hours or 0.0001 %/1 000 Hours. 

Temperature Humidity Bias 

Temperature Humidity Bias (T.H.B.) is an environmental test performed at a temperature of 85°C 
and a relative humidity of 85%. The test is designed to measure the moisture resistance of plastic 
encapsulated circuits. A nominal voltage of 5 volts static bias is applied to the device to create the 
electrolytic cells necessary to accelerate corrosion of the metallization. Testing is performed per 
JEDEC Standard 22, Method A1 01 . Most groups are tested to 1 00 hours with some groups extended 
beyond to look for longer term effects. 



B 



2-21 



a 



Autoclave 

Autoclave, like T.H.B., Is an environmental test which measures device resistance to moisture 
penetration along the leadframe-plastic interface. Conditions employed during the test include 121°C, 
1 00% relative humidity, and 1 5 psig. Corrosion of the die is the expected failure mechanism. Autoclave 
is a highly accelerated and destructive test performed per JEDEC Standard 22, method A1 02. Testing 
is routinely performed for 144 hours. 

Temperature Cycle 

Temperature cycle testing accelerates the effects of thermal expansion mismatch among the 
different components within a specific packaging system. This test is typically performed per Mil 
Std 883B, Method 1010, Condition C (-65°C to +150°C), or JEDEC Standard 22, Method A104, 
Condition B (-40°C to +125°C). During temperature cycle testing, devices are inserted into a 
cycling system and held at the cold dwell temperature for at least ten minutes. Following this cold 
dwell, the devices are heated to the hot dwell where they remain for another ten minute minimum 
time period. The system employs a circulating air environment to assure rapid stabilization at the 
specified temperature. The iJwell at each extreme, plus the two transition times of five minutes each 
(one up to the hot dwell temperature, another down to the cold dwell temperature), constitute one 
cycle. Test duration is for 1000 cycles with some tests extended to look for longer term effects. 

Thermal Shock 

The objective of thermal shock testing is the same as that for temperature cycle testing — to 
emphasize differences in expansion coefficients for components of the packaging systems. However, 
thermal shock provides additional stress in that the device is exposed to a sudden change in 
temperature due to the transfer time of ten seconds maximum as well as the increased thermal 
conductivity of a liquid ambient. This test is performed per Mil Std 883B, Method 1011, Condition 
C (~65°C to 4- 150°C). Devices are placed in a fluorocarbon bath and cooled to -65°C. After being 
held in the cold chamber for five minutes minimum, the devices are transferred to an adjacent 
chamber filled with fluorocarbon at + 150°C for an equivalent time. Two five-minute dwells plus two 
ten-second transitions constitute one cycle. Test duration is normally for 1 000 cycles with some tests 
being extended to look for longer term effects. 

Data Retention 

Data retention testing or high temperature storage is performed to measure the stability of pro- 
grammed EPROM and EEPROM devices during storage at elevated temperatures with no electrical 
stress applied. The devices are exposed to an ambient environment of 150°C per Mil Std 883B, 
Method 1008, Condition C. An acceleration of charge loss from the storage cell is the expected 
result. All groups are typically tested to 1008 hours. 
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RELIABILITY AND QUALITY MONITOR PROGRAM 

SAMPLE GROUPS 



Category 
Name 


Typical 

Product 

Types 


Minimum Number of 
Sample Groups/Qtr 


Test Performed 


No. Samples 


(Typ.) 


NMOS 
Plastic 


6800 Family 
3870, 6800, 6810 
6821 , 6845, Custom 


8 


HTOL 
THB 

Autoclave 
TC/TS 


45 Pes 
34 Pes 
22 Pes 
38 Pes 


HMOS 
Plastic 


6801 Family 
6805 Family 
6809 Family 


4 


HTOL 
THB 

Autoclave 
TC/TS 


45 Pes 
34 Pes 
22 Pes 
38 Pes 


CMOS 
Plastic 


CMOS Family 

146805E2 

146805G2 


4 


HTOL 
THB 

Autoclave 
TC/TS 


45 Pes 
34 Pes 
22 Pes 
38 Pes 


68000 
Family 
Plastic 
(HMOS) 


68000 


2 


HTOL 
THB 

Autoclave 
TC/TS 


45 Pes 
36 Pes 
38 Pes 
38 Pes 


CERDIP 
(NMOS or 
HMOS) 


6800 Family 
3870, 6800, 6810, 
6821 , 6845, 6801 , 
6805, 6809 


2 


HTOL 
TC/TS 


45 Pes 
38 Pes 


Side 
Braze 


6800 Family 
3870, 6800, 6810 
6821, 6845, 6810, 
6805, 6809 


2 


TC/TS 


52 Pes 


Leadless 

Chip 

Carrier 


146805E2 
146805G2 
CMOS Family 


3 


HTOL 
TC/TS 


30 Pes 
38 Pes 


68000 
Family 
Ceramic 
(HMOS) 


68000 


2 


HTOL 


45 Pes 


EPROM MCU 
(NMOS, HMOS 
or CMOS) 


68701 
68705 
1468705G2 


2 


HTOL 
TC/TS 
Data 
Retention 


45 Pes 
38 Pes 

45 Pes 
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APPENDIX G. 
QUALITY PERFORMANCE 



I 



The chart below gives the goals and actuals for the Microprocessor Division Electrical and Visual/ 
Mechanical AOQ (Average Outgoing Quality, given in parts per million defective). This data represents 
the summary of results from the QC gate operations performed on every lot. Electrical AOQ rep- 
resents any AC, DC, or functional failure at any temperature (each lot is typically gated at two 
temperatures: hot, and either room or cold). Visual/Mechanical AOQ represents failures such as bent 
leads, incorrect marking, marking permanency problems, and cracked packages. The AOQ reported 
is the product of the process average (ratio of defective devices to largest sample size) and the lot 
acceptance rate. 

AVERAGE OUTGOING QUALITY 





Goal 


Electrical 

AOQ (PPM) 

Actual 


Visual/Mechanical 

AOQ (PPM) 

Actual 


Total 1979 
Total 1980 
Total 1981 


3000 
2500 
1500 


(~) 4000 

(~) 2000 

1725 


(~) 4500 

(~) 2500 

1920 


1st Qtr 1982 
2nd Qtr 1982 
3rd Qtr 1982 
4th Qtr 1982 


1200 

1000 

800 

600 


1045 
868 
492 
636 


1408 

1934 

1062 

651 


1st Qtr 1983 
2nd Qtr 1983 
3rd Qtr 1983 
4th Qtr 1983 


500 
450 
400 
350 


326 
341 
313 


405 
267 
251 


1st Half 1984 
2nd Half 1984 


275 
275 






1st Half 1985 
2nd Half 1985 


175 
125 






1986 


100 
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M) MOTOROLA 




MC1372 



COLOR TV VIDEO MODULATOR 

. . . an integrated circuit used to generate an RF TV signal from 
baseband color-difference and luminance signals. 

The MC1372 contains a chroma subcarrier oscillator, a lead and 
lag network, a quasi-quadrature suppressed carrier DSB chroma 
modulator, an RF oscillator and modulator, and an LSTTL com- 
patible clock driver with adjustable duty cycle. 

The MCI 372 is a companion part to the MC6847 Video Display 
Generator, providing and accepting the correct dc interconnection 
levels. This device may also be used as a general-purpose modulator 
with a variety of video signal generating devices such as video games, 
test equipment, video tape recorders, etc. 

• Single 5.0 Vdc Supply Operation for NMOS 

and TTL Compatibility 

• Minimal External Components 

• Compatible with MC6847 Video Display Generator 

• Sound Carrier Addition Capability 

• Modulates Channel 3 or 4 Carrier with Encoded Video Signal 

• Low Power Dissipation 

• Linear Chroma Modulators for High Versatility 

• Composite Video Signal Generation Capability 

• Ground-Referenced Video Prevents Overmodulation 



COLOR TV 

VIDEO 

MODULATOR CIRCUIT 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 




P SUFFIX 

PLASTIC PACKAGE 
CASE 646-05 



E 





Pin Connections 






^^ 




Clock p- 

Output LJ^ 

Oscillator [-— 

Input !_£. 




33) 

VRF Tank 

ml 


Duty Cycle rrr 
Adj LL 




-— .RF Modulator 
iilOutput 


Gnd [T 




jTjvcc 


Colore |— - 
Input LL 




— — 1 Chrominance 
I£] Input 


Color Ref r— - 

Input LL 




^^-, Luminance 
_U input 


Color A r— 
Input LL 




-^Chroma 

1 1 Modulator 

Output 









FIGURE 1 - BLOCK DIAGRAM 



Color B 

Input 

Q5 



nput 
Q9 



Chroma 
Modulator 



Chroma 
Modulator 



36 

Duty Cycle 
Adjust 



70 



RF 

Modulator 
Output 
Ql2 



60 

Color 

Reference 

Input 



8 Chroma 
-O Modulator 
Output 



130 1^0 

RF Tank 
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MCI 372 



MAXIMUM RATINGS (1^ = 25°C unless otherwise noted) 



Rating 


Value 


Unit 


Supply Voltage 


8.0 


Vdc 


Operating Ambient Temperature Range 


to +70 


°C 


Storage Temperature Range 


-65 to +150 


°C 


Junction Temperature 


150 


°C 


Power Dissipation, Package 
Derate above 25°C 


1.25 
13 


Watts 
mW/°C 



RECOMMENDED OPERATING CONDITIONS 



I 



Supply Voltage 


5.0 


Vdc 


Luma Input Voltage - Sync Tip 
Peak White 


1.0 
0.35 


Vdc 


Color Reference Voltage 


1.5 


Vdc 


Color A, B Input Voltage Range 


1.0 to 2.0 


Vdc 



ELECTRICAL CHARACTERISTICS (Vcc = +5 Vdc, Ta = 25°C, Test Circuit 1 unless otherwise noted) 



Characteristic 


Min 


Typ 


Max 


Unit 


Operating Supply Voltage 


4.75 


5.0 


5.25 


Volts 


Supply Current 


- 


25 


- 


mA 



CHROMA OSCILLATOR/CLOCK DRIVER (Measured at Pin 1 unless otherwise noted) 



Output Voltage (VqlI 


2.4 


_ 


0.4 


Vdc 


Rise Time (VI = 0.4 to 2.4 Vdc) 


- 


- 


50 


ns 


Fall Time (VI = 2.4 to 0.4 Vdc) 


- 


- 


50 


ns 


Duty Cycle Adjustment Range (V3 = 5.0 Vdc) 
(Measured at VI =1.4 V) 


70 


- 


30 


% 


Inherent Duty Cycle (No connection to Pin 3) 


- 


50 


- 


% 



CHROMA MODULATOR (V5 = V6 = V7 = 1 .5 Vdc unless otherwise noted) 



Input Common Mode Voltage Range (Pins 5, 6, 7) 


0.8 


- 


2.3 


Vdc 


Oscillator Feedthrough (Measured at Pin 8) 


- 


15 


31 


mV(p-p) 


Modulation Angle [98(V7 = 2.0 Vdc) -08(V5 = 2.0 Vdc)l 


85 


100 


115 


degrees 


Conversion Gain [V8/(V7 - V6); V8/(V5 - V6)] 


- 


0.6 


- 


V(p-p)/Vdc 


Input Current (Pins 5,6, 7) 


- 


- 


-20 


pA 


Input Resistance (Pins 5, 6, 7) 


100 


- 


- 


kS! 


Input Capacitance (Pins 5, 6, 7) 


- 


- 


5.0 


pF 


Chroma Modulator Linearity 

(V5 = 1.0 to 2.0 V; V7 = 1 .0 to 2.0 V) 


- 


4.0 


- 


% 



RF MODULATOR 



Luma Input Dynamic Range (Pin 9, Test Circuit 2) 





- 


1.5 


Volts 


RF Output Voltage (f = 67.25 MHz, V9 = 1 .0 V) 


- 


15 


- 


mVrms 


Luma Conversion Gain 

(AV12/AV9; V9 = 0.1 to 1 .0 Vdc) Test Circuit 2 




0.8 




V/V 


Chroma Conversion Gain 

(AV12/AV10, V10 = 1.5 Vp-p; V9 = 1.0 Vdc) Test Circuit 2 




0.95 




V/V 


Chroma Linearity (Pin 12, V10 = 1.5 Vp-p) Test Circuit 2 


- 


1.0 


_ 


% 


Luma Linearity (Pin 1 2, V9 = to 1 .5 Vdc) Test Circuit 2 


_ 


2.0 


_ 


% 


Input Current (Pin 9) 


- 


- 


-20 


mA 


Input Resistance (Pin 10) 


- 


800 


- 


il 


Input Resistance (Pin 9) 


100 


- 


- 


kn 


Input Capacitance (Pins 9, 10) 


_ 


_ 


5.0 


pF 


Residual 920 kHz (Measured at Pin 12) See Note 1 


_ 


50 


_ 


dB 


Output Current (Pin 12, V9 = V) Test Circuit 2 


- 


1.0 




mA 



TEMPERATURE CHARACTERISTICS (Vcc = 5 Vdc, Ta = to 70°C, IC only) 








Chroma Oscillator Deviation (fg = 3.579545 MHz) 


- 


±50 


- 


Hz 


RF Oscillator Deviation (fj, = 67.25 MHz) 


- 


±250 


_ 


kHz 


Clock Drive Duty Cycle Stability 


±5.0 


- 


- 


% 



NOTE 1 . V9 = 1 .0 Vdc, Vc = 300 mV{p-p) (s> 3.58 MHz, 

Vs = 250 mV(p-p) (§) 4.5 MHz, Source Impedance = 75 n. 
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MCI 372 



FIGURE 2 - TEST CIRCUIT 1 
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FIGURE 3 - TEST CIRCUIT 2 



10 mF 



X 



360 ^ 2k 



+^ 4t <> O Video Output 



3.579545 MHz 11 | 13 | 14 

O-L - ^ 9-35 

'I ^ PF 



ml 



9 3 0.1 mF 



^ 



8 Chroma Modulate 
Output 



— O | ( O V10 



V5 V6 V7 V9 



3-5 



6) 



FIGURE 4 - SCHEMATIC DIAGRAM 
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OPERATIONAL DESCRIPTION 

Pin 1 - Clock Output 

Provides a rectangular pulse output waveform with 
frequency equal to the chrominance subcarrier oscillator. 
This output is capable of driving one LS-TTL load. 

Pin 2 — Oscillator Input 

Color subcarrier oscillator feedback input. Signal from 
the clock output is externally phase shifted and ac cou- 
pled to this pin. 

Pin 3 - Duty Cycle Adjust 

A dc voltage applied to this pin adjusts the duty cycle 
of the clock output signal. If the pin is left unconnected, 
the duty cycle is approximately 50%. 

Pin 4 - Ground 

Pin 5 -Color B Input 

Dc coupled input to Chroma Modulator B, whose 
phase leads modulator A by approximately 100°. The 
modulator output amplitude and polarity correspond to 
the voltage difference between this pin and the Color 
Reference Voltage at Pin 6. 

Pin 6 — Color Reference Input 

The dc voltage applied to this pin establishes the 
reference voltage to which Color A and Color B inputs 
are compared. 

Pin 7 - Color A Input 

Dc coupled input to Chroma Modulator A, whose 
phase lags modulator B by approximately 100°. The 
modulator output amplitude and polarity correspond to 
the voltage difference between this pin and the Color 
Reference Voltage at Pin 6. 

Pin 8 — Chroma Modulator Output 

Low impedance (emitter follower) output which 
provides the vectorial sum of chroma modulators A 
and B. 

Pin 9 — Luminance Input 

Input to RF modulator. This pin accepts a dc coupled 
luminance and sync signal. The amplitude of the RF signal 
output increases with positive voltage applied to the pin, 
and ground potential results in zero output (i.e., 100% 
modulation). A signal with positive-going sync should 
be used. 

Pin 10 — Chrominance Input 

Input to the RF modulator. This pin accepts ac coupled 
chrominance provided by the Chroma Modulator Output 
(pin 8). The signal is reduced by an internal resistor divider 
before being applied to the RF modulator. The resistor 
divider consists of a 300 ohm series resistor and a 500 
ohm shunt resistor. Additional gain reduction may be 
obtained by the addition of external series resistance 
to pin 10. 



Pin11-Vcc 

Positive supply voltage 

Pin 12 - RF Modulator Output 

Common collector of output modulator stage. Output 
impedance and stage gain may be selected by choice of 
resistor connected between this pin and dc supply. 

Pins 13 and 14 - RFTank 

A tuned circuit connected between these pins deter- 
mines the RF oscillator frequency. The tuned circuit must 
provide a low dc resistance shunt. Applying a dc offset 
voltage between these pins results in baseband composite 
video at the RF Modulator Output. 

MC1372 CIRCUIT DESCRIPTION 

The chrominance oscillator and clock driver consist of 
emitter follower 04 and inverting amplifier Q5. Signal 
presented at clock driver output pin 1 is coupled to 
oscillator input pin 2 through an external RC and crystal 
network, which provides 180° phase shift at the resonant 
frequency. The duty cycle of the output waveform is 
determined by the dc component at pin 1 internally 
coupled through R12 to the base of Q4. As pin 1 dc 
voltage increases, a smaller portion of the sinusoidal 
feedback signal at pin 2 exceeds the 04 base voltage of 
two times VgE required for conduction. As the dc level 
is reduced, device Q4 and thus Q5 is turned on for a 
longer percentage of the cycle. Transistors QO, Q1, 
02 and diode D1 provide the biasing network which 
determines the dc operating level of the oscillator. The 
transistor Q2 and resistors R5, R6, and R7 form a voltage 
reference of four times VgE at the collector of 02. The 
dc voltage at pin 1 is determined by the values of R4, 
R8, and R12 and the applied duty cycle adjust voltage 
at pin 3, Since these resistors are nominally equal, the 
voltage at pin 1 will always approximate the dc voltage 
at pin 3. 

The oscillator signal at pin 1 is internally coupled to 
active filter 044. This filter reduces the frequency content 
above 4 MHz. The output of the filter at the emitter of 
044 is ac coupled through C3 to the input of the lead/lag 
network. R32 and CI provide approximately 50° of phase 
lag, while C2 and R29 provide approximately 50° of 
phase lead. These two quasi-quadrature waveforms are 
used to switch chroma modulators B and A, respectively. 
The transistors 022 through 025 and 032-033 form 
a doubly balanced modulator. The input signal applied 
at pin 5 is compared to the color dc reference voltage 
applied at pin 6 in differential amplifier Q32-Q33. The 
source current provided by transistor 034 is partitioned 
in transistors 032 and Q33 according to the differential 
input signal. The bases of transistors 023 and 024 are 
connected to the dc reference voltage at the emitter of 
Q30. The bases of transistors 022 and 025 are connected 
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to the phase delayed oscillator signal at the emitter of 
buffer transistor Q21. The differential signal currents 
provided by Q32 and Q33 are switched in transistors 
Q22 through Q25 and the resultant signal voltage is 
developed across R49. This signal has the phase and 
frequency of the oscillator signal at the emitter of Q21. 
The amplitude is proportional to the differential input 
signal applied between pins 5 and 6. Transistors Q26 
through Q29 and Q38-Q39 form chroma modulator B. 
This modulator develops a signal voltage which is propor- 
tional to the differential voltage applied between pins 
7 and 6. The phase and frequency of the output is equal 
to the phase advanced chroma oscillator at the emitter 
of buffer transistor Q20. Both chroma modulators A and 
B share the same output resistor, R49, so the output 
signal presented at the emitter of Q42 (pin 8) is the 
algebraic sum of modulators A and B. 

The RF oscillator consists of differential amplifier 
Q18 and Q19 cross-coupled through emitter followers 
Q16 and Q17. The oscillator will operate at the parallel 
resonant frequency of the network connected between 
pins 13 and 14. The oscillator output is used to switch 
the doubly balanced RF modulator, Q9 through Q15. 
Transistors Q7 and Q8 provide level shifting and a high 
input impedance to the luminance input pin 9. The 
bases of transistors Q9 and Q10 are both biased through 
resistors R17 and R18, respectively, to the same dc 
reference voltage at Q6 emitter. The base voltage at Q10 
may only be offset in a negative direction by luminance 
signal current source Q8. This design insures that over- 
modulation due to the luminance signal will never occur. 
The chrominance signal developed at pin 8 is externally 
ac coupled to pin 10 where it is reduced by resistor 
dividers R20 and R17, and added to the luminance 
signal in Q9. The resultant differential composite video 
currents are switched at the appropriate RF frequency 
in Q12 through Q15. The output signal current is presented 
at pin 12. 

Transistors Q36, Q41 and resistors R44, R47 provide 
a highly stable voltage reference for biasing current sources 
Q43, Q34,Q35, andQII. 



MC1372 APPLICATION INFORMATION 

Chrominance Oscillator 

The oscillator is used as a clock signal for driving 
associated external circuitry, in addition to providing a 
switching signal for the chroma modulators. The IC uses 
an external crystal in a Colpitts configuration, as shown 
in Figure 5. Resistor R1 provides current limiting to 
reduce the signal swing. Capacitor C2 is adjusted for 
the exact frequency desired (3.579545 MHz). 

In some applications, the duty cycle of the clock signal 
at pin 1 must be modified to overcome gate delays in 



associated equipment. The duty cycle may be adjusted 
by varying the dc voltage applied to pin 3. This adjust- 
ment may be made with the use of a potentiometer 
(10 ki7) between supply and ground. With no connection 
to pin 3, the duty cycle is approximately 50%. 

Chroma Modulator 

The chrominance oscillator is internally phase shifted 
and applied to chroma modulators A and B. No external 
lead/lag networks are necessary. The phase relationship 
between the modulators is approximately 100°, which 
was chosen to provide the best rendition of colors using 
equal amplitude color-difference signals. The voltage 
applied to pin 5, 6, or 7 must always be within the Input 
Common Mode Voltage Range. Since the amplitude of 
chrominance output is proportional to the voltage dif- 
ference between pins 5 and 6 or 7 and 6, it is desirable 
to select the Color Reference Voltage applied to pin 6 to 
be midway between V5max a'^d VBpnjn (which should 
be V7max a^d V7min)- The Chroma B Modulator will be 
defined as a (B-Y) modulator if a burst flag signal is 
applied to the Color B Input (pin 5) at the appropriate 
time. This voltage should be negative with respect to the 
Color Reference Voltage, and typically has an amplitude 
equal to 1/2[V6-V5minl • Since the phase of burst is 
always defined as -(B-Y), the Chroma A Modulator 
approximates an (R-Y) modulator; however, the phase 
is offset by 10° from the nominal 90°, to provide the 
100° phase shift as discussed previously. 

RF Modulator and Oscillator 

The coil and capacitor connected between pins 13 and 
14 should be selected to have a parallel resonance at the 
carrier frequency of the desired TV channel. The values 
of 56 pF and 0.1 /jH shown in Figure 5 were chosen 
for a Channel 4 carrier frequency of 67.25 MHz. For 
Channel 3 operation, the resonant frequency should 
be 61.25 MHz (C = 75 pF, L = 0.1 /liH). Resistors R4 and 
R5 are chosen to provide an adequate amplitude of 
switching voltage, whereas R6 is used to lower the maxi- 
mum dc level of switching voltage below VcC' thus 
preventing saturation within the IC. 

Composite Luminance and Sync should be dc coupled 
to Luminance Input, pin 9. This signal must be within 
the Luma Input Dynamic Range to insure linearity. 
Since an increase in dc voltage applied to pin 9 results 
in an increase in RF output, the input signal should 
have positive-going sync to generate an NTSC compatible 
signal. As long as the input signal is positive, over- 
modulation is prevented by the integrated circuit. 

Chrominance information should be ac coupled to 
Chrominance Input, pin 10. This pin is internally con- 
nected to a resistor divider consisting of a series 300 
ohms and a shunt 500 ohms resistor. The input impedance 
is thus 800 ohms, and a coupling capacitor should be 
appropriately chosen. 
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FIGURE 5 - TYPICAL APPLICATION CIRCUIT 
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The Luminance to Chrominance ratio (L:C) may be 
modified with the addition of an external resistor in series 
with pin 10 (as shown in Figure 5). The unmodified L;C 
(Aq) is determined by the ratio of the respective Conver- 
sion Gain for equal amplitude signals (typically, 0.883 = 
-1.6 dB). The modified L:C will be governed by the 
equation AqII + Rext/800) for equal amplitude input 
signals. 

The internal chrominance modulators are not inter- 
nally connected to the RF modulator; therefore, the user 
has the option of connecting an externally generated 
chrominarice signal to the RF modulator. In addition, 
the RF modulator is wideband, and a 4.5 MHz FM audio 
signal may be added to the chrominance input at pin 10. 
This may be accomplished by selecting an appropriate series 
input resistor to provide the correct Luminance;Sound 
ratio. 

The modulated RF signal is presented as a current 
at RF Modulator Output, pin 12. Since this pin represents 
a current source, any load impedance may be selected for 
matching purposes and gain selection, as long as the vol- 



tage at pin 12 is high enough to prevent the output 
devices from reaching saturation (approximately 4.5 V 
with components in Figure 5). The peak current out of 
pin 12 is typically 2 mA. Hence, a load resistance of up 
to 250 ohms may be safely used with a 5 \/' supply. 

Composite Video Signal Generation 

The RF modulator may be easily used as a composite 
video generator by replacing the RF oscillator tank 
circuit with a diode as shown in Figure 3. This results in 
the output modulator being biased so the summation of 
luminance and chrominance appears unswitched at 
pin 12. The polarity of the output waveform is con- 
trolled by the direction of the diode. Inverted video: 
Anode to pin 14, cathode to pin 13. Non-inverted 
video: Anode to pin 13, cathode to pin 14. Note that the 
supply resistor must always be connected to the anode 
of the diode. 

The amplitude of signal may be increased by increasing 
the load resistor on pin 12 and returning it to a higher 
supply voltage. Any voltage up to the Absolute Maximum 
Rating may be used. 
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Applications with I\/1C6847 Video Display Generator 

The MC1372 may be easily interfaced to the MC6847 
as shown in Figure 5. The dc levels generated and required 
by the VDG are compatible with the MC1372, so that 
pins 1, 5, 6, 7, and 9 may be directly coupled to the 
appropriate MC6847 pins. Both integrated circuits as 
well as any associated NMOS MPU may be driven from 
a common 5 Vdc supply. 

Recommended Chroma-Luma Signals 

A chroma modulation angle of 100° was chosen to 
facilitate a desirable selection of colors with a minimum 
number of input signal levels. The following table demon- 
strates applicable signal levels for a variety of colors. 





Pin^ 

Luminance 

Input 

(Vdc) 


Pin -7 

Color A 
(Vdc) 


Pin «6 

Color Ref. 
(Vdc) 


Pin =i5 

Color B 
(Vdc) 


Sync 


1.0 


1.5 


1.5 


1.5 


Blanking 


0.75 


1.5 


1.5 


1.5 


Burst 


0.75 


1.5 


1.5 


1.25 


Black 


0.70 


1.5 


1.5 


1.5 


Green 


0.50 


1.0 


1.5 


1.0 


Yellow/ 


0.38 


1.5 


1.5 


1.0 


Blue 


0.62 


1.5 


1.5 


2.0 


Red 


0.62 


2.0 


1.5 


1.5 


Cyan 


0.50 


1.0 


1.5 


1.5 


Magenta 


0.50 


2.0 


1.5 


2.0 


Orange 


0.50 


2.0 


1.5 


1.0 


Buff 


0.38 


1.5 


1.5 


1.5 
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QUAD GENERAL-PURPOSE INTERFACE 
BUS (GPIB) TRANSCEIVERS 

The MC3440A, MC3441A, MC3443A are quad bus transceivers 

intended for usage in instruments and programmable calculators 
equipped for interconnection into complete measurement systems. 
These transceivers allow the bidirectional flow of digital data and 
commands between the various instruments. Each of the transceiver 
versions provides four open-collector drivers and four receivers 
featuring input hysteresis. 

The MC3440A version consists of three drivers controlled by 
a common Enable input and a single driver without an Enable input. 
Terminations are provided in the device. 

The IVIC3441A differs in that all four drivers are controlled by 
the common Enable input. Again, the terminations are provided. 

The IV1C3443A is identical to the MC3441A except that the ter- 
minations have been omitted. As such it is pin compatible, and 
functionally equivalent to the SN75138. It does offer the advantage 
of receiver input hysteresis. 

• Receiver Input Hysteresis Provides Excellent Noise Rejection 

• Open-Collector Driver Outputs Permit Wire-OR Connection 

• Tailored to Meet the Standards Set by the IEEE and lEC 

Committees on Instrument Interface (488-1978) 

• Terminations provided (except MC3443A version) 

• Provides Electrical Compatibility with General-Purpose 

Interface Bus 



MAXIMUM RATINGS (Ta = 25°C unless otherwise noted ) 



TYPICAL APPLICATION - GPIB MEASUREMENT SYSTEM 



ii Ji 



Instrument 

A 
(with GPIB) 



Instrument 

B 
(with GPIB) 



^' k 



ft t t 

16 Lines Total 



Programmable 
Calculator 
(with GPIB) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


7.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


IO(Dl 


150 


mA 


Power Dissipation (Package Limitation) 
Derate above 25°C 


Pd 


830 
6.7 


mW 
mW/°C 


Operating Ambient Temperature Range 


Ta 


to ^ 70 


°C 


Storage Temperature Range 


Tstg 


-65 to +150 


OC 



-T - = Bus 



MC3440A 
MC3441A 
MC3443A 



QUAD INTERFACE 
BUS TRANSCEIVERS 
SILICON MONOLITHIC 
INTEGRATED CIRCUITS 



fl 



P SUFFIX 

PLASTIC PACKAGE 
CASE 648-05 



Output and 
Termination r^ 




i 



Receiver i — ■ 
Output B l!L' 



Bus B \£^- 
Logic Gnd [»" 



3-11 



MC3440A, MC3441A, MC3443A 



ELECTRICAL CHARACTERISTICS (Unless otherwise noted, 4.5 V < Vcc « 5.5 V and < T^ < 70°C, typical values are at 

Ta = 25°C,VcC= 5.0 V) 



Characteristic 



Symbol 



Typ 



DRIVER PORTION 



i 



Input Voltage - High Logic State 


\/|H(D) 


2.0 


- 


- 


V 


Input Voltage - Low Logic State 


V|L(D) 


- 


- 


0.8 


V 


Input Current - High Logic State 
(V|H = 2.4 VI 


l|H(DI 


~ 


~ 


40 


mA 


Input Current - Low Logic State MC3443A 
IV|L= 0.4 V, Vcc ' 5.0V,Ta - 25°C) MC3440A, 3441 A 


l|L(D) 


-; 


- 


-1.6 
-0.25 


nnA 


Input Clamp Voltage 
(l|K = -12mA) 


V|K{D) 


- 


- 


-1.5 


V 


Output Voltage - High Logic State (1) (MC3440A, 3441 A only) 
(V|H(E) = 2.4 V or V|l(d) = 0.8 V) 


VOH(DI 


2.5 


- 


- 


V 


Output Voltage - Low Logic State 

(V|H(D) = 2.0 V, V|L(E) = 0.8 V, lOL(D) = 48 mA) 
(V|H(D) = 2.0 V, VmE) = 0.8 V, loL(D) = 100 mA) 


'^OL(D) 


- 


- 


0.5 
0.80 


V 


Output Leakage Current — MC3443A Only 

IV|H(E) = 2.0 Vor V|L(D, -- 0.8 V) 


lOHIDI 


- 


- 


250 


mA 



RECEIVER PORTION 



Input Hysteresis 


- 


400 


580 


_ 


mV 


Input Threshold Voltage - Low to High Output Logic State 
(Vcc = 5.0V,Ta= 25°C) 


V|LH(R) 


0.8 


0.98 


— 


V 


Input Threshold Voltage - High to Low Output Logic State 
(Vcc = 5.0V,Ta = 25°C) 


^IHL(R) 


- 


1.56 


2.0 


V 


Output Voltage - High Logic State 

(V|L(R) = 0.8 V, loH(R) = -400 fjA) 


VOH(R) 


2.4 


~ 


- 


V 


Output Voltage - Low Logic State 
<\/|H(RI = 2.0 V, l0LIRI= lemA) 


VOL(R) 


- 


- 


0.5 


V 


Output ShortCircuit Current 

'^IL(R) " ^^ ^' (Only one output may be shorted at a time) 


lOS(R) 


-20 


- 


-55 


mA 



BUS TERMINATION PORTION (Does not apply to MC3443A) 



Bus Voltage (V|l(d) = 0.8 V) 
(lBUS = -''2mA) 
(No Load) 



Bus Current 

<V|L(D)= 0-8 V.VbuS^ 5.0 V) 
(V|L(D) = 0.8 V,VbuS< 5.5 V) 
(V|L(D)= 0.8 V,VbuS = 0.5 V) 
(Vcc = 0,0< Vbus<2.75V) 



(MC3440A, 3441Aonly) 



^BUS 



'BUS 



2.50 



0.7 
-1.3 



TOTAL DEVICE POWER CONSUMPTION 



-1.5 
3.70 



2.5 
-3.2 
+ 0.04 



Power Supply Current 

(V,H(D)=2.4V.V|L(E) = 0V) 


Ice 


30 


56 


75 


mA 



SWITCHING CHARACTERISTICS {Vqc = 5 V, T^ = 25°c) 










Characteristic 


Symbol 


MC3440A,3441A 


MC3443A 


Unit 


Min 1 Typ | Max 


Min 1 Typ | Max 



DRIVER PORTION 



Propagation Delay Time from Driver Input to Low Logic State Bus Output 


'PHL(D) 


- 


13 


30 


- 


13 


25 


ns 


Propagation Delay Time from Driver Input to High Logic State Bus Output 


«PLH(D) 


- 


17 


30 


- 


17 


25 


ns 


Propagation Delay Time from Enable Input to Low Logic State Bus Output 


«PHL(E) 


- 


25 


40 


- 


25 


32 


ns 


Propagation Delay Time from Enabj« Input to High Logic State Bus Output 


«PLH(E) 


- 


25 


40 


- 


25 


32 


ns 



RECEIVER PORTION 



Propagation Delay Time from Bus Input to High Logic State Receiver Output 


«PLH(R) 


- 


15 


30 


- 


15 


22 


ns 


Propagation Delay Time from Bus Input to Low Logic State Receiver Output 


tPHL{R) 


- 


15 


30 


- 


15 


22 


ns 



(1) 12 k resistor from the bus terminal to Vqc required on the MC3443A version. 
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FIGURE 1 -TESTCIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER INPUT (BUS) TO OUTPUT 



Input 50 
V 



!7 



V 50% 



■*— ^PLH(R) 



VOH 



Output 15 V 

Vol — 



^^ ^ 



'PHL(R) 



To Scope 
(Input) 



Pul 
Generato 



To Scope 
(Output) 



Receiver 
Output 



+ 5.0 V 
S400 



Driver 
Input 



Enable 
Input 



n TpllSpF 



1N916 
or equiv 



FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER AND COMMON ENABLE INPUTS TO OUTPUT (BUS) 



To Scope 3.0 V 
(Input) O 




EnabI 
Input 



Driver Input 50% 
V — 



? V 



° <1 — I ^ 

Driver ^vl < ^ 



'PHL(D)- 

'■°^ To Scope VoH 

X (Output) Output 

Vol 



Bus 
4 — •■ 



Enable Input 
V 



i 



Jr-1.5 V 1.5 V -jK" 




FIGURE 3 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 
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V|, INPUT VOLTAGE (VOLTS) 
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GENERAL PURPOSE INTERFACE BUS APPLICATION 



INSTRUMENT A 



I 



n 



MC3440A 



ii ii il ii ii 



(Always 
Enabled) 



J 



U 'f 



(Always 
Enabled) 



(Always 
Enabled) 



DI07 
DI08 



DAV 



(Always 
Enabled) 

(Always 
Enabled) 
ATN 

IPC 



« l[ Ik 16 Lines 
Total 

GPIB SIGNALS. 



INSTRUMENT B 



To Instruments 
Logic (Typical) 



If L 



8 Line Data Bus: DI01 - DIOB 

5 General Interrupt Transfer Control Bus: 

REN — Remote Enable 

SRQ — Service Request 

EOl — End or Identify 

ATN - Attention 

IPC - Interface Clear 



3 Data Byte Transfer Control Bus 
DAV - Data Valid 
NRFD - Not Ready for Data 
NDAC - Not Data Accepted 

16 Total Signal Lines 
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MC3446A 



QUAD GENERAL-PURPOSE INTERFACE 
BUS (GPIB) TRANSCEIVER 

The IV1C3446A is a quad bus transceiver intended for usage in 
instruments and programmable calculators equipped for interconnec- 
tion into complete measurement systems. This transceiver allows the 
bidirectional flow of digital data and commands between the various 
instruments. The transceiver provides four open-collector drivers and 
four receivers featuring hysteresis. 

• Tailored to Meet the IEEE Standard 488-1978 (Digital Interface 

for Programmable Instrumentation) and the Proposed lEC 
Standard on Instrument Interface 

• Provides Electrical Compatibility with General-Purpose Interface 

Bus (GPIB) 

• MOS Compatible with High Impedance Inputs 

• Driver Output Guaranteed Off During Power Up/Power Down 

• Low Power — Average Power Supply Current ^ 1 2 mA 

• Terminations Provided 



TYPICAL MEASUREMENT SYSTEM APPLICATION 





i 


1 


i 

1 


1 


I- 


Instrument 

A 
(with GPIB) 










j 


















1 


1 
















Programmable 
Calculator 
(with GPIB) 












. 


* 












1 


1 




Instrument 

B 
{with GPIB) 




























' 1 


' 








' 


' 



16 Lines Total 



QUAD INTERFACE 
BUS TRANSCEIVER 

SILICON MOIMOLITHiC 
INTEGRATED CIRCUIT 




w 



i 



P SUFFIX 

PLASTIC PACKAGE 
CASE 648-05 



PIN CONNECTIONS 



Output A 



Receiver HT 
Output B ' 




— [ Receiver 
" I Output C 
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MAXIMUM RATINGS (Ta = 25°C unless otherwise noted 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


7.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


'0(D) 


150 


mA 


Junction Temperature 


Tj 


150 


°C 


Operating Ambient Temperature Range 


Ta 


to +70 


°C 


Storage Temperature Range 


Tstg 


-65 to +150 


°C 



ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted, 4.5 V < Vqc < 5.5 V and < T^ < 70°C, typical values are at T^ = 25°C, Vqc = 5.0 V) 



Characteristic 



I Symbol | Min | Typ | 



DRIVER PORTION 



I 



Input Voltage - High Logic State 


V|H(D) 


2.0 


- 


- 


V 


Input Voltage - Low Logic State 


V|L(D) 


- 


- 


0.8 


V 


Input Current - High Logic State 
(V|H = 2.4 V) 


l|H(D) 


- 


5.0 


40 


HA 


Input Current - Low Logic State 

(V|L = 0.4 V, Vcc = 5.0V,Ta= 25°C) 


l|L(D) 


- 


-0.2 


-0.25 


mA 


Input Clamp Voltage 
(l|K= -12mA) 


\'lK(D) 


- 


- 


-1.5 


V 


Output Voltage - High Logic State (1) 
(V|H(S) = 2.4.Vor V|H(D) = 2.0V) 


VOH(D) 


2.5 


3.3 


3.7 


V 


Output Voltage - Lovv Logic State 

(V|L(S) =0.8V, V|L(D) = 0.8 V, IqKD) -48 mA) 


VOL(D) 


- 


- 


0.5 




Input Breakdown Current 
(V|(D) =5.5 V) 


l|B(D) 


- 




1.0 


mA 



RECEIVER PORTION 



Input Hysteresis 


- 


400 


625 


- 


mV 


Input Threshold Voltage - Low to High Output Logic State 


V|LH(R) 


- 


1.66 


2.0 


V 


Input Threshold Voltage - High to Low Output Logic State 


V|HL(R) 


0.8 


1.03 


- 


V 


Output Voltage — High Logic State 

(V,H(R) = 2.0 V,IoH(R) = -400mA) 


VOH(R) 


2.4 


- 


- 


V 


Output Voltage - Low Logic State 
(Vn_(R) = 0.8 V,loL(R) = 8.0 mA) 


VOL(R) 


- 


- 


0.5 


V 


Output Short-Circuit Current 

(V|n(R) = 2.0 V) (Only one output may be shorted at a time) 


lOS(R) 


4.0 


- 


14 


mA 



BUS LOAD CHARACTERISTICS 



Bus Voltage 


(V|H(E) = 2.4 V) 
(lBUS = -12mA) 


V(BUS) 


2.5 


3.3 


3.7 
-1.5 


V 


Bus Current 


(V|H(0)= 2.4 V.VbuS-' 5.0 V) 


l(BUS) 


0.7 


- 


- 


mA 




(V|H(D) = 2.4 V, Vbus =0.5V) 




-1.3 


- 


-3.2 






(VbuS«:5.5V) 




- 


- 


2.5 






(Vcc = 0,0 V < Vbus < 2.75 V) 


■ 


- 


- 


0.04 





TOTAL DEVICE POWER CONSUMPTION 



Power Supply Current 


Ice 








mA 


(All Drivers OFF) 




- 


12 


19 




(All Drivers ON) 




- 


32 


40 





SWITCHING CHARACTERISTICS (Vcc = 5 V, Ta = 25°C) 



Characteristic 



Symbol 



DRIVER PORTION 



Propagation Delay Time from Driver Input to Low Logic State Bus Output 


tPHL(D) 


- 


- 


50 


ns 


Propagation Delay Time from Driver Input to High Logic State Bus Output 


tPLH(D) 


■ - 


- 


40 


ns 


Propagation Delay Time from Enable Input to Low Logic State Bus Output 


tPHL(E) 


- 


- 


50 


ns 


Propagation Delay Time from Enable Input to High Logic State Bus Output 


«PLH(E) 


.- 


- 


50 


ns 



RECEIVER PORTION 



Propagation Delay Time from Bus Input to High Logic State Receiver Output 


tPLH(R) 


- 


- 


50 


ns 


Propagation Delay Time from Bus Input to Low Logic State Receiver Output 


tPHL(R) 


- 


- 


40 


ns 
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FIGURE 1 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER INPUT (BUS) TO OUTPUT 



Input 50% 
V ' 



VoH 



\ 



To Scope 
(Output) 



"OH -r 

utput 1.5 V J' 

Vol——/ 



To Scope 
(Input) 



Bus 

II O — ^ 



Receiver 
Output 



<3 



Driver 
Input 



Enable ° 2.4 V 
Input 



FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER AND COMMON ENABLE INPUTS TO OUTPUT (BUS) 



i 




'PHL(D) 



Includes Probe and Jig Capacitanc 



FIGURE 3 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 



FIGURE 4 - TYPICAL BUS LOAD LINE 
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0.5 1.0 1.5 

V|, INPUT VOLTAGE (VOLTS) 



2.0 

VbUS. BUS VOLTAGE (VOLTS) 
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BIDIRECTIONAL INSTRUMENTATION 
BUS (GPIB) TRANSCEIVER 

This bidirectional bus transceiver is intended as the interface 
between TTL or MOS logic and the IEEE Standard Instrunnentation 
Bus (488-1978, often referred to as GPIB). The required bus termi- 
nation is internally provided. 

Low power consumption has been achieved by trading a minimum 
of speed for low current drain on non-critical channels. A fast 
channel is provided for critical ATN and EOl paths. 

Each driver/receiver pair forms the complete interface between 
the bus and an instrument. Either the driver or the receiver of each 
channel is enabled by a Send/Receive input with the disabled output 
of the pair forced to a high impedance state. The receivers have 
input hysteresis to improve noise margin, and their input loading 
follows the bus standard specifications. 

• Low Power — Average Power Supply Current = 30 mA Listening 

75 mA Talking 

• Eight Driver/Receiver Pairs 

• Three-State Outputs 

• High Impedance Inputs 

• Receiver Hysteresis — 600 mV (Typ) 

• Fast Propagation Times — 15-20 ns (Typ) 

• TTL Compatible Receiver Outputs 

• Single +b Volt Supply 

• Open Collector Driver Output with Terminations 

• Power Up/Power Down Protection (No Invalid 

Information Transmitted to Bus) 

• No Bus Loading When Power is Removed From Device 

• Required Termination Characteristics Provided 



MAXIMUM RATINGS (T^i, = 25°C unless otherwise noted) 



OCTAL BIDIRECTIONAL 

BUS TRANSCEIVER 

WITH 

TERMINATION NETWORKS 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 




L SUFFIX 

CERAMIC PACKAGE 
1 1. 1 ' ■ CASE 623-05 



P3 SUFFIX 

PLASTIC PACKAGE 
CASS 724-02 




Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


7.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


l0(D) 


150 


mA 


Junction Temperature 


Tj 


150 


°C 


Operating Ambient Temperature Range 


Ta 


to +70 


°C 


Storage Temperature Range 


"'^stg 


-65 to +150 


°C 









' 


I 


1 


I 








Instrument 

A 
(With GPIB) 


SYSTEM APPLICATION 




I 


























Programmable 
Calculator 
(With GPIB) 














1 














'-.. 








Instrument 

B 
(With GPIB) 










I 












1 


3 L 


ines T 


ot 






1 







PIN ASSIGNMENTS 




r^ 
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ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted 4.50 V< Vqc < 5,50 V and < T^ < 70°C; typical values are at T^ = 25°C, Vqc = 5.0 V) 



Characteristic - Note 2 


Symbol 


Min 


Typ 


Max 


Unit 


Bus Voltage 

(BusPinOpen){V|(s/R) = 0.8 V) 
(l(Bus) = -12mA) 


V(Bus) 
V|C(Bus) 


2.5 


- 


3.7 
-1.5 


V 


Bus Current 

(5.0 V < V(Bus) < 5.5 V) 

(V(Bus)=0.5V) 

(Vcc = V, V < V(Bus) < 2.75 V) 


l(Bus) 


0.7 
-1.3 


- 


2.5 
-3.2 
+ 0.04 


mA 


Receiver Input Hysteresis 
(V|(s/R)=0.8V) 


- 


400 


600 


- 


mV 


Receiver Input Threshold 

(V|(s/R) = 0.8 V) LovutoHigh 

High to Low 


V|LH(R) 
V|HL(R) 


0.8 


1.6 
1.0 


2.0 


V 


Receiver Output Voltage - High Logic State 

(V|(s/R) = 0.8 V, loH(R) = -200 mA, V(Bus) = 2-0 V) 


V0H{R) 


2.4 


~ 


- 


V 


Receiver Output Voltage - Low Logic State 

(V|(s/R) = 0.8 V, loL(R) =4.0 mA,(V(Bus) = 0.8 V 


VOL(R) 




- 


0.5 


V 


Receiver Output Short Circuit Current 
(V|(s/R) = 0.8 V,V{Bus) = 2.0 V) 


lOS(R) 


-4.0 


- 


-20 


mA 


Driver Input Voltage — High Logic State 
(V|(s/R) = 2.0V) 


V|H(D) 


2.0 


- 


- 


V 


Driver Input Voltage — Low Logic State 
(V|(s/R) = 2.0V) 


V|L(D) 




- 


0.8 


V 


Driver Input Current — Data Pins 
(V|(s/R) = 2.0V) 

(0.5 < V|(D) < 2.7 V) 
(V|(D) = 5.5V) 


'l(D) 
l|B(D) 


-100 


- 


40 
200 


UA 


Input Current - Send/Receive 
(0.5< V|{s/R) <2.7 V) 
(V|(s/R) = 5.5V) 


l|(S/R) 
l|B(S/R) 


-250 




20 
100 


mA 


Driver Input Clamp Voltage 

(V|(s/R) = 2.0V,l|c(D) = -18mA) 


V|C(D) 






-1.5 


V 


Driver Output Voltage - High Logic State 
(V|S/R) = 2.0 V,V|H(D) = 2.0 V) 


VOH(D) 


2.5 


~ 


- 


V 


Driver Output Voltage - Low Logic State (Note 1 ) 

'.V|(S/R) = 2.0 V, V|L(D) =0.8 V, loL(D) = 48 mA) 


VOL(D) 


- 




0.5 


V 


Power Supply Current 

(Listening Mode - All Receivers On) 
(Talking Mode - All Drivers On) 


'CCL 
ICCH 




30 
75 


45 
95 


mA 



SWITCHING CHARACTERISTICS (Vcc = 5.0 V, Ta = 25'5C unless otherwise noted) 



i 



Propagation Delay of Driver 
(Output Low to High) 
(Output High to Low) 


tPLH(D) 
tPHL(D) 


~ 


7.0 
16 


15 
30 


ns 


Propagation Delay of Receiver (Channels to 5, 7) 
(Output Low to High) 
(Output High to Low) 


tPLH(R) 
tPHL(R) 


- 


28 

15 


50 
30 


ns 


Propagation Delay of Receiver (Channel 6, Note 3) 
(Output Low to High) 
(Output High to Low) 


tPLH(R) 
tPHL(R) 


- 


17 
12 


30 
22 


ns 



NOTES: 1 . The IEEE 488-1978 Bus Standard changes VqlID) from 0.4 to 0.5 V maximum to permit the use of Schottky technology. 

2. Specified test conditions for V|(s/r) are 0.8 V (Low) and 2.0 V (High). Where V|(s/R) is specified as a test condition, V|(s/R) 
uses the opposite logic levels. 

3. In order to meet the IEEE 488-1978 standard for total system delay on the ATN and EOl channels, a fast receiver has been 
provided on Channel 6 (pins 9 and 16). 
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SWITCHING CHARACTERISTICS (continued) (Vcc = 5.0 V, Ta = 25°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Propagation Delay Time — Send/Receiver to Data 
Logic High to Third State 
Third State to Logic High 
Logic Low to Third State 
Third State to Logic Low 


<PHZ(RI 
tPZH(R) 
tPLZ(R) 
tPZL(R) 


- 


15 
15 
15 
10 


30 
30 
25 
25 


ns 


Propagation Delay Time — Send/Receiver to Bus 
Logic Low to Third State 
Third State to Logic Low 


tPLZ(D) 
tPZL(D) 


- 


13 
30 


25 
50 


ns 



PROPAGATION DELAY TEST CIRCUITS AND WAVEFORMS 



FIGURE 1 - BUS INPUT TO DATA OUTPUT (RECEIVER) 



1 



Input 1.5 V 



/ 



Output 15V 



/" 



f ' 1.0 MHz 

tjLH = t-THL = 5.0 ns (10 90) 

Duty Cycle - 50% 



To Scope 
(Output) +5.0 V 




FIGURE 2 - DATA INPUT TO BUS OUTPUT (DRIVER) 




•Includes Jig 

and Probe Capdcitan 



Driver Input 
or Enable 



^1.5V I.SV^r 



IPLH(D)- 
Output 



/V" Vqh 
2.0 V \ 
0.8 V-^r- 



f = 1.0 MHz 

«TLH = tjHL < 5.0 ns (10-90) 

Duty Cycle = 50% 



FIGURE 3 - SEND/RECEIVE INPUT TO BUS OUTPUT (DRIVER) 




Ci_ = 30pF (Includes Jig and 
Probe Capacitance 



Output 
Low to Open 



;j|^10% 



± 



-0 V 

V2 s= 3.0 V 






tPLZ(D) -\ |-^tpZL(D) 

f = 1.0 MHz 

tTLH = tjHL = < 5.0 ns (10-90) 

Duty Cycle = 50% 
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FIGURE 4 - SEND/RECEIVE INPUT TO DATA OUTPUT (RECEIVER) 




Pulse 
Generate 



C|_ = 15 pF (Includes Jig 

and Probe Capacitance) 



/ 



Output 
High to Open 



Output 
Low to Open 



"^ 



K! 



J ^10% 



'PLZ(R) 



£ 



V 
5.0 V 



-\ o.u ^ 

X-1.5 V 

l\_ Vol 



— » [-^tp2L(R 
f = 1.0 MHz 

^TLH " tJHL " < 5.0 ns (10-90) 
Duty Cycle = 50% 



FIGURE 5 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 
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FIGURE 6 - TYPICAL BUS LOAD LINE 
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Vi, INPUT VOLTAGE (VOLTS) 



2.0 

Vgus. BUS VOLTAGE (VOLTS) 



B 



FIGURE 7 - SUGGESTED PRINTED CIRCUIT BOARD LAYOUT USING IVIC3447s AND MC68488 



1 O (VIC68488 

O 



2 MC3447S 




^ / / = ^ 

T/R iO j-J m / r OS/R (5) 0-S/R(1 

T/R2 i \ I y/— -Q ^ o 

ATNo — \ i—yyCI^ 'i o 

EOlO / M/7 rOS/R(6) OS/R(7 



:^v 



Gnd Gnd 



O O 

Jumper or second 
level metal 
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FIGURE 8 - SIMPLE SYSTEM CONFIGURATION 



1 



■K 



H^ 



K^ 



,osJ_[^ 



DI07 -I 1 m »■ 



NDAC -I r 

I 



'H^ 



K 



I 

SRQ -{ — r 

I 

I , 

DI02 -i—i ^ » 



f-C^ 



■H^ 



U 



H 



MC68488 
GPIA 



I 



D7 

R/W 
AO 



MC6800 

MPU 



NOTE 1 : Although the MC3447 transceivers 
are non-inverting, the 488-1978 bus callouts 
appear inverted with respect to the MC68488 
pin designations. This is because the 488-1978 
Standard is defined for negative logic, while all 
M6800 MPU components make use of positive 
logic format. 
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FIGURE 9 - SUGGESTED PIN DESIGNATIONS FOR USE WITH MC68488 



MC68488 
Connections 



T/R 2 

DAV 

IBO 

Tb2 

164 

Fee 

DAC 

T/R 2 
EOl 

Ffc 

T/R 1 
Gnd 



B 



VCC 
SRQ 

FbT 

[83 

rB5 

RFD 

T/R 2 

ATN 

REN 

Gnd 

Gnd 



MC3447 Pin Designations 



S/R (0) 


1 




24 


Data 


2 




23 


Data 1 


3 




22 


Data 2 


4 




21 


Data 3 


5 




20 


Data 4 
Data 5 


6 

7 


Octal 

GPIB 

Transceive 


19 
18 


S/R (5) 


8 




17 


Data 6 


9 




16 


Data 7 


10 




15 


S/R (6) 


1 1 




14 


Logic Gnd 


12 




13 



Bus 1 
Bus 2 
Bus 3 
Bus 4 
Bus 5 
S/R (1-4) 
Bus 6 
Bus 7 
S/R (7) 
Bus Gnd 



MC68488 
Connections 



DAV 
DIO 1 
DIG 3 
DIO 5 
DIO 7 
NDAC 
T/R 2 
EOl 
IFC 
Gnd 
Gnd 



Vcc 
SRQ 
DIO 2 
DIO 4 
DIO 6 
DIO 8 
NRFD 
T/R 2 
ATN 
REN 
Gnd 
Gnd 



B 



MC68488 
GPIA 



<=:>[ 
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BIDIRECTIONAL IMSTRUMENTATIOIM 
BUS (GPIB) TRANSCEIVER 

This bidirectional bus transceiver is intended as tlie interface 
between TTL or IVIOS logic and the IEEE Standard Instrumentation 
Bus (488-1978, often referred to as GPIB). The required bus 
termination is internally provided. 

Each driver/receiver pair forms the complete interface betvveen 
the bus and an instrument. Either the driver or the receiver of each 
channel is enabled by its corresponding Send/Receive input with 
the disabled output of the pair forced to a high impedance state. An 
additional option allows the driver outputs to be operated in an 
open collector(l) or active pull-up configuration. The receivers have 
input hysteresis to improve noise margin, and their input loading 
follows the bus standard specifications. 

• Four Independent Driver/Receiver Pairs 

• Three-State Outputs 

• High Impedance Inputs 

• Receiver Hysteresis — 600 mV (Typ) 

• Fast Propagation Times — 15-20 ns (Typ) 

• TTL Compatible Receiver Outputs 

• Single -H5 Volt Supply 

• Open Collector Driver Output Option^ ) 

• Power Up/Power Down Protection 

(No Invalid Information Transmitted to Bus) 

• No Bus Loading When Power Is Removed From Device 

• Required Termination Characteristics Provided 



(1 ) Selection of the "Open Collector" configuration, in fact, selects an open collector device 
with a passive pull-up load/termination which conforms to Figure 7, IEEE 488-1978 
Bus Standard. 
MAXIMUM RATINGS (T^ = 25°C unless otherwise noted) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


Vcc 


7.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


10(D) 


150 


mA 


Junction Temperature 


Tj 


150 


°C 


Operating Ambient Temperature Range 


Ta 


to +70 


°C 


Storage Temperature Range 


^stg 


-65 to ■H50 


°C 







I 


t 


1 1 


1 1 
1 


I 

TYPICAL MEASUREMENT 
SYSTEM APPLICATION 

1 




Instrument 

A 
(With GPIB) 




















__,( 




















Instrument 

B 
(With GPIB) 








I 














t 


1^ 


1 






Programmable 

Calculator 
(With GPIB) 














' 












16 


Lines To 


tal 






1 


' 







QUAD THREE-STATE 

BUS TRANSCEIVER WITH 

TERMINATION NETWORKS 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620-02 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648-05 




Send/Bee. | — 
Input A I " 



Enable [V. 
Input A-B 



— I Send/Rec. 
*" I Input C 



-T- = Bus Termination 



TRUTH TABLE 



Send/Rec. 


Enable 


Info. Flow 


Comments 





X 


Bus -^Data 




1 


1 


Data -^ But 


Active Pull Up 


1 





Data -* Bus 


Open Col. 
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ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted 4.75 V < Vqc < 5.25 V and < T^ < 70°C; typical values are at T^ = 25°C, Vcc = 5.0 V) 



Characteristic 


Symbol 


IVIin 


Typ 


IVIax 


Unit 


Bus Voltage 

(Bus Pin Open)(V|(s/R) = 0.8 V) 
(l(BUS) = -12mA) 


V(BUS) 
V|C(BUS) 


2.75 


- 


3.7 
-1.5 


V 


Bus Current 

(5.0 V < V(BUS) <5.5 V> 

(V(BUSI =0.5V) 

(Vcc = V, V < V(BUS) < 2.75 V) 


l(BUS) 


0.7 
-1.3 


- 


2.5 
-3.2 
+ 0.04 


mA 


Receiver Input Hysteresis 
(V|(s/R)=0.8V) 


- 


400 


600 


^ 


mV 


Receiver Input Threshold 

'V|(S/R) =0-8 V, Low to High) 
<V|(S/R) = 0-8 V, High to Low) 


V|LH(R) 
V|HL(R) 


0.8 


1.6 
1.0 


1.8 


V 


Receiver Output Voltage — High Logic State 

<V|(S/R) = 0.8 V, loH(R) = -800 mA, V(buS) = 2.0 V) 


VOH(R) 


2.7 


~ 


~ 


V 


Receiver Output Voltage - Low Logic State 

(V|(S/R) = 0.8 V, loL(R) = 16 mA, V(buS) = 0.8 V) 


VOL(R) 


~ 


~ 


0.5 


V 


Receiver Output Short Circuit Current 
(V|(s/R)= 0.8 V,V(BUS) = 2.0 V) 


lOS(R) 


-15 


- 


-75 


mA 


Driver Input Voltage - High Logic State 
(V|(s/R) = 2.0V) 


V|H(D) 


2.0 


~ 


~ 


V 


Driver Input Voltage - Low Logic State 
(V|(s/R) = 2.0V) 


V|L(D) 


~ 


~ 


0.8 


V 


Driver Input Current — Data Pins 
(V|(S/R) = V|(E) = 2.0V) 
(0.5 < V|(D) < 2.7 V) 
(V|(D) = 5.5V) 


l|(D) 
l|B(D) 


-200 


- 


40 
200 


I^A 


Input Current — Send/Receive 
(0.5 < V|(s/R) < 2.7 V) 
(V|(s/R) = 5.5V) 


l|(S/R) 
l|B(S/R) 


-100 


- 


20 
100 


UA 


Input Current — Enable 
(0.5 < V|(E) < 2.7 V) 
(V|,E)=5.5V) 


l|(E) 
l|B(E) 


-200 


- 


20 
100 


mA 


Driver Input Clamp Voltage 

(V|(S/R) = 2.0V, l|c(D) = -18mA) 


V|C(D) 


• — 


~ 


-1.5 


V 


Driver Output Voltage — High Logic State 

(V|(s/R) = 2.0 V, V|H(D) = 2.0 V, V|h(E) = 2.0 V, Iqh = "5.2 mA) 


VOH(D) 


2.5 


~ 




V 


Driver Output Voltage — Low Logic State (Note 1 ) 
(V|(s/R) = 2.0 V,loL(D)= 48 mA) 


VOL(D) 


- 


-^ 


0.5 


V 


Output Short Circuit Current 

(V|(s/R) = 2.0 V, V|H(D) = 2.0 V, V|h(E) = 2.0 V) 


loS(D) 


-30 


" 


-120 


mA 


Power Supply Current 

(Listening Mode — All Receivers On) 
(Talking Mode - All Drivers On) 


ICCL 
ICCH 


- 


63 
106 


85 
125 


mA 



SWITCHING CHARACTERISTICS (Vcc = 50 V, Ta = 25°C unless 



otherwise noted) 



i 



Propagation Delay of Driver 










ns 


(Output Low to High) 


tPLH(D) 


- 


- 


15 




(Output High to Low) 


tPHL(D) 


- 


- 


17 




Propagation Delay of Receiver 










ns 


(Output Low to High) 


tPLH(R) 


- 


- 


25 




(Output High to Low) 


tPHL(R) 


- 


- 


23 





NOTE 1. A modification of the IEEE 488- 1978 Bus Standard changes VoL{D) *''°'^ 0.4 to 0.5 V maximum to permit the use of 
Schottky technology. 
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SWITCHING CHARACTERISTICS (continued) (Vqc = 5.0 V, T^ = 25°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Propagation Delay Time - Send/Receive to Data 
Logic High to Third State 
Third State to Logic High 
Logic Low to Third State 
Third State to Logic Low 


tPHZ(R) 
tPZH(R) 
lPLZ{R) 
tpZL(R) 


- 


- 


30 
30 
30 
30 


ns 


Propagation Delay Time — Send/Receive to Bus 
Logic High to Third State 
Third State to Logic High 
Logic Low to Third State 
Third State to Logic Low 


IPHZ(D) 
tpZH(D) 
IPLZ(D) 
tpZL(D) 


- 


- 


30 
30 
30 
30 


ns 


Turn-On Time - Enable to Bus 

Pull-Up Enable to Open Collector 
Open Collector to Pull-Up Enable 


tPOFF(E) 
IPON(E) 


- 


- 


30 
20 


ns 



PROPAGATION DELAY TEST CIRCUITS AND WAVEFORMS 



i 



Input 15 V 



/ 



Output 15V 



:/ 



FIGURE 1 - BUS INPUT TO DATA OUTPUT (RECEIVER) 



f = 1.0 MHz 

tjLH ' tjHL *= 5 "S (10-90) 

Duty Cycle = 50% 




To Scope 
(Input) 



Pulse 
Generate 



To Scope 
(Output) +5.0 V 



— [B \ y ^^-^ — \ 



* includes Jig and 
Probe Capacitance 



1 



^ V. 



Send/ 
Rec 



FIGURE 2 - DATA INPUT TO BUS OUTPUT (DRIVER) 



To Scope 

t) 2.3 V 




• Includes Jig 

and Probe Capacitan 



Driver Input Y 

or Enable 7 ^ 



tPLH(D) 
Output 



X Vqh 

2.0 V \ 

0.8 V 'r- 




f -- 1.0 MHz 

*TLH = tjHL < 5.0 ns (10-90) 

Duty Cycle = 50% 



FIGURE 3 - SEND/RECEIVE INPUT TO BUS OUTPUT (DRIVER) 




Cl = 15 pF (Includes Jig and 
Probe Capacitance 



Output 

High to Open 



Output 
Low to Open 



± 



^90% 



ji^10»/ 



^^2.0 ' 



-0 V 
-VOH 

-0 V 



■ ^PLZ(D) 
f = 1.0 IVIHz 

tTLH = tjHL = "S 5.0 ns (10-90) 
Duty Cycle = 50% 



-0 V 



V vz = i.n 

-r 0.8 V 

N Vol, 



tPZL(D) 
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FIGURE 4 - SEND/RECEIVE INPUT TO DATA OUTPUT (RECEIVER) 




-f^'' V 



Output 

High to Open 



Output 

Low to Open 



tP2H{R) 



J^90°/ 



;3l^10% 



■ tpLZ(R) 



/ Vqh 



V 
5,0 V 



Vl.S V 

IN Vol 



|-^^PZL(R) 



f = 1.0 MHz 

tTLH = tTHL = * 5.0 ns (10-90) 

Duty Cycle = 50% 



i 



FIGURE 5 - ENABLE INPUT TO BUS OUTPUT (DRIVER) 




Enable Input 



IPON(E) - 
Output 



^ 



-I 



-tPOFF(E) 
Vqh 



5^ 1.0 V V 

f = 1,0 MHz 

tjLH = tTHL= < 5.0 ns (10-90) 
Duty Cycle = 50% 



FIGURE 6 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 
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FIGURE 7 - TYPICAL BUS LOAD LINE 
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FIGURE 8 - SIMPLE SYSTEM CONFIGURATION 



I 4-MC3448A 



r 



a 



,o,+-r^ 



''"H^ 



I 



RENJ— [ 
I 
I 



f-r^ 



™-K 



I 



■K^ 



DAV 



^^ 



r Dioi-j — I '•-^ 



D102J — r 



'H^ 



H 



'K^ 



Di05-| — r 

I 



'H^ 



■H^ 



D1081 — I •* ^ 



•4>-i 



<<h 



DB7 
R/W 
RS0 
RS2 



IB0 



MC68488 
GPIA 



D7 

R/W 
A0 



MC6802 

OR 
MC6800 

MPU 



NOTE 1: Although the MC3448A transceivers 
are non-inverting, the 488-1978 bus callouts 
appear inverted with respect to the I\/1C68488 
pin designations. This is because the 488-1978 
Standard is defined for negative logic, while 
all M6800 MPU components make use of 
positive logic format. 

NOTE 2: Unless proper considerations are 
provided, it is recommended that the pull-up 
enable pins on the MC3448As be grounded, 
selecting the open-collector mode. 
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MOTOROLA 



MC3870 



Advance Informatiorii 



SINGLE-CHIP MICROCONTROLLER 

The MC3870 is a monolithic 8-bit microcomputer utilizing ion- 
implanted, N-channel silicon-gate technology and advanced circuit 
design techniques. The single-chip MC3870 offers maximum cost effec- 
tiveness in a wide range of control and logic replacement applications. 

• Software Compatible with FB Family 

• 2048 Byte Mask Programmable ROM 
e 64 Byte Scratchpad RAM 

• 32 Bits (4 Ports) TTL-Compatible I/O 

• Programmable Binary Timer 

Interval Timer Mode 

Pulse Width Measurement Mode 

Event Counter Mode 

• External Interrupt 

• Crystal, LC, RC, External 

• Low Power (275 mW Typ.) 

• Single +b Volt +10% Power Supply 



Operating Temperature 



ABSOLUTE MAXIMUM RATINGS* 



Temperature Under Bias 

Storage Temperature 

Voltage on any Pin with Respect to Ground 

(Except open-drain pins and TEST) 
Voltage on TEST witti Respect to Ground 
Voltage to Open-Drain Pins with Respect 

to Ground 
Power Dissipation 

Power Dissipation by any One I/O Pin 
Power Dissipation by All I/O Pins 



'Stresses above those listed under "Absolute Maximum Ratings" may cause permanent dam- 
age to the device. This is a stress rating only and functional operation of the device at these or 
any other conditions above those indicated in the operational sections of this specification is 
not implied. Exposure to absolute maximum rating conditions for extended periods nnay af- 
fect device reliability. 



to 70 "C 


-40 to +85°C 


-20°Cto -i-85°C 


-50°C to +100°C 


-65°Cto -i-150°C 


-65°C to +150°C 


- 1 .0 V to -t- 7 V 


- 1 .0 V to + 7 V 


-1.0 V to -1-9 V 


- 1 .0 V to + 9 V 


-1.0 V to +13.5 V 


-1.0 V to +13.5 V 


1.5W 


1.5 W 


60mV\/ 


60 mW 


600 mW 


600 mW 



MOS 

(N-CHANNEL, SILICON-GATE 
DEPLETION LOAD) 



SINGLE-CHIP 
MICROCONTROLLER 




L SUFFIX 

CERAI^IC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



i 



PIN ASSIGNMENT 



XTL 1[ 
XTL2[ 

pool 

P0^[ 
P0^[ 
PO^t 
STROBE [ 
P4^[ 
P4^[ 
P4^[ 
P43 
P44 
P4^ 
P4i 
P47 

poe 

PM 

pa4 

GND 



■v^ 



[u 



40 ]Vcc 
39 JRESET 
]EXT INT 

3p^o 
]pvi 

]Fr2 

]P5^ 
]P5^ 
]P5l 

IPW 

lP5^ 
]P5^ 
iPM 

]pT^ 
1pv5 

]pT4 

]test 



This is advance information and specifications are subject to change without notice. 
Published by Motorola Inc. with permission of tvlostek. Inc. 
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FIGURE 1 - BLOCK DIAGRAM 



XTL 1 • 
XTL 2- 



Adder/ 
Inc. 



a 



Test 
Logic 



ROM 

Address 

Registers 

PO, P, DC, DC1 



^ 



Indirect 

Scratchpad 

Address 

Register 



K 2048 

) Progr 

1/ RO 



M 1/ 



J\ Scratchpad — "N. 
y? Registers __^ y' 



Main Data Bus 



Interrupt 
Logic 



ikik 



ALU 



H 



STROBE 



EXT INT 



Accumulator 

and 

Status 

Register 







Control 
Logic 



Instruction 
Register 



Power 
On 

Clear 



RESET 



AC CHARACTERISTICS 



Signal 


Symbol 


Parameter 


to 70 °C 


-40° to +85°C 


Unit 


Notes 


MIn 


l\/lax 


MIn 


Max 


XTL1 
XTL2 


to 

texlHl 
tex(L) 


Time Base Period, all clock modes 

External clock pulse width high 
External clock pulse width low 


250 

90 
100 


1000 

700 
700 


250 

100 
110 


500 

390 
390 


ns 

ns 
ns 




</> 


t</> 


Internal <t> clock 


2t0 






2tO 






WRITE 


tw 


Internal WRITE Clock period 


4t0 
6t<^ 






4t<* 
6t<^ 




Short Cycle 
Long Cycle 


I/O 


tdl/O 


Output delay from internal WRITE clock 





1000 





1200 


ns 


50 pF plus 
one TTL load 


tsl/0 


Input setup time to internal WRITE clock 


1000 




1200 




ns 






t|/0-s 




3x<t> 
-1000 


3t0 
+ 250 


3t0 
-1200 


3t0 
+ 300 


ns 


I/O load = 

50pF + 1 TTL load 


Output valid to STROBE delay 


STROBE 


tsL 




8t<t> 
-250 


12t0 
+ 250 


8t* 
-300 


nx<t> 

+ 300 


ns 


STROBE load = 
50pF + 3TTL loads 


STROBE low time 




tRH 




6t</> 
+ 750 




+ 1000 




ns 




RESET hold time, low 


tRPOC 


RESET hold time, low for power clear 


power 

supply 

rise 

time +0.1 




power 

supply 

rise 

time +0.15 




ms 




RESET 


EXT INT 


tEH 


EXT INT hold time in active and inactive state 


6x<t> 
+ 750 




6t0 
+ 1000 




ns 


To trigger 
interrupt 


2t<^ 




2t0 




ns 


To trigger timer 
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DC CHARACTERISTICS (I/O Power Dissipations 100 mW) (Note 2) 



Symbol 


Parameter 


to 70+ C 


-40 to +85°C 


Unit 


Conditions 


MIn Max 


Min Max 


Vcc 


Power Supply Voltage 


4.5 5.5 


4.75 5.25 


V 




VlHEX 


External Clock Input High Level 


2.4 Vcc 


2.4 Vcc 


V 




V|LEX 


External Clock Input Low Level 


-0.3 0.6 


-0.3 0.6 


V 




hHEX 


External Clock Input High Current 


100 


130 


,.A 


V|HEX = 2.40 


IjLEX 


External Clock Input Low Current 


-100 


-130 


^A 


V|LEX = 0.60 


V|HI/0 


Input High Level, I/O Pins 


2.0 Vcc 
2.0 13.2 


2.2 Vcc 
2.2 13.2 


V 
V 


Standard Pullup 
Open Drain (1) 


V|HR 


Input High Level, RESET 


2.0 Vcc 


2.2 Vcc 


V 




VlHEl 


Input High Level, EXT INT 


2.0 Vcc 


2.2 Vcc 






V|L 


Input Low Level 


-0.3 0.8 


-0.3 0.7 


V 


(1) 


l|L 


Input Low Current, All Pins with Standard Pullup Resistor 


-1.6 


-1.9 


mA 


V|N = 0.4V 


iL 


Input Leakage Current, Open Drain Pins, 
and Inputs with No Pullup Resistor 


+ 10 
-5 


+ 18 
-8 


^A 


V|N = 13.2 V 
V|N = 0.2 V 


lOH 


Output High Current Pins with Standard Pullup Resistor 


-100 


-90 


aA 


VoH = 2.4V 


lOHDD 


Output High Current Direct Drive Pins 


-1.5 

-8.5 


-1.3 

-11 


mA 


VoH = 1.5V 
VoH = 0.7V 


lOHS 


STROBE Output High Current 


-300 


-270 


,.A 


VoH = 2.4V 


lOL 


Output Low Current 


1.8 


1.65 


mA 


VoL = 0.4 V 


lOLS 


STROBE Output Low Current 


5.0 


4.5 


mA 


VoL = 0.4 V 


Ice 


Power Supply Current 


85 


110 


mA 


Outputs Open 


Pd 


Power Dissipation 


400 


525 


mW 


Outputs Open 



i 



1. RESET and EXT INT have internal Schmitt triggers giving minimum 0.2 V hysteresis. 

2. Power dissipation for I/O pins is calculated bv ElVcc- V|l) (|I|l|I = ^(VcC- Voh)(|IohI' = S(Vol"IoL> 



TIMER AC CHARACTERISTICS 

Definitions; 
Error = Indicated time value — actual time value 
tpsc = t0x Prescale Value 

Interval Timer Mode: 

Single interval error, free running (Note 3) ±6t(> 

Cumulative interval error free running (Note 3) 

Error between two Timer reads (Note 2) + (tpgc + 14>) 

Start Timer to stop Timer error ( Notes 1,4) + t0to - (tpsc + 10) 

Start Timer to read Timer error ( Notes 1,2) - 5t<^ to - (tpsc + 7t0) 

Start Timer to interrupt request error (Notes 1,3) - 2x<t> to - 8t<j) 

Load Timer to Stop Timer error (Note 1 ) + t<A to - (tpcg + 2X4>) 

Load Timer to read Timer error (Notes 1,2) -5t0 + to- (tpgg + St^) 

Load Timer to interrupt request error (Notes 1,3) - 2t0 to - 9t0 

Pulse Width Measurement Mode: 

Measurement accuracy (Note 4) + 10 to - (tpsc + 2t0) 

Minimum pulse width of EXT INT pin 2t0 

Event Counter Mode: 

Minimum active time of EXT I NT pin 2t0 

Minimum inactive time of EXT INT pin 2t0 

NOTES: 

1 . All times which entail loading, starting, or stopping the Timer are referenced from the end of the last machine cycle of the OUT or OUTS 
instruction. 

2. All times which entail reading the Timer are referenced from the end of the last machine cycle of the IN or INS instruction. 

3. All times which entail the generation of an interrupt request are referenced from the start of the machine cycle in which the appropriate in- 
terrupt request latch is set. Additional time may elapse if the interrupt request occurs during a privileged or multicycle instruction. 

4. Error may be cumulative if operation is repetitively performed. 
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FIGURE 2 - STROBE SOURCE CAPABILITY 
(TYPCIAL AT Vcc = 5 V, Ta = 25 °C) 
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FIGURE 4 - STANDARD I/O PORT SOURCE CAPABILITY 
(TYPICAL AT Vcc = 5 V, Ta = 25''C) 









































































































































> 


s 














































s 


V 














































*s 
















































s 














































\ 


^ 














































^ 
























05- 






















S 


s 














































V 


^ 














































s 














































*v 


\ 














































s, 










_ 










>M 




^ 


^ 


^ 


^ 


>■«> 




^ 


_ 


^ 


_^ 


^ 




k 


_^ 



FIGURES - STROBE SINK CAPABILITY 
(TYPICAL AT Vcc = 5 V, Ta = 25°C) 
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FIGURE 5 - DIRECT DRIVE I/O PORT SOURCE CAPABILITY 
(TYPICAL AT Vcc = 5 V, Ta = 25°C) 
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FIGURE 6 - I/O PORT SINK CAPABILITY 
(TYPICAL AT Vcc = 5 V, Ta = 25°C) 
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FIGURE 7 - MAXIMUM OPERATING TEMPERATURE 
vs I/O POWER DISSIPATION 
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FIGURE 8 - MC3870 Iqd vs TEMPERATURE (Vcc = 5 V) 
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FIGURE 9 - ac TIMING DIAGRAM 
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FIGURE 10 - INPUT/OUTPUT ac TIMING 
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MC3870 CLOCKS 



The time base for the MC3870 may originate from one of 
four sources. The four configurations are shown in Figure 
12. There is an internal 26 pF capacitor between XTL 1 and 
GND and an internal 26 pF capacitor between XTL 2 and 
GND. Thus, external capacitors are not necessarily required. 
In all external clock modes the external time-base frequency 
is divided by two to form the internal <t> clock. The external 
clock frequency is divided by eight during short instruction 
cycles and is divided by twelve during long instruction cycles 
as given per instruction in the instruction set towards the end 
of this data sheet. To get the total instruction cycle time, 
divide the external clock frequency by eight, invert the 
number, then multiply by the short number of cycles. Then 
divide the external clock frequency by twelve and invert the 
number (Yx) then multiply by the number of long cycles. 
Add these two numbers to get the number of microseconds 
per instruction for a given clock frequency. 

CRYSTAL SELECTION 

The use of a crystal as the time base is highly recommend- 
ed as the frequency stability and reproducability from 



system-to-system is unsurpassed. The 3870 has an internal 
divide-by-two to allow the use of inexpensive and widely 
available TV Color Burst Crystals (3.58 MHz). The following 
crystal parameters are suggested for 3870 applications: 

a) Parallel Resonance, Fundamental Mode AT-Cut, 
HC-33/m holder 

b) Frequency Tolerance measured with 18 pF load 
(0.1% accuracy) — drive level 10 mW 

c) Shunt capacitance (Co) = 7 pF max 

d) Series resistance (Rs) 



f=1 MHz 


Rs = 550 ohms max 


f = 2 MHz 


Rs = 300 ohms max 


f = 3 MHz 


Rs= 100 ohms max 


f = 3.58 MHz 


Rs= 100 ohms max 


f = 4 MHz 


Rs= 100 ohms max 



I 



FIGURE 11 - CLOCK CONFIGURATION 
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A 



Minimum R = 4 kfl T^ Cgxtemal (optional) 

C = 26.5pF±2.6pF-i- Cgxtemal ^ 



AT Cut 1 - 4 MHz 



Open External 

Clock 



XTL 1 


L 


XTL 2 


( 


> ' 


( 


> 



I 1^ I 

Cexternal (optional) 



Minimum L = 0.1 mH 
Minimum = 40 



Maximum Cextemal = 30 pF 
C=13pF ±1.3pF + Cexternal 

















RC CLOCK MODE OF MC3870 
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FUNCTIONAL PIN DESCRIPTION 
po^ - po^ AND pTo - FT? 

Ports 1 and 2 are 16 lines which can be individually used as 
standard TTL-type inputs or latched outputs. 

P4^ - P47 AND P5^ - P5^ 

Ports 4 and 5 are 16 lines which can be individually used as 
standard, open drain, or direct drive type latched outputs or 
inputs. Refer to Figure 14 for more infornnation on port op- 
tions. 



I 



STROBE 

This output, which is normally high, pr ovide s a sin gle low 
pulse after valid data is present on port 4 (P4-0 - P4-7) during 
an output instruction. 



RESET 

This active low input is used to reset the internal state of 
the microcomputer. When allowed to go high, program ex- 
ecution begins at $000. 

EXT/ INT 

This input is an external interrupt. Its active state is soft- 
ware programmable. The input is also used in conjunction 
with the timer for pulse width measurement and event coun- 
ting. 

XTL 1 AND XTL 2 

These two inputs interface a crystal (1 to 4 MHz), LC net- 
work, RC network, or an external single-phase clock to the 
microcomputer. 

TEST 

TEST is an input used only in testing the MC3870. For nor- 
mal circuit functionality, this pin is left unconnected or may 
be grounded. 

vcc 

This is the power supply input (-1-5 V ±10%). 



Pin Name 


Description 


Type 


PO-0 - PO-7 


I/O Port 


Bidirectional 


P1-0- P1-7 


I/O Port 1 


Bidirectional 


P4-0 - P4-7 


I/O Port 4 


Bidirectional 


P5-0- P5-7 


I/O Port 5 
Ready Strobe 


Bidirectional . 
Output 


STROBE 


EXT INT 


External Interrupt 
External Reset 


Input 
Input 


RESET 


TEST 


Test Line 


Input 


XTL 1, XTL 2 


Time Base 


Input 


Vcc. GND 


Power Supply Lines 


Input 



MC3870 ARCHITECTURE 

This section describes the basic functional elements of the 
MC3870 as shown in the block diagram of Figure 1. A pro- 
gramming model is shown in Figure 12. 



IVIAIN CONTROL LOGIC 

The Instruction Register (IR) receives the operation code 
(OP code) or the instruction to be executed from the pro- 
gram ROM via the data bus. During all OP code fetches eight 
bits are latched into the IR. Some instructions are completely 
specified by the upper four bits of the OP code. In those in- 
structions the lower four bits are an immediate register ad- 
dress or an immediate 4-bit operand. Once latched into the 
IR the main control logic decodes the instruction and pro- 
vides the necessary control gating signals to all circuit 
elements. 

ROIVI ADDRESS REGISTERS 

There are four 11-bit registers associated with the 2Kx8 
ROM. These are the Program Counter (PO), the Stack 
Register (P), the Data Counter (DC), and the Auxiliary Data 
Counter (DC1). The Program Counter is used to address in- 
structions or immediate operands. P is used to save the con- 
tents of PO during an interrupt or subroutine call. Thus, P 
contains the return address at which processing is to resume 
upon completion of the subroutine or the interrupt routine. 

The Data Counter (DC) is used to address data tables. This 
register is auto-incrementing. Of the two data counters only 
DC can access the ROM. However, the XDC instruction 
allows DC and DC1 to be exchanged. 

Associated with the address registers is an 11 -bit Ad- 
der/ Incrementer. This logic element is used to increment PO 
or DC when required and is also used to add displacements 
to PO on relative branches or to add the data bus contents to 
DC in the ADC (Add Data Counter) instruction. 



2048x8 ROIVI 

The microcomputer program and data constants are 
stored in the program ROM. When a ROM access is re- 
quired, the appropriate address register (PO or DC) is gated 
onto the ROM address bus and the ROM output is gated on- 
to the main data bus. The first byte in the ROM is location 
zero. 



SCRATCHPAD AND IS 

The scratchpad provides 64 8-bit registers which may be 
used as general purpose RAM memory. The Indirect Scrat- 
chpad Address Register (IS) is a 6-bit register used to ad- 
dress the 64 registers. All 64 registers may be accessed using 
IS. In addition, the lower order 12 registers may also be 
directly addressed. 

IS can be visualized as holding two octal digits. This divi- 
sion of IS is important since a number of instructions incre- 
ment or decrement only the least-significant three bits of IS 
when referencing scratchpad bytes via IS. This makes it easy 
to reference a buffer consisting of contiguous scratchpad 
bytes. For example, when the low order octal digit is in- 
cremented or decremented IS is incremented from octal 27 
(0'27') to 0'20' or is decremented from 0'20' to 0'27'. This 
feature of the IS is very useful in many program sequences. 
All six bits of IS may be loaded at one time or either half may 
be loaded independently. 

Scratchpad registers 9 through 15 (decimal) are given 
mnemonic names (J, H, K, and 0) because of special 
linkages between these registers and other registers such as 
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the Stack Register. These special linloges facilitate the im- 
plementation of multi-level interrupts and subroutine 
nesting. For example, the instruction LR K,P stores the 
lower eight bits of the Stack Register into register 13 (K 
lower or KL) and stores the upper three bits of P into register 
12 (K upper or KU). 

ARITHMETIC AND LOGIC UNIT (ALU) 

After receiving commands from the main control logic, the 
ALU performs the required arithmetic or logic operations 
(using the data presented on the two input buses) and pro- 
vides the result on the result bus. The arithmetic operations 
that can be performed in the ALU are binary add, decimal ad- 



just, add with carry, decrement, and increment. The logic 
operations that can be performed are AND, OR, EXCLUSIVE 
OR, "1's" complement, shift right, and shift left. Besides 
providing the result on the result bus, the ALU also provides 
four signals representing the status of the result. These 
signals, stored in the Status Register (W), represent 
CARRY, OVERFLOW, SIGN, and ZERO condition of the 
result of the operation. 

ACCUMULATOR (A) 

The Accumulator (A) is the principal register for data 
manipulation within the 3870. The A serves as one input to 
the ALU for arithmetic or logical operations. The result of 
ALU operations are stored in the A. 



FIGURE 12 - MC3870 PROGRAMMABLE REGISTERS, PORTS, AND MEMORY MAP 
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THE STATUS REGISTER (W) 

The Status Register (also called the W register) holds five 
status flags as shown in Figure 13. 

FIGURE 13 - STATUS REGISTER (W) 

4 3 2 10 -^ Bit No. 



II 11 II M A 



I 



g 2 C S Status Register (W) 



Sign 

Carry 

Zero 

Overflow 

Interrupt Control 



Summary of Status Bits 

OVERFLOW = Carryy e CARR Ye 

ZERO = ALU7 A ALU6 AALU5AALU4AALU3AALU2A 

SOJiAALUo 
CARRY=CARRY7 
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INTERRUPT CONTROL BIT (ICB) 

The ICB nnay be used to allow or disallow interrupts in the 
MC3870. This bit is not the same as the two interrupt enable 
bits in the Interrupt Control Port (ICP). If the ICB is set and 
the MC3870 interrupt logic communicates an interrupt re- 
quest to the CPU section, the interrupt will be acknowledged 
and processed upon completion of the first non-privileged in- 
struction . If the ICB is cleared an interrupt request will not be 
acl<nowlodged or processed until the ICB is set. 

I/O PORTS 

The IVIC3870 provides four complete bidirectional In- 
put/Output ports. These are ports 0, 1 , 4, and 5. In addition, 
the Interrupt Control Port is addressed as port 6 and the 
binary timer is addressed as port 7. An output instruction 
(OUT or OUTS) causes the contents of A to be latched into 
the addressed port. An input instruction (IN or INS) transfers 
the contents of the port to A (port 6 is an exception which is 
described later). The schematic of an I/O pin and available 
output drive options are shown in Figure 14. 

An output ready strobe is associated with port 4. This flag 
may be used to signal a peripheral device that the MC3870 
has just completed an output of new data to port 4. The 
strobe provides a single low pulse shortly after the output 
operation is completely finished, s o either edge may be used 
to signal the peripheral. STROBE rinay also be used as an in- 
put strobe simply by doing a dummy output of H '00' strobe 
to port 4 after completing the input operation. 



FIGURE 14 - I/O PIN CONCEPTUAL DIAGRAM WITH OUTPUT BUFFER OPTIONS 



vcc 




Standard Open Drain Direct Drive 

Output Output Output 

Ports and 1 are Standard Output type only. 

Ports 4 and 5 nriay both be any of the three output options (programmable bit-by-bit). 

The STROBE output is always configured similar to a Direct Drive Output except that it is capable of driving 3 TTL loads. 

RESET and EXT INT may have standard 6 kit (typical) pullup or may have no pullup. These two inputs have Schmitl trigger inputs 

with a minimum of 0.2 volts of hysteresis. 
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TIMER AND INTERRUPT CONTROL PORT 

The Timer is an 8-bit binary down counter wlnich is soft- 
ware progrannmable to operate in one of three modes: the In- 
terval Timer Mode, the Pulse Width Measurement Mode, or 
the Event Counter Mode. As shown in Figure 15, associated 
with the Timer are an 8-bit register called the interrupt con- 
trol port, a programmable prescaler, and an 8-bit modulo-N 
register. A functional logic diagram is shown in Figure 16. 

INTERRUPT CONTROL PORT (PORT 6) 

The desired timer mode, prescale value, starting and stop- 
ping the timer, active level of the EXT INT pin, and local 
enabling or disabling of interrupts are selected by outputting 
the proper bit configuration from the Accumulator to the In- 
terrupt Control Port (port 6) with an OUT or OUTS instruc- 
tion. Bits within the Interrupt Control Port are defined as 
follows: 

Bit — External Interrupt Enable 
Bit 1 — Timer Interrupt Enable 

t 2 - EXT INT Active Level 

t 3 — Start/ Stop Timer 

t 4 - Pulse Width/ Interval Timer 

t 5 — H- 2 Prescale 

t 6 — -i- 5 Prescale 

t 7 - -^20 Prescale 
A special situation exists when reading the Interrupt Con- 
trol Port (with IN or INS instruction). The Accumulator \snot 
loaded with the content of the ICP; instead. Accumulator 
bits through 6 are loaded with "O's" while bit 7 is loaded 
with the logic level being applied to the EXT INT pin, thus 
allowing the status of EXT INT to be determined without the 
necessity of servicing an external interrupt request. When 



reading the Interrupt Control Port (port 6) bit 7 of the Ac- 
cumulator is loaded with the actual logic level being applied 
to the EXT INT pin, regardless of the status of ICP bit 2 (the 
EXT INT Active Level bit); that is, if EXT INT is a -H 5 Vbit 7 
of the Accumulator is set to a logic "1", but if EXT INT is at 
GND then Accumulator bit 7 is reset to logic "0". This 
capability is useful in establishing a high speed polled hand- 
shake procedure or for using EXT INT as an extra input pin if 
external interrupts are not required and the Timer is used on- 
ly in the Interval Timer Mode. However, if it is desirable to 
read the contents of the ICP then one of the 64 scratchpad 
registers or one byte of RAM may be used to save a copy of 
whatever is written to the ICP. 

The rate at which the timer is clocked in the External Timer 
Mode is determined by the frequency of an internal clock 
and by the division value selected for the prescaler. (The in- 
ternal <t> clock operates at one-half the external time-base fre- 
quency). If ICP bit 5 is set and bits 6 and 7 are cleared, the 
prescaler divides by 2. Likewise, if bit 6 or 7 is individually 
set, the prescaler divides <^ by 5 or 20 respectively. Combina- 
tions of bits 5, 6, and 7 may also be selected. For example, if 
bits 5 and 7 are set while 6 is cleared the prescaler will divide 
by 40. Thus, possible prescaler values are -2, -i-5, -10, 
^20, ^40, -^100, and ^200. 

Any of three conditions will cause the prescaler to be 
reset: whenever the timer is stopped by clearing ICP bit 3, 
execution of an output instruction to Port 7, (the timer is 
assigned port address 7), or on the trailing edge transition of 
the EXT INT pin when in the Pulse Width Measurement 
Mode. These last two conditions are explained in more detail 
below. 



■ 



FIGURE 15 - TIMER AND CONTROL PORT BLOCK DIAGRAM 
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FIGURE 16 - MC3870 TIMER/INTERRUPT FUNCTIONAL DIAGRAM 
From Interrupt Control Port 
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An OUT or OUTS instruction to Port 7 will load the con- 
tent of the Accumulator to both the Timer and the 8-bit 
modulo-N register, reset the prescaler, and clear any 
previously stored timer interrupt request. As previously 
noted, the Timer is an 8-bit down counter which is clocked 
by the prescaler in the Interval Timer mode and in the Pulse 
Width Measurement Mode. The prescaler is not used in the 
Event Counter Mode. The modulo-N register is a buffer 
whose function is to save the value which was most recently 
outputted to Port 7. The modulo-N register is used in all 
three timer modes. 

Interval Timer Mode — When ICP bit 4 is cleared (logic 0) 
and at least one prescale bit is set, the Timer operates in the 
Interval Timer Mode, when bit 3 of the ICP is set the Timer 
will start counting down from the modulo-N value. After 
counting down to H '01', the Timer returns to the modulo-N 
value at the next count. On the transition from H '01' to H 'N' 
the Timer sets a timer interrut request latch. Note that the in- 
terrupt request latch is set by the transition to H 'N' and not 
be the presence of H 'N' in the timer, thus allowing a full 256 
counts if the modulo-N register is preset to H '00'. If bit 1 of 
the ICP is set, the interrupt request is passed on to the CPU 
section of the MC3870. However, if bit 1 of the ICP is a logic 
the interrupt request is not passed on to the CPU section 
but the interrupt request latch remains set. If ICP bit 1 is 
subsequently set, the interrupt request will then be passed 
on to the CPU section. (Recall from the discussion of the 
Status Register's Interrupt Control Bit that the interrupt re- 
quest will be acknowledged by the CPU section only if ICB is 
set.) Only two events can reset the timer interrupt request 
latch; when the timer interrupt request latch is acknowledg- 
ed by the CPU section, or when a new load of the modulo-N 
register is performed. 

Consider an example in which the modulo-N register is 
loaded with H '64' (decimal 100). The timer interrupt request 
latch will be set at the 100th count following the timer start 
and the timer interrupt request latch will repeatedly be set on 
precise 100 counter intervals. If the prescaler is set at -^40 
the timer interrupt request latch will be set every 4000 clock 
periods. For a 2 MHz clock (4 MHz time-base frequency) 
this will produce 2 millisecond intervals. 

The range of possible intervals is from 2 to 51 ,200 clock 
periods (1 /iS to 25.6 ms for a 2 MHz clock). However, ap- 
proximately 50 (t> periods is a practical minimum because the 
time between setting the interrupt request latch and the ex- 
ecution of the first instruction of the interrupt service routine 
is at least 29 <l> periods (the response time is dependent upon 
how many privileged instructions are encountered when the 
request occurs); 29 is based on the timer interrupt occuring 
at the beginning of a non-privileged short instruction. To 
establish time intervals greater than 51 ,200 (f> clock periods is 
a simple matter of using the timer interrupt service routine to 
count the number of interrupts, saving the result in one or 
more of the scratchpad registers until the desired interval is 
achieved. With this technique virtually any time interval, or 
several time intervals, may be generated. 

The Timer may be read at any time and in any mode using 
an input instruction (IN 7 or INS 7) and may take place "on 
the fly" without interfering with normal timer operation. 
Also, the Timer may be stopped at any time by clearing bit 3 
of the ICP. The Timer will hold its current contents in- 



definitely and will resume counting when bit 3 is again set. . 
Recall however that the prescaler is reset whenever the 
Timer is stopped; thus a series of starting and stopping will 
result in a cumulative truncation error. 

A summary of other timer errors is given in the timing sec- 
tion of their specification. For a free running timer in the In- 
terval Timer Mode the time interval between any two inter- 
rupt requests may be in error by ±6 4> clock periods although 
the cumulative error over many intervals is zero. The 
prescaler and Timer generate precise intervals for setting the 
timer interrupt request latch but the time out may occur at 
any time within a machine cycle. (There are two types of 
machine cycles; short cycles which consist of 4 clock 
periods and long cycles which consist of 6 <^ clock periods.) 
Interrupt requests are synchronized with the internal 
machine clock thus, giving rise to the possible ±6 error. 
Additional errors may arise due to the interrupt request oc- 
curing while a privileged instruction or multicycle instruction 
is being executed. Nevertheless, for most applications all of 
the above errors are neglibible, especially if the desired time 
interval is greater than 1 ms. 

Pulse Width Measurement Mode - When ICP bit 4 is set 

(logic 1) and at least one prescale bit is set, the Timer 
operates in the Pulse Width Measurement Mode. This mode 
is used for accurately measuring the duration of a pulse ap- 
plied to the EXT INT pin. The Timer is stopped and the 
prescaler is reset whenever EXT INT is at its inactive level. 
The active level of EXT INT is defined by ICP bit 2; if cleared, 
EXT INT is active low; if set, EXT INT is active high. If ICP bit 
3 is set, the prescaler and Timer will start counting when EXT 
INT transitions to the active level. When EXT INT returns to 
the inactive level the Timer then stops, the prescaler resets, 
and if ICP bitOis set an external interrupt request latch is set. 
(Unlike timer interrupts, external interrupts are not latched if 
the ICP Interrupt Enable bit is not set.) 

As in the Interval Timer Mode, the Timer may be read at 
any time, may be stopped at any time by clearing ICP bit 3, 
the prescaler and ICP bit 1 function as previously described, 
and the Timer still functions as an 8-bit binary down counter 
with the timer interrupt request latch being set on the 
Timer's transition from H '01' to H 'N'. Note that the EXT 
INT pin has nothing to do with loading the Timer; its action is 
that of automatically starting and stopping the Timer and of 
generating external interrupts. Pulse widths longer than the 
prescale value times the modulo-N value are easily measured 
by using the timer interrupt service routine to store the 
number of timer interrupts in one or more scratchpad 
registers. 

As for accuracy, the actual pulse duration is typically 
slightly longer than the measured value because the status of 
the prescaler is not readable and is reset when the Timer is 
stopped. Thus, for maximum accuracy, it is advisable to use 
a small division setting for the prescaler. 

Event Counter Mode - When ICP bit 4 is cleared and all 
prescale bits (ICP bits 5, 6, and 7) are cleared, the Timer 
operates in the Event Counter Mode. This mode is used for 
counting pulses applied to the EXT INT pin. If ICP bit 3 is set, 
the Timer will decrement on each transition from the inactive 
level to the active level of the EXT INT pin. The prescaler is 
not used in this mode; but as in the other two timer modes. 
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the Timer may be read at any time, may be stopped at any 
time by clearing ICP bit 3, ICP bit 1 functions previously 
described, and the timer interrupt request latch is set on the 
Timer's transition from H '01' to H 'N'. 

Normally ICP bit should be kept cleared in the Event 
Counter Mode; otherwise, external interrupts will be 
generated on the transition from the inactive level to the ac- 
tive level of the EXT INT pin. 

For the Event Counter IVIode, the minimum pulse width re- 
quired on EXT INT is 2 </> clock periods and the minimum in- 
active time \s 2 4> clock periods; therefore, the maximum 
repetition rate is 500 kHz. 

External Interrupts — When the timer is in the Interval 
Timer Mode the EXT INT pin is available for non-timer 
related interrupts. If ICP bit is set, an external interrupt re- 
quest latch is set when there is a transition from the inactive 
level to the active level of EXT INT. (EXT INT is an edge- 
triggered input.) The interrupt request is latched until either 
acknowledged by the CPU section or until ICP bit is cleared 
(unlike timer interrupt requests which remain latched even 
when ICP bit 1 is cleared). External interrupts are handled in 
the same fashion when the Timer is in the Pulse Width 
Measurement Mode or in the Event Counter Mode, except 
that only in the Pulse Width Measurement Mode the external 
interrupt request latch is set on the trailing edge of EXT INT; 
that is, on the transition from the active level to the inactive 
level. 

INTERRUPT HANDLING 

When either a timer or an external interrupt request is 
communicated to the CPU section of the MC3870, it will be 
acknowledged and processed at the completion of the first 
non-privileged instruction if the Interrupt Control Bit of the 
Status Register is set. If the Interrupt Control Bit is not set, 
the interrupt request will continue until either the Interrupt 
Control Bit is set and the CPU section acknowledges the in- 
terrupt or until the interrupt request is cleared as previously 
described. 

If there is both a timer interrupt request and an external in- 
terrupt request when the CPU section starts to process the 
requests, the timer interrupt is handled first. 

When an interrupt is allowed the CPU section will request 
that the interrupting element pass its interrupt vector ad- 
dress to the Program Counter via the data bus. The vector 



address for a timer interrupt is H '020'. The vector address 
for external interrupts is H 'OAO'. After the vector address is 
passed to the Program Counter, the CPU section sends an 
acknowledge signal to the appropriate interrupt request latch 
which clears that latch. The execution of the interrupt ser- 
vice routine will then commence. The return address of the 
original program is automatically saved in the Stack Register, 
P. 

The Interrupt Control Bit of W (Status Register) is 
automatically reset when an interrupt request is acknowledg- 
ed. It is then the programmer's responsibility to determine 
when ICB will again be set (by executing an El instruction). 
This action prevents an interrupt service routine from being 
interrupted unless the programmer so desires. 

Figure 17 details the interrupt sequence which occurs 
whether the interrupt request is from an external source via 
EXT INT or from the MC3870's internal timer. Events are 
labeled with the letters A through G and are described 
below. 

Event A — An interrupt request must satisfy a hold time 
requirement as specified in the AC Characteristics in order to 
guarantee that it is valid on the rising edge of the WRITE 
clock. 

Event B — Event B represents the instruction being ex- 
ecuted when the interrupt occurs. The last cycle of B is nor- 
mally the instruction fetch for the next cycle. However, if B is 
not a privileged instruction and the CPU's Interrupt Control 
Bit is set, then the last cycle becomes a "freeze" cycle rather 
than a fetch. At the end of the freeze cycle the interrupt re- 
quest latches are inhibited from altering the interrupt daisy- 
chain so that sufficient time will be allowed for the daisy- 
chain to settle. (If B is a privileged instruction, the instruction 
fetch is not replaced by a freeze cycle; instead, the fetch is 
performed and the next instruction is executed. Although 
unlikely to be encountered, a series of privileged instructions 
will be sequentially executed without interrupt. One more in- 
struction, called a 'protected' instruction, will always be ex- 
ecuted after the last privileged instruction. The last cycle of 
the protected instruction then performs the freeze.) 

The dashed lines on EXT INT illustrate the last opportunity 
for EXT INT to cause the last cycle of a non-protected in- 
struction to become a freeze cycle. 



FIGURE 17 - INTERRUPT SEQUENCE 
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The freeze cycle is a short cycle (4 4> clock periods) in all 
cases except where B is the Decrement Scratchpad instruc- 
tion, in which case the freeze cycle is a long cycle (6 clock 
periods). 

INT REQ goes low on the next negative edge of WRITE if 
both PRI IN is low and the appropriate interrupt enable bit of 
the Interrupt Control Port is set. Both INT REQ and WRITE 
are internal signals. 

Event C — A NO-OP long cycle to allow time for the inter- 
nal priority chain to settle. 

Event D — The Program Counter (PO) is pushed to the 
stack register (P) in order to save the return address. The in- 
terrupt circuitry places the lower 8 bits of the interrupt vector 
address onto the data bus. This is always a long cycle. 

Event E — A long cycle in which the interrupt circuitry 
places the upper 8 bits of the interrupt vector address onto 
the data bus. 

Event F — A short cycle in which the interrupting interrupt 
request latch is cleared. Also, the CPU's Interrupt Control Bit 
is cleared, thus disabling interrupts until an El instruction is 
performed. The fetch of the next instruction from the inter- 
rupt address. 

Event G — Begin execution of the first instruction of the 
interrupt service routine. 

SUMMARY OF INTERRUPT SEQUENCE 

For the MC3870 the interrupt response time is defined as 
the time elapsed between the occurrence of EXT INT going 
active (or the Timer transitioning to H 'N') and the beginning 
of execution of the first instruction of the interrupt service 
routine. The interrupt response time is a variable dependent 
upon what the microprocessor is doing when the interrupt 
request occurs. As shown in Figure 17, the minimum inter- 



rupt response time is 3 long cycles plus 2 short cycles plus 
one WRITE clock pulse width plus a setup time of EXT INT 
prior to the leading edge of the WRITE pulse — a total of 27 
(j) clock periods plus the setup time. At a 2 MHz (t> this is 
14.25 ^s. Although the maximum could theoretically be in- 
finite, a practical maximum is 35 /xs (based on the interrupt 
request occurring near the beginning of a PI and LR K, P se- 
quence). 

POWER-ON RESET 

The intent of the Power-On Reset circuitry on the MC3870 
is to automatically reset the device following a typical power- 
up situation, thus saving external reset circuitry in many ap- 
plications. This circuitry is not guaranteed to sense a "Brown 
Out" (low voltage) condition nor is it guaranteed to operate 
under all possible power-on situations. 

Three conditions are required before the MC3870 will leave 
the reset state and begin operation. Refer to Figure 18 as an 
aid to the following descriptions. The On-Chip Vqc detector 
senses a minimum value of Vcc before it will allow the 
MC3870 to operate. The threshold of this detector is set by 
analog circuitry because a stable voltage reference is not 
available with n-channel MOS processing. Processing varia- 
tions will cause this threshold to vary from a low of 3.0 volts 
to a high of 4.3 volts with 3.5 volts being typical. 

The I\/1C3870 uses a substrate bias as a technique to pro- 
vide improved performances versus power consumption 
relative to conventional grounded substrate approaches. 
This bias generator may start operating as low as 
Vcc = 3 volts on some devices while others may require 
VCC = 4 volts in order to get adequate substrate bias. Until 
the substrate reaches the proper bias, the MC3870 will not 
be released from the reset state. The final condition required 
is that the clocks of the MC3870 must be functioning. 
Typically the clocks will start to function at Vcc equal to 3 to 
3.5 volts but since the part is tested at 4.5 volts, Motorola 
can not guarantee any operation below 4.5 volts. The output 
of the delay circuit in Figure 18 will stay low until the clocks 



i 



FIGURE 18 - POWER ON RESET BLOCK DIAGRAM 
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start to function. If the input to the delay circuit is high, 
typically after 100 cycles of the WRITE clock (800 cycles of 
the external clock) the output of the delay circuit will go high 
allowing the MC3870 to begin execution. 

If Vcc falls to ground for at least a few hundred 
nanoseconds the output of the delay circuit will go low im- 
mediately and the MC3870 will reset. 

The internal logic may detect a valid Vcc. bias and clocks 
at Vcc = 3.5 volts and allow the MC3870 to start executing 
after the time delay. With a slowly rising power supply, the 
part may start running before V^C is above 4.5 volts which is 
below the guaranteed voltage range. When power-on-clear 
is required with a slowly rising power supply, an external 
capacitor must be used on the RESET pin to hold it below 
0.8 volts until Vcc is stable above 4.5 volts. (Note : The o p- 
tion to disconnect the internal pullup resistor on RESET is 
available which allows the use of a lar ger external pullup 
resistor and a small capacitor on RESET.) 

In many applications it is desirable if the unit does an 
automatic power-on-clear, but not mandatory. The unit will 
have a RESET push button and if the unit does not power-up 
correctly or malfunctions because of some disturbance on 
the Vcc line, the operator will simply press RESET and 
restore normal operation. It is for these applications that the 
internal power-on-clear circuitry was designed. 

In some applications it is required that the microcomputer 
continue to run properly without operator intervention after 
brown-outs, power line disturbances, electrical noise, com- 
puter malfunction due to a programming bug, or any other 
disturbance except a catastrophic failure of some compo- 
nent. 

One concept used to keep computers running is that of 
the "WATCHDOG TIMER". The computer is programmed 
to periodically reset the watchdog timer during the normal 
execution of its program (this is easily done in the MC3870 as 
its normal application is in some control function which is 
typically periodic). As long as the computer continues to ex- 
ecute its program the watchdog timer is continually reset 
and never times out. Should the computer stop executing its 
program for whatever reason, the watchdog timer will time 
out producing a RESET pulse to the CPU re-starting execu- 
tion. This is a very positive way to assure that the computer 
is doing its job, i.e., executing the program. It is important 
that the software driving the watchdog timer test as many 
functional blocks (timer, ALU, scratchpad RAM, and ports) 
of the MC3870 as possible before resetting the watchdog 
timer. This is because operation of the MC3870, with an out 
of specification power supply, may allow some of the func- 
tions to operate correctly while other functions are not 
operable. 

Motorola can guarantee correct operation of the MC3870 
only while the Vcc voltage remains within its specified 
limits. If proper operation of the MC3870 must be 
guaranteed after a disturbance on the Vcc line, then an ex- 
ternal circuit must be used to monitor the Vcc line and pro- 
duce RESET to the MC3870 whenever Vcc is out of the 
specified limits. 

A related characteristic to power-on-clear is the startup 
time of the basic timing element. The LC and RC oscillators 
begin to function almost immediately once Vcc is high 
enough to allow the on-board oscillator to operate 
(Vcc = 3.5 V). Operation with a crystal is partly mechanical 
and some start time is required to get the mass of the crystal 



into vibrational motion. This time is basically dependent on 
the frequency (mass) of the crystal. 4 MHz crystals typically 
require about 2-3 ms to start while 1 MHz crystals require 
60-70 ms to start oscillating. Of course, this time may vary 
greatly from crystal to crystal and is also a function of the 
power supply rise time characteristic, however, the high- 
frequency crystals start faster and are definitely recommend- 
ed (i.e., 3-4 MHz). 

The condition of the port pins during the power-in-clear 
sequence is often asked. The port pins or the STROBE line 
cannot be specified until Vcc reaches 4.5 V and the MC3870 
enters the RESET state. Before this, the port pins may stay 
at Vss. iTnay track Vcc as it rises, or they may track Vcc 
part way up then return to Vss (ports 4 and 5 will go to Vcc 
once the clocks are running and the MC3870 has sufficient 
Vcc fo properly operate the internal control logic and I/O 
ports). 

EXTERNAL RESET 



When RESET is taken low, the content of the Program 
Counter is pushed to the Stack Register and then the Pro- 
gram Counter and the ICB bit of the W Status Register are 
cleared. The original Stack Register content is lost. Ports 4, 
5, 6, and 7 are loaded with H '00'. The contents of all other 
registers and ports are unchanged or undefined. When 
RESET is taken high, the first program instruction is fetched 
from ROM location H '000'. When an external reset of the 
MC3870 occurs, PO is pushed into P and the old contents of 
P are lost. It must be noted that an external reset is recog- 
nized at the start of a machine cycle and not necessarily at 
the end of an instruction. Thus, if the MC3870 is executing a 
multi-cycle instruction, that instruction is not completed and 
the contents of P upon reset may not necessarily be the ad- 
dress of the instruction that would have been executed next. 
It may, for example, point to an immediate operand if the 
reset occurred during the second cycle of an LI or CI instruc- 
tion. Additionally, several instructions (JMP, PI, PI, LR, PO, 
Q) as well as the interrupt acknowledge sequence modify PO 
in parts. That is, they alter PO by first loading one part then 
the other and the entire operation takes more than one cycle. 
Should reset occur during this modification process the 
value pushed into P will be part of the old PO (the as yet un- 
modified part) and part of the new PO (already modified 
part). Thus, care should be taken (perhaps by external 
gating) to insure that reset does not occur at an undesirable 
time if any significance is to be given to the contents of P 
after a reset occurs. 

Vcc DECOUPLING 

The MC3870 family devices have dynamic circuitry inter- 
nally which requires a good high frequency decoupling 
capacitor to surpress noise on the Vcc line. A 0.01 ^F or 
0.1 /iF ceramic capacitor should be placed between Vcc and 
ground, located physically close to the MC3870 device. This 
will reduce noise generated by the MC387G to about 
70-100 mV on the Vcc line. 

TEST LOGIC 

Special test logic is implemented to allow access to the in- 
ternal main data bus for test purposes. 

In normal operation, the TEST pin is unconnected or is 
connected to GND. When TEST is placed at a TTL level 
(2.0 V to 2.6 V) port 4 becomes an output of the internal data 
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bus. The data appearing on the port 4 pins is logically true 
whereas input data forced on port 5 must be logically false. 
When TEST is placed at a high level (6.0 V to 7.0 V), the 
ports act as above and additionally the 2K x 8 program ROM 
is prevented from driving the data bus. In this mode, 
operands and instructions may be forced externally through 
port 5 instead of being accessed from the program ROM. 
When TE ST is in either the TTL state or the high state, 
STROBE ceases its normal function and becomes a machine 
cycle clock (identical to the F8 multi-chip system WRITE 
clock except inverted). 

Timing complexities render the capabilities associated with 
the TEST pin impractical for use in a user's application, but 
these capabilities are thoroughly sufficient to provide a rapid 
method for thoroughly testing the MC3870. 



SUPPLEMENTARY NOTES 

The Interrupt Control Bit of the W Status Register is 
automatically reset when an interrupt request is acknow- 
ledged. It is then the programmer's responsibility to deter- 
mine when ICB will again be set (by execution an El instruc- 
tion). This action prevents an interrupt service routine from 
being interrupted unless the programmer so desires. 

When reading the Interrupt Control Port (port 6), bit 7 of 
the Accumulator is loaded with the actual logic level being 
applied to the EXT INT pin, regardless of the status of ICP 
bit 2 (the EXT INT Active Level bit). This is, if EXT INT is at 



-1-5 V, bit 7 of the Accumulator is set to a logic "1"; but, if 
EXT INT is at GND, then Accumulator bit 7 is reset to logic 
"0". 

In the MC3870 (F8 COMPATIBLE) INSTRUCTION SET 
summary, the number of cycles shown are "nominal" 
machine cycles. A nominal machine cycle is defined as 4 </> 
clock periods, thus, requiring 2 fis for a 2 MHz 4> clock fre- 
quency (4 MHz external time-base frequency). 

Also, the summary uses an older nomenclature for register 
names. The translation is as follows: 

PCO=PO Program Counter 

PCI = P Stack Register 

DCO=DC Data Counter 

DC1 = DC1 Auxiliary Data Counter 
The nomenclature is used in order to be consistent with the 
assembly language mnemonics. 

For the MC3870, execution of an INS or OUTS instruction 
requires 2 machine cycles for ports and 1 , whereas ports 4 
and 5 require 4 machine cycles. 

INSTRUCTION EXECUTION 

This section details the timing and execution of the 
MC3870 instruction set. Refer to Figure 19 for a MC3870 Pro- 
gramming Model. 



I 
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FIGURE 19 - MC3870 PROGRAMMING MODEL 
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' These instructions set status. 

t The value of the external interrupt input is loaded to Bit 7 of the accumulator (with Bits through 6 loaded ' 

when the instruction 'INS 6' is executed. This instruction also sets status. 
ttPO, P, DC, and DC1 are 12-bit registers. 
NOTE: The Instructions PI and PK are shown in two sequential parts. (P|1, PI 2 and Pk1, PK^). 
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MC3870 INSTRUCTION SET 



ACCUMULATOR GROUP INSTRUCTIONS 



Operation 




IVlnemonic 
Op Code 


Operand 


Function 


Machine 
Code 


Bytes 


Cycles 
Short Long (2 MHz*) 


OVR 


Status Bits 
ZERO CRY 


SIGN 


Add Carry 




LNK 




A— (A) + CRY 


19 


1 


1 2 


1/0 


1/0 


1/0 


1/0 


Add Immediate 




Al 


II 


A~(A) + H'ii' 


24ii 


2 


1 1 5 


1/0 


1/0 


1/0 


1/0 


And Immediate 




Nl 


11 


A— (A)AH'ir 


21ii 


2 


1 1 5 





1/0 





1/0 


Clear 




CLR 




A— H'OO' 


70 


1 


1 2 


- 


- 


- 


- 


Compare Immed 


ate 


CI 


II 


H'li' +IA) + 1 


25ii 


2 


1 1 5 


1/0 


1/0 


1/0 


1/0 


Complement 




COM 




A — (A) + H'FF' 


18 


1 


1 2 





1/0 





1/0 


Exclusive or Imm 


ediate 


XI 


II 


A^(A) + H'ii' 


23ii 


2 


1 1 5 





1/0 





1/0 


Increment 




INC 




A — (A) + 1 


IF 


1 


1 2 


1/0 


1/0 


1/0 


1/0 


Load Immediate 




LI 


II 


A— H'li' 


2011 


2 


1 1 5 


-- 


- 


- 


- 


Load Immediate Short 


LIS 


1 


A^H'Oi' 


7i 


1 


1 2 










OR Immediate 




01 


11 


A — (AlvH'ii' 


22ii 


2 


1 1 5 





1/0 





1/0 


Shift Left One 




SL 


1 


Shift Left 1 


13 


1 


1 2 





1/0 





1/0 


Shift Left Four 




SL 


4 


Shift Left 4 


15 


1 


1 2 





1/0 





1/0 


Shift Right One 




SR 


1 


Shift Right 1 


12 


1 


1 2 





1/0 





1 


Shift Right Four 




SR 


4 


Shift Right 4 


14 


1 


1 2 





1/0 





1 



i 



BRANCH INSTRUCTIONS In all conditional branches PO— (PO) + 2 if the test condition is not nnet. Execution is complete in 3 short cycles. 



Operation 



Op Code 



Operand Function 



Machine 
Code 



Cycles Status Bits 

Bytes Short Long (2 MHz 4>) OVR ZERO CRY SIGN 



Branch on Carry 


BC 


aa 


PO— (P0) + 1 + H'aa 
if CRY=1 


Branch on Positive 


BP 


aa 


PO— (P0) + 1 + H'aa 
if SIGN = 1 


Branch on Zero 


BZ 


aa 


PO— (P0) + 1+'Haa 
if Zero=1 


Branch on True 


BT 


taa 


PO— (P0)+1 + 'Haa 




TEST CONDITION 


if any test is true 





if Negative 


22 


2 


20 


PO — (P0) + 1 + H'aa' 
if SIGN = 






ZERO 


CRY 


SIGN 




Branch 


BM 




aa 


91 aa 


Branch 


If No Carry 


BNC 




aa 


PO— (P0)+1 + H'aa' 
if CARRY = 


92aa 


Branch 


if No Overflow 


BNO 




aa 


PO — (P0) + 1 + H'aa' 
if OVR = 


98aa 


Branch 


f Not Zero 


BNZ 




aa 


PO— (P0)+1 + H'aa' 
if ZERO = 


94aa 


Branch 


f False Test 

T 


BF 
EST CC 


NDITIC 


taa 
DN 


PO— (P0) + 1 + H'aa' 
if all false test bits 


9taa 






2' 


2' 


2 


7 






OVF 


ZERO 


CRY 


SIGN 





Branch if ISAR (Lower) 
*7 



Branch Relative 
Jump' 



BR 
JMP 



PO— (P0) + 1 + H'aa' 


BFaa 


2 


2 


ISARL5t7 








PO— (P0) + 2 if 








ISARL = 7 




2 


2 


PO— (P0) + 1 + H'aa' 


90aa 


2 


2 


PO — H'aaaa' 


29aaaa 


3 


1 



"Privileged instruction, accumulator contents altered during execution JMP. 
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MEMORY REFERENCE INSTRUCTIONS In all Memory Reference Instructions, the Data Counter is incremented DC~(DC)+ 1. 



Operation 



Mnemonic 
Op Code 



Operand Function 



Machine 
Code 



Bytes 



Cycles Status Bits 

Short Long (2 MHz «) OVR ZERO CRY SIGN 



Add Binary 


AM 


A — (AI + 1(DC)1 


88 1 


1 1 5 


1/0 


1/0 


1/0 


1/0 


Add Decimal 


AMD 


A — IA) + [(DC)1- 
BCD Adjust 


89 1 


1 1 5 


1/0 


1/0 


1/0 


1/0 


AND 


NM 


A— (A)Al(DC)l 


8A 1 


1 1 5 





1/0 





1/0 


Compare 


CM 


l(DCll + (A)+1 


8D 1 


1 1 5 


1/0 


1/0 


1/0 


1/0 


Exclusive OR 


XM 


A-(A)©1(DC)1 


8C 1 


1 1 5 





1/0 





1/0 


Load 


LM 


A-[(DC)1 


16 1 


1 1 5 


- 


- 


- 


- 


Logical OR 


CM 


A-(A)v[(DC)l 


86 1 


1 1 5 





1/0 





1/0 


Store 


ST 


A — [(DO) 


17 1 


1 1 5 


- 


- 


- 


- 



ADDRESS REGISTER GROUP INSTRUCTIONS 



i 



Operation 



Mnemonic 
Op Code 



Operand Function 



Machine Cycles Status Bits 

Code Bytes Short Long (2 MHz «) OVR ZERO CRY SIGN 



Add to Data Counter 


ADC 


Call to Subroutine" 


PK 


Call to Subroutine 


PI 


Immediate* 




Exchange DC 


XDC 


Load Data Counter 


LR 



Load Data Counter 

Load DC Immediate 
Load Program Counter 

Load Stack Register 

Return from 
Subroutine" 
Store Data Counter 

Store Data Counter 

Store Stack Register 



DCI 
LR 

LR 

POP 

LR 

LR 

LR 



DC, Q 



aaaa 
PO, Q 



0, DC 

H, DC 
K, P 



DC — (DC) + (A) 
POU — (rl2): 
POL— (r13), 
P — (PO) 
P — (PO), 
PO— H'aaaa 
(DO — (DCI) 
DCU — (rl4), 
DCL — (r15) 
DCU — (rlO), 
DCL-(rll) 
DC H'aaaa' 
POU — (rl4), 
POL — (r15) 
PU — (r12), 
PL— r13) 
PO— (PI 

rl4— (DCU), 
r15— (DCL) 
rIO— DCU, 
rll — (DCL) 
rl2 — (PU), 
rl3— (PL) 



2C 

OF 



2Aaaaa 
OD 

09 

IC 

OE 



SCRATCHPAD REGISTER INSTRUCTIONS (Refer to Scratchpad Addressing Modes) 



Operation 



Mnemonic 
Op Code 



Operand Function 



Machine 
Code 



Bytes 



Cycles Status Bits 

Short Long (2 MHz <») OVR ZERO CRY SIGN 



Add Binary 


AS 


r 


A— (A) + (r) 


Cr 


Add Decimal 


ASD 


r 


A— (A) + (r) 


Dr 


Decrement 


DS 


r 


r— (r) + H'FF' 


3r 


Load 


LR 


A, r 


A — (r) 


4r 


Load 


LR 


A, KU 


A— (r12) 


00 


Load 


LR 


A, KL 


A— (rl3) 


01 


Load 


LR 


A, QU 


A— (rl4) 


02 


Load 


LR 


A, QL 


A — (rl5) 


03 


Load 


LR 


r, A 


r— (A) 


5r 


Load 


LR 


KU, A 


r12— (A) 


04 


Load 


LR 


KL, A 


r13— (A) 


05 


Load 


LR 


QU, A 


r14— (A) 


06 


Load 


LR 


QL, A 


rl5— (A) 


07 


AND 


NS 


r 


A— (A)A(r) 


Fr 


Exclusive OR 


XS 


r 


A — (A) + (r) 


Er 



1/0 


1/0 


1/0 


1/0 


1/0 


1/0 


1/0 


1/0 


1/0 


1/0 


1/0 


1/0 



2 
2 
2 
2 


- 


- 


- 


- 


2 
2 
2 
2 





1/0 





1/0 


2 





1/0 





1/0 



"Privileged instruction, accumulator contents altered during execution of PI instruction. 
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MISCELLANEOUS INSTRUCTIONS 



_ ,. Mnemonic 
Operation Qp j,^^^ 



Operand Function 



Machine 
Code 



Cycles Status Bits 

Short Long (2 MHz <*) OVR ZERO CRY SIGN 



Disable Interrupt 
Enable Interrupt* 
Input 
Input Short 

Input Short 

Load ISAR 

Load ISAR Lower 

Load ISAR Upper 

Load Status Register' 

No Operation 

Output" 

Output Short 

Output Short 
Store ISAR 
Store Status Reg 



Dl 
El 
IN 
INS 

INS 

LR 
LISL 
LISU 

LR 
NOP 
OUT 

OUTS 



Reset ICB 
Set ICB 
04,05,06,07 A— (Input Port aa) 



0, 1 

4,5,6,7 
IS, A 
bbb 
bbb 
W,J 



A— (Input Port 

Oor 1) 

A-^ (Input Port a) 

IS — (A) 

ISL — bbb 

ISU — bbb 

W*-(r9) 

PO— (P0) + 1 



04,05,06,07 Output Port 
aa— (A) 



4,5,6,7 
A, IS 



Output Port 
Oor 1 — (A) 
Output Port a — (A) 
A— (IS) 
r9— (W) 



26aa 
A0,A1 



6(lbbbr 
6(0bbbl' 

ID 

28 
27aa 

BO, 81 



OA 
IE 





2 
2 
8 


- 


- 


- 


- 


2 





1/0 





1/0 




4 





1/0 





1/0 


2 


8 
2 
2 
2 
4 
2 
8 





1/0 





1/0 




1/0 


1/0 


1/0 


1/0 


2 


_ 


_ 


_ 


_ 



i 



'Privileged instruction 
"b= 1-bit immediate operand 



NOTES 

Lower case denotes variables specified by programnner 

Function Definitions 

— is replaced by 

( ) the contents of 

( ) Binary "Is" complement of 

+ Arithmetic Add (Binary or Decimal) 

® Logical "OR" exclusive 

A Logical "AND" 

V Logical "OR" inclusive 

H" Hexadecimal digit 

[( )] Contents of memory specified by ( ) 

a Address Variable (four bits) 

A Accumulator 

b One bit immediate operand 

DC Data Counter (Indirect Address Register) 

DC1 Data Counter 1 (Auxiliary Data Counter) 

DCL Least significant 8 bits of Data Counter Addressed 

DCU Most significant 8 bits of Data Counter Addressed 

H Scratchpad Register 10 and 11 

i Immediate operand (four bits) 

ICB Interrupt Control Bit 

IS Indirect Scratchpad Address Register 

ISL Least Significant 3 bits of ISAR 

ISU Most Significant 3 bits of ISAR 

J Scratchpad Register 9 

K Registers 12 and 13 



KL Register 13 

KU Register 12 

PO Program Counter 

POL Least Significant 8 Bits of Program Counter 

POU Most Significant 8 bits of Program Counter 

P Stack Register 

PL Least Significant 8 bits of Program Counter 

PU Most Significant 8 bits of Active Stack Register 

Registers 14 and 15 

GL Reigster 15 

QU Register 14 

r Scratchpad Register (any address through B) 

(See Below) 

W Status Register 

Scratchpad Addressing Modes Using IS. (r^O through B) 

r=H'C' Register Addressed by IS is (Unmodified) 

r=H'D' Register Addressed by IS is Incremented 

r=H'E' Register Addressed by IS is Decremented 

r=H'F' Illegal OP Code 
Status Register 

— No change in condition 

1/0 is set to "1" or "0" depending on conditions 

CRY Carry Flag 

OVR Overflow Flag 

SIGN Sign of Result Flag 

ZERO Zero Flag 
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ORDERING INFORMATION 

The following information is required wlien ordering a 
custom MCU. This information may be transmitted to 
Motorola in the following media: 

PROM(s) MCM2716S or MCM2708s 

MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative. 

PROMs - The MCM2708 or MCM2716 type PROMs, pro- 
grammed with the customer program (positive logic sense 
for address and data), may be submitted for pattern genera- 
tion. The PROMs must be clearly marked to indicate which 
PROM corresponds to which address space (000-3FF HEX), 
(400-7FF) or (000-7FF). See Figure 21 for recommended 
marking procedure. 

After the PROM(s) are marked they should be placed in 
conductive IC carriers and securely packed. Do not use 
sty ro foam. 

FIGURE 21 - PROM MARKING 





XXX = Customer ID 

VERIFICATION MEDIA 

All original pattern media (PROMs or Floppy Disk) are filed 
for contractual purposes and are not returned. A computer 
listing of the ROM code will be generated and returned along 



with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired, Motorola will program a blank 
2716 EPROM (supplied by the customer) from the data file 
used to create the custom mask to aid in the verification pro- 
cess. 



ROM VERIFICATION UNITS 

Ten MC3870S containing the customer's ROM pattern will 
be sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies. The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen. The floppies are not to be returned by 
Motorola as they are used for archival storage. The minimum 
MDOS system files must be on the disk as well as the ab- 
solute binary object file (filename .LO type of file) from the 
MC3870 cross assembler. An object file made from a 
memory dump using the ROLLOUT command is also ad- 
missable. Consider submitting a source listing as well as the 
following files: filename .LX (EXORciser® loadable format) 
and filename .SA (ASCII Source Code). These files will of 
course be kept confidential and are used 1) to speed up the 
process in house if any problems arise, and 2) to speed up 
our customer to factory interface if a user finds any software 
errors and needs assistance quickly from the factory 
representatives. 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORcisers, or EXORsets, 
etc. 
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Date 



Customer Name . 

Address 

City 



Country . 
Phone _ 



Customer Part Number . 



MC3870 ORDERING INFORMATION 

Customer PO Number 



.State. 



, Zip. 



Options: 




Reset 


Pullup CD 






No 


Pullup CD 






External Interrupt 


Pullup CD 






No 


Pullup □ 


Port Options 




Standard TTL 


Open Drain 








Direct Drive 


P4-0 




CZ3 


CD 








CD 


P4-1 




l=D 


CD 








CD 


P4-2 




CZI 


CD 








CD 


P4-3 




CD 


CD 








CD 


P4-4 




CZI 


CZI 








CD 


P4-5 




CZI 


CZI 








CD 


P4-6 




CD 


CD 








CD 


P4-7 




CD 


CD 








CD 


P5-0 




CD 


CD 








CD 


P5-1 




CD 


CZI 








CD 


P5-2 




CD 


CD 








CD 


P5-3 




CD 


CD 








CZI 


P5-4 




CD 


CD 








CD 


P5-5 




CD 


CD 








CD 


P5-6 




CD 


CD 








CD 


P5-7 




CD 


CD 








CD 


Pattern Media 
















rU PROMs IMCM2716 or 
(Customer can send in 
Motorola will program 
code on these PROMs 


MCM2708) 

two extra PROMs, 

the customer's 

for code verification. 




UD 
CD 


Floppy 
Other 


Disk 









i 



Clock Mode 
Clock Freq . 



1 I XTAL O RC □ LC □ External 



Temp Range. 



I 1 0-70 °C 



- + 85°C 



Marking Information (12 Characters Maximum) 



NOTE: All other media requires prior factory approval. 
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MICROCOMPUTER/MICROPROCESSOR (MCU/MPU) 

The MC6801 is an 8-bJt single-chip microcomputer unit (MCU) which 
significantly enhances the capabilities of the M6800 Family of parts. It in- 
cludes an upgraded M6800 microprocessor unit (MRU) with upward- 
source and object-code compatibility. Execution times of key instruc- 
tions have been improved and several new instructions have been add- 
ed including an unsigned multiply. The MCU can function as a 
monolithic microcomputer or can be expanded to a 64K byte address 
space. It is TTL compatible and requires one + 5-volt power supply. On- 
chip resources include 2048 bytes of ROM, 128 bytes of RAM, a serial 
communications interface (SCI), parallel I/O, and a three-function pro- 
grammable timer. The MC6803 can be considered as an MC6801 
operating in modes 2 or 3. An EPROM version of the MC6801, the 
MC68701 microcomputer, is available for systems development. The 
MC68701 is pin and code compatible with the MC6801/03 and can be 
used to emulate the MC6801/03. The MC68701 is described in a 
separate Advance Information publication. 

• Enhanced MC6800 Instruction Set 

• 8x8 Multiply Instruction 

• Serial Communications Interface (SCI) 

• Upward Source and Object Code Compatibility with the M6800 

• 16-Bit Three-Function Programmable Timer 

• Single-Chip or Expanded Operation to 64K Byte Address Space 

• Bus Compatibility with the M6800 Family 

• 2048 Bytes of ROM (MC6801 Only) 

• 128 Bytes of RAM 

• 64 Bytes of RAM Retainable During Powerdown 

• 29 Parallel I/O and Two Handshake Control Lines 

• Internal Clock Generator with Divide-by-Four Output 

• -40 to 85°C Temperature Range 

• -40 to 105 °C Temperature Range 







GENERIC INFORMATION 












Generic Number 




Ceramic Package 


Plastic Package 




Frequency MHz 


Temperature 


L Suffix 


P Suffix 




1.0 


0°C to 70°C 


MC6801L1 


MC6801P1 




1.0 


-40°Cto85°C 


MC6801CL1 


MC6801CP1 






1.0 


-40°Ctol05°C 


MC6801VL1 


MC6801VP1 






1.0 


0°C to 70 °C 


MC6803L 


MC6803P 






1.0 


-40°C to85°C 


MC6803CL 


MC6803CP 






1.0 


-40°Cto105°C 


MC6803VL 


MC6803VP 






1.25 


0°C to 70°C 


MC6801L1-1 


MC6803P1-1 






1.25 


-40°C to85°C 


MC6801CL1-1 


MC6803CP1-1 






1.25 


0°C to 70°C 


MC6803L1 


MC6803P1 






1.25 


-40°C to85°C 


MC6803CL-1 


MC6803CP-1 






1.5 


O-'C to 70''C 


MC68A01L1 


MC68A01P1 






1.5 


0°C to 70 °C 


MC68A03L 


MC68A03P 






2.0 


0°C to 70°C 


MC68B01L1 


MC68B01P1 






2.0 


0°C to 70°C 


MC68B03L 


MC68B03P 















MC6801 
MC6803 



MOS 

(N-CHANNEL, SILICON-GATE, 
DEPLETION LOAD) 

MICROCOMPUTER 
MICROPROCESSOR 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 
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FIGURE 1 - M6801 MICROCOMPUTER FAMILY BLOCK DIAGRAM 



P37 A7/D7 

P36 A6/D6 

P35 A5/D5 

P34 A4/D4 

P33 A3/D3 

P32 A2/D2 

P31 A1/D1 

P30 AO/pO 

SC2 R/W 

SCI AS 



■**-P22 
P23 




B 



P47 


A15 


A7 


I/O 


P46 


A14 


A6 


I/O 


P45 


A13 


A5 


I/O 


P44 


A12 


A4 


I/O 


P43 


All 


A3 


I/O 


P42 


A10 


A2 


I/O 


P41 


A9 


Al 


I/O 


P40 


A8 


AO 


I/O 



Vcc Standby- 
NOTE: No functioning ROM in MC6803. 







2048 X 8 


28x8 




ROM 


RAM 




(See Note) 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = Ta+(Pd«0JA) (1) 

Where: 

Ta = Ambient Temperature, °C 

ejA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
Pd = P|NT+PP0RT 

P|NT = ICC^ Vcc. Watts — Chip Internal Power 
PpQPjysPort Power Dissipation, Watts — User Determined 
For most applications PpQRT'^PlNT and can be neglected. PpORT rnav become significant if the device is configured to 
drive Darlington bases or sink LED loads. 

An approximate relationship between Pq and Tj (if PpORT is neglected) is: 

Pq = K*(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=PD»(TA + 273°C) + ejA»PD2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta. Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of T/\. 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


Vin 


-0.3 to +7.0 


V 


Operating Temperature Range 
MC6801, MC6803 
MC6801C, MC6803C 
MC6801V, MC6803V 


Ta 


Tl to Th 

0to70 
-40 to 85 
-40 to 105 


°c 


Storage Temperature Range 


Tstg 


-55 to + 150 


°c 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion it is recommended that Vj,-, and Vgut be con- 
strained to the range Vss^ (Vin or Vout'^ VcC- 
Input protection is enhanced by connecting 
unused inputs to either Vqd or VsS- 



THERMAL CHARACTERISTICS 



B 



Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Plastic 
Ceramic 


»JA 


50 
50 


°C/W 



CONTROL TIMING (Vcc = 5.0 V ±5%, Vss = 0. TA = Oto 70°C) 



Characteristic 


Symbol 


MC6801 


MC6801-1 


MC68A01 


MC68B01 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Frequency of Operation 


fo 


0.5 


1.0 


0.5 


1.25 


0.5 


1.5 


0.5 


2.0 


MHz 


Crystal Frequency 


^XTAL 


2.0 


4.0 


2.0 


5.0 


2.0 


6.0 


2.0 


8.0 


MHz 


External Oscillator Frequency 


4fo 


2.0 


4.0 


2.0 


5.0 


2.0 


6.0 


2.0 


8.0 


MHz 


Crystal Oscillator Start Up Time 


trc 


- 


100 


- 


100 


- 


100 


- 


100 


ms 


Processor Control Setup Time 


tpcs 


200 


- 


170 


- 


140 


- 


110 


- 


ns 



DC ELECTRICAL CHARACTERISTICS (Vcc = 5.0 Vdc ±5%, Vss = 0, Ta=Tl to Th, unless otherwise noted) 



Characteristic 


Symbol 


MC6801 
MC6803 


MC6801C 
MC6803C 


MC6801V 
MC6803V 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Input High Voltage RESET 

Other Inputs 


V|H 


Vss + 4.0 
Vss + 2.0 


Vcc 
Vcc 


< < 

CO CO 
CO CO 

-1- -1- 

to -t. 

to O 


Vcc 
Vcc 


Vss + 4.0 
Vss + 2.2 


Vcc 
Vcc 


V 


Input Low Voltage All Inputs 


V|L 


Vss-0.3 


Vss + 0.8 


Vss-0.3 


Vss + 0.8 


Vss-0.3 


Vss + 0.7 


V 


Input Load Current Port4 
(Vjn = 0to2.4V) SCI 


hn 


- 


0.5 
0.8 


- 


0.8 

1.0 


_ 


0.8 
1.0 


mA 


Input Leakage Current 


lin 




2.5 


„ 


5.0 




5.0 


/^A 


(Vjn = 0to5.25V) NMI, IRQ1, RESET 


Hi-Z (Off State) Input Current 
(Vjn = 0.5to2.4V) Ports 1, 2, and3 


Itsi 


_ 


10 


- 


20 


_ 


20 


fcA 


Output High Voltage 
(lLoad= -65^A, Vcc=Min)» Port4,iSC1, SC2 
(lLoad= -100/jA, Vcc=Min) OtherOutputs 


VOH 


Vss + 2.4 
Vss + 2.4 


- 


Vss + 2.4 
Vss + 2.4 


- 


Vss + 2.4 
Vss + 2.4 


- 


V 


Output Low Voltage 
'lLoad = 2.0mA, Vcc=Min) All Outputs 


Vol 


_ 


Vss + 0.5 


_ 


Vss + 0.6 


_ 


Vss + 0.6 


V 


Darlington Drive Current ( Vq = 1 .5 V) Port 1 


lOH 


1.0 


4.0 


1.0 


5.0 


1.0 


5.0 


mA 


Internal Power Dissipation 
(Measured at Ta,= T|_ in Steady-State Operation) 


Pint 


_ 


1200 


_ 


1500 


- 


1500 


mW 


Input Capacitance Port 3, Port 4, SCI 
IVin = 0. Ta = 25°C, fo=1.0MHz) Other Inputs 


Cin 


~ 


12.5 
10 


— 


12.5 
10 


- 


12.5 
10 


pF 


Vcc Standby Powerdown 

Powerup 


VSBB 
VSB 


4.0 
4.75 


5.25 
5.25 


4.0 
4.75 


5.26 
5.25 


4.0 
4.75 


5.25 
5.25 


V 


Standby Current Powerdown 


ISBB 


- 


6.0 


- 


8.0 


- 


8.0 


mA 



^Negotiable to - 1(X) ^A (for further information contact the factory) 
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PERIPHERAL PORT TIMING (Refer to Figures 2-5) 



Characteristics 


Symbol 


MC6801 
MC6803 


MC6801-1 
MC6803-1 


MC68A01 
MC68A03 


MC68B01 
MC68B03 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Peripheral Data Setup Time 


tPDSU 


200 


- 


200 


- 


150 


- 


100 


- 


ns 


Peripheral Data Hold Time 


IPDH 


200 


- 


200 


- 


150 


- 


100 


- 


ns 


Delay Time, Enable Positive Transition to 0S3 Negative Transition 


tOSDI 


- 


350 


- 


350 


- 


300 


- 


250 


ns 


Delay Time, Enable Positive Transition to 053 Positive Transition 


tOSD2 


- 


350 


- 


350 


- 


300 


- 


250 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid 


tpWD 


- 


350 


- 


350 


- 


300 


- 


250 


ns 


Delay Time, Enable Negative Transition to Peripheral 
CMOS Data Valid 


tCMOS 


_ 


2.0 


_ 


2.0 


_ 


2.0 


_ 


2.0 


;*S 


Input Strobe Pulse Width 


tpwis 


200 


- 


200 


- 


150 


- 


100 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


50 


- 


40 


- 


30 


- 


ns 


Input Data Setup Time 


t|S 


20 


- 


20 


- 


20 


- 


20 


- 


ns 



FIGURE 2 - DATA SETUP AND HOLD TIMES 
(MRU READ) 



tPDSU 



P10-P17, 
P20-P24 
P40-P47 
Inputs 

P30-P37 
Inputs* 



3^ Data Valid /^ 



\ 



tPDH 



tPDSU 



ji Data Valid ")(. 



tPDH 



*Port 3 non-latched operation (LATCH ENABLE = 0) 



FIGURE 3 - DATA SETUP AND HOLD TIMES 
(MPU WRITE) 



B 



r 



-tCMOS^ 
-tPWD>- 



All Data 
Port Outputs 



. 0.7 Vcc 



NOTES: 

1. 10 k pullup resistor required for port 2 to reach 0.7 V^q. 

2. Not applicable to P21. 

3. Port 4 cannot be pulled above Vcc- 



FIGURE 4 - PORT 3 OUTPUT STROBE TIMING 
(MC6801 SINGLE-CHIP MODE) 



FIGURE 5 - PORT 3 LATCH TIMING 
(MC6801 SINGLE-CHIP MODE) 



523 



r 



MPU access of Port 3* 



A f 



($0006) 



X 



J 



X 



■<tOSD1 



^. 



J 



tOSD2 



P30-P37 
Inputs 



-'IS- 



^^ Data Valid S<^ 



* Access matches output strobe select (OSS = 0, a read; 
0SS = 1, a write) 



NOTE: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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BUS TIMING (See Notes 1 and 2) 



i 



Idem. 
Number 


Characteristics 


Symbol 


MC6801 
MC6803 


MC6801-1 
MC6803-1 


MC68A01 
MC68A03 


MC68B01 
MC68B03 


Unit 


MIn 


Max 


MIn 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


'eye 


1.0 


2.0 


0.8 


2.0 


0.667 


2.0 


0.5 


2.0 


,IS 


2 


Pulse Width, E Low 


PWel 


430 


1000 


360 


1000 


300 


1000 


210 


1000 


ns 


3 


Pulse Width, E High 


PWeh 


450 


1000 


360 


1000 


300 


1000 


220 


1000 


ns 


4 


Clock Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


'AH 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


12 


Non-Muxed Address Valid Time to E* 


tAV 


200 


- 


150 


- 


115 


- 


70 


- 


ns 


17 


Read Data Setup Time 


'DSR 


80 


- 


70 


- 


60 


- 


40 


- 


ns 


18 


Read Data Hold Time 


IDHR 


10 


- 


10 


- 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


'DDW 


- 


225 


- 


200 


- 


170 


- 


120 


ns 


21 


Write Data Hold Time 


'DHW 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


tAVM 


200 


- 


150 


- 


115 


- 


80 


- 


ns 


24 


Muxed Address Valid Time to AS Fall* 


lASL 


60 


- 


50 


- 


40 


- 


20 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


- 


20 


" 


20 


- 


10 


- 


ns 


26 


Delay Time, E to AS Rise* 


tASD 


90** 


- 


70** 


~ 


60** 


- 


45** 


- 


ns 


27 


Pulse Width, AS High* 


pwash 


220 


- 


170 


- 


140 


- 


110 


- 


ns 


28 


Delay Time, AS to E Rise* 


'ASED 


90 


- 


70 


- 


60 


- 


45 


- 


ns 


29 


Usable Access Time* 


tACC 


595 


- 


465 


- 


380 


~ 


270 


- 


ns 



•At specified cycle time. 

*tASD parameters listed assume external TTL clock drive with 50 
± 1 % duty cycle or which use a crystal have the following t/\sD 
seconds minimum (1.25 MHz device), 65 nanoseconds minimum 



% ± 5% duty cycle. Devices driven by an external TTL clock with 50% 
specifications: 100 nanoseconds minimum (1.0 MHz devices), 80 nano- 
(1 .5 MHz devices), 50 nanoseconds minimum'(2.0 MHz devices). 



"^s. 



R/W, Address 
(Non-Muxed) 



Addr/Data 
Muxed 



Addr/Data 
Muxed 



FIGURE 6 - BUS TIMING 

O — 



-& 



J 



© 
-© 



0- 



: m^^m : 



^ 



(29) 



s^^: 






> 



(22) 




^ 



\ 



K-©- 



Read Data Muxed 



Write Data Muxed 



I*© 



M 



W 



C 



> 



1. Voltage levels shown are Vl<0.5 V, Vh>2.4 V, unless otherwise specified. 

2. Measurement points shown are 0.8 V and 2.0 V, unless otherwise specified. 

3. Usable access time is computed by: 12 + 3-17 + 4. 

4. Memory devices should be enabled only during E high to avoid port 3 bus contention. 



3-56 



MC6801*MC6803 



FIGURE? - CMOS LOAD 



FIGURE 8 - TIMING TEST LOAD PORTS 1, 2, 3, 4 



Test Point o- 



30 pF 



Rl 1.8 kfi 



Test Point & 




MMD7000 
5[ or Equivalent 



C = 90 pF for P30-P37, P40-P47, E, 
= 30 pF for P10-P17, P20-P24 

R = 37 kJl for P40-P47, SCI, SC2 
= 24 ka for P10-P17, P20-P24 
= 24 ki) for P30-P37, E 



B 



INTRODUCTION 



The MC6801 is an 8-bit monolithic microconnputer which 
can be configured to function in a wide variety of applica- 
tions. The facility which provides this extraordinary flexibility 
is its ability to be hardware progrannnned into eight different 
operating modes. The operating mode controls the con- 
figuration of 18 of the 40 MCU pins, available on-chip 
resources, memory map, location (internal or external) of in- 
terrupt vectors, and type of external bus. The configuration 
of the remaining 22 pins is not dependent on the operating 
mode. 

Twenty-nine pins are organized as three 8- bit ports and 
one 5-bit port. Each port consists of at least a data register 
and a write-only data direction register. The data direction 
register is used to define whether corresponding bits in the 
data register are configured as an input (clear) or output 
(set). 



The term "port," by itself, refers to all of the hardware 
associated with the port. When the port is used as a "data 
port" or "I/O port," it is controlled by the port data direction 
register and the programmer has direct access to the port 
pins using the port data register. Port pins are labeled as Pij 
where i identifies one of four ports and j indicates the par- 
ticular bit. 

The microprocessor unit (MRU) is an enhanced MC6800 
MPU with additional capabilities and greater throughput. It is 
upward source and object code compatible with the 
MC68(X). The programming model is depicted in Figure 9, 
where accumulator D is a concatenation of accumulators A 
and B. A list of new operations added to the M68(X) instruc- 
tion set are shown in Table 1. 

The MC6803 can be considered an MC6801 that operates 
in Modes 2 and 3 only. 
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FIGURES - PROGRAMMING MODEL 




8-Bit Accumulators A and B 
Or 16-Bit Double Accumulator D 



Index Register (X) 



Stack Pointer (SP) 



a 



7 









1 


1 H 1 


N Z V 


c 




,, ,. ,:^ 








1 









Program Counter (PC) 



Condition Code Register (CCR) 

Carry/Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 



OPERATING MODES 



The MC6801 provides eight different operating modes (0 
through 7) and the MC6803 provides two operating modes (2 
and 3). The operating modes are hardware selectable and 
determine the device memory map, the configuration of port 
3, port 4, SCI, SC2, and the physical location of the inter- 
rupt vectors. 

FUNDAMENTAL MODES 

The eight operating modes can be grouped into three fun- 
damental modes which refer to the type of bus it supports: 
single chip, expanded non-multiplexed, and expanded 
multiplexed. Single-chip modes include 4 and 7, expanded 
non-multiplexed mode is 5, and the remaining five modes are 



expanded multiplexed modes. Table 2 summarizes the char- 
acteristics of the operating modes. 



MC6801 Single-Chip Modes (4, 7) 

In the single-chip mode, the four MCU ports are con- 
figured as parallel input/output data ports, as shown in 
Figure 10. The MCU functions as a monolithic microcom- 
puter in these two modes without external address or data 
buses. A maximum of 29 I/O lines and two port 3 control 
lines are provided. Peripherals or another MCU can be inter- 
faced to port 3 in a loosely coupled dual processor configura- 
tion, as shown in Figure 11. 



TABLE 1 - NEW INSTRUCTIONS 



instruction 



Description 



ABX 
ADDD 
ASLD or LSLD 
BHS 
BLO 
BRN 
JSR 
LDD 
LSL 

LSRD 

MUL 
PSHX 
PULX 

STD 
SUBD 

CPX 



Unsigned addition of accumulator B to index register 

Adds (without carry) the double accumulator to memory and leaves the sum in the double accumulator 

Shifts the double accumulator left (towards MSB) one bit; the LSB is cleared and the MSB is shifted into the C bit 

Branch if higher or same; unsigned conditional branch (same as BCC) 

Branch if lower; unsigned conditional branch (same as BCS) 

Branch never 

Additional addressing mode: direct 

Loads double accumulator from memory 

Shifts memory or accumulator left (towards MSB) one bit; the LSB is cleared and the MSB is shifted into the C bit 

(same as ASL) 
Shifts the double accumulator right (towards LSB) one bit; the MSB is cleared and the LSB is shifted into the C bit 
Unsigned multiply; multiplies the two accumulators and leaves the product in the double accumulator 
Pushes the index register to stack 
Pulls the index register from stack 
Stores the double accumulator to memory 

Subtracts memory from the double accumulator and leaves the difference in the double accumulator 
Internal processing modified to permit its use with any conditional branch instruction 
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In single-chip test mode (4), the RAM responds to $XX80 
through $XXFF and the ROM is removed from the internal 
address map. A test program must first be loaded into the 
RAM using modes 0, 1 , 2, or 6. If the MCU is reset and then 
programmed into mode 4, execution will begin at 
$XXFE:XXFF. Mod e 5 can be irreversibly entered from mode 
4 w/ithout asserting RESET by setting bit 5 of the port 2 data 
register. This mode is used primarily to test ports 3 and 4 in 
the single-chip and non-multiplexed modes. 
MC6801 Expanded Non-Multiplexed Mode (5) 

A modest amount of external memory space is provided in 
the expanded non-multiplexed mode while significant on- 
chip resources are retained. Port 3 functions as an 8-bit 



bidirectional data bus and port 4 is configured initially as an 
input data port. Any combination of the eight least-signifi- 
cant address lines may be obtained by writing to the port 4 
data direction register. Stated alternatively, any combination 
of AO to A7 may be provided while retaining the remainder as 
input data lines. Internal pullup resistors pull the port 4 lines 
high until the port is configured. 

Figure 12 illustrates a typical system configuration in the 
expanded non-multiplexed mode. The MCU interfaces 
directly with M6800 Family parts and can access 256 bytes of 
external address space at $100 through $1FF. lOS provides 
an address decode of external memory ($100-$1FF) and can 
be used as a memory-page select or chip-select line. 



TABLE 2 - SUMMARY OF MC6801/03 OPERATING MODES 



Common to all Modes: 

Reserved Register Area 

Port 1 

Port 2 

Programmable Timer 

Serial Communications Interface 



Single Chip Mode 7 

128 bytes of RAM; 2048 bytes of ROM 

Port 3 is a parallel I/O port with two control lines 

Port 4 is a parallel I/O port 

SCI is Input Strobe 3 (iS3) 

SC2 is Output Strobe 3 (0S3) 



Expanded Non-Multiplexed Mode 5 

128 bytes of RAM; 2048 bytes of ROM 
256 bytes of external memory space 
Port 3 is an 8-bit data bus 
Port 4 is an input port/ addre ss b us 
SCI is Input/Output Select (lOS) 
SC2is Read/Write (R/W) 



Expanded Multiplexed Modes 1, 2, 3, 6* 

Four memory space options (64K address space): 

(1) No internal RAM or ROM (Mode 3) 

(2) Internal RAM, no ROM (Mode 2) 

(3) Internal RAM and ROM (Mode 1) 

(4) Internal RAM, ROM with partial address bus (Mode 6) 
Port 3 is a multiplexed address/data bus 

Port 4 is an address bus (inputs/address in Mode 6) 
SCI is Address Strobe jAS) 
SC2 is Read/Write (R/W) 



Test Modes and 4 

Expanded Multiplexed Test Mode 

May be used to test RAM and ROM 
Single Chip and Non-Multiplexed Test Mode 4 

(1) May be changed to Mode 5 without going through Reset 

(2) May be used to test Ports 3 and 4 as 1/0 ports 






*The MC6803 operates only in modes 2 and 3. 
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FIGURE 10 - SINGLE-CHIP MODE 



FIGURE 11 - SINGLE-CHIP DUAL PROCESSOR CONFIGURATION 
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FIGURE 12 - EXPANDED NON-MULTIPLEXED CONFIGURATION 
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Expanded-Multiplexed Modes (0, 1,2, 3, 6) 

A 64K byte memory space is provided in the expanded- 
multiplexed modes. In each of the expanded-multiplexed 
modes port 3 functions as a time multiplexed address/ data 
bus with address valid on the negative edge of address 
strobe (AS), and data valid while E is high. In modes to 3, 
port4 provides address lines A8 to A15. In mode6, however, 
port 4 initially is configured at RESET as an input data port. 
The port 4 data direction register can then be changed to 
provide any combination of address lines, A8 to A15. Stated 
alternatively, any subset of A8 to A15 can be provided while 
retaining the remaining port 4 lines as input data lines. Inter- 
nal pullup resistors pull the port 4 lines high until software 
configures the port. 

In mode 0, the reset vector is external for the first two E 
cycles after the positive edge of RESET, and internal there- 
after. In addition, the internal and external data buses are 
connected so there must be no memory map overlap in order 
to avoid potential bus conflicts. Mode is used primarily to 
verify the ROM pattern and monitor the internal data bus 
with the automated test equipment. 

Only the MC6801 can operate in each of the expanded- 
multiplexed modes. The MC6803 operates only in modes 2 
and 3. 

Figure 13 depicts a typical configuration for the expanded- 
multiplexed modes. Address strobe can be used to control a 



transparent D-type latch to capture addresses A0-A7, as 
shown in Figure 14. This allows port 3 to function as a data 
bus when E is high. 

PROGRAMMING THE MODE 



The operating mode is determined at RESET by the levels 
asserted on P22, P21, and P20. These levels are latched into 
PC2, PCI, and P CO of t he program control register on the 
positive edge of RESET. The operating mode may be read 
from the port 2 data register as shown below, and program- 
ming levels and timing must be met as shown in Figure 15. A 
brief outline of the operating modes is shown in Table 3. 



PORT 2 DATA REGISTER 



7 


6 


5 


4 


3 


2 


1 





PC2 


PCI 


PCO 


P24 


P23 


P22 


P21 


P20 



i 



Circuitry to provide the programming levels is dependent 
primarily on the normal system usage of the three pins. If 
configured as outputs, the circuit shown in Figure 16 may be 
used; otherwise, three-state buffers can be used to provide 
isolation while programming the mode. 



TABLE 3 - MODE SELECTION SUMMARY 





P22 


P21 


P20 






Interrupt 


Bus 


Operating 


Mode* 


PC2 


PCI 


PCO 


ROM 


RAM 


Vectors 


Mode 


Mode 


7 


H 


H 


H 


1 


1 


1 


1 


Single Chip 


6 


H 


H 


L 


1 


1 


1 


MUX(5, 6) 


Multiplexed/ Partial Decode 


5 


H 


L 


H 


1 


1 


1 


MUX(5, 6) 


Non-Multiplexed/ Partial Decode 


4 


H 


L 


L 


|(2) 


1(1) 


1 


1 


Single-Chip Test 


3 


L 


H 


H 


E 


E 


E 


MUX(4) 


Multiplexed/ No RAM or ROM 


2 


L 


H 


L 


E 


1 


E 


MUX(4) 


Multiplexed/ RAM 


1 


L 


L 


H 


1 


1 


E 


MUX(4) 


Multiplexed/ RAM and ROM 





L 


L 


L 


1 


1 


|(3) 


MUXl4) 


Multiplexed Test 



Legend: 
I — Internal 
E — External 
MUX - Multiplexed 
NMUX - Non-Multiplexed 
L - Logic Zero 
H — Logic One 



NOTES: 

(1) Internal RAM is addressed at $XX80. 

(2) Interna l ROM is disabled. 

(3) RESET vector is external for two cycles after RESET goes high. 

(4) Addresses associated with ports 3 and 4 are considered external in modes 0, 
1, 2, and 3. 

(5) Addresses associated with port 3 are considered external in modes 5 and 6. 

(6) Port 4 default is user data input; address output is optional by writing to port 4 
data direction register. 



*The MC6803 operates only in modes 2 and 3. 
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FIGURE 13 - EXPANDED MULTIPLEXED CONFIGURATION 
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NOTE: To avoid data bus (port 3) contention in the expanded multiplexed modes, memory devices should be enabled only during E high time. 



FIGURE 14 - TYPICAL LATCH ARRANGEMENT 
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FIGURE 15 - MODE PROGRAMMING TIMING 
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MODE PROGRAMMING (Refer to Figure 15) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Mode Programming Input Voltage Low* 


Vmpl 


- 


1.8 


V 


Mode Programming Input Voltage High 


Vmph 


4.0 


- 


V 


Mode Programming Diode Differential (If Diodes are Used) 


Vmpdd 


0.6 


- 


V 


RESET Low Pulse Width 


PWrstl 


3.0 


- 


E Cycles 


Mode Programming Setup Time 


'MPS 


2.0 


~ 


E Cycles 


Mode Programming Hold Time 
RESET RiseTime>1 /iS 
RESET Rise Time<1 iis 


tMPH 



100 


- 


ns 



i 



^For Ta= -40°C to 105°C, Vmpl=1.7 V. 



FIGURE 16 - TYPICAL MODE PROGRAMMING CIRCUIT 

Vcc 




NOTES: 

1. Mode 7 as shown 

2. R2»C= Reset time constant 

3. Ri = 10 k (typical) 

4. D=1N914, 1N4CI01 (typical) 

5. Diode Vf should not exceed VmpDD rnin. 
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MEMORY MAPS 

The M6801 Family can provide up to 64K byte address 
space depending on the operating mode. A memory map for 



each operating mode is shown in Figure 17. The first 32 loca- 
tions of each map are reserved for the internal register area, 
as shown in Table 4, with exceptions as indicated. 
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FIGURE 17 - MC6801/03 MEMORY MAPS (Sheet 1 of 3) 



1 



Multiplexed-Test Mode 



MC6801 
Mode 




$F800 



$FFFF(2) 




Internal Registers 
External Memory Space 

• Internal RAM 



External Memory Space 



Internal ROM 

Internal Interrupt Vectors'2) 



NOTES: 

1) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 

2) Addresses $FFFE and $FFFF are considered 
external if accessed within two cycles after a 
positive edge of RESET and internal at all other 
times. 

3) After two MRU cycles, there must be no over- 
lapping of internal and external memory spaces 
to avoid driving the data bus with more than one 
device. 

4) This mode is the only mode which may be used 
to examine the in terrupt v ectors in internal ROM 
using an external RESET vector. 



MC6801 
Mode 



1 



Multiplexed/ RAM and ROM 



$000011) 



$001 F 



$F800 

$FFEF 
$FFFO 
$FFFF 




Internal Registers 
■ External Memory Space 
Internal RAM 

External Memory Space 

• Internal ROM 
y External Interrupt Vectors 



NOTES: 

1) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 

2) Internal ROM addresses $FFFO to $FFFF are not 
usable. 
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FIGURE 17 - MC6801/03 MEMORY MAPS (Sheet 2 of 3) 
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NOTES: 

1) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 



MC6801 
MC6803 
Mode 



Multiplexed/No RAM or ROM 

$0000(1) __^,^___ _ 
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$FFFF 
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NOTES: 

1) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 



MC6801 
Mode 



Single-Chip Test 
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Unusable '1 "41 



$XX80 
$XXFF 1^ 



, Internal RAM 
Internal Interrupt Vectors 



NOTES: 

1) The internal ROM is disabled. 

2) Mode 4 may be chang ed to Mode 5 without hav- 
ing to assert RESET by writing a one into the 
PCO bit of the port 2 data register. 

3) Addresses A8 to A15 are treated as "don't cares" 
to decode internal RAM. 

4) Internal RAM will appear at $XX80 to $XXFF. 
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FIGURE 17 - MC6801/03 MEMORY MAPS (Sheet 3 of 3) 
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NOTES: 

1) Excludes the following addresses which m ay n ot 
be used externally: $04, $06, and $0F (no iOS). 

2) This m ode ma y be entered without going 
through RESET by using mode 4 and subse- 
quently writing a one into the PCO bit of the port 
2 data register. 

3) Address lines AO to A7 will not contain addresses 
until the data direction register for port 4 has 
been written with ones in the appropriate bits. 
These address lines will assert ones until made 
outputs by writing the data direction register. 
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Internal Registers 
External Memory Space 



■ Internal RAM 



• External Memory Space 



• Internal ROM 



Internal Interrupt Vectors 

NOTES: 

1) Excludes the following addresses which may be 
used externally: $04, $06, and $0F. 

2) Address lines A8-A15 will not contain addresses 
until the data direction register for port 4 has 
been written with ones in the appropriate bits. 
These address lines will assert ones until made 
outputs by writing the data direction register. 
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MC6801/03 INTERRUPTS 

The M6801 Family supports two types of interrupt re- 
quest s: m askable and non-maskable. A non-maskable inter- 
rupt (NMD is always recognized and acted upon at the com- 
pletion of the current instruction. Maskable interrupts are 
controlled by the condition code register I bit and by in- 
dividual enable bits. The I bit controls all maskable inter- 
rupt s. Of the maskable interrupts, there are two types: IRQl 
and IRQ2. The programmable time r and serial communica- 
tions interface use an internal IRQ2 interr upt lin e, a s sho wn 
in Figure 1. External devic es (an d IS3) use IRQl. An IRQl in- 
terrupt is serviced before IRQ2 if both are pending. 

All IRQ2 interrupts use hardware prioritized vectors. The 
single SCI interrupt and three timer interrupts are serviced in 
a prioritized order and each is vectored to a separate loca- 
tion. All interrupt vector locations are shown in Table 5. 

The Interrupt flowchart is depicted in Figure 18 and is 
common to every interrupt excluding reset. During interrupt 
servicing the program counter, index register, A accumu- 
lator, B accumulator, and condition code register are pushed 
to the stack. The I bit is set to inhibit maskable interrupts and 
a vector is fetched corresponding to the current highest 
priority interrupt. The vector is transferred to the program 
counte r and instruction execution is resumed. Interrupt and 
RESET timing are illustrated in Figures 19 and 20. 



FUNCTIONAL PIN DESCRIPTIONS 

Vcc AND Vss 

Vcc and Vss provide power to a large portion of the 
MCU. The power supply should provide -t- 5 volts (±5%) to 
VcC' and Vss should be tied to ground. Total power 
dissipation (including Vcc standby), will not exceed Pq 
milliwatts. 



between them to prevent supplying power to Vqq during 
powerdown operation. Vqc standby should be tied to 
ground in mode 3. 



TABLE 4 - INTERNAL REGISTER AREA 



Register 


Address 


Port 1 Data Direction Register* * * 


00 


Port 2 Data Direction Register* * * 


01 


Port 1 Data Register 


02 


Port 2 Data Register 


03 


Port 3 Data Direction Register* * • 


04* 


Port 4 Data Direction Register* * * 


05** 


Port 3 Data Register 


06* 


Port 4 Data Register 


07* ♦ 


Timer Control and Status Register 


08 


Counter (High Byte) 


09 


Counter (Low Byte) 


OA 


Output Compare Register (High Byte) 


OB 


Output Compare Register (Low Byte) 


OC 


Input Capture Register (High Byte) 


OD 


Input Capture Register (Low Byte) 


OE 


Port 3 Control and Status Register 


OF* 


Rate and Mode Control Register ' 


10 


Transmit/ Receive Control and Status Register 


11 


Receive Data Register 


12 


Transmit Data Register 


13 


RAM Control Register 


14 


Reserved 


15-lF 



B 



'External addresses in modes 0, 1,2, 3, 5, and 6; cannot be ac- 
cessed in mode 5 (no lOS). 
* External addresses in modes 0, 1,2, and 3. 
M = Output, 0= Input. 



Vcc STANDBY 

Vqc standby provides power to the standby portion ($80 
through $BF) of the RAM and the STBY PWR and RAME 
bits of the RAM control register. Voltage requirements de- 
pend on whether the device is in a powerup or powerdown 
state. In the powerup state, the power supply should provide 
-1-5 volts (±5%) and must reach VsB volts before RESET 
reaches 4.0 volts. During powerdown, Vcc standby must re- 
main above VsBB '"nin' ^o sustain the standby RAM and 
STBY PWR bit. While in powerdown operation, the standby 
current will not exceed IsBB- 

It is typical to power both Vcc and Vcc standby from the 
same source during normal operation. A diode must be used 



TABLE 5 - MCU INTERRUPT VECTOR LOCATIONS 



MSB 


LSB 


Interrupt 


FFFE 


FFFF 


RESET 


FFFC 


FFFD 


NMl 


FFFA 


FFFB 


Software Interrupt (SWI) 


FFF8 


FFF9 


IR01 (or IS3) 


FFF6 


FFF7 


ICF (Input Capture)* 


FFF4 


FFF5 


OCF (Output Capture)* 


FFF2 


FFF3 


TOF (Timer Overflow)* 


FFFO 


FFFl 


SCI (RDRF + ORFE-t-TDRE)* 



MRQ2 Interrupt 
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FIGURE 18 - INTERRUPT FLOWCHART 
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IRQ1 
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^ 



SCI = TIE«TDRE+RIE»(RDRF+ORFE) 
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o 

00 

o 



O 
o> 

00 

o 



CO 
CD 
CO 



FIGURE 19 - INTERRUPT SEQUENCE 
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FIGURE 20 - RESET TIMING 
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XTAL1 AND EXTAL2 

These two input pins interface either a crystal or TTL com- 
patible clocl< to the MCU internal cloclc generator. Divide-by- 
four circuitry is included which allows use of the inexpensive 
3.58 MHz or 4.4336 MHz Color Burst TV crystals. A 20 pF 
capacitor should be tied from each crystal pin to ground to 
ensure reliable startup and operation. Alternatively, EXTAL2 
may be driven by an external TTL compatible clock at 4fo 
with a duty cycle of 50% ( + 5%) with XTAL1 connected to 
ground. 

The internal oscillator is designed to interface with an AT- 
cut quartz crystal resonator operated in parallel resonance 
mode in the frequency range specified for fxTAL- The 
crystal should be mounted as close as possible to the input 
pins to minimize output distortion and startup stabilization 
time.* The MCU is compatible with most commercially 
available crystals. Nominal crystal parameters are shown in 
Figure 21. 



RESET 

This input is used to reset the internal state of the device 
and pro vide an orderly startup procedure. During powerup, 
RESET must be held below 0.8 volts: (1) at least tRC ^fter 
Vcc reaches 4.75 volts in order to provide sufficient time for 
the clocl< generator to stabilize, and (2) until Vqc standby 
reaches 4.75 volts. RESET must be held low at least three E 
cycles if asserted during powerup operation. 

E (ENABLE) 

This is an output clocl< used pnmarily for bus synchroniza- 
tion. It is TTL compatible and is the slightly sl<ewed divide- 
by-four result of the device input clocl< frequency. It will 
drive one Schottky TTL load and 90 pF, and all data given in 
cycles is referenced to this clock unless otherwise noted. 



SCI and SC2 In Single-Chip Mode 

In single-chip mode, SCI and SC2 are configured as an 
input and output, respectively, and both function as port 3 
control lines. SCI functions as IS3 and can be used to indi- 
cate that port 3 input data is ready or output data has been 
accepted. Three options associated with IS3 are controlled 
by port 3 control and status register and are discussed in the 
PORT 3 {P30-P37). If u nused , IS3 can remain unconnected. 

SC2 is configured as 083 and can be used to strobe out- 
put data or acknowledge input data. It is controlled by out- 
put strobe select (OSS) in the port 3 control and status 
register. The strobe is generated by a read (OSS = 0) or write 
(OSS = 1 ) to the port 3 data register. 0S3 timing is shown in 
Figure 4. 

SCI and SC2 In Expanded Non-Multiplexed Mode 

In the expanded non-multiplexed mode, both SCI and 
SC2 are configured as outputs. SCI functions as input/out- 
put select (iOS) and is asserted only when $0100 through 
$01 FF is sensed on the internal address bus. 

SC2 is configured as read/write and is used to control the 
direction of data bus transfers. An MRU read is enabled 
when read/write and E are high. 

SCI and SC2 In Expanded-Multlplexed Mode 

In the expanded-multiplexed mode, both SCI and SC2 are 
configured as outputs. SCI functions as address strobe and 
can be used to demultiplex the eight least-significant ad- 
dresses and the data bus. A latch controlled by address 
strobe captures address on the negative edge, as shown in 
Figure 14. 

SC2 is configured as read/write and is used to control the 
direction of data bus transfers. An MRU read is enabled 
when read/ write and E are high. 



NON-MASKABLE INTERRUPT (NMD 

An NMI negative edge requests an MCU interrupt se- 
quence, but the current instruction will be completed before 
it responds to the request. The MCU will then begin an inter- 
rupt sequence. Finally, a vector is fetched from $FFFC and 
$FFFD, transferred to th e pro gram counter and instruction 
execution is resumed. NMI typically requires a 3.3 kO 
(nominal ) res istor to Vcq. There is no internal NMI pullup 
resistor. NMI must be held low for at least one E cycle to be 
recognized under all conditions. 



PORT 1 (P10-P17) 

Rort 1 is a mode independent 8-bit I/O port with each line 
an input or output as defined by the port 1 data direction 
register. The TTL compatible three-state output buffers can 
drive one Schottky TTL load and 30 pF, Darlington tran- 
sistors, or CMOS devices using ext ernal pu llup resistors. It is 
configured as a data input port by RESET. Unused lines can 
remain unconnected. 

PORT2(P20-P24) 



MASKABLE INTERRUPT REQUEST 1 (IRQ1) 

IRQ1 is a level-sensitive input which can be used to re- 
quest an interrupt sequence. The MRU will complete the cur- 
rent instruction before it responds to the request. If the inter- 
rupt mask bit (I bit) in the condition code register is clear, the 
MCU will begin an interrupt sequence. A vector is fetched 
from $FFF8 and $FFF9, transferred to the program counter, 
and instruction execution is resumed. 

IRQ1 typically requires an external 3.3 kfl (nominal) 
resistor to V^c for wire-OR applications. IRQ1 has no inter- 
nal pullup resistor. 

STROBE CONTROL 1 AND 2 (SC1 AND SC2) 

The function of SCI and SC2 depends on the operating 
mode. SCI is configured as an output in all modes except 
single-chip mode, whereas SC2 is always an output. SCI 
and SC2 can drive one Schottky load and 90 pF. 



PORT 2 DATA REGISTER 

6 5 4 3 2 10 



PC2 


PCI 


PCO 


P24 


P23 


P22 


P21 


P20 



Port 2 is a mode-independent, 5-bit, multi-purpose I/O 
port. The volta ge leve ls present on R20, R21 , and R22 on the 
rising edge of RESET determine the operating mode of the 
MCU. The entire port is then configured as a data input port. 
The port 2 lines can be selectively configured as data output 
lines by setting the appropriate bits in the port 2 data direc- 
tion register. The port 2 data register is used to move data 
through the port. However, if R21 is configured as an out- 
put, it will be tied to the timer output compare function and 
cannot be used to provide output from the port 2 data 
register. 



* Devices made with masks subsequent to M5G, M8D, and T5P incorporate an advanced clock with improved startup characteristics. 
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FIGURE 21 - M6801 FAMILY OSCILLATOR CHARACTERISTICS 
(a) Nominal Recommended Crystal Parameters 



Nominal Crystal Parameters* 
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•NOTE: These are representative AT-cut crystal parameters only. Crystals of other types of cut may also 
be used. 
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obtained from: 

Motorola Component Products 

Attn: Data Clock Sales 

2553 N. Edgington St. 

Franklin Park, IL 60131 

Tel: 312-451-1000 

Telex: 433-0067 
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Port 2 can also be used to provide an interface for the 
serial communications interface and the timer input edge 
function. These configurations are described in PROGRAM- 
MABLE TIMER and SERIAL COMMUNICATIONS INTER- 
FACE (SCI). 

The port 2 high-impedance TTL-compatible output buffers 
are capable of driving one Schottl<y TTL load and 30 pF, or 
CMOS devices using external pullup resistors. 

PORT3(P30-P37) 

Port 3 can be configured as an I/O port, a bidirectional 
8-bit data bus, or a multiplexed address/data bus depending 
on the operating mode. The TTL-compatible high- 
impedance output buffers can drive one Schottky TTL load 
and 90 pF. Unused lines can remain unconnected. 

Port 3 In Single-Chip Mode 

Port 3 is an 8-bit I/O port in the single-chip mode, with 
each line configured by the port 3 data direction register. 
There are also two lines, IS3 and 0S3, which can be used to 
control port 3 data transfers. 

Three port 3 options are controlled by the port 3 control 
and status register and are available only in single-chip 
mode: (1) port 3 i nput data can be latched using IS3 as a 
control signal, (2) 0S3 can be generated by either an M PU 
read or write to the port 3 data register, and (3) an IR01 in- 
terrupt can be enabled by an IS3 negative edge. Port 3 latch 
timing is shown in Figure 5. 

PORT 3 CONTROL AND STATUS REGISTER 



$000 F 



7 


6 


5 


4 


3 


2 


1 







IS3 














IS3 


IRQ1 


X 


OSS 


Latch 


X 


X 


X 


Flag 


Enable 






Enable 









Bit 0-2 
Jit 3 



Bit 4 



3it5 
3it6 



Bit? 



Not used. 

LATCH ENABLE. This bit controls the 

input latch for port 3. If set, input data 

is latched by an IS3 negative edge. The 

latch is transparent after a read of the 

port 3 data register. LATCH ENABLE 

is cleared during reset. 

OSS (Output Strobe Select). This bit 

determines whether 0S3 will be 

generated by a read or write of the port 

3 data register. When clear, the strobe 

is generated by a read; when set, it is 

generated by a write. OSS is cleared 

during reset. 

Not used. 

IS3 IRQ1 ENABLE. When set, an IRQI 

interrupt will be enabled whenever IS3 

FLAG is set; when clear, the interrupt 

is inhibited. This bit is cleared during 

reset. 

IS3 FLAG. This read-only status bit is 

set by an IS3 negative edge. It is 

cleared by a read of the port 3 control 

and status register (with IS3 FLAG set) 

followed by a read or write to the port 

3 data register or during reset. 



Port 3 In Expanded Non-Multiplexed Mode 

Port 3 is configured as a bidirectional data bus (D7-D0) in 
the expanded non-multiplexed mode. The direction of data 
transfers is controlled by read/write (SC2). Data is clocked 
by E (enable). 

Port 3 In Expanded-Multiplexed Mode 

Port 3 is configured as a time multiplexed address (A0-A7) 
and data bus (D7-D0) in the expanded-multiplexed modes, 
where address strobe (AS) can be used to demultiplex the 
two buses. Port 3 is held in a high-impedance state between 
valid address and data to prevent bus conflicts. 

PORT4(P40-P47) 

Port 4 is configured as an 8-bit I/O port, as address out- 
puts, or as data inputs depending on the operating mode. 
Port 4 can drive one Schottky TTL load and 90 pF and is the 
only port with internal pullup resistors. Unused lines can re- 
main unconnected. 

Port 4 In Single-Chip Mode 

In single-chip mode, port 4 functions as an 8-bit I/O port 
with each line configured by the port 4 data direction 
register. Internal pullup resistors allow the port to directly 
interface with CMOS at 5 volt levels. External pullup resistors 
to more than 5 volts, however, cannot be used. 

Port 4 In Expanded Non-Multiplexed Mode 

Port 4 is configured from reset as an 8-bit input port, 
where the port 4 data direction register can be written to pro- 
vide any or all of eight address lines, AO to A7. Internal 
pullup resistors pull the lines high until the port 4 data direc- 
tion register is configured. 

Pott 4 In Expanded-Multiplexed Mode 

In all expanded-multiplexed modes except mode 6, port 4 
functions as half of the address bus and provides AS to A15. 
In mode 6, the port is configured from reset as an 8-bit 
parallel input port, where the port 4 data direction register 
can be written to provide any or all of upper address lines AS 
to A15. Internal pullup resistors pull the lines high until the 
port 4 data direction register is configured, where bit con- 
trols A8. 

RESIDENT MEMORY 

The MC6801 provides 2048 bytes of on-chip ROM and 128 
bytes of on-chip RAM. 

One half of the RAM is powered through the V^C standby 
pin and is maintainable during V^C powerdown. This stand- 
by portion of the RAM consists of 64 bytes located from $80 
through $BF. 

Power must be supplied to V^c standby if the internal 
RAM is to be used regardless of whether standby power 
operation is anticipated. 

The RAM is controlled by the RAM control register. 

RAM CONTROL REGISTER ($14) 

The RAM control register includes two bits which can be 
used to control RAM accesses and determine the adequacy 
of the standby power source during powerdown operation. 
It is intended that RAME be cleared and STBY PWR be set 
as part of a powerdown procedure. 
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RAM CONTROL REGISTER 



7 


6 


5 


4 


3 


2 


1 





STBY 


RAME 


X 


X 


X 


X 


X 


X 


PWR 

















Bit 0-5 Not used. 

Bit 6 RAME . RAM Enable. This read/write bit can 

be used to remove the entire RAM 
from the internal memory map. RAME 
is set (enabled) during reset provided 
standby pov ^er is av ailable on the posi- 
tive edge of RESET. If RAME is clear, 
any access to a RAM address is exter- 
nal. If RAME is set and not in mode 3, 
the RAM is included in the internal 
map. 

Bit 7 STBY PWR Standby Power. This bit is a 
read/write status bit which, when 
once set, remains set as long as Vcc 
standby remains above VgBB (mini- 
mum). As long as this bit is set follow- 
ing a period of standby operation, the 
standby power supply has adequately 
preserved the data in the standby 
RAM. If this bit is cleared during a 
period of standby operation, it indi- 
cates that Vcc standby had fallen to a 
level sufficiently below N/gBB (mini- 
mum) to suspect that data in the 



standby RAM is not valid. This bit can 
be set only by software and is not af- 
fected during reset. 



PROGRAMMABLE TIMER 

The programmable timer can be used to perform input 
waveform measurements while independently generating an 
output waveform. Pulse widths can vary from several micro- 
seconds to many seconds. A block diagram of the timer is 
shown in Figure 22. 

COUNTER ($09:0A) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (enable). It is cleared during reset 
and is read-only with one exception: a write to the counter 
($09) will preset it to $FFF8. This feature, intended for 
testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock. TOF is set whenever 
the counter contains all ones. 

OUTPUT COMPARE REGISTER ($OB:OC) 

The output compare register is a 16-bit read/write register 
used to control an output waveform or provide an arbitrary 
timeout flag. It is compared with the free-running counter on 
each E cycle. When a match occurs, OCF is set and OLVL is 
clocked to an output level register. If port 2, bit 1, is con- 
figured as an output, OLVL will appear at P21 and the output 
compare register and OLVL can then be changed for the next 
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FIGURE 22 - BLOCK DIAGRAM OF PROGRAMMABLE TIMER 
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compare. The function is inhibited for one cycle after a write 
to its high byte ($0B) to ensure a val id com pare. The output 
compare register is set to $FFFF at RESET. 

INPUT CAPTURE REGISTER ($OD:OE) 

The input capture register is a 16-bit read-only register 
used to store the free-running counter when a "proper" in- 
put transition occurs as defined by lEDG. Port 2, bitOshould 
be configured as an input, but the edge detect circuit always 
senses P20 even when configured as an output. An input 
capture can occur independently of ICF: the register always 
contains the most current value. Counter transfer is in- 
hibited, however, between accesses of a double byte MRU 
read. The input pulse width must be at least two E cycles to 
ensure an input capture under all conditions. 

TIMER CONTROL AND STATUS REGISTER ($08) 

The timer control and status register (TCSR) is an 8-bit 
register of which all bits are readable, while only bits 0-4 can 
be written. The three most-significant bits provide the timer 
status and indicate if: 

• a proper level transition has been detected, 

• a match has occurred between the free-running 
counter and the output compare register, and 

• the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR. 

TIMER CONTROL AND STATUS REGISTER (TCSR) 

7 6 5 4 3 2 10 



ICF OCF TOF EICI EOCI ETOI lEDG OLVL $0008 



BitO OLVL Output Level. OLVL is clocked to the 

output level register by a successful 
output compare and will appear at P21 
if bit 1 of the port 2 data direction 
register is set. It is cleared during reset. 

Bit 1 EIDG Input Edge. lEDG is cleared during 

reset and controls which level transi- 
tion will trigger a counter transfer to 
the input capture register: 
IEDG = Transfer on a negative-edge 
IEDG= 1 Transfer on a positive-edge. 

Bit 2 ETOI Enable Tim er Ov erflow Interrupt. 

When set, an IRQ2 interrupt is enabled 
for a timer overflow; when clear, the 
interrupt is inhibited. It is cleared dur- 
ing reset. 

Bit 3 EOCI Enable Output Compare Interrupt. 

When set, an IR02 interrupt is enabled 
for an output compare; when clear, 
the interrupt is inhibited. It is cleared 
during reset. 

Bit 4 EICI Enable Input Capture Interrupt. When 

set, an IR02 interrupt is enabled for an 
input capture; when clear, the inter- 
rupt is inhibited. It is cleared during 
reset. 



Bit 5 TOF Timer Overflow Flag. TOF is set when 

the counter contains all ones. It is 
cleared by reading the TCSR (with 
TOF set) then reading the counter high 
byte ($09), or during reset. 

Bit 6 OCF Output Compare Flag. OCF is set 

when the output compare register 
matches the free-running counter. It is 
cleared by reading the TCSR (with 
OCF set) and then writing to the out- 
put compare register ($0B or $0C), or 
during reset. 

Bit 7 ICF Input Capture Flag. ICF is set to in- 

dicate a proper level transition; it is 
cleared by reading the TCSR (with ICF 
set) and then the input capture register 
high byte ($0D), or during reset. 

SERIAL COMMUNICATIONS INTERFACE (SCI) 

A full-duplex asynchronous serial communications inter- 
face (SCI) is provided with two data formats and a variety of 
rates. The SCI transmitter and receiver are functionally in- 
dependent, but use the same data format and bit rate. Serial 
data formats include standard mark/space (NRZ) and Bi- 
phase and both provide one start bit, eight data bits, and one 
stop bit. "Baud" and "bit rate" are used synonymously in 
the following description. 

WAKE-UP FEATURE 

In a typical serial loop multi-processor configuration, the 
software protocol will usually identify the addressee(s) at the 
beginning of the message. In order to permit uninterested 
MRU's to ignore the remainder of the message, a wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until its data line goes 
idle. An SCI receiver is re-enabled by an idle string of ten 
consecutive ones or during reset. Software must provide for 
the required idle string between consecutive messages and 
prevent it within messages. 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable: 

• format: standard mark/space (NRZ) or Bi-phase 

• clock: external or internal bit rate clock 

• Baud: one of four per E clock frequency, or external 
clock ( X 8 desired baud) 

• wake-up feature: enabled or disabled 

• interrupt requests: enabled individually for transmitter 
and receiver 

• clock output: internal bit rate clock enabled or disabled 
to P22 

SERIAL COMMUNICATIONS REGISTERS 

The serial communications interface includes four ad- 
dressable registers as depicted in Figure 23. It is controlled 
by the rate and mode control register and the transmit/ 
receive control and status register. Data is transmitted and 
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received utilizing a write-only transmit register and a read- 
only receive register. The shift registers are not accessible to 
software. 

Rate and Mode Control Registers (RMCR) ($10) 

The rate and mode control register controls the SCI bit 
rate, format, clock source, and under certain conditions, the 
configuration of P22. The register consists of four write-only 
bits which are cleared during reset. The two least-significant 
bits control the bit rate of the internal clock and the remain- 
ing two bits control the format and clock source. 

RATE AND MODE CONTROL REGISTER (RMCR) 

7 6 5 4 3 2 10 

$0010 



X 


X 


X 


X 


CC1 


ceo 


SSI 


sso 



Bit1:BitO SS1:SS0 Speed Select. These two 

bits select the baud rate when using 
the internal clock. Four rates may be 
selected which are a function of the 
MCU input frequency. Table 6 lists bit 



time and rates for three selected MCU 
frequencies. 
Bit3:Bit2 CC1:CC0 Clock Control and Format 

Select. These two bits control the for- 
mat and select the serial clock source. 
If CC1 is set, the DDR value for P22 is 
forced to the complement of CCO and 
cannot be altered until CCl is cleared. 
If CCl is cleared after having been set, 
its DDR value is unchanged. Table 7 
defines the formats, clock source, and 
use of P22. 

If both CCl and CCO are set, an external TTL-compatible 
clock must be connected to P22 at eight times (8X) the 
desired bit rate, but not greater than E, with a duty cycle of 
50% (±10%). If CC1;CC0= 10, the internal bit rate clock is 
provided at P22 regardless of the values for TE or RE. 

NOTE: The source of SCI internal bit rate clock is the timer 
free-running counter. An MPU write to the counter 
can disturb serial operations. 
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FIGURE 23 - SCI REGISTERS 
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Transmit/ Receive Control And Status Register 
(TRCSR) ($11) 

The transmit/ receive control and status register controls 
the transmitter, receiver, wake-up feature, and two in- 
dividual interrupts and monitors the status of serial opera- 
tions. All eight bits are readable while bits to 4 are also 
writable. The register is initialized to $20 by RESET. 

TRANSMIT/ RECEIVE CONTROL AND STATUS 
REGISTER (TRCSR) 

7 6 5 4 3 2 1 

$0011 



RDRF 


ORFE 


TORE 


RIB 


RE 


TIE 


IE 


WU 



] 



Bit WU 



Bit 1 TE 



Bit 2 TIE 



Bit 3 RE 



Bit 4 RIE 



"Wake-up" on Idle Line. When set, 
WU enables the wake-up function; it is 
cleared by ten consecutive ones or 
during reset. WU will not set if the line 
is idle. 

Transmit Enable. When set, P24 DDR 
bit is set, cannot be changed, and will 
remain set if TE is subsequently 
cleared. When TE is changed from 
clear to set, the transmitter is con- 
nected to P24 and a preamble of nine 
consecutive ones is transmitted. TE is 
cleared during reset. 
Transmit Interrupt Enable. When set, 
an IRQ2 interrupt is enabled when 
TDRE is set; when clear, the interrupt 
is inhibited. TE is cleared during reset. 
Receive Enable. When set, the P23 
DDR bit is cleared, cannot be chang- 
ed, and will remain clear if RE is subse- 
quently cleared. While RE is set, the 
SCI receiver is enabled. RE is cleared 
during reset. 

Rec eiver Interrupt Enable. When set, 
an IRQ2 interrupt is enabled when 



RDRF and/or ORFE is set; when clear, 
the interrupt is inhibited. RIE is cleared 
during reset. 

Bit 5 TDRE Transmit Data Register Empty. TDRE 

is set when the transmit data register is 
transferred to the output serial shift 
register or during reset. It is cleared by 
reading the TRCSR (with TDRE set) 
and then writing to the transmit data 
register. Additional data will be 
transmitted only if TDRE has been 
cleared. 

Bit 6 ORFE Overrun Framing Error. If set, ORFE in- 

dicates either an overrun or framing er- 
ror. An overrun is a new byte ready to 
transfer to the receiver data register 
with RDRF still set. A receiver framing 
error has occurred when the byte 
boundaries of the bit stream are not 
synchronized to the bit counter. An 
overrun can be distinguished from a 
framing error by the state of RDRF: if 
RDRF is set, then an overrun has oc- 
curred; otherwise a framing error has 
been detected. Data is not transferred 
to the receive data register in an over- 
run condition. Unframed data causing 
a framing error is transferred to the 
receive data register. However, subse- 
quent data transfer is blocked until the 
framing error flag is cleared.* ORFE is 
cleared by reading the TRCSR (with 
ORFE set) then the receive data 
register, or during reset. 

Bit 7 RDRF Receive Data Register Full. RDRF is 

set when the input serial shift register 
is transferred to the receive data 
register. It is cleared by reading the 
TRCSR (with RDRF set), and then the 
receive data register, or during reset. 



TABLE 6 - SCI BIT TIMES AND RATES 



SS1:SS0 


4fo- 


2.4576 MHz 


4.0 MHz 


4.9152 MHz 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 





1 
1 




1 

1 


■^16 
+ 128 
+ 1024 
+ 4096 


26 ^s/38,400 Baud 
208 ;is/4,800 Baud 
1 .67 ms/600 Baud 
6.67 ms/150 Baud 


16;is/62,500 Baud 
128^s/7812.5 Baud 
1.024 ms/976.6 Baud 
4.096 ms/244.1 Baud 


13.0^76,800 Baud 

104.2 ^s/9,600 Baud 

833.3 /»s/ 1,200 Baud 

3.33 ms/300 Baud 


» External (P22) 


13.0^8/76,800 Baud 


8.0 ^s/ 125, 000 Baud 


6.5^5/153,600 Baud 



* Using maximum clock rate 



TABLE 7 - SCI FORMAT AND CLOCK SOURCE CONTROL 



CCIiCCO 


Format 


Clock 
Source 


Port 2 
Bit 2 


00 
01 
10 

11 


Bi-Phase 
NRZ 
NRZ 
NRZ 


Internal 
Internal 
Internal 
External 


Not Used 

Not Used 

Output 

Input 



* Devices made with mask number M5G, M8D, and T5P do not transfer unframed data to the receive data register. 
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SERIAL OPERATIONS 

The SCI is initialized by writing control bytes first to the 
rate and mode control register and then to the transmit/ 
receive control and status register. When TE is set, the out- 
put of the transmit serial shift register is connected to P24 
and serial output is initiated by transmitting a 9-bit preamble 
of ones. 

At this point one of two situations exist: 1) if the transmit 
data register is empty (TDRE=1), a continuous string of 
ones will be sent indicating an idle line, or 2) if a byte has 
been written to the transmit-data register (TDRE = 0), it will 
be transferred to the output serial shift register (synchroniz- 
ed with the bit rate clock), TORE will be set, and transmis- 
sion will begin. 

The start bit (0), eight data bits (beginning with bitO) and a 
stop bit (1), will be transmitted. If TORE is still set when the 
next byte transfer should occur, ones will be sent until more 
data is provided. In Bi-phase format, the output toggles at 
the start of each bit and at half-bit time when a one is sent. 
Receive operation is controlled by RE which configures P23 
as an input and enables the receiver. SCI data formats are il- 
lustrated in Figure 24. 

INSTRUCTION SET 

The MC6801/03 is upward source and object code com- 
patible with the MC6800. Execution times of key instructions 
have been reduced and several new instructions have been 
added, including a hardware multiply. A list of new opera- 
tions added to the MC68(X) instruction set is shown in Table 
^. 

In addition, two new special opcodes, 4E and 5E, are pro- 
vided for test purposes. These opcodes force the program 
counter to increment like a 16-bit counter, causing address 
lines used in the expanded modes to increment until the 
device is reset. These opcodes have no mnemonics. 

The coding of the first (or only) byte corresponding to an 



executable instruction is sufficient to identify the instruction 
and the addressing mode. The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 8. There are 220 valid machine codes, 34 unassigned 
codes, and 2 codes reserved for test purposes, 

PROGRAMMING MODEL 

A programming model for the MC6801/03 is shown in 
Figure 10. Accumulator A can be concatenated with ac- 
cumulator B and jointly referred to as accumulator D where 
A is the most-significant byte. Any operation which modifies 
the double accumulator will also modify accumulator A 
and/or B. Other registers are defined as follows: 

Program Counter — The program counter is a 16-bit 
register which always points to the next instruction. 

Stack Pointer -- The stack pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue. The stack resides in ran- 
dom access memory at a location defined by the program- 
mer. 

Index Register — The index register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing. 

Accumulators — The MRU contains two 8-bit accumu- 
lators, A and B, which are used to store operands and results 
from the arithmetic logic unit (ALU). They can also be con- 
catenated and referred to as the D (double) accumulator. 

Condition Code Registers — The condition code register 
indicates the results of an instruction and includes the 
following five condition bits: negative IN), zero (Z), overflow 
(V), carry/borrow from MSB (C), and half carry from bit 3 
(H). These bits are testable by the conditional branch in- 
structions. Bit 4 is the interrupt mask (I bit) and inhibits all 
maskable interrupts when set. The two unused bits, B6 and 
B7, are read as ones. 
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FIGURE 24 - SCI DATA FORMATS 



Output 
Clock 



NRZ 
Format 



Bi-Phase 
Format 



uinjmnjijiiumnri 

'I'll 

rLTi 



I I 
I I 
I I 



mJUlTLJULJirUTJ 

Rit Rit 

Stop 



1 2 3 4 5 6 7 



Data: 01(X)1 101 ($4D) 



3-77 



MC6801*MC6803 



i 



ADDRESSING MODES 

Six addressing modes can be used to reference nnemory. 
A sumnnary of addressing modes for all instructions is pre- 
sent in Tables 9 through 12, where execution times are pro- 
vided in E cycles. Instruction execution times are sum- 
marized in Table 13. With an input frequency of 4 MHz, E 
cycles are equivalent to microseconds. A cycle-by-cycle 
description of bus activity for each instruction is provided in 
Table 14 and a description of selected instructions is shown 
in Figure 25. 

Immediate Addressing — The operand or "immediate 
byte(s)" is contained in the following byte(s) of the instruc- 
tion where the number of bytes matches the size of the 
register. These are two or three byte Instructions. 

Direct Addressing — The least-significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most-significant byte is assumed to be $00. 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 



eliminating the additional memory access. In most applica- 
tions, the 256-byte area is reserved for frequently referenced 
data. 

Extended Addressing — The second and third bytes of the 
instruction contain the absolute address of the operand. 
These are three byte instructions. 

Indexed Addressing — The unsigned offset contained in 
the second byte of the instruction is added with carry to the 
index register and used to reference memory without chang- 
ing the index register. These are two byte instructions. 

Inherent Addressing — The operand(s) are registers and 
no memory reference is required. These are single byte in- 
structions. 

Relative Addressing — Relative addressing is used only for 
branch instructions. If the branch condition is true, the pro- 
gram counter is overwritten with the sum of a signed single 
byte displacement in the second byte of the instruction and 
the current program counter. This provides a branch range 
of - 126 to 129 bytes from the first byte of the instruction. 
These are two byte instructions. 
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1 . Addressing Modes 

INHER = Inherent INDXD s Indexed IMMED s Immediate 
RELsRelative EXTND s Extended DIRsDirect 

2. Unassigned opcodes are indicated by "•" and should not be executed. 

3. Codes marked by "T" force the PC to function as a 16-bit counter. 
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TABLE 9 - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 
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TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 1 of 2) 
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TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 2 of 2) 



a 



Accumulator and 
Memory Operations 




































Condition Codes | 


Immed 


Direct 


Index 


Extend 


Inher 


Boolean 5 


4 3 


2 


1 





MNEM 


Op 


- 


# 


Op 


~ 


n 


Op 


- 


# 


Op 


-. 


# 


Op 


- 


# 


Expression H 


1 N 


Z 


V 


C 


Decimal Adjust, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD • 




I 


t 




Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M- 1— 'M • 




I 


I 




DECA 


























4A 


2 


1 


A- 1 —►A • 




I 


t 




DECB 


























5A 


2 


1 


B-1—B • 




t 


t 




Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


88 


4 


3 








A© M — A 




t 


R 




EORB 


C8 


2 


2 


D8 


3 


2 


EB 


4 


2 


F8 


4 


3 








B ® M— *B • 




I 


R 




Increment 


INC 














6C 


6 


2 


7C 


6 


3 








M+1— M 




t 


t 




INCA 


























4C 


2 


1 


A+1— A 




I 


t 




INCB 


























5C 


2 


1 


B+1 — 'B • 




t 


t 




Load Accumulators 
Load Double 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M— A • 




I 


R 




LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B 




I 


R 




LDD 


CO 


3 


3 


DC 


4 


2 


EC 


5 


2 


PC 


5 


3 








M:M+1— D • 




t 


R 




Logical Shift, Left 


LSL 














68 


6 


2 


78 


6 


3 












t 


t 




LSLA 


























48 


2 




*^ 




t 


t 




Id -J 1 1 1 1 1 1 M —0 * 


LSLB 


























58 


2 




l£j ^ 1 1 1 M 1 1 1 

h7 hn 




t 


t 




LSLD 


























05 


3 


2 






t 


I 




Sfiift Right, Logical 


LSR 














64 


6 


2 


74 


6 


3 








— 


• R 


t 


t 




LSRA 


























44 


2 




o-IIIIIIIIIHcl . 


• R 


t 


I 




LSRB 


























54 


2 




b? bO 


• R 


t 


I 




LSRD 


























04 


3 






• R 


I 


t 


t 


Multiply 


MUL 



























3D 


10 




AxB — D • 


. . 


• 


. 


j 


2's Complement INegatel 


NEG 














60 


6 


2 


70 


6 


3 








00-M— *M 


. t 


I 


t 




NEGA 


























40 


2 




00-A — A 


. I 


1 


t 




NEGB 


























50 


2 




00-B— 'B • 


• t 


t 


t 


t 


No Operation 


NOP 


























01 


2 




PC+1 — PC 


. • 


• 


. 




Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A+M — A • 


. t 


t 


R 




GRAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B+M — B • 


• t 


t 


R 


* 


Push Data 
Pull Data 


PSHA 


























36 


3 




A — * Stack • 


• • 


. 


• 


. 


PSHB 


























37 


3 




B — Stack • 


• • 


• 


• 




PULA 


























32 


4 




Stack— * A • 


• • 


• 


• 




PULB 


























33 


4 




Stack— 'B 


. • 


• 


. 




Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 








<_ • 




I 


t 




ROLA 


























49 


2 




IcMIIIIIIIHci . 




t 


I 




ROLB 


























59 


2 




b7 bO , 






t 




Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 








_► • 




t 


t 


t 


RORA 


























46 


2 




|chllllllllh|c| . 




I 


t 




RORB 


























56 


2 




b7 bO , 






t 


t 


Subtract Accumulator 


SBA 


























10 


2 




A-B — A 






I 




Subtract with Carry 
Store Accumulators 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A-M-C— *A 






t 




SBCB 


02 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B-M-C — B • 






t 




STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A — M • 






R 




STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B— 'M 






R 




STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D-*M:M + 1 • 






R 




Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AO 


4 


2 


BO 


4 


3 








A-M — A • 






J 




SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B-M — B 






t 




Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D-M.M + 1— D • 






t 




Transfer Accumulator 


TAB 


























16 


2 


1 


A — B 






R 




TBA 


























17 


2 


1 


B — A 






R 




Test, Zero or Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M-00 






R 


R 


TSTA 


























4D 


2 


1 


A-00 






R 


R 


TSTB 


























5D 


2 


1 


B-00 






R 


R 



The condition code register notes are listed after Table 12. 
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TABLE 11 - JUMP AND BRANCH INSTRUCTIONS 



Operations 


MNEM 
































Branch Test 


Condition Code Reg. 


Direct 


Relative 


index 


Extend 


Inherent 


5 


4 


3 


2 


1 





Op 


~ 


# 


Op 


~ 


* 


Op 


- 


# 


Op 


- 


# 


Op 


- 


# 


H 


1 


N 


Z 


V 


c 


Branch Always 


BRA 








20 


3 


2 




















None 














Branch Never 


BRN 








21 


3 


2 




















None 














Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 














Branch If Carry Set 


BCS 








25 


3 


2 




















C=1 














Branch If = Zero 


BEQ 








27 


3 


2 




















Z=1 














Branch If >Zero 


BGE 








2C 


3 


2 




















N ® V = 














Branch If >Zero 


BGT 








2E 


3 


2 




















Z+ IN ffi V) = 














Branch If Higher 


BHI 








22 


3 


2 




















c + z = o 














Branch If Higher or Same 


BHS 








24 


3 


2 




















c=o 














Branch If <Zero 


BLE 








2F 


3 


2 




















Z+IN ® V)=1 














Branch If Carry Set 


BLO 








25 


3 


2 




















C=1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z=1 














Branch If <Zero 


BLT 








2D 


3 


2 




















N ® V=1 














Branch If Minus 


BMI 








2B 


3 


2 




















N=1 














Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 














Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V=1 














Branch If Plus 


BPL 








2A 


3 


2 




















N = 














Branch To Subroutine 


BSR 








8D 


6 


2 




















See Special Operations-Figure 25 














Jump 


JtVIP 














6E 


3 


2 


7E 


3 


3 












• 








Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 




















No Operation 


NOP 


























01 


2 


















Return From Interrupt 


RTI 


























3B 


10 




See Special Operations-Figure 25 


i 


i 


i 


i 


i 


t 


Return From Subroutine 


RTS 


























39 


5 
















Software Interrupt 


SWI 


























3F 


12 
















Wait For Interrupt 


WAI 


























3E 


9 






* 


* 









B 



TABLE 12 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Condition Code Register { 


Inherent 


5 


4 


3 


2 


1 





MNEM 


Op 


- 


# 


H 


1 


N 


Z 


V 


c 


Clear Carry 


CLC 


OC 


2 




— C 




• 






• 


R 


Clear Interrupt Mask 


CLI 


OE 


2 




— 1 




R 






• 


• 


Clear Overflow 


CLV 


OA 


2 




— V 




• 






R 


• 


Set Carry 


SEC 


OD 


2 




1— c 




• 






• 


s 


Set Interrupt Mask 


SEI 


OF 


2 




1 — 1 




s 






• 


• 


Set Overflow 


SEV 


OB 


2 




1— V 




• 






S 


• 


Accumulator A — CCR 


TAP 


06 


2 




A — CCR 


t 


I 


t 


t 


I 


t 


CCR— *Accunnulator A 


TPA 


07 


2 




CCR— A 


• 


• 


• 


• 


• 


• 



LEGEND 

Op Operation Code (Hexadecimal) 
~ Number of MRU Cycles 
Msp Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
+ Arithmetic Plus 

- Arithmetic Minus 

• Boolean AND 
Arithmetic Multiply 
Boolean Inclusive OR 
Boolean Exclusive OR 
Complement of M 
Transfer Into 
Bit = Zero 
Byte = Zero 



X 



M 



CONDITION CODE SYMBOLS 


H 


Half-carry from bit 3 


1 


Interrupt mask 


N 


Negative (sign bit) 


Z 


Zero (byte) 


V 


Overflow, 2's complement 


c 


Carry/Borrow from MSB 


R 


Reset Always 


s 


Set Always 


t 


Affected 


• 


Not Affected 
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TABLE 13 - INSTRUCTION EXECUTION TIMES IN E CYCLES 



B 





ADDRESSING MODE 




0) 

E 

E 


£ 
5 


1 

■a 
c 
e 

UJ 


■a 
a 

X 

a> 

-o 
c 


c 

c 


> 

e 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 




• 
• 

3 
3 
5 
3 




• 
• 
4 
4 
6 
4 
6 


2 

3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC 

BCS 

BEG 

BGE 

BGT 








• 
6 

• 
• 
• 
• 
• 


3 
2 

• 
• 
• 
• 
• 


3 
3 
3 
3 
3 


BHI 

BHS 

BIT 

BLE 

BLO 

BLS 

BLT 








• 
• 
4 

• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 









• 
• 
• 
• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








• 
• 
• 
• 
6 
• 
4 


• 
2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






6 

• 


6 
6 

• 
6 
• 
• 
4 
6 
• 


2 

• 
2 
2 
3 
3 
• 
• 
3 







ADDRESSING MODE 




E 
E 


1 


•o 
m 

1 
<5 

X 
Hi 


■o 
e 

X 

e 

■o 
c 


c 
£ 
e 

X 

c 


> 

a 

CC 


INX 
JMP 
JSR 
LDA 
LDD 
LDS 
LDX 


• 
• 
• 
2 
3 
3 
3 




• 

3 
6 
4 
5 
5 
5 


• 
3 
6 
4 
5 
5 
5 


3 

• 
• 
• 
• 
• 
• 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 

• 
• 
6 

• 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 






4 

• 
• 
• 
• 
6 
6 


4 

• 
• 
• 
• 
6 
6 


• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 


• 
• 
• 
4 

• 
• 
• 


10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






4 
5 
5 
5 
4 
6 
• 


4 
5 
5 
5 
4 
6 
• 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 






• 
• 
• 
• 
6 
• 
• 
• 


• 
• 
• 
• 
6 
• 
• 
• 


2 
2 
2 
2 
2 
3 
3 
9 
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SUMMARY OF CYCLE-BY-CYCLE OPERATION 



Table 14 provides a detailed description of the information 
present on the address bus, data bus, and the read/write 
(R/W) line during each cycle of each instruction. 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed. The information is categorized in 
groups according to addressing mode and number of cycles 



per instruction. In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner. Exceptions are indicated in the table. 

Note that during MPU reads of internal locations, the 
resultant value will not appear on the external data bus ex- 
cept in mode 0. "High order" byte refers to the most- 
significant byte of a 16-bit value. 



TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 1 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Opcode Address 
Opcode Address -t- 1 


1 

1 


Opcode 
Operand Data 


LDS 
LDX 
LDD 


3 


1 
2 
3 


Opcode Address 
Opcode Address -1- 1 
Opcode Address 4- 2 




Opcode 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -1- 1 
Opcode Address -1-2 
Address Bus FFFF 




Opcode 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 


Opcode Address 
Opcode Address -^ 1 
Address of Operand 




Opcode 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Opcode Address 
Opcode Address -1-1 
Destination Address 





Opcode 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -1-1 
Address of Operand 
Operand Address -f 1 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 

STD 


4 


1 
2 
3 

4 


Opcode Address 
Opcode Address -1-1 
Address of Operand 
Address of Operand -i- 1 


1 





Opcode 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -1- 1 
Operand Address 
Operand Address -i- 1 
Address Bus FFFF 


1 

1 


Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -1- 1 
Subroutine Address 
Stack Pointer 
Stack Pointer- 1 






Opcode 

Irrelevant Data 

First Subroutine Opcode 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



B 



^m 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 2 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



a 



JMP 


3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 




Opcode 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Address of Operand 




Opcode 

Address of Operand 

Address of Operand (Low Order Byte) 

Operand Data 


STA 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Operand Destination Address 




Opcode 

Destination Address (Higfi Order Byte) 
Destination Address (Low Order Byte) 
Data from Accumulator 


LDS 
LDX 

LDD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Address of Operand 
Address of Operand +1 




Opcode 

Address of Operand (Higfi Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data (Higfi Order Byte) 
Operand Data (Low Order Byte) 


STS 
SIX 
STD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Address of Operand 
Address of Operandi- 1 




Opcode 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


ASL LSR 
ASR NEC 
CLR ROL 
COM ROR 
DEC TST* 
INC 


6 


1 
2 
3 
4 
5 
6 


Opcode Address 
Opcode Address -1- 1 
Opcode Address + 2 
Address of Operand 
Address Bus FFFF 
Address of Operand 




Opcode 

Address of Operand (High Order Byte) 

Address of Operand (Low Order Byte) 

Current Operand Data 

Low Byte of Restart Vector 

New Operand Data 


CPX 

SUBD 

ADDD 


6 


1 
2 
3 
4 
5 
6 


Opcode Address 
Opcode Address -1- 1 
Opcode Address + 2 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Opcode 

Operand Address (High Order Byte) 
Operand Address (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 


6 


1 
2 
3 
4 
5 
6 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer- 1 






Opcode 

Address of Subroutine (High Order Byte) 

Address of Subroutine (Low Order Byte) 

Opcode of Next Instruction 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



*TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus=$FFFF. 



3-84 



MC6801*MC6803 



TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 3 of 5) 



Address Mode and 




Cycle 




R/W 




Instructions 


Cycles 


n 


Address Bus 


Line 


Data Bus 


INDEXED 


JMP 




3 


1 

2 
3 


Opcode Address 
Opcode Address -H 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 


ADC 


EGR 


4 


1 


Opcode Address 




Opcode 


ADD 


LDA 




2 


Opcode Address -(- 1 




Offset 


AND 


ORA 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


BIT 


SBC 




4 


Index Register Plus Offset 




Operand Data 


CMP 


SUB 












STA 




4 


1 
2 
3 


Opcode Address 
Opcode Address -1-1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 








4 


Index Register Plus Offset 




Operand Data 


IDS 




5 


1 


Opcode Address 




Opcode 


LDX 






2 


Opcode Address -1- 1 




Offset 


LDD 






3 
4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset -(- 1 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


STS 




5 


1 


Opcode Address 




Opcode 


STX 






2 


Opcode Address -H 1 




Offset 


SID 






3 
4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset -H 1 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


ASL 


LSR 


6 


1 


Opcode Address 




Opcode 


ASR 


NEC 




2 


Opcode Address -^ 1 




Offset 


CLR 


ROL 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


COM 


ROR 




4 


Index Register Plus Offset 




Current Operand Data 


DEC 


TST* 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 






6 


Index Register Plus Offset 




New Operand Data 


CPX 




6 


1 


Opcode Address 




Opcode 


SUBD 






2 


Opcode Address -1-1 




Offset 


ADDD 






3 
4 
5 
6 


Address Bus FFFF 
Index Register-f Offset 
Index Register ^- Offset -1-1 
Address Bus FFFF 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 




6 


1 
2 
3 

4 


Opcode Address 
Opcode Address 4- 1 
Address Bus FFFF 
Index Register-)- Offset 




Opcode 

Offset 

Low Byte of Restart Vector 

First Subroutine Opcode 








5 


Stacl< Pointer 





Return Address (Low Order Byte) 








6 


Stack Pointer- 1 





Return Address (High Order Byte) 



B 



*TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus=$FFFF. 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 4 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



a 



ABA 


DAA 


SEC 


2 


1 


Opcode Address 


1 


Opcode 


ASL 


DEC' 


SEI 




2 


Opcode Address +1 


1 


Opcode of Next Instruction 


ASR 


INC 


SEV 












CBA 


LSR 


TAB 












CLC 


NEC 


TAP 












CLI 


NOP 


TBA 












CLR 


ROL 


TPA 












CLV 


ROR 


TST 












COM 


SBA 














ABX 






3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Address Bus FFFF 




Opcode 

Irrelevant Data 

Low Byte of Restart Vector 


ASLD 






3 


1 


Opcode Address 




Opcode 


LSRD 








2 
3 


Opcode Address + 1 
Address Bus FFFF 




Irrelevant Data 

Low Byte of Restart Vector 


DES 






3 


1 


Opcode Address 




Opcode 


INS 








2 
3 


Opcode Address 4- 1 

Previous Stack Pointer Contents 




Opcode of Next Instruction 
Irrelevant Data 


INX 






3 


1 


Opcode Address 




Opcode 


DEX 








2 
3 


Opcode Address +1 
Address Bus FFFF 




Opcode of Next Instruction 
Low Byte of Restart Vector 


PSHA 






3 


1 


Opcode Address 




Opcode 


PSHB 








2 


Opcode Address +1 




Opcode of Next Instruction 










3 


Stack Pointer 





Accumulator Data 


TSX 






3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Stack Pointer 




Opcode 

Opcode of Next Instruction 

Irrelevant Data 


TXS 






3 


1 
2 
3 


Opcode Address 
Opcode Address +1 
Address Bus FFFF 




Opcode 

Opcode of Next Instruction 

Low Byte of Restart Vector 


PULA 






4 


1 


Opcode Address 




Opcode 


PULB 








2 
3 

4 


Opcode Address + 1 
Stack Pointer 
Stack Pointer-H 




Opcode of Next Instruction 

Irrelevant Data 

Operand Data from Stack 


PSHX 






4 


1 
2 


Opcode Address 
Opcode Address + 1 




Opcode 
Irrelevant Data 










3 


Stack Pointer 





Index Register (Low Order Byte) 










4 


Stack Pointer- 1 





Index Register (High Order Byte) 


PULX 






5 


1 

2 
.3 
4 
5 


Opcode Address 
Opcode Address + 1 
Stack Pointer 
Stack Pointer+ 1 
Stack Pointer-!- 2 




Opcode 

Irrelevant Data 

Irrelevant Data 

Index Register (Higfi Order Byte) 

Index Register (Low Order Byte) 


RTS 






5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -1- 1 
Stack Pointer 
Stack Pointer +1 
Stack Pointer-t-2 




Opcode 

Irrelevant Data 

Irrelevant Data 

Address of Next Instruction (High Order Byte) 

Address of Next Instruction (Low Order Byte) 


WAI 






9 


1 
2 


Opcode Address 
Opcode Address-!- 1 




Opcode 

Opcode of Next Instruction 










3 


Stack Pointer 





Return Address (Low Order Byte) 










4 


Stack Pointer- 1 





Return Address (Higfi Order Byte) 










5 


Stack Pointer- 2 





Index Register (Low Order Byte) 










6 


Stack Pointei-3 





Index Register (Higfi Order Byte) 










7 


Stack Pointer-4 





Contents of Accumulator A 










8 


Stack Pointer- 5 





Contents of Accumulator B 










9 


Stack Pointer-6 





Contents of Condition Code Register 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 5 of 5) 



Address Mode and 




Cycle 




R/W 




Instructions 


Cycles 


# 


Address Bus 


Line 


Data Bus 


INHERENT 


MUL 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address ^- 1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address -t-1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer -1-1 




Contents of Condition Code Register from Stack 






5 


Stack Pointer-l-2 




Contents of Accumulator B from Stack 






6 


Stack Pointer -1-3 




Contents of Accumulator A from Stack 






7 


Stack Pointer -1-4 




Index Register from Stack (High Order Byte) 






8 


Stack Pointer-*- 5 




Index Register from Stack (Low Order Byte) 






9 


Stack Pointer -f 6 




Next Instruction Address from Stack (High Order Byte) 






10 


Stack Pointer + 7 




Next Instruction Address from Stack (Low Order Byte) 


SWI 


12 


1 


Opcode Address 




Opcode 






2 


Opcode Address 4- 1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer- 1 





Return Address (High Order Byte) 






5 


Stack Pointer- 2 





Index Register (Low Order Byte) 






6 


Stack Pointer- 3 





Index Register (High Order Byte) 






7 


Stack Pointer-4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Condition Code Register 






10 


Stack Pointer- 7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine (High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine (Low Order Byte) 



D 



BCC BHT BNE BLO 


3 


1 


Opcode Address 


1 


Opcode 


BCS BLE BPL BHS 




2 


Opcode Address -F 1 


1 


Branch Offset 


BEG BLS BRA BRN 




3 


Address Buss FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMI BVS 












BSR 


6 


1 


Opcode Address 


1 


Opcode 






2 


Opcode Address -1- 1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Opcode of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer- 1 





Return Address (High Order Byte) 
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CO 
00 



JSR, Jump to Subroutine 



PC 


Main Program 




$9D = JSR 




K 


RTN 


Next Main Instr. 



BSR, Branch To Subroutine 



RTS, Return from Subroutine 



K = Direct Address 
Main Program 



Next Main Instr. 





Main Program 


PC 


SBD=JSR 




SH = Subr. Addr. 




SL = Subr.Addr. 


RTN 


Next Main Inst. 



Main Program 



Next Main Instr. 



o 



SP 
SP-2 
SP-1 

SP 






FIGURE 25 - SPECIAL OPERATIONS 



sr 


Stack 


-2 




-1 


RTNh 


SP 


RTNl 


SP 


Stack 


SP 




>+i 


RTNh 


+ 2 


RTNl 



SWI, Software Interrupt 


Main Program 


o 

Extended 


SP 

SP-7 
SP-6 
SP-5 
SP-4 
SP-3 
SP-2 
SP-1 
SP 

SP 
SP 
SP+1 
SP + 2 
SP + 3 
SP + 4 
SP + 5 
SP + 6 
SP + 7 

PC 
K 


Stack 


o 

a> 

00 

o 

• 

o 


PC 


$3F=SWI 




O) 
00 

o 


RTN 




Condition Code 




Main Program 


Acmltr B 


CO 




Acmltr A 






Index Register (Xh) 




WAI, Wait for Interrupt 

P£ 


Index Register IXl) 




$3E = WAI 


RTNh 




RTN 




RTNl 




RTI, Return from Interrupt 


Interrupt Program 


Stack 




PC 


$3B=RTI 










Condition Code 






Main Program 


Acmltr B 






Acmltr A 






Index Register (Xh) 






Index Register (Xl) 






RTNh 






RTNl 




JMP, Jump 


Main Program 






PC 
X+K 


$6E = JMP 


$7E = JMP 






K= Offset 


Kh= Next Address 






: 


Kl= Next Address 






Next Instruction 






I 




Next Instruction 





Legend: 
RTN = Address of next instruction in Main Program to be executed upon return from subroutine 
RTNh = Most significant byte of Return Address 
RTNl= Least significant byte of Return Address 
— ' = Stack Pointer After Execution 
K = 8-bit Unsigned Value 
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APPENDIX 
CUSTOM MC6801 ORDERING INFORMATION 



A.O CUSTOM MC6801 ORDERING INFORMATION 

The custom MC6801 specifications may be transmitted to 
Motorola in any of tine following media; 

1) PROM(s) 

2) MDOS diskette 

The specification should be formatted and packed, as in- 
dicated in the appropriate paragraph below, and mailed 
prepaid and insured with a cover letter (see Figure A-2) to: 

Motorola Inc. 
MPU Marketing L10 
3501 Ed Bluestein Blvd. 
Austin, Texas 78721 

A copy of the cover letter should also be mailed separately. 

A.I PROMs 

MCM2708 and MCM2716 type PROMs, programmed with 
the custom program (positive logic sense for address and 



data), may be submitted for pattern generation. The 
MC2708S must be clearly marked to indicate which PROM 
corresponds to which address space ($F800-$FFFF). See 
Figure A-1 for recommended marking procedure. 

After the PROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

FIGURE A-1 



F800 



FCOO 



XXX = Customer ID 

A.2 DISKETTE (MDOS) 

The start/end location should be written on the label. 
EXORciser format. 



B 



FIGURE A-2 



CUSTOMER NAME. 



EXTENSION. 



CONTACT MS/MR. 



CUSTOMER PART#. 



TEMPERATURE RANGE 
D 0° to 70''C 
D -40to85°C 
D -40to105°C 

PATTERN MEDIA 
D 2708 PROM 
D 2716 PROM 
D Diskette (MDOS) 
(Note 1) 



PACKAGE TYPE 
n Ceramic 
D Plastic 

MARKING 
n Standard 
D Special 



NOTE: (1) Other Media Require Prior Factory Approval 

SIGNATURE 

TITLE 
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■MC6801L1 - LILBugTM Monitor- 



An MC6801 may be purchased without specifying the ROM 
pattern. This standard part is labeled as MC6801L1 and 
contains a 2K monitor in the ROM. The monitor, LILbug, 
may be used to evaluate and debug a program under 
development. Details and a source listing are specified in 
the "LILbug Manual." 



B 



IMPORTANT NOTICE 

Devices made with mask #T5P may generate multiple framing error 
flags in response to unframed data. These devices will eventually syn- 
chronize correctly after a framing error, but valid, framed data following 
an unframed data byte may generate false framing error flags. 
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M) MOTOROLA 




Advance Information 



MICROCOMPUTER/MICROPROCESSOR (MCU/MPU) 

The MC6801U4 is an 8-bit single-chip microcomputer unit (MCU) 
which enhances the capabilities of the MC6801 and significantly 
enhances the capabilities of the M6800 Family of parts. It includes an 
MC6801 microprocessor unit (MPU) with direct object-code com- 
patibility and upward object-code compatibility with the MC6800. Ex- 
ecution times of key instructions have been improved over the MC6800 
and the new instructions found on the MC6801 are included. The MCU 
can function as a monolithic microcomputer or can be expanded to a 
64K byte address space. It is TTL compatible and requires one -i- 5-volt 
power supply. On-chip resources include 4096 bytes of ROM, 192 bytes 
of RAM, a serial communications interface (SCI), parallel I/O, and a 
16-bit six-function programmable timer. The MC6803U4 can be con- 
sidered an MC6801U4 operating in modes 2 or 3; i.e., those that do not 
use internal ROM. 

• Enhanced MC6800 Instruction Set 

• Upward Source and Object Code Compatibility with the MC6800 
and MC6801 

• Bus Compatibility with the M6800 Family 

• 8x8 Multiply Instruction 

• Single-Chip or Expanded Operation to 64K Byte Address Space 

• Internal Clock Generator with Divide-by-Four Output 

• Serial Communications Interface (SCI) 

• 16-Bit Six-Function Programmable Timer 

• Three Output Compare Functions 

• Two Input Capture Functions 

• Counter Alternate Address 

• 4096 Bytes of ROM (MC6801U4) 

• 192 Bytes of RAM 

• 32 Bytes of RAM Retainable During Power Down 

• 29 Parallel I/O and Two Handshake Control Lines 

• NMi Inhibited Until Stack Load 

• -40°C to 85°C Temperature Range 



MC6801U4 
MC6803U4 



HMOS 

(HIGH-DENSITY N-CHANNEL, SILICON-GATE) 



MICROCOMPUTER/ 
MICROPROCESSOR 







GENERIC INFORMATION 








Package Type 


Frequency (MHz) 


Temperature 


Generic Number 




Ceramic 


1.0 


0°C to 70°C 


MC6801U4L1 




L Suffix 


1.0 


-40°C to85°C 


MC6801U4CL1 








1.0 


0°C to 70°C 


MC6803U4L 








1.0 


-40°C to85°C 


MC6803U4CL1 








1.25 


0°C to 70 "C 


MC6801U4L1-1 








1.25 


0°C to 70°C 


MC6803U4L-1 




Plastic 


1.0 


0°C to 70°C 


MC6801U4P1 




P Suffix 


1.0 


-40°C to85°C 


MC6801U4CP1 








1.0 


0°C to 70°C 


MC6803U4P 








1.0 


-40°C to85°C 


MC6803U4CP1 








1.25 


0°C to 70='C 


MC6801U4P1-1 








1.25 


0°C to 70 °C 


MC6803U4P-1 


















P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



B 



PIN ASSIGNMENT 




2ipVcC 
Standby 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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a 



MC6801U4 MICROCOMPUTER FAMILY BLOCK DIAGRAM 



. Expanded Multiplexed 
Expanded Non-Multiplexed 



P37 


A7/D7 


D7 


I/O 


P36 


A6/D6 


D6 


I/O 


P35 


A5/D5 


D5 


I/O 


P34 


A4/D4 


D4 


I/O 


P33 


A3/D3 


D3 


I/O 


P32 


A2/D2 


D2 


I/O 


P31 


Al/Dl 


Dl 


I/O 


P30 


AO/DO 


DO 


i/n 


SC2 


R/W 


R/W 


0S3 


SCI 


AS 


lOS 


IS3 



P47 


A15 


A7 


I/O 


P46 


A14 


A6 


I/O 


P45 


A13 


A5 


I/O 


P44 


A12 


A4 


I/O 


P43 


All 


A3 


I/O 


P42 


A10 


A2 


I/O 


P41 


A9 


A1 


I/O 


P40 


A8 


AO 


I/O 




P20 


TINl 


I/O 


P21 


TOUTl 


I/O 


P22 


SCLK 


I/O 


P23 


RDATA 


I/O 


P24 


TDATA 


I/O 



PIO 


TIN2 


I/O 


P11 


T0UT2 


I/O 


P12 


T0UT3 


I/O 


P13 




I/O 


P14 




I/O 


P15 




I/O 


P16 




I/O 


P17 




I/O 



Vcc Standby 



NOTE: No functioning ROM in MC6803U4. 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


Vin 


-0.3 to +7.0 


V 


Operating Temperature Range 
MC6801U4, MC6803U4 
MC6801U4C, MC6803U4C 


Ta 


Th to Tl 

- to 70 
-40 to 85 


°c 


Storage Temperature Range 


Tstg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Plastic 
Ceramic 


«JA 


50 
50 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion it is recommended that Vjp, and Vout be con- 
strained to the range Vss:£ (Vm or Vout'- VcC- 
Input protection is enhanced by connecting 
unused inputs to either Vqq or ^SS^ 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained fronn: 

Tj = Ta+(Pd»9JA) '1' 

Where; 

Ta = Ambient Temperature, °C 

6jA— Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT + PP0RT 

P|NT = ICC>< VcC' Watts - Chip Internal Power 
PpORT — Port Power Dissipation, Watts — User Determined 
For most applications PpORT<*PlNT and can be neglected. PpORT rnay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 

An approximate relationship between Pq and Tj (if PpoRT is neglected) is; 

Pd=K^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives; 

K=Pd»(Ta + 273°C)+9ja«Pd2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T^. Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 



i 



CONTROL TIMING (Vcc = 5.0 V ±5%, Vss = 0, Ta = to70°C) 



Characteristic 


Symbol 


MC6801U4 
MC6803U4 


MC6801U4-1 
MC6803U4-1 


Unit 


Min 


Max 


Min 


Max 


Frequency of Operation 


fo 


0.5 


1.0 


0.5 


1.25 


MHz 


Crystal Frequency 


fXTAL 


2.0 


4.0 


2.0 


5.0 


MHz 


External Oscillator Frequency 


4fo 


2.0 


4.0 


2.0 


5.0 


MHz 


Crystal Oscillator Startup Time 


Vc 


- 


100 


- 


100 


ms 


Processor Control Setup Time 


tpcs 


200 


- 


170 


- 


ns 
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DC ELECTRICAL CHARACTERISTICS (Vcc = 5.0 Vdc ±5%, Vss = 0, Ta=Tl to Th unless otherwise noted) 



a 



Characteristic 


Symbol 


MC6801U4, 
MC6803U4 


MC6801U4C, 
MC6803U4C 


Unit 


MIn 


Max 


Min 


Max 


Input High Voltage RESET 

Other Inputs* 


V|H 


Vss + 4.0 
Vss + 2.0 


Vcc 
Vcc 


Vss + 4.0 
Vss + 2.2 


Vcc 
Vcc 


V 


Input Low Voltage All Inputs* 


V|L 


Vss-0.3 


Vss + 0.8 


Vss-0.3 


Vss + 0.8 


V 


Input Load Current Port4 

SCI 


lin 


- 


0.5 
0.8 


_ 


0.8 
1.0 


mA 


Input Leakage Current 


'in 


_ 


2.5 


_ 


5.0 


^A 


(Vin = 0to5.5V) NMIJRQI, RESET 


Hi-Z (Off-State) Input Current 
(Vin = 0.5to2.4V) Port 1, Port 2, Port 3 


Itsi 


_ 


10 


_ 


20 


/iA 


Output High Voltage 
(lLoad=-65/tA,Vcc=Min) Port4, SCI, SC2 
'lLoad= -lOO^A, Vcc=Min) Other Outputs 


VOH 


Vss + 2.4 
Vss + 2.4 


- 


Vss + 2.4 
Vss + 2.4 


- 


V 


Output Low Voltage 
(lLoad = 2.0mA, Vcc=Min) All Outputs 


Vol 


_ 


Vss + 0.5 


_ 


Vss + 0.6 


V 


Darlington Drive Current 
(Vo=1.5V) Porti 


lOH 


1.0 


4.0 


1.0 


5.0 


mA 


Internal Power Dissipation 
(Measured at Ta=Tl in Steady-State Operation)*** 


Pint 


_ 


1200 


_ 


1500 


mW 


Input Capacitance 
(Vin = 0. Ta = 25°C, Port 3, Port 4, SCI 
fo=1.0MH2) Other Inputs 


Cin 


- 


12.5 
10.0 


- 


12.5 
10.0 


pF 


Vcc Standby Powerdown 

Powerup 


VSBB 
VSB 


4.0 
4.75 


5.25 
5.25 


4.0 
4.75 


5.25 
5.25 


V 


Standby Current Powerdown 


ISBB 


- 


3.0 


- 


3.5 


nnA 



'Except mode programming levels; see Figure 16. 

* Negotiable to - 100 /lA (for further information contact the factory). 

' For the MC6801U4/MC6803U4 Tl = 0°C and for the MC6801U4C/MC6803U4C Tl = 



-40° C 



PERIPHERAL PORT TIMING (Refer to Figures 1-4) 



Characteristics 


Symbol 


Min 


Typ 


Max 


Unit 


Peripheral Data Setup Time 


'PDSU 


200 


- 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


- 


- 


ns 


Delay Time, Enable Positive Transition to 0S3 Negative Transition 


'0SD1 


- 


- 


350 


ns 


Delay Time, Enable Positive Transition to 0S3 Positive Transition 


tOSD2 


- 




350 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid 
Port 1 
Port 2, 3, 4 


'PWD 


- 


- 


350 

350 


ns 


Delay Time, Enable Negative Transition to Peripheral CMOS Data Valid 


tCMOS 


- 


- 


20 


/iS 


Input Strobe Pulse Width 


'PWIS 


200 


- 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


- 


ns 


Input Data Setup Time 


'IS 


20 


- 


- 


ns 
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FIGURE 1 - DATA SETUP AND HOLD TIMES 
(MPU READ) 



MPU Read 



'PDSU- 



P10-P17 
P20-P24 
P40'P47 
Inputs* 



P30^P37 
Inputs* 






)^ ^"'^""/ 



-tPDH 



/ Data Valid ^ 



■tPDH 



*Port 3 non-latched operation (Latch enable = 0) 



FIGURE 3 - PORT 3 OUTPUT STROBE TIMING 
(MC6801U4 SINGLE-CHIP MODE) 

MPU Access of Port 3* 



r 



\_7^^^^ 



($0CX)6) 



X 



'OSDl- 



X 



10SD2- 



H r 



FIGURE 2 - DATA SETUP AND HOLD TIMES 
(MPU WRITE) 



r~ 


-MPU Write 




E 


V 


/ 








■*— 'CMOS- 
-^tpwD-*- 


-^- 


0,7 Vcc 


All Data 
Port Outputs 




X 


Data Valid 



NOTES: 

1.10k pullup resistor required for port 2 to reach 0.7 V(;c 

2. Not applicable to P21 

3. Port 4 cannot be pulled above Vqc 



FIGURE 4 - PORT 3 LATCH TIMING 
(MC6801U4 SINGLE-CHIP MODE) 



B 



P30-P37 
Inputs 



rt|S^ 



\ / 



— tpwis- 

-t|H- 



"^ - °""'"" - ^ 



* Access matches output strobe select (OSS = 0, a read; OSS= 1, a write) 

NOTE: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 



FIGURE 5 - CMOS LOAD 



Test Point o- 



30 pF 



FIGURES - TIMING TEST 
LOAD PORTS 1, 2, 3, AND 4 

Vcc 

\ RL=1.8l<n 

Test Point o f y W i MMD6150 
3 [ or Equiv 




C ^ ^ R \Jf MMD7000 
W or Equiv 



C = 90 pF for P30-P37, P40-P47, E, SCI, SC2 

= 30 pF for P10-P17, P20-P24 
R = 37 kO for P40-P47, SCI, SC2 

= 24 kfi for P10-P17, P20-P24 

= 24knfor P30-P37, E 
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BUS TIMING (See Notes 1 and 2, and Figure 7) 



B 



Idem. 
Number 


Characteristics 


Symbol 


MC6801U4 
MC6803U4 


MC6801U4-1 
MC6803U4-1 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Time 


'eye 


1.0 


2.0 


0.8 


2.0 


/ts 


2 


Pulse Width, E Low 


PWel 


430 


1000 


360 


1000 


ns 


3 


Pulse Widtli, E High 


PWeh 


450 


1000 


360 


1000 


ns 


4 


Clocl< Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


ns 


9 


Address Hold Time 


tAH 


20 


- 


20 


- 


ns 


12 


Non-Muxed Address Valid Time to E* 


'AV 


200 


- 


150 


- 


ns 


17 


Read Data Setup Time 


tDSR 


80 


- 


70 


- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


tDDW 


- 


225 


- 


200 


ns 


21 


Write Data Hold Time 


'DHW 


20 


- 


20 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


tAVM 


160 


- 


120 


- 


ns 


24 


Muxed Address Valid Time to AS Fall* 


tASL 


40 


- 


30 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


- 


20 


- 


ns 


26 


Delay Time, E to AS Rise* 


tASD 


200 


- 


170 


- 


ns 


27 


Pulse Width, AS High* 


pwash 


100 


- 


80 


- 


ns 


28 


Delay Time, AS to E Rise* 


'ASED 


90 


- 


70 


- 


ns 


29 


Usable Access Time* (See Note 3) 


'ACC 


555 


- 


435 


- 


ns 



*At specified cycle time. 



FIGURE?- BUS TIMING 
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_IOS, 
R/W, Address 
(Non-Muxed) 



Addr/Data 
Muxed 



0^ 

J2)*' 



©^ 



Addr/Data 
Muxed 



Address 
Strobe (AS) 



-& 



r 



0* 



: mmYt 



'7S (J' \ 

3 :^ See Note 5 V: c a ^ 



See Note 5 
(26) *. 



©H 



:d — KHi 



-©- 



^•— (§> 



j^^\ 






®-^ 



See Note 4 



<D- 



\ 



/->- See Notes 

(29) — »- 



Read Data Muxed 



< 



©> 



-* ^19) 



Write Data Muxed 



(2> 



:e>- 



c 



> 



NOTES: 

1. Voltage levels shown are Vl<0.5 V, V|-|>2.4 V, unless otherwise specified. 

2. Measurement points shown are 0.8 V and 2.0 V, unless otherwise specified. 

3. Usable access time is computed by 22 + 3- 17 + 4. 

4. Memory devices should be enabled only during E high to avoid port 3 bus contention. 

5. Item 26 is different from the MC6801 but it is upward compatible. 
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INTRODUCTION 

The MC6801U4 is an 8-bit monolithic microconnputer 
which can be configured to function in a wide variety of ap- 
plications. The facility which provides this extraordinary flex- 
ibility is its ability to be hardware programmed into eight dif- 
ferent operating modes. The operating mode controls the 
configuration of 18 of the 40 MCU pins, available on-chip 
resources, memory map, location (internal or external) of in- 
terrupt vectors, and type of external bus. The configuration 
of the remaining 22 pins is not dependent on the operating 
mode. 

Twenty-nine pins are organized as three 8-bit ports and 
one 5-bit port. Each port consists of at least a data register 
and a write-only data direction register. The data direction 
register is used to define whether corresponding bits in the 
data register are configured as an input (clear) or output 
(set). 



The term "port" by itself refers to all of the hardware 
associated with the port. When the port is used as a "data 
port" or "I/O port," it is controlled by the port data direction 
register and the programmer has direct access to the port 
pins using the port data register. Port pins are labeled as Pij 
where i identifies one of four ports and j indicates the par- 
ticular bit. 

The microprocessor unit (MRU) is an enhanced MC6800 
MRU with additional capabilities and greater throughput. It is 
upward source and object code compatible with the 
MC68(X) and the MC6801. The programming model is 
depicted in Figure 8 where accumulator D is a concatenation 
of accumulators A and B. A list of new operations added to 
the MC6800 instruction set are shown in Table 1. 

The MC6803U4 can be considered an MC6801U4 that 
operates in modes 2 and 3 only. 



FIGURES - PROGRAMMING MODEL 



y 



8-Bit Accumulators A and B 
Or 16-Bit Double Accumulator D 



i 



Index Register (X) 



Stack Pointer (SP) 



Program Counter (PC) 



^ 



Condition Code Register (CCR) 

Carry/ Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 



TABLE 1 - NEW INSTRUCTIONS 



Instruction 



Description 



ABX 
ADDD 
ASLD or LSLD 
BHS 
BLO 
BRN 
JSR 
LDD 
LSL 

LSRD 

MUL 
PSHX 
PULX 

STD 
SUBD 

CPX 



Unsigned addition of accumulator B to index register 

Adds (without carry) the double accumulator to memory and leaves the sum in the double accumulator 

Shifts the double accumulator left (towards MSB) one bit, the LSB is cleared, and the MSB is shifted into the C bit 

Branch if higher or same, unsigned conditional branch (same as BCC) 

Branch if lower, unsigned conditional branch (same as BCS) 

Branch never 

Additional addressing mode direct 

Loads double accumulator from memory 

Shifts memory or accumulator left (towards MSB) one bit, the LSB is cleared, and the MSB is shifted into the C bit 

(same as ASL) 
Shifts the double accumulator right (towards LSB) one bit, the MSB is cleared, and the LSB is shifted into the C bit 
Unsigned multiply, multiplies the two accumulators and leaves the product in the double accumulator 
Pushes the index register to stack 
Pulls the index register from stack 
Stores the double accumulator to memory 

Subtracts memory from the double accumulator and leaves the difference in the double accumulator 
Internal processing modified to permit its use with any conditional branch instruction 
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OPERATING MODES 

The MC6801U4 provides seven different operating modes 
(modes througfi 3 and 5 through 7) and the MC6803U4 pro- 
vides two operating modes (modes 2 and 3). The operating 
modes are hardware selectable and determine the device 
memory map, the configuration of port 3, port 4, SCI , SC2, 
and the physical location of the interrupt vectors. 

FUNDAMENTAL MODES 

The seven operating modes (0-3, 5-7) can be grouped into 
three fundamental modes which refer to the type of bus it 
supports: single chip, expanded non-multiplexed, and ex- 



panded multiplexed. Single chip is mode 7, expanded non- 
multiplexed is mode 5, and the remaining 5 are expanded 
multiplexed modes. Table 2 summarizes the characteristics 
of the operating modes. 

MC6801U4 SINGLE-CHIP MODE (7) - In the single-chip 
mode, the four MCU ports are configured as parallel in- 
put/output data ports, as shown in Figure 9. The MCU func- 
tions as a monolithic microcomputer in this mode without 
external address or data buses. A maximum of 29 I/O lines 
and two port 3 control lines are provided. Peripherals or 
another MCU can be interfaced to port 3 in a loosely coupled 
dual-processor configuration, as shown in Figure 10. 



a 



TABLE 2 - SUMMARY OF MC6801U4/MC6803U4 OPERATING MODES 



Single-Chip (Mode 7) 

192 bytes of RAM, 4096 bytes of ROM 

Port 3 is a parallel I/O port with two control lines 

Port 4 is a parallel I/O port 

Expanded Non-Multiplexed (Mode 5) 

192 bytes of RAM, 4096 bytes of ROM 
256 bytes of external memory space 
Port 3 is an 8-bit data bus 
Port 4 is an input port/address bus 

Expanded Multiplexed (Modes 0, 1,2, 3, &*) 

Four memory space options (total 64K address space) 

(1) Internal RAM and ROM with partial address bus (mode 1) 

(2) Internal RAM, no ROM (mode 2) 

(3) Extended addressing of internal I/O and RAM 

(4) Internal RAM and ROM with partial address bus (mode 6) 
Port 3 is multiplexed address/data bus 

Port 4 is address bus (inputs/address in mode 6) 
Test mode (mode 0): 

May be used to test internal RAM and ROM 

May be used to test ports 3 and 4 as I/O ports by writing into mode 7 
Only modes 5, 6, and 7 can be irreversibly entered from mode 

Resources Common to All Modes 

Reserved register area 

Port 1 input/output operation 

Port 2 input/output operation 

Timer operation 

Serial communications interface operation 



^The MC6803U4 operates only in modes 2 and 3. 
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GURE9 


- SINGLE-CHIP MODE 
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^^ 8 I/O Lines 
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Port 4 ^ 
8 I/O Lines^ 
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Serial I/O 
16-Bit Timer 



i 



FIGURE 10 - SINGLE-CHIP DUAL PROCESSOR CONFIGURATION 
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8 I/O 

Lines 

16-Bit Timer 
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XTALl 
EXTAL2 



MC6801U4 



NMI r-—\ 

IRQI -r 



VccStandby- 




VSS 



XTAL 1 
EXTAL2 



Port 4 


Port 2 


8 I/O 


5 I/O Lines 


Lines 


SCI 




16-Bit Timer 



Vss 



- E 
NMI 
IRQI 



Port 1 

8 I/O 

Lines 

16-Bit Timer 



Port 4 
8 I/O 
Lines 



MC6801U4 EXPANDED NON-MULTIPLEXED MODE (5) 

— A modest amount of external memory space is provided in 
the expanded non-multiplexed mode while significant on- 
chip resources are retained. Port 3 functions as an 8-bit 
bidirectional data bus and port 4 is configured initially as an 
input data port. Any combination of the eight least signifi- 
cant address lines may be obtained by writing to the port 4 
data direction register. Stated alternatively, any combination 
of AO to A7 may be provided while retaining the remainder as 
input data lines. Internal pullup resistors pull the port 4 lines 
high until the port is configured. 

Figure 11 illustrates a typical system configuration in the 
expanded non-multiplexed mode. The MCU interfaces 
directly with M6800 family parts and can access 256 bytes of 
external address space at $100 through $1FF. lOS provides 
an address decode of external memory ($100-$1FF) and can 
be used as a memory-page select or chip-select line. 



EXPANDED MULTIPLEXED MODES (0, 1, 2, 3, 6) - A 

64K byte memory space is provided in the expanded 
multiplexed modes. In each of the expanded multiplexed 
modes, port 3 functions as a time multiplexed address/data 
bus with address valid on the negative edge of address 
strobe (AS) and data valid while E is high. In modes 0, 2, and 
3, port 4 provides address lines A8 to A15. In modes 1 and 6, 
however, port 4 initially is configured at reset as an input 
data port. The port 4 data direction register can then be 
changed to provide any combination of address lines A8 to 
A15. Stated alternatively, any subset of A8 to A15 can be 
provided while retaining the remaining port 4 lines as input 
data lines. Internal pullup resistors pull the port 4 lines high 
until software configures the port. In mode 1, the internal 
pullup resistors will hold the upper address lines high pro- 
ducing a value of $FFXX for a reset vector. A simple method 
of getting the desired address lines configured as outputs is 
to have an external EPROM not fully decoded so it appears at 
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two address locations (i.e., $FXXX and $BXXX). Tlien, 
when the reset vector appears as $FFFE, the EPROM will be 
accessed and can point to an address in the top $100 bytes of 
the internal or external ROM/ EPROM that will configure port 
4 as desired. 

In mode 0, the reset and interrupt vectors are located at 
$BFFO-$BFFF. In addition, the internal and external data 
buses are connected, so there must be no memory map 
overlap in order to avoid potential bus conflicts. By writing 
the PC0-PC2 bits in the port 2 data register, modes 5, 6, and 
7 can be irreversibly entered from mode 0. Mode is used 



primarily to verify the ROM pattern and monitor the internal 
data bus with the automated test equipment. 

Only the MC6801U4 can operate in each of the expanded 
multiplexed modes. The MC6803U4 operates only in modes 
2 and 3. 

Figure 12 depicts a typical configuration for the expanded 
multiplexed modes. Address strobe can be used to control a 
transparent D-type latch to capture addresses A0-A7, as 
shown in Figure 13. This allows port 3 to function as a data 
bus when E is high. 



FIGURE 11 - EXPANDED NON-MULTIPLEXED CONFIGURATION 



I 




Port 3 
^8 Data Lines 
■^ R/W 



Address Lines 




-*-(D0-D7) 
->- (A0-A7) 



->>I0S_ 

-».R/W 
-^ E 
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FIGURE 12 - EXPANDED MULTIPLEXED CONFIGURATION 
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16-Bit Timer 
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SCI 
Timer 
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Vss 



Port 3 8 
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Port 4' ^ 



Port 4 
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Address Bus 



y' 



/ 



/ 



/ 



I 



(D0-D7) 



(A0-A15) 



NOTE; To avoid data bus (port 3) contention in the expanded multiplexed modes, memory devices should be enabled only during E high time. 



FIGURE 13 - TYPICAL LATCH ARRANGEMENT 
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> Address A0-A7 
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PROGRAMMING THE MODE 

The operating mode is determined at RESET by the levels 
asserted on P22, P21, and P20. These levels are latched into 
PC2, PCI, and P CO of t he program control register on the 
positive edge of RESET. The operating mode may be read 
from the port 2 data register, as shown below, and program- 
ming levels and timing must be met as shown in Figure 14. A 
brief outline of the operating modes is shown in Table 3. 

PORT 2 DATA REGISTER 



$03 



7 


6 


5 


4 


3 


2 


1 





|PC2 


PCI 


PCO 


P24 


P23 


P22 


P21 


P20| 



Circuitry to provide the programming levels is dependent 
primarily on the normal system usage of the three pins. If 
configured as outputs, the circuit shown in Figure 15 may be 
used; otherwise, three-state buffers can be used to provide 
isolation while programming the mode. 



MEMORY MAPS 

The MC6801U4/MC6803U4 can provide up to 64K byte 
address space depending on the operating mode. A memory 
map for each operating mode is shown in Figure 16. The first 
32 locations of each map are reserved for the internal register 
area, as shown in Table 4, with exceptions as indicated. 



FIGURE 14 - MODE PROGRAMMING TIMING 



i 




See Figure 15 
for Diode Arrangement 



Mode Inputs 
(P20, P21. P22) 



Vmpl Max 



(P20, P21, P22) 



ni^Ff 




MODE PROGRAMMING (Refer to Figure 14) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Mode Programming Input Voltage Low 


Vmpl 


- 


1.8 


V 


Mode Programming Input Voltage High 


Vmph 


4.0 


- 


V 


Mode Programming Diode Differential (If Diodes are Used) 


Vmpdd 


0.6 


- 


V 


RESET Low Pulse Width 


PWrstl 


3.0 


- 


E Cycles 


Mode Programming Setup Time 


^MPS 


2.0 


- 


E Cycles 


Mode Programming Hold Time 
RESET RiseTime>1 jis 
RESET RiseTime<1 ^s 


tMPH 



100 


- 


ns 



TABLE 3 - MODE SELECTION SUMMARY 



Mode* 


P22 
PC2 


P21 
PCI 


P20 
PCO 


ROM 


RAM 


Interrupt 
Vectors 


Bus 
Mode 


Operating Mode 


7 


H 


H 


H 


1 


1 


1 


1 


Single Chip 


6 


H 


H 


L 


1 


1 


1 


MUX(2,3) 


Multiplexed/ Partial Decode 


5 


H 


L 


H 


1 


1 


1 


NMUXl2,3) 


Non-Multiplexed/ Partial Decode 


4 


H 


L 


L 


- 


- 


- 


- 


Undefined(4) 


3 


l 


H 


H 


E 


1 


E 


MUX<1,5) 


Multiplexed/RAM 


2 


L 


H 


L 


E 


1 


E 


MUXd' 


Multiplexed/RAM 


1 


L 


L 


H 


1 


1 


E 


MUXll.3' 


Multiplexed/RAM and ROM 





L 


L 


L 


1 


1 


E 


MUX'll 


Multiplexed Test 



LEGEND 
I — Internal 
E — External 
MUX - Multiplexed 
NMUX - Non-Multiplexed 
L — Logic "0" 
H — Logic "1" 

NOTES: 

1. Addresses associated with ports 3 and 4 are considered external in modes 0, 1,2, and 3. 

2. Addresses associated with port 3 are considered external in modes 5 and 6. 

3. Port 4 default is user data input; address output is optional by writing to port 4 data direction register. 

4. Mode 4 is a non-user mode and should not be used as an operating mode. 

5. Mode 3 has the internal RAM and internal registers relocated at $D00O-$D0FF. 

* The MC6803U4 operates only in modes 2 and 3. 



3-102 



MC6801U4, MC6803U4 



FIGURE 15 



TYPICAL MODE PROGRAMMING CIRCUIT 

vcc 



RESETJ 
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NOTES: 

1. Mode 7 as shown 

2. R2"C= Reset time constant 

3. Rl = 10k (typical) 

4. D=1N914, 1N4001 (typical) 

5. Diode Vf should not exceed V\/ipdd min. 
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FIGURE 16 - MC6801U4/MC6803U4 MEMORY MAPS (Sheet 1 of 4) 



Multiplexed Test Mode 




$BFFO 
$BFFF 



$FFFF 



Internal Registers 
External Memory Space 

nternal RAM 
External Memory Space 



External Interrupt Vectors'2) 
External Memory Space 



MC6801U4 
Mode 



NOTES: 

1) Excludes the following addresses which may 
be used externally: $04, $05, $06, $07, and 
$0F. 

2) The interrupt vectors are at $BFFO-$BFFF. 

3) There must be no overlapping of internal and 
external memory spaces to avoid driving the 
data bus with more than one device. 



4) This mode is the only mode which may be 
used t o exam ine the entire ROM using an ex- 
ternal RESET vector. 

5) Modes 5-7 can be irreversibly entered from 
mode by writing to the PC0-PC2 bits of the 
port 2 data register. 
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FIGURE 16 - MC6801U4/MC6803U4 MEMORY MAPS (Sheet 2 of 4) 



1 



MC6801U4 
Mode 



1 



Multiplexed/RAM & ROM 
$000011' RZ 




Internal Registers 
External Memory Space 

Internal RAM 



/ External Memory Space 



Internal ROM 

External Interrupt Vectors 



NOTES: 

1) Excludes the follow/ing addresses which may 
be used externally: $05 and $07. 

2) Internal ROM addresses $FFFO to $FFFF are 
not usable. 

3) Address lines A8-A15 will not contain ad- 
dresses until the data direction register for 
port 4 has been written with "Is" in the ap- 
propriate bits. These address lines will assert 
"Is" until made outputs by writing the data 
direction register. 



MC6801U4 
MC6803U4 
Mode 



Multiplexed/RAM 
$0000' 11 




$FFFO 
SFFFF 



Internal Registers 
External Memory Space 

Internal RAM 



\ External Memory Space 



External Interrupt Vectors 



NOTE: 
1 ) Excludes the following addresses which may 
be used externally: $04, $05, $06, $07, and 
$0F. 
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FIGURE 16 - MC6801U4/MC6803U4 MEMORY MAPS (Sheet 3 of 4) 



MC6801U4 
MC6803U4 
Mode 



Multiplexed/ RAM 




^ External Memory Space 

Internal Registers^, 2) 
External Memory Space 
Internal RAMd) 

External Memory Space 

External Interrupt Vectors 



NOTES: 

1 ) Relocating the internal registers and the inter- 
nal RAM to high memory allows the pro- 
cessor to make use of direct addressing. 

2) Excludes the following addresses which may 
be used externally: $D004, $D005, $D006, 
$D007, and $DOOF. 



MC6801U4 
Mode 



Non-Multiplexed/Partial Decode 
$0000<1 
$001 F 




Internal Registers 



Internal RAM 

External Memory Space 



i 



P Internal ROM 
Internal Interrupt Vectors 



NOTES: 

1) Excludes the following addresses which may 
not be used externally; $04, $06, and $0F (no 
lOS). 

2) Address lines AO to A7 will not contain ad- 
dresses until the data direction register for 
port 4 has been written with "Is" in the ap- 
propriate bits. These address lines will assert 
"Is" until made outputs by writing the data 
direction register. 
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FIGURE 16 - MC6801U4/MC6803U4 MEMORY MAPS (Sheet 4 of 4) 
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Internal ROM 

Internal Interrupt Vectors 



NOTES: 

1) Excludes the following addresses which may 
be used externally: $04, $06, $0F. 

2) Address lines A8-A15 will not contain ad- 
dresses until the data direction register for 
port 4 has been written with "Is" in the ap- 
propriate bits. These address lines will assert 
"Is" until made outputs by writing the data 
direction register. 
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Internal ROM 

Internal Interrupt Vectors 
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TABLE 4 - INTERNAL REGISTER AREA 



Register 


Address | 


Other 
Modes 


Modes 


Port 1 Data Direction Register* * * 
Port 2 Data Direction Register* * * 
Port 1 Data Register 
Port 2 Data Register 


0000 
0001 
0002 
0003 


DOOO 
D001 
D002 
D003 


Port 3 Data Direction Register* * * 
Port 4 Data Direction Register* * * 
Port 3 Data Register 
Port 4 Data Register 


0004* 
0005** 
0006* 
0007** 


D004* 
D005** 
D006* 
D007** 


Timer Control and Status Register 

Counter (High Byte) 

Counter (Low Byte) 

Output Compare Register (High Byte) 


0008 
0009 
OOOA 
OOOB 


D008 
D009 
DOOA 
DOOB 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OOOC 
000 D 
OOOE 
OOOF* 


DOOC 
DOOD 
DOOE 
DOOF* 


Rate and Mode Control Register 
Transmit/ Receive Control and Status Register 
Receive Data Register 
Transmit Data Register 


0010 
0011 
0012 
0013 


D010 
D011 
D012 
D013 


RAM Control Register 
Counter Alternate Address (High Byte) 
Counter Alternate Address (Low Byte) 
Timer Control Register 1 


0014 
0015 
0016 
0017 


DOM 
D015 
D016 
D017 


Timer Control Register 2 

Timer Status Register 

Output Compare Register 2 (High Byte) 

Output Compare Register 2 (Low Byte) 


0018 
0019 
001A 
0018 


D018 
D019 
D01A 
D01B 


Output Compare Register 3 (High Byte) 
Output Compare Register 3 (Low Byte) 
Input Capture Register 2 (High Byte) 
Input Capture Register 2 (Low Byte) 


001 C 
001D 
001 E 
001 F 


DOIC 
DO ID 
D01E 
D01F 



■■External addresses in modes 0, 1, 2, 3, 5, and 6 cannot be 
accessed in mode 5 (no lOS). 
'External Addresses in Modes 0, 2, and 3. 
M = Output, 0= Input 



MC6801U4/MC6803U4 INTERRUPTS 

The M6801 Fannily supports two types of interrupt re- 
quest s: nn askable and non-maskable. A non-maskable inter- 
rupt (NMD is always recognized and acted upon at the com- 
pletion of the current instruction. Maskable interrupts are 
controlled by the condition code register I bit and by in- 
dividual enable bits. The I bit controls all maskable inter- 
rupt s. Of the maskable interrupts, there are two types: 1RQ1 
and IRQ2. The programmable time r and serial communica- 
tions interface use an internal 1RQ2 interrupt line, as sh own 
in th e block diagram. External de vices and IS3 use IRQ1. An 
IRQ1 interrupt is serviced before IRQ2 if both are pending. 



NOTE 

After reset, an NMI will not be servic ed un til the first 
program load of the stack pointer. Any NMI generated 
before this load will be remembered by the processor 
and serviced subsequent to the stack pointer load. 



All IRQ2 interrupts use hardware prioritized vectors. The 
single SCI interrupt and three timer interrupts are serviced in 
a prioritized order and each is vectored to a separate loca- 
tion. All interrupt vector locations are shown in Table 5. In 
mode 0, reset and interrupt vectors are defined as $BFFO- 
$BFFF. 

The interrupt flowchart is depicted in Figure 17 and is 
common to every interrupt excluding reset. During interrupt 
servicing, the program counter, index register, A ac- 
cumulator, B accumulator, and condition code register are 
pushed to the stack. The I bit is set to inhibit maskable inter- 
rupts and a vector is fetched corresponding to the current 
highest priority interrupt. The vector is transferred to the 
program counter and instruction execution is resumed, inter- 
rupt and RESET timing are illustrated in Figures 18 and 19. 
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TABLE 5 - MCU INTERRUPT VECTOR LOCATIONS 



ModeO 


Modes 1-3, 5-7 


Interrupt* * * 


MSB 


LSB 


MSB 


LSB 


BFFE 


BFFF 


FFFE 


FFFF 


RESET 


BFFC 


BFFD 


FFFC 


FFFD 


Non-Maskable Interrupt** 


BFFA 


BFFB 


FFFA 


FFFB 


Software Interrupt 


BFF8 


BFF9 


FFF8 


FFF9 


Maskable Interrupt Request 1 


BFF6 


BFF7 


FFF6 


FFF7 


Input Capture Flag* 


BFF4 


BFF5 


FFF4 


FFF5 


Output Compare Flag* 


BFF2 


BFF3 


FFF2 


FFF3 


Timer Overflow Flag* 


BFFO 


BFF1 


FFFO 


FFF1 


Serial Communications Interface* 



*IR02 interrupt 
'* NMI must be armed (by accessng stack pointer) before an 

NMI is executed. 
» Mode 4 interrupt vectors are undefined. 
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FIGURE 17 - INTERRUPT FLOWCHART 
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BFFCBFFD 


FFFCFFFD 
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SWI 


BFFABFFB 


FFFA-FFFB 


Software interrupt 


iSoi 


BFF8-BFF9 


FfF8-FFF9 


Maskable Interrupt Request 1 


ICF 


BFF6BFF7 


FFF6-FFF7 


Input Capture Interrupt 


OCF 


BFF4-BFF5 


FFF4-FFF6 


Output Compare Interrupt 


TOF 


BFF2-BFF3 


FFF2-FFF3 


Timer Overflow Interrupt 


SCI 


BFFO-BFFl 


FFF0-FFF1 


SCI Interrupt 
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FIGURE 18 - INTERRUPT SEQUENCE 
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FIGURE 19 - RESET TIMING 
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FUNCTIONAL PIN DESCRIPTIONS 

Vcc AND Vss 

Vcc and Vss provide power to a large portion of the 
MCU. The power supply should provide +5 volts (±5%) to 
Vcc arid Vgg should be tied to ground. Total power dissipa- 
tion (including Vqc standby) will not exceed Pq milliwatts. 

Vcc STANDBY 

Vcc standby provides power to the standby portion ($40 
through $5F in all modes except mode 3 which is $D040 
through $D05F) of the RAM and the STBY PWR and RAME 
bits of the RAM control register. Voltage requirements de- 
pend on whether the device is in a power-up or power-down 
state. In the power-up state, the power supply should pro- 
vide + b volts ( + 5%) and must reach VsB volts before 
RESET reaches 4.0 volts. During power down, Vcc standby 
must remain above VsBB (minimum) to sustain the standby 
RAM and STBY PWR bit. While in power-down operation, 
the standby current will not exceed ISBB- 

It is typical to power both Vcc arid Vcc standby from the 
same source during normal operation. A diode must be used 
between them to prevent supplying power to Vcc during 
power-down operation. 

XTAL1 AND EXTAL 2 

These two input pins interface either a crystal or TTL- 
compatible clock to the MCU internal clock generator. 
Divide-by-four circuitry is included which allows use of the 
inexpensive 3.58 MHz or 4.4336 MHz color burst TV crystals. 
A 20 pF capacitor should be tied from each crystal pin to 
ground to ensure reliable startup and operation. Alternative- 
ly, EXTAL2 may be driven by an external TTL-compatible 
clock at 4 fo with a duty cycle of 50% ( + 5%) with XTAL1 
connected ground. 

The internal oscillator is designed to interface with an AT- 
cut quartz crystal resonator operated in parallel resonance 
mode in the frequency range specified for fXTAL- The 
crystal should be mounted as close as possible to the input 
pins to minimize output distortion and startup stabilization 
time. The MCU is compatible with most commercially 
available crystals. Nominal crystal parameters are shown in 
Figure 20. 



RESET 

This input is used to reset the internal state of the device 
and pro vide an orderly startup procedure. During power up, 
RESET must be held below 0.8 volts: (1) at least tRc after 
Vcc reaches 4.75 volts in order to provide sufficient time for 
the clock generato r to sta bilize, and (2) until Vcc standby 
reaches 4.75 volts. RESET must be held low at least three E 
cycles if asserted during power-up operation. 

E (ENABLE) 

This is an output clock used primarily for bus synchroniza- 
tion. It is TTL compatible and is the slightly skewed divide- 
by-four result of the device input clock frequency. It will 
drive one Schottky TTL load and 90 pF, and all data given in 
cycles is referenced to this clock unless otherwise noted. 

NMI (NON-MASKABLE INTERRUPT) 

An NMI negative edge requests an MCU interrupt se- 
quence, but the current instruction will be completed before 



it responds to the request. The MCU will then begin an inter- 
rupt sequence. Finally, a vector is fetched from $FFFC and 
$FFFD ($BFFC and $BFFD in mode 0), transferred to the 
program counter, and instruction execution is resumed. NMI 
typically re quire s a 3.3 kQ (nomi nal) r esistor to Vcc- There is 
no internal NMI pullup resistor. NMI must be held low for at 
least one E cycle to be recognized under all conditions. 

NOTE 

After reset, an NMI will not be serviced until the first 
program load of the stack pointer. Any NMI generated 
before this load will remain pending by the processor. 

iRGi (MASKABLE INTERRUPT REQUEST 1) 

IRQ1 is a level-sensitive input which can be used to re- 
quest an interrupt sequence. The MRU will complete the cur- 
rent instruction before it responds to the request. If the inter- 
rupt mask bit (I bit) in the condition code register is clear, the 
MCU will begin an interrupt sequence. A vector is fetched 
from $FFF8 and $FFF9 ($BFF8 and $BFF9 in mode 0), trans- 
ferred to the program counter, and instruction execution is 
re sume d. 

IRQ1 typically requires an external 3.3 kfl (nominal) 
resistor to Vcc ^or wire-OR applications. IRQ1 has no inter- 
nal pullup resistor. 

SCI AND SC2 (STROBE CONTROL 1 AND 2) 

The function of SCI and SC2 depends on the operating 
mode. SCI is configured as an output in all modes except 
single-chip mode, whereas SC2 is always an output. SCI 
and SC2 can drive one Schottky load and 90 pF. 

SCI AND SC2 IN SINGLE-CHIP MODE - In single-chip 
mode, SCI and SC2 are configured as an input and output, 
respectively, and both function as port 3 control lines. SCI 
functions as IS3 and can be used to indicate that port 3 input 
data is ready or output data has been accepted. Three op- 
tions associated with IS3 are controlled by the port 3 control 
and status register and are discussed in the port 3 descrip- 
tion; refer to P30-P37 (PORT 3). If unused, IS3 can remain 
unconnected. 

SC2 is configured as 0S3 and can be used to strobe out- 
put data or acknowledge input data. It is controlled by out- 
put strobe select (OSS) in the port 3 control and status 
register. The strobe is generated by a read (OSS = 0) or write 
(OSS'= 1) to the port 3 data register. 0S3 timing is shown in 
Figure 3. 

SCI AND SC2 IN EXPANDED NON-MULTIPLEXED 
MODE — In the expanded non-multiplexed mode, both SCI 
and SC2 are configured as outputs. SCI functions as in- 
put/output select (lOS) and is asserted only when $0100 
through $01 FF is sensed on the internal address bus. 

SC2 is configured as read/write and is used to control the 
direction of data bus transfers. An MRU read is enabled 
when read/ write and E are high. 

SCI AND SC2 IN EXPANDED MULTIPLEXED MODE - 

In the expanded multiplexed modes, both SCI and SC2 are 
configured as outputs. SCI functions as address strobe and 
can be used to demultiplex the eight least significant ad- 
dresses and the data bus. A latch controlled by address 
strobe captures the lower address on the negative edge, as 
shown in Figure 13. 
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FIGURE 20 - MC6801U4/MC6803U4 FAMILY OSCILLATOR CHARACTERISTICS 

(a) Nominal Recommended Crystal Parameters 
Nominal Crystal Parameters* 
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0.015 pF 


0.025 pF 
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*NOTE: These are representative AT-cut crystal parameters only. Crystals of other 
types of cut may also be used. 
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TTL-compatible oscillators may be 
obtained from: 

Motorola Component Products 

Attn: Crystal Clock Oscillators 
2553 N. Edgington St. 

Franklin Park, IL 60131 

Tel: 312-451-1000 

Telex: 433-0067 
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(b) Oscillator Stabilization Time (tpc) 
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SC2 is configured as read/write and is used to control the 
direction of data bus transfers. An MPU read Is enabled 
wfien read/write and E are high. 

P10-P17(PORT1) 

Port 1 is a mode independent 8-bit I/O and tinner port. 
Each line can be configured as either an input or output as 
defined by the port 1 data direction register. Port 1 bits 0, 1, 
and 2 (P10, P11, and P12) can also be used to exercise one 
input edge function and two output compare functions of 
the timer. The TTL compatible three-state buffers can drive 
one Schottky TTL load and 30 pF, Darlington transistors, or 
CMOS devices using external pu llup res istors. It is con- 
figured as a data input port during RESET. Unused pins can 
remain unconnected. 

P20-P24 (PORT 2) 

Port 2 is a mode-independent, 5-bit, multipurpose I/O 
port. The volta ge leve ls present on P20, P21, and P22 on the 
rising edge of RESET determine the operating mode of the 
MCU. The entire port is then configured as a data input port. 
The port 2 lines can be selectively configured as data output 
lines by setting the appropriate bits in the port 2 data direc- 
tion register. The port 2 data register is used to move data 
through the port. However, if P21 is configured as an out- 
put, it is tied to the timer output compare 1 function and can- 
not be used to provide output from the port 2 data register 
unless output enable 1 (0E1) is cleared in timer control 
register 1 . 

Port 2 can also be used to provide an interface for the 
serial communications interface and the timer input edge 
function. These configurations are described in SERIAL 
COMMUNICATIONS INTERFACE and PROGRAMMABLE 
TIMER. 

The port 2 three-state TTL-compatible output buffers are 
capable of driving one Schottky TTL load and 30 pF, or 
CMOS devices using external pullup resistors. 

PORT 2 DATA REGISTER 



$03 



P30-P37 (PORT 3) 

Port 3 can be configured as an I/O port, a bidirectional 
8-bit data bus, or a multiplexed address/data bus depending 
on the operating mode. The TTL compatible three-state out- 
put buffers can drive one Schottky TTL load and 90 pF. 
Unused lines can remain unconnected. 

PORT 3 IN SINGLE-CHIP MODE - Port 3 is an 8-bit I/O 
port in the single-chip mode with each line configured by the 
port 3 data direction register. There are also two lines, IS3 
and 0S3, which can be used to control port 3 data transfers. 

Three port 3 options are controlled by the port 3 control 
and status register and are available only in single-chip 
mode: 1) port 3 input data can be latched using IS3asa con- 
trol signal, 2) 0S3 can be generated by either an M PU read 
or write to the port 3 data register, and 3) an IRQ1 interrupt 
can be enabled by an I S3 negative edge. Port 3 latch timing 
is shown in Figure 4. 



PORT 3 CONTROL AND STATUS REGISTER 
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Bits 0-2 Not used. 

Bit 3 Latch Enable - This bit ccntrols the input latch for 
port 3. If set, input data is latched by an I S3 
negative edge. The latch is transparent after a read 
of the port 3 data register. Latch enable is cleared 
during reset. 

Bit 4 OSS (Output Strobe Select) - This bit determines 
whether 0S3 will be generated by a read or write of 
the port 3 data register. When clear, the strobe is 
generated by a read; when set, it is generated by a 
write. OSS Is cleared during reset. 

Bit 5 Not used. 

Bit 6 IS3 IRQl Enable - When set, an IRQl interrupt 
will be enabled whenever the IS3 flag is set; when 
clear, the interrupt is inhibited. This bit is cleared 
during reset. 

Bit 7 IS3 Flag — This read-only status bit is set by an I S3 
negative edge. It is cleared by a read of the port 3 
data register or during reset. 

PORT 3 IN EXPANDED NON-MULTIPLEXED MODE - 

Port 3 is configured as a bidirectional data bus (D7-D0) in the 
expanded non-multiplexed mode. The direction of data 
transfers is controlled by read/write (SC2). Data is clocked 
by E (enable). 

PORT 3 IN EXPANDED MULTIPLEXED MODE - Port 3 is 
configured as a time multiplexed address (A7-A0) and data 
bus (D7-D0) in the expanded multiplexed mode where ad- 
dress strobe (AS) can be used to demultiplex the two buses. 
Port 3 is held in a high-impedance state between valid ad- 
dress and data to prevent bus conflicts. 

P40-P47 (PORT 4) 

Port 4 is configured as an 8-bit I/O port, as address out- 
puts, or as data inputs depending on the operating mode. 
Port 4 can drive one Schottky TTL load and 90 pF, and is the 
only port with internal pullup resistors. Unused lines can re- 
main unconnected. 

PORT 4 IN SINGLE-CHIP MODE - In single-chip mode, 
port 4 functions as an 8-bit I/O port with each line con- 
figured by the port 4 data direction register. Internal pullup 
resistors allow the port to directly interface with CMOS at 
5-volt levels. External pullup resistors to more than 5 volts, 
however, cannot be used. 

PORT 4 IN EXPANDED NON-MULTIPLEXED MODE - 

Port 4 is configured from reset as an 8-bit input port where 
the port 4 data direction register can be written to provide 
any or all of eight address lines AO to A7. Internal pullup 
resistors pull the lines high until the port 4 data direction 
register is configured. 
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PORT 4 IN EXPANDED MULTIPLEXED MODE - In all ex- 
panded multiplexed modes except modes 1 and 6, port 4 
functions as half of the address bus and provides A8 to A15. 
In modes 1 and 6, the port is configured from reset as an 
8-bit parallel input port where the port 4 data direction 
register can be written to provide any or all of upper address 
lines A8 to A15. Internal pullup resistors pull the lines high 
until the port 4 data direction register is configured where bit 
controls AS. 

RESIDENT MEMORY 

The MC6801U4 provides 4096 bytes of on-chip ROM and 
192 bytes of on-chip RAM. 

Thirty-two bytes of the RAM are powered through the 
Vcc standby pin and are maintainable during Vqc power 
down. This standby portion of the RAM consists of 32 bytes 
located from $40 through $5F in all modes except mode 3 
which is $D040 through $D05F. 

Power must be supplied to Vqc standby if the internal 
RAM is to be used regardless of whether standby power 
operation is anticipated. 

The RAM is controlled by the RAM control register. 

RAM CONTROL REGISTER ($14) 

The RAM control register includes two bits which can be 
used to control RAM accesses and determine the adequacy 
of the standby power source during power-down operation. 
It is intended that RAME be cleared and STBY PWR be set 
as part of a power-down procedure. 

RAM CONTROL REGISTER 

7 6 5 4 3 2 10 



$14 



Bits 0-5 Not used. 

Bit 6 RAM Enable — This read/write bit can be used to 
remove the entire RAM from the internal memory 
map. RAME is set (enabled) during reset provided 
standby power is available on the positive edge of 
RESET. If RAME is clear, any access to a RAM ad- 
dress is external. If RAME is set, the RAM is includ- 
ed in the internal map. 

Bit 7 Standby Power - This bit is a read/write status bit 
which when cleared indicates that Vcc standby 
has decreased sufficiently below VsBB (minimum) 
to make data in the standby RAM suspect. It can 
be set only by software and is not affected during 
reset. 

PROGRAMMABLE TIMER 

The programmable timer can be used to perform 
measurements on two separate input waveforms while in- 
dependently generating three output waveforms. Pulse 
widths can vary from several microseconds to many 
seconds. A block diagram of the timer is shown in Figure 21 . 

COUNTER ($09:0A), ($15, $16) 

The key timer element is a 16-bit free-running counter 
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which is incremented by E (enable). It is cleared during reset 
and is read-only with one exception; in mode a write to the 
counter ($09) will configure it to $FFF8. This feature, intend- 
ed for testing, can disturb serial operations because the 
counter provides the SCI internal bit rate clock. The TOF is 
set whenever the counter contains all ones. If ETOI is set, an 
interrupt will occur when the TOF is set. The counter may 
also be read as $15 and $16 to avoid inadvertently clearing 
the TOF. 

OUTPUT COMPARE REGISTERS ($0B:OC), ($1A:1B), 
($1C:1D) 

The three output compare registers are 16-bit read/write 
registers, each used to control an output waveform or pro- 
vide an arbitrary time-out flag. They are compared with the 
free-running counter during the negative half of each E cy- 
cle. When a match occurs, the corresponding output com- 
pare flag (OCF) is set and the corresponding output level 
(OLVL) is clocked to an output level register. If both the cor- 
responding output enable bit and data direction register bit 
are set, the value represented in the output level register will 
appear on the corresponding port pin. The appropriate OLVL 
bit can then be changed for the next compare. 

The function is inhibited for one cycle after a write to its 
high byte ($0B, $1A, or $10) to ensure a valid compare after 
a double byte write. Writes can be made to either byte of the 
output compare register without affecting the other byte. 
The OLVL value will be clocked out independently of 
whether the OCF had previously been cleared. The output 
compare registers are set to $FFFF during reset. 

INPUT CAPTURE REGISTERS ($OD:OE), ($1E:1F) 

The two input capture registers are 16-bit read-only 
registers used to store the free-running counter when a 
"proper" input transition occurs as defined by the cor- 
responding input edge bit (IEDG1 or IEDG2). The input pin's 
data direction register should be configured as an input, but 
the edge detect circuit always senses RIO and P20 even 
when configured as an output. The counter value will be 
latched into the input capture registers on the second 
negative edge of the E clock following the transition. 

An input capture can occur independently of ICF; the 
register always contains the most current value. Counter 
transfer is inhibited, however, between accesses of a double 
byte MPU read. The input pulse width must be at least two E 
cycles to ensure an input capture under all conditions. 



TIMER CONTROL AND STATUS REGISTERS 

Four registers are used to provide the MC6801U4/ 
MC6803U4 with control and status information about the 
three output compare functions, the timer overflow func- 
tion, and the two input edge functions of the timer. They 
are: 

Timer Control and Status Register (TCSR) 

Timer Control Register 1 (TCR1) 

Timer Control Register 2 (TCR2) 

Timer Status Register (TSR) 
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FIGURE 21 - BLOCK DIAGRAM OF PROGRAMMABLE TIMER 
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TIMER CONTROL AND STATUS REGISTER (TCSR) 
($08) — The timer control and status register is an 8-bit 
register of which all bits are readable, while only bits 0-4 can 
be written. All the bits in this register are also accessible 
through the two timer control registers and the timer status 
register. The three most significant bits provide the timer 
status and indicate if: 

1 . a proper level transition has been detected at P20, 

2. a match has occurred between the free-running 
counter and output compare register 1, or 

3. the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR. 

TIMER CONTROL AND STATUS REGISTER 

7 6 5 4 3 2 10 

[iCFI I 0CF1 I TOF I ElCn | E0CI1 | ETOI [ IEDG1 |0LVLl| $08 

Bit Output Level 1 — 0LVL1 is clocked to output level 
register 1 by a successful output compare and will 
appear at P21 if bit 1 of the port 2 data direction 
register is set and the 0E1 control bit in timer con- 
trol register 1 is set. 0LVL1 and output level 
register 1 are cleared during reset. Refer to TIMER 
CONTROL REGISTER 1 (TCR1) ($17). 

Bit 1 Input Edge 1 — IEDG1 is cleared during reset and 
controls which level transition on P20 will trigger a 
counter transfer to input capture register 1: 
IEDG1 =0 transfer on a negative-edge 
IEDG1 = 1 transfer on a positive-edge 
Refer to TIMER CONTROL REGISTER 1 (TCR1) 
($17). 

Bit 2 Enab le Timer Overflow Interrupt — When set, an 
IRQ2 interrupt will be generated when the timer 
overflow flag is set; when clear, the interrupt is in- 
hibited. ETOI is cleared during reset. Refer to 
TIMER CONTROL REGISTER 2 (TCR2) ($18). 

Bit 3 En able O utput Compare Interrupt 1 - When set, 
an IRQ2 interrupt will be generated when output 
compare flag 1 is set; when clear, the interrupt is in- 
hibited. E0CI1 is cleared during reset. Refer to 
TIMER CONTROL REGISTER 2 (TCR2) ($18). 

Bit 4 Enab le Input Capture Interrupt 1 — When set, an 
IRQ2 interrupt will be generated when input cap- 
ture flag 1 is set; when clear, the interrupt is in- 
hibited. El Oil is cleared during reset. Refer to 
TIMER CONTROL REGISTER 2 (TCR2) ($18). 

Bit 5 Timer Overflow Flag — The TOF is set when the 
counter contains all ones ($FFFF). It is cleared by 
reading the TCSR or the TSR (with TOF set) and 
the counter high byte ($09), or during reset. Refer 
to TIMER STATUS REGISTER (TSR) ($19). 

Bit 6 Output Compare Flag 1 — 0CF1 is set when output 
compare register 1 matches the free-running 
counter. 0CF1 is cleared by reading the TCSR or 
the TSR (with 0CF1 set) and then writing to output 
compare register 1 ($0B or $0C), or during reset. 
Refer to TIMER STATUS REGISTER (TSR) ($19). 



Bit 7 Input Capture Flag — ICFI is set to indicate that a 
proper level transition has occurred; it is cleared by 
reading the TCSR or the TSR (with ICFI set) and 
the input capture register 1 high byte ($0D), or dur- 
ing reset. Refer to TIMER STATUS REGISTER 
(TSR) ($19). 

TIMER CONTROL REGISTER 1 (TCR1) ($17) - Timer 
control register 1 is an 8-bit read/write register which con- 
tains the control bits for interfacing the output compare and 
input capture registers to the corresponding I/O pins. 



TIMER CONTROL REGISTER 1 

7 6 5 4 3 2 10 

|0E3 I 0E2 I 0E1 I IEDG2[lEDGl|0LVL3|0LVL2|0LVLl[ $17 



Bit Output Level 1 - 0LVL1 is clocked to output level 
register 1 by a successful output compare and will 
appear at P21 if bit 1 of the port 2 data direction 
register is set and the 0E1 control bit is set. 0LVL1 
and output level register 1 are cleared during reset. 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

Bit 1 Output Level 2 - 0LVL2 is clocked to output level 
register 2 by a successful output compare and will 
appear at P11 if bit 1 of port 1 data direction register 
is set and the 0E2 control bit is set. 0LVL2 and out- 
put level register 2 are cleared duhng reset. 

Bit 2 Output Level 3 - GLVL3 is clocked to output level 
register 3 by a successful output compare and will 
appear at P12 if bit 2 of port 1 data direction register 
is set and the 0E3 control bit is set. 0LVL3 and out- 
put level register 3 are cleared during reset. 

Bit 3 Input Edge 1 — 1EDG1 is cleared during reset and 
controls which level transition on P20 will trigger a 
counter transfer to input capture register 1 . 
lEDGl =0 transfer on a negative-edge 
1EDG1 = 1 transfer on a positive-edge 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

Bit 4 Input Edge 2 — 1EDG2 is cleared during reset and 
controls which level transition on P10 will trigger a 
counter transfer to input capture register 2. 
IEDG2=0 transfer on a negative-edge 
IEDG2= 1 transfer on a positive-edge 

Bit 5 Output Enable 1 — 0E1 is set during reset and 
enables the contents of output level register 1 to be 
connected to P21 when bit 1 of port 2 data direc- 
tion register is set. 

0E1 =0 port 2 bit 1 data register output 

0E1 = 1 output level register 1 

Bit 6 Output Enable 2 — 0E2 is cleared during reset and 
enables the contents of output level register 2 to be 
connected to P11 when bit 1 of port 1 data direc- 
tion register is set. 

OE2 = port 1 bit 1 data register output 

0E2= 1 output level register 2 



i 
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Bit 7 Output Enable 3 — 0E3 is cleared during reset and 
enables the contents of output level register 3 to be 
connected to P12 when bit 2 of port 1 data direc- 
tion register is set 

OE3 = port 1 bit 2 data register output 

0E3= 1 output level register 3 

TIMER CONTROL REGISTER 2 (TCR2) ($18) - Timer 
control register 2 is an 8-bit read/write register (except bits 
and 1) which enable the interrupts associated with the free- 
running counter, the output compare registers, and the input 
capture registers. In test mode 0, two more bits (clock and 
test) are available for checking the timer. 

TIMER CONTROL REGISTER 2 
(Non-Test Modes) 



|eICI2 I EICI1 I EOCI3|eOCI2|eOCI1 | ETOI I 



Bits 0-1 Read-Only Bits - When read, these bits return a 
value of 1 . Refer to TIMER CONTROL REGISTER 2 
(Test Mode). 

Bit 2 Enab le Timer Overflow Interrupt — When set, an 
IRQ2 interrupt will be generated when the timer 
overflow flag is set; when clear, the interrupt is in- 
hibited. ETOI is cleared during reset. Refer to 
TIMER CONTROL AND STATUS REGISTER 
(TCSR) ($08). 

Bit 3 En able O utput Compare Interrupt 1 — When set, 
an IRQ2 interrupt will be generated when the out- 
put compare flag 1 is set; when clear, the interrupt 
is inhibited. EOCIl is cleared during reset. Refer to 
TIMER CONTROL AND STATUS REGISTER 
(TCSR) ($08). 

Bit 4 En able O utput Compare Interrupt 2 - When set, 
an IRQ2 interrupt will be generated when the out- 
put compare flag 2 is set; when clear, the interrupt 
is inhibited. E0CI2 is cleared during reset. 

Bit 5 En able O utput Compare Interrupt 3 - When set, 
an IRQ2 interrupt will be generated when the out- 
put compare flag 3 is set; when clear, the interrupt 
is inhibited. E0CI3 is cleared during reset. 

Bit 6 Enab le Input Capture Interrupt 1 — When set, an 
IRQ2 interrupt will be generated when the input 
capture flag 1 is set; when clear, the interrupt is in- 
hibited. EICI1 is cleared during reset. Refer to 
TIMER CONTROL AND STATUS REGISTER 
(TCSR) ($08). 

Bit 7 Enab le Input Capture Interrupt 2 - When set, an 
IRQ2 interrupt will be generated when the input 
capture flag 2 is set; when clear, the interrupt is in- 
hibited. EICI2 is cleared during reset. 

The timer test bits (test and clock) allow the free-running 
counter to be tested as two separate 8-bit counters to speed 
testing. 



TIMER CONTROL REGISTER 2 
(Test Mode) 
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Bit CLOCK - The CLOCK control bit selects which 

half of the 16-bit free-running counter (MSB or 

LSB) should be clocked with E. The CLOCK bit is a 

read/write bit only in mode and is set during 

reset. 

CLOCK = — Only the eight most significant bits 

of the free-running counter run with TEST = 0. 

CLOCK =1 - Only the eight least significant bits 

of the free-running counter run when 

TEST = 0. 

Bit 1 TEST — the TEST control bit enables the timer test 
mode. TEST is a read/write bit in mode and is set 
during reset. 
TEST = — Timer test mode enabled; 

a) The timer LSB latch is transparent which 
allows the LSB to be read independently 
of the MSB. 

b) Either the MSB or the LSB of the timer is 
clocked by E, as defined by the CLOCK 
bit. 

TEST= 1 — Timer test mode disabled. 

Bits 2-7 See TIMER CONTROL REGISTER 2 (Non-Test 
Modes). (These bits function the same as in the 
non-test modes.) 

TIMER STATUS REGISTER (TSR) ($19) - The timer 
status register is an 8-bit read-only register which contains 
the flags associated with the free-running counter, the out- 
put compare registers, and the input capture registers. 

TIMER STATUS REGISTER 



$19 



Bits 0-1 Not used. 

Bit 2 Timer Overflow Flag — The TOP is set when the 
counter contains all ones ($FFFF). It is cleared by 
reading the TSR or the TCSR (with TOF set) and 
then the counter high byte ($(D9), or during reset. 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

Bit 3 Output Compare Flag 1 — 0CF1 is set when output 
compare register 1 matches the free-running 
counter. 0CF1 is cleared by reading the TSR or the 
TCSR (with 0CF1 set) and then writing to output 
compare register 1 ($0B or $0C), or during reset. 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

Bit 4 Output Compare Flag 2 - 0CF2 is set when output 
compare register 2 matches the free-running 
counter. 0CF2 is cleared by reading the TSR (with 
0CF2 set) and then writing to output compare 
register 2 ($1A or $1B), or during reset. 

Bit 5 Output Compare Flag 3 — 0CF3 is set when output 
compare register 3 matches the free-running 
counter. 0CF3 is cleared by reading the TSR (with 
0CF3 set) and then writing to output compare 
register 3 ($1C or $1D), or during reset. 

Bit 6 Input Capture Flag 1 — ICF1 is set to indicate that a 
proper level transition has occurred; it is cleared by 
reading the TSR or the TCSR (with ICF1 set) and 
the input capture register 1 high byte ($0D), or dur- 
ing reset. Refer to TIMER CONTROL AND 
STATUS REGISTER (TCSR) ($08). 
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Bit 7 Input Capture Flag 2 — ICF2 is set to indicate that a 
proper level transition has occurred; it is cleared by 
reading the TSR (with ICF2 set) and the input cap- 
ture register 2 high byte ($1E), or during reset. 

SERIAL COMMUNICATIONS INTERFACE 

A full-duplex asynchronous serial communications inter- 
face (SCI) is provided with two data formats and a variety of 
rates. The SCI transmitter and receiver are functionally in- 
dependent but use the same data format and bit rate. Serial 
data formats include standard mark/space (NRZ) and bi- 
phase and both provide one start bit, eight data bits, and one 
stop bit. "Baud" and "bit rate" are used synonymously in 
the following description. 

WAKE-UP FEATURE 

In a typical serial loop multiprocessor configuration, the 
software protocol will usually identify the addressee(s) at the 
beginning of the message. In order to permit uninterested 
MRUs to ignore the remainder of the message, wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until its data line goes 
idle. An SCI receiver is re-enabled by an idle string of ten 
consecutive ones or during reset. Software must provide for 



the required idle string between consecutive messages and 
prevent it within messages. 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable: 

• Format: standard mark/space (NRZ) or bi-phase 

• Clock: external or internal bit rate clock 

• Baud: one of eight per E clock frequency or external 
clock ( X 8 desired baud) 

• Wake-Up Feature: enabled or disabled 

• Interrupt Requests: enabled individually for transmitter 
and receiver 

• Clock Output: internal bit rate clock enabled or disabled 
to P22 

SERIAL COMMUNICATIONS REGISTERS 

The serial communications interface includes four ad- 
dressable registers as depicted in Figure 22. It is controlled 
by the rate and mode control register and the 
transmit/ receive control and status register. Data is transmit- 
ted and received utilizing a write-only transmit register and a 
read-only receive register. The shift registers are not accessi- 
ble to software. 
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FIGURE 22 - SCI REGISTERS 
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RATE AND MODE CONTROL REGISTER (RMCR) ($10) 

— The rate and mode control register controls the SCI bit 
rate, format, clock source, and under certain conditions, the 
configuration of P22. The register consists of five write-only 
bits which are cleared during reset. The two least significant 
bits in conjunction with bit 7 control the bit rate of the inter- 
nal clock and the remaining two bits control the format and 
clock source. 

RATE AND MODE CONTROL REGISTER 



$10 



Bit 1:Bit SS1:SS0 Speed Select - These two bits select 
the baud when using the internal clock. Eight 
rates may be selected (in conjunction with bit 7) 
which are a function of the MCU input frequen- 
cy. Table 6 lists bit time and rates for three 
selected MCU frequencies. 

Bit3:Bit 2 CC1:CC0 Clock Control and Format Select - 

These two bits control the format and select the 
serial clock source. If CCl is set, the DDR value 



7 


6 


5 


4 


3 


2 


1 





|ebe 


X 


X 


X 


CCl 
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for P22 is forced to the complement of CCO and 
cannot be altered until CCl is cleared. If CCl is 
cleared after having been set, its DDR value is 
unchanged. Table 7 defines the formats, clock 
source, and use of P22. 

Bits 4-6 Not used. 

Bit 7 EBE Enhanced Baud Enable - EBE selects the 

standard MC6801 baud rates when clear and the 
additional baud rates when set (Table 6). This 
bit is cleared by reset and is a write-only control 
bit. 

EBE = standard MC6801 baud rates 

EBE=1 additional baud rates 

If both CCl and CCO are set, an external TTL-compatible 
clock must be connected to P22 at eight times (8x) the 
desired bit rate, but not greater than E, with a duty cycle of 
50% (±10%). If CCl ;CCO= 10, the internal bit rate clock is 
provided at P22 regardless of the values for TE or RE. 

NOTE 

The source of SCI internal bit rate clock is the timer 
free-running counter. An MPU write to the counter in 
mode can disturb serial operations. 



TABLE 6 - SCI BIT TIMES AND RATES 
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3.33 ms 
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600.0 
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13.0 pS 
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* Using maximum clock rate 



TABLE 7 - SCI FORMAT AND CLOCK SOURCE CONTROL 
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TRANSMIT/RECEIVE CONTROL AND STATUS 
REGISTER (TRCSR) ($11) - The transmit/ receive control 
and status register controls the transmitter, receiver, wake- 
up feature, and two individual interrupts, and monitors the 
status of serial operations. All eight bits are readable while 
bit s to 4 are also writable. The register is initialized to $20 
by RESET. 

TRANSMIT/RECEIVE CONTROL AND STATUS REGISTER 

7 6 5 4 3 2 10 

|rDRF |ORFE |tdRE [ RIE | RE | TIE | IE | WU | $11 

Bit "Wake-Up" on Idle Line - When set, WU enables 
the wake-up function; it is cleared by ten con- 
secutive ones or during reset. WU will not be set if 
the line is idle. Refer to WAKE-UP FEATURE. 

Bit 1 Transmit Enable - When set, P24 DDR bit is set, 
cannot be changed, and will remain set if TE is 
subsequently cleared. When TE is changed from 
clear to set, the transmitter is connected to P24 and 
a preamble of nine consecutive ones is transmitted. 
TE is cleared during reset. 

Bit 2 Transmit Interrupt Enable - When set, an IRQ2 is 
set; when clear, the interrupt is inhibited. TE is 
cleared during reset. 

Bit 3 Receive Enable - When set, the P23 DDR bit is 
cleared, cannot be changed, and will remain clear if 
RE is subsequently cleared. While RE is set, the SCI 
receiver is enabled. RE is cleared during reset. 

Bit 4 Receiver Interrupt Enable - When set, an IRQ2 in- 
terrupt Is enabled when RDRF and/or ORFE is set; 
when clear, the interrupt is inhibited. RIE is cleared 
during reset. 

Bit 5 Transmit Data Register Empty - TDRE is set when 
the transmit data register is transferred to the out- 
put serial shift register or during reset. It is cleared 
by reading the TRCSR (with TDRE set) and then 
writing to the transmit data register. Additional 
data will be transmitted only if TDRE has been 
cleared. 



Bit 6 Overrun Framing Error — If set, ORFE indicates 
either an overrun or framing error. An overrun is a 
new byte ready to transfer to the receiver data 
register with RDRF still set. A receiver framing error 
has occurred when the byte boundaries of the bit 
stream are not synchronized to the bit counter. An 
overrun can be distinguished from a framing error 
by the state of RDRF: if RDRF is set, then an over- 
run has occurred; otherwise, a framing error has 
been detected. Data is not transferred to the 
receive data register in an overrun condition. Un- 
framed data causing a framing error is transferred 
to the receive data register. However, subsequent 
data transfer is blocked until the framing error flag 
is cleared. ORFE is cleared by reading the TRCSR 
(with ORFE set) then the receive data register, or 
during reset. 

Bit 7 Receive Data Register Full — RDRF is set when the 
input serial shift register is transferred to the receive 
data register, or during reset. 

SERIAL OPERATIONS 

The SCI is initialized by writing control bytes first to the 
rate and mode control register and then to the 
transmit/ receive control and status register. When TE is set, 
the output of the transmit serial shift register is connected to 
P24 and serial output is initiated by transmitting a 9-bit 
preamble of ones. 

At this point, one of two situations exists: 1 ) if the transmit 
data register is empty (TDRE=1), a continuous string of 
ones will be sent indicating an idle line; or 2) if a byte has 
been written to the transmit data register (TDRE=0), it will 
be transferred to the output serial shift register (synchro- 
nized with the bit rate clock), TDRE will be set, and transmis- 
sion will begin. 

The start bit (0), eight data bits (beginning with bit 0), and 
a stop bit (1) will be transmitted. If TDRE is still set when the 
next byte transfer occurs, ones will be sent until more data is 
provided. In bi-phase format, the output toggles at the start 
of each bit and at half-bit time when a one is sent. Receive 
operation is controlled by RE which configures P23 as an in- 
put and enables the receiver. SCI data formats are illustrated 
in Figure 23. 
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FIGURE 23 - SCI DATA FORMATS 
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INSTRUCTION SET 

The MC6801U4/MC6803U4 is directly source compatible 
with the MC6801 and upward source and object code com- 
patible with the MC6800. Execution times of key instructions 
have been reduced and several instructions have been 
added, including a hardware multiply. A list of new opera- 
tions added to the MC6800 instruction set is shown in 
Table 1. 

In addition, two special opcodes, 4E and 5E, are provided 
for test purposes. These opcodes force the program counter 



to increment like a 16-bit counter causing address lines used 
in the expanded modes to increment until the device is reset. 
These opcodes have no mnemonics. 

The coding of the first (or only) byte corresponding to an 
executable Instruction is sufficient to identify the instruction 
and the addressing mode. The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 8. There are 220 valid machine codes, 34 unassigned 
codes, and 2 codes reserved for test purposes. 



TABLE 8 - CPU INSTRUCTION MAP 
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E8 


EORB 






4 


2 


19 


DAA 


INHER 


2 1 


4D 


TSTA 






2 ' 1 


81 


CM PA 


t 


i 


2 


2 


B5 


BITA 






4 


3 


E9 


ADCB 






4 


2 


lA 


• 






4E 


T 








82 


SBCA 






2 


2 


B6 


LDAA 






4 


3 


EA 


ORAB 






4 


2 


IB 


ABA 


INHER 


2 1 


4F 


CLRA 






2 1 


83 


SUBD 






4 


3 


B7 


STAA 






4 


3 


EB 


ADDB 






4 


2 


IC 


• 






60 


NEGB 






2 1 


84 


ANDA 






2 


2 


B8 


EORA 






4 


3 


EC 


LDD 






5 


2 


ID 


• 






51 


• 








85 


BITA 






2 


2 


B9 


ADCA 






4 


3 


ED 


STD 






5 


2 


IE 


• 






52 


• 








86 


LDAA 






2 


2 


BA 


ORAA 






4 


3 


EE 


LDX 


7 


5 


2 


IF 


• 






53 


COMB 






2 1 


87 


• 










BB 


ADDA 






4 


'3 


EF 


STX 


INDXD 


5 


2 


20 


BRA 


REL 


3 2 


64 


LSRB 






2 1 


88 


EORA 






2 


2 


BC 


CPX 






6 


3 


FO 


SUBB 


EXTND 


4 


3 


21 


BRN 


> 


I 


3 2 


55 


• 








89 


ADCA 






2 


2 


BD 


JSR 






6 


3 


Fl 


CMPB 


> 


^ 


4 


3 


22 


BHI 






3 2 


66 


RORB 






2 1 


8A 


ORAA 




' 


2 


2 


BE 


LDS- 


1 


' 


5 


3 


F2 


SBCB 




4 


3 


23 


BLS 






3 2 


57 


ASRB 






2 1 


88 


ADDA 


\ 


2 


2 


BF 


STS 


EXTND 


5 


3 


F3 


ADDD 






6 


3 


24 


BCC 






3 2 


58 


ASLB 






2 1 


80 


CPX 


IMMED 


4 


3 


CO 


SUBB 


IMMED 


2 


2 


F4 


ANDB 






4 


3 


25 


BCS 






3 2 


59 


ROLB 






2 1 


8D 


BSR 


REL 


6 


2 


CI 


CMPB 


t 


I 


2 


2 


F5 


BITB 






4 


3 


26 


BNE 






3 2 


5A 


DECB 






2 1 


8E 


LDS 


IMMED 


3 


3 


C2 


SBCB 






2 


2 


F6 


LDAB 






4 


3 


27 


BEQ 






3 2 


5B 


• 








8F 


• 








C3 


ADDD 






4 


3 


F7 


STAB 






4 


3 


28 


BVC 






3 2 


5C 


INCB 






2 1 


90 


SUBA 


DIR 


3 


2 


C4 


ANDB 






2 


2 


F8 


EORB 






4 


3 


29 


BVS 






3 2 


5D 


TSTB 






2 1 


91 


CMPA 


/ 


k 


3 


2 


C6 


BITB 






2 


2 


F9 


ADCB 






4 


3 


2A 


BPL 






3 2 


6E 




1 


' 




92 


SBCA 






3 


2 


06 


LDAB 






2 


2 


FA 


ORAB 






4 


3 


2B 


BMI 






3 2 


5F 


CLRB 


INHER 


2 1 


93 


SUBD 






6 


2 


C7 


• 










FB 


ADDB 






4 


3 


2C 


BGE 






3 2 


60 


NEG 


INDXD 


6 2 


94 


ANDA 






3 


2 


C8 


EORB 






2 


2 


FC 


LDD 






5 


3 


2D 


BIT 






3 2 


61. 




/ 


k 




95 


BITA 






3 


2 


C9 


ADCB 






2 


2 


FD 


STD 






5 


3 


2E 


BGT 


^ 


1 


3 2 


62 










96 


LDAA 






3 


2 


CA 


ORAB 






2 


2 


FE 


LDX 


> 


' 


6 


3 


2F 


BLE 


REL 


3 2 


63 


COM 






6 2 


97 


STAA 






3 


2 


CB 


ADDB 






2 


2 


FF 


STX 


EXTND 


5 


3 


30 


TSX 


INHER 


3 1 


64 


LSfl 






6 2 


98 


EORA 






3 


2 


CC 


LDD 






3 


3 












31 


INS 


l\ 


3 1 


65 










99 


ADCA 






3 


2 


CD 


• 


1 


' 








♦ UNDEFINED OP CODE 




32 


PULA 




4 1 


66 


ROR 


1 


' 


6 2 


9A 


ORAA 




, 


3 


2 


CE 


LDX 


IMMED 


3 


3 












33 


PULB 


1 ' 


4 1 


67 


ASR 


INDXD 


6 2 


98 


ADDA 


' 


' 


3 


2 


CF 


• 



















NOTES: 

1 . Addressing Modes 

INHER "Inherent INOXD^Indexed IMMEDKlmmediate 
REL«Relative EXTND "Extended DIR«Direct 

2. Unassigned opcodes are indicated by "•" and should not be executed. 

3. Codes marked by "T" force the PC to function as a 16-bit counter. 
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PROGRAMMING MODEL 

A programming model for the MC6801U4/MC6803U4 is 
shown in Figure 8. Accumulator A can be concatenated with 
accumulator B and jointly referred to as accumulator D 
where A is the most significant byte. Any operation which 
modifies the double accumulator will also modify ac- 
cumulators A and/or B. Other registers are defined as 
follows: 

PROGRAM COUNTER - The program counter is a 16-bit 
register which always points to the next instruction. 

STACK POINTER - The stack pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue. The stack resides in 
random-access memory at a location defined by the pro- 
grammer. 

INDEX REGISTER - The index register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing. 

ACCUMULATORS - The MRU contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit (ALU). They can also be 
concatenated and referred to as the D (double) accumulator. 

CONDITION CODE REGISTER - The condition code 
register indicates the results of an instruction and includes 
the following five condition bits: negative (N), zero (Z), 
overflow (V), carry/borrow from MSB (C), and half carry 
from bit 3 (H). These bits are testable by the conditional 
branch instructions. Bit 4 is the interrupt mask (I bit) and in- 
hibits all maskable interrupts when set. The two unused bits, 
B6 and B7, are read as ones. 

ADDRESSING MODES 

Six addressing modes can be used to reference memory. 
A summary of addressing modes for all instructions is 
presented in Tables 9, 10, 11, and 12 where execution times 
are provided in E cycles. Instruction execution times are 
summarized in Table 13. With an input frequency of 4 MHz, 
one E cycle is equivalent to one microsecond. A cycle-by- 
cycle description of bus activity for each instruction is pro- 
vided in Table 14 and descriptions of selected instructions 
are shown in Figure 24. 

IMMEDIATE ADDRESSING - The operand or "im- 
mediate byte(s)" is contained in the following byte(s) of the 



instruction where the number of bytes matches the size of 
the register. These are two or three byte instructions. 

DIRECT ADDRESSING - The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $00. 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access. In most applica- 
tions, the 256-byte area is reserved for frequently referenced 
data. 

EXTENDED ADDRESSING - The second and third bytes 
of the instruction contain the absolute address of the 
operand. These are three byte instructions. 

INDEXED ADDRESSING - The unsigned offset con- 
tained in the second byte of the instruction is added with 
carry to the index register and is used to reference memory 
without changing the index register. These are two byte in- 
structions. 

INHERENT ADDRESSING - The operand(s) is a register 
and no memory reference is required. These are single byte 
instructions. 

RELATIVE ADDRESSING - Relative addressing is used 
only for branch instructions. If the branch condition is true, 
the program counter is ovenwritten with the sum of a signed 
single byte displacement in the second byte of the instruc- 
tion and the current program counter. This provides a 
branch range of - 126 to -1-129 bytes from the first byte of 
the instruction. These are two byte instructions. 

SUMMARY OF CYCLE-BY-CYCLE OPERATION 

Table 14 provides a detailed description of the information 
present on the address bus, data bus, and the read/write 
(R/W) line during each cycle of each instruction. 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed. The information is categorized in 
groups according to addressing mode and number of cycles 
per instruction. In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner. Exceptions are indicated in the table. 

Note that during MRU reads of internal locations, the 
resultant value will not appear on the external data bus ex- 
cept in mode 0. "High order" byte refers to the most signifi- 
cant byte of a 16-bit value. 



i 
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TABLES - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 



a 



Pointer Operations 


MNEM 
































Boolean/ 
Arithmetic Operation 


Condition Codes j 


Immed 


Direct 


Index 


Extnd 


Inherent 


5 


4 


3 


2 


1 





Op 


~ 


» 


Op 


~ 


# 


Op 


~ 


» 


Op 


~ 


# 


Op 


~ 


» 


H 


I 


N 


Z 


V 


C 


Compare Index Register 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X-M:M + 1 








t 


t 


t 


t 


Decrement Index Register 


DEX 


























09 


3 


1 


X-1— X 








• 


t 


• 




Decrement Stack Pointer 


DES 


























34 


3 


1 


SP-1 — SP 








• 


• 


• 




Incrennent Index Register 


INX 


























08 


3 


1 


X+1— X 








• 


t 


• 




Increment Stack Pointer 


INS 


























31 


3 


1 


1 SP+1— SP 








• 


• 


• 




Load Index Register 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M— Xh,(M+1) — Xl 








t 


t 


R 




Load Stack Pointer 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M-*SPh,IM+1)-*SPl 








I 


t 


R 




Store Index Register 


STX 








DF 


4 


2 


EF 


5 


2 


FF 


5 


3 








Xh — M,Xl — (M + 1) 








t 


t 


R 




Store Stack Pointer 


STS 








9F 


4 


2 


AF 


5 


2 


BF 


5 


3 








SPh— 'IVI.SPl— *(M+1) 








t 


t 


R 




Index Reg— 'Stack Pointer 


TXS 


























35 


3 


1 


X-1— SP 










• 


• 




Stack Pntr— 'Index Register 


TSX 


























30 


3 


1 


SP+1— X 










• 


• 




Add 


ABX 


























3A 


3 


1 


B + X— 'X 










• 


• 




Push Data 


PSHX 


























3C 


4 


1 


Xl— 'Msp.SP-!— SP 
Xh-*Msp,SP-1 — SP 










• 


• 




Pull Data 


PULX 










_j 


J 














38 


5 


1 


SP+1— SP,Msp-*XH 
SP+1— SP.Msp — Xl 






J 




* 


* 
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Accumulator and 
Memory Operations 


MNEM 
































Boolean 


Condition Codes 


Immed 


Direct 


Index 


Extend 


Inher 


5 


4 


3 


2 


1 





[o^ 


~ 


# 


Op 


~ 


* 


Op 


- 


# 


Op 


~ 


# 


Op 


~ 


# 


Expression 


H 


1 


N 


Z 


V 


C 


Add Accumulators 


ABA 


























IB 


2 


1 


A+B — A 


t 




t 


t 


t 


t 


Add B to X 


ABX 


























3A 


3 


1 


0O:B + X — X 


• 




• 


• 


• 


• 


Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


B9 


4 


3 








A+M + C — A 


t 




t 


t 


I 


t 


ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








B+M + C — B 


t 




t 


t 


t 


t 


Add 


ADDA 


8B 


2 


2 


9B 


3 


2 


AB 


4 


2 


BB 


4 


3 








A+M— A 


t 




t 


t 


t 


t 


ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M — A 


t 




t 


t 


t 


t 


Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D+M:M + 1— D 






t 


t 


t 


t 


And 


ANDA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


B4 


4 


3 








A.M — A 






t 


t 


R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B.M — B 






I 


t 


R 


• 


Shift Left, Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 








^ 






t 


t 


t 


J 


ASLA 


























48 


2 


1 


IcMIIIIIIII -0 






\ 


t 


t 


I 


ASLB 


























58 


2 


1 


b7 bO 






\ 


t 


t 


t 


Shift Left Double 


ASLD 


























05 


3 


1 








t 


t 


t 


t 


Shift Right, Arithmetic 


ASR 














67 


6 


2 


77 


6 


3 








1 1 -^ 






t 


t 


t 


t 


ASRA 


























47 


2 


1 


L.|||||||||-|c| 






I 


I 


t 


t 


ASRB 


























57 


2 


1 


b7 bO 






t 


t 


t 


1 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A.M 






t 


t 


R 


• 


BITS 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B.M 






t 


t 


R 


• 


Compare Accumulators 


CBA 


























11 


2 


1 


A-B 






I 


I 


t 


I 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








00— -M 






R 


S 


R 


R 


CLRA 


























4F 


2 


1 


00 — A 






R 


S 


R 


R 


CLRB 


























5F 


2 


1 


OO— -B 






R 


s 


R 


R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


B1 


4 


3 








A-M 






t 


J 


t 


I 


CMPB 


CI 


2 


2 


D1 


3 


2 


El 


4 


2 


F1 


4 


3 








B-M 






t 


I 


t 


t 


Vs Complement 


COM 














63 


6 


2 


73 


6 


3 








M— -M 






t 


t 


R 


S 


COMA 


























43 


2 


1 


A — A 






t 


t 


R 


s 


COMB 


























53 


2 


1 


B — B 






t 


t 


R 


s 
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TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 2 of 2) 



Accumulator and 
Memory Operations 




































Condition Codes 


Immed 


Direct 


Index 


Extend 


Inher 


Boolean 5 


4 3 


2 


1 





MNEM 


Op 


- 


# 


Op 


- 


n 


Op 


- 


# 


Op 


- 


# 


Op 


- 


# 


Expression H 


1 N 


Z 


V 


C 


Decimal Adjust, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD • 


. t 




t 




Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M - 1 -* M • 






t 




DECA 


























4A 


2 


1 


A-1-— A • 






t 




DECB 


























5A 


2 


1 


B-1 —B • 






t 




Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A ® M— ' A • 






R 




EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B ® M — B • 






R 




Increment 


INC 














6C 


6 


2 


7C 


6 


3 








M+1-*M • 






t 




INCA 


























4C 


2 


1 


A+1— »A • 






t 




INCB 


























5C 


2 


1 


B + 1 — B 




t 


t 




Load Accumulators 
Load Double 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M— 'A • 






R 




LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B • 






R 




LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


PC 


5 


3 








M;M + 1 — 'D • 






R 




Logical Shift, Left 


LSL 














68 


6 


2 


78 


6 


3 














I 




LSLA 


























48 


2 




•^ 




J 


I 




[cl —1' 1 1 1 1 M 1 1 *-o • 


LSLB 


























58 


2 




EJ M, 1 1 1 1 1 1 1 1 






t 




LSLD 


























05 


3 






• I 




I 




Stiifl Right, Logical 


LSR 














64 


6 


2 


74 


6 


3 








— . 


• R 




t 




LSRA 


























44 


2 




o-MMMlMHci . 


• R 




I 




LSRB 


























54 


2 




b7 bO , 


• R 




t 




LSRD 


























04 


3 






• R 




t 




Multiply 


MUL 


























3D 


10 




AxB — D 


. • 




. 




2's Complement (Negate) 


NEC 














60 


6 


2 


70 


6 


3 








00-M— *M • 


. t 




t 




NEGA 


























40 


2 




00~A — A • 


. t 




t 




NEGB 


























50 


2 




OO-B-— B • 


• t 


t 


t 




No Operation 


NOP 


























01 


2 




PC+1— 'PC 


• • 


• 




• 


Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A+M— *A • 


. t 


t 


R 




ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B+M— *B • 


. I 


I 


R 


• 


Push Data 
Pull Data 


PSHA 


























36 


3 




A— 'Stack • 


• • 


• 


• 




PSHB 


























37 


3 




B — Stack 


• • 


• 


• 




PULA 


























32 


4 


1 


Stack— * A • 


• • 


• 


• 




PULB 


























33 


4 




Stack— 'B • 


• • 


• 


• 




Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 








<_ • 




I 


t 




ROLA 


























49 


2 




IcMlllllillHcl . 




I 


t 




ROLB 


























59 


2 




b7 bO , 




t 


t 




Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 








_ 




I 


t 




RORA 


























46 


2 




IchlMlllllhN . 




t 


I 




RORB 


























56 


2 




b7 bO , 




I 


t 




Subtract Accumulator 


SBA 


























10 


2 




A-B— *A • 




t 


I 




Subtract with Carry 
Store Accumulators 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A-M-C-*A • 




t 


t 




SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B-M-C— *B • 




t 


t 




STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A— 'M • 




t 


R 




STAB 








D7 


3 


2 


E7 


4 


2 


" 


4 


3 








B — M 




I 


R 




STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D — M:M+1 • 




t 


R 




Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AO 


4 


2 


BO 


4 


3 








A-M — A • 




t 


t 




SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B-M — B • 




t 


I 




Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D-M:M + 1— D • 




t 


I 




Transfer Accumulator 


TAB 


























16 


2 


1 


A— 'B • 




t 


R 




TBA 


























17 


2 


1 


B— 'A • 




t 


R 




Test, Zero or Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M-00 




I 


R 


R 


TSTA 


























4D 


2 


1 


A~00 




t 


R 


R 


TSTB 


























5D 


2 


1 


B-00 




t 


R 


R 



B 



The condition code register notes are listed after Table 12, 
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TABLE 11 - JUMP AND BRANCH INSTRUCTIONS 



a 



Operations 


MNEM 
































Branch Test 


Condition Code Reg. 


Direct 


Relative 


Index 


Extend 


Inherent 


5 


4 


3 


2 


1 





^ 


- 


# 


Op 


~ 


* 


^ 


~ 


# 


Op 


~ 


It 


^ 


~ 


It 


H 


' 


N 


Z 


V 


C 


Branch Always 


BRA 








20 


3 


2 




















None 








• 






Branch Never 


BRN 








21 


3 


2 




















None 








• 






Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 








• 






Branch If Carry Set 


BCS 








25 


3 


2 




















C=1 








• 






Branch If = Zero 


BEG 








27 


3 


2 




















Z=1 








• 






Branch If aZero 


BGE 








2C 


3 


2 




















N ® V = 








• 






Branch If >Zero 


BGT 








2E 


3 


2 




















Z+(N ® V) = 








• 






Branch If Higher 


BHI 








22 


3 


2 




















C + Z = 








• 






Branch If Higher or Sanne 


BHS 








24 


3 


2 




















C = 








• 






Branch If <Zero 


BLE 








2F 


3 


2 




















Z + (N ffi V) = 1 








• 






Branch If Carry Set 


BLO 








25 


3 


2 




















C=l 








• 






Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z=1 








• 






Branch If <Zero 


BLT 








2D 


3 


2 




















N ® V=1 








• 






Branch If Minus 


BMI 








2B 


3 


2 




















N=l 








• 






Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 








• 






Branch If Overflow Clear 


BVC 








28 


3 


2 




















v=o 








• 


• 




Branch If Overflow Set 


BVS 








29 


3 


2 




















V=l 








. 


• 




Branch If Plus 


BPL 








2A 


3 


2 




















N = 








• 






Branch To Subroutine 


BSR 








8D 


6 


2 




















See Special Operations-Figure 24 








* 






Jump 


JMP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 








• 






. 






No Operation 


NOP 


























01 


2 






• 






• 






Return From Interrupt 


RTI 


























3B 


10 




See Special Operations-Figure 24 


t 


i 


i 


t 


i 


i 


Return From Subroutine 


RTS 


























39 


5 










. 






Software Interrupt 


SWI 


























3F 


12 










• 






Wait For Interrupt 


WAI 


























3E 


9 






• 











TABLE 12 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Condition Code Register | 


Inherent 


5 


4 


3 


2 


1 





MNEM 


Op 


~ 


# 


H 


1 


N 


Z 


V 


C 


Clear Carry 


CLC 


OC 


2 




O^C 




• 






• 


R 


Clear Interrupt Mask 


CLI 


OE 


2 




O-"! 




R 






• 


• 


Clear Overflow 


CLV 


OA 


2 




O — V 




. 






R 


• 


Set Carry 


SEC 


OD 


2 




1->C 




• 






• 


s 


Set Interrupt Mask 


SEI 


OF 


2 




1 — 1 




s 






• 


• 


Set Overflow 


SEV 


OB 


2 




l—V 




• 






S 


• 


Accumulator A — CCR 


TAP 


06 


2 




A — CCR 


t 


t 


I 


t 


: 


t 


CCR— ►Accumulator A 


TPA 


07 


2 




CCR — A 


• 


• 


• 


• 


• 


• 



LEGEND 

Op Operation Code (Hexadecimal) 

~ Number of MPU Cycles 

Msp Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
+ Arithmetic Plus 

- Arithmetic Minus 

• Boolean AND 

X Arithmetic Multiply 

+ Boolean Inclusive OR 

e Boolean Exclusive OR 

M Complement of M 

—■ Transfer Into 

Bit = Zero 

00 Byte = Zero 



CONDITION CODE SYMBOLS 

H Half-carry from bit 3 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow, 2's complement 

C Carry/Borrow from MSB 

R Reset Always 

S Set Always 

t Affected 

• Not Affected 
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TABLE 13 - INSTRUCTION EXECUTION TIMES IN E CYCLES 





ADDRESSING MODE 




s 

E 

E 


o 

o 

5 


•a 
» 
■o 
c 
o 

UJ 


■D 
O 
X 

o 

■a 
c 


c 
S 

c 


0) 

> 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 




• 
• 
3 
3 
5 
3 




• 
• 
4 
4 
6 
4 
6 


2 
3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC 

BCS 

BEQ 

BGE 

BGT 


• 






• 
6 

• 
• 
• 
• 
• 


3 
2 

• 
• 
• 
• 
• 


3 
3 
3 
3 
3 


BHI 
BHS 
BIT 
BLE 
BLO 
BLS 
BLT 








• 
• 
4 

• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 








• 
• 
• 
• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








• 
• 
• 
• 
6 
• 
4 


• 
2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EGR 

INC 

INS 






6 

• 


6 
6 

• 
6 
• 
• 
4 
6 
• 


2 

• 
2 
2 
3 
3 
• 
• 
3 







ADDRESSING MODE 




e 

E 

E 


o 
S 

5 


•D 

« 
■D 

C 
« 

UJ 


■o 
c 


c 
o 
e 

X 

c 


1 

<g 
o 

cc 


INX 

JMP 

JSR 

IDA 

LDD 

LDS 

LDX 


• 
• 
• 
2 
3 
3 
3 




• 

3 
6 
4 
5 
5 
5 


• 
3 
6 
4 
5 
5 
5 


3 

• 
• 
• 
• 
• 
• 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 






4 

• 
• 
• 
• 
6 
6 




• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 




10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 




4 
3 
5 


4 
5 
5 
5 
4 
6 
• 


5 
5 
5 
4 
6 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 


* 


• 


• 
• 
• 
• 
6 
• 
• 
• 




2 
2 
2 
2 
2 
3 
3 
9 





B 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 1 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



IMMEDIATE 



a 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Opcode Address 
Opcode Address + 1 


1 
1 


Opcode 
Operand Data 


LDS 
LDX 
LDD 


3 


1 
2 
3 


Opcode Address 
Opcode Address -1- 1 
Opcode Address -1-2 




Opcode 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -1-1 
Opcode Address + 2 
Address Bus FFFF 




Opcode 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 


Opcode Address 
Opcode Address -H 1 
Address of Operand 




Opcode 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Opcode Address 
Opcode Address -1- 1 
Destination Address 





Opcode 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -^ 1 
Address of Operand 
Operand Address -i- 1 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 

2 
3 

4 


Opcode Address 
Opcode Address -(- 1 
Address of Operand 
Address of Operand + 1 






Opcode 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 

2 
3 
4 
5 


Opcode Address 
Opcode Address -t- 1 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -1- 1 
Subroutine Address 
Stack Pointer 
Stack Pointer- 1 






Opcode 

Irrelevant Data 

First Subroutine Opcode 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 2 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



EXTENDED 



JMP 


3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Opcode Address -t- 2 




Opcode 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Address of Operand 




Opcode 

Address of Operand 

Address of Operand (Low Order Byte) 

Operand Data 


STA 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Operand Destination Address 




Opcode 

Destination Address (High Order Byte) 
Destination Address (Low Order Byte) 
Data from Accumulator 


LDS 
LDX 
LDD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address + 1 
Opcode Address -1-2 
Address of Operand 
Address of Operand -i- 1 




Opcode 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


STS 
STX 
STD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -t- 1 
Opcode Address -t- 2 
Address of Operand 
Address of Operand -^ 1 




Opcode 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


ASL LSR 
ASR NEC 
CLR ROL 
COM ROR 
DEC TST* 
INC 


6 


1 
2 
3 
4 
5 
6 


Opcode Address 
Opcode Address -1- 1 
Opcode Address -H 2 
Address of Operand 
Address Bus FFFF 
Address of Operand 




Opcode 

Address of Operand (High Order Byte) 

Address of Operand (Low Order Byte) 

Current Operand Data 

Low Byte of Restart Vector 

New Operand Data 


CPX 

SUBD 

ADDD 


6 


1 
2 
3 
4 
5 
6 


Opcode Address 
Opcode Address -(- 1 
Opcode Address -H 2 
Operand Address 
Operand Address -t- 1 
Address Bus FFFF 




Opcode 

Operand Address (High Order Byte) 
Operand Address (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 


6 


1 
2 
3 
4 
5 
6 


Opcode Address 
Opcode Address -1- 1 
Opcode Address -1-2 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer- 1 






Opcode 

Address of Subroutine (High Order Byte) 

Address of Subroutine (Low Order Byte) 

Opcode of Next Instruction 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



B 



*TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus= SFFFF. 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 3 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



i 



JMP 




3 


1 
2 
3 


Opcode Address 
Opcode Address H- 1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 


ADC 


EOR 


4 


1 


Opcode Address 




Opcode 


ADD 


LDA 




2 


Opcode Address -i- 1 




Offset 


AND 


ORA 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


BIT 


SBC 




4 


Index Register Plus Offset 




Operand Data 


CMP 


SUB 












STA 




4 


1 
2 
3 


Opcode Address 
Opcode Address +1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 








4 


Index Register Plus Offset 





Operand Data 


LDS 




5 


1 


Opcode Address 




Opcode 


LDX 






2 


Opcode Address-!- 1 




Offset 


LDD 






3 

4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset -H 1 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


SIS 




5 


1 


Opcode Address 




Opcode 


SIX 






2 


Opcode Address -(-1 




Offset 


STD 






3 


Address Bus FFFF 




Low Byte of Restart Vector 








4 


Index Register Plus Offset 





Operand Data (High Order Byte) 








5 


Index Register Plus Offset -I- 1 




Operand Data (Low Order Byte) 


ASL 


LSR 


6 


1 


Opcode Address 




Opcode 


ASR 


NEG 




2 


Opcode Address -1- 1 




Offset 


CLR 


ROL 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


COM 


ROR 




4 


Index Register Plus Offset 




Current Operand Data 


DEC 


TST» 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 






6 


Index Register Plus Offset 




New Operand Data 


CPX 




6 


1 


Opcode Address 




Opcode 


SUBD 






2 


Opcode Address -1- 1 




Offset 


ADDD 






3 
4 
5 
6 


Address Bus FFFF 
Index Register+ Offset 
Index Register-)- Offset-)- 1 
Address Bus FFFF 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 




6 


1 
2 
3 
4 


Opcode Address 
Opcode Address-)- 1 
Address Bus FFFF 
Index Register-)- Offset 




Opcode 

Offset 

Low Byte of Restart Vector 

First Subroutine Opcode 








5 


Stack Pointer 





Return Address (Low Order Byte) 








6 


Stack Pointer- 1 





Return Address (High Order Byte) 



•■TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus= $FFFF. 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 4 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



ABA 


DAA 


SEC 


2 


1 


Opcode Address 


1 


Opcode 




ASL 


DEC 


'SEI 




2 


Opcode Address + 1 


1 


Opcode of Next Instruction 




ASR 


INC 


SEV 














CBA 


LSR 


TAB 














CLC 


NEC 


TAP 














CLI 


NOP 


TBA 














CLR 


ROL 


TPA 














CLV 


ROR 


TST 














COM 


SBA 
















ABX 






3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Address Bus FFFF 




Opcode 

Irrelevant Data 

Low Byte of Restart Vector 




ASLD 






3 


1 


Opcode Address 




Opcode 




LSRD 








2 
3 


Opcode Address -1-1 
Address Bus FFFF 




Irrelevant Data 

Low Byte of Restart Vector 




DES 






3 


1 


Opcode Address 




Opcode 




INS 








2 
3 


Opcode Address -1-1 

Previous Stack Pointer Contents 




Opcode of Next Instruction 
Irrelevant Data 




INX 






3 


1 


Opcode Address 




Opcode 




DEX 








2 
3 


Opcode Address -1- 1 
Address Bus FFFF 




Opcode of Next Instruction 
Low Byte of Restart Vector 




PSHA 






3 


1 


Opcode Address 




Opcode 




PSHB 








2 
3 


Opcode Address -1-1 
Stack Pointer 




Opcode of Next Instruction 
Accumulator Data 




TSX 






3 


1 
2 
3 


Opcode Address 
Opcode Address 4- 1 
Stack Pointer 




Opcode 

Opcode of Next Instruction 

Irrelevant Data 




TXS 






3 


1 
2 
3 


Opcode Address 
Opcode Address -t- 1 
Address Bus FFFF 




Opcode 

Opcode of Next Instruction 

Low Byte of Restart Vector 




PULA 






4 


1 


Opcode Address 




Opcode 




PULB 








2 
3 
4 


Opcode Address -1- 1 
Stack Pointer 
Stack Pointer-i- 1 




Opcode of Next Instruction 

Irrelevant Data 

Operand Data from Stack 




PSHX 






4 


1 
2 
3 
4 


Opcode Address 
Opcode Address 4- 1 
Stack Pointer 
Stack Pointer- 1 




Opcode 

Irrelevant Data 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 




PULX 






5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -1- 1 
Stack Pointer 
Stack Pointer -f 1 
Stack Pointer -1-2 




Opcode 

Irrelevant Data 

Irrelevant Data 

Index Register (High Order Byte) 

Index Register (Low Order Byte) 




RTS 






5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -f 1 
Stack Pointer 
Stack Pointer -1-1 
Stack Pointer -f- 2 




Opcode 

Irrelevant Data 

Irrelevant Data 

Address of Next Instruction (High Orde 

Address of Next Instruction (Low Order 


Byte) 
Byte) 


WAI 






9 


1 
2 
3 
4 
5 
6 
7 
8 
9 


Opcode Address 
Opcode Address -1- 1 
Stack Pointer 
Stack Pointer- 1 
Stack Pointer -2 
Stack Pointer- 3 
Stack Pointer -4 
Stack Pointer -5 
Stack Pointer -6 











Opcode 

Opcode of Next Instruction 
Return Address (Low Order Byte) 
Return Address (High Order Byte) 
Index Register (Low Order Byte) 
Index Register (High Order Byte) 
Contents of Accumulator A 
Contents of Accumulator B 
Contents of Condition Code Register 





B 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 5 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



a 



MUL 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address + 1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address +1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer+1 




Contents of Condition Code Register from Stack 






5 


Stack Pointer + 2 




Contents of Accumulator B from Stack 






6 


Stack Pointer -1-3 




Contents of Accumulator A from Stack 






7 


Stack Pointer -1-4 




Index Register from Stack (High Order Byte) 






8 


Stack Pointer+5 




Index Register from Stack (Low Order Byte) 






9 


Stack Pointer -t- 6 




Next Instruction Address from Stack (High Order Byte) 






10 


Stack Pointer-f-7 




Next Instruction Address from Stack (Low Order Byte) 


SWI 


12 


1 


Opcode Address 




Opcode 






2 


Opcode Address -t- 1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer- 1 





Return Address (High Order Byte) 






5 


Stack Pointer- 2 





Index Register (Low Order Byte) 






6 


Stack Pointer- 3 





Index Register (High Order Byte) 






7 


Stack Pointer-4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer- 6 





Contents of Condition Code Register 






10 


Stack Pointer- 7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine (High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine (Low Order Byte) 



BCC BHT BNE BLO 


3 


1 


Opcode Address 


1 


Opcode 


BCS BLE BPL BHS 




2 


Opcode Address -F 1 


1 


Branch Offset 


BEQ BLS BRA BRN 




3 


Address Buss FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMI BVS 












BSR 


6 


1 


Opcode Address 


1 


Opcode 






2 


Opcode Address -t- 1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Opcode of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer- 1 





Return Address (High Order Byte) 
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JSR, Jump to Subroutine 



BSR, Branch To Subroutine 



RTS, Return from Subroutine 



FIGURE 24 - SPECIAL OPERATIONS 
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SWI, Software Interrupt 
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Legend: 
RTN = Address of next instruction in Main Program to be executed upon return from subroutine 
RTNh = Most significant byte of Return Address 
RTNl = Least significant byte of Return Address 
— • = Stack Pointer After Execution 
K = 8-bit Unsigned Value 
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APPENDIX 
CUSTOM MC6801U4 ORDERING INFORMATION 

A.I CUSTOM MC6801U4 ORDERING INFORMATION 

The custom MC6801U4 specifications may be transmitted 
to Motorola in any of tlie following media: 

1) EPROMs 

2) MDOS diskette 

The specification should be formatted and packed, as in- 
dicated in the appropriate paragraph below, and mailed 
prepaid and insured with a cover letter (see Figure A-2) to: 

Motorola Inc. 
3501 Ed Bluestein Blvd. 
Austin, Texas 78721 
Mail Drop L-13 

A copy of the cover letter should also be mailed separate- 
ly. 

A.2 EPROMs 

MCM2708 and MCM2716 type EPROMs, programmed 
with the custom program (positive logic sense for address 
and data), may be submitted for pattern generation. Both 
the MCM2708S and MCM2716s must be clearly marked to in- 
dicate which PROM corresponds to which address space 



EXORciser is a registered trademark of Motorola Inc. 
UNICORN is a trademark of Motorola Inc. 



Customer Name. 
Address 



($FOOO-$FFFF). See Figure A-1 for recommended marking 
procedure. 

FIGURE A-1 



XXX = Customer ID 

After the EPROMs are marked, they sould be placed in a 
conductive IC carrier and securely packed. Do not use 
styrofoam. 

A.3 DISKETTE (MDOS) 

The start/end location should be written on the label using 
EXORciser format. 



■MC6801U4L1 UNICORN Monitor- 



An MC6801U4 may be purchased without specify- 
ing the ROM pattern. This standard part is labeled as 
MC6801U4L1 and contains a 2K monitor (UNICORN) 
in the ROM. This monitor may be used to evaluate and 
debug a program under development. Details and a 
source listing are specified in the UNICORN Monitor 
Reference Manual M68UNICORN(D1). 



State. 



-City. 



.Zip_ 



Contact Ms/Mr. 



Customer Part #. 

Package Type 
D Ceramic 
n Plastic 

Marking 
D Standard 
D Special 



Pattern Media 
D 2708 EPROM 
D 2716 EPROM 
D Diskette (MDOS) 

n OTHER (See Note). 



NOTE: Other media require prior factory approval. 

Signature 

Title 
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8-BIT MICROCOMPUTER 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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SECTION 1 
INTRODUCTION 



1.1 GENERAL 

The MC6804J2 microcomputer unit (MCU) is a member of the l\/i6804 Family of very low-cost 
single-chip microcomputers. This 8-bit microcomputer contains a CPU, on-chip CLOCK, ROM, 
RAM, I/O, and TIMER. It is designed for the user who needs an economical microcomputer with 
the proven capabilities of the M68(X)-based instruction set. 

1.2 FEATURES 

The following are some of the hardware and software features of the MC6804J2 MCU. 

HARDWARE FEATURES 

• 5-Volt Single Supply 

• 32 Bytes of RAM 

• Memory Mapped I/O 

• 1CX)8 Bytes of Program ROM 

• 64 Bytes of Data ROM 

• 12 Bidirectional I/O Lines (Eight Lines with High Current Sink Capability) 

• On-Chip Clock Generator 

• Self-Test Mode 

• Master Reset 

• Complete Development System Support on EXORciser 

• Software Programmable 8-Bit Timer Control Register and Timer Prescaler (7 Bits, 2n) 

• Timer Pin is Programmable as Input or Output 

• On-Chip Circuit for ROM Verify 

SOFTWARE FEATURES 

• Similar to M6805 HMOS Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instruction 



B 
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SOFTWARE FEATURES (Continued) 

• Separate Flags for Interrupt and Normal Processing 

• Versatile Indirect Registers 

• Conditional Branches 

• Single Instruction Memory Examine/Change 

• True LIFO Stack Eliminates Stack Pointer 

• Nine Powerful Addressing Modes 

• Any Bit in Data Space Memory May be Tested 

• Any Bit in Data Space Memory Capable of Being Written to May be Set or Cleared 

USER SELECTABLE OPTIONS 

• 12 Bidirectional I/O Lines with LSTTL, LSTTL/CMOS, or Open-Drain Interface 

• Crystal or Low-Cost Resistor-Capacitor Oscillator 

• Mask Selectable Edge- or Level-Sensitive Interrupt Pin 
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NOTE: 8-Bit indirect registers X and Y, although shown as part of the CPU, are actually located In the 32x8 RAM at locations $80 
and $81 . 

Figure 1-1. MC6804J2 MCU Block Diagram 



MC6804J2 



9 



SECTION 2 
FUNCTIONAL PIN DESCRIPTION, MEMORY, CPU, AND REGISTERS 



This section provides a description of the functional pins, nnemory spaces, the central processing 
unit (CPU), and the various registers and flags. 

2.1 FUNCTIONAL PIN DESCRIPTION 

2.1.1 VccandVss 

Power is supplied to the MCU using these two pins. Vcc is power and Vss is the ground 
connection. 

2.1.2 IRQ 

This pin provides the capability for asynchronously applying an external interrupt to the MCU. Refer 
to 4.1 INTERRUPT for additional infornnation. 

2.1.3 XTALand EXTAL 

These pins provide connections to the on-chip clock oscillator circuit. A crystal, a resistor and 
capacitor, or an external signal, depending on the user selectable nnanufacturing mask option, can 
be connected to these pins to provide a system clock source with various stability/ cost tradeoffs. 
Lead lengths and stray capacitance on these two pins should be minimized. Refer to 4.4 INTERNAL 
CLOCK GENERATOR OPTIONS for recommendations concerning these inputs. 

2.1.4 TIMER 

In the input mode, the timer pin is connected to the prescaler input and serves as the timer clock. In 
the output mode, the timer pin signals that a time out of the timer has occurred. Refer to SECTION 
3 TIMER for additional information. 



2.1.5 RESET 



The RESET pin is used to restart the processor of the MC6804J2 to the beginning of a program. 
This pin, together with the MDS pin, is also used to select the operating mode of the MC6804J2. If 
the MDS pin is at zero volts, the normal mode is selected and the program counter is loaded with 
the user restart vector. However, if the MDS pin is at + 5 volts, then pins PA6 and PA7 are decoded 
to allow selection of the operating mode. Refer to 4.3 RESET for additional information. 
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2.1.6 MDS 



The MDS (mode select) pin is used to place the MCU into special operating modes. If MDS is held 
at + 5 volts at the exit of the reset state, the decoded state of PA6 and PA7 is latched to determine 
the operating mode (single-chip, self-test, or ROM verify). However, if MDS is held at zero volts 
at the exit of the reset state, the single-chip operating mode is automatically selected (regardless of 
PA6 and PA7 state). 

For those users familiar with the MC6801 microcomputer, mode selection is similar but much less 
complex in the MC6804J2. No special external diodes, switches, transistors, etc. are required in the 
MC6804J2. 

2.1.7 Input/ Output Lines (PA4-PA7, PB0-PB7) 

These 12 lines are arranged into one 4-bit port (A) and one 8-bit port (B). All lines are programmable 
as either inputs or outputs under software control of the data direction registers. Refer to SECTION 
5 INPUT/OUTPUT PORTS for additional information. 

2.2 MEMORY 

The MCU operates in three different memory spaces: program space, data space, and stack space. 
A representation of these memory spaces is shown in Figure 2-1 . The program space (Figure 2-1 a) 
contains all of the instructions that are to be executed, as well as the data required for the im- 
mediate addressing mode instructions, and the self-test and user vectors. The data space (Figure 
2-1 b) contains all of the RAM locations, plus I/O locations and some ROM used for storage of 
tables and constants. The stack space (Figure 2-1 c) contains RAM which is used for stacking 
subroutine and interrupt return addresses. 

The MCU is capable of addressing 4096 bytes of program space memory with its program counter 
and 256 bytes of data space memory with its instructions. The data space memory contains three 
bytes for port data registers, three bytes for port data direction registers, one byte for timer 
status/ control, 64 bytes ROM, 32 bytes RAM (which includes two bytes for X and Y indirect 
registers), two bytes for timer prescaler and count registers, and one byte for the accumulator. The 
program space section includes 304 bytes of self-test ROM, 1000 bytes program ROM, and eight 
bytes of vectors for self-test and user programs. 

2.3 CENTRAL PROCESSING UNIT 

The CPU of the M68(34 Family is implemented independently from the I/O or memory configuration. 
Consequently, it can be treated as an independent central processor communicating with I/O and 
memory via internal addresses, data, and control buses. 



E 
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(a) Program Space Memory Map 
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Reserved (All Ones) 



Self-Test ROM 



Program ROM 



Self-Test IRQ Vector 



Self-Test Restart Vector 



User IRQ Vector 



User Restart Vector 



(c) Stack Space Memory Map 



Level 2 



Level 3 



$ADF 
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$COF 
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$FF7 

$FF8-$FF9 

$FFA-$FFB 

$FFC-$FFD 

$FFE-$FFF 



(b) Data Space Memory Map 



Port A Data Register] - [ | | 
Port B Data Register 



1111 







Port A DDR 







Port B Data Direction Register 



1 1 



10 



Timer Status Control Register 



Future Expansion 



User Data Space ROM 
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Indirect Register X 



Indirect Register Y 



Data Space RAM 



Future Expansion 



Prescalet Register 



Timer Count Register 



Accumulator 



$00 

$01 

$02 

$03 

$04 

$05 

$06 
$07 



$09 
$0A 



$1F 
$20 



$5F 
$60 

$7F 
$80 

$81 
$82 



$9F 
$A0 



$FC 
$FD 

$FE 
$FF 



Figure 2-1. MC6804J2 MCU Address Map 
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2.4 REGISTERS 

The M6804 Family CPU has four registers and two flags available to the programmer. They are 
shown in Figure 2-2 and are explained in the following paragraphs. 



These Are 
Registers , 
In Data 
Space RAM 
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Interrupt Flags 



C Z 



Figure 2-2. Programming Model 



2.4.1 Accumulator (A) 

The accumulator is an 8-bit general purpose register used in all arithmetic calculations, logical 
operations, and data manipulations. The accumulator is implemented as the highest RAM location 
($FF) in data space and thus implies that several instructions exist which are not explicitly im- 
plemented. Refer to 6.3 IMPLIED INSTRUCTIONS for additional information. 

2.4.2 Indirect Registers (X, Y) 

These two indirect registers are used to maintain pointers to other memory locations in data space. 
They are used in the register-indirect addressing mode, and can be accessed with the direct, in- 
direct, short direct, or bit set/clear addressing modes. These registers are implemented as two of 
the 32 RAM locations ($80, $81) and as such generate implied instructions and may be manipulated 
in a manner similar to any RAM memory location in data space. Refer to 6.3 IMPLIED INSTRUC- 
TIONS for additional information. 

2.4.3 Program Counter (PC) 

The program counter is a 12-bit register that contains the address of the next ROM word to be used 
(may be opcode, operand, or address of operand). The 12-bit program counter is contained in PCL 
(low byte) and PCH (high nibble). 
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2.4.4 Flags (C, Z) 

The carry (C) bit is set on a carry or a borrow out of the ALU. It is cleared if the result of an 
arithmetic operation does not result in a carry or a borrow. The (C) bit is also set to the value of the 
bit tested in a bit test instruction, and participates in the rotate left instruction. 

The zero (Z) bit is set if the result of the last arithmetic or logical operation was equal to zero, other- 
wise it is cleared. 

There are two sets of these flags, one set is for interrupt processing, the other for all other routines. 
When an interrupt occurs, a context switch is made from the program flags to the interrupt flags 
(interrupt mode). An RTI forces the context switch back to the program flags (program mode). 
While in either mode, only the flags for that mode are available. Further, the interrupt flags will not 
be cleared upon entering the interrupt mode. Instead, the flags will be as they were at the exit of the 
last interrupt mode. Both sets of flags are cleared by reset. 

2.4.5 Stack 

There is a true LIFO stack incorporated in the MC6804J2 which eliminates the need for a stack 
pointer. Stack space is implemented in separate RAM (12-bits wide) shown in Figure 2-1 c. 
Whenever a subroutine call (or interrupt) occurs, the contents of the PC are shifted into the top 
register of the stack. At the same time (same cycle), the top register is shifted to the next level 
deeper. This happens to all registers with the bottom register falling out the bottom of the stack. 

Whenever a subroutine or interrupt return occurs, the top register is shifted into the PC and all 
lower registers are shifted up one level higher. The stack RAM is four levels deep. If the stack is 
pulled more than four times without any pushes, the address that was stored in the bottom level will 
be shifted into the PC. 
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SECTION 3 
TIMER 



3.1 INTRODUCTION 

A block diagram of the MC6804J2 tinner circuitry is shown in Figure 3-1 . The timer logic in the MCU 
is comprised of a simple 8-bit counter (timer count register, TCR) with a 7-bit prescaler, and a timer 
status/ control register (TSCR). The timer count register, which may be loaded under program con- 
trol, is decremented towards zero by a clock input (prescaler output). The prescaler is used to ex- 
tend the maximum interval of the overall timer. The prescaler tap is selected by bits 0-2 (PS0-PS2) 
of the timer status/ control register. Bits PS0-PS2 control the actual division of the prescaler within 
the range of divide-by-1 (20) to divide-by-128 (2^). The timer count register (TCR) and prescaler are 
decremented on rising clock edges. The coding of the TCSR PS0-PS2 bits produce a division in the 
prescaler as shown in Table 3-1. 



Table 3-1. Prescaler Coding Table 



B 



PS2 


PS1 


PSO 


Divide By 




PS2 


PSI 


PSO 


Divide By 











1 


1 








16 








1 


2 




1 





. 1 


32 





1 





4 




1 


1 





64 





1 


1 


8 




1 


1 


1 


128 



The TIMER pin may be programmed as either an input or an output depending on the status of 
TOUT (TSCR bit 5). Refer to Figure 3-1. In the input mode, TOUT is a logic zero and the TIMER pin 
is connected directly to the prescaler input. Therefore, the timer prescaler is clocked by the signal 
applied from the TIMER pin. The prescaler then divides its clock input by a value determined by the 
coding of the TSCR bits PS0-PS2 as shown in Table 3-1 . The divided prescaler output then clocks 
the 8-bit timer count register (TCR). When the TCR is decremented to zero, it sets the TMZ bit in 
the timer status/ control register (TSCR). The TMZ bit can be tested under program control to per- 
form a timer function whenever it goes high. The frequency of the external clock applied to the 
TIMER pin must be less than tbyte (fosc/48). 

In the output mode, TOUT is a logic one and the TIMER pin is connected to the DOUT latch. 
Therefore, the timer prescaler is clocked by the internal sync pulse (divide-by-48 of the internal 
oscillator). Operation is similar to that described above for the input mode. However, in the output 
mode, the low-to-high TMZ bit transition is used to latch the DOUT bit of the TSCR and provide it 
as output for the TIMER pin. 

NOTE 

TMZ is normally set to logic one when the timer times out (TCR decrements to $00); 
however, it may be set by a write of $00 to the TCR or by a write to bit 7 of the TSCR. 
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Figure 3-1. Timer Blocl< Diagram 



MC6804J2 



During reset, the tinner count register and prescaler are set to $FF, while the timer status/ control 
register is cleared to $00 and the DOUT LATCH (TIMER pin is in the high-innpedance input mode) is 
forced to a logic high. The prescaler and timer count register are implemented in data space RAM 
locations ($FD, $FE); therefore, they are both readable and writeable. A write to either will 
predominate over the TCR decrement-to-$00 function; i.e., if a write and a TCR decrement-to-$00 
occur simultaneously, the write will take precedence, and the TMZ bit is not set until the next timer 
time out. 



3.2 TIMER REGISTERS 



3.2.1 Timer Count Register (TCR) 



MSB 



LSB 



B 



TCR addr =$FE 

The timer count register indicates the state of the internal 8-bit counter. 



3.2.2 Timer Status/ Control Register (TSCR) 



7 


6 


5 


4 


3 


2 


1 





1 TMZ 


|Not Used] 


TOUT 


1 DOUT 1 


PSl 


1 PS2 1 


PSl 


1 PSO 1 



TSCR Address =$09 

b7, TMZ Low- to-high transition indicates the timer count register has decremented to zero 

since the timer status/ control register was last read. Cleared by a read of TSCR 
register if TMZ was read as a logic one. 

b6 Not used. 

b5, TOUT When low, this bit selects the input mode for the timer. When high, the output 
mode is selected. 

b4, DOUT Data sent to the timer output pin when TMZ is set high (output mode only). 

b3, PSl Used to initialize the prescaler and inhibit its counting while PSI=:0. The initialized 

value is set to $FF. The timer count register will also be inhibited (contents un- 
changed). When PSI = 1 the prescaler begins to count downward. 

bO, b1, b2 These bits are used to select the prescaler divide-by ratio; therefore, effecting 
PSO-PSl the clock input frequency to the timer count register. 
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3.2.3 Timer Prescaler Register 



TPR Address=$FD 



The timer prescaler register indicates the state of the internal 7-bit prescaler. This 7-bit prescaler 
divide ratio is normally determined by bits PS0-PS2 of the timer status/ control register (see Table 
3-1). 
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SECTION 4 
INTERRUPT, SELF-TEST, RESET, AND INTERNAL CLOCK GENERATOR 

4.1 INTERRUPT 

The MC6804J2 can be interrupted by applying a logic low signal to the IRQ pin; however, a nnask 
option selected at the time of nnanufacture deternnines whether the negative-going edge or the 
actual low level is sensed to indicate an interrupt. 

4.1.1 Edge-Sensitive Option 

When the IRQ pin is pulled low, the internal interrupt request latch is set. Prior to each instruction 
fetch, the interrupt request latch is tested and, if its output is low, an interrupt sequence is initiated 
at the end of the current instruction (provided the interrupt mask is cleared). Figure 4-1 contains a 
flowchart which illustrates both the reset and interrupt sequence. The interrupt sequence consists 
of one cycle during which: the interrupt request latch is cleared, the interrupt mode flags are 
selected, the PC is saved on the stack, the interrupt mask is set, and the IRQ vector (single chip 
mode=$FFC/$FFD, self-test mode=$FF8/$FF9) is loaded into the PC. Internal processing of the 
interrupt continues until an RTI (return from interrupt) instruction is processed. During the RTI in- 
struction, the interrupt mask is cleared and the program mode flags are selected. The next instruc- 
tion of the program is then fetched and executed. Once the interrupt was initially detected and the 
interrupt sequence started, the interrupt request latch is cleared so that the next (second) interrupt 
may be detected even while the previous (first) one is being serviced. However, even though the 
second interrupt sets the interrupt request latch during processing of the first interrupt, the second 
interrupt sequence will not be initiated until completion of the interrupt service routine for the first 
interrupt. Completion of an interrupt service routine is always accomplished using an RTI instruc- 
tion to return to the main program. The interrupt mask (which is not directly available to the pro- 
grammer) is cleared during the last cycle of the RTI instruction. 

4.1.2 Level- Sensitive Option 

The actual operation of the level-sensitive and edge-sensitive options are similar except that the 
level-sensitive option does not have an interrupt request latch. With no interrupt request latch, the 
logic level of the IRQ pin is checked for detection of the interrupt. Also, in the interrupt sequence, 
there is no need to clear the interrupt request latch. These differences are illustrated in the flowchart 
of Figure 4-1. 

4.1.3 Power Up and Timing 

During the power-up sequence the interrupt mask is set to preclude any false or "ghost" interrupts 
from occurring. To clear the interrupt mask, the programmer should write a JSR (instead of a J MP) 
instruction to an initialization routine as the first instruction in a program. The initialization routine 
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Figure 4-1. Reset and Interrupt Processing Flowchart 
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should end with an RTI (instead of RTS). Maximunn interrupt response time is six machine (tbyte) 
cycles (see 4.4 INTERNAL CLOCK GENERATOR OPTIONS). This includes five machine cycles for 
the longest instruction, plus one machine cycle for stacking the PC and switching flags. Minimum 
response time is one machine cycle for stacking PC and switching flags (see 2.4.4 Flags (C, Z)). 

4.2 SELF-TEST 

The MC68(D4J2 MCU has a unique internal ROM-based off-line self-test capability using signature 
analysis techniques. A test program stored in the on-chip ROM is initiated by configuring pins PA6 
and PA7 during reset. The test results are sampled on a cycle-by-cycle basis by a 16-bit on-chip 
signature analysis register configured as a linear feedback shift register (LFSR) using the standard 
CCITT CRC16 polynomial. A schematic diagram of the self-test connections is shown in Figure 
4-2. To perform a test of the MCU, connect it as shown in Figure 4-2a and monitor the LEDs for a 
1100 ($0C) pattern. 

A special ROM self-test utilizing the signature analysis circuitry is also included. To initiate a test of 
the ROM, connect the circuit as shown in Figure 4-2b. This mode also uses the on-chip signature 
analysis register to verify the contents of the custom ROM by monitoring an internal bus. The 
"Good" LED indicates that all ROM words have been read and that the result was the correct 
signature, 

The on-chip self-test and the ROM test are the basis of Motorola's production testing for the 
MC6804J2. These tests have been fault graded using statistical methods (refer to "The M6804 Built- 
in Self-Test", Proceedings of 1983 International Test Conference, pp. 295-300, Oct. 1983) and have 
been found to provide high fault coverage using automatic test equipment (ATE) or the circuit of 
Figure 4-2. 

4.3 RESET 

The MCU can be reset in two ways: by initial power up (see Figure 4-1) and by the external reset in- 
put (RESET). During power up, a delay of tRHL is needed before allowing the RESET input to go 
high. This time delay allows the internal clock generator to stabilize. Connecting a capacitor and 
resistor to the RESET input, as shown in Figure 4-3, typically provides sufficient delay. 

4.4 INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a minimum of external components. A 
crystal, a resistor-capacitor, or an external signal may be used to generate a system clock with 
various stability/ cost tradeoffs. A manufacturing mask option is required to select either the crystal 
oscillator or the RC oscillator circuit. The different clock generator option connection methods are 
shown in Figure 4-4, crystal specifications and suggested PC board layouts are given in Figure 4-5, 
resistor-capacitor selection graph is given in Figure 4-6, and a timing diagram is illustrated in Figure 
4-7. The crystal oscillator startup time is a function of many variables: crystal parameters (especially 
Rs), oscillator load capacitance (Cl), IC parameters, ambient temperature, and supply voltage. To 
ensure rapid oscillator startup, neither the crystal characteristics nor the load capacitance should 
exceed recommendations. 

The oscillator output frequency is internally divided by four to produce the internal <^1 and </)2 
clocks. The <t>^ clock is divided by twelve to produce a machine byte (cycle) clock. A byte cycle is 
the smallest unit needed to execute any operation (i.e., increment the program counter). An in- 
struction may need two, four, or five byte cycles to execute. 
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Figure 4-3. Power-Up Reset Delay Circuit 
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Crystal Parameters 
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Crystal Parameters 

AT - Cut Parallel Resonance Crystal 

Co=7 pF Maximum 

Freq. = 11 MHz 

85 = 50 Ohms Maximum 

Piezoelectric ceramic resonators which 
have the equivalent specifications may be 
used instead of crystal oscillators. Follow 
ceramic resonator manufacturer's sug- 
gestions for Co, Ci, and Rs values. 
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Figure 4-5. Crystal Motional Arm Parameters and Suggested PC Board Layout 
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(a) Oscillator — 01-02 Timing 



01 [" 



02 



"1 



a 



(b)0l — Sync Timing 
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Figure 4-7. Clock Generator Timing Diagram 
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SECTION 5 
INPUT/OUTPUT PORTS 



a 



5.1 INPUT/OUTPUT 

There are 12 input/output pins. All pins (port A and B) are programmable as either inputs or outputs 
under software control of the corresponding data direction register (DDR). The port I/O programm- 
ing is accomplished by writing the corresponding bit in the port DDR to a logic one for output or a 
logic zero for input. On reset, all the DDRs are initialized to a logic zero state to put the ports in the 
input mode. The port output registers are not initialized on reset but should be initialized before 
changing the DDR bits to avoid undefined levels. When programmed as outputs, the latched out- 
put data is readable as input data, regardless of the logic levels at the output pin due to output 
loading; see Figure 5-1 . All input/output pins are LSTTL compatible as both inputs and outputs. In 
addition, both ports may have one of two mask options: 1) internal pullup resistor for CMOS output 
compatibility, or 2) open drain output. The address map in Figure 2-1 gives the address of data 
registers and DDRs. The register configuration is discussed under the registers paragraph below 
and Figure 5-2 provides some examples of port connections. 
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Figure 5-1. Typical I/O Port Circuitry 
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Port B, bit 0, and bit 1 programmed as output, 
driving LEDs directly. 



(b) Output Mode 



Figure 5-2. Typical Port Connections 
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The latched output data bit (see Figure 5-1) may always be written. Therefore, any write to a port 
writes to all of its data bits even though the port DDR is set to input. This nnay be used to initialize 
the data registers and avoid undefined outputs; however, care must be exercised when using read- 
modify-write instructions since the data read corresponds to the pin level if the DDR is an input (0) 
and corresponds to the latched output data when the DDR is an output (1). The 12 bidirectional 
lines may be configured by port to be LSTTL (standard configuration), LSTTL/CMOS (mask op- 
tion), or open drain (mask option). Port B outputs are LED compatible. 

NOTE 

The mask option only allows changes by port. For example, if the customer wishes PA7 
to be open drain, then PA4-PA7 must all be open drain. 

5.2 REGISTERS 

The registers described below are implemented as RAM locations and thus may be read or written. 

5.2.1 Port Data Register 

7 



MSB 



Port A Address =$00 
Port B Address =$01 

The source of data read from the port data register will be the port I/O pin or previously latched out- 
put data depending upon the contents of the corresponding data direction register (DDR). The 
destination of data written to the port data register will be an output data latch. If the corresponding 
data direction register (DDR) for the port I/O pin is programmed as an output, the data will then ap- 
pear on the port pin. 

5.2.2 Port Data Direction Register 



Port A Address =$04 
Port 8 Address =$05 



The port DDRs configure the port pins as either inputs or outputs. Each port pin can be pro- 
grammed individually to act as an input or an output. A zero in the pins corresponding bit position 
will program that pin as an input while a one in the pins corresponding bit position will program that 
pin as an output. 
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SECTION 6 
SOFTWARE AND INSTRUCTION SET 



6.1 SOFTWARE 



6.1.1 Bit Manipulation 

The MC6804J2 MCU has the ability to set or clear any register or single randonn access memory 
(RAM) writable bit with a single instruction (BSET, BCLR). Any bit in data space, including ROM, 
can be tested, using the BRSET and BRCLR instructions, and the program may branch as a result 
of its state. The carry bit is set to the value of the bit referenced by BRSET or BRCLR. A.rotate in- 
struction may then be used to accumulate serial input data in a RAM location or register. The 
capability to work with any bit in RAM, ROM, or 1/0 allows the user to have individual flags in RAM 
or to handle I/O bits as control lines. 

The coding example in Figure 6-1 illustrates the usefulness of the bit manipulation and test instruc- 
tions. Assume that the MCU is to communicate with an external serial device. The external device 
has a data ready signal, a data output line, and a clock line (to clock data one bit at a time, MSB 
first, out of the device). The MCU waits until the data is ready, clocks the external device, picks up 
the data in the carry flag (C bit), clears the clock line, and finally accumulates the data bit in the 
accumulator. 
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Figure 6-1. Bit Manipulation Example 
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6.1.2 Addressing Modes 

The MC6804J2 MCU has nine addressing nnodes which are explained briefly in the following 
paragraphs. The MC6804J2 deals with objects in three different address spaces: program space, 
data space, and stack space. Program space contains the instructions which are to be executed, 
plus the data for immediate mode instructions. Data space contains all of the RAM locations, X 
and Y registers, accumulator, timer, I/O locations, and some ROM (for storage of tables and con- 
stants). Stack space contains RAM for use in stacking the return addresses for subroutines and 
interrupts. 

The term "Effective Address" (EA) is used in describing the address modes. EA is defined as the ad- 
dress from which the argument for an instruction is fetched or stored. 

6.1.2.1 IMMEDIATE. In the immediate addressing mode, the operand is located in program ROM 
and is contained in a byte following the opcode. The immediate addressing mode is used to access 
constants which do not change during program execution (e.g., a constant used to initialize a loop 
counter). 

6.1.2.2 DIRECT. In the direct addressing mode, the effective address of the argument is contained 
in a single byte following the opcode byte. Direct addressing allows the user to directly address the 
256 bytes in data space memory with a single two-byte instruction. 

6.1.2.3 SHORT DIRECT. The MCU also has four locations in data space RAM ($80, $81, $82, $83) 
which may be used in a short-direct addressing mode. In this mode the lower two bits of the opcode 
determine the data space. RAM location, and the instruction is only one byte. Short direct address- 
ing is a subset of the direct addressing mode. (The X and Y registers are at locations $80 or $81 
respectively.) 

6.1.2.4 EXTENDED. In the extended addressing mode, the effective address is obtained by con- 
catenating the four least significant bits of the opcode with the byte following the opcode (12-bit 
address). Instructions using the extended addressing mode (JMP, JSR) are capable of branching 
anywhere in program space. An extended addressing mode instruction is two bytes long. 

6.1.2.5 RELATIVE. The relative addressing mode is only used in conditional branch instructions. In 
relative addressing, the address is formed by adding the sign extended lower five bits of the opcode 
(the offset) to the program counter if and only if the condition is true. Otherwise, control proceeds 
to the next instruction. The span of relative addressing is from - 15 to -i- 16 from the opcode ad- 
dress. The programmer need not worry about calculating the correct offset when using the 
Motorola assembler since it calculates the proper offset and checks to see if it is within the span of 
the branch. 

6.1.2.6 BIT SET/CLEAR. In the bit set/clear addressing mode, the bit to be set or cleared is part of 
the opcode, and the byte following the opcode specifies the direct address of the byte in which the 
specified bit is to be set or cleared. Thus, any bit in the 256 locations of data space memory, which 
can be written to, can be set or cleared. 
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6.1.2.7 BIT TEST AND BRANCH. The bit test and branch addressing nnode is a combination of 
direct addressing and relative addressing. The bit which is to be tested is included in the opcode, 
and the data space address of the byte to be tested is in the single byte innmediately following the 
opcode byte. The third byte is sign extended to twelve bits and becomes the offset added to the 
program counter if the condition is true. The single three-byte instruction allows the program to 
branch based on the condition of any bit in data space memory. The span of branching is from 
- 125 to +130 from the opcode address. The state of the tested bit is also transferred to the carry 
flag. 

6.1.2.8 REGISTER-INDIRECT. In the register-indirect addressing mode, the operand is at the ad- 
dress (in data space) pointed to by the contents of one of the indirect registers (X or Y). The par- 
ticular X or Y register is selected by bit 4 of the opcode. Bit 4 of the opcode is then decoded into an 
address which selects the desired X or Y register ($80 or $81). A register-indirect instruction is one 
byte long. 

6.1.2.9 INHERENT. In the inherent addressing mode, all the information necessary to execute the 
instruction is contained in the opcode. These instructions are one byte long. 

6.2 INSTRUCTION SET 

The MC6804J2 MCU has a set of 42 basic instructions, which when combined with nine addressing 
modes produce 242 usable opcodes. They can be divided into five different types: register/ memory, 
read-modify-write, branch, bit manipulation, and control. The following paragraphs briefly explain 
each type. All the instructions within a given type are presented in individual tables. 

6.2.1 Register/ Memory Instructions 

Most of these instructions use two operands. One operand is the accumulator and the other 
operand is obtained from memory using one of the addressing modes. The jump unconditional 
(JMP) and jump to subroutine (JSR) instructions have no register operands. Refer to Table 6-1. 

6.2.2 Read-Modify-Write Instructions 

These instructions read a memory location or a register, modify or test its contents, and write the 
modified value back to memory or to the register. There are ten instructions which utilize read- 
modify-write cycles. All INC and DEC forms along with all bit manipulation instructions use this 
method. Refer to Table 6-2. 

6.2.3 Branch Instructions 

The branch instructions cause a branch from the program when a certain condition is met. Refer to 
Table 6-3. 

6.2.4 Bit Manipulation Instructions 

These instructions are used on any bit in data space memory. One group either sets or clears. The 
other group performs the bit test branch operations. Refer .to Table 6-4. 



i 



3-163 



Table 6-1. Register/ Memory Instructions 



CO 










Addressing Modes 






Indirect 


Immediate 


Direct 


Inherent 


Extended 


Short-Direct 




Function 


Mnem 


Opcode 


if 
Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


It 
Bytes 


Cycles 


Opcode 


It 
Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


» 
Bytes 


* 
Cycles 


Special 
Notes 


XP 


YP 


Load A from Memory 


LDA 


EO 


FO 


1 


4 


E8 


2 


4 


F8 


2 


4 


- 


- 


~ 


- 


- 


- 


AC-AF 


1 


4 


1 


Load XP from Memory 


LDXI 


- 


- 


- 


- 


BO 


3 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


4 


Load YP from Memory 


LDYI 


- 


- 


- 


- 


BO 


3 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


4 


Store A in Memory 


STA 


El 


F1 




4 


- 


- 


- 


F9 


2 


4 


- 


- 


- 


- 


- ^ 


- 


BC-BF 


1 


4 


2 


Add to A 


ADD 


E2 


F2 




4 


EA 


2 


4 


FA 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Subtract from A 


SUB 


E3 


F3 




4 


EB 


2 


4 


FB 


2 


4 


- 


- 


- 


- 


- 


- 




- 


- 


- 


Arithmetic Compare 
with Memory 


CMP 


E4 


F4 




4 


EC 


2 


4 


FC 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


AND Memory to A 


AND 


E5 


F5 




4 


ED 


2 


4 


FD 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Jump to Subroutine 


JSR 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


8 (TAR) 


2 


4 


- 


- 


- 


3 


Jump Unconditional 


JMP 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


9 (TAR) 


2 


4 


- 


- 


- 
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Clear A 


CLRA 


- 


- 


- 


- 


- 


- 


- 


FB 


2 


4 


- 


- 


- 




- 


- 


- 


- 


- 


- 


Clear XP 


CLRX 


- 


- 


- 


- 


- 


- 


- 


FB 


2 


4 


- 


- 


- 


- 




- 


- 


- 


- 


- 


Clear YP 


CLRY 


- 


- 


- 


- 


- 


- 


- 


FB 


2 


4 


- 






- 


- 


- 


- 


- 


- 


- 


Complement A 


COMA 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


B4 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Move Immediate Value 
to Memory 


MVI 


- 


- 


- 


- 


80 


3 


4 


BO 


3 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


5 


Rotate A Left and Carry 


ROLA 


- 


- 


- 


- 


- 




- 


- 


- 


- 


B5 


1 


4 


- 


- 


- 


- 




- 


- 


Arithmetic Left Shift of A 


AS LA 


- 




- 


- 


- 




- 


FA 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 



SPECIAL NOTES 

1. In Short-Direct addressing, the LDA mnemonic represents opcode AC, AD, AE, and AF. This is equivalent to RAM locations $80 (AC), $81 (AD), $82 (AE), and $83 (AF) 

2. In Short-Direct addressing, the STA mnemonic represents opcode BC, BD, BE, and BF. This is equivalent to RAM locations $80 (BO, $81 (BD), $82 (BE), and $83 (BF). 

3. In Extended addressing, the four LSBs of the opcode (Mnemonic JSR and JMP) are formed by the tour MSBs of the target address. 

4. In Immediate addressing, the LDXI and LDYI are mnemonics which are recognized as follows: 

LDXI = MVI $80,data 

LDYI = MVI $81, data Where data is a one-byte hexadecimal number. 

5. In both Immediate and Direct addressing, the MVI instruction has the same opcode (80). 
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Table 6-2. Read-Modify-Write Instructions 
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Special 
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Bytes 
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X 


Y 


Increment Memory Location 


INC 


E6 


F6 


1 


4 


FE 


2 


4 


A8-AB 


1 


4 


1, 3 


Increment A 


INCA 


- 


- 


- 


- 


FE 


2 


4 


- 


- 


- 


- 


Increment XP 


INCX 


- 


- 




- 


- 


- 


- 


A8 


1 


4 


- 


Increment YP 


INCY 


- 


- 


- 


- 


- 


- 


- 


A9 


1 


4 


- 


Decrement Memory Location 


DEC 


E7 


F7 


1 


4 


FF 


2 


4 


B8-BB 


1 


4 


2.4 


Decrement A 


DECA 


- 


- 


- 


- 


FF 


2 


4 


- 


- 


- 


- 


Decrement XP 


DECX 


- 


- 


- 


- 


- 


- 


- 


B8 


1 


4 


- 


Decrement YP 


DECY 


- 


- 


- 


- 


- 


- 


- 


B9 


1 


4 


- 



SPECIAL NOTES 

1 . In Short-Direct addressing, the INC mnemonic represents opcode A8, A9, AA, and AS. These are equivalent to RAM locations $80 (A8), $81 (A9), $82 (AA), 
andS83(AB). 

2. In Short-Direct addressing, the DEC mnemonic represents opcode 88, 89, BA, and BB. These are equivalent to RAM locations $80 (B8), $81 (B9), $82 (BA), 
and $83 (BB). 

3. In Indirect addressing, the INC-mnemonic represents opcode E6 or F6, and causes the location pointed to by X (E6 opcode) or Y (F6 opcode) to be incremented. 

4. In Indirect addressing, the INC mnemonic represents opcode E7 or F7, and causes the location pointed to by X (E7 opcode) or Y (F7 opcode) to be incremented. 
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Table 6-3. Branch Instructions 







Relative Addressing Mode 




Function 


Mnem 


Opcode 


It 
Bytes 


It 
Cycles 


Special 
Notes 


Branch if Carry Clear 


BCC 


40-5F 




2 


1 


Branch if Higher or Same 


(BHS) 


40-5F 




2 


1.2 


Branch if Carry Set 


BCS 


60-7 F 




2 


1 


Branch if Lower 


(BLO) 


60-7F 




2 


1, 3 


Branch if Not Equal 


BNE 


00-1 F 




2 


1 


Branch if Equal 


3EQ 


20-3F 




2 


1 



a 



SPECIAL NOTES 

1. Each mnennonic of the Branch Instructions covers a range of 32 opcodes; e.g., BCC ranges from 40 through 5F. The 
actual memory location (target address) to which the branch is made is formed by adding the sign extended lower five 
bits of the opcode to the contents of the program counter. 

2. The BHS instruction (shown in parentheses) is identical to the BCC instruction. The C bit is clear if the register was higher 
or the same as the location in the memory to which it was compared. 

3. The BLO instruction (shown in parentheses) is identical to the BCS instruction. The C bit is set if the register was lower 
than the location in memory to which it was compared. 



Table 6-4. Bit Manipulation Instructions 









Addressing Modes 




Function 


Mnem 


Bit Set/Clear 


Bit Test and Branch 


Special 
Note 


Opcode 


It 
Bytes 


It 
Cycles 


Opcode 


Bytes 


It 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = . 


. . 7) 


- 


- 


- 


C8-(-n 


3 


5 


1 


Branch IFF Bit n is clear 


BRCLR n (n = . 


. . 7) 


- 


- 


- 


CO-i-n 


3 


5 


1 


Set Bit n 


BSET n (n = . . 


.7) 


D8-^n 


2 


4 


- 


- 


- 


1 


Clear Bit n 


BCLR n (n = 


. . 7) 


DO-i-n 


2 


4 


- 


- 


- 


1 



SPECIAL NOTE 

1 . The opcode is formed by adding the bit number (0-7) to the basic opcode. For example: to clear bit six using the BSET6 
instruction the opcode becomes DE (D8-h6>; BCLR5 becomes (C0-h5): etc 
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6.2.5 Control Instructions 

The control instructions control the MCU operations during progrann execution. Refer to Table 6-5. 

6.2.6 Alphabetical Listing 

The connplete instruction set is given in alphabetical order in Table 6-6. There are certain 
nnnemonics recognized by the Motorola assembler and converted to other instructions. The fact 
that all registers and accumulator are in RAM allows many implied instructions to exist. The implied 
instructions recognized by the Motorola assembler are identified in Table 6-6. 

6.2.7 Opcode Map Summary 

Table 6-7 contains an opcode map for the instructions used on the MCU. 

6.3 IMPLIED INSTRUCTIONS 

Since the accumulator and all other registers are located in RAM many implied instructions exist. 
The assembler-recognized implied instructions are given in Table 6-6. Some examples not recog- 
nized by the assembler are shown below. 



i 



BCLR,7 $FF 


Ensures accumulator is plus 


BSET,7$FF 


Ensures accumulator is minus 


BRCLR,7 $FF 


Branch iff accumulator is plus 


BRSET,7 $FF 


Branch iff accumulator is minus 


BRCLR,7 $80 


Branch iff X is plus (BXPL) 


BRSET,7 $80 


Branch iff X is minus (BXMI) 


BRCLR,7 $81 


Branch iff Y is plus (BYPL) 


BRSET,7 $81 


Branch iff Y is minus (BYMI) 
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o 

00 

o 
c_ 



Table 6-5. Control Instructions 



CO 



00 





Addressing IVIodes 






Short-Direct 


Inherent 


Relative 




Function 


Mnem 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


tt 
Cycles 


Opcode 


tt 
Bytes 


Cycles 


Special 
Notes 


Transfer A to X 


TAX 


BC 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Transfer A to Y 


TAY 


BD 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Transfer X to A 


TXA 


AC 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Transfer Y to A 


TYA 


AD 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Return from Subroutine 


RTS 


- 


- 


- 


B3 


1 


2 


- 


- 


- 


- 


Return from Interrupt 


RTI 


- 


- 


- 


B2 


1 


2 


- 


- 


, - 


- 


No-Operation 


NOP 


- 


- 


- 


- 


- 


- 


- 


- 


- 


1 



SPECIAL NOTE 



1 . The NOP Instruction is equivalent to a branch if equal (BEQ) to the location designated by PC-t- 1. 



CO 



CO 



Table 6-6. Instruction Set 





Addressing Modes 


Flags 1 


Mnemonic 


Inherent 


Immediate 


Direct 


Short 
Direct 


Bit/Set 
Clear 


Bit- Test- 
Branch 


Register 
Indirect 


Extended 


Relative 


Z 


C 


ADD 




X 


X 








X 






A 


A 


AND 




X 


X 








X 






A 


• 


ASLA 






Assembler converts this to "ADD $FF" 










• 


BCC 


















X 




• 


BCLR 










X 












• 


BCS 


















X 




• 


BEQ 


















X 




• 


BHS 






Assembler converts this to "BCC" 










• 


BLO 






Assembler converts this to "BCS" 










• 


BNE 


















X 




• 


BRCLR 












X 










A 


BRSET 












X 










A 


BSET 










X 












• 


CLRA 






Assembler converts this to "SUB $FF" 








A 


A 


CLRX 






Assembler converts this to "MVI $80,*0" 










• 


CLRY 






Assembler converts this to "MVI $81, #0" 










. 


CMP 




X 


X 








X 






A 


A 


COMA 


X 


















A 


A 


DEC 






X 1 X 






X 






A 


• 


DECA 






Assembler converts this to "DEC SFF" 








A 


• 


DECX 






Assembler converts this to "DEC $80" 








A 


• 


DECY 






Assembler converts this to "DEC $81" 








A 


• 


INC 






X 1 X 1 1 


X 






A 


• 


INCA 






Assembler converts this to "INC $FF" 








A 


• 


INCX 






Assembler converts this to "INC $80" 








A 


• 


INCY 






Assembler converts this to "INC $81" 








A 


• 


JMP 
















X 




• 


• 


JSR 
















X 




• 


• 


LDA 




X 


X 


X 






X 






A 


• 


LDXI 






Assembler converts this to "MVI $80, DATA" 








• 


• 


LDYI 






Assembler converts this to "MVI $81, DATA" 








• 


• 


MVI 




X 


X 1 1 1 








• 


• 


NOP 






Assembler converts this to "BED (PC) + 1" 








• 


• 


ROLA 


X 


















A 


A 


RTI 


X 


















A 


A 


RTS 


X 


















• 


• 


STA 






X 


X 






X 






A 


• 


SUB 




X 


X 








X 






A 


A 


TAX 


Assembler converts this to "STA S80" 


• 


• 


TAY 


Assembler converts this to "STA $81" 


. 


• 


TXA 


Assembler converts this to "LDA $80" 


. 


, • 


TYA 


Assembler converts this to "LDA $81 " 


• 


-• 



o 

00 

o 

c 
ro 



Flag Symbols Z=Zero, C= Carry Borrow. A = Test and Set if True, Cleared Otherwise, 
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Table 6-7. MC6804J2 Microcomputer Instruction Set Opcode Map 



i 





Branch Instructions 


^"--^ Hi 







1 




1 




3 




4 




5 




6 




7 


Low^^^^^^ 


0000 




0001 




0010 




0011 




0100 




0101 




Olio 




0111 





2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 


2 


BCC 


2 


BCC 


2 


BCS 


2 


BCS 


0000 


1 REL 


1 


REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 


1 


REL 


1 


2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 


2 


BCC 




BCC 


2 


BCS 


2 


BCS 


0001 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


2 


2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 


2 


BCS 




BCS 


0010 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


3 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


0011 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


4 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


0100 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


5 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


0101 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


6 


2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


0110 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


7 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


0111 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


8 


2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1000 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


9 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1001 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


A 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1010 


1 REL 


2 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


,. .B, ^ 


2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1011 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


C 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1100 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


D 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1101 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


E 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1110 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 


F 


BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 




BCC 




BCC 




BCS 




BCS 


1111 


1 REL 


' 


REL 


1. 


REL 


1 


REL 




REL 




REL 




REL 




REL 



Abbreviations for Address Modes 



INH 


Inherent 


S-D 


Short Direct 


B-T-B 


Bit Test and Branch 


IMIVI 


Immediate 


DIP 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 



Indicates Instruction Reserved for Future Use 
Indicates Illegal Instruction 



R-IND Register Indirect 
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Register/ Memory, Control, and 
Read/ Modify/Write Instructions 


Bit Manipulation 
Instructions 


Register/ Memory and 
Read/ Modify/ Write 




8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 

1110 


F ^ 
1111 


Hi ^,,,,'-^ 

^ — """^Low 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


» 


MVI 

3 IMM 


5 

BRCLRO 

3 B-T-B 


BCLRO 

2 BSC 


4 

LDA 

1 RIND 


LDA 

1 R-IND 




0000 


4 

JSRn 

2 EXT 


4 

JIVIPn 

2 EXT 




« 


5 

BRCLR1 

3 B-T-B 


4 

BCLR1 

2 BSC 


STA 

1 RIND 


4 

STA 

1 R-IND 


1 

0001 


4 

JSRn 

2 EXT 


JMPn 

2 EXT 




2 

RTI 

1 INH 


5 

BRCLR2 

3 BT-B 


4 

BCLR2 

2 BSC 


ADD 

1 RIND 


4 

ADD 

1 R-IND 


2 

0010 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


♦ 


2 

RTS 

1 INH 


5 

BRCLR3 

3 B-T-B 


4 

BCLR3 

2 BSC 


SUB 

1 RIND 


SUB 

1 R-IND 


3 

0011 


4 

JSRn 

2 EXT 


JMPn 

2 EXT 




4 

COMA 

1 INH 


5 

BRCLR4 

3 B-T-B 


4 

BCLR4 

2 BSC 


CMP 

1 RIND 


4 

CMP 

1 R-IND 


4 

0100 


JSRn 

2 EXT 


4 

JMPn 

2 EXT 




4 

ROLA 

1 INH 


5 

BRCLR5 

3 B-T-B 


4 

BCLR5 

2 BSC 


AND 

1 R-IND 


4 

AND 

1 RIND 


5 

0101 


JSRn 

2 EXT 


JMPn 

2 EXT 


* 


- 


5 

BRCLR6 

3 B-TB 


BCLR6 

2 BSC 


INC 

1 RIND 


4 

INC 

1 R-IND 


6 

Olio 


4 . 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 




♦ 


6 

BRCLR7 

3 B-TB 


4 

BCLR7 

2 BSC 


DEC 

1 RIND 


4 

DEC 

1 R-IND 


7 

0111 


JSRn 

2 EXT 


4 

JMPn 

2 EXT 


4 

INC 

1 S-D 


4 

DEC 

1 S-D 


5 

BRSETO 

3 B-TB 


4 

BSETO 

2 BSC 


4 

LDA 

2 IMM 


4 

LDA 

2 DIR 


8 

1000 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


4 

INC 

1 S-D 


4 

DEC 

1 S-D 


6 

BRSET1 

3 B-TB 


BSET1 

2 BSC 


# 


4 

STA 

2 DIR 


9 

1001 


4 

JSRn 

2 EXT 


4 

^ JMPn 

2 EXT 


4 

INC 

1 S-D 


4 

DEC 

1 S-D 


BRSET2 

3 BT-B 


BSET2 

2 BSC 


ADD 

2 IMM 


4 

ADD 

2 DIR 


A 

1010 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


4 

INC 

1 so 


4 

DEC 

1 S-D 


5 

BRSET3 

3 B-T-B 


4 

BSET3 

2 BSC 


SUB 

IMM 


4 

SUB 

2 DIR 


B 

1011 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


4 

LDA 

1 S-D 


4 

STA 

1 S-D 


5 

BRSET4 

3 B-T-B 


4 

BSET4 

2 BSC 


4 

CMP 

2 IMM 


CMP 

DIR 


C 

1100 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


4 

LDA 

1 S-D 


4 

STA 

1 S-D 


5 

BRSET5 

3 BT-B 


BSET5 

2 BSC 


4 

AND 

2 IMM 


4 

AND 

2 DIR 


D 

1101 


4 

JRSn 

2 EXT 


4 

JMPn 

2 EXT 


4 

LDA 

1 S-D 


4 

STA 

1 S-D 


5 

BRSET6 

3 B-T-B 


BSET6 

2 BSC 


It 


4 

INC 

2 DIR 


E 

1110 


4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


4 

LDA 

1 S-D 


STA 

1 S-D 


5 

BRSET7 

3 B-T-B 


4 

BSET7 

2 BSC 


# 


4 

DEC 

2 DIR 


F 

1111 



B 



LEGEND 




Opcode in Hexadecimal 
Opcode in Binary 



Address Mode 
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SECTION 7 
ELECTRICAL SPECIFICATIONS 

7.1 INTRODUCTION 

This section contains the electrical specifications and associated timing for the MC6804J2. 



7.2 MAXIMUM RATINGS 



a 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


Vin 


-0.3 to ( 7.0 


V 


Operating Temperature Range (Comm.) 


Ta 


to 70 


°c 


Operating Temperature Range (Ind.) 


ta 


-40 to 85 


°c 


Storage Temperature Range 


Tstg 


-55 to 150 


°c 


Junction Temperature Range 
Plastic 
Ceramic 
Cerdip 


Tj 


150 
175 
175 


°c/w 



7.3 THERMAL CHARACTERISTICS 



This device contains circuitry to protect 
the inputs against damage due to high 
static voltages of electric fields; however, 
it is advised that normal precautions be 
taken to avoid application of any voltage 
higher than maximum rated voltages to 
this high impedance circuit. For proper 
operation it is recommended that Vjn and 
Vout be constrained to the range 
VssslVjn or Vout'sVcc- Reliability of 
operation is enhanced if unused inputs 
except EXTAL are connected to an ap- 
propriate logic voltage level (e.g., either 
Vss or Vcc'- 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 










Plastic 






TBD 




Ceramic 




ejA 


TBD 


°c/w 


Cerdip 






TBD 





Test 
Point 



MMD6150 
or Equiv. 



40 pF _L 
(Total) 



23kfi u 



Vcc = 5.2 V 



MMD7000 
or Equiv. 



?k30 pF (Total) 



Test 
Point 



MMD6150 
or Equiv. 



9 Vcc = 5.2V 
^Okfi 



30 pF J_ 
(Total) 



46kfi X MMD7000 
:: or Equiv. 



Figure 7-1. LSTTL Equivalent 
Test Load (Port B) 



Figure 7-2. CMOS Equivalent 
Test Load (Ports A and B) 



Figure 7-3. LSTTL Equivalent 
Test Load (Port A and TIMER) 
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7.4 POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained fronn: 

Tj = Ta+(PD'9JA) (1) 

Where: 

Ta = Ambient Temperature, °C 

0JA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD=P|NT+PP0RT 

P|NT=ICC^ VcC' Watts — Chip Internal Power 
PpORT=Port Power Dissipation, Watts — User Determined 
For most applications PpORT"^P|NT and can be neglected. PpORT rnay become significant if 
the device is configured to drive Darlington bases or sink LED loads. 
An approximate relationship between Pp and Tj (if PpoRT is neglected) is: 

PD=K^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K-PD'(Ta + 273°C) + 0jA»Pd2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by 
measuring Pq (at equilibrium) for a known Ta- Using this value of K the values of Pq and Tj can be 
obtained by solving equations (1) and (2) iteratively for any value of Ta- 



B 



7.5 ELECTRICAL CHARACTERISTICS (Vcc= +5.0 Vdc±0.5 Vdc, Vss = 
70°C, unless otherwise noted) 



:0 Vdc, Ta = 0°C to 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Internal Power Dissipation- No Port Loading 


Pint 


- 


150 


- 


mW 


Input High Voltage 


V|H 


2.0 


- 


vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Input Capacitance 


Cin 


- 


10 


- 


pF 


Input Current (IRQ, RESET) 


lin 


- 


2 


20 


^A 



7.6 SWITCHING CHARACTERISTICS (VcC= +5.0 Vdc + 0.5 Vdc, VSS = GND, Ta = 
70°C, unless otherwise noted) 



:0°C to 



Characteristic 


Symbol 


IVIin 


Typ 


Max 


Unit 


Oscillator Frequency 


fosc 


4.0 


- 


11.0 


MHz 


Bit Time 


tbit 


0.364 


- 


1.0 


fS 


Byte Cycle Time 


'byte 


4.36 


- 


12.0 


/iS 


IRQ and TIMER Pulse Width 


'WL.'WH 


2xtbvte 


- 


- 




RESET Pulse Width 


'RWL 


2xtbyte 


- 


- 




RESET Delay Time (External Capacitance= 1.0 ^F) 


tRHL 


100 


- 


- 


ms 
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7.7 PORT DC ELECTRICAL CHARACTERISTICS (Vcc= + 5.0 Vdc± 0.5 Vdc, Vss = GND, 
TA = 0°C to 70°C, unless otherwise noted) 



1 



Characteristic | Symbol | Min | Typ | Max | Unit 


Timer and Port A (Standard) 


Output Low Voltage, lLoad = 0'* ^^ 


Vol 


- 


- 


0.5 


V 


Output High Voltage, lLoad= -50 /tA 


VOH 


2.3 


- 


- 


V 


Input High Voltage 


V|H 


2.0 




vcc 


V 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


Hi-Z State Input Current 


itsi 


- 


4 


40 


^A 


Port A (Open Drain) | 


Output Low Voltage, lLoad = 0'' "^^ 


Vol 


- 


- 


0.5 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current 


itsi 


- 


4 


40 


/'A 


Open Drain Leakage (Vout= Vcc' 


Ilod 


- 


4 


■ 40 


^A 


Port A (CIVIOS Drive) | 


Output Low Voltage, lLoad = 0'* f^iA (Sink) 


Vol 


- 


- 


0.5 


V 


Output High Voltage, lLoad= " 10 /tA 


VOH 


Vcc-1.0 


■ - 


- 


V 


Output High Voltage, lLoad= " 100 /lA 


VOH 


2.3 


- 


- 


V 


Input High Voltage, lLoad= -300 /jA Max 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage, lLoad= -300 /lA Max 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current (Vjn = 0.4 V to Vcc' 


itsi 


- 


- 


-300 


^A 


Port B (Standard) { 


Output Low Voltage, lLoad= 10 mA 


Vol 


- 


- 


0.5 


V 


Output Low Voltage, lLoad= 10 mA (Sink) 


Vol 


- 


- 


1.5 


V 


Output High Voltage, lLoad= - 100 ^A 


VOH 


2.3 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


8 


80 


^A 


Port B (Open Drain) | 


Output Low Voltage, lLoad= 10 rnA 


Vol 


- 


- 


0.5 


V 


Output Low Voltage, lLoad= 10 mA (Sink) 


Vol 


- 


- 


1.5 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


ViL 


-0.3 




0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


8 


80 


^A 


Open Drain Leakage (Voijt=Vcc) 


Ilod 


- 


8 


80 


^A 


Port B (CMOS Drive) | 


Output Low Voltage, lLoad= 1 mA 


Vol 


- 




0.5 


V 


Output High Voltage, lLoad=10 mA (Sink) 


Vol 


- 




1.5 


V 


Output High Voltage, lLoad= -10 /*A 


VOH 


Vcc-1-0 


- 


- 


V 


Output High Voltage, lLoad= -50/iA 


VOH 


2.3 


- 


- 


V 


Input High Voltage, lLoad= -300;tA Max 


V|H 


2.0 




Vcc 


V 


Input Low Voltage, lLoad= -300 ,.A Max 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current (Vjn = 0.4 V to Vqc) 


Itsi 


- 


_ 


-300 


^A 
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SECTION 8 
ORDERING INFORMATION 



8.1 INTRODUCTION 



The following information is required when ordering a custonn MCU. The information may be 
transmitted to Motorola in the following media: 

EPROM(s), MCM2716 or MCM2532 

MDOS, disk file 

To initiate a ROM pattern for the MCU, it is necessary to first contact your local field service office, 
local sales person, or your local Motorola representative. 

8.1.1 EPROMs 

An MCM2716 or MCM2532 type EPROM, programmed with the customer program (positive logic 
sence for address and data), may be submitted for pattern generation. Since all program and data 
space information will fit on one MCM2716 or MCM2532 EPROM, the EPROM must be pro- 
grammed as follows in order to emulate the MC6804J2 MCU. For an MCM2716, start the data 
space ROM at EPROM address $020 and start program space ROM at EPROM address $410 and 
continue to memory space $7FF. Memory spaces $7F8 through $7FB are reserved for Motorola self- 
test vectors. For an MCM2532, the memory map shown in Figure 2-1 can be used. All unused 
bytes, including the user's space, must be set to zero. For shipment to Motorola, the EPROMs 
should be placed in a conductive IC carrier and packed securely. Do not use styrofoam. 

8.1.2 MDOS Disk File 

An MDOS disk, programmed with the customer program (positive logic sense for address and 
data), may be submitted for pattern generation. When using the MDOS disk, include the entire 
memory image of both data and program space. All unused bytes, including the user's space, must 
be set to zero. 

8.2 VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are filed for contractual purposes and are not 
returned. A computer listing of the ROM code will be generated and returned along with a listing 
verification form. The listing should be thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification form constitutes the contractural agree- 
ment for creation of the customer mask. If desired. Motorola will program a blank MCM2716, 
MCM2532, or MDOS disk (supplied by the customer) from the data file used to create the custom 
mask to aid in the verification process. 



B 



3-175 



MC6804J2 



9 



8.3 ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the custonner's ROM pattern will be sent for program verification. These units 
will have been made using the custom mask but are for the purpose of ROM verification only. For 
expediency they are usually unmarked, packaged in ceramic, and tested only at room temperature 
and five volts. These RVUs are included in the mask charge and are not production parts. These 
RVUs are not backed nor guaranteed by Motorola Quality Assurance. 

8.4 FLEXIBLE DISKS 

The disk media submitted must be single-sided, single density, 8-inch, MOOS compatible floppies. 
The customer must clearly label the disk with the ROM pattern file name. The minimum MDOS 
system files as well as the absolute binary object file (filename. 10 type of file) from the M6804 cross 
assembler must be on the disk. An object file made from a memory dump; using the ROLLOUT 
command is also admissable. Consider submitting a source listing as well as: filename, .LX 
(EXORciser loadable format). This file will of course be kept confidential and is used 1) to speed up 
the process in house if any problems arise, and 2) to speed up our customer to factory interface if a 
user finds any software errors and needs assistance quickly from the factory representative. 

MDOS is Motorola's Disk Operating System available on development systems such as EXORciser, 
EXORset, etc. 
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OPTION LIST 

Select the options for the MCU from the following list. A manufacturing mask will be generated 
from this information. Select one in each section. 
Internal Oscillator Input 
n Crystal 

D Resistor-Capacitor 
Interrupt Trigger 

n Edge-Sensitive 
D Level- and Edge-Sensitive 
Output Drive (Select one Option per Port) 

LSTTL CMOS/LSTTL Open Drain 

Port A D D D 

Port B D n n 



Customer Name. 

Address 

City 

Phone ( ) 

Contact Ms/Mr_ 



i 



.State. 



-Zip. 



.Extension, 



Customer Part Number. 



Pattern Media 



D MCM2532 EPROM 
D MCM2716 EPROM 
D MDOS Disk File 
D (Note) 



Note: Other Media require prior factory approval. 



Signature. 
Title 



Figure 8.1 Ordering Form 
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SECTION 9 
MECHANICAL DATA 



This section contains the pin assignnnent and pacl<age dimension diagrams for the MC6804J2 
microcomputer. 

9.1 PIN ASSIGNMENT 



1 
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8-BIT MICROCOMPUTER 



This document contains information on a new product. Specifications and information herein 
are subject to chatige without notice. 
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SECTION 1 
INTRODUCTION 



1.1 GENERAL 



The IVIC6804P2 microcomputer unit (MCU) is a member of the M6804 Family of very low-cost 
single-chip microcomputers. This 8-bit microcomputer contains a CPU, on-chip CLOCK, ROM, 
RAM, I/O, and TIMER. It is designed for the user who needs an economical microcomputer with 
the proven capabilities of the M6800-based instruction set. 

1.2 FEATURES 

The following are some of the hardware and software features of the MC6804P2 MCU. 

HARDWARE FEATURES 

• 5-\/olt Single Supply 

• Pin Compatible with the MC6805P2 and MC68705P3 

• 32 Bytes of RAM 

• Memory Mapped I/O 

• 1024 Bytes of Program ROM 

• 64 Bytes of Data ROM 

• 20 Bidirectional I/O Lines (Eight Lines with High Current Sink Capability) 

• On-Chip Clock Generator 

• Self-Test Mode 

• Master Reset 

• Complete Development System Support on EXORciser 

• Software Programmable 8-Bit Timer Control Register and Timer Prescaler (7 Bits, 2") 

• Timer Pin is Programmable as Input or Output 

• On-Chip Circuit for ROM Verify 

SOFTWARE FEATURES 

• Similar to M6805 HMOS Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instruction 



i 
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SOFTWARE FEATURES (Continued) 

• Separate Flags for Interrupt and Nornnal Processing 

• Versatile Indirect Registers 

• Conditional Branches 

• Single Instruction Memory Examine/Change 

• True LIFO Stack Eliminates Stack Pointer 

• Nine Powerful Addressing Modes 

• Any Bit in Data Space Memory May be Tested 

• Any Bit in Data Space Memory Capable of Being Written to May be Set or Cleared 

USER SELECTABLE OPTIONS 

• 20 Bidirectional I/O Lines with LSTTL, LSTTL/CMOS, or Open-Drain Interface 

• Crystal or Low-Cost Resistor-Capacitor Oscillator 

• Mask Selectable Edge- or Level-Sensitive Interrupt Pin 
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XTAL EXTAL RESET MDS IRQ 




i 



NOTE: 8-Bit indirect registers X and Y, although shown as part of the CPU, are actually located in the 32x8 RAM at locations $80 
and $81. 



Figure 1-1. MC6804P2 MCU Block Diagram 
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SECTION 2 
FUNCTIONAL PIN DESCRIPTION, MEMORY, CPU, AND REGISTERS 



This section provides a description of the functional pins, memory spaces, the central processing 
unit (CPU), and the various registers and flags. 

2.1 FUNCTIONAL PIN DESCRIPTION 

2.1.1 VccandVss 

Power is supplied to the MCU using these two pins. Vcc is power and Vss is the ground 
connection. 

2.1.2 IRQ 

This pin provides the capability for asynchronously applying an external interrupt to the MCU. Refer 
to 4.1 INTERRUPT for additional information. 

2.1.3 XTAL and EXTAL 

These pins provide connections to the on-chip clock oscillator circuit. A crystal, a resistor and 
capacitor, or an external signal, depending on the user selectable manufacturing mask option, can 
be connected to these pins to provide a system clock source with various stability/ cost tradeoffs. 
Lead lengths and stray capacitance on these two pins should be minimized. Refer to 4.4 INTERNAL 
CLOCK GENERATOR OPTIONS for recommendations concerning these inputs. 

2.1.4 TIMER 

In the input mode, the timer pin is connected to the prescaler input and serves as the timer clock. In 
the output mode, the timer pin signals that a time out of the timer has occurred. Refer to SECTION 
3 TIMER for additional information. 



2.1.5 RESET 



The RESET pin is used to restart the processor of the MC6804P2 to the beginning of a program. 
This pin, together with the MDS pin, is also used to select the operating mode of the MC6804P2. If 
the MDS pin is at zero volts, the normal mode is selected and the program counter is loaded with 
the user restart vector. However, if the MDS pin is at + 5 volts, then pins PA6 and PA7 are decoded 
to allow selection of the operating mode. Refer to 4.3 RESET for additional information. 
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2.1.6 MDS 

The MDS (mode select) pin is used to place the MCU into special operating modes. If MDS is held 
at + 5 volts at the exit of the reset state, the decoded state of PA6 and PA7 is latched to determine 
the operating mode (single-chip, self-test, or ROM verify). However, if MDS is held at zero volts 
at the exit of the reset state, the single-chip operating mode is automatically selected (regardless of 
PA6 and PA7 state). 

For those users familiar with the MC6801 microcomputer, mode selection is similar but much less 
complex in the MC6804P2. No special external diodes, switches, transistors, etc. are required in the 
MC6804P2. 

2.1.7 Input/Output Lines {PA0-PA7, PB0-PB7, PC0-PC3) 

These 20 lines are arranged into two 8-bit ports (A and B) and one 4-bit port (C). All lines are pro- 
grammable as either inputs or outputs under software control of the data direction registers. Refer 
to SECTION 5 INPUT/OUTPUT PORTS for additional information. 

2.2 MEMORY 

The MCU operates in three different memory spaces: program space, data space, and stack space. 
A representation of these memory spaces is shown in Figure 2-1 . The program space (Figure 2-1a) 
contains all of the instructions that are to be executed, as well as the data required for the im- 
mediate addressing mode instructions, and the self- test and user vectors. The data space (Figure 
2-1 b) contains all of the RAM locations, plus I/O locations and some ROM used for storage of 
tables and constants. The stack space (Figure 2-1 c) contains RAM which is used for stacking 
subroutine and interrupt return addresses. 

The MCU is capable of addressing 4096 bytes of program space memory with its program counter 
and 256 bytes of data space memory with its instructions. The data space memory contains three 
bytes for port data registers, three bytes for port data direction registers, one byte for timer 
status/ control, 64 bytes ROM, 32 bytes RAM (which includes two bytes for X and Y indirect 
registers), two bytes for timer prescaler and count registers, and one byte for the accumulator. The 
program space section including 288 bytes of self-test ROM, 1016 bytes program ROM, and eight 
bytes of vectors for self-test and user programs. 

2.3 CENTRAL PROCESSING UNIT 

The CPU of the M68(34 Family is implemented independently from the I/O or memory configuration. 
Consequently, it can be treated as an independent central processor communicating with I/O and 
memory via internal addresses, data, and control buses. 
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(a) Program Space Memory Map 



B 



(b) Data Space Memory Map 



Reserved (All Ones) 


$ADF 
$AEO 

$BFF 
$C00 

$FF7 

$FF8-$FF9 

$FFA-$FFB 

$FFC-$FFD 

$FFE-$FFF 


Port A Data Register 


$00 


Port B Data Register 


$01 


Self-Test ROM 


1 1 1 1 1 Port C Data Reg. 


$02 


Not Used 


$03 


Port A Data Direction Register 


$04 


Program ROM 


Port B Data Direction Register 


$05 


1111 Porte DDR 


$06 


Not Used 


$07 
$08 


Self-Test IRQ Vector 


Tinner Status Control Register 


$09 


Self-Test Restart Vector 


Future Expansion 


$0A 


User Fro Vector 




User Restart Vector 


$1F 




User Data Space ROM 


$20 
$5F 


(c) Stack Space Memory Map 


Future Expansion 


$60 
$7F 


Level 1 


Indirect Register X 


$80 


Level 2 


Indirect Register Y 


$81 


Levels 


Data Space RAM 


$82 


Level 4 






$9F 




Future Expansion 


.$A0 
$FC 




Prescaler Register 


$FD 




Timer Count Register 


$FE 




Accumulator 


$FF 



Figure 2-1. I\/IC6804P2 MCU Address Map 
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2.4 REGISTERS 

The M6804 Family CPU has four registers and two flags available to the programmer. They are 
shown in Figure 2-2 and are explained in the following paragraphs. 



These Are 

Registers 

In Data 

Space RAM 



7 







A 


7 







X 


7 







Y 



PCH 


PCL 



Accumulator 



Indirect 
Register X 



Indirect 
Register Y 



Program 
Counter 



B 



Normal Flags 



c 


z 



Interrupt Flags 



C Z 



Figure 2-2. Programming Model 



2.4.1 Accumulator (A) 

The accumulator is an 8-bit general purpose register used in all arithmetic calculations, logical 
operations, and data manipulations. The accumulator is implemented as the highest RAM location 
{$FF) in data space and thus implies that several instructions exist which are not explicitly im- 
plemented. Refer to 6.3 IMPLIED INSTRUCTIONS for additional information. 

2.4.2 Indirect Registers (X, Y) 

These two indirect registers are used to maintain pointers to other memory locations in data space. 
They are used in the register-indirect addressing mode, and can be accessed with the direct, in- 
direct, short direct, or bit set/ clear addressing modes. These registers are implemented as two of 
the 32 RAM locations ($80, $81) and as such generate implied instructions and may be manipulated 
in a manner similar to any RAM memory location in data space. Refer to 6.3 IMPLIED INSTRUC- 
TIONS for additional information. 

2.4.3 Program Counter (PC) 

The program counter is a 12-bit register that contains the address of the next ROM word to be used 
(may be opcode, operand, or address of operand). The 12-bit program counter is contained in PCL 
(low byte) and PCH (high nibble). 



3-191 



MC6804P2 



a 



2.4.4 Flags (C, Z) 

The carry (C) bit is set on a carry or a borrow out of the ALU. It is cleared if the result of an 
arithnnetic operation does not result in a carry or a borrow. The (C) bit is also set to the value of the 
bit tested in a bit test instruction, and participates in the rotate left instruction. 

The zero (Z) bit is set if the result of the last arithnnetic or logical operation was equal to zero, other- 
wise it is cleared. 

There are two sets of these flags, one set is for interrupt processing, the other for all other routines. 
When an interrupt occurs, a context switch is nnade from the program flags to the interrupt flags 
(interrupt mode). An RTI forces the context switch back to the program flags (program mode). 
While in either mode, only the flags for that mode are available. Further, the interrupt flags will not 
be cleared upon entering the interrupt mode. Instead, the flags will be as they were at the exit of the 
last interrupt mode. Both sets of flags are cleared by reset. 

2.4.5 Stack 

There is a true LIFO stack incorporated in the MC6804P2 which eliminates the need for a stack 
pointer. Stack space is implemented in separate RAM (12-bits wide) shown in Figure 2-lc. 
Whenever a subroutine call (or interrupt) occurs, the contents of the PC are shifted into the top 
register of the stack. At the same time (same cycle), the top register is shifted to the next level 
deeper. This happens to all registers with the bottom register falling out the bottom of the stack. 

Whenever a subroutine or interrupt return occurs, the top register is shifted into the PC and all 
lower registers are shifted up one level higher. The stack RAM is four levels deep. If the stack is 
pulled more than four times without any pushes, the address that was stored in the bottom level will 
be shifted into the PC. 
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SECTION 3 
TIMER 



3.1 INTRODUCTION 

A block diagram of the MC6804P2 tinner circuitry is shown in Figure 3-1 . The tinner logic in the MCU 
is comprised of a simple 8-bit counter (timer count register, TCR) with a 7-bit prescaler, and a timer 
status/ control register (TSCR). The timer count register, which may be loaded under program con- 
trol, is decremented towards zero by a clock input (prescaler output). The prescaler is used to ex- 
tend the maximum interval of the overall timer. The prescaler tap is selected by bits 0-2 (PS0-PS2) 
of the timer status/ control register. Bits PS0-PS2 control the actual division of the prescaler within 
the range of divide-by-1 (20) to divide-by-128 (2^). The timer count register (TCR) and prescaler are 
decremented on rising clock edges. The coding of the TCSR PS0-PS2 bits produce a division in the 
prescaler as shown in Table 3-T 



Table 3-1. Prescaler Coding Table 



B 



PS2 


PS1 


PSO 


Divide By 




PS2 


PSI 


PSO 


Divide By 











1 


1 








16 








1 


2 




1 





1 


32 





1 





4 




1 


1 





64 





1 


1 


8 




1 


1 


1 


128 



The TIMER pin may be programmed as either an input or an output depending on the status of 
TOUT (TSCR bit 5). Refer to Figure 3-T In the input mode, TOUT is a logic zero and the TIMER pin 
is connected directly to the prescaler input. Therefore, the timer prescaler is clocked by the signal 
applied from the TIMER pin. The prescaler then divides its clock input by a value determined by the 
coding of the TSCR bits PS0-PS2 as shown in Table 3-T The divided prescaler output then clocks 
the 8-bit timer count register (TCR). When the TCR is decremented to zero, it sets the TMZ bit in 
the timer status/ control register (TSCR). The TMZ bit can be tested under program control to per- 
form a timer function whenever it goes high. The frequency of the external clock applied to the 
TIMER pin must be less than tbyte (fosc/48). 

In the output mode, TOUT is a logic one and the TIMER pin is connected to the DOUT latch. 
Therefore, the timer prescaler is clocked by the internal sync pulse (divide-by-48 of the internal 
oscillator). Operation is similar to that described above for the input mode. However, in the output 
mode, the low-to-high TMZ bit transition is used to latch the DOUT bit of the TSCR and provide it 
as output for the TIMER pin. 

NOTE 

TMZ is normally set to logic one when the timer times out (TCR decrements to $00); 
however, it may be set by a write of $00 to the TCR or by a write to bit 7 of the TSCR. 
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During reset, the timer count register and prescaler are set to $FF, while the timer status/ control 
register is cleared to $00 and the DOUT LATCH (TIMER pin is in the high-impedance input mode) is 
forced to a logic high. The prescaler and timer count register are implemented in data space RAM 
locations ($FD, $FE); therefore, they are both readable and writeable. A write to either will 
predominate over the TCR decrement-to-$00 function; i.e., if a write and a TCR decrement-to-$00 
occur simultaneously, the write will take precedence, and the TMZ bit is not set until the next timer 
time out. 



3.2 TIMER REGISTERS 



3.2.1 Timer Count Register (TCR) 

7 



MSE 



i 



TCR Acldress = $FE 

The timer count register indicates the state of the internal 8-bit counter. 
3.2.2 Timer Status/ Control Register (TSCR) 

7 6 5 4 3 2 1 



1 TMZ [NotUsedj TOUT | DOUT | PSI | PS2 | PS1 | PSO | 
TSCR Address=$09 

b7,TMZ Low-to-high transition indicates the timer count register has decremented to zero 

since the timer status/control register was last read. Cleared by a read of TSCR 
register if TMZ was read as a logic one. 

b6 Not used. 

b5, TOUT When low, this bit selects the input mode for the timer. When high, the output 
mode is selected. 

b4, DOUT Data sent to the timer output pin when TMZ is set high (output mode only). 

b3, PSI Used to initialize the prescaler and inhibit its counting while P5I = 0. The initialized 

value is set to $FF. The timer count register will also be inhibited ^contents un- 
changed). When PSI = 1 the prescaler begins to count downward. 

bO, b1, b2 These bits are used to select the prescaler divide-by ratio; therefore, effecting 
PS0-PS1 the clock input frequency to the timer count register. 
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3.2.3 Timer Prescaler Register 



LSB 



TPR Address=$FD 



The timer prescaler register indicates the state of the internal 7-bit prescaler. This 7-bit prescaler 
divide ratio is nornnally deternnined by bits PS0-PS2 of the tinner status/ control register (see Table 
3-1). 
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SECTION 4 
INTERRUPT, SELF-TEST, RESET, AND INTERNAL CLOCK GENERATOR 

4.1 INTERRUPT 

The MC6804P2 can be interrupted by applying a logic low signal to the IRQ pin; however, a mask 
option selected at the tinne of manufacture determines whether the negative-going edge or the 
actual low level is sensed to indicate an interrupt. 

4.1.1 Edge-Sensitive Option 

When the IRQ pin is pulled low, the internal interrupt request latch is set. Prior to each instruction 
fetch, the interrupt request latch is tested and, if its output is low, an interrupt sequence is initiated 
at the end of the current instruction (provided the interrupt mask is cleared). Figure 4-1 contains a 
flowchart which illustrates both the reset and interrupt sequence. The interrupt sequence consists 
of one cycle during which: the interrupt request latch is cleared, the interrupt mode flags are 
selected, the PC is saved on the stack, the interrupt mask is set, and the IRQ vector (single chip 
mode=$FFC/$FFD, self-test mode= $FF8/$FF9) is loaded into the PC. Internal processing of the 
interrupt continues until an RTI (return from interrupt) instruction is processed. During the RTI in- 
struction, the interrupt mask is cleared and the program mode flags are selected. The next instruc- 
tion of the program is then fetched and executed. Once the interrupt was initially detected and the 
interrupt sequence started, the interrupt request latch is cleared so that the next (second) interrupt 
may be detected even while the previous (first) one is being serviced. However, even though the 
second interrupt sets the interrupt request latch during processing of the first interrupt, the second 
interrupt sequence will not be initiated until completion of the interrupt service routine for the first 
interrupt. Completion of an interrupt service routine is always accomplished using an RTI instruc- 
tion to return to the main program. The interrupt mask (which is not directly available to the pro- 
grammer) is cleared during the last cycle of the RTI instruction. 

4.1.2 Level-Sensitive Option 

The actual operation of the level-sensitive and edge-sensitive options are similar except that the 
level-sensitive op tion does not have an interrupt request latch. With no interrupt request latch, the 
logic level of the IRQ pin is checked for detection of the interrupt. Also, in the interrupt sequence, 
there is no need to clear the interrupt request latch. These differences are illustrated in the flowchart 
of Figure 4-1. 

4.1.3 Power Up and Timing 

During the power-up sequence the interrupt mask is set to preclude any false or "ghost" interrupts 
from occurring. To clear the interrupt mask, the programmer should write a JSR (instead of a JMP) 
instruction to an initialization routine as the first instruction in a program. The initialization routine 



E 



3-197 



MC6804P2 



Reset 



a 



— DDRs 

1 —* Interrupt Mask 

0— 'Interrupt Request 

Latch (Edge 

Sensitive Option) 

$FF — TCR 

$00 — TSCR 

$FF— ►Prescaier 



Select 

Program 

Mode 

Flags 



Put$FFE 





Load Program 
Counter from 
Reset Vector 

Location 
$FFE/$FFF 



X- 




Figure 4-1. Reset and Interrupt Processing Flowchart 
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should end with an RTI (instead of RTS). Maximunn interrupt response tinne is six machine (tbyte) 
cycles (see 4.4 INTERNAL CLOCK GENERATOR OPTIONS). This includes five nnachine cycles for 
the longest instruction, plus one nnachine cycle for stacking the PC and switching flags. Minimunn 
response time is one machine cycle for stacking PC and switching flags (see 2.4.4 Flags (C, Z)). 

4.2 SELF-TEST 

The MC6804P2 MCU has a unique internal ROM-based off-line self-test capability using signature 
analysis techniques. A test program stored in the on-chip ROM is initiated by configuring pins PA6 
and PA7 during reset. The test results are sampled on a cycle-by-cycle basis by a 16-bit on-chip 
signature analysis register configured as a linear feedback shift register (LFSR) using the standard 
CCITT CRC16 polynomial. A schematic diagram of the self-test connections is shown in Figure 
4-2. To perform a test of the MCU, connect it as shown in Figure 4-2a and monitor the LEDs for a 
00100 ($04) pattern. 

A special ROM self-test utilizing the signature analysis circuitry is also included. To initiate a test of 
the ROM, connect the circuit as shown in Figure 4-2b. This mode also uses the on-chip signature 
analysis register to verify the contents of the custom ROM by monitoring an internal bus. The 
"Good" LED indicates that all ROM words have been read and that the result was the correct 
signature. 

The on-chip self-test and the ROM test are the basis of Motorola's production testing for the 
MC6804P2. These tests have been fault graded using statistical methods (refer to "The M6804 
Built-in Self-Test", Proceedings of 1983 International Test Conference, pp. 295-300, Oct. 1983) and 
have been found to provide high fault coverage using automatic test equipment (ATE) or the circuit 
of Figure 4-2. 

4.3 RESET 

The MCU ca n be reset in two ways: by initial power up (see Figure 4-1) and by the external reset in- 
put (RESET). During power up, a delay of tRHL is needed before allowing the RESET input to go 
high. This tim e delay allows the internal clock generator to stabilize. Connecting a capacitor and 
resistor to the RESET input, as shown in Figure 4-3, typically provides sufficient delay. 

4.4 INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a minimum of external components. A 
crystal, a resistor-capacitor, or an external signal may be used to generate a system clock with 
various stability/ cost tradeoffs. A manufacturing mask option is required to select either the crystal 
oscillator or the RC oscillator circuit. The different clock generator option connection methods are 
shown in Figure 4-4, crystal specifications and suggested PC board layouts are given in Figure 4-5, 
resistor-capacitor selection graph is given in Figure 4-6, and a timing diagram is illustrated in Figure 
4-7. The crystal oscillator startup time is a function of many variables: crystal parameters (especially 
RS), oscillator load capacitance (Cl), IC parameters, ambient temperature, and supply voltage. To 
ensure rapid oscillator startup, neither the crystal characteristics nor the load capacitance should 
exceed recommendations. 

The oscillator output frequency is internally divided by four to produce the internal </>1 and </)2 
clocks. The </)1 clock is divided by twelve to produce a machine byte (cycle) clock. A byte cycle is 
the smallest unit needed to execute any operation (i.e., increment the program counter). An in- 
struction may need two, four, or five byte cycles to execute. 
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Figure 4-7. Clock Generator Timing Diagram 
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SECTION 5 
INPUT/OUTPUT PORTS 



B 



5.1 INPUT/OUTPUT 

There are 20 input/output pins. All pins (port A, B, and C) are programmable as either inputs or out- 
puts under software control of the corresponding data direction register (DDR). The port I/O pro- 
gramming is accomplished by writing the corresponding bit in the port DDR to a logic one for out- 
put or a logic zero for input. On reset, all the DDRs are initialized to a logic zero state to put the 
ports in the input mode. The port output registers are not initialized on reset but should be initialized 
before changing the DDR bits to avoid undefined levels. When programmed as outputs, the latched 
output data is readable as input data, regardless of the logic levels at the output pin due to output 
loading; see Figure 5-1 . All input/output pins are LSTTL compatible as both inputs and outputs. In 
addition, all three ports may have one of two mask options: 1) internal pullup resistor for CMOS 
output compatibility, or 2) open drain output. The address map in Figure 2-1 gives the address of 
data registers and DDRs. The register configuration is discussed under the registers paragraph 
below and Figure 5-2 provides some examples of port connections. 
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Figure 5-1. Typical I/O Port Circuitry 
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The latched output data bit (see Figure 5-1) may always be written. Therefore, any write to a port 
writes to all of its data bits even though the port DDR is set to input. This may be used to initialize 
the data registers and avoid undefined outputs; however, care must be exercised when using read- 
modify-write instructions since the data read corresponds to the pin level if the DDR is an input (0) 
and corresponds to the latched output data when the DDR is an output (1). The 20 bidirectional 
lines may be configured by port to be LSTTL (standard configuration), LSTTL/CMOS (mask op- 
tion), or open drain (mask option). Port B outputs are LED compatible. 

NOTE 

The mask option only allows changes by port. For example, if the customer wishes PA7 
to be open drain, then PA0-PA7 must all be open drain. 

5.2 REGISTERS 

The registers described below are implemented as RAM locations and thus may be read or written. 

5.2.1 Port Data Register 



Port A Address=$00 

Port B Address =$01 

Port C Address=$02 (Bits 0-3) 

The source of data read from the port data register will be the port I/O pin or previously latched out- 
put data depending upon the contents of the corresponding data direction register (DDR). The 
destination of data written to the port data register will be an output data latch. If the corresponding 
data direction register (DDR) for the port I/O pin is programmed as an output, the data will then ap- 
pear on the port pin. 



5.2.2 Port Data Direction Register 



Port A Address =$04 

Port B Address =$05 

Port C Address =$06 (Bits 0-3) 



The port DDRs configure the port pins as either inputs or outputs. Each port pin can be pro- 
grammed individually to act as an input or an output. A zero in the pins corresponding bit position 
will program that pin as an input while a one in the pins corresponding bit position will program that 
pin as an output. 
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SECTION 6 
SOFTWARE AND INSTRUCTION SET 



6.1 SOFTWARE 



6.1.1 Bit Manipulation 

The MC6804P2 MCU has the ability to set or clear any register or single random access memory 
(RAM) writable bit with a single instruction (BSET, BCLR). Any bit in data space, including ROM, 
can' be tested, using the BRSET and BRCLR instructions, and the program may branch as a result 
of its state. The carry bit is set to the value of the bit referenced by BRSET or BRCLR. A rotate in- 
struction may then be used to accumulate serial input data in a RAM location or register. The 
capability to work with any bit in RAM, ROM, or I/O allows the user to have individual flags in RAM 
or to handle I/O bits as control lines. 

The coding example in Figure 6-1 illustrates the usefulness of the bit manipulation and test instruc- 
tions. Assume that the MCU is to communicate with an external serial device. The external device 
has a data ready signal, a data output line, and a clock line (to clock data one bit at a time, MSB 
first, out of the device). The MCU waits until the data is ready, clocks the external device, picks up 
the data in the carry flag (C bit), clears the clock line, and finally accumulates the data bit in the 
accumulator. 
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Figure 6-1. Bit Manipulation Example 
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6.1.2 Addressing Modes 

The MC6804P2 MCU has nine addressing modes which are explained briefly in the following 
paragraphs. The MC6804P2 deals with objects in three different address spaces: program space, 
data space, and stack space. Program space contains the instructions which are to be executed, 
plus the data for immediate mode instructions. Data space contains all of the RAM locations, X 
and Y registers, accumulator, timer, I/O locations, and some ROM (for storage of tables and con- 
stants). Stack space contains RAM for use in stacking the return addresses for subroutines and 
interrupts. 

The term "Effective Address" (EA) is used in describing the address modes. EA is defined as the ad- 
dress from which the argument for an instruction is fetched or stored. 

6.1.2.1 IMMEDIATE. In the immediate addressing mode, the operand is located in program ROM 
and is contained in a byte following the opcode. The immediate addressing mode is used to access 
constants which do not change during program execution (e.g., a constant used to initialize a loop 
counter). 

6.1.2.2 DIRECT. In the direct addressing mode, the effective address of the argument is contained 
in a single bytd following the opcode byte. Direct addressing allows the user to directly address the 
256 bytes in data space memory with a single two-byte instruction. 

6.1.2.3 SHORT DIRECT. The MCU also has four locations in data space RAM ($80, $81, $82, $83) 
which may be used in a short-direct addressing mode. In this mode the lower two bits of the opcode 
determines the data space RAM location, and the instruction is only one byte. Short direct address- 
ing is a subset of the direct addressing mode. (The X and Y registers are at locations $80 and $81 
respectively.) 

6.1.2.4 EXTENDED. In the extended addressing mode, the effective address is obtained by con- 
catenating the four least significant bits of the opcode with the byte following the opcode (12-bit 
address). Instructions using the extended addressing mode (JMP, JSR) are capable of branching 
anywhere in program space. An extended addressing mode instruction is two bytes long. 

6.1.2.5 RELATIVE. The relative addressing mode is only used in conditional branch instructions. In 
relative addressing, the address is formed by adding the sign extended lower five bits of the opcode 
(the offset) to the program counter if and only if the condition is true. Otherwise, control proceeds 
to the next instruction. The span of relative addressing is from - 15 to +16 from the opcode ad- 
dress. The programmer need not worry about calculating the correct offset when using the 
Motorola assembler since it calculates the proper offset and checks to see if it is within the span of 
the branch. 

6.1.2.6 BIT SET/CLEAR. In the bit set/clear addressing mode, the bit to beset or cleared is part of 
the opcode, and the byte following the opcode specifies the direct address of the byte in which the 
specified bit is to be set or cleared. Thus, any bit in the 256 locations of data space memory, which 
can be written to, can be set or cleared. 
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6.1.2.7 BIT TEST AND BRANCH. The bit test and branch addressing mode is a combination of 
direct addressing and relative addressing. The bit which is to be tested is included in the opcode, 
and the data space address of the byte to be tested is in the single byte immediately following the 
opcode byte. The third byte is sign extended to twelve bits and becomes the offset added to the 
program counter if the condition is true. The single three-byte instruction allows the program to 
branch based on the condition of any bit in data space memory. The span of branching is from 
- 125 to +130 from the opcode address. The state of the tested bit is also transferred to the carry 
flag. 

6.1.2.8 REGISTER-INDIRECT. In the register-indirect addressing mode, the operand is at the ad- 
dress (in data space) pointed to by the contents of one of the indirect registers (X or Y). The par- 
ticular X or Y register is selected by bit 4 of the opcode. Bit 4 of the opcode is then decoded into an 
address which selects the desired X or Y register ($80 or $81). A register- indirect instruction is one 
byteilong. 

6.1.2.9 INHERENT. In the inherent addressing mode, all the information necessary to execute the 
instruction is contained in the opcode. These instructions are one byte long. 

6.2 INSTRUCTION SET 

The MC6804P2 MCU has a set of 42 basic instructions, which when combined with nine addressing 
modes produce 242 usable opcodes. They can be divided into five different types: register/ memory, 
read-modify-write, branch, bit manipulation, and control. The following paragraphs briefly explain 
each type. All the instructions within a given type are presented in individual tables. 

6.2.1 Register/ Memory Instructions 

Most of these instructions use two operands. One operand is the accumulator and the other 
operand is obtained from memory using one of the addressing modes. The jump unconditional 
(JMP) and jump to subroutine (JSR) instructions have no register operands. Refer to Table 6-1. 

6.2.2 Read- Modify-W rite Instructions 

These instructions read a memory location or a register, modify or test its contents, and write the 
modified value back to memory or to the register. There are ten instructions which utilize read- 
modify-write cycles. All INC and DEC forms along with all bit manipulation instructions use this 
method. Refer to Table 6-2. 

6.2.3 Branch Instructions 

The branch instructions cause a branch from the program when a certain condition is met. Refer to 
Table 6-3. 

6.2.4 Bit Manipulation Instructions 

These instructions are used on any bit in data space memory. One group either sets or clears. The 
other group performs the bit test branch operations. Refer to Table 6-4. 
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Table 6-1. Register/ Memory Instructions 







Addressing Modes 






Indirect 


Immediate 


Direct 


Inherent 


Extended 


Short-Direct 




Function 


Mnem 


Opcode 


# 
Bytes 


# 
Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


# 
Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Special 
Notes 


X 


Y 


Load A from Memory 


LDA 


EO 


FO 


1 


4 


E8 


2 


4 


F8 


2 


4 


- 


- 


- 


- 


- 


- 


AC-AF 


1 


4 


1 


Load XP from Memory 


LDXl 


- 


- 


- 


- 


BO 


3 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


4 


Load YP from Memory 


LDYI 


- 


- 


- 


- 


BO 


3 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


4 


Store A in Memory 


STA 


El 


F1 


1 


4 


- 


- 


- 


F9 


2 


4 


- 


- 


- 


- 


- 


- 


BC-BF 


1 


4 


2 


Add to A 


ADD 


E2 


F2 


1 


4 


EA 


2 


4 


FA 


2 


4 


- 


- 


- 


- 


- 


- 




- 


- 


- 


Subtract from A 


SUB 


E3 


F3 


1 


4 


EB 


2 


4 


FB 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Arithmetic Compare 
with Memory 


CMP 


E4 


F4 


1 


4 


EC 


2 


4 


FC 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


AND Memory to A 


AND 


E5 


F5 


1 


4 


ED 


2 


4 


FD 


2 


4 


- 


- 


- 


- 


- 


- 


- 




- 


- 


Jump to Subroutine 


JSR 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


8 (TAR) 


2 


4 


- 


- 


- 


3 


Jump Unconditional 


JMP 


- 


- 


- 


- 


- 




- 


- 


- 


- 


- 


- 


- 


9 (TAR) 


2 


4 




- 


- 


3 


Clear A 


CLRA 


- 


- 


- 


- 


- 


- 


- 


FB 


2 


4 


- 


- 


- 


- 


- 


- 




- 


- 


-. 


Clear XP 


CLRX 


- 


- 


- 


- 


- 


- 


- 


FB 


2 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Clear YP 


CLRY 


- 


- 


- 


- 


- 


- 


- 


FB 


2 


4 


- 






- 


- 


- 


- 


- 


- 


- 


Complement A 


COMA 


- 


- 


~ 




- 


- 


- 


- 


- 


- 


B4 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Move Immediate Value 
to Memory 


MVI 


- 


- 


- 




BO 


3 


4 


BO 


3 


4 


- 


- 


- 


- 


- 


- 


- 


- 


- 


5 


Rotate A Left and Carry 


ROLA 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


B5 


1 


4 


- 


- 


- 


- 




- 




Arithmetic Left Shift of A 


AS LA 


- 




- 


- 


- 




- 


FA 


2 


4 


- 


- 


~ 


- 


- 


- 


- 




-. 


- 



SPECIAL NOTES 

1. In Short-Direct addressing, the LDA nnnemonic represents opcode AC, AD, AE, and AF. This is equivalent to RAM locations $80 (AC), $81 (AD), $82 (AE), and $83 (AF) 
-2. In Short-Direct addressing, the STA nnnemonic represents opcode BC, BD, BE, and BF. This is equivalent to RAM locations $80 (BC), $81 (BD), $82 (BE), and $83 (BF). 

3. In Extended addressing, the four LSBs of the opcode (Mnemonic JSR and JMP) are formed by the four MSBs of the target address. 

4. In Immediate addressing, the LDXl and LDYI are mnemonics which are recognized as follovi's: 

LDXl = MVI $80,data 

LDYI = MVI $81, data Where data is a one-byte hexadecimal number. 

5. In both Immediate and Direct addressing, the MVI instruction has the same opcode (80). 



o 

00 

o 

■0 






O 
o> 

00 

o 



Table 6-2. Read-Modify-Write Instructions 







Addressing Modes 






Indirect 


Direct 


Short- Direct 


Special 
Notes 


Function 


Mnem 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


X 


Y 


Increment Memory Location 


INC 


E6 


F6 


1 


4 


FE 


2 


4 


A8-AB 




4 


1, 3 


Increment A 


INCA 


- 


- 


- 


- 


FE 


2 


4 


- 


- 


- 


- 


Increment X 


INCX 


- 


- 


- 


- 


- 


- 


- 


A8 




4 


- 


Increment Y ' 


INCY 


- 


_ 


- 


- 


- 


- 


- 


A9 




4 


- 


Decrement Memory Location 


DEC 


E7 


F7 


1 


4 


FF 


2 


4 


B8-BB 




4 


2,4 


Decrement A 


DECA 


- 


- 


~ 


- 


FF 


2 


4 


-^ 


- 


- 


- 


Decrement X 


DECX 


- 


- 


- 


- 


- 


- 


- 


B8 




4 


- 


Decrement Y 


DECY 


- 


- 


^ 


^ 


- 




- 


B9 




4 


- 



SPECIAL NOTES 

1 . In Short-Direct addressing, the INC mnemonic represents opcode AS, A9, AA, and AB. These are equivalent to RAM locations $80 (AS), $81 (A9), $82 ( AA), 
and $83 (AB). 

2. In Short-Direct addressing, the DEC mnemonic represents opcode 88, 89, BA, and BB. These are equivalent to RAM locations $80 (B8), $81 (B9), $82 (BA), 
and $83 (BB). 

3. In Indirect addressing, the INC mnemonic represents opcode E6 or F6, and causes the location pointed to by X (E6 opcode) or Y (F6 opcode) to be incremented. 

4. In Indirect addressing, the INC mnemonic represents opcode E7 or F7, and causes the location pointed to by X (E7 opcode) or Y (F7 opcode) to be incremented. 
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Table 6-3. Branch Instructions 







Relative Addressing Mode 




Function 


Mnem 


Opcode 


Bytes 


Cycles 


Special 
Notes 


Branch if Carry Clear 


BCC 


40-5F 




2 


1 


Branch if Higher or Same 


(BHS) 


40-5F 




2 


1, 2 


Branch if Carry Set 


BCS 


60-7 F 




2 


1 


Branch if Lower 


(BLO) 


60-7F 




2 


1, 3 


Branch if Not Equal 


BNE 


00- IF 




2 


1 


Branch if Equal 


BEQ 


20-3 F 




2 


1 



a 



SPECIAL NOTES 

Each mnemonic of the Branch Instructions covers a range of 32 opcodes; e.g., BCC ranges from 40 through 5F. The 

actual memory location (target address) to which the branch is made is formed by adding the sign extended lower five 

bits of the opcode to the contents of the program counter. 

The BHS instruction (shown in parentheses) is identical to the BCC instruction. The C bit is clear if the register was higher 

or the same as the location in the memory to which it was compared. 

The BLO instruction (shown in parentheses) is identical to the BCS instruction. The C bit is set if the register was lower 

than the location in memory to which it was compared. 



Table 6-4. Bit Manipulation Instructions 









Addressing Modes 




Function 


Mnem 


Bit Set/ Clear 


Bit Test and Branch 


Special 
Note 


Opcode 


Bytes 


Cycles 


Opcode 


tt 
Bytes 


tt 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = . 


. . 7) 


- 


- 


- 


C8+n 


3 


5 


1 


Branch IFF Bit n is clear 


BRCLR n (n = . 


. . 7) 


- 


- 


-. 


CO-i-n 


3 


5 


1 


Set Bit n 


BSET n (n = . . 


.7) 


D8-Fn 


2 


4 


- 


- 


- 


1 


Clear Bit n 


BCLR n (n = . . 


. 7) 


DG-Fn 


2 


4 


- 


- 


- 


1 



SPECIAL NOTE 

1. The opcode is formed by adding the bit number (0-7) to the basic opcode. For example: to clear bit six using the BSET6 
instruction the opcode becomes DE (D8-I-6); BCLR5 becomes (C04-5); etc. 
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6.2.5 Control Instructions 

The control instructions control the MCU operations during progrann execution. Refer to Table 6-5. 

6.2.6 Alphabetical Listing 

The complete instruction set is given in alphabetical order in Table 6-6. There are certain 
mnemonics recognized by the Motorola assembler and converted to other instructions. The fact 
that all registers and accumulator are in RAM allows many implied instructions to exist. The implied 
instructions recognized by the Motorola assembler are identified in Table 6-6. 



6.2.7 Opcode Map Summary 

Table 6-7 contains an opcode map for the instructions used on the MCU. 

6.3 IMPLIED INSTRUCTIONS 

Since the accumulator and all other registers are located in RAM many implied instructions exist. 
The assembler-recognized implied instructions are given in Table 6-6. Some examples not recog- 
nized by the assembler are shown below. 



B 



BCLR,7 $FF Ensures accumulator is plus 

BSET,7 $FF Ensures accumulator is minus 

BRCLR,7 $FF Branch iff accumulator is plus 

BRSET,7 $FF Branch iff accumulator is minus 

BRCLR,7 $80 Branch iff X is plus (BXPL) 

BRSET,7 $80 Branch iff X is minus (BXMI) 

BRCLR,7 $81 Branch iff Y is plus (BYPL) 

BRSET,7 $81 Branch iff Y is minus (BYMl) 
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Table 6-5. Control Instructions 





Addressing Modes 






Short-Direct 


Inherent 


Relative 




Function 


Mnem 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Opcode 


Bytes 


Cycles 


Special 
Notes 


Transfer A to X 


TAX 


BC 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Transfer A to Y 


TAY 


BD 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Transfer X to A 


TXA 


AC 


1 


4 


- 


- 


- 


- 


- 


- 


- 


Transfer Y to A 


TYA 


AD 


1 


4 


- 


- 


- 


- 


- 


- ■ 


- 


Return from Subroutine 


RTS 


- 


- 


- 


B3 


1 


2 




- 


- 


- 


Return from Interrupt 


RTI 


_ 


— 


_ 


B2 


1 


2 


— 


— 


_ 


_ 


No-Operation 


NOP 


- 


- 


- 


- 


- 


- 


- 


- 




1 



B 



SPECIAL NOTE 

1 . The NOP Instruction is equivalent to a branch if equal (BEQ) to the location designated by PC+ 1 . 
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Table 6-6. Instruction Set 



rb 





Addressing Modes 


Flags 1 


Mnemonic 


Inherent 


Immediate 


Direct 


Short 
Direct 


Bit Set 
Clear 


Bit- Test- 
Branch 


Register 
Indirect 


Extended 


Relative 


Z 


C 


ADD 




X 


X 








X 






A 


A 


AND 




X 


X 








X 






A 






AS LA 






Assembler converts this to "ADD $FF" 
















BCC 


















X 










BCLR 










X 


















BCS 


















X 










BEQ 


















X 










BHS 






Assembler converts this to "BCC" 
















BLO 






Assembler converts this to "BCS" 
















BNE 


















X 










BRCLR 












X 












A 


BRSET 












X 












A 


BSET 










X 














. 


CLRA 






Assembler converts this to "SUB $FF" 








A 


A 


CLRX 






Assembler converts this to "MVI $80, #0" 














CLRY 






Assembler converts this to "MVI $81, #0" 














CMP 




X 


X 








X 






A 


A 


COMA 


X 


















A 


A 


DEC 






X 


X 






X 






A 






DECA 






Assembler converts this to "DEC $FF" 








A 






DECX 






Assembler converts this to "DEC $80" 








A 






DECY 






Assembler converts this to "DEC $81" 








A 






INC 






X 1 X 1 1 


X 






A 






INCA 






Assembler converts this to "INC $FF" 








A 






INCX 






Assembler converts this to "INC $80" 








A 






INCY 






Assembler converts this to "INC $81" 








A 






JMP 
















X 




• 






JSR 
















X 










LDA 




X 


X 


X 






X 






A 






LDXI 






Assembler converts this to "MVI $80,DATA" 








• 






LDYI 






Assembler converts this to "MVI $81, DATA" 








• 






MVI 




X 


X 1 1 1 








• 






NOP 






Assembler converts this to "BEG (PCI + 1" 








• 






ROLA 


X 


















A 


A 


RTI 


X 


















A 


A 


BTS 


X 


















• 




STA 






X 


X 






X 






A 




SUB 




X 


X 








X 






A 


A 


TAX 


Assembler converts this to "STA $80" 


» 




TAY 


Assembler converts this to "STA $81 " 


. 




TXA 


Assembler converts this to "LDA $80" 


. 




TYA 


Assembler converts this to "LDA $81" 


• 





o 

O) 
00 

o 
■0 



Flag Symbols: Z=Zero, C=Carrv/E 



A= Test and Set if True, Cleared Otherwise, •= Not Affected 
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Table 6-7. MC6804P2 Microcomputer 



B 





Branch Instructions 




^^ Hi 







1 




2 




3 




4 




5 




6 




7 




Low^^^^.„__^ 


0000 




0001 




0010 




0011 




0100 




0101 




0110 




0111 







2 

BNE 


2 


BNE 


2 


BEQ 


2 


BEQ 


2 


BCC 


2 


BCC 


2 


BCS 


2 


BCS 




0000 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




1 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




0001 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




2 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




0010 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




3 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




0011 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




4 


BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 


2 


BCC 




BCS 




BCS 




0100 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




5 


BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 




BCC 




BCS 




BCS 




0101 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




6 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




Olio 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




7 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




0111 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




8 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




1000 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




9 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




1001 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




A 


BNE 


2 


BNE 


2 


BEQ 




BEQ 


2 


BCC 




BCC 




BCS 




BCS 




1010 


1 REL 


2 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




B 


BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 


2 


BCC 


2 


BCS 




BCS 




1011 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




C 


2 

BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 


2 


BCC 


2 


BCS 




BCS 




1100 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




D 


BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 




BCC 


2 


BCS 




BCS 




1101 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




E 


BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 


2 


BCC 


2 


BCS 




BCS 




1110 


1 REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 




REL 




F 


BNE 


2 


BNE 


2 


BEQ 




BEQ 




BCC 




BCC 




BCS 




BCS 




nil 


1 REL 


1 


REL 


1 


REL 


1 


REL 




REL 




REL 




REL 




REL 





Abbreviations for Address Modes 



INH 


Inherent 


S-D 


Short Direct 


B-T-B 


Bit Test and Branch 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/Clear 



Indicates Instruction Reserved for Future Use 
Indicates Illegal Instruction 



R-IND Register Indirect 
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Instruction Set Opcode Map 





Register/ Memory, Control, and 
Read/ Modify/ Write Instructions 


Bit Manipulation 
Instructions 


Register/ Memory and 
Read/ Modify/ Write 






8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 

1110 


F 

1111 


Hi ^^^^^ 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


* 


4 

MVI 

3 IMM 


6 

BRCLRO 

3 B-T-B 


4 

BCLRO 

2 BSC 


4 

LDA 

1 R-IND 


4 

LDA 

1 R-IND 




0000 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


* 


♦ 


5 

BRCLR1 

3 B-T-B 


4 

BCLR1 

2 BSC 


STA 

1 R-IND 


4 

STA 

1 R-IND 


1 

0001 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


* 


2 

RTI 

1 INH 


5 

BRCLR2 

3 BT-B 


4 

BCLR2 

2 BSC 


ADD 

1 R-IND 


4 

ADD 

1 R-IND 


2 

0010 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


* 


RTS 

1 INH 


6 

BRCLR3 

3 B-T-B 


4 

BCLR3 

2 BSC 


SUB 

1 R-IND 


4 

SUB 

1 R-IND 


3 

0011 




4 

JSRn 

2 EXT 


JMPn 

2 EXT 


» 


COMA 

1 INH 


5 

BRCLR4 

3 B-T-B 


4 

BCLR4 

2 BSC 


CMP 

1 R-IND 


4 

CMP 

1 R-IND 


4 

0100 




4 

JSRn 

2 EXT 


4 

JMPn 

2 " EXT 


* 


ROLA 

1 INK 


5 

BRCLR5 

3 B-T B 


4 

BCLR5 

2 BSC 


AND 

1 R-IND 


4 

AND 

1 R-IND 


5 

0101 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


* 


♦ 


5 

BRCLR6 

3 B-T B 


BCLR6 

2 BSC 


INC 

1 R-IND 


INC 

1 R-IND 


6 

Olio 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


» 


* 


5 

BRCLR7 

3 BT-B 


BCLR7 

2 BSC 


DEC 

1 R-IND 


DEC 

1 R-IND 


7 

0111 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


INC 

1 S D 


DEC 

1 S-D 


6 

BRSETO 

3 B-T-B 


4 

BSETO 

2 BSC 


4 

LDA 

2 IMM 


4 

LDA 

2 DIR 


8 

1000 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


INC 

1 -S-D 


DEC 

1 S-D 


5 

BRSET1 

3 BT-B 


BSETl 

2 BSC 


# 


4 

STA 

2 DIR 


9 

1001 




JSRn 

2 EXT 


4 

JMPn 

2 EXT 


INC 

1 S-D 


DEC 

1 S D 


5 

BRSET2 

3 BT-B 


BSET2 

2 BSC 


ADD 

2 IMM 


4 

ADD 

2 DIR 


A 

1010 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


INC 

1 S D 


DEC 

1 S-D 


5 

BRSET3 

3 BT-B 


4 

BSET3 

2 BSC 


SUB 

IMM 


4 

SUB 

2 DIR 


B 

1011 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


LDA 

1 S-D 


STA 

1 S-D 


5 

BRSET4 

3 B-T-B 


BSET4 

2 BSC 


4 

CMP 

2 IMM 


CMP 

DIR 


C 

1100 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


LDA 

1 S-D 


STA 

1 S-D 


5 

BRSET5 

3 B-TB 


4 

BSET5 

2 BSC 


4 

AND 

2 IMM 


4 

AND 

2 DIR 


D 

1101 




4 

JRSn 

2 EXT 


4 

JMPn 

2 EXT 


LDA 

1 S-D 


STA 

1 S-D 


5 

BRSET6 

3 B-T-B 


BSET6 

2 BSC 


# 


INC 

2 DIR 


E 

1110 




4 

JSRn 

2 EXT 


4 

JMPn 

2 EXT 


LDA 

1 S D 


STA 

1 S-D 


5 

BRSET7 

3 B-T-B 


BSET7 

2 BSC 


# 


4 

DEC 

2 DIR 


F 
1111 



B 



LEGEND 




Opcode in Hexadecimal 
Opcode in Binary 



Address Mode 
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SECTION 7 
ELECTRICAL SPECIFICATIONS 

7.1 INTRODUCTION 

This section contains the electrical specifications and associated timing for the I\/1C6804P2, 



7.2 MAXIMUM RATINGS 



a 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


Vin 


-0-3 to +7,0 


V 


Operating Temperature Range (Comm 1 


Ta 


to 70 


°c 


Operating Temperature Range (Ind.) 


Ta 


- 40 to 85 


°c 


Storage Temperature Range 


Tstg 


-55 to 150 


"C 


Junction Temperature Range 
Plastic 
Ceramic 
Cerdip 


Tj 


150 
175 
175 


°c/w 



7.3 THERMAL CHARACTERISTICS 



This device contains circuitry to protect 
the inputs against damage due to high 
static voltages of electric fields; however, 
it is advised that normal precautions be 
taken to avoid application of any voltage 
higher than maximum rated voltages to 
this high impedance circuit. For proper 
operation it is recommended that Vm and 
Vqu^ be constrained to the range 
Vsss{V,n or Vout'^Vcc- Reliability of 
operation is enhanced if unused inputs 
except EXTAL are connected to an ap- 
propriate logic voltage level (e.g., either 
Vss or VccI 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 










Plastic 






70 




Ceramic 




»JA 


50 


°c/w 


Cerdip 






60 





Test 
Point 



? Vcc = 
MMD6150 \^ 

or Equiv. >^^^ 



40 pF __ 
(Total) 



23 kn n 



MMD7000 
or Equiv. 



T 



30 pF (Total) 



Vcc = 5.2 V 
Test rv1MD6150 ' 

Point or Equiv. ^ ^q^^^ 



30 pF . 
(Total)' 



46 kO i MMD7000 
or Equiv. 



Figure 7-1 . LSTTL Equivalent 
Test Load (Port B) 



Figure 7-2. CMOS Equivalent 
Test Load (Ports A, B, C) 



Figure 7-3. LSTTL Equivalent 

Test Load (Ports A, C, 

and TIMER) 
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7.4 POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained fronn: 

Tj = TA+(PD'ejA) (1) 

Where: 

Ta= Ambient Tennperature, °C 

^JA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD=P|NT+PP0RT 

P|NT= ICCx VcC, Watts - Chip Internal Power 
PPORT=Port Power Dissipation, Watts — User Determined 
For most applications PpORT'^PlNT and can be neglected. PpORT "Tnay become significant if 
the device is configured to drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is: 

PD = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd«(Ta + 273°C) + ^jA«Pd2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by 
measuring Pq (at equilibrium) for a known Ta- Using this value of K the values of Pq and Tj can be 
obtained by solving equations {V\ and (2) iteratively for any value of Ta- 



i 



7.5 ELECTRICAL CHARACTERISTICS 

70°C, unless otherwise noted) 



:Vcc= +5.0 Vdc + 0.5 Vdc, Vss = Vdc, Ta = 0°C to 



Characteristic 


Symbol 


IVIin 


Typ 


Max 


Unit 


Internal Power Dissipation -No Port Loading 


Pint 


" 


150 


- 


mW 


Input High Voltage 


V|H 


20 


- 


vcc 


v 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Input Capacitance 


C,n 


- 


10 


~ 


pF 


Input Current (IRQ, RESET) 


'in 


- 


2 


20 


mA 



7.6 SWITCHING CHARACTERISTICS (Vcc= +5.0 Vdc±0.5 Vdc, Vss = GND, Ta = 0°C to 
70°C, unless otherwise noted) 



Characteristic 


Symbol 


IVlin 


Typ 


iVIax 


Unit 


Oscillator Frequency 


fosc 


4.0 


- 


11.0 


MHz 


Bit Time 


ibit 


0.364 


- 


1.0 


MS 


Byte Cycle Time 


'byte 


4,36 


- 


12.0 


MS 


IRQ and TIMER Pulse Width 


'WL'^WH 


2>;tbyte 


- 


- 


- 


RESET Pulse Width 


tRWL 


2xtbvte 


- 


- 


~ 


RESET Delay Time (External Capacitance= 1 .0 /iF)' 


tRHL 


100 


- 


- 


ms 
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7.7 PORT DC ELECTRICAL CHARACTERISTICS (Vcc= +5.0 Vdc±0.5 Vdc, Vss = GND, 
Ta = 0°C to 70°C, unless otherwise noted) 



a 



Characteristic | Symbol | Min | Typ | IVIax | Unit 


Ports A and C (Standard) 


Output Low Voltage, 1 Load = 0-4 n^A 


Vol 


- 


- 


0.5 


V 


Output High Voltage, lLoad= -50 ^A 


VOH 


2.3 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


4 


40 


mA 


Ports A and C (Open Drain) | 


Output Low Voltage, lLoad = '^-4 rnA 


Vol 


- 


- 


0.5 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current 


IJS! 


- 


4 


40 


p.k 


Open Drain Leakage (Vout=Vcc' 


ilod 


- 


4 


40 


^A 


Ports A and C (CMOS Drive) | 


Output Low Voltage, lLoad = 0.4 mA (Sink) 


Vol 


- 


- 


0.5 


V 


Output High Voltage, lLoad= " 10 |i^ 


VoH 


Vcc- 1.0 


- 


- 


V 


Output High Voltage, lLoad= " 100 AiA 


VOH 


2.3 


- 


- 


V 


Input High Voltage, lLoad= -300 ^A Max 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage, lLoad= -3(X)/iA Max 


VlL 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 0.4 V to Vcc) 


iTSI 


- 


- 


-300 


mA 


Port B (Standard) | 


Output Low Voltage, lLoad= 10 mA 


Vol 


- 


- 


0.5 


V 


Output Low Voltage, lLoad= 10 mA (Sink) 


Vol 


- 


- 


1.5 


V 


Output High Voltage, lLoad= - 100 /'A 


VOH 


2.3 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


8 


80 


/'A 


Port B (Open Drain) ] 


Output Low Voltage, 1 Load =10 mA 


Vol 


- 


- 


0.5 


V 


Output Low Voltage, lLoad=10 mA (Sink) 


Vol 


- 


- 


1.5 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0,3 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


8 


80 


/'A 


Open Drain Leakage (Vout=Vcc' 


Ilod 


- 


8 


80 


/'A 


Port B (CMOS Drive) | 


Output Low Voltage, lLoad=10 mA 


Vol 


- 


- 


0.5 


V 


Output High Voltage, lLoad= 10 mA (Sink) 


Vol 


- 


- 


1.5 


V 


Output High Voltage, lLoad= - 10 (tA 


VoH 


Vcc-1-0 


- 


- 


V 


Output High Voltage, lLoad= -50/»A 


VoH 


2.3 


- 


- 


V 


Input High Voltage, lLoad= -300 fik Max 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage, lLoad= -300 «A Max 


V|| 


-0.3 


_ 


0.8 


V 


Hi-Z State Input Current (V|n = 0.4 V to Vcc) 


Itsi 


- 


- 


-300 


^A 
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SECTION 8 
ORDERING INFORMATION 



8.1 INTRODUCTION 



The following information is required when ordering a custonn MCU. The information may be 
transmitted to Motorola in the following media: 

EPROM(s), MCM2716 or MCM2532 

MDOS, disk file 

To initiate a ROM pattern for the MCU, it is necessary to first contact your local field service office, 
local sales person, or your local Motoro'a representative. 

8.1.1 EPROMs 

An MCM2716 or MCM2532 type EPROM, programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern generation. Since all program and data 
space information will fit on one MCM2716 or MCM2532 EPROM, the EPROM must be pro- 
grammed as follows in order to emulate the MC6804P2 MCU. For an MCI\/I2716, start the data 
space ROM at EPROM address $020 and start program space ROM at EPROM address $400 and 
continue to memory space $7FF. Memory space $7F8 through $7FB are reserved for Motorola self- 
test vectors. For an MCM2532, the memory map shown in Figure 2-1 can be used. All unused 
bytes, including the user's space, must be set to zero. For shipment to Motorola, the EPROMs 
should be placed in a conductive IC carrier and packed securely. Do not use styrofoam. 

8.1.2 MDOS Disk File 

An MDOS disk, programmed with the customer program (positive logic sense for address and 
data), may be submitted for pattern generation. When using the MDOS disk, include the entire 
memory image of both data and program space. All unused bytes, including the user's space, must 
be set to zero. 

8.2 VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are filed for contractual purposes and are not 
returned. A computer listing of the ROM code will be generated and returned along with a listing 
verification form. The listing should be thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification form constitutes the contractural agree- 
ment for creation of the customer mask. If desired, Motorola will program a blank M.CM2716, 
MCM2532, or MDOS disk (supplied by the customer) from the data file used to create the custom 
mask to aid in the verification process. 



B 
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8.3 ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROIVI pattern will be sent for program verification. These units 
will have been made using the custom mask but are for the purpose of ROM verification only. For 
expediency they are usually unmarked, packaged in ceramic, and tested only at room temperature 
and five volts. These RVUs are included in the mask charge and are not production parts. These 
RVUs are not backed nor guaranteed by Motorola Quality Assurance. 

8.4 FLEXIBLE DISKS 

The disk media submitted must be single-sided, single density, 8-inch, MDOS compatible floppies. 
The customer must clearly label the disk with the ROM pattern file name. The minimum MDOS 
system files as well as the absolute binary object file (filename. 10 type of file) from the M6805 cross 
assembler must be on the disk. An object file made from a memory dump; using the ROLLOUT 
command is also admissable. Consider submitting a source listing as well as: filename, .LX 
(EXORciser loadable format). This file will of course be kept confidential and is used 1) to speed up 
the process in house if any problems arise, and 2) to speed up our customer to factory interface if a 
user finds any software errors and needs assistance quickly from the factory representative. 

MDOS is Motorola's Disk Operating System available on development systems such as EXORciser, 
EXORset, etc. 
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OPTION LIST 

Select the options for the MCU from the following list. A manufacturing mask will be generated 
from this information. Select one in each section. 
Internal Oscillator Input 
n Crystal 

D Resistor-Capacitor 
Interrupt Trigger 

n Edge-Sensitive 
n Level- and Edge-Sensitive 
Output Drive (Select one Option per Port) 

LSTTL CMOS/LSTTL Open Drain 

Port A D D D 

Port B D D D 

Port CD D D 



Customer Name. 

Address 

City 



B 



Phone ( )_ 

Contact Ms/Mr. 



State. 



.Extension. 



.Zip. 



Customer Part Number. 



Pattern Media 
D MCM2532 EPROM 
D MCM2716 EPROM 
D MDOS Disk File 
n (Note) 



Note: Other Media require prior factory approval. 



Signature. 
Title 



Figure 8.1 Ordering Form 
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SECTION 9 
MECHANICAL DATA 



This section contains the pin assignment and package dimension diagrams for the MC6804P2 
microcomputer. 



9.1 PIN ASSIGNMENT 



a 



vssC 


!• "^-^ 28 


] RESET 


IrqC 


2 


27 


]PA7 


vccC 


3 


26 


]PA6 


extalC 


4 


25 


]PA5 


XTAL[ 


5 


24 


]PA4 


MDS[ 


6 


23 


]PA3 


TIMER C 


7 


22 


]PA2 


PCOC 


8 


21 


]PA1 


PCI C 


9 


20 


]PAO 


PC2C 


10 


19 


]PB7 


PC3[ 


11 


18 


]PB6 


PBOC 


12 


17 


]PB5 


PB1 [ 


13 


16 


]PB4 


PB2C 


14 


15 


3 PBS 
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Product Preview 



8-BIT HCMOS MICROCOMPUTER UNITS 

The MC68HC04P2 and MC68HC04P3 HCMOS microcomputer units 
(MCUs) are members of tlie M68HC04 Family of very low-cost single- 
chip microcomputers. These 8-bit microcomputers contain a CPU, on- 
chip CLOCK, ROM, RAM, I/O, and TIMER. They are designed for the 
user who needs an economical microcomputer with the proven 
capabilities of the M6800-based instruction set. The following are some 
of the hardware and software highlights of the MC68HC04P2 and 
MC68HC04P3 microcomputers. 

HARDWARE FEATURES 

• Low Power HCMOS 

• Power Saving Stop and Wait Modes 

• 8-Bit Architecture 

• MC68HC04P2 and MC68HC04P3 are Pin Compatible With the 

MC6804P2 

• RAM: MC68HC04P2 - 32 Bytes 

MC68HC04P3 - 128 Bytes 

• Memory Mapped I/O 

• User ROM: MC68HC04P2 - 1024 Bytes 

MC68HC04P3 - 2048 Bytes 

• 72 Bytes of ROM for Look-Up Tables 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (Eight Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Self-Check Mode 

• Master Reset 

• Complete Development System Support on EXORciser 

• Software Programmable Timer Prescaler 

• 5 Volt Single Supply 

SOFTWARE FEATURES 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instruction 

• Versatile Interrupt Handling 

• Versatile Indirect Registers 

• Conditional Branches 

• Single Instruction Memory Examine/Change 

• Timer Pin is Software Programmable as Clock Input or Timer Input 

• 10 Powerful Addressing Modes 

USER SELECTABLE OPTIONS 

• 20 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Vectored Interrupts: Timer, Software, and External 

• Mask Selectable Edge- or Level-Sensitive Interrupt Pin 



MC68HC04P2 
MC68HC04P3 



HCMOS 

(HIGH-DENSITY CMOS 
SILICON-GATE) 

8-BIT HCMOS 
MICROCOMPUTERS 




E 




P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



Z SUFFIX 

CHIP CARRIER 
CASE 761 



PIN ASSIGNMENT 



VSS [ 1 
IRQ I 2 

Vcc [ 3 

EXTAL C 4 

XTAL [ 5 

MDS [ 

TIMER [ 

PCO [ 

PCI [ 

PC2 [ 

PCS C 

PBO [ 

PB1 [ 

PB2 [ 



"V/" 



28 


J RESET 


27 


] PA7 


26 


] PA6 


25 


] PA5 


24 


] PA4 


23 


] PAS 


22 


] PA2 


21 


] PA1 


20 


] PAO 


19 


] PB7 


18 


I PB6 


17 


] PB5 


16 


] PB4 


15 


] PBS 



This document contains information on a product under development. Motorola reserves the 
right to change or discontinue this product without notice. 
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MC68HC04P2, MC68HC04P3 



BLOCK DIAGRAM 



XTAL EXTAL RESET MDS INT 



] 




PCO Port 
PCI C 
PC2 I/O 

PCS Lines 



*User ROM area: MC68HC04P2= 1024x8 - MC68HC04P3= 2048x8 
^* RAM area: MC68HC04P2-32x8 - MC68HC04P3= 128x8 





PROGRAMMING MODEL 

7 











A 






Accumulator 


These are 


7 











Registers 
in Data ' 


1 


XP 






Indirect 
Register X 


Space RAM 


7 











1 


YP 






Indirect 
Register Y 




11 


8 7 













PCH ] 


PCL 






Program 
Counter 














Normal Flags - 


-*jc| 


z 












Interrupt Flags - 


-Jcl 


z 
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Product Preview 



8-BIT MICROCOMPUTER UNITS WITH 
SERIAL PERIPHERAL INTERFACE AND TWO TIMERS 

The MC6805K2/MC6805K3 microcomputer units are members of the 
M6805 Family of low-cost single-chip microcomputers. These 8-bit 
microcomputers contain a CPU, on-chip clock, ROM, EEPROM, RAM, 
I/O, two timers, one programmable prescaler, and a serial peripheral in- 
terface. These units are designed for the user who needs an economical 
microcomputer with the proven capabilities of the M6800-based instruc- 
tion set. 

HARDWARE FEATURES 

• 32 Bidirectional TTL I/O Lines 

Eight CMOS I/O Compatible 

Eight LED I/O Compatible 

Eight Open Drain (Software Control) 

• User ROM; MC6805K2 - 2K Bytes 

MC6805K3 - 3.6K Bytes 

• 96 Bytes of User RAM, 16 Bytes on Standby via VsTBY f^in 

• 128 Bytes of User EEPROM with Write/Erase Latches 

• Seif-Check Mode 

• Serial Peripheral Interface 

• Zero-Crossing Detect/ Interrupt 

• Two Cascadable 8-Bit Timers with 7-Bit Software Programmable 
Prescaler, Data Modulus Latch, and Capture Latch 

• Auxiliary Counter with "Watchdog" Reset Feature 

• 5-Volt Single Supply 

• Two External Interrupts 

SOFTWARE FEATURES 

• 10 Powerful Addressing Modes 

• Byte Efficient Instruction Set with True Bit Manipulation, Bit Test, 
and Branch Instructions 

• Single Instruction Memory Examine/Change 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Register/Flags 

• User Callable Self-Check Subroutines 

• Complete Development System Support on EXORciser, EXORset, 
and HDS-200 

USER SELECTABLE OPTIONS 

• Eight Bidirectional I/O Lines with TTL or TTL/CMOS Interface 
Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Low Voltage Inhibit Option 

• Vectored Interrupts; Timer/SPI, Software, and External 

• Eight Byte Standby RAM Option 



MC6805K2 
MC6805K3 



HMOS 



(HIGH DENSITY 

N-CHANNEL, SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTERS 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



S SUFFIX 

CERPID PACKAGE 
CASE 734 



i 



PIN ASSIGNM£NT 




Vss l| 


1 W 


40 


1 PA7 


RESET i; 


2 


39 


I PA6 


INTl C 


3 


38 


] PA5 


vcc C 


4 


37 


1 PA4 


XTAL [ 


5 


36 


IPA3 


EXTAL I 


6 


35 


1 PA2 


VsTBY [ 


7 


34 


1 PAl 


Vpp I 


8 


33 


) PAO 


PCO [ 


9 


32 


] PB7 


PC1 I 


10 


31 


1 PB6 


PC2 [ 


11 


30 


] PB5 


PCS [ 


12 


29 


IPB4 


PC4 [ 


13 


28 


] PBS 


PC5 I 


14 


2/ 


1 PB2 


PC6 [ 


15 


26 


] PBl 


PC7 I 


16 


25 


] PBO 


TIMERA/PD7 [ 


17 


24 


] PDO/SPISS 


TCON1/INT2/PD6 [ 


18 


23 


] PD1/SPICL 


T1MERB/PD5[ 


19 


22 


P PD2/SPID 


TCON2/PD4 I 


20 


21 


3 PD3/SPID 











This document contains information on a product under development. Motorola reserves the 
right to change or discontinue this product without notice. 
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a 



XTAL' 
EXTAL ■ 



PBO 
PB1 
PB2 
PB3 
PB4 
PB5 
PB6 
PB7 

R ESET 
InTT 
VCC 
VSS 



PCO 
PCI 
PC2 
PCS 
PC4 
PC5 
PC6 
PC7 



FIGURE 1 - BLOCK DIAGRAM 
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PD7/Timer A 

PD6/TCON1/iNT2 

PD5/Timer B 
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PD3/SPID 

PD2/SPID 
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User ROM 

MC6805K2 = 2K Bytes 
MC6805K3 = 3.6K Bytes 



FIGURE 2 - PROGRAMMING MODEL 
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SIGNAL DESCRIPTION 



The input and output signals for the MC6805K2 and 
MC6805K3 microcomputer units (MCUs) are described in the 
following paragraphs. 

VCC. Vss, AND VsTBY 

Power is supplied to the MCUs using these pins. Vqc Pro- 
vides the 5.0 volt + 5% power supply connection, Vgs is the 
ground connection, and VsTBY is the standby RAM power 
connection. 

iNTI 

This pin provides the capability for asynchronously apply- 
ing an external interrupt to the MCU. Zero-crossing detec- 
tion capability is provided on this pin. 

XTAL AND EXTAL 

These pins provide control input for the on-chip clock 
oscillator circuit. A crystal or a capacitor-resistor network, 
depending on the user selectable manufacturing mask op- 
tion, can be connected to these pins to provide a system 
clock source with various stability/cost tradeoffs. 

Vpp 

This pin is used to supply programming voltage (21 volts) 
to the EEPROM in the program mode. It should be con- 
nected to Vcc during normal operation. 

TIMER A/PD7 - TIMER B/PD5 

These pins allow an external input to be used to decre- 
ment the internal timers. 



RESET 

This pin allows resetting of the MCU by an external 
source. 



INPUT/OUTPUT PORTS 

(PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7) 

Ports A, B, and C are programmable as either inputs or 
outputs under software control of the data direction 
registers. All ports are CMOS and TTL input compatible and 
TTL output compatible. 

MEMORY 

As shown in Figure 3, the MC6805K2 and MC6805K3 
microcomputers are capable of addressing 4096 bytes of 
memory space with their program counters. The MCUs have 
implemented 2048 bytes of ROM including eight interrupt 
vectors, 248 bytes of self-check ROM, 96 bytes of user RAM, 
128 bytes of EEPROM, and 17 bytes of port 1/0, control, 
data, and status registers. The user ROM is split into two 
areas. One area is the main memory (locations $700to$EFF). 
The last eight user ROM locations, $FF8to $FFF, are for the 
interrupt vectors. 

The MCUs reserve the first 17 memory locations for I/O 
and hardware features. These locations are used for the 
ports, the port data direction registers, the timers, the 
miscellaneous register, the serial peripheral interface, and 
the EEPROM program control. Of the 96 RAM bytes, 31 
($061 through $07F) are shared with the stack area. The 
stack must be used with care when data shares the stack 
area. The lower sixteen bytes of RAM, between $20and$2F, 
are powered through the VsTBY Pi^i- 

The shared stack area is used during the processing of an 
interrupt or subroutine calls, to save the contents of the CPU 
state. Since the register contents are pushed onto the stack, 
the stack pointer decrements during pushes. The low order 
byte (PCD of the program counter is stacked first; then the 
high order four bits (PCH) are stacked. This ensures that the 
program counter is loaded correctly during pulls from the 
stack, since the stack pointer increments when it pulls data 
from the stack. A subroutine call results in only the program 
counter (PCL, PCH) contents being pushed onto the stack; 
the remaining CPU registers are not pushed (see Figure 4). 
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FIGURE 3 - MEMORY MAP 



i 



EEPROM 
128 Bytes 



Future 
EEPROM 



Future 
ROM 



Main 
ROM 
2048 
Bytes 



Self-Check ROM 
248 Bytes 



Vectors 8 Bytes 



Hex 
$000 




$FF8 
$FFF 



$000 


Port A Data 


$001 


Port B Data 


$002 


Port C Data 


$003 


Port D Data 


$004 


Port A DDR 


$005 


Port B DDR 


$006 


Port C DDR 


$007 


Port D DDR 


$008 


Timer A Data 


$009 


Timer A Control 


$00A 


Miscellaneous 


$008 


Program Control 


$00C 


Timer B Data 


$0OD 


Timer B Control 


$00E 


SPI Data 


$00F 


SPI Control 


$010 


Prescaler Control 


$011 


Future RAM 


$020 


RAM 96 Bytes 



FIGURE 4 - INTERRUPT STACKING DIAGRAM 
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1111 


PCH* 


n 


PCL* 



^ For subroutine calls, only PCL and PCH are stacked. 
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Advance Iriformatlon 



8-BIT MICROCOMPUTER UNIT 


The MC6805P2 Microcomputer Unit (MCU) is a member of the 


M6805 Family of low-cost single-chip microcomputers. This 8-bit 


microcomputer contains a CPU, on-chip CLOCK, ROM, RAM, I/O, and 


TIMER. It is designed for the user who needs an economical microcom- 


puter with the proven capabilities of the M6800-based instruction set. 


The following are some of the hardware and software highlights of the 


MC6805P2 MCU. 


HARDWARE FEATURES 


• 8-Bit Architecture 


• 64 Bytes of RAM 


• Memory Mapped I/O 


• 1100 Bytes of User ROM 


• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 


LED Compatible) 


• On-Chip Clock Generator 


• Self-Check Mode 


• Zero Crossing Detection 


• Master Reset 


• Complete Development System Support on EXORciser 


• 5 V Single Supply 


SOFTWARE FEATURES 


• Similar to M6800 Family 


• Byte Efficient Instruction Set 


• Easy to Program 


• True Bit Manipulation 


• Bit Test and Branch Instruction 


• Versatile Interrupt Handling 


• Versatile Index Register 


• Powerful Indexed Addressing for Tables 


• Full Set of Conditional Branches 


• Memory Usable as Register/Flags 


• Single Instruction Memory Examine/Change 


• 10 Powerful Addressing Modes 


• All Addressing Modes Apply to ROM, RAM, and I/O 


USER SELECTABLE OPTIONS 


• Internal 8-Bit Timer with Selectable Clock Source (External Timer 


Input or Internal Machine Clock) 


• Timer Prescaler Option (7 Bits, 2n) 


• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 


• Crystal or Low-Cost Resistor Oscillator Option 


• Low Voltage Inhibit Option 


• Vectored Interrupts: Timer, Software, and External 
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HMOS 



(HIGH DENSITY 

N CHANNEL, SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 




B 



L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



VSS[ 1 
INT [ 2 
VCC [ 3 

extalL 4 

XTAL[ 5 
NUM[ 6 
TIMER[ 7 
PCO[ 8 
PCI [ 9 
PC2[ 1C 
PC3[ 11 
PBO[ 12 
PBl[ 13 
PB2[ 14 



PIN ASSIGNMENT 



] RESET 

]PA7 

]PA6 

]PA5 

]PA4 

23 ] PA3 

22 ] PA2 

21 ]PA1 

20]PA0 

19]PB7 

18 ] PB6 

17 ]PB5 

16 ]PB4 

15 ]PB3 



This document contains information on a i 
are subiect to change without notice. 



' product. Specifications and infori 
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FIGURE 1 - MC6805P2 HMOS MICROCOMPUTER BLOCK DIAGRAM 



XTAL EXTAL RESET NUM INT 



TIMER- 



Prescaier 



i 



PAO 

PA1 

Port PA2 

A PAS 

I/O PA4 

Lines PA5 

PA6 

PA7 











Port 

A 

Reg. 


Data 
Dir. 
Reg. 









1100 X8 
User ROM 



116X8 Self- 
Check ROM 




MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage (Except Pin 6) 


V,n 


-0.3 to +7.0 


V 


Operating Temperature Range 


Ta 


to 70 


°c 


Storage Temperature Range 


Tstg 


-55 to +150 


°c 


Junction Temperature 
Plastic 
Ceramic 
Cerdip 


Tj 


150 
175 
175 


°c 



PCO Port 
PCI C 

PC2 I/O 

PC3 Lines 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. For proper operation it is 
recommended that V,^ and Vgyt be con- 
strained to the range VssSlV,,-, or Vgut' 
- VcC- Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic 
voltage level (e.g., either Vss or V^q). 



THERMAL CHARACTERISTICS 








Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




72 




Ceramic 


»JA 


50 


°c/w 


Cerdip 




60 





POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = TA+(PD«ejA) (1) 

Where: 

Ta = Ambient Temperature, °C 

SjA= Package Thermal Resistance, Junction-to-Ambient, °C/W 

pd^pint+prort 

P|NT=ICC^ Vcc. Watts ~ Chip Internal Power 
PpORT=Po''t Povyer Dissipation, Watts — User Determined 
For most applications PpORT"*P|NT ai^d can be neglected. PpQRT rnay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

Pd=K-^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=PD«(TA+273°C)+ejA»PD^ (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta. Using this value of K the values of Pd and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta. 
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ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss 


= Vdc, Ta = 0° to 70°C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75sVccs5.75) 




4.0 


- 


vcc 




(Vcc<4.75) 




Vcc-0.5 


- 


vcc 




INT (4.75<Vccs5.75) 


V|H 


4.0 


» 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 


» 


Vcc 




All Other 




2.0 


- 


Vcc 




Input High Voltage Timer 












Timer Mode 


V|H 


2.0 


- 


VcC+1 


V 


Self-Check Mode 




- 


10.0 


15.0 




Input Low Voltage 












RESET 




Vss 


- 


0.8 




INT 


V|L 


Vss 


» 


1.5 


V 


All Other 




Vss 


- 


0.8 




RESET Hysteresis Voltage (See Figures 10, 11, and 12) 












"Out of Reset" 


V|RES + 


2.1 


- 


4.0 


V 


"Into Reset" 


VlRES- 


0.8 


- 


2.0 




INT Zero Crossing Input Voltage, Through a Capacitor 


V|NT 


2.0 


- 


4.0 


Vac D-D 


Internal Power Dissipation -No Port Loading Vcc = 5.75 V, Ta = 0°C 


Pint 


- 


400 


690 


mW 


Input Capacitance 












XTAL 


Cin 


- 


25 


- 


pF 


All Other 




- 


10 


- 




Low Voltage Recover 


Vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 0°Cto70°C 


Vlvi 


2.75 


3.5 


- 


V 


-40°C to85°C 




3.1 


3.5 


- 




Input Current 












TIMER (Vin = 0.4 V) 




- 


- 


20 




INT (Vin = 2.4 V to Vqc) 




- 


20 


50 




EXTAL {Vin = 2.4 V to Vqc. Crystal Option) 


l|n 


- 


- 


10 


^A 


(V|n = 0.4 V, Crystal Option) 




- 




-1600 




RESET (V|n = 0.8 V) 




-4.0 


- 


-40 




(External Capacitor Sharing Current) 













i 



^Due to internal biasing, this input (when unused) floats to approximately 2.0 Vdc. 



PORT DC ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristic f Symbol | Min | Typ [ Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage, lLoad= ''■^ mA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, lLoad= -100 ^A 


VOH 


2.4 


- 


- 


V 


Output High Voltage, lLoad= -10 /lA 


VOH 


Vcc-1 


- 


- 


V 


Input High Voltage, lLoad= -300 ;iA (max.) 


VlH 


2.0 


- 


Vcc 


V 


Input Low Voltate, lLoad= -500 jtA (max.) 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 2.0 V to Vcc> 


l|H 


- 


- 


-300 


mA 


Hi-Z State Input Current {Vjn = 0.4 V) 


||l __ 


- 


- 


-500 


mA 


Port B 1 


Output Low Voltage, lLoad = 3.2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad = ''0 mA (sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= -200;iA 


VOH 


2.4 


- 


- 


V 


Darlington Current Drive (Source), Vo=1.5 V 


lOH 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


10 


/«A 


Port C and Port A with CMOS Drive Disabled 


Output Low Voltage, 1 Load = 1-6 mA 


Vol 




- 


0.4 


V 


Output High Voltage, lLoad= - 100 ^A 


VOH 


2.4 


- 




V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


iTSI 




2 


10 


^A 



See MC68(7)05R/U Series Data Sheet for port l/V curves and input protection schematics. 
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SWITCHING CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency MC6805P2 

MC68A05P2 
MC68B05P2 


'osc 


0.4 
0.4 
0.4 


- 


4.2 
6.0 
8.0 


MHz 


Cycle Time (4/fQsc) 


tcyc 


0.95 


- 


10 


^s 


INT and TIMER Pulse Width (See Interrupt Section) 


tWL. tWH 


tcyc + 250 


- 




ns 


RESET Pulse Width 


tRWL 


tcyc +250 






ns 


RESET Delay Time (External Capacitance = 1,0 /iF) 


tRHL 


- 


100 




ms 


INT Zero Crossing Detection Input Frequency 


f|NT 


0.03 




1.0 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 



TTL EQUIVALENT TEST LOAD FIGURE 3 - CMOS EQUIVALENT TEST LOAD FIGURE 4 
(PORT B) (PORT A) 



a 



Test MMD6150 

Point or Equiv. 



Vcc = 5.75V 



40 pF : 
(Total) 




1.25 kO J MMD7000 
or Equiv, 







/' 


N 30 pF (Total) 



TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 



9 Vcc = 5.75V 
Test MMD6150 \j. 

Point or Equiv, -^ ^ 

T 



30 pF ?i=^ ^ 24 kfi 
(Total) 



2,97 kfi 



MMD7000 
or Equiv 



SIGNAL DESCRIPTION 

The input and output signals for the MCU are described in 
the following paragraphs. 

Vcc AND Vss 

Power is supplied to the MCU using these two pins. Vqc 
is power and Vss is the ground connection. 

INT 

This pin provides the capability for asynchronously apply- 
ing an external interrupt to the MCU. Refer to Interrupts sec- 
tion for additional information. 

XTAL AND EXTAL 

These pins provide connections to the on-chip clock 
oscillator circuit. A crystal, a resistor, or an external signal, 
depending on the user selectable manufacturing mask op- 
tion, can be connected to these pins to provide a system 
clock source with various stability/cost tradeoffs. Lead 
lengths and stray capacitance on these two pins should be 
minimized. Refer to Internal Clock Generator Options section 
for recommendations about these inputs. 

TIMER 

This pin allows an external input to be used to decrement 
the internal timer circuitry. Refer to Timer section for addi- 
tional information about the timer circuitry. 



RESET 

This pin allows resetting of the MCU at times other than 
the automatic resetting capability already in the MCU. Refer 
to Resets section for additional information. 

NUM 

This pin is not for user application and must be connected 
to Vss- 



INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC3) 

These 20 lines are arranged into two 8-bit ports (A and B) 
and one 4-bit port (C). All lines are programmable as either 
inputs or outputs under software control of the data direc- 
tion registers. Refer to Inputs/Outputs section for additional 
information. 

MEMORY 

As shown in Figure 5, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter. The MC6805P2 MCU has implemented 1288 of 
these locations. This consists of: 1100 bytes of user ROM, 
116 bytes of self-check ROM, 64 bytes of user RAM, 6 bytes 
of port I/O, and 2 timer registers. 

The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state. The register 
contents are pushed onto the stack in the order shown in 
Figure 6. Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first; then the high order three bits (PCH) are 
stacked. This ensures that the program counter is loaded 
correctly, during pulls from the stack, since the stack pointer 
increments during pulls. A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack. The remaining CPU registers are not pushed. 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration. Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal ad- 
dress-, data, and control buses. 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown in Figure 7 and are explained in 
the following paragraphs. 
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Page Zero 
Access with 
Short ' 
Instructions 



FIGURE 5 - MCU ADDRESS MAP 



5 4 3 2 1 



000 


1/0 Ports 

Timer 

RAM 

(128 Bytes) 


$000 

1 

$07F 2 
,$080 3 

\ 

$OFF 5 
$100 g 

\ 7 

$3Bf\ 8 
$3C0 \ 9 

$783 \ 63 
$784 \ 64 

$7F7 \ 
$7F8 \ 
$7F9 \ 
$7FA \ 
$7FB \ 
$7FC \ 
$7FD \ 
$7FE V 
$7FF 127 


Port A 




Ports 


127 


1 1 1 1 j PortC 


128 


Page Zero 
User ROM 
(128 Bytes) 


Not Used 




Port A DDR 


255 


Port 8 DDR 


256 


Not Used 
(704 Bytes) 


Not Used j PortC DDR 




Not Used 


959 


Timer Data Reg 


960 


Main User 

ROM 
(964 Bytes) 


Timer Control Reg 


1923 


Not Used 
(54 Bytes) 


1924 
2039 


Self Check 

ROM 
(116 Bytes) 


RAM 
(64 Bytes) 

Stack 
(31 Bytes 
Maximum) 


204U 
2041 
2042 
2043 
2044 
2045 
2046 
2047 


Timer Interrupt 

External Interrupt 

SWI 

Reset 



Interrupt 
Vectors 



'Caution: Data direction registers (DDRs) are write-only; they read as $FF. 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 



$009 
$00A 



$03F 
$040 



B 



$07 F 



FIGURE 6 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 10 Pull 



FIGURE? - PROGRAMMING MODEL 



n-4 


1 1 1 


Condition 
Code Register 


n + 1 


n-3 


Accumulator 


n + 2 


n-2 


Index Register 


n + 3 


n-1 


11111 


PCH* 


n + 4 


n 


PCL* 


n + 5 



' For subroutine calls, only PCL and PCH are stacked. 



ACCUMULATOR (A) 

The accumulator is a general purpose 8-bit register used to 
hold operands and results of arithmetic calculations or data 
manipulations. 



10 8 7 









1 PCH 1 


PCL 




i 


10 


5 4 







1 1 o| 1 o] 1 


1 1 1 


SP 





H I N Z C 
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Index Register 
Program Counter 
Stack Pointer 

Condition Code Register 

- Carry/ Borrow 
~ Zero 

- Negative 

~ Interrupt Mask 

- Half Carry 
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INDEX REGISTER (X) 

The index register is an 8-bit register used for the indexed 
addressing mode. It contains an 8-bit value that may be 
added to an instruction value to create an effective address. 
The index register can also be used for data manipulations 
using the read-modify-write instructions. The index register 
may also be used as a temporary storage area. 

PROGRAM COUNTER (PC) 

The program counter is an 1 1-bit register that contains the 
address of the next instruction to be executed. 

STACK POINTER (SP) 

The stack pointer is an 1 1-bit register that contains the ad- 
dress of the next free location on the stack. Initially, the 
stack pointer is set to location $07F and is decremented as 
data is pushed onto the stack and incremented as data is 
pulled from the stack. The six most significant bits of the 
stack pointer are permanently configured to 000011. During 
an MCU reset or the reset stack pointer (RSP) instruction, 
the stack pointer is set to location $07F. Subroutines and in- 
terrupts may be nested down to location $061 (31 bytes max- 
imum) which allows the programmer to use up to 15 levels of 
subroutine calls. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register in which four 
bits are used to indicate the results of the instruction just ex- 
ecuted. These bits can be individually tested by a program 
and specific action taken as a result of their state. Each in- 
dividual condition code register bit is explained in the follow- 
ing paragraphs. 

HALF CARRY (H) - Set during ADD and ADC instruc- 
tions to indicate that a carry occurred between bits 3 and 4. 

INTERRUPT (I) - This bit is set to mask (disable) the 
timer and external interrupt (INT). If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt is cleared. 

NEGATIVE (N) - Used to indicate that the result of the 
last arithmetic, logical, or data manipulation was negative 
(bit 7 in result equal to a logical one). 



ZERO (Z) - Used to indicate that the result of the last 
arithmetic, logical, or data manipulation was zero. 

CARRY/BORROW (C) - Used to indicate that a carry or 
borrow out of the ahthmetic logic unit (ALU) occurred dur- 
ing the last arithmetic operation. This bit is also affected dur- 
ing bit test' and branch instructions plus shifts and rotates. 

TIMER 

The MC6805P2 MCU timer circuitry is shown in Figure 8. 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (prescaler 
output). When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the timer control register (TCR) is set. The 
timer interrupt can be masked (disabled) by setting the timer 
interrupt mask bit (bit 6) in the TCR. The interrupt bit (I bit) in 
the condition code register also prevents a timer interrupt 
from being processed. The MCU responds to this interrupt 
by saving the present CPU state on the stack, fetching the 
timer interrupt vector from locations $7F8 and $7F9, and ex- 
ecuting the interrupt routine; see the Interrupts section. THE 
TIMER INTERRUPT REQUEST BIT MUST BE CLEARED BY 
SOFTWARE. 

The clock input to the timer can be from an external 
source (decrementing of timer counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin or it can be the internal </)2 signal. The maximum frequen- 
cy of a signal that can be recognized by the TIMER or INT pin 
logic is dependent on the parameter labeled tWL. tWH- The 
pin logic that recognizes the high (or low) state on the pin 
must also recognize the low (or high) state on the pin in 
order to "re-arm" the internal logic. Therefore, the period 
can be calculated as follows: (assumes 50/50 duty cycle for a 
given period) 

1 
tnvc ^ 2 -H 250 ns = pehod = - — 
' freq 

The pehod is not simply twL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice) . 

When the 02 signal is used as the source, it can be gated 
by an input applied to the TIMER input pin allowing the user 
to easily perform pulse-width measurements. (NOTE: For 
ungated <t>2 clock inputs to the timer prescaler, the TIMER 



02 
(Internal) 



TIMER 
Input 
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Manufacturing 

Mask 

Options 



FIGURES - TIMER BLOCK DIAGRAM 
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Time 
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Write 


Read 


Write 


Read 


Internal Data Bus 
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pin should be tied to Vqc-) The source of the clock input is 
one of the mask options that is specified before manufacture 
of the MCU. 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter. This prescaling mask op- 
tion is also specified before manufacture. 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count. Thus, the 
counter can be read at any time by reading the timer data 
register (TDR). This allows a program to determine the 
length of time since a timer interrupt has occurred and not 
disturb the counting process. 

At power-up or reset, the prescaler and counter are in- 
itialized with all logical ones, the timer interrupt request bit 
(bit 7) is cleared, and the timer interrupt mask bit (bit 6) is 
set. 

SELF-CHECK 

The self-check capability of the MC6805P2 MCU provides 
an internal check to determine if the part is functional. Con- 
nect the MCU as shown in Figure 9 and monitor the output 
of port C bit 3 for an oscillation of approximately 7 Hz. A 
9-volt level on the TIMER input, pin 7, energizes the ROM- 
based self-check feature. The self-check program exercises 
the RAM, ROM, TIMER, interrupts, and I/O ports. 

RESETS 

The MCU can be rese t three ways: by initial power-up, by 
the external reset input (RESET), and by an optional internal 



low voltage detect circuit ; see Figure 10. The internal circuit 
connected to the RESET pin consists of a Schmitt trigger 
which senses the RESET line logic level. The Schmitt trigger 
provi des an internal reset voltage if it senses a logic "0" on 
the RESET pin. During power-up, t he Sch mitt trigger 
switches on (removes reset) when the RESET pin voltage 
rises to V|RES+- When the RESET pin voltage falls to a 
logical "0" for a period longer than one tcyc. the Schmitt 
trigger switches off to provide an internal reset voltage. The 
"switch off" voltage occurs at V|res-- A typical reset 
Schmitt trigger hysteresis curve is shown in Figure 11. 

Durin g powe r-up, a delay of tpHL is needed before allow- 
ing the RESET input to go high. This time allows the internal 
clock g enerator to stabilize. Connecting a capacitor to the 
RESET input, as shown in Figure 12, typically provides suffi- 
cient delay. See Figure 16 under Interrupts section for the 
complete reset sequence. 



INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components. A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs. A 
manufacturing mask option is required to select either the 
crystal oscillator or the RC oscillator circuit. The oscillator 
frequency is internally divided by four to produce the internal 
system clocks. 

The different connection methods are shown in Figure 13. 
The crystal specifications and suggested PC board layouts 



i 



FIGURE 9 - SELF-CHECK CONNECTIONS 

















2 


iFf MC6805P2 


PA7 
PA6 
PA5 
PA4 
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5ion ^ 


13 






£y^ii 


12 
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Vss=Pin 1 

*This connection depends on the clock oscillator user selectable mask option. 
Use crystal if crystal option is selected. 
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are given in Figure 15. A resistor selection graph is given in 
Figure 16. 

The crystal oscillator startup time is a function of many 
variables: crystal parameters (especially Rs)- oscillator load 



capacitance, IC parameters, ambient temperature, and sup- 
ply voltage. To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should ex- 
ceed recommendations. 



FIGURE 10 - POWER AND RESET TIMING 



a 




Internal 
Reset 



FIGURE 11 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 12 - POWER-UP RESET DELAY CIRCUIT 
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FIGURE 13 - CLOCK GENERATOR OPTIONS 
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1.0/iF 



(See Note) (Zn 
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MC6805P2 
EXTAL MCU 

(Crystal Mask 
Option) 



Crystal 



5 


XTAL 

MC6805P2 
EXTAL MCU 

(Resistor Mask 
Option) 


4 





Approximately 25% to 50% Accuracy 

Typical tcyc= 1 .25 ^s 

External Jumper 





5 


XTAL 


External 
Clock 


4 


MC6805P2 
EXTAL MCU 

(Crystal Mask 
Option) 


Input 








External Clock 



A +5V 



(See Figure 15) 4 

No 
Connection 



XTAL 

MC6805P2 
EXTAL MCU 

(Resistor Mask 
Option) 



Approximately 10% to 25% Accuracy 
External Resistor 
(Excludes Resistor Tolerance) 
NOTE: The recommended Cl value with a 4.0 MHz crystal is 27 pF, maximum, including system distributed capacitance. There is an internal 
capacitance of approximately 25 pF on the XTAL pin. For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scaled as the inverse of the frequency ratio. For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and 
approximately 25 pF on XTAL. The exact value depends on the Motional-Arm parameters of the crystal used. 
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FIGURE 14 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 



FIGURE 15 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 



(a) 



Crystal Parameters 



EXTAL 

4 




Vcc = 5.25 V 
Ta = 25°C 



AT — Cut Parallel Resonance Crystal 
Co = 7 pF Max. 

Freq. = 4.0 MHz @ Cl = 24 pF 
Rs = 50 ohms Max. 



(b) 




(c) 



Crystal 





30 40 50 

Resistance (kfi) 

INTERRUPTS 

The MC6805P2 MCU can be interrupted three different 
ways: through the external interrupt (INT) input pin, the in- 
ternal tinner interrupt request, or the software interrupt in- 
struction (SWI). When any interrupt occurs; processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the condition code register is set, the 
address of the interrupt routine is obtained from the ap- 
propriate interrupt vector address, and the interrupt routine 
is executed. Stacking the CPU registers, setting the I bit, and 
vector fetching requires a total of 1 1 tcyc periods for comple- 
tion. 

A flowchart of the interrupt sequence is shown in 
Figure 16. The interrupt service routine must end with a 
return from interrupt (RTI) instruction which allows the MCU 
to resume processing of the program prior to the interrupt 
(by unstacking the previous CPU state). Unlike RESET, 
hardware interrupts do not cause the current instruction ex- 
ecution to be halted, but are considered pending until the 
current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and if unmasked, 
proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed as any other in- 
struction. 

The external interrupt is internally synchronized and then 
latched on the falling edge of INT. A sinusoidal input signal 
(fjNT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 17(a), for use as a zero-crossing 
detector. This allows applications such as servicing time-of- 
day routines and engaging/disengaging ac power control 
devices. 

For digital applications, the INT pin can be driven by a 
digital signal. Tfie maximum fr equ ency of a signal that can 
be recognized by the TIMER or INT pin logic is dependent on 
the parameter labeled twL, tWH- The pin logic that 
recognizes the high (or low) state on the pin must also 



B 



NOTE: Keep crystal leads and circuit 

connections as short as possible. 
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FIGURE 16 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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FIGURE 17 - TYPICAL INTERRUPT CIRCUITS 
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recognize the low (or high) state on the pin in order to "re- 
arm" the internal logic. Therefore, the period can be 
calculated as follows: (assumes 50/50 duty cycle for a given 
period) 

1 
tcyc ^ 2 + 250 ns = period = - — 

The period is not simply twL + ^WH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice). See Figure 17(b). 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the I bit in the 
condition code register. Note that if the I bit is zero SWI 
executes after the other interrupts. SWIs are usually used as 
breakpoints for debugging or as system calls. 



INPUT/OUTPUT 

There are 20 input/output pins. The INT pin may also be 
polled with branch instructions to provide an additional input 
pin. All pins (port A, B, and C) are programmable as either 
inputs or outputs under software control of the correspond- 
ing data direction register (DDR). The port I/O programming 
is accomplished by writing the corresponding bit in the port 
DDR to a logic "1" for output or a logic "0" for input. On 
reset, all the DDRs are initialized to a logic "0" state to put 
the ports in theinput mode. The port output registers are not 
initialized on reset but may be written to before setting the 
DDR bits to avoid undefined levels. When programmed as 
outputs, the latched output data is readable as input data. 



regardless of the logic levels at the output pin due to output 
loading; see Figure 18. When port B is programmed for out- 
puts, it is capable of sinking 10 mA and sourcing 1 mA on 
each pin. 

All input/output lines are TTL compatible as both inputs 
and outputs. Ports B and C are CMOS compatible as inputs. 
Port A may be made CMOS compatible as cutouts with a 
mask option. The address map in Figure 5 gives the address 
of data registers and DDRs. The register configuration is pro- 
vided in Figure 19 and Figure 20 provides some examples of 
port connections. 

Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006). 
A read operation on these registers is undefined. Since 
BSET and BCLR are read-modify-write functions, they 
cannot be used to set or clear a DDR bit (all "unaf- 
fected" bits would be set). It is recommended that all 
DDR bits in a port be written using a single-store in- 
struction. 

The latched output data bit (see Figure 18) may always be 
written. Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input. This may be 
used to initialize the data registers and avoid undefined out- 
puts; however, care must be exercised when using read- 
modify-write instructions since the data read corresponds to 
the pin level if the DDR is an input ("0") and corresponds to 
the latched output data when the DDR is an output ("1"). 



i 



FIGURE 18 - TYPICAL PORT 1/0 CIRCUITRY 
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'DDR is a write-only register and reads as all "Is". 

'Ports A (with CMOS drive disabled), B, and C are three state ports. Port A has optional internal pullup devices 
to provide CMOS drive capability. See Electrical Characteristics tables for complete information. 
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FIGURE 19 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 
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TCR7- Tinner Interrupt Status Bit: Set when TDR goes 
to zero; must be cleared by software. Cleared to 
by reset. 

TCR6 Bit6-Timer Interrupt Mask Bit: 1 = timer inter- 
rupt masked (disabled). Set to 1 by reset. 

TCR Bits 5, 4, 3, 2, 1, read as "Is" - unused bits. 



TIMER DATA REGISTER (TDR) 
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FIGURE 20(a) - TYPICAL OUTPUT MODE PORT CONNECTIONS 
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Port B, bit 5 programmed as output, driving 
Darlington-base directly. 
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Port C, bits 0-3 programmed as output, driving 
CMOS loads, using external pullup resistors. 
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FIGURE 20(b) - TYPICAL INPUT MODE PORT CONNECTIONS 
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TTL driving port A directly. 



CMOS or TTL driving port B directly. 




B 



CMOS and TTL driving port C directly. 



SOFTWARE 



BIT MANIPULATION 

The MC6805P2 MCU has the ability to set or clear any 
single random access memory or input/output bit (except 
the data direction register, see Caution under Input/Output 
section), with a single instruction (BSET, BCLR). Any bit in 
page zero including ROM, except the DDRs, can be tested, 
using the BRSET and BRCLR instructions, and the program 
branches as a result of its state. The carry bit equals the 
value of the bit referenced by BRSET or BRCLR. A rotate in- 
struction may then be used to accumulate serial input data in 
a RAM location or register. The capability to work with any 



bit in RAM, ROM, or 1/0 allows the user to have individual 
flags in RAM or to handle I/O bits as control lines. 

The coding example in Figure 21 illustrates the usefulness 
of the bit manipulation and test instructions. Assume that 
the MCU is to communicate with an external serial device. 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LSB first, 
out of the device. The MCU waits until the data is ready, 
clocks the external device, picks up the data in the carry flag 
(C bit), clears the clock line, and finally accumulates the data 
bit in a RAM location. 



FIGURE 21 - BIT MANIPULATION EXAMPLE 
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ADDRESSING MODES 

The MC6805P2 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs. For additional 
details and graphical illustrations, refer to the M6805 Family 
User's Manual. 

The term "effective address" (EA) is used in describing the 
address modes. EA is defined as the address from which the 
argument for an instruction is fetched or stored. 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte .immediately following the 
opcode. The immediate addressing mode is used to access 
constants which do not change during program execution 
(e.g., a constant used to initialize a loop counter). 

DIRECT — In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte. Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction. This includes the on-chip RAM and I/O 
registers and 128 bytes of ROM. Direct addressing is an ef- 
fective use of both memory and time. 

EXTENDED — In the extended addressing mode, the. ef- 
fective address of the argument is contained in the two bytes 
following the opcode. Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction. When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing. 
The assembler automatically selects the shortest form of the 
instruction. 

RELATIVE — The relative addressing mode is only used in 
branch instructions. In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is add- 
ed to the PC if and only if the branch condition is true. Other- 
wise, control proceeds to the next instruction. The span of 
relative addressing is from - 126 to +129 from the opcode 
address. The programmer need not worry about calculating 
the correct offset when using the Motorola assembler since 
it calculates the proper offset and checks to see if it is within 
the span of the branch. 

INDEXED, NO OFFSET - In the indexed, no offset ad- 
dressing mode, the effective address of the argument is con- 
tained in the 8-bit index register. Thus, this addressing mode 
can access the first 256 memory locations. These instruc- 
tions are only one byte long. This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location. 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the unsign- 
ed byte following the opcode. This addressing mode is 
useful in selecting the kth element in an n element table. 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction. 
As such, tables may begin anywhere within the first 256 ad- 
dressable locations and could extend as far as location 510 
($1 FE is the last location at which the instruction may begin). 



INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode. This addressing mode 
can be used in a manner similar to indexed, 8-bit offset, ex- 
cept that this 3-byte instruction allows tables to be anywhere 
in memory. As with direct and extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing. 

BIT SET/CLEAR — In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared. Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction. See Caution under the Input/Output section. 

BIT TEST AND BRANCH - The bit test and branch ad 
dressing mode is a combination of direct addressing and 
relative addressing. The bit and condition (set or clear) which 
is to be tested is included in the opcode, and the address of 
the byte to be tested is in the single byte immediately follow- 
ing the opcode byte. The signed relative 8-bit offset is in the 
third byte and is added to the value of the PC if the branch 
condition is true. This single 3-byte instruction allows the 
program to branch based on the condition of any readable 
bit in the first 256 locations of memory. The span of bran- 
ching is from - 125 to -i- 130 from the opcode address. The 
state of the tested bit is also transferred to the carry bit of the 
condition code register. See Caution under the Input/Output 
section. 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode. Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode. These instructions are 
one byte long. 

INSTRUCTION SET 

The MC6805P2 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes. They can be divided into five dif- 
ferent types: register/memory, read-modify-write, branch, 
bit manipulation, and control. The following paragraphs 
briefly explain each type. All the instructions within a given 
type are presented in individual tables. 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands. One operand is either the ac- 
cumulator or the index register. The other operand is obtain- 
ed from memory using one of the addressing modes. The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operands. Refer to Table 1. 

READ-MODIFY-WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under Input/Output 
section). The test for negative or zero (TST) instruction is in- 
cluded in read-modify-write instructions though it does not 
perform the write. Refer to Table 2. 
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BRANCH INSTRUCTIONS - The branch instructions CONTROL INSTRUCTIONS - The control instructions 

cause a branch from the progrann when a certain condition is control the MCU operations during progrann execution, 

met. Refer to Table 3. Refer to Table 5. 

BIT MANIPULATION INSTRUCTIONS - These instruc- ALPHABETICAL LISTING - The complete instruction set 

tions are used on any bit in the first 256 bytes of the memory is given in alphabetical order in Table 6. 
(see Caution under Input/Output section). One group either 

sets or clears. The other group performs the bit test branch OPCODE MAP SUMMARY — Table 7 is an opcode map 

operations. Refer to Table 4. for the instructions used on the MCU. 



B 
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TABLE 1 - REGISTER/MEMORY INSTRUCTIONS 



B 



















Addressin 


g Modes 








Immediate 


Direct 


Extended 


Indexed 
(No Offsetl 


Indexed 
18 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


Cycles 


OP 
Code 


n 

Bytes 


Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


86 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from (Vlemory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in f\/1emorv 


STA 


- 


- 




B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


— 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AS 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


Al 


2 


2 


Bl 


2 


4 


CI 


3 


5 


Fl 




4 


El 


2 


5 


Dl 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


— 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



TABLE 2 - READ-MODIFY-WRITE INSTRUCTIONS 





Addressing Modes 1 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


n 

Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


» 
Bytes 


# 
Cycles 


increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


' 


4 


50 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 3 - BRANCH INSTRUCTIONS 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFFLower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


BranchlFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFFPIus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


Branch IFFInterupt Mask 
Bit IS Clear 


BMC 


2C 


2 


4 


BranchlFFInterrupt Mask 
Bit Is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
IS High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



B 



TABLE 4 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch 1 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Branch IFF Bit n is set 


BRSET n (n = ...7) 


— 


- 


— 


2.n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 0. 7) 


- 


- 


- 


01 + 2.n 


3 


10 


Set Bit n 


BSET n (n = 0.7) 


10 + 2.n 


2 


7 


— 


— 


— 


Clear bit n 


BCLR n (n = 0. .7) 


11 + 2.n 


2 


7 


- 


- 


- 



TABLE 5 - CONTROL INSTRUCTIONS 







Inherent | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


90 




2 
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TABLE 6 - INSTRUCTION SET 



a 











Addressing 


Modes 






Condition Code | 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test& 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 










^ 






BLO 










X 












• 




• 






BLS 










X 






















BMC 










X 
















• 






BMI 










X 






















BMS 










X 












• 










BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 
















• 






BRCLR 




















X 












BRSET 




















X 












BSET 


















X 








• 






BSR 










X 






















CLL 


X 
























• 






CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 


DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 










A 


A 




LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 










• 





A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 






















• 


• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 










• 


A 


A 


A 


RSP 


X 






















• 


• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 6 - INSTRUCTION SET (CONTINUED) 





Addressing Modes 


Condition Code| 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 

Set/ 
Clear 


Bit 
Testa 
Branch 


H 


1 


N 


Z 


C 


RTI 


X 




















? 


7 


? 


? 


? 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 
























• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 3) 
I Interrupt IVIask 
N Negative (Sign Bit) 
Z Zero 



B 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 
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TABLE 7 - Me805 HMOS FAMILY OPCODE MAP 





Bit Manipulation 


Branch 


Read-ModifY-Write 


Control 


Regittar/ Memory 




BTB 


B$e 


REL 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 




EXT 


1X2 


1X1 


'? 




"6 


T 


5 


0011 


4 

0100 


5 

0101 


6 

0110 


1 

0111 


8 

1000 


9 

1001 


A 

1010 


1011 


1100 



1101 


E 
1110 


F 

1111 





oooo 


10 
BRSETO 

3 BTB 


BSETO 

2 BSC 


BRA 

2 REL 


NEG 

2 DIR 


NEG 

1 INH 


NEG 


NEG 

2 1X1 


NEG 


5 

RTI 

1 INH 




5 

SUB 

2 IMM 


4 

SUB 
2 DIR 


5 

SUB 
3 EXT 


6 

SUB 

3 1X2 


SUB 


4 

SUB 

1 IX 



0000 


1 

OOOl 


10 

BRCLRO 
3 BTB 


BCLRO 
2 BSC 


BRN 

2 REL 












6 

RTS 

1 INH 




CMP 

2 IMM 


4 

CMP 

2 DIR 


5 

CMP 

3 EXT 


6 

CMP 

3 1X2 


CMP 

2 1X1 


CMP 

1 IX 


1 

0001 


2 

0010 


10 

BRSETl 
3 BTB 


7 

BSET1 

2 BSC 


BHI 

2 REL 
















SBC 

2 IMM 


4 

SBC 

2 DIR 


SBC 

3 EXT 


6 

SBC 

3 1X2 


6 
SBC 

2 1X1 


SBC 

1 IX 


2 

OOIO 


3 

0011 


10 

BRCLRl 
3 BTB 


BCLRl 

2 BSC 


BLS 

2 REL 


6 
COM 

2 DIR 


4 

COMA 

1 INH 


COMX 

I INH 


COM 

2 1X1 


6 

COM 


SWI 

1 INH 




CPX 

2 IMM 


CPX 

2 DIR 


CPX 

3 EXT 


CPX 
3 1X2 


CPX 

2 1X1 


4 

CPX 

1 (X 


3 

0011 


4 

0100 


10 

BRSET2 
3 BTB 


BSET2 

2 BSC 


BCC 

2 REL 


6 

LSR 

2 DTR 


4 

LSRA 

1 INH 


LSRX 

1 INH 


LSR 

2 1X1 


6 

LSR 

1 IX 






AND 

2 IMM 


AND 

2 DIH 


6 
AND 

3 EXT 


6 

AND 
3 1X2 


AND 

2 1X1 


AND 

1 IX 


4 

0100 


6 

0101 


16 

BRCLR2 
3 BTB 


BCLR2 
2 BSC 


BCS 

2 REL 
















BIT 
2 IMM 


4 

BIT 
2 DIR 


BIT 
3 EXT 


BIT 
3 1X2 


6 

BIT 

2 1X1 


BIT 
1 IX 


5 

0101 


6 

Olio 


lO 
BRSET3 

3 BTB 


BSET3 

2 BSC 


BNE 


6 
ROR 


RORA 

1 INH 


RORX 

1 INH 


ROR 

2 1X1 


6 
ROR 

1 iX 






LDA 

2 IMM 


4 

LDA 
2 DIR 


5 

LDA 
3 EXT 


6 

LDA 
3 1X2 


5 . 

LDA 
2 1X1 


4 

LDA 

1 IX 


6 

0110 


7 

0111 


10 

BRCLR3 
3 BTB 


BCLR3 

2 BSC 


BEQ 

2 REL 


6 
ASR 

2 DIR 


ASRA 

1 INH 


ASRX 

■ 1 INH 


7 

ASR 

2 1X1 


6 
ASR 

1 IX 




2 

TAX 

1 INH 




6 

STA 
2 DIR 


6 

STA 
3 EXT 


7 

STA 
3 1X2 


STA 

2 1X1 


6 

STA 

1 IX 


7 
0111 


8 

1000 


16 

BRSET4 
3 BTB 


BSET4 
2 BSC 


BHCC 

2 REL 


6 

LSL 

2 OIR 


LSLA 

1 INH 


LSLX 

1 INH 


7 

LSL 

2 1X1 


6 

LSL 

1 IX 




CLC 

1 INH 


EOR 

2 IMM 


EOR 

2 DIR 


6 

EOR 
3 EXT 


6 

EOR 

3 1X2 


6 

EOR 
2 1X1 


EOR 

1 IX 


8 

1000 


9 

1001 


BRCLR4 

3 BTB 


BCLR4 
2 BSC 


BHCS 
2 REL 


ROL 

2 DIR 


ROLA 

1 INH 


ROLX 

1 INH 


7 

ROL 

2 1X1 


6 

ROL 

1 IX 




SEC 

1 INH 


ADC 

2 IMM 


4 

ADC 
2 DIR 


ADC 

3 EXT 


6 
ADC 

3 1X2 


ADC 

2 1X1 


ADC 

1 IX 


9 

1001 


A 

1010 


16 

BRSET5 
3 BTB 


BSET5 
2 BSC 


BPL 

2 REL 


6 

DEC 

2 DIR 


DECA 

1 INH 


4 
DECX 

1 INH 


DEC 

2 IXI 


6 
DEC 

1 IX 




CLI 

1 INH 


ORA 

2 IMM 


ORA 

2 DIR 


5 

ORA 
3 EXT 


6 

ORA 

3 1X2 


5 
ORA 

2 1X1 


ORA 

1 IX 


A 

1010 


B 

1011 


10 

BRCLR5 
3 BTB 


BCLR5 

2 BSC 


BMI 
2 REL 














SEI 

1 INH 


ADD 

2 IMM 


ADD 

2 DIR 


ADD 

3 EXT 


6 

ADD 

3 1X2 


5 
ADD 

2 1X1 


ADD 

1 IX 


B 

1011 


c 

1100 


16 

BRSET6 
3 BTB 


BSET6 

2 BSC 


BMC 
2 REL 


6 

INC 
2 DIR 


INCA 

1 INH 


INCX 

1 INH 


INC 

2 1X1 


6 

INC 

1 IX 




RSP 

1 INH 




3 

JMP 

2 DIR 


JMP 

3 EXT 


JMP 
3 1X2 


JMP 

2 1X1 


JMP 

1 IX 


c 

1100 


D 

1101 


10 

BRCLR6 
3 BTB 


BCLR6 
2 BSC 


4 
BMS 

2 REL 


TST 

2 DIR 


4 
TSTA 

1 INH 


4 

TSTX 

1 INH 


7 

TST 
2 1X1 


6 

TST 

1 IX 




NOP 

1 INH 


8 

BSR 
2 REL 


7 

JSR 
2 DIR 


JSR 

3 EXT 


JSR 
3 1X2 


9 

JSR 
2 1X1 


JSR 

1 IX 


D 

1101 


E 

1110 


10 

BRSET7 
3 BTB 


7 

BSET7 
7 BSC 


4 

BIL 

2 REL 
















5 
LDX 

2 IMM 


4 

LDX 

2 DIR 


LDX 

3 EXT 


6 

LDX 
3 1X2 


6 
LDX 

2 1X1 


LDX 

11 IX 


E 
1110 


F 
nil 


10 
BRCLR7 

3 BTB 


7 

BCLR7 
2 BSC 


BIH 

2 REL 


6 

CLR 
2 DIR 


4 

CLRA 

1 INH 


CLRX 

1 INH 


7 

CLR 

2 1X1 


6 
CLR 

1 IX 




2 

TXA 

1 INH 




STX 

2 DIR 


6 
STX 

3 EXT 


1 

STX 
3 1X2 


6 
STX 

2 1X1 


5 
STX 

1 IX 


F 
nil 



o 
S 

o 



Abbreviations for Address Modes 

INH Inherent 

IMM In^medlate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 



# of Cycles 

Mnemonic 

Bytes 





p ^ 








nil-.— 




^^"^ 




•4 


-^^ 

0000-*-" 

1 


tf""^"^ 




~~~^::::!^ 




J ^y^ 


■ — 







Opcode in Hexadecimal 
Opcode In Binary 

Address Mode 
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ORDERING INFORMATION 

The information required wlien ordering a custom MCU is 
listed below. The ROM program may be transmitted to 
Motorola on EPROM(s) or an MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local Motorola representative or Motorola 
distributor. 

EPROMs 

The MC68705P3 EPROM MCU programmed with the 
customer program may be used to submit the ROM pattern. 
Note that while the MC6805P2 has 1.1 K Bytes of ROM, the 
MC68705P3 contains 1.8K of EPROM memory. 

The MCM2716 or MCM2532 type EPROMs, programmed 
with the customer program (positive logic sense for address 
and data), may be submitted for pattern generation. The 
EPROM must be clearly marked to indicate which EPROM 
corresponds to which address space. The recommended 
marking procedure is illustrated below: 




XXX = Customer ID 

After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are 
filed for contractual purposes and are not returned. A com- 



puter listing of the ROM code will be generated and returned 
along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired. Motorola will program on 
blank EPROM from the data file used to create the custom 
mask and aid in the verification process. 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. The RVUs are 
thus not guaranteed by Motorola Quality Assurance and 
should be discarded after verification is completed. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies. The customer 
must write the binary file name on the disk with a felt-tip 
pen. The minimum MDOS system files as well as the ab- 
solute binary object file (filename LO type of file) from the 
M6805 cross assembler must be on the disk. An object file 
made from a memory dump using the ROLLOUT command 
is also acceptable. Consider submitting a source listing as 
well as the following files: filename, LX (EXORciser loadable 
format) and filename, SA (ASCII Source Code). These files 
will of course be kept confidential and are used 1) to speed 
up the process in-house if any problems arise, and 2) to 
speed up the user-to-factory interface if the user finds any 
software errors and needs assistance quickly from Motorola 
factory representatives. 

MDOS is Motorola's Disk Operating system available on 
development systems such as EXORciser, EXORset, etc. 



B 



GENERIC INFORMATION 



Package Type 


Internal Clock 
Frequency (MHz) 


Temperature 


Generic Number 


Ceramic 
L Suffix 





5 



0°C to70°C 
0°C to70°C 
0°C to 70°C 


MC6805P2L 

MC68A05P2L 

MC68B05P2L 


Plastic 
P Suffix 





5 



0°C to 70°C 
0°C to 70 °C 
0°C to 70°C 


MC6805P2P 

IVIC68A05P2P 

MC68B05P2P 


Cerdip 
S Suffix 


2 



5 



0°C to 70''C 
0°C to70°C 
0°C to 70°C 


MC6805P2S 

MC68A05P2S 

MC68B05P2S 
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MC6805P2 MCU CUSTOM ORDERING INFORMATION 



Date. 



, Customer PO Number 



Customer Company . 

Address 

City 



Motorola Part Numbers 

MC . 

SC 



State 



.Zip. 



Country . 



Phone . 



. Extension . 



B 



Customer Contact Person . 
Customer Part Number 





OPTION LIST 










Select the options for 


your 


MCU from the following list. A 1 




manufacturing mask vyi 


1 be generated from tfils information. 


Timer Clocl< Source 






Internal Oscillator Input 


D 


Internal <t>2 clock 






D Crystal 


n 


TIMER input pin 






D Resistor 


Timer Prescaler 






Low Voltage Inhibit 


D 


2° (divide by 1) 






D Disable 


D 


2' (divide by 2) 






D Enable 


D 


2' (divide by 4) 








D 


2^ (divide by 8) 








n 


2* (divide by 16) 






Port A Output Drive 


D 


2= (divide by 32) 






D CMOS and TTL 


D 


2« (divide by 64) 






D TTL Only 


D 


2' (divide by 128) 








Pattern Media 


All other media requires prio 


factory approval.) 




C 


EPROMs (MCM2716or 


MCM2532) 


D Floppy Disk 


C 


EPROM MCU (MC68705P3) 














n nthPr 



Clock Freq. 



Temp. Range . 



no° to +70°C (Standard) D -40° to +85°C 



Marking Information (12 Characters Maximum) 



Signature . 
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Advance Information 



8-BIT MICROCOMPUTER UNIT 

The MC6805P4 Microcomputer Unit (MCU) is a member of the 
M6805 Family of low-cost single-chip microcomputers. This 8-bit 
microcomputer contains a CPU, on-chip CLOCK, ROM, RAM, I/O, and 
TIMER. It is designed for the user who needs an economical microcom- 
puter with the proven capabilities of the M6800-based instruction set. 
The following are some of the hardware and software highlights of the 
MC6805P4 MCU. 



HARDWARE FEATURES 

• 8-Bit Architecture 

• 112 Bytes of Standby RAM 

• Standby RAM Power Pin 

• Memory Mapped I/O 

• 1100 Bytes of User ROM 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Self-Check Mode 

• Zero-Crossing Detection 

• Master Reset 

• Complete Development System Support on EXORciser 

• 5 V Single Supply 

SOFTWARE FEATURES 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Register/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to ROM, RAM, and I/O 

USER SELECTABLE OPTIONS 

• Standby RAM Size is Mask Programmable 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 

• Timer Prescaler Option (7 Bits, 2n) 

• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Low Voltage Inhibit Option 

• Vectored Interrupts: Timer, Software, and External 

• Open Drain Port Option on Ports B and C 



MC6805P4 



HMOS 



(HIGH DENSITY 

N CHANNEL, SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



B 





PIN ASSIGNMENT 




VssC 


1 ^ 28 


]RES"ET 


iTitC 


2 


27 


]PA7 


VccCi 


3 


26 


]PA6 


EXTALI 


4 


25 


] PA5 


XTAL[ 


5 


24 


] PA4 


VsbE 


6 


23 


] PA3 


TIMER [ 


7 


22 


] PA2 


PCO[ 


8 


21 


] PA1 


PC1[ 


9 


20 


] PAO 


PC2[ 


10 


19 


] PB7 


PC3[ 


11 


18 


] PB6 


PBO[ 


12 


17 


] PB5 


PB1[ 


13 


16 


3 PB4 


PB2[ 


14 


15 


3 PB3 











This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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FIGURE 1 - MC6805P4 HMOS MICROCOMPUTER 

XTAL EXTAL RESET 



block diagram 

TnT 



a 




MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


VCC 


-0.3 to +7.0 


V 


Input Voltage (Except TIMER in Self-Check Mode) 


V,n 


-0.3 to +7.0 


V 


Operating Temperature Range 


Ta 


to 70 


°c 


Storage Temperature Range 


Tstg 


- 55 to + 1 50 


°c 


Junction Temperature 
Plastic 
Ceramic 
Cerdip 


Tj 


150 
175 
175 


°c 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electrical fields, however, it is advised that 
normal precautions be taken to avoid application 
of any voltage higher than maximum rated 
voltages to this high-impedance circuit. For pro- 
per operation it is recommended that Vjp and 
Vgut be constrained to the range Vss-'^in o' 
Vgy^) < VcC' Reliability of operation is enchanc- 
ed if unused inputs except EXTAL are tied to an 
appropriate logic voltage level (e.g., either Vgs 
or Vcc' 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


»JA 


72 

50 
60 


°c/w 



POWER CONSIDERATIONS 

The average chip-junction tennperature, Tj, in °C can be obtained from: 

Tj = TA+(PD»ejA) (1) 

Where: 

TA«Anribient Temperature, °C 

SjA" Package Thermal Resistance, Junction-to-Ambient, °C/W 

Pd-Pint+pport 

P|NT"lCC>< VcC/ Watts — Chip Internal Power 
PpORT«Port Power Dissipation, Watts — User Determined 
For most applications PpQRT'^PlNT a^d can be neglected. PpoRT ^av become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

PD=K + (Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=PD»(TA + 273°C) + ejA»PD^ (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta. Using this value of K the values of Pd and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta. 



3-254 



MC6805P4 



SWITCHING CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


OsciHator Frequency 


fosc 


0.4 


- 


4.2 


MHz 


Cycle Time (4/fQS(;l 


'eye 


0.95 


- 


10 


/IS 


INT and TIMER Pulse Width (See Interrupt Section) 


tWL.tWH 


tcyc+250 


- 


" 


ns 




tRWL 


tcyc + 250 


- 


" 


ns 


RESET Pulse Width 


RESET Delay Time (External Capacitance= 1.0 ^F) 


tRHL 


- 


100 


- 


ms 


INT Zero Crossing Detection Input Frequency 


f|NT 


0.03 


- 


1.0 


kHz 


External Clock Input Duty Cycle (EXTALI 


~ 


40 


50 


60 


% 



ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc +0.5 Vdc, Vss = Vdc, Ta = 


= 0° to 70 


°C unless otherwise 


noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75<Vcc£5.75) 




4.0 


- 


vcc 




(Vcc<4.75) 




Vcc-0.5 


- 


vcc 




INT (4.75<Vccs5.75) 


V|H 


4.0 


» 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 


* 


Vcc 




All Other 




2.0 


- 


Vcc 




Input High Voltage Timer 












Timer Mode 


V|H 


2.0 


- 


vcc+1 


V 


Self-Check Mode 




- 


10.0 


15.0 




Input Low Voltage 












RESET 




vss 


- 


0.8 




INT 


V|L 


vss 


* 


1.5 


V 


All Other 




Vss 


- 


0.8 




RESET Hysteresis Voltage (See Figures 10, 11, and 12) 












"Out of Reset" 


V|RES + 


2.1 


- 


4.0 


V 


"Into Reset" 


V|RES- 


0.8 


- 


2.0 




INT Zero-Crossing Input Voltage, Through a Capacitor 


V|NT 


2.0 


- 


4.0 


Vac p-p 


Internal Power Dissipation- No Port Loading Vcc = 5.75 V, Ta = 0°C 


Pint 


- 


400 


TBD 


mW 


Input Capacitance 












XTAL 


Cin 


- 


25 


- 


pF 


All Other 




- 


10 


- 




Low Voltage Recover 


Vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 0°Cto70°C 


Vlvi 


2.75 


3.5 


- 


V 


-40°C to80°C 




3.1 


3.5 


- 




Input Current 












TIMER (Vjn = 0.4 V) 




- 


- 


20 




INT (V|n = 2.4 V to Vcc> 




- 


20 


50 




EXTAL (Vjn = 0.4 V, Crystal Option) 


lin 


- 


- 


10 


mA 


(Vin = 0.4 V, Crystal Option) 




- 


- 


-1600 




RESET (Vin = 0.8 V) 




-4.0 


- 


-40 




(External Capacitor Charging Current) 













B 



^Due to internal biasing, this input (when unused) floats to approximately 2.0 Vdc. 
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PORT DC ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc +0.5 Vdc, Vss = Vdc, Ta = 0°C to70°C unless otherwise noted) 



B 



Characteristic | Symbol | Min | Typ | Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage, lLoad=l-6 mA 


Vol 




- 


0.4 


V 


Output High Voltage, lLoad= - 100 /*A 


VOH 


2.4 


- 


- 


V 


Output High Voltage, lLoad= - 10 /tA 


VOH 


Vcc-1 


- 


- 


V 


Input High Voltage, lLoad= -300^A (max) 


V|H 


2.0 


- 


vcc 


V 


Input Low Voltage, lLoad= -500 jtA (max) 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current (Vjn = 2.0 V to Mqq) 


l|H 




- 


-300 


mA 


Hi-Z State Input Current (V|n = 0.4 V) 


l|L 


- 


- 


-500 


M 


PortB 1 


Output Low Voltage, lLoad = 3-2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad= 10 mA (sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= -200 /tA 


VOH 


2.4 


- 


- 


V 


Darlington Current Drive (Source), Vo=1.5 V 


lOH 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


VjL 


Vss 


- 


0,8 


V 


Hi-Z State Input Current 


ITSI 


- 


2 


10 


^A 


Port C and Port A with CMOS Drive Disabled | 


Output Low Voltage, lLoad= 1 -^ mA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, lLoad= - 100 /*A 


VOH 


2.4 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


10 


mA 


Port B and Port C with Open-Drain Option 








Output High Voltage 


VOH 


2.4 


- 


13.0 


V 


Hi-Z State Input Current 


iTSI 


- 


- 


20 


/iA 



See MC68(7)05 Series Data Sheet for port l/V curves and input protection schematics. 



STANDBY RAM CHARACTERISTICS (Ta = 0°C to 70°C) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Standby Current 

8 Bytes 

32 Bytes 

64 Bytes 

112 Bytes 


ISB 


- 


1.0 
2.2 
3.4 
5.2 


TBD 
TBD 
TBD 
TBD 


mA 


RAM Standby Voltage 


VSB 


3.0 


5.25 


5.75 


V 


Vcc Turn-off Rate 


VCCTO 


- 


- 


1/100 


V/^s 



FIGURE 2 - TTL EQUIVALENT TEST LOAD FIGURE 3 - CMOS EQUIVALENT TEST LOAD FIGURE 4 - TTL EQUIVALENT TEST LOAD 
(PORT B) (PORT A) (PORTS A AND C) 



Test 
Point 



MMD6150 
or Equiv. 



40 pF ; 
(Total) 



Vcc = 5.75V 
1.5 kQ 



1 25kfii MMD7000 
or Equiv. 



?k 30 pF (Total) 



Test 
Point 



Vcc = 5.75V 
MMD6150 
or Equiv. .^12. 97 kfil 



30 pF ?p Z 24 kO 



MMD7000 
or Equiv. 
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SIGNAL DESCRIPTION 

The input and output signals for the MCU are described in 
the following paragraphs. 

vcc. vss 

Power is supplied to the MCU using these two pins. VqC 
is power and Vss is the ground connection. 

VSB 

This pin supplies the standby RAM voltage. In order to 
allow orderly transition into the standby mode, the turn-off 
rate of Vqc must not exceed 1 volt per 100 ^s. 

InT 

This pin provides the capability for asynchronously apply- 
ing an external interrupt to the MCU. Refer to Interrupts sec- 
tion for additional information. 

XTAL AND EXTAL 

These pins provide connections to the on-chip clock 
oscillator circuit. A crystal, a resistor, or an external signal, 
depending on the user selectable manufacturing mask op- 
tion, can be connected to these pins to provide a system 
clock source with various stability/cost tradeoffs. Lead 
lengths and stray capacitance on these two pins should be 
minimized. Refer to Internal Clock Generator Options section 
for recommendations about these inputs. 

TIMER 

This pin allows an external input to be used to decrement 
the internal timer circuitry. Refer to Timer section for addi- 
tional information about the timer circuitry. 



RESET 

This pin allows resetting of the MCU at times other than 
the automatic resetting capability already in the MCU. Refer 
to Resets section for additional information. 



INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC3) 

These 20 lines are arranged into two 8-bit ports (A and B) 
and one 4-bit port (C). All lines are programmable as either 
inputs or outputs under software control of the data direc- 
tion registers. Refer to Inputs/Outputs section for additional 
information. 



MEMORY 

As shown in Figure 5, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter. The MC6805P4 MCU has implemented 1336 of 
these locations. This consists of: 1100 bytes of user ROM, 
116 bytes of self-check ROM, 112 bytes of user RAM, 6 
bytes of port I/O, and 2 timer registers. 

The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state. The register 
contents are pushed onto the stack in the order shown in 
Figure 6. Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first, then the high order three bits (PCHi are 
stacked. This ensures that the program counter is loaded 
correctly, during pulls from the stack, since the stack pointer 
increments during pulls. A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack. The remaining CPU registers are not pushed. 



CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration. Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal ad- 
dress, data, and control buses. 






3-257 



MC6805P4 



Page Zero 
Access with 

Sliort 
Instructions 



a 



127 
128 



255 
256 



959 
960 



1923 
1924 



2039 

^ 2040 

2041 

2042 

interrupt/ 2043 

vectors \ 2044 

2046 
.2047 






FIGURE 5 - MC6805P4 MCU ADDRESS MAP 



7 6 5 4 3 2 1 



I/O Ports 

Timer 

RAM 

(128 Bytes) 


$000 

1 

$07F ^ 
y$080 3 

$OFF = 
$100 6 

\ 7 

$3BF^ 

$3C0\ 8 

\ ^ 

$783 \ 10 
$784 \ 

\ 1^ 

\ ^^ 
$7F7 \ 
$7F8 \ 
$7F9 \ 
$7FA \ 
$7FB \ 
$7FC \ 
$7FD \ 
$7FE \ 
$7FF 127^ 


Port A 


Port B 


1111 Port C 


Page Zero 
User ROM 
(128 Bytes) 


Not Used 


Port A DDR 


Port B DDR 


Not Used 
(704 Bytes) 


Not Used jPort C DDR 


Not Used 


Timer Data Reg 


Main User 

ROM 
(964 Bytes) 


Timer Control Reg 


Not Used 
(6 Bytes) 


Self Check 

ROM 
(116 Bytes) 


RAM 
(112 Bytes) 

Stack 
(31 Bytes 
Maximum) 

A 


Timer Interrupt 


External Interrupt 


SWI 


Reset 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 

$008 

$009 

$00A 

$00F 
$010 



$07 F 



^Caution: Data direction registers (DDRs) are write-only; they read as $FF. 



FIGURES - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 1 Pull 



FIGURE 7 - PROGRAMMING MODEL 



n-4 


1 1 1 


Condition 
Code Register 


n+1 


n-3 


Accumulator 


n + 2 


n-2 


Index Register 


n + 3 


n-1 


11111 


PCH* 


n + 4 


n 


PCL* 


n + 5 



* For subroutine calls, only PCL and PCH are stacked. 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown in Figure 7 and are explained in 
the follovk/ing paragraphs. 

ACCUMULATOR (A) — The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of 
arithmetic calculations or data manipulations. 



7 







1 A 1 


7 







1 ^ 1 



10 8 7 







1 PCH ] 


PCL 


1 


10 


5 4 





1 ] 1 1 1 1 


1 1 1 SP 


1 



Index Register 



Program Counter 



I H I I I N I Z I C I Condition Code Register 
' Carry/ Borrow 



Zero 
Negative 
Interrupt Mask 
Half Carry 
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INDEX REGISTER (X) 

The index register is an 8-bit register used for the indexed 
addressing mode. It contains an 8-bit value that nnay be add- 
ed to an instruction value to create an effective address. The 
index register can also be used for data manipulations using 
the read-modify-write instructions. The index register may 
also be used as a temporary storage area. 

PROGRAM COUNTER (PC) 

The program counter is an 1 1-bit register that contains the 
address of the next instruction to be executed. 

STACK POINTER (SP) 

The stack pointer is an 1 1-bit register that contains the ad- 
dress of the next free location on the stack. Initially, the 
stack pointer is set to location $07F and is decremented as 
data is pushed onto the stack and incremented as data is 
pulled from the stack. The six most significant bits of the 
stack pointer are permanently configured to 000011. During 
an MCU reset or the Reset Stack Pointer (RSP) instruction, 
the stack pointer is set to location $07F. Subroutines and in- 
terrupts may be nested down to location $061 (31 bytes max- 
imum) which allows the programmer to use up to 31 levels of 
subroutine calls. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register in which four 
bits are used to indicate the results of the instruction just ex- 
ecuted. These bits can be individually tested by a program 
and specific action taken as a result of their state. Each in- 
dividual condition code register bit is explained in the follow- 
ing paragraphs. 

HALF CARRY (H) - Set during ADD and ADC instruc- 
tions to indicate that a carry occurred between bits 3 and 4. 

INTERRUPT (I) - This bit is set to mask (disable) the 
timer and external interrupt (INT). If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared. 



NEGATIVE (N) - Used to indicate that the result of the 
last arithmetic, logical, or data manipulation was negative 
(bit 7 in result equal to a logical one). 

ZERO (Z) - Used to indicate that the result of the last 
arithmetic, logical, or data manipulation was zero. 

CARRY/ BORROW (C) - Used to indicate that a carry or 
borrow out of the arithmetic logic unit (ALU) occurred dur- 
ing the last arithmetic operation. This bit is also affected dur- 
ing bit test and branch instructions plus shifts and rotates. 

TIMER 

The MC6805P4 MCU timer circuitry is shown in Figure 8. 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (prescaler 
output). When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the timer control register (TOR) is set. The 
timer interrupt can be masked (disabled) by setting the timer 
interrupt mask bit (bit 6) intheTCR. The interrupt bit (I bit) in 
the condition code register also prevents a timer interrupt 
from being processed. The MCU responds to this interrupt 
by saving the present CPU state on the stack, fetching the 
timer interrupt vector from locations $7F8 and $7F9, and ex- 
ecuting the interrupt routine; see the Interrupts section. THE 
TIMER INTERRUPT REQUEST BIT MUST BE CLEARED BY 
SOFTWARE. 

The clock input to the timer can be from an external 
source (decrementing of timer counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin or it can be an internal 02 signal. The maximum frequen- 
cy of a signal that can be recognized by the TIMER or INT pin 
logic is dependent on the parameter labeled tyvL. tWH- The 
pin logic that recognizes the high (or low) state on the pin 
must also recognize the low (or high) state on the pin in 
order to "re-arm" the internal logic. Therefore, the period 
can be calculated as follows: (assumes 50/50 duty cycle for a 
given period) 

1 
tcyc^2-i-250 ns=period= 



B 



FIGURES - TIMER BLOCK DIAGRAM 



<l>2 

(Internal) 



o- 



TIMER 
Input 
Pin 



Manufacturing 
Mask Options 



h-f 



20 



Prescaler 
2^ 22 2^ 2^ 26 2^ tJ 



-t--i--k-i--i-i-i-+- 



Timer 
Interrupt 
Request 



Clock 
Input 



8-Bit Counter 
Tinner Data Register (TDR) 



] T 



Time 
Out 



Timer 

Interrupt 

Mask 



Ir 



Not Used 
A 



7 ' 6' ' ' ' ' ' 
Timer Control Register (TCR) 



r~T 



Internal Data Bus 
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FIGURE 9 - SELF-CHECK CONNECTIONS 



B 




VcC=Pin3 
Vss = Pin1 

*NOTE: For RC user selectable mask option, omit the crystal and the 24 pF capacitor and connect pins 4 and 5 together with a jumper or 
resistor to VcC- 



The period is not slnnply twL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice). 

When the <^2 signal is used as the source, it can be gated 
by an input applied to the TIMER input pin allowing the user 
to easily perform pulse-width measurements. (Note: for 
ungated <j>2 clock inputs to the timer prescaler, the TIMER 
pin should be tied to Vqc-* The source of the clock input is 
one of the mask options that is specified before manufacture 
of the MCU. 

A prescaler option, divide by 2n, can be applied to the 
clock input that extends the timing interval up to a maximum 
of 128 counts before decrementing the counter. This prescal- 
ing mask option is also specified before manufacture. 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count. Thus, the 
counter can be read at any time by reading the timer data 
register (TDR). This allows a program to determine the 
length of time since a timer interrupt has occurred and not 
disturb the counting process. 

At power-up or reset, the prescaler and counter are in- 
itialized with all logical ones, the timer interrupt request bit 
(bit 7) is cleared, and the timer interrupt mask bit (bit 6) is 
set. 

SELF-CHECK 

The self-check capability of the MC6805P4 MCU provides 
an internal check to determine if the part is functional. Con- 
nect the MCU as shown in Figure 9 and monitor the output 



of port C bit 3 for an oscillation of approximately 7 Hz. A 
9-volt level on the TIMER input, pin 7, energizes the ROM- 
based self-check feature. The self-check program exercises 
the RAM, ROM, TIMER, interrupts, and 1/0 ports. 

RESETS 

The MCU can be rese t three w ays: by initial power-up, by 
the external reset input (RESET), and by an optional internal 
low voltage detect circuit; see Figure 10. The internal circuit 
connected to the RESET pin consists of a Schmitt trigger 
which senses the RESET line logic level. The Schmitt trigger 
provi des an internal reset voltage if it senses a logic "0" on 
the RESET pin. During power-up, t he Sch mitt trigger 
switches on (removes reset) when t he RESET pin voltage 
rises to V|RES+- When the RESET pin voltage falls to a 
logical "0" for a period longer than one tcyc. the Schmitt 
trigger switches off to provide an internal reset voltage. The 
"switch off" voltage occurs at Vires -• A typical reset 
Schmitt trigger hysteresis curve is shown in Figure 11. 

Durin g powe r-up, a delay of tpHL is needed before allow- 
ing the RESET input to go high. This time allows the internal 
clock g enerator to stabilize. Connecting a capacitor to the 
RESET input, as shown in Figure 12, typically provides suffi- 
cient delay. See Figure 16 under the Interrupts section for 
the complete reset sequence. 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components. A crystal, a resistor, a 
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jumper wire, or an external signal may be used to generate a 
■system clock with various stability/cost tradeoffs. A 
■manufacturing mask option is required to select either the 

crystal oscillator or the RC oscillator circuit. The oscillator 

frequency is internally divided by four to produce the internal 

system clocks. 

The different connection methods are shown in Figure 13. 

The crystal specifications and suggested PC board layouts 



are given in Figure 14. A resistor selection graph is given in 
Figure 15. 

The crystal oscillator startup time is a function of many 
vahables: crystal parameters (especially Rs), oscillator load 
capacitance, IC parameters, ambient temperature, and sup- 
ply voltage. To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should ex- 
ceed recommendations. 



FIGURE 10 - POWER AND RESET TIMING 




Internal 
Reset 



i 



FIGURE 11 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 12 - POWER-UP RESET DELAY CIRCUIT 




Vcc— AW- 



0,8 V 2 V 4 V 



Part Of 

MC6805P4 

MCU 



FIGURE 13 - CLOCK GENERATOR OPTIONS 



(See Note) cn 



Cl 



:b 



XTAL 

MC6805P4 

EXTAL MCU 

(Crystal Mask 
Option) 



Crystal 



5 


XTAL 

MC6805P4 

EXTAL MCU 

(Resistor Mask 
Option) 


4 





Approximately 25% to 50% Accuracy 

Typical tcyc= 125 /ts 

External Jumper 



External 
Clock 
Input 



5 
1 

4 


XTAL 

MC6805P4 

EXTAL MCU 

(Crystal Mask 
Option) 





(See Figure 15) 4 




XTAL 

MC6805P4 

EXTAL MCU 

(Resistor Mask 
Option) 



External Clock Approximately 10% to 25% Accuracy 

External Resistor 
(Excludes Resistor Tolerance) 
NOTE; The recommended Cl value with a 4.0 MHz crystal is 27 pF, maximum, including system distributed capacitance. There is an internal 
capacitance of approximately 25 pF on the XTAL pin. For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scaled as the inverse of the frequency ratio. For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and 
approximately 25 pF on XTAL. The exact value depends on the Motional-Arm parameters of the crystal used. 
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FIGURE 14 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 



Crystal Parameters 


Cl 




EXTAL , 1 
4 


Li 


Rs 
Co 
If 


^^XTAL 
b 






K 




AT 

Co 

Fre 

Rs 


- Cut Parallel Resonance Crystal 
= 7 pF Max. 

q = 4.0 MHz@CL = 24pF 
= 50 ohms Max. 



i 



Crystal 




Crystal 




FIGURE 15 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 




30 40 50 

Resistance (kQ) 



INTERRUPTS 

The MC6805P4 MCU can be inte rrupt ed three different 
ways: through the external interrupt (INT) input pin, the in- 
ternal timer interrupt request, or the software interrupt in- 
struction (SWI). When any interrupt occurs', processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the condition code register is set, the 
address of the interrupt routine is obtained from the ap- 
propriate interrupt vector address, and the interrupt routine 
is executed. Stacking the CPU registers, setting the I bit, and 
vector fetching require a total of 11 tcyc periods for comple- 
tion. 

A flowchart of the interrupt sequence is shown in 
Figure 16. The interrupt service routine must end with a 
return from interrupt (RTI) instruction which allows the MCU 
to resume processing of the program prior to the i nterrup t 
(by unstacking the previous CPU state). Unlike RESET, 
hardware interrupts do not cause the current instruction ex- 
ecution to be halted, but are considered pending until the 
current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and if unmasked, 
proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed as any other in- 
struction. 

The external interrupt is internally synchronized and then 
latched on the falling edge of INT. A sinusoidal input signal 
(f|NT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 17(a), for use as a Zero-Crossing 
Detector. This allows applications such as servicing time-of- 
day routines and engaging/disengaging ac power control 
devices. 



NOTE: Keep crystal leads and circuit 

connections as short as possible. 
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FIGURE 16 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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FIGURE 17 - TYPICAL INTERRUPT CIRCUITS 
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For digital applications, the ITTT pin can be driven by a 
digital signal. The maximum frequency of a signal that can 
be recognized by the INT pin logic is dependent on the para- 
meter labeled twL, tWH- The pin logic that recognizes the 
high (or low) state on the pin must also recognize the low (or 
high) state on the pin in order to "re-arm" the internal logic. 
Therefore, the period can be calculated as follows: (assumes 
50/50 duty cycle for a given period) 

tcvc X 2 + 250 ns= period = ^ — 
' freq 

The period is not simply twL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice). See Figure 17(b). 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the I bit in the 
condition code register. Note that if the I bit is zero SWI 
executes after the other interrupts. SWIs are usually used as 
breakpoints for debugging or as system calls. 



INPUT/OUTPUT 

There are 20 input/output pins. The (NT pin may also be 
polled with branch instructions to provide an additional input 
pin. All pins (Ports A, B, and C) are programmable as either 
inputs or outputs under software control of the correspond- 
ing data direction register (DDR). The port I/O programming 
is accomplished by writing the corresponding bit in the port 
DDR to a logic "^" for output or a logic "0" for input. On 
reset, all the DDRs are initialized to a logic "0" state to put 
the ports in the input mode. The port output registers are not 
initialized on reset but may be written to before setting the 
DDR bits to avoid undefined levels. When programmed as 



outputs, the latched output data is readable as input data, 
regardless of the logic levels at the output pin due to output 
loading; see Figure 18. When Port B is programmed for out- 
puts, it is capable of sinking 10 mA and sourcing 1 mA on 
each pin. 

All input/output lines are TTL compatible as both inputs 
and outputs. Ports B and C are CMOS compatible as inputs. 
Port A may be made CMOS compatible as outputs with a 
mask option. The address map in Figure 5 gives the address 
of data registers and DDRs. The register configuration is pro- 
vided in Figure 19 and Figure 20 provides some examples of 
port connections. 



Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006). 
A read operation on these registers is undefined. Since 
BSETand BCLR are read-modify-write functions, they 
cannot be used to set or clear a DDR bit (all "unaf- 
fected" bits would be set). It is recommended that all 
DDR bits in a port be written using a single-store 
instruction. 



The latched output data bit (see Figure 18) may always be 
written. Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input. This may be 
used to initialize the data registers and avoid undefined out- 
puts; however, care must be exercised when using read- 
modify-write instructions since the data read corresponds to 
the pin level if the DDR is an input (0) and corresponds to the 
latched output data when the DDR is an output (1). 



FIGURE 18- TYPICAL PORT I/O CIRCUITRY 




*DDR is a write-only register and reads as all "Is" 

* Ports A (with CMOS drive disabled), B, and C are three-state ports. 

Port A has optional internal pullup devices to provide CMOS drive 

capability. See Electrical Characteristics tables 

for complete information. 
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FIGURE 19 - MCU REGISTER CONFIGURATION 
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TCR7- Timer Interrupt Status Request Bit: Set when 
TDR goes to zero; must be cleared by software. 
Cleared to by reset. 

TCR6 Bit 6- Timer Interrupt Mask Bit: 1 = timer inter- 
rupt masked (disabled). Set to 1 by reset. 

TCR Bits 5, 4, 3, 2, 1, read as "Is" - unused bits. 
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FIGURE 20(a) - TYPICAL OUTPUT MODE PORT CONNECTIONS 
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3-265 



MC6805P4 



FIGURE 20(b) - TYPICAL INPUT MODE PORT CONNECTIONS 
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BIT MANIPULATION 

The MC6805P4 MCU has the ability to set or clear any 
single random access memory or input/output bit (except 
the data direction register; see Caution under Input/Output 
section) with a single instruction (BSET, BCLR). Any bit in 
page zero including ROM, except the DDRs, can be tested, 
using the BRSET and BRCLR instructions, and the program 
branches as a result of its state. The carry bit equals the 
value of the bit referenced by BRSET or BRCLR. A Rotate 
instruction may then be used to accumulate serial input data 
in a RAM location or register. The capability to work with 



any bit in RAM, ROM, or I/O allows the user to have in- 
dividual flags in RAM or to handle I/O bits as control lines. 
The coding example in Figure 21 illustrates the usefulness 
of the bit manipulation and test instructions. Assume that 
the MCU is to communicate with an external serial device. 
The external device has a data ready signal, a data output 
line, and clock line to clock data one bit at a time, LSB first, 
out of the device. The MCU waits until the data is ready, 
clocks the external device, picks up the data in the carry flag 
(C bit), clears the clock line, and finally accumulates the data 
bit in a RAM location. 



FIGURE 21 - BIT MANIPULATION EXAMPLE 
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ADDRESSING MODES 

The MC6805P4 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs. For additional 
details and graphical illustrations, refer to the M6805 Family 
User's Manual. 

The term "effective address" (EA) is used in describing the 
address modes. EA is defined as the address from which the 
argument for an instruction is fetched or stored. 

IMMEDIATE 

In the immediate addressing mode, the operand is con- 
tained in the byte immediately following the opcode. The im- 
mediate addressing mode is used to access constants which 
do not change during program execution (e.g., a constant 
used to initialize a loop counter). 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single 2-byte instruc- 
tion. This includes the on-chip RAM and I/O registers and 
128 bytes of ROM. Direct addressing is an effective use of 
both memory and time. 

EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions using extended addressing are capable of 
referencing arguments anywhere in memory with a single 
3-byte instruction. When using the Motorola assembler, the 
programmer need not specify whether an instruction uses 
direct or extended addressing. The assembler automatically 
selects the shortest form of the instruction. 

RELATIVE 

The relative addressing mode is only used in branch in- 
structions. In relative addressing, the contents of the 8-bit 
signed byte following the opcode (the offset) is added to the 
PC if and only if the branch condition is true. Otherwise, 
control proceeds to the next instruction. The span of relative 
addressing is from - 126 to -i- 129 from the opcode address. 
The programmer need not worry about calculating the cor- 
rect offset when using the Motorola assembler, since it 
calculates the proper offset and checks to see if it is within 
the span of the branch. 

INDEXED, NO OFFSET 

In the indexed, no offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations. These instructions are only one byte 
long. This mode is often used to move a pointer through a 
table or to hold the address of a frequently referenced RAM 
or I/O location. 

INDEXED, 8-BIT OFFSET 

In the indexed, 8-bit offset addressing mode, the effective 
address is the sum of the contents of the unsigned 8-bit in- 
dex register and the unsigned byte following the opcode. 
This addressing mode is useful in selecting the kth element in 



an n element table. With this 2-byte instruction, k would 
typically be in X with the address of the beginning of the 
table in the instruction. As such, tables may begin anywhere 
within the first 256 addressable locations and could extend 
as far as location 510 ($1FE is the last location at which the 
instruction may begin). 

INDEX, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode, the effec- 
tive address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code. This addressing mode can be used in a manner similar 
to indexed, 8-bit offset, except that this 3-byte instruction 
allows tables to be anywhere in memory. As with direct and 
extended addressing, the Motorola assembler determines 
the shortest form of indexed addressing. 

BIT SET/CLEAR 

In the bit set/clear addressing mode, the bit to be set or 
cleared is part of the opcode, and the byte following the op- 
code specifies the direct address of the byte in which the 
specified bit is to be set or cleared. Thus, any read/write bit 
in the first 256 locations of memory, including 1/0, can be 
selectively set or cleared with a single 2-byte instruction. See 
Caution under the Input/Output section. 

BIT TEST AND BRANCH 

The bit test and branch addressing mode is a combination 
of direct addressing and relative addressing. The bit and con- 
dition (set or clear) which is to be tested is included in the op- 
code, and the address of the byte to be tested is in the single 
byte immediately following the opcode byte. The signed 
relative 8-bit offset is in the third byte and is added to the 
value of the PC if the branch condition is true. This single 
3-byte instruction allows the program to branch based on the 
condition of any readable bit in the first 256 locations of 
memory. The span of branching is from - 125 to + 130 from 
the opcode address. The state of the tested bit is also 
transferred to the carry bit of the condition code register. 
See Caution under the Input/Output section. 

INHERENT 

In the inherent addressing mode, all the information 
necessary to execute the instruction is contained in the op- 
code. Operations specifying only the index register or ac- 
cumulator, as well as control instruction with no other 
arguments, are included in this mode. These instructions are 
one byte long. 

INSTRUCTION SET 

The MC6805P4 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes. They can be divided into five dif- 
ferent types: register/memory, read-modify-write, branch, 
bit manipulation, and control. The following paragraphs 
briefly explain each type. All the instructions within a given 
type are presented in individual tables. 

REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. One 
operand is either the accumulator or the index register. The 



E 
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other operand is obtained from memory using one of the ad- 
dressing modes. The jump unconditional (JMP) and jump to 
subroutine (JSR) instructions have no register operands. 
Refer to Table 1. 



READ-MODIFY-WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register (see Caution under In- 
put/Output section). The test for negative or zero (TST) in- 
struction is included in the read-modify-write instructions 
though it does not perform the write. Refer to Table 2. 



BIT MANiFULATION INSTRUCTIONS 

These instructions are used on any bit in the first 256 bytes 
of the memory (see Caution under Input/Output section). 
One group either sets or clears. The other group performs 
the bit test branch operations. Refer to Table 4. 

CONTROL INSTRUCTIONS 

The control instructions control the MCU operations dur- 
ing program execution. Refer to Table 5. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 7. 



1 



BRANCH INSTRUCTIONS 

The branch instructions cause a branch from the program 
when a certain condition is met. Refer to Table 3. 



OPCODE MAP SUMMARY 

Table 7 is an opcode map for the instructions used on the 
MCU. 
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TABLE 1 - 


REGISTER/ MEMORY INSTRUCTIONS 


















Addressmg Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


18 


Indexed 
Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


H 
Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


Cycles 


Op 
Code 


U 
Bytes 


Cycles 


Op 
Code 


Bytes 


# 
Cycles 


OP 
Code 


Bytes 


tt 
Cycles 


Load A from Memory 


LDA 


A6 


2 


■ 2 


B6 


2 


4 


ce 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DF 


3 


6 


Store A in Memory 


STA 


— 


— 


— 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF J 


2 


6 


DF 


3 


7 


Add Memory to A 


ADO 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


6 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EG 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory wittn A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


AB 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


Al 


2 


2 


B1 


2 


4 


CI 


3 


5 


Fl 




4 


El 


2 


5 


Dl 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


6 


05 


3 


6 


Jump Unconditional 


JMP 


— 


- 


— 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


— 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DO 


3 


9 



B 











TABLE 2 - 


READ-MODIFY-WRITE INSTRUCTIONS 














Addressing (Wlodes ] 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(IMo Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


tt 
Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


Bytes 


» 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 3 - BRANCH INSTRUCTIONS 



a 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


1 
Bytes 


1 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFF Higher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFF Carry Clear 


BCC 


24 


2 


4 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


4 


Branch IFF Carry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


Branch IFF Not Equal 


BNE 


26 


2 


4 


Branch IFF Equal 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFF Half Carry Set 


BHCS 


29 


2 


4 


Branch IFF Plus 


BPL 


2A 


2 


4 


Branch IFF tvlinus 


BMI 


2B 


2 


4 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


4 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


4 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 4 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes | 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch | 


Op 
Code 


1 
Bytes 


t 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0..,7) 


- 


- 


- 


2»n 


3 


10 


Branch IFF Bit n is Clear 


BRCLR n (n = 0.,.7) 


- 


- 


- 


01+2»n 


3 


10 


Set Bit n 


BSET n (n = 0...7) 


10+2«n 


2 


7 


- 


- 


- 


Clear Bit n 


BCLR n (n = 0...7) 


11 + 2»n 


2 


7 


- 


- 


- 



TABLE 5 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


n 
Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




1 1 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 6 - INSTRUCTION SET 





Addressing Modes 


Condition Code | 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 












• 




• 






BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 
















• 






BIT 




X 


X 


X 




X 


X 


X 










A 






BLO 










X 






















BLS 










X 














• 


• 






BMC 










X 
















• 






BMI 










X 














• 


• 






BMS 










X 
















• 






BNE 










X 






















BPL 










X 














« 








BRA 










X 






















BRN 










X 


















• 




BRCLR 




















X 








• 




BRSET 




















X 












BSET 


















X 














BSR 










X 






















CLL 


X 






























CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


COM 


X 




X 






X 


X 








• 




A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 








« 


A 


A 




LDX 




X 


X 


X 




X 


X 


X 








• 


A 


A 




LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 
























• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 
























• 


• 


• 



Condition Code Synnbols: 
H Half Carry (Fronn Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



I 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 6 - INSTRUCTION SET (CONTINUED) 



a 





Addressing Modes 


Condition Code| 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


2 


C 


RTI 


X 




















? 


7 


7 


? 


7 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 




















• 




• 


• 


1 


SEI 


X 






















1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


SIX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 




















• 




• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 
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TABLE 7 - M6805 HMOS FAMILY OPCODE MAP 





Bit Manipulation 


Branch 


Read/Modify/Write 


Control 


Register/ Meoiory 




BTB 


BSC 


REL 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 





0000 


T 

0001 


5 

0010 


3 

0011 


4 
0100 


5 

0101 


6 

Olio 


1 
0111 


8 

100O 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 
1110 


F 
nil 


^---^Low 



0000 


10 

BRSETO 
3 BTB 


BSETO 
2 BSC 


4 

BRA 

2 REL 


6 

NEG 

2 DIR 


NEG 


4 

NEG 

1 INH 


7 

NEG 

2 1X1 


6 

NEG 

1 IX 


9 

RTI 

1 INH 




SUB 

7 IMM 


SUB 
2 DIR 


5 

SUB 
3 EXT 


6 

SUB 
3 1X2 


6 

SUB 

2 1X1 


SUB 

1 IX 



0000 


1 

0001 


10 

BRCLRO 
3 BTB 


BCLRO 
2 BSC 


BRN 

2 REL 












6 
RTS 

1 INH 




2 
CMP 

2 IMM 


4 

CMP 
2 DIR 


6 

CMP 
3 EXT 


6 

CMP 
3 1X2 


6 

CMP 
2 1X1 


CMP 

1 IX 


1 
0001 


2 

0010 


10 

BRSET1 
3 BTB 


BSETl 
2 BSC 


BHI 
2 REL 
















2 
SBC 

2 IMM 


SBC 

2 DIR 


SBC 

3 EXT 


6 

SBC 
3 1X2 


5 
SBC 

2 1X1 


SBC 

1 IX 


2 

0010 


3 
0011 


10 

BRCLRl 
3 BTB 


7 

BCLRl 
2 BSC 


4 
BUS 

2 REL 


6 

COM 
2 DIR 


COMA 

1 INH 


4 

COMX 

1 INH 


COM 

2 1X1 


6 

COM 

1 IX 


SWI 

1 INH 




2 
CPX 

2 IMM 


4 

CPX 

2 DIR 


6 

CPX 
3 EXT 


CPX 

3 1X2 


6 

CPX 

2 1X1 


CPX 

1 IX 


3 

0O11 


4 
0100 


10 

BRSET2 
3 BTB 


7 

BSET2 
2 BSC 


4 

BCC 

2 REL 


6 

LSR 
2 DTR 


LSRA 

1 INH 


LSRX 

1 INH 


7 

LSR 

2 1X1 


6 

LSR 

1 IX 






2 

AND 

2 IMM 


AND 

2 DIR 


5 
AND 

3 EXT 


6 

AND 

3 1X2 


6 

AND 
2 1X1 


AND 

1 IX 


4 
0100 


5 

0101 


10 

BRCLR2 
3 BTB 


BCLR2 
2 BSC 


BCS 

2 BEL 
















BIT 

2 IMM 


BIT 
2 DIR 


BIT 
3 EXT 


6 

BIT 
3 1X2 


6 

BIT 

2 1X1 


4 

BIT 

1 IX 


5 

0101 


6 

0110 


to 

BRSET3 
3 BTB 


BSET3 
2 BSC 


BNE 

2 REL 


6 

ROR 

2 DIR 


RORA 

1 INH 


RORX 

1 INH 


7 

ROR 

2 1X1 


6 

ROR 

1 IX 






2 

LDA 

2 IMM 


LDA 

2 DIR 


LDA 

3 EXT 


LDA 
3 1X2 


5 

LDA 

2 1X1 


LDA 

1 IX 


6 

0110 


7 

0111 


10 

BRCLR3 
3 BTB 


7 

BCLR3 
2 BSC 


BEQ 

2 REL 


6 

ASR 

2 DIR 


ASRA 


ASRX 

1 INH 


ASR 

2 1X1 


6 

ASR 

1 IX 




2 

TAX 

1 INH 




6 

STA 
2 DIR 


STA 

3 EXT 


7 

STA 

3 1X2 


6 

STA 
2 1X1 


STA 

1 IX 


7 

0111 


8 

1000 


10 

BRSET4 
3 BTB 


BSET4 
2 BSC 


BHCC 
2 REL 


6 

LSL 

2 DIR 


LSLA 

1 INH 


4 

LSLX 

1 INH 


7 

LSL 

2 1X1 


6 

LSL 

1 IX 




CLC 

1 INH 


2 

EGR 

2 IMM 


EOR 

2 DIR 


EOR 

3 EXT 


6 

EOR 

3 1X2 


EOR 

2 1X1 


EOR 

1 IX 


8 

1000 


9 

1001 


10 

BRCLR4 
3 BTB 


BCLR4 
2 BSC 


BHCS 

2 REL 


6 

ROL 

2 DIR 


ROLA 

1 INH 


ROLX 

1 INH 


ROL 

2 1X1 


6 
ROL 




SEC 


2 

ADC 

2 IMM 


4 

ADC 

2 DIR 


6 

ADC 

3 EXT 


ADC 
3 1X2 


ADC 

2 1X1 


ADC 

1 IX 


9 
1001 


A 

1010 


BRSET5 
3 BTB 


7 

BSET6 
2 BSC 


BPL 

2 REL 


DEC 

2 DIR 


DECA 

1 INH 


DECX 

1 INH 


7 

DEC 

2 1X1 


6 

DEC 

1 IX 




CLI 


2 
ORA 

2 IMM 


ORA 

2 DIR 


5 

ORA 
3 EXT 


6 
ORA 

3 1X2 


5 

ORA 
2 1X1 


ORA 

1 IX 


A 
1010 


B 

1011 


10 

BRCLR5 
3 BTB 


7 

BCLR5 
2 BSC 


BMI 
2 REL 














SEI 

1 INH 


5 

ADD 

2 IMM 


4 

ADD 

2 DIR 


5 
ADD 

3 EXT 


ADD 

3 1X2 


6 
ADD 

2 1X1 


ADD 

1 IX 


B 

1011 


c 

1100 


10 

BRSET6 
3 BTB 


7 

BSET6 

2 BSC 


BMC 

2 REL 


6 

INC 
2 DIR 


INCA 

1 INH 


INCX 

1 INH 


7 

INC 

2 1X1 


6 

INC 

1 IX 




RSP 

1 INH 




3 

JMP 

2 DIR 


4 

JMP 

3 EXT 


6 

JMP 
3 1X2 


4 

JMP 

2 1X1 


JMP 

1 IX 


C 

1100 


D 

1101 


10 

BRCLR6 
? BTB 


BCLR6 

2 BSC 


BMS 

2 REL 


TST 
2 DIR 


TSTA 

1 INH 


TSTX 

1 INH 


TST 

2 1X1 


TST 

1 IX 




NOP 

1 INH 


8 
BSR 

2 REL 


JSR 

2 DIR 


6 

JSR 

3 EXT 


4 

JSR 
3 1X2 


JSR 

2 1X1 


JSR 

1 IX 


D 
1101 


E 

1110 


10 

BRSET7 
3 BTB 


BSET7 
2 BSC 


4 

BIL 
2 REL 
















2 

LDX 

2 IMM 


4 

LDX 
2 DIR 


5 

LDX 

3 EXT 


e 

LDX 
3 1X2 


LDX 

2 1X1 


LDX 

1 IX 


E 
1110 


F 
1111 


10 

BRCLR7 
3 BTB 


BCLR7 
2 BSC 


BIH 

2 REL 


6 

CLR 
2 DIR 


CLRA 

1 INH 


CLRX 

1 INH 


7 

CLR 
2 1X1 


CLR 

1 IX 




TXA 

1 INH 




5 

STX 

2 DIR 


6 

STX 
3 EXT 


STX 

3 1X2 


6 

STX 

2 1X1 


STX 

1 IX 


F 

1111 



o 

00 

o 

■D 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Blt) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 



# of Cycles 

Mnemonic 

Bytes 





F ^ 








iiii-«-_ 




^.^-"^ 


^ 


■4 

— ». <^l IR 


'^'^ 

0000-*^ 


^y'^ 




'~~~l^l^;;^::^ 




1 IX 










Opcode In Hexadecimal 
Opcode in Binary 

Address Mode 
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ORDERING INFORMATION 

The information required when ordering a custom IVICU is 
listed below. The ROM program may be transmitted to 
Motorola on EPROM(s) or an MDOS disk file. 

To initiate a ROM pattern for the MCU, it is necessary to 
first contact your local Motorola representative or Motorola 
distributor. 



signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired, Motorola will program on 
blank EPROM from the data file used to create the custom 
mask and aid in the verification process. 



EPROMs 

The MCM2716 or MCM2532 type EPROMs, programmed 
with the customer program (positive logic sense for address 
and data), may be submitted for pattern generation. The 
EPROM must be clearly marked to indicate which EPROM 
corresponds to which address space. The recommended 
marking procedure is illustrated below; 



B 




XXX = Customer ID 

After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are fil- 
ed for contractual purposes and are not returned. A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed. 



ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. The RVUs are 
thus not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies. The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen. The minimum MDOS system files, as 
well as the absolute binary object file (filename LO type of 
file) from the M6805 cross assembler, must be on the disk. 
An object file made from a memory dump using the 
ROLLOUT command is also acceptable. Consider submitting 
a source listing as well as the following files: filename, LX 
(EXORciser loadable format) and filename, SA (ASCII 
Source Code). These files will of course be kept confidential 
and are used 1 ) to speed up the process in-house if any prob- 
lems arise, and 2) to speed up the user-to-factory interface if 
the user finds any software errors and needs assistance 
quickly from Motorola factory representatives. 

MDOS is Motorola's Disk Operating system available on 
development of systems such as EXORciser, EXORset, etc. 



GENERIC INFORMATION 



Package Type 


Frequency (IVIHz) 


Temperature 


Generic Number 


Ceramic 
L Suffix 


1,0 


0°C lo70°C 


MC6805P4L 


Plastic 
P Suffix 


1.0 


0°C to 70°C 


IV1C6805P4P 


Cerdip 
S Suffix 


1.0 


0°C to 70°C 


IVIC6805P4S 
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Date. 



MC6805P4 MCU CUSTOM ORDERING INFORMATION 

Customer PO Number 



Customer Company. 

Address 

City 



[Vlotoro!a Part Numbers 

MC 

■ SC 



.Zip. 



Country - 



Phone. 



Customer Contact Person- 
Customer Part Number 



OPTION LIST 










Select the options 


fo 


yoL 


r MCU from 


the following list. A 


manufacturing masl< 


wi 


be 


generated from this information. 


Timer Clocl< Source 








Internal Oscillator Input 


D Internal 4>2 clock 








D Crystal 


n TIMER input pin 








n Resistor 


Timer Prescaler 










n 20 (divided by 1) 








Low Voltage Inhibit 


n 21 (divided by 2) 








D Disable 


D 22 (divided by 4) 








n Enable 


D 23 (divided by 8) 










D 24 (divided by 16) 










n 2^ (divided by 32) 








Port A Output Drive 


D 26 (divided by 64) 








D CMOS and TTL 


D 2^ (divided by 128) 








n TTL Only 


Port B Output Drive 










n TTL 








Standby RAM 


D Open Drain 








n 8 Bytes 
n 32 Bytes 


Port C Output Drive 








D 64 Bytes 


D TTL 








D 112 Bytes 


D Open Drain 










Pattern Media (All other media requires prior factory c 


pproval.) 




n EPROMS (MCM2716 or MCM2532) 








D Floppy Disk 

n Other 



B 



Clock Freq. 



Temp. Range. 



D 0° to +70°C (Standard) Q -40''to+85°C 



Marking Information (12 Characters Maximum) 



Signature. 
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Advance Information 



a 



8-BIT MICROCOMPUTER UNIT 

The MC6805P6 Microcomputer Unit (IVICU) is a member of the 

M6805 Family of low-cost single-chip microcomputers. This 8-bit 
microcomputer contains a CPU, on-chip CLOCK, ROM, RAM, I/O, and 
TIMER. It is designed for the user who needs an economical microcom- 
puter with the proven capabilities of the M6800-based instruction set. 
The following are some of the hardware and software highlights of the 
MC6805P6 MCU. 

HARDWARE FEATURES 

• 8-Bit Architecture 

• 64 Bytes of RAM 

• Memory Mapped I/O 

• 1796 Bytes of User ROM 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Self-Check Mode 

• Zero Crossing Detection 

• Master Reset 

• Complete Development System Support on EXORciser 

• 5 V Single Supply 

SOFTWARE FEATURES 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instruction 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Register/Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to ROM, RAM, and I/O 

USER SELECTABLE OPTIONS 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 

• Timer Prescaler Option (7 Bits, 2") 

• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Low Voltage Inhibit Option 

• Vectored Interrupts: Timer, Software, and External 

• Port B Open Drain Drive Option 



MC6805P6 



HMOS 



(HIGH DENSITY 

N CHANNEL, SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 




P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



VSS [ 1 • 

|"nT[ 2 

VCC[ 3 

EXTAL[ 4 

XTAL[ 5 

NUM[ 6 

TIMER[ 7 

PCOl 8 

PC1[ 9 

PC2[ 10 

PC3[ 11 

PBO[ 12 

PB1 [ 13 

PB2[ 14 



PIN ASSIGNMENT 



28 ]RESET 
27]PA7 
26 ] PA6 
25 ] PA5 
24 ] PA4 
23 ] PA3 
22 ] PA2 
21 ]PA1 
20]PA0 
19]PB7 
18 ]PB6 
17 ]PB5 
16 ]PB4 
15 ]PB3 



This document contains information on a new product. Specifications and information tierein 
are subiect to cfiange without notice. 
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FIGURE 1 - MC6805P6 HMOS MICROCOMPUTER BLOCK DIAGRAM 




MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage (Except Pin 6) 


V|n 


-0.3 to +7.0 


V 


Operating Temperature Range 


ta 


to 70 


°c 


Storage Temperature Range 


^stg 


-55 to +150 


°c 


Junction Temperature 
Plastic 
Ceramic 
Cerdip 


Tj ' 


150 
175 
175 


°c 



PCO Port 
PCI C 
PC2 I/O 

PC3 Lines 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. For proper operation it is 
recommended that Vj^ and Vqui be con- 
strained to the range Vss — 'Vjn or Vgut' 
< VcQ. Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic 
voltage level (e.g., either Vss or Vqc'- 



B 



THERMAL CHARACTERISTICS 








Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




72 




Ceramic 


«JA 


50 


°c/w 


Cerdip 




60 





POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = TA+(PD»ejA) <1) 

Where; 

Ta^ Ambient Temperature, °C 

SjA= Package Thermal Resistance, Junction-to-Ambient, °C/W 

pd^Pint + pport 

P|NT=ICC^ Vcc. Watts — Chip Internal Power 
PpORT-Port Power Dissipation, Watts — User Determined 
For most applications PpQRT'^PlNT arid can be neglected. PpQRT f^ay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 

An approximate relationship between Pq and Tj (if PpoRT is neglected) is; 

PD=K*(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives; 

K=PD«(TA+273°C) + ejA»PD'^ (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta. Using this value of K the values of Pq and Tj can be obtained by solving equations (Dand (2) iteratively for any 
value of Ta- 
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ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc ±5.0 Vdc, Vss = Vdc, Ta = 


= 0°to70= 


C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75<Vccs5.75) 




4.0 


- 


Vcc 




(Vcc<4.75) 




VcC-0.5 


- 


Vcc 




INT (4.75<Vccs5.75) 


V|H 


4.0 


* 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 


* 


Vcc 




All Other 




2.0 


- 


Vcc 




Input High Voltage Timer 












Timer Mode 


V|H 


2.0 


- 


Vcc+1 


V 


Self-Check Mode 




- 


10.0 


15.0 




Input Low Voltage 












INT 


V|L 


vss 


« 


1.5 


V 


All Other 




vss 


- 


0.8 




RESET Hysteresis Voltage (See Figures 10, 11, and 12) 












"Out of Reset" 


V|RES + 


2.1 


- 


4.0 


V 


"Into Reset" 


V|RES- 


0.8 


- 


2.0 




INT Zero Crossing Input Voltage, Through a Capacitor 


VjNT 


2.0 


- 


4.0 


Vac p-p 


Internal Power Dissipation - No Port Loading Vcc = 5.75 V, Ta = 0°C 


Pint 


- 


400 


690 


mW 


Input Capacitance 












XTAL 


Cin 


- 


25 


- 


pF 


All Other 




- 


10 


- 




Low Voltage Recover 


vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 0°Cto70°C 


Vlvi 


2.75 


3.5 


- 


V 


-40°C to85°C 




3.1 


3.5 


- 




Input Current (External Capacitor Charging Current) 












TIMER (V|n = 0.4 V) 




- 


- 


20 




INT (Vjn=2.4 V to Vcc) 




- 


20 


50 




EXTAL (Vin = 2.4 V to Vcc, Crystal Option) 


lin 


- 


- 


10 


mA 


(Vjn = 0.4 V, Crystal Option) 




- 


- 


-1600 




RESET (V|n = 0.8 V) 




-4.0 


- 


-40 





*Due to internal biasing, this input (when unused) floats to approximately 2.0 Vdc. 

PORT DC ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristic | Symbol | Min | Typ | Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage, lLoad= 1-6 mA 


VOL 


- 


- 


0.4 


V 


Output High Voltage, lLoad= - TOO ^A 


VOH 


2.4 


- 


- 


V 


Output High Voltage, lLoad= - 10 iiA 


VOH 


Vcc-1 


- 


- 


V 


Input High Voltage, lLoad= -300 ;iA (max.) 


V|H 


2.0 




Vcc 


V 


Input Low Voltage, lLoad= -500/tA (max.) 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 2.0 V to Vcc) 


l|H 


- 


- 


-300 


nA 


Hi-Z State Input Current (V|n = 0.4 V) 


l|L 


- 


- 


-500 


IiA 


Ports 1 


Output Low Voltage, lLoad = 3-2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad= 10 mA (sink) 


Vol 


- 




1.0 


V 


Output High Voltage, lLoad= -200^A 


VOH 


2.4 


- 


- 


V 


Darlington Current Drive (Source), Vo=1.5 V 


lOH 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


itsi 


- 


2 


10 


/'A 


Port C and Port A with CMOS Drive Disabled | 


Output Low Voltage, 1 Load =1-6 mA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, lLoad= - 100 /^A 


VOH 


2.4 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


10 


^A 


Port B with Open-Drain Option | 


Output High Voltage 


VOH 


2.4 


- 


13.0 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


20 


A«A 



See MC68(7)05 Series Data Sheet for port l/V curves and input protection schematics. 
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SWITCHING CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0°C to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency MC6805P6 

MC68A05P6 
MC68B05P6 


^osc 


0.4 
0.4 
0.4 


~ 


4.2 
6,0 
8.0 


MHz 


Cycle Time (4/fosc) 


'eye 


0.95 


- 


ID 


^s 


InT and TIMER Pulse Width (See INTERRUPTS) 


1;WL.%H 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Capacitance= 1 .0 /*F) 


tRHL 


- 


100 


- 


ms 


INT Zero Crossing Detection Input Frequency 


f|NT 


0.03 


- 


TO 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 



TTL EQUIVALENT TEST LOAD FIGURE 3 - CMOS EQUIVALENT TEST LOAD FIGURE 4 
(PORT B) (PORT A) 



■ TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 



Test 


MMD6150 


? Vcc = 5.75V 


Point 


or Equiv. /< 


M.5kn 


40 pF? 
(Total) 


V >i.25kni 
__1 s 


! 

: MMD7000 

[ or Equiv. 




L J 











^ 30 pF (Total) 



Test 
Point 



9 Vcc = 575V 
MMD6150 Ijr 
or Equiv. /<1 



30pF?p 


|24kfi ,, 


(Total) 


— 


J ': 



2.97 kit 



MMD7000 
or Equiv. 




SIGNAL DESCRIPTION 

The input and output signals for the MCU are described in 
the following paragraphs. 

Vcc AND VSS 

Power Is supplied to the MCU using these two pins. VcQ 
is power and VgS 'S the ground connection. 

INT 

This pin provides the capability for asynchronously apply- 
ing an external interrupt to the MCU. Refer to Interrupts sec- 
tion for additional infornnatlon. 

XTAL AND EXTAL 

These pins provide connections to the on-chip clock 
oscillator circuit. A crystal, a resistor, or an external signal, 
depending on the user selectable manufacturing mask op- 
tion, can be connected to these pins to provide a system 
clock source with various stability/cost tradeoffs. Lead 
lengths and stray capacitance on these two pins should be 
minimized. Refer to Internal Clock Generator Options section 
for recommendations about these inputs. 

TIMER 

This pin allows an external input to be used to decrement 
the internal timer circuitry. Refer to Timer section for addi- 
tional information about the timer circuitry. 



RESET 

This pin allows resetting of the MCU at times other than 
the automatic resetting capability already in the MCU. Refer 
to Resets section for additional Information. 

NUM 

This pin is not for user application and must be connected 
to VsS- 



INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC3) 

These 20 lines are arranged Into two 8-blt ports (A and B) 
and one 4-blt port (C). All lines are programmable as either 
inputs or outputs under software control of the data direc- 
tion registers. Refer to Inputs/Outputs section for additional 
information. 

MEMORY 

As shown In Figure 5, the MCU Is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter. The MC6805P6 MCU has implemented 1984 of 
these locations. This consists of: 1796 bytes of user ROM, 
116 bytes of self-check ROM, 64 bytes of user RAM, 6 bytes 
of port I/O, and 2 timer registers. 

The stack area is used during the processing of Interrupt 
and subroutine calls to save the processor state. The register 
contents are pushed onto the stack in the order shown in 
Figure 6. Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter Is 
stacked first; then the high order three bits (PCH) are 
stacked. This ensures that the program counter is loaded 
correctly, during pulls from the stack, since the stack pointer 
increments during pulls. A subroutine call results In only the 
program counter (POL, PCH) contents being pushed onto 
the stack. The remaining CPU registers are not pushed. 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is Implemented In- 
dependently from the I/O or memory configuration. Conse- 
quently, It can be treated as an independent central pro- 
cessor communicating with I/O and memory via Internal ad- 
dress, data, and control buses. 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown In Figure 7 and are explained In 
the following paragraphs. 
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FIGURE 5 - MCU ADDRESS MAP 
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1111 PortC 


128 


Page Zero 
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(128 Bytes) 


Not Used 




Port A DDR 


255 


Port B DDR 


256 


Main User 

ROM 
(1668 Bytes) 


Not Used 1 PortC DDR 




Not Used 




Timer Data Reg 




Timer Control Reg 


1923 


Not Used 
(54 Bytes) 


1924 
2039 


Self Check 

ROM 
(116 Bytes) 


RAM 
(64 Bytes) 

Stack 
(31 Bytes 
Maximum) 


204U 
2041 
2042 
2043 
2044 
2045 
2046 
2047 


Timer Interrupt 

External Interrupt 

SWI 

Reset 



Interrupt 



•■Caution: Data direction registers (DDRs) are write-only; they read as $FF. 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 

$008 

$009 
$00A 

$03F 
$040 



FIGURE 6 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 10 Pull 



FIGURE 7 - PROGRAMMING MODEL 



n-4 


1 1 1 


Condition 
Code Register 


n+1 


n-3 


Accumulator 


n + 2 


n-2 
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n + 3 


n-1 


11111 


PCH* 


n + 4 


n 


PCL« 


n + 5 



Push 

*For subroutine calls, only PCL and PCH are stacked. 



ACCUMULATOR (A) 

The accumulator is a general purpose 8-bit register used to 
hold operands and results of arithmetic calculations or data 
manipulations. 
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INDEX REGISTER (X) 

The index register is an 8-bit register used for the indexed 
addressing mode. It contains an 8-bit value that may be 
added to an instruction value to create an effective address. 
The index register can also be used for data manipulations 
using the read-modify-write instructions. The index register 
may also be used as a temporary storage area. 

PROGRAM COUNTER (PC) 

The program counter is an 1 1-bit register that contains the 
address of the next instruction to be executed. 

STACK POINTER (SP) 

The stack pointer is an 1 1-bit register that contains the ad- 
dress of the next free location on the stack. Initially, the 
stack pointer is set to location $07F and is decremented as 
data is pushed onto the stack and incremented as data is 
pulled from the stack. The six most significant bits of the 
stack pointer are permanently configured to 000011. During 
an MCU reset or the reset stack pointer (RSP) instruction, 
the stack pointer is set to location $07F. Subroutines and in- 
terrupts may be nested down to location $061 (31 bytes max- 
imum) which allows the programmer to use up to 15 levels of 
subroutine calls. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register in which four 
bits are used to indicate the results of the instruction just ex- 
ecuted. These bits can be individually tested by a program 
and specific action taken as a result of their state. Each in- 
dividual condition code register bit is explained in the follow- 
ing paragraphs. 

HALF CARRY (H) - Set during ADD and ADC instruc- 
tions to indicate that a carry occurred between bits 3 and 4. 

INTERRUPT (I) - This bit is set to mask (disable) the 
timer and external interrupt (INT). If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt is cleared. 

NEGATIVE (N) - Used to indicate that the result of the 
last arithmetic, logical, or data manipulation was negative 
(bit 7 in result equal to a logical one). 



ZERO (Z) - Used to indicate that the result of the last 
arithmetic, logical, or data manipulation was zero. 

CARRY/ BORROW (C) - Used to indicate that a carry or 
borrow out of the arithmetic logic unit (ALU) occurred dur- 
ing the last arithmetic operation. This bit is also affected dur- 
ing bit test and branch instructions plus shifts and rotates. 

TIMER 

The MC6805P6 MCU timer circuitry is shown in Figure 8. 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (prescaler 
output). When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the timer control register (TCR) is set. The 
timer interrupt can be masked (disabled) by setting the timer 
interrupt mask bit (bit 6) in the TCR. The interrupt bit (I bit) in 
the condition code register also prevents a timer interrupt 
from being processed. The MCU responds to this interrupt 
by saving the present CPU state on the stack, fetching the 
timer interrupt vector from locations $7F8 and $7F9, and ex- 
ecuting the interrupt routine; see the Interrupts section. THE 
TIMER INTERRUPT REQUEST BIT MUST BE CLEARED BY 
SOFTWARE. 

The clock input to the timer can be from an external 
source (decrementing of timer counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin or it can be the internal <l>2 signal. The maximum frequen- 
cy of a signal that can be recognized by the TIMER or INT pin 
logic is dependent on the parameter labeled tWL, t\A/H- The 
pin logic that recognizes the high (or low) state on the pin 
must also recognize the low (or high) state on the pin in 
order to "re-arm" the internal logic. Therefore, the period 
can be calculated as follows: (assumes 50/50 duty cycle for a 
given period) 

tcyc X 2 -t- 250 ns = period = - — 

The period is not simply tWL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessahly longer period (250 ns 
twice). 

When the (^2 signal is used as the source, it can be gated 
by an input applied to the TIMER input pin allowing the user 
to easily perform pulse-width measurements. (NOTE: For 
ungated </)2 clock inputs to the timer prescaler, the TIMER 



B 



FIGURE 8 - TIMER BLOCK DIAGRAM 
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pin should be tied to Vcc' The source of the clock input is 
one of the nnasl< options that is specified before manufacture 
of the MCU. 

A prescaler option can be applied to the clock input that 
extends the tinning interval up to a maximum of 128 counts 
before decrementing the counter. This prescaling mask op- 
tion is also specified before manufacture. 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count. Thus, the 
counter can be read at any time by reading the timer data 
register (TDR), This allows a program to determine the 
length of time since a timer interrupt has occurred and not 
disturb the counting process. 

At power-up or reset, the prescaler and counter are in- 
itialized with all logical ones, the timer interrupt request bit 
(bit 7) is cleared, and the timer interrupt mask bit (bit 6) is 
set. 

SELF-CHECK 

The self -check capability of the MC6805P6 MCU provides 
an internal check to determine if the part is functional. Con- 
nect the MCU as shown in Figure 9 and monitor the output 
of port C bit 3 for an oscillation of approximately 7 Hz. A 
9-volt level on the TIMER input, pin 7, energizes the ROM- 
based self-check feature. The self-check program exercises 
the RAM, ROM, TIMER, interrupts, and I/O ports. 

RESETS 

The MCU can be rese t three ways: by initial power-up, by 
the external reset input (RESET), and by an optional internal 



low voltage detect circuit ; see Figure 10. The internal circuit 
connected to the RESET pin consists of a Schmitt trigger 
which senses the RESET line logic level. The Schmitt trigger 
provi des an internal reset voltage if it senses a logic "0" on 
the RESET pin. During power-up, t he Sch mitt trigger 
switches on (removes reset) when th e RESET pin voltage 
rises to Vires -(-■ When the RESET pin voltage falls to a 
logical "0" for a period longer than one tcyc. the Schmitt 
trigger switches off to provide an internal reset voltage. The 
"switch off" voltage occurs at V|RES-- A typical reset 
Schmitt trigger hysteresis curve is shown in Figure 11. 

Durin g powe r-up, a delay of tpjHL 's needed before allow- 
ing the RESET input to go high. This time allows the internal 
clock generator to stabilize. Connecting a capacitor to the 
RESET input, as shown in Figure 12, typically provides suffi- 
cient delay. See Figure 16 under Interrupts section for the 
complete reset sequence. 



INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components. A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs. A 
manufacturing mask option is required to select either the 
crystal oscillator or the RC oscillator circuit. The oscillator 
frequency is internally divided by four to produce the internal 
system clocks. 

The different connection methods are shown in Figure 13. 
The crystal specifications and suggested PC board layouts 



FIGURE 9 - SELF-CHECK CONNECTIONS 
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*This connection depends on the clock oscillator user selectable mask option. 
Use crystal if crystal option is selected. 
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are given in Figure 14. A resistor selection grapli is given in 
Figure 15. 

The crystal oscillator startup time is a function of many 
variables; crystal parameters (especially Rs). oscillator load 



capacitance, IC parameters, ambient temperature, and sup- 
ply voltage. To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should ex- 
ceed recommendations. 



FIGURE 10 - POWER AND RESET TIMING 
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FIGURE 11 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 12 - POWER-UP RESET DELAY CIRCUIT 
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FIGURE 13 - CLOCK GENERATOR OPTIONS 
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(See Figure 15) 4 
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XTAL 

MC6805P6 
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External Clock Approximately 10% to 25% Accuracy 

External Resistor 
(Excludes Resistor Tolerence) 
NOTE: The recommended Cl value with a 4.0 MHz crystal is 27 pF, maximum, including system distributed capacitance. There is an internal 
capacitance of approximately 25 pF on the XTAL pin. For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scaled as the inverse of the frequency ratio. For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and 
approximately 25 pF on XTAL. The exact value depends on the Motional-Arm parameters of the crystal used. 
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FIGURE 14 - CYRSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 



Crystal Parameters 



FIGURE 15 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 
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INTERRUPTS 

The MC6805P6 MCU can be interr_Li£ted three different 
ways: through the external interrupt iINT) input pin, the in- 
ternal timer interrupt request, or the software interrupt in- 
struction (SWI). When any interrupt occurs: processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the condition code register is set, the 
address of the interrupt routine is obtained from the ap- 
propriate interrupt vector address, and the interrupt routine 
is executed. Stacking the CPU registers, setting the I bit, and 
vector fetching requires a total of 1 1 tcyc periods for comple- 
tion. 

A flowchart of the interrupt sequence is shown in 
Figure 16. The interrupt service routine must end with a 
return from interrupt IRTI) instruction which allows the IVICU 
to resume processing of the program prior to the i nterrupt 
(by unstacking the previous CPU state). Unlike RESET, 
hardware interrupts do not cause the current instruction ex- 
ecution to be halted, but are considered pending until the 
current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and if unmasked, 
proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed as any other in- 
struction. 

The external interrupt is internally synchronized and then 
latched on the falling edge of INT. A sinusoidal input signal 
(f|Nj maximum) can be used to generate an external inter- 
rupt, as shown in Figure 17(a), for use as a zero-crossing 
detector. This allows applications such as servicing time-of- 
day routines and engaging/disengaging ac power control 
devices. 

For digital applications, the INT pin can be driven by a 
digital signal. The maximum fr equ ency of a signal that can 
be recognized by the TIMER or INT pin logic is dependent on 
the parameter labeled tWL. tWH- The pin logic that 
recognizes the high (or low) state on the pin must also 
recognize the low (or high) state on the pin in order to "re- 
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FIGURE 16 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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FIGURE 17 - TYPICAL INTERRUPT CIRCUITS 
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arm" the internal logic. Therefore,, the period can be 

calculated as follows: (assumes 50/50 duty cycle for a given 

period) 

1 
tcyc^2 + 250 ns = period= - — 

The period is not simply tWL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice). See Figure 17(b). 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the I bit in the 
condition code register. Note that if the I bit is zero SWI ex- 
ecutes after the other interrupts. SWIs are usually used as 
break-points for debugging or as system calls. 

INPUT/OUTPUT 

There are 20 input/output pins. The INT pin may also be 
polled with branch instructions to provide an additional input 
pin. All pins (port A, B, and C) are programmable as either 
inputs or outputs under software control of the correspond- 
ing data direction register (DDR). The port I/O programming 
is accomplished by writing the corresponding bit in the port 
DDR to a logic "1" for output or a logic "0" for input. On 
reset, all the DDRs are initialized to a logic "0" state to put 
the ports in the input mode. The port output registers are not 
initialized on reset but may be written to before setting the 
DDR bits to avoid undefined levels. When programmed as 
outputs, the latched output data is readable as input data, 



regardless of the logic levels at the output pin due to output 
loading; see Figure 18. When port B is programmed for out- 
puts, it is capable of sinking 10 mA and sourcing 1 mA on 
each pin. 

All input/output lines are TTL compatible as both inputs 
and outputs. Ports B and C are CMOS compatible as inputs. 
Port A may be made CMOS compatible as outputs with a 
mask option. The address map in Figure 5 gives the address 
of data registers and DDRs. The register configuration is pro- 
vided in Figure 19 and Figure 20 provides some examples of 
port connections. 

Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006). 
A read operation on these registers is undefined. Since 
BSET and BCLR are read-modify-write functions, they 
cannot be used to set or clear a DDR bit (all "unaf- 
fected" bits would be set). It is recommended that all 
DDR bits in a port be written using a single-store in- 
struction. 

The latched output data bit (see Figure 18) may always be 
written. Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input. This may be 
used to initialize the data registers and avoid undefined out- 
puts; however, care must be exercised when using read- 
modify-write instructions since the data read corresponds to 
the pin level if the DDR is an input ("0") and corresponds to 
the latched output data when the DDR is an output ("1"). 



FIGURE 18 - TYPICAL PORT I/O CIRCUITRY 




Data 

Direction 

Register 

Bit 


Output 
Data 
Bit 


Output 
State 


Input 

To 

MCU 


1 
1 




1 
X 




1 

Hi-Z*» 



1 
Pin 



*DDR is a write-only register and reads as all "Is". 

'Port A (with CMOS drive disabled), B, and C are three state ports. Port A has optional internal pullup devices 
to provide CMOS drive capability. See Electrical Characteristics table for complete information. 
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FIGURE 19 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 



PORT DATA DIRECTION REGISTER (DDR) 



Port A Addr=$0O0 
Port B Addr=$001 
Port C Addr= $002 (Bits 0—3) 



(1) Write Only; reads as all "Is" 

(2) 1 = Output; 0= Input. Cleared to by reset. 

(3) Port A Addr=$004 
Port B Addr=$005 

Port C Addr= $006 (Bits 0—3) 



TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 1 



$009 



TCR7— Timer Interrupt Status Bit: Set when TDR goes 
to zero; must be cleared by software. Cleared to 
by reset. 

TCR6 Bit 6-Timer Interrupt Mask Bit: 1 = timer inter- 
rupt masked (disabled). Set to 1 by reset. 

TCR Bits 5, 4, 3, 2, 1, read as "Is" - unused bits. 



TIMER DATA REGISTER (TDR) 
7 



$008 



i 



FIGURE 20(a) - TYPICAL OUTPUT MODE PORT CONNECTIONS 



PA7 


27 






PA6 


26 




PA5 


25 




PA4 


24 






PA3 


23 


1.6 mA 


PA2 


22 




PA1 


21 




PAO 


20 






^ 





(CMOS Loads) 



(1 TTLLoad) 



Port A, bit 7 and bit 4 programmed as output. 
Bit 7 driving CMOS loads and bit 4 driving one 
TTL load directly using CMOS output option. 
+ V 





HpE.lb 



2N6386 (Typical) 



Port B, bit 5 programmed as output, driving 
Darlington-base directly. 




CMOS 

Inverters 

MC14049/MC14069 

(Typical) 



Port B, bit and bit 1 programmed as output, 
driving LEDs directly. 



Port C, bits 0-3 programmed as output, driving 
CMOS loads, using external pullup resistors. 
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FIGURE 20(b) - TYPICAL INPUT MODE PORT CONNECTIONS 



-t>- 



MC74LS04 
(Typical) 



t> 



25 



PA7 
PA6 
PA5 
PA4 
PAS 
PA2 
PA1 
PAO 



-{>- 



MC74LS04 



MC14069 
(Typical) 



CH 



PB7 
PB6 
PB5 
PB4 
PBS 
PB2 
PB1 
PBO 



a 



TTL driving port A directly. 



CMOS or TTL driving port B directly. 




CMOS and TTL driving port C directly. 



SOFTWARE 



BIT MANIPULATION 

The MC6805P6 MCU has the ability to set or clear any 
single random access memory or input/output bit (except 
the data direction register, see Caution under Input/Output 
section), with a single instruction (BSET, BCLR), Any bit in 
page zero including ROM, except the DDRs, can be tested, 
using the BRSET and BRCLR instructions, and the program 
branches as a result of its state. The carry bit equals the 
value of the bit referenced by BRSET or BRCLR. A rotate in- 
struction may then be used to accumulate serial input data in 
a RAM location or register. The capability to work with any 



bit in RAM, ROM, or I/O allows the user to have individual 
flags in RAM or to handle I/O bits as control lines. 

The coding example in Figure 21 illustrates the usefulness 
of the bit manipulation and test instructions. Assume that 
the MCU is to communicate with an external serial device. 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LSB first, 
out of the device. The MCU waits until the data is ready, 
clocks the external device, picks up the data in the carry flag 
(C bit), clears the clock line, and finally accumulates the data 
bit in a RAM location. 



FIGURE 21 - BIT MANIPULATION EXAMPLE 





Ready _^ 


MC 


U 


Serial 
Device 




2P 



1 R 

T 

OA 




Clock 


Data 









SELF BRSET 2, PORTA, SELF 



BSET 1, PORTA 

BRCLR 0, PORTA, CONT 

CONT BCLR 1, PORTA 

ROR RAMLOC 
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ADDRESSING MODES 

The MC6805P6 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs. For additional 
details and graphical illustrations, refer to the M6805 Family 
User's Manual. 

The term "effective address" (EA) is used in describing the 
address modes. EA is defined as the address from which the 
argument for an instruction is fetched or stored. 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode. The immediate addressing mode is used to access 
constants which do not change during program execution 
(e.g., a constant used to initialize a loop counter). 

DIRECT — In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte. Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction. This includes the on-chip RAM and I/O 
registers and 128 bytes of ROM. Direct addressing is an ef- 
fective use of both memory and time. 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode. Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction. When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing. 
The assembler automatically selects the shortest form of the 
instruction. 

RELATIVE — The relative addressing mode is only used in 
branch instructions. In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is add- 
ed to the PC if and only if the branch condition is true. Other- 
wise, control proceeds to the next instruction. The span of 
relative addressing is from - 126 to -(-129 from the opcode 
address. The programmer need not worry about calculating 
the correct offset when using the Motorola assembler since 
it calculates the proper offset and checks to see if it is within 
the span of the branch. 

INDEXED, NO OFFSET - In the indexed, no offset ad- 
dressing mode, the effective address of the argument is con- 
tained in the 8-bit index register. Thus, this addressing mode 
can access the first 256 memory locations. These instruc- 
tions are only one byte long. This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location. 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the unsign- 
ed byte following the opcode. This addressing mode is 
useful in selecting the kth element in an n element table. 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction. 
As such, tables may begin anywhere within the first 256 ad- 
dressable locations and could extend as far as location 510 
($1FEis the last location at which the instruction may begin). 



INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode. This addressing mode 
can be used in a manner similar to indexed, 8-blt offset, ex- 
cept that this 3-byte instruction allows tables to be anywhere 
in memory. As with direct and extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing. 

BIT SET/CLEAR — In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared. Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction. See Caution under the Input/Output section. 

BIT TEST AND BRANCH - The bit test and branch ad- 
dressing mode is a combination of direct addressing and 
relative addressing. The bit and condition (set or clear) which 
is to be tested is included in the opcode, and the address of 
the byte to be tested is in the single byte immediately follow- 
ing the opcode byte. The signed relative 8-bit offset is in the 
third byte and is added to the value of the PC if the branch 
condition is true. This single 3-byte instruction allows the 
program to branch based on the condition of any readable 
bit in the first 256 locations of memory. The span of bran- 
ching is from - 125 to -(-130 from the opcode address. The 
state of the tested bit is also transferred to the carry bit of the 
condition code register. See Caution under the Input/Output 
section. 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode. Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode. These instructions are 
one byte long. 

INSTRUCTION SET 

The MC6805P6 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes. They can be divided into five dif- 
ferent types: register/memory, read-modify-write, branch, 
bit manipulation, and control. The following paragraphs 
briefly explain each type. All the instructions within a given 
type are presented in individual tables. 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands. One operand is either the ac- 
cumulator or the index register. The other operand is obtain- 
ed from memory using one of the addressing modes. The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operands. Refer to Table 1. 

READ-MODIFY-WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under Input/Output 
section). The test for negative or zero (TST) instruction is in- 
cluded in read-modify-write instructions though it does not 
perform the write. Refer to Table 2. 



B 



3-289 



MC6805P6 



BRANCH INSTRUCTIONS - The branch instructions CONTROL INSTRUCTIONS - The control instructions 

cause a branch from the program when a certain condition is control the MCU operations during program execution, 

met. Refer to Table 3. Refer to Table 5. 

BIT MANIPULATION INSTRUCTIONS - These instruc- ALPHABETICAL LISTING - The complete instruction set 

tions are used on any bit in the first 256 bytes of the memory is given in alphabetical order in Table 6. 
(see Caution under Input/Output section). One group either 

sets or clears. The other group performs the bit test branch OPCODE MAP SUMMARY — Table 7 is an opcode map 

operations. Refer to Table 4. for the instructions used on the MCU. 



a 



3-290 



TABLE 1 - REGISTER/MEMORY INSTRUCTIONS 



00 

rb 







Addressing Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset! 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


D 
Bytes 


Cycles 


OP 
Code 


# 
Bytes 


# 
Cycles 


Load A from Memofy 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X m Memory 


STX 


— 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AS 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory witfi A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
wittn A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithimetic Compare A 
wttfi Memory 


CMP 


Al 


2 


2 


B1 


2 


4 


CI 


3 


5 


F1 




4 


El 


2 


5 


Dl 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


PC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



2 

o 

00 

o 

Ol 

■o 



TABLE 2 - READ-MODIFY-WRITE INSTRUCTIONS 







Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 . 


6 


70 ■ 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


40 


1 


4 


5D 


1 


4 


3D 


2 


6 


70 


1 


6 


60 


2 


7 
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TABLE 3 - BRANCH INSTRUCTIONS 



1 







Relative 


Addressing Mode { 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFFPIus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


BranchlFFInterupt Mask 
Bit IS Clear 


BMC 


2C 


2 


4 


BranchlFFInterrupt Mask 
Bit IS Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 4 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes | 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch | 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


Bytes 


Cycles 


Branch IFF Bit n is set 


BRSET n (n = 0. 7) 


- 


— 


- 


2.n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7) 


- 


- 


- 


01 + 2»n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10 + 2»n 


2 


7 


- 


— 


- 


Clear bit n 


BCLR n (n =0.7) 


11 + 2.n 


2 


7 


- 


- 


- 



TABLE 5 - CONTROL INSTRUCTIONS 







Inherent { 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 6 - INSTRUCTION SET 





Addressing Modes 


Condition Code | 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 

(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test& 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 










A 






BLO 










X 






















BLS 










X 






















BMC 










X 














• 








BMI 










X 






















BMS 










X 






















BNE 










X 
















• 






BPL 










X 






















BRA 










X 


















• 




BRN 










X 






















BRCLR 




















X 












BRSET 




















X 












BSET 


















X 














BSR 










X 






















CLL 


X 






























CLI 


X 






























CLR 


X 




X 






X 


X 












O 


1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 


DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 








• 


A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 










A 


A 




LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEC 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 
























• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 
























• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



i 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 6 - INSTRUCTION SET (CONTINUED) 



a 





Addressing Modes 


Condition Code) 


Mnemonic 


inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


Z 


C 


RTI 


X 




















7 


? 


? 


7 


7 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 
























• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otfierwise 

• Not Affected 

? Load CC Register From Stack 
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TABLE 7 - M6806 HMOS FAMILY OPCODE MAP 





Bit Manipulation 


Branch 


Road-Modify-Write 


Control 


Register/ Mamory 




BTB 


BSC 


REL 


OIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


1?^ 


---.^ Hi 



0000 


T 

0001 


J 

0010 


3 

0011 


O100 


S 
0101 


0110 


f 

0111 


8 

1000 


9 
1001 


1010 


6 

1011 


1100 


D 

1101 


E 
1110 


t 
1111 






0000 


ib 

BRSETO 

3 RTR 


T 

BSETO 

2 BSC 


- 

BRA 

2 REL 


"5 ■ 
NEG 

2 DIR 


NEG 

1 INH 


NEG 

1 INH 


NEG 

2 1X1 


6 
' NEG 

1 IX 


9 

RTI 

1 INH 




2 
SUB 

2 IMM 


SUB 

2 DIH 


5 
SUB 

3 EXT 


SUB 

3 1X2 


5 
SUB 

2 1X1 


SUB 

1 IX 



0000 


1 

0001 


10 

BRCLRO 
3 BTB 


BCLRO 
2 BSC 


4 

BRN 

2 REL 












6 

RTS 

1 INH 




CMP 

2 IMM 


CMP 
2 DIR 


6 
CMP 

3 EXT 


6 

CMP 
3 1X2 


CMP 

2 1X1 


CMP 

1 IX 


1 

0001 


2 

0010 


BRSET1 
3 BTB 


BSETl 
2 BSC 


4 

BHI 

2 REL 
















2 
SBC 

2 IMM 


SBC 

2 DIB 


6 

SBC 

3 EXT 


6 

SBC 

3 1X2 


SBC 

2 1X1 


SBC 

1 IX 


2 

0010 


3 

OOll 


10 

BRCLRl 
3 BTB 


7 

BCLRl 
2 BSC 


BLS 

2 REL 


6 

COM 

2 DIR 


COMA 

1 INH 


COMX 

1 INH 


COM 

2 1X1 


6 

COM 


11 

SWI 

1 INH 




CPX 

2 IMM 


CPX 

2 DIR 


CPX 

3 EXT 


CPX 

3 1X2 


6 
CPX 

2 1X1 


CPX 

1 IX 


3 

OOll 


4 
0100 


10 

BRSET2 
3 BTB 


BSET2 
2 BSC 


4 

BCC 

2 REL 


6 

LSR 

2 DTR 


LSRA 

1 INH 


4 

LSRX 

1 INH 


7 

LSR 

2 1X1 


6 

LSR 






AND 

2 IMM 


AND 

2 DIR 


6 
AND 

3 EXT 


AND 

3 1X2 


AND 

2 1X1 


AND 
1 IX 


4 

0100 


5 

0101 


10 

BRCLR2 
3 BTB 


BCLR2 
2 BSC 


4 

BCS 

2 REl 
















BIT 

2 IMM 


4 

BIT 

2 DIR 


BIT 
3 EXT 


BIT 
3 1X2 


5 
BIT 

2 1X1 


BIT 

1 IX 


5 

0101 


6 

Olio 


10 

BRSET3 
3 BTB 


7 

BSET3 
2 BSC 


BNE 

2 REL 


6 

ROR 

2 DIR 


RORA 

1 INH 


4 

RORX 

1 INH 


7 

ROR 

2 1X1 


6 
ROR 

1 IX 






2 

LDA 

2 IMM 


LDA 

2 DIR 


5 

LDA 
3 EXT 


6 

LDA 
3 1X2 


LDA 

2 1X1 


LDA 

1 IX 


6 

Olio 


7 
0111 


10 

BRCLR3 
3 BT8 


BCLR3 
2 BSC 


BEQ 

2 REL 


6 

ASR 
2 DIR 


ASRA 

1 INH 


ASRX 

1 INH 


ASR 

2 1X1 


6 
ASR 

1 IX 




2 

TAX 

1 INH 




6 

STA 
2 DIR 


STA 
3 EXT 


STA 
3 1X2 


STA 

2 1X1 


STA 

1 IX 


7 
0111 


8 

1000 


10 

BRSET4 
3 BTB 


BSET4 
2 BSC 


BHCC 

2 REl 


6 

LSL 
2 DIB 


LSLA 

1 INH 


LSLX 

1 INH 


7 

LSL 

2 1X1 


6 

LSL 




' CLC 

1 INH 


2 
EOR 

2 IMM 


4 

EOR 

2 DIR 


EOR 

3 EXT 


6 
EOR 

3 1X2 


EOR 

2 1X1 


EOR 

1 IX 


8 
1000 


9 

ICOl 


10 

BRCLR4 
3 BTB 


7 

BCLR4 
2 BSC 


BHCS 

2 REL 


6 

ROL 

2 DIR 


4 

ROLA 

1 INH 


4 

ROLX 

1 INH 


7 

ROL 

2 1X1 


6 

ROL 

1 IX 




SEC 


2 

ADC 

2 IMM 


4 

ADC 

2 DIR 


6 
ADC 

3 EXT 


6 , 

ADC 
3 1X2 


6 

ADC 

2 1X1 


ADC 

1 IX 


9 

1001 


A 

1010 


BRSET5 
3 BTB 


BSET5 
2 BSC 


BPL 
2 REL 


DEC 

2 DIR 


4 

DECA 

1 INH 


4 

DECX 

1 INH 


DEC 

2 1X1 


6 

DEC 

1 IX 




CLI 

1 INH 


2 

ORA 

2 IMM 


ORA 

2 DIR 


ORA 

3 EXT 


ORA 

3 1X2 


ORA 

2 1X1 


ORA 

1 IX 


A 
1010 


B 

1011 


10 

BRCLR5 
3 BTB 


7 

BCLR5 
2 BSC 


4 

BMI 

2 REL 














SEl 

1 INH 


ADD 

2 IMM 


4 

ADD 

2 DIR 


5 

ADD 

3 EXT 


6 

ADD 
3 1X2 


5 
ADD 

2 1X1 


ADD 

1 IX 


B 

1011 


c 

1100 


lO 

BRSET6 
3 BTB 


7 

BSET6 
2 BSC 


4 

BMC 
2 REL 


6 

INC 

2 DIR 


INCA 

1 INH 


INCX 

1 INH 


7 

INC 

2 1X1 


6 

INC 

1 IX 




RSP 

1 INH 




JMP 
2 DIR 


4 

JMP 
3 EXT 


6 

JMP 

3 1X2 


4 

JMP 

2 1X1 


JMP 

1 IX 


C 

llOO 


D 

1101 


10 
BRCLR6 

3 BTB 


BCLR6 
2 BSC 


BMS 

2 REL 


6 

TST 
2 DIR 


4 

TSTA 

1 INH 


TSTX 

1 INH 


7 

TST 

2 1X1 


6 
TST 

1 IX 




NOP 


8 
BSR 

2 REL 


7 

JSR 
2 DIR 


3 
JSR 

3 EXT 


JSR 
3 1X2 


3 
JSR 

2 1X1 


JSR 

1 IX 


D 
1101 


E 
1110 


10 

BRSET7 
3 BTB 


BSET7 
2 BSC 


4 

BIL 

2 REL 
















LDX 

2 IMM 


4 

LDX 

2 DIH 


5 

LDX 

3 EXT 


e 

LDX 
3 1X2 


5 
LDX 

2 1X1 


LDX 

1 IX 


E 
1110 


F 
nil 


10 

BRCLR7 
3 BTB 


BCLR7 
2 BSC 


BIH 

2 REL 


6 

CLR 
2 DIR 


4 

CLRA 

1 INH 


CLRX 

1 ■ INH 


2 1X1 


6 
CLR 

1 IX 




2 

TXA 

1 INH 




6 

STX 

2 DIR 


6 

STX 
3 EXT 


7 

STX 

3 1X2 


6 
STX 

2 1X1 


STX 

1 IX 


F 

nil 



o 

00 

o 
■o 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 



# of Cycles 

Mnemonic 

Bytes 





p ^ 








nil-*— 




^^-^ 


w 


■4 

_*. Ql IR 


^*^ 

0000-*^ 


,--^^ 




~~~^:=^ 




■1 IX 


' 







Opcode in Hexadecimal 

Opcode in Binary 

Address Mode 
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ORDERING INFORMATION 

The information required when ordering a custom MCU is 
listed below. The ROM program may be transmitted to 
Motorola on EPROM(s) or an MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local Motorola representative or Motorola 
distributor. 

EPROMs 

The MC68705P3 EPROM MCU programmed with the 
customer program may be used to submit the ROM pattern. 
Note that while the MC6805P6 has 1796 bytes of ROM, the 
MC68705P3 contains 1.8K of EPROM memory. 

The MCM2716 or MCM2532 type EPROMs, programmed 
with the customer program (positive logic sense for address 
and data), may be submitted for pattern generation. The 
EPROM must be clearly marked to indicate which EPROM 
corresponds to which address space. The recommended 
marking procedure is illustrated below: 




XXX = Customer ID 

After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are 
filed for contractual purposes and are not returned. A com- 



puter listing of the ROM code will be generated and returned 
along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired. Motorola will program on 
blank EPROM from the data file used to create the custom 
mask and aid in the verification process. 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. The RVUs are 
thus not guaranteed by Motorola Quality Assurance and 
should be discarded after verification is completed. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies. The customer 
must write the binary file name on the disk with a felt-tip 
pen. The minimum MDOS system files as well as the ab- 
solute binary object file (filename LO type of file) from the 
M6805 cross assembler must be on the disk. An object file 
made from a memory dump using the ROLLOUT command 
is also acceptable. Consider submitting a source listing as 
well as the following files; filename, LX (EXORciser loadable 
format) and filename, SA (ASCII Source Code). These files 
will of course be kept confidential and are used 1) to speed 
up the process in-house if any problems arise, and 2) to 
speed up the user-to-factory interface if the user finds any 
software errors and needs assistance quickly from Motorola 
factory representatives. 

MDOS is Motorola's Disk Operating system available on 
development systems such as EXORciser, EXORset, etc. 



GENERICINFORMATION 



Package Type 


Internal Clock 
Frequency (MHz) 


Temperature 


Generic Number 


Ceramic 
L Suffix 


2 



5 



0°C to 70°C 
0°C to 70°C 
0°C to 70°C 


MC6805P6L 

MC68A05P6L 

MC68B05P6L 


Plastic 
P Suffix 


2 



5 



0°C to 70<'C 
0°C to 70°C 
0°C to 70°C 


MC6805P6P 

MC68A05P6P 

MC68B05P6P 


Cerdip 
P Suffix 


2 



5 



CC to 70°C 
0°C to 70°C 
0°C to 70°C 


MC6805P6S 

MC68A05P6S 

MC68B05P6S 
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MC6805P6 



Date. 



MC6805P6 CUSTOM ORDERING INFORMATION 

Customer PO Number 



Customer Company. 

Address 

City 



Motorola Part Numbers 

MC 

SC 



-Zip- 



Country . 



Phone . 



Customer Contact Person . 
Customer Part Number 



OPTION LIST 








Select the optiorns fo 


your 


MCU from 


the following list. A 


nnanufacturing nnask wi 


1 be generated frc 


m this information. 


Timer Clock Source 






Internal Oscillator Input 


D Internal 02 clock 






D Crystal 


□ TIMER input pin 






D Resistor 


Timer Prescaler 






Low Voltage Inhibit 


D 2° (divide by 1) 






D Disable 


D 2' (divide by 2) 






D Enable 


D 2^ (divide by 4) 








D 2' (divide by 8) 








D 2" (divide by 16) 






Port A Output Drive 


D 2^ (divide by 32) 






n CMOS and TTL 


n 2^ (divide by 64) 






n TTL Only 


n T (divide by 128) 






Port B Output Drive 


Internal Clock Frequency 






n TTL 


□ 0.1 to 1.0 MHz 






D Open Drain 


n 0.1 to 1.5 MHz 








D 0.1 to 2.0 MHz 








Pattern Media (All other media requires prio 


factory approval.) 




D EPROMs (MCM2716 or 


MCM2532) 


n Floppy Disk 


D EPROM MCU (MC68705P3) 












n Other 



B 



Clock Freq. 



Temp. Range . 



DO" to +70°C (Standard! D -40°to+85°C 



Marking Information (12 Characters Maximum) 



Signature . 
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MOTOROLA 



Advance Information 



MC68(7)05R/U 
SERIES 

8- BIT 
MICROCOMPUTERS 



This document contains information on a new product. Specifications and Information herein 
are subject to change without notice. 
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SECTION 1 
INTRODUCTION 



The M6805 Family of low-cost single-chip microcomputers was designed for the user who needs an 
economical microcomputer with the proven capabilities of the M6800-based instruction set. This 
rapidly expanding family includes a number of memory and package sizes with various I/O func- 
tions in both HMOS and CMOS. 



9 



This document describes the eight 8-btt high-density N-channel silicon-gate microcomputers which 

comprise the MC68(7)05R/U series, These devices are listed below: 

MC6805R2 MC6805R3 MC68705R3 MC68705R5 

MC6805U2 MC6805U3 MC68705U3 MC68705U5 

These eight devices are 8-bit high-density N-channel silicon-gate microcomputers. They are avail- 
able in 40-pin dual-in-line packages. 



1.1 DEVICE FEATURES 

The following tables summarize the hardware and software features of each device. Differences 
between the devices will be highlighted throughout this document when applicable. 



HARDWARE FEATURES 





MC6805R2 


MC6805R3 


MC6805U2 


MC6805U3 
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X 
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X 
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- 
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2048 


3776 


2048 
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~ 


User EPROM (Bytes) 


- 


- 


- 


- 


3776 


3776 


3776 


3776 


RAM (Bytes) 


64 
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64 


112 


112 


112 


112 


112 
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■ - 
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X 
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Timer with 7-Bit 
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Programmable 
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On-Chip EPROM 
Programmer 




_ 


_ 


_ 
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_ 


_ 
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- 


_ 
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X 
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SOFTWARE FEATURES 





MC6805R2 


MC6805R3 


MC6805U2 


MC6805U3 


MC68705R3 


MC68705U3 


MC68705R5 


MC68705U5 


Addressing Modes 
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10 


10 


10 


10 


10 
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X 


X 


X 


X 


X 


Versatile Index 
Register 


X 


X 


X 


X 


X 


X 


X 


X 


Powerful Indexed 
Addressing for 
Tables 


X 


X 


X 


X 


X 


X 


X 


X 


Full Set of Condi- 
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X 


X 


X 
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Supported by 
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X 


X 


X 


- 


_ 


_ 


_ 



B 



1.2 HARDWARE 

Every M6805 Family microcomputer contains hardware common to all versions, plus a combination 
of options unique to a particular version. Figures 1-1 through 1-6 illustrate the unique options 
available on the eight versions described in this document. 
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Figure 1-1. MC6805R2 Block Diagram 
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Figure 1-2. MC6805U2 Block Diagram 
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Figure 1-3. MC6805R3 Block Diagram 
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Figure 1-4. I\/IC6805U3 Block Diagram 
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Figure 1-5. MC68705R3 and MC68705R5 Block Diagram 
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Figure 1-6. I\/IC68705U3 and MC68705U5 Block Diagram 



3-310 



MC68(7)05R/U SERIES 



SECTION 2 
SIGNAL DESCRIPTION 



The following paragraphs contain brief descriptions of the input and output signals. Where 
applicable reference has been made to other sections that contain more detail about the function 
being performed. 

2.1 VCCANDVSS 

Power is supplied to the microcomputers using these two pins. Vcc is power and Vss is the 
ground connection. 

2.2 INT 

This pin provides the capability for asynchronously applying an external interrupt to the microcom- 
puter. Refer to SECTION 7 RESET, CLOCK, AND INTERRUPT STRUCTURE for additional infor- 
mation regarding the interrupt operation. 

2.3 EXTAL AND XTAL 

These pins provide control input for the on-chip clock oscillator circuit. A crystal, a resistor, or an 
external signal, depending on user selectable manufacturing mask option, can be connected to 
these pins to provide a system clock with various degrees of stability/cost tradeoffs. Lead length 
and stray capacitance on these two pins should be minimized. Refer to SECTION 7 RESET, 
CLOCK, AND INTERRUPT STRUCTURE for recommendations about these inputs. 

2.4 TIMER 

This pin is used as an external input to control the internal timer/counter circuitry. On the 
MC68705R3, MC68705U3, MC68705R5, and MC68705U5 versions, this pin also detects a higher 
voltage level used to initiate the bootstrap program for loading the internal EPROM (see SECTION 
10 SOFTWARE). On the MC6805R2, MC6805U2, MC6805R3, and MC6805U3 this pin also detects a 
higher voltage level used to initiate the self- test program (see SECTION 6 SELF CHECK). 

Refer to SECTION 5 TIMER for more detailed information about the timer circuitry. 



D 



2.5 RESET 

This pin has a Schmitt trigger input and an on-chip pullup. The microcomputer can be reset by pull- 
ing RESET low. Refer to SECTION 7 RESET, CLOCK, AND INTERRUPT STRUCTURE for addi- 
tional information. 
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B 



2.6 NUM (NON-USER MODE) 

Pin 7 of the MC6805R2 and MC6805U2 is identified as NUM (non-user nnode). Ttiis pin is not for 
user application and must be connected to VsS- 

2.7 Vpp 

This pin is used when programming the EPROM versions (MC68705R3, IVIC68705U3, MC68705R5, 
and i\/IC68705U5). By applying the programming voltage to this pin, one of the requirements is met 
for programming the EPROMs. In normal operation, this pin is connected to VcC- Refer to SEC- 
TION 9 MASK OPTIONS AND PROGRAMMING for more detailed information. 

2.8 INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7) 

These 32 lines are arranged into four 8-bit ports (A, B, C, and D). Ports A, B, and C are program- 
ming as either inputs or outputs under software control of the data direction registers. 

For the MC6805U2, MC6805U3, MC687 05U3 , and MC68705U5 port D is for digital input only and bit 
6 may be used for a second interrupt (fNT2). Refer to SECTION 7 RESET, CLOCK, AND INTER- 
RUPT STRUCTURE and SECTION 8 INPUT/OUTPUT CIRCUITRY AND ANALOG-TO-DIGITAL 
CONVERTER for additional information. 

For the MC6805R2, MC6805R3, MC68705R3, and MC68705R5 port D has up to four analog inputs, 
plus two voltage reference inputs when the analog-to-digital converter is used (PD5/Vrh, 
PD4/VRL) and an INT2 input. All port D lines can be read directly and used as binary inputs. If any 
analog input is used, then the voltage reference pins (PD5/Vrh, PD4/Vrl) must be used in the 
analog mode. Refer to SECTION 7 RESET, CLOCK, AND INTERRUPT STRUCTURE and SECTION 
8 INPUT/OUTPUT CIRCUITRY AND ANALOG-TO-DIGITAL CONVERTER for additional informa- 
tion. 
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SECTION 3 
MEMORY CONFIGURATIONS 



Each member of the MC68(7)05R/U series of microcomputers is capable of addressing 4096 bytes 
of memory and I/O registers. The memory maps for the eight versions of the M6805 Family describ- 
ed in this document are shown in Figures 3-1 through 3-6. The amount of ROM, EPROM, and RAM 
for each device is detailed in 1.1 DEVICE FEATURES. 

3.1 MC6805U2 MEMORY MAP 

The memory map for the MC6805U2 is shown in Figure 3-1. From $FF8 to $FFF are the interrupt 
and RESET vectors. A self-check ROM occupies 192 bytes from $F38 to $FF7. The user ROM is 



7 6 5 4 3 2 10 
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* Caution: Data direction registers (DDRs) are write-only; they read as $FF. 
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Figure 3-1. MC6805U2 Memory Map 
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divided into two portions located from $080 to $OFF and $7 CO to $F37. The portioning allows 128 
bytes of ROM to be addressed with direct instructions. A RAM area of 64 bytes occupies $040 to 
$07F. Only the 31 bytes from $061 to $07F can be used for the stack RAM due to the limitation im- 
posed by the 5-bit stack pointer. The data direction, peripheral data, timer, and miscellaneous 
registers are located from $000 to $00F. 

3.2 MC6805R2 MEMORY MAP 

The memory map for the MC6805R2 is shown in Figure 3-2 and is identical to the MC6805U2 except 
that two additional registers, the analog-to-digital control register and the analog-to-digital result 
register, have been added at locations $00E and $00F, respectively. 
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•■Caution: Data direction registers (DDRs) are write-only; they read as $FF. 

Figure 3-2. MC6805R2 Memory Map 
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3.3 MC6805U3 MEMORY MAP 

The memory map for the MC6805U3 is shown in Figure 3-3. The MC6805U3 has an expanded ROM 
and RAM area over the MC6805U2. The user ROM in the MC6805U3 consists of 3768 bytes from 
$080 to $F37. The RAM is expanded to 112 bytes from $010 to $07F. All other registers remain iden- 
tical to the MC6805U2. The 5-bit stacl< pointer still allows only 31 bytes of RAM to be used as stack 
area. 
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* Caution: Data direction registers (DDRs) are write-only; they read as $FF. 
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Figure 3-3. MC6805U3 Memory Map 
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3.4 MC6805R3 MEMORY MAP 



The memory map for the MC6805R3 is shown in Figure 3-4 and is identical to the IVIC6805U3 except 
that two additional registers, the analog-to-digital control register and the analog-to-digital result 
register, have been added at locations $00E and $00F, respectively. 
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* Caution: Data direction registers (DDRs) are write-only; they read as $FF. 

Figure 3-4. MC6805R3 Memory Map 
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3.5 MC68705U3 and MC68705U5 MEMORY MAP 

The memory maps for the MC68705U3 and MC68705U5 are shown in Figure 3-5 and are identical to 
the masked programmed equivalent, the MC6805U3, with respect to RAM, ROM, I/O, special pur- 
pose registers, and interrupt and RESET vectors. The ROM area ($080 to $F37) of the MC68705U3 
and MC68705U5 is an ultraviolet erasable EPROM. 

A bootstrap ROM is located between $F39 and $FF7 which allows the MC68705U3 and MC68705U5 
to program their own EPROMs. The bootstrap is a mask programmed ROM. 

At location $F38 is the mask option register (MOR) which is an EPROM byte. It allows the user to 
set up the MC68705U3 and the MC68705U5 for a crystal or RC oscillator, set the timer prescaler, the 
clock source, etc. In addition, the mask option register allows the user to select the secure mode of- 
fered by the MC68705U5. 
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'■Caution; Data direction registers (DDRs) are write-only; they read as $FF. 

Figure 3-5. MC68705U3 and MC68705U5 Memory Map 
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3.6 MC68705R3 and MC68705R5 MEMORY MAP 

The memory maps for the MC68705R3 and MC68705R5 are shown in Figure 3-6 and are identical to 
the MC68705U3 and i\/IC68705U5 except that two additional registers, the analog- to-digital control 
register and the analog-to-digital result register have been added at locations $00E and $00F, 
respectively. 

The l\/IC68705U3/MC68705U5 and MC68705R3/MC68705R5 are intended to exactly emulate the 
MC6805U3 and MC6805R3 respectively. 
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Figure 3-6. MC68705R3 and MC68705R5 Memory Map 
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3.7 SHARED STACK AREA 

The shared stack area (RAM locations $061-$07F) is used during the processing of an interrupt or 
subroutine call to save the contents of the central processing unit state. The register contents are 
pushed onto the stack in the order shown in Figure 3-7. Since the stack pointer decrements during 
pushes, the low order byte (PCD of the progrann counter is stacked first, then the high order four 
bits (PCH) are stacked. This ensures that the program counter is loaded correctly during pulls from 
the stack since the stack pointer increments when it pulls data from the stack. A subroutine call 
results in only the program counter (PCL, PCH) contents being pushed onto the stack; the remain- 
ing CPU registers are not pushed. The shared stack area must be used with care when it is used for 
data storage or temporary work locations to protect it from being overwritten due to stacking from 
an interrupt or subroutine call. 
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Figure 3-7. Interrupt Stacking Order 



3.8 CENTRAL PROCESSING UNIT 

The central processing unit for the M6805 Family is implemented independently from the I/O or 
memory configuration. Consequently, it can be treated as an independent central processor com- 
municating with I/O and memory via internal address, data, and control buses. 
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SECTION 4 
PROGRAMMABLE REGISTERS 



The M6805 Family CPU has five registers available to the programmer. They are shown in Figure 4-1 
and are explained in the following paragraphs. 
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Figure 4-1. Programming Model 

4.1 ACCUMULATOR (A) 

The accumulator is a general purpose 8-bit register used to hold operands and results of arithmetic 
calculations or data manipulations. 

4.2 INDEX REGISTER (X) 

The index register is an 8-bit register used for the indexed addressing mode. It contains an 8-bit 
value that may be added to an 8- or 16-bit immediate value to create an effective address. The index 
register may also be used as a temporary storage area. 

4.3 PROGRAM COUNTER (PC) 

The program counter is a 12-bit register that contains the address of the next bye to be fetched. 
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4.4 STACK POINTER (SP) 

The stack pointer is a 12-bit register that contains the address of the next free location on the stacl<. 
During an MCU reset or the reset stack pointer (RSP) instruction, the stack pointer is set to location 
$07F. The stack pointer is then decrennented as data is pushed onto the stack and incrennented as 
data is pulled from the stack. The seven most significant bits of the stack pointer are permanently 
set to 0000011. Subroutines and interrupts may be nested down to location $061 (31 bytes maxi- 
mum) which allows the programmer to use up to 15 levels of subroutine calls (less if interrupts are 
allowed). 

4.5 CONDITION CODE REGISTER (CC) 

The condition code register is a 5-bit register in which four bits are used to indicate the results of the 
instruction just executed. These bits can be individually tested by a program and specific action 
taken as a result of their state. Each bit is explained in the following paragraphs. 

4.5.1 Half Carry (H) 

Set during ADD and ADC operations to indicate that a carry occurred between bits 3 and 4. 

4.5.2 Interrupt (I) 

When this bit is set, the timer and external interrupts (INT and INT2) are masked (disabled). If an 
interrupt occurs while this bit is set, the interrupt is latched and is processed as soon as the interrupt 
bit is cleared. 

4.5.3 Negative (N) 

When set, this bit indicates that the result of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logic one). 

4.5.4 Zero (Z) 

When set, this bit indicates that the result of the last arithmetic, logical, or data manipulation was 
zero. 

4.5.5 Carry/Borrow (C) 

When set, this bit indicates that a carry or borrow out of the arithmetic logical unit (ALU) occurred 
during the last arithmetic operation. This bit is also affected during bit test and branch instructions 
plus shifts and rotates. 
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SECTION 5 
TIMER 



The following paragraphs describe the timer circuitry for the eight versions of the M6805 Family 
found in this document. Note that while each timer consists of an 8-bit software programmable 
counter driven by a 7-bit prescaler there are three distinctly different configurations (Figures 5-1, 
5-2, and 5-3). 
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5.1 MC6805R2/MC6805U2 TIMER CIRCUITRY 

The timer circuitry for the MC6805R2 and MC6805U2 microcomputers is shown in Figure 5-1 . The 
8-bit counter may be loaded under program control and is decremented toward zero by the clock in- 
put (or prescaler output). When the timer reaches zero, the timer interrupt request bit (bit 7) in the 
timer control register (TCR) is set. The timer interrupt can be masked (disabled) by setting the timer 
interrupt mask bit (bit 6) in the TCR. The interrupt bit (I bit) in the condition code register also 
prevents a timer interrupt from being processed. The MCU responds to this interrupt by saving the 
present CPU state on the stack, fetching the timer interrupt vector from locations $FF8 and $FF9 
and executing the interrupt routine (see SECTION 7 RESET, CLOCK, AND INTER RUPT STRUC- 
TURE). The timer interrupt request bit must be cleared by software. The TIMER and INT2 share the 
same interrupt vector. Tlie interrupt routine must cliecic the request bits to determine the source of 
the interrupt. 



The clock input to the timer can be from an external source (decrementing of timer counter occurs 
on a positive transition of the external source) applied to the TIMER input pin, or it can be the inter- 
nal phase two signal. Three machine cycles are required for a change in state of the TIMER pin to 
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Figure 5-1. MC6805R2/MC6805U2 Timer Block Diagram 
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decrement the timer prescaler. The maximum frequency of a signal that can be recognized by the 
TIMER pin logic is dependent on the parameter labeled tvVL, tWH- The pin logic that recognizes the 
high state on the pin must also recognize the low state on the pin in order to "re-arm" the internal 
logic. Therefore, the period can be calculated as follows (assumes 50/50 duty cycle for a given 
period): 



1 
tcyc X 2 + 250 ns = period = -r-^— 



The period is not simply tyvL+^WH- This computation is allowable, but it does reduce the maxi- 
mum allowable frequency by defining an unnecessarily longer period (250 nanoseconds times two). 

When the phase two signal is used as the source, it can be gated by an input applied to the TIMER 
input pin allowing the user to easily perform pulse-width measurements. The source of the clock in- 
put is one of the mask options that is specified before manufacture of the MCU. 

NOTE 

For ungated phase two clock input to the timer prescaler, the TIMER pin should be tied to 

vcc 

A prescaler option, divide by 2^, can be applied to the clock input that extends the timing interval 
up to a maximum of 128 counts before decrementing the counter. This prescaling mask option is 
also specified before manufacture. To avoid truncation errors, the prescaler is cleared when bit 3 of 
the timer control register is written to a logic one (this bit always reads a logic zero). 

The timer continues to count past zero, falling through to $FF from $00 and then continuing the 
countdown. Thus, the counter can be read at any time by reading the timer data register (TDR). 
This allows a program to determine the length of time since a timer interrupt has occurred, and not 
disturb the counting process. 

At power up or reset, the prescaler and counter are initialized with all logic ones; the timer interrupt 
request bit (bit 7) is cleared and the timer interrupt mask bit (bit 6) is set. 

5.2 MC6805R3/MC6805U3 TIMER CIRCUITRY 

The timer circuitry for the MC6805R3/MC6805U3 microcomputers is shown in Figure 5-2. The timer 
contains a single 8-bit software programmable counter with 7-bit software selectable prescaler. The 
counter may be preset under program control and decrements toward zero. When the counter 
decrements to zero, the timer interrupt request bit, i.e., bit 7 of the timer control register (TOR), is 
set. Then if the timer interrupt is not masked, i.e., bit 6 of the TCR and the I bit in the condition 
code register are both cleared, the processor receives an interrupt. After completion of the current 
instruction, the processor proceeds to store the appropriate registers on the stack, and then fetches 
the timer interrupt vector from locations $FF8 and $FF9 in order to begin servicing the interrupt. 

The counter continues to count after it reaches zero, allowing the software to determine the num- 
ber of internal or external input clocks since the timer interrupt request bit was set. The counter may 
be read at any time by the processor without disturbing the count. The contents of the counter 
become stable prior to the read portion of a cycle and do not change during the read. The timer in- 
terrupt request bit remains set until cleared by the software. If a write occurs before the timer inter- 
rupt is serviced, the interrupt is lost. TCR7 may also be used as a scanned status bit in a non- 
interrupt mode of operation (TCR = 1). 
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NOTES: 

1. The prescaler and 8-bit counter are clocked on the rising edge of the internal clock (phase two) or external input. 

2. The counter is written to during data strobe (DS) and counts down continuously. 

Figure 5-2. MC6805R3/MC6805U3 Timer Block Diagram 



The prescaler is a 7-bit divider which is used to extend the maximum length of the timer. Bit 0, bit 1 , 
and bit 2 of the TCR are programmed to choose the appropriate prescaler output which is used as 
the counter input. The processor cannot write into or read from the prescaler; however, its contents 
are cleared to all zeros by the write operation into TCR when bit 3 of the written data equals one, 
which allows for truncation-free counting. 

The timer input can be configured for three different operating modes, plus a disable mode, 
depending on the value written to the TCR4 and TCR5 control bits. Refer to 5.2.5 Timer Control 
Register (TCR) for further information. 

5.2.1 Timer Input Mode 1 

If TCR5 and TCR4 are both programmed to a zero, the input to the timer is from an internal clock 
and the external TIMER input is disabled. The internal clock mode can be used for periodic interrupt 
generation, as well as a reference in frequency and event measurement. The internal clock is the in- 
struction cycle clock. 

5.2.2 Timer Input Mode 2 

With TCR5 = and TCR4=: 1, the internal clock and the TIMER input pin are ANDed to form the 
timer input signal. This mode can be used to measure external pulse widths. The external timer in- 
put pulse simply turns on the internal clock for the duration of the pulse widths. 

5.2.3 Timer Input Mode 3 

If TCR5= 1 and TCR4=0, then all inputs to the timer are disabled. 

5.2.4 Timer Input Mode 4 

If TCR5= 1 and TCR4= 1, the internal clock input to the timer is disabled and the TIMER input pin 
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becomes the input to the tinner. The external TIMER pin can, in this mode, be used to count exter- 
nal events as well as external frequencies for generating periodic interrupts. 

5.2.5 Timer Control Register (TCR) 
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5.3 MC68705R3/MC68705U3 AND MC68705R5/MC68705U5 TIMER CIRCUITRY 

The timer for the MC68705R3 and MC68705U3 microcomputers is shown in Figure 5-3 and the timer 
for the MC68705R5 and MC68705U5 microcomputers is shown in Figure 5-4. The timer for all four 
devices contains an 8-bit software programmable counter which is driven by a 7-bit prescaler with 
one-of-eight selectable outputs. Various timer clock sources may be selected ahead of the prescaler 
and counter. The timer selections are made via the timer control register (TCR) and/or the mask op- 
tion register (MOR). The TCR also contains the interrupt control bits. Note that the MC68705R5and 
MC68705U5 offer a secure/ non-secure mode option which is implemented through bit 3 of the 
mask option register ( refer to SECTION 9 MASK OPTIONS AND PROGRAMMING for further infor- 
mation regarding the secure/ non-secure mode option). 

The 8-bit counter may be loaded under program control and is decremented toward zero by the 
counter input frequency (fQIN' input (output of the prescaler selector). Once the 8-bit counter has 
decremented to zero, it sets the TIR (timer interrupt request) bit 7 (b7 of TCR). The TIM (timer inter- 
rupt mask) bit (b6) can be software set to inhibit the interrupt request, or software cleared to pass 
the interrupt request to the processor. When the I bit in the condition code register is cleared, the 
processor receives the timer interrupt. The MCU responds to this interrupt by saving the present 
CPU state on the stack, fetching the timer interrupt vector from locations $FF8 and $FF9, and 
executing the interrupt routine. The processor is sensitive to the level of the timer interrupt request 
line; therefore if the interrupt is masked, the TIR bit may be cleared by software (e.g., BCLR) 
without generating an interrupt. The Tl R bit must be cleared by the timer interrupt service routine to 
clear the timer interrupt request. 

The timer interrupt and INT2 share the same interrupt vector. The interrupt routine thus must check 
the two request bits to determine the source of the interrupt. 

The counter continues to count (decrement) by falling through to $FF from zero. Thus, the counter 
can be read at any time by the processor without disturbing the count. This allows a program to 
determine the length of time since the occurrence of a timer interrupt and does not disturb the 
counting process. 

The clock input to the timer can be from an external source (decrementing the counter occurs on a 
positive transition of the external source) applied to the TIMER input pin, or it can be the internal 
phase two signal. The maximum frequency of a signal that can be recognized by the TIMER or FNT 
pin logic is dependent on the parameter labeled tyVL- tWH- The pin logic that recognizes the low (or 
high) state on the pin in order to "re-arm" the internal logic. Therefore, the period can be calculated 
as follows (assumes 50/50 duty cycle for a given period): 

tcyc X 2 -f- 250 ns = period = y— 

The period is not simply tWL+tWH- This computation is allowable, but it does reduce the maxi- 
mum allowable frequency by defining an unnecessarily longer period (250 nanoseconds twice). 

When the phase two signal is used as the source, it can be gated by an input applied to the TIMER 
pin allowing the user to easily perform pulse width measurements. The source of the clock input is 
selected via the TCR or the MOR as described later. 
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Figure 5-3. MC68705R3/MC68705U3 Timer Block Diagram 
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Figure 5-4. MC68705R5/MC68705U5 Timer Block Diagram 
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A prescaler option can be applied to the clocl< input that extends the timing interval up to a maxi- 
nnum of 128 counts before decrementing the counter. This prescaling TCR or MOR option selects 
one of eight outputs on the 7-bit binary divider; one output bypasses prescaling. To avoid trunca- 
tion errors, the prescaler is cleared when bit 3 (b3) of the TCR is written to a logic one; however, 
TCR bit 3 always reads as a logic zero to ensure proper operation with read-modify-write instruc- 
tions (bit set and clear for example). 

At reset, the prescaler and counter are initialized to an all ones condition; the timer interupt request 
bit (TCR, b7) is cleared and the timer interrupt request mask (TCR, b6) is set. TCR bits bO, b1, b2, 
b4, and b5 are initialized by the corresponding mask option register (MOR) bits at reset. They are 
then software selectable after reset (if the TOPT bit (b6) in the MORE is equal to zero). 

Note that the timer block diagrams in Figures 5-3 and 5-4 reflect two separate timer control con- 
figurations: a) software controlled mode via the timer control register (TCR), and b) MOR controlled 
mode to emulate a mask ROM version with the mask option register. In the software controlled 
mode, all TCR bits are read/write, except bit b3 which is write-only (always reads as a logic zero). In 
the MOR controlled mode, for all four devices, TCR bit b7 and b6 are read/write and bits b5, b4, b2, 
b1, and bO have no effect on a write (always read as logic ones). For the MC68705R3/MC68705U3, 
bit b3 is write-only (reads as logic zero), and for the MC68705R5/MC68705U5, bit bS has no effect 
on a write (reads as a logic one). 

5.3.1 Software Controlled Mode 

The TOPT (timer option) bit (b6) in the mask option register is EPROM programmed to a logic zero 
to select the software controlled mode, which is described first. TCR bits b5, b4, b3, b2, b1 , and bO 
give the program direct control of the prescaler and input select options. 

The timer prescaler input frequency (fpiN> can be configured for three different operating modes 
plus a disable mode, depending upon the value written to TCR control bits b4 and b5 (TIE and TIN). 

When the TIE and TIN bits are programmed to zero the timer input is from the internal clock (phase 
two) and TIMER input pin is disabled. The internal clock mode can be used for periodic interrupt 
generation as well as a reference for frequency and event measurement. 

When TIE=1 and TIN = 0, the internal clock and the TIMER input pin signals are ANDed to form the 
timer input. This mode can be used to measure external pulse widths. The external pulse simply 
gates in the internal clock for the duration of the pulse. The accuracy of the count in this mode is 
plus or minus one count. 

When TIE = and TIN= 1, no prescaler input frequency is applied to the prescaler and the timer is 
disabled. 

When TIE and TIN are both programmed to a one, the timer is from the external clock. The external 
clock can be used to count external events as well as provide an external frequency for generating 
periodic interrupts. 

Bits bO, b1, and b2 in the TCR are program controlled to choose the appropriate prescaler output. 
The prescaling divides the prescaler input frequency by 1, 2, 4, etc. in binary multiplex to 128 pro- 
ducing counter input frequency to the counter. The processor cannot write into or read from the 
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prescaler; however, the prescaler is set to all ones by a write operation to TCR, b3 (when bit 3 of the 
written data equals one), which allows for truncation-free counting. 



i 



5.3.2 MOR Controlled Mode 

The MOR controlled mode of the tinner is selected when the TOPT (timer option) bit (b6) in the 
MOR is programmed to a logic one to emulate the MC6805R2 mask-programmable prescaler and 
timer clock source. The timer circuits are the same as described above, however, the timer control 
register (TCR) is configured differently, as discussed below. 

The logic level for the functions of bits bO, b1, b2, and b5 in the TCR are all determined at the time 
of EPROM programming. They are controlled by corresponding bits within the mask option register 
(MOR, $F38). The value programmed into MOR bits bO, b1, b2, and b5 controls the prescaler divi- 
sion and the timer clock selection. Bit b4 (TIE) is set to a logic one in the MOR controlled mode 
(when read by software, these five TCR bits always read as logic ones). As in the software program- 
mable configuration, the TIM (b6) and TIR (b7) bits of the TCR are controlled by the counter and 
software as described above. Bit bS of the TCR (in the MOR controlled mode) for the MC68705R3/ 
MC68705U3 always reads as a logic zero and can be written to a logic one to clear the prescaler; 
however, for the MC68705R5/MC68705U5 bit b3 is set to a logic one and when read by software 
always reads as a logic one. The MOR controlled mode is designed to exactly emulate the 
MC6805R2 which has only TIM, TIR, and PSC in the TCR and has the prescaler options defined as 
manufacturing mask options. 



5.3.3 Timer Control Register (TCR) 

The configuration of the TCR is determined by the logic level of bit 6 (timer option, TOPT) in the 
mask option register (MOR), Two configurations of the TCR are shown below, one for TOPT= 1 
and the other for TOPT = 0. T0PT=1 configures the TCR to emulate the MC6805R2. When 
TOPT = 0, it provides software control of the TCR. When TOPT= 1, the prescaler "mask" options 
are user programmable via the MOR. A description of each TCR bit is provided below (also see 
Figures 5-3 and 5-4). 

TCR with MOR T0PT=1 (MC6805R2 Emulation) 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


TIR 


TIM 


1 


1 


PSC* 


1 


1 


r 



Tor the MC68705R3/MC68705U3 write only, reads as a zero- 
reads as a one and has no effect on the prescaler. 



Timer Control 
Register $009 
for the MC68705R5/MC68705U5 



TCR with MOR TOPT = (Software Programmable Timer) 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO- 


TIR 


TIM 


TIN 


TIE 


PSC* 


PS2 


PS1 


PSO 



Timer Control 
Register $009 



'Write only, reads as a zero. 



b7, TIR Timer Interrupt Request — Used to initiate the timer interrupt or signal a timer data 
register underflow when it is a logic one. 
1 = Set when the timer data register changes to all zeros. 
0= Cleared by external reset or under program control 
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b6, TIM Tinner Interrupt Mask — Used to inhibit the timer interrupt to the processor when it is a 
logic one. 

1 = Set by an external reset or under program control. 
0= Cleared under program control. 

b5, TIN External or Internal — Selects the input clock source to be either the external TIMER (pin 
8) or the internal phase two. 
1 = Selects the external clock source. 
0= Selects the internal phase two (f0SC"^4) clock source. 

b4, TIE External Enable — Used to enable the external TIMER (pin 8) or to enable the internal 
clock (if TIN = 0) regardless of the external TIMER pin state (disables gated clock feature). 
When TOPT= 1 , TIE is always a logic one. 
1 = Enables external TIMER pin. 
0= Disables external TIMER pin. 

TIN-TIE MODES 

IIN HE CLOCK 

Internal Clock (phase two) 

1 Gated (AND) of External and Internal Clocks 

1 No Clock 

1 1 External Clock 

b3, PSC Prescaler Clear — When TOPT = 0, this is a write-only bit. It reads as a logic zero so the 
BSET and BCLR on the TCR function correctly. Writing a one into PSC generates a pulse 
which clears the prescaler. When T0PT=1, operation remains the same for the 
MC68705R3/MC68705U3; however, for the MC68705R5/MC68705U5 this bit is always 
read as a logic one and has no effect on the prescaler. 

b2, PS2 Prescaler Select — These bits are decoded to select one of eight outputs on the timer pre- 
b1, PS1 scaler division resulting from decoding these bits. 
bO, PSO 

PS2 RSI PSO Prescaler Division 

1 (Bypass Prescaler) 

12 

10 4 

118 

1 16 
1 1 32 
1 1 64 
1 1 1 128 

NOTE 

When changing the PS2-PS0 bits in software, the PSC bit should be written to a one in 
the same write cycle to clear the prescaler. Changing the PS bits without clearing the 
prescaler may cause an extraneous toggle of the timer data register. 



B 
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SECTION 6 
SELF-CHECK 



The self-check capability of the MC6805R2, MC6805U2, MC6805R3, and MC6805U3 microcom- 
puters provides an internal check to determine if the part is functional. Connect the MCU as shown 
in Figure 6-1 and monitor the output of port C bit 3 for an oscillation of approximately 7 hertz. A 
10-volt level (through a 10k resistor) on the timer input, pin 8, and pressing then releasing the 
RESET button, energizes the ROM-based self-check feature. The self-check program exercises the 
RAM, ROM, TIMER, interrupts, and I/O ports, as well as the A/D for the MC6805R2 and 
MC6805R3. 

Several of the self-check subroutines can be called by a user program with a JSR or BSR instruc- 
tion. They are the RAM, ROM, and four-channel A/D tests. The timer routine may also be called if 
the timer input is the internal phase two clock. 

6.1 RAM SELF-CHECK SUBROUTINE 

The RAM self-check is called at location $F6F for the MC6805R2/MC6805U2 and at location $F84 
for the MC6805R3/MC6805U3. If any error is detected, it returns with the Z bit cleared; otherwise 
the Z bit is set. The walking diagnostic pattern method is used. 

The RAM test must be called with the stack pointer at $07F. When run, the test checks every RAM 
cell except for $07F and $07E which are assumed to contain the return address. 

The A and X registers and all RAM locations except $07F and $07E are modified. 

6.2 ROM CHECKSUM SUBROUTINE 

The ROM self-check is called at location $F8A for the MC6805R2/MC6805U2 and at location $F95 
for the MC6805R3/MC6805U3. If any error is detected, it returns with the Z bit cleared; otherwise 
Z= 1, X = on return, and A is zero if the test passes. RAM locations $040 are overwritten. 

6.3 ANALOG-TO-DIGITAL CONVERTER SELF-CHECK 

The analog-to-digital self-check for the MC6805R2 is called at location $FA4 and for the MC6805R3 
at $FAE. For both devices, it returns with the Z bit cleared if any error was found; otherwise the Z 
bit is set. 

The A and X register contents are lost. The X register must be set to four before the call. On return, 
X = 8 and A/D channel 7 is selected. The A/D test uses the internal voltage references and confirms 
port connections. 
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31 




30 






29 
28 






27 








26 








25 







i 



*This connection depends on clock oscillator user selectable mask option. Use jumper if the RC mask option is selected. 

* For the MC6805R2/MC6805U2 pin 7 is not for user application and must be connected to Vss- For the MC6805R3/MC6805U3 pin 7" 



is not connected. 









LED Meanings 


PCO 


PCI 


PC2 


PC3 


Remarks 11;LED ON; 0:LED OFF] 


1 





1 





Bad I/O 








1 





Bad Timer 


1 


1 








Bad RAM 





1 








Bad ROM 


1 











Bad A/D 














Bad Interrupts or Request Flag 




All Flashing 




Good Device 



Anything else bad Part, Bad Port C, etc. 



Figure 6-1. Self-Check Connections 
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6.4 TIMER SELF-CHECK SUBROUTINE 

The timer self-check is called at location $FCF for the MC6805R2/MC6805U2 and at location $F6D 
for the MC6805R3/MC6805U3. If any error was found, it returns with the Z bit cleared; otherwise 
the Z bit is set. 

In order to work correctly as a user subroutine, the internal phase two clock must be the clocking 
source and interrupts must be disabled. Also, on exit, the clock is running and the interrupt mask is 
not set so the caller must protect from interrupts if necessary. 

The A and X register contents are lost. The timer self-check routine counts how many times the 
clock counts in 128 cycles. The number of counts should be a power of two since the prescaler is a 
power of two. If not, the timer probably is not counting correctly. The routine also detects a timer 
which is not running. 
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SECTION 7 
RESET, CLOCK, AND INTERRUPT STRUCTURE 



7.1 RESET 



The MCU can be reset three ways: by initial powerup, by the external reset input (RESET) and by an 
optional internal low-voltage detect circuit (not available on the MC68705U3 or MC68705R3 EPROM 
versions). The RESET input consists mainly of a Schmitt trigger which senses the RESET line logic 
level. A typical reset Schmitt trigger hysteresis curve is shown in Figure 7-1. The Schmitt trigger 
provides an internal reset voltage if it senses a logical zero on the RESET pin. 

Out 

Of 

Reset 





1 

0.8 V 


1 

2 V 


4 V 



E 



Vires- V|res + 
Figure 7-1 . Typical Reset Schmitt Trigger Hysteresis 

7.1.1 Power-On Reset (POR) 

An internal reset is generated upon powerup that allows the internal clock generator to stabilize. A 
delay of tRHL milliseconds is required before allowing the RESET input to go high. Refer to the 
power and reset timing diagram of Figure 7-2. Connecting a capacitor to the RESET input (as il- 
lustrated in Figure 7-3) typically provides sufficient delay. During powerup, the Schmitt trigger 
switches on (removes reset) when RESET rises to Vires -i- • 




Figure 7-2. Power and Reset Timing 
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Typical T 



/^5 



FOR 

Delay 

Capacitor 



B 



CInarging 
Current 
Source 




(Optional) 



Figure 7-3. RESET Configuration 

7.1.2 External Reset Input 

The MCU will be reset if a logical zero is applied to the RESET input for a period longer than one 
nnachine cycle (tcyc>- Under this type of reset, the Schnnitt trigger switches off at V|reS - to pro- 
vide an internal reset voltage. 



7.1.3 Low- Voltage Inhibit (LVI) 

The optional low-voltage detection circuit (not available on the MC68705R3, MC68705R5, 
MC68705U3, and MC68705U5) causes a reset of the MCU if the power supply voltage falls below a 
certain level (VlV|)- The only requirement is that Vcc remains at or below the VlVI threshold for 
one tcyc nhinimum. In typical applications, the Vqc bus filter capacitor will eliminate negative-going 
voltage glitches of less than one tcyc- The output f rom th e low-voltage detector is connected 
directly to the internal reset circuitry. It also forces the RESET pin low via a strong discharge device 
through a resistor. The internal reset will be removed once the power supply voltage rises above a 
recovery level (Vlvr)- af which time a normal power-on-reset occurs. 

7.2 INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock geherator circuit is designed to require a minimum of external components. A 
crystal, a resistor, a jumper wire, or an external signal may be used to generate a system clock with 
various stability/ cost tradeoffs. The mask option register (EPROM) is programmed to select crystal 
or resistor operation. The oscillator frequency is internally divided by four to produce the internal 
system clocks. For MC6805R2, MC6805U2, MC6805R3, and MC6805U3 a manufacturing mask op- 
tion is used to select crystal or resistor operation. 

The different connection methods are shown in Figure 7-4. Crystal specifications and suggested PC 
board layouts are given in Figure 7-5. A resistor selection graph is given in Figure 7-6. 

The crystal oscillator start-up time is a function of many variables: crystal parameters (especially 
RS>, oscillator load capacitances, IC parameters, ambient temperature, and supply voltage. To en- 
sure rapid oscillator start up, neither the crystal characteristics nor the load capacitances should ex- 
ceed recommendations. 
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£■ 



XTAL 

MCU 
EXTAL (Crystal Option, 
See Note 1) 



Crystal 



6 


XTAL 
EXTAL 


MCU 
(RC Option, 
See Note 1) 


5 





6 

5 


XTAL 
EXTAL 


MCU 

(Crystal Option, 

See Note 1) 





1 vcc 

1-wv- 



Approximately 25% to 50% Accuracy 



Typical t(;y(;= T25 /xs 
External Jumper 



(See Figure 7-5) 5 



No 
Conneclion 



XTAL 

MCU 
EXTAL (RC Option, 
See Note 1) 



B 



External Clock 



Approximately 10% to 25% Accuracy 

(Excludes Resistor Tolerance) 

External Resistor 



NOTES: 

1. For the MC68705R3, MC68705U3, MC68705R5, and MC68705U5 MOR b7 = for the crystal option and MOR b7= 1 for the RC op- 
tion. When the TIMER input pin is in the V||_ixp range (in the bootstrap EPROM programming mode), the crystal option is forced. 
When the TIMER input is at or below Vcc. ^^^ clock generator option is determined by bit 7 of the Mask Option Register (CLK). 

2. The recommended C|_ value with a 4.0 MHz crystal is 27 pF maximum, including system distributed capacitance. There is an inter- 
nal capacitance of approximately 25 pF on the XTAL pin. For crystal frequencies other than 4 MHz, the total capacitance on each 
pin should be scaled as the inverse of the frequency ratio. For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL 
and approximately 25 pF on XTAL. The exact value depends on the Motional-Arm parameters of the crystal used. 

Figure 7-4. Clock Generator Options 



When utilizing the on-boartd oscillator, the MCU should remain in a reset condition (reset pin 
voltage below V|res + ) until the oscillator has stabilized at its operating frequency. Several factors 
are involved in calculating the external reset capacitor required to satisfy this condition: the 
oscillator start-up voltage, the oscillator stabilization time, the minimum Vires -F. snd the reset 
charging current specification. 



Once Vcc minimum is reached, the external RESET capacitor will begin to charge at a rate depen- 
dent on the capacitor value. The charging current is supplied from Vcc through a large resistor, so 
it appears almost like a constant current source until the reset voltage rises above V|res-i-- 
Therefore, the RESET pin will charge at approximately: 

(V|RES + >*Cext=lRES*tRHL 
Assuming the external capacitor is initially discharged. 
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EXTAL 
5 








AT — Cut Parallel Resonance Crystal 
Co = 7 pF Max 

Freq. = 4.0 MHz (S) Cl=24 pF 
Rg = 50 ohms Max. 

Piezoelectric ceramic resonators which 
have the equivalent specifications may be 
used instead of crystal oscillators. Follow/ 
ceramic resonator manufacturer's sug- 
gestions for Cq, Ci, and Rg values. 



rrm 

GND 



Cl 



Crystal 



m 

C 
C 



oH3 



XTAL(6) 



1 
D 
1 
D 

3 

n 



NOTE; Keep crystal leads and circuit connections as short as possible. 



Figure 7-5. Crystal Motional-Arm Parameters 
and Suggested PC Board Layout 



Vcc = 5.25 V 
Ta = 25''C 




30 40 50 

Resistance (kil) 



Figure 7-6. Typical Frequency Selection for 
Resistor (RC Oscillator Option) 
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7.3 INTERRUPTS 

The microcomputers can be interrupted four different ways: through the external interrupt (INT) in- 
put pin, the internal timer interrupt request, the external port D bit 6 (INT2) input pin, or the soft- 
ware interrupt instruction (SWI). When any interrupt occurs: the current instruction (including 
SWi) is completed, processing is suspended, the present CPU state is pushed onto the stack, the 
interrupt bit (1) in the condition code register is set, the address of the interrupt routine is obtained 
from the appropriate interrupt vector address, and the interrupt routine is executed. Stacking the 
CPU register, setting the I bit, and vector fetching require a total of 11 tcyc periods for completion. 
A flowchart of the interrupt sequence is shown in Figure 7-7. The interrupt service routine must end 
with a return from interrupt (RTI) instruction which allows the MCU to resume processing of the 



1—1 (in CO 

07F — SP 

— DDRs 

CLR INT Logic 

FF— ►Timer 

7F— ►Prescaler 

7F — TOR 

7F — MR 



M C68705R3/ M C68705U3 

MC68705R5/MC68705U5 

Load Options From 

MOR ($F38) Into 

Control Logic 



Load PC 

From 
FFE/FFF 



Execute 
Instruction 




SWI 
PC — PC+1 I ^ 



D 



Stack 
PC, X, A, CC 



Load PC From: 
SWI: FFC/FFD 
INT: FFA/FFB 

Timer or 

INT2: FF8/FF9 



Figure 7-7. Reset and Interrupt Processing Flowchart 
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program prior to the interrupt (by unstacking the previous CPU state). Unlil<e RESET, hardware 
interrupts do not cause the current instruction execution to be halted, but are considered pending 
until the current instruction execution is complete. 



When the current instruction is complete, the processor checks all pending hardware interrupts and 
if unmasked, proceeds with interrupt processing; otherwise the next instruction is fetched and ex- 
ecuted. Note that masked interrupts are latched for later interrupt service. 



B 



If both an external interrupt and a timer interrupt are pending at the end of an instruction execution, 
the external interrupt is serviced first. The SWI is executed as any other instruction. 

NOTE 

The timer and INT2 interrupts share the same vector address. The interrupt routine must 
determine the source by examining the interrupt request bits (TCR b7 and MR b7). Both 
TCR b7 and MR b7 can only be written to zero by software. 

The external interrupt, fNT and INT2, are synchronized and then latched on the falling edge of the 
input signal. The INT2 interrupt has an interrupt request bit (bit 7) and a mask bit (bit 6) located in 
the miscellaneous register (MR). The INT2 interrupt is inhibited when the mask bit is set. The INT2 
is always read as a digital input on port D. The INT2 and timer interrupt request bits, if set, cause the 
MCU to process an interrupt when the condition code I bit is clear. 



A sinusoidal input signal (f|NT maximum) can be used to generate an external interrupt for use as a 
zero-crossing detector. This allows applications such as servicing time-of-day routines and engag- 
ing/disengaging ac power control devices. Off-chip full wave rectification provides an interrupt at 
every zero crossing of the ac signal and thereby provides a 2f clock. See Figure 7-8. 

A software interrupt (SWI) is an executable instruction which is executed regardless of the state of 
the I bit in the condition code register. SWIs are usually used as breakpoints for debugging or as 
system calls. 



(a) Zero-Crossing Interrupt 



"^ (Current 

Input , , 

, Limiting) 

R<1 Mi) ^''v^A- 

ac Input ^ 

^10Vacp-p 



P 



■■ 0.1-1.0 



MCU 



(b) Digital-Signal Interrupt 

vcc 




Figure 7-8. Typical Interrupt Circuits 
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SECTION 8 

INPUT/OUTPUT CIRCUITRY AND 

ANALOG-TO-DIGITAL CONVERTER 



8.1 INPUT/OUTPUT CIRCUITRY 

There are 32 input/output pins. The \WT pin nnay be polled with branch instructions to provide an 
additional input pin. All pins on ports A, B, and C are programmable as either inputs or outputs 
under software control of the corresponding data direction register (DDR). The port I/O programm- 
ing is accomplished by writing the corresponding bit in the port DDR to a logic one for output or a 
logic zero for input. On reset all the DDRs are initialized to a logic zero state, placing the ports in the 
input mode. The port output registers are not initialized on reset and should be initialized by soft- 
ware before changing the DDRs from input to output. A read operation on a port programmed as 
an output will read the contents of the output latch regardless of the logic levels at the output pin, 
due to output loading. Refer to Figure 8-1. 



B 



Internal 
Connections 



Data Direction 
Register* Bit 



Latched 
Output 
Data Bit 






I/O 
Pin 



Data 
Direction 
Register 

Bit 


Latched 

Output 

Data 

Bit 


Output 
State 


input 
To 
MCU 


1 
1 




1 
X 




1 

Hi-Z* * 




1 
Pin 



*DDR is a write-only register and reads as all ones. 

'Port B and C are three-state ports. Port A has optional internal pullup devices to provide CMOS data drive capability. 
See SECTION 11 ELECTRICAL CHARACTERISTICS. 

Figure 8-1. Typical Port I/O Circuitry 
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All input/output lines are TTL compatible as both inputs and outputs. Port A lines are CMOS conn- 
patible as outputs (nnask option on the MC6805R2, MC6805U2, MC6805R3, and MC6805U3) while 
port B, C, and D lines are CMOS compatible as inputs. Port D lines are input only; thus, there is no 
corresponding DDR. When programmed as outputs, port b is capable of sinking 10 milliamperes 
and sourcing 1 milliampere on each pin. 

Port D provides the reference voltage, INT2, and multiplexed analog inputs for the MC6805R2, 
MC6805R3, MC68705R3, and MC68705R5. All of these lines are shared with the port D digital in- 
puts. Port D may always be used as digital inputs and may also be used as analog inputs providing 
Vrh and Vrl are connected to the appropriate reference voltages. The Vrl and Vrh lines (PD4 
and PD5) are internally connected to the A/D resistor. Analog inputs may be prescaled to attain the 
Vrl and Vrh recommended input voltage range. 



B 



The address maps in Section 3 give the addresses of data registers and data direction registers. The 
register configuration is provided in Figure 7-6. Figure 8-2 provides some examples of port connec- 
tions. 

CAUTION 

The corresponding DDRs for ports A, B, and C are write-only registers (registers at $004, 
$005, and $006). A read operation on these registers is undefined. Since BSET and BCLR 
are read-modfiy-write in function, they cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set). It is recommended that all DDR bits in a port be written 
using a single-store instruction. 



PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PAO 



PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 



36 



(CMOS Loadsl 



•d TTL Load) 



Port A, bit 7 and bit 4 programmed as out- 
put. Bit 7 driving CMOS loads and bit 4 
driving one TTL load directly using CMOS 
output option. 




Port B, bit and bit 1 programmed as out- 
put, driving LEDs directly. 



^ |lO=HFE'lb 



2N6386 (Typical) 



Port B, bit 5 programmed as output, driv- 
ing Darlington-base directly. 




CMOS Inverter 
*" MC14049/MC14069 
(Typical) 



Port C, bits 0-3 programmed as output, 
driving CMOS loads, using external 
pullup resistors. 



Figure 8-2a. Typical Port Connections— Output Modes 
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-*— J^^>o— 



SN74LS04 (Typical) 



H^ 



PA7 
PA6 
PA5 
PA4 
PAS 
PA2 
PA1 
PAO 



SN74LS04orMC14069 
(Typical) 



PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 



CMOS or TTL driving port B directly. 



TTL driving port A directly. 




ANO-*- 


24 


PDO/ANO 


ANI-*' 


23 


PD1/AN1 


AN2-*- 


22 


PD2/AN2 


AH3^^ 


21 


PD3/AN3 


ov — 


20 


Vrl 


+ 5V— 


19 


Vrh 


^ 


18 


PD6/INT2 


>H 


17 


PD7 



B 



SN74LS04 
(Typical) 

CMOS and TTL driving port C directly. 



MC14069 

Port D used as 4-channel A/D input with 
bit 7 used as CMOS digital input. 
MC6805R2, MC6805R3, 
MC6805R3, and MC68705R5 
only. 



Figure 8-2b. Typical Port Connections— Input Modes 



The latched output data bit (see Figure 8-1 ) must always be written. Therefore, any write to a port 
writes all of its data bits even though the port DDR is set to input. This may be used to initialize the 
data register and avoid undefined outputs; however, care must be exercised when using read- 
modify-write instructions, since the data read corresponds to the pin level if the DDR is an input 
(zero) and corresponds to the latched output data when the DDR is an output (one). 

8.2 ANALOG-TO-DIGITAL CONVERTER 

The MC6805R2, MC6805R3, MC68705R3 and MC68705R5 microcomputers have an 8-bit analog-to- 
digital (A/D) converter implemented on the chip using a successive approximation technique, as 
shown in Figure 8-3. Up to four external analog inputs, via port D, are connected to the A/D 
through a multiplexer. Four internal analog channels may be selected for calibration purposes 
(Vrh-Vrl, Vrh-Vrl/2, Vrh-Vrl/4, and Vrl). The accuracy of these internal channels will not 
necessarily meet the accuracy specifications of the external channels. 

The multiplexer selection is controlled by the A/D control register (ACR) bitsO, 1, and 2; see Table 
8-1 . This register is cleared during any reset condition. Refer to Figure 7-6 for the register configura- 
tion. 
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Figure 8-3. A/D Block Diagram 



Table 8-1. A/D Input MUX Selection 



A/D Control Register 


Input Selected 


A/D 


Output (Hex) 1 


ACR2 


ACR1 


ACRO 


Min 


Typ 


Max 











ANO 














1 


AN1 











1 





AN2 











1 


1 


AN3 








1 








Vrh* 


FE 


FF 


FF 


1 





1 


Vrl* 


00 


00 


01 


1 


1 





Vrh/4* 


3F 


40 


41 


1 


1 


1 


Vrh/2* 


7F 


80 


81 



Internal (Calibration) Levels 

Whenever the ACR is written, the conversion in progress is aborted, the conversion complete flag 
(ACR bit 7) is cleare(d, and the selected input is sannpled for five machine cycles and held internally. 
During these five cycles, the analog input will appear approximately like a 25 picofarad (maximum) 
capacitor (plus approximately 10 pF for packaging) charging through a 2.6 kilohm resistor (typical). 
Refer to Figure 8-4. 

The converter operates continuously using 30 machine cycles to complete a conversion of the 
sampled analog input. When the conversion is complete, the digitized sample of digital value is 
placed in the A/D result register (ARR), the conversion complete flag is set, the selected input is 
sampled again, and a new conversion is started. 

The A/D is ratiometric. Two reference voltages (Vrh and VRL) are supplied to the converter via 
port D pins. An input voltage equal to Vrh converts to $FF (full scale) and an input voltage equal to 
Vrl converts to $00. An input voltage greater than Vrh converts to $FF and no overflow indication 
is provided. Similarly, an input voltage less than Vrl, but greater than Vss converts to $00. Max- 
imum and minimum ratings must not be exceeded. For ratiometric conversion, the source of each 
analog input should use Vrh as the supply voltage and be referenced to Vrl. To maintain the full 



3-344 



MC68(7)05R/U SERIES 



Device 
Analog O- 
Input 



Channel 
Select 



2.6 kfl (Typical) 

— wv 



1 



_^ 25 pF (Maximum) 

r~r Virtual 
~ Ground 



Figure 8-4. Effective Analog Input Inpedance (During Sampling Only) 

accuracy on the A/D, Vrh should be equal to or less than Vdd- Vrl should be equal to or greater 
than Vss but less than the maximum specification and (Vrh-Vrl) should be equal to or greater 
than 4 volts. 

The A/D has a built-in Va LSB offset intended to reduce the magnitude of the quantizing error to 
± V2 LSB, rather than +0, - 1 LSB with no offset. This implies that, ignoring errors, the transition 
point from $00 to $01 occurs at V2 LSB above Vrl. Similarly, the transition from $FE to $FF occurs 
1 V2 LSB below Vrh, ideally. Refer to Figures 8-5 and 8-6. 

On release of reset, the A/D control register (ACR) is cleared therefore after reset, channel zero will 
be selected and the conversion complete flag will be clear. 



B 



Error Convention 
±2LSBs 




-| r — I 1 1 r 

250x 251 X 252x 253x 254x 255x Vrh 



Figure 8-5. Ideal Converter Transfer Characteristic 
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(a) Offset Error 
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Output 



B 




♦■ Analog Input 



(Vrh-1 LSB) 



(b) Full Scale Error 




*- Analog Input 



(c) Non- Linearity 




(Vrh-1 LSB) 



*• Analog Input 



Figure 8-6. Types of Conversion Errors 
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SECTION 9 
MASK OPTIONS AND PROGRAMMING 

The information in this section pertains only to the MC68705R3, MC68705U3, MC68705R5, and 
i\/!C68705U5 EPROM versions of the M6805 Family. 

9.1 MASK OPTIONS 

The MC68705R3, MC68705U3, MC68705R5, and MC68705U5 mask option registers are im- 
plemented in EPROM. Like all other EPROM bytes, the MOR contains all zeros prior to programm- 
ing (if erased). 

When used to emulate the MC6805R2 and MC6805U2, five of the eight MOR bits are used in con- 
junction with the prescaler. Of the remaining, the b7 bit is used to select the type of clock oscillator, 
b3 is the secure/ non-secure mode option for the MC68705R5/MC68705U5 only (b3 is not used by 
the MC68705R3/MC68705U3), and b4 is not used. Bits bO, bl, and b2 determine the division of the 
timer prescaler. Bit b6 determines the timer option selection. The value of the TOPT bit (b6) is pro- 
grammed to configure the TOR (a logic one for MC6805R2/MC6805U2 emulation). 

If the MOR timer option (TOPT) bit is a zero, the MC6805R3 and MC6805U3 are emulated. Here, 
bits b5, b4, b2, bl , and bO set the initial value of their respective TCR bits during reset. After initiali- 
zation the TCR is software controllable. 



B 



A description of the MOR bits is as follows: 

b7 b6 b5 b4 b3 



b7, CLK 



b2 



bl 



bO 



CLK 


TOPT 


CLS 




SNM* 


P2 


PI 


PO 



Mask Option 
Register $F38 



*MC68705R5 and MC68705U5 only. 

Clock Oscillator Type 
1 = RC 
0= Crystal 



NOTE 



V|HTP on the TIMER (pin 8) forces the crystal mode. 

b6, TOPT Timer Option 

1 = MC6805R2/MC6805U2 type timer/ prescaler. All bits, except b6 and b7, of the timer 
control register (TCR) are invisible to the user. Bits b5, b2, bl, and bO of the mask 
option register determine the equivalent MC6805R2/MC6805U2 mask options. 
0= MC6805R3/MC6805U3 type timer/ prescaler. All TCR bits are implemented as a soft- 
ware programmable timer. The state of bits b5, b4, b2, bl, and bO set the initial 
values of their respective TCR bits (TCR is then software controlled after initializa- 
tion). 
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b5, CLS Timer/ Prescaler Clock Source 
1 = External TIMER pin. 
0= Intenal phase two. 

b4 Not used if MOR TOPT= 1 (MC6805R2/MC6805U2 emulation). Sets initial value of TCR 

TIE if MOR TOPT = (MC6805R3/MC6805U3 emulation). 

b3, SNM* When this bit is set, i.e., programmed to a one, it is not possible to access the EPROM 
contents of the MC68705R5 and MC68705U5 externally. For more information refer to 
9.4 PROGRAMMING FIRMWARE. 

Note, For MC68705R3 and MC68705U3 operation, b3 is not used. 

b2, P2 Prescaler Option — the logic levels of these bits, when decoded, select one of eight out- 
b1 , PI puts on the timer prescaler. The table below shows the division resulting from decoding 
bO, PO combinations of these three bits. 

P2 PI PO Prescaler Division 












1 (Bypass Prescaler) 








1 


2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 


1 





64 



1 1 1 128 

Two examples for programming the mask option register are discussed below. 

Example 1 

To emulate an MC6805R2/MC6805U2 to verify your program with an RC oscillator and an 
event count input for the timer with no prescaling, the mask option register would be set to 
11110000. To write the mask option register, it is simply programmed as any other EPROM 
byte. 

Example 2 

Suppose you wish to use programmable prescaler functions {MC6805R3/MC6805U3 emula- 
tion), and you wish the initial condition of the prescaler to be divided by 64, with the input dis- 
abled and an internal clock source. If the clock oscillator was to be in the crystal mode, the 
mask option register would be set to 00000110. 

9.2 ON-CHIP PROGRAMMING HARDWARE 

The programming control register (PCR) at location $00B is an 8-bit register which utilizes the three 
least significant bits (the five most significant bits are set to logic ones). This register provides the 



^MC68705R5 and MC68705U5 only. 
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necessary control bits to allow programming the EPROM. The bootstrap program manipulates the 
PCR when programming so that users need not be concerned with the PCR in most applications. A 
description of each bit follows. 



b7 



b6 



b5 



b4 



b3 



b2 



b1 



1 


1 


1 


1 


1 


VPON 


PGE 


PLE 



bO Programming 

Control 
Register $00B 



bO, PLE Programming Latch Enable — When cleared, this bit allows the address and data to be 
latched into the EPROM. When this bit is set, data can be read from the EPROM. 
1 = (set) read EPROM 

0= (clear) latch address and data into EPROM (read disable) 
PLE is set during a reset, but may be cleared any time. However, its effect on the 
EPROM is inhibited if VPON is a logic one. 

b1, PGE Program Enable — When cleared, PGE enables programming of the EPROM. PGE can 
only be cleared if PLE is cleared. PGE must be set when changing the address and data; 
i.e., setting up the byte to be programmed. 
1 = (set) inhibit EPROM programming 

0= (clear) enable EPROM programming (if PLE is low) 

PGE is set during a reset; however, it has no effect on EPROM circuits if VPON is a logic 
one. 



B 



b2, VPON (Vpp ON) — VPON is a read-only bit and when at a logic zero it indicates that a "high 
voltage" is present at the Vpp pin. 
1 = no "high voltage" on Vpp pin 
0="high voltage" on Vpp pin 
VPON being one "disconnects" PGE and PLE from the rest of the chip, preventing acci- 
dental clearing of these bits from affecting the normal operating mode. 

NOTE 



VPON being zero does not indicate that the Vpp level is correct for 
programming. It is used as a safety interlock for the user in the 
normal operating mode. 

The programming control register functions are shown below. 



VPON 


PQE 


PLE 











1 











1 





1 


1 







1 






1 

1 




1 


1 
1 


1 
1 



Programming Conditions 

Programming mode (program EPROM byte) 

PGE and PLE disabled from system 

Programming disabled (latch address and data in EPROM) 

PGE and PLE disabled from system 

Invalid state; PGE = iff PLE = 

Invalid state; PGE = iff PLE = 

"High voltage" on Vpp 

PGE and PLE disabled from system (operating mode) 
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9.3 ERASING THE EPROM 

The EPROM can be erased by exposure to high-intensity ultraviolet (UV) light with a wavelength of 
2537 angstroms. The recommended integrated dose (UV intensity x exposure time) is 25 Ws/cm2. 
The lamps should be used without shortwave filters and the EPROM should be positioned about 
one inch from the UV tubes. Ultraviolet erasure clears all bits of the EPROM to the zero state. Data 
is the entered by programming ones into the desired bit locations. 

CAUTION 

Be sure that the EPROM window is shielded from light except when erasing. This pro- 
tects both the EPROM and light-sensitive nodes. 

9.4 PROGRAMMING FIRMWARE 

The MC68705R3, MC68705U3, MC68705R5, and MC68705U5 have 120 bytes of mask ROM con- 
taining a bootstrap program which can be used to program the EPROM. The vector at addresses 
$FF6 and $FF7 is used to start executi ng the program. This vector is fetched when V|HTP is applied 
to pin 8 (TIMER pin) and the RESET pin is allowed to rise above V|reS-i-- Figure 9-1 provides a 
schematic diagram of a circuit and a summary of programming steps which can be used to program 
the EPROM. It is possible to program the EPROM via the bootstrap software and validate its con- 
tents in the secure mode. The only way to go from the secure mode to the non-secure mode is by 
erasing the entire EPROM. 

9.5 PROGRAMMING STEPS 

The MCM2532 UV EPROM must first be programmed with an exact duplicate of the information 
that is to be transferred to the MC68705R3, MC68705U3, MC68705R5, or MC68705U5. Non- 
EPROM addresses are ignored by the bootstrap. Since the MC68705R3, MC68705U3, MC68705R5, 
or MC68705U5 and the MCM2532 are to be inserted and removed from the circuit, they should be 
mounted in sockets. In addition, the precaution below must be observed (refer to Figure 9-1). 

CAUTION 

Be sure SI and S2 are closed and VqC and -1-26 V are not applied when inserting the 
MC68705R3, MC68705U3, MC 68705R5 , or MC68705U5 and MCM2532 into their respec- 
tive sockets. This ensures that RESET is held low while inserting the devices. 

When ready to program the MC68705R3, MC68705U3, MC68705R5, or MC68705U5 it is only 
necessary to provide Vcc and -1-26 volts, open switch S2 (to apply Vpp and VihtpK and then open 
SI (to remove reset). Once the voltages are applied and both S2 and SI are open, the CLEAR out- 
put control line(PB4) goes high and then low, then the 12-bit counter (MC14040B) is clocked by the 
PBS output (COUNT). The counter selects the MCM2532 EPROM byte which is to load the 
equivalent EPROM byte selected by the bootstrap program. Once the EPROM location is loaded, 
COUNT clocks the counter to the next EPROM location. This continues until the EPROM is com- 
pletely programmed at which time the programmed indicator LED is lit. The counter is cleared and 
the loop is repeated to verify the programmed data. The verified indicator LED lights if the program- 
ming is correct. 
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Summary of Programming Steps: 

1 . When plugging in the MC68705R3, MC68705U3, MC68705R5, or MC68705U5 or the MCM2532 be sure that 31 and S2 are closed 
and that Vqq and + 26 V are not applied. 

2. To initiate programming, be sure SI is closed, 32 is closed and Vqq and +25 V are applied. Then open 82, followed by SI. 

3. Before removing the MC68705R3, MC68705U3, MC68705R5, or MC68705U5, first close S2 and then close SI . Disconnect Vqc and 
+ 26 V then remove the MC68705R3, MC68705U3, MC68705R5, or MC68705U5. 

Figure 9-1. Programming Connections Schematic Diagram 
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Once the EPROM has been programnned and verified, close switch S2 (to remove Vpp and V|htp' 
and close switch SI (to reset). Disconnect +26 volts and VcC/ then remove the EPROM from its 
socket. 

9.6 EMULATION 

The MC68705R3 and MC68705R5 emulate the MC6805R2 and MC6805R3 while the MC68705U3 
and MC68705U5 emulate the MC685U2 and MC6805U3 "exactly." MC6805R2, MC6805U2, 
MC6805R3, and MC6805U3 mask features are implemented in the mask option register (MOR) 
EPROM byte. There are a few minor exceptions to the exactness of emulation which are listed 
below. 

1. The MC6805R2/MC6805U2 and MC6805R3/MC6805U3 "future ROM" areas are imple- 
mented in the MC68705R3/MC68705U3 and MC68705R5/MC68705U5 and these 1728 bytes 
must be left unprogrammed to accurately simulate the MC6805R2/MC6805U2 and 
MC6805R3/MC6805U3. (The MC6805R2/MC6805U2 and MC6805R3/MC6805U3 read all 
zeros from this area.) 

2. The reserved ROM areas have different data stored in them and this data is subject to 
change without notice. The MC6805R2, MC6805U2, MC6805R3, and MC6805U3 use the 
reserved ROM for the self-check feature while the MC68705R3, MC68705U3, MC68705R5, 
and MC68705U5 use this area for the bootstrap program. 

3. The MC6805R2/MC6805U2 and MC6805R3/MC6805U3 read all ones in their48 byte "future 
RAM" area. This RAM is not implemented in the MC6805R2/MC6805U2 and 
MC6805R3/MC6805U3 mask ROM version, but is implemented in the EPROM version 
(MC68705R3/MC68705U3 and MC68705R5/MC68705U5). 

4. The Vpp line (pin 7) in the MC68705R3/MC68705U3 and MC68705R5/MC68705U5 EPROM 
versions is tied to Vcc for normal operation. In the MC6805R2/MC6805U2 and 
MC6805R3/MC6805U3 mask ROM versions, pin 7 is grounded in normal operation. 

5. The LVI feature is not available in the EPROM version. 

6. The MC68705R3/MC68705U3 and MC68705R5/MC68705U5 EPROM versions do not func- 
tion in the MEX6805 Support System. In normal operation, all pin functions are the same as 
on the MC6805R2/MC6805U2 and MC6805R3/MC6805U3 mask ROM versions, except for 
pin 7 as previously noted. 

The operation of all other circuitry has been exactly duplicated or designed to function exactly the 
same way in all devices including interrupts, timer, data ports, and data direction registers (DDRs). 
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SECTION 10 
SOFTWARE 



10.1 BIT MANIPULATION 

The microcomputers have the ability to set or clear any single RAM or I/O bit (except the data direc- 
tion registers) with a single instruction (BSET, BCLR) (see Caution below). Any bit in page zero 
can be tested using the BRSET and BRCLR instructions and the program branches as a result of its 
state. The carry bit equals the value of the bit references by BRSET or BRCLR. The capability of 
working with any bit in RAM, ROM, or I/O allows the user to have individual flags in RAM or to 
handle single I/O bits as control lines. 

CAUTION 

The corresponding data direction registers for ports A, B, and C are write-only registers 
(locations $004, $005, and $006). A read operation on these registers is undefined. Since 
BSET and BCLR are read-modify-write functions, they cannot be used to set a data direc- 
tion regiser bit (all "unaffected" bits would be set). It is recommended that all data direc- 
tion register bits in a port be written using a single-store instruction. 

The coding examples shown in Figure 10-1 illustrate the usefulness of the bit manipulation and test 
instruction. Assume that the microcomputer is to communicate with an external serial device. The 
external device has a data ready signal, a data output line, and a clock line to clock data one bit at a 
time, least significant bit first out of the device. The microcomputer waits until the data is ready, 
clocks the external device, picks up the data in the carry flag, clears the clock line, and finally 
accumulates the data bit in a random-access memory location. 
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Figure 10-1. Bit Manipulation Examples 



3-353 



a 



MC68(7)05R/U SERIES 



10.2 ADDRESSING MODES 

The microcomputers have ten addressing modes available for use by the programmer. They are ex- 
plained briefly in the following paragraphs. For additional details and illustrations, refer to the 
M6805 HMOS/M146805 CMOS Family Microcomputer/ Microprocessor User's Manual. 

The term "effective address" (EA) is used in describing the addressing modes. EA is defined as the 
address from which the argument for an instruction is fetched or stored. 

10.2.1 Immediate 

In the immediate addressing mode, the operand is contained in the byte immediately following the 
opcode. The immediate addressing mode is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop counter). 

10.2.2 Direct 

In the direct addressing mode, the effective address of the argument is contained in a single byte 
following the opcode byte. Direct addressing allows the user to directly address the lowest 256 
bytes in memory with a single two-byte instruction. This address area includes all on-chip RAM and 
I/O registers and 128 bytes of ROM. Direct addressing is an effective use of both memory and time. 

10.2.3 Extended 

In the extended addressing mode, the effective address of the argument is contained in the two 
bytes following the opcode. Instructions with extended addressing modes are capable of referenc- 
ing arguments anywhere in memory with a single three-byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction uses direct or extended addressing. 
The assembler automatically selects the shortest form of the instruction. 

10.2.4 Relative 

The relative addressing mode is only used in branch instructions. In relative addressing, the con- 
tents of the 8-bit signed byte (the offset) following the opcode is added to the PC if, and only if, the 
branch condition is true. Otherwise, control proceeds to the next instruction. The span of relative 
addressing is from - 126 to -1-129 from the opcode address. The programmer need not worry about 
calculating the correct offset if he uses the Motorola assembler, since it calculates the proper offset 
and checks to see if it is within the span of the branch. 

10.2.5 Indexed, No Offset 

In the indexed, no offset addressing mode, the effective address of the argument is contained in the 
8-bit index register. Thus, this addressing mode can access the first 256 memory locations. These 
instructions are only on byte long. This mode is often used to move a pointer through a table or to 
hold the address of a frequently referenced RAM or I/O location. 

10.2.6 Indexed, 8-Bit Offset 

In the indexed, 8-bit offset addressing mode, the effective address is the sum of the contents of the 
unsigned 8-bit index register and the unsigned byte following the opcode. This addressing mode is 
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useful in selecting the kth element in an n element table. With this two-byte instruction, k would 
typically be in X with the address of the beginning of the table in the instruction. As such, tables 
may begin anywhere within the first 256 addressable locations and could extend as far as location 
510 ($1FE is the last location at which the instruction may begin). 

10.2.7 Index, 16- Bit Offset 

In the indexed, 16-bit offset addressing mode, the effective address is the sum of the contents of 
the unsigned 8-bit index register and the two unsigned bytes following the opcode. This addressing 
mode can be used in a manner similar to indexed, 8-bit offset except that this three-byte instruction 
allows tables to be anywhere in memory. As with direct and extended, the Motorola determines the 
shortest form of indexed addressing. 

10.2.8 Bit Set/Clear 

In the bit set/clear addressing mode, the bit to be set or cleared is part of the opcode, and the byte 
following the opcode specifies the direct addressing of the byte in which the specified bit is to be set 
or cleared. Thus, any read/write bit in the first 256 locations of memory, including I/O, can be 
selectively set or cleared with a single two-byte instruction. 

CAUTION 

The corresponding DDRs for ports A, B, and C are write-only registers (registers at $004, 
$005, and $006). A read operation on these registers is undefined since BSET and BCLR 
are read-modify-write in function, they cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set). It is recommended that all DDR bits in a port must be 
written using a single-store instruction. 

10.2.9 Bit Test and Branch 

The bit test and branch addressing mode is a combination of direct addressing and relative address- 
ing. The bit which is to be tested and condition (set or clear) is included in the opcode, and the 
address of the byte to be tested is in the single byte immediately following the opcode byte. The 
signed relative 8-bit offset in the third byte is added to the PC if the specified bit is set or cleared in 
the specified memory location. This single three-byte instruction allows the program to branch 
based on the condition of any readable bit in the first 256 locations of memory. The span of bran- 
ching is from - 125 to -1-130 from the opcode address. The state of the tested bit is also transferred 
to the carry bit of the condition code registers. See Caution under paragraph 10.2.8. 

10.2.10 Inherent 

In the inherent addressing mode, all the information necessary to execute the instruction is con- 
tained in the opcode. Operations specifying only the index register or accumulator, as well as con- 
trol instruction with no other agruments, are included in this mode. These instructions are one byte 
long. 

10.3 INSTRUCTION SET 

The MCU has a set of 59 basic instructions, which when combined with the 10 addressing modes 
produce 207 usable opcodes. They can be divided into five types: register/ memory, read-modify- 
write, branch, bit manipulation, and control. The following paragraphs briefly explain each type. All 
the instructions within a given type are presented in individual tables. 
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10.3.1 Register/ Memory Instructions 

Most of these instructions use two operands. One operand is either the accunnulator or the index 
register. The other operand is obtained from meory using one of the addressing nnodes. The jump 
unconditional (JMP) and jump to subroutine (JSR) instructions have no register operand. Refer to 
Table 10-1. 

10.3.2 Read-Modify-Write Instructions 

These instructions read a memory location or a register, modify or test its contents, and write the 
modified value back to memory or to the register (see Caution under paragraph 10.2.8). The test for 
negative or zero (TST) instructions is included in the read-modify-write instructions, though it does 
not perform the write. Refer to Table 10-2. 

10.3.3 Branch Instructions 

The branch instructions cause a branch from the program when a certain condition is met. Refer to 
Table 10-3. 

10.3.4 Bit Manipulation Instructions 

These instructions are used on any bit in the first 256 bytes of memory; see Caution under 
paragraph 10.2.8. One group either sets or clears. The other group performs the bit test and branch 
operations. Refer to Table 10-4. 

10.3.5 Control Instructions 

The control instructions control the MCU operations during program execution. Refer to Table 
10-5. 

10.3.6 Alphabetical Listing 

The complete instruction set is given in alphabetical order in Table 10-6. 

10.3.7 Opcode Map Summary 

Table 10-7 is an opcode made for the instructions used on the MCU. 
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Table 10-1. Register Memory Instructions 







Addressing IVIodes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8- Bit Offset) 


Indexed 
(16- Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


It 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


SB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from A 
with Borrow 


SBC 


A2 


2 


2 


82 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA ■ 


3 


6 


Exclusive OR Memory with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


CI 


3 


5 


F1 




4 


El 


2 


5 


Dl 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with A 
(Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



o 

0) 
00 

3 

o 

c 

(/) 
m 

m 
(/) 
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Table 10-2. Read-Modify-Write Instructions 



1 







Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate (2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative or Zero 


TST 


4D 




4 


5D 




4 


3D 


.2 


6 


7D 




6 


6D 


2 


7 
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Table 10-3. Branch Instructions 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFF Higher 


BHl 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFF Carry Clear 


BCC 


24 


2 


4 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


4 


Branch IFF Carry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


Branch IFF Not Equal 


BNE 


26 


2 


4 


Branch IFF Equal 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFF Half Carry Set 


BHCS 


29 


2 


4 


Branch IFF Plus 


BPL 


2A 


2 


4 


Branch IFF Minus 


BMI 


2B 


2 


4 


Branch IFF Interrupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


Branch IFF Interrupt Line 
is Low 


BIL 


2E 


2 


4 


Branch IFF Interrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



i 



Table 10-4. Bit Manipulation Instructions 





Addressing Modes | 




Bit Set/ Clear 


Bit Test and Branch | 


Function 


Mnemonic 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


Cycles 


Branch IFF Bit n is Set 


BRSET n(n = 0. . .7) 


- 


_ 


_ 


2.n 


3 


10 


Branch IFF Bit n is Clear 


BRCLR n(n = 0. . .7) 


-^ 


_ 


_ 


01+2»n 


3 


10 


Set Bit n 


BSET n(n = 0. . .7) 


10+2»n 


2 


7 


- 


- 


- 


Clear Bit n 


BCLR n(n = 0. . .7) 


11+2»n 


2 


7 


- 


- 


- 
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Table 10-5. Control Instructions 



i 







Inherent | 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt f^ask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 



Table 10-6. Instruction Set (Sheet 1 of 2) 





Addressing Modes 


Condition Code| 


Mnem 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 

(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 














• 








BHS 










X 






















BIH 










X 






















BIL 










X 














• 








BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 












• 


• 








BLS 










X 






















BMC 










X 






















BMI 










X 












• 










BMS 










X 






















BNE 










X 
















• 






BPL 










X 






















BRA 






. 




X 


















• 





Condition Code Symbols: 
H Half Carry (From Bit 31 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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Table 10-6. Instruction Set (Sheet 2 of 2) 





Addressing Modes 


Condition Code 


Mnem 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 




c 


BRN 










X 












• 




• 




• 


BRCLR 




















X 










A 


BRSET 




















X 


• 






• 


A 


BSET 


















X 












• 


BSR 










X 




















• 


CLL 


X 































CLI 


X 




























• 


CLR 


X 




X 






X 


X 















1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 


DEC 


X 




X 






X 


X 












A 


^ 


• 


EOR 




X 


X 


X 




X 


X 


X 










A 


A 


• 


INC 


X 




X 






X 


X 












A 


A 


• 


JMP 






X 


X 




X 


X 


X 








• 


• 


• 


• 


JSR 






X 


X 




X 


X 


X 








• 


• 


• 


• 


LDA 




X 


X 


X 




X 


X 


X 








• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 








• 


A 


A 


• 


LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 










• 





A 


A 


NEO 






X 






X 


X 










• 


A 


A 


A 


NOP 


X 
























• 


• 


• 


ORA 


X 


X 


X 


X 




X 


X 


X 








« 


A 


A 


• 


ROL 


X 




X 






X 


X 










• 


A 


A 


A 


RSP 


X 






















• 


• 


• 


• 


RTI 


X 






















, 


7 


? 


-> 


RTS 


X 
























• 


• 


• 


SBC 




X 


>< 


X 




X 


X 


X 








• 


A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 






















'' 


• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 










' 














• 


• 


• 



Condition Code Symbols: 






H Half Carry (From Bit 3) 


C 


Carry/ Borrow 


1 Interrupt Mask 


A 


Test and Set if True, Cleared Otherwise 


N Negative (Sign Bit) 


• 


Not Affected 


Z Zero 


7 


Load CC Register From Stack 



i 
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Table 10-7. M6805 HMOS Family Instruction Set Opcode Map 



a 





Bit Manipulation 


Branch 


Read/Modify/Write | 


BTB 


BSC 


REL 


OIR 


A 


X 


1X1 


IX 






0000 


1 

0001 


2 

0010 


3 

oon 


4 

O10O 


5 

0101 


6 

Olio 


7 

0111 




0000 


10 5 

BRSETO 

3 BTB 


7 5 

BSETO 

2 BSC 


4 3 

BRA 

2 REL 


6 5 

NEG 

2 DIR 


4 3 

NEG 

1 A 


4 3 

NEG 

1 X 


7 6 

NEG 

2 1X1 


6 5 

NEG 

1 IX 


1 

0001 


10 5 

BRCLRO 

3 BTB 


7 5 

BCLRO 

2 BSC 


1 3 

BRN 

2 REL 












2 

0010 


10 6 

BRSET1 

3 BTB 


7 6 

BSET1 

2 BSC 


4 3 

BHI 

2 REL 












3 

0011 


10 5 

BRCLRl 

3 BTB 


7 5 

BCLR1 

2 BSC 


4 3 

BLS 
2 REL 


6 6 

COM 

2 DIR 


4 3 

COM 

1 A 


4 3 

COM 

1 X 


7 6 

COM 

2 1X1 


6 5 

COM 

1 IX 


4 

0100 


10 5 

BRSET2 

3 BTB 


7 5 

BSET2 

2 BSC 


4 3 

BCC 

2 REL 


6 5 

LSR 
2 DIR 


4 3 

LSR 

1 A 


LSR 

1 X 


7 6 

LSR 

2 1X1 


6 6 

LSR 

1 IX 


5 

0101 


10 6 

BRCLR2 

3 BTB 


7 6 

BCLR2 

2 BSC 


4 3 

BCS 

2 REL 












6 

0110 


10 6 

BRSET3 

3 8TB 


7 6 

BSET3 

2 BSC 


4 3 

BNE 

2 REL 


6 6 
ROB 

2 DIR 


4 3 

ROR 

1 A 


4 3 

ROR 

1 X 


7 6 

ROR 

2 1X1 


6 5 

ROR 

1 iX 


7 

0111 


10 5 

BRCLR3 

3 BTB 


7 5 

BCLR3 

2 BSC 


4 3 

BEQ 

2 REL 


6 6 

ASR 

2 DIR 


4 3 

ASR 

1 A 


4 3 

ASR 

1 X 


7 6 

ASR 

2 1X1 


6 5 

ASR 

1 IX 


8 

1000 


10 6 

BRSET4 

3 BTB 


7 6 

BSET4 

2 BSC 


4 3 
BHCC 

2 REL 


6 5 

LSL 
2 DIR 


4 3 

LSL 

1 A 


4 3 

LSL 


7 6 

LSL 

2 IXI 


6 5 

LSL 

1 IX 


9 

1001 


10 5 

BRCLR4 

3 BTB 


7 5 

BCLR4 

2 BSC 


4 3 

BHCS 

2 REL 


6 6 
ROL 

2 DIR 


4 3 

ROL 

1 A 


4 3 

ROL 

1 


7 6 

ROL 

2 IXI 


6 6 

ROL 

1 IX 


A 

1010 


10 5 

BRSET5 

3 BTB 


7 5 

BSET5 

2 BSC 


4 3 
BPL 

2 REL 


6 5 
DEC 

2 DIR 


DEC 

1 A 


3 

DEC 

V X 


7 6 

DEC 

2 1X1 


6 5 

DEC 

1 IX 


B 

1011 


10 6 

BRCLR5 

3 BTB 


7 6 

BCLR5 

2 BSC 


4 3 

BMI 

2 REL 












C 

1100 


10 5 

BRSET6 

3 BTB 


7 5 

BSET6 

2 BSC 


4 3 
BMC 

2 REL 


6 5 

INC 
2 DIR 


INC 

1 A 


4 3 

INC 


7 6 

INC 

2 1X1 


6 6 

INC 

1 IX 


D 

1101 


10 6 

BRCLR6 

3 BTB 


7 6 

BCLR6 

2 BSC 


4 3 
BMS 

2 REL 


6 4 
TST 

2 DIR 


4 3 

TST 

1 A 


4 3 

TST 

1 X 


7 6 

TST 

2 1X1 


6 4 

TST 


E 

1110 


10 7 

BRSET7 

3 BTB 


7 6 

BSET7 

2 BSC 


BIL 

2 REL 












F 

1111 


10 7 

BRCLR7 

3 BTB 


7 6 

BCLR7 

2 BSC 


4 3 

BIH 
2 REL 


6 6 

CLR 

2 DIR 


4 3 

CLR 

1 A 


4 3 

CLR 

1 X 


7 6 

CLR 

2 1X1 


6 5 

CLR 

1 IX 



Abbreviations for Address Modes 



INH 


Inherent 


EXT 


Extended 


IX 


A 


Accumulator 


REL 


Relative 


1X1 


X 


Index Register 


BSC 


Bit Set/Clear 


1X2 


IMM 


Immediate 


BTB 


Bit Test and Branch 


* 


DIR 


Direct 









Indexed (No Offset) 
Indexed, 1 Byte (8-Bit) Offset 
Indexed, 2 Byte (16-Bitl Offset 
M146805 CMOS Family Only 
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Control 


Register/ Memory 




INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 




8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 

1110 


F 

nil 


HI ^^ 


9 9 

RTI 

1 iNh 




2 2 

SUB 

2 IMM 


4 3 

SUB 

2 DIR 


5 4 

SUB 

3 EXT 


6 5 

SUB 

3 1X2 


5 4 

SUB 

2 1X1 


SUB 

1 IX 



oooo 


6 6 

RTS 

1 INH 




2 2 

CMP 
2 IMM 


4 3 

CMP 

2 DIR 


5 4 

CMP 

3 EXT 


6 6 
CMP 

3 1X2 


5 4 

CMP 

2 1X1 


CMP 

1 IX 


1 

OOOl 






2 2 
SBC 

2 IMM 


4 3 

SBC 

2 DIR 


6 4 

SBC 

3 EXT 


6 6 

SBC 

3 1X2 


5 4 

SBC 

2 1X1 


4 3 

SBC 

1 IX 


2 

0010 


11 10 

SWI 

1 INH 




2 2 
CPX 

2 IMM 


4 3 

CPX 

2 DIR 


5 4 

CPX 

3 EXT 


6 5 

CPX 

3 1X2 


5 4 

CPX 

2 1X1 


4 3 

CPX 

1 IX 


3 

0011 






2 2 

AND 

2 IMM 


4 3 

AND 

2 DIR 


5 4 

AND 

3 EXT 


6 5 

AND 

3 1X2 


6 4 

AND 

2 1X1 


4 3 

AND 

1 IX 


4 

0100 






2 2 

BIT 

2 IMM 


4 3 
BIT 

2 DIR 


6 4 

BIT 

3 EXT 


6 6 

BIT 

3 1X2 


6 4 

BIT 

2 1X1 


4 3 

BIT 

1 IX 


5 

0101 






2 2 

IDA 

2 IMM 


4 3 

LDA 

2 Dir 


5 4 

LDA 

3 EXT 


6 5 

LDA 

3 1X2 


5 4 

LDA 

2 1X1 


4 3 

LDA 

1 IX 


6 

Olio 




2 2 

TAX 

1 INH 




5 4 

STA 

2 DIR 


6 5 

STA 

3 EXT 


7 6 

STA 

3 1X2 


6 5 

STA 

2 1X1 


5 4 

STA 

1 IX 


7 

0111 




2 2 

CLC 

1 INH 


2 2 

EOR 

2 IMM 


4 3 

EOR 

2 DIR 


5 4 

EOR 

3 EXT 


6 5 

EOR 

3 1X2 


5 4 

EOR 

2 1X1 


EOR 

1 IX 


8 

lOOO 




2 2 

SEC 

1 INH 


2 2 

ADC 

2 IMM 


4 3 

ADC 

2 DIR 


6 4 

ADC 

3 EXT 


6 6 

ADC 

3 1X2 


5 4 

ADC 

2 1X1 


4 3 

ADC 


9 

1001 




2 2 

CLI 

1 INH 


2 2 

ORA 

2 IMM 


4 3 

ORA 

2 OIR 


6 4 

ORA 

3 EXT 


6 5 

ORA 

3 1X2 


6 4 

ORA 

2 1X1 


4 3 

ORA 


A 

1010 




2 2 

SEI 

1 INH 


2 2 

ADD 

2 IMM 


4 3 

ADD 

2 DIR 


6 4 

ADD 

3 EXT 


6 6 

ADD 

3 1X2 


5 4 

ADD 

2 1X1 


4 3 

ADD 

1 IX 


B 

1011 




2 2 

RSP 

1 INH 




3 2 
JMP 

2 DIR 


JMP 

3 EXT 


6 4 

JMP 

3 1X2 


4 3 
JMP 

2 1X1 


3 2 

JMP 


C 

1100 




2 2 

NOP 

1 INH 


8 6 

BSR 

2 REL 


7 5 

JSR 

2 DIR 


8 6 

JSR 

3 EXT 


9 7 

JSR 

3 1X2 


8 6 

JSR 

2 1X1 


7 b 

JSR 

1 IX 


D 

ilOl 


♦ 2 

STOP 




2 2 

LDX 

2 IMM 


4 3 

LDX 

2 DIR 


5 4 

LDX 

3 EXT 


6 6 

LDX 

3 1X2 


5 4 

LDX 

2 1X1 


4 3 

LDX 


E 

1110 


« 2 

WAIT 

1 INH 


2 2 

TXA 

1 INH 




5 4 

STX 

2 DIR 


6 5 

STX 

3 EXT 


7 6 

STX 

3 1X2 


6 5 

STX 

2 1X1 


STX 

1 IX 


F 

nil 



LEGEND 



B 



Cycles, M6805 HMOS 

Mnemonic 

Bytes 

Cycles, M146805CMOS 















nil -^ 






^ 




• 4 3 


OOOO'* — ' 


.^ 




3:r^ 


, 


.1 /ix 


^--^ 








/ >( 


\ 







Opcode in Hexadecimal 
Opcode in Binary 
Address Mode 
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SECTION 11 
ELECTRICAL CHARACTERISTICS 



11.1 MAXIMUM RATINGS 



a 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +1.0 


V 


Input Voltage 








MC6805R2, MC6805R3, MC6805U2, 








and MC6805U3 (Except 








TIMER in Self-Check Mode 








and Open-Drain Inputs) 


Vin 


-0.3 to 4-7.0 


V 


Self-Check Mode (TIMER Pin Only) 


V,n 


-0.3 to -H5.0 


V 


MC68705R3/MC68705U3 








EPROM Programming Voltage 








(Vpp Pin) 


Vpp 


-0.3 to -1-22.0 


V 


TIMER Pin - Normal Mode 


V,n 


-0.3 to 4-7.0 


V 


TIMER Pin - Bootstrap 








Programming Mode 


Vin 


-0.3 to -1-15.0 


V 


All Others 


V,n 


-0.3 to +7.0 


V 


Operating Temperature Range 




Tl to Th 




MC6805R2, MC6805U2, MC6805R3, 








MC6805U3, MC68705R3, 








MC68705U3, MC68705R5, 








MC68705U5 


ta 


to 4-70 


°c 


MC6805R2C, MC6805U2C, 








MC6805R3C, MC6805U3C, 




- 40 to 85 




MC68705R3C, MC68705U3C, 








MC68705R5C, MC68705U5C 








MC6805R2V, MC6805U2V, 








MC6805R3V, MC6805U3V 




-40 to 105 




Storage Temperature Range 


Tstg 


-55 to 4-150 


°c 


Junction Temperature 








Plastic 




150 




Ceramic 


Tj 


175 


°c/w 


Cerdip 




175 





These devices contain circuitry to 
protect the inputs against damage 
due to high static voltages or elec- 
trical fields; however, it is advised 
that normal precautions be taken 
to avoid application of any voltage 
higher than maximum rated 
voltages to this high-impedance 
circuit. For proper operation it is 
recommended that Vjn and Vpyt 
be constrained to the range 
Vss^lVin and Vout'sVcc- 
Reliabiity of operation is enhanced 
if unused inputs except EXTAL are 
tied to an appropriate logic voltage 
level (e.g., either Vss or Vqc'- 



11.2 THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic (P Suffix) - MC6805R2, MC6805U2, 








MC6805R3, MC6805U3 




60 




Ceramic - MC6805R2, MC6805U2, MC6805R3, 


9JA 




°C/W 


MC6805U3, MC68705R3, MC68705U3, 




50 




MC68705R5, MC68705U5 








Cerdip - MC6805R2, MC6805U2, MC6805R3 








MC6805U3, MC68705R5, MC68705U5 




60 
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11.3 POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = Ta+(Pd«0JA) (1) 

Where: 
Ta = Ambient Temperature, °C 

0JA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PP0RT 

PjNT^ICCx VcC- Watts - Chip Internal Power 
PPORT — Port Power Dissipation, Watts — User Determined 
For most applications PpORT"^P|NT and can be neglected. PpQRT may become significant if 
the device is configured to drive Darlington bases or sink LED loads. 
An appropriate relationship between Pp and Tj (if PpORj is neglected) is: 

PD=K-^(Tj + 273°) (2) 

Solving equations 1 and 2 for K gives: 

K=PD»(TA + 273°C) + ejA«PD2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by 
measuring Pd (at equilibrium) for a known Ta- Using this value of K the values of Pq and Tj can be 
obtained by solving equations (1) and (2) iteratively for any value of Ta- 



i 



<? Vcc = 5.75V 
Test MMD6150 L^ 
Point orEquiv. /T ^ 45 ,,„ 
o * * 14 " 

-L k -- 

40 pF^ > 12 kQ V MMD7000 
Colal) I ] u or Equiv 



Test Point o- 



7y^ 30 pF (Total) 



Figure 11-1. TTL Equivalent Test Load 
(Port B) 



Figure 11-2. CMOS Equivalent Test Load 
(Port A) 



Test MMD61 

Point or Equ 




Vcc = 5.75V 



91 kfi 



24 kQ f MMD7000 
or Equiv. 



Test I 
Point 



Vcc = 5.75V 
3.34 kn 



; 30 pF (Total) 



Figure 11-3. TTL Equivalent Test Load 
(Ports A and C) 



Figure 11-4. Open-Drain Equivalent Test Load 
(Port C) 
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11.4 MC6805R2 AND MC6805R3 



11.4.1 Electrical Characteristics (Vcc= +5.25 Vdc +0.5 Vdc, Vss = Vdc, Ta = 
unless otherwise noted) 



TLtoTH 



a 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 

RESET (4.75<Vccs5.75) 

(Vcc<4.75) 
INT (4.75£Vcc£5.75) 

(Vcc<4.75) 
All Other 


V|H 


4.0 
Vcc-0.5 

4.0 
Vcc-0.5 

2.0 


• 


Vcc 
Vcc 
Vcc 
Vcc 
Vcc 


V 


Input High Voltage Timer 
Timer Mode 
Self-Check Mode 


V|H 


2.0 
9.0 


10.0 


Vcc +10 
15.0 


V 


Input Low Voltage 
RESET 
INT 
All Other (Except A/D Inputs) 


V|L 


vss 
vss 
Vss 


~* 


0.8 
1.5 
0.8 


V 


RESET Hysteresis Voltages (See Figures 7-1, 7-2, and 7-3) 
"Out of Reset" 
"Into Reset" 


VlRES-i- 
VlRES- 


2.1 
0.8 


- 


4.0 
2.0 


V 


iTjT Zero Crossing Input Voltage, Through a Capacitor 


V|NT 


2 


- 


4 


Vac p-p 


Power Dissipation — (No Port Loading, Vcc = 5.75 V J/\ = 0°C 
for Steady-State Operation) T^ = - 40°C 


pd 


- 


520 
580 


740 
800 


mW 


Input Capacitance 
XTAL 
All Other Except Analog Inputs (See Note) 


C,n 


- 


25 
10 


- 


pF 


Low Voltage Recover 


vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 


vlvi 


2.75 


3.75 


4.70 


V 


Input Current 
TIMER (V|n = 0.4) 
INT (Vin = 2.4 V to Vqc) 
EXTAL (Vjn = 2.4 V to Vcc Crystal Option) 

(Vjn = 0.4 V Crystal Option) 
RESET (V|n = 0.8 V) 
(External Capacitor Charging Current) 


lin 

Ires 


-4.0 


20 


20 
50 
10 
-1600 
-40 


^A 



NOTE: Port D Analog Inputs, when selected, Cjn = 25 pF for the first 5 out of 30 cycles. 
*Due to internal biasing this input (when unused) floats to approximately 2.0 V. 



3-366 



MC68(7)05R/U SERIES 



MC6805R2 AND MC6805R3 

11.4.2 Switching Characteristics (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta=Tl to Th 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


*osc 


0,4 


- 


4.2 


MHz 


Cycle Time (4/fosc> 


tcyc 


0.95 


- 


10 


»»s 


INT, INT2, and TIMER Pulse Width 


tWL. 'WH 


tcvc+250 


- 




ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


INT Zero-Crossing Detection Input Frequency 


*INT 


■ 0.03 


- 


1 


kHz 


External Clock Input Duty Cycle (EXTAL) 




40 


50 


60 


% 


Crystal Oscillator Start-Up Time* 


- 


- 


._ 


100 


ms 



^See Figure 7-6 for typical crystal parameters. 



11.4.3 A/D Converter Characteristics (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta^ 
unless Otherwise noted) 



^TLtoTH 





Min 


Typ 


Max 


Unit 


Comments 


Resolution 


8 


8 


8 


Bits 




Non-Linearity 


- . 


- 


±1/2 


LSB 


For Vrh = 4.0 to 5.0 V and Vrl = V 


Quantizing Error 


- 


- 


±1/2 


LSB 




Conversion Range 


Vrl 


- 


Vrh 


V 




Vrh 


- 


- 


vcc 


V 


A/D accuracy may decrease proportionately as 

Vrh is reduced below 4.0 V. The sum of Vrh and 

Vrl must not exceed V^C- 


vrl 


vss 


- 


0.2 


V 


Conversion Time 


30 


30 


30 


'eye 


Includes sampling time 


Monotonicity 


Inherent (within total error) | 


Zero input Reading 


00 


00 


01 


hexadecimal 


V,n = 


Ratiometric Reading 


FE 


FF 


FF 


hexadecimal 


V,n = VRH 


Sample Time 


5 


5 


5 


'eye 




Sample/ Hold Capacitance, Input 


- 


- 


25 


PF 




Analog Input Voltage 


Vrl 


- 


Vrh 


V 


Negative transients on any analog lines (Pins 19-24) 
are not allowed at any time during conversion 



B 
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MC6805R2 AND MC6805R3 

11.4.4 Port Electrical Characteristics (Vcc = 
unless otherwise noted) 



+ 5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = Tl to Th 



a 



Characteristic | Symbol | Min | Typ | l\^ax | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage lLoad~ ^^ "^^ 


VOL 


- 


_ 


0.4 


V 


Output High Voltage lLoad= -100mA 


VOH 


2.4 


- 


- 


V 


Output High Voltage lLoad= "" ^0 1^^ 


Vqh 


vcc-1 


- 




V 


Input High Voltage lLoad= -300 /*A (max) 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage lLoad= -500 /lA (max) 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current (Vjn = 2.0 V to Vcc) 


l|H 


- 


- 


-300 


/.A 


Hl-Z State Input Current (Vjn = 0.4 V) 


l|L 


- 


- 


-500 


mA 


Port B 1 


Output Low Voltage lLoad = 3.2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage lLoad= ^^ '^^ (sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage lLoad= -200 /jA 


VOH 


2.4 


- 


- 


V 


Darlington Current Drive (Source) Vo= 1 5 V 


lOH 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2,0 . 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


ITSI 


- 


<2 


10 


mA 


Port C and Port A with CMOS Device Disabled | 


Ouput Low Voltage lLoad= ^-^ "^^ 


VOL 


- 


- 


0.4 


V 


Output High Voltage lLoad= - 100 ^A 


Vqh 


24 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


JTSI _ 


- 


<2 


10 


mA 


Port C (Open-Drain Option) | 


Input High Voltage 


V|H 


2.0 


- 


13.0 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Input Leakage Current (V|n = 13.0 V) 


'lod 


- 


<3 


15 


mA 


Output Low Voltage lLoad= l-^ ^^ 


Vol 


- 


- 


0.4 


V 


Port D (Digital Inputs Only) | 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Input Current* 


lin 




<1 


5 


mA 



'PD4/Vf)L-PD5/VR|-(' The A/D conversion resistor (15 kO typical) is connected internally between these two lines, impacting their 
use as digital inputs in some applications. 
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11.5 MC6805U2 AND MC6805U3 

11.5.1 Electrical Characteristics (\/cc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = Tl to Th 
unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<Vccs5.75) 




4.0 


- 


Vcc 




(Vcr.<4.75) 




Vcc-0.5 


- 


Vcc 




INT (4.75<Vccs5.75> 


V|H 


4.0 


# 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 


« 


Vcc 




All Other (Except Timer) 




2.0 


- 


Vcc 




Input High Voltage Timer 












Timer Mode 


V|H 


2.0 


- 


Vcc+10 


V 


Self-Check Mode 




9.0 


10.0 


15.0 




Input Low Voltage 












RESET 




vss 


- 


0.8 




INT 


V|L 


vss 


* 


1.5 


V 


All Other 




Vss 


- 


0.8 




RESET Hysteresis Voltages (See Figures 7-1, 7-2, and 7-3) 












"Out of Reset" 


VlRES-l- 


2.1 


- 


4.0 


V 


"Into Reset" 


V|RES- 


0.8 


- 


2.0 




INT Zero Crossing Voltage, Through a Capacitor 


V|NT 


2 


- 


4 


Vac p-p 


Internal Power Dissipation (No Port Loading, Vcc = 5 -75 V Ta = 0°C 


Pint 


_ 


520 


740 


mW 


for Steady-State Operation) Ta= -40°C 




- 


580 


80O 




Input Capacitance 












, XTAL 


Cin 


- 


25 


- 


pF 


All Other 




- 


10 


- 




Low Voltage Recover 


vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 


Vlvi 


2.75 


3.75 


4.70 


V 


Input Current 












TIMER (Vin = 0,4 V) 




- 


- 


20 




INT (V|n=2.4VtoVcc) 




- 


20 


50 




EXTAL (V|n = 2.4 V to Vcc Crystal Option) 


'in 


- 


- 


10 


/'A 


(Vin = 0.4 V Crystal Option) 




- 




-1600 




RESET (V|n = 0.8 V) 


Ires 


-4.0 




-40 




(External Capacitor Charging Current) 













B 



* Due to internal biasing, this input (when unused) floats to approximately 2.0 V. 



11.5.2 Switching Characteristics (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = Tl to Th 
unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


'osc 


0.4 


- 


4.2 


MHz 


Cycle Time (4/fosc) 


'eye 


0.95 


- 


10 


/XS 


INT, INT2, and TIMER Pulse Width 


•WL. 'WH 


tcyc + 250 


- 


- • 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1 jiF) 


tRHL 


- 


100 


- 


ms 


INT Zero Crossing Detection Input Frequency 


f|NT 


0.03 


- 


1.0 


kHz 


External Clock Input Duty Cycle (EXTAL) 




40 


50 


60 


% 


Crystal Oscillator Start-Up Time* 


- 


- 


- 


100 


ms 



^ See Figure 7-5 for typical crystal parameters. 
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MC6805U2 AND MC6805U3 



11.5.3 Port Electrical Characteristics (Vcc = 
unless otherwise noted) 



+ 5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta=Tl toTH 



a 



Characteristic | Symbol 


MIn 1 Typ 1 Max 


Unit 1 


Port A with CMOS drive enabled | 


Output Low Voltage iLoad'^ ^-^ mA 


VOL 




- 


0,4 


V 


Output High Voltage lLoad= - 100 ^A 


Vqh 


2,4 


- 


- 


V 


Output High Voltage l|_oad= -lO^A 


VOH 


Vcc-10 


- 


- 


V 


Input High Voltage lLoad= -300 /lA (max) 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage lLoad= -500 ;iA (max) 


V|L 


VSS 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 2.0 V to Vcc) 


l|H 


- 


- 


-300 


/xA 


Hi-Z State Input Current (Vjn = 0.4 V) 


l|L 


- 


- 


-500 


^A 


PortB 1 


Output Low Voltage lLoad = 3 2 mA 


VOI 


- 


- 


0.4 


V 


Output Low Voltage lLoad= ^0 ^A (sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage lLoad= -200 /.A 


Vqh 


2,4 


~ 


- 


V 


"Darlington Current Drive (Source) Vo= 1.5 V 


lOH 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2,0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current 


itsi 


- 


<2 


10 


/•A 


Port C and Port A with CMOS drive disabled | 


Output Low Voltage iLoad = 1 6 mA 


Vol 


- 


- 


0,4 


V 


Output High Voltage lLoad= -100/iA 


VOH 


2,4 


- 


- 


V 


Input High Voltage 


V|H 


2,0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


iTSI 


- 


<2 


10 


/•A 


Port C (Open-Drain Option) | 


Input High Voltage 


V|H 


2,0 


- 


13.0 


V 


Input Low Voltage 


V|L 


vss 


- 


08 


V 


Input Leakage Current (V|n = 13.0 V) 


ilod 


- 


<3 


15 


A<A 


Output Low Voltage lLoad= ^-^ ^^ 


Vol 


- 


- 


0.4 


V 


1 


Input High Voltage 


V|H 


2,0 




Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Input Current 


'in 


- 


<1 

...... . 


5 


mA 
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11.6 MC68705R3 AND MC68705R5 

11.6.1 Programming Operation Electrical Characteristics {Vcc = 5.25 Vdc ±0.5, Vss = 0, 
Ta = 20° to 30°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage 


Vpp 


20.0 


21.0 


22.0 


V 


Vpp Supply Current 
Vpp = 5.25 V 
Vpp = 21.0 V 


Ipp 


- 


- 


8 
30 


mA 


Oscillator Frequency 


'osc(p) 


0.9 


1.0 


1.1 


MHz 


Bootstrap Programming Mode Voltage (TIMER Pin) (S) I|htP= lOOfiA Max 


V'lHTP 


9.0 


12.0 


15.0 


V 



11.6.2 Electrical Characteristics (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C 
unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75<Vccs5.75) 




4.0 


- 


vcc 


V 


(Vcc<4.75) 




Vcc-0.5 


- 


vcc 




INT (4.75<VccS5.75) 


VlH 


40 


» » 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 




Vcc 




All Other 




2.0 


- 


Vcc 


V 


Input High Voltage (TIMER Pin) 












Timer Mode 


V|H 


2-0 


- 


Vcc +10 


V 


Bootstrap Programming Mode 




9.0 


12.0 


15.0 


V 


Input Low Voltage 












RESET 




vss 


- 


0.8 


V 


INT 


V|L 


vss 


»« 


1.5 


V 


All Other 




Vss 


- 


0.8 


V 


INT Zero-Crossing Input Voltage - Through a Capacitor 


Vint 


2.0 


- 


4.0 


Vac p-p 


Internal Pov\/er Dissipation (No Port Loading, Vcc = 5.25 V Ta = 0°C 


Pint 


- 


520 


740 


mW 


for Steady-State Operation) Ta= -40°C 




- 


580 


800 




Input Capacitance 












EXTAL 


Cin 


- 


25 


- 


PF 


All Other (See Note) 




- 


10 


- 


pF 


RESET Hysteresis Voltage (See Figure 7-1) 












Out of Reset Voltage 


Vires -t■ 


2.1 


~ 


4.0 


V 


Into Reset Voltage 


V|RES- 


08 




20 


V 


Programming Voltage (Vpp Pin) 












Programming EPROM 


vpp* 


200 


21 


22.0 


V 


Operating Mode 




4.75 


VCC 


5.75 


V 


Input Current 












TIMER (V|n = 0.4 V) 




- 


- 


20 




INT (Vjn = 0.4V) 




- 


20 


50 




EXTAL (V|n = 2.4 V to Vqc) 


l|n 


- 


- 


10 


mA 


(V|n = 0.4 V) 






- 


^1600 




RESET (Vjn = 0.8 V) 


Ires 


-4.0 


- 


-40 




(External Capacitor Changing Current) 














* Vpp is pin 7 on the MC68705R3 and MC68705R5 and is connected to Vqc in fhe normal operating mode. In the MC6805R2, pin 7 is 
connected to Vss '" the normal operating mode. The user must allow for this difference when emulating the MC6805R2 ROM-based 
MCU. 
* "Due to internal biasing, this input (when not used) floats to approxinnately 2.0 V. 

NOTE: Port D analog inputs, when selected, Cjn = 25 pF for the first 5 out of 30 cycles. 
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MC68705R3 AND MC68705R5 

11.6.3 Switching Characteristics (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C 
unless otherwise noted) 



B 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


'osc 


0.4 


- 


4.2 


MHz 


Instruction Cycle Time (4/fQsc) 


'eye 


0.950 


- 


10 


/xs 


INT, INT2, or Timer Pulse Width 


'WL. tWH 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1,0 /jF) 


tRHL 


- 


100 


- 


ms 


INT Zero Crossing Detection Input Frequency 


f|NT 


0.03 


- 


1.0 


kHz 


External Clock Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 


Crystal Oscillator Start-Up Time* 


- 


- 


- 


100 


ms 



*See Figure 7-5 for typical crystal parameters. 

11.6.4 A/D Converter Characteristics (Vcc= +5.25 V ±0.5 Vdc, Vss = Vdc, Ta = 
unless otherwise noted) 



^0° to70°C 



Characteristic 


Min 


Typ 


Max 


Unit 


Comments 


Resolution 


8 


8 


8 


Bits 




Non-Linearity 


- 


- 


±1/2 


LSB 


For VFiH = 4.0 to 5.0 V and Vrl = V. 


Quantitizing Error 


- 


- 


±1/2 


LSB 




Conversion Range 


Vrl 


- 


Vrh 


V 




Vrh 


- 




Vcc 


V 


A/D accuracy may decrease proportionately as 

Vrh is reduced below 4.0 V. The sum of Vrh ai^cl 

Vrl must not exceed Vqq. 


Vrl 


vss 


~ 


0.2 


V 


Conversion Time 


30 


30 


30 


tcyc 


Includes sampling time 


Monotonicity 


Inherent (within total error) | 


Zero input Reading 


00 


00 


01 


hexadecimal 


Vin = 


Ratiometric Reading 


FE 


FF 


FF 


hexadecimal 


Vin = VRH 


Sample Time 


5 


5 


5 


tcyc 




Sample/ Hold Capacitance, Input 


- 


- 


25 


PF 




Analog Input Voltage 


Vrl 


- 


Vrh 


V 


Negative transients on any analog lines (pins 19-24) 
are not allowed at any time during conversion. 
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11.6.5 Port Electrical Characteristics (\/cC= +5.25 Vdc +0.5 Vdc, Vss^ 
unless otherwise noted) 



:0 Vdc, TA = 0°to70°C 



Characteristic | Symbol | Min | Typ | Max | Unit 


Port A 


Output Low Voltage, lLoad= ^ 6 mA 


Vol 




- 


0.4 


V 


Output High Voltage, lLoad= - 100 f^ 


VOH 


2.4 


- 


- 


V 


Output High Voltage, lLoad= -10/iA 


VOH 


Vcc-1.0 


- 


- 


V 


Input High Voltage, lLoad= -300 /lA (Max) 


VjH 


2.0 


- 


vcc 


V 


Input Low Voltage, lLoad= -500 /tA (Max) 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 2 V to Vqc) 


l|H 


- 


- 


-300 


^A 


Hi-Z State Input Current (Vin = 0.4 V) 


l|L _ 


- 


- 


-500 


mA 


Port B 


Output Low Voltage, lLoad = 3.2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad= 10 mA (Sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= -200 jiA 


VoH 


2.4 




- 


V 


Darlington Current Drive (Source), Vo= 15 V 


lOH 


-1.0 




-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


ITSI 


- 


<2 


10 


^A 


Port C 1 


Output Low Voltage, lLoad=l 6 mA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, lLoad= -lOO/jA 


VOH 


2.4 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


iTSI 


- 


<2 


10 


^A 


Port D (Input Only) | 


Input High Voltage 


V|H 


2.0 


- 


^CC 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Input Current 


lin 


- 


<1 


5 


mA 




11.7 MC68705U3 AND MC68705U5 

11.7.1 Programming Operation Electrical Characteristics (Vcc=-'5.25 Vdc ±0.5, Vss 
Ta = 20° to 30°C unless otherwise noted) 



^0 Vdc, 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage 


Vpp 


20.0 


21.0 


22.0 


V 


Vpp Supply Current 
Vpp = 5.25 V 
Vpp = 21.0V 


Ipp 


- 


- 


8 
30 


mA 


Programming Oscillator Frequency 


*oscp 


09 


1.0 


1.1 


MHz 


Bootstrap Programming Mode Voltage (TIMER Pin)(@ l|HTP= 100 /tA Max) 


VlHTP 


9.0 


12.0 


15.0. 


V 
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11.7.2 Electrical Characteristics (Vcc= +5.25 Vdc +0.5 Vdc, Vss = Vdc, Ta = 
unless otherwise noted) 



0° to70°C 



B 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High'Voltage 












RESET (4.99<Vccs5.51) 




40 


- 


vcc 




i\/QQ<4Jb) 




Vcc-0.5 


- 


vcc 




INT (4.99<Vccs5.51) 


V|H 


4.0 


* * 


Vcc 


V 


IVcc<4.75) 




Vcc-0.5 


* * 


Vcc 




All Other 




2.0 


- 


Vcc 




Input High Voltage (TIMER Pml 












Timer Mode 


V|H 


2,0 


- 


Vcc+10 


V 


Bootstrap Programming Mode 




90 


12.0 


15,0 




Input Low Voltage 












RESET 




vss 


- 


0,8 




INT 


V|L 


vss 


** 


15 


V 


All Other 




Vss 


- 


0,8 




Internal Power Dissipatiotn (No Port Loading, Vqc = 5.25 V Ta = 0°C 


Pint 


- 


520 


740 


mW 


for Steady-State Operation) Ta= -40°C 






580 


800 




Input Capacitance 












XTAL 


Cin 




25 


- 


pF 


All Other 






10 


- 




INT Zero-Crossing Voltage, through a Capacitor 


Vint 


2.0 


- 


4.0 


Vac p-p 


RESET Hysteresis Voltage (See Figure 7-1) 












Out of Reset Voltage 


VlRES-i- 


2,1 


- 


4.0 


V 


Into Reset Voltage 


V|RES- 


0.8 


- 


2.0 




Programming Voltage (Vpp Pin) 












Programming EPROM 


Vpp* 


20,0 


21.0 


22.0 


V 


Operating Mode 




4.75 


VCC 


5.75 




Input Current 












TIMER (V|n = 0.4 V) 




- 


- 


20 




INT (V,n = 0.4V) 




- 


20 


50 




EXTAL 'Vin = 2,4 V to Vqc Crystal Option) 


lin 


- 


- 


10 


^A 


(Vin = 0.4 V Crystal Option) 




- 


- 


-1600 




RESET (V|n = 0,8 V) 


Ires 


-4.0 


- 


-40 




(External Capacitor Changing Current) 













* Vpp is Pin 7 on the MC68705U3 and MC68705U5 and is connected to VqC in the Normal Operating Mode. In the MC6805U2. Pin 7 is 
NUM and is connected to Vss ih the Normal Operating Mode. The yser must allow for this difference when emulating the 
MC6805U2 ROM-based MCU. 

'Due to internal biasing, this input (when not used) floats to approximately 2.0 V. 



11.7.3 Switching Characteristics (Vcc= +5.25 Vdc, +0.5 V, Vss = Vdc, Ta = 0° to 70°C 
unless Otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


*osc 


0.4 


_ 


4.2 


MHz 


Instruction Cycle Time (4/fosc) 


'eye 


0.950 


- 


10 


^s 


INT, INT2, or Timer Pulse Width 


*WL. 'WH 


tcyc-H250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1.0 /iF) 


tRHL 


100 


- 


- 


ms 


TnT Zero Crossing Detection Input Frequency 


*INT 


0.03 


- 


1.0 


kHz 


External Clock Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 


Crystal Oscillator Start-Up Time* 


- 


- 


- 


100 


ms 



* See Figure 7-5 for typical crystal parameters. 
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1 1 .7.4 Port Electrical Characteristics ( Vcc = + 5.25 Vdc + 0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C 
unless otherwise noted) 



Characteristic { Symbol | Min | Typ | Max | Unit 


Port A 


Output Low Voltage, lLoad= ^-^ mA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, lLoad= -lOOjiA 


VOH 


2.4 


- 


- 


V 


Output High Voltage, lLoacl= -lOjtA 


VOH 


Vcc-1.0 


- 


- 


V 


Input High Voltage, lLoad= -300 (»A (Max) 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage, lLoad= -500 jjA (Max) 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 2.0 V to Vcc) 


l|H 


- 


- 


-300 


mA 


Hi-Z State Input Current (Vjn = 0.4 V) 


l|L 




- 


-500 


nA 


Port B 1 


Output Low Voltage, lLoad=3.2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad= ^0 '^i^ (Sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= -200 /lA 


VOH 


2.4 


- 


- 


V 


Darlington Current Drive (Source), Vo= 15 V 


lOH 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


<2 





mA 


Porta 1 


Output Low Voltage, iLoad^ ^-^ 'tiA 


Vol 


- 


^ 


0.4 


V 


Output High Voltage, li_oad= -100 ^A 


VOH 


2.4 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


itsi 


- 


<2 


10 


^A 


Port D (Input Only) 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Input Current 


'in 




<1 


5 


('A 



B 



11.8 I/O CHARACTERISTICS 

Figures 11-5 through 11-15 illustrate I/O characteristic data for HMOS M6805 Family devices. 
Simplified port logic diagrams are shown in Figures 11-16 and 11-17, typical input protection in 
Figure 11-18, and an I/O characteristic measurement circuit in Figure 11-19. The 1/0 characteristic 
curves and logic diagrams are intended to allow the system designer to interface the M6805 in a 
variety of applications where non-TTL loading conditions exist. 

A minimum specification curve (included with Vqh vs Iqh charts only) is provided as a guaranteed 
limit of performance under the conditions shown. The expected minimum and maximum curves in 
each figure represent the anticipated performance window under normal manufacturing and 
operating conditions. A typical curve also is illustrated indicating performance under nominal 
conditions. 

Figure 11-15 represents the variation of Idd with temperature and VdD ^or a typical M6805 Family 
device. As shown, Idd varies directly with Vdd and inversely with temperature. 
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Figure 11-8. Port B Vql vs IqL 
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Figure 11-9. Port C Vqh vs Iqh 
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Figure 11-12. EXTAL Vjn vs Ij 
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Figure 11-14. RESET Vjn vs Ijr 
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Figure 11-15. Vdd vs Iqd 
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Figure 11-16. Ports A and C Logic Diagram 
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Figure 11-17. Port B Logic Diagram 
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Figure 11-18. Typical Input Protection 



Figure 11-19. I/O Characteristic 
Measurement Circuit 
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SECTION 12 
ORDERING INFORMATION 



This section contains detailed information to be used as a guide when ordering an IVIC68(7)05 series 
device. 



12.1 MC6805R2 

Package Type 

Ceramic 
L Suffix 

Plastic 
P Suffix 

Cerdip 
S Suffix 



Temperature 

0°C to70°C 
-40°C to85°C 

0°C to 70°C 
-40°C to85°C 

0°C to70°C 
-40°C to85°C 



Generic Number 

MC6805R2L 
MC6805R2CL 

MC6805R2P 
MC6805R2CP 

MC6805R2S 
MC6805R2CS 




12.2 MC6805R3 

Package Type 

Ceramic 
L Suffix 

Plastic 
P Suffix 

Cerdip 
S Suffix 



Temperature 

0°C to 70°C 
-40°C to85°C 

0°C to 70°C 
-40°C to85°C 

0°C to 70 °C 
-40°C to85°C 



Generic Number 

MC6805R3L 
MC6805R3CL 

MC6805R3P 
MC6805R3CP 

MC6805R3S 
MC6805R3CS 



12.3 MC6805U2 

Package Type 

Ceramic 
L Suffix 

Plastic 
P Suffix 

Cerdip 
S Suffix 



Temperature 

0°C to 70°C 
-40°C to85°C 

0°C to 70°C 
-40°C to85°C 

0°C to 70°C 
-40°C to85°C 



Generic Number 

MC6805U2L 
MC6805U2CL 

MC6805U2P 
MC6805U2CP 

MC6805U2S 
MC6805U2CS 
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B 



12.4 MC6805U3 

Package Type 

Ceramic 
L Suffix 

Plastic 
P Suffix 

Cerdip 
S Suffix 

12.5 MC68705R3 

Package Type 

Ceramic 
L Suffix 

12.6 MC68705R5 

Package Type 

Ceramic 
L Suffix 

Cerdip 
S Suffix 

12.7 MC68705U3 

Package Type 

Ceramic 
L Suffix 

12.8 MC68705U5 

Package Type 

Ceramic 
L Suffix 

Cerdip 
S Suffix 



Temperature 

0°C to 70°C 
-40°C to85°C 

0°C to 70°C 
-40°C to85°C 

0°C to 70 °C 
-40°C to85°C 



Temperature 

0°C to 70 °C 
-40°C to85°C 



Temperature 

0°C to 70°C 
-40°C to85°C 

0°C to70°C 
-40°C to85°C 



Temperature 

0°C to 70 °C 
-40°C to85°C 



Temperature 

0°C to 70°C 
-40°C to85°C 

0°C to70°C 
-40°C to85°C 



Generic Number 

MC6805U3L 
MC6805U3CL 

MC6805U3P 
MC6805U3CP 

MC6805U3S 
MC6805U3CS 



Generic Number 

IV1C68705R3L 
MC68705R3CL 



Generic Number 

MC68705R5L 
MC68705R5CL 

MC68705R5S 
I\/1C68705R5CS 



Generic Number 

MC68705U3L 
MC68705U3CL 



Generic Number 

MC68705U5L 
MC68705U5CL 

MC68705U5S 
MC68705U5CS 



12.9 CUSTOIVI IVICUs 

The information required when ordering a custom iVICU is listed below. The ROM program may be 
transmitted to Motorola on EPROMIs) or an MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to first contact your local Motorola repre- 
sentative or Motorola distributor. 

12.9.1 EPROIVIs 

The MCM2716 or MCM2532 type EPROMs, programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern generation. The EPROM must be clearly 
marked to indicate which EPROM corresponds to which address space. The recommended marking 
procedure for two MCM2716 EPROMs is shown in Figure 12-1. 
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X.XX = Customer ID 



Figure 12-1. Recommended Marking Procedure 



After the EPROM(s) are marked, they should be placed in conductive IC carriers and securely 
packed. Do not use styrofoam. 

12.9.2 Verfication Media 

All original pattern media (EPROMs or floppy disk) are filed for contractural purposes and are not 
returned. A computer listing of the ROM code will be generated and returned along with a listing 
verification form. The listing should be thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification form constitutes the contractual agree- 
ment for creation of the customer mask. If desired. Motorola will program one blank EPROM from 
the data file used to create the custom mask to aid in the verification process. 



i 



12.9.3 ROM Verification Units (RVUs) 

Ten MCUs containing the customer's ROM pattern will be sent for program verification. These units 
will have been made using the custom mask but are for the purpose of ROM verification only. For 
expediency they are usually unmarked, packaged in ceramic, and tested only at room temperature 
and 5 volts. These RVUs are included in the mask charge and are not production parts. Therefore, 
the RVUs are not guaranteed by Motorola Ouality Assurance, and should be discarded after 
verification is completed. 

12.9.4 Flexible Disk 

The disk media submitted must be single-sided, single-density, 8-inch MDOS compatible floppies. 
The customer must write the binary file name and company name on the disk with a felt-tip pen. 
The minimum MDOS system files as well as the absolute binary object file (filename .LO type of file) 
from the M6805 cross assembler must be on the disk. An object file made from a memory dump us- 
ing the ROLLOUT command is also acceptable. Consider submitting a source listing as well as the 
following files: filename .LX (EXORciser loadable format) and filename .SA (ASCII source code). 
These files will of course be kept confidential and are used 1) to speed up the process in-house if 
any problems arise, and 2) to speed up the user-to-factory interface if the user finds any software er- 
rors and needs assistance quickly from Motorola factory representatives. 

MDOS is Motorola's Disk Operating System available on development systems such as EXOR- 
cisers, EXORsets, etc. 
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Date 



Customer PO Number 



Customer Company . 

Address 

City 



Motorola Part Number 

MC 

SC 



State 



Zip 



Country 



Phone , 



Extension 



B 



Customer Contact Person 
Customer Part Number 





MC6805R2/U2/R3/U3 OPTION LIST 




Select the options 


for your MCU from the following list. A 


manufacturing mask 


will be generated from this information. 






internal Oscillator Input 


Low Voltage Inhibit 


Timer Clock Source 


Timer Prescaler 


n Crystal 


n Disable 


MC6805R2/U2 Only 


MC6805R2/U2 Only 


n Resistor 


n Enable 


n Internal 02 clock 


n 20 (divide by 1) 






n TIMER input pin 


n 2l (divide by 2) 


Port A Output Drive 


Port C Output Drive 




n 22 (divide by 4) 


n CMOS and TTL 


n TTL 




n 23 (divide by 8) 


n TTL Only 


n Open-Drain 




n 24 (divide by 16) 
n 25 (divide by 32) 
n 26 (divide by 64) 
n 27 (divide by 128) 


Pattern Media (All other media requires prior 


factory approval) 




D EPROMs(MCM2716 or MCM2532) 






D Floppy Disk 








n Other* 








1 



Clock Frequency 



Temperature Range 



0°C to +70°C (Standard) 
-40°C to +85°C 
-40°C to +105°C 



Marking Information (12 Characters Maximum) 
Title 



Signature 



Figure 12-2. Sample Custom MCU Order Form 
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SECTION 13 
MECHANICAL DATA 

This section contains the pin assignnnents and pacl<age dimensions for the l\/IC68(7)05 series 
devices. 

13.1 PIN ASSIGNMENT 



vssC 

RESET[ 

iNT[ 

VCC[ 

EXTAL[ 

XTAL[ 

(Vss) NUM[ 

TIMER[ 

PCOC 

PC1[ 

PC2[ 

PC3C 

PC4[ 

PC5[ 

PC6[ 

PC7t 

PD7[ 

PD6/iNT2[ 

PD5/VrhI 19 

PD4/VrlI 20 



2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 



MC6805R2 



MC6805R3 



]PA7 

]PA6 

]PA5 

]PA4 

1PA3 

3PA2 

]PA1 

]PAO 

]PB7 

3PB6 

]PB5 

]PB4 

]PB3 

]PB2 

]PB1 

3PB0 

]PDO/ANO 

3PD1/AN1 

]PD2/AN2 

]PD3/AN3 



Vss 

RESET[ 

[NT[ 

VCC[ 

EXTAL[ 

XTALI 

NCC 

TIMER[ 

PCO[ 

PC1[ 

PC2[ 

PC3[ 

PC4[ 

PC5[ 

PC6[ 

PC7[ 

PD7[ 

PD6/iNT2[ 

PD5/Vrh[ 

PD4/VrlI 



[ 1 



'\y~ 



?i] 



]PA7 
]PA6 
]PA5 
]PA4 
]PA3 
]PA2 
]PA1 
]PAO 
]PB7 
]PB6 
]PB5 
]PB4 
]PB3 
]PB2 
]PB1 
]PBO 

]PDO/ANO 
]PD1/AN1 
]PD2/AN2 
PD3/AN3 
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MC6805U2 



MC6805U3 



a 



vss[ 


1 • 


RESET! 


2 


iNT[ 


3 


vcc[ 


4 


EXTAL[ 


5 


XTALE 


6 


(Vss) NUM[ 


7 


TIMER[ 


8 


PCO[ 


9 


PC1[ 


10 


PC2[ 


11 


PC3[ 


12 


PC4[ 


13 


PC5[ 


14 


PC6[ 


lb 


PC7[ 


16 


PD7[ 


17 


PD6/INT2 [ 


18 


PD5I 


10 


PD4I 


20 



vy 



1PA7 
JPA6 
1PA5 
]PA4 
]PA3 
]PA2 
]PA1 
]PAO 
]PB7 
]PB6 
]PB5 
]PB4 
]PB3 
]PB2 
3PB1 
IPBO 
]PDO 
]PD1 
]PD2 
]PD3 
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MC68705R3/ MC68705R5 



MC68705U3/ MC68705U5 



vss[ 


, . V-^ ,«, 


]PA7 


RESETI 


2 


3'J 


]PA6 


INTI 


3 


.iH 


]PA5 


Veer 


4 


M 


] PA4 


EXTAL[ 


b 


M 


] PAS 


XTAL[ 


6 


3b 


]PA2 


Vpp[ 


/ 


34 


] PA1 


TIMER[ 


8 


33 


]PAO 


PCO[ 


9 


32 


] PB7 


PC1[ 


10 


31 


] PB6 


PC2[ 


n 


30 


] PB5 


PC3[ 


12 


2y 


] PB4 


PC4[ 


13 


28 


]PB3 


PC5[ 


14 


21 


] PB2 


PC6[ 


lb 


26 


] PBl 


PC7I 


16 


2b 


] PBO 


PD7[ 


17 


24 


] PDO'ANO 


PD6/I'nT2[ 


18 


23 


] PDl ANl 


PD5/VRHt 


19 


22 


] PD2. AN2 


PD4/Vrl[ 


20 


21 


] PD3 AN3 



vssi 


1 • ^^-^ 40 


]PA7 


RESET [ 


2 


3<J 


]PA6 


fNT[ 


3 


38 


1PA5 


vcc[ 


4 


37 


]PA4 


EXTAL[ 


b 


36 


]PA3 


XTAL[ 


6 


3b 


]PA2 


Vpp[ 


/ 


34 


1 PA1 


TIMER [ 


8 


33 


IPAO 


PCO[ 


9 


32 


1 PB7 


PC1[ 


10 


31 


1 PB6 


PC2I 


11 


30 


1 PB5 


PC3[ 


12 


29 


] PB4 


PC4[ 


13 


28 


] PB3 


PC5[ 


14 


27 


I PB2 


PC6[ 


15 


26 


1 PBl 


PC7I 


16 


25 


] PBO 


PD7[ 


17 


24 


]PDO 


PD6/iNT2l 


18 


23 


3 PDl 


PD5[ 


19 


22 


3 PD2 


PD4[ 


20 


21 


3pD3 
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^ MOTOROLA 




MC6805S2 

8-BIT MICROCOMPUTER 

WITH 

ANALOG-TO-DIGITAL CONVERTER, 

SERIAL PERIPHERAL INTERFACE, 

AND THREE TIMERS 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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SECTION 1 
INTRODUCTION 



The MC6805S2 microcomputer unit (MCU) is a member of the M6805 Family of low-cost single- 
chip microcomputers. This 8-bit microcomputer contains a CPU, on-chip clock, ROM, RAM, I/O, 
4-channel 8-bit analog-to-digital (A/D) converter, three timers, two programmable prescalers, and a 
serial peripheral interface (a block diagram is shown in Figure 1-1). It is designed for the user who 
needs an economical microcomputer with the proven capabilities of the M6800-based instruction 
set. 

POO PC1 
Timer A Timer B 



a 



Timer A Prescaler 1 



Timer A Control 

Register 
1 



Porta 



PAO 
PAl 
PA2 
PAS 
PA4 
PA5 
PA6 
PA7 



RESET 

TNTl 



Accumulator 



Index Register 



Condition Code 
Register 



Program 

Counter 

Low 



Program 

Counter 

High 



•^ 



SPI Control 



A i i A 

PBO PB1 PB2 PBS 
SPISS SPICL SPID SPID 



Self-Test 
ROM 
248x8 



Prescaler 2 Timer B 



Timer B Control 
Register 



Miscellaneous 
Register 



Auxiliary Counter 



A/D Converter 



-O ANO/PDO 

-O AN1/PD1 

-O AN2/PD2 

-O ANS/PD3 

-O Vrl 

-O Vrh 



PortD 



INT2/ 
AN4/ 
VSTBY 



ROM 



RAM 
64x8 



'Includes 8 bytes for interrupt vectors. 



Figure 1-1. Block Diagram 
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1.1 HARDWARE FEATURES 

The following are some of the hardware features of the MC6805S2 MCU. 

• A/D Converter 

8-Bit Conversion, Monotonia 
Four Multiplexed Analog Inputs 
Ratiometric Conversion 

• 21 TTL Including Eight TTL/CMOS Compatible I/O Lines 

14 Bidirectional (Four Lines are LED Compatible) 
7 Input-Only 

• 1480 Bytes of User ROM 

• 64 Bytes of RAM 

• Self-Check Mode 

• Serial Peripheral Interface (SPI) 

• Zero-Crossing Detect/ Interrupt 

• One 8-Bit and One 16-Bit Timer 

• One 7-Bit and One 15-Bit Software Programmable Prescaler 

• Three Bidirectional I/O Lines with TTL or Open-Drain Interface (Software Programmable) 

• Auxiliary Counter with "Watchdog" Reset Feature 

• 5-Volt Single Supply 

1.2 SOFTWARE FEATURES 

The following are some of the software features of the MC6805S2 MCU. 

• 10 Powerful Addressing Modes 

• Byte Efficient Instruction Set with True Bit Manipulation, Bit Test, and Branch Instructions 

• Single Instruction Memory Examine/Change 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Register/ Flags 

• User Callable Self-Check Subroutines 

• Complete Development System Support on EXORciser, EXORset, and HDS-200 Available 
Now 

1.3 USER SELECTABLE OPTIONS 

The following are user selectable options of the MC6805S2 MCU. 

• Eight Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Low Voltage Inhibit Option 

• Vectored Interrupts: Timer/SPI, Software, and External 

• 16-Bytes Standby RAM Option 

• Fifth A/D Channel Option 



E 



EXORciser Is a registered trademark of Motorola Inc. 
EXORset and HDS-200 are trademarks of Motorola Inc. 



3-399 



MC6805S2 



i 



SECTION 2 
SIGNAL DESCRIPTION, MEMORY, CPU, AND REGISTERS 



This section provides a description of the signals, mennory spaces, the central processing unit 
(CPU), and the various registers. 

2.1 SIGNAL DESCRIPTION 

The following paragraphs provide a brief description of the signals and a reference (if applicable) to 
other paragraphs that contain more detail about the function being performed. 

2.1.1 VccandVss 

Power is supplied to the MCU using these two pins. VqC is power and Vss is the ground 
connection. 

2.1.2 iNTTand INT2 

These pins provide the capability for asynchronously applying an external interrupt to the MCU. 
Refer to 5.4 INTERRUPTS for additional information. 

2.1.3 XTAL and EXTAL 

These pins provide control input for the on-chip clock oscillator circuit. A crystal, a resistor, or an 
external signal, depending on the user selected manufacturing mask option, can be connected to 
these pins to provide a system clock source with various stability/cost tradeoffs. Lead length and 
stray capacitance on these two pins should be minimized. Refer to 5.3 INTERNAL CLOCK 
GENERATOR OPTIONS for recommendations about these inputs. 

2.1.4 Timer A/PCO and Timer B/PC1 

These pins allow an external input to be used to decrement the internal timer circuitry. Refer to 
SECTION 3 TIMERS for additional information about the timer circuitry. 



2.1.5 RESET 

This pin allows resetting of the MCU at times other t han the automatic resetting capability already in 
the MCU. The MCU can be reset by pulling RESET low. Refer to 5.2 RESETS for additional infor- 
mation. 
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2.1.6 Input/Output Lines (PA0-PA7, PB0-PB3, PC0-PC1, and PD0-PD6) 

Ports A, B, and C are programmable as either inputs or outputs under software control of the data 
direction registers (DDRs). Port D has up to four analog inputs or five via mask option, plus two 
voltage reference inputs when the analog-to-digital (A/D) converter is used (PD5/Vrh, PD4/Vrl, 
and an INT2 input). If any analog input is used, then the voltage reference pins (PD5/\/rh, 
PD4/VRL) must be used in the analog mode. Refer to 6.1 INPUT/OUTPUT, 6.6 ANALOG-TO- 
DIGITAL CONVERTER (A/D), and 5.4 INTERRUPTS for additional information. Port D can also be 
used as a 7-bit digital input-only port. 

2.2. MEMORY 

As shown in Figure 2-1, the iVICU is capable of addressing 4096 bytes of memory and I/O registers 
with its program counter. The MC6805S2 MCU has implemented 1802 of these locations. This con- 
sists of: 1480 bytes of user ROM including eight interrupt vectors, 248 bytes of self-check ROM, 64 
bytes of user RAM, seven bytes of port I/O, five timer registers, two A/D registers, a miscellaneous 
register, and two serial peripheral interface (SPI) registers. The user ROM has been split into three 
areas. The first area is memory locations $080 to $OFF, and allows the user to access these ROM 
locations utilizing the direct and table look-up indexed addressing modes. The main user ROM area 
is from $9C0 to $EFF. The last eight user ROM locations at the top of memory are for the interrupt 
vectors. 

The MCU reserves the first 18 memory locations for I/O features, of which 17 have been imple- 
mented. These locations are used for the ports, the port DDRs, the timers, the miscellaneous 
register, the SPI, and the A/D. Of the 64 RAM bytes, 31 are shared with the stack area, from $061 
through $07F. The stack must be used with care when data shares the stack area. The lower 16 
bytes of RAM, between $40 and $4F, may be powered through the INT2/PD6 pin via a user-defined 
mask option. Selection of this option does not exclude any of the available functions of the 
Ilsrf2/PD6 input. 

The shared stack area is used during the processing of an interrupt or subroutine calls to save the 
contents of the CPU state. The register contents are pushed onto the stack in the order shown in 
Figure 2-2. Since the stack pointer decrements during pushes, the low order byte (PCD of the pro- 
gram counter is stacked first; then the high order four bits (PCH) are stacked. This ensures that the 
program counter is loaded correctly during pulls from the stack, since the stack pointer increments 
when it pulls data from the stack. A subroutine call results in only the program counter (PCL, PCH) 
contents being pushed onto the stack; the remaining CPU registers are not pushed. 

2.3 CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented independently from the I/O or memory configuration. 
Consequently, it can be treated as an independent central processor communicating with I/O and 
memory via internal address, data, and control buses. 

2.4 REGISTERS 

The M6805 Family CPU has five registers available to the programmer. They are shown in Figure 2-3 
and are explained in the following paragraphs. 



B 
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127 
128 



255 
256 



a 



2495 
2496 



3839 
3840 



I/O, RAM 

A/D, Timer, SPI 

(128 Bytes) 



Page ROM 
(128 Bytes) 



Future ROM 
(2240 Bytes) 



Main ROM 
(1344 Bytes) 



(248 Bytes) 



Timer (A, B), 
SPI, 1nT2 



External(INTl) 



7 6 5 4 3 2 10 Hex 
$000 

$001 
$002 
$003 
$004 
$005 
$006 
$007 
$008 

$009 

$0OA 

$00 B 
$00C 

$00D 

$00E 
$00F 
$010 

$011 

$012 
$03 F 
$040 
$04 F 
$050 
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$07 F 
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PortD 
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Port A DDR 
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Port B DCR 
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Porte DDR 




Not Used 




Timer A 




Timer A Control 
Register 




Miscellaneous 
Register 


$9BF \ 
$9 CO 1 


Timer B MSB 




Timer B LSB 


$EFF 1 
$F00 1 


Timer B Control 
Register 


'^^^ Control/ Status 




A^D Result 


$FF7 \ 
$FF8 


SPI Data 


$FF9 \ 
$FFA 1 


SPI 
Control/ Status 


$FFB 1 


Not Used (46 Bytes) 


$FFD \ 
$FFE \ 

SFFF 


(Standby RAM)** 

RAM 
-T —Stack (31 Bytes) 



*Data direction registers (DDRs) are write only; they read as $FF, 
* * Mask Option 

Figure 2-1 . Address Map 
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n-4 


1 1 1 


Condition 
Code Register 


n+1 


n-3 


Accumulator 


n + 2 


n-2 


Index Register 


n + 3 


n-1 


1111 


PCH* 


n + 4 


n 


PCL* 


n + 5 



Push 

*For subroutine calls, only PCH and PCL are stacked. 

Figure 2-2. Interrupt Stacking Order 
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-Zero 
-Negative 
-Interrupt Mask 
-Half Carry 



Figure 2-3. Programming Model 



2.4.1 Accumulator (A) 

The accumulator is a general purpose 8-bit register used to hold operands and results of arithmetic 
calculations or data manipulations. 

2.4.2 Index Register (X) 

The index register is an 8-bit register used for the indexed addressing mode. It contains an 8-bit 
value that may be added to an instruction value to create an effective address. The index register 
can also be used for data manipulations using the read-modify-write instructions and as a temporary 
storage area. 
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2.4.3 Program Counter (PC) 

The program counter is a 12-bit register that contains the address of the next instruction to be 
executed. 

2.4.4 Stack Pointer (SP) 

The stack pointer is a 12-bit register that contains the address of the next free location on the 
stack. During an MCU reset or the reset stack pointer (RSP) instruction, the stack pointer is set to 
location $07F. The stack pointer is then decremented as data is pushed onto the stack and in- 
cremented as data is pulled from the stack. The seven most significant bits of the stack pointer are 
permanently configured to 0000011. Subroutines and interrupts may be nested down to location 
$061 (31 bytes maximum) which allows the programmer to use up to 15 levels of subroutine calls 
(less if interrupts are allowed). 

2.4.5 Condition Code Register (CO 

The condition code register is a 5-bit register in which four bits are used to indicate the results of the 
instruction just executed. These bits can be individually tested by a program and specific action 
taken as a result of their state. Each bit is explained in the following paragraphs. For more informa- 
tion concerning the condition code register refer to the M6805 HM0S/M1468C6 CMOS Family 
Users Manual. 

2.4.5.1 HALF CARRY (H) - Set during ADD and ADC operations to indicate that a carry occurred 
before bits 3 and 4. 

2.4.5. 2 IN TERR UPT (I) - When set, this bit masks (disables) the timer (both A and B), external 
(INT1 and INT2), and the serial peripheral interface interrupts. If an interrupt occurs while this bit is 
set, the interrupt is latched and is processed as soon as the interrupt bit is cleared. 

2.4.5.3 NEGATIVE (N) - When set, this bit indicates that the result of the last arithmetic, logical, 
or data manipulation was negative (bit 7 in the result is a logic one). 

2.4.5.4 ZERO (Z) — When set, this bit indicates that the result of the last arithmetic, logic, or data 
manipulation was zero. 

2.4.5.5 CARRY/BORROW (C) - When set, this bit indicates that a carry or borrow out of the 
arithmetic logic unit (ALU) occurred during the last arithmetic operation. This bit is also affected 
during bit test and branch instructions plus shifts and rotates. 
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SECTION 3 
TIMERS 



The MC6805S2 has three timers and two programmable prescalers (see Figure 3-1) which are 
described in this section. 
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Figure 3-1. Timer A and B Block Diagram 
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3.1 TIMER A 

Timer A is an 8-bit programmable down counter, which may be loaded under program control (see 
Figures 3-2 and 3-3). Included in this timer is a modulus latch which allows the timer to be "auto 
reloaded." Address $08 is the location of TIMER A's data register. Upon every clock input received, 
timer A decrements toward $00. Upon reaching this value, bit 7 in the timer A control register 
(TACR located at $09) is set, signifying a timer interrupt has been generated. At the same time, the 
timer is reloaded with the contents of the modulus latch. In addition to setting the interrupt bit, the 
transition to state $00 also generates an overflow condition which can be used to toggle bit or bit 1 
of port B directly, under the control of the miscellaneous register bit 3 (MR3), the serial peripheral 
interface control register, and the port B data direction register. The bit selected depends upon the 
state of bit of the miscellaneous register. The timer interrupt may be masked by setting bit 6 of the 
TACR. Of course, the I bit in the condition code register will also prevent a timer interrupt from be- 
ing processed. The timer interrupt vector locations are $FF8 and $FF9. The timer interrupt request 
bit MUST be cleared by software. 



$008 



Overflow Mr- 
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Figure 3-2. Timer A 



I TACR7 I TACR6 | TACR5 | TACR4 | TACR3 | TACR2 | TACR1 | TACRO 

TACR7=Timer A Interrupt Request Flag 

TACR6= Tinner A Interrupt Request Mask 

TACR5= External/Internal 

TACR4= External Enable 

TACR3= Timer A Load Mode Control 

TACR2"| 

TACR1 I Prescaler 1 Divide Ratio Select 

TACROJ 



TACR5 


TACR4 


Prescaler 1 Clock 




1 
1 



1 


1 


Internal Clock 

AND of Internal Clock«PC0 

Clock Disabled 

PCO Positive Transition 



Figure 3-3. Timer A Control Register 
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There are three ways of loading data from the modulus latch into timer A as described in the follow- 
ing paragraphs. 

3.1.1 Direct Loading 

When the MCU writes to the timer A data register, the data is latched by the modulus latch, and 
forced into the timer. For this operation, TACR bit 3 must be clear. 

3.1.2 Asynchronous External Event Loading 

When TACR bit 3 i s a lo gic one, the contents of the modulus latch are transferred to the timer at the 
rising edge of the INT2 interrupt request bit (MR7) gated with interrupt request mask bit (MR6). 

NOTE 

If this feature is used, then care must be taken in programming as it will start an interrupt 
service routine if the I bit in condition code register (CO is clear. 

Loading $00 to timer A allows a countdown of 256 clocks before next $00 state is 
reached. 

3.1.3 Auto-Loading 

Auto-loading of the modulus latch occurs whenever the timer reaches the $00 state. This mode is 
independent of the status of bit 3 in TACR. 

NOTE 

Loading modes 1 and 2 are mutually exclusive, and auto-loading occurs in both modes 1 
and 2. 

Timer A may be read at any time without disturbing the countdown mechanism of the timer. At 
reset, both the timer and modulus latch contents are set to $FF. 

NOTE 

Loading $01 to timer A should be avoided when operating with a divide-by-one prescaler. 
Doing so will inhibit timer A auto-ioading, interrupt generation, and port B toggle 
mechanisms. 

3.2 TIIVIER A CONTROL REGISTER 

Timer A control register (TACR) occupies memory location $09 (see Figure 3-4). Five bits are 
allocated to timer A and three bits are used to control prescaler 1. 
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Figure 3-4. Timer A Operation 
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TACR7 Tinner A Interrupt Request Flag 

Set at the transition of timer A to $00 state. Cleared by software or at reset. 

TACR6 Timer A Interrupt Request Mask 

Set at reset or under program control. When set, timer A interrupt requests to the pro- 
cessor are inhibited. Cleared under program control. 

TACR5 External or Internal Bit 

Set under program control. When set, selects the input clock source for prescaler 1 to be 
the PCO input, otherwise the internal clock (fosc divided by four) is the input clock 
source. Cleared at reset or under program control. 



TACR4 External Enable Bit 

Control bit used to enable the external timer pin (PCO). 

TACR5 TACR4 Prescaler 1 Clock Source 

Internal Clock 

AND of Internal Clock and PCO* 

Inputs Disabled 

PCO* Low-to-High Transition 

TACR3 Timer A Load Mode Control 

Set unde r pro gram control. When set, allows asynchronous external event loading of 
timer A {INT2 driven loading is enabled). Cleared under program control or at reset. 
When clear, allows direct loading of timer A. Auto-loading takes place independent of 
TACR3 status. Cleared by reset or by program control. 












1 


1 
1 




1 



B 



TACR2 I Prescaler 1 Division Ratio Control Bits 

TACR1 f Set or cleared under program control, also cleared at reset. When set, these bits select 

TACROj one of the eight possible outputs on prescaler 1. 
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1 
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32 

64 

128 


3.3 TIMER B 











Timer B is a 16-bit timer which is accessed via two registers at $0B for the most-significant byte 
(MSB) and$0C for the least-significant byte (LSB) (refer to Figure 3-5). Included within the MSB of 
timer B is a "pipeline" latch, which allows a "snap shot" value of the entire 16 bits to be read. 



♦The status of PCO depends upon the data direction status of PCO. If PCO is an output, then the clock source is equal to the port data 
register content, independent of the port electrical loading. If an input, then the clock source is the logic level of PCO. 
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^,lrlllA/■, icDinr^ ] MCU — [Timer 8 LSB) 
MCU Write LSB $0C; € ,„ , . , vA/i_^rT- □ nc-r 
1 [P. Latch WJ—* [Timer B MSE 

MCU Write MSB $0B: MCU — [P. Latch W] 

MCU Read LSB $0C: 

MCU Read MSB $0B: (P. Latch RJ — MCU 

Figure 3-5. Timer B 



[Timer B LSB] — MCU 
[Timer B MSB] — [P. Latch RJ 



Read/write operations to the LSB are direct. Reading tine LSB can occur at any time witlnout dis- 
turbing the count. At the time of the LSB read, the contents of the MSB are loaded into the pipeline 
latch, so when the MRU reads the MSB, it actually reads the latch. 

Writing to the LSB of timer B may occur at any time, and the contents are immediately entered into 
the timer. At the same time the contents of the pipeline latch are forced into the MSB of the timer. 
Hence, a 16-bit word may be placed into the entire timer data register during a LSB write operation. 

In order to manipulate a 16-bit word in timer B during a read, it is recommended that a read of the 
LSB be done first, then the MSB. A 16-bit write should be done in the opposite order. (First, write 
the MSB and then the LSB.) After reset, timer B contains $FFFF. 

Like timer A, timer B decrements toward zero upon every clock input received and during the transi- 
tion to state $00 TBCR7 in the timer B control register is set (TBCR is located at $0D). 

The timer interrupt can be masked by setting the timer interrupt mask bit (TBCR6) (Figure 3-6). The 
I bit in the condition code register will also prevent a timer interrupt from being processed. The 
MCU responds to a timer interrupt by saving the current MCU state in the stack, fetching the vector 
from $FF8 and $FF9, and executing the interrupt routine. The timer interrupt routine bit MUST be 
cleared by software. 
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Prescaler 2 Divide Ratio Select 
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Prescaler 2 Clock 





1 
1 



-1 
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AND of Internal Clock'PCI 

Clock Disabled 
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Figure 3-6. Timer B Control Register 



3-410 



MC6805S2 



The transition to $00 generates an overflow pulse which may be used to force a port B data register 
toggle under the control of the nniscellaneous register bit 3 (MRS), the SPI control register, and the 
port B data direction register. (See 6.5 MISCELLANEOUS REGISTER and 4.3 SERIAL 
PERIPHERAL INTERFACE CONTROL AND STATUS REGISTER.) 

3.4 TIMER B CONTROL A STATUS REGISTER 

Timer B control and status register (TBCR) occupies memory location $0D (see Figure 3-6). Four 
bits are allocated to timer B and four bits are used to control prescaler 2. 

TBCR7 Timer B Interrupt Request Flag 

Set at the transition of timer B to $00. Cleared by software or at- reset. 



TBCR6 Timer B Interrupt Request Mask 

Set at reset or under program control. When set, inhibits timer B interrupt requests to the 
processor. Cleared under program control. 

TBCR5 External or Internal Bit 

Set under program control. When set, selects the input clock source for prescaler 2 to be 
the PCI input, otherwise the internal clock (fosc divided by four) is the input clock 
source. Cleared at reset or under program control. 



B 



TBCR4 External Enable Bit 

Set under program control or at reset. When set, this bit enables the external timer pin 
(PCD. Cleared under program control. 

TBCR5 TBCR4 Prescaler 2 Clock Source 









Internal Clock 





1 


AND of Internal Clock and PCI 


1 





Inputs Disabled 


1 


1 


PCr Low-to-High Transition 



TBCR3 
TBCR2 
TBCR1 
TBCRO 



Prescaler 2 Division Ratio Control Bits 

Set or cleared under program control. When set, these bits select one of the 16 possible 

outputs on prescaler 2. All bits are cleared at reset. 



* PCI status depends on the data direction status of PCI . If PCI is an output, then the clock source is equal to the port data register con- 
tent, independent of the port electrical loading. If an input then the clock source is the logic level on PCI. 
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3.5 PRESCALER 1 

Prescaler 1 is a 7-bit binary down counter whose value is selected by TACR2, TACR1 , and TACRO. 
The selected output is used as the clock input to either tinner A or timer B, depending upon the 
status of the prescaler cross-couple bit (MR1). The type of clock source to prescaler 1 may be 
selected by TACR5 and TACR4 (see 3.1 TIIVIER A). 

Prescaler 1 is set to $7F at reset or under program control when a one is written to prescaler 1 clear 
bit(MR3). 

NOTE 

When changing outputs on the prescaler, a prescaler clear should be done first to avoid 
truncation errors. 

3.6 PRESCALER 2 

Prescaler 2 is a 15-bit down counter whose value is selected by TBCR3, TBCR2, TBCR1, and 
TBCRO. The selected output is used as the clock input to either timer A or timer B, depending upon 
the status of MR1 . The type of clock source to prescaler 2 can be selected by TBCR5 and TBCR4 
(see 3.3 TIIVIER B). 

Prescaler 2 is preset to $7FFF at reset, under program control when a logic one is written to 
prescaler 2 clear bit (MR2). 

NOTE 

When changing outputs on the prescaler, a prescaler clear should be done first to avoid 
truncation errors. 

3.7 AUXILIARY COUNTER 

The third timer register in the MC6805S2 is the auxiliary counter, or "watchdog" timer. It is a fixed 
counter which is clocked by the internal clock (fosc divided by four). The total count period is 4095 
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cycles. The MCU communicates with this counter via the miscellaneous register bits 5 and 4 (MR5, 
MR4). Upon overflow, the auxiliary counter control/status bit in the miscellaneous register (MR5) is 
set. Countdown may be aborted at any time under program control, which also w\\\ reset the 
counter to 4095. To do this, the MCU must write to MR5 the inverse of what is read from MR5. 

At reset, the counter is preset to its maximum count of 4095, and MR5 is cleared. The value of the 
counter is not accessible to the MCU; however, the possibility of detecting an underflow and 
presetting it at any time under program control allows it to be used as a fixed rate polled timer in ap- 
plications requiring lengthy time out periods. 

When the auxiliary counter reset mask bit in the miscellaneous register (MR4) is clear and the MR5 
is set as a result of counter time out, the reset pin is internally pulled to ground (Vss)- This feature 
is useful in many applications, e.g., automotive, where the MCU operates in a noisy environment. 
Due to high energy spikes on the power supply and I/O lines, the MCU may lose control of the pro- 
gram and execute through non-valid memory space. The "watchdog" timer will bring the MCU 
back to reset. MR4 is automatically set at reset or under program control. 

To return from a catastropic system runaway, the reset line is pulsed, which will restart the entire 
program. This program should regularly preset the auxiliary counter at a rate higher than the 
counter time out so as not to allow a forced reset. If program runaway does occur, it is likely that 
regular presetting of the auxiliary counter will not take place, and an overflow will force the MCU to 
regain control. (See Figure 3-7.) 



D 
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(a) Counter Preset by Writing "V 

(bj Overflow: MR5— ►!; No Forced Reset 

(cj Counter Reset by Writing "0" 

(dj Overflow MR5-'1 Forced Reset 



Figure 3-7. Auxiliary Counter Operation 
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SECTION 4 
SERIAL PERIPHERAL INTERFACE (SPI) 

This section describes the operation of the serial peripheral interface (SPI) on the MC6805S2. 

4.1 INTRODUCTION 

The serial peripheral interface (SPI) on the MC6805S2 has several versatile operating modes. Ar- 
bitration on data and clock lines is provided. The SPI communicates with the MCU via data and 
control registers located at memory addresses $10 and $11, respectively. Operation of the SPI oc- 
curs via port B (see Figure 4-1). 

The SPI consists of: 

a) an 8-bit shift register (MSB out first; MSB in first) which may also be used as an SPI data 
register, 

b) a divide-by-eight counter, 

c) slave select/arbitration logic, 

d) an SPI control register, and 

e) start and stop bit detection capability. 

Unlike the I/O port operation, the SPI data and clock inputs are always taken from their respective 
I/O port pins, regardless of the status of the data direction register relative to that port. This makes 
it easy to do data and clock arbitration. 

Serial peripheral interface operation is enabled when the SPI enable bit (SPICR4) is set. When 
enabled, the SPI is capable of operating in the following modes: 

a) one wire — auto clocked (e.g., NRZ)., 

b) two wire — half duplex, 

c) two wire — half duplex with clock arbitration, 

d> three wire — half duplex with slave select/busy line, 

e) three wire — full duplex, 

f) three wire — full duplex with clock arbitration, and 

g) four wire — full duplex with slave select/busy line. 

4.2 SPI TERMINOLOGY 

The following explanations are provided to facilitate user understanding of the various operating 
modes of the serial peripheral interface (see Table 4-1). 



i 
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Figure 4-1. Serial Peripheral Interface (SPI) 
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Table 4-1. SPI Operation 



DEFINTIONS 

Transmitter - Data Master: DDRB2or3 = 
Receiver - Data Slave: DDRB2 or 3 = 
Clocl< Master: DDRB1 = 1 
Clocl< Slave: DDRB1=0 
Transaction Mode: SPICR4=1 



1) Active: SPICR7 »( DDRB0 »PB0+ DDRBO) if DDRB1 =0 (clock slave mode) or 

SPICR7»(DDRBO»PB0+ DDRBO) if DDRB1 = 1 (clock master mode) 
Clock pulses allow/ed, data shifted 

2) Idle: SPICR7+ DDRBO'PBO if DDRB1 =0 (clock slave mode) 

Clock pulses blocked, data output line in high-impedance state 
Deselect Mode: SPICR4 = 0-No SPI Operations 



SLAVE SELECT INPUT 

Slave Select Input: SPISS - PBO 

If DDRBO = then no SPISS action on MCU 

1) Master Mode: SPISS = 1 DDRB1 = 1 

SPISS 1 - 0: Switch to Slave Mode (DDRB1 1 -0) 
Set SPICRl (Mode Fault Flag) 

2) Slave Mode: SPISS = DDRB1=0 

External clock is allowed to shift data in/out. If SPISS is pulled high, the external clock input pulses are 
inhibited; no data shift; divide-by-eight counter cleared; SPID (PB2 or PBS) switched to high- 
impedance state. 
Used as Chip-Select Input 



B 



DATA ARBITRATION 

Data master loses data mastership when data collision occurs during internal data strobe time. 



If SPID output port (PB2 or PB3) = 
data strobe time. 



1 while actual pin level is pulled low externally - conflict detected at internal 



Then SPICRl (mode fault flag) is set; SPID output port DDR (B2 or B3) 1 —0 (high-impedance state). 



CLOCK ARBITRATION 

MCU has clock mastership (DDRB1 = 1) 

1) Via SPISS line (DDRBO = 0). If SPISS is pulled low, then clock mastership lost; DDRB1 1—0 (high- 
impedance state); SPICRl is set (mode fault flag). 

2) Via dock line SPICL (DDRB1 = 1 and DCRB5 = 0) 

Condition: SPICL must have open-drain output (DCRB5 = 0) 

If clock line is held low externally then clock mastership is not lost; minimum tci_|-| and Iclk 
times are guaranteed. 

If SPICL goes low during idle mode then SPICRl = 1 and clock line is switched low to inhibit 
the system clock. 



MODE FAULT FLAG OPERATION (SPICRl) 

Flag set when any of the following conditions occur. 
Data arbitration occurs on SPID output. 
Clock arbitration with SPISS during master to slave switching. 
Clock arbitration via clock line if SPICL 1 —'0 during idle. 



START, STOP, AND CLOCK IDLE CONDITIONS 

Clock Idle: The clock level just prior to the transition that causes data on the serial output data line to be changed is 
defined as the SPI clock idle state. 
SPICR5 = 0: SPICL ldle= Low State 
SPICR5= 1: SPICL ldle= High State 

These definitions are necessary for determining start and stop conditions. 

NOTE 

Clock idle state can only be defined if SPICR4 = (Deselect Mode) 

Start Condition: Any negative transition of the data input line (PB2 or PB3) during an SPICL idle state. 
Stop Condition: Any positive transition of the data input line during an SPICL idle state. 
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4.2.1 Clock Mastership 

The SPI clock source is always taken from port B1. When the clock level on pin PB1 is defined by 
the MCU, it is said that the MCU has clock nnastership. The principle condition for clock nnastership 
during an SPI operation is that port B1 must be initialized by its DDR bit so that the port is in the 
output mode. When PB1 DDR is clear (i.e., configured as an input) during an SPI operation, and 
external device provides the SPI clock on pin PB1. This is referred to as the "clock slave" mode. 

4.2.2 Data Mastership 

SPI data transactions (transmission/ reception) can occur through port B2, port B3, or through both 
of these ports as determined by the software. The MCU is said to have data mastership when the 
data output on the selected data output port is defined by the processor. The main requirement for 
data mastership during an SPI operation is that the selected SPI data output port, PB2 or PBS, be 
initialized by its DDR bit to be in the output mode. Routing of output data to the proper port data 
register is done by SPICR3. The MC6805S2 may be a "receiver" in any mode of operation. 

4.2.3 SPI Transaction Mode 

This is the mode where the SPI is allowed to operate (see Figure 4-2). Operation takes place via port 
B lines. SPI transactions are enabled when the SPI control register bit 4 (SPICR4) is set. 

4.2.4 SPI Deselect Mode 

SPICR4 is clear in this mode. All SPI operations and actions relative to the SPI operation are 
blocked in the SPI deselect mode. This mode is selected at reset. 

4.2.5 SPI Active Mode 

The SPI active mode is part of the transaction mode (Figure 4-3). In addition to the transaction 
mode requirements, the two following requirements must be met for the MC6805S2 to operate in 
the SPI active mode: 1) SPICR7-0, and SPISS (port B0) = if PB1 DDR = (clock slave mode) and 
2) SPICR7 = and SPISS=1 if PB1 DDR=1 (clock master mode). In this mode, the SPI clock 
pulses are allowed to shift serial information. 

4.2.6 SPI Idle Mode 

This is part of the transaction mode and is characterized additionally by 1) SPICR 7= 1 or 2) slave 
select input (port B0)=1 if DDRB1 = (clock slave mode). In this mode all SPI clock pulses are 
blocked and, if the MCU is in the clock slave mode, the serial data out line is forced to high im- 
pedance if slave select input PBO= 1. In this mode the MCU is processing serial data or is deselected 
under external control. 
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Figure 4-2. SPI Operation (Example: Clock Slave Mode) 
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Figure 4-3. SPI Clock (Active Transaction) 

4.3 SPI CONTROL AND STATUS REGISTER 

This register, illustrated in Figure 4-4, contains the status and control bits related to SPI operations. 

SPICR7 SPI Interrupt Request Bit 

This bit is cleared at reset or under program control. When the eighth SPI data input 
strobe is detected fronn the SPI clock input this SPI interrupt request bit becomes set. 
When set, it forces the SPI into the idle mode. It remains in the idle mode until it is ser- 
viced. Only if SPICR7 is not masked by SPICR6 is the processor allowed to receive an in- 
terrupt request. The processor services this interrupt if the I bit is clear in the condition 
code register. It does so by fetching the interrupt vector from addresses $FF8 and $FF9. 
As long as SPICR7 is set the SPI remains in the idle mode during SPI transactions. 
SPICR7 is also cleared at the zero to one transition of SPICR2 due to a "start bit" detec- 
tion during the transaction mode. 

SPICR6 SPI Interrupt Request Mask Bit 

This bit is set at reset or under program control. When set, it inhibits interrupt requests 
from SPICR7. This bit is cleared under program control, or at the zero to one transition of 
SPICR2 due to a "start bit" detection during the transaction mode. 
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Figure 4-4. SPI Control Register Operation 

SPICR5 SPI Clock Sense Bit/ Bus-Busy Flag 

This is a dual-function bit controlled by the status of SPICR4. The function of this bit is 
the following: 

SPICR4 Mode SPICR5 Function 

SPI 



Deselect 
SPI Transaction 



SPI Clock Sense Bit (Read/Write) 
SPI Bus-Busy Flag (Read Only) 



If the SPI is in the deselect mode (SPICR4 = 0), SPICR5 becomes a read/write bit that 
controls the clock sense and SPICL idle level. When low, this bit causes SPI input data to 
be latched into the SPI data register on the negative edge of the SPI clock and output 
data to be changed on the positive edge of the SPI clock. This corresponds to a low 
SPICL idle level. When high, input data is latched on the positive edge and output data 
changed on the negative edge of the SPI clock. This corresponds to a high SPICL idle 
level. Data in the SPI data register is shifted by one location to the left at the SPI clock 
edge that latches SPI input data. This clock edge is referred to as the data input strobe. 

During SPI operation (SPICR4=1), SPICR5 becomes a read-only bit that serves as a 
"bus-busy" flag. This flag is set due to a start condition and cleared due to a stop condi- 
tion or at reset. A received MCU or a clock slave can poll this flag to determine the ap- 
propriate time to "capture the bus" and become a transmitter or clock master. This flag 
provides a "clean" hook-unhook mechanism to the serial bus to allow true multi-master 
operation. 

In a properly ordered system, only one MCU has data mastership between a given start 
and stop condition. Outside this busy zone, the serial bus is considered free and is 
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signalled to the MCUs via the bus-busy flag. In the case that nnore than one processor at- 
tempts to gain access to the bus during this free zone, a nornnal data arbitration will take 
place. The MCUs with low priority can then get off the bus and rennain as slaves until the 
next free zone. 

SPICR4 SPI Operation Enable Bit 

This bit is cleared at reset or under program control. When set under program control, it 
allows SPI operation and actions relative to it. When it is cleared, the divide-by-eight 
counter is reset; the SPI data register is disabled from shifting; and data and clock arbitra- 
tion logic, as well as the slave select input logic, actions are inhibited. Logic status of this 
bit determines which of the dual functions is performed by SPICR2 and SPICR5. 



a 



SPICR3 SPI Data Output Select Bit 

This bit is cleared at reset or under program control. When set under program control, 
this bit allows the output of the SPI data register to be loaded to the port 83 data register 
at the appropriate SPI clock edge selected by SPICR5, during the active transaction 
mode. When clear, the port B2 data register is loaded with the output of the SPI data 
register at the appropriate SPI clock edge during the active transaction mode. 



SPICR2 Port 81 Toggle Enable/Start Bit 

This is a dual function bit controlled by the status of SPICR4. The function of this bit is 
the following: 

SPICR2 Function 



SPICR4 


1 



Mode 

SPI Deselect 
SPI Transaction 



Port 81 Toggle Enable 
Start Bit 



During non-SPI operations (SPICR4 = 0), when set under program control, SPICR2 
enables port 81 data register toggle facility. Its prime use is in applications where con- 
tinuous toggle operation may be required. This bit is cleared under program control or at 
reset. 

During SPI operation (SPICR4= 1), this bit is set by the negative transition of the data in- 
put of the SPI data shift register while the clock is in its idle level. The (SPICL) idle level is 
defined as the high level of SPICL if SPICR5= 1 or the low level of SPICR5 = 0. Note that 
SPICR5 must be defined during the SPI deselect mode (SPICR4 = 0). 

At the protocol level, this means that a "start" condition may be defined as an excep- 
tional change of state of data input while this condition does not occur or should not be 
allowed to occur during the data transmission. "Start" condition information may be 
used to distinguish address and data transmissions, as well as transmission resync after 
transmission synchronization has been lost. This bit is cleared or set under program 
control. 



SPICR1 Mode Fault Flag 

This bit is cleared at reset or under program control, 
conditions: 



It is set under the following 
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1) When SPI data output arbitration occurs on the SPI data output port (PBS or PB2> 
selected by SPICR3, the SPI data output port DDR is cleared (switches to high- 
impedance state), MCU loses data mastership, and the mode fault flag is set. 

2) When the MCU has clock mastership (i.e., port 81 DDR=1), slave select input PBO, if 
used as such in the application, should stay high. If a low level is detected on this in- 
put, then the MCU loses clock mastership, switches to clock slave mode, the port B1 
DDR is cleared, and the mode fault flag is set. 

3) When the MCU operates in the master mode where clock arbitration is done via the 
clock line, then the mode fault flag is set during the idle mode when a negative clock 
edge is detected on the SPI clock input. Simultaneously the port B1 data register is 
cleared. 

This feature allows the MCU to detect that some other device has attempted to drive the 
SPI clock input while the MCU was not ready to perform a serial transaction; or that MCU 
has lost data mastership or clock mastership. 

SPICRO SPI Input Data Select Bit 

This bit is cleared at reset or under program control. When set under program control, it 
allows SPI data from port B3 to be latched into the SPI data register. When clear, SPI 
data from port B2 is routed to the input of the SPI data register. 

4.4 SPI DATA REGISTER 

This register can be written into at any time. It can be read "on the fly" irrespective of serial opera- 
tion without disturbing the data. Data is shifted left by one bit every time there is a data input strobe 
while the LSB is loaded with data from port B2 or B3 according to the status of SPICRO. 

The MSB is loaded to the data register of port B2 or B3 according to the status of SPICR3 every 
time there is a data output strobe. Data input and output strobes are generated during the transi- 
tions of the SPI clock input to the MCU under the control of SPICR5. Data input and output strobes 
are generated internally only during the active transaction time. 

4.5 SPI DIViDE-BY-EIGHT COUNTER 

This counter is cleared during SPI deselect or idle modes. It counts at every data input strobe during 
the SPI active transaction mode. At overflow, it sets SPICR7, which in turn puts the SPI in the idle 
mode and blocks all data input and output strobes. This counter is also cleared when the slave 
select input (PBO) is high while the MCU is operating the SPI with slave select in the slave mode, or 
when a "start" condition is detected. Clearing of the counter by the "start" condition allows resyn- 
chronization of data transmission between MCUs. 
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4.6 SPI OPERATION 

The SPI may operate in a variety of ways depending on user application needs. The main modes are 
described below; however, this list is neither exhaustive nor absolute. Software assisted protocols 
may be defined to upgrade the hardware versatility and/or system performance of the MC6805S2. 
Some features common to all operating modes are outlined below. 

1) The SPI data input and output paths may be individually routed under program control via 
SPICR3 and SPICRO to or from either PB2 or PBS (see Table 4-2). This gives rise to four 
possible routings useful in half duplex and full duplex operations, as well as allowing bidirec- 
tional information to flow in daisy-chained systems. 

2) When data input and output is done on the same pin (PB2 or PBS), i.e., 
SPICR3® SPICRO = 0, then half duplex operation takes place. The unused port line (PB2 or 
PBS) is free for any other use. 

3) Data input is always relative to the port pin logic level regardless of the data direction 
register status on that pin. 

If SPICR3® SPICRO = 0, then in case of data arbitration on the data output line, the data in- 
put to the SPI data register is always equal to the logic level imposed on the data input pin 
by the device which wins the data arbitration. 

Table 4-2. Port B Status During SPI Operation 



Port 
Name 


Use 


Input 


Output 


Comments 


PBO 
PBO 


SPISS 
Data 


Yes 
No 


No 
Yes 


Used as slave select input 

Used as "busy" signal or any digital output 


PB1 
FBI 


SPICL 
SPICL 


Yes 

No 


No 
Yes 


Clocl< slave 
Clock nnaster 


PB2 
PB2 
PB2 


SPID 
SPID 
Data 


Yes 
No 
Yes 


No 
Yes 
Yes 


SPI data input SPICRO = 
SPI data output SPICR3 = 
Any digital signal SPICR3= 1 


PB3 
PB3 
PBS 


SPID 
SPID 
Data 


Yes 
No 
Yes 


No 
Yes 
Yes 


SPI data input SPICR0=1 
SPI data output SPICR3=1 
Any digital signal SPICR3 = 



4) When full duplex operation is required, then SPICR3® SPICRO= 1. In this mode, 16 bits of 
information may be transferred with eight clock pulses between at least two devices with 
transmit capability. In this mode both PB2 and PBS are used for SPI data transfer. 
Moreover, the same shift register is used for data out and data in. Thus, the byte trans- 
mitted is replaced by the byte received, removing the need for separate status bits for XMIT 
EMPTY and REC FULL. A single status bit, SPICR7, is used to signify that the input/output 
operation is complete. 

5) The SPI clock is always provided on port B1. In the clock slave mode, the port B1 DDR is 
clear (i.e., input mode). In the clock master mode, the port B1 DDR is set and hence the 
MCU imposes the clock level on pin PB1 until there is clock arbitration on the clock line or 
until the MCU loses clock mastership when the slave select input PBO goes low. 
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6) Clock pulse generation in the case of clock mastership is accomplished via the data register 
toggle facility provided on port B1. According to the status of MRO, the overflow pulse of 
either timer A or B is used as a toggle clock source during the active transaction time. 
Hence, the port B1 data register changes state every time there is a timer overflow. Clock 
frequency generated by this method is therefore half the overflow frequency of the selected 
timer. There is no fixed baud rate generation. The clock frequency is dependent on the 
prescaler clock source option, prescaler divide ratio, and timer divide ratio as well as the port 
C status in case of external clocking for the timer. Toggling of the port B1 data register is 
automatically allowed during the active transaction mode. 

7) For correct transfer of data between devices connected to the SPI, all devices must have 
their output data strobe and input data strobe on the same clock edges. 

8) For proper transmission, the first clock edge during the active transaction mode must be the 
output data strobe. When this occurs, the MSBs of the data registers of all transmitters are 
copied on to the data output pins (e.g., this is valid for devices with such output capability) 
and the MCU copies the MSB of its SPI on to the port B2 or B3 data register, according to 
SPICR3 status. 

On the opposite clock edge, all receivers internally generate the data input strobe and shift 
by one location the contents of the SPI data register. Data for the receivers is assumed to be 
stable on this clock edge. Hence, error-free master-slave type serial data transfer is ac- 
complished. It is therefore important that before a serial data transfer starts, the master 
clock level has to be initialized under program control so as to create an output data strobe 
on the initial SPI clock edge. 

NOTE 

If the initial clock edge is the input data strobe, the MSB of all receivers are lost, 
and transmitted MCU data will have a framing error. However, if a peripheral 
transmitter device (without the selective data output and input strobe feature) is 
transmitting data to the MCU, then, the first clock edge should generate the data 
input strobe for the MCU. 

9) The data direction registers of port B are always accessible during SPI operation. This is also 
true for data control registers of port B which control open-drain enables and the port B out- 
put toggle enables (DCR7 through DCR4). However, during SPI active transaction mode, 
the following data registers are not write accessible under program control: 

a) PB1 data register; 

b) PB2 data register if SPICR 3 = 0, and 

c) PB3 data register if SPICR 3=1. 

This allows write instructions to port B lines not used for SPI operation during the active 
transaction mode without affecting the contents of data registers used for SPI. 

10) The toggle enable of the port Bl data register is asserted during the active transaction mode 
by the SPI logic. This starts the generation of SPI clock pulses if the MCU has the clock 
mastership. If the MCU is in the clock slave mode (DDR Bl =0), then an external device 
provides the clock pulses. 



B 
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11) Port B lines not used for SPI can be used for other digital functions, e.g.; a) in half-duplex or 
one-wire operation the unselected SPI data port may be used as I/O, and b) port BO nnay 
always be used as digital output in the modes where SPI operates without slave select 
input. 

4.7 START BIT OPERATION 

In all operating modes of the SPI, it is implied that all data transmissions are sensitive to the clock 
edges. Depending on the state of SPICR5, data changes either as the result of the rising or falling 
edge of the clock SPICL. 



B 



The clock level prior to the transition that causes data on the serial data line to be changed is called 
the "idle" level. It is assumed that data must be stable just prior to and during the idle level during 
transmission. 

Optional creation of an exception to this rule may be interpreted as additional information such as to 
1) signal the beginning of a transmission; 2) to separate address and data fields and/or 3) to syn- 
chronize transmitter and receivers. 



Negative transition of data input while the clock line (SPICL) is in its "idle" level is being defined as 
an exceptional condition on the MC6805S2 SPI. This condition causes SPICR2 and SPICR5 to be 
set and is defined as the start condition. 

The rising edge of SPICR2 causes the divide-by-eight counter, SPICR7 and SPICR6 to be cleared. 

Refer to Figure 4-5 for clock idle level definition, to Figure 4-6 for the start bit definition, and to 
Figure 4-7 for stop bit definition. 
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Figure 4-5. SPI Clock Idle Level Definition 
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Figure 4-6. SPI Start Bit Definition 
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Figure 4-7. SPI Stop Bit Definition 
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4.8 ADDRESS AND DATA FIELD SEPARATION 

In systems connected together on a serial bus without individual chip-selects for individual elements 
connected to this bus, serial transmission must convey not only data but the address of the receiver 
element to which data is sent. Since all transmissions are byte long, recognition of address from a 
data pattern is not possible unless the address can be distinguished from data by a start bit. In many 
standard accepted systems, an address field follows a start condition which is then followed by a 
number of data fields depending on the transaction relative to that address. 

Detection of this start condition sets SPICR2, hence at the end of an 8-bit transmission it is possible 
to check if the received byte corresponds to address or data fields. It must be emphasized that a 
start condition does not occur normally during the transmission but it is provoked by the trans- 
mitter, prior to address field transmission. 

Secondly, zero-to-one transition of SPICR2 caused by the start condition causes the divide-by-eight 
counter to be cleared, hence allows all receiver MCUs to be synched-up simultaneously. 

The third important consideration is the rate of occupation of the MCU in serving the information 
flow on the serial bus with respect to the background tasks. 

In case of high-speed transmissions (up to 100K Baud) and heavy information flow not related to a 
given MCU on the serial data bus, it is possible, if no precaution is taken, that a non-selected 
receiver MCU has to analyze every field; data or address, to check for a particular address field that 
is of concern. This causes a very high interruption rate to service the SPI and leaves very little time 
for background tasks. In order to mask an undesirable data field transmission, that requires inter- 
rupt driven analysis, SPICR6 may be set and SPICR2 can be cleared after analyzing an invalid ad- 
dress field. Then, the MCU becomes immune to all SPI interrupt requests due to subsequent data 
fields. On the next start bit preceding a new message, SPICR2 is set which in turn causes SPICR7 
and SPICR6 to be cleared. The MCU is then ready to service an incoming new address field via 
interrupt. 

Refer to Figure 4-8 which illustrates the time for SPI address and data field separation (reception). 

4.9 DATA FIELD ONLY OPERATION 

In applications where: 1) only data patterns are transmitted or 2) the effect of the rising edge of 
SPICR2 having cleared SPICR6, SPICR7, and divide-by-eight counter needs to be inhibited, it is 
sufficient to set SPICR2 under program control before transmission. SPICR7 and SPICR6 are not 
cleared by the software controlled setting of SPICR2. 
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Figure 4-8. SPI Address and Data Field Separation (Reception) 
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4.10 DATA ARBITRATION 

Data arbitration occurs when two or more transmitters try to control a common data line. Refer to 
Figure 4-9 for data arbitration timing. 
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Figure 4-9. SPI Data Arbitration Timing Diagram 

The MCU handles the data arbitration in the following ways: 

Starting Conditions 

1) The MCU has data mastership, i.e., port B2 or B3 are used for SPI data transfer and 
have their data direction registers in the output mode. 

2) SPICR3 is preset properly to output the SPI data on the selected data output port (PB2 
or PBS) 

3) The SPI is in the active transaction mode. 

Arbitration Criterion 

The SPI data output line logic level on the pin is compared with contents of the data 
register of that line during the data input strobe. If the data register content is one while 
the SPI data output line logic level is zero then it is decided that an external device(s> is 
(are) trying to control the data line. 
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Action 

When the arbitration criteria are nnet, the nnode fault flag (SPICR1) is set, the MCU loses 
data mastership and the SPI data output line DDR is cleared putting the line in the input 
mode. 

NOTE 

Complementary type of arbitration (i.e., output data line equals one; port 
data register equals zero) is not implemented and should not occur in the 
system as this will cause excessive dissipation on the port and may result in a 
catastrophic failure of the circuit. 

4.11 CLOCK ARBITRATION 

Clock arbitration is done in two ways: 1 ) via the slave select input line and 2) via the serial peripheral 
interface clock line. Both types of arbitration may be used simultaneously in an application. 

4.11.1 Clock Arbitration via Slave Select Input Line 

During serial peripheral interface transactions, port BO serves as the slave select input if port BO is in 
the input mode (DDR B0 = 0). 

When the MCU has clock mastership, PBO should remain high. When an external device requests 
clock mastership this input is pulled low. The MCU loses clock mastership and switches to slave 
type operation, the clock line data direction register bit is cleared, (DDR B1 = 0), and the mode fault 
flag is set. 

This clock arbitration may happen during active or idle transaction modes (see 4.12 SLAVE SELECT 
INPUT OPERATION). 

4.11.2 Clock Arbitration via Serial Peripheral Interface Clock Line 

This type of arbitration is enabled only when the MCU operates as clock master while the clock line 
output buffer works in the open-drain mode (DCR B5 = 0). Unlike the clock arbitration described 
previously, the MCU does not lose clock mastership. The clock output data register status is 
monitored under control of the clock arbitration flip-flop to guarantee minimum clock high and 
clock low times on the clock line, in case two or more clock masters are trying to control the clock 
line simultaneously. Each clock master may be assumed to be asynchronous with respect to the 
other(s) and to run with different clock frequencies. When set, the clock arbitration flip-flop (CLAQ) 
blocks the toggle enable of port B1 effectively inhibiting the port data register from changing state 
by toggling during the toggle pulse. Refer to Figure 4-10 for timing. 
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Figure 4-10. Clock Arbitration via Clock Line Timing 
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GLAQ status is modified under the following conditions: 

a) CLAQ is cleared when: 

1) SPiCR 4 = or DDR B1 = 1 

2) Toggle pulse is generated for port B1. 

b) CLAQ is set when: 

1) A negative edge is detected on the SPI clock input if the port B1 data register is high. 
Simultaneously, the port B1 data register is cleared. If this occurs in the idle mode, while 
the MCU is not ready for serial transmission, the mode fault flag (SPICR 1) is set as well. 
In this way, the MCU will keep the clock line low, effectively blocking all clock pulses on 
the clock line, and detecting that the clock line was driven low during the idle mode. If 
the MCU was set up as a transmitter, the clock edge occurring during the idle mode can- 
not generate an internal data output strobe. Hence, during subsequent serial transmis- 
sion receivers it would "miss" the MSB of the data transmitted from the MCU. Protocols 
can be set up to avoid, or recover from, this type of framing error. 

2) If the SPI clock line is still low IVi machine cycles after the port B1 data register is set, 
the CLAQ set command will remain active, as long as the SPI clock line remains low. The 
clock arbitration operation is explained in more detail in 4.13.3 Two-Wire Half Duplex 
Mode with Clock Arbitration. 

4.12 SLAVE SELECT INPUT OPERATION 

Slave select information is supplied to the MCU via port BO by an external device. If port BO is in the 
output mode then slave select actions are inhibited. If the slave select feature is not used in an ap- 
plication, port BO should be used in the output mode. 

Slave select input generates various actions depending on whether the SPI is operating in the clock 
master mode or clock slave mode. These are outlined in the following paragraphs. 

4.12.1 Slave Select Input Actions During Master Mode 

in this mode, the slave select input is monitored to assure that it stays false (high). If slave select 
becomes true (low), the device immediately exits the master mode and becomes a slave (DDR 
B1=0). The significance of this is that a collision has occurred; that is, two devices have both 
become or are willing to become masters. This is normally the result of a software error, although 
some systems may allow the default master to "knock all other masters off the bus" if an erroneous 
bus state is detected. This is a castastrophic event and it is the responsibility of the default master to 
completely "clean up" the system. Moreover, the mode fault flag is set to signal to the MCU that 
clock mastership is lost. These actions can take place during either active or idle transaction modes. 
Refer to Figure 4-11. 
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*As defined during SPI deselect mode {SPICR4 = 0). 

Figure 4-11. Clock Arbitration via Slave Select Input — Master Mode 

4.12.2 Slave Select Input Actions During Slave Mode 

The slave select (SS) input is generated by the current clock master (parallel port may be used) and 
used to enable one of several possible slaves to accept and/or return data. The SS signal must be 
low prior to occurrence of serial clock pulses and must not become high until the eighth (last) serial 
clock cycle. A high level on SS forces serial data output to the high-impedance state without affect- 
ing the data direction register status relative to the data output. Also, when SS is high the serial 
clock input pulses (if any) are inhibited from generating internal data output arrd input strobe 
pulses, and also the eight-bit counter is cleared. 

The significance of this is that the slave select acts as a chip-enable line and the MCU receives 
and/or is allowed to transmit back information only when SS is pulled low by the current clock 
master. Individual lines must be used from the master for each slave select input. A single line is suf- 
ficient in the case of daisy chain or cascade connection of multiple slaves. Refer to Figure 4-12. 
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*As defined during SPI deselect mode (SPICR4 = 0). 

Figure 4-12. Clock Arbitration via Slave Select Input — Slave Mode 

4.13 SPI OPERATING MODES 

A brief description of the serial peripheral interface (SPI) operating modes is contained in the follow- 
ing paragraphs. 

4.13.1 One-Wire — Autoclocked Mode 

In this mode, various circuits are connected to each other via a single wire one which data transfer 
takes place. The clock is implicit during transmission and each circuit is its own clock master. The 
MCU should be initialized as clock master and port B1 is not connected externally. In order to 
achieve the precise timing required for this transmission it may be useful to start the active transac- 
tion mode with an interrupt. Hence, the data input/output line can be connected on the MCU to the 
iNT2 line. 

With the assistance of software to generate the start bit and stop bits, and swap the order of bits in 
the data, NRZ-type serial transmission compatible with MC6801 can be achieved in this mode. (See 
Figures 4-13 and 4-14.) Unused SPI data port B2 or B3 may be used as a normal input/output. Port 
BO may be used only as an output. 
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4.13.2 Two-Wire Half-Duplex Mode 

In this mode, the data and clock lines are connected between various circuits in the system. Data 
and clock mastership should be monitored via protocol included in the data patterns transmitted 
between circuits. Moreover, data arbitration is possible on the MCU data line. Any transmitter can 
"knock out" all others by transmitting all zeros. 

4.13.3 Two-Wire Half- Duplex Mode with Clock Arbitration 

In this mode, the MCU is assumed to operate as a clock master with an open-drain SPI clock output 
buffer. Clock and data arbitration is accomplished as explained in 4.11 CLOCK ARBITRATION. 
More than one clock master (and transmitter) is allowed at the same time in this mode. 

An interesting protocol occurs when the clock lines of all masters operate with open-drain outputs. 
If no master other than the MCU is operating on the clock line, then the clock arbitration flip-flop 
(CLAQ) is never set and every toggle pulse creates an edge on the SPI clock line (SPICL). This is the 
normal mode of operation. 

However, if an external master pulls the SPI clock line low, the MCU sets CLAQ to inhibit the next 
timer overflow from generating a toggle pulse on the SPI clock port. The SPI clock port data 
register is also cleared. At the next timer overflow, CLAQ is reset and the SPI clock port is allowed 
to toggle during future timer overflows. In the meantime, other master clock outputs may go high. 
However, the SPI clock line is held low by the MCU until a low-to-high transition occurs on its 
SPICL data register line. (In wire-or configuration, any master with a low output imposes a low 
clock line on the total system.) 

This mechanism guarantees that in case of clock arbitration (a process which is asynchronous to 
the timer overflows) the SPI clock low time is not shorter than one toggle period. Hence, narrow 
negative glitches are avoided on the clock line. Some devices in the system may be operated totally 
under software control by using polling techniques. Polling is generally much slower than hardwired 
logic. Potential appearance of narrow glitches could cause castastrophic system faults, as some 
devices in the system might respond to them and some might not. 

The clock arbitration flip-flop is also set when the SPICL data register toggles high while an external 
master keeps the SPI clock line low after two and one-half machine cycles. CLAQ remains set until 
the SPICL line returns to a high state. At the next timer overflow, CLAQ is reset. Future timer 
overflows will be allowed to toggle the SPICL data register to the low state. 

This mechanism guarantees that in case of a clock arbitration situation, the SPI clock high time is 
not shorter than one toggle period. This avoids narrow positive glitches. The same comments are 
applicable to positive glitches with regard to system performance. 

In such a system, the longest clock low time is imposed by the clock master with the longest clock 
low time. The shortest high time is determined by the device with the shortest high clock time. 

4.13.4 Three-Wire Half-Duplex Mode with Slave Select Input 

This mode is similar to the two-wire half-duplex mode except that the slave select input provides the 
possibility of using the MCU as a peripheral circuit in a system (or in systems) where clock master- 
ship may be passed through the slave select line. 
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A typical method of doing this is to wire the slave select lines together. The current master puts its 
slave select line (SPISS) in the output mode prior to a serial transmission and pulls the SPISS line 
low signifying that the system is busy. In this way, the clock master will keep its mastership until the 
end of the transmission. Software protocol can be arranged such that slaves do not request master- 
ship until their SPISS lines go high. At the end of a transmission, the current master pulls the 
SPISS line high and puts its SPISS port (PBO) in the input mode. A slave requesting clock master- 
ship can now pull the SPISS line low, "knocking out" the current master. To avoid simultaneous 
mastership requests, time multiplexed protocols may be required. 
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4.13.5 Three-Wire Full-Duplex Mode 

In this mode, the MCU can operate as a transmitter and receiver at the same time. Bus oriented or 
daisy chain type networks are feasible. Protocols included in the data stream are required to change 
the clock masters, number of transmitters in the system, or the direction of information flow in 
daisy chained systems with "collision." In this mode, it is possible for the MCU to shift out one byte 
while receiving another. This removes the need for XMIT EMPTY or REC FULL status bits. Refer to 
Figure 4-15. 
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Figure 4-15. Daisy Chain/Cascade Organization 



4.13.6 Three-Wire Full-Duplex Mode with Clock Arbitration 

This mode is a mix of the three-wire full-duplex mode and the two-wire half-duplex mode with clock 
arbitration, where the SPI clock line operates in a wire-or fashion in the system. Simultaneous 
masters are allowed and clock arbitration is accomplished via the clock line. 

4.13.7 Four-Wire Full-Duplex Mode with Slave-Select Input 

This mode is similar to the three-wire full-duplex mode with regard to network and to the three-wire 
half-duplex mode with slave-select input in respect to clock arbitration and slave selection. Refer to 
Figure 4-16. 
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Figure 4-16. SPI Operation Bus Organization 
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SECTION 5 

SELF-CHECK, RESETS, CLOCK GENERATOR OPTIONS, 

AND INTERRUPTS 

This section describes the self-check capability, resets, clock generator options, and interrupts. 

5.1 SELF-CHECK 

The self-check capability of the MC6805S2 MCU provides an internal check to deternnine if the part 
is functional. Connect the MCU as shown in Figure 5-1 and monitor the output of port C bit for an 
oscillation of approximately 7 Hz. A 9-volt level on PCO, pin 2, detected as the device under test 
comes out of reset, energizes the ROM-based self-check feature. The self-check program exercises 
the CPU, RAM, ROM, A/D, timers, interrupts, I/O ports, and auxiliary counter. 
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Figure 5-1 . Self-Check Connections 



3-440 



MC6805S2 



Several of the self-check subroutines can be called by a user program with a JSR or BSR instruc- 
tion. They are the RAM, ROM, and 4-channel A/D tests. The timer routine may also be called if the 
timer input is the internal phase two clock. 

5.1.1 RAM Self-Check Subroutine 

The RAM self-check is called at location $F39 and returns with the Z bit clear if any error is detected; 
otherwise, the Z bit is set. The walking diagnostic pattern method is used. 

The RAM test must be called with the stack pointer at $07F. When run, the test checks every RAM 
cell except for $07F and $07E which are assumed to contain the return address. 

The A and X registers and all RAM locations except the top two are modified. 

5.1.2 ROM Checksum Subroutine 

The ROM self-check is called at location $F54 and returns with the Z bit cleared if any error was 
found; otherwise Z= 1, X = on return, and A = if the test passed. RAM locations $040-$043 are 
overwritten. 

5.1.3 Analog-to-Digital Converter Self-Check 

The A/D self-check is called at location $F6E and returns with the Z bit cleared if any error was 
found; otherwise Z= 1. 

The A and X register contents are lost. The X register must be set to four before the call. On return, 
X = 8 and A/D channel? is selected. The A/D test uses the internal voltage references and confirms 
port connections. 

5.1.4 Timer Self-Check Subroutine 

The timer self-check is called at location $F99 and returns with the Z bit cleared if any error was 
found; otherwise Z= 1 . 

In order to work correctly as a user subroutine, the internal phase two clock must be the clock 
source and interrupts must be disabled. Also, on exit, the clock is running and the interrupt mask is 
not set so the caller must protect from interrupts if necessary. 

The A and X register contents are lost. The timer self-check routine counts how many times the 
clock counts in 128 cycles. The number of counts should be a power of two since the prescaler (1) is 
a power of two. If not, the timer probably is not counting correctly. The routine also detects if timer 
A is not running. 
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5.2 RESETS 



The MCU can be reset four ways; by initial power up, by the external reset input (RESET), by a 
forced reset generated by a timeout of the MC Us auxi liary or "watchdog" counter, and by an op- 
tional internal low voltage detect circuit. The RESET input consists mainly of a Schmitt trigger 
which senses the RESET line logic level. A typical reset Schmitt trigger hysteresis curve is shown in 
Figure 5-2. The Schmitt trigger provides an internal reset voltage if it senses a logic zero on the 
RESET pin. Refer to the reset circuit in Figure 5-3 and to Figure 5-9, under 5.4 INTERRUPTS, for 
the complete reset sequence. 



g 



Out 

Of 

Reset 



I ^^ I ' I 



0.8V 2V 4V 

Vires- V|res + 
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5.2.1 Power-On Reset (POR) 

An internal reset is generated upon power up that allows the internal clock generator to stabilize. A 
delay of tRHL milliseconds is required before allowing the RESET input to go high. Refer to the 
power and reset tinning diagram of Figure 5-4. Connecting a capacitor to the RESET input (as il- 
lustrated in Figure 5-5) typically provides sufficient delay. During power up, the Schmitt trigger 
switches on (removes reset) when the RESET rises to V|reS-i- • 
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RESET 
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Internal 
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Figure 5-4. Power and Reset Timing 
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Figure 5-5. Power-Up Reset Delay Circuit 



5.2.2 External Reset Input 

The MCU will be reset if a logic zero is applied to the RESET input for a period longer than one 



machine cycle (tcyc>- Under this type of reset, the Schmitt trigger switches off at Vires - 
vide an internal reset voltage. 



to pro- 



5.2.3 Low Voltage Inhibit (LVI) 

The optional low-voltage detection circuit causes a reset of the MCU if the power supply voltage 
falls below a certain level (Vlv|)- The only requirement is that Vqc remains at or below the Vlvi 
threshold for one tcyc minimum. In typical applications, the Vcc bus filter capacitor will eliminate 
negative-going voltage glitches of less than one tcyc- The output from the low-voltage detector is 
connected directly to the internal reset circuitry. It also forces the RESET pin low via a strong 
discharge device through a resistor. The internal reset will be removed once the power supply 
voltage rises above a recovery level (Vlvr)/ at which time a normal power-on-reset occurs. 
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5.2.4 Forced Reset 

If the auxiliary counter reset mask bit in the nniscellaneous counter (MR4) is clear and the auxiliary 
counter status bit (MR5) is set, as a result of counter overflow, a switch to Vss is turned on, pulling 
the RESET pin low. A consequent voltage drop below V|reS - on RESET causes an MCU reset, 
which in turn sets MR4. Switching to Vss when the RESET pin is turned off allows voltage to rise 
above Vires + - after which the MCU reset is released. 



RESET pin voltage variations occurring as a result of forced reset nnay be amplified externally in 
order to provide a reset to other peripheral circuits in the system. The reset output from the MCU is 
not TTL compatible. 
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5.2.5 Reset Initialization 

The minimum low time for all four modes of reset is one tcyc +250 nanoseconds (tcyc= oscillator 
frequency divided by four). When reset is detected, the MCU initialization takes place. The follow- 
ing are the actions taken on the internal circuitry: 

Serial Peripheral Interface 
Control Register 
Port A Data Direction Register* 
Port C Data Direction Register* 
Port B Data Control Register* 
Interrupt (Mask Bit I in 
Condition Code Register) 
Stack Pointer 
Program Counter 



a) FF 


Timer A Modulus Latch and Timer A 


i) 40 


b) FFFF 


Timer B 




c>7F 


Prescaler 1 


j) 00 


d)7FFF 


Prescaler 2 


k) FC 


e)50 


Timer A Control Register 


1) FO 


f) 50 


Timer B Control Register 


m) 1 


g)50 


Miscellaneous Register 




h)07 


A/D Status Control Register 


n) 7F 
o) FFE 



5.3 INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a minimum of external components. A 
crystal, a resistor, a jumper wire, or an external signal may be used to control the internal clock 
generator with various stability/ cost tradeoffs. A manufacturing mask option is used to select the 
crystal or resistor option. The oscillator frequency is internally divided by four to produce the inter- 
nal system clocks. 

The different connection methods are shown in Figure 5-6. The crystal specifications and suggested 
PC board layout are given in Figure 5-7. A resistor selection graph is shown in Figure 5-8. 

The crystal oscillator start-up time is a function of many variables: crystal parameters (especially 
Rs), oscillator load capacitance, IC parameters, ambient temperatures, and supply oscillator start- 
up. Neither the crystal characteristics nor the load capacitances should exceed recommendations. 



^ Reads as $FF 
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When utilizing the on-board oscillator, the MCU should rennain in a reset condition (reset pin 
voltage below Vires + > until the oscillator has stabilized at its operating frequency. Several factors 
are involved in calculating the external reset capacitor required to satisfy this condition: the 
oscillator start-up voltage, the oscillator stabilization time, the minimum V|reS + ' and the reset 
charging current specification. 



Once Vcc minimum is reached, the external RESET capacitor will begin to charge at a rate depen- 
dent on the capacitor value. The charging current is supplied from Vqc through a large resistor, so 
it appears alm ost like a constant current source until the reset voltage rises above V|reS-i-- 
Therefore, the RESET pin will charge at approximately; 

(V|RES + )»Cext=lRES»tRHL 
Assuming the external capacitor is initially discharged. 
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NOTE; 
The recommended Cl value with a 4,0 MHz crystal is 27 pF, maximurti, including system distributed capacitance. For crystal fre- 
quencies other than 4 MHz, the total capacitance on each pin should be scaled as the inverse of the frequency ratio. For example, with 
2 MHz crystal, use approximately 50 pF on EXTAL and approximately 50 pF on XTAL. The exact value depends on the Motional-Arm 
parameters of the crystal used. 

Figure 5-6. Clock Generator Options 
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Figure 5-8. Typical Frequency Selection for Resistor Oscillator Option 
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5.4 INTERRUPTS 

The MC6805S2 MCU can be interrupted seven different ways: at reset, through the external inter- 
rupt (INT1) input pin, the internal timer (either A or B) interrupt request, the SPI interrupt request, 
the external port D bit 6 (INT2) input pin, and a software interrupt instruction (SWI). 

The reset interrupt has priority over all other interrupts and is not maskable, it is serviced immediate- 
ly at its occurrence independent of the instruction being executed (see 5.2 RESETS). All other inter- 
rupts are maskable and do not cause the current instruction execution to be halted, but are con- 
sidered pending until the current instruction execution is complete. Pending INT1, INT2, timer A, 
timer B, or SPI interrupts are acknowledged by the MCU only if the I bit in the condition code 
register is clear. 



When any interrupt (except reset) is acknowledged, processing is suspended following completion 
of the current instruction being executed, the present MCU state is pushed onto the stack, the 
interrupt bit (i bit) in the condition code register is set, the address of the interrupt routine is obtain- 
ed from the appropriate interrupt vector address, and the interrupt routine is executed. Stacking the 
CPU registers, setting the I bit, and vector fetching requires a total of 11 tcyc periods for comple- 
tion. Note that interrupts which are masked are latched internally for later interrupt service once the 
mask bit(s) is (are) cleared. Refer to Figure 5-9 for a flowchart. The interrupt service routine must 
end with a return from interrupt (RTI) instruction which allows the MCU to resume processing of 
the program prior to the interrupt. 



i 



Table 5-1 provides a listing of the interrupts, their priority, and the address of the vector which con- 
tains the starting address of the appropriate interrupt service routine. This priority applies to those 
interrupts pending when the CPU is ready to accept an interrupt. In addition, each of these inter- 
rupts, except INT1, have a separate mask bit which must also be cleared, in addition to the I bit, for 
the MCU to acknowledge the interrupt. Specifically, the INT2, timer A, timer B, and SPI interrupts 
each have their own independent mask bits contained in MR6, TACR6, TBCR6, and SPICR6, 
respectively. 

NOTE 



The timer A, timer B, INT2, and SPI interrupts share the same vector address. The inter- 
rupt routine must determine the source of the interrupt by examining the interrupt re- 
quest bits, namely TACR7, TBCR7, MR7, and SPICR7. These bits are not automatically 
cleared following interrupt servicing and must be cleared via software. The INT1 interrupt 
has its own unique vector address. Therefore, the INT1 interrupt request is cleared auto- 
matically when the INT1 vector is serviced. 



Table 5-1. Interrupt Priorities 



Interrupt 


Priority 


Vector Address 


RESET 
SWI 

InTi 
timer/int2/spi 


1 

2* 
3 
4 


$FFEand $FFF 
$FFC and $FFD 
$FFA and $FFB 
$FF8and $FF9 



* Priority 2 applies wlien tine I bit in the condition code register is set. 
When 1 = 0, SWI has a priority of four (like any other instruction). 
The priority of INTI thus beconnes two and the TIMER/INT2/SPI 
becomes three. 
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Figure 5-9. Reset and Interrupt Processing Flowchart 



A software interrupt (SWI) is an executable instruction which is executed regardless of the state of 
the I bit in the condition code register. SWIs are usually used as breakpoints for debugging or as 
system calls. 

The external interrupts, INT1 and INT2, are latched and/or sensed on the falling edge of the input 
signal. Tinner A and B interrupt request bits are set when these timers make transition to $00 and 
$0000, respectively. 
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A sinusoidal input signal (fjNT maximum) can be used to operate an external interrupt (INT1), as 
shown in Figure 5-10, for use as a zero-crossing detector with hysteresis included. An interrupt re- 
quest is generated for each negative-slope zei-o crossing of the ac signal. This allows applications 
such as servicing time-of-day routines and engaging/disengaging ac power control devices. Off- 
chip full wave rectification provides an interrupt at every zero crossing of the ac signal and thereby 
provides a 2f clock. 




B 



Figure 5-10. Interrupt Timing 



For digital applications, INT1 can be driven directly by a digital signal. The maximum frequency of a 
signal that can be recognized by the timer and INT1 pin logic is dependent on the parameters 
labeled tWL arid tWH- The pin logic that recognizes the high (or low) state on the pin must also 
recognize the low (or high) state on the pin, in order to re-arm the internal logic. Therefore, the 
period can be calculated as follows: (assumes 50/50 duty cycle for a given period) 



1 
tcyc X 2 -H 250 ns = period =~~ 



The period is not simply tWL- fWH- This computation is allowable, but it does reduce the maximum 
allowable frequency by defining an unnecessarily longer period (250 ns twice). See Figure 5-1 1 . For 
the INT1 function, the maximum allowable frequency is also determined by the software response 
of the INT1 service routine. 
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ac (Current 

(f|NT 'V'ax.) Limiting) 
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(a) Zero-Crossing Interrupt (b) Digital-Signal Interrupt 

Figure 5-11. Typical Interrupt Circuits (INT1) 
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SECTION 6 
INPUT/OUTPUT PORTS AND ANALOG-TO-DIGITAL CONVERTERS 



B 



This section describes the input/output pins, the port data registers, the miscellaneous register, 
and the analog-to-digital converter. 

6.1 INPUT/OUTPUT 

There are 14 input or input/output pins. The INT1 pin may also be polled with branch instructions to 
provide an additional input pin. All pins on ports A, B, and C are programmable as either inputs or 
outputs under software control of the corresponding data direction registers (DDRs). The port I/O 
programming is accomplished by setting the corresponding bit in the port DDR to a logic one for 
output or a logic zero for input. On reset all the DDRs are initialized to a logic zero state, placing the 
ports in the input mode. The port output registers are not initialized on reset and should be 
initialized by software before changing the DDRs from input to output. When programmed as out- 
puts, all I/O pins read latched output data, regardless of the logic levels at the output pin due to 
output loading; refer to Figure 6-1 and Table 6-1. 

CAUTION 

The port data registers are not initialized during reset. The contents of these registers 
should be written to a known state for any port pins that are expected to become out- 
puts. This will avoid any spurious transitions before initializing the corresponding DDR 
bits to the output mode. 




Data 

Direction 

Register 

Bit 


Output 
Data 
Bit 


Output 
State 


Input 
To 
MCU 


1 
1 




1 
X 




1 

High-Z** 



1 
Pin 



*DDR IS a write-only register and reads as all "Is". 
I- » Ports A (with CMOS drive disabled), B, and C are three-state 
ports. Port A has optional internal pullup devices to provide CMOS 
drive capability. See Electrical Characteristics tables for complete 
information. 



Figure 6-1. Typical Port I/O Circuitry 
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Table 6-1. Digital Input/Output Ports 



Name 


Number 


Input 


Output 


Input 


Output 


Comment 


TTL 


Special 


TTL 


CMOS 


Port A 


8 


Yes 


Yes 


. 




♦ 


*(a) 


a: If Pull-Up Option 


Port B 
LED 
Drive 


4 


Yes 


Yes 


*(b) 




*(a) 




a: 10 mA Sink; Current Limited Source. PB1-PB3 
can be programmed to open-dram configuration 
via PB OCR. 

b: Hi-Z Input 


Porte 


2(b) 


Yes 


Yes 


*(a) 




* 




a: Hi-Z Input 

b: Sfiared witfi EXT Timer Inputs 


Port D 


7(a) 


Yes 


No 


* 








a: PD5 and PD4 Sfiare a 15 kilohm resistor (typ) 


INT1 


1 


Yes 


No 




* 






BIL/BIH Instruction 



All input/output lines are TTL compatible as both inputs and outputs. Port A lines are CMOS com- 
patible as outputs using a mask option. Ports B1, B2, and B3 can be software programmed to 
operate as open-drain outputs. Port B, C, and D lines are CMOS compatible as inputs. When pro- 
grammed as outputs, port B is capable of sinking 10 milliamperes and sourcing 1 milliampere on 
each pin (TTL output state). Port D lines are input only; thus, there is no corresponding DDR. 

Port D provides the multiplexed analog inputs, reference voltages, and INT2. All of these lines are 
shared with the port D digital inputs. PD0-PD3 may always be used as digital inputs and may also be 
used as analog inputs. The Vrl and Vrh lines (PD4 and PD5) are internally connected by the A/D 
resistor. Analog inputs may be prescaled to attain the Vrl and Vrh recommended input voltage 
range. 

Figure 6-2 provides some examples of port connections. The address map in Figure 2-1 gives the 
addresses of data registers and DDRs. 

CAUTION 

The corresponding DDRs for ports A, B, and C are write-only registers (locations $004, 
$005, and $006). A read operation on these registers reads as ail ones. Since BSET and 
BCLR are read-modify-write functions, they cannot be used to set a DDR bit (all unaf- 
fected bits would be set). It is recommended that all DDR bits in a port be written using a 
single-store instruction. 

The latched output data bit may always be written. Therefore, any write to a port writes all of its 
data bits even though the port DDR is set to input. This may be used to initialize the data registers 
and avoid undefined outputs. However, care must be exercised when using read-modify-write in- 
structions since the data read corresponds to the pin level if the DDR is an input (zero) and cor- 
responds to the latched output data when the DDR is an output (one). 



B 
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(a) Output Modes 





22 








PA6 


21 




PA5 


20 






19 








PA3 


18 


1 6 mA 


PA2 


17 




PAl 


16 


Port A 
loads a 


PAO 


15 



• (CMOS Loads) 



Port A, bit 7 programmed as output, driving CMOS 
loads and bit 4 one TTL load directly (using CMOS 
output option). 



|io=hfe'|| 




Port B, bit 3 programmed as output, driving Darling- 
ton-base directly 



B 




Port B, bit and bit 1 programmed as output, driving 
LEDs directly. 




CMOS 
Inverter 
MC14049/ 14069 (Typical) 



Port B, bits 1-3, programmed as open-drain 
outputs, driving CMOS loads using external 
pull-up resistors. 



(b) Input Modes 



--{>- 



MC74LS04 (Typical) 



-[> 



TTL driving Port A directly. 



4LS04 U^ 



MC74LS04 
(Typical 



PA5 
PA4 
PA3 



PCI 
PCO 



CMOS and TTL driving Port C directly. 



MC74LS04 or MC14069 
(Typical) 



HH 



CMOS or TTL driving Port B directly. 



ANO-^ 


10 


PDO/ANO 


AN1-* 


9 


PDl/ANl 


AN2->' 


8 


PD2/AN2 


AN3-^ 


7 


PD3/AN3 


V — 


6 


Vrl 


■^5 V ' 


5 


Vrh 




4 


PD6/[NT2 



Port D used as 4-channel A/ D input 



Figure 6-2. Typical Port Connections 
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6.2 PORT B TOGGLE CAPABILITY 

Port B1 and BO data registers have toggle capability at the tinner overflow times. Under the control 
of the timer output cross-couple bit in the miscellaneous register, (MRO), the overflow pulses from 
timer A and timer B are directed to port B1 and BO data registers. (See Figures 6-3 and 6-4.) 

An incoming toggle pulse on port BO is allowed to toggle the data register if port B DCR bit 4 
(DCR4) is cleared. At reset this bit is set. An incoming toggle pulse on port B1 is allowed to toggle 
the port B1 data register under the following conditions governed by control bits in SPI control 
register and SPI clock arbitration flip-flop status. 



PB1 toggle enable= (SPICR7«SPICR4»(PB0+ DDRBO) + SPICR2»SPICR4)«CLAQ 
where: SPICR7= SPI interrupt request flag bit, 

SPICR4=SPI transaction enable bit, 
SPICR2=port B 1 toggle enable bit, and 
CLAQ=ciocl< arbitration flip-flop output. 

When PB1 toggle enable is asserted, MCU write to PB1 data register is inhibited. When SPI is not 
used, SPICR4 and CLAQ are reset. Therefore, SPICR2 can directly control the port B1 toggle 
capability. (See 4.6 SERIAL PERIPHERAL INTERFACE OPERATION.) 



B 



Port B3 
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Enable Bit 
DCR B7 , 



DDR 

Bit 

DDR B3 



SPI Output Strobe«SPICR3 



MCU' 
MCU • 



Output 

Data 

Latch Bit 
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(SPICR3) 
(SPICR4) 



"If I I t 



Port B2 



Open Drain 
Enable Bit 
DCR B6 



MCU 



DDR 

Bit 

DDR B2 



* Write Only Register 



I Output 



> h Buffer 
\J Input 



Data Arbitration 
Logic 



jSPI Output Strobe«SPRICR3 



MCU — 
MCU -*- 



Output Data 
Latch Bit 



^ 



Input Register Bit 



1-101<1 
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Output 

Buffer DATA»DDR-| 

^^ 

Data»DDR-j 



Output 
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CJ 



f Input 
>h Buffer 



Figure 6-3. Port B Configuration (Sheet 1 of 2) 
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* Timer Overflow 



a 




►Toggle Enable B1 = (SPICR7»SPICR4«(PB0+ DDRB0))»SPICR2»SPICR4)»CLAQ 
**A, or B Depends on (MRO) 
X Write Only Register 

Figure 6-3. Port B Configuration (Sheet 2 of 2) 
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DCR7 


DCR6 


DCR5 


DCR4 


DDR3 


DDR2 


DDR1 


DDRO 



Data Direction 



DCR7 - PBS Output Buffer Open Drain Enable 
DCR6 - PB2 Output Buffer Open Drain Enable 
DCR5 - FBI Output Buffer Open Drain Enable 
DCR4 - PBO Toggle Enable 
DDR3 - PBS Output Mode 
DDR2 - PB2 Output Mode 
DDR1 - PB1 Output Mode 
DDRO - PBO Output Mode 

♦Write Only Register: All Bits Read as "V 

Figure 6-4. Port B Data Control Register 



Port toggle capability allows action on port BO or B1 or both as a result of timer overflows. This 
speeds up timer overflow to port service, compared to the normal program controlled method, and 
is very useful in critical real-time related applications. 






Toggle capability on port 81 is fundamental for SPI operation in the clock master mode, where the 
clock pulses are generated by the MCU using this feature as controlled by one of the two available 
timers. 

A write to port BO or B1 data registers is inhibited while the individual port toggle enable is asserted. 
This allows a write to other port B data registers without disturbing the toggle feature of the 
selected port line. 

6.3 PORT B DATA CONTROL REGISTER 

The port B data control register consists of four status bits (DCR7 through DCR4) and four data 
direction bits (DCR3 through DCRO). DCR7, DCR6, and DCR5 are respectively port B3, B2, and B1 
open-drain output control bits. These bits are set at reset or under program control and cleared 
under program control. When clear, the port output buffers operate in the open-drain mode, if the 
port lines are in the output mode. When set, the port output buffers operate in the push-pull mode. 

DCR4 is a toggle enable control bit for port BO. This bit is set at reset or under program control and 
cleared under program control. When cleared, the timer overflow pulse causes the data register on 
port BO to toggle. 



When PBO toggle enable is asserted by clearing DCR4, 
inhibited. 



1CU write to the PBO data register is 



DCR3, DCR2, DCR1, and DCRO are respectively the port B3, B2, B1, and BO data direction 
registers. 

6.4 PORT A AND C DATA DIRECTION REGISTERS 

Port A has an 8-bit and port C has a 2-bit wide data direction register. All bits are cleared at reset to 
the input mode. These registers are write only; they read as $FF. 
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6.5 MISCELLANEOUS REGISTER 

The miscellaneous re giste r (shown below), at memory location $0A, contains control and status in- 
formation related to INT2, auxiliary counter, prescaler 1 and 2, and timer overflow. 



MR7 


MR6 


MR5 


MR4 


MRS 


MR2 


MR1 


MRO 



1 



MR7 INT2 Interrupt Request Bit 

This bit is set when a negative edge is detected on INT2 pin. If not masked by INT2 inter- 
rupt mask bit, (MR6) it causes an interrupt request to the MCU. If the I bit in the condition 
code register is clear, the MCU will acknowledge interrupt by executing the interrupt pro- 
cedure. The interrupt vector is fetched from address $FF8 and $FF9. This bit is cleared 
under program control or at reset. 

MR6 INT2 Interrupt Request Mask 

This bit is set at reset or under program control. When set, it inhibits the INT2 interrupt 
request from being acknowledged by the MCU. MR6 is cleared under program control. 

MR5 Auxiliary Counter Status/ Preset Bit 

This bit is set whenever the auxiliary counter overflows. If it is not masked by the auxiliary 
counter reset mask MR4, it will drive a switch to Vss on the RESET pin causing an MCU 
reset. This bit is cleared at reset or under program control. MR5 may be used as an 
auxiliary counter preset bit. If MR5 is clear it is possible to preset the auxiliary counter by 
writing a logic one to MR5. If MR5 is set (i.e., the auxiliary counter has already over- 
flowed at least once) a logic zero written to MR5 clears the MR5 bit and presets the 
auxiliary counter. MR5 is cleared at reset. Refer to Figure 3-7 for auxiliary counter timing 
information. 

MR4 Auxiliary Counter Reset Mask Bit 

This bit is set at reset or under progr am con trol. When set, it inhibits activation of the 
reset switch controlled by MR5on the RESET pin. MR4 is cleared under program control. 



MRS Prescaler 1 Clear Bit 

This bit is used to preset the contents of prescaler 1 to $7F. This bit reads as a zero. In 
order to preset prescaler 1, a logic one must be written into MRS. 

MR2 Prescaler 2 Clear Bit 

This bit is used to preset the contents of prescaler 2 to $7FFF. This bit reads as a zero. In 
order to preset prescaler 2, a logic one must be written into MR2. 
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MR1 Prescaler Cross-Couple Bit 

This bit controls the outputs of prescalers 1 and 2 and directs them to either timer A or 
timer B clock inputs. This bit is cleared at reset or under program control and set under 
program control. When MR1 is clear the output of prescaler 1 is used as a clock input of 
timer A and the output of prescaler 2 is used as clock input for timer B. When MRI is set, 
outputs of the prescalers are cross-coupled. Thus, prescaler 1 feeds the timer B clock in- 
put and prescaler 2 feeds the timer A clock input. 

To avoid truncation errors at the time of cross coupling, both prescalers may be preset by 
writing a one to MRS and MR2 simultaneously. 

MRO Port B Toggle Cross-Couple Bit 

This bit controls the overflow pulses of timers A and B and directs them to either port B1 
or BO. This bit is cleared at reset or under program control and set under program control. 
When MRO is clear, the overflow output pulse of timer A is used as a port 81 data register 
toggle clock source. Similarly, the timer B overflow output pulse is directed to port BO 
toggle clock input. 

When MRO is set, timer A overflow output is directed to port BO and timer B output is 
directed toward port B1. 

6.6 ANALOG-TO-DIGITAL CONVERTER (A/D) 

The MC6805S2 microcomputers have an 8-bit analog-to-digital (A/D) converter implemented on 
the chip using a successive approximation technique. Up to four external analog inputs, via port D, 
are connected to the A/D through a multiplexer. Four internal analog channels may be selected for 
calibration purposes (Vrh-Vrl, Vrh-Vrl/2, Vrh-Vrl/4, and Vrl). The accuracy of these inter- 
nal channels will not necessarily meet the accuracy specifications of the external channels. 

A fifth external analog input (AN4) is available via mask option. When selected, it replaces the Vrh 
internal channel. Due to signal routing, the accuracy of this fifth channel may be slightly less than 
AN0-AN3. The fifth A/D channel could be used to conveniently monitor the standby RAM supply 
voltage, as an example. 

The multiplexer selection is controlled by the A/D control register (ACR) bits 0, 1, and 2. 



B 
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Whenever the ACR is written, the conversion in progress is aborted, the conversion connplete flag 
(ACR bit 7) is cleared, and the selected input is sannpled for five machine cycles and held internally. 
During these five cycles the analog input will appear approxinnately like a 25 picofarads (maximum) 
capacitor charging through a 2.6 kilohm resistor, typical (see Figure 6-5). 



Device 
Analog O- 
Input 



f 



2.6 kS) (Typical) 

— ^A/v — 



1 
I 



25 pF (Max.) 



a 



Channel 

Select —i— Virtual 

~ Ground 

Figure 6-5. Effective Analog Input Impedance 
(During Sampling Only) 

The converter operates continuously using 30 machine cycles to complete a conversion of the 
sampled analog input. When the conversion is complete, the digitized sample of digital value is 
placed in the A/D result register (APR), the conversion complete flag is set, the selected input is 
sampled again, and a new conversion is started. 

The A/D is ratiometric. Two reference voltages (Vrh and Vrl) are supplied to the converter via 
port D pins. An input voltage equal to Vrh converts to $FF (full scale) and an input voltage equal to 
Vrl converts to $00. An input voltage greater than Vrh converts to $FF and no overflow indication 
is provided. Similarly, an input voltage less than Vrl, but greater than Vss converts to $00. Maxi- 
mum and nhinimum ratings must not be exceeded. For ratiometric conversion, the source of each 
analog input should use Vrh as the supply voltage and be referenced to Vrl. To maintain the full 
accuracy on the A/D, Vrh should be equal to or less than VdD- Vrl should be equal to or greater 
than Vss but less than the maximum specification and (Vrh-Vrl) should be equal to or greater 
than 4 volts. 

The A/D has a built-in Vi LSB offset intended to reduce the magnitude of the quantizing error to 
+ Vi LSB, rather than +0,-1 LSB with no offset. This implies that, ignoring errors, the transition 
point from $00 to $01 occurs at V2 LSB above Vrl- Similarly, the transition from $FE to $FF occurs 
1.5 LSB below Vrh, ideally. Refer to Figures 6-6 and 6-7. 
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Error Convention 
±2LSB's 




B 



>\, — I 1 1 1 1 r 

250x 251x 252x 253x 254x 255x Vrh 
(Vrh-Vrl) = 1 LSE 



Figure 6-6. Ideal Converter Transfer Characteristic 



Analog 



(Vrh-ILSB) '"P^' 



Figure 6-7. Types of Conversion Errors 



Full Scale Error 
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On release of reset the A/D control register (ACR) is cleared therefore after reset channel zero wil 
be selected and the conversion complete flag will be clear. Refer to Figure 6-8 and Table 6-2. 



a 



PD5/VRH 
PD4/VRL 



PDO/ANO 
PD1/AN1 
PD2/AN2 — 
PD3/AN3 — 

INT2/PD6/AN4 



A/D 
Control 
Registe 




Figure 6-8. A/D Block Diagram 



Table 6-2. A/D Input Mux Selection 



A/D Control Register 


Input Selected 


A/D Output (Hex) | 


ACR2 


ACR1 


ACRO 


Min 


Typ 


Max 











ANO 














1 


AN1 











1 





AN2 











1 


1 


AN3 








1 , 


0, 





VrH** 


FE** 


■FF** 


FF** 


1 





1 


Vrl* 


00 


00 


01 


1 


1 





Vrh/4* 


3F 


40 


41 


1 


1 


1 


VrH/2* 


7F 


80 


81 



Mnlernal (calibration) levels 

*AN4 may replace the Vrh calibration chiannel if selected via mask option. 
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SECTION 7 
SOFTWARE AND INSTRUCTION SET 

This section describes the software and instruction set for the IV1C6805S2. 

7.1 SOFTWARE 

The following paragraphs describe the software available to the user. 



7.1.1 Bit Manipulation 

The MC6805S2 MCU has the ability to set or clear any single RAM or input/output bit (except the 
data direction registers; see Caution under INPUT/OUTPUT) with a single instruction (BRSET, 
BCLR). Any bit in page zero, including ROM except the DDRs, can be tested using the BRSET and 
BRCLR instructions and the progrann branches as a result of its state. The carry bit (C) equals the 
value of the bit referenced by BRSET or BRCLR. The capability of working with any bit in RAM, 
ROM, or I/O allows the user to have individual flags in RAM or to handle single I/O bits as control 
lines. 



i 



The coding example in Figure 7-1 illustrates the usefulness of the bit manipulation and test instruc- 
tions. Assume that the MCU is to communicate with an external serial device. The external device 
has a data ready signal, a data output line, and a clock line to clock data one bit at a time, LSB first 
out of the device. The MCU waits until the data is ready, clocks the external device, picks up the 
data in the carry flag (C bit), clears the clock line, and finally accumulates the data bit in a RAM 
location. 
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RETURN CLOCK LINE HIGH 
MOVE C-BIT INTO RAM 
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Figure 7-1. Bit Manipulation Example 
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7.1.2 Addressing Modes 

The MC6805S2 MCU has ten addressing modes available for use by the programmer. They are ex- 
plained briefly in the following paragraphs. For additional details and graphical illustrations, refer to 
the M6805 HMOS/M146805 CMOS Family Users Manual. 

The term "effective address" (EA) is used in describing the addressing modes. EA is defined as the 
address from which the argument for an instruction is fetched or stored. 

7.1.2.1 IMMEDIATE. In the immediate addressing mode, the operand is contained in the byte im- 
mediately following the opcode. The immediate addressing mode is used to access constants which 
do not change during program execution (e.g., a constant used to initialize a loop counter). 

7.1.2.2 DIRECT. In the direct addressing mode, the effective address of the argument is contained 
in a single byte following the opcode byte. Direct addressing allows the user to directly address the 
lowest 256 bytes in memory with a single two-byte instruction. This address area includes all on- 
chip RAM and I/O registers and 128 bytes of ROM. Direct addressing is an effective use of both 
memory and time. 

7.1.2.3 EXTENDED. In the extended addressing mode, the effective address of the argument is 
contained in the two bytes following the opcode. Instructions with extended addressing mode are 
capable of referencing arguments anywhere in memory with a single three-byte instruction. When 
using the Motorola assembler, the user need not specify whether an instruction uses direct or ex- 
tended addressing. The assembler automatically selects the shortest form of the instruction. 

7.1.2.4 RELATIVE. The relative addressing mode is only used in branch instructions. In relative ad- 
dressing, the contents of the 8-bit signed byte following the opcode (the offset) is added to the PC 
if, and only if, the branch condition is true. Otherwise, control proceeds to the next instruction. The 
span of relative addressing is from - 126 to -(-129 from the opcode address. The programmer need 
not worry about calculating the correct offset if he uses the Motorola assembler, since it calculates 
the proper offset and checks to see if it is within the span of the branch. 

7.1.2.5 INDEXED, NO OFFSET. In the indexed, no offset addressing mode, the effective address 
of the argument is contained in the 8-bit index register. Thus, this addressing mode can access the 
first 256 memory locations. These instructions are only one byte long. This mode is often used to 
move a pointer through a table or to hold the address of a frequently referenced RAM or I/O 
location. 

7.1.2.6 INDEXED, 8-BIT OFFSET. In the indexed, 8-bit offset addressing mode, the effective ad- 
dress is the sum of the contents of the unsigned 8-bit index register and the unsigned byte following 
the opcode. This addressing mode is useful in selecting the kth element in an n element table. With 
this two-byte instruction, k would typically be in X with the address of the beginning of the table in 
the instruction. As such, tables may begin anywhere within the first 256 addressable locations and 
could extend as far as location 510 ($1FE is the last location at which the instruction may begin). 
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7.1.2.7 INDEXED, 16-BIT OFFSET. In the indexed, 16-bit offset addressing mode, the effective ad- 
dress is the sunn of the contents of the unsigned 8-bit index register and the two unsigned bytes 
following the opcode. This addressing mode can be used in a manner similar to indexed, 8-bit offset 
except that this three-byte instruction allows tables to be anywhere in memory. As with direct and 
extended, the Motorola assembler determines the shortest from of indexed addressing. 

7.1 .2.8 BIT SET/CLEAR. In the bit set/clear addressing mode, the bit to be set or cleared is part of 
the opcode, and the byte following the opcode specifies the direct address of the byte in which the 
specified bit is to be set or cleared. Thus, any read/write bit in the first 256 locations of memory, in- 
cluding I/O, can be selectively set or cleared with a single two-byte instruction. See Caution under 

6.1 INPUT/OUTPUT. 

7.1.2.9 BIT TEST AND BRANCH. The bit test and branch addressing mode is a combination of 
direct addressing and relative addressing. The bit which is to be tested and condition (set or clear) is 
included in the opcode, and the address of the byte to be tested is in the single byte immediately 
following the opcode byte. The signed relative 8-bit offset in the third byte is added to the PC if the 
specified bit is set or cleared in the specified memory location. This single three-byte instruction 
allows the program to branch based on the condition of any readable bit in the first 256 locations of 
memory. The span of branching is from - 125 to -1-130 from the opcode address. The state of the 
tested bit is also transferred to the carry bit of the condition code registers. See Caution under 6.1 
INPUT/OUTPUT. 

7.1.2.10 INHERENT. In the inherent addressing mode, all the information necessary to execute the 
instruction is contained in the opcode. Operations specifying only the index register or accumulator, 
as well as control instruction with no other arguments, are included in this mode. These instructions 
are one byte long. 

7.2 INSTRUCTION SET 

The MC6805S2 MCU has a set of 59 basic instructions, which when combined with the 10 address- 
ing modes produce 207 usable opcodes. They can be divided into five different types: register/ 
memory, read-modify-write, branch, bit manipulation, and control. The following paragraphs 
briefly explain each type. All the instruction within a given type are presented in individual tables. 

7.2.1 Register/ Memory Instructions 

Most of these instructions use two operands. One operand is either the accumulator or the index 
register. The other is obtained from memory using one of the addressing modes. The jump uncon- 
ditional (JMP) and jump-to-subroutine (JSR) instructions have no register operand. Refer to 
Table 7-1. 



D 
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Table 7-1. Register/ Memory Instructions 



B 





Addressing Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


« 
Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


» 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


OP 
Code 


s 
Bytes 


Cycles 


Load A (rom Memorv 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


b 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


' 


2 


BE 


2 


4 


C£ 


3 


5 


FE 




4 


EE 


2 


5 


Df 


3 


6 


Store A m Memory 


STA 


- 






B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X m Memory 


STX 








BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


SB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


09 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EG 


2 


5 


00 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


02 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EGR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


08 


3 


6 


Arithmetic Compare A 
witti Memory 


CMP 


A1 


2 


2 


B1 


2 


■ 4 


CI 


3 


5 


Fl 




4 


El 


2 


5 


01 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Comparel 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


05 


3 


6 


Jump Unconditional 


JMP 








BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 








8D 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DO 


3 


9 
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7.2.2 Read-Modify-Write Instructions 

These instructions read a memory location or a register, modify or test it contents, and write the 
modified value back to memory or to the register; see Caution under 6.1 INPUT/OUTPUT. The test 
for negative or zero (TST) instruction is included in the read-modify-write instruction though it does 
not perform the write. Refer to Table 7-2. 



Table 7-2. Read-Modify-Write Instructions 











Addr 


essing Modes 








Inherent (A| 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset! 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


» 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


o 
Bytes 


Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A . 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2 s Complement! 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carrv 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


.76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 



i 
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7.2.3 Branch Instructions 

The branch instructions cause a branch from the program when a certain condition is met. Refer to 
Table 7-3. 



Table 7-3. Branch Instructions 



a 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


BranchlFFLower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(BranchlFFLower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEG 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFFPIus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


BranchlFFInterupt Mask 
Bit IS Clear 


BMC 


2C 


2 


4 


BranchlFFInterrupt Mask 
Bit IS Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
IS Low 


OIL 


2E 


2 


4 


BranchlFFInterrupt Line 
IS High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 
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7.2.4 Bit Manipulation Instructions 

The instructions are used on any bit in the first 256 bytes of memory; see Caution under 6.1 INPUT/ 
OUTPUT. One group either sets or clears. The other group performs the bit test and branch opera- 
tions. Refer to Table 7-4. 



Table 7-4. Bit Manipulation Instructions 







Addressing Modes 


Function 


Mnemonic 


Bit Set/C 


ear 


Bit Test and Branch j 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 




Cycles 


Branch IFF Bit n is set 


BRSET n (n ^ 71 


- 




- 


2.n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7t 


- 




- 


01 • 2 'n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10* 2. n 


2 


7 








Clear bit n 


BCLR n (n = 7) 


11 * 2 .n 


2 


7 









B 



7.2.5 Control Instructions 

The control instructions control the MCU operations during program execution. Refer to Table 7-5. 

Table 7-5. Control Instructions 







Inherent | 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEl 


9B 




2 


Clear Interrupt Mask Bil 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




1 1 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Slack Pointer 


RSP 


9C 




2 


No Operation 


NOP 


9D 




2 
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7.2.6 Alphabetical Listing 

The complete instruction set is given' in a alphabetical order in Table 7-6. 



Table 7-6. Instruction Set (Sheet 1 of 2) 



B 





Addressing Modes 


ConditionCodel 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




^ 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 






• 








BCS 










X 














• 








BEG 










X 






















BHCC 










X 














• 








BHCS 










X 






















BHI 










X 














• 








BHS 










X 






















BIH J 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 




















• 


BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 














• 








BRA 










X 














• 








BRN 










X 






















BRCLR 




















X 




• 


• 






BRSET 




















X 












BSET 


















X 








• 






BSR 










X 






















CLL 


X 






























CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 


DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 








ff. 


• 


• 





Condition Code Symbols: 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 



Z Zero 

C Carry/ Borrow 



A Test and Set if True, Cleared Otherwise 
• Not Affected 
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Table 7-6. Instruction Set (Sheet 2 of 2) 





Addressing Modes 


ConditionCcdej 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Tests. 
Branch 


H 


1 


N 


Z 


C 


LDA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 
























• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 
























• 


• 


• 


RTI 


X 
























? 


7 


) 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 








* 


A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 






















• 


• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 31 
I Interrupt Mask 
N Negative (Sign Bit) 



Z Zero 

C Carry/ Borrow 



A Test and Set if True, Cleared Otfierwise 
• Not Affected 



B 



7.2.7 Opcode Map 

Table 7-7 is an opcode map for the instruction used on the MCU. 
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Table 7-7. M6805 HMOS/M146805 CMOS Family Instruction Set Opcode Map 



B 





Bit Manipulation 


Branch 


Read/ Modify/ Write 




BTB 


BSC 


REL 


DIP 


A 


X 


1X1 


IX 








0000 


1 

0001 


2 

0010 


3 

0011 


4 

0100 


5 

0101 


6 

0110 


7 

0111 






0000 


10 5 

BRSETO 

3 BTB 


7 5 

BSETO 

2 BSC 


4 3 

BRA 

2 REL 


6 5 

NEG 

2 DIR 


4 3 

NEG 

1 A 


4 3 

NEG 

1 X 


7 6 

NEG 

2 1X1 


6 5 

NEG 

1 IX 




1 

0001 


10 5 

BRCLRO 

3 BTB 


7 5 

BCLRO 

2 BSC 


4 3 

BRN 

2 REL 














2 

0010 


10 5 

BRSET1 

3 BTB 


7 5 

BSET1 

2 BSC 


4 3 

BHI 

2 REL 














3 

0011 


10 5 

BRCLRl 

3 BTB 


7 5 

BCLRl 

2 BSC 


4 3 

BLS 

2 REL 


6 5 

COM 

2 DIR 


4 3 

COM 

1 A 


4 3 

COM 

1 X 


7 6 

COM 

2 1X1 


6 5 

COM 

1 IX 




4 

0100 


10 5 

BRSET2 

3 BTB 


7 5 

BSET2 

2 BSC 


4 3 

BCC 

2 REL 


6 5 

LSR 

2 DIR 


4 3 

LSR 

1 A 


4 3 

LSR 

1 X 


7 6 

LSR 

2 1X1 


6 5 

LSR 

1 IX 




5 

0101 


10 5 

BRCLR2 

3 BTB 


7 5 

BCLR2 

2 BSC 


4 3 

BCS 

2 REL 














6 

0110 


10 5 

BRSET3 

3 BTB 


7 5 

BSET3 

2 BSC 


4 3 

BNE 

2 REL 


6 5 

ROR 

2 DIR 


4 3 

ROR 

1 A 


4 3 

ROR 

1 X 


7 6 

ROR 

2 1X1 


6 5 

ROR 

1 IX 




7 

0111 


10 5 

BRCLR3 

3 BTB 


7 5 

BCLR3 

2 BSC 


4 3 

BEQ 

2 REL 


6 5 

ASR 

2 DIR 


4 3 

ASR 

1 A 


4 3 

ASR 

1 X 


7 6 

ASR 

2 1X1 


6 5 

ASR 

1 IX 




8 

1000 


10 5 

BRSET4 

3 BTB 


7 5 

BSET4 

2 BSC 


4 3 

BHCC 

2 REL 


6 5 

LSL 

2 DIR 


4 3 

LSL 

1 A 


4 3 

LSL 

1 X 


7 6 

LSL 

2 1X1 


6 5 

LSL 

1 IX 




9 

1001 


10 5 

BRCLR4 

3 BTB 


7 5 

BCLR4 

2 BSC 


4 3 

BHCS 

2 REL 


6 5 

ROL 

2 DIR 


4 3 

ROL 

1 A 


4 3 

ROL 

1 X 


7 6 

ROL 

2 1X1 


6 5 

ROL 

1 IX 




A 

1010 


10 5 

BRSET5 

3 BTB 


7 5 

BSET5 

2 BSC 


4 3 

BPL 

2 REL 


6 5 

DEC 

2 DIR 


4 3 

DEC 

1 A 


4 3 

DEC 

1 X 


7 6 

DEC 

2 1X1 


6 5 

DEC 

1 IX 




B 

1011 


10 5 

BRCLR5 

3 BTB 


7 5 

BCLR5 

2 BSC 


4 3 

BMI 

2 REL 














C 

1100 


10 5 

BRSET6 

3 BTB 


7 5 

BSET6 

2 BSC 


4 3 

BMC 

2 REL 


6 5 

INC 

2 DIR 


4 3 

INC 

1 A 


4 3 

INC 

1 X 


7 6 

INC 

2 1X1 


6 5 

INC 

1 IX 




D 

1101 


10 5 

BRCLR6 

3 BTB 


7 5 

BCLR6 

2 BSC 


4 3 

BMS 

2 REL 


6 4 

TST 

2 DIR 


4 3 

TST 

1 A 


4 3 

TST 

1 X 


7 5 

TST 

2 1X1 


6 4 

TST 

1 IX 




E 

1110 


10 7 

BRSET7 

3 BTB 


7 5 

BSET7 

2 BSC 


4 3 

BIL 
2 REL 














F 

1111 


10 7 

BRCLR7 

3 BTB 


7 5 

BCLR7 

2 BSC 


4 3 

BIH 

2 REL 


6 5 

CLR 

2 DIR 


4 3 

CLR 

1 A 


4 3 

CLR 

1 X 


7 6 

CLR 

2 1X1 


6 5 

CLR 

1 IX 





INH 


Inherent 


A 


Accumulator 


X 


Index Register 


IMM 


Immediate 


DIR 


Direct 



Abbreviations for Address Modes 

EXT Extended IX 

REL Relative 1X1 

BSC Bit Set/Clear 1X2 

BTB Bit Test and Branch * 



Indexed (No Offset) 
Indexed, 1 Byte (8-Bit) Offset 
Indexed, 2 Byte (16-Bit) Offset 
M146805 CMOS Family Only 
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Control 


Register/ Memory 






INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 






8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 

1110 


F 

1111 


Hi ^^ 




9 9 

RTI 

1 INH 




2 2 

SUB 

2 IMM 


4 3 

SUB 

2 DIR 


5 4 

SUB 

3 EXT 


6 5 

SUB 

3 1X2 


5 4 

SUB 

2 1X1 


4 3 

SUB 

1 IX 




0000 




6 6 

RTS 

1 INH 




2 2 

CMP 

2 IMM 


4 3 

CMP 

2 DIR 


5 4 

CMP 

3 EXT 


6 5 

CMP 

3 1X2 


5 4 

CMP 

2 1X1 


4 3 

CMP 

1 IX 


1 

0001 








2 2 

SBC 

2 IMM 


4 3 

SBC 

2 DIR 


5 4 

SBC 

3 EXT 


6 5 

SBC 

3 1X2 


5 4 

SBC 

2 1X1 


SBC 

1 IX 


2 

0010 




11 10 

SWI 

1 INH 




2 2 

CPX 

2 IMM 


4 3 

CPX 

2 DIR 


5 4 

CPX 

3 EXT 


6 5 

CPX 

3 1X2 


5 4 

CPX 

2 1X1 


4 3 

CPX 

1 IX 


3 

0011 








2 2 

AND 

2 IMM 


4 3 

AND 

2 DIR 


5 4 

AND 

3 EXT 


6 5 

AND 

3 1X2 


5 4 

AND 

2 1X1 


4 3 

AND 

1 IX 


4 

0100 








2 2 

BIT 

2 IMM 


4 3 

BIT 

2 DIR 


5 4 

BIT 

3 EXT 


6 5 

BIT 

3 1X2 


5 4 

BIT 

2 1X1 


BIT 

1 IX 


5 

0101 








2 2 

LDA 

2 IMM 


4 3 

LDA 

2 Dir 


5 4 

LDA 

3 EXT 


6 5 

LDA 

3 1X2 


5 4 

LDA 

2 1X1 


4 3 

LDA 

1 IX 


6 

0110 






2 2 

TAX 

1 INH 




5 4 

STA 

2 DIR 


6 5 

STA 

3 EXT 


7 6 

STA 

3 1X2 


6 5 

STA 

2 1X1 


5 4 

STA 

1 IX 


7 

0111 






2 2 

CLC 

1 INH 


2 2 

EOR 

2 IMM 


4 3 

EOR 

2 DIR 


5 4 

EOR 

3 EXT 


6 5 

EOR 

3 1X2 


5 4 

EOR 

2 1X1 


4 3 

EOR 

1 IX 


8 

1000 






2 2 

SEC 

1 INH 


2 2 

ADC 

2 IMM 


4 3 

ADC 

2 DIR 


5 4 

ADC 

3 EXT 


6 5 

ADC 

3 1X2 


5 4 

ADC 

2 1X1 


ADC 

1 IX 


9 

1001 






2 2 

CLI 

1 INH 


2 2 

ORA 

2 IMM 


4 3 

ORA 

2 DIR 


5 4 

ORA 

3 EXT 


6 5 

ORA 

3 1X2 


5 4 

ORA 

2 1X1 


4 3 

ORA 

1 IX 


A 

1010 






2 2 

SEI 

1 INH 


2 2 

ADD 

2 IMM 


4 3 

ADD 

2 DIR 


5 4 

ADD 

3 EXT 


6 5 

ADD 

3 1X2 


5 4 

ADD 

2 1X1 


ADD 

1 IX 


B 

1011 






2 2 

RSP 

1 INH 




3 2 

JMP 

2 DIR 


4 3 

JMP 

3 EXT 


5 4 

JMP 

3 1X2 


4 3 

JMP 

2 1X1 


JMP 

1 IX 


C 

1100 






2 2 

NOP 

1 INH 


8 6 

BSR 

2 REL 


7 5 

JSR 

2 DIR 


8 6 

JSR 

3 EXT 


9 7 

JSR 

3 1X2 


8 6 

JSR 

2 1X1 


JSR 

1 IX 


D 

1101 




* 2 

STOP 

1 INH 




2 2 

LDX 

2 IMM 


4 3 

LDX 

2 DIR 


5 4 

LDX 

3 EXT 


6 5 

LDX 

3 1X2 


5 4 

LDX 

2 1X1 


4 3 

LDX 

1 IX 


E 

1110 




* 2 

WAIT 

1 INH 


2 2 

TXA 

1 INH 




5 4 

STX 

2 DIR 


6 5 

STX 

3 EXT 


7 6 

STX 

3 1X2 


6 5 

STX 

2 1X1 


5 4 

STX 

1 IX 


F 
nil 




LEGEND 



Cycles, M6805HMOS- 

Mnemonic - 

Bytes ■ 

Cycles, M 146805 CMOS- 



F -*- 

1111 ■«_ 



#■ 4 

♦►SUB 




0- 

0000- 



Opcode in Hexadecimal 
Opcode in Binary 
Address Mode 



7-11/7-12 
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SECTION 8 
ELECTRICAL SPECIFICATIONS 

This section contains the electrical specifications for the MC6805S2. 



8.1 MAXIMUM RATINGS 



B 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage PCD in 

Self-Check Mode 

All Other 


Vin 


-0.3 to +15.0 
-0.3 to +7.0 


V 


Port A and C Source Current per Pin 
(One at a Time) 


'out 


10 


mA 


Operating Temperature Range 
MC6805S2 
MC6805S2C 


Ta 


to 70 
-40 to 85 


°C 


Storage Temperature Range 


Tstg 


-55 to +150 




Junction Temperature 
Plastic Package 
Ceramic Package 
Cerdip 


Tj 


150 
175 
175 


°C 


8.2 THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


»JA 


70 
60 
60 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electrical fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. For proper operation it is 
recommended that Vjn and Vout be con- 
strained to the range Vsss(Vjn or 
Vout^VcC' Reliability of operation is 
enhanced if unused inputs except EXTAL are 
tied to an appropriate voltage level (e.g., 
either Vgs or Vcq). 
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8.3 POWER CONSIDERATIONS 



The average chip-junction tennperature, Tj, in °C can be obtained from: 

Tj = Ta+(PD»0JA) (1) 

Where: 
Ta = Ambient Temperature, °C 

&JA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PP0RT 

P||\IT = ICCx VcC- Watts - Chip Internal Power 
PpORT^Port Power Dissipation, Watts — User Determined 
For most applications PpORT"^PlNT and can be neglected. PpoRT nnay become significant if 
the device is configured to drive Darlington bases or sink LED loads. 
An appropriate relationship between Pq and Tj (if PpORT is neglected) is: 

PD=K^(Tj + 273°) (2) 

Solving" equations 1 and 2 for K gives: 

K=PD«(TA + 273°C) + ejA»PD2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by 
measuring Pq (at equilibrium) for a known TA- Using this value of K the values of Pq and Tj can be 
obtained by solving equations (1) and (2) iteratively for any value of Ta- 



B 



8.4 ELECTRICAL CHARACTERISTICS (VcC = 
Ta=Tl to Th, unless otherwise noted) 


+ 5.25 Vdc +0.5 Vdc, Vrs = 


= Vdc, 














Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75<Vccs5.75) 




4.0 


.- 


Vcc + 0.7 




(Vcc:s4.75) 




Vcc-0.5 


- 


Vcc + 0.7 




INT (4.75 <Vcc£5.75) 


V|H 


4.0 


» 


Vcc + 0.7 


V 


(Vcc:s4.75) 




Vcc-0.5 


* 


Vcc + 0.7 




All other 




2.0 


- 


Vcc + 0.7 




Input High Voltage PCO 












Port/Timer Mode 


V|H 


2.0 


- 


Vcc+10 


V 


Self-Check Mode 




9.0 


10.0 


15.0 




Input Low Voltage 












RESET 




VSS 


- 


0.8 




INT 


V|L 


vss 


» 


1.5 


V 


All Other (Except A/D Inputs) 




vss 


- 


0.8 




RESET Hysteresis Voltages (See RESETS) 












"Out of Reset" 


V|RES-F 


2.1 


- 


4.0 


V 


"Into Reset" 


VlRES- 


0.8 


- 


2.0 




Standby Supply Voltage (INT2 Input Option) 


VSTBY 


3.0 


- 


5.75 


V 


Standby Current (INT2 Input Option) (VsTBY = 30 V) 


ISTBY 


- 


1.0 


TBD 


mA 


Power Dissipation- No Port Loading 












(Vcc = 5.75 V, Ta = 0°C) 


Pd 


- 


600 


TBD 


mW 


(Vcc = 5.75 V, Ta= -40°C) 


pd 


- 


670 


TBD 




Input Capacitance (Except Analog Inputs - See Note) 


Cin 


- 


10 


- 


PF 


Low Voltage Recover 


Vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 


Vlvi 


2.75 


3.75 


4.70 


V 


Input Current 












INT 












(Vin = 2.4VtoVcc) 




- 


20 


50 




EXTAL 












(V|n = 2.4 V to Vcc Crystal Option) 


lin 


- 


- 


10 


^A 


(V|n = 0.4 V Crystal Option) 




- 


- 


-1600 




RESET 












(Vin = 0.8 V) 




-4.0 


- 


-50 




(External Charging Current) 













TBD = To Be Determined NOTE: Port D analc 

*This input (when unused) floats to approximately 2.0 V due to 



g inputs, when selected, Cjn = 25 pF for the first 5 out of 30 cycles, 
nternal biasing. 
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8.5 SWITCHING CHARACTERISTICS (Vcc = 
Ta=Tl to Th, unless otherwise noted) 



+ 5.25 Vdc ±0.5 Vdc, Vss = Vdc, 



a 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


'osc 


0.4 


- 


4.2 


MHz 


Cycle Time (4/fosc' 


'eye 


0.95 


- 


10 


/1*S 


INT, INT2, and TIMER Pulse Widtli (See 5.4 INTERRUPTS) 


%L. tWH 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc+250 


- 


- 


ns 


RESET Delay Time (External Capacitance= 1 /iF) 


tRHL 


- 


100 


- 


ms 


IKTT Zero-Crossing Detection Input Frequency 
(tor ±5° Accuracy) 


flNT 


0.03 


_ 


1 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 


Oscillator Startup Time Crystal* 


'su 


- 


- 


100 


ms 


SPICL High Time 


'SPICLH 


4 


- 


- 


'eye 


SPICL Low Time 


^SPICHL 


4 


- 


- 


tcyc 


SPICL Rise and Fall Time 


tSr. tsf 


- 


- 


1 


MS 


SPID Input Data Setup Time 


'SDS 


2 


- 


- 


'eye 


SPID Input Data Hold Time 


^SDH 


2 


- 


- 


'eye 


SPICL to SPISS Lag Time 


^SStG 


4 




- 


'eye 


SPISS to SPICL Lead Time 


^SSLD 


4 


- 


- 


'eye 


SPISS High and Low Time 


.'SSH. tsSL 


4 


- 


- 


'eye 


Start Bit to First Clock Lead Time 


tSTL 


1 


- 


- 


'eye 


External Timer Input to Timer Change Time 


IPCT 


3 


- 


- 


'eye 


Timer Change to Port B Toggle Time 


'TPB 


2 


- 


- 


'eye 


INT2 to Timer A Load Time 


tiNTL 


3 


- 


- 


'eye 



^See Figure 5-7 for typical crystal parameters. 



8.6 A/D CONVERTER CHARACTERISTICS (Vcc = 
Ta = Tl to Th, unless otherwise noted) 



+ 5.25 Vdc +0.5 Vdc, Vss = Vdc, 



Characteristic 


Min 


Typ 


Max 


Unit 


Comments 


Resolution 


8 


8 


8 


Bits 




Non-Linearity* 


- 


- 


, ±'/2 


LSB 


After removing zero-offset and full-scale errors 


Quantizing Error 


- 


- 


±'72 


LSB 




Full Scale Error* 


- 


- 


TBD 


LSB 


Deviation of step $FE to $FF from ideal 


Zero Offset* 


- 


- 


TBD 


LSB 


Deviation of step $00 to $01 from ideal 


Absolute (Total) Error* 


- 


- 


TBD 


LSB 


Includes errors due to all sources, including 
quantizing 


Conversion Range 

Vrh 
Vrl 


vss 


- 


VCC 
0.2 


V 


A/D accuracy may decrease proportionately as 
Vrh-Vrl is reduced below 4.0 V. The sum 
of Vrh and Vrl must not exceed Vcc- 


Conversion Time 


30 


30 


30 


'eye 


Includes sampling time 


Monotonicity 


(Inherent with in total error) | 


Sample Time 


5 


5 


5 


'eye 




Sample/Hold Capacitance, Input 


- 


- 


25 


pF 




Analog Input Voltage 


Vrl 




Vrh 


V 


Transients on any analog lines (pins 19-24) are 
not allowed at any time during sampling or 
accuracy may be degraded. 



'For Vrh = 4.0 V to 5.0 V and Vri_ = V. 
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8.7 PORT ELECTRICAL CHARACTERISTICS- (Vcc= +5.25 Vdc, +0,5 Vdc, Vss = Vdc, 
TA = Tl to Th, unless otherwise noted) 



Characteristic | Symbol j Min | Typ | Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage 
lLoad=l-6 mA 


Vol 


_ 


_ 


0.4 


V 


Output High Voltage 
lLoad=-100^A 


VOH 


2.4 


_ 


_ 


V 


Output High Voltage 
lLoad=-10/*A 


VOH 


vcc-ip 


_ 


_• 


V 


Input High Voltage 
'Load= -300 ;iA (Maximum) 


VlH 


2.0 


_ 


Vcc + 0.7 


V 


Input Low Voltage 
'Load= -500/iA (Maximum) 


V|L 


VSS 


_ 


0.8 


V 


Hi-Z State Input Current 
(Vin=2.0VtoVcc) 


l|H 


_ 


_ 


-300 


^A 


Hi-Z State Input Current 
(V|n = 0.4 V) 


hL ■ 


„ 




-500 


/'A 


Port B 1 


Output Low Voltage 
1 Load = 3. 2 mA 


Vol 


_ 


_ 


0.4 


V 


Output Low Voltage 
||_Qgjj=10 mA (Sinl<) 


Vol 


_ 


_ 


1.0 


V 


Output High Voltage* 
lLoad= -200(»A 


VOH 


2.4 


_ 


_ 


V 


Darlington Current Drive (Source)* 
Vo=1.5V 


iqh 


-1.0 


_ 


-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc + 0.7 


V 


Input Low Voltage 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current 


iTSI 


- 


<2 


10 


^A 


Port C and Port A with CMOS Device Disabled ] 


Output Low Voltage 
'Load =1-6 mA 


Vol 


„ 


. 


0.4 


V 


Output High Voltage 
ltoad=-100/iA 


vqh 


2.4 


_ 


_ 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc + 0.7 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


<2 


10 


A'A 


Port D (Digital Inputs Only) | 


Input High Voltage 


V|H 


2.0 


- 


Vcc + 07 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Input Current** 


lin 


- 


<1 


5 


/xA 



B 



*Not applicable if programmed to open-drain state. 
►*PD4/Vrl-PD5/Vrh. 

The A/D conversion resistor (15 kilohm typical) is connected internally between these two lines, impacting their use as digital inputs 
in some applications. 
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VCC-4.75V 
Test MMD6150 

Point or Equiv. /j. i 3 |<fj 



40 pF 7^ 
(Total) 



12 kj) 



MMD7000 
or Equiv. 



Test Point o- 



;30 pF (Total) 



Figure 8-1. TTL Equivalent 
Test Load (Port B) 



Figure 8-2. CMOS Equivalent 
Test Low (Port A) 



a 



Test 
Point 



9 Vcc = 4.75V 



30 pF ■ 
(Total) 



MMD6150 >— . 
orEquiv^ ^.26 kQ 



24kJl 



MMD7000 
or Equiv. 



Test 
Point 



Vcc = 4.75 V 
1.36 kfi 



; 30 pF (Total) 



Figure 8-3. TTL Equivalent 
Test Load (Ports A and C) 



Figure 8-4. Open-Drain Equivalent 
Test Load (PB1, PB2, and PB3) 
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SECTION 9 
ORDERING INFORMATION 



The information required when ordering a custom MCU is given in the following paragraphs. The 
ROM program may be transmitted to Motorola on EPROM(s) or an MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to first contact your local Motorola represen- 
tative or Motorola distributor. 



9.1 EPROMs 

The MCM2716 or MCM2532 type EPROMs, programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern generation. The EPROM must be clearly 
marked to indicate which EPROM corresponds to which address space. The recommended marking 
procedure for two MCM2716 EPROMs is illustrated below. 



B 





XXX = Customer ID 



After the EPROM(s) are marked, 
packed. Do not use styrofoam. 



they should be placed in conductive IC carriers and securely 



9.2 VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are filed for contractual purposes and are not 
returned. A computer listing of the ROM code will be generated and returned along with a listing 
verification form. The listing should be thoroughly checked and the verification form completed, 
signed, and returned to Motorola, The signed verification form constitutes the contractual agree- 
ment for creation of the customer mask. If desired. Motorola will program one blank EPROM from 
the data file used to create the customer mask to aid in the verification process. 
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B 



9.3 ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be sent for program verification. These units 
will have been made using the custom masl< but are for the purpose of ROM verification only. For 
expediency they are usually unmarked, packaged in ceramic, and tested only at room temperature 
and 5 volts. These RVUs are included in the mask charge and are not production parts. The RVUs 
are thus not guaranteed by Motorola Quality Assurance, and should be discarded after verification 
is completed. 

9.4 FLEXIBLE DISKS 

The disk media submitted must be single-sided, single-density, 8-inch, MDOS compatible floppies. 
The customer must write the binary file name and company name of the disk with a felt-tip pen. The 
minimum MDOS system files as well as the absolute binary object file (file name 10 type of file) 
from the M6805 cross assembler must be on the disk. An object file made from a memory dump us- 
ing the ROLLOUT command is also acceptable. Consider submitting a source listing as well as the 
following files: file name LX (EXORciser loadable format) and file name SA (ASCII source code). 
These files will of course be kept confidential and are used 1) to speed up the process in-house if 
any problems arise, and 2) to speed up the user-to-factory interface if the user finds any software er- 
rors and needs assistance quickly from Motorola factory representatives. 

MDOS is Motorola's disk operating system available on development systems such as EXORcisers, 
EXORsets, etc. 
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MC6805S2 MCU CUSTOM ORDERING INFORMATION 



Motorola Use Only 



Date. 



Customer PO Number. 
Customer Compariy 



Motorola Part Numbers 

MC 

SO 



Address. 
City 



Zip. 



Country. 



Telephone. 



Custom Contact Person. 
Customer Part Number_ 



B 



OPTION LIST 




Select the options for your MCU from the following list. A manufacturing mask wi 


be generated from this information. 


Standby RAM Internal Oscillator Input 


Port A Output Drive 


No Standby Crystal 


CMOS and TTL 


16-Byte Standby Resistor 


TTL Only 


Analog-to-Digital Channels Low Voltage Inhibit 




Four (Standard) Disable 




Five Enable 




Pattern Media (All other media require prior factory approval) 




EPROMs (MCM2716 or MCM2532) 




Floppy Disl< 




Other* 




* Requires prior factory approval 



Clock Frequency. 



Temperature Range: 

Marking Information (12 Characters Maximum). 

Signature 



0°Cto +70°C (Standard) 



GENERIC INFORMATION 



Package Type 


Temperature 


Generic Number 


Plastic 
P Suffix 


0°C to 70°C 
-40°C to85°C 


MC6805S2P 
MC6805S2CP 


Ceramic 
L Suffix 


0°C to70°C 
-40°C to85°C 


MC6805S2L 
MC6805S2CL 


Cerdip 
S Suffix 


0°C to 70°C 
-40°C to85°C 


MC6805S2S 
MC6805S2CS 
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SECTION 10 
MECHANICAL DATA 

This section contains the pin assignnnents and pacl<age dinnensions for the MC6805S2. 
10.1 PIN ASSIGNMENT 



B 



vss[ 


1 ^ 28 


] NUM 


TIMER A/PCO[ 


2 


27 


] EXTAL 


TIMER B/PC1 [ 


3 


26 


] XTAL 


VstBY/AN4/INT2/PD6[ 


4 


25 


] INT1 


Vrh/PD5[ 


5 


24 


] Vdd 


Vrl/PD4[ 


6 


23 


3 RESET 


AN3/PD3[ 


7 


22 


] PA7 


AN2/PD2C 


8 


21 


] PA6 


AN1/PD1 C 


9 


20 


] PA5 


ANO/PDO[ 


10 


19 


] PA4 


SPISS/PBOC 


11 


18 


] PAS 


SPICL/PB1 C 


12 


17 


] PA2 


SPID/PB2C 


13 


16 


] PA1 


SPID/PB3C 


14 


15 


] PAO 
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Advance Information 



8-BIT MICROCOMPUTER UNIT WITH PLL LOGIC 

The MC6805T2 Microcomputer Unit (MCU) with PLL logic is a 
member of the M6805 HMOS Family of low-cost single-chip microcom- 
puters. This 8-bit microcomputer contains a CPU, on-chip clock, ROM, 
RAM, I/O, timer, and the PLL logic for an RF synthesizer. It is designed 
for the user who needs an economical microcomputer with the proven 
capabilities of the M6800-based instruction set, as well as the necessary 
logic required for frequency synthesis applications. The following are 
some of the hardware and software highlights of the MC6805T2 MCU. 



HARDWARE FEATURES 

• 8-Bit Architecture 

• 64 Bytes of RAM 

• Memory Mapped I/O 

• 2508 Bytes of User ROM 

• Timer Start/Stop and Source Select 

• 19 TTL/CMOS Compatible Bidirectional I/O Lines (Eight Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Zero-Crossing Detection 

• Self-Check Mode 

• Master Reset 

• Complete Development System Support on EXORciser 

• 5 V Single Supply 

• 14-Bit Binary Variable Divider 

• 10-Stage Mask-Programmable Reference Divider 

• Three-State Phase and Frequency Comparator 

• Suitable for TV Frequency Synthesizers 
SOFTWARE FEATURES 

• Similar to M6800 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Registers/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to ROM, RAM, and I/O 
USER SELECTABLE OPTIONS 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 

• Timer Prescaler Option (Seven Bits 2^] 

• Eight Bidirectional I/O Lines with TTL or TTL/CMOS Interface 
Option or Open-Drain Drive 

• Four Vectored Interrupts; Timer, Software, and two External 

• Low Voltage Inhibit Option 



MC6805T2 



HMOS 



(HIGH DENSITY, N-CHANNEL, 
SILICON-GATE, DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 
WITH PLL LOGIC 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 




P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



PIN ASSIGNMENT 




vsst 


1 ^^ 


28 




J RESET 


intC 


2 


27 


]PA7 


VccC 


3 


26 


]PA6 


extalC 


4 


25 


DPA5 


xtalC 


5 


24 


]PA4 


NUM[ 


6 


23 


]PA3 


(^compC 


7 


22 


]PA2 


pco/timerC 


8 


21 


]PA1 


pcic 


9 - 


20 


]PAO 


PC2C 


10 


19 


]PB7 


finC 


11 


18 


]PB6 


PBO[ 


12 


17 


]PB5 


PB1 C 


13 


16 


]PB4 


PB2[ 


14 


15 


:pb3 











This (document contains information on a new pro(duct. Specifications and information herein 
are subject to change without notice. 
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FIGURE 1 - MC6805T2 HMOS MICROCOMPUTER BLOCK DIAGRAM 

XTAL EXTAL RESET NUM 



Timer/ 
8 Counter 



Timer Control 



INT 



t±-d 



Oscillator 
and * 4 



PAO-^ *. 

p , PA1-* — r-*- 

, PA2-< *> 

A PA3-* *■ 

I/O PA4-< >■ 



^'"^^ PA6-*- 
PA7-<- 



Port 

A 

Reg. 



Data 
Dir. 
Reg. 



B 



Port PB1-*- 
PB2-<- 



° PB3-< *- 

I/O PB4-* >■ 

Lines PB5-* > 



PB6-* ► 

PB7-* *- 



Port 

B 
Reg. 



Data 
Dir. 



Index 
Register 



Condition 

Code 

5 Register cc 



Stack 

Pointer 

5 SP 



Program 

Counter 

4 High PCH 



Program 
Counter 
Low PCL 



U U u U 



CPU 
Control 




Data 
Dir. 



Port 
C 



Port 
♦-PCO/TIMER C 

^* *-PC1 I/O 

Lines 



-PC2 



Variable 
14 Divider 



Reference 
10 Divider 



Phase 
Comparator 



Frequency 
< Input 

fin 
•■ Phase 
Comparator 
*COMP 



2.5K X 8 
User ROM 



Self-Check 
ROM 



64 X 8 
RAM 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage (Except Pin 6) 


Vin 


-0.3 to +7.0 


V 


Operating Temperature Range 


ta 


to +70 


°c 


Storage Temperature Range 


Tstg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




120 




Ceramic 


»JA 


50 


°C/W 


Cerdip 




60 





This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. For proper operation it is 
recommended that Vjn and Vput be con- 
strained to the range Vss^'Vjn or Vout' 
< VcC' Reliability of operation is enhanced if 
unused Inputs are tied to an appropriate logic 
voltage level (e.g., either Vss or VqO- 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 
Tj = Ta(Pd«<'JA) (1) 

Where: 

Ta = Ambient Temperature, °C 

SjA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PP0RT 

P|[\I7 — ICQX VcC' Watts — Chip Internal Power 
PpORT^Port Power Dissipation, Watts — User Determined 
For most applications PpORT'*P|NT and can be neglected. PpORT f^iav become significant If the device Is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

PD=K-^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = PD»(TA + 273°C) + ejA«PD2 (3) 

Where K Is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
fore known Ta. Using this value of K the values of Ppand Tj can be obtained by solving equations (1) and (2) Iteratively for any 
value of Ta- 
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ELECTRICAL CHARACTERISTICS (Vcc = 5.25 Vdc ±0,5 Vdc, Vss = GND, Ta 


= to 70°C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75<Vcc=s5.75) 




4.0 


~ 


Vcc 




(Vcc<4.75l 




Vcc-0.5 


- 


Vcc 




INT (4.75<Vccs5,75) 


V|H 


4.0 


* 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 


♦ 


Vcc 




All Other Except fjp 




2.0 


- 


Vcc 




Input High Voltage <<>COMP 












Normal Mode 


V|H 


- 


- 


vcc+1 


V 


Self-Checl< Mode 




- 


10.0 


10.0 




Input Low Voltage 












RESET 




vss 


- 


0.8 




INT 


V|L 


vss 


♦ 


1.5 


V 


All Other Except tjn 




Vss 


- 


0.8 




INT Zero-Crossing Input Voltage, through a Capacitor 


V|NT 


2.0 


- 


4.0 


Vac p-p 


Internal Power Dissipation - No Port Loading, 












Vcc = 5.75 V, Ta = 0°C 


Pint 


- 


400 


- 


mW 


Input Capacitance 












XTAL 


Cin 


- 


25 


- 


pF 


All Others 




- 


10 


~ 




AC Coupled Input Voltage Swing on fjn 


vfip 


0.5 


1.2 


- 


Vac p-p 


Input Current (V|h = Vcc1 on Pin 11 (fjn) 


IPH 


- 


- 


40 


/•A 


Output Low Current (VoL='' V) on Pin 7 (0COMP) 


ICML 


- 


-300 


- 


^A 


Output High Current (Vqh = Vcc - 1 V> on Pin 7 (0COMP) 


ICMH 


- 


200 


- 


mA 


Leakage Current (Vjn = Vcc) on Pin 7 (<^COMP) 


lOFF 


- 


2 


- 


nA 


RESET Hysteresis Voltage (See Figures 10 and 11) 












"Out of Reset" 


VlRES-^ 


2.1 


- 


4.0 


V 


"Into Reset" 


VjRES- 


0.8 


- 


2.0 




Input Current 












TIMER (Vin = 0.4 V) 




~ 


~ 


20 




INT (Vin = 0.4V) 




- 


20 


50 




EXTAL (Vin = 2.4 V to Vqc) 


'in 


- 


- 


10 


^A 


(V|n = 0.4 V) 




~ 


- 


-1600 




RESET (V|n = 0.8 V) (External Capacitor Charging Current) 




-4.0 


- 


-40 




Low Voltage Receiver 


Vlvr 


- 


- 


4.75 


V 


Low Voltage Inhibit 0°Cto70°C 


vlvi 


2.75 


3.5 




V 


-40°C to85°C 




3.1 


3.5 







i 



See MC68(7)05 Series Data Sheet for port l/V curves and input protection schematics. 
*Due to internal biasing, this INT input (when unused) floats to approximately 2.0 volts. 



SWITCHING CHARACTERISTICS (Vcc = 5.25 Vdc +0.5 Vdc, Vss = GND, Ta = to 70°C unless otherwise noted) 



Characteristics 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


^osc 


0.4 


- 


4.2 


MHz 


Cycle Time (4/fQsc) 


'eye 


0.95 


- 


10 


/IS 


INT and TIMER Pulse Width (See TIMER and INTERRUPT Sections) 


tWH.tWL 


tcyc+250 


- 


- 


ns 


RESET Pulse Width 


IRWL 


tcyc+250 


- 


- 


ns 


RESEf Delay Time (External Capacitance= 1.0 /iF) 


tRHL 


- 


100 


- 


ms 


Input Frequency 


fin 


1 


- ■ 


16 


MHz 


Input Frequency Rise Time (fjn = max) 


t|NR 


- 


- 


20 


ns 


Input Frequency Fall Time (f|n = max) 


t|NF 


- 


- 


20 


ns 


Duty Cycle of f|n 




40 


- 


60 


% 


Injection Pulse Active Time 


tERR 


- 


70 


- 


ns 


INT Zero-Crossing Detection Input Frequency 


'iNT 


0.03 


- 


1.0 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 
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PORT ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc +0.5 Vdc, Vss = GND, Ta = 0° 


to 70 °C u 


niess otherwise noted) 


Characteristic | Symbol 


Min 


Typ 


Max 


Unit 1 


Port A with CMOS Drive Enabled 


Output Low Voltage, lLoad=^-6 "^^ 


Vol 


- 


- 


0.4 


V 


Output High Voltage, lLoad= " 100 ^A 


VOH 


2.4 


- 


- 


V 


Output High Voltage, lLoad= - 10 ^A 


Vqh 


Vcc+1 


- 


- 


V 


Input High Voltage, lLoad= -300/jA (max) 


V|H 


2.0 


- 


vcc 


V 


Input Low Voltage, 1 Load = ^^00 /*A (max) 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current (Vjn = 2.0 V to VqO 


l|H 


- 


- 


-300 


I^A 


Hi-Z State Input Current (Vjn = 0.4 V) 


||L 


- 


- 


-500 


^A 


Port B 


Output Low Voltage, 1 Load = 3.2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoacl=10 "lA (sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= -200/<A 


VoH 


2.4 


- 


- 


V 


Darlington Current Drive (Source), Vo= 1.5 V 


10H 


-1.0 


- 


-10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


10 


^A 


Port C and Port A with CMOS Drive Disabled 


Output Low Voltage, lLoad= 1-^ ^^ 


Vol 


- 


-- 


0.4 


V 


Output High Voltage, lLoad= - 100 /tA 


Vqh 


2.4 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


IfSI 


. - 


2 


10 


mA 



FIGURE 2 - TTL EQUIVALENT TEST LOAD FIGURE 3 - CMOS EQUIVALENT TEST LOAD FIGURE 4 - TTL EQUIVALENT TEST LOAD 
(PORT B) (PORT A) (PORTS A AND C) 



9 Vcc = 5.75 V 



Test ivnvi uD I ou \ ^^ 

Point orEquiv. ^^^^q 



l^n^ ?'^^-t 



MMD7000 
or Equiv. 



C = 40pF (Total) 









:;30 pF (Total) 



Test 
Point 



MMD6150 ^ 
or Equiv. /S2.£ 



Vcc = 5.75V 
97 ki) 



30pF_L 
(Total) 



24kn 1 MIVID7000 
: : or Equiv. 



SIGNAL DESCRIPTION 

The input and output signals for the MCU are described in 
the following paragraphs. 



Vcc AND Vss 

Power is supplied to the MCU using these two pins. Vqq 
is power and Vss 'S the ground connection. 

INT 

This pin provides the capability for asynchronously apply- 
ing an external interrupt to the MCU. Refer to INTERRUPTS 
for additional infornnation. 



XTAL AND EXTAL 

These pins provide control input for the on-chip clock 
oscillator circuit. A crystal or an external signal can be con- 
nected to these pins to provide input to the internal 
oscillator. Lead length and stray capacitance on these two 
pins should be nninimized. Refer to INTERNAL 
OSCILLATOR for recommendations about these pins. 



This pin provides the high frequency digital input to the 
variable divider portion of the on-chip frequency synthesizer. 
The reference frequency for the phase lock loop is divided 
down from the crystal oscillator. Refer to the PHASE LOCK 
LOOP for details on the frequency synthesizer features. 
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</)COMP 

This three-state output is the result of comparing the inter- 
nal reference frequency to the variable divider signal. Refer 
to PHASE LOCK LOOP for details. In self-check, <^COMP Is 
raised to w9 Volts. 



RESET 

A low voltage level on this Schmitt trigger input \n\\\ reset 
the MPU. Refer to RESETS for additional information. 

NUM 

This pin is not for user application and must be connected 
to Vss- 

INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC2) 

These 19 lines are arranged into two 8-bit ports (A and B) 
and one 3-bit port (C). All lines are programmable as either 
inputs or outputs under software control of the data direc- 
tion registers. Refer to INPUT/OUTPUTS for additional in- 
formation. The PCO/TIMER pin also serves as an external in- 
put to the internal timer. Refer to the TIMER section for in- 
formation on the timer modes. 

MEMORY 

The MCU memory is configured as shown in Figure 5. The 
MCU is capable of addressing 4096 bytes of memory and I/O 
registers with its program counter. The MCU has imple- 



mented 2698 of these memory locations. This consists of: 
2508 bytes user ROM, 1 16 bytes self-check ROM, 64 bytes of 
user RAM, six bytes of port I/O, two timer registers, and two 
PLL registers. The user ROM is split into two areas. The first 
area begins at memory location $080 and continues through 
$7FF. The lower 128 bytes of this ROM area (part of page 
zero) allows the user to access ROM locations utilizing the 
direct and table look-up indexed adressing modes. The 
second user ROM area begins at memory location $D40 and 
continues through $F83. The last eight user ROM locations, 
at the top of memory, are for the interrupt vectors. 

The MCU reserves the first 16 memory locations for I/O 
features, of which 10 have been implemented. These loca- 
tions are used for the ports, the port DDRs, the timer, and 
the PLL registers. 

Sixty-four bytes of user RAM are provided. Of the 64 
bytes, 31 bytes are shared with the stack area. The stack 
must be used with care when data shares the stack area. 

The shared stack area is used during the processing of 
interrupt and subroutine calls to save the processor state. 
The register contents are pushed onto the stack in the order 
shown in Figure 6. Since the stack pointer decrements dur- 
ing pushes, the low order byte (PCD of the program counter 
is stacked first; then the high order four bits (PCH) are 
stacked. This ensures that the program counter is loaded 
correctly following pulls from the stack, since the stack 
pointer increments when it pulls data from the stack. A 
subroutine call results in only the program counter (PCH, 
PCD contents being pushed onto the stack, the remaining 
CPU registers are not pushed. 



B 



FIGURE 5 - MC6805T2 MCU ADDRESS MAP 



Page Zero 
Access with 

Short 
Instructions 





7 




7 6 


5 4 3 


2 1 





I/O Ports, RAM, 
PLL, Timer 
(128 bytes) 


$000 

$07F 
y$080 

$OFF 
$100 

\ 

$7FF 
$800 

$D3F 
$040 

$F83 
$F84 

$FF7 
$FFa 

$FFF 



1 
2 
3 
4 
5 
6 
7 
8 
9 

63 
64 

\ 


Port A Data 


127 


Port B Data 


128 


Page Zero 
User ROM 
(128 bytes) 


11111 


Port C 
Data 


255 


NOT USED 


256 


User ROM 
(1792 bytes) 


Port A DDR 


?r)47 


Port B DDR 


2048 


Not Used 
(1344 bytes) 


NOT USED 


PortC 
DDR* 




NOT USED 




Timer Data Register 




Timer Control Register 


3391 


Variable Divider LSB 


3392 


ROM 
(580 bytes) 


1 1 


Variable Divider MSB 


3971 


NOT USED 
(52 bytes) 


397? 


Self-Check 

ROM 
(116 bytes) 


4087 


User RAM 
(64 bytes) 


4088 
4095 


Interrupt Vectors (8 bytes) 


(31 


Stack 
bytes maximu 


n) 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 

$008 

$009 

$00A 

$008 

$00C 

$03F 
$040 



'Caution: Data direction registers (DDRs) are write-only; they read as $FF. 
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FIGURE 6 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 1 Pull 

n +1 
n +2 
n +3 
n +4 

n +5 
Push 
*For subroutine calls, only PCH and PCL are stacked. 



n -4 


1 1 1 


Condition 
Code Register 


n -3 


Accumulator 


n -2 


Index Register 


n -1 


1111 


PCH* 


n 


PCL* 



B 



FIGURE? - PROGRAMMING MODEL 

7 



11 















i 


PCH 




1 
1 


PCL 




1 


11 








5 4 







1° 


olo 





1 1 


hi 


SP 


1 



Accumulator 



Index Register 



Program Counter 



Stack Pointer 



H I N Z C Condition Code Register 



Carry/ Borrow 
Zero 
Negative 
Interrupt Mask 
Half Carry 



REGISTERS 

The MCU has five registers available to the progrannnner. 
They are shown in Figure 7 and are explained in the following 
paragraphs. 

ACCUMULATOR (A) 

The accumulator is a general purpose 8-bit register used to 
hold operands and results of arithmetic calculations or data 
manipulations. 

INDEX REGISTER (X) 

The index register is an 8-bit register used for the indexed 
addressing mode. It contains an 8-bit value that may be 
added to an instruction value to create an effective address. 
The index register can also be used for data manipulations 
using the read/modify/write instructions. The index register 
may also be used as a temporary storage area. 

PROGRAM COUNTER (PC) 

The program counter is a 12-bit register that contains the 
address of the NEXT instruction to be executed. 

STACK POINTER (SP) 

The stack pointer is a 12-bit register that contains the 
address of the next free location on the stack. Initially, the 
stack pointer is set to location $07F and is decremented as 
data is being pushed onto the stack and incremented as data 
is being pulled from the stack. The seven most-significant 
bits of the stack pointer are permanently set to 000001 1 . Dur- 
ing an MCU reset or the reset stack pointer (RSP) instruc- 
tion, the stack pointer is set to location $07F. Subroutines 
and interrupts may be nested down to location $061 (31 
bytes maximum) which allows the programmer to use up to 
15 levels of subroutine calls. A subroutine call occupies two 
RAM bytes on the stack, while an interrupt uses five RAM 
bytes. 



CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register in which four 
bits are used to indicate the results of the instruction just 
executed. These bits can be individually tested by a program 
and specific action taken as a result of their state. Each in- 
dividual condition code register bit is explained in the follow- 
ing paragraphs. 

HALF CARRY (H) - Set during ADD and ADC instruc- 
tions to indicate that a carry occurred between bits 3 and 4. 

INTERRUPT (I) - This bit is set to mask (disable) the 
timer and external interrupt (INT). If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared. 

NEGATIVE (N) - Used to indicate that the result of the 
Z./1S7' arithmetic, logical, or data manipulation was negative 
(bit 7 in result equal to a logic one). 

ZERO (Z) - Used to indicate that the result of the LAST 
arithmetic, logical, or data manipulation was zero. 

CARRY/BORROW (C) - Used to indicate that a carry or 
borrow out of the arithmetic logic unit (ALU) occurred dur- 
ing the Z./4 57" arithmetic operation. This bit is also affected 
during bit test and branch instructions plus shifts and 
rotates. 

TIMER 

The MC6805T2 timer circuitry is shown in Figure 8. The 
8-bit counter may be loaded under program control and is 
decremented toward zero by the clock input (prescaler out- 
put). When the timer reaches zero the timer interrupt request 
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FIGURES - TIMER BLOCK DIAGRAM 



02 

(Internal). 



Iz}- 



02- 



Prescaler 
2I 22 2^ 2^ 2^ 2^ 2^ 



, - i - l--i--l--l-i-l--H 



Timer 

Interrupt 

Mask 



Manufacturing 
Mask Option 



Clock 
Input 



8-Bit Counter 
Tinner Data Reg (TDR) 



1 i 



7 ! I I I ( I I 

Timer Control Reg (TCR) 



Write Read 



Internal Data Bus 



i 



bit (bit 7) in the tinner control register (TCR) is set. The timer 
interrupt can be masked (disabled) by setting the timer inter- 
rupt mask bit (bit 6) in the TCR. The interrupt bit (I bit) in the 
condition code register also prevents a timer interrupt from 
being processed. The MCU responds to this interrupt by sav- 
ing the present CPU state on the stack, fetching the timer 
interrupt vector from locations $FF8 and $FF9 and executing 
the interrupt routine; see INTERRUPTS. The timer interrupt 
request bit (TCH7) must be cleared by software. 

The clock input to the timer is established via bit 5 (TCR5) 
in the timer control register. When this bit is set (external 
mode), the timer clock source is the PCO/TIMER pin. In this 
mode a mask option is used to select either the <j>2 gated with 
PCO/TIMER or the positive transition on PCO/TIMER as 
timer clock source. This allows easily performed pulse width 
or pulse count measurements. When TCR5 is low, logic 
zero, the timer clock source is the internal <t>2. 

Bit 4 in the timer control register (TCR4) disables the timer 
clock source when set to logic one. 

The maximum frequency of a signal that can be recogniz- 
ed by the PCO/TIMER pin logic is dependent on the 
parameter labeled tWL, t\/\/|-|. The pin logic that recognizes 
the high (or low) state on the pin must also recognize the low 
(or high) state on the pin in order to "re-arm" the internal 
logic. Therefore, the period can be calculated as follows: 
(assumes 50/50 duty cycle for a given period). 



tcyc X 2 -I- 250 ns = period 



1 
freq 



The period is not simply tWL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily long period (250 
nanoseconds twice). 

When the <^2 signal is used as the source, it can be gated 
by an input applied to the PCO/TIMER input pin allowing the 
user to easily perform pulse-width measurements. (Note: for 
ungated </)2 clock inputs to the timer prescaler, the 



PCO/TIMER pin should be tied to Vqc' The source of the 
clock input is one of the mask options that is specified before 
manufacture of the MC6805T2. 

A prescaler option, divide by 2", can be applied to the 
clock input that extends the timing interval up to a maximum 
of 128 counts before decrementing the counter. This prescal- 
ing mask, option is also specified before manufacture. 

The timer continues to count past zero, falling through to 
$FF from zero, and then continuing to count. Thus, the 
counter can be read at any time by reading the timer data 
register (TDR). This allows a program to determine the 
length of time since a timer interrupt has occurred, and not 
disturb the counting process. 

At power-up or reset, the prescaler and counter are in- 
itialized with all logic ones; the timer interrupt request bit 
(TCR7) is cleared; the timer interrupt mask bit (TCR6) is set; 
the external timer source bit (TCR5) is cleared and the timer 
disable bit (TCR4) is cleared. 

SELF-CHECK 

The self-check capability of the MCU provides an internal 
check to determine if the part is functional. Connect the 
MCU as shown in Figure 9 and monitor the output of Port C 
bit 3 for an oscillation of approximately 3 hertz. A 9-volt level 
on the </>COMP input, pin 7, energizes the ROM-based self- 
check feature. The self-check program exercises the RAM, 
ROM, timer, interrupts, and I/O ports. 

RESETS 



The MCU is reset whenever the RESET input line senses a 
logic zero. This can be accomplished in two different ways: 
(1) during power-up when a capacitor is used to hold the 
RESET pin low for a specified time (tRHL^i 3fid (2) any time 
after power-up that the RESET line falls to a logic zero for a 
period longer than one t^yQ. See Figures 10 and 11. 
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The internal circuit connected to t he RES ET pin consists 
of a Schnnitt trigger which senses the RESET line logic level. 
The Schmitt trigger provides an internal reset voltage if it 
senses a logic on the RESET pin. During power-up, the 
Schnnit t trigger switches on (removes reset) when the 
RESET pin voltage rises to V|res+ ■ When the RESET pin 
voltage falls to a logic for a period longer than one tcyc/ the 
Schmitt trigger switches off to provide an internal reset 
voltage. The "switch off" voltage occurs at V|res-- A 
typical reset Schmitt trigger hysteresis curve is shown in 
Figure 1 Kb). 

Upon power-up, a delay of tRHL is needed before allowing 
the reset input to go high. This time allows the intern al clock 
generator to stabilize. Connecting a capacitor to the RESET 
input, as shown in Figure 11(a), will provide sufficient delay. 
See Figure 15 under INTERRUPTS for the complete reset se- 
quence. 

INTERNAL OSCILLATOR 

The internal oscillator circuit has been designed to require 
a minimum of external components. The use of a crystal or 
an external signal may be used to drive the internal oscillator. 
The different connection methods are shown in Figures 12 
and 13. The crystal specifications and suggested PC board 
layout are given in Figure 14. 

The crystal oscillator startup time is a function of many 
variables: crystal parameters (especially Rs), oscillator load 
capacitances, IC parameters, ambient temperature, and sup- 
ply voltage. To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should 
exceed recommendations: 

INTERRUPTS 

The MC6805T2 MCU can be interrupted three different 
ways: through the external interrupt (INT) input pin, the 
internal timer interrupt request, or the software interrupt 
instruction (SWI). When any interrupt occurs, processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the condition code register is set, the 
address of the interrupt routine is obtained from the appro- 
priate interrupt vector address, and the interrupt routine is 
executed. Stacking the CPU registers, setting the I bit, and 
vector fetching requires a total of 1 1 tcyc periods for comple- 
tion. 

A flowchart of the interrupt sequence is shown in Figure 
15. The interrupt service routine must end with a return from 
interrupt instruction (RTI) which allows the MCU to resume 
processing of the program prior to the interrupt (by unstack- 
ing the p revious CPU state). 

Unlike RESET, hardware interrupts do not cause execu- 
tion of the current instruction to be halted. Hardware inter- 
rupts are considered pending until execution of the current 
instruction is complete. 

As shown in Figure 15, when execution of the current 
instruction is complete, the processor checks all pending 
hardware interrupts and if unmasked (I bit = 0), proceeds 
with interrupt processing; otherwise, the next instruction is 
fetched and executed. Masked interupts are latched inter- 
nally for later interrupt service. 



If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI (software Interrupt) instruc- 
tion is executed as any other instruction and as such will take 
precedence over hardware interrupts only if the I bit is set 
(interrupts masked). 

Table 1 shows the execution priority of the RESET, INT 
and timer interrupts, and instructions (including the software 
interrupt, SWI). Two conditions are shown, one with the I 
bit set and the other with I bit clear; however, in either case 
RESET has the highest priority of execution. If the I bit is set 
as per Table 1(a), the second highest priority is assigned to 
any instruction including SWI. This is illustrated in Figure 15 
which shows that the INT or timer interrupts are not tested 
when the I bit is set. If the I bit is cleared as per Table Kb), 
the priorities change in that the n ext i nstruction (including 
SWI) is not fetched until after the INT and timer interrupts 
have been tested (and serviced). Also, when the I bit is clear, 
if both INT and timer interrupts are pending, the INT inter- 
rupt is always serviced before the timer interrupt. 

The external interrupt is internally synchronized and will 
set a latch on the falling edge of INT. A sinusoidal input 
signal (f|i\|T maximum) can be used to generate an external 
interrupt, as shown in Figure 16(a) for use as a zero-crossing 
detector with hystersis included. This allows for applications 
such as time-of-day routines and engaging/disengaging ac 
power control devices. As shown in Figure 17(a), off-chip 
clamping limits the ac input to the V|nj specification while 
still providing an interrupt at every zero crossing of the ac 
signal. 

For digital applications, as shown in Figure 16(b), the INT 
input can be driven directly by a digital signal. The m axim um 
frequency of a signal that can be recognized by the INT pin 
logic is dependent on the parameter labeled twL. fWH- The 
logic that recognizes the high (or low) state on the pin must 
also recognize the low (or high) state on the pin in order to 
"re-arm" the internal logic. Therefore, the period can be 
calculated as follows: (assumes 50/50 duty cycle for a given 
period). 



tcyc X 2 -I- 250 ns = period = 



;req 



The period is not simply twL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 
nanoseconds twice). For the INT function, the maximum 
allowable frequency is also determined by the software 
response of the INT service routine. 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the I bit in the 
condition code register; however, if the I bit is clear, a soft- 
ware interrupt (or any other instruction) cannot be executed 
until after the INT and timer interrupts have been serviced. 
SWIs are usually used as breakpoints for debugging or as 
system calls. 
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FIGURE 9 - SELF-CHECK CONNECTIONS 
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FIGURE 10 - POWER AND RESET TIMING 
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FIGURE 11 - POWER-UP RESET DELAY CIRCUIT 



(a) Delay Circuit 
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(b) Typical Reset Schmitt Trigger Hysteresis 
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In Reset 
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FIGURE 12 - CRYSTAL OSCILLATOR 



FIGURE 13 - EXTERNAL OSCILLATOR 
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NOTE: The recommended value of both C|_-| and Cl2 with a 4.0 
megahertz crystal is 27 picofarads maximum, including 
system distributed capacitance. For crystal frequencies 
other than 4 megahertz, the total capacitance on each pin 
should be scaled as the inverse of the frequency ratio. For 
example, with a 2-megahertz crystal, use approximately 50 
picofarads for both Cli and C12. The exact value depends 
on the motional-arm parameters of the crystal used. 



FIGURE 14 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 



(a) Recommended Crystal Motional-Arm Parameters 




AT — Cut Parallel Resonance Crystal 
Co = 7 pF Max. 

FREQ = 4.0 MHz @ Cli and Cl2 = 24 pF 
RS = 50 ohms Max. 



Cl2 
Crystal 




(b) Suggested PC Board Layouts 




NOTE: Keep crystal leads and circuit 
connections as short as possible. 
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FIGURE 15 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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TABLE 1 - INTERRUPT/INSTRUCTION EXECUTION 
PRIORITY AND VECTOR ADDRESS 



(a) I Bit Set 



Interrupt/ Instruction 


Priority 


Vector 
Address 


RESET 

SWI (or Other Instruction) 


1 
2 


$FFE-$FFF 
$FFC-$FFD 



NOTE: INT and Timer Interrupts are not tested when the I bit is set; 
therefore, they are not shown. 



(b) I Bit Clear 



Interrupt/Instruction 


Priority 


Vector 
Address 


RESET 

TnT 

Timer 

SWI (or Other Instruction) 


1 
2 
3 
4 


$FFE-$FFF 
$FFA-$FFB 
$FF8-$FF9 
$FFC-$FFD 



INPUT/OUTPUT 

There are 19 input/output pins. (The INT pin may also be 
polled with branch instructions to provide an additional input 
pin.) All pins (Ports A, B, and C) are programmable as either 
inputs or outputs under software control of the correspond- 
ing data direction registers (DDR). The port I/O program- 
ming is accomplished by writing the corresponding bit in the 
port DDR to a logic 1 for output or a logic for input. On 
reset all DDRs are initialized to a logic state to put the ports 
in the input mode. The port output registers are not initializ- 
ed on reset and should be initialized before changing the 
DDR bits to avoid undefined levels. When programmed as 
outputs, all I/O pins read the latched output data, regardless 
of the logic levels at the output pin due to output loading; 
see Figure 17. When Port B is programmed for outputs, it is 
capable of sinking 10 milliamperes and sourcing one 
milliampere on each pin. 
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FIGURE 16 - TYPICAL INTERRUPT CIRCUITS 
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FIGURE 17 - TYPICAL PORT I/O CIRCUITRY 
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•■DDR is a write-only register and reads as all Is. 

* Ports A (with CMOS drive disabled), B, and C are three-state ports. Port A has optional internal pullup devices to provide CMOS drive 
capability. See Electrical Characteristics tables for complete information. 
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All input/output lines are TTL compatible as both inputs 
and outputs. Ports B and C are CMOS compatible as inputs. 
Port A may be made CMOS compatible as outputs with a 
mask option. Figure 18 provides some examples of port con- 
nections. The address map in Figure 5 gives the address of 
the data registers and DDRs. The register configuration is 
shown in Table 2. 

Caution 

The corresponding DDRs for ports A, B, and 
C are write-only registers (registers at $004, 
$005, and $006). A read operation on these 
registers is undefined. Since BSET and BCLR 
are read/modify/write functions, they cannot 
be used to set or clear a DDR bit (all "unaf- 
fected" bits would be set). It is recommended 
that all DDR bits in a port be written using a 
single-store instruction. 

The latched output data bit (see Figure 17) 
may always be written. Therefore, any write to a 



port writes all of its data bits even though the 
port DDR is set to input. This may be used to in- 
itialize the data registers and avoid undefined 
outputs; however, care must be exercised when 
using read/ modify/ write instructions since the 
data read corresponds to the pin level if the DDR 
is an input (0) and corresponds to the latched 
output data when the DDR is an output (1). 

PHASE LOCK LOOP 

The PLL section consists of: a 14-bit binary variable 
divider, a fixed 10-stage divider, a digital phase and fre- 
quency comparator with a three-state output, and circuitry 
to avoid "backlash" effects in phase lock conditions. 

With a suitable high-frequency prescaler and an active 
integrator the user can easily establish a frequency syn- 
thesizer system driving a voltage controlled oscillator, as 
shown in Figure 19. The equations governing the PLL are 
given in Figure 20. 



i 



TABLE 2 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 
7 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 



PORT DATA DIRECTION REGISTER (DDR) 

7 

(1) Write Only; reads as all Is 

(2) 1 = Output, 0= Input. Cleared to by Reset. 

(3) Port A Addr=$004 
Port B Addr=$005 
Port C Addr=$006 



TIMER DATA REGISTER (TDR) 
$008 7 



TIMER CONTROL REGISTER (TCR) 



TCR BitsO, 1, 2, and 3 read as Is (not used). 
TCR4- Disable Timer: 1 = Tinner Stopped. 0= Timer 

Allowed to Count. Cleared to by Reset. 
TCR5— External Timer Source: 1 = External, 0= Internal 

(^2. Cleared to by Reset. 
TCR6— Timer Interrupt Mask Bit; 1 = timer interrupt 

masked (disabled). Set to 1 by Reset. 
TCR7 — Timer Interrupt Request Status Bit: Set when 

TDR goes to zero, must be cleared by software. 

Cleared to by Reset. 
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FIGURE 18 - TYPICAL PORT CONNECTIONS 
(a) Output Modes 
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Port B, Bit and Bit 1 Programmed as Out- 
put, Driving LEDs Directly. 




2N8386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly. 




CMOS 
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MC 14049/ MCI 4069 

(Typical) 



Port C, Bits 0-2 Programmed as Output, Driv- 
ing CMOS Loads, Using External Pullup 
Resistors. 



(b) Input Modes 



H> 



SN74LS04 
(Typical) 



20 



PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PAl 
PAO 



■w ^**N^^ 


19 


PB7 






18 


PB6 


SN74LS04 '. 
or 


17 


PB5 


16 


PB4 


MC14069 ; 


15 


PBS 


(Typical) • 


14 


PB2 


hv* 


13 


PB1 


> ^o 


12 


PBO 


> -?o 



TTL Driving Port A Directly. 



CMOS or TTL Driving Port B Directly. 



MC14069 
(Typical) 



PC2 
PCI 

^ ^ ^ PCO/TIMER 

SN74LS04 " 
(Typical) 

CMOS and TTL Driving Port C Directly. 



3-494 



MC6805T2 



VARIABLE DIVIDER 

The variable divider is a 14-bit binary dov\/n counter whicli 
communicates with the CPU via two read/write registers 
located at address $00A, for the LS byte, and $00B, for the 
MS byte. The upper two bits in register $00B, always read as 
logic Is. When the variable divider count has reached zero a 
preset pulse, fvAR. is generated. 

The fvAR signal is applied to the phase comparator circuit 
together with the fRgp signal. The phase/frequency dif- 
ference, between the two signals, results in an error signal 
output ((^COMP, pin 7) which controls the VCO frequency. 
In addition, the fvAR puise is also used to reload the 14-bit 
variable divider latch as shown in Figure 21. 

Data transfers from registers $0OA and $00B to the latch 
occur outside the preset time and only during a write opera- 
tion performed on register $00A. For example; a 6-bit data 
transfer to register $008 is only transferred to the variable 



divider if followed by a write operation to register $00A. For 
correct operation of the variable divider, the absolute value 
of the four lower significant bits of the 14-bit binary code 
(loaded into the 14-bit latch) must be less than or equal to 
the absolute value of the upper 10 bits. Figure 22 shows a 
typical manipulation of the 14-bit data to the registers. 

The use of the 14-bit latch synchronizes the data transfer 
between two asynchronous systems, namely, the CPU and 
the variable divider. 

At power-up reset both the variable divider and the con- 
tents of the PLL registers are set to logic Is. 

The variable frequency input pin, fjp, is self biased requir- 
ing an ac coupled signal with a minimum swing of 0.5 V. The 
input frequency range of fin allows the device, together with 
a suitable prescaler, to cover a given frequency spectrum. 
For example, with a ^64 prescaler the entire television fre- 
quency spectrum can be covered. 



FIGURE 19 - PHASE LOCK LOOP AN AN RF FREQUENCY SYNTHESIZER 
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FIGURE 20 - PRINCIPAL PLL EQUATIONS 



For a system in lock: 

fVAR = fREF 
fVAR = fin+N 

fin = fvCO + P 
FvCO = fREFxPxN 

Where: P= Prescaler division ratio 

N = Variable Divider division ratio 

Minimum frequency step = 
AfVCO 



Example for determining minimum frequency step: 
fCL = 4.(X) IVlHz= Crystal frequency 
'CL/4=1.00 MHz= Internal Oscillator frequency 
R = 2l0= Reference Divider ratio 
P = 64= Prescaler division ratio 
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976.5x64 = 62.5 kHz 
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FIGURE 21 - MC6805T2 PLL BLOCK DIAGRAM 



CPU Data Bus 



READPLLHI 
WRITE PLLHI 



PLL HI 
Register $00B 



B 



IE 



^ 



PLL LOW 
Register $00A 



S 



MSB 



14-Bit Latch 



Load 
LSB 



{>^ 



H 



READ PLLLOW 
WRITE PLLLOW 



Load 
Synchronize 



Variable Divider 



Phase Comparator 

___y\ 



0COMP O-*- 



O 



fVAR 

Comparator 



'REF 



Reference y 
Divider \^ 



-i-1024 2l0 



*512 29 



-256 28 



■128 2^ 



-64 26 



-i-32 25 



+ 16 24 



-^8 23 



+ 4 22 



I 



fREF = - 



I 1 

I I 
I I 



fCL 



Manufacturing 
Mask Option 



4x(2l,22, . . .210) 
1 out of 10 Mask Option 



'CL/4- 



FIGURE 22 - TYPICAL FINE TUNE EXAMPLE 
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REFERENCE DIVIDER 

This 10-stage binary counter generates a reference fre- 
quency, fpEF' which is compared to the output of the vari- 
able divider. The reference divider is mask programable, 
thus, allowing the user a choice of reference frequency, see 
Figure 21. 

PHASE COMPARATOR 

The phase comparator compares the frequency and phase 
of fvAR and fREP. and according to their phase relationship 
generates a three-level output (1, 0, Hi-Z), 0COMP, as 
shown in Figures 23 and 24. The output waveform is then 



integrated, amplified, and the resultant dc voltage is applied 
to the voltage controlled oscillator varicap. 

In practice a linear characteristic around the steady-state 
region can not be achieved due to internal propagation 
delays. Thus, phase comparators exhibit non-linear 
characteristics and for systems which lock in phase, this 
results in a "backlash" effect — creating sidebands and FM 
distortion. To avoid this effect a very short pulse is injected 
periodically into the system. The loop, in turn, attempts to 
cancel this interference and in doing so brings the phase 
comparator to its linear zero, as shown in Figures 25 and 26. 

A typical application, for a TV frequency synthesizer, is il- 
lustrated in Figure 27. 



FIGURE 23 - PHASE COMPARATOR STATE DIAGRAM 
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FIGURE 24 - PHASE COMPARATOR OUTPUT WAVEFORM 
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FIGURE 25 - PHASE COMPARATOR CHARACTERISTICS 
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FIGURE 26 - PHASE COMPARATOR WITH PULSE INJECTION 
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FIGURE 27 - A TYPICAL TV SYNTHESIZER APPLICATION 
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BIT MANIPULATION 



The MCU has the ability to set or clear any single random- 
access memory or input/output bit (except the data direction 
registers, see Caution under INPUT/OUTPUT), with a single 
instruction (BSET, BCLR). Any bit in page zero including 
ROM, except the DDRs, can be tested, using the BRSET 
and BRCLR instructions, and the program branches as a 
result of its state. The carry bit equals the value of the bit 
referenced by BRSET and BRCLR. A rotate instruction may 
then be used to accumulate serial input data in a RAM loca- 
tion or register. The capability to work with any bit in RAM, 



■ROM, or I/O allows the user to have individual flags in RAM 
or to handle I/O bits as control lines. 

The coding example in Figure 28 illustrates the usefulness 
of the bit manipulation and test instructions. Assume that 
the MCU is to communicate with an external serial device. 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LSB first, 
out of the device. The MCU waits until the data is ready, 
clocks the external device, picks up the data in the carry flag 
(C bit), clears the clock line and finally accumulates the data 
bits in a RAM location. 



FIGURE 28 - BIT MANIPULATION EXAMPLE 
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ADDRESSING MODES 

The MC6805T2 has 10 addressing modes which are ex- 
plained briefly in the following paragraphs. For additional 
details and graphical illustrations, refer to the M6805 Family 
Users Manual. 

The term "effective address" (EA) is used in describing the 
address modes. EA is defined as the address from which the 
argument for an instruction is fetched or stored. 

IMMEDIATE 

In the immediate addressing mode, the operand is con- 
tained in the byte immediately following the opcode. The im- 
mediate addressing mode is used to access constants which 
do not change during program execution (e.g., a constant 
used to initialize a loop counter). 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory (page zero) with a single 
2-byte instruction. The address area includes the on-chip 
RAM and I/O registers and 128 bytes of ROM. Direct ad- 
dressing is an effective use of both memory and time. 

EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the 
opcode. Instructions using extended addressing are capable 
of referencing arguments anywhere in memory with a single 
3-byte instruction. When using the Motoiola assembler, the 
programmer need not specify whether an instruction uses 
direct or extended addressing. The assembler automatically 
selects the shortest form of the instruction. 

RELATIVE 

The relative addressing mode is only used in branch in- 
structions. In relative addressing, the contents of the 8-bit 
signed byte following the opcode (the offset) is added to the 
PC if and only if the branch condition is true; otherwise, con- 
trol proceeds to the next instruction. The span of relative 
addressing is from - 126 to -f- 129 from the opcode address. 
The programmer need not worry about calculating the cor- 
rect offset when using the Motorola assembler, since it 
calculates the proper offset and checks to see if it is within 
the span of the branch. 

INDEXED, NO OFFSET 

In the indexed, no offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations (page zero). These instructions are only 
one byte long. This mode is often used to move a pointer 
through a table or to hold the address of a frequently 
referenced RAM or I/O location. 

INDEXED, 8-BIT OFFSET 

In the indexed, 8-bit offset addressing mode the effective 
address is the sum of the contents of the unsigned 8-bit 



index register (X) and the unsigned byte following the op- 
code. This addressing mode is useful in selecting the kth ele- 
ment in an n element table. With this 2-byte instruction, k 
would typically be in X with the address of the beginning of 
the table in the instruction. As such, tables may begin 
anywhere within the first 256 addressable locations and 
could extend as far as location 510 ($1FE). 

INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode, the effec- 
tive address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code. This addressing mode can be used in a manner similar 
to indexed, 8-bit offset; except that this 3-byte instruction 
allows tables to be anywhere in memory. As with direct and 
extended, the Motorola assembler determines the shortest 
form of indexed addressing. 

BIT SET/CLEAR 

In the bit set/clear addressing mode, the bit to be set or 
cleared is part of the opcode, and the byte following the op- 
code specifies the page-zero address of the byte in which the 
specified bit is to be set or cleared. Thus, any read/write bit 
in the first 256 locations of memory, including I/O, can be 
selectively set or cleared with a single 2-byte instruction. See 
Caution under INPUT/OUTPUT. 

BIT TEST AND BRANCH 

The bit test and branch addressing mode is a combination 
of direct addressing and relative addressing. The bit, which 
is to be tested, and condition (set or clear) is included in the 
opcode and the address of the byte to be tested is in the 
single byte immediately following the opcode byte. The sign- 
ed relative 8-bit offset in the third byte is added to the value 
of the PC if the branch condition is true. This single 3-byte 
instruction allows the program to branch based on the condi- 
tion of any readable bit in the first 256 locations of memory. 
The span of branching is from - 125 to -F 130 from the op- 
code address. The state of the tested bit is also transferred to 
the Carry bit of the Condition Code Register. See Caution 
under INPUT/OUTPUT. 

INHERENT 

In the inherent addressing mode, all the information 
necessary to execute the instruction is contained in the op- 
code. Operations specifying only the index register or ac- 
cumulator, as well as control instruction with no other argu- 
ments, are included in this mode. These instructions are one 
byte long. 

INSTRUCTION SET 

The MCU has a set of 59 basic instructions, which when 
combined with the 10 addressing modes produce 207 usable 
opcodes. They can be divided into five different types: 
register/ memory, read/ modify/ write, branch, bit manipula- 
tion, and control. The following paragraphs briefly explain 
each type. All the instructions within a given type are 
presented in individual tables. 
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REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. One 
operand is either the accumulator or the index register. The 
other operand is obtained from memory using one of the ad- 
dressing modes. The jump unconditional (JMP) and jump to 
subroutine (JSR) instructions have no register operand. 
Refer to Table 3. 

READ/ MODIFY/ WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register (see Caution under IN- 
PUT/OUTPUT). The test for negative or zero (TST) instruc 
tions- is included in the read/ modify /write instructions 
though it does not perform the write. Refer to Table 4. 

BRANCH INSTRUCTIONS 

The branch instructions cause a branch from the program 
when a certain condition is met. Refer to Table 5. 

BIT MANIPULATION INSTRUCTIONS 

These instructions are used on any bit in the first 256 bytes 
of the memory (see Caution under INPUT/ OUTPUT). One 
group either sets or clears. The other group performs the bit 
test branch operations. Refer to Table 6. 

CONTROL INSTRUCTIONS 

The control instructions control the MCU operations dur- 
ing program execution. Refer to Table 7. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 8. 

OPCODE MAP SUMMARY 

Table 9 is an opcode map for the instructions used on the 
MCU. 

ORDERING INFORMATION 

The information required when ordering a custom MCU is 
listed below. The ROM program may be transmitted to 
Motorola on EPROM(s) or on MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local Motorola representative or 
distributor. 

EPROMs - Two MCM2716 or one MCM2532 type 
EPROM(s), programmed with the customer program 
(positive logic sense for address and data), may be sub- 
mitted for pattern generation. The EPROM(s) must be clearly 
marked to indicate which EPROM(s) corresponds to which 
address space. The recommended marking procedure for 
two MCM2716 EPROMs is illustrated below. 





XXX = Customer ID 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are 
filed for contractual purposes and are not returned. A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired. Motorola will program one 
blank EPROM from the data file used to create the custom 
mask to aid in the verification process. 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. The RVUs thus 
are not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, M'DOS- compatible floppies. The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen. The minimum MDOS system files as 
well as the absolute binary object file (filename, .LO type of 
file) from the M6805 cross assembler must be on the disk. An 
object file made from a memory dump using the ROLLOUT 
command is also acceptable. Consider submitting a source 
listing as well as the following files; filename, .LX(EXORciser 
loadable format) and filename, .SA (ASCII Source Code). 
These files will of course be kept confidential and are used 1) 
to speed up the process in-house if any problems arise, and 
2) to speed up the user-to-factory interface if the user finds 
any software errors and needs assistance quickly from 
Motorola factory representatives. 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORciser, EXORset, etc. 



B 



3-501 



TABLES - REGISTER/MEMORY INSTRUCTIONS 



CO 
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ro 





















Addressin 


q Modes 








Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


# 
Cycles 


Op 
Code 


» 
Bytes 


tt 
Cycles 


Op 
Code 


Bytes 


tt 
Cycles 


OP 
Code 


tt 
Bytes 


tt 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A m Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


80 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory witfi A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


At 


2 


2 


Bl 


2 


4 


CI 


3 


5 


F1 




4 


El 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


— 


- 




BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


— 


— 




BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



o 

O) 
00 

o 

U1 

H 
ro 



TABLE 4 - READ/ MODIFY/WRITE/ INSTRUCTIONS 





Addressing Modes ] 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


Bytes 


tt 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decremeni 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A , 




6 


6A 


2 


7 


Clear 


CLR 


4F 




^ 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 

(2 s Complemeni) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Tfiru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


60 


2 


7 



IVIC6805T2 



TABLE 5 - BRANCH INSTRUCTIONS 







Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFFLower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(BranchlFFLower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch IFF Halt Carry Clear 


BHCC 


28 


2 


4 


BranchlFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFFPIus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


Branch IFFInterupt Mask 
Bit IS Clear 


BMC 


2C 


2 


4 


Branch IFFInterrupt Mask 
Bit IS Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
IS Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
IS High 


BIN 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



D 



TABLE 6 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch | 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Branch IFF Bit n is set 


BRSET n (n = ,7) 


- 


— 


- 


2»n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 71 


- 


— 


- 


01 » 2 .n 


3 


10 


Set Bit n 


BSET n (n :: 7) 


10 + 2 .n 


2 


7 


- 


- 


- 


Clear bit n 


BCLR n (n = 7) 


11 + 2 ^n 


2 


7 


- 


- 





TABLE 7 - CONTROL INSTRUCTIONS 







Inherent | 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 


1 


2 


Software Interrupt 


SWI 


83 




1 1 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Slack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


90 




2 
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TABLES - INSTRUCTION SET 



B 





Addressing Modes 


Condition Code | 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


2 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 


















• 




BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 
















• 






BLS 










X 






















BMC 










X 
















• 






BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 












BRSET 




















X 






• 


• 




BSET 


















X 














BSR 










X 












• 






• 




CLL 


X 


























• 




CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 






• 




A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 






• 




A 


A 




LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEQ 


X 




X 






X 


X 










• 


A 


A 


A 


NOP 


X 




















• 


• 


• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 
























• 


• 


• 



Condition Code Symbols." 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otfierwise 

• Not Affected 

Cleared 
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TABLE 8 - 


INSTRUCTION SET (Continued) 




















Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 

Clear 


Bit 
Test & 
Branch 


H 


1 


N 


Z 


C 


RTI 


X 




















;> 


? 


p 


7 


? 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 




















• 




• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 
























• 


• 


• 



Condition Code Symbols: 
H Half Carry (From Bit 31 
I Interrupt (Vlasl< 
N Negative (Sign Bit) 
Z Zero 



B 



Carry/ Borrow 

Test and Set if True, Cleared Otfierwise 

Not Affected 

Load CC Register From Stacl< 

Set 
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TABLE 9 - M6805 HMOS FAMILY OPCODE MAP 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


^^ Hi 




0000 


T 

0001 


5 

0010 


3 

0011 


4 
0100 


5 

0101 


6 

0110 


7 

0111 


8 

1000 


9 

1001 


A 
1010 


B 

1011 


C 

1100 


D 

1101 


E 
1110 


F 
1111 


...-"-^LovK 



0000 


10 

BRSETO 
3 BTB 


7 

BSETO 

2 BSC 


BRA 

2 REL 


6 

NEC 

2 DIR 


NEC 


NEG 


NEG 

2 1X1 


6 

NEG 


RTI 




2 

SUB 


SUB 

2 DIR 


SUB 

3 EXT 


6 

SUB 

3 1X2 


5 

SUB 

2 1X1 


SUB 

1 IX 



0000 


1 

OOOl 


10 

BRCLRO 
3 BTB 


7 

BCLRO 
2 BSC 


BRN 

2 REL 












6 

RTS 




2 
CMP 

2 IMM 


CMP 

2 DIR 


5 

CMP 


6 

CMP 

3 1X2 


5 

CMP 

2 iXl 


CMP 


1 
0001 


2 

0010 


10 

BRSETl 
3 BTB 


BSET1 
2 BSC 


BHI 

2 REL 
















2 

SBC 


SBC 

2 DIR 


SBC 

3 EXT 


6 

SBC 

3 1X2 


5 

SBC 

2 1X1 


SBC 

1 IX 


2 

0010 


3 

0011 


10 

BRCLR1 
3 BTB 


BCLR1 
2 BSC 


BLS 

2 REL 


6 

COM 
2 DIR 


COMA 

1 INH 


COMX 

1 INH 


COM 

2 1X1 


6 

COM 


SWI 

1 INH 




2 

CPX 

2 IMM 


CPX 

2 DIR 


5 
CPX 

3 EXT 


6 

CPX 

3 1X2 


CPX 

2 1X1 


CPX 

1 IX 


3 
0011 


4 

OlOO 


10 
BRSET2 

3 BTB 


BSET2 
2 BSC 


BCC 
2 REL 


LSR 

2 DTR 


LSRA 


LSRX 

1 INH 


LSR 

2 1X1 


6 

LSR 






2 

AND 

2 IMM 


4 

AND 

2 DIR 


5 

AND 

3 EXT 


6 

AND 

3 1X2 


5 

AND 

2 1X1 


AND 

1 IX 


4 
0100 


5 

0101 


10 
BRCLR2 

3 BTB 


BCLR2 
2 BSC 


BCS 

2 REL 
















BIT 

7 IMM 


BIT 
2 DIB 


BIT 

3 EXT 


BIT 
3 1X2 


5 
BIT 

2 1X1 


BIT 

1 IX 


5 

0101 


6 

Olio 


10 

BRSET3 
3 BTB 


7 

BSET3 
2 BSC 


BNE 
2 REL 


ROR 
2 DIR 


RORA 

1 INH 


RORX 


ROR 


ROR 






2 

LDA 
2 IMM 


LDA 
2 DIR 


5 
LDA 

3 EXT 


6 

LDA 

3 1X2 


5 

LDA 

2 1X1 


LDA 

1 IX 


6 

Olio 


7 
0111 


10 
BRCLR3 

3 BTB 


BCLR3 
2 BSC 


BEQ 

2 REL 


ASR 

2 DIR 


ASRA 

1 INH 


ASRX 


ASR 

2 1X1 


6 

ASR 




2 

TAX 

1 INH 




5 

STA 
2 DIR 


6 

STA 
3 EXT 


7 

STA 

3 1X2 


6 

STA 

2 1X1 


STA 

1 IX 


7 

0111 


8 

1000 


10 
BRSET4 

3 BTB 


7 

BSET4 
2 BSC 


BHCC 
2 REL 


LSL 
2 DIR 


LSLA 

1 INH 


LSLX 

1 INH 


LSL 

2 1X1 


6 

LSL 




2 

CLC 

1 INH 


EOR 

2 IMM 


EOR 

2 DIR 


EOR 

3 EXT 


6 
EOR 

3 1X2 


EOR 

2 1X1 


EOR 

1 IX 


8 

1000 


9 

1001 


10 
BRCLR4 

3 BTB 


BCLR4 
2 BSC 


BHCS 

2 REL 


ROL 

2 DIR 


ROLA 

1 INH 


ROLX 

1 INH 


ROL 

2 1X1 


6 

ROL 




SEC 

1 INH 


2 

ADC 

2 IMM 


ADC 

2 DIR 


5 

ADC 

3 EXT 


ADC 

3 1X2 


5 
ADC 

2 1X1 


ADC 

1 IX 


9 

1001 


A 

1010 


10 

BRSET6 

3 BTB 


BSET5 
2 BSC 


BPL 
2 REL 


DEC 

2 DIR 


DECA 

1 INH 


DECX 

1 INH 


DEC 

2 1X1 


6 

DEC 




2 

CLI 

1 INH 


ORA 

2 IMM 


ORA 

2 DIR 


B 
ORA 

3 EXT 


6 
ORA 

3 1X2 


ORA 

2 1X1 


ORA 

1 IX 


A 

1010 


B 

1011 


10 

BRCLR5 
3 BTB 


BCLR5 
2 BSC 


BMI 
2 REL 














2 

SEI 

1 INH 


ADD 

2 IMM 


ADD 

2 DIR 


5 

ADD 

3 EXT 


6 
ADD 

3 1X2 


5 
ADD 

2 1X1 


ADD 

1 IX 


B 

1011 


c 

1100 


10 
BRSET6 

3 BTB 


BSET6 
2 BSC 


BMC 

2 REL 


INC 
2 OIR 


INCA 

1 INH 


INCX 


INC 

2 1X1 


6 

INC 




RSP 

1 INH 




3 

JMP 
2 DIR 


4 

JMP 
3 EXT 


JMP 

3 1X2 


4 

JMP 
2 1X1 


JMP 

1 IX 


C 

1100 


D 
1101 


10 
BRCLR6 

3 STB 


BCLR6 

2 BSC 


BMS 

2 REL 


TST 

2 DIR 


TSTA 

1 INH 


TSTX 


TST 

2 1X1 


6 

TST 




2 

NOP 

1 INH 


8 

BSR 

2 REL 


JSR 
2 OIR 


JSR 

3 EXT 


JSR 

3 1X2 


8 
JSR 

2 1X1 


JSR 

1 IX 


D 

1101 


E 

1110 


10 

BRSET7 
3 BTB 


BSET7 
2 BSC 


BIL 

2 REL 
















2 

LDX 

2 IMM 


LDX 

2 DIR 


B 

LDX 

3 EXT 


6 

LDX 
3 1X2 


6 

LDX 

2 1X1 


LDX 

1 IX 


E 
1110 


F 

nil 


10 
BRCLR7 

3 BTB 


BCLR7 
2 BSC 


BIH 

2 REL 


■6 

CLR 

2 DiR 


CLRA 

1 INH 


CLRX 


7 

CLR 

2 1X1 


6 
CLR 




2 

TXA 




STX 
2 DIB 


6 

STX 

3 EXT 


STX 

3 1X2 


6 

STX 

2 1X1 


STX 


F 



o 

00 

o 
H 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



# of Cycles (HMOS)- 

Mnemonic - 

# of Cycles (CMOS)- 





LEGEND 


Opcode in Hexadecimal 




p ^ 






nil-*-. 




^^^^ 




■4 

^ CI ID 


"*^^ 

0000-*-^ 






~~~;^;^' Opcode in Binary 




1 IX 










K 


Address Mode 



MC6805T2 



Date . 



MC6805T2 MCU CUSTOM ORDERING INFORMATION 

Customer PO Number 



Customer Company 

Address 

City 



Motorola Part Numbers 

IV1C 

sc 



-Zip. 



Country . 



Customer Contact Person 
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SECTION 1 
INTRODUCTION 



1.1 GENERAL 

The MC68HC05C4 HCMOS Microcomputer is a member of the M68HC05 Family of low-cost single- 
chip microcomputers. This 8-bit microcomputer contains an on-chip oscillator, CPU, RAM, ROM, 
I/O, two serial interface sytems, and timer. The fully static design allows operation at frequencies 
down to dc, further reducing its already low-power consumption. 

1.2 FEATURES 

The following are some of the hardware and software highlights of the MC68HC05C4. 

HARDWARE FEATURES 

• HCMOS Technology 

• 8-Bit Architecture 

• Power Saving Stop and Wait Modes 

• Fully Static Operation 

• 176 Bytes of On-Chip RAM 

• 4160 Bytes of On-Chip ROM 

• 24 Bidirectional I/O Lines 

• 2.1 MHz Internal Operating Frequency at 5 Volts; 1.0 MHz at 3 Volts 

• Internal 16-Bit Timer Similar to MC6801 Timer 

• Serial Communications Interface System 

• Serial Peripheral Interface System 

• Self-Check Mode 

• External, Timer, Serial Communications Interface, and Serial Peripheral Interface Interrupts 

• Master Reset and Power-On Reset 

• Single 3- to 6-Volt Supply 

• On-Chip Oscillator with RC or Crystal Mask Options 

• 40-Pin Dual-ln-Line Package 

• Chip Carrier Also Available 

SOFTWARE FEATURES 

• Similar to MC6800 

• 8 X 8 Unsigned Multiply Instruction 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 
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SOFTWARE FEATURES (Continued) 

• True Bit Manipulation 

• Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Mennory Mapped I/O 

• Two Power-Saving Standby Modes 

• Upward Software Compatible with the M146805 CMOS Family 

• Complete Development System Support on EXORciser and HDS-200 
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Figure 1-1. MC68HC05C4 Microcomputer Block Diagram 
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SECTION 2 

FUNCTIONAL PIN DESCRIPTION, INPUT/OUTPUT PROGRAMMING, 

MEMORY, CPU REGISTERS, AND SELF-CHECK 



This section provides a description of the functional pins, input/output programming, memory, 
CPU registers, and self-checl<. 

2.1 FUNCTIONAL PIN DESCRIPTION 

2.1.1 VDOand VSS 

Power is supplied to the MCU using these two pins. Vdd is power and VsS is ground. 

2.1.2 IRQ (Maskable Interrupt Request) 

IRQ is a programmable option which provides two different choices of interrupt triggering sensi- 
tivity. These options are: 1) negative edge-sensitive triggering only, or 2) both negative edge- 
sensitive and level-sensitive triggering. In the latter case, either type of input to the IRQ pin will pro- 
duce the interrupt. The MCU completes the current instruction before it responds to the interrupt 
request. When the IRQ pin goes low for at least on tiLlH- a logic one is latched internally to signify 
an interrupt has been requested. When the MCU completes its current instruction, the interrupt 
latch is tested. If the interrupt latch contains a logic one, and the interrupt mask bit (I bit) in the con- 
dition code register is clear, the MCU then begins the interrupt sequence. 

If the option is selected to include level-sensitive triggering, then the IRQ input requires an external 
resistor to Vdd for "wire-OR" operation. See INTERRUPTS in Section 3 for more detail concerning 
interrupts. 



2.1.3 RESET 



The RESET input is not required for startup but can be used to reset the MCU internal state and pro- 
vide an orderly software startup procedure. Refer to RESETS in Section 3 for a detailed description. 

2.1.4 TCAP 

The TCAP input controls the input capture feature for the on-chip programmable timer system. 
Refer to INPUT CAPTURE REGISTER in Section 4 for additional information. 

2.1.5 TCMP 

The TCMP pin (35) provides an output for the output compare feature of the on-chip timer system. 
Refer to OUTPUT COMPARE REGISTER in Section 4 for additional information. 
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2.1.6 0SC1, 0SC2 

The l\/IC68HC05C4 can be configured to accept either a crystal input or an RC network to control 
the internal oscillator. The internal clocks are derived by a divide-by-two of the internal oscillator fre- 
quency (fosc>- 

2.1.6.1 CRYSTAL. The circuit shown in Figure 2-1(b) is recommended when using a crystal. The 
internal oscillator is designed to interface with an AT-cut parallel resonant quartz crystal resonator 
in the frequency range specified for fosc in 9.7 or 9.8 Control Timing. Use of an external CMOS 
oscillator is recommended when crystals outside the specified ranges are to be used. The crystal 
and components should be mounted as close as possible to the input pins to minimize output 
distortion and startup stabilization time. Refer to 9.5 or 9.6 for Vqd specifications. 
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(b) Crystal Oscillator Connections 
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(e) External Clock Source Connections 



Figure 2-1. Oscillator Connections 
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2.1.6.2 RC. If the RC oscillator option is selected, then a resistor is connected to the oscillator pins 
as shown in Figure 2-1 (d). The relationship between R and fosc is shown in Figure 2-2. 



1 




Figure 2-2. Typical Frequency vs Resistance For 
RC Oscillator Option Only 



2.1.6.3 EXTERNAL CLOCK. An external clock should be applied to the 0SC1 input with the 0SC2 
input not connected, as shown in Figure 2-1 (e) . An external clock may be used with either the RC or 
crystal oscillator option. The toxOV or t|LCH specifications do not apply when using an external 
clock input. The equivalent specification of the external clock source should be used in lieu of 
tOXOV ortiLCH- 

2.1.7 PA0-PA7 

These eight I/O lines comprise port A. The state of any pin is software programmable and all port A 
lines are configured as input during power-on or reset. Refer to INPUT/OUTPUT PROGRAMMING 
paragraph below for a detailed description of I/O programming. 

2.1.8 PB0-PB7 

These eight lines comprise port B. The state of any pin is software programmable and all port B lines 
are configured as input during power-on or reset. Refer to INPUT/OUTPUT PROGRAMMING 
paragraph below for a detailed description of I/O programming. 

2.1.9 PC0-PC7 

These eight lines comprise port C. The state of any pin is software programmable and all port C lines 
are configured as input during power-on or reset. Refer to INPUT/OUTPUT PROGRAMMING 
paragraph below for a detailed description of I/O programming. 

2.1.10 PD0-PD5, PD7 

These seven lines comprise port D, a fixed input port that is enabled during power-on. All enabled 
special functions (SPI and SCI) affect the pins on this port. Four of these lines, PD2/I\/IIS0, 
PD3/M0SI, PD4/SCK, and PD5/SS, are used in the serial peripheral interface (SPI) discussed in 
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Section 6. Two of these lines, PDO/RDI and PD1/TD0, are used in the serial communications inter- 
face (SCI) discussed in Section 5, Refer to 2.2 INPUT/OUTPUT PROGRAMMING for a detailed 
description of I/O programming. 

2.2 INPUT/OUTPUT PROGRAMMING 



2.2.1 Parallel Ports 

Ports A, B, and C may be programmed as an input or an output under software control. The direc- 
tion of the pins is determined by the state of the corresponding bit in the port data direction register 
(DDR). Each 8-bit port has an associated 8-bit data direction register. Any port A, port B, or port C 
pin is configured as an output if its corresponding DDR bit is set to a logic one. A pin is configured 
as an input if its corresponding DDR bit is cleared to a logic zero. At power-on or reset, all DDRs are 
cleared, which configure all port A, B, and C pins as inputs. The data direction registers are capable 
of being written to or read by the processor. Refer to Figure 2-3 and Table 2-1 . During the program- 
med output state, a read of the data register actually reads the value of the output data latch and 
not the I/O pin. 
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Figure 2-3. Typical Parallel Port I/O Circuitry 
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Table 2-1. I/O Pin Functions 



R/W* 


DDR 


I/O Pin Function 








Ttie I/O pin is in input mode. Data is written into the output data latch. 





1 


Data is written into the output data latch and output to the I/O pin. 


1 





The state of the I/O pin is read. 


1 


1 


The I/O pin is in an output mode. The output data latch is read. 



'■R/W is an internal signal. 



B 



2.2.2 Fixed Port 

Port D is a 7-bit fixed input port (PD0-PD5, PD7) that continually monitors the external pins 
whenever the SPI or SCI systenns are disabled. During power-on reset or external reset all seven bits 
become valid input ports because all special function output drivers are disabled. For example, with 
the serial communications interface (SCI) system enabled, (RE=TE=1) PDO and PD1 inputs will 
read zero. With the serial peripheral interface (SPI) system disabled (SPE = 0) PD2 through PD5 will 
read the state of the pin at the time of the read operation. No data register is associated with the 
port when it is used as an input. 



2.2.3 Serial Port (SCI and SPI) 

The serial communications interface (SCI) and serial peripheral interface (SPI) use the port D pins 
for their functions. The SCI function requires two of the pins (PD0-PD1) for its receive data input 
(RDI) and transmit data output (TDO) respectively, whereas the SPI function requires four of the 
pins (PD2-PD5) for its serial data input/output (MISO), serial data output/input (MOSI), system 
clock (SCK), and slave select (SS) respectively. Refer to SECTION 5 SERIAL COMMUNICATIONS 
INTERFACE and SECTION 6 SERIAL PERIPHERAL INTERFACE for a more detailed discussion. 

2.3 MEMORY 

As shown in Figure 2-4, the MCU is capable of addressing 8192 bytes of memory and I/O registers 
with its program counter. The MC68HC05C4 MCU has implemented 4601 bytes of these locations. 
The first 256 bytes of memory (page zero) include: 25 bytes of I/O features such as data ports, the 
port DDRs, timer, serial peripheral interface (SPI), and serial communication interface (SCI); 48 
bytes of user ROM, and 176 bytes of RAM. The next 4096 bytes complete the user ROM. The self- 
check ROM (224 bytes) and self-check vectors (16 bytes) are contained in memory locations $1F00 
through $1FEF. The 16 highest address bytes contain the user defined reset and the interrupt vec- 
tors. Seven bytes of the lowest 32 memory locations are unused and the 176 bytes of user RAM in- 
clude up to 64 bytes for the stack. Since most programs use only a small part of the allocated stack 
locations for interrupts and/or subroutine stacking purposes, the unused bytes are usable for pro- 
gram data storage. 
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Figure 2-4. Address Map 
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Unused 



Unused 



Serial Peripheral Control Register 



Serial Peripheral Status Register 



Serial Peripheral Data I/O Register 



Serial Communications Baud Rate Register 



Serial Communications Control Register 1 



Serial Communications Control Register 2 



Serial Communications Status Register 



Serial Communications Data Register 



Timer Control Register 



Timer Status Register 



Input Capture High Register 



Input Capture Low Register 



Output Compare High Register 



Output Compare Low Register 



Counter High Register 



Counter Low Register 



Alternate Counter High Register 



Alternate Counter Low Register 



Unused 
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$11 
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$1B 
$1C 
$1D 
$1E 
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2.4 CPU REGISTERS 



The MC68HC05C4 CPU contains five registers, as shown in the programming model of Figure 2-5. 
The interrupt staci<ing order is shown in Figure 2-6. 
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Figure 2-5. Programming Model 
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in the reverse order. 



Figure 2-6. Stacking Order 
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2.4.1 Accumulator (A) 

The accumulator is an 8-bit general purpose register used to hold operands, results of the arithmetic 
calculations, and data manipulations. 

2.4.2 Index Register (X) 

The X register is an 8-bit register which is used during the indexed modes of addressing. It provides 
an 8-bit value which is used to create an effective address. The index register is also used for data 
manipulations with the read-modify-write type of instructions and as a temporary storage register 
when not performing addressing operations. 

2.4.3 Program Counter (PC) 

The program counter is a 13-bit register that contains the address of the next instruction to be 
executed by the processor. 

2.4.4 Stack Pointer (SP) 

The stack pointer is a 13-bit register containing the address of the next free locations on the push- 
down/pop-up stack. When accessing memory, the seven most significant bits are permanently 
configured to 000001 1 . These seven bits are appended to the six least significant register bits to pro- 
duce an address within the range of $OOFF to $0000. The stack area of RAM is used to store the 
return address on subroutine calls and the machine state during interrupts. During external or 
power-on reset, and during a reset stack pointer (RSP) instruction, the stack pointer is set to its up- 
per limit ($OOFF). Nested interrupt and/or subroutines may use up to 64 (decimal) locations. When 
the 64 locations are exceeded, the stack pointer wraps around and points to its upper limit ($OOFF), 
thus, losing the previously stored information. A subroutine call occupies two RAM bytes on the 
stack, while an interrupt uses five RAM bytes. 

2.4.5 Condition Code Register (CO 

The condition code register is a 5-bit register which indicates the results of the instruction just 
executed as well as the state of the processor. These bits can be individually tested by a program 
and specified action taken as a result of their state. Each bit is explained in the following 
paragraphs. 

2.4.5.1 HALF CARRY BIT(H). The H bit is set to a one when a carry occurs between bits 3 and 4 of 
the ALU during an ADD or ADC instruction. The H bit is useful in binary coded decimal 
subroutines. 

2.4.5.2 INTERRUPT MASK BIT (I). When the I bit is set, all interrupts are disabled. Clearing this bit 
enables the interrupts. If an external interrupt occurs while the I bit is set, the interrupt is latched 
and is processed after the I bit is next cleared; therefore, no interrupts are lost because of the I bit 
being set. An internal interrupt can be lost if it is cleared while the I bit is set (refer to SECTION 4 
PROGRAMMABLE TIMER, SECTION 5 SERIAL COMMUNICATIONS INTERFACE, and SECTION 
6 SERIAL PERIPHERAL INTERFACE for more information). 
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2.4.5.3 NEGATIVE (N). When set, this bit indicates that the result of the last arithmetic, logical, or 
data manipulation is negative (bit 7 in the result is a logic one). 

2.4.5.4 ZERO (Z). When set, this bit indicates that the result of the last arithmetic, logical, or data 
manipulation is zero. 

2.4.5.5 CARRY/BORROW <C). Indicates that a carry or borrow out of the arithmetic logic unit 
(ALU) occurred during the last arithmetic operation. This bit is also affected during bit test and 
branch instructions, shifts, and rotates. 

2.5 SELF-CHECK 

The self-check capability of the MC68HC05C4 MCU provides an internal check to determine if the 
device is functional. Self-check is performed using the circuit shown in the schematic diagram of 
Figure 2-7. As shown in the diagram, port C pins PC0-PC3 are monitored (light emitting diodes are 
shown but other devices could be used) for the self-check results. The self-check mode is entered 
by applying a 9 Vdc input (through a 4.7 kilohm resistor) to the IRQ pin (2) and 5 Vdc input (through 
a 4.7 kilohm resistor) to the TCAP pin (37) and then depressing the reset switch to execute a reset. 
After reset, the following seven tests are performed automatically: 

I/O — Functionally exercises ports A, B, and C 

RAM - Counter test for each RAM byte 

Timer — Tracks counter register and checks OCF flag 

SCI - Transmission Test; checks for RDRF, TORE, TC, and FE flags 

ROM — Exclusive OR with odd ones parity result 

SPI - Transmission test with check for SPIF, WOOL, and MODE flags 

INTERRUPTS - Tests external, timer, SCI, and SPI interrupts. 

Self-check results (using the LEDs as monitors) are shown in Table 2-2. The following subroutines 
are available to user programs and do not require any external hardware. 

2.6 TIMER TEST SUBROUTINE 

This subroutine returns with the Z bit cleared if any error is detected; otherwise, the Z bit is set. 

This subroutine is called at location $1F0E. The output compare register is first set to the current 
timer state. Because the timer is free running and has only a divide-by-four prescaler, each timer 
count cannot be tested. The test reads the timer once every 10 counts (40 cycles) and checks for 
correct counting. The test tracks the counter until the timer wraps around, triggering the output 
compare-ilag in the timer status register. RAM locations $0050 and $0051 are overwritten. Upon 
return to the user's program, X = 40. If the test passed, A = 0. 

2.7 ROM CHECKSUM SUBROUTINE 

This subroutine returns with the Z bit cleared if any error is detected; otherwise, the Z bit is set. 

This subroutine is called at location $1F93 with RAM location $0053 equal to $01 and A = 0. A short 
routine is set up and executed in RAM to compute a checksum of the entire ROM pattern. Upon 
return to the user's program, X = 0. If the test passed, A = 0. RAM locations $0050 through $0053 
are overwritten. 
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NOTE: The RC Oscillator Option may also be used in this circuit. 

Figure 2-7. Self-Check Circuit Schematic Diagram 
Table 2-2. Self-Check Results 
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SECTION 3 
RESETS, INTERRUPTS, AND LOW POWER MODES 



3.1 RESETS 



The MC68HC05C4 has two reset modes; an active low external reset pin (RESET) and a power-on 
reset function; refer to Figure 3-1. 



3.1.1 RESET Pin 



a 



The RESET input pin is used to reset the MCU to provide an orderly software startup procedure. 
When using the external reset nnode, the RESET pin nnust stay low for a minimum of one and one 
half tcyc- The RESET pin contains an internal Schmitt Trigger as part of its input to improve noise 
immunity. 

3.1.2 Power-On Reset 

The power-on reset occurs when a positive transition is detected on VdD- The power-on reset is 
used strictly for power turn-on conditions and should not be used to detect any drops in the power 
supply voltage. There is no provision for a power-down reset. The power-on cir cuitry p rovides for a 
4064 tcyc delay from the time that the oscillator becomes active. If the external RESET pin is low at 
the end of the 4064 tcyc time out, the processor remains in the reset condition until RESET goes 
high. 

Table 3-1 shows the actions of the two resets on internal circuits, but not necessarily in order of 
occurrence (X indicates that the condition occurs for the particular reset). 

3.2 INTERRUPTS 

Systems often require that normal processing be interrupted so that some external event may be 
serviced. The MC68HC05C4 may be interrupted by one of five different methods: either one of four 
maskable hardware interrupts (IRQ, SPI, SCI, or Timer) and one non-maskable software interrupt 
(SWI). Interrupts such as Timer, SPI, and SCI have several flags which will cause the interrupt. 
Generally, interrupt flags are located in read-only status registers, whereas their equivalent enable 
bits are located in associated control registers. The interrupt flags and enable bits are never con- 
tained in the same register. If the enable bit is a logic zero it blocks the interrupt from occurring but 
does not inhibit the flag from being set. Reset clears all enable bits to preclude interrupts during the 
reset procedure. 

The general sequence for clearing an interrupt is a software sequence of first accessing the status 
register while the interrupt flag is set, followed by a read or write of an associated register. When 
any of these interrupts occur, and if the enable bit is a logic one, normal processing is suspended at 
the end of the current instruction execution. Interrupts cause the processor registers to be saved on 
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•Internal timing signal and bus information not available externally. 

•■OSCI line is not meant to represent frequency. It is only used to represent time. 

"■The next rising edge of tfie internal processor clock following the rising edge of RESET initiates tfie reset sequence. 



Figure 3-1. Power-On Reset and RESET 
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Table 3-1. Reset Action on Internal Circuit 



a 





RESET 


Power-On 


Condition 


Pin 


Reset 


Timer Prescaler reset to zero state 


X 


X 


Timer counter configured to $FFFC 


X 


X 


Timer output compare (TCMP) bit reset to zero 


X 


X 


All timer interrupt enable bits cleared (ICIE, OCIE, and TOIE) to disable timer interrupts. 


X 


X 


The OLVL timer bit is also cleared by reset. 






All data direction registers cleared to zero (input) 


X 


X 


Configure stack pointer to $OOFF 


X 


X 


Force internal address bus to restart vector ($1FFE-$1FFF) 


X 


X 


Set 1 bit in condition code register to a logic one 


X 


X 


Clear STOP latch 


X* 


X 


Clear external interrupt latch 


X 


X 


Clear WAIT latch 


X 


X 


Disable SCI (serial control bits TE = and RE = 0). Other SCI bits cleared by reset include: TIE, TCIE, 


X 


X 


RIE, ILIE, RWU, SBK, RDRF, IDLE, OR, NF, and FE. 






Disable SPI (serial output enable control bit SPE = 0). Other SPI bits cleared by reset include: SPIE, 


X 


X 


MSTR, SPIF, WCOL, and MODE. 






Set serial status bits TORE and TC 


X 


X 


Clear all serial interrupt enable bits (SPIE, TIE, and TCIE) 


X 


X 


Place SPI system in slave mode (MSTR = 0) 


X 


X 


Clear SCI prescaler rate control bits SCP0-SCP1 


X 


X 



'Indicates that timeout still occurs. 



the Stack (see Figure 2-6) and the interrupt nnasl< (1 bit) set to prevent additional interrupts. The 
appropriate interrupt vector then points to the starting address of the interrupt service routine (refer 
to Figure 2-4 for vector location). Upon completion of the interrupt service routine, the RTI instruc- 
tion (which is nornnally a part of the service routine) causes the register contents to be recovered 
from the stack followed by a return to normal processing. The stack order is shown in Figure 2-6. 

NOTE 

The interrupt mask bit (I bit) will be cleared if and only if the corresponding bit stored in 
the stack is zero. 

A discussion of interrupts, plus a table listing vector addresses for all interrupts including reset, in 
the MC68HC05C4 is provided in Table 3-2. 



Table 3-2. Vector Address for interrupts and Reset 





Flag 




CPU 


Vector 


Register 


Name 


Interrupts 


Interrupt 


Address 


N/A 


N/A 


Reset 


RESET 


$1FFE-$1FFF 


N/A 


N/A 


Software 


SWI 


$1FFC-$1FFD 


N/A 


N/A 


External Interrupt 


IRQ 


$1FFA-$1FFB 


Timer Status 


ICF 
OCF 
TOF 


Input Capture 
Output Compare 
Timer Overflow 


TIMER 


$1FF8-$1FF9 


SCI Status 


TDRE 

TC 
RDRF 
IDLE 

OR 


Transmit Buffer Empty 
Transmit Complete 
Receiver Buffer Full 
Idle Line Detect 
Overrun 


SCI 


$1FF6-$1FF7 


SPI Status 


SPIF 
MODE 


Transfer Complete 
Mode Fault 


SPI 


$1FF4^$1FF5 
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3.2.1 Hardware Controlled Interrupt Sequence 



The following three functions (RESET, STOP, and WAIT) are not in the strictest sense an interrupt; 
however, they are acted upon in a sinnilar manner. Flowcharts for hardware interrupts are shown in 
Figure 3-2, and for STOP and WAIT are provided in Figure 3-3. A discussion is provided below. 

(a) — A low input on the RESET input pin causes the progrann to vector to its starting address 

which is specified by the contents of memory locations $1 FFE and $1 FFF. The I bit in the 
condition code register is also set. Much of the MCU is configured to a known state dur- 
ing this type of reset as previously described in RESETS paragraph 3.1. 

(b) STOP — The STOP instruction causes the oscillator to be turned off and the processor 
to "sleep" until an external interrupt (IRQ) or reset occurs. 

(c) WAIT — The WAIT instruction causes all processor clocks to stop, but leaves the 
Timer, SCI, and SPI clocks running. This "rest" state of the processor can be cleared by 
reset, an external interrupt (IRQ), Timer interrupt, SPI interrupt, or SCI interrupt. There 
are no special wait vectors for these individual interrupts. 

3.2.2 Software Interrupt (SWI) 

The software interrupt is an executable instruction. The action of the SWI instruction is similar to 
the hardware interrupts. The SWI is executed regardless of the state of the interrupt mask (I bit) in 
the condition code register. The interrupt service routine address is specified by the contents of 
memory location $1FFC and $1FFD. 

3.2.3 External Interrupt 

If the interrupt mask (I bit) of the condition code register has been cleared and the external interrupt 
pin (IRQ) has gone low, then the external interrupt is recognized. When the interrupt is recognized, 
the current state of the CPU is pushed onto the stack and the I bit is set. This masks further inter- 
rupts until the present one is serviced. The interrupt service routine address is specified by the con- 
tents of memory location $1FFA and $1FFB. Either a level-sensitive and negative edge-sensitive 
trigger, or a negative edge-sensitive only trigger are available as a mask option. Figure 3-4 shows 
both a functional and mode timing diagram for the interrupt line. The timing diagram shows two dif- 
ferent treatments of the interrupt line (IRQ) to the processor. The first method shows single pulses 
on the interrupt line spaced far enough apart to be serviced. The minimum time between pulses is a 
function of the number of cycles required to execute the interrupt service routine plus 21 cycles. 
Once a pulse occurs, the next pulse should not occur until the MCU software has exited the routine 
(an RTI occurs). The second configuration shows several interrupt lines "wire-ORed" to form the 
interrupts at the processor. Thus, if after servicing one interrupt the interrupt line remains low, then 
the next interrupt is recognized. 

NOTE 

The internal interrupt latch is cleared in the first part, of the service routine; therefore, one 
(and only one) external interrupt pulse could be latched during t|LlL and serviced as soon 
as the I bit is cleared. 
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Figure 3-2. Hardware Interrupt Flowchart 



3-532 



MC68HC05C4 



c 



Stop 



:)C 



Stop Oscillator 
And All Clocks 



Oscillator Active 

Timer, SCI, And SPI 

Clocks Active 

Processor Clocks Stopped 




D 



(1) Fetch Reset Vector or 

(2) Service Interrupt 

a. Stack 

b. Set I Bit 

c. Vector to Interrupt 
Routine 



(1) Fetch Reset Vector or 

(2) Service Interrupt 

a. Stack 

b. Set I Bit 

c. Vector to Interrupt 
Routine 




Figure 3-3. STOP/WAIT Flowcharts 
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(a) Interrupt Function Diagram 



tiLIH 



■tjLIL- 



■tlLIH- 



r 



IRQ" 
(MCU) 



r 



Edge-Sensitive Trigger Condition 

The minimum pulse width (t|L|H) is either 
125ns(VDD = 5V) or250 ns (Vdd = 3 V). 
The period t\\_\\_ should not be less than 
the number of tgyc cycles it takes to ex- 
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(b) Interrupt IVIode Diagram 

Figure 3-4. External Interrupt 
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3.2.4 Timer Interrupt 

There are three different timer interrupt flags that will cause a tinner interrupt whenever they are set 
and enabled. These three interrupt flags are found in the three most significant bits of the timer 
status register (TSR, location $13) and all three will vector to the same interrupt service routine 
($1FF8-$1FF9). 

All interrupt flags have corresponding enable bits (ICIE, OCIE, and TOIE) in the timer control 
register (TCR, location $12). Reset clears all enable bits, thus preventing an interrupt from occurring 
during the reset time period. The actual processor interrupt is generated only if the I bit in the condi- 
tion code register is also cleared. When the interrupt is recognized, the current machine state is 
pushed onto the stack and I bit is set. This masl<s further interrupts until the present one is serviced. 
The interrupt service routine address is specified by the contents of memory location $1FF8 and 
$1FF9. The general sequence for clearing an interrupt is a software sequence of accessing the 
status register while the flag is set, followed by a read or write of an associated register. Refer to 
SECTION 4 PROGRAMMABLE TIMER for additional information about the timer circuitry. 

3.2.5 Serial Communications Interface (SCI) Interrupts 

An interrupt in the serial communications interface (SCI) occurs when one of the interrupt flag bits 
in the serial communications status register is set, provided the I bit in the condition code register is 
clear and the enable bit in the serial communications control register 2 (location $0F) is enabled. 
When the interrupt is recognized, the current state of the machine is pushed onto the stack and the 
I bit in the condition code register is set. This masks further interrupts until the present one is ser- 
viced. The SCI interrupt causes the program counter to vector to memory location $1 FF6 and $1 FF7 
which contains the starting address of the interrupt service routine. Software in the serial interrupt 
service routine must determine the priority and cause of the SCI interrupt by examining the interrupt 
flags and the status bits located in the serial comnnunications status register (location $10). The 
general sequence for clearing an interrupt is a software sequence of accessing the serial com- 
munications status register while the flag is set followed by a read or write of an associated register. 
Refer to SECTION 5 SERIAL COMMUNICATIONS INTERFACE for a descnption of the SCI system 
and its interrupts. 

3.2.6 Serial Peripheral Interface (SPI) Interrupts 

An interrupt in the serial peripheral interface (SPI) occurs when one of the interrupt flag bits in the 
serial peripheral status register (location $0B) is set, provided the I bit in the condition code register 
is clear and the enable bit in the serial peripheral control register (location $0A) is enabled. When the 
interrupt is recognized, the current state of the machine is pushed onto the stack and the I bit in the 
condition code register is set. This masks further interrupts until the present one is serviced. The 
SPI interrupt causes the program counter to vector to memory location $1FF4 and $1FF5 which 
contains the starting address of the interrupt service routine. Software in the serial peripheral inter- 
rupt service routine must determine the priority and cause of the SPI interrupt by examining the 
interrupt flag bits located in the SPI status register. The general sequence for clearing an interrupt is 
a software sequence of accessing the status register while the flag is set, followed by a read or write 
of an associated register. Refer to SECTION 6 SERIAL PERIPHERAL INTERFACE for a description 
of the SPI system and its interrupts. 
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3.3 LOW POWER MODES 

3.3.1 STOP Instruction 

The STOP instruction places the MC68HC05C4 in its lowest power consunnption mode. In the 
STOP nnode the internal oscillator is turned off, causing all internal processing to be halted; refer to 
Figure 3-3. During the STOP mode, the I bit in the condition code register is cleared to enable exter- 
nal interrupts. All other registers and memory remain unaltered and all input/output lines remain un- 
changed. This continues until an external interrupt (IRQ) or reset is sensed at which time the inter- 
nal oscillator is turned on. The external interrupt or reset causes the program counter to vector to 
memory location $1 FFA and $1 FFB or $1 FFE and $1 FFF which contains the starting address of the 
interrupt or reset service routine respectively. 

3.3.2 WAIT Instruction 

The WAIT instruction places the MC68HC05C4 in a low power consumption mode, but the WAIT 
mode consumes somewhat more power than the STOP mode. In the WAIT mode, the internal 
clock remains active, and all CPU processing is stopped; however, the programmable timer, serial 
peripheral interface, and serial communications interface systems remain active. Refer to Figure 
3-3. During the WAIT mode, the I bit in the condition code register is cleared to enable all interrupts. 
All other registers and memory remain unaltered and all parallel input/output lines remain un- 
changed. This continues until any interrupt or reset is sensed. At this time the program counter vec- 
tors to the memory location ($1 FF4 through $1 FFF) which contains the starting address of the inter- 
rupt or reset service routine. 
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SECTION 4 
PROGRAMMABLE TIMER 



4.1 INTRODUCTION 

The programmable timer, which is preceded by a fixed divide-by-four prescaler, can be used for 
many purposes, including input waveform measurements while simultaneously generating an out- 
put waveform. Pulse widths can vary from several microseconds to many seconds. A block diagram 
of the timer is shown in Figure 4-1 and timing diagrams are shown in Figures 4-2 through 4-5. 

Because the timer has a 16-bit architecture, each specific functional segment (capability) is 
represented by two registers. These registers contain the high and low byte of that functional seg- 
ment. Generally, accessing the low byte of a specific timer function allows full control of that func- 
tion; however, an access of the high byte inhibits that specific timer function until the low byte is 
also accessed. 

NOTE 

The I bit in the condition code register should be set while manipulating both the high and 
low byte register of a specific timer function to ensure that an interrupt does not occur. 
This prevents interrupts from occurring between the time that the high and low bytes are 
accessed. 

The programmable timer capabilities are provided by using the following ten addressable 8-bit 
registers (note the high and low represent the significance of the byte). A description of each 
register is provided below. 

Timer Control Register (TCR) location $12, 

Timer Status Register (TSR) location $13, 

Input Capture High Register location $14, 

Input Capture Low Register location $15, 

Output Compare High Register location $16, 

Output Compare Low Register location $17, 

Counter High Register location $18, 

Counter Low Register location $19, 

Alternate Counter High Register location $1A, and 

Alternate Counter Low Register location $1B. 
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Figure 4-1. Programmable Timer Block Diagram 
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Figure 4-2. Timer State Timing Diagram For Reset 
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NOTE: If the input edge occurs in the shaded area from one timer state T10 to the other timer state T10 the input capture flag is set dur- 
ing the next state Til . 

Figure 4-3. Timer State Timing Diagram For Input Capture 
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NOTES: 1 . The CPU write to the compare register may take place at any time, but a compare only occurs at timer state T01 . Thus, a 4- 
cycle difference may exist between the write to the compare register and the actual compare. 

2. Internal compare takes place during timer state T01. 

3. OCF is set at the timer state Til which follows the comparison match ($FFED in this example). 

Figure 4-4. Timer State Timing Diagram For Output Compare 
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NOTE: The TOF bit is set at timer state Til (transition of counter from $FFFF to $0000), It is cleared by a read of the timer status register 
during the internal processor clock high time followed by a read of the counter low register. 

Figure 4-5. Timer State Diagram For Timer Overflow 
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4.2 COUNTER 

The key element in the programmable timer is a 16-bit free running counter, or counter register, 
preceded by a prescaler which divides the internal processor clock by four. The prescaler gives the 
timer a resolution of 2.0 microseconds if the internal processor clock is 2.0 MHz. The counter is 
clocked to increasing values during the low portion of the internal processor clock. Software can 
read the counter at any time without affecting its value. 

The double byte free running counter can be read from either of two locations $18-$19 (called 
counter register at this location), or $1 A-$1 B (counter alternate register at this location). A read se- 
quence containing only a read of the least significant byte of the free running counter ($19, $1 B) will 
receive the count value at the time of the read. If a read of the free running counter or counter alter- 
nate register first addresses the most significant byte ($18, $1 A) it causes the least significant byte 
($19, $1 B) to be transferred to a buffer. This buffer value remains fixed after the first most significant 
byte "read" even if the user reads the most significant byte several times. This buffer is accessed 
when reading the free running counter or counter alternate register least significant byte ($19 or 
$1 B), and thus completes a read sequence of the total counter value. Note that in reading either the 
free running counter or counter alternate register, if the most significant byte is read, the least 
significant byte must also be read in order to complete the sequence. 

The free running counter is configured to $FFFC during reset and is always a read-only register. 
During a power-on-reset (POR), the counter is also configured to $FFFC and begins running after 
the oscillator startup delay. Because the free running counter is 16 bits preceded by a fixed divide- 
by-four prescaler, the value in the free running counter repeats every 262,144 MRU internal pro- 
cessor clock cycles. When the counter rolls over from $FFFF to $0000, the timer overflow flag (TOF) 
bit is set. An interrupt can also be enabled when counter rollover occurs by setting its interrupt 
enable bit (TOIE). 

4.3 OUTPUT COMPARE REGISTER 

The output compare register is a 16-bit register, which is made up of two 8-bit registers at locations 
$16 (most significant byte) and $17 (least significant byte). The output compare register can be used 
for several purposes such as, controlling an output waveform or indicating when a period of time 
has elapsed. The output compare register is unique in that all bits are readable and writable and are 
not altered by the timer hardware. Reset does not affect the contents of this register and if the com- 
pare function is not utilized, the two bytes of the output compare register can be used as storage 
locations. 

The contents of the output compare register are compared with the contents of the free running 
counter once during every four internal processor clocks. If a match is found, the corresponding 
output compare flag (OCF) bit is set and the corresponding output level (OLVL) bit is clocked (by 
the output compare circuit pulse) to an output level register. The values in the output compare 
register and the output level bit should be changed after each successful comparison in order to 
control an output waveform or establish a new elapsed timeout. An interrupt can also accompany a 
successful output compare provided the corresponding interrupt enable bit, OCIE, is set. 

After a processor write cycle to the output compare register containing the most significant byte 
($16), the output compare function is inhibited until the least significant byte ($17) is also written. 
The user must write both bytes (locations) if the most significant byte is written first. A write made 
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only to the least significant byte ($17) will not inhibit the compare function. The free running 
counter is updated every four internal processor clock cycles due to the internal prescaler. The 
minimum time required to update the output compare register is a function of the software program 
rather than the internal hardware. 

A processor write may be made to either byte of the output compare register without affecting the 
other byte. The output level (OLVL) bit is clocked to the output level register regardless of whether 
the output compare flag (OCF) is set or clear. 

Because neither the output compare flag (OCF bit) or output compare register is affected by reset, 
care must be exercised when initializing the output compare function with software. The following 
procedure is recommended: 

(1) Write the high byte of the output compare register to inhibit further compares until the low 
byte is written. 

(2) Read the timer status register to arm the OCF if it is already set. 

(3) Write the output compare register low byte to enable the output compare function with the 
flag clear. 

The advantage of this procedure is to prevent the OCF bit from being set between the time it is read 
and the write to the output compare register. A software example is shown below. 

B7 16 STA OCMPHI INHIBIT OUTPUT COMPARE 

B6 13 LDA TSTAT ARM OCF BIT IF SET 

BF 17 STX OCMPLD READY FOR NEXT COMPARE 

4.4 INPUT CAPTURE REGISTER 

The two 8-bit registers which make up the 16-bit input capture register are read-only and are used to 
latch the value of the free running counter after a defined transition is sensed by the corresponding 
input capture edge detector. The level transition which triggers the counter transfer is defined by 
the corresponding input edge bit (lEDG). Reset does not affect the contents of the input capture 
register. 

The result obtained by an input capture will be one more than the value of the free running counter 
on the rising edge of the internal processor clock preceding the external transition (refer to timing 
diagram shown in Figure 4-3). This delay is required for internal synchronization. Resolution is af- 
fected by the prescaler allowing the timer to only increment every four internal processor clock 
cycles. 

The free running counter contents are transferred to the input capture register on each proper signal 
transition regardless of whether the input capture flag (ICF) is set or clear. The input capture 
register always contains the free running counter value which corresponds to the most recent input 
capture. 

After a read of the most significant byte of the input capture register ($14), counter transfer is in- 
hibited until the least significant byte ($15) of the input capture register is also read. This 
characteristic forces the minimum pulse period attainable to be determined by the time used in the 
capture software routine and its interaction with the main program. The free running counter in- 
crements every four internal processor clock cycles due to the prescaler. 
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A read of the least significant byte ($15) of the input capture register does not inhibit the free 
running counter transfer. Again, mininnum pulse periods are ones which allow software to read the 
least significant byte ($15) and perform needed operations. There is no conflict between the read of 
the input capture register and the free running counter transfer since they occur on opposite edges 
of the internal processor clock. 

4.5 TIMER CONTROL REGISTER (TCR) 

The timer control register (TCR, location $12) is an 8-bit read/write register which contains five con- 
trol bits. Three of these bits control interrupts associated with each of the three flag bits found in 
the timer status register (discussed below). The other two bits control: 1) which edge is significant 
to the input capture edge detector (i.e., negative or positive), and 2) the next value to be clocked to 
the output level register in response to a successful output compare. The timer control register and 
the free running counter are the only sections of the timer affected by reset. The TCMP pin is forced 
low during external reset and stays low until a valid compare changes it to a high. The timer control 
register is illustrated below followed by a definition of each bit. 
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B7, ICIE If the input capture interrupt enable (ICIE) bit is set, a timer interrupt is enabled 

when the ICF status flag (in the timer status register) is set. If the ICIE bit is 
clear, the interrupt is inhibited. The ICIE bit is cleared by reset. 

B6, OCIE If the output compare interrupt enable (OCIE) bit is set, a timer interrupt is 

enabled whenever the OCF status flag is set. If the OCIE bit is clear, the inter- 
rupt is inhibited. The OCIE bit is cleared by reset. 

B5, TOIE If the timer overflow interrupt enable (TOIE) bit is set, a timer interrupt is 

enabled whenever the TOP status flag (in the timer status register) is set. If the 
TOIE bit is clear, the interrupt is inhibited. The TOIE bit is cleared by reset. 

81, lEDG The value of the input edge (lEDG) bit determines which level transition on pin 

37 will trigger a free running counter transfer to the input capture register. 
Reset does not affect the lEDG bit. 

0= negative edge 

1 = positive edge 

BO, OLVL The value of the output level (OLVL) bit is clocked into the output level register 
by the next successful output compare and will appear at pin 35. This bit and 
the output level register are cleared by reset. 

0= low output 

1 = high output 
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4.6 TIMER STATUS REGISTER (TSR) 

The timer status register (TSR) is an 8-bit register of which the three most significant bits contain 
read-only status information. These three bits indicate the following: 

1 . A proper transition has taken place at pin 37 with an accompanying transfer of the free run- 
ning counter contents to the input capture register, 

2. A match has been found between the free running counter and the output compare register, 
and 

3. A free running counter transition from $FFFF to $0000 has been sensed (timer overflow). 

The timer status register is illustrated below followed by a definition of each bit. Refer to timing 
diagrams shown in Figures 4-2, 4-3, and 4-4 for timing relationship to the timer status register bits. 
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B7, iCF The input capture flag (ICF) is set when a proper edge has been sensed by the 

input capture edge detector. It is cleared by a processor access of the timer 
status register (with ICF set) followed by accessing the low byte ($15) of the in- 
put capture register. Reset does not affect the input compare flag. 

B6, OCF The output compare flag (OCF) is set when the output compare register con- 

tents matches the contents of the free running counter. The OCF is cleared by 
accessing the timer status register (with OCF set) and then accessing the low 
byte ($17) of the output compare register. Reset does not affect the output 
compare flag. 

B5, TOF The timer overflow flag (TOF) bit is set by a transition of the free running 

counter from $FFFF to $0000. It is cleared by accessing the timer status register 
(with TOF set) followed by an access of the free running counter least signifi- 
cant byte ($19). Reset does not affect the TOF bit. 

Accessing the timer status register satisfies the first condition required to clear any status bits which 
happen to be set during the access. The only remaining step is to provide an access of the register 
which is associated with the status bit. Typically, this presents no problem for the input capture and 
output compare functions. 

A problem can occur when using the timer overflow function and reading the free running counter 
at random times to measure an elapsed time. Without incorporating the proper precautions into 
software, the timer overflow flag could unintentionally be cleared if: 1) the timer status register is 
read or written when TOF is set, and 2) the least significant byte of the free running counter is read 
but not for the purpose of servicing the flag. The counter alternate register at address $1 A and $1 B 
contains the same value as the free running counter (at address $18 and $19); therefore, this alter- 
nate register can be read at any time without affecting the timer overflow flag in the timer status 
register. 

During STOP and WAIT instructions, the programmable timer functions as follows: during the wait 
mode, the timer continues to operate normally and may generate an interrupt to trigger the CPU out 
of the wait state; during the stop mode, the timer holds at its current state, retaining all data, and 
resumes operation from this point when an external interrupt is received. 
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SECTION 5 
SERIAL COMMUNICATIONS INTERFACE (SCI) 



5.1 INTRODUCTION 

A full-duplex asynchronous serial communications interface (SCI) is provided with a standard NRZ 
format and a variety of baud rates. The SCI transmitter and receiver are functionally independent, 
but use the same data format and bit rate. The serial data format is standard mark/space (NRZ) 
which provide one start bit, eight or nine data bits, and one stop bit. "Baud" and "bit rate" are used 
synonymously in the following description. 

5.1.1 SCI Two Wire System Features 

• Standard NRZ (mark/space) format. 

• Advanced error detection method includes noise detection for noise duration of up to 1/16 bit 
time. 

• Full-duplex operation (simultaneous transmit and receive). 

• Software programmable for one of 32 different baud rates. 

• Software selectable world length (eight or nine bit words). 

• Separate transmitter and receiver enable bits. 

• SCI may be interrupt driven. 

• Four separate enable bits available for interrupt control. 

5.1.2 SCI Receiver Features 

• Receiver wake-up function (idle or address bit). 

• Idle line detect. 

• Framing error detect. 

• Noise detect. 

• Overrun detect. 

• Receiver data register full flag. 

5.1.3 SCI Transmitter Features 

• Transmit data register empty flag. 

• Transmit complete flag. 

• Break send. 

Any SCI two-wire system requires receive data in (RDI) and transmit data out (TDO). 
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5.2 DATA FORMAT 

Receive data in (RDI) or transmit data out (TDO) is the serialdata which is presented between the 
internal data bus and the output pin (TDO), and between the input pin (RDI) and the internal data 
bus. Data format is as shown for the NRZ in Figure 5-1 and must meet the following criteria: 

1. A high level indicates a logic one and a low level indicates a logic zero. 

2. The idle line is in a high (logic one) state prior to transmission/ reception of a message. 

3. A start bit (logic zero) is transmitted/ received indicating the start of a message. 

4. The data is transmitted and received least-significant-bit first. 

5. A stop bit (high in the tenth or eleventh bit position) indicates the byte is complete. 

6. A break is defined as the transmission or reception of a low (logic zero) for some multiple of 
the data format. 



a 



IdleLine 





1 2 


3 


4 


5 


Co 
Se 

6 


ntrol bit "M" 
ects 8 or 9 bit d 


ata 






7 8 

























* 




s 
t 




















S 

t 


s 

t 



*Stop bit is always high. 



Figure 5-1. Data Format 



5.3 WAKE-UP FEATURE 

In a typical multiprocessor configuration, the software protocol will usually identify the addressee(s) 
at the beginning of the message. In order to permit uninterested MRUs to ignore the remainder of 
the message, a wake-up feature is included whereby all further SCI receiver flag (and interrupt) pro- 
cessing can be inhibited until its data line returns to the idle state. An SCI receiver is re-enabled by 
an idle string of at least ten (or eleven) consecutive ones. Software for the transmitter must provide 
for the required idle string between consecutive messages and prevent it from occurring within 
messages. 

The user is allowed a second method of providing the wake-up feature in lieu of the idle string 
discussed above. This method allows the user to insert a logic one in the most significant bit of the 
transmit data word which needs to be received by all "sleeping" processors. 

5.4 RECEIVE DATA IN 

Receive data in is the serial data which is presented from the input pin via the SCI to the internal 
data bus. While waiting for a start bit, the receiver samples the input at a rate which is 16 times 
higher than the set baud rate. This 16 times higher-than-baud rate is referred to as the RT rate in 
Figures 5-2 and 5-3, and as the receiver clock in Figure 5-7. When the input (idle) line is detected 
low, it is tested for three more sample times (referred to as the start edge verification samples in 
Figure 5-2). If at least two of these three verification samples detect a logic low, a valid start bit is 
assumed to have been detected (by a logic low following the three start qualifiers) as shown in 
Figure 5-2; however, if in two or more of the verification samples a logic high is detected, the line is 
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Figure 5-2. Examples of Start Bit Sampling Technique 
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Figure 5-3. Sampling Technique Used on All Bits 

assumed to be idle. (A noise flag is set if one of the three verification samples detects a logic high, 
thus a valid start bit could be assumed and a noise flag still set.) The receiver clock generator is con- 
trolled by the baud rate register (see Figures 5-6 and 5-7); however, the serial communications inter- 
face is synchronized by the start bit (independent of the transmitter). 

Once a valid start bit is detected, the start bit, each data bit, and the stop bit are sampled three 
times at RT intervals of 8RT, 9RT, and 10RT (1 RT is the position where the bit is expected to start) 
as shown in Figure 5-3. The value of the bit is determined by voting logic which takes the value of 
the majority of samples (two or three out of three). A noise flag is set when all three samples on a 
valid start bit or a data bit or the stop bit do not agree. (As discussed above, a noise flag is also set 
when the start bit verification samples do not agree.) 

5.5 START BIT DETECTION FOLLOWING A FRAMING ERROR 

If there has been a framing error without detection of a break (10 zeros for 8-bit format or 1 1 zeros 
for 9-bit format), the circuit continues to operate as if there actually were a stop bit and the start 
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edge will be placed artificially. The last bit received in the data shift register is inverted to a logic 
one, and the three logic one start qualifiers (shown in Figure 5-2) are forced into the sample shift 
register during the interval when detection of a start bit is anticipated (see Figure 5-4); therefore the 
start bit will be accepted no sooner than it is anticipated. 

If the receiver detects that a break (RDRF=1, FE=1, receiver data register= $00) produced the 
framing error, the start bit will not be artificially induced and the receiver must actually receive a 
logic one bit before start. See Figure 5-5. 
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Figure 5-5. SCI Start Bit Following A Break 
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5.6 TRANSMIT DATA OUT (TDO) 

Transmit data out is the serial data which is presented from the internal data bus via the SCI and 
then to the output pin. Data format is as discussed above and shown in Figure 5-1 . The transmitter 
generates a bit time by using a derivative of the RT clock, thus producing a transmission rate equal 
to 1/16 that of the receiver sample clock. 

5.7 REGISTERS 

There are five different registers used in the serial communications interface (SCI) and the internal 
configuration of these registers is discussed in the following paragraphs. A block diagram of the 
SCI system is shown in Figure 5-6. 

5.7.1 Serial Communications Data Register (SCDAT) 



Serial Communications Data Register 



B 



The serial communications data register performs two functions in the serial communications inter- 
face; i.e. it acts as the receive data register when it is read and as the transmit data register when it 
is written. Figure 5-6 shows this register as two separate registers, namely: the receive data register 
(RDR) and the transmit data register (TDR). As shown in Figure 5-6, the TDR (transmit data 
register) provides the parallel interface from the internal data bus to the transmit shift register and 
the receive data register (RDR) provides the interface from the receive shift register to the internal 
data bus. 

When SCDAT is read, it becomes the receive data register and contains the last byte of data 
received. The receive data register, represented above, is a read-only register containing the last 
byte of data received from the shift register for the internal data bus. The RDRF bit (receive data 
register full bit in the serial communications status register) is set to indicate that a byte has been 
transferred from the input serial shift register to the serial communications data register. The 
transfer is synchronized with the receiver bit rate clock (from the receive control) as shown in Figure 
5-6. All data is received least-significant-bit first. 

When SCDAT is written, it becomes the transmit data register and contains the next byte of data to 
be transmitted. The transmit data register, also represented above, is a write-only register contain- 
ing the next byte of data to be applied to the transmit shift register from the internal data bus. As 
long as the transmitter is enabled, data stored in the serial communications data register is transfer- 
red to the transmit shift register (after the current byte in the shift register has been transmitted). 
The transfer from the SCDAT to the transmit shift register is synchronized with the bit rate clock 
(from the transmit control) as shown in Figure 5-6. All data is transmitted least-significant-bit first. 

5.7.2 Serial Communications Control Register 1 (SCCR1) 

7 6 5 4 3 2 10 

I R8 I T8 I - I M I WAKE | - | - | ^ | 50E 

The serial communications control register 1 (SCCRl) provides the control bits which: 1) determine 
the word length (either 8 or 9 bits), and 2) selects the method used for the wake-up feature. Bits 6 
and 7 provide a location for storing the ninth bit for longer bytes. 
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NOTE: The Serial Communications Data Register (SCDAT) is controlled by the internal R/W signal. It is the transmit data register when 
written and receive data register when read. 

Figure 5-6. Serial Communications Interface Block Diagram 
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B7, R8 If the M bit is a one, then this bit provides a storage location for the ninth bit in 

the receive data byte. Reset does not affect this bit. 

B6, T8 If the M bit is a one, then this bit provides a storage location for the ninth bit in 

the transmit data byte. Reset does not affect this bit. 

B4, M The option of the word length is selected by the configuration of this bit and is 

shown below. Reset does not affect this bit. 
0= 1 start bit, 8 data bits, 1 stop bit 
1 = 1 start bit, 9 data bits, 1 stop bit 

B3, WAKE This bit allows the user to select the method for receiver "wake up". If the 
WAKE bit is a logic zero, an idle line condition will "wake up" the receiver. If 
the WAKE bit is set to a logic one, the system acknowledges an address bit 
(most significant bit). The address bit is dependent on both the WAKE bit and 
the M bit level (table shown below) . (Additionally, the receiver does not use the 
wake-up feature unless the RWU control bit in serial communications control 
register 2 is set as discussed below.) Reset does not affect this bit. 
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Method of Receiver "Wake-Up" 



Detection of an idle line allows the next data byte received 

to cause the receive data register to fill and produce an 

RDRF flag. 

Detection of a received one in the eighth data bit allows an 

RDRF flag and associated error flags. 

Detection of a received one in the ninth data bit allows an 

RDRF flag and associated error flags. 



5.7.3 Serial Communications Control Register 2 (SCCR2) 
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The serial communications control register 2 (SCCR2) provides the control bits which: individually 
enable/disable the transmitter or receiver, enable the system interrupts, and provide the wake-up 
enable bit and a "send break code" bit. Each of these bits is described below. (The individual flags 
are discussed in the 5.7.4 Serial Communications Status Register.) 

B7, TIE When the transmit interrupt enable bit is set, the SCI interrupt occurs provided 

TDRE is set (see Figure 5-6). When TIE is clear, the TDRE interrupt is disabled. 
Reset clears the TIE bit. 

B6, TCIE When the transmission complete interrupt enable bit is set, the SCI interrupt 

occurs provided TC is set (see Figure 5-6). When TCIE is clear, the TC interrupt 
is disabled. Reset clears the TCIE bit. 
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B5, RIE When the receive interrupt enable bit is set, the SCI interrupt occurs provided 

OR is set or RDRF is set (see Figure 5-6). When RIE is clear, the OR and RDRF 
interrupts are disabled. Reset clears the RIE bit. 

B4, ILIE When the idle line interrupt enable bit is set, the SCI interrupt occurs provided 

IDLE is set (see Figure 5-6). When ILIE is clear, the IDLE interrupt is disabled. 
, Reset clears the ILIE bit. 

B3, TE When the transmit enable bit is set, the transmit shift register output is applied 

to the TDO line. Depending on the state of control bit M in serial communica- 
tions control register 1 , a preamble of 10 (M = 0) or 1 1 (M = 1 ) consecutive ones 
is transmitted when software sets the TE bit from a cleared state. If a transmis- 
sion is in progress, and TE is written to a zero, then the transmitter will wait 
until after the present byte has been transmitted before placing the TDO pin in 
the idle high-impedance state. If the TE bit has been written to a zero and then 
set to a one before the current byte is transmitted, the transmitter will wait until 
that byte is transmitted and will then initiate transmission of a new preamble. 
After the preamble is transmitted, and provided the TORE bit is set (no new 
data to transmit), the line remains idle (driven high while TE=1); otherwise, 
normal transmission occurs. This function allows the user to "neatly" ter- 
minate a transmission sequence. After loading the last byte in the serial com- 
munications data register and receiving the interrupt from TDRE, indicating the 
data has been transferred into the shift register, the user should clear TE. The 
last byte will then be transmitted and the line will go idle (high impedance). 
Reset clears the TE bit. 

B2, RE When the receive enable bit is set, the receiver is enabled. When RE is clear, 

the receiver is disabled and all of the status bits associated with the receiver 
(RDRF, IDLE, OR, NF, and FE) are inhibited. Reset clears the RE bit. 

B1, RWU When the receiver wake-up bit is set, it enables the "wake up" function. The 

type of "wake up" mode for the receiver is determined by the WAKE bit 
discussed above (in the SCCR1). When the RWU bit is set, no status flags will 
be set. Flags which were set previously will not be cleared when RWU is set. If 
the WAKE bit is cleared, RWU is cleared after receiving 10(M = 0) orll (M= 1) 
consecutive ones. Under these conditions, RWU cannot be set if the. line is 
idle. If the WAKE bit is set, RWU is cleared after receiving an address bit. The 
RDRF flag will then be set and the address byte will be stored in the receiver 
data register. Reset clears the RWU bit. 

BO, SBK When the send break bit is set the transmitter sends zeros in some number 

equal to a multiple of the data format bits. If the SBK bit is toggled set and 
clear, the transmitter sends 10 (M = 0) or 11 (M = 1) zeros and then reverts to 
idle or sending data. The actual number of zeros sent when SBK is toggled 
depends on the data format set by the M bit in the serial communications con- 
trol register 1; therefore, the break code will be synchronous with respect to 
the data stream. At the completion of the break code, the transmitter sends at 
least one high bit to guarantee recognition of a valid start bit. Reset clears the 
SBK bit. 
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5.7.4 Serial Communications Status Register (SCSR) 



7 


6 


5 


4 


3 


2 


1 





1 TORE 1 


TC 


1 RDRF 1 


IDLE 1 


OR 


1 '^'^ 1 


1 " 1 


- 1 



$10 

The serial communications status register (SCSR) provides inputs to the interrupt logic circuits for 
generation of the SCI system interrupt. In addition, a noise flag bit and a framing error bit are also 
contained in the SCSR. 

B7, TORE The transmit data register empty bit is set to indicate that the contents of the 
serial communications data register have been transferred to the transmit serial 
shift register. If the TORE bit is clear, it indicates that the transfer has not yet 
occurred and a write to the serial communications data register will overwrite 
the previous value. The TORE bit is cleared by accessing the serial communica- 
tions status register (with TORE set), followed by writing to the serial com- 
munications data register. Data can not be transmitted unless the serial com- 
munications status register is accessed before writing to the serial communica- 
tions data register to clear the TORE flag bit. Reset sets the TORE bit. 

B6, TC The transmit complete bit is set at the end of a data frame, preamble, or break 

condition if: 

1. TE=1, TDRE=1, and no pending data, preamble, or break is to be 
transmitted; or 

2. TE = 0, and the data, preamble, or break (in the transmit shift register) 
has been transmitted. 

The TC bit is a status flag which indicates that one of the above conditions has 
occurred. The TC bit is cleared by accessing the serial communications status 
register (with TC set), followed by writing to the serial communications data 
register. It does not inhibit the transmitter function in any way. Reset sets the 
TC bit. 

B5, RDRF When the receive data register full bit is set, it indicates that the receiver serial 
shift register is transferred to the serial communications data register. If multi- 
ple errors are detected in any one received word, the NF, FE, and RDRF bits 
will be affected as appropriate during the same clock cycle. The RDRF bit is 
cleared when the serial communications status register is accessed (with RDRF 
set) followed by a read of the serial communications data register. Reset clears 
the RDRF bit. 

B4, IDLE When the idle line detect bit is set, it indicates that a receiver idle line is 

detected (receipt of a minimum number of ones to constitute the number of 
bits in the byte format). The minimum number of ones needed will be 10 
(M = 0) or 11 (M = 1). This allows a receiver that is not in the wake-up mode to 
detect the end of a message, detect the preamble of a new message, or to 
resynchronize with the transmitter. The IDLE bit is cleared by accessing the 
serial communications status register (with IDLE set) followed by a read of the 
serial communications data register. The IDLE bit will not be set again until 
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after an RDRF has been. set; i.e., a new idle line occurs. The IDLE bit is not set 
by an idle line when the receiver "wakes up" from the wake-up mode. Reset 
clears the IDLE bit. 

B3, OR When the overrun error bit is set, it indicates that the next byte is ready to be 

transferred from the receive shift register to the serial communications data 
register when it is already full (RDRF bit is set). Data transfer is then inhibited 
until the RDRF bit is cleared. Data in the serial communications data register is 
valid in this case, but additional data received during an overrun condition (in- 
cluding the byte causing the overrun) will be lost. The OR bit is cleared when 
the serial communications status register is accessed (with OR set), followed 
by a read of the serial communications data register. Reset clears the OR bit. 

B2, NF The noise flag bit is set if there is noise on a "valid" start bit or if there is noise 

on any of the data bits or if there is noise on the stop bit. It is not set by noise 
on the idle line nor by invalid (false) start bits. If there is noise, the NF bit is not 
set until the RDRF flag is set. Each data bit is sampled three times as described 
above in RECEIVE DATA IN and shown in Figure 5-3. The NF bit represents the 
status of the byte in the serial communications data register. For the byte being . 
received (shifted in) there will also be a "working" noise flag the value of which 
will be transferred to the NF bit when the serial data is loaded into the serial 
communications data register. The NF bit does not generate an interrupt 
because the RDRF bit gets set with NF and can be used to generate the inter- 
rupt. The NF bit is cleared when theserial communications status register is ac- 
cessed (with NF set), followed by a read of the serial communications data 
register. Reset clears the NF bit. 

B1, FE The framing error bit is set when the byte boundaries in the bit stream are not 

synchronized with the receiver bit counter (generated by a "lost" stop bit)., The 
byte is transferred to the serial communications data register and the RDRF bit 
is set. The FE bit does not generate an interrupt because the RDRF bit is set at 
the same time as FE and can be used to generate the interrupt. Note that if the 
byte received causes a framing error and it will also cause an overrun if transfer- 
red to the serial communications data register, then the overrun bit will be set, 
but not the framing error bit, and the byte will not be transferred to the serial 
communications data register. The FE bit is cleared when the serial com- 
munications status register is accessed (with FE set) followed by a read of the 
serial communications data register. Reset clears the FE bit. 



5.7.5 Baud Rate Register 

7 6 



SCPO 



The baud rate register provides the means for selecting different baud rates which may be used as 
the rate control for the transmitter and receiver. The SCPO-SCPl bits function as a prescaler for the 
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SCR0-SCR2 bits. Together, these five bits provide multiple, baud rate combinations for a given 
crystal frequency. 



B5, SCPl 
B4, SCPO 



B2, SCR2 
81, SCR1 
80, SCRO 



These two bits in the baud rate register are used as a prescaler to increase the 
range of standard baud rates controlled by the SCR0-SCR2 bits. A table of the 
prescaler internal processor clock division versus bit levels is provided below. 
Reset clears SCP1-SCP0 bits (divide-by-one). 



SCPl 


SCPO 


Internal Processor 
Clock Divide By 





1 
1 




1 



1 


1 

3 

4 

13 



These three bits in the baud rate register are used to select the baud rates of 
both the transmitter and receiver. A table of baud rates versus bit levels is 
shown below. Reset does not affect the SCR2-SCR0 bits. 
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64 
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The diagram of Figure 5-7 and Tables 5-1 and 5-2 illustrate the divided chain used to obtain the baud 
rate clock (transmit clock). Note that there is a fixed rate divide-by-16 between the receive clock 
(RT) and the transmit clock (Tx). The actual divider chain is controlled by the combined SCP0-SCP1 
and SCR0-SCR2 bits in the baud rate register as illustrated. All divided frequencies shown in the 
first table represent the final transmit clock (the actual baud rate) resulting from the internal pro- 
cessor clock division shown in the "divide-by" column only (prescaler division only). The second 
table illustrates how the prescaler output can be further divided by action of the SCI select bits 
(SCR0-SCR2). For example, assume that a 9600 Hz baud rate is required with a 2.4576 MHz exter- 
nal crystal. In this case the prescaler bits (SCP0-SCP1) could be configured as a divide-by-one or a 
divide-by-four. If a divide-by-four prescaler is used, then the SCR0-SCR2 bits must be configured 
as a divide-by- two. This results in a divide-by-128 of the internal processor clock to produce a 9600 
Hz baud rate clock. Using the same crystal, the 9600 baud rate can be obtained with a prescaler 
divide-by-one and the SCR0-SCR2 bits configured for a divide-by-eight. 

NOTE 

The crystal frequency is internally divided-by-two to generate the internal processor 
clock. 
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Figure 5-7. Rate Generator Division 



Table 5-1. Prescaler Highest Baud Rate Frequency Output 



SOP Bit 


Clock* 
Divided By 


Crystal Frequency MHz | 


1 





4.194304 


4.0 


2.4576 


2.0 


1.8432 








1 


131.072 kHz 


125.000 kHz 


76.80 kHz 


62.50 kHz 


57.60 kHz 





1 


3 


43.691 kHz 


41.666 kHz 


25.60 kHz 


20.833 kHz 


19.20 kHz 


1 





4 


32.768 kHz 


31.250 kHz 


19.20 kHz 


15.625 kHz 


14.40 kHz 


1 


1 


13 


10.082 kHz 


9600 Hz 


5.907 kHz 


4800 Hz 


4430 Hz 



*The clock in the "Clock Divided By" column is the internal processor clock. 



NOTE: The divided frequencies shown in Table 5-1 represent baud rates which are the highest transmit baud rate (Tx) that can be ob- 
tained by a specific crystal frequency and only using the prescaler division. Lower baud rates may be obtained by providing a 
further division using the SCI rate select bits as shown below for some representative prescaler outputs. 



Table 5-2. Transmit Baud Rate Output For a Given Prescaler Output 



SCR Bits 


Divide 
By 




Representative 


Highest Prescaler Baud Rate Output 




2 


1 





131.072 kHz 


32.768 kHz 


76.80 kHz 


19.20 kHz 


9600 Hz 











1 


131.072 kHz 


32.768 kHz 


76.80 kHz 


19.20 kHz 


9600 Hz 








1 


2 


65.536 kHz 


16.384 kHz 


38.40 kHz 


9600 Hz 


4800 Hz 





1 





4 


32.768 kHz 


8.192 kHz 


19.20 kHz 


4800 Hz 


2400 Hz 





1 


1 


8 


16.384 kHz 


4.096 kHz 


9600 Hz 


2400 Hz 


1200 Hz 


1 








16 


8.192 kHz 


2.048 kHz 


4800 Hz 


1200 Hz 


600 Hz 


1 





1 


32 


4.096 kHz 


1.024 kHz 


2400 Hz 


600 Hz 


300 Hz 


1 


1 





64 


2.048 kHz 


512 Hz 


1200 Hz 


300 Hz 


150 Hz 


1 


1 


1 


128 


1.024 kHz 


256 Hz 


600 Hz 


150 Hz 


75 Hz 



NOTE: Table 5-2 illustrates how the SCI select bits can be used to provide lower transmitter baud rates by further dividing the prescaler 
output frequency. The five examples are only representative samples. In all cases, the baud rates shown are transmit baud rates 
(transmit clock) and the receiver clock is 16 times higher in frequency than the actual baud rate. 
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SECTION 6 
SERIAL PERIPHERAL INTERFACE (SPI) 



6.1 INTRODUCTION AND FEATURES 

6.1.1 Introduction 

The serial peripheral interface (SPI) is an interface built into the MC68HC05C4 MCU which allows 
several l\/IC68HC05C4 MCUs, or MC68HC05C4 plus peripheral devices, to be interconnected within 
a single "black box" or on the same printed circuit board. In a serial peripheral interface (SPI), 
separate wires (signals) are required for data and clock. In the SPI format, the clock is not included 
in the data stream and must be furnished as a separate signal. An SPI system may be configured in 
one containing one master MCU and several slave MCUs, or in a system in which an MCU is 
capable of being either a master or a slave. 

Figure 6-1 illustrates two different system configurations. Figure 6-1 a represents a system of five 
different MCUs in which there are one master and four slaves (0, 1 , 2, 3). In this system four basic 
lines (signals) are required for the MOSI (master out slave in), MISO (master in slave out), SCK 
(serial clock), and SS (slave select) lines. Figure 6-1 b represents a system of five MCUs in which 
three can be master or slave and two are slave only. 

6.1.2 Features 

• Full duplex, three-wire synchronous transfers 

• Master or slave operation 

• 1.05 MHz (maximum) master bit frequency 

• 2.1 MHz (maximum) slave bit frequency 

• Four programmable master bit rates 

• Programmable clock polarity and phase 

• End of transmission interrupt flag 

• Write collision flag protection 

• Master-Master mode fault protection capability 

6.2 SIGNAL DESCRIPTION 

The four basic signals (MOSI, MISO, SCK, and SS) discussed above are described in the following 
paragraphs. Each signal function is described for both the master and slave mode. 

6.2.1 Master Out Slave In (MOSI) 

The MOSI pin is configured as a data output in a master (mode) device and as a data input in a slave 
(mode) device. In this manner data is transferred serially from a master to a slave on this line; most 
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Figure 6-1. Master-Slave System Configuration 
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significant bit first, least significant bit last. The tinning diagranns of Figure 6-2 summarize the SPI 
timing diagram shown in Section 9, and show the relationship between data and clock (SCK). As 
shown in Figure 6-2, four possible timing relationships may be chosen by using control bits CPOL 
and CPHA. The master device always allows data to be applied on the MOSI line a half-cycle before 
the clock edge (SCK) in order for the slave device to latch the data. 

NOTE 

Both the slave device(s) and a master device must be programmed to similar timing 
modes for proper data transfer. 

When the master device transmits data to a second (slave) device via the MOSI line, the slave 
device responds by sending data to the master device via the MISO line. This implies full duplex 
transmission with both data out and data in synchronized with the same clock signal (one which is 
provided by the master device). Thus, the byte transmitted is replaced by the byte received and 
eliminates the need for separate transmit-empty and receiver-full status bits. A single status bit 
(SPIF) is used to signify that the I/O operation is complete. 

Configuration of the MOSI pin is a function of the MSTR bit in the serial peripheral control register 
(SPCR, location $0A). When a device is operating as a master, the MOSI pin is an output because 
the program in firmware sets the MSTR bit to a logic one. 
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Figure 6-2. Data Clock Timing Diagram 
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6.2.2 Master In Slave Out (MISO) 

The MISO pin is configured as an input in a master (mode) device and as an output in a slave 
(mode) device. In this manner data is transferred serially from a slave to a master on this line; most 
significant bit first, least significant bit last. The MISO pin of a slave device is placed in the high- 
impedance state if it is not selected by the master; i.e., its SS pin is a logic one. The timing diagram 
of Figure 6-2 shows the relationship between data and clock (SCK). As shown in Figure 6-2, four 
possible timing relationships may be chosen by using control bits CPOL and CPHA. The master 
device always allows data to be applied on the MOSI line a half-cycle before the clock edge (SCK) in 
order for the slave device to latch the data. 

NOTE 

The slave device(s) and a master device must be programmed to similar timing modes for 
proper data transfer. 

When the master device transmits data to a slave device via the MOSI line, the slave device 
responds by sending data to the master device via the MISO line. This implies full duplex transmis- 
sion with both data out and data in synchronized with the same clock signal (one which is provided 
by the master device) . Thus, the byte transmitted is replaced by the byte received and eliminates the 
need for separate transmit-empty and receiver-full status bits. A single status bit (SPIF) in the serial 
peripheral status register (SPSR, location $0B) is used to signify that the I/O operation is complete. 

In the master device, the MSTR control bit in the serial peripheral control register (SPCR, location 
$0A) is set to a logic one (by the program) to allow the master device to receive data on its MISO 
pin. In the slave device, its MISO pin is enabled by the logic level _of_ the SS pin; i.e., if ^= 1 then 
the MISO pin is placed in the high-impedance state, whereas, if SS = the MISO pin is an output 
for the slave device. 

6.2.3 Slave Select (SS) 

The slave select (SS) pin is a fixed input (PD5, pin 34), which receives an active low signal that is 
generated by the master device to_enable slave device(s) to accept data. To ensure that data will be 
accepted by a slave device, the SS signal line must be a logic low prior to occurrence of SCK 
(system clock) and must remain low until after the last (eighth) SCK cycle. Figure 6-2 illustrates the 
relationship between SCK and the data for two different level combinations of CPHA, when SS is 
pulled low. These are: 1) with CPHA= 1 or 0, the first bit of data is applied to the MISO line for 
transfer, and 2) when CPHA = the slave device is prevented from writing to its data register. Refer 
to the WOOL status flag in the serial peripheral status register (location $0B) description for further 
informationon the effects that the SS input and CPHA control bit have on the I/O data register. A 
high level SS signal forces the MISO (master in slave out) line to the high-impedance state. Also, 
SCK and the MOSI (master out slave in) line are ignored by a slave device when its SS signal is 
high. 

When a device is a master, it constantly monitors its SS signal input for a logic low. The master 
device will become a slave device any time its SS signal input is detected low. This ensures that 
there is only on,e master controlling the SS line for a particular system. When the SS line is detected 
low, it clears the MSTR control bit (serial peripheral control register, location $0A). Also, control bit 
SPE in the serial peripheral control register is cleared which causes the serial peripheral interface 
(SPI) to be disabled (port D SPI pins, become inputs). The MODF flag bit in the serial peripheral 
status register (location $0B) is also set to indicate to the master device that another device is at- 
tempting to become a master. Two devices attempting to be outputs are normally the result of a 
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software error; however, a system could be configured which would contain a default master which 
would automatically "take-over" and restart the system. 

6.2.4 Serial Clock (SCK) 

The serial clock is used to synchronize the movement of data both in and out of the device through 
its MOSI and MISO pins. The master and slave devices are capable of exchanging a data byte of in- 
formation during a sequence of eight clock pulses. Since the SCK is generated by the master 
device, the SCK line becomes an input on all slave devices and synchronizes slave data transfer. 
The type of clock and its relationship to data are controlled by the CPOL and CPHA bits in the serial 
peripheral control register (location $0A) discussed below. Refer to Figure 6-2 for timing. 

The master device generates the SCK through a circuit driven by the internal processor clock. Two 
bits (SPRO and SPR1) in the serial peripheral control register (location $0A) of the master device 
select the clock rate. The master device uses the SCK to latch incoming slave device data on the 
MISO line and shifts out data to the slave device on the MOSI line. Both master and slave devices 
must be operated in the same timing mode as controlled by the CPOL and CPHA bit in the serial 
peripheral control register. In the slave device, SPRO, SPR1 have no effect on the operation of the 
serial peripheral interface. Timing is shown in Figure 6-2. 

6.3 FUNCTIONAL DESCRIPTION 

A block diagram of the serial peripheral interface (SPI) is shown in Figure 6-3. In a master configura- 
tion, the master start logic receives an input from the CPU (in the form of a write to the SPI rate 
generator) and originates the system clock (SCK) based on the internal processor clock. This clock 
is also used internally to control the state controller as well as the 8-bit shift register. As a master 
device, data is parallel loaded into the 8-bit shift register (from the internal bus) during a write cycle 
and then shifted out serially to the MOSI pin for application to the slave device(s). During a read cy- 
cle, data is applied serially from a slave device via the MISO pin to the 8-bit shift register. After the 
8-bit shift register is loaded, its data is parallel transferred to the read buffer and then is made 
available to the internal data bus during a CPU read cycle. 

In a slave configuration, the slave start logic receives a logic low (from a master device) at the SS 
pin and a system clock input (from the same master device) at the SCK pin. Thus, the slave is syn- 
chronized with the master. Data from the master is received serially at the slave MOSI pin and loads 
the 8-bit shift register. After the 8-bit shift register is loaded, its data is parallel transferred to the 
read buffer and then is made available to the internal data bus during a CPU read cycle. During a 
write cycle, data is parallel loaded into the 8-bit shift register from the internal data bus and then 
shifted out serially to the MISO pin for application to the master device. 

Figure 6-4 illustrates the MOSI, MISO, and SCK master-slave interconnections. Note that in Figure 
6-4 the master SS pin is tied to a logic high and the slave SS pin is a logic low. Figure 6-1 provides a 
larger system connection for these same pins. Note that in Figure 6-1 , all SS pins are connected to a 
port pin of a master/slave device. In this case any of the devices can be a slave. 
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NOTE: The SS, SCK, MOSI, and MISO are external pins which provide the following functions: 

a. MOSI — Provides serial output to slave unit(s) when device is configured as a master. Receives serial input from master unit 

when device is configured as a slave unit. 

b. MISO— Receives serial input from slave unit(s) when device is configured as a master. Provides serial output to master when 

device is configured as a slave unit. 

c. SCK — Provides system clock when device is configured as a master unit. Receives system clock when device is configured as 

a slave unit. 

d. SS — Provides a logic low to select a slave device for a transfer with a master device. 



Figure 6-3. Serial Peripheral Interface Block Diagram 
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Figure 6-4. Serial Peripheral Interface Master-Slave Interconnection 

6.4 REGISTERS 

There are three registers in the serial parallel interface which provide control, status, and data 
storage functions. These registers which include the serial peripheral control register (SPCR, loca- 
tion $0A), serial peripheral status register (SPSR, location $0B), and serial peripheral data I/O 
register (SPDR, location $0C) are described below. 
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6.4.1 Serial Peripheral Control Register (SPCR) 
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The serial peripheral control register bits are defined as follows: 

B7, SPIE When the serial peripheral interrupt enable bit is high, it allows the occurrence 

of a processor interrupt, and forces the proper vector to be loaded into the pro- 
gram counter if the serial peripheral status register flag bit (SPIF and/or MODF) 
is set to a logic one. It does not inhibit the setting of a status bit. The SPIE bit is 
cleared by reset. 

B6, SPE When the serial peripheral output enable control bit is set, all output drive is ap- 

plied to the external pins and the system is enabled. When the SPE bit is set, it 
enables the SPI system by connecting it to the external pins thus allowing it to 
interface with the external SPI bus. The pins that are defined as output depend 
on which mode (master or slave) the device is in. Because the SPE bit is cleared 
by reset, the SPI system is not connected to the external pins upon reset. 

B4, MSTR The master bit determines whether the device is a master or a slave. If the 
MSTR bit is a logic zero it indicates a slave device and a logic one denotes a 
master device. If the master mode is selected, the function of the SCK pin 
changes from an input to an output and the function of the MISO and MOSI 
pins are reversed. This allows the user to wire device pins MISO to MISO, and 
MOSI to MOSI, and SCK to SCK without incident. The MSTR bit is cleared by 
reset; therefore, the device is always placed in the slave mode during reset. 
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B3, CPOL The clock polarity bit controls the normal or steady state value of the clock 
when data is not being transferred. The CPOL bit affects both the master and 
slave modes. It must be used in conjunction with the clock phase control bit 
(CPHA) to produce the wanted clock-data relationship between a master and a 
slave device. When the CPOL bit is a logic zero, it produces a steady state low 
value at the SCK pin of the master device. If the CPOL bit is a logic one, a high 
value is produced at the SCK pin of the master device when data is not being 
transferred. The CPOL bit is not affected by reset. Refer to Figure 6-2. 



B 



B2, CPHA The clock phase bit controls the relationship between the data on the MISO 
and MOSI pins and the clock produced or received at the SCK pin. This control 
has effect in both the master and slave modes. It must be used in conjunction 
with the clock polarity control bit (CPOL) to produce the wanted clock-data 
relation. The CPHA bit in general selects the clock edge which captures data 
and allows it to change states. It has its greatest impact on the first bit transmit- 
ted (MSB) in that it does or does not allow a clock transition before the first 
data capture edge. The CPHA bit is not affected by reset. Refer to Figure 6-2. 



B1, SPRl 
BO, SPRO 



These two serial peripheral rate bits select one of four baud rates to be used as 
SCK if the device is a master; however they have no effect in the slave mode. 
The slave device is capable of shifting data in and out at a maximum rate which 
is equal to the CPU clock. A rate table is given below for the generation of the 
SCK from the master. The SPRl and SPRO bits are not affected by reset. 



SPRl 


SPRO 


Internal Processor 
Clock Divide By 





1 
1 




1 



1 


2 

4 

16 

32 



6.4.2 Serial Peripheral Status Register (SPSR) 

7 6 5 4 



SPIF 



WCOL 



MODF 



The status flags which generate a serial peripheral interface (SPI) interrupt may be blocked by the 
SPIE control bit in the serial peripheral control register. The WCOL bit does not cause an interrupt. 
The serial peripheral status register bits are defined as follows: 

B7, SPIF The serial peripheral data transfer flag bit notifies the user that a data transfer 

between the device and an external device has been completed. With the com- 
pletion of the data transfer, SPIF is set, and if SPIE is set, a serial peripheral 
interrupt (SPI) is generated. During the clock cycle that SPIF is being set, a 
copy of the received data byte in the shift register is moved to a buffer. When 
the data register is read, it is the buffer that is read. During an overrun condi- 
tion, when the master device has sent several bytes of data and the slave 
device has not responded to the first SPIF, only the first byte sent is contained 
in the receiver buffer and all other bytes are lost. 
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The transfer of data is initiated by the master device writing its serial peripheral 
data register. 

Clearing the SPIF bit is accomplished by a software sequence of accessing the 
serial peripheral status register while SPIF is set and followed by a write to or a 
read of the serial peripheral data register. While SPIF is set, all writes to the 
serial peripheral data register are inhibited until the serial peripheral status 
register is read. This occurs in the master device. In the slave device, SPIF can 
be cleared (using a similar sequence) during a second transmission; however, it 
must be cleared before the second SPIF in order to prevent an overrun condi- 
tion. The SPIF bit is cleared by reset. 

B6, WCOL The function of the write collision status bit is to notify the user that an attempt 
was made to write the serial peripheral data register while a data transfer was 
taking place with an external device. The transfer continues uninterrupted; 
therefore, a write will be unsuccessful. A "read collision" will never occur since 
the received data byte is placed in a buffer in which access is always syn- 
chronous with the MCU operation. If a "write collision" occurs, WCOL is set 
but no SPI interrupt is generated. The WCOL bit is a status flag only. 

Clearing the WCOL bit is accomplished by a software sequence of accessing 
the serial peripheral status register while WCOL is set, followed by 1) a read of 
the serial peripheral data register prior to the SPIF bit being set, or 2) a read or 
write of the serial peripheral data register after the SPIF bit is set. A write to the 
serial peripheral data register (SPDR) prior to the SPIF bit being set, will result 
in generation of another WCOL status flag. Both the SPIF and WCOL bits will 
be cleared in the same sequence. If a second transfer has started while trying to 
clear (the previously set) SPIF and WCOL bits with a clearing sequence con- 
taining a write to the serial peripheral data register, only the SPIF bit will be 
cleared. 

A collision of a write to the serial peripheral data register while an external data 
transfer is taking place can occur in both the master mode and the slave mode, 
although with proper programming the master device should have sufficient in- 
formation to preclude this collision. 

Collision in the master device is defined as a write of the serial peripheral data 
register while the internal rate clock (SCK) is in the process of transfer. The 
signal on the SS pin is always high on the master device. 

A collision in a slave device is defined in two separate modes. One problem 
arises in a slave device when the CPHA control bit is a logic zero. When CPHA 
is a logic zero, data is latched with the occurrence of the first clock transition. 
The slave device does not have any way of knowing when that transition will 
occur; therefore, the slave device collision occurs when it attempts to write the 
serial peripheral data register after its SS pin has been pulled low. The SS pin 
of the slave device freezes the data in its serial peripheral data register and does 
not allow it to be altered if the CPHA bit is a logic zero. The master device must 
raise the SS pin of the slave device high between each byte it transfers to the 
slave device. 
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The second collision mode is defined for the state of the CPHA control bit be- 
ing a logic one. With the CPHA bit set, the slave device will be receiving a clock 
(SCK) edge prior to the latch of the first data transfer. This first clock edge will 
freeze the data in the slave device I/O register and allow the nnsb onto the ex- 
ternal MISO pin of the slave device. The SS pin low state enables the slave 
device but the drive onto the MISO pin does not take place until the first data 
transfer clock edge. The WOOL bit will only be set if the I/O register is access- 
ed while a transfer is taking place. By definition of the second collision mode, a 
master device might hold a slave device SS pin low during a transfer of several 
bytes of data without a problem. 

A special case of WOOL occurs in the slave device. This happens when the 
master device starts a transfer sequence (an edge or SCK for CPHA= 1; or an 
active SS transition for CPHA = 0) at the same time the slave device CPU is 
writing to its serial peripheral interface data register. In this case it is assumed 
that the data byte written (in the slave device serial peripheral interface) is lost 
and the contents of the slave device read buffer becomes the byte that is 
transferred. Because the master device receives back the last byte transmitted, 
the master device can detect that a fatal WCOL occurred. 

Since the slave device is operating asynchronously with the master device, the 
WCOL bit may be used as an indicator of a collision occurrence. This helps 
alleviate the user from a strict real-time programming effort. The WCOL bit is 
cleared by reset. 

B4, MODF The function of the mode fault flag is defined for the master mode (device). If 
the device is a slave device the MODF bit will be prevented from toggling from 
a logic zero to a logic one; however, this does not prevent the device from be- 
ing in the slave mode with the MODF bit set. The MODF bit is normally a logic 
zero and is set only when the master device has its SS pin pulled low. Toggling 
the MODF bit to a logic one affects the internal serial peripheral interface (SPI) 
system in the following ways: 

1 . MODF is set and SPI interrupt is generated if SPIE= 1 . 

2. The SPE bit is forced to a logic zero. This blocks all output drive from 
the device, disables the SPI system. 

3. The MSTR bit is forced to a logic zero, thus forcing the device into the 
slave mode. 

Clearing the MODF is accomplished by a software sequence of accessing the 
serial peripheral status register while MODF is set followed by a write to the 
serial peripheral control register. Control bits SPE and MSTR may be restored 
to their original set state during this clearing sequence or after the MODF bit 
has been cleared. Hardware does not allow the user to set the SPE and MSTR 
bit while MODF is a logic one unless it is during the proper clearing sequence. 
The MODF flag bit indicates that there might have been a multi-master conflict 
for system control and allows a proper exit from system operation to a reset or 
default system state. The MODF bit is cleared by reset. 
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6.4.3 Serial Peripheral Data I/O Register (SPDR) 



Serial Peripheral Data I/O Register $0C 



The serial peripheral data I/O register is used to transmit and receive data on the serial bus. Only a 
write to this register will initiate transmission/reception of another byte and this will only occur in 
the master device. A slave device writing to its data I/O register will not initiate a transmission. At 
the completion of transmitting a byte of data, the SPIF status bit is set in both the master and slave 
devices. A write or read of the serial peripheral data I/O register, after accessing the serial peripheral 
status register with SPIF set, will clear SPIF. 

During the clock cycle that the SPIF bit is being set, a copy of the received data byte in the shift 
register is being moved to a buffer. When the user reads the serial peripheral data I/O register, the 
buffer is actually being read. During an overrun condition, when the master device has sent several 
bytes of data and the slave device has not internally responded to clear the first SPIF, only the first 
byte is contained in the receive buffer of the slave device; all others are lost. The user may read the 
buffer at any time. The first SPIF must be cleared by the time a second transfer of data from the 
shift register to the read buffer is initiated or an overrun condition will exist. 

A write to the serial peripheral data 1/0 register is not buffered and places data directly into the shift 
register for transmission. 

The ability to access the serial peripheral data I/O register is limited when a transmission is taking 
place. It is important to read the discussion defining the WOOL and SPIF status bits to understand 
the limits on using the serial peripheral data I/O register. 

6.5 SERIAL PERIPHERAL INTERFACE (SPI) SYSTEM CONSIDERATIONS 

There are two types of SPI systems; single master system and multi-master systems. Figure 6-1 
illustrates both of these systems and a discussion of each is provided below. 

Figure 6-1 a illustrates how a typical single master system may be configured, using an M6805 
HCMOS family device as the master and four M6805 HCMOS family devices as slaves. As shown, 
the MOSI, MISO, and SCK pins are all wired to equivalent pins on each of the five devices. The 
master device generates the SCK clock, the slave devices all receive it. Since the M6805 HCMOS 
master device is the bus master, it internally controls the function of its MOSI and MISO lines, thus 
writing data to the slave devices on the MOSI and reading data from the slave devices on the MISO 
lines. The master device selects the individual slave devices by using four pins of a parallel port to 
control the four SS pins of the slave devices. A slave device is selected when the master device 
pulls its SS pin low. The SS pins are pulled high during reset since the master device ports will be 
forced to be inputs at that time, thus disabling the slave devices. Note that the slave devices do not 
have to be enabled in a mutually exclusive fashion except to prevent bus contention on the MISO 
line. For example, three slave devices, enabled for a transfer, are permissible if only one has the 
capability of being read by the master. An example of this is a write to several display drivers to clear 
a display with a single I/O operation. To ensure that proper data transmission is occurring between 
the master device and a slave device, the master device may have the slave device respond with a 
previously received data byte (this data byte could be inverted or at least be a byte that is different 
from the last one sent by the master device). The master device will always receive the previous 
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byte back from the slave device if all MISO and MOSI lines are connected and the slave has not 
written its data I/O register. Other transmission security methods might be defined using ports for 
handshake lines or data bytes with command fields. 

A multi-master system may also be configured by the user. A system of this type is shown in Figure 
6-1 b. An exchange of master control could be implemented using a handshake method through the 
I/O ports or by an exchange of code messages through the serial peripheral interface system. The 
major device control that plays a part in this system is the MSTR bit in the serial peripheral control 
register and the MODF bit in the serial peripheral status register. 
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SECTION 7 

EFFECTS OF STOP AND WAIT MODES ON THE 

TIMER AND SERIAL SYSTEMS 



7.1 INTRODUCTION 

The STOP and WAIT instructions have different effects on the progrannnnable tinner, serial com- 
munications interface (SCI), and serial peripheral interface (SPI) systems. These different effects 
are discussed separately below. 

7.2 STOP MODE 

When the processor executes the STOP instruction, the internal oscillator is turned off. This halts 
all internal CPU processing including the operation of the programmable timer, serial communica- 
tions interface, and serial peripheral interface. The only way for the MCU to "wake up" from the 
stop mode is by receipt of an external interrupt (logic low on IRQ pin) or by the detection of a reset 
(logic low on RESET pin or a power-on reset). The effects of the stop mode on each of the MCU 
systems (Timer, SCI, and SPI) are described separately. 

7.2.1 Timer During Stop Mode 

When the MCU enters the stop mode, the timer counter stops counting (the internal processor 
clock is stopped) and remains at that particular count value until the stop mode is exited by an inter- 
rupt (if exited by reset the counter is forced to $FFFC). If the stop mode is exited by an external low 
on the IRQ pin, then the counter resumes from its stopped value as if nothing had happened. 
Another feature of the programmable timer, in the stop mode, is that if at least one valid input cap- 
ture edge occurs at the TCAP pin, the input capture detect circuitry is armed. This action does not 
set any timer flags or "wake up" the MCU, but when the MCU does "wake up" there will be an ac- 
tive input capture flag (and data) from that first valid edge which occurred during the stop mode. If 
the stop mode is exited by an external reset (logic low on RESET pin), then no such input capture 
flag or data action takes place even if there was a valid input capture edge (at the TCAP pin) during 
the MCU stop mode. 

7.2.2 SCI During Stop Mode 

When the MCU enters the stop mode, the baud rate generator which drives the receiver and 
transmitter is shut down. This essentially stops all SCI activity. The receiver is unable to receive and 
transmitter is unable to transmit. If the STOP instruction is executed during a transmitter transfer, 
that transfer is halted. When the stop mode is exited, that particular transmission resumes (if the 
exit is the result of a low input to the IRQ pin). Since the previous transmission resumes after an IRQ 
interrupt stop mode exit, the user should ensure that the SCI transmitter is in the idle state when the 
STOP instruction is executed. If the receiver is receiving data when the STOP instruction is 
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executed, received data sampling is stopped (baud rate generator stops) and the rest of the data is 
lost. For the above reasons, ail SCI transactions should be in the idle state when the STOP instruc- 
tion is executed. 

7.2.3 SPI During Stop Mode 

When the MCU enters the stop mode, the baud rate generator which drives the SPI shuts down. 
This essentially stops all master mode SPI operation, thus the master SPI is unable to transmit or 
receive any data. If the STOP instruction is executed during an SPI transfer, that transf er is halted 
until the MCU exits the stop mode (provided it is an exit resulting from a logic low on the IRQ pin). If 
the stop mode is exited by a reset, then the appropriate control/status bits are cleared and the SPI is 
disabled. If the device is in the slave mode when the STOP instruction is executed, the slave SPI will 
still operate. It can still accept data and clock information in addition to transmitting its own data 
back to a master device. 

At the end of a possible transmission with a slave SPI in the stop mode, no flags are set until a logic 
low IRQ input results in an MCU "wake up". Caution should be observed when operating the SPI 
(as a slave) during the stop mode because none of the protection circuitry (write collision, mode 
fault, etc.) is active. 

It should also be noted that when the MCU enters the stop mode all enabled output drivers (TDO, 
TCMP, MISO, MOSI, and SCK ports) remain active and any sourcing currents from these outputs 
will be part of the total supply current required by the device. 

7.3 WAIT MODE 

When the MCU enters the wait mode, the CPU clock is halted. All CPU action is suspended; 
however, the timer, SCI, and SPI systems remain active. In fact an interrupt from the timer, SCI, or 
SPI (in addition to a logic low on the IRQ or RESET pins) causes the processor to exit the wait 
mode. Since the three systems mentioned above operate as they do in the normal mode, only a 
general discussion of the wait mode is provided below. 

The wait mode power consumption depends on how many systems are active. The power con- 
sumption will be highest when all the systems (timer, TCMP, SCI, and SPI) are active. The power 
consumption will be the least when the SCI and SPI systems are disabled (timer operation cannot 
be disabled in the wait mode). If a non-reset exit from the wait mode is performed (i.e., timer 
overflow interrupt exit), the state of the remaining systems will be unchanged. If a reset exit from 
the wait mode is performed all the systems revert to the disabled reset state. 
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SECTION 8 
INSTRUCTION SET AND ADDRESSING MODES 



8.1 INSTRUCTION SET 

The MCU has a set of 62 basic instructions. They can be divided into five different types: register/ 
memory, read-modify-write, branch, bit manipulation, and control. The following paragraphs 
briefly explain each type. All the instructions within a given type are presented in individual tables. 

Ail of the instructions used in the M146805 CMOS Family are used in the MC68HC05C4 MCU, plus 
an additional one; the multiply (MUD instruction. This instruction allows for unsigned multiplica- 
tion of the contents of the accumulator (A) and the index register (X). The high order product is 
then stored in the index register and the low order product is stored in the accumulator. A detailed 
definition of the MUL instruction is shown below. 

Operation: X:A-»-X*A 

Description: Multiplies the eight bits in the index register by the eight bits in the accumulator 

to obtain a 16-bit unsigned number in the concatenated accumulator and index 

register. 
Condition 
Codes: H: Cleared 

I: Not affected 

N: Not affected 

Z: Not affected 

C: Cleared 
Source 
Form(s): MUL 

Addressing Mode Cycles Bytes Opcode 

Inherent 11 1 $42 

8.1.1 Register/ Memory Instructions 

Most of these instructions use two operands. The first operand is either the accumulator or the in- 
dex register. The second operand is obtained from memory using one of the addressing modes. The 
operand for the jump unconditional (JMP) and jump to subroutine (JSR) instructions is the pro- 
gram counter. Refer to Table 8-1. 

8.1.2 Read-Modify-Write Instructions 

These instructions read a memory location or a register, modify or test its contents, and write the 
modified value back to memory or to the register. The test for negative or zero (TST) instruction is 
an exception to the read-modify-write sequence since it does not modify the value. Refer to Table 
8-2. 
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Table 8-1. Register/ Memory Instructions 



o 

C7> 
GO 

z 
o 

o 
oi 
O 



CO 

01 





Addressing Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnem. 


Op 
Code 


1 
Bytes 


1 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


1 
Bytes 


Cycles 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


86 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 




- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


SIX 




- 


- 


BF 


2 


4 


OF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


D8 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


09 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EC 


2 


4 


DO 


3 


5 


Subtract Memory from 
A witfi Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory witfi A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


FB 




3 


E8 


2 


4 


D8 


3 


5 


Arltfimetic Compare A 
witfi Memory 


CMP 


A1 


2 


2 


B1 


2 


3 


CI 


3 


4 


F1 




3 


El 


2 


4 


Dl 


3 


5 


Arltfimetic Compare X 
witfi Memory 


CPX 


A3 


2 


2 


83 


2 


3 


C3 


3 


4 


F3 




3 


E3 


2 


4 


03 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


05 


3 


5 


Jump Unconditional 


JMP 


_ 


- 


- 


BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 




- 




BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


OD 


3 


7 



Table 8-2. Read-Modify-Write Instructions 



o 

00 

z 

O 

o 

Ol 

O 



en 
en 





Addressing t^odes | 




inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


1 
Bytes 


Cycles 


Op 
Code 


Bytes 


II 
Cycles 


Op 
Code 


H 
Bytes 


Cycles 


Op 
Code 


If 
Bytes 


1 
Cycles 


Op 
^Code 


Bytes 


Cycles 


Increment 


INC 


4C 




3 


5C 




3 


3C 


2 


5 


7C 




5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 




5 


6A 


2 


6 


Clear 


CLR 


4F 




3 


5F 




3 


3F 


2 


5 


7F 




5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 




5 


63 


2 


6 


Negate 

(2's Complement) 


NEG 


40 




3 


50 




3 


30 


2 


5 


70 




5 


60 


2 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 




5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 




5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 




5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 




5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3 


37 


2 


5 


77 




5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 




3 


3D 


2 


4 


70 




4 


6D 


2 


5 


Multiply 


MUL 


42 




11 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 
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8.1.3 Branch Instructions 

Most branch instructions test the state of the condition code register and if certain criteria are nnet, 
a branch is executed. This adds an offset between - 127 and + 128 to the current program counter. 
Refer to Table 8-3. 

Table 8-3. Branch Instructions 



a 







Relative Addressing Mode { 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Halt Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIN 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



8.1.4 Bit Manipulation Instructions 

The MCU is capable of setting or clearing any bit which resides in the first 256 bytes of the nnemory 
space except for ROM, port D data location ($03), serial peripheral status register ($0B), serial conn- 
munications status register ($10), tinier status register ($13), and tinner input capture register 
($14-$15). All port registers, port DDRs, timer, two serial systems, on-chip RAM, and 48 bytes of 
ROM reside in the first 256 bytes (page zero). An additional feature allows the software to test and 
branch on the state of any bit within the first 256 locations. The bit set, bit clear, and bit test and 
branch functions are all implemented with a single instruction. For the test and branch instructions, 
the value of the bit tested is automatically placed in the carry bit of the condition code register. 
Refer to Table 8-4. 

Table 8-4. Bit Manipulation Instructions 







Addressing Modes | 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch | 


Op 
Code 


* 
Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0,..7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLR n (n = 0..,7) 


- 


- 


- 


01 +2»n 


3 


5 


Set Bit n 


BSET n (n = 0...7) 


10 + 2»n 


2 


5 


- 


- 


- 


Clear Bit n 


BCLR n (n = ,.7) 


11 + 2»n 


2 


5 


- 




- 
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8.1.5 Control Instructions 



These instructions are register reference instructions and are used to control processor operation 
during program execution. Refer to Table 8-5. 

Table 8-5. Control Instructions 







Inherent | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 



B 



8.1.6 Alphabetical Listing 

The complete instruction set is given in alphabetical order in Table 8-6. 

8.1.7 Opcode Map 

Table 8-7 is an opcode map for the instructions used on the MCU. 

8.2 ADDRESSING MODES 

The MCU uses ten different addressing modes to provide the programmer with an opportunity to 
optimize the code to all situations. The various indexed addressing modes make it possible to locate 
data tables, code conversion tables, and scaling tables anywhere in the memory space. Short 
indexed accesses are single byte instructions, while the longest instructions (three bytes) permit ac- 
cessing tables throughout memory. Short absolute (direct) and long absolute (extended) address- 
ing are also included. One and two byte direct addressing instructions access all data bytes in most 
applications. Extended addressing permits jump instructions to reach all memory. Table 8-7 shows 
the addressing modes for each instruction, with the effects each instruction has on the condition 
code register. 

The term "effective address" (EA) is used in describing the various addressing modes, and is 
defined as the byte address to or from which the argument for an instruction is fetched or stored. 
The ten addressing modes of the processor are described below. Parentheses are used to indicate 
"contents of" the location or register referred to; e.g., (PC) indicates the contents of the location 
pointed to by the PC. An arrow indicates "is replaced by", and a colon indicates concatenation of 
two bytes. For additional details and graphical illustrations, refer to the M6805 HMOS/M146805 
CMOS Family Microcomputer/ Microprocessor User's Manual. 
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Table 8-6. Instruction Set 



I 

00 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Tester 
Branch 


H 


1 


N 


z 


c 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 






ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 




AND 




X 


X 


X 




X 


X 


X 










A 






ASL 


X 




X 






X 


X 












A 






ASR 


X 




X 






X 


X 


















BGC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 














• 




• 




BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 














• 




• 




BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 












BRSET 




















X 




• 








BSET 


















X 














BSR 










X 














• 


• 


• 




CLC 


,x 






























CLI 


X 






























CLR 


X 




X 






X 


X 










• 





1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 





o 

00 

o 

o 
oi 
O 



en 

CD 



































COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 




A 


A 




DEC 


X 




X 






X 


X 








• 




A 


A 




EOR 




X 


X 


X 




X 


X 


X 






• 




A 


A 




INC 


X 




X 






X 


X 








• 


• 


A 


A 




JMP 






X 


X 




X 


X 


X 






• 




• 


• 




JSR 






X 


X 




X 


X 


X 






• 


• 


• 


• 




LDA 




X 


X 


X 




X 


X 


X 






• 




A 


A 




LDX 




X 


X 


X 




X 


X 


X 






• 




A 


A 




LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 







A 


A 


MUL 


X 

























• 


• 





NEG 


X 




X 






X 


X 








* 


* 


A 


A 


A 


NOP 


X 




















• 


• 


• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


* 


A 


A 


A 


ROR 


X 




X 






X 


X 








• 




A 


A 


A 


RSP 


X 




















• 




• 


• 


• 


RTI 


X 




















} 


> 




> 


? 


RTS 


X 




















• 




• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


SEC 


X 




















• 




• 


• 


1 


SEI 


X 




















• 




• 


• 


• 


STA 






X 


X 




X 


X 


X 






• 




A 


A 


• 


STOP 


X 




















• 




• 


• 


• 


STX 






X 


X 




X 


X 


X 






• 




A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


SWI 


X 




















• 




• 


• 


• 


TAX 


X 




















A 


* 


* 


* 


* 


TST 


X 




X 






X 


X 








• 




A 


A 


• 


TXA 


X 




















• 




• 


• 


• 


WAIT 


X 




















• 





• 


• 


• 



o 

00 

z 
o 

o 

CJ1 

O 



Condition Code Symbols. 

H Half Carry (From Bit 3) 

I Interrupt Mask 

N Negate (Sign Bit) 

Z Zero 

C Carry/ Borrow 



Test and Set if True Cleared Otherwise 

Not Affected 

Load CC Register From Stack 

Cleared 

Set 



61 
00 
O 



Table 8-7. MC68HC05C4 HCMOS Instruction Set Opcode Map 





Bit Manipulation 


Branch 


Read/ Modify/ Wrrte 


Control 


Regi»tef/M«morv 




BTB 


BSC 


Rf- 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


~-^^ Hi 


. 


T 
0001 


2 

0010 


3 

0011 


0100 


S 

0101 


6 

0110 


7 

0111 


8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 




1101 


E 
1110 


F 
nil 


^ju-ls:: 



0000 


BRSETO 


5 
BSETO 

2 BSC 


3 
BRA 
2 REL 


5 
NEG 

2 DIR 


3 
NEG 

1 INH 


3 
NEG 

1 INH 


6 
NEG 
2 1X1 


5 
NEG 

1 IX 


9 
RTI 

1 INH 




i 
SUB 

2 IMM 


3 
SUB 
2 DIR 


SUB 

3 EXT 


5 
SUB 

3 1X2 


SUB 

2 1X1 


3 
SUB 

1 IX 



0000 


1 

0001 


6 
BRCLRO 

3 BTB 


6 

BCLRO 
2 BSC 


BRN 
2 REL 












6 
RTS 

1 INH 




2 
CMP 

2 IMM 


3 
CMP 

2 DIR 


4 

CMP 

3 EXT 


CMP 

3 1X2 


CMP 

2 1X1 


CMP 

1 IX 


1 
0001 


2 

0010 


5 
BRSETl 

3 BTB 


5 
BSET1 
2 BSC 


3 
BMI 
2 REL 




11 
MUL 












2 
SBC 

2 IMM 


3 
SBC 

2 DIR 


4 

SBC 

3 EXT 


5 
SBC 

3 1X2 


SBC 

2 1X1 


3 
SBC 

1 IX 


2 

0010 


3 

0011 


6 
BRCLRl 
3 BTB 


BCLRl 
2 BSC 


3 
BLS 
2 REL 


6 
COM 

2 DIR 


3 
COMA 

1 INH 


3 
COMX 

1 INH 


6 
COM 

2 1X1 


COM 

1 IX 


10 

SWI 

1 INH 




2 
CPX 

2 IMM 


3 
CPX 

2 DIR 


4 
CPX 
3 EXT 


5 
CPX 

3 1X2 


4 
CPX 

2 1X1 


3 
CPX 

1 IX 


3 

0011 


4 

01W 


5 
BRSET2 
3 BTB 


5 
BSET2 
2 BSC 


3 
BCC 
2 REL 


5 
LSR 

2 DTR 


LSRA 

1 INH 


LSRX 

1 INH 


6 
LSR 

2 1X1 


5 
LSR 

1 IX 






2 
AND 
2 IMM 


3 
AND 

2 DIR 


AND 

3 EXT 


6 
AND 
3 1x2 


4 

AND 

2 1X1 


3 
AND 

1 IX 


4 

0100 


5 

0101 


I 
BRCLR2 
3 BTB 


6 
BCLR2 
2 BSC 


3 
BCS 
















2 
BIT 

2 IMM 


3 
BIT 

2 DIR 


BIT 
3 EXT 


BIT 
3 1X2 


4 

BIT 

2 1X1 


3 
BIT 
1 IX 


5 

0101 


6 

Olio 


6 
BRSET3 
3 BTB 


BSET3 
2 BSC 


BNE 

2 REL 


6 
ROR 

2 DIR 


3 
RORA 

1 INH 


3 
RORX 

1- INH 


6 
ROR 

2 1X1 


6 
ROR 

1 IX 






2 

LDA 

2 IMM 


LDA 

2 DIR 


LDA 
3 EXT 


LDA 
3 1X2 


LDA 

2 1X1 


3 
LDA 

1 IX 


6 

0110 


7 

0111 


5 
BRCLR3 
3 BTB 


5 
BCLR3 
2 BSC 


BEQ 

2 REL 


5 

ASR 

2 DIR 


3 
ASRA 

1 INH 


3 
ASRX 

1 INH 


6 
ASR 

2 1X1 


6 
ASR 




TAX 

1 INH 




STA 
2 DIR 


5 
STA 

3 EXT 


STA 
3 1X2 


6 
STA 
2 1X1 


4 
STA 

1 IX 


7 
0111 


8 

1000 


6 
BRSET4 
3 BTB 


5 
BSET4 
2 BSC 


3 
BHCC 

2 REL 


5 
LSL 
2 DIR 


3 
LSLA 

1 INN 


3 
LSLX 


6 

LSL 
2 ■ 1X1 


5 
LSL 




CLC 

1 INH 


EOR 

2 IMM 


EOR 

2 DIR 


EOR 

3 EXT 


5 
EOR 

3 1X2 


4 
EOR 
2 1X1 


3 
EOR 

1 IX 


8 

1000 


3 

1001 


5 
BRCLR4 
3 BTB 


5 
BCLR4 
2 BSC 


BHCS 
2 REL 


6 
ROL 

2 DIR 


3 
ROLA 

1 INH 


3 

ROLX 


6 
ROL 
2 1X1 


5 

ROL 




SEC 

1 INH 


2 
ADC 

2 IMM 


3 
ADC 

2 DIR 


ADC 

3 EXT 


ADC 
3 1X2 


4 

ADC 

2 1X1 


3 

ADC 

1 IX 


9 

1001 


A 

1010 


5 
BRSET5 

3 BTB 


5 
BSET5 

2 BSC 


3 
BPL 
2 REL 


5 
DEC 

2 DIR 


3 
DECA 

1 INH 


DECX 

1 INH 


6 
DEC 

2 1X1 


6 
DEC 

1 IX 




CLI 
1 INH 


J 

ORA 

2 IMM 


3 

ORA 

2 DIR 


4 
ORA 

3 EXT 


ORA 
3 1X2 


4 
ORA 

2 1X1 


3 
ORA 

1 IX 


A 

1010 


B 

1011 


6 
BRCLR5 
3 BTB 


6 
BCLR5 
2 BSC 


3 
BMI 

2 REL 














SEI 
1 INH 


i 
ADD 

2 IMM 


3 
ADD 

2 DIR 


4 

ADD 

3 EXT 


5 
ADD 
3 1X2 


4 
ADD 

2 1X1 


3 
ADD 

1 IX 


B 

1011 


c 

1100 


BRSET6 
3 BTB 


BSET6 

2 BSC 


BMC 

2 REL 


INC 

2 DIR 


INCA 

1 INH 


3 
INCX 

1 INH 


INC 

2 1X1 


5 
INC 

1 IX 




RSP 

1 INH 




2 
JMP 
2 DIR 


3 
JMP 
3 EXT 


4 

JMP 
3 1X2 


3 
JMP 
2 1X1 


5 
JMP 


C 

1100 


D 
1101 


BRCLR6 
3 BTB 


BCLR6 


BMS 
2 REL 


4 

TST 

2 DIR 


TSTA 

1 INH 


3 
TSTX 

1 INH 


TST 
2 1x1 


TST 




NOP 

1 INH 


6 

BSR 

2 REL 


5 
JSR 

2 DIR 


6 
JSR 

3 EXT 


7 
JSR 

3 1X2 


JSR 

2 1X1 


5 
JSR 

1 IX 


D 

1101 


E 
1110 


BRSET7 
3 BTB 


BSET7 

2 esc 


BIL 
2 REL 












2 

STOP 

1 INH 




2 
LDX 

2 IMM 


3 
LDX 
2 DIR 


4 
LDX 
3 EXT 


5 
LDX 

3 1X2 


LDX 
2 1x1 


3 
LDX 

1 IX 


E 
1110 


F 

nil 


BRCLR7 
3 BTB 


BCLR7 
2 BSC 


3 
BIH 

2 REL 


6 

CLR 

2 DIR 


3 
CLRA 

1 INH 


3 
CLRX 

1 INH 


6 
CLR 

2 1X1 


6 
CLR 


2 

WAIT 

1 INH 


2 

TXA 

1 INH 




4 
STX 
2 DIR 


5 
STX 
3 EXT 


6 
STX 

3 1X2 


6 
STX 

2 1X1 


4 
STX 
1 IX 


F 
1111 



o 

o> 
00 

z 

o 

o 
oi 
O 



Abbr«viation« for AddrMS Modes 

INH Inherent 

A Accumulator 

X Index Register 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offsetl 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 




Cycles 



Opcode in Hexadecimal 
Opcode in Binary 

Address Mode 
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8.2.1 Inherent 

In inherent instructions, all the information necessary to execute the instruction is contained in the 
opcode. Operations specifying only the index register or accumulator, and no other arguments, are 
included in this mode. 

8.2.2 Imnnediate 

In immediate addressing, the operand is contained in the byte immediately following the opcode. 
Immediate addressing is used to access constants which do not change during program execution 
(e.g., a constant used to initialize a loop counter). 

EA=PC+1; PC-^PC + 2 

8.2.3 Direct 

In the direct addressing mode, the effective address of the argument is contained in a single byte 
following the opcode byte. Direct addressing allows the user to directly address the lowest 256 
bytes in memory with a single two byte instruction. This includes all on-chip RAM and I/O registers, 
and 128 bytes of on-chip ROM. Direct addressing is efficient in both memory and time. 

EA=(PC+1); PC-^PC +2 
Address Bus High-»-0; Address Bus Low-»-(PC+ 1) 

8.2.4 Extended 

In the extended addressing mode, the effective address of the argument is contained in the two 
bytes following the opcode. Instructions with extended addressing modes are capable of referenc- 
ing arguments anywhere in memory with a single three-byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction uses direct or extended addressing. 
The assembler automatically selects the most efficient addressing mode. 

EA=(PC+1):(PC-f2); PC-^PC + 3 
Address Bus High--(PC4- 1); Address Bus Low--(PC-t-2) 

8.2.5 Indexed, No Offset 

In the indexed, no offset addressing mode, the effective address of the argument is contained in the 
8-bit index register. Thus, this addressing mode can access the first 256 memory locations. These 
instructions are only one byte long. This mode is used to move a pointer through a table or to 
address a frequently referenced RAM or I/O location. 

EA=X; PC-^PC-Hl 
Address Bus High-«-0; Address Bus Low-^X 

8.2.6 Indexed, 8-Bit Offset 

Here the EA is obtained by adding the contents of the byte following the opcode to that of the index 
register; therefore, the operand is located anywhere within the lowest 511 memory locations. For 
example, this mode of addressing is useful for selecting the mth element in a n element table. All in- 
structions are two bytes. The content of the index register (X) is not changed. The content of 



i 
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( PC + 1 ) is an unsigned 8-bit integer. One byte offset indexing permits lool<-up tables to be easily ac- 
cessed in either RAM or ROM. 

EA = X+(PC+1); PC-.-PC + 2 
Address Bus High-^K; Address Bus Low*-X-i- (PC+ 1) 
where: 

K = The carry from the addition of X -f ( PC -h 1 ) 

8.2.7 Indexed, 16-Bit Offset 

In the indexed, 16-bit offset addressing mode, the effective address is the sum of the contents of 
the unsigned 8-bit index register and the two unsigned bytes following the opcode. This addressing 
mode can be used in a manner similar to indexed 8-bit offset, except that this three byte instruction 
allows tables to be anywhere in memory (e.g., jump tables in ROM). As with direct and extended, 
the M6805 assembler determines the most efficient form of indexed offset; 8- or 16-bit. The content 
of the index register is not changed. 

EA=X + [(PC+1):(PC + 2))]; PC—PC-fS 
Address Bus High-^(PC-f- 1) -I- K; 
Address Bus Low-^X-h (PC-^2) 
where: 

K = The carry from the addition of X-h(PC-f-2) 

8.2.8 Relative 

Relative addressing is only used in branch instructions. In relative addressing, the content of the 
8-bit signed byte following the opcode (the offset) is added to the PC if and only if the branch condi- 
tion is true. Otherwise, control proceeds to the next instruction. The span of relative addressing is 
limited to the range of -126 to -1-129 bytes from the branch instruction opcode location. The 
Motorola assembler calculates the proper offset and checks to see if it is within the span of the 
branch. 

EA=PC-h2-f (PC-f 1); PC-^EA if branch taken; 
otherwise, EA=PC--PC-h2 

8.2.9 Bit Set/Clear 

Direct addressing and bit addressing are combined in instructions which set and clear individual 
memory and I/O bits. In the bit set and clear instructions, the byte is specified as a direct address in 
the location following the opcode. The first 256 addressable locations are thus accessed. The bit to 
be modified within that byte is specified in the first three bits of the opcode. The bit set and clear in- 
structions occupy two bytes, one for the opcode (including the bit number) and the other to ad- 
dress the byte which contains the bit of interest. 

EA=(PC+1); PC-^PC + 2 
Address Bus High-»-0; Address Bus Low-^(PC-f- 1) 

8.2.10 Bit Test and Branch 

Bit test and branch is a combination of direct addressing, bit set/ clear addressing, and relative 
addressing. The actual bit to be tested, within the byte, is specified within the low order nibble of 
the opcode. The address of the data byte to be tested is located via a direct address in the location 
following the opcode byte (EA1). The signed relative 8-bit offset is in the third byte (EA2) and is 
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added to the PC if the specified bit is set or cleared in the specified memory location. This single 
three byte instruction allows the program to branch based on the condition of any bit in the first 256 
locations of memory. 

EA1 = (PC+1) 

Address Bus High-«-0; Address Bus Low-^(PC+1) 

EA2=PC + 3+(PC + 2); PC-^EA2 if branch taken; 

otherwise, PC-^PC + 3 



B 
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SECTION 9 
ELECTRICAL SPECIFICATIONS 



9.1 INTRODUCTION 



This section contains the electrical specifications and associated timing infornnation for the 
MC68HC05C4. 



9.2 MAXIMUM RATINGS (Voltages Referenced to Vss) 



1 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


vdd 


-0.5 to +7.0 


V 


Input Voltage 


Vin 


Vss-0.5to Vdd + 0.5 


V 


Current Drain Per Pin Excluding Vqd and Vss 


1 


25 


mA 


Operating Temperature Range 


Ta 


-55 to +125 


°C 


Storage Temperature Range 


Tstg 


-65 to +150 


°C 



9.3 THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 










Ceramic 




»JA 


50 


"C/W 


Plastic 






100 




Chip Carrier 






100 





This device contains circuitry to 
protect the inputs against damage 
due to high static voltages of elec- 
tric fields; however, it is advised 
that normal precautions be taken 
to avoid application of any voltage 
higher than maximum rated 
voltages to this high impedance 
circuit. For proper operation it is 
recommended that Vip and Vgut 
be constrained to the range Vss - 
(Vin or Vgut'sVoD. Reliability of 
operation is enhanced if unused in- 
puts except 0SC2 are connected 
to an appropriate logic voltage 
level (e.g., either Vss or VpQ). 



Vdd = 4.5 V 



Pins 


R1 


R2 


c 


PA0-PA7, 

PB0-PB7, 

PC0-PC7, 

PD6 


3.26 kfi 


2.38 kO 


50 pF 


PD1-PD4 


1.9 kfi 


2.26 kfi 


200 pF 


Vdd =3.0 V 


Pins 


R1 


R2 


c 


PA0-PA7, 

PB0-PB7, 

PC0-PC7, 

PD6 


10.91 kfi 


6.32 kfi 


50 pF 


PD1-PD4 


6kfi 


6 kfi 


200 pF 



Vdd 



C : 
(See 
Table) 



R2 
(See Table) 



R1 
(See Table) 



Figure 9-1 . Equivalent Test Load 
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9.4 POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained fronn: 

Tj = Ta+(Pd»»JA) 
Where: 

Ta= Ambient Temperature, °C 

&JA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD=P|NT+P|/0 

P|NT=ICCx Vcc. Watts - Chip Internal Power 
P|/0= Power Dissipation on Input and Output Pins -User Determined 
For most applications P|/0<P|NT ai^d can be neglected. 



An approximate relationship between Pq and Tj (if P|/o is neglected) is; 

PD=K^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd-(Ta + 273°C) + 0ja»Pd2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by 
measuring Pd (at equilibrium) for a known Ta. Using this value of K the values of Pq and Tj can be 
obtained by solving equations (1) and (2) iteratively for any value of Ta- 
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9.5 DC ELECTRICAL CHARACTERISTICS (VdD = 5.0 Vdc ±10%, Vss = Vdc, 
Ta= -55°C to + 125°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Output Voltage, l|_oad $100 liA 


Vol 
Vqh 


Vdd-0.1 


- 


0.1 


V 
V 


Output High Voltage 

(l|_oad = 0.8 mA) PA0-PA7, PB0-PB7, PC0-PC7, TCMP 
(lLoad=1-6 mA) PD1-PD4 , 


VOH 
VOH 


Vdd-0.8 
Vdd-0.8 


- 


- 


V 
V 


Output Low Voltage 
(lLoad=1-6 mA) PA0-PA7, PB0-PB7, PC0-PC7, PD1-PD4, TCMP 


Vol 


_ 


_ 


0.4 


V 


Input High Voltage 


V|H 


0.7xVdd 


_ 


vdd 


V 


PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD5, PD7, TCAP, IRQ, RESET, OSCl 


Input Low Voltage 


V|L 


VSS 


_ 


0.2xVdd 


V 


PA0-PA7, PB0-PB7, PC0^PC7, PD0-PD5, PD7, TCAP, IRQ, RESET, OSCI 


Total Supply Current (C[_=50 pF on Ports, no dc Loads, tQyQ=500 ns, 
(V|L = 0.2 V, V|h = Vdd-0.2 V) 

RUN 

WAIT (See Note) 

STOP (See Note) 


Idd 
idd 


- 


5 

1.5 
1.0 


TBD 
TBD 
TBD 


mA 
mA 
/xA 


I/O Ports Hi-Z Leakage Current 

PA0-PA7, PB0-PB7, PC0-PC7, PD1-PD4 


l|L 


„ 


_ 


±10 


^A 


Input Current 

RESET, IRQ, TCAP, OSCI, PDO, PD5, PD7 


lin 


_ 


_ 


±1 


mA 


Capacitance 
Ports (as input or output) 
RESET, IRQ, TCAP, OSCI, PD0-PD5, PD7 


Cout 
Cin 


- 


- 


12 
8 


pF 



NOTE: Measured under the following conditions: 

T. All ports are configured as input, V||_ = 0.2 V, V||-| = Vdd-0.2 V. 

2. No load on TCMP, Cl = 20 pF on 0SC2. 

3. OSCI is a square wavi with V|l = 0.2 V, V|h = Vdd-0.2 V. 

4. TE=RE=SPE = 
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Figure 9-2. Typical Operating Current vs internal Frequency 



9.6 DC ELECTRICAL CHARACTERISTICS (Vdd = 3.3 Vdc +10%, Vss = Vdc, 
TA= -55°C to 125°C unless otherwise noted) 



Characteristic 


Symbol 


IVIin 


Typ 


Max 


Unit 


Output Voltage, iLoad- 10.0 ^A 


Vol 

VOH 


Vdd-0-1 


_ 


0.1 


V 
V 


Output High Voltage 
(lLoad = 0-2 mA) PA0-PA7, PB0-PB7, PC0-PC7, TCMP 
(lLoad = 0.4 mA) PD1-PD4 


VOH 

vqh 


Vdd-0.3 

Vdd~0,3 


- 


- 


V 
V 


Output Low Voltage 
{lLoad = 0-4 mA) PA0-PA7, PB0-PB7, PC0-PC7, PD1-PD4, TCMP 


Vol 


- 


- 


0.3 


V 


Input High Voltage 


V|H 


0.7xVdd 


- 


Vdd 


V 


PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD5. PD7, TCAP, IRQ, RESET, 0SC1 


Input Low Voltage 


V|L 


vss 


_ 


0.2xVdd 


V 


PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD5, PD7, TCAP, IRQ, RESET, OSCI 


Total Supply Current (C|_ = 50 pF on Ports, no dc Loads, tcyc=1000 ns, 
(V|L = 0.2 V, V|h = Vdd-02 V) 

RUN 

WAIT (See Note) 

STOP (See Note) 


IDD 

idd 
Idd 




<4 
<1.5 
<30 


TBD 
TBD 
TBD 


mA 
mA 
^A 


I/O Ports Hi-Z Leakage Current 
PA0-PA7, PB0-PB7, PC0-PC7, PD1-PD4 


l|L 


^ 


<1 


±10 


nA 


Input Current 
RESET, IRQ, TCAP, OSCI, PDO, PD5, PD7 


lin 


_ 


<1 


+ 1 


nA 


Capacitance 
Ports (as input or output) 
RESET, IRQ, TCAP, OSCI, PD0-PD5, PD7 


Cout 
C,n 


- 


- 


12 
8 


pF 
pF 



NOTE. Measured under the following conditions. 

1. All ports are configured as input, V||_ = 0.2 V, V|h = Vdd-0.2 V. 

2. No load on TCMP, Cl = 20 pF on 0SC2. 

3. OSCI is a square wave with V||_ = 0.2 V, V|h = Vdd-0.2 V. 

4. TE=RE=SPE = 0. 



3-586 



MC68HC05C4 



9.7 CONTROL TIMING (Vdd = 5.0 Vdc +10%, Vss = Vdc, Ta= -55 to +125°C) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Frequency of Operation 
Crystal Option 
External Clock Option 


fosc 
'osc 


dc 


4.2 
4.2 


MHz 
MHz 


Internal Operating Frequency 
Crystal (fogc -^ 2) 
External Clock (fosc "^ 2) 


*op 
fop 


dc 


2.1 
2.1 


MHz 
MHz 


Cycle Time (See Figure 3-1) 


'eye 


480 


^ 


ns 


Crystal Oscillator Startup Time (See Figure 3-1) 


toxov 


- 


100 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (See Figure 9-3) 


tiLCH 


- 


100 


ms 


RESET Pulse Width (See Figure 3-2) 


tRL 


1.5 


- 


tcyc 


Timer 
Resolution* * 

Input Capture Pulse Width (See Figure 9-4) 
Input Capture Pulse Period (See Figure 9-4) 


tRESL 

tTH. tTL 

tTLTL 


4.0 
125 


- 


tcyc 
ns 

tcyc 


Interrupt Pulse Width Low (Edge-Triggered) (See Figure 3-4) 


llLIH 


126 


- 


ns 


Interrupt Pulse Period (See Figure 3-4) 


tiLIL 


* 


- 


'eye 


0SC1 Pulse Width 


'OH- tOL 


90 


- 


ns 



B 



*The minimum period t|Li|_ should not be less than the number of cycle times it takes to execute the interrupt service routine plus 

21 tcyc- 
■ * Since a 2-bit prescaler in the timer must count four internal cycles (tcyc). this is the limiting minimum factor in determining the timer 

resolution. 
'*The minimum period tXLJL should not be less than the number of cycle times it takes to execute the capture interrupt service 

routine plus 24 tcyQ. 



OSCll 



~^'"^<^ 

-C^^ 



IRQ2 



IRQ3 



■t|LIH 



^^V 



-H 



tiLCH ' 



< 4064 tr 



Address 
Bus 



rLrv~LrLrLrLr 



NOTES: 

1. Represents the internal gating of the 0SC1 pin. 

2. IRQ pin edge-sensitive mask option. 

3. IRQ pin level and edge-sensitive mask option. 

4. RESET vector address shown for timing example. 



■ RESET or Interrupt 
Vector Fetch 



Figure 9-3. Stop Recovery Timing Diagram 
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9.8 CONTROL TIMING (Vdd = 3.0 Vdc ±10%, Vss = Vdc, TA=-55to + 125°C) 



B 



Characteristic 


Symbol 


Min 


Max 


Unit 


Frequency of Operation 
Crystal Option 
External Clock Option 


fosc 
fosc 


dc 


2.0 
2.0 


MHz 
MHz 


Internal Operating Frequency 
Crystal (fosc "^ 2) 
External Clock (fosc "=" 2) 


fop 
fop 


dc 


1.0 
1.0 


MHz 

MHz 


Cycle Time (See Figure 3-1) 


fcyc 


1000 


- 


ns 


Crystal Oscillator Startup Tinne (See Figure 3-1) 


toxov 


- 


100 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (See Figure 9-3) 


tILCH 


- 


100 


ms 


RESET Pulse Width- Excluding Power-Up (See Figure 3-1) 


tRL 


1.5 


- 


fcyc 


Timer 
Resolution* * 

Input Capture Pulse Widtfi (See Figure 9-4) 
Input Capture Pulse Period (See Figure 9-4) 


fRESL 

tTH. ni 

tTLTL 


4.0 
250 


- 


fcyc 
ns 

fcyc 


Interrupt Pulse Width Low (Edge-Triggered) (See Figure 3-4) 


fiLIH 


250 


- 


ns 


Interrupt Pulse Period (See Figure 3-4) 


fiLIL 


• 


- 


fcyc 


0SC1 Pulse Width 


tOH. tOL 


200 


- 


ns 



*The minimum period t|LiL should not be less than the number of cycle times it takes to execute the interrupt service routine plus 

21 tcyc- 

* * Since a 2-bit prescaler in the timer must count four internal cycles (tcyc). ffi'S is the limiting minimum factor in determining the timer 

resolution. 
^**The minimum period txi_j|_ should not be less than the number of cycle times it takes to execute the capture interrupt service 
routine plus 24 tcyc- 



External 
Signal 
(TCAP 
Pin 37) 



J 



-fTLTL- 



fTH 



fTL 



L 



Figure 9-4. Timer Relationships 
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9.9 SERIAL PERIPHERAL INTERFACE (SPI) TIMING (Figure 9-5) 

(Vdd = 5.0 Vdc +10%, Vss = Vdc, TA=-55to +125°) 



Num. 


Characteristic 


Symbol 


Min 


Max 


Unit 




Operating Frequency 
Master 
Slave 


fop(m) 
fop(s) 


dc 

dc 


1.05 
2.1 


MHz 
MHz 


1 


Enable Lead Time 
Master 

Slave (CPHA = 0) 
Slave (CPHA=1) 


t|ead(m) 
t|ead(SO) 
t|ead(S1) 


240 

100 


- 


ns 
ns 
ns 


2 


Enable Lag Time 
Master 

Slave (CPHA = 0) 
Slave (CPHA=1) 


t|ag(m) 
t|ag(SO) 
t|ag{S1) 


0.0 
125 


- 


ns 

ns 
ns 


3 


Clock (SCK) Higli Time 
Master 
Slave 


tw(SCKH)m 
tw(SCKH)s 


TBD 
TBD 


- 


ns 
ns 


4 


Clock (SCK) Low Time 
Master 
Slave 


tw(SCKL)m 
V(SCKL)s 


TBD 
TBD 


- 


ns 

ns 


5 


Data Setup Time (Inputs) 
Master 
Slave 


tsu(m) 
tsu(s) 


100 
100 


- 


ns 

ns 


6 


Data Hold Time (Inputs) 
Master 
Slave 


th(m) 
th(s) 


100 
100 


- 


ns 

ns 


7 


Access Time 
Slave 


ta 


_ 


TBD 


ns 


8 


Disable Time (Hold Time to High-Impedance State) 
Slave 


tdis 




TBD 


ns 


9 


Data Valid 
Master (Before Capture Edge) 
Slave (After Enable Edge)* * 


tv(B)m 
tv(B)s 


TBD 


200 


ns 
ns 


10 


Data Valid 
Master (After Capture Edge) 


V(A) 


TBD 


_ 


ns 


11 


Rise Time (20% Vqd to 70% Vqd. Cl=200 pF) 
SPI Outputs (SCK, MOSI, MISO) 
SPI Inputs (SCK, MOSI, MISO, SS) 


Vm 
trs 


- 


100 
2.0 


ns 
lis 


12 


Fall Time (70% Vqd to 20% Vqd. Cl = 200 pF) 
SPI Outputs (SCK, MOSI, MISO) 
SPI Inputs (SCK, MOSI, MISO, SS) 


tfm 
tfs 


- 


100 
2.0 


ns 

US 


13 


Output Data Hold (After Enable Edge) 
Master 
Slave 


tho(m) 
tho(s) 






- 


ns 
ns 



E 



•■Signal production depends on software. 
* Assumes 200 pF load on all SPI pins. 
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9.10 SERIAL PERIPHERAL INTERFACE (SPI) TIMING (Figure 9-5) 

(Vdd = 3.3 Vdc +10%, Vss = Vdc, TA=-55to +125°C) 



9 



Num. 


Characteristic 


Synnbol 


Min 


Max 


Unit 




Operating Frequency 
Master 
Slave 


fop(m) 
fop(s) 


dc 
dc 


0.5 
1.0 


MHz 
MHz 


♦ 


Enable Lead Time 
Master 

Slave (CPHA = 0) 
Slave (CPHA=1) 


t|ead(m> 
t|ead(SO) 
tlead(SI) 


500 
200 


- 


ns 
ns 
ns 


2 


Enable Lag Time 
Master 

Slave (CPHA = 0) 
Slave (CPHA=1) 


t|ag(m> 
t|ag(SO) 
t|ag(S1) 


0.0 
250 


- 


ns 
ns 
ns 


3 


Clock (SCK) High Time 
Master 
Slave 


tw(SCKH)m 
tw(SCKH)s 


TBD 
TBD 


- 


,*s 

ns 


4 


Clocl< (SCK) Low Time 
Master 
Slave 


tw(SCKL)m 
tw(SCKL)s 


TBD 
TBD 


- 


/.s 

ns 


5 


Data Setup Time (Inputs) 
Master 
Slave 


tsu(m) 
tsu(s> 


200 
200 


- 


ns 
ns 


6 


Data Hold Time (Inputs) 
Master 
Slave 


th(m) 
th(s) 


200 
200 


- 


ns 
ns 


7 


Access Time 
Slave 


ta 


_ 


TBD 


ns 


8 


Disable Time (Hold Time to High-Impedance State) 
Slave 


tdis 


_ 


TBD 


ns 


9 


Data Valid 
Master (Before Capture Edge) 
Slave (After Enable Edge)** 


tv(B)m 
W(B)s 


TBD 


400 


ns 
ns 


10 


Data Valid 
Master (After Capture Edge) 


MA) 


TBD 


_ 


ns 


11 


Rise Time (20% Vqd to 70% Vpo, Cl = 200 pF) 
SPI Outputs (SCK, MOSI, MISO) 
SPI Inputs (SCK, MOSI, MISO, SS) 


Vm 
trs 


- 


200 
2.0 


ns 
^s 


12 


Fall Time (70% Vqd to 20% Vpo- Cl = 200 pF) 
SPI Outputs (SCK, MOSI, MISO) 
SPI Inputs (SCK, MOSI, MISO, SS) 


tfm 
tfs 


- 


200 
2.0 


ns 
^s 


13 


Output Data Hold (After Enable Edge) 
Master 
Slave 


tho(m) 
tho(s) 






- 


ns 
ns 



* Signal production depends on software. 

* Assumes 200 pF load on all SPI pins. 
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ss 

(Input) 



SCK 

(Output) 



Held High on Master 



J 's, / 



Input) AAAi ^. 



MOSI 
(Output) 



3: 



<-(9>- 



"*(E^ |^<6>> 





\ 



X 



At 



X 



X 



::^ 



(a) SPI Master Timing CPOL = 0, CPHA=1 



K 



B 



ss 

(Input) 



SCK 

(Output) 



MISO 
(Input) 



MOSI 
(Output) 



xxx)^: 



z>: 



<<5> ^<6)*- 



Held High on Master 



■\ A — V_J^""^'\ / 



HM® 



X 



D6I 



X 



X 



■N \r 

-S, A- 



<-0-j — >| "*— (3) 

(b) SPI Master Timing CP0L=1, CPHA = 1 

NOTE: Measurement points are Vql. Vqh. V|l, and V||_|. 

Figure 9-5. Timing Diagrams 



YZ 
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B 



ss 

(Input) 



SCK 
(Output) 



MISO 
(Input) 



MOSI 
(Output) 



Held High on Master 



f '\ / 





*<6> 




h-^ 



X 



X 



<-<i3) 



-N — \r 
^ — A_ 



(c) SPI Master Timing CPOL = 0, CPHA = 



J V 



xz 



X 



^ (io> 



ss 

(Input) 



SCK 
(Output) 



IV1IS0 
(input) 



MOSI 
(Output) 



^t 



Held High on Master 



-KDH 



_/~\ / 'x^ \_r 



h-^ 



X 



■N — \r 
■N — ^ 



V oao"^ y 



HHi3) 

(d) SPI IVIaster Timing CPOL= 1, CPHA = 

NOTE: Measurement points are Vql- Vqih. ^IL- ^'^^1 V||-|. 

Figure 9-5. Timing Diagrams (Continued) 



X 



x 
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ss 

(Input) 



^ 



-HTh^ 



SCK 

(Input) 



MISO High-Z 

(Output) 



At 



/" 



<HZ) 



MOSI V 
(Input) 



W. 



<-<l>^ 



(g^^ 



*^1j) 



3c:^^ 



(e) SPI Slave Timing CPOL = 0, CPHA= 1 



- Tli^y — ^^^-^< — 



> 



xs 



B 



ss 

(Input) 



SCK 

(Input) 



MISO 
(Output) 



MOSI 
(Input) 



\ 



^-<1>^ 



^ 






< 



•^i) 



xxx)^: 



♦o* 






(f) SPI Slave Timing CPOL= 1, CPHA= 1 



NOTE: Measurement points are Vql. Vqh. V||_, and V|h. 

Figure 9-5. Timing Diagrams (Continued) 
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B 



ss 

(input) 



^ 



^-O- 



SCK 
(Input) 



(Output) 



/ K 



C 



\^^ 



MOSI 
(Input) 



(^H*-^ 




X 



k>k6) 



X 



■V 



/~ 



160 X DOG 

^-N 






y 



xxxs 



(g) SPI Slave Timing CPOL = 0, CPHA = 



SS 

(Input) 



SCK 
(Input) 



MISO 
(Output) 



High-Z 



c 



\*-<!) 



MOSI 
(Input) 



(i>-*M 



X 



^ 



}^^ K-^^^ ^^J/ 




i^'--^ 



h>K^ 



X 



3C 



dy^ 



> 



(h) SPI Slave Timing CP0L=1, CPHA = 



NOTE: Measurement points are Vql. Vqh. V|l, and V||-|. 

Figure 9-5. Timing Diagrams (Continued) 



3-594 



MC68HC05C4 



SECTION 10 
ORDERING INFORMATION 



10.1 INTRODUCTION 

The following information is required when ordering a custom MCU. The information may be 
transmitted to Motorola in the following media: 

EPROM(s), MCM2716 or MCM2532 

MDOS, disk file 

To initiate a ROM pattern for the MCU, it is necessary to first contact your local field service office, 
local salesperson, or your local Motorola representative. 

10.1.1 EPROMs 

The MCM2716 or MCM2532 type EPROMs, programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern generation. The EPROMs must be clearly 
marked to indicate which EPROM corresponds to which address space. Figure 10-1 illustrates the 
markings for the three MCM2716 EPROMs required to emulate the MC68HC05C4 MCU. 



B 



After the EPROM(s) are marked, 
packed. Do not use styrofoam. 



they should be placed in conductive IC carriers and securely 



XXX 




XXX 




XXX 








0020 


0800 


1000 



XXX = Customer ID 

Figure 10-1. EPROM Marking Example 



10.1.2 MDOS Disk File 



An MDOS disk, programmed with the customer program (positive logic sense for address and 
data), may be submitted for pattern generation. WHEN USING THE MDOS DISK, INCLUDE THE 
ENTIRE MEMORY IMAGE OF BOTH DATA AND PROGRAM SPACE. ALL UNUSED BYTES, IN- 
CLUDING THE USER'S SPACE, MUST BE SET TO ZERO. 
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10.2 VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are filed for contractual purposes and are not 
returned. A computer listing of the ROM code will be generated and returned along with a listing 
verification form. The listing should be thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification form constitutes the contractural agree- 
ment for creation of the customer mask. If desired. Motorola will program a blank MCM2716 or 
MCM2532 EPROM (supplied by the customer) from the data file used to create the custom mask to 
aid in the verification process. 

10.3 ROM VERIFICATION UNITS 

Ten MCUs containing the customer's ROM pattern will be sent for program verification. These units 
will have been made using the custom mask but are for the purpose of ROM verification only. For 
expediency they are usually unmarked, packaged in ceramic, and tested only at room temperature 
(25°) and five volts. These RVUs are included in the mask charge and are not production parts. 
These RVUs are not backed nor guaranteed by Motorola Quality Assurance. 

10.4 FLEXIBLE DISKS 

The disk media submitted must be single-sided, single density, 8-inch MDOS compatible floppies. 
The customer must clearly label the disk with the ROM pattern file name and company name. The 
floppies are not returned by Motorola as they are used for archival storage. The minimum MDOS 
system files as well as the absolute binary object file (filename. 10 type of file) from the M6805 cross 
assembler must be on the disk. An object file made from a memory dump; using the ROLLOUT 
command is also admissable. Consider submitting a source listing as well as: filename, .LXiEXOR- 
ciser loadable format). This file will of course be kept confidential and is used T) to speed up the pro- 
cess in house if any problems arise, and 2) to speed up our customer to factory interface if a user 
finds any software errors and needs assistance quickly from the factory representative. 

MDOS is Motorola's Disk Operating System available on development systems such as EXORciser, 
EXORset, etc. 
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OPTION LIST 

Select the options for the MCU from the following list. A manufacturing mask will be generated 
from this information. Select one in each section. 

Internal Oscillator Input 
D Crystal 
n Resistor 

Interrupt Trigger 
D Edge- Sensitive 
D Level- and Edge-Sensitive 



Customer Name. 



Address- 




City. 



-State. 



-Zip. 



Phone (. 



-Extension. 



Contact Ms/Mr- 



Customer Part Number- 



Pattern Media 



2532 EPROM 
02716 EPROM 
OMDOS Disk File 
O(Note) 



Note: Other Media require prior factory approval. 



Signature. 
Title 



Figure 10-2. Ordering Form 
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SECTION 11 
MECHANICAL DATA 



This section contains the pin assignment and package dimension diagrams for the MC68HC05C4 
microcomputer. 

11.1 PIN ASSIGNMENT 



B 



reset! 


1 W ,0 


3vdd 
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NOTE: Pin assignments are the same for both the dual in-line and chip carrier package. 
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Product Preview 



MC68HC11A4 8-BIT MICROCOMPUTER 

The HCMOS MC68HC11A4 is an advanced microcomputer (MCU) 
containing Inighly sophisticated on-chip peripheral functions. An im- 
proved instruction set provides additional capability while maintaining 
compatibility with the other members of the M6801 Family. The fully 
static design allows operation at frequencies down to dc, further reduc- 
ing its already low power consumption. Features available in addition to 
the normal M6801 features include: 

• 4K Bytes of ROM 

• 512 Bytes of EEPROM 

• 256 Bytes of RAM (All Saved During Standby) 

• Enhanced 16-Bit Timer System 

Four Stage Programmable Prescaler 
Three Input Capture Functions 
Five Output Compare Functions 

• An 8-Bit Pulse Accumulator Circuit 

• An Enhanced Non-Return-To-Zero Serial Communications 
Interface (SCI) 

• A New Serial Peripheral Interface 

• Eight Channel 8-Bit A/D Converter 

• A Real Time Interrupt Circuit 

• A Computer Operating Properly (COP) Watchdog System 



HCMOS 

(HIGH-DENSITY HIGH-PERFORMANCE 
SILICON GATE) 



MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 



Also Available In 
52- Pin Quad Pack 



i 







PIN ASSIGNMENT 

-t-5V 

1 




w F 




EXTAL 

vss 




J- 














k^CTDR/D/\A; 













^ Port B 




Port A ^ 




(3 in, 4 out, 1 1/0) 
Port F 






" (8 Output) 
_ Port C 


(4 or 8 Input) 




" (8 1/0) 
^ ^ Port D 








" (6 I/O) 








4 





This document contains information on a product under development. Motorola reserves the 
right to change or discontinue this product without notice. 
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FIGURE 1 - MC68HC11A4 BLOCK DIAGRAM 
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GENERAL DESCRIPTION 

The MC68HC11A4 is a single-chip microcomputer that 
utilizes HCMOS techniques to provide the low-power char- 
acteristics and high noise immunity of CMOS plus the high- 
speed operation of HMOS, On chip memory systems include 
a 4K byte ROM, 512 bytes of electrically erasable program- 
mable ROM (EEPROM), and 256 bytes of static RAM, The 
MC68HC11A4 microcomputer also provides highly sophisti- 
cated, on-chip peripheral functions including: an 8-channel 
analog-to-digital converter, a serial communications inter- 
face (SCI) subsystem, and a serial peripheral interface (SPI) 
subsystem. 

New design techniques are used to provide a 2 MHz 
nominal bus rate. The timer system is expanded to provide 
three input capture lines, five output compare lines, and a 
real time interrupt circuit. This gives the MC68HC11A4 one 
of the most comprehensive timer systems found on a single- 
chip microcomputer. Other features of the MC68HC11A4 in- 
clude: a pulse accumulator which can be used to count ex- 
ternal events (event counting mode) or measure an external 
period (Input gates accumulation of internal clock — E/64); a 
computer operating properly (COP) watchdog system which 
helps protect against software failures; a programmable 
clock monitor system which causes generation of a system 
reset in case the clock is lost or running too slow; and an il- 
legal opcode detection circuit which provides an unmaskable 
interrupt if an illegal opcode fetch is detected. 



OPERATING MODES 

The MC68HC11A4 MCU uses two dedicated pins (MODA 
and MODS) to select one of two basic operating modes or 
one of two special operating modes. The basic operating 
modes are single-chip (mode 0) and expanded multiplexed 
(mode 1 ), and the special operating modes are bootstrap and 
special test. The levels required on the MODA and MODB 
pins for mode selection are discussed in FUNCTIONAL PIN 
DESCRIPTION. The characteristics of the operating modes 
are discussed below. 

SINGLE-CHIP MODE (MODE 0) 

In the single-chip mode the MCU functions as a self- 
contained microcomputer and has no external address or 
data bus. In this mode the MCU provides maximum use of its 
pins for on-chip peripheral functions, and all address and 
data activity occurs within the MCU. As discussed in FUNC- 
TIONAL PIN DESCRIPTION, when MODA = and 
MODB = Vdq the single chip mode is selected during reset. 

EXPANDED MULTIPLEXED MODE (MODE 1) 

In this mode, two I/O ports plus two additional I/O lines 
become address, data, and control (AS and R/W) to allow 
the MCU to address up to 64K bytes of address space. High 
order address bits are output on the port B pins. Low order 
address bits and the data bus are time multiplexed on the 
eight port C pins. Port D bit 6 becomes the address strobe 
(AS) control output which is used in demultiplexing the low 
order address from the data at port C. The R/W control pin 
(port D, pin 7) is used to control the direction of data 
transfers on the port C bus. Refer to FUNCTIONAL PIN 



DESCRIPTION and INPUT/OUTPUT PORTS for additional 
information regarding address strobe, read/write, port B, 
and port C. 

BOOTSTRAP MODE 

The bootstrap mode is considered a special mode as 
distinguished from the normal operating single-chip mode. 
In the bootstrap mode, all vectors are fetched from the 128 
byte on-chip boot loader ROM. This is a very versatile mode 
since there are essentially no limitations on the special pur-' 
pose program that is boot loaded into the internal RAM. The 
boot loader is contained in 128 bytes of ROM which is 
enabled as internal memory space at $BF80-$BFFF. The boot 
loader contains a small program which reads a 256 byte pro- 
gram into on-chip RAM ($0000-$OOFF). After the character 
for address $OOFF is received, control is automatically passed 
to that program at memory address $0000 and the MCU 
operates in the single-chip mode. 

In the bootstrap mode, the serial receive logic is initialized 
by software in the boot loader ROM. This allows the pro- 
gram control of the serial communications interface (SCI) 
baud and word format. 

During initialization of the special bootstrap mode, a 
special control bit is configured to permit access to a number 
of special test control bits which allows for self testing of the 
MCU in the bootstrap mode. Also, since the mode control 
bits can be written to, the operating mode of the MCU may 
be changed from the special bootstrap mode (which is a 
single-chip mode by default) to expanded multiplexed mode 
under program control. 

TEST MODE 

The test mode is considered a special mode as distinguish- 
ed from the normal operating expanded multiplexed mode; 
however, it is considered as operating in the expanded multi- 
plexed mode since external memory may be addressed. The 
reset vector is fetched from external memory space $BFFE- 
$BFFF; therefore, program control may be vectored to an ex- 
ternal test program. 

The test mode is primarily intended as the main production 
test mode at the time of manufacture; however, it may also 
be used to program calibration or personality data into the in- 
ternal EEPROM (electrically erasable programmable read 
only memory) of the MC68HC11A4. During initialization of 
the test mode, a special control bit is configured to permit 
access to a number of special test control bits. Also, since 
the mode control bits can be written to in the test mode, the 
operating mode of the MCU may be changed from the 
special test mode (which is an expanded multiplexed mode 
by default) to the single-chip mode under program control. 



MEMORY 

Composite memory maps for each MC68HC11A4 mode of 
operation are shown in Figure 2. These modes include 
single-chip, expanded multiplexed, special boot, and special 
lest. 

In the single-chip mode (mode 0) of Figure 2, the 
MC68HC11A4 does not generate external addresses. The ac- 
tual internal memory locations are shown in the shaded areas 
of Figure 2 and the contents of these shaded areas are 



E 
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FIGURE 2 - MC68HC11A4 MEMORY MAPS 
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shown on the right side of the diagram. For exannple; 
memory locations $0000 through $OOFF contain the 256 
bytes allocated to RAM; memory locations $1000 through 
$103F are allocated for a 64-byte register block; memory 
locations $B600 through $B7FF are allocated for a 512-byte 
EEPROM (electrically eraseable programmable read only 
memory); and memory locations $F000 through $FFFF are 
allocated for 4K bytes of ROM (memory locations $FFCO 
through $FFFF are reserved for the interrupt and reset 
vectors) . 

The expanded multiplexed mode (mode 1) memory loca- 
tions shown in Figure 2 are basically the same as for the 
single-chip mode; however, the memory locations between 
the shaded areas (designated EXT) are for externally ad- 
dressed memory and I/O. 

The special bootstrap mode memory locations are similar 
to the single-chip memory locations except that a special 



bootstrap program is addressed at memory locations $BF80 
through $BFFF. The special bootstrap program controls the 
process of boot loading a 256 byte program through a serial 
port into internal RAM. 

The special test mode memory locations are similar to the 
expanded multiplex mode except the interrupt vectors are at 
external memory locations. 



CENTRAL PROCESSING UNIT 

The central processing unit (CPU) of the MC68HC11A4 is 
basically an extension of the MC6801 CPU. In addition to be- 
ing able to execute ail MC6800 and MC6801 instructions, the 
MC68HC1 1 A4 uses a 4-page opcode map to allow execution 
of 91 new opcodes. As in the MC6801, the CPU of the 
MC68HC11A4 is implemented independently from the I/O, 
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memory, or on-chip peripheral configurations. Consequent- 
ly, this CPU can be treated as an independent processor 
communicating with these internal subsystems when 
operating in the single-chip mode. However, when the 
MC68HC11A4 is operating in the extended multiplexed 
mode, it is capable of addressing external memory and 



peripherals in addition to communicating with the on-chip 
subsystems. 

The MC68HC11A4 CPU has seven registers available to 
the programmers as shown in Figure 3. The interrupt stack- 
ing order is shown in Figure 4. The seven registers are 
discussed below. 



FIGURES - MC68HC11A4 PROGRAMMING MODEL 
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FIGURE 4 - INTERRUPT STACKING ORDER 
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ACCUMULATOR A AND B 

Accumulator A and accumulator B are general purpose 
8-bit registers used to hold operands and results of arith- 
metic calculations or data manipulations. As in the MC6801 , 
these two accumulators can be concatenated into a single 
double-byte accumulator called the D accumulator. 

INDEX REGISTER X (IX) 

The 16-bit IX register is used during indexed modes of ad- 
dressing. It provides a 16-bit indexing value which may be 
added to an 8-bit offset provided in an instruction to create 
an effective address. The IX register can also be. used as a 
counter or as a temporary storage area. 

INDEX REGISTER Y (lY) 

The 16-bit lY register is also used during indexed modes of 
addressing similar to the IX register; however, most instruc- 
tions using the lY register require an extra byte of machine 
code and a cycle of execution time since they are two byte 
opcodes. The lY register can also be used as a counter or as 
a temporary storage in the same manner as the IX register. 

STACK POINTER ISP) 

The staci< pointer (SP) is a 16-bit register that contains the 
address of the next free location on the stack. The stack is 
configured as a sequence of last-in-first-out read/write 
registers which allow important data to be stored during In- 
terrupts and subroutine calls. Each time a new byte is added 
to the stack (a push), the SP is decremented; whereas, each 
time a byte is removed from the stack (a pull) the SP is in- 
cremented. The address contained in the SP also indicates 
the location at which the accumulators (A and B), IX, and lY 
can be stored during certain instructions. 



PROGRAM COUNTER (PC) 

The program counter is a 16-bit register that contains the 
address of the next instruction to be executed. 

CONDITION CODE REGISTER (CCR) 

The condition code register is an 8-bit register in which 
each bit signifies the results of the instruction just executed. 
These bits can be individually tested by a program and a 
specific action can be taken as a result of the test. Each in- 
dividual condition code register bit is explained below. 

Carry/ Borrow (C) 

The C bit is set if there was a carry or borrow out of the 
arithmetic logic unit (ALU) during the last arithmetic opera- 
tion. The C bit is also affected during shift and rotate instruc- 
tions. 

Overflow (V) 

The overflow bit is set if there was an arithmetic overflow 
as a result of the operation; otherwise, the V bit is cleared. 

Zero (Z) 

The zero bit is set if the result of the last arithmetic, logic, 
or data manipulation was zero; otherwise, the Z bit is 
cleared. 

Negative (N) 

The negative bit is set if the result of the last arithmetic, 
logic, or data manipulation was negative (b7 of result equal 
to a logic one); otherwise, the N bit is cleared. 

I Interrupt Mask (I) 

The I interrupt mask bit is set either by hardware or pro- 
gram instruction to disable (mask) all maskable interrupt 
sources (both external and internal). 

Half Carry (H) 

The half carry bit is set to a logic one when a carry occurs 
between bits 3 and 4 of the arithmetic logic unit during an 
ADD, ABA, or ADC instruction; otherwise, the H bit is 
cleared. 

X Interrupt Mask (X) 

The X interrupt mask bit is set only by hardware (Reset or 
XIRQ); and it is cleared only by program instruction (TAP or 
RTI). 

Stop Disable (S) 

The stop disable bit is set to disable the STOP instruction, 
and cleared to enable the STOP instruction. The S bit is pro- 
gram controlled. The STOP instruction is treated as no 
operation (NOP) if the S bit is set. 



FUNCTIONAL PIN DESCRIPTION 

The below pin descriptions do not include the I/O ports. 
They are discussed separately under INPUT/OUTPUT 
PORTS. 
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vdd and Vss 

Power is supplied to the MC68HC11A4 using these two 
pins. Vqd is power input ( + 5 V) and Vss is the power 
return path. 



RESET 

This active low bi-directional control pin is used as an in- 
put to initialize the MC68HC1 1 A4 to a known start-up state, 
and as an open-drain output to indicate an internal failure 
has been detected in either the clock monitor or computer 
operating properly (COP) circuit. 

XTAL, EXTAL 

These two inputs provide for an interface with either a 
crystal input or a CMOS compatible clock to control the 
MC68HC11A4 internal clock generator circuitry. The fre- 
quency applied to these pins should be four times the desired 
internal clock rate since an internal divide-by-four circuit 
determines the actual E-clock rate. When a crystal is used, a 
25 picofarad capacitor should be connected between Vss 
and each of these two pins (XTAL and EXTAL); however, if 
a CMOS compatible external clock is used, the signal should 
be connected to the EXTAL pin and the XTAL pin should be 
left disconnected. 



The E pin provides an output for the internally generated 
E-clock which can be used as a timing reference. The fre- 
quency of the E output is actually one fourth that of the input 
frequency at the XTAL and EXTAL pins. In general when the 
E pin is low, an internal process is taking place and, when 
high, data is being accessed. This output becomes inactive 
during the power-saving wait mode if the MC68HC11A4 is 
operating in the single-chip or bootstrap modes (see 
MODA/UR, MODB/Vpp description below). 

IRQ 

The IRQ pin provides a means for requesting asyn- 
chronous interrupts to the MC68HC1 1 A4. The IRQ interrupt 
input is program selectable with a choice of either negative 
edge-sensitive or level-sensitive triggering. The IRQ interrupt 
input is always configured to level-sensitive triggering during 
reset. The IRQ pin requires an external resistor to Vqd. The 
MCU completes the current instr uction before responding to 
an i nterr upt request on the IRQ pin. 

If IRQ is low and the interrupt mask bit (I bit) in the condi- 
tion code register is clear, the MCU begins an interrupt se- 
quence at the end of the current instruction. 

XiRQ 

The XIRQ pin provides a means for requesting asyn- 
chronous non-maskable interrupts to the MC68HC11A4, 
after a power-on reset. During reset (including power-on 
reset), the X bit in the condition code register is set and the 
XIRQ interrupt is masked to preclude interrupts on this line 
until MCU operation is stabilized. The X bit may then be 
cleared by program control (using the transfer accumulator 
A instruction, TAP); however, the X bit can only b e set again 
by reset or by recognition of a hardware XIRQ interrupt. 
Once the X bit in the condition code register is cleared, an in- 
terrupt on the XIRQ pin will be serviced as soon as the MCU 



completes the current instruction. When an XIRQ interrupt is 
recognized, on-chip hardware automatically sets the X bit. 
The X bit can be cleared either as part of interrupt routine by 
the TAP instruction (nested interr upt) or by the return from 
interrupt instruction. The XIRQ pin requires an external 
resisto r to V pp. 

The XIRQ input may also be used to return the MCU to 
normal operation from the low-power stop mode by applying 
a low level to the XIRQ pin. If the X bit in the condition code 
register is c leared and the MCU is in the stop mode, a low i-n- 
put on the XIRQ brings the MCU out of the stop mode and 
operation resumes with the stacking operation leading to 
service of the XIRQ request. If the X bit is set and the MCU is 
in the stop mode, a low input on the XIRQ brings the MCU 
out of the stop mode and operation resumes with the pro- 
gram instruction following the STOP instruction. 

MODA/UR, MODB/Vpp 

These pins have alternate functions, MODA and MODB 
controlling one function, Vpp controlling an alternate func- 
tion, and LIR used for an alternate function. 

MODA, MODB 

During reset these two pins are used to control the two 
basic operating modes of the MC68HC11A4 plus two special 
operating modes. The modes versus MODA and MODB in- 
puts are shown in the table below. 



i 



MODB 


MODA 


Mode Selected 


Vdd 
Vdd 

# 
t 



1 


1 


Single-Chip (Mode 0) 
Expanded Multiplexed (Mode 1) 
Special Bootstrap 
Special Test 



1 = Logic High 
0= Logic Low 
# = 1 .4 Times Vqq (or Higher) 



Vpp 



In addition to the MODA function, the MODA/Vpp pin is 
also used to supply the programming voltage for programm- 
ing the internal EEPROM. Changing the voltage applied to 
this pin after reset has no affect on mode selection. 

Or 

In addition to the MODA function, the MODA/LIR pin 
provides an output as an aid in debugging once reset is com- 
pleted. The LIR pin goes to an active low during the first 
E-clock cycle of each instruction and remains low for the 
duration of that cycle (opcode fetch). Some MC68HC11A4 
opcodes are two consecutive bytes long including a page 2 
(PG2), page_3 (PG3), or page 4 (PG4) prebyte. For these in- 
structions LIR goes low for only the first (prebyte) opcode 
byte fetch. 

NOTE 

The LIR output will not go low for at least two E-clock 
cycles after reset because of the reset vector fetch. 
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Vrefl. VrefH 

These two pins provide the reference voltage for the 
analog-to-digital converter. 

R/W/STRB 

This pin provides two different functions depending on the 
operating mode. In single-chip mode the pin provides the 
STRB (output strobe) function_and in the expanded multi- 
plexed mode it provides the R/W (read-write) function. 

In the single-chip mode the STRB pin acts as a program- 
mable strobe. This strobe can also be used to provide a data 
acknowledge (handshake) to a parallel I/O device. 

In the expanded multiplexed mode the R/W (read/write) is 
used to control the direction of transfers on the external data 
bus. A low level (write) on the R/W pin enables the data bus 
output drivers to the external data bus. A high level (read) on 
this pin forces the output drivers to a high-impedance state 
and data is read from the external bus. 

AS/STRA 

This pin provides two different functions depending on the 
operating mode. In single-chip mode, the pin provides the 
STRA (input strobe) function and in the expanded multi- 
plexed mode it provides the AS (address strobe) function. 

In the single-chip mode, the STRA pin acts as a program- 
mable input strobe. This input is also used with STRB and 
port C for full handshake modes of parallel I/O. 

In the expanded multiplexed mode the AS (address 
strobe) output may be used to demultiplex the address and 
data signals at port C. 



INPUT/OUTPUT PORTS 

There are five 8-bit ports on the MC68HC1 1A4 MCU. All of 
these ports serve more than one purpose depending on the 
mode configuration of the MCU. A summary of the pins ver- 
sus function and mode is provided in Table 1 and discussed 
in the following paragraphs. Because the port functions are 
controlled by the particular mode selected, each port is 
discussed for its function(s) during the mode of operation. 

SINGLE-CHIP MODE 

In the single-chip mode the MC68HC11A4 functions as a 
monolithic microcomputer without external address or data 
buses. In this mode, four of these ports (A, B, C, D) are con- 
figured as parallel I/O data ports. Port E can be used for 
general purpose static inputs and/or analog-to-digital con- 
verter channel inputs. 

Port A 

In all operating modes (including the single-chip mode) 
port A may be configured for: three input capture functions 
(IC1, 102, IC3), four output compare functions (002, 003, 
004, 005), and a pulse accumulator input (PAD or a fifth 
output compare function (001). 



Each of the input capture pins provide for a transitional in- 
put which is used to latch a timer value into a 16-bit read- 
only register (input capture register) . The value latched by an 
input capture corresponds to the value of the free running 
counter which is part of the timer system. External devices 
provide the transitional inputs and internal decoders deter- 
mine which input transition edge (rising, falling, or either) is 
sensed. 

Each of the output compare pins provide for an output 
whenever a match is made between the value in the free- 
running counter (in the timer system) and a value loaded into 
the particular 16-bit output compare register. The outputs 
can be used externally to indicate that a certain period of 
time has elapsed. 

When port A pin 7 (PA7) is configured as a pulse accumu- 
lator input (PAD, the'external input pulses are applied to a 
pulse accumulator register within the M068HCnA4. 

Each port A pin that is not used for its alternate timer func- 
tion, as described above, may be used as a general purpose 
input or output line. 

Port B 

In the single-chip mode, all of the port B pins are general 
purpose output pins. During MOU read cycles the levels 
sensed at the input side of the port B output drivers is read. 
Port B may also be used in a simple strobed output mode 
where the STRB (port D bit 7) pulses each time port B is 
written. 

Port C 

In the single-chip mode, all port pins are general purpose 
input/output pins. Port inputs can be latched by the STRA 
input (at port D bit 6). Port may also be used in full hand- 
shake modes of parallel I/O where the STRA input and 
STRB output act as handshake control lines. 

Port D 

In the single-chip mode port D bits 0-5 may be used for 
general I/O or with the serial communications interface (SCI) 
and serial peripheral interface (SPI) subsystems. Bits 6 and 7 
are used as handshake control signals for ports B and 0. 

Bit is the receive data input (RxD) for the serial com- 
munication interface (SCI). 

Bit 1 is the transmit data output (TxD) for the SCI. 

Bits 2 through 5 are dedicated to the serial peripheral inter- 
face (SPI). Bit 2 is the master-in-slave-out (MISO) line; this 
pin is an input when the SPI is configured as a master device 
and an output when configured as a slave device. Bit 3 is the 
master-out-slave-in (MOSI) line; this pin is an output when 
the SPI is configured as a master device and an input when 
configured as a slave device. Bit 4 is the serial clock (SCK) 
and is an output when the SPI is configured as a master and 
an input when configured as a slave device. Bit 5 is the slave 
select (SS) input which receives an active low signal to 
enable a slave device to accept SPI data. 

Bit 6 (STRA) and 7 (STRB) are discussed in FUNCTIONAL 
PIN DESCRIPTION. 
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TABLE 1 - PORT SIGNAL SUMMARY 





Single-Chip 


Expanded Multiplexed 


Port-Bit 


Modes and Bootstrap Mode 


Mode 1 and Special Test Mode 


A-0 


PA0/IC3 


PA0/IC3 


A-1 


PA1/IC2 


PA1/IC2 


A-2 


PA2/IC1 


PA2/IC1 


A-3 


PA3/OC5/and-or 0C1 


PA3/OC5/and-or 0C1 


A-4 


PA4/OC4/and-or 0C1 


PA4/OC4/and-or 0C1 


A-5 


PA5/OC3/and-or 0C1 


PA5/OC3/and-or 0C1 


A-6 


PA6/OC2/and-or 0C1 


PA6/OC2/and-or 0C1 


A-7 


PA7/PAI/and-or 0C1 


PA7/PAI/and-or 0C1 


B-0 


PBO 


A8 


B-1 


PB1 


A9 


B-2 


PB2 


A10 


B-3 


PBS 


All 


B-4 


PB4 


A12 


B-5 


PB5 


A13 


B-6 


PB6 


A14 


B^7 


PB7 


A15 


C-0 


PCO 


AO/DO 


C-1 


PCI 


A1/D1 


C-2 


PC2 


A2/D2 


C-3 


PC3 


A3/D3 


C-4 


PC4 


A4/D4 


C-5 


PC5 


A5/D5 


C-6 


PC6 


A6/D6 


C-7 


PC7 


A7/D7 


D-0 


PDO/RxD 


PDO/RxD 


D-1 


PDl/TxD 


PDI/TxD 


D-2 


PD2/MIS0 


PD2/MiS0 


D-3 


PD3/M0SI 


PD3/M0SI 


D-4 


PD4/SCK 


PD4/SCK 


D-5 


PD5/SS 


PD5/SS 


D-6 


STRA 


AS 


D-7 


SIRS 


R/W 


E-0 


PEO/ANO 


PEO/ANO 


E-1 


PE1/AN1 


PE1/AN1 


E-2 


PE2/AN2 


PE2/AN2 


E-3 


PE3/AN3 


PE3/AN3 


E-4 


PE4/AN4 ## 


PE4/AN4 ## 


E-5 


PE5/AN5## 


PE5/AN5 ## 


E-6 


PE6/AN6 ## 


PE6/AN6 ## 


E--7 


PE7/AN7 U 


PE7/AN7 ## 
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not bonded in 48-pin variations 



PortE 

In all operating nnodes (including the single-chip mode), 
port E is used for general purpose static inputs and/or 
analog- to-digital (A/D) channel inputs. Port E should not be 
read as static inputs while an A/D conversion is actually tak- 
ing place. 

NOTE 

On 48-pin packaged versions of the MC68HC1 1 A4, the 
four most significant bits of port E are not connected 
to pins. 

EXPANDED MULTIPLEXED MODE 

In the expanded multiplexed mode, the MC68HC11A4 has 
the capability of accessing a 64K byte address space. The 



total address space includes the same on-chip memory ad- 
dress as for single-chip mode plus external peripheral 
devices. In this mode ports B, C, and bits 6 and 7 of port D 
are configured as a memory expansion bus. 

Port A 

In all operating modes (including the expanded multi- 
plexed mode), port A may be configured for: three input 
capture functions (ICl, IC2, IC3), four output compare func- 
tions (0C2, 0C3, 0C4, 0C5), and a pulse accumulator input 
(PAD or a fifth output compare functon (0C1). 

Each of the input capture pins provide for a transitional in- 
put which is used to latch a timer value into a 16-bit read- 
only register (input capture register). The value latched by an 
input capture corresponds to the value of a free running 
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counter which is part of the timer system. External devices 
provide the transitional inputs and internal decoders deter- 
mine which input transition edge (rising, falling, or either) is 
sensed. 

Each of the output compare pins provide for an output 
whenever a match is made between the value in the free run- 
ning counter (in the timer system) and a value loaded into 
the particular 16-bit output compare register. The outputs 
can be used externally to indicate that a certain period of 
time has elapsed. 

When port A pin 7 (PA7) is configured as a pulse accumu- 
lator input (PAD, the external input pulses are applied to a 
pulse accumulator register within the MC68HC11A4. 

Each port A pin that is not used for its alternate timer func- 
tion as described above, may be used as a general purpose 
input or output line. 

Port B 

In the expanded multiplexed mode, all of the port B pins 
act as high order address output pins. During each MCU 
cycle, bits 8 through 15 of the address are output on the 
PB0-PB7 lines respectively. 

Port C 

In the expanded multiplexed mode, all port C pins are con- 
figured as multiplexed address/data pins. During the address 
portion of each MCU cycle, bits through 7 of the address 
are output on the PC0-PC7 lines. During the data portion of 
each MCU cycle (E high), bits throughj' (D0-D7) are 
bidirectional data pins controlled by the R/W signal. 

Port D 

In the expanded multiplexed mode port D bits 0-5 may be 
used for general I/O or with the serial communications inter- 
face (SCI) and serial peripheral interface (SPI) subsystems. 
Bits 6 and 7 act as expansion bus control lines AS and R/W 
respectively. 

Bit is the receive data input (RxD) for the serial com- 
munications interface (SCI). 

Bit 1 is the transmit data output (TxD) for the SCI. 

Bits 2 through 5 are dedicated to the serial peripheral inter- 
face (SPI). Bit 2 is the master-in-slave-out (MISO) line; this 
pin is an input when the SPI is configured as a master device 
and an output when configured as a slave device. Bit 3 is the 
master-out-slave-in (MOSI) line; this pin is an output when 
the SPI is configured as a master device and an input when 
configured as a slave device. Bit 4 is the serial clock (SCK) 
and is an output when the SPI is configured as a master and 
an input when configured as a slave device. Bit 5 is the slave 
select (SS) input which receives an active low signal to 
enable a slave device to_accept SPI data. 

Bit 6 (AS) and 7 (R/W) are discussed in FUNCTIONAL 
PIN DESCRIPTION. 

Port E 

In all operating modes (including the expanded multi- 
plexed mode), port E is used for general purpose static in- 
puts and/or analog-to-digital (A/D) channel inputs. Port E 
should not be read as static inputs while an A/D conversion 
is actually taking place. 



NOTE 

On 48-pin packaged versions of the MC68HC11A4, the 
four most significant bits of port E are not connected 
to external pins. 

BOOTSTRAP MODE 

In the bootstrap mode all I/O port pins function the same 
as in the single-chip mode. Operational differences are 
discussed in OPERATING MODES. 

TEST MODE 

In the test mode all I/O port pins function the same as in 
the expanded multiplexed mode. Operational differences are 
discussed in OPERATING MODES. 



INTERRUPTS 

The MC68HC11A4 MCU interrupts can be generated by 
any of four different basic methods; ( 1 ) by presenting the ap- 
propriate external signal; (2) by enabling interrupts from the 
programmable timer output compare or input capture, serial 
communication interface, serial peripheral interface timer 
overflow, pulse accumulator, or parallel I/O; (3) by executing 
a software interrupt (SWI) instruction; or (4) by detection of 
an illegal opcode. 

The program may also be interrupted by: (1) detection of a 
timeout in the computer operating properly (COP) circuit, (2) 
clock monitor detects loss of the E-clock or a low frequency 
E-clock, or (3) by a reset. The above three methods of inter- 
rupting the program result in fetching a reset vector rather 
than an interrupt vector; however, they do interrupt the 
program. 

When an external or internal (hardware) interrupt occurs, 
the interrupt is not serviced until the current instruction be- 
ing executed is completed. Until the current instruction is 
complete, the interrupt is considered pending. After comple- 
tion of current instruction execution, unmasked interrupts 
may be serviced in accordance with an established fixed 
hardware priority circuit; however, one I bit related interrupt 
source may be elevated to the highest I bit priority position in 
the circuit. 

Seventeen hardware interrupts and one software interrupt 
(excluding reset type interrupts) can be generated from all of 
the possible sources. The interrupts can be divided into two 
basic categories, maskable and non-maskable. In the 
MC68HCnA4 fifteen of the interrupts can be masked using 
the condition code register I bit. In addition to being 
maskable by the I bit in the condition code register, all of the 
on-chip interrupt sources are individually maskable by con- 
trol bits. The software interrupt (SWI instruction) is a non- 
maskable instruction rather than a maska ble in terrupt 
source. The last interrupt (external input to the XIRQ pin) is 
considered as a non-maskable interrupt because once 
enabled, it cannot be masked by softwa;e; however it is 
maske d during reset and upon receipt of an interrupt at the 
XIRQ pin. Table 2 provides a list of each interrupt, its vector 
location in ROM, and the actual condition code register bit 
that masks it. A discussion of the various interrupts is pro- 
vided below. 
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TABLE 2 - INTERRUPT VECTOR ASSIGNMENTS 



Vector 
Address 


Interrupt Source 


Masked 
Bv 


FFCO, CI 

1 

1 
FFD4, D5 
FFD6, D7 


Reserved 

1 

1 
Reserved 
SCI Serial System 


1 Bit 


FFD8, D9 
FFDA, DB 
FFDC, DD 
FFDE, DF 


SPI Serial Transfer Complete 
Pulse Accumulator Input Edge 
Pulse Accumulator Overflow 
Timer Overflow 


1 Bit 
1 Bit 
1 Bit 
1 Bit 


FFEO, El 
FFE2, E3 
FFE4, E5 
FFE6, E7 


Timer Output Compare 5 
Timer Output Compare 4 
Timer Output Compare 3 
Timer Output Compare 2 


1 Bit 
1 Bit 
1 Bit 
1 Bit 


FFE8, E9 
FFEA, EB 
FFEC, ED 
FFEE, EF 


Timer Output Compare 1 
Timer Input Capture 3 
Timer Input Capture 2 
Timer Input Capture 1 


1 Bit 
1 Bit 
1 Bit 
1 Bit 


FFFO, Fl 
FFF2, F3 
FFF4, F5 
FFF6, F7 


Real Time Interrupt 

TrQ" (External Pin or Parallel I/O) 

XIRQ Pin (Pseudo Non-maskable Interrupt) 

SWI 


1 Bit 
1 Bit 
X Bit 
None 


FFF8, F9 
FFFA, FB 
FFFC, FD 
FFFE, FF 


Illegal Op-Code Trap 

COP Failure (Reset) 

COP Clock Monitor Fail (Reset) 

RESET 


None 
None 
None 
None 
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TIMER INTERRUPTS 

The timer system provides nine of the fifteen interrupt 
possibilities: five output compare interrupts, three input cap- 
ture Interrupts, and a timer overflow interrupt. 

The timer contains five 16-bit output compare registers 
which are program controlled and may be loaded with a 
number between $0000-$FFFF. The value in each output 
compare register is then compared to a 16-bit comparator, 
which is loaded from the timer free running counter, during 
each clock cycle. If a match is found between the 16-bit 
comparator value and the output compare register value, the 
corresponding output compare flag is set. When the output 
compare flag is set, a corresponding output compare inter- 
rupt may be generated and/or an external output may be 
generated at the corresponding port A pin(s). Port A outputs 
PAS through PA7 are used as output pins for output com- 
pare functions 0C1 through 0C5. 

In addition to the five output compare interrupts, the timer 
also provides for three input capture interrupts. The timer 
contains three 16-bit latch registers which are used to latch 
the value of the free running counter (in the timer) when an 
input capture edge is applied to the corresponding PA0-PA2 
pin. The value of the free running counter is latched into the 
corresponding input capture register and an internal inter- 
rupt may be generated. The interrupt routine can then read 
the storage register and determine the time at which the in- 
put capture was detected. 

The timer may also provide an interrupt when the free run- 
ning counter changes value from $FFFF to $0000 (overflow). 



The 16-bit free running counter repeats this change once for 
every 65,536 inputs from a prescaler circuit. The prescaler is 
programmable for either divide-by-1, divide-by-4, divide- 
by-8, or divide-by-16 of the MCU E-clock. Thus, the 
prescaler extends the actual range of the free running 
counter and the time between timer overflow interrupts from 
2^6 to 2256 E-clock inputs to the prescaler. 

REAL TIME INTERRUPTS 

The real time interrupt is a maskable interrupt that occurs 
periodically at a rate of E/213, e/214, e/215, or E/216. 

EXTERNAL INTERRUPTS 

Two external interrupts are accessable using the IRQ and 
the XIRQ pins. The IRQ interrupt is a maskable interrupt 
while the XIRQ interrupt is considered a non-maskable inter- 
rupt; however, the XIRQ interrupt is mask ed du ring reset 
and immediately following receipt of an XIRQ interrupt 
signal. These interrupts are controlled by the I and X bits in 
the condition code register as discussed in CENTRAL PRO- 
CESSING UNIT. 

SOFTWARE INTERRUPT (SWI) 

The software interrupt is executed the same as any other 
instruction and will take precedence over interrupts only if 
the other interrupts are masked (1 and X bits in the condition 
code register set). The SWI instruction is executed similar to 
other maskable interrupts in that it sets the 1 bit, CPU 
registers are stacked, etc. 
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NOTE 

The SWI instruction cannot be fetched as long as 
another interrupt is pending execution. However, 
once it is fetched no other interrupt can be honored 
until the first instruction in the SWI service routine is 
completed. 

SERIAL PERIPHERAL INTERFACE (SPI) INTERRUPT 

A serial peripheral interface (SPI) interrupt is generated 
when a serial data transfer between the l\/IC68HC11A4 and 
an external device has been completed. This interrupt is 
masked if the condition code register I bit is set. 

SERIAL COMMUNICATIONS INTERFACE (SCI) 
INTERRUPT 

A serial communications interface (SCI) interrupt is 
generated if any one of the following occurs in the SCI: 

1. Transmit data register is empty 

2. Transmission of data is complete 

3. Receive data register is full or an overflow occurred in 
the receive data register 

4. Idle line detected by receiver. 

The SCI interrupt is masked if the condition code register I 
bit is set. 

PULSE ACCUMULATOR INTERRUPT 

The pulse accumulator contains an 8-bit counter which is 
program controlled to either count input pulses (event 
counting) at PA7 or to count internal E/64 clocks subject to 
an enable signal at PA7 (gated time accumulation). When 
the counter has an overflow from $FF to $00 a pulse ac- 
cumulator overflow interrupt is generated provided the I bit 
in the condition code register is clear. 

When the input to the pulse accumulator is a gate input at 
PA7 for counting internal E/64 clocks, the trailing edge of 
the gate signal (end of counting cycle) can generate an inter- 
rupt. This pulse accumulator input edge interrupt is 
generated provided the I bit in the condition code register is 
clear. Refer to PULSE ACCUMULATOR for more 
information. 

PARALLEL I/O INTERRUPT 

The parallel I/O subsystem can generate an interrupt 
which uses the same vector as the IRQ interrupt. The pur- 
pose of sharing the IRQ vector is to allow external emulation 
of the parallel I/O subsystem in expanded multiplexed 
modes. 

RESETS 

The MC68HC11A4 MCU has f our poss ible types of reset: 
an active low external reset pin (RESET), a power-on reset 
function, a computer operating properly (COP) watchdog 
timer reset, and a clock monitor reset. 



RESET PIN 



The RESET pin is used to reset the MCU to provide an 
orderly software startup procedure. To request an external 
reset, the RESET pin must be held low for eight Ecyc 



(two 



=cyc 



if internal resets are not used). 



POWER-ON RESET 

The power-on reset occurs when a positive transition is 
detected on Vdq. The power-on reset is used strictly for 
power turn-on conditions and should not be used to detect 
any drops in power supply voltage. There i s no provision for 
power-down reset. If the external RESET pin is low at the 
end of the power-on delay time, the processor remains in the 
reset condition until RESET goes high. 

COMPUTER OPERATING PROPERLY (COP) RESET 

The MC68HC11A4 MCU contains a watchdog timer which 
will time itself out if not reset within a specific time by a pro- 
gram reset sequence. If for any reason the COP watchdog 
timer is allowed to timeout, it generates an MCU reset which 
is functionally similar to pulling the RESET pin low. 

A control bit, which is implemented in an EEPROM cell of 
the system configuration register, is used to enable (or 
disable) the COP reset function. When this bit is clear, the 
COP reset function is disabled; if set, the COP reset is 
enabled. 

CLOCK MONITOR RESET 

The MC68HC11A4 MCU contains a clock monitor circuit 
which measures the E-clock input frequency. If the E clock 
input rate is high enough, then the clock monitor does not 
time out. However, if the E clock signal is lost, or its fre- 
quency falls below 200 kHz, then an MCU reset is generated 
which is functionally similar to pulling the RESET pin low. 

A read-write control bit, which is implemented in the 
system configuration options register, is used to enable (or 
disable) the clock monitor reset. When this bit is clear, the 
clock monitor reset function is disabled; when set, the clock 
monitor reset is enabled. 



STOP AND WAIT 

The MC68HC11A4 MCU contains two programmable low- 
power operating modes; stop and wait. In the wait mode, 
the on-chip oscillator remains active together with other 
functions discussed below. In the stop mode, all clocks in- 
cluding the crystal oscillator are stopped. 

WAI (WAIT) INSTRUCTION 

The WAI instruction places the MC68HCnA4 MCU in a 
low power consumption (wait) mode. In the wait mode, the 
internal clock remains active, and the MCU enters one of 
four different variations of the wait mode. These variations, 
which depend upon the I bit in the condition register and 
whether or not the COP circuit is required in the system, in- 
clude: (1) only the CPU turned off; (2) CPU and the E clock 
output buffer turned off; (3) CPU and timer system turned 
off; or (4) CPU, E output, and timer system all off. 

During the wait mode, the CPU registers are stacked and 
processing is suspended until a qualified interrupt is 
detected. The actual qualified interrupt type is dependent 
upon which of the wait mode variations is selected. The 
qualified interrupt(s) required to bring the MCU out of the 
wait mode for each of the wait mode variations is shown 
below. In all cases, reset brings the MCU out of the wait 
mode; however, as in all resets, the system is reset and the 
start of MCU operation is determined by the reset vector. 
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Wait Mode Variation 


Qualified Interrupt 


Only CPU Turned Off 


IRQ, XIRQ, Any Internal 
Interrupt 


CPU and E Clock Output 
Buffers Turned Off 


IRQ, XIRQ, Any Internal 
Interrupt 


CPU and Timer System 
Turned Off 


IRQ, XIRQ 


CPU, E Clock Output 
Buffers, and Timer 
System Turned Off 


IRQ, XIRQ 



STOP INSTRUCTION 

Ihe STOP instruction places the MC68HC1 1 A4 MCU in its 
lowest power consunnption mode provided the S bit in the 
condition code register is clear. In the stop mode all clocks 
including the internal oscillator are stopped, causing all inter- 
nal processing to be halted. To exit the stop mode and 
resume normal processing, a low level must be applied to 
one of the external interrupt pins (IRQ or XIRQ) or to the 
RESET pin. If an external interrupt is used at the IRQ input, it 
is only effective if the I bit in the condition code register is 
clear. If an external interrupt is applied at the XIRQ input, the 
MCU exits from the stop mode regardless of the state of the 
X bit in condition code register; however, the actual recovery 
sequence differs depending on the X bit. If the X bit is clear, 
the MCU starts up with the stacking sequence leading to 
normal service of the XIRQ request. If the X bit is set, then 
processing will continue with the instr uction immediately 
following the STOP instruction and no XIRQ interrupt ser- 
vice jwtine is requested. As in the wait mode, a low input to 
the RESET pin will always result in an exit from the stop 
mode and the start of MCU operation is determined by the 
reset vector. 

Since the oscillator is stopped in the stop mode, a restart 
delay may be required to allow for oscillator stabilization 
when exiting from the stop mode. If the internal oscillator is 
being used, this delay is required; however, if a stable exter- 
nal oscillator is being used, a control bit within the MCU may 
be used (cleared) to bypass the delay. If the delay bypass 
control bit is clear then the RESET pin would not normally be 
used for exiting the stop mode. In this case, the reset se- 
quence sets the delay control bit and the restart delay will be 
imposed. 



PROGRAMMABLE TIMER SYSTEM 

The timer system in the MC68HC11A4 uses a "time-of- 
day" approach in that all timing functions are related to a 
single 16-bit free running counter. The free running counter 
is clocked by the output of a programmable prescaler (divide- 
by-1, 4, 8, or 16) which is in turn clocked by the MCU E 
clock. Functions available within the MC68HC11A4 timer in- 
clude: three input capture functions and five output compare 
functions. 

The capabilities of the programmable timer are obtained 
using the following registers: 

1. Prescaler (divide-by-1, 4, 8, or 16) 

2. Free Running Counter (16-bit) 



3. Input Capture (three 16-bit registers) 

4. Output Compare (five 16-bit registers) 

5. Main Timer Control and Status Registers 

PRESCALER AND FREE RUNNING COUNTER 

The key element in the timer system is a 16- bit free running 
counter with its associated programmable prescaler (divide- 
by-1 , 4, 8, or 16) . The free running counter is clocked by the 
output of the prescaler which is in turn clocked by the E 
clock. The free running counter can be read by software at 
any time without affecting its value since it is clocked and 
read on opposite half cycles of the MPU E clock. The free 
running counter is cleared to $0000 during reset and is a 
read-only register (except in the test or bootstrap mode 
where this feature is used in factory testing). 

The 16-bit free running counter repeats every 65,536 
counts (prescaler output) and when the count changes from 
$FFFF to $0000 a timer overflow flag bit is set. Setting the 
timer overflow flag bit also generates an internal interrupt if 
the overflow interrupt enable bit is set. 

Input Capture Functions 

There are three separate 16-bit read-only input capture 
registers which are not affected by reset. Each of these 
registers is used to latch the value of the free running 
counter when a selected transition at an external pin is 
detected. External devices provide the inputs on the PAO- 
PA2 pins, and an interrupt can be generated when an input 
capture edge is detected. The time of detection can be read 
from the appropriate register as part of the interrupt routine. 

Output Compare Functions 

There are five separate 16-bit read/write output compare 
registers which are initialized to $FFFF at reset. The value 
written into the output compare register is compared to the 
free running counter value during each MCU E clock cycle. If 
a match is found between the two values, the particular out- 
put compare flag bit is set and an interrupt is generated pro- 
vided that particular interrupt is enabled. 

In addition to the interrupt, a specified action may be 
initiated at a timer output pin(s). For 0C1, the output action 
to be taken, when a match is found, is controlled by a 5-bit 
mask register and a 5-bit data register. The 5-bit mask 
register specifies which timer port outputs are to be affected 
and the 5-bit data register specifies the data to be placed on 
the affected output pins. For 0C2 through 0C5, one specific 
timer output is affected as controlled by four 2-bit fields in a 
timer control register. Specific actions include: (1) timer 
disconnect from output pin logic, (2) toggle output compare 
line, (3) clear output compare line to zero, or (4) set output 
compare line to one. 



PULSE ACCUMULATOR 

The pulse accumulator is an 8-bit counter that can operate 
in either of two modes depending on the state of a control 
bit. These include the event counting mode or the gated time 
accumulation mode. 

The pulse accumulator control register contains four bits 
which enable and configure the pulse accumulator system. 
One bit enables the counter. One bit determines whether the 



i 
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PA7/PAI pin will be an input or an output. A third bit 
specifies the event counting mode or the gated time 
accumulation mode, and the fourth bit determines which 
edge of the PAI input is the active one. The 8-bit counter 
counts from $00 to $FF and when it overflows from $FF to 
$00 a flag bit is set. This results in a hardware interrupt pro- 
vided the pulse accumulator overflow interrupt enable bit is 
set. 

In the event counting mode, the 8-bit counter is clocked to 
increasing values by an external (PAI) pin input (PA7): In the 
gated time accumulation mode, the 8-bit counter is clocked 
to increasing values by the MCU E clock ( divided- by-64) pro- 
vided the proper gating signal is applied to an external (PAI) 
pin input (PA7). 



SERIAL COMMUNICATIONS INTERFACE (SCI) 

The serial communications interface (SCI) allows the 
MC68HC11A4 to be efficiently interfaced with peripheral 
devices that require an asynchronous serial data format. The 
SCI in the MC68HC11A4 is provided with a standard NRZ 
format with a variety of baud rates. The baud rate is derived 
from the crystal clock circuit and interface with peripheral 
devices is accomplished using port D pins. PDO for receive 
data (RxD) and PD1 for transmit data (TxD). 

BAUD RATE GENERATION 

The actual baud rate generation circuit contains a pro- 
grammable prescaler and divider which is clocked by the 
MCU E clock. A programmable baud rate register is used to 
provide the various divide ratios used in the baud rate 
generator prescaler and divider. This scheme of baud rate 
generation allows for selection of many different standard 
baud rates, all of which are controlled by the crystal 
oscillator. 

DATA FORMAT 

Receive data (RxD) in or transmit data (TxD) out is the 
serial data which is presented between the input pin (PDO) 
and the internal data bus, and between the internal data bus 
and the output pin (PD1). The data format requires: 

1 . An idle line which is in the high state (logic one)prior to 
transmission/ reception of a message. 

2. A start bit (logic zero) which is transmitted/ received 
indicating the start of a message. 

3. Data is transmitted and received least-significant bit 
first. 

4. A stop bit (logic one in the tenth or eleventh bit posi- 
tion) indicates the byte is complete. 

5. A break is defined as the transmission or reception of a 
logic zero for some multiple of the data format. 

The data format word length may consist of either ten or 
eleven bits. Selection of the word length is controlled by a 
single bit in a control register within the SCI. If this control 
bit isclear, the data contains a start bit, eight data bits, and a 
stop bit. If this control bit is set, there is a start bit, nine data 
bits, and a stop bit. 



TRANSMIT OPERATION 

The SCI transmitter includes a parallel data register and a 
serial shift register. This is referred to as a double buffered 
system in that besides the character being shifted out serial- 
ly, another character is already waiting to be loaded into the 
serial shift register. The output of the transmit serial shift- 
register is applied to the TxD output pin (PD1) as long as a 
transmit enable bit is set. 

RECEIVE OPERATION 

Receive data in (RxD) is serial data which is presented to 
the input pin (PDO). An advanced data recovery scheme is 
used to distinguish valid data from noise in the serial data 
stream. In this manner the data input can be selectively 
sampled to detect receive data and then verify that the data 
is valid. Data is received in a serial shift register and is 
transferred to a parallel register as a complete byte. This is 
referred to as a double buffered system in that besides the 
character already in the parallel register, another is being 
shifted in serially. 

WAKE-UP FEATURE 

The wake-up feature allows a receiver(s) to "sleep" until a 
specific action takes place. In a typical multiprocessor con- 
figuration, the software protocol will usually identify the ad- 
dressee(s) at the beginning of a message. This wake-up 
feature allows uninterested MPUs to ignore incoming 
messages. The MC68HC11A4 SCI permits this wake-up 
feature by either of two methods: idle line wake-up or ad- 
dress mark wake-up. 

In idle line wake-up, all receivers wake up whenever an idle 
line is detected; however, if a receiver does not recognize its 
address in the first frame of a message it may ignore the rest 
of the message by invoking the wake-up feature. In this 
wake-up method, transmitter software must provide for the 
required idle string between consecutive messages and pre- 
vent it from occurring within messages. 

In the address mark wake-up, all serial frames consist of 
seven (or eight) information bits plus a most-significant bit 
(MSB) which is used to indicate an address frame if the MSB 
is a logic one. The first frame of each message is an address 
frame which wakes up all receivers in the system. All 
receivers evaluate this marked address frame to determine 
which receiver(s) the message is intended for. If a receiver 
determines that a message is not intended for it, it invokes 
the receiver wake-up function so that no additional program 
overhead is required for the rest of the message. 

INTERRUPT FLAGS 

The serial communications interface (SCI) generates a 
hardware interrupt (SCI interrupt) whenever any one of 
several flags is set and its corresponding interrupt enable bit 
is also set. These flags which are discussed below include: 
. 1 . Transmit Data register empty 

2. Transmission complete 

3. Idle line detected 

4. Receive data register full or overrun error detected. 
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The transmit data register empty (TORE) bit is set to in- 
dicate that the transmit parallel data register contents have 
been transferred to the transmit serial shift register. If the 
corresponding interrupt enable bit (transmit interrupt enable) 
is set then an SCI interrupt is generated. 

The transmission complete (TO bit is set when the 
transmitter no longer has any meaningful information to 
transmit; i.e., no data in the serial shifter, no queued pre- 
amble, and no queued break. If the transmitter is enabled 
when TC is set, the serial line will go idle (continuous mark). 

The idle line detected (IDLE) bit is set whenever a receiver 
detects a receiver idle line. This could indicate the end of a 
message, the preamble of a new message, or resynchroniza- 
tion with the transmitter. If the corresponding interrupt 
enable bit (idle line interrupt enable) is set then an SCI inter- 
rupt is generated. 

The receiver data register full (RDRF) bit is set whenever 
the receiver serial shift register contents are transferred to 
the serial communications data register. If the corresponding 
interrupt enable bit (receive interrupt enable) is set then an 
SCI interrupt is generated. 

The overrun error bit is set to indicate that the next byte is 
ready for transfer from the receive shift register to the receive 
data register but that register is already full (RDRF bit set). 
Data transfer is then inhibited until the OR (overrun) bit is 
cleared. As with the RDRF bit, an SCI interrupt is generated 
if the corresponding interrupt enable bit is set. 



SERIAL PERIPHERAL INTERFACE 

The serial peripheral interface (SPI) allows several 
MC68HC11A4 MCUs, or MC68HC11A4 MCUs plus 
peripheral devices, to be interconnected within a single 
"black box", on the same printed circuit board. In a serial 
peripheral interface, the MC68HC11A4 provides such 
features as: 

• Full Duplex, Two, Three, or Four Wire Synchronous 
Transfers 

• Master or Slave Operation 

• Interface With Low Cost "Dumb" Peripherals 

• Interface With Intelligent Peripherals on Master/ 
Slave Basis 

• Four Programmable Master Bit Rates 

• Programmable Clock Polarity and Phase 

• End of Transmission Interrupt Flag 

• Write Collision Error Detection 

• Master-Master Mode Fault Error Detection 

Four basic signal lines are associated with the SPI system. 
These include a master-out-slave-in (MOSI) line; a master-in- 
slave-outJMISO) line; a serial clock (SCK) line; and a slave 
select (SS) line. Two master-slave system configurations are 
shown in Figure 5 and the basic signals (MOSI, MISO, SCK, 
and SS) are described below. 



MASTER OUT SLAVE IN (MOSI) 

The MOSI pin is configured as a data output in a master 
(mode) device and as a data input in a slave (mode) device. 



In this manner data is transferred serially from a master to a 
slave on this line; most significant bit first, least significant 
last. 

MASTER IN SLAVE OUT (MISO) 

The MISO pin is configured as an input in a master (mode) 
device and as an output in a slave (mode) device. In this 
manner data is transferred serially from a slave to a master on 
this line; most significant bit first, least significant last. 

SLAVE SELECT (SS) 

The slave select (SS) is a fixed input which receives an ac- 
tive low signal that is generated by a master device to enable 
slave devices to accept data. 

SERIAL CLOCK (SCK) 

The serial clock is used to synchronize the movement of 
data both in and out of the device through its MOSI or MISO 
pins. The master and slave devices can exchange a byte of 
information during a sequence of eight clock pulses. The 
SCK is generated by the controlling master device and 
becomes an input on all slave devices to synchronize slave 
data transfer. 



ANALOG-TO-DIGITAL (A/ D) CONVERTER 

The MC68HC11A4 contains an 8-channel, multiplexed in- 
put, successive approximation analog-to-digital converter 
with sample and hold. Two dedicated pins (VrefL^ ^REFH' 
are provided for the reference supply voltage input. These 
dedicated pins are used instead of the device power pins to 
increase accuracy of the A/D conversion. 

The 8-bit A/D conversions of the MC68HC11A4 are 
accurate to within ± one LSB (+ 14 LSB quantizing error 
and + 1/2 LSB non-linearity error). Each conversion is ac- 
complished in 50 MCU E clock cycles or less. An internal 
control bit allows selection of an internal conversion clock 
oscillator which allows the A/D to be used with very low 
MCU clock rates. A typical conversion cycle requires 25 to 50 
microseconds to complete. 

NOTE 

In the 48-pin dual in-line package, four conversion 
channels are not implemented. These include channels 
four through seven. 



ADDRESSING MODES 

Six addressing modes can be used to reference memory; 
they include: immediate, direct, extended, indexed (with 
either of two 16-bit index registers and an 8-bit offset), 
inherent, and relative. Some instructions require an addi- 
tional byte before the opcode to accommodate a multi-page 
opcode map; this byte is called a prebyte. 

The following paragraphs provide a description of each 
addressing mode plus a discussion of the prebyte. In these 
descriptions the term effective address is used to indicate the 
address in memory from which the argument is fetched or 
stored, or from which execution is to proceed. 



I 
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FIGURE 5 • MASTER-SLAVE SYSTEM CONFIGURATION 
(Sheet 1 of 2) 



a. Single Master, Four Slaves 
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,MC68HC11A4Slave3 
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FIGURE 5 ■ MASTER-SLAVE SYSTEM CONFIGURATION 
(Sheet 2 of 2) 



b. Three Master/ Slave, Two Slaves 




B 
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IMMEDIATE ADDRESSING 

In the immediate addressing mode, the actual argument is 
contained in the byte(s) immediately following the instruc- 
tion where the number of bytes matches the size of the 
register. These are two, three, or four (if prebyte is required) 
byte instructions. 

DIRECT ADDRESSING 

In the direct addressing mode, the least significant byte of 
the operand address is contained in a single byte following 
the opcode and the most significant byte Is assumed to be 
$00. Direct addressing allows the user to access addresses 
$0000 through $OOFF using two byte instructions and execu- 
tion time is reduced by eliminating the additional memory ac- 
cess. In most applications, this 256-byte area is reserved for 
frequently referenced data. These are usually two or three (if 
prebyte is required) byte instructions. 

EXTENDED ADDRESSING 

In the extended addressing mode, the second and third 
bytes following the opcode contain the absolute address of 
the operand. These are three or four (if prebyte is required) 
byte instructions: one or two for the opcode and two for the 
effective address. 



operands (if any) are registers and no memory reference is 
required. These are usually one or two byte instructions. 

RELATIVE ADDRESSING 

The relative addressing mode is used for branch instruc- 
tions. If the branch condition is true and contents of the 8-bit 
signed byte following the opcode (the offset) is added to the 
contents of the program counter to form the effective 
branch address; otherwise, control proceeds to the next in- 
struction. These are usually two byte instructions. 

PREBYTE 

In order to expand 1he number of instructions used in the 
MC68HC11A4, a prebyte instruction has been added to cer- 
tain instructions. The instructions affected are usually 
associated with index register Y. The opcode instructions 
which do not require a prebyte could be considred as page 1 
of the overall opcode map. The remaining opcodes could be 
considered as pages 2, 3, and 4 of the opcode map and 
would require a prebyte; $18 for page 2, $1A for page 3, and 
$CD for page 4. Refer to INSTRUCTION SUMMARY for 
more detail. 



INSTRUCTION SET 



INDEXED ADDRESSING 

In the indexed addressing mode, one of the index registers 
(X or Y) is used in calculating the effective address. In this 
case the effective address is variable and depends on two 
factors: (1) the current contents of the index register (X or Y) 
being used, and (2) the 8-bit unsigned offset contained in the 
instruction. This addressing mode allows referencing any 
memory location in the 64K byte address space. These are 
usually two or three (if prebyte is required) byte instructions, 
the opcode plus the 8-bit offset. 

INHERENT ADDRESSING 

In the inherent addressing mode, all of the information to 
execute the instruction is contained in the opcode. The 



The central processing unit (CPU) in the MC68HC11A4 is 
basically a proper extension of the MC6801 CPU. In addition 
to its ability to execute all M6800 and M6801 instructions, the 
MC68HC11A4 CPU has a paged operation code (opcode) 
map with a total of 91 new opcodes. Major functional addi- 
tions include a second 16-bit index register (Y register), two 
types of 16-by-16 divide instructions, a STOP instruction, 
and bit manipulation instructions. 

Table3 shows all MC68HC11A4 instructions in all possible 
addressing modes. For each instruction the operand con- 
struction is shown as well as the total number of machine 
code bytes and execution time in CPU E-clock cycles. Notes 
are provided at the end of Table 3 which explain the letters in 
the Operand and Execution Time columns of some instruc- 
tions. 
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TABLES - MC68HC11A4 INSTRUCTIONS, ADDRESSING MODES, AND EXECUTION TIMES 





Addressing 




Machine Coding 


Machine 






Mode 




(Hexadecimal) 


Code 


Execution 




for 








Bytes 


Time 


Source Forrnls) 


Operand 


Opcode 


Operandi s) 


(Total) 


(Cycles) 


ABA 


INH 


IB 




1 


2 


ABX 


INH 


3A 




1 


3 


ABY 


INH 


18 


3A 




2 


4 


ADCA (opr) 


A IMM 




89 


ii 


2 


2 




A DIR 




99 


dd 


2 


3 




A EXT 




89 


hh II 


3 


4 




A IND, X 




A9 


ff 


2 


4 




A IND, Y 


18 


A9 


ff 


3 


5 


ADCB (opr) 


B IMM 




C9 


ii 


2 


2 




B DIR 




D9 


dd 


2 


3 




B EXT 




F9 


hh II 


3 


4 




B IND, X 




E9 


ff 


2 


4 




B IND, Y 


18 


E9 


ff 


3 


5 


ADDA (opr) 


A IMM 




8B 


ii 


2 


2 




A DIR 




98 


dd 


2 


3 




A EXT 




BB 


hh II 


3 


4 




A IND, X 




AB 


ff 


2 


4 




A IND. Y 


18 


AB 


ff 


3 


5 


ADDB (opr) 


B IMM 




CB 


ii 


2 


2 




. B DIR 




DB 


dd 


2 


3 




B EXT 




FB 


hh II 


3 


4 




B IND, X 




EB 


ff 


2 


4 




B IND, Y 


18 


EB 


ff 


3 


5 


ADDD (opr) 


IMM 




C3 


jl kk 


3 


4 




DIR 




D3 


dd 


2 


5 




EXT 




F3 


hh II 


3 


6 




IND, X 




E3 


ff 


2 


6 




IND, Y 


18 


E3 


ff 


3 


7 


ANDA (opr) 


A IMM 




84 


ii 


2 


2 




A DIR 




94 


dd 


2 


3 




A EXT 




B4 


hh II 


3 


4 




A IND, X 




A4 


ff 


2 


4 




A IND, Y 


18 


A4 


ff 


3 


5 


ANDB (opr) 


B IMM 




C4 


ii 


2 


2 




B DIR 




D4 


dd 


2 


3 




B EXT 




F4 


hh II 


3 


4 




B IND, X 




E4 


ff 


2 


4 




B IND, Y 


18 


E4 


ff 


3 


5 


ASL (opr) 


EXT 




78 


hh II 


3 


6 




IND, X 




68 


ff 


2 


6 




IND, Y 


18 


68 


ff 


3 


7 


ASLA 


A INH 


48 




1 


2 


ASLB 


B INH 


58 




1 


2 


ASLD 


INH 


05 




1 


3 


ASR (opr) 


EXT 




77 


hh II 


3 


6 




IND, X 




67 


ff 


2 


6 




IND, Y 


18 


67 


ff 


3 


7 


ASRA 


A INH 


47 




1 


2 


ASRB 


B INH 


57 




1 


2 


see (rel) 


REL 


24 


rr 


2 


3 


BCLR (opr)(msk) 


DIR 




15 


dd mm 


3 


6 




IND, X 




ID 


ff mm 


3 


7 




IND, Y 


18 


ID 


ff mm 


4 


8 


BCS (rel) 


REL 


25 


rr 


2 


3 


BEQ (rel) 


REL 


27 


rr 


2 


3 


BGE (rel) 


REL 


2C 


rr 


2 


3 


BGT (rel) 


REL 


2E 


rr 


2 


3 



B 
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TABLES - MC68HC11A4 INSTRUCTIONS, ADDRESSING MODES, AND EXECUTION TIMES (CONTINUED) 



B 



Source Form(s) 


Addressing 

Mode 

for 

Operand 


Machine Coding 
(Hexadecimal) 


Machine 
Code 
Bytes 

(Total) 


Execution 

Time 
(Cycles) 


Opcode 


Operand(s) 


BHI (rel) 


REL 


22 


rr 


2 


3 


BHS (rel) 


REL 


24 


rr 


2 


3 


BITA (opr) 


A IMM 
A DIR 
A EXT 
A IND, X 
A IND, Y 


85 
95 
B5 
A5 
18 A5 


ii 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 
3 


2 
3 

4 
4 
5 


BITB (opr) 


B IMM 
B DIR 
B EXT 
B IND, X 
B IND, Y 


C5 
D5 
F5 
E5 
18 E5 


ii 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 
3 


2 
3 
4 
4 
5 


BLE (rel) 


REL 


2F 


rr 


2 


3 


BLO (rel) 


REL 


25 


rr 


2 


3 


BLS (rel) 


REL 


23 


rr 


2 


3 


BLT (rel) 


REL 


2D 


rr 


2 


3 


BMI (rel) 


REL 


2B 


rr 


2 


3 


BNE (rel) 


REL 


26 


rr 


2 


3 


BPL (rel) 


REL 


2A 


rr 


2 


3 


BRA (rel) 


REL 


20 


rr 


2 


3 


BRN (rel) 


REL 


21 


rr 


2 


3 


BRCLR (opr) 
(msk) 
(rel) 


DIR 
IND, X 
IND, Y 


13 

IF 

18 IF 


dd mm rr 
ff mm rr 
ff mm rr 


4 

4 
5 


6 
7 
8 


BRSET (opr) 
(msk) 
(rel) 


DIR 
IND, X 
IND, Y 


12 

IE 

18 IE 


dd mm rr 
ff mm rr 
ff mm rr 


4 
4 
5 


6 
7 
8 


BSET (opr) (msk) 


DIR 
IND, X 
IND, Y 


14 

1C 

18 1C 


dd mm 
ff mm 
ff mm 


3 
3 
4 


6 
7 
8 


BSR (rel) 


REL 


8D 


rr 


2 


6 


BVC (rel) 


REL 


28 


rr 


2 


3 


BVS (rel) 


REL 


29 


rr 


2 


3 


CBA 


INH 


11 




1 


2 


CLC 


INH 


OC 




1 


2 


CLI 


INH 


OE 




1 


2 


CLR (opr) 


EXT 
IND, X 
IND, Y 


7F 

6F 

18 6F 


hh II 

ff 

ff 


3 
2 
3 


6 
6 

7 


CLRA 


A INH 


4F 




1 


2 


CLRB 


B INH 


5F 




1 


2 


CLV 


INH 


OA 




1 


2 


CM PA (opr) 


A IMM 
A DIR 
A EXT 
A IND, X 
A IND, Y 


81 
91 
81 
A1 
18 A1 


dd 

hh II 

ff 

ff 


2 
2 
3 
2 
3 


2 
3 
4 
4 
5 


CMPB (opr) 


B IMM 
B DIR 
B EXT 
8 IND, X 
B IND, Y 


CI 
D1 
F1 
El 
18 El 


ii 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 

3 


2 
3 
4 
4 
5 
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TABLES - IVIC68HC11A4 INSTRUCTIONS, ADDRESSING MODES, AND EXECUTION TIMES (CONTINUED) 





Addressing 




Machine Coding 


Machine 






Mode 




(Hexadecimal) 


Code 


Execution 




for 






Bytes 


Time 








Source Form(s) 


Operand 


Opcode 


Operandi s) 


(Total) 


(Cycles) 


COM (opr) 


EXT 




73 


hh II 


3 


6 




IND, X 




63 


ff 


2 


6 




IND, Y 


18 


63 


ff 


3 


7 


COMA 


A INH 


43 




1 


2 


COMB 


B INH 


53 




1 


2 


CPD (opr) 


IMM 


1A 


83 


1) kk 


4 


5 




DIR 


1A 


93 


dd 


3 


6 




EXT 


1A 


B3 


hh II 


4 


7 




IND, X 


1A 


A3 


ff 


3 


7 




IND, Y 


CD 


A3 


ff 


3 


7 


CPX (opr) 


IMM 




8C 


j) kk 


3 


4 




DIR 




9C 


dd 


2 


5 




EXT 




BC 


hh II 


3 


6 




IND, X 




AC 


ff 


2 


6 




IND, Y 


CD 


AC 


ff 


3 


7 


CPY (opr) 


IMM 


18 


8C 


il kk 


4 


5 




DIR 


18 


9C 


dd 


3 


6 




EXT 


18 


BC 


hh II 


4 


7 




IND, X 


lA 


AC 


ff 


3 


7 




IND, Y 


18 


AC 


ff 


3 


7 


DAA 


INH 


19 




1 


2 


DEC (opr) 


EXT 




7A 


hh II 


3 


6 




IND, X 




6A 


ff 


2 


6 




IND, Y 


18 


6A 


ff 


3 


7 


DECA 


A INH 


4A 




1 


2 


DECB 


B INH 


5A 




1 


2 


DES 


INH 


34 




1 


3 


DEX 


INH 


09 




1 


3 


DEY 


INH 


18 


09 




2 


4 


EORA (opr) 


A IMM 




88 


ii 


2 


2 




A DIR 




98 


dd 


2 


3 




A EXT 




B8 


hh II 


3 


4 




A IND, X 




A8 


ff 


2 


4 




A IND, Y 


18 


A8 


ff 


3 


5 


EORB (opr) 


B IMM 




C8 


ii 


2 


2 




B DIR 




D8 


dd 


2 


3 




B EXT 




F8 


hh II 


3 


4 




B IND, X 




E8 


ff 


2 


4 




B IND, Y 


18 


E8 


ff 


3 


5 


FDIV 


INH 


03 




1 


41 


IDIV 


INH 


02 




1 


41 


INC (opr) 


EXT 




7C 


hh II 


3 


6 




IND, X 




6C 


ff 


2 


6 




IND, Y 


18 


6C 


ff 


3 


7 


INCA 


A INH 


4C 




1 


2 


INCB 


B INH 


5C 




1 


2 


INS 


INH 


31 




1 


3 


INX 


INH 


08 




1 


3 


INY 


INH 


18 


08 




2 


4 


JMP (opr) 


EXT 




7E 


hh II 


3 


3 




IND, X 




6E 


ff 


2 


3 




IND, Y 


18 


6E 


ff 


3 


4 


JSR (opr) 


DIR 




9D 


dd 


2 


5 




EXT 




BD 


hh II 


3 


6 




IND, X 




AD 


ff 


2 


6 




IND, Y 


18 


AD 


ff 


3 


7 
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TABLES - MC68HC11A4 INSTRUCTIONS, ADDF=tESSING MODES, AND EXECUTION TIMES (CONTINUED) 



B 





Addressing 




Machine Coding 


Machine 






Mode 
for 




(Hexadecimal) 


Code 
Bytes 


Execution 
Time 










Source Form(s) 


Operand 


Opcode 


Operandi s) 


(Total) 


(Cycles) 


LDAA (opr) 


A IMM 




86 


ii 


2 


2 




A DIR 




96 


dd 


2 


3 




A EXT 




86 


hh II 


3 


4 




A IND, X 




A6 


ff 


2 


4 




A IND, Y 


18 


A6 


ff 


3 


5 


LDAB (opr) 


B IMM 




C6 


il 


2 


2 




B DIR 




D6 


dd 


2 


3 




B EXT 




F6 


hh II 


3 


4 




B IND, X 




E6 


ff 


2 


4 




B IND, Y 


18 


E6 


ff 


3 


5 


LDD (opr) 


IMM 




CC 


jj kk 


3 


3 




DIR 




DC 


dd 


2 


4 




EXT 




FC 


hh II 


3 


5 




IND, X 




EC 


ff 


2 


5 




IND, Y 


18 


EC 


ff 


3 


6 


LDS (opr) 


IMM 




8E 


jj kk 


3 


3 




DIR 




9E 


dd 


2 


4 




EXT 




BE 


hh II 


3 


5 




IND, X 




AE 


ff 


2 


5 




IND, Y 


18 


AE 


ff 


3 


6 


LDX (opr) 


IMM 




CE 


Jj kk 


3 


3 




DIR 




DE 


dd 


2 


4 




EXT 




FE 


hh II 


3 


5 




IND, X 




EE 


ff 


2 


5 




IND, Y 


CD 


EE 


ff 


3 


6 


LDY (opr) 


IMM 


18 


CE 


jj kk 


4 


4 




DIR 


18 


, DE 


dd 


3 


5 




EXT 


18 


FE 


hh II 


4 


6 




IND, X 


1A 


EE 


ff 


3 


6 




IND, Y 


18 


EE 


ff 


3 


6 


LSL (opr) 


EXT 




78 


hh II 


3 


6 




IND, X 




68 


ff 


2 


6 




IND, Y 


18 


68 


ff 


3 


7 


LSLA 


A INH 


48 




1 


2 


LSLB 


B INH 


58 




1 


2 


LSLD 


INH 


05 




1 


3 


LSR (opr) 


EXT 




74 


hh II 


3 


6 




IND, X 




64 


ff 


2 


6 




IND, Y 


18 


64 


ff 


3 


7 


LSRA 


A INH 


44 




1 


2 


LSRB 


B INH 


54 




1 


2 


LSRD 


INH 


04 




1 


3 


MUL 


INH 


3D 




1 


10 


NEG (opr) 


EXT 




70 


hh II 


3 


6 




IND, X 




60 


ff 


2 


6 




IND, Y 


18 


60 


ff 


3 


7 


NEGA 


A INH 


40 




1 


2 


NEGB 


B INH 


50 




1 


2 


NOP 


INH 


01 




1 


2 


ORAA (opr) 


A IMM 




8A 


ii 


2 


2 




A DIR 




9A 


dd 


2 


3 




A EXT 




BA 


hh II 


3 


4 




A IND, X 




AA 


ff 


2 


4 




A IND, Y 


18 


AA 


ff 


3 


5 


DRAB (opr) 


B IMM 




CA 


ii 


2 


2 




B DIR 




DA 


dd 


2 


3 




B EXT 




FA 


hh II 


3 


4 




B IND, X 




EA 


ff 


2 


4 




B IND, Y 


18 


EA 


ff 


3 


5 
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TABLES - MC68HC11A4 INSTRUCTIONS, ADDRESSING MODES, AND EXECUTION TIMES (CONTINUED) 



Source Form(s) 


Addressing 

Mode 

for 

Operand 


Machine Coding 
(Hexadecimal) 


Machine 
Code 
Bytes 

(Total) 


Execution 

Time 
(Cycles) 


Opcode 


Operand(s) 


PSHA 


A INH 


36 




1 


3 


PSHB 


B INH 


37 




1 


3 


PSHX 


INH 


3C 




1 


4 


PSHY 


INH 


18 3C 




2 


5 


PULA 


A INH 


32 




1 


4 


PULB 


B INH 


33 




1 


4 


PULX 


INH 


38 




1 


5 


PULY 


INH 


18 38 




2 


6 


ROL (opr) 


EXT 
IND, X 
IND, Y 


79 

69 

18 69 


hh II 

ff 
ff 


3 
2 
3 


6 
6 

7 


ROLA 


A INH 


49 




1 


2 


ROLB 


B INH 


59 




1 


2 


ROR (opr) 


EXT 
IND, X 
IND, Y 


76 

66 

18 66 


hh II 

ff 

ff 


3 
2 
3 


6 
6 
7 


RORA 


A INH 


46 




1 


2 


RORB 


B INH 


56 




1 


2 


RTI 


INH 


3B 




1 


12 


RTS 


INH 


39 




1 


5 


SBA 


INH 


10 




1 


2 


SBCA (opr) 


A IMM 
A DIR 
A EXT 
A IND, X 
A IND, Y 


82 
92 
B2 
A2 
18 A2 


11 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 
3 


2 
3 
4 
4 
5 


SBCB (opr) 


B IMM 
B DIR 
B EXT 
B IND, X 
B IND, Y 


C2 
D2 
F2 
E2 
18 E2 


ii 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 
3 


2 
3 
4 
4 
5 


SEC 


INH 


OD 




1 


2 


SEl 


INH 


OF 




1- 


2 


SEV 


INH 


OB 




1 


2 


STAA (opr) 


A DIR 
A EXT 
A IND, X 
A IND, Y 


97 

B7 

A7 

18 A7 


dd 

hh II 

ff 

ff 


2 
3 
2 
3 


3 

4 
4 
5 


STAB (opr) 


B DIR 
B EXT 
B IND, X 
B IND, Y 


D7 

F7 

E7 

18 E7 


dd 

hh II 

ff 

ff 


2 

3 
2 
3 


3 

4 
4 
5 


STD (opr) 


DIR 
EXT 
IND, X 
IND, Y 


DD 

FD 

ED 

18 ED 


dd 

hh II 

ff 

ff 


2 
3 
2 
3 


4 
5 
5 
6 




3-621 



MC68HC11A4 



TABLES - MC68HC11A4 INSTRUCTIONS, ADDRESSING MODES, AND EXECUTION TIMES (CONTINUED) 



B 



Source Form(s) 


Addressing 

Mode 

for 

Operand 


Machine Coding 
(Hexadecimal) 


Machine 
Code 
Bytes 

(Total) 


Execution 

Time 
(Cycles) 


Opcode 


Operand(s) 


STOP 


INH 


CF 




1 


2 


STS (opr) 


DIR 
EXT 
IND, X 
IND, Y 


9F 

BF 

AF 

18 AF 


dd 

hh II 

ff 

ff 


2 
3 
2 
3 


4 
5 
5 
6 


STX (opr) 


DIR 
EXT 
IND, X 
IND, Y 


DF 

FF 

EF 

CD EF 


dd 

hh II 

ff 

ff 


2 
3 
2 
3 


4 
5 
5 
6 


STY (opr) 


DIR 
EXT 
IND, X 
IND, Y 


18 DF 
18 FF 
1A EF 
18 EF 


dd 

hh II 

ff 

ff 


3 
4 
3 
3 


5 
6 
6 
6 


SUBA (opr) 


A IMM 
A DIR 
A EXT 
A IND, X 
A IND, Y 


80 
90 
BO 
AO 
18 AO 


ii 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 
3 


2 
3 
4 
4 
5 


SUBB (opr) . 


B IMM 
B DIR 
B EXT 
B IND, X 
B IND, Y 


CO 
DO 
FO 
EO 
18 EO 


ii 

dd 

hh II 
ff 
ff 


2 
2 
3 
2 
3 


2 
3 
4 
4 
5 


SUBD (opr) 


IMM 
DIR 
EXT 
IND, X 
IND, Y 


83 
93 
B3 
A3 
18 A3 


ij kk 
dd 

hh II 
ff 
ff 


3 
2 
3 
2 
3 


4 
5 
6 
6 

7 


SWI 


INH 


3F 




1 


14 


TAB 


INH 


16 




1 


2 


TAP 


INH 


06 




1 


2 


TBA 


INH 


17 




1 


2 


TEST 


INH 


00 




1 


» 


TPA 


INH 


07 




1 


2 


TST (opr) 


EXT 
IND, X 
IND, Y 


7D 

6D 

18 6D 


hh II 

ff 

ff 


3 
2 
3 


6 
6 

7 


TSTA 


A INH 


4D 




1 


2 


TSTB 


8 INH 


5D 




1 


2 


TSX 


INH 


30 




1 


3 


TSY 


INH 


18 30 




2 


4 


TXS 


INH 


35 




1 


3 


TYS 


INH 


18 35 




2 


4 


WAI 


INH 


3E 




2 


14+n** 


XGDX 


INH 


8F 




1 


3 


XGDY 


INH 


18 BF 




2 


4 



"^-infinity or until reset occurs. 

•-12 cycles are used beginning with the opcode fetch. A wait state is entered which remains in ef- 
fect for an integer number of MPU E-clock cycles (n) until an interrupt is recognized. Finally 
two additional cycles are used to fetch the appropriate interrupt vector, 
dd = 8-bit direct address ($0000-$OOFF) (high byte assumed to be $00) 
ff = 8-bit positive offset $00 (0) to $FF (255) (is added to index) 
hh = high order byte of 16-bit extended address 
ii = one byte of immediate data 
jj = high order byte of 16-bit immediate data 
kk = low order byte of 16-bit immediate data 
II = low order byte of 16-bit extended address 
mm = 1-byte bit mask (set bits to be affected) 
rr = signed relative offset $80 ( - 128) to $7F ( + 127) (offset relative to the address following 
the machine code offset byte) 
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SERIAL 10-BIT ANALOG-TO-DIGITAL CONVERTER 

The MC68HC68A1 is an HCMOS serial 10-bit analog-to-digital (A/D) 
converter. Interface to the A/D converter is through a standard serial 
peripheral interface (SPI) unit. This device can interface directly with 
the MC68HC05D2 microcomputer without additional components. 

The following is a summary of the features offered by the 
MC68HC68A1. 

• 10 Bits of Resolution 

• Eight Bits of Accuracy 

• Serial Peripheral Interface Capability 

• Conversion Time 100 /xs Maximum 

• Eight Analog Input Channels 

• Common Mode Vqd-Vss 

• Continuous or Single-Channel Scan 

• Sample and Hold Capability 

• Schmitt Oscillator Clock Input 



GENERAL DESCRIPTION 

The MC68HC68A1 is an HCMOS 10-bit analog-to-digital converter. 
Interface to the MC68HC68A1 is through a standard serial peripheral in- 
terface (SPI). Data is shifted in on the shift-data-in (SDI) pin and out on 
the shift-data-out (SDO) pin synchronous with the second edge of the 
shift-clock (SCK) pin following chip enable (CE) being activated. This 
device is compatible with the MC68HC05D2 microcomputer and will in- 
terface directly without additional components. 

The MC68HC68A1 performs a 10-bit analog-to-digital conversion in a 
maximum conversion time of 100 microseconds. Data out from the 
device is transferred in two 8-bit bytes using the serial peripheral inter- 
face burst mode operation. The most significant 8-bit byte contains 
data in valid bits which the controlling microcomputer can monitor to 
insure correct data. 

One of eight analog channels can be accessed through three of the 
eight address bits. Additional address information can be used to 
establish the systems operation to allow for system polling or interrupt 
driven communications from the controlling microcomputer. The ad- 
dress register will allow direct access to any of the sixteen 8-bit on-chip 
registers containing the eight channels of A/D information. 

The device is available in a 16-pin package and contains an on-chip 
Schmitt oscillator clock input which can be directly driven by a system 
clock or connected to an external capacitor to develop an independent 
clock for the A/D device. 



MC68HC68A1 



HCMOS 

(HIGH-DENSITY CMOS 
SILICON-GATE) 

SERIAL 10-BIT 

ANALOG-TO-DIGITAL 

CONVERTER 



I 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648 



PIN ASSIGNMENT 



OSC£ 1 

INT [ 2 

SDO I 3 

SD|1[ 

SCK I 

CEC 

All 

vssi 



3 Vdd 
] A2 
] A3 
] A4 



12 ]iA5 
11 ] A6 
10 ]jA7 
9 1A8 



This document contains information on a product under development. Motorola reserves the 
right to change or discontinue this product without notice. 
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Advance Information 



I 



8-BIT SERIAL STATIC RAMs 

The MC68HC68R1 and MC68HC68R2 are serially organized 128-word 
(MC68HC68R1) or 256-word (MC68HC68R2) by 8-bit static random ac- 
cess mennories (RAMs). These RAMs are intended for use in systems 
where minimum package and interconnect size, low power, and 
simplicity of use are desirable; for example, in systems utilizing syn- 
chronous serial 3-wire (clock, data in, data out) interfaces. Interface can 
be made with the MC68HC05D2 without additional components, pro- 
vided the MC68HC05D2 SPI control register bits CPHA and CPOL are 
set. 

• Fully Static Operation 

• Operating Voltage Range: 3 V to 5.5 V 

• 



Maximum Standby Current =2 ^A 

Directly Compatible with SPI Interface 

Separate Data Input and Data Output Pins 

Input Data and Clock Buffers Gated Off with Chip Enable 

Protocol for Fast Sequential Multiple Byte Accesses 

Minimum Data Retention Voltage: 2 V 

Small 8-Lead Plastic Package 



HCMOS 

(HIGH-DENSITY CMOS SILICON-GATE) 

8-BIT SERIAL STATIC RAMs 




P SUFFIX 

PLASTIC PACKAGE 
CASE 626 



PIN ASSIGNMENT 


SCK [ 


T^^J^ 


I Vdd 


SS [ 


2 7 


] SDI 


See Note [ 


3 6 


] SDO 


VssJ 


4 . , .5 


]CE 


NOTE: 


Pin3=N/C for MC68HC68R1 


Pin3 = A7 forMC68HC68R2 



This document contains information on a product under development. Motorola reserves the 
right to change or discontinue this product without notice 
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SIGNAL DESCRIPTION 



CHIP ENABLE AND SLAVE SELECT (CE AND SS) 

A high level on the CE pin, coincident with a low level on 
the SS pin, is required for the RAM serial interface logic to 
become enabled. The device is held in the reset state if either 
CE is low or SS is high. 

SERIAL CLOCK (SCK) 

This clock input is used to synchronously latch data in and 
shift data out of the RAM chip. 

SERIAL DATA IN (SDI) 

Serial data, present at this port, is latched into the RAM 
chip by SCK if the chip is enabled and in a write cycle. 

SERIAL DATA OUT (SDO) 

Serial data is shifted out of this port by SCK if the RAM 
chip is enabled and in a read cycle. 



Vdd AND Vss 

The V[)Q pin is the + 5 volt power supply and VgS is fhe 
ground reference pin. 

ADDRESS LINE (A7) - MC68HC68R2 ONLY 

This address input is used in the 256-word RAM version to 
select either of two 128-word nnemory areas. (Address bits 
A0-A6, used to provide the address within the 128-word 
memory area in both the MC68HC68R1 and MC68HC68R2 
versions, are the seven least significant bits of the first serial 
8-bit byte received at the SDI port at the start of a read or 
write cycle. The most significant bit of this first byte is the 
read/ write mode bit.) 



DATA FORMAT, TRANSFER, AND TIMING 

FORMAT 

Two type of 8-bit bytes are used when storing or retrieving 
data in the RAM chip, as shown in Figure 1. 



B 



FIGURE 1 - SERIAL DATA FORMAT 



Address/ Control Byte 



7 


6 


5 


4 


3 


2 


1 





1 R/W 1 


A6 


1 A5 


|A4l 


A3 I 


A2 1 


A1 


1 AOI 



A0-A6: The seven least significant RAM address bits, sufficient 
to address 128 bytes. 
R/W: Read or write data transfer control bit. R/W = initiates 
one or more memory read cycles; R/W= 1 initiates one 
or more memory write cycles. 



Data Byte 

Bit: 7 6 5 4 3 2 10 

[~57 I D6 I D5 I D4 I D3 I D2 I D1 I DO 

D0-D7: 8 bits of data 
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TRANSFER 

Data transfers, occurring only while CE is high and SS is 
low, are either single data byte or multiple data transfers. 
Only only address byte is required for each type of transfer. 
For multiple transfers, the RAM automatically increments 
the address as long as it remains enabled. However, anytime 
enabling signals CE and SS are removed, RAM is reset, and 
when re-enabled, interprets the first word received as an ad- 
dress word. Therefore, RAM must remain enabled through- 



out the entire transfer, whether single or multiple, as shown 
in Figure 2. 

TIMING 

Address, control, or data bits are latched into RAM by the 
rising edge of SCK during a write cycle. During a read cycle, 
the rising edge of SCK shifts out the data bits. Bit switching 
occurs during the trailing edge of SCK and ensures that the 
bit value is valid when the SCK rising edge occurs, as shown 
in Figure 3. 



FIGURE 2 - SERIAL TRANSMISSION BYTE SEQUENCES 

Single Byte Transfer 



B 



/ 



\ 



mm 



Address Byte 



Data Byte 



Multiple Byte Transfer 



/ 



\ 



Address Byte 



R/W Address = Address Byte 

R/W Address = Address Byte-F 1 

R/W Address = Address Byte-t-(n-l) 



Data Byte 



Data Byte 



Data Byte 



FIGURES - RAM TIMING DIAGRAM 



J~^ r-\ 



Bit Latch/Shift Clock 



X 



Bit Switching Clock 



X 
X 



x: 

XE 
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REAL-TIME CLOCK 
PLUS RAM AND POWER SENSE/CONTROL 

The MC68HC68T1 HCMOS clock/RAM peripheral contains a real- 
time clock/calendar, a 32x8 static RAM, and a synchronous, serial, 
three-wire interface for communication with a microcomputer. The 
following summarizes the features of the MC68HC68T1. 

• Full Clock Features - Seconds, Minutes, Hours (AM/PM), Day-of- 
Week, Date, Month, Year (0-99), Auto Leap Year 

• 32 Word by 8-Bit RAM 

• Minimum Operating Voltage 2.2 Volts 

• Burst Mode for Reading/Writing Successive Addresses in Clock 
or RAM 

• Selectable Crystal or 50/60 Hz Line Input 

• BCD Data Contained in Registers 

• Buffered Clock Output for Driving CPU Clock, Timer, Colon, or 
LCD Backplane 

• Power-On-Reset with First-Time-Up Flag 

• Freeze Circuit Eliminates Software Overhead During a Clock Read 

• Three Independent Interrupt Modes — Alarm, Periodic, or 
Power-Down Sense 

• CPU Reset Output — Provides Orderly Power Up/Down 

• Watch-Dog Circuit 

• Auto Switchable Clock 



DESCRIPTION 

The MC68HC68T1 HCMOS clock/RAM peripheral contains a real- 
time clock/calendar, a 32x8 static RAM, and a synchronous, serial, 
three-wire interface for communication with a microcomputer. 
Operating in a burst mode, successive clock or RAM locations can be 
read or written using only a single starting address. An on-chip 
oscillator allows acceptance of a selectable crystal frequency or can be 
programmed to accept a 50/60 hertz line input frequency. 

Three pins give the MC68HC68T1 the capability for sensing 
powerup/powerdown conditions, a capability useful for battery-backup 
systems. The 16-pin dual-in-line package has an interrupt output 
capable of signalling the microcomputer of the occurrence of three 
separately selectable conditions. An alarm can be set for comparison 
with the seconds, minutes, and hours registers. This alarm can be used 
in conjunction with the power supply enable output to initiate a system 
power-up sequence. 

A software power-down sequence can be initiated by setting a bit in 
the interrupt control register. This applies a reset to the CPU, using the 
CPU RESET output, sets the clock (CLK) and power supply enable 
(PSE) output pins low, and disables the serial interface. This condition 
is held until an edge is sensed on the varying power sense (VPS) input, 
signalling system power coming on, or by activation of a previously 
enabled interrupt. 

A watch-dog circuit can be enabled that requires the microcomputer 
to toggle the chip enable (CE) pin of the MC68HC68T1 approximately 
every 8 microseconds, without performing a serial transfer. If this 
condition is not sensed, the CPU RESET line resets the CPU. 

A block diagram of the MC68HC68T1 is shown in Figure 1. 



MC68HC68T1 



HCMOS 

(HIGH-DENSITY CMOS 
SILICON-GATE) 

REAL-TIME CLOCK 

PLUS RAM AND 

POWER SENSE/CONTROL 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648 



PIN ASSIGNMENT 



CLK OUT C 1« 
CPUR [ 2 
INT I 3 
SCK [ 4 
SDI C 5 
SDO C 6 
CE I 7 
Vss 18 



16 3 Vdd 

15 1 XTAL IN 

14 ] XTAL OUT 

13 3 CLK MODE 

12 ] 50/60 Hz 

11 ] VPS 

10 ] POR 

9 I PSE 



This document contains information on a product under development. Motorola reserves the 
right to change or discontinue thiw product without notice. 



3-627 



CO 
00 



50/60 Hz 



XTAL 



Clock Out 
»< 



INT 
o-< — 



Vdd 

) 

vss 



50/60 Hz 
o >- 



PSE 

0-* 

CPUR 
0-* 



FIGURE 1 - FUNCTIONAL BLOCK DIAGRAM 



Freeze 
Circuit 



Oscillator 



Prescale 
Select 



Clock 
And 
INT 

Logic 



Power 
Sense 
Control 



Clock 
Select 



Clock 
CNTL REG 



Interrupt 
CNTL REG 



Status 
Register 



AM-PM 

and Hour 

Logic 



SDO 
<X 



Serial 
Interface 



Calendar 
Logic 



o 

00 

Z 

o 

o> 

00 

H 



Day/ 
DOW 



dr 



8-Bit Data Bus 



Comparator 



Second 
Latch 



Minute 
Latch 



Hour 
Latch 



Qt^rjT 



-N 



32x8 
RAM 



MC68HC68T1 



SIGNAL DESCRIPTION 



CLOCK OUTPUT (CKL OUT) 

This signal is the buffered clocl< output which can provide 
one of fifteen selectable frequencies. 

CPU RESET (CPUR) 

This output can be used to drive the CPU reset pin to per- 
mit orderly powerup/powerdown. 

INTERRUPT (INT) 

The interrupt output is driven by a single NFET pulldown 
transistor and can be activated by three selectable condi- 
tions. 

SERIAL CLOCK (SCK) 

The serial clock input is used to latch data into, and shift 
data out of, the interface logic. 

SERIAL DATA IN (SDI) 

The serial data input, present at this port, is latched into 
the interface logic, by SCK, if the logic is enabled. 

SERIAL DATA OUT (SDO) 

The serial data ouput, present at this port, is shifted out of 
the interface logic, by SCK, if the logic is enabled. 

CHIP ENABLE (CE) 

When high, the chip-enable input enables the interface 
logic. Otherwise the logic is in a reset state. The watch-dog 
circuit can be toggled at this pin. 

POWER SUPPLY ENABLE (PSE) 

The power supply enable output is used to control system 
power and is enabled high on a varying power sense edge, 
an interrupt, or a power-on reset. PSE is set low by writing a 
high into the power-down bit of the interrupt control 
register. 

POWER-ON RESET (POR) 

This Schmitt trigger generates a power-on reset signal us- 
ing an external RC network. 

VARYING POWER SENSE (VPS) 

The varying power sense input is connected to system 
power and detects a positive edge that indicates a switch 
from battery-backup power to an external power source. 
This action disables the CPUR output, enables the PSE out- 
put and switches to line from crystal operation, if the auto 
switchable clock option in being used. If this pin is not used, 
it should be connected to Vqq. 



LINE SENSE (50/60 Hz) 

The line sense input can be used to drive two functions. If 
the clock is selected for line operation, a Schmitt trigger in- 
put senses the 50/60 Hz input. If the power sense interrupt is 
enabled, this input is used to sense when external power to 
the system is turning off. If this pin is not used, it should be 
connected to Vq^. 

CLOCK MODE SELECT (CLK MODE) 

When tied to Vqd. fhe clock mode select intput selects 
the clock output for XTAL following a power-on reset. When 
tied to Vgs, the clock output is disabled following a power- 
reset. 

CRYSTAL INPUT/OUTPUT (XTAL IN AND XTAL OUT) 

For crystal operation, these two pins are connected to a 
32768 hertz, 1.048576 megahertz, 2.097152 megahertz, or 
4.194304 megahertz crystal. If crystal operation is not re- 
quired, connect XTAL IN to Vqq or Vss arid leave XTAL 
OUT open. If an external clock is used, connect the external 
clock to XTAL IN, and leave XTAL OUT open. 

vdd and Vss 

Power is supplied to the MC68HC68T1 using these two 
pins. Vqd is the -i- 5 volts power input and VgS is the power 
supply ground reference pin. 



CLOCK/RAM TRANSFER AND WORD FORMAT 



B 



The following paragraphs 
transfer and word format. 



describe the clock/ RAM 



TRANSFER FORMAT 

Data transfers, occurring only while CE is high are either 
single data byte or multiple data byte transfers. Only one ad- 
dress byte is required for each type of transfer. 

For mulitple transfers, the clock/ RAM automatically in- 
crements the address as long as it remains enabled. The 
clock/ RAM must remain enabled between transmission of 
address and data bytes or between successive data bytes in 
the case of mulitple byte transfers. The serial control logic in 
the clock/RAM is held reset when the clock/RAM is not 
enabled or the software powerdown is enabled (refer to 
Figure 2). 

SERIAL DATA FORMAT 

The address, control, and status 8-bit byte formats, used 
in the clock/ RAM registers, are shown in Figures 3 through 9. 
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FIGURE 2 - SERIAL TRANSMISSION BYTE SEQUENCES 



Single Byte Transfer 



Data///// Address Byte 



Data Byte ///// 



Multiple Byte Transfer 



a 



Data ///// 



Address Byte 



Data Byte 



R/W Address = Address Byte 

R/W Address = Address Byte + 1 . 



R/W Address = Address Byte + (n-1) , 



Data Byte 



• • • 

• • • 



Data Byte 



///// 



FIGURE 3 - ADDRESS/CONTROL BYTE 



7 


6 


5 


4 


3 


2 


1 





Read 





Clock 


A4 


A3 


A2 


A1 


AO 


Write 




RAM 













Read/ Write: Read or write data transfer control bit. R/W = in- 
itiates one or more write cycles. R/W= 1 initiates 
one or more read cycles. 

Clock/RAM: Clock or RAM select bit. If bit is set high, the 
clock is selected. If bit is set low, the RAM is 
selected. 

A0-A4: Selects desired address of RAM or specifies clock 

register. If invalid address specified, it is ignored. 

Test Mode: If the address is set to 01010101, the test mode is 
entered. 



FIGURE 4 - RAM DATA FORMAT 
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$02 



$03 



FIGURE 5 - CLOCK DATA REGISTERS 

6 5 4 3 2 1 



1 ^ 


Tens of Seconds 


Seconds Units | 


7 


6 


5 


4 


3 


2 1 





1 >^ 


Tens 


of M 


nutes 


Minutes Units 


7 


6 


5 


4 


3 


2 1 





12/24 


X 


AM/Pm| 10 HR 


Hours Units | 


7 


6 


5 


4 


3 


2 1 





1 X 


X 


X 


1 X 


X 


1 Day of Week 


. 1 


7 


6 


5 


4 


3 


2 1 





1 X 


X 


10 


Date 


Date Units | 


7 


6 


5 


4 


3 


2 1 





1 ^ 


X 


- 


1 Tens 


Month Units 



7 6 5 


4 


3 2 1 





Tens of Years 


Year Units 



$09 



FIGURE 6 - ALARM DATA REGISTERS (WRITE ONLY) 

7 6 5 4 3 2 10 



1 X 






Alarm Seconds 




1 


7 


6 


5 


4 3 


2 





1 X 






Alarm Minutes 




1 


7 


6 


5 


4 3 


2 





X 


X 




Alarm Hours 





FIGURE 7 - CLOCK CONTROL FORMAT 

6 5 4 3 2 1 



Start 
Stop 


Line 
XTAL 


XTAL 
Sel 1 


XTAL 
Sel 


50 Hz 
60 Hz 


Clk 
Out 2 


Clk 
Out 1 


Clk 
OutO 



Start/ Stop; Tfiis bit high enables the clock counters. A low 
resets all counter bits divider stage and inhibits 
clock operation. 

Line/XTAL: This bit high, selects clock operation on the 
50/60HZ input. If low, it enables crystal operation. 
If line operation is selected and the power sense 
interrupt is enabled, operation is automatically 
switched to crystal operation at power off. If a 
rising edge is sensed on the VPS pin, line operation 
is automatically selected. If necessary, the crystal 
can then be tuned for battery-backup operation. 

XTAL Select: These pins select one of four possible crystal 
frequencies as specified below. 



0- 4.194304 MHz 
1 - 2.097152 MHz 



1.048576 MHz 
32768 Hz 



50/60 Hz: This bit high, selects 50 Hz input; a low selects 

60 Hz. 

Clock Out; These three bits specify one of seven output 

frequencies: 

- Disable 4 - XTAL 

1 - 1 Hz 5 - XTAL %2 

2 - 2 Hz 6 - XTAL %4 

3 - 50 Hz, 60 Hz, 7 - XTAL %8 

or 64 Hz 

Read/ Reset: All register bits can be read, and are automatically 
reset by POR except the clock out 2 bit. If clock 
mode input pin is low, clock out 2 is reset on POR . If 
clock mode is high, clock out 2 is set on POR, per- 
mitting the clock output pin to drive an MPU clock 
input. 
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FIGURE 8 - INTERRUPT CONTROL FORMAT 



7 


6 


5 


4 


3 


2 


1 





Watch 
Dog 


Power 
Down 


Alarm 


Power 
Sense 


B3 


1 ^^ 1 


B1 1 


BO 




Periodic 


Select 





B 



Watch Dog: This bit high enables walch-dog function. This 
requires CPU to toggle chip enable input without a 
serial transfer. Otherwise, the CPU RESET signal 
resets CPU. Maximum time between toggling 
depends on input clock selected, as listed below: 
Selected Clock 50 Hz 60 Hz XTAL 

Maximum Time 10 ms 8.3 ms 7.8 ms 

Power Down: This bit high, initiates a power down. This applies a 
CPU reset, sets the clock and PSE output pins low, 
and disables the serial interface. Power down is 
released if a previously enabled interrupt becomes 
active or the VPS pin senses a rising edge, 
signalling CPU power up. 

Alarm: This bit high enables comparator output to trigger 

the interrupt circuit. 

Power Sense: This bit high enables sense circuits to detect main 
power down via the 50/60 Hz input pin. This 
activates a threshold detector centered at Vqq. 
Maximum time required to sense power down is 2.5 
ms plus associated RC time constant of input 
circuit. For this function, the crystal need not be 
enabled, but proper selection/operation is required . 
The circuit is automatically disabled after the 
interrupt. 



Periodic 






Select: 


These four bits select periodic interrupt frequen 




cy. Selectable options are listed below: 






1 


Disable 

2048 Hz XTAL Only 




2 


1024 Hz XTAL Only 




3 


512 Hz XTAL Only 




4 


256 Hz XTAL Only 




5 


128 Hz XTAL Only 




6 


50 Hz, 60 Hz, or 64 Hz Line or XTAL 




7 


32 Hz XTAL Only 




8 


32 Hz XTAL Only 




9 


8 Hz XTAL Only 




10 


4 Hz XTAL Only 




11 


2 Hz 




12 


1 Hz 




13 


Minute 




14 


Hour 




15 


Day 


Read/ Reset: 


All bi 


ts in the register can be read to as well as 



being written to. All bits are also rest by the 
power-on-reset. 



FIGURE 9 - STATUS REGISTER (READ ONLY) 



7 


6 


5 


4 


3 


2 


1 





X 


X 


Test 


First 


Int 


Power 


Clk 


Alarm 






Mode 


Time 
Up 


True 


Sense 
Int 


Int 


Int 



If clock/ RAM enters test mode, this bit goes 
high. Test mode and this bit are reset by a POR 
or a status register read. 



This bit high indicates a power sense interrupt. 
The MCU can now initiate a power down se- 
quence. This bit is reset on a read. 



Interrupt 
True: 



This bit high signifies that a POR has occurred. 
This occurs if data in clock/ RAM is not correct 
and should be initialized. This bit is reset by a 
status register read. 



This bit high signifies a valid power, clock or 
alarm interrupt. This bit is reset on a register 
read. 



Clock 
Interrupt: 



Alarm 
Interrupt: 



This bit high indicates a clock-selected, interrupt. 
This bit is reset on a read. 



This bit set high indicates an alarm function inter- 
rupt. This bit is reset on a read. 

All register bits are reset by POR except the first 
time up bit, which is set. The interrupt output is 
reset on a register read. 
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SYSTEMS CONFIGURATIONS 

Examples of tour system configurations (Figure 10 througfi 13) are shown in schematic diagrams. 



FIGURE 10 - POWER ALWAYS ON SYSTEM 



Bridge 
Regulator 



-AAAr^ 



vss — 



Vdd por 

60/50HZ 

INT 

- VDS 

o ^ CPUR 

"i CE 
o 
2 SCK 

SDI 

CM SDO 



1 



B 



Vdd 



RESET 

PORT 

SCK 

SDO 

SDI 



NOTE; Clock circuit driven by line input frequency, Power-on-reset 
circuit included to detect power failure. 
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FIGURE 11 - EXTERNALLY CONTROLLED POWER SYSTEM 



a 




NOTE: The 50/60 Hz input can drive the clock and sense when the 
switch opens. The switchable clock option can be used. Also 
one crystal can be used by ennploying the clock output pin with 
the clock mode input tied to Vqq. 
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FIGURE 12 - CPU CONTROLLED POWER SYSTEM 




System 



H 



M- 



Vbatt 



RTC 

Vdd 



I 



r^^din 



XTAL □ 

T 



POR Vdd cm 

Vps 



RTC 
MC68HC68T1 



PSE — ^AAr- 



INT 

CPUR 

CLK OUT 

CE 

SCK 



SDO SDI 



I 



System Power 



Vdd 



i 



IRQ 
RESET 
0SC1 
PORT 
SCK r.^ 



NOTE: To power down the system, the CPU can give the clock a 
power down instruction. Before powering down, the interrupt 
can be programmed using the alarm option, to permit the inter- 
rupt to power the system bacl< up with the PSE output. An ex- 
ternal switch can be included to power the system up indepen- 
dent of a programmed power up. 
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FIGURE 13 - AUTOMOTIVE SYSTEM 



Clock Button 



■^•- 



Ignition 



5 Volt Reg. 



T 



a 



12 Volt — 
VbATT -^ 



1 




"V,^ 



System Power 



^•— VW" 



rAAA/- 



Vdo cm 50/60 Hz 
POR Vps 



RTC 
MC68HC68T1 

PSE 

Int 

CPUR 
CLK OUT 

CE 
SDO SDI SCK 



i^ 



Vdd 



RESET 
0SC1 



PORT 

SCK SDO SDI 



NOTE: The VPS and 50/60 Hz inputs can be used to sense the ignition 
turning on and off. The RC time constant on the VPS pin must 
be made long enough to be able to perform a power down se- 
quence. An external swtich is included to activate the system 
without turning on the ignition. 
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MOTOROLA 



Specifications and Applications 
Information 



M6800 CLOCK GENERATOR 

Intended to supply the non-overlapping (j)^ and 02 clock signals 
required by the microprocessor, this clock generator is compatible 
with 1.0, 1.5, and 2.0 MHz versions of the MC6800. Both the 
oscillator and high capacitance driver elements are included along 
with numerous other logic accessory functions for easy system 
expansion. 

Schottky technology is employed for high speed and PNP-buff ered 
inputs are employed for NMOS compatibility. A single +5 V power 
supply, and a crystal or RC network for frequency determination 
are required. 



Typical MPU System with Bus Extenders 



MC6875 
CLOCK 



GND -I-5V 

LL 



I I 4 X fo MPU 



><t>-\Q<t>2 



\ 



f 



MC6800 
MPU 



VL 



MC8T95/MC6885 

thru 
MC8T98/MC6888 
BUS EXTENDER 



ADDRESS 

AND 
CONTROL 

BUS 



-N 



NT 



V 7 



MC8T26A/MC6880A 
MC8T28/MC6889 



MC6830 
ROMs 



MC6810 
RAMs 



-N 

DATA 
-M BUS 



MC6820 
PIAs 



MC6850 
ACIAs 



MC6860 
MODEM 



MC6875 
MC6875A 



M6800 TWO-PHASE 
CLOCK GENERATOR/DRIVER 

SCHOTTKY MONOLITHIC 
INTEGRATED CIRCUIT 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620-02 





PIN CONNECTIONS 


XI CZ 
X2 C= 

Ext In c: 
4x fo (t; 

2x1o CZ 

Memory j^ 

Ready — 

Bus 02 1= 

Ground CZ 


1 16 

2 15 

3 14 

4 13 

5 12 

6 11 

7 10 

8 9 


rzj MPU 01 


— 1 Reset Output 
m MPU 02 


Z3 Power-On Reset 
::=] DMA/Ref Grant 
— 1 DMA/Ref Req 
Z^ Memory Clock 









ORDERING INFORMATION | 


Device 


Temperatura Range 


Packm* 


MC6875L 


to +70OC 


Ceramic Dip 


MC6875AL 


-55to+1250C 


Ceramic Dip 
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ABSOLUTE MAXIMUM RATINGS (Unless otherwise noted Ta = 25°C.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


+7.0 


Vdc 


Input Voltage 


V| 


+5.5 


Vdc 


Operating Ambient Temperature Range 
MC6875L 
MC6875AL 


Ta 


to +70 
-55 to +125 


"C 


Storage Temperature Range 


Tstg 


-65 to +150 


°C 


Operating Junction Temperature 


Tj 


175 


°C 


RECOMMENDED OPERATING CONDITIONS 


Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


Vcc 


+4.75 to +5.25 


Vdc 


Operating Ambient Temperature Range 


Ta 


to +70 


°C 



B 



OPERATING DYNAMIC POWER SUPPLY CURRENT 



NOTE: 

Operation of the MC6875AL over the full military 

temperature range (to maximum Ta) will result in 

excessive operating junction temperature. 

The use of a clip on 16 pin heat sink similar to AAVID 

Engineering, Inc., Model 5007 (RgCA = 18°C/W) is 

recommended above Ta = 95°C. 

Contact AAVID Engineering, Inc. 
30 Cook Court 

Laconia, New Hampshire 03246 
Tel. (603) 524-4443 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Power Supply Currents 

(Vcc = 5.25 V, fosc = 8.0 MHz, V|l = V, V|h = 3.0 V) 
Normal Operation 


"CCN 


- 


- 


150 


mA 


(Memory Ready and DMA/Refresh Request Inputs at 
High Logic State) 
Memory Ready Stretch Operation 

(Memory Ready Input at Low Logic State; 
DMA/Refresh Request Input at High Logic State) 


'CCMR 


" 


~ 


135 


mA 


DMA/Refresh Request Stretch Operation 
(Memory Ready Input at High Logic State; 
DMA/Refresh Request Input at Low Logic State) 


'CCDR 






135 


mA 
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ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted specifications apply over recommended power supply and temperature ranges. 
Typical values measured at Vcc = 5.0 V and T/^ = 25°C.) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Output Voltage - High Logic State 
MPU 01 and <t>2 Outputs 

(Vcc = 4.75 V,loHM= -200 mA) 

(Vcc = 5.25 V, loHMK = +5-0 mA) 
Bus 02 Output 

(Vcc = 4.75 V,loHB = -10 mA) 

(Vcc = 5.25 V, loHBK = +5.0 mA) 
4 X to Output 

(Vcc = 4-75 V, V|H = 2.0 V, loH4X = "500 mA) 
2 X fo, DMA/Refresh Grant and Memory Clock Outputs 

(Vcc = 4.75 V.loH = -500 >iA) 
Reset Output 

(Vcc = 4.75 V, V|H = 3.3 V, (qhr = -100 mA) 


VOHM 

vqhmk 


Vcc -0.6 


- 


Vcc + 1 


V 


Vqhb 
Vohbk 


2.4 


- 


Vcc + 1 


M 


VoH4X 


2.4 


_ 


- 


V 


Voh 


2.4 


- 


- 


V 


vohr 


2.4 


- 


— 


V 


Output Voltage — Low Logic State 
MPU 01 and «2 Outputs 

(Vcc = 4.75 V.lQLM = +200 mA) 

(Vcc = 4.75 V.loLMK = -5.0 mA) 
Bus 02 Output 

(Vcc = 4.75 V, IqlB = +48 mA) 

(Vcc = 4.75 V, IqlbK = -50 mA) 
4 X f o Output 

(Vcc = 4.75 V, V|L = 0.8 V, loL4X = 16 mA) 
2 X fo, DMA/Refresh Grant and Memory Clock Outputs 

(Vcc = 4.75 V,loL = 16 mA) 
Reset Output 

(Vcc = 4.75 V, V|L = 0.8 V, IqlR = 3-2 mA) 


VOLM 
VOLMK 


- 


- 


0.4 
-1.0 


V 


VOLB 
VOLBK 


- 


- 


0.5 
-1.0 


V 


V0L4X 


_ 


- 


0.5 


V 


Vol 


- 


~ 


0.5 


V 


VOLR 




" 


0.5 


V 


Input Voltage — High Logic State 


V|H 


2.0 




- 


V 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 


Input Voltage — Low Logic State 


V|L 


- 


__ 


0.8 


V 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 


Input Thresholds - Power-On Reset Input (See Figure 2) 
Output Low to High 
Output High to Low 


V|LH 
VlHL 


0.8 


2.8 
1.4 


3.6 


V 


Input Clamp Voltage MC6875L 
(Vcc = 4.75 V, lie = -5.0 mA) MC6875AL 


VlK 


- 


_ 


-1.0 
-1.5 


V 


Input Current - High Logic State 


||h 

>IHR 




- 


25 
50 


mA 
mA 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 

(Vcc = 4.75 V,V|H = 5.0 V) 
Power-On Reset 

(Vcc = 5.0V, ViHR = 5.0 V) 


Input Current — Low Logic Sta'te 


l|L 
l|LR 


- 


- 


-250 
-250 


*iA 

ma 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 

(Vcc = 5.25 V,V|L= 0.5 V) 
Power -On Reset Input ^ 

(Vcc = 5.25 V,V|L= 0.5 V) 



i 
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SWITCHING CHARACTERISTICS 

(These specifications apply whether the Internal Oscillator (see Figure 9) or an External Oscillator is used (see Figure 10). 
Typical values measured at Vcc = 5.0 V, T/\ = 25°C, fo = 1.0 MHz (see Figures). 



Characteristic 



MPU01 AND 02 CHARACTERISTICS 



! 



BUS 02 CHARACTERISTICS 



SWITCHING CHARACTERISTICS (continued) 



Characteristic 



MEMORY CLOCK CHARACTERISTICS 



Symbol 



I Typ I Max "7" 



Output Period (Figure 3) 


to 


500 




- 


ns 


Pulse Width (Figures) 
(fo = 1.0MHz) 
(fo = 1.5MHz) 
(fo = 2.0 MHz) 


tPWM 


400 
230 
180 




- 


ns 


Total Up Time (Figure 3) 
(fo = 1.0MHz) 
(fo = 1.5 MHz) 
(fo = 2.0 MHz) 


tUPM 


900 
600 
440 


- 


- 


ns 


Delay Time Referenced to Output Complement (Figure 3) 
Output High to Low State (Clock Overlap at 1 .0 V) 


tPLHM 





_ 


_ 


ns 


Delay Times Referenced to 2 x fo (Figure 4 MRU 02 only) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLHM2X 
tPHLM2X 


~ 


- 


85 
70 


ns 
ns 


Transition Times (Figure 3) 

Output Low to High Logic State 
Output High to Low Logic State 


tTLHM 
ITHLM 




- 


25 
25 


ns 
ns 



Pulse Width - Low Logic State (Figure 4) 
(fo = 1.0 MHz) 
(fo = 1.5 MHz) 
(fo = 2.0MHz) 


tPWLB 


430 
280 
210 


- 


- 


ns 


Pulse Width - High Logic State 
(fo = 1.0 MHz) 
(fo = 1.5 MHz) 
(fo = 2.0 MHz) 


tPWHB 


450 
295 
235 


- 


- 


ns 


Delay Times - (Referenced to MPU 01 ) (Figure 4) 
Output Low to High Logic State 
(fo = 1.0MHz) 
(fo = 1.5 MHz) 
(fo = 2.0MHz) 
Output High to Low Logic State 
(Cl = 300 pF) 
(Cl = 100 pF) 


tPLHBMI 
tPHLBMI 


480 
320 
240 


- 


25 
20 


ns 


Delay Times (Referenced to MPU 02) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLHBM2 
tPHLBM2 


-30 



- 


+25 
+40 


ns 
ns 


Transition Times (Figure 4) 

Output Low to High Logic State 
Output High to Low Logic State 


tTLHB 
tTHLB 


- 


: 


20 
20 


ns 
ns 



Symbol 



Typ 



Delay Times (Referenced to MPU 02) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLHCM 
tPHLCM 


-50 



- 


+25 
+40 


ns 
ns 


Delay Times (Referenced to 2 x fo) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLHC2X 
tPHLC2X 


- 


- 


65 
85 


ns 
ns 


Transition Times (Figure 4) 
Output Low to High State 
Output High to Low State 


tTLHC 
tTHLC 


- 


- 


25 
25 


ns 
ns 
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2 X fo CHARACTERISTICS 



Delay Times (Referenced to 4 x fo) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLH2X 
tPHL2X 


- 


~ 


50 
65 


ns 
ns 


Delay Time (Referenced to MPU 01 ) (Figure 4) 
Output High to Low Logic State 
(fo = 1.0 MHz) 
(fo = 1.5 MHz) 


tPHL2XM1 


365 
220 


- 


- 


ns 


Transition Times (Figure 4) 

Output Low to High Logic State 
Output High to Low Logic State 


tTLH2X 
tTHL2X 


- 


- 


25 
25 


ns 
ns 



4 X fo CHARACTERISTICS 



Delay Times (Referenced to Ext. In) (Figure 4) 












Output Low to High Logic State 


tPLH4X 


^ 


- 


50 


ns 


Output High to Low Logic State 


tPHL4X 


- 


- 


30 


ns 


Transition Time (Figure 4) 












Output Low to High Logic State 


tTLH4X 


- 


- 


25 


ns 


Output High to Low Logic State 


tTHL4X 






25 


ns 



MEMORY READY CHARACTERISTICS 



Set-Up Times (Figure 5) 
Low Input Logic State 
High Input Logic State 


tSMRL 
tSMRH 


55 
75 


- 


- 


ns 
ns 


Hold Time (Figure 5) 
Low Input Logic State 


^HMRL 


10 


- 


_ 


ns 



DMA/REFRESH REQUEST CHARACTERISTICS 



DMA/REFRESH GRANT CHARACTERISTICS 



RESET CHARACTERISTICS 



DESCRIPTION OF PIN FUNCTIONS 



4)<fo 


- A free running oscillaic 


r ai four times the MPU clock rate useful for 


2xfo 


- An asynchronous inpu 


at two times the MPU dock rate. 


DMA/REF flEQ 


used to freeze the MPU docks in the «1 h 




dynamic memory refrei 


h or cycle steal DMA (Direct Memory AccessJ- 


REF GRANT 


- A tynchronous output 


used to synchroniie the refresh or DMA o 


MEMORY READY 


- An asynchronous input 
memory interface. 


used to freeze the MPU clocks in the «1 low. 


MPU 01 


- Capableof driving the « 


and «2 inputs on two MC6800s. 


MPU*2 







i 



Set-Up Times (Figure 6) 
Low Input Logic State 
High Input Logic State 


tSDRL 
^SDRH 


65 
75 




- 


ns 
ns 


Hold Time (Figure 6) 
Low Input Logic State 


tHDRL 


10 


- 


- 


ns 



Delay Time Referenced to Memory Clock (Figure 6) 












Output Low to High Logic State 


tPLHG 


-15 


- 


+ 25 


ns 


Output High to Low Logic State 


tPHLG 


-25 


- 


+ 15 


ns 


Transition Times (Figure 6) 












Output Low to High Logic State 


<TLHG 


- 


- 


25 


ns 


Output High to Low Logic State 


«THLG 


- 


- 


25 


ns 



Delay Time Referenced to Power-On Reset (Figure 7) 












Output Low to High Logic State 


tPLHR 




- 


1000 


ns 


Output High to Low Logic State 


tPHLR 


- 


- 


250 


ns 


Transition Times (Figure 7) 












Output Low to High Logic State 


tTLHR 


- 


- 


100 


ns 


Output High to Low Logic State 


tTHLR 


- 


- 


50 


ns 



BUS02 


- 


An out 


put nominally in phase with MPU «2 having MC8T26A type drive capability. 


MEMORY 


CLOCK - 


An ou 


put nominally in phase with MPU «2 which free runs during a refresh request cycle 


POWER 


M RESET - 


A Sch 


nilt trigger input which controls Reset. A capacitor to ground is required to set the 






desired 


time constant. Internal 50 k resistor to Vqc See General Design Suggestions tor 
Reset Operation 


RESET 


- 


Anou 


put to the MPU and I/O devices. 


XI. X2 


- 


Prowisi 


3n to attach a series resonant crystal or RC network 


EXT IN 


- 


Allows 


driving by an external TTL signal to synchronize the MPU to an external system 
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FIGURE 1 - BLOCK DIAGRAM 



4 X fo 
^(4) 



2 X fo 
1(5) 



^>J 



a 



Memory Ready o- 



DMA/Refresh O- 



50 k > Reset (14) 
Output O— 



Power On Reset O- 



JZ)'° 



3D 



R Q 
S Q 



-^ 



o- 



Pin 16 - +5.0 Volts 
Pin 8 - Gnd 





i>^ 



(9) 
Memory Clock 



— f^>>-0 BUS02 



— O MPU 02 
(13) 



(11) 

O DMA/Refresh 

Grant 



FIGURE 2 - TYPIC AL HYST ERESIS CHARACTERISTIC 
OF RESET FUNCTION 





1 1 

VCC - 5.0 V 
















4.0 


T 


\ = 26 


'C 




































3.0 














































2.0 






1 








































1.0 














































n 























1.0 



2.0 



3.0 



4.0 



V|, INPUT VOLTAGE (VOLTS), POWER-ON RESET PIN 



FIGURE 3 - TIMING DIAGRAM FOR 

MPU 01 AND 02 



^TLHMI 
MPU 01 



[-• 'UPM 

[— -tPWMI-^ — "^THLMI 



Vqc - 0.6 V 

1.0 V 



^Vcc-0-6V -jc 

MPU02^r1OV -t 

\ osvj 

tTLHM2 ^ - 



V 



-tPWM2 



•THLM2 



Vqv = 10 V = Clock Overlap 

measurement point 
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FIGURE 4 - TIMING DIAGRAM FOR NON-S TRETCHED OPERATION 

(Memory Ready and DMA/Refresh Request held high continuously) 

Ext. In Input Voltage: V to 3.0 V, f = 8.0 MHz, Duty Cycle = 50%, tjLHEX = *THLEX ° 5.0 ns 
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FIGURE 5 - TIMING DIAGRAM FOR MEMORY READY STRETCH OPERATION 
(Minimum Stretch Shown) 
Input Voltage: 3.0 to V, tTHLMR = *TLHMR = 5.0 ns 
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FIGURE 6 -TIMING DIAGRAM FOR DMA/REFRESH REQUEST STRETCH OPERATION 

(Minimum Stretch Shown) 

Input Voltage: 3.0 to V, tfHLDR = tjLHDR '^ 5-0 "* 




E 




1.5 1 Vcc 



Memory 
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FIGURE 7 - POWER ON RESET 
Input Voltage: to 5.0 V,f = 100 kHz - Pulse Width = 1 jO Ms,txLH = tTHL = 25 ns 
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FIGURE 8 - LOAD CIRCUITS 



For MPU 01 and MPU '/>2 



To Scope 
Input 



RLL = 18 k 



To Scope 

Input 

I 



-^ 



RLH 
20 k 



, All diodes are 1N916 



300 pF 



BLH 
240 



MPU 01 Cl = 35 pF, R[3 = 20 n 
MPU 02 Cl = 70 pF, Rq = 15 JJ 



For 4 X fo, 2 X fo. Memory Clock and DMA/Refresh Grant 



I +5.0 V 
RLL 



All diodes are 1N916 



3- or equivalent 



For Reset Output 



I 



To Scope 
Input 



To Scope 

Input 




All diodes are 1N916 
or equivalent 



'Load capacitance includes fixture and probe capacitanc 



NOTE: 

Operation of the MC6875AL over the full military tem- 
perature range (to maximum Ta) will result in excessive 
operating junction temperature. 

The use of a clip on 16 pin heat sink similar to AAVID 
Engineering, Inc., Model 5007 (R^CA = ^8°C/\N) is 
recommended above Ta ~ 95°C. 



)+5.0 V 

• RLL = 1.2 k 



-+#- 



~ >RLH = 24k" 



AM diodes are 1N916 
J L or equivalent 



Contact AAVID Engineering, Inc. 
30 Cook Court 

Laconia, New Hampshire 03246 
Tel. (603) 524-4443 
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APPLICATIONS INFORMATION 



FIGURE 9 - TYPICAL RC FREQUENCY versus VOLTAGE 
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FIGURE 10 - TYPICAL RC FREQUENCY 
versus TEMPERATURE 
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FIGURE 11 - TYPICAL FREQUENCY versus 
RESISTANCE FOR C VARIABLE 
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GENERAL 

The MC6875 Clock Generator/Driver should be located 
on the same board and within two inches of the MC6800 
MPU. Series damping resistors of 10-30 ohms may be 
utilized between the MC6875 and the MC6800 on the 01 
and 02 clocks to suppress overshoot and reflections. 

The Vcc pin (pin 16) of the MC6875 should be 
bypassed to the ground pin (pin 8) at the package with a 
0.1 /iF capacitor. Because of the high peak currents 
associated with driving highly capacitive loads, an ade- 
quately large ground strip to pin 8 should be used on the 
MC6875. Grounds should be carefully routed to minimize 
coupling of noise to the sensitive oscillator inputs. Unnec- 
essary grounds or ground planes should be avoided near 
pin 2 or the frequency determining components. These 
components should be located as near as possible to the 
respective pins of the MC6875. Stray capacitance near 
pin 2 or the crystal, can affect the frequency. The can of 
the crystal should not be grounded. The ground side 
of the crystal or the C of the R-C oscillator should be con- 
nected as directly as possible to pin 8. 

Unused inputs should be connected to Vqc or ground. 
Memory Ready, DMA/Refresh Request and Power-On 
Reset should be connected to Vqc when not used. 
The External Input should be connected to ground 
when not used. 

OSCILLATOR 

A tank circuit tuned to the desired crystal frequency 
connected between terminals Xi and X2 as shown in 
Figure 12, is recommended to prevent the oscillator from 
starting at other than the desired frequency. The Ikfi 
resistor reduces the Q sufficiently to maintain stable 
crystal control. Crystal manufacturers may recommend a 
capacitance (C|_) to be used in series with the crystal for 
optimum performance at series resonance. 

See Figures 9 and 10 for typical oscillator temperature 
and Vcc supply dependence for R-C operation. 

FIGURE 12 - OSCILLATOR-CRYSTAL OPERATION 



2 3 4 56789 10 

4 Xfo, FREQUENCY (MHz) 
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.)[ 


= Cl 

(3) 






L A 










E 


3 XTAL ~—'^ X f = Crystal frequency 




I 




'2,ryLTCT 




2.5 mH < L-p < 22 mH 
• Required by some 75 pF < Cy < 200 pF 
Crystal manufacturers p ^ ^j^j^ 
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TABLE 1 - OSCILLATOR COMPONENTS 



TANK CIRCUIT 
PARAMETERS 


APPROXIMATE 
CRYSTAL PARAMETERS 


GTS KNIGHTS 

400REIMANNAVE. 

SANDWICH, IL 

60548 
(815)786-8411 


McCOY ELECT. CO. 

WATTS 8i CHESTNUTS STS. 

MT. HOLLY SPRING. PA 

17065 

(717)486-3411 


TYCO CRYSTAL PRODUCTS 

3940W. MONTECITO 

PHOENIX, AZ 

85019 
(602) 272-7945 


lt 


ct 

pF 


Rs 

Ohms 


Co 
pF 


mpF 


fo 
MHz 


10 
4.7 


150 
82 


15-75 
8-45 


3-6 
4-7 


12 
23 


4.0 
8.0 


MP-04A 
• 390 pF 

MP-080 
•47pF 


113-31 
113-32 


150-3260 
150-3270 



RC OPERATION 





(1) 




< R 






t 


(2) 


X2 






-T- ^ 


(3) 


MC6875 
Ext In 







EXTERNAL INPUT 

(1) 



External Pulse 
Generator 



'sn k 51 



To precisely time a crystal to desired frequency, a 
variable trimmer capacitor in the range of 7 to 40 pF 
would typically be used. Note it is not a recommended 
practice to tune the crystal with a parallel load capaci- 
tance. 

The table above shows typical values for Cj and Lj, 
typical crystal characteristics, and manufacturers' part 
numbers for 4.0 and 8.0 megahertz operation. 

The MC6875 will function as an R-C oscillator when 
connected as shown in Figure 13. The desired output 
frequency (M01) is approximately: 

Formula 

4 X fo : 



Inductors may be obtained from: Coilcraft, Cary, IL 60013 (312) 639-2361 

a solid Vql output level until Vcc has reached 3.5 to 
4.0 V. During this time transients may appear on the 
clock outputs as the oscillator begins to start. This 
happens at approximately Vcc = 3 V. At some Vcc '^vel 
above that, where Reset Output goes low, all the clock 
outputs will begin functioning normally. This phenom- 
enon of the start-up sequence should not cause any 
problems except possibly in systems with battery back-up 
memory. The transients on the clock lines during the 
time the Reset Output is high impedance could initiate 
the system in some unknown moide and possibly write 
into the backup memory system. Therefore in battery 
backup systems, more elaborate reset circuitry will 
be required. 

Please note that the Power-On Reset input pin of the 
l\/IC6875 is not suitable for use with a manual MPU reset 
switch if the DMA/Ref Req or Memory Ready inputs are 
going to be used. The power on reset circuitry is used to 
initialize the internal control logic and whenever the 
input is switched low, the I\/1C6875 is irresponsive to 
the DMA/Ref Req or Memory Ready inputs. This may 
result in the loss of dynamic memory and/or possibly 
a byte of slow static memory. The circuit of Figure 14 
is recommended for applications which do not utilize the 
DMA/Ref Req or Memory Ready inputs. The circuit of 
Figure 15 is recommended for those applications that do. 
FIG URE 14 - MANUAL RESET FOR APPLICATIONS NOT USING 
DMA/REFRESH REQUEST OR MEMORY READY INPUTS 



320 



C in picofarads 

R in K ohms 

4 X fo in Megahertz 



C (R+.27) + 23 
(See Figure 11) 

It would be desirable to select a capacitor greater than 
15 pF to minimize the effects of stray capacitance. It is 
also desirable to keep the resistor in the 1 to 5 k fi 
range. There is a nominal 270 f2 resistor internally at 
Xi which is in series with the external R. By keeping 
the external R as large as possible, the effects due to 
process variations of the internal resistor on the frequency 
will be reduced. There will, however, still be some 
variation in frequency in a production lot both from 
the resistance variations, external and internal, and 
process variations of the input switching thresholds. 
Therefore, in a production system, it is recommended 
a potentiometer be placed in series with a fixed R 
between Xi and X2- 
POWER-ON RESET 

As the power to the MC6875 comes up, the Reset 
Output will be in a high impedance state and will not give 







FIGURE 15 - MANUAL RESET FOR SYSTEMS USING 

DYNAMIC RAM OR SLOW STATIC RAM IN CONJUNC TION 

WITH MEMORY READY OR DMA/REFRESH REQUEST INPUTS 




::0^ 



40 
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\ Manual Reset 
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QUAD THREE-STATE BUS TRANSCEIVER 

This quad three-state bus transceiver features both excellent MOS 
or MPU compatibility, due to its high impedance PNP transistor 
input, and high-speed operation made possible by the use of Schottky 
diode clamping. Both the -48 mA driver and -20 mA receiver out- 
puts are short-circuit protected and employ three-state enabling Inputs. 

The device is useful as a bus extender in systems employing the 
IVI6800 family or other comparable MPU devices. The maximum 
input current of 200 mA at any of the device input pins assures 
proper operation despite the limited drive capability of the MPU 
chip. The inputs are also protected with Schottky-barrier diode 
clarips to suppress excessive undershoot voltages. 

The MC8T26A is identical to the NE8T26A and it operates from 
a single +5 V supply. 

• High Impedance Inputs 

• Single Power Supply 

• High Speed Schottky Technology 

• Three- State Drivers and Receivers 

• Compatible with M6800 Family Microprocessor 



MC8T26A 
MC6880A 



QUAD THREE-STATE 
BUS TRANSCEIVER 

MONOLITHIC SCHOTTKY 
INTEGRATED CIRCUITS 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620-02 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648-05 
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PIN CONNECTIONS - MCBT26A 
MC6880A 




Bus 1 \2_ 

Driver 

Input 4 
1 

leceiver | 

Output [_5^ 

Bus2 [e"- 

Driver I — 
Input \J_ 
2 

Gnd [T 




1 Driver 

151 Enable 

rC>-ii]s:tr' 

<>"-: — I " 




71 .Receive 

r-.{>—nJ Output 

^ '— 1 

to] Bus 3 

—.Driver 
9 I Input 




13] Bus 
]2\ Input 



ORDERING INFORMATION 1 


Device 


Alternate 


Temperature 
Range 


Package 


MC6880AL 


MC8T26AL 


to +7S°C 


Ceramic DIP 


MC6880AP 


MC8T26AP 


to +75''C 


Plastic DIP 
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MAXIMUM RATINGS (Ta = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


8.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Junction Temperature 
Ceramic Package 
Plastic Package 


Tj 


175 
150 


°C 


Operating Ambient Temperature Range 


Ta 


to +75 


°C 


Storage Temperature Range 


Tstg 


-65to + 150 


"C 



ELECTRICAL CHARACTERISTICS (4.75 V < Vqc < 5.25 V and 0° 


C < Ta < 75°C unless otherwise noted.) 






Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input Current - Low Logic State 

(Receiver Enable Input, V||_jre) = 0.4 V) 
(Driver Enable Input, V|[_(de) = 0.4 V) 
(Driver Input, V|l(D) = 0.4 V) 
(Bus (Receiver) Input, V|i_(g) = 0.4 V) 


l|L(RE) 
l|L(DE) 
l|L(D) 
'IL(B) 


- 


- 


-200 
-200 
-200 
-200 


mA 


Input Disabled Current — Low Logic State 
(Driver Input, V||_(q) = 0.4 V) 


'lL(D) DIS 


^ 


_ 


-25 


mA 


Input Current-High Logic State 

(Receiver Enable Input, V|h(RE) = 5.25 V) 
(Driver Enable Input, V|h(dE) = 5.25 V) 
(Driver Input, V|h(D) = 5.25 V) 
(Receiver Input, V|h(b) = 5.25 V) 


l|H(RE) 
hH(DE) 
'lH(D) 
l|H(B) 


- 


- 


25 

25 

25 

100 


\xr\ 


Input Voltage - Low Logic State 
(Receiver Enable Input) 
(Driver Enable Input 
(Driver Input) 
(Receiver Input) 


V|L(RE) 
V|L(DE) 
V|L(D) 
V|L(B) 


- 


- 


0.85 
0.85 
0.85 
0.85 


V 


Input Voltage - High Logic State 
(Receiver Enable Input) 
(Driver Enable Input) 
(Driver input) 
(Receiver Input) 


V|H(RE) 
V|H(DE) 
V|H(D) 
V|H(B) 


2.0 
2.0 
2.0 
2.0 


- 


- 


V 


Output Voltage - Low Logic State 

(Bus Driver) Output, loL(B) = "^S mA) 
(Receiver Output, loL(R) " 20 mA) 


VoL(B) 
VOL(R) 


- 


- 


0.5 
0.5 


V 


Output Voltage - High Logic State 

(Bus (Driver) Output, loH(B) = "10 mA) 

(Receiver Output, loH(R) "= ^2.0 mA) 

(Receiver Output, loH(R) = -100 fiA, Vqq = 5.0 V) 


VOH(B) 
VOH(R) 


2.4 
2.4 

3.5 


3.1 
3.1 


- 


V 


Output Disabled Leakage Current - High Logic State 
(Bus Driver) Output, VoH(B) = 2.4 V) 
(Receiver Output, VoH(R) = 2.4 V) 


'OHL(B) 
'OHL(R) 


- 


- 


100 
100 


ma 


Output Disabled Leakage Current - Low Logic State 
(Bus Output, VoL(B) = 0.5 V) 
(Receiver Output, VoL(R) = 0.5 V) 


lOLL(B) 
lOLL(R) 


- 




-100 
-100 


ma 


Input Clamp Voltage 

(Driver Enable Input l|D(DE) "^ ~''2 mA) 
(Receiver Enable Input l|C(RE) " +''2 mA) 
(Driver Input l|C(D) ^ ~12 mA) 


V|C(DE) 
V|C(RE) 
V|C(D) 


- 




-1.0 
-1.0 
-1.0 


V 


Output Short-Circuit Current, V^c = 5.25 V ' 1' 
(Bus (Driver) Output) 
(Receiver Output) 


lOS(B) 
lOS(R) 


-50 
-30 




-150 
-75 


mA 


Power Supply Current 
(Vcc= 5.25 V) 


Ice 


- 




87 


mA 



B 



(1) Only one output may be short-circuited at a time. 
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SWITCHING CHARACTERISTICS (Unless otherwise noted, specifications apply at T^ = 25°C and Vqc = 5.0 V) 



a 



Characteristic 


Symbol 


Figure 


Min 


Max 


Unit 


Propagation Delay Time from Receiver (Bus) Input to 
High Logic State Receiver Output 


tPLH(R) 


1 


- 


14 


ns 


Propagation Delay Time from Receiver (Bus) Input to 
Low Logic State Receiver Output 


tPHL(R) 


1 


- 


14 


ns 


Propagation Delay Time from Driver Input to 
High Logic State Driver (Bus) Output 


tPLH(D) 


2 


- 


14 


ns 


Propagation Delay Time from Driver Input to 
Low Logic State Driver (Bus) Output 


tPHL(D) 


2 


~ 


14 


ns 


Propagation Delay Time from Receiver Enable Input to 
High Impedance (Open) Logic State Receiver Output 


tPLZ(RE) 


3 


- 


15 


ns 




tP2L(RE) 


3 


~ 


20 


ns 


Propagation Delay Time from Receiver Enable Input to 
Low Logic Level Receiver Output 


Propagation Delay Time from Driver Enable Input to 
High Impedance Logic State Driver (Bus) Output 


tPLZ(DE) 


4 




20 


ns 


Propagation Delay Time from Driver Enable Input to 
Low Logic State Driver (Bus) Output 


tPZL(DE) 


4 




25 


ns 



FIGURE 1 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY FROM 
BUS (RECEIVER) INPUT TO RECEIVER OUTPUT, tpLH(R) ANDtpHL(R) 



tjLH < 5.0 ns 
2.6 V 



'PHL(R)- 



90% 
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\ 1-5 \ 
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FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER INPUT TO BUS (DRIVER) OUTPUT, tp|.H(D) ^**° *PHL(D) 
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FIGURE 3 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER ENABLE INPUT TO RECEIVER OUTPUT, tpLz(RE) AND tpzL(RE) 



t-pLH ^ 5-0 ns - 
2.6 V 




*PLZ(RE) 
s=3.5 V 
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FIGURE 4 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIMES FROM 
DRIVER ENABLE INPUT TO DRIVER (BUS) OUTPUT, tpLZ(DE) AND tpzL(DE) 
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FIGURE 5 - BIDIRECTIONAL BUS APPLICATIONS 
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MC3482A/MC6882A 
MC3482B/MC6882B 



OCTAL THREE-STATE BUFFER/LATCH 

This series of devices combines four features usually found 
desirable in bus-oriented systems: 1) High impedance logic inputs 
insure that these devices do not seriously load the 
bus; 2) Three-state logic configuration allows buffers not being 
utilized to be effectively removed from the bus; 3) Schottky 
technology allows for high-speed operation; 4) 48 mA drive 
capability. 

• Inverting and Non-Inverting Options of Data 

• SN74S373 Function PInouts 

• Eight Transparent Latches/Buffers in a Single Package 

• Full Parallel-Access for Loading and Reloading 

• Buffered Control Inputs 

• All Inputs Have Hysteresis to Improve Noise Rejection 

• High Speed - 8.0 ns (Typ) 

• Three-State Logic Configuration 

• Single -i-5 V Power Supply Requirement 

• Compatible with 74S Logic or M6800 Microprocessor Systems 

• High Impedance PNP Inputs Assure Minimal Loading of the Bus 



OCTAL THREE-STATE 
BUFFER/LATCH 
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ORDERING INFORMATION 

(Temperature Range for the following 
devices = to -^75°C.) 



Device 


Alternate 


Package 


MC3482AL 


MC6882AL 


Ceramic DIP 


MC3482BL 


MC6882BL 


Ceramic DIP 
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MAXIMUM RATINGS (Ta = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


8.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Operating Ambient Temperature Range 


Ta 


to +75 


"C 


Storage Temperature Range 


Tstg 


-65 to +150 


°C 


Operating Junction Temperature 
Ceramic Package 


Tj 


175 


°C 



E LECTRICAL CHARACTERISTICS (Unless otherwise noted, 0°C <Ta <75°C and 4.75 V < Vqc <5.25 V) 



i 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input Voltage - High Logic State 
(Vcc = 4.75 V, Ta = 25°C) 


V|H 


2.0 


- 


- 


V 


Input Voltage — Low Logic State 
(Vcc = 4.75 V, Ta = 25°C) 


V|L 


- 


- 


0.8 


V 


Input Current — High Logic State 
(Vcc = 5.25 V,V|H = 2.4 V) 


l|H 


- 


- 


40 


mA 


Input Current — Low Logic State 
(Vcc = 5.25 V, V|L = 0.5 V, V|L(5i) = 0.5 V) 


l|L 


- 


- 


-250 


mA 


Output Voltage - High Logic State 
(Vcc = 4.75 V, Iqh = -20 mA) 


VOH 


2.4 


- 


- 


V 


Output Voltage - Low Logic State 
(IOL = 48mA) 


Vol 


- 


-, 


0.5 


V 


Output Current — High Impedance State 
(Vcc = 5.25 V, Vqh = 2.4 V) 
(Vcc = 5.25V, VoL = 0.5 VI 


lOZ 


- 


- 


100 
-100 


mA 


Output Short-Circuit Current 
(Vcc = 5.25 V, Vq = 0) (only one output can be shorted at a time) 


'OS 


-30 


-80 


-130 


mA 


Power Supply Current MC3482A/MC6882A 
(Vcc = 5.25 V) MC3482B/MC6882B 


Ice 


-■ 




130 
. 150 


mA 


Input Clamp Voltage 
(Vcc = 4.75 V, l|K=-12mA) 


V|K 


- 


- 


-1.2 


V 
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MC6882A, MC6882B, MC3482A, MC3482B 



SWITCHING CHARACTERISTICS (V^c = 5.0 v, o°C < T^ < +75° 


C, unless otherwise 


loted, typical (a T^ 


= 25°C.) 










\/IC3482Ay 






VIC3482B/ 






Characteristics 


Symbol 




IVIC6882A 






MC6882B 




Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Propagation Delay Times 
















ns 


Data to Output 


















Low to High 


tPLH(D) 
















Cl = 50pF 




4.0 


9.0 


16 


4.0 


9.0 


16 




Cl = 250 pF 




-- 


12 


20 


- 


12 


20 




CL = 375pF 




- 


14 


22 


- 


14 


22 




Cl = 500 pF 




10 


16 


24 


10 


16 


24 




High to Low 


tPHL(D) 
















Cl = 50 pF 




4.0 


8.0 


16 


4.0 


8.0 


16 




Cl = 250pF 




- 


15 


22 


- 


15 


22 




CL = 375pF 




- 


18 


25 


- 


17 


24 




Cl=500pF 




16 


21 


28 


14 


18 


27 




Propagation Delay Times 
















ns 


Latch Disable (Low to High) 


















to Output 


















Low to High 


tPLH(L) 
















Cl = 50pF 




- 


22 


30 


- 


18 


30 




High to Low 


tPHL(L) 
















Cl=50pF 




- 


23 


30 


- 


14 


25 




Propagation Delay Times 
















ns 


(Cl = 20pF) 


















High Output Level to High Impedance 


tPHZ(Ol) 


- 


8.0 


15 


- 


6.0 


13 




Low Output to High Impedance 


tPLZ(OE) 


- 


20 


27 


- 


15 


23 




High Impedance to High Output 


tPZH(OE) 


- 


9.0 


16 


- 


11 


18 




High Impedance to Low Output 


tPZL(Ol) 


- 


13 


20 


- 


9.0 


16 





g 



AC SETUP CHARACTERISTICS (V^c = 5.0 V, 0°C < T^ < +75°C, unless otherwise noted, typical @ T^ = 25°C.) 




Characteristic 


Symbol 


MC3482A/ 
MC6882A 


MC3482B/ 
MC6882B 


Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Setup Time 
(Data to Negative Going Latch Enable) 


tsu(D) 


10 





- 


7.0 





- 


ns 


Hold Time 
(Data to Negative Going Latch Enable) - 


th(D) 


10 


- 


- 


8.0 


- 


- 


ns 


Minimum Latch Enable Pulse Width 
(High or Low) 


tW(L) 


- 


15 


- 


- 


15 


~ 


ns 
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MC6882A, MC6882B, MC3482A, MC3482B 



PIN CONNECTIONS AND TRUTH TABLES 



a 



.ut4[7. 
Gnd Wo 



MC3482A/MC6882A 

V.y 



In 1 rr — -J I — •—I L — Ta] In 8 

Out 2 ["b^ — -^ ' <> — ' ^ — Tel Out : 

Out3 [7— 2^K— L^Ti] Out( 

ln3[T -I I— -(^ L ■771 In6 

In 4 8 1 I • 1 ( 13 In 5 

-^ ' 41 1 '^ 12I Out! 



Output 
Enable 


Latch 


Input 


Output 





1 





1 





1 


1 











X 


Qq 


, 1 


X 


X 


z 



Output 
Enable' 



—I I — m I I— — Tsl In 1 



E- 



ID 

ut 2 [T] -I I I f I L- Til Ou 



,n2[T 

E 
)ut3[7- 

In 3 rr 

,n4[[ 
3nd[lO 



MC3482B/MC6882B 

v^y 



• I i) < ' 14 In6 

ut 4r9l —I I— «l 1 I— TT] Ou 



Output 
Enable 


Latch 


Input 


Output 





1 











1 


1 


1 








X 


Qq 


1 


X 


X 


z 
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MC6882A, MC6882B, MC3482A, MC3482B 



FIGURE 2 - WAVEFORMS FOR PROPAGATION DELAY 
FIGURE 1 - TEST CIRCUIT FOR SWITCHING CHARACTERISTICS TIMES DATA TO OUTPUT 



To Scope (Input) 



To Scope 
Output 



Pulse 
Generato 



o- 



Cl Includes Probe and 
Jig Capacitance 



Input 

tpHL(D)-*- 



Closed for 

tPLZ(ol), 1;PZL(OE) only 
^ +5 V 

ar •^/v O 

1 k Output 

MC3482A/MC6882A 

:C|_ 1N3064 

or Equivalent tpL.H(D)-» 

Output 

MC3482B/MC6882B 



-Vlh{d) 
VOH 



\ ^lubeu lur 

T ':PHZ(OE),1:pzH(OE) onh 



FIGURE 3 - WAVE FORMS FOR AC SETUP AND 
LATCH DISABLE TO OUTPUT DELAY 



Input Pulse Conditions 
'THL 'TLH *= 5 ns 
f 1 ,0 MHz 




Latch 1.5 V 



L_tw(L)— -U — tW(L)— h4 

i \ f 




FIGURE 4 - WAVEFORMS FOR PROPAGATION DELAY 



TIMES - OUTPUT ENABLE TO OUTPUT 



Output Enable 1.5 



^ 1.5v/ V 

N ( i /(- V ^^ 



■'PLZ(OE)- 



Output =a 5.0 V 1.5 



A 



l^PZHlOE)- 



■ 1.5 V 1.5 V 
-1 S ' 



Vol /^vql 



tpHZ(OE)-^ 



Vol + 0.5 V 



/^-^^ VOH-0.5V 



3*6S9 



^ MOTOROLA 



Advance InLformation 



B 



SYNCHRONOUS ADDRESS MULTIPLEXER 

The SN74LS783/MC6883 brings together the MC6809E 
(MPU), the MC6847 (Color Video Display Generator) and dy- 
namic RAM to form a highly effective, compact and cost ef- 
fective computer and display system. 

• MC6809E, MC6800, MC6801 E, MC68000 and MC6847 (VDG) 

Compatible 

• Transparent MPU/VDG/Refresh 

• RAM size — 4K, 8K, 16K, 32K or 64K Bytes (Dynamic or 

Static) 

• Addressing Range — 96K Bytes 

• Single Crystal Provides All Timing 

• Register Programmable: 

VDG Addressing Modes 

VDG Offset (0 to 64K) 

RAM Size 

Page Switch 

MPU Rate (Crystal ^ 16 or ^ 8) 

MPU Rate (Address Dependent or Independent) 

• System "Device Selects" Decoded 'On Chip' 

• Timing is Optimized for Standard Dynamic RAMs 

• +5.0 V Only Operation 

• Easy Synchronization of Multiple SAM Systems 

• DMA Mode 



SYSTEM BLOCK DIAGRAM 

Device Selects 



^ 



SN74LS138 



ROMs 
and 



MC6809E 
MPU 



^ 



TTT 



TV Display Section 
is Optional 



SN74LS783 

MC6883 

SAM 



Z0-Z7 CAS 



Y\ 



> 



m 



14 MH 
Data 



'LJL r^-,. 



VDG 

^^ MC6847 



DYNAMIC 

RAM 

4K, 8K, 16K 

32K or 64K 

BYTES 



— I I ^^- 1 



Lf_' _ I'fj i MCI 372 I 



Data) 



I or RGB Ckt. | 



COLOR 
(OR B/W) 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 



SN74LS783 
MC6883 



SYNCHRONOUS 

ADDRESS 

MULTIPLEXER 



LOW POWER SCHOTTKY 



pwPW^ 


'Vlt N SUFFIX 


AO^WV 


PLASTIC PACKAGE 


1-' 
1 


CASE 711 


4^ff 


J SUFFIX 


1 


CERAMIC PACKAGE 




CASE 734 



PIN ASSIGNMENT 


1 d 


All 


vcc 


m 40 


2 LZ 


A10 


A12 


Z3 39 


31= 


A9 


A13 


tn 38 


4 CZ 


A8 


A14 


ZJ 37 


5 nz 

6 CZ 


Oscin 
OscQut 


A15 
Z7 


Zn 36 


±1 35 (RAS1) 


7 m 


VCIk 


Z6 


n 34 


8 C= 


DAO 


Z5 


:Z1 33 


9[Z 


HS 


Z4 


Z2 32 


10 d 


WE 


Z3 


=1 31 


11 in 


CAS 


Z2 


:3 30 


12 nz 


RASO 


Z1 


ZZ\ 29 


13 CZ 


Q 


ZO 


in 28 


14 CZ 


E 


SO 


n 27 


15 CZ 


R/W 


SI 


Z] 26 


16 nz 


AO 


S2 


=1 25 


17 nz 


A1 


A7 


ZJ 24 


18 cj 


A2 


A6 


Z3 23 


19 CZ 


A3 


A5 


ZZi 22 


20 [d 


Gnd 


A4 


ZD 21 
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SN74LS783, MC6883 



MAXIMUM RATINGS (Ta = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


-0.5 to +7.0 


Vdc 


Input Voltage (Except Osc|n) 


V| 


-0.5 to 10 


Vdc 


Input Current (Except Osc|n) 


ll 


-30 to +5.0 


mA 


Output Voltage 


vo 


-0.5 to +7.0 


Vdc 


Operating Ambient Temperature Range 


Ta 


to +70 


°C 


Storage Temperature Range 


Tstg 


-65 to +150 


°C 


Input Voltage Osc|n 


ViOscin 


-0.5 to Vcc 


Vdc 


Input Current Osc|n 


llOscin 


-0.5 to +5.0 


mA 



GUARANTEED OPERATING RANGES 



Parameter 


Symbol 


Min 


Typ 


Max 


Unit 


Supply Voltage 


Vcc 


4.75 


5.0 


5.25 


V 


Operating Ambient Temperature Range 


Ta 





25 


75 


°C 


Output Current High 
RASO, RASI.CAS, WE 
All Other Outputs 


lOH 






-1.0 


mA 


— 


— 


-0.2 


Output Current Low 
RASO, RASI.CAS, WE 
VCIk 
All Other Outputs 


lOL 


_ 




8.0 


mA 


— 


— 


0.8 


— 


— 


4.0 



i 



DC CHARACTERISTICS (Unless otherwise noted specifications apply over recommended power supply and 
temperature ranges.) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Units 


Input Voltage — High Logic State 


V|H 


2.0 


— 


— 


V 


Input Voltage — Low Logic State 


V|L 


— 


— 


0.8 


V 


Input Clamp Voltage 
(Vcc = Min, Ijn = - 18 mA) All Inputs Except Osc|n 


V|K 


— 


— 


-1.5 


V 


Input Current — High Logic State at Max Input Voltage 
(Vcc = Max, Vin = 5.25 V) VCIk Input 
(Vcc = Max, Vin = 5.25 V) DAO Input 
(Vcc = Max, Vjn = 5.25 V Osc|n = Gnd) Oscout '"Put 
(Vcc = Max, Vjn = 7.0 V) All Other Inputs Except Osc|n 


l| 


— 


- 


200 
100 
250 
100 


^x.A 


Input Current High Logic State All Inputs Except VCIk, 
(Vcc = Max, Vin = 2.7 V) DAO Osc|n, OsCQut 


l|H 








20 


jxA 


Input Current — Low Logic State 
(Vcc = Max, Vin = 0-4 V) DAO Input 
(Vcc = Max, Vin = O^ V) VCIk Input 
(Vcc = Max, Vin = 0.4 V, Oscjn = Gnd) Oscout Input 
(Vcc = Max, Vin = 0-4 V) All Other Inputs Except Oscjn 


l|L 


- 


-30 


-1.2 
-60 
-8 
-.4 


mA 


Output Voltage — High Logic State 

(Vcc = Min, Iqh =-10 mA) RASO, RAS1,CAS, WE 

(Vcc = Min, Iqh = -0.2 mA) E, Q 

(Vcc = Min, Iqh = -0-2 mA) All Other Outputs 


VOH(C) 

VOH(E) 

VOH 


3.0 

Vcc - 0.75 

2.7 


- 


- 


V 


Output Voltage — Low Logic State 
(Vcc = Min, loL = 8.0 mA) RASO, RAS1, CAS, WE 
(Vcc = Min, Iql = 4.0 mA) E, Q Outputs 
(Vcc = Min, Iql = 0.8 mA) VCIk Output 
(Vcc = Min, Iql = 4.0 mA) All Other Outputs 


VOL(C) 
VOL(E) 
VOL(V) 

Vol 


- 


- 


0.5 
0.5 
0.6 
0.5 


V 


Power Supply Current 


Ice 


— 


180 


230 


mA 


Output Short-Circuit Current 


lOS 


30 


— 


225 


mA 
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SN74LS783, MC6883 



AC CHARACTERISTICS (4.75 VgVccg5.25 V and 0^Tp,^7Q'-C, unless otherwise noted). 



a 



Characteristic 


Symbol 


IVIin 


Typ 


IVIax 


Units 


Propagation Delay Times 
(See Circuit in Figure 9) Oscillator-ln >^ to Oscillator-Outjr 
Oscillator-ln -jT to Oscillator-Ouf<- 

(Cl = 195 pF) AO thru A15 to ZO, Z1, Z2 thru Z7 
(Cl = 30 pF) Ab thru A15, R/W to SO, SI, S3 

(Cl = 95 pF) Oscillator-Out >_to RASO _)<" 
(Cl = 95 pF) Oscillator-Out "^to RASO "»C 

(Cl = 95 pF) Oscillator-Out >_to RAS1 _¥" 
(Cl = 95 pF) Oscillator-Out """^to RAS1 ^ 
(Cl = 195 pF) Oscillator-Out ■>_ to CAS ^ 
(Cl = 195 pF) Oscillator-Out >^to CAS >^ 
(Cl = 195 pF) Oscillator-Out >_ to WE _,r 
(Cl = 195 pF) Oscillator-Out ^Cto WE "V 

(Cl = 100 pF) Oscillator-Out >_to E _ir 
(Cl = 100 pF) Oscillator-Out >_to E ^ 

(Cl = 100 pF) Oscillator-Out ~>i_ to 0-^ 
(Cl = 100 pF) Oscillator-Out^ to "<_ 

(Cl = 30 pF) Oscillator-0ut_^ to VCIk jT 
(Cl = 30 pF) Oscillator-Out _^ to VCIk>^ 

(Cl = 195 pF) Oscillator-Out ">•_ to Row Address 
(Cl = 195 pF) Oscillator-Out "*^ to Column Address 
(Cl = 15 pF) Oscillator-Out ^>»^to DAO _)r Earliestd) 
(Cl = 15 pF) Oscillator-Out ">L to DAO -fT Latest d ) 

(Cl=95 pFon RAS, Cl = 195 pFon CAS) CAS^to RAS-jT 


td(OL-OH) 
td(OH-OL) 


- 


3.0 
20 


- 


ns 


td(A-Z) 
td(A-S) 


— 


28 
18 


— 


td(OL-ROH) 
td(OL-ROL) 





20 
18 





td(OL-RIH) 
td(OL-RIL) 


— 


22 
20 


— 


td (OL-CH) 
td(OL-CL) 


— 


20 
20 


— 


td(OL-WH) 
td(OL-WL) 


I 


22 
40 


— 


td(OL-EH) 
td(OL-EL) 


— 


55 
25 


I 


td(OL-QH) 
td(OL-QL) 


— 


55 
25 


— 


td(OH-VH) 
td(OH-VL) 


I 


50 
65 


I 


td(OL-AR) 
td(OL-AC) 


— 


36 
33 


— 


td(OL-DH) 
td(OL-DH) 





-15 

+ ^5 


— 


td(CL-RH) 


— 


208 


— 


Setup Time for AO thru AI 5, R/W Rate = ^16 

Rate = ^ 8 


tsu(A) 


— 


28 
28 


— 


ns 


Hold Time for AO thru AI 5, R/W Rate = ^16 

Rate = ^ 8 


th(A) 


— 


30 
30 


— 


ns 


Width of HS Low 2 


twL(HS) 


2.0 


5.0 


6.0 


JJ1.S 



Notes: 1. When using the SAM with an MC6847, the rising edge of DAO is confined within the range shown in the timing diagrams (unless the 
synchronizing process is incomplete.) The synchronization process requires a maximum of 32 cycles of OscQut for completion. 
2. tWL(HS) wider than 6.0 ixs may yield more than 8 sequential refresh addresses. 



FIGURE 1 — PROPAGATION DELAY TIMES 
VERSUS LOAD CAPACITANCE 



40 
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td(OLRIL) 




















J 1 


-— c 


— 










5 20 


.jU 


JIM! 




^^ 


^ 


^^ 




^ 


^'d (OL-CL) 








1 10 
< 


^ 




^td (OLROL) 


































< 

i 
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PIN DESCRIPTION TABLE 







Name 


No. 


Function 




0) 

o 

Q. 


vcc 


40 


Apply + 5 volts ± 5%. SAM draws less than 230 mA. 




Gnd 


20 


Return Ground for +5 volts. 


A15 


36 


Most Significant Bit. 






A14 


37 








A13 


38 


MPU address bits A0-A15. These 16 signals come directly from the MPU and are used to 




O 


A12 


39 


directly address up to 64K memory locations or to indirectly address up to 96K memory 




^ 


All 


1 


locations. (See pages 17 and 18 for memory maps). Each input is approximately equivalent 




o 


A10 


2 


to one low power Schottky load. 




o 

■D 
C 
« 
in 


A9 
A8 
A7 


3 

4 

24 




<n 

c 


<n 

0) 

■D 
■D 
< 


A6 
A5 
A4 


23 
22 

21 




3 

a. 
c 


D 
0. 
S. 


A3 
A2 
A1 


19 
18 
17 








AO 


16 


Least Significant Bit. 


R/W 


15 




MPU READ or WRITE. This signal comes directly from the MPU and is used to enable writing 










to the SAM control register, dynamic RAM (via WE), and to enable device select #0. 


Oscin 


5 


Apply 14.31818* MHz crystal and 2.5-30 pF trimmer to ground. See pa.ge 12. 


DAO 


8 


Display Address DAO. The primary function of this pin is to input the least significant bit of a 










16-bit video display address. The more significant 15-bits are outputs from an internal 15-bit 










counter which is clocked by DAO. The secondary function of this pin is to indirectly input the 










logic level of the VDG "FS" (field synchronization pulse) for vertical video address updating. 




HS 


9 


Horizontal Synchronization. The primary function of this pin is to detect the falling edge of 




> o 
o 






VDG "HS" pulse in order to initiate eight dynamic RAM refresh cycles. The secondary function 
is to reset up to 4 least significant bits of the internal video address counter. 






VCIk 


7 


VDG Clock. The primary function of this pin is to output a 3.579545 MHz square wave** to the 
VDG "Cik" pin. The secondary function resets the SAM when this VCIk pin is pulled to logic 
"0" level, acting as an input. 


OscQut 


6 


Apply 1.5 kJl resistor to 14.31818* MHz crystal and 33 pF capacitor to ground. See page 12. 


S2 


25 


Most Significant Bit (Device Select Bits). The binary value of S2, SI, SO selects one of eight 




0) « 


SI 


26 


"chunks" of MPU address space (numbers through 7). Varying in length, these "chunks" 




03 t; 






provide efficient memory mapping for ROMs, RAMs, Input/Output devices, and MPU Vectors. 




Q<S 






(Requires 74LS 138-type demultiplexer). 






SO 


27 


Least Significant Bit. 


E 


14 


E (Enable Clock) "E" and "Q" are 90° out of phase and are both used as MPU clocks for the 




^1 






MC6809E. For the MC6800 and MC6801E,only "E" is used. "E" is also used for many MC6800 


(A 


^i 






peripheral chips. 


3 




Q 


13 


Q (Quadrature Clock). 


Z7t 


35 


Most Significant Bit 


a 




Z6t 


34 


First, the least significant address bits from the MPU or "VDG" are presented to Z0-Z5 (4K 


3 

o 




Z5t 


33 


X 1 RAMs) or Z0-Z6 (16K x 1 RAMs) or Z0-Z7 (64K x 1 RAMs). Next, the most significant 




Z4t 


32 


address bits from the MPU or "VDG" are presented to ZO -Z5 (4K x 1 RAMs) or ZO -Z6 




Z3t 


31 


(16K X 1 RAMs) or ZO -Z7 (64K x 1 RAMs). Note that for 4K x 1 and 16K x 1 RAMs, Z7 (Pin 




< 


Z2t 


30 


35) is not needed for address information. Therefore, Pin 35 is used for a second row 






zn 


29 


address select which is labeled (RAS1). 






zot 


28 


Least Significant Bit. 


RASIt 


35 


Row Address Strobe One. This pulse strobes the least significant 6,7 or 8 address bits into 




_ 






dynamic RAMs in Bank #1. 




S2 


RASOt 


12 


Row Address Strobe Zero. This pulse strobes the least significant 6,7 or 8 address bits into 




< c 
CC 






dynamic RAMs in Bank #0. 




o 


CASt 


11 


Column Address Strobe. This pulse strobes the most significant 6,7 or 8 address bits into 
dynamic RAMs. 






WEt 


10 


Write Enable. When low, this pulse enables the MPU to write into dynamic RAM. 



B 



*14.31818 MHz is 4 times 3.579545 MHz television color subcarrier. Other frequencies may be used. (See page 12.) 
**When VDG and SAM are not yet synchronized the "square wave" will stretch (see page 10.) 
t Due to fast transitions, ferrite beads in series with these outputs may be necessary to avoid high frequency (= 60 MHz) resonances. 
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FIGURE 2 — TIMING WAVEFORMS for MPU RATE = SLOW 




CO 

d> 



- ONE MACHINE CYCLE ■ 



""^' ^^ CHANGE FROM H TO L 

/^9^ CHANGE FROM L TO H 

^ ANY CHANGE PERMITTED 



•UT: 

BE VALID 
CHANGE FROM h 
CHANGE FROM L 

UNKNOWN 



K\iZk 









/ V f«— 'dIOL-AcI 



P VDG ADDRESS (COLUMN) 



Wl° 



■ J VOL{. 



- |-*— Id 



^t 



'dIOL-ROLI 
L "OLICI 



VALID MPU ADDRESS lCOLUMN~ 



■p-t, 



= «SS5£ 



'T'OHd 



^Timing points marked with "*" are defined elsewhere (epecifically, 8 cycles of "OscQut" *<^ t^^ '^f* °^ right.) 

Note 1 : The period of "VCIk" is four times that of "OsCQut" unless the synchronization process is incomplete. Also, 
VCIk may rise within td(QH-VH} nanoseconds of tO, t1, t2 . . . or tF. 
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FIGURE 3— TIMING WAVEFORMS for MPU RATE = FAST 
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•Timing points marked with "*" are defined elsewhere (specifically, 8 cycles of "OscQut" *o *^® '®^ O'' *^® right.) 
Notes 1: In the "fast MPU rate" mode, the time slot otherwise used for a VDG address is used for a second MPU address. 
2: The period of "VCIk" is four times that of "OscQut" unless the synchronization process is incomplete. 
Also, VCIk may rise within 'd(OH-VH) nanoseconds of tO, t1, t2, . . . or tF. 
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FIGURE 4 — SAM BLOCK DIAGRAM 
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SAM BLOCK DIAGRAM DESCRIPTION 

MPU Addresses (AO - A1 5): 

These 16 signals come directly from the MPU and are used to directly address up to 64K memory locations 
(K=1024) or to indirectly address up to 96K memory locations, by using a paging bit "P" (see pages 17 and 
18 for memory maps.) Each input is approximately equivalent to one low power Schottky load. 

VDG Address Counter (BO - B15): 

These 16 signals are derived from one input (DAO) which is the least significant bit of the VDG address. Most 
of the counter is simply binary. However, to duplicate the various addressing modes of the MC6847 VDG, 
ADDRESS MODIFIER logic is used. Selected by three VDG mode bits (V2, VI, and VO) from the SAM CONTROL 
REGISTER, eight address modifications are obtained as shown in Figure 5. 

Also, notice that bits B9-B15 may be loaded from bits F0-F6 from the CONTROL REGISTER. This allows the 
starting address of the VDG display to be offset (in VzK increments) from $0000 to $FFFFt . B9-B15 are loaded 
when a VERTICAL PRE-LOAD(VP) pulse is generated. VP goes active (high) when HS from the VDG rises if DAO 
is high (or a high impedance.) This condition should occu r on ly while the TV electron beam is in vertical 
blanking and is simply implemented by connecting FS and MS together on the MC6847. The VP pulse also 
clears bits B1 - B8. 

Finally, a HORIZONTAL RESET (HR) pulse may also affect the counter by clearing bits B1 - B3 or B1 - B4 
when HS from the VDG is LOW (see Figure 5.) The HR pulse should occur only while the TV electron beam is 
in horizontal blanking. 

In summary, DAO clocks the VDG ADDRESS COUNTER; HR initializes the horizontal portion and VP initializes 
the vertical portion of the VDG ADDRESS COUNTER. 

REFresh Address Counter (CO - C6): 

A seven bit binary counter with outputs labeled CO - C6 supplies bursts of eight* sequential addresses 
triggered by a HS high to low transition. Thus, while the TV electron beam is in horizontal blanking, eight 
sequential addresses are accessed. Likewise, the next eight addresses are accessed during the next horizontal 
blanking period, etc. In this manner, all 128 addresses are refreshed in less than 1.1 milliseconds. 

Address Multiplexer: 

Occupying a large portion of the block diagram in Figure 4, is the address multiplexer which outputs bits 
Z0-Z7 (as addresses to dynamic RAM's.) Inputs to the address multiplexer include the VDG address (BO - B15) 
the REFresh address (CO- C6) and the MPU address (AO- A15) or (AO- A14 plus one paging bit "P".)The paging 
bit "P" is one bit in the SAM CONTROL REGISTER that is used in place of A15 when memory map TYpe #0 is 
selected (via the SAM CONTROL REGISTER "TY" bit.) 

Figure 6 shows which i nputs are routed to ZO - Z7 and when the routing occurs relative to one SAM machine 
cycle. Notice that Z7 and RAS1 share the same pin. Z7 is selected if "Ml" in the SAM CONTROL REGISTER IS 
HIGH (Memory size = 64K.) 

Address Decode: 

At the top left of Figure 4, is the Address Decode block. Outputs S2, SI, and SO form a three bit encoded 
binary word(S). Thus S may be one of eight values (0 through 7) with each value representing a different range 
of MPU addresses. (To enable peripheral ROM's or I/O, decode the S2, SI, and SO bits into eight seperate 
signals by using a 74LS138, 74LS155 or 74LS156. Notice that S2, SI, and SO are not gated with any timing 
signals such as E or Q.) 

Along with the A5 - A15 inputs is the MEMORY MAP TYpe bit (TY.) This bit is soft-programmable (as are all 
16 bits in the SAM CONTROL REGISTER,) and selects one of two memory maps. Memory map #0 is intended 
to be used in systems that are primarily ROM based. Whereas, memory map #1 is intended for a primarily 
RAM based system with 64K contiguous RAM locations (minus 256 locations.) The various meanings of S2, SI, 
SO are tabulated in Figure 16 (page 19) and again on pages 17 and 18. 

In addition to S2, SI, and SO outputs is a decode of $FFCO through $FFDF which, when gated with E and 
R/W, results in the write strobe for the SAM CONTROL REGISTER. 

SAM Control Register 

As shown in Figure 4, the CONTROL REGISTER has 16 "outputs": 
VDG Addressing Modes: V2, V1,V0 MPU Rate: R1, RO 

VDG Address Offset: F6, F5, F4, F3, F2, F1, FO Memory Size (RAM): Ml, MO 

32K Page Switch: P Memory Map TYpe: TY 

When the SAM is reset (see page 10,) all 16 bits are cleared. To set any one of these 16 bits, the MPU simply 
writes to a unique** odd address (within $FFC1 through $FFDF.) To clear any one of these 16 bits, the MPU 

* If HS is held low longer than 8 m.s, then the number of sequential addresses in one refresh "BURST" is proportional to the time interval 
during which HS is low. 
** See pages 17 or 18 for specific addresses. 
t In this document, the "$" symbol always preceeds hexidecimal characters. 
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simply writes to a unique** even address (within $FFCO through $FFDE.) Note that the data on the MRU data 
bus is irrelevant. 

Inputs to the control register include A4, A3, A2, A1 (which are used to select which one of 16 bits is to be 
cleared or set), AO (which determines the polarity . . . clear or set,) and R/W, E and $FFCO - $FFDF (which 
restrict the method, timing and addresses for changing one of the 16 bits.) For more detailed descriptions of 
the purposes of the 16 control bits, refer to related sections in the BLOCK DIAGRAM DESCRIPTION (pages 8 
through 12) and the PROGRAMMING GUIDE (pages 14 through 18). 

** See pages 17 or 18 for specific addresses. 
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FIGURE 5 — VDG ADDRESS IVIODIFIER 
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FIGURE 6 — SIGNAL ROUTING for ADDRESS MULTIPLEXER 
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Notes: "L" implies logical LOW level. 

*Z7 functions as RAS 1 and its level is address dependent. For example, when using two banks of 16K x 1 RAMs, RASO is active for addresses 
$0000 to $3FFF and RAS1 is active for addresses $4000 to $7FFF. 
"*lf Map TYpe = 0, then page bit "P" is the output (otherarise A15). 
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Internal Reset 

By lowering Vqq below 0.6 volts for at least one nnillisecond, a complete SAM reset Is initiated and is 
completed within 500 nanoseconds after Vqq rises above 4.25 volts. 

NOTE: In some applications, (for example, multiple "VDG-RAM" systems controlled by a single MPU) 
multiple SAM ICs can be synchronized as follows: 

• Drive all SAM's from one external oscillator. 

• Stop external oscillator. 

• Lower Vcc below 0.6 volts for at least 1.0 millisecond. 

• Raise Vcc ^° ^-^ volts. 

• Start external oscillator. 

• Wait at least 500 nanoseconds. 

Now, the "E" clocks from all SAM's should be in-phase. 

External Reset 

When the VCIk pin on SAM is forced below 0.8 volts for at least eight cycles of "oscillator-out", the SAM 
becomes partially reset. That is, all bits in the SAM control register are cleared. However, signals such as RAS, 
CAS, WE, E or Q are not stopped (as they are with an internal reset), since the SAM must maintain dynamic 
RAM refresh even during this external reset period. 

Figure 7 shows how VCIk can be pulled low through diode D1 when node "A" is low.* When node "A" is 
high, only the backbiased capacitance of diode D1 loads the 3.58 MHz on VCIk. Diode D2 helps discharge CI 
(Power-on-Reset capacitor) when power is turned off. Diode D3 allows the MPU reset time constant R2C2 to 
be greater than the SAM reset time constant. Thereby, ensuring release of the SAM reset prior to attempting 
to program the SAM control register. 




FIGURE 7 — EXTERNAL RESET CIRCUITRY 
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VDG Synchronization 

In order for the VDG and MPU to share the same dynamic RAM (see page 13,) the VDG clock must be stopped 
until the VDG data fetch and MPU data fetch are synchronized as shown in Figure 12. Once synchronized, the 
VDG clock resumes its 3.579545 MHz rate and is not stopped again unless an extreme temperature change (or 
SAM reset) occurs. When stopped, the VDG clock remains stopped for no more than 32 OscQut cycles (ap- 
proximately 2 microseconds.) 

In the block diagram in Figure 4, DAO e nters a block labeled VDG Timing Error Detector. If DAO rises between 
time reference points** t/^ and tc, then Error is high and VCIk is the result of div iding BOSC (Buffered OscQut 
= 14 MHz) by four. However, if DAO rises outside the time Window t/^ to tc, then Error goes LOW and the VDG 
stops. A START pulse at time reference point tq (center of Window) restarts the VDG . . . properly synchronized. 

•Use a diode with sufficiently low forward voltage drop to meet V|l requirement at VCIk. 
**See timing diagrams on page 5 and 6. 
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Changing the MPU Rate (by changing SAM control register bits RO, R1). 

Two bits in the SAIVI control register determine the period of both "E" and "Q" IVIPU clocl<s. Three rate modes 
are implemented as follows: 



RATE MODE R1 RO 




SLOW 


The frequency of "E" (and "Q") is f crystal -^ 16. This rate mode is automatically selected when 
the SAM is reset. Note that system timing is least critical in this "SLOW" rate mode. 


A.D. 1 
(Address Dependent) 


The frequency of "E" (and "Q") is either f crystal ^ 16 or f crystal -^ 8, depending on the address 
the MPU is presenting. 


FAST 1 X 


The frequency of "E" (and "Q") is f crystal ^ 8. This is accomplished by stealing the time that 
is normally used for VDG/REFRESH, and using this time for the MPU. Note: Neither VDG display 
nor dynamic RAM refresh are available In the "FAST" rate mode. (Both are available in SLOW 
and A.D. rate modes). 



B 



When changing between any two of the three rate modes, the following procedures must be followed to 
ensure that MPU timing specifications are met: 



RATE MODE 



SLOW 



A.D. 



FAST 



-^ 



Set RO 




Set R1 



^ This direct path is f 

J, ^^Sequence #1 ^ not allowed except by i 

X^ (See Below) Nv j 

0''~Se\ °" ttio" '^l CAD D1 ^_ 



hardware reset ^ 

-Set R1. J 



-Set RO, then CLEAR R1 



May be ANY address from $0000 to $7FFF. 
SEQUENCE #1: ._.^ 
70 00 00 TST #$0000 . . . Synchronizes STA instruction to write during T2-TG (See Figure #8).* 
21 00 BRN 00 

B7 FF D6 STA #$FFD6 . . . Clears bit RO 

•Note; "TST" instruction affects MC6809E condition code register. 

Changing the MPU Rate (In Address Dependent Mode) 

When the SAM control register bits "R1", and "RO" are programmed to "0" and "1", respectively, the 
Address Dependent Rate Mode is selected. In this mode, the ^ 16 MPU rate is automatically used when 
addressing within $0000 to $7FFF* or $FFOO to $FF1F ranges. Otherwise the h- 8 MPU rate is automatically 
used. (Refer to Figure 8 for sample "B" and "Q" waveforms yielding h- 8 to h- 16 and h- 16 to ^ 8 rate 
changes). This mode often nearly doubles the MPU throughput while still providing transparent VDG and 
dynamic, RAM refresh functions. For example, since much of the MPU's time may be spent performing 
internal MPU functions (address = $FFFF)**, accessing ROM (address = $8000 to $FEFF) or accessing I/O 
(address = $FF20 — $FF5F), the faster f crystal h- 8 MPU rate may be used much of the time. 

Note: The VDG operates normally when using the SLOW or A.D. rate modes. However, in the FAST rate mode, the VDG Is not allowed access to 
the dynamic RAM. 

FIGURE 8 — RATE CHANGE E AND Q WAVEFORMS 




"slow" address detected here 



fast" address detected here 



•When using Memory Map 0, addresses $0000 to $7FFF may access Dynamic RAM. 
**The MC6809 outputs $FFFF on A0-A15 when no other valid addresses are being presented. 
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Oscillator 

In Figure 4, an annplifier between 0sc|n and OscQut provides the gain for oscillation (using a crystal as shown 
in Figure 9.) Alternately, Pin 5 (Oscip) may be grounded while Pin 6 (OscQut) f^^Y ^e driven at low-power 
Schottky levels as shown in Figure 10. Also, see V|h, V|l on page 2. 
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FIGURE 9 — CRYSTAL OSCiLLATOR 
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Suggested Component Values 



Freq. 
MHz 


cv« 


CF* 


RT 


::■;. 


;;;;« 


XI 


14.31818 


2.5-30 
PF 


33 
pF 


1.5 

kn 


~ 100K 


10K 


» 


16.0000 


2.5-30 
pF 


33 
pF 


1.5 

kn 


~ 100K 


10K 


* 



E 



Recommended Crystal Parameters 





14.31818 MHz** 


16.0000 MHz** 


Rs 


10 n ± 2.0ft 


10 ft ± 2.0 ft 


CO 


5.0 pF ± 1.5 pF 


6.0 pF ± 1.0 pF 


01 


0.0245 pF ± 15% 


0.0319 pF ± 15% 


LI 


5.05 mH 


3.1 mH 


Q 


50K ± 10K 


40K ± 10K 



Calibration Tolerance: 0.002% at 26°C 
Temperature Tolerance: 0.001% 0°C to 70°C 



■- A- 




FIGURE 10 — TTL CLOCK INPUT 
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(R4 = 200 ft Typ, 50 ft MIn) 



OscQut 
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WV-o( \^ 



74LS00 
■(Used as an input) 



Typical input capacitances are 3.0 pF for Pin 5 and 5.5 pF for Pin 6. 

'Optimum values depend on characteristics of the crystal (XI). For many applications, VCIk must be 3.579545 MHz ± 50 Hz! Hence, 
OscQut niust be made similarly "drift resistant" (by balancing temperature coefficients of XI, CV, CF, R1, R2 and R3). 

'Specifically cut for MC6883 are International Crystal Manufacturing, Inc. Crystals (#167568 for 14.31818 MHz or #167569 for 16.0 MHz). 
However, other crystals may be used. 
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THEORY OF OPERATION 

Video or No Video 

Although the MC6883 may be used as a dynamic RAM controller without a video display*, most applications 
are likely to include a MC6847 video display generator (VDG). Therefore, this document emphasizes MC6883 
with MC6847 systems. 

Shared RAM (with interleaved DMA) 

To minimize the number of RAM and interface chips, both the MPU and VDG share common dynamic RAM. 
Yet, the use of common RAM creates an apparent difficulty. That is, the MPU and VDG must both access the 
RAM without contention. This difficulty is overcome by taking advantage Of the timing and architecture of 
Motorola MRU's {MC6800, MC6801E, MC6809E, MC68000). Specifically, all MPU accesses of external memory 
always occur in the latter half of the machine cycle, as shown below: 

FIGURE 11 — MOTOROLA MPU TIMING 

One Machine Cycle 
, A , 



(Approx. 1 iVIHz) I 1 I 1 I 1 



V^. ^ /^^ 



V 

MPU Address MPU Data MPU Address MPU Data 

Window Window 

Similarly, the MC6847 (non-interlaced) VDG transfers a data byte in a half machine cycle (E or4>2). Thus, 
when properly positioned, VDG and MPU RAM accesses interleave without contention as shown below: 



FIGURE 12 — MOTOROLA MPU WITH VDG TIMING 



VDG Address winH^.., VDG Address 



VDG Data 
Window 



'E' Clock: — 
(Approx. 1 MHz) [_ 



MPU Address MPU Data MPU Address MPU Data 

Window Window 

This Interleaved Direct Memory Access (IDMA) is synchronized via the MC6883 by centering the VDG data 
window half-way between MPU data windows.** 

The result is a shared RAM system without MPU/VDG RAM access contention, with both MPU and VDG 
running uninterrupted at normal operating speed, each transparent to the other. 

RAM Refresh 

Dynamic RAM refresh is accomplished by accessing eight*** sequential addresses every 64*** microseconds 
until 128 consecutive addresses have been accessed. To avoid RAM access contention between REFRESH and 
MPU, each of the 128 refresh accesses occupies the "VDG half" of the interleaved DMA (IDMA). Furthermore, 
refresh accesses occur only during the television retrace period (at which time the VDG doesn't need to access 
RAM). 

In summary, the VDG, MPU and MC6883's Refresh Counter all transparently access the common dynamic 
RAM without contention or interruption. 

Why IDMA? 

Use of the interleaved direct memory access results in fast modification to variable portions of display RAM. 
by the MPU, without any distracting flashes on the screen (due to RAM access contention.) In addition, thej 
MPU is not slowed down nor stopped by the MC6883; thereby, assuring accurate software timing loops without 
costly additional hardware timers. Furthermore, additional hardware and software to give "access permission'* 
to the MPU is eliminated since the MPU may access RAM at any time. 

* Only 1 pin, (DAO) out of 40 pins is dedicated to the video display. 
** See VDG synchronization (page 10) for more detail. 
»•• When not using a MC6847, HS may be wired low for continuous transparent refresh. 
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"Systems On Silicon" Concept 

Total Timing 

For most applications, the SAM can supply complete system timing from its on-chip precision 14.31818 MHz 
oscillat or. T his includes buffered MP U clo cks (E and Q), VDG clock, color subcarrier (3.58 MHz), row address 
select (RAS), column address select (CAS) and write enable (WE). 

Total Address Decode 

For most applications, the SAM plus a "1 of 8 decoder" chip completely decodes I/O, ROM and RAM chip 
selects without wasting memory address space and without needlessly chopping-up contiguous address space. 
Chip selects are positioned in address space to allow three types of memory (RAM, local ROM and cartridge 
ROM) independent room for growth. For example, RAM may grow from address $0000-up, cartridge ROM may 
grow from address $FEFF-down and local ROM may grow from $FBFF-down. Alternately, if the application 
requires minimum ROM and maximum contiguous RAM, a second choice of two memory maps places RAM 
from $0000 to $FEFF. (See pages 17 and 18.) 

In both memory maps all I/O, MPU vectors, SAM control registers, and some reserved address spaces are 
efficiently contained between addresses $FFOO and $FFFF. 

How Much RAM? 

Using nine SAM pins (ZO - Z7 and RASO) the following combinations require no additional address logic. 

FIGURE 13 — RAM CONFIGURATIONS 

Address: Chip Select: 

MSB LSB 

Z5Z4Z3Z2Z1Z0 RASO 

Z5Z4Z3Z2Z1Z0 RAS1 ( = Z7)^ ""-- One or two banks of 4Kx 8 (like MCM4027's) 

Z6Z5Z4Z3Z2Z1Z0 RASO i 

Z6Z5Z4Z3Z2Z1Z0 RAS1 ( = Z7) C ~ ~ ~ " " - One or two banks of 16K x 8 (like MCM41 16's) 

Z7Z6Z5Z4Z3Z2Z1Z0 RASO One bank of 64K x 8 (like MCM6665's) 



B 



PROGRAMMING GUIDE 

SAM — Programmability 

The SAM contains a 16-bit control register which allows the MC6809E to program the SAM for the following 
options: 

VDG Addressing Mode 3-bits 

VDG Address Offset 7-bits 

32K Page Switch 1-bit 

MPU Rate 2-bits 

Memory Size 2-bits 

Map Type 1-bit 

Note that when the SAM is reset by first applying power or by manual hardware reset, t all control register 
bits are cleared (to a logic "0"). 

VDG Addressing Mode 

Three bits (V2, VI, VO) control the sequence of DISPLAY ADDRESSES generated by the SAM (which are used 
to scan dynamic RAM for video information). For example, if you wish to display Dynamic RAM data as 
INTERNAL ALPHANUMERICS VIDEO, you should program* the MC6847 for the INTERNAL ALPHANUMERICS 
MODE and CLEAR BITS V2, VI and VO in the SAM. The table on the following page summarizes the available 
modes: 

t See Figure 7 for manual reset circuit. 

t Typically, part of a PIA (MC6821) at location $FF22 is used to control MC6847 modes. (See MC6847 Data Sheet.) 
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B 



Mode Type 


MC6847 Mode 


SAM Mode | 


G/A 


GM2 


GM1 


GMe 

EXT/I 


CSS 


V2 


VI 


vo 


Internal Alphanumerics 





X 


X 





X 











External Alphanumerics 





X 


X 


1 


X 











OSemlgraphlcs — 4 





X 


X 





X 











Semigraphlcs — 6 





X 


X 


1 


X 











Semigraphlcs — 8* 





X 


X 





X 





1 





Semigraphlcs — 12* 





X 


X 





X 


1 








Semigraphlcs — 24* 





X 


X 





X 


1 


1 





Full Graphics— 1C 













X 








1 


Full Graphics— 1R 










1 


X 








1 


Full Graphics — 2C 







1 





X 





1 





Full Graphics — 2R 







1 


1 


X 





1 


1 


Full Graphics — 3C 




1 








X 










Full Graphics — 3R 




1 





1 


X 


1 





1 


Full Graphics — 6C 




1 


1 





X 


1 


1 





Full Graphics — 6R 




1 


1 


1 


X 




1 





Direct Memory Accesst 


X 


X 


X 


X 


X 




1 


1 



*S8, S12, & S24 modes are not described in the MC6847 Data Sheet. See appendix "A". 
tDMA is identical to 6R except as shown in Figure 5 on page 9. 

VDG Address Offset 

Seven bits (F6, F5, F4, F3, F2, F1 and FO) determine the Starting Address for the video display. The 
"Starting Address" is defined as "the address corresponding to data displayed In the Upper Left corner of 
the TV screen". The "Starting Address" is shown below in binary: 



F6 



F5 



F4 F3 



F2 



I 



F1 



FO 



Most 

Significant 

Bit 



Least 

Significant 

Bit 



Note that the "Starting Address" may be placed anywhere within the 64K address space with a resolution of 

ViK (the size of one alphanumeric page). 

The F6-F0 bits take effect during the TV vertical synchronization pulse (i.e., when FS from MC6847 is low). 

Page Switch 

One bit (PI ) Is used "In place of" A15 from the MC6809E in order to refer access within $0000-$7FFF to one 
of two 32K byte! pages of RAM. If the system does not use more than 32K bytes of RAM, PI can be ignored.** 

**When using 4K x 1 RAMS, two banks of eight IC's are allowed. This accounts for Addresses $0000-1FFF. Also, this same RAM can be 
addressed at $2000-$3FFF, $4000-$5FFF and $6000-$7FFF. 
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MPU Rate 

Two bits (R1, RO) control the clock rate to the MC6809E MPU. The options are: 



RATE (FREQUENCY OF "E" CLOCK) 



0.9 MHz (Crystal Frequency h- 16) Slow 
0.9/1.8 MHz (Address Dependent Rate) 
1.8 MHz (Crystal Frequency h- 8) Fast 



R1 



(Typical Crystal Frequency = 14.31818 MHz) 



RO 



In the "address dependent rate" mode, accesses to $0000-$7FFF and $FF00-$FF1F are slowed to 0.9 MHz 
(crystal frequency -^ 16) and all other addresses are accessed at 1.8 MHz (crystal frequency -^ 8.) 
Note: "Slow" (0.9 MHz) operation can be accomplished using 1 .0 MHz MC6809E and MC6821 devices. For "Fast" 
(1.8 MHz) operation, 2.0 MHz MC68B09E and MC68B21 devices must be used. 

Memory Size 

Two bits (Ml and MO) determine RAM memory size. The options are: 



SIZE 


Ml 


MO 


One or two banks of 4K x 1 dynamic RAMs 
One or two banks of 16K x 1 dynamic RAMs 
One bank of 64K x 1 dynamic RAMs 

Up to 64K static RAM* 




1 
1 



1 


1 



i 



'Requires a latch for demultiplexing the RAM address. 

IMPORTANT! 

Note: Be sure to program the SAM for the correct memory size before using RAM (i.e., for a subroutine 
stack). 

Map Type 

One bit (TY) is used to select between two memory map configurations. 

Refer to pages 17, 18 and 19 for details. Early versions of the SAM did not allow the "Fast" MPU rate to be 
used in conjunction with Map Type "TY = 1". Devices manufactured after January 1, 1983 allow both "Fast" 
and "Slow" MPU rates to be used with Map Type "TY = 1." (Date of manufacture is marked on devices as 
YYWW where YY is the year and WW is the week of manufacture.) 



Writing To The SAM Control Register 

Any bit in the control register (CR) may be set by writing to a specific unique address. Each bit has two unique 
addresses . . . writing to the even # address clears the bit and writing to the odd # address sets the bit. (Data 
on the data bus is irrelevant in this procedure.) The specific addresses are tabulated on pages 17 and 18. 

If desired, a short routine may be written to program the SAM CR "a word at a time". For example, the 
following routine copies "B" bits from "A" register to SAM CR addresses beginning with address "X". 



SAM1 


46 




ROR 


A 




24 


06 


BCC 


SAM2 




30 


01 


INX 


(LEAXI.X) 




A7 


80 


STA 


0,X + 




20 


02 


BRA 


SAM3 


SAM2 


A7 


81 


STA 


0,X+ + 


SAM3 


5A 




DEC 


B 




26 


F2 


BNE 


SAM1 




39 




RTS 





c 



7 6 5 4 3 2 1 



t>) 
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FIGURE 14 — MEMORY MAP (TYPE #0) 



I 



COURSE 



MC6809E 
8 _^ Address 
Bits I 




--<$C000 



--<$A000 



ROMO** 
(S= 1) 



RAM_ 
{S = if R/W = 1) 
(S = 7 if R/W = 0) 



16K 



<$FFFF 



$FFOO 



--<$8000 



--<$4000 



Page 1 Page 



FINE 



S2, 
S1,S0MC6809E 
Value Address 
t t 



Label 



Definitions 




n 64KS Static 

I-64KD 
p16K 



) Dynamic 

■FAST 
pFAST 



f Transparent 
SLOW ) Refresh 



MRU Addresses from $0000 to $7FFF 
Apply to page #1 If PI = '1.' 



Address of "Upper-Left-Most 

Display Element = $0000 + {ViK- Offset) 

r-DMA 

G6R, G6C 
G3R 



r-G2C 

pGIC, G1R 
_llr~AI, AE 



AE, S4, S6 



Reserved for Future 

Control Registers or Special I/O 



»Note: 

M.S. = Most Significant 
L.S. = Least Significant 



"'May also be RAM 



(All bits are cleared when SAM Is reset.) 



S = Set Bit 

C = Clear Bit 

S = Device Select value = 4 x S2 -(• 2 x SI + 1 x SO 
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FIGURE 15 — MEMORY MAP (TYPE #1) 



COURSE 



MC6809E 
Vectors, 

SAM 
Control, 
I/O, Boot 

ROM 



7 




\ 



MC6809E 
8 _^ Address 
Bits \ 

'$FFFF 



sssssscC$ 



(S = 3 
_if 
R/W =0) 

(S = 
_if 
R/W =1) 

(S~2~»« 

_if 
R/W =0) 

(S = 
_if 
R/W = 1) 

_RAM _ 

(S = 1 

if 

R/W = 0) 

(S = 

if 

R/W =1) 



(S = 

Jf 

R/W=1) 



(S = 7 

Jf 

R/W = 0) 



'$FFOO 



'$C000 



'$AO00 



'$8000 



<$0000 



S2, 
SI, SO MC6809E 
Value Address 

+ I 



Label 



Definitions 



$FFFF 



Reserved 

for future 

MPU 

enhancements. 

Do not use! 



Memory 
Size 



-64KS Static 

r-64KD i 

f-16K > Dynamic 
P-4K ^ 

I- FAST 

FAST 



MPU 
Rate 



-A.D. ( Transparent 

]— SLOW ( Refresh 



Display 
Offset 
(Binary) 



VDG 
Mode 
(SAM) 



ROM Boot Load** 
& MC6809 Vectors 



1/02 



l/Ol 



l/Oo(Slow) 



(No effect in this map type) 



Address of "Upper-Left-Most 

Display Element" = $0000 + ('AK- Offset) 

^DMA 

I-G6R, G6C 
r-G3R 
r-G3C 
^G2R 



-G1C, G1R 

i-AI, AE, 84, 86 



••Decode S2, SI, and SO with an open 
collector SN74LS156 and 'wire-or' state 7 
with state 2. (See Appendix B for 
suggested decode circuit.) 
***To avoid ROM enable during R/W = LOW^ 
the ROM at S = 2 must be gated with R/W. 
(See Appendix B tor suggested decode circuit.) 



B 



*Note: 

M.S. = Most Significant 
L.S. = Least Significant 



S s Set Bit 

C = Clear Bit 

S = Device Select value = 4 x 82 -i- 2 x 81 + 1 x 80 



• (All bits are cleared when SAM is reset.) 
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FIGURE 16 — MEMORY ALLOCATION TABLE 

(Also, see the memory MAPs on pages 17 and 18.) 



Type # 0: (Primarily for ROM based systems) 



B 





S = 4(S2) + 2 








(S1) + S0 






Address Range 


S Value 


Intended Use 




$FFF2 to FFFF 


2 


MC6809E Vectors: Reset , NMI, SWI, IRQ, FIRQ, SWI2, SWI3. 




FFEO to FFF1 


2 


Reserved for future MPU enhancements. 




FFCO to FFDF 


7 


SAM Control Register: VO, - V2, FO - F6, P, RO, R1, MO, Ml, TY. 




FF60 to FFBF 


7 


Reserved for future control register enhancements. 




FF40 to FF5F 


6 


I/O2: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




FF20 to FF3F 


5 


I/Oi: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




FFOO to FF1F 


4 


I/Oq: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




COOO to FEFF 


3 


R0M2: 16K addresses. External cartridge ROM*. 




AOOO to BFFF 


2 


R0M1 : 8K addresses. Internal ROM*. Note that MC6809E vector addresses 
ROM*. 


select this 


8000 to 9FFF 


1 


ROMO: 8K addresses. Internal ROM*. 




0000 to 7FFF 


if R/W = 1 
7 if R/W = 


RAM: 32K addresses. RAM shared by MPU and VDG. 





*Not restricted to ROM. For example, RAM or I/O may be used here. 



Type # 1: (Primarily for RAM based systems) 





S = 4{S2) + 2 








(S1) + S0 






Address Range 


S Value 


Intended Use 




$FFF2 to FFFF 


2 


MC6809E Vectors: Reset, NMI, SWI, IRQ, FIRQ, SWI2, SWI3. 




FFEO to FFF1 


2 


Reserved for future MPU enhancements. 




FFCO to FFDF 


7 


SAM Control Register: VO - V2, FO - Fe, P, RO, R1, MO, Ml, TY. 




FF60 to FFBF 


7 


Small ROM: Boot load program and initial MC6809 vectors. 




FF40 to FF5F 


6 


I/O2: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




FF20 to FF3F 


5 


I/Oi: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




FFOO to FF1F 


4 


I/Oq: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A2-A4. 




0000 to FEFF 


if R/W = 1 


RAM: 64K(-256) addresses, shared by MPU and VDG. 








(If R/W = then S = 3 for $C000-$FEFF; S = 2 for $A000-$BFFF; S = 


1 for 






$8000-$9FFF and S = 7 for $0000-$7FFF.) 
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APPENDIX A 



VDG/SAM Video Display 

Paul 

There are three new modes created when the VDG 
and SAM are used together in a video display sys- 
tem. These modes offer alphanumeric compatibility 
with 8 color low-to-high resolution graphics, 
64HX64V, 64Hx96V, 64Hx192V. The new modes S8, 
S12, and S24 are created by placing the VDG in the 
Alpha Internal mode and having the SAM in a 2K, 
3Kor6Kfull colorgraphics mode. In all modes the 
VDG's S/A and Inv. pins are connected to data bits 
DD7 and DD6to allow switching on thefly between 
Alpha and Semigraphics and between inverted 
and non-inverted alpha. This method is used in 
most VDG systems to obtain maximum flexibility. 

The three modes divide the standard 8*1 2 dot box 
used by the VDG for the standard alpha and semi- 
graphics modes into eight 4*3 dot boxes for the 88 
mode, twelve 4*2 dot boxes for the S12 mode, and 
twenty-four 4*1 dot boxes for the S24 mode. Figure 
17 shows the arrangement of these boxes. One byte 
is needed to control two horizontally consecutive 
boxes. It therefore takes four bytes for the S8, six 
bytes for the S12, and 12 bytes for the 824 mode to 
control the entire 8*12 dot box. These two horizon- 
tally consecutive boxes have four combinations of 
luminance controlled by bits BO - B3. For conven- 



System Offers 3 New Modes 

by 
Fletcher 

ience B2 should be made equal to BO and B3 should 
be made equal to B1. This eliminates a screen place- 
ment problem which would cause other codes to 
change patterns when moved vertically on the 
screen. The illuminated boxes can be one of eight 
colors which are controlled by B4 - B6 (see Figure 
18). The bytes needed to control all the boxes in the 
8*12 dot box must be spaced 32 address spaces 
apart in the display RAM because of the addressing 
scheme orginally used in the VDG and duplicated 
by the SAM. This means to place an alphanumeric 
character on the TV screen it requires 4, 6, or 12 
bytes depending on the mode used. These bytes are 
placed 32 memory locations apart in the display 
RAM (see Figure 18). This multiple byte format al- 
lows the mixing of character rows of different char- 
acters in the same 8*12 dot box creating new char- 
acters and symbols. It also allows overlining and 
underlining in eight colors by switching to semi- 
graphics at the correct time. 

These hew modes optimize the memory versus 
screen density tradeoffs for RF performance on 
color TVs. This could make them the most versatile 
of all the modes depending on the users creativity 
and the software sophistication. 



i 



APPENDIX B 
Memory Decode for "MAP TYPE = 1' 



_r 



S2>- 



From SAM < 



Sl> 

So>- 



Vcc = 16 
Gnd = 8 

7 (03a) 
^(02a) 
5 (Ola) 
4(0oa) 
SN74LS156 

3 (03b) 
2 (02b) 
T(Oib) 
O(Oob) 



MPU Vectors and 
Boot Load ROM 
128X8 (or 256X8) 
EN EN 



5.0-Wv— I 



4 
+ S.0 



5.0AW-1 



5.0-WV-] 



6 
+ 5.0 



5.0-VSAr-i 



iNC 



»NC 
+ 5.0 V 



T 



■>l/02 



■>l/Oi 



->i/0o 



-NAA^ 



RAM READ 
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FIGURE 17 — DISPLAY MODES S8, S12, S24 
Bit/Visible Dot Correlation 



Scan 
Lines 



S8 



I 







Left Right 

1 1 1 








i 
1 
1 


1 


















' 



Scan 
Lines 



S12 



-^ 8 ► 

Dots 

1 1 1 










1 


I 












2 
















' 



Scan 
Lines 



S24 





^ 




1 1 1 








1 

1 

1 
































2 


































1 



• • • 



Address Byte 
$XXOO ($01) 
$XX20 ($01) 
$XX40 ($01) 



$01 is the 
VDG "ASCII' 
code for 'A'. 



$XX60 ($01) 



• Alphanumeric Compatible 



Left Right 



Red 


Red 


Blue 


Off 


Off 


Green 


Orange 


Orange 


Off 


Off 


Yellow 


Yellow 



$XX00 ($BF) 
$XX20 ($AA) 
$XX40 ($85) 
$XX60 ($FF) 
$XX80 ($80) 
$XXAO ($9F) 



Options: One of 8 colors for 

L or R or both. Off = Black 



Blue 


Blue 


Black 


Black 


Black 


Black 






• 


• 


• 


• 


• 








• 








• 










• 




• 














• 














• 




• 










• 








• 








• 








• 




Black 


Black 


Green 


Green 




VDG 
Code 
for X 



• Underline, Overline 



• Mix Character Dot Rows 



' Characters will always remain in standard VDG positions. 
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CD 
00 



FIGURE 18 — S8 DISPLAY FORMAT EXAMPLES 



S8 



^ « fc 




(D* 




LI 


LO 


i 
1 
\ 


(a) 


LI 


LO 


(b) 
2 


LI 


LO 


(0 


LI 


LO 


(d) 



B7 














BO 


X 


C2 


CI 


CO 


L3 


L2 


LI 


LO 


S/A 


Inv 


X 


X 


X 


X 


X 


X 



Semi 
Alpha 



Y 

ASCII Code 



(a)^ 
(bi- 
le)' 
(d)^ 



fT 



1 Column 



32 Columns 
of S8 Blocks 



Alpha 



TV Screen 

Resolution 
Semi = 64 X 64 
32 Char. H. x 16 Rows V 



LX 


C2 


CI 


CO 


Color 





X 


X 


X 


Black 













Green 










1 


Yellow 







1 





Blue 







1 


1 


Red 




1 








Buff 




1 





1 


Cyan 




1 


1 





Magenta 




1 


1 


1 


Orange 



16 Rows 
of S8 Blocks 



B3,B1 


B2,B0 















1 






1 









1 


1 



4 






Off 


Off 


r- 




00 


Off 


Color 






O 
a> 

00 
00 


Color 


Off 




CO 


1 
Color 

1 





S8 Screen Memory Map 





■ 


(a)1 




(a)2 








(a)3 






(a)4 








(a)5 






J 

1 


; ; 




(a)32 




: 


(b)1 




(b)2 




2nd row of 4 x 3 
dot boxes 


(b)3 




(b)4 




(b)5 




^ow of 




; ' s 


One 


(b)32 


8 > 


< 12 


(c)1 




{c)2 








(c)3 






(04 








(0)5 




, 


r ' 




(c)32 








(d)1 




(d)2 




. . 


, _ 


(d)3 






(d)4 








(d)5 








i ; 




(d)32 













■^$0000 



$0020 



$0040 



$0060 



$0080 
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FIGURE 19 — EXAMPLE of MC6809E, MC6883 and MC6847 COMPUTER 



A15 

A14 
> 

A13 
^ A12 
^ A11 

A10 



All 
A10 



a 



CSl 

cso 



CSl 

cso 



RSI 
RSO 
CS2 



RSI 
RSO 
CS2 



7 6 5 4 3 2 1 



5 4 3 2 10 2 12 1 



17 16 15 1413 12 11 10 9 8 7 6 5 4 3 2 19 18^ 39 40 



64 KEY 

KEYBOARD 

CONNECTS 

HERE 

I 



76543 2 10 76543210 21 21 

17| 16| 15| 14| 13| 12| 111 lOl 9| Sl 7| 6| 5| 4| 3| 2{ 19| ISl 391 40| 



MC6847 Mode Control & Misc I/O connects here. 



1 
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BS 

BUSY 

Lie S 

TJ 

TSC C 

• 2 



IRQ 
HALT 
NMI 
RESET 

VCC 
Gnd 



DAO 
VCIk 



CAS_ 

Z7 Z6 Z5 24 Z3 Z2 Z1 ZO RASO V 



35 34 33 32 31 30 29 28 



13* 10* 11*12 



A2 « 

5 3 



Vcc-16 
Gnd -8 



E^ 



VIDEO 

ENCODER 

MODULATOR 

CONNECTS 

HERE 

VCC 



12 ROM 2 



To 



^ROMl)chip 

I Selects 

— >ROM 0) 

15^ MRD 



)pF-T> 7=tr- 14,318 



T ir 



t\- 



Ay Ag As A4 A3 A2 Ai 

RAM's MCM4116B-20 



Ao RAS CAS WE 

zr\i9 



VcC ' 20 
Gnd'lO 

-<a- 



T- ^ZL 



\ 4.7 k 
' — vw-o 



VcC - 20 
Gnd 10 



B 



DD6 
DD4 
DD3 
DD2 
DDl 
DDO 



CSS - 
EXT- 



Gnd 



*This pin number on 8 different RAM chips is connected to this point. 
*See text . . . page 16 



3*683 



SN74LS783, MC6883 



FIGURE 20— EQUIVALENT OF OSCILLATOR INPUT AND OUTPUT 



9 



Oscin O — I— 




FIGURE 21 — DAO INPUT 
Vcc Vcc Vcc 






FIGURE 22 - VCIk INPUT/OUTPUT 




FIGURE 23 — E AND Q OUTPUTS 
Vcc 9 9 Vcc 



\ 



FIGURE 24 - TYPICAL INPUT 
Vcc Vcc 



Y 



1^ 



FIGURE 25 — TYPICAL OUTPUT 

Vcc 9 










\ 
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(g) 



MOTOROLA 



HEX THREE-STATE BUFFER INVERTERS 

This series of devices combines three features usually found 
desirable in bus-oriented systems: 1) High impedance logic inputs 
insure that these devices do not seriously load the bus; 2) Three-state 
logic configuration allows buffers not being utilized to be effectively 
removed from the bus; 3) Schottky technology allows high-speed 
operation. 

The devices differ in that the non-inverting MC8T95/MC6885 
and inverting MC8T96/I\/1C6886 provide a two-input Enable which 
controls all six buffers, while the non-inverting MC8T97/IVIC6887 
and inverting IVIC8T98/MC6888 provide two Enable inputs - one 
controlling four buffers and the other controlling the rennaining 
two buffers. 

The units are well-suited for Address buffers on the M6800 or 
similar microprocessor application. 

• High Speed -8.0 ns (Typ) 

• Three-State Logic Configuration 

• Single -t-5 V Power Supply Requirement 

• Compatible with 74LS Logic or M6800 Microprocessor Systems 

• High Impedance PNP Inputs Assure Minimal Loading of the Bus 



MICROPROCESSOR BUS EXTENDER APPLICATION 





GND -fB 

(; 


(Clock) 
V rtl 02 

poo 










M6800 
MPU 


■/I 
























.Si 






^ 


> 
















7 


MC8T95;mC6885 

thru 
MC8T98/ MC6888 
BUS EXTENDER 






MC8T26A/MC6880A 
BUS EXTENDER 




I 










DATA 
BUS 










^ 


MC6830 
ROMs 


N 
















AND 
CONTROL 




V 


v 








1 1 1 1 










MC6810 
RAMs 


A N 






BUS 


















SI ■^/ 








1 1 1 1 










MC6820 
PIAs 


A N 
























\J ■ ■ 1/ 








1 1 1 1 










MC6850 
ACIAs 


/I N 
















S) -^ 










1/ 




















1 1 1 1 






TO 
DAA 






MC6860 












M 


ODE 


M 





MC8T95/MC6885 
MC8T96/MC6886 
MC8T97yMC6887 
MC8T98/MC6888 



HEX THREE-STATE 
BUFFER/INVERTERS 




i 



INPUT EQUIVALENT 
CIRCUIT 



O % 

1 




OUTPUT EQUIVALENT 
CIRCUIT 



^ 



V. 



\ 



ORDERING INFORMATION 

(Temperature Range for the following devices 
Oto -f75°C) 



DEVICE 


ALTERNATE 


PACKAGE 


IVIC8T95L 


MC6885L 


Ceramic DIP 


MC8T96L 


MC6886t 


Ceramic DIP 


MC8T97L 


MC6887L 


Ceramic DIP 


MC8T98L 


MC6888L 


Ceramic DIP 


MC8T95P 


MC6885P 


Plastic DIP 


MC8T96P 


MC6886P 


Plastic DIP 


MC8T97P 


MC6887P 


Plastic DIP 


MC8T98P 


MC6888P 


Plastic DIP 
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PIN CONNECTIONS AND TRUTH TABLES 



MC8T95/MC6885 



Enable i [7" 
Input A [T 



Input B [4 



i 



"V>^ 




Output bJT^-T U-I 

Input C [^ 



16j Vcc 
15] Enable 2 
14] Input F 



,^ 



Output CJV-T . Ul I To] Input D 

3nd [^ LJ )— "9] Output D 



Til Output F 

12] Input E 

TT] Output E 



Enable 2 


Enable 1 


Input 


Output 


L 


L 


L 


L 


L 


L 


H 


H 


L 


H 


X 


Z 


H 


L 


X 


z 


H 


H 


X 


z 



MC8T97/MC6887 



{£■ 



Input A [T 
Output A [T" - 

Input B [4"- 
Output B Fb ■ 

Input C [e" - 

Output C I 7 ■ 

Gnd [s" 



"vy 



■:n-: 




^a 



lej Vcc 

Ts] Enable 2 
TZ] Input F 
T3] Output F 
Ti] Input E 
TTJ Output E 
To| Input D 
9] Output D 



MC8T96/MC6886 



Enable 1 m" 
Input A [T 



Output A r3~-<\ \— 

Input B [^ 



Output B Fb" 
InputC [e" - 



Output C [T_-c( K- 

Gnd [7 



"V^ 




16j Vcc 

Ti] EnabI 



& 




TT] Input F 
T3] Output F 
Ti] Input E 
TT] Output E 
To] Input D 
9 I Output D 



Enable 2 


Enable 1 


Input 


Output 


L 


L 


L 


H 


L 


L 


H 


L 


L 


H 


X 


z 


H 


L 


X 


z 


H 


H 


X 


Z 



Enable 4 [^-H \>— 

Input A Vt' 



Output A [3 ■ 
Input B [T 

Output B [5 
Input C ri" 

Output c r? 

Gnd|T 



& 



MC8T98/MC6888 

^_y 




a 



l6j Vcc 
15| Enable 2 
TT] Input F 
TT] Output F 
T2] Input E 
TTl Output E 
To] Input D 
9] Output D 



Enable 


Input 


Output 


L 

L 
H 


L 
H 
X 


L 
H 

Z 



L = Low Logic State 

H = High Logic State 

Z = Third (High Impedance) State 

X = Irrelevant 



Enable 


Input 


Output 


L 
L 
H 


L 
H 
X 


H 
L 
Z 



MAXIMUM RATINGS (Ta = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


Vcc 


8.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Operating Ambient Temperature Range 


Ta 


to +75 


°C 


Storage Temperature Range 


^stg 


-65 to +150 


°C 


Operating Junction Temperature 
Plastic Package 
Ceramic Pacl<age 


Tj 


150 
175 


°C 
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ELECTRICAL CHARACTERISTICS (Unless otherwise noted, 0°C <Ta <75°C and 4.75 V <Vcc <5.25 V) 



Characteristic 


Symbol 


Min 


Tvp 


Max 


Unit 


input Voltage - High Logic State 
(Vcc = 4.75V,Ta = 25°C) 


V|H 


2.0 


- 


- 


V 


Input Voltage - Low Logic State 
(Vcc = 4.75 V,Ta = 25°C) 


VlL 


~ 


~ 


0.8 


V 


Input Current — High Logic State 
(Vcc = 5.25 V, V|H = 2.4 V) 


l|H 


~ 


~ 


40 


mA 


Input Current - Low Logic State 

(Vcc = 5.25 V, V|L = 0.5 V, V|l:(e) = 0.5 V) 


l|L 


"- 


- 


-400 


mA 


Input Current - High Impedance State 

(Vcc = 5.25 V, V|L(|) = 0.5 V, V|H(E)= 2.0 V) 


l|H(E) 


' 


' 


-40 


mA 


Output Voltage - High Logic State 
(Vcc = ''■"'5 V, Iqh = -5.2 mA) 


Vqh 


2.4 


- 


^ 


V 


Output Voltage - Low Logic State 
(10L = 48mA> 


Vol 


- 


^ 


0.5 


V 


Output Current - High Impedance State 
(Vcc = 5.25 V,VoH = 2.4 V) 
(Vcc = 5.25 V, Vol = 0.5 V) 


lOZ 


- 


- 


40 
-40 


mA 


Output Short-Circuit Current 
(Vcc = 5.25 V, Vq = 0) 
(only one output can be shorted at a time) 


lOS 


-40 


-80 


-115 


mA 


Power Supply Current 

(Vcc = 5.25 V) IVIC8T95, MC8T97, MC6885, MC6887 
MC8T96, MC8T98. MG6886, MC6888 


Ice 


- 


65 
59 


98 
89 


mA 


Input Clamp Voltage 

(Vcc = 4.75 V, l|C = -12mA) 


V|C 


- 


- 


-1.5 


V 


Output Vcc Clamp Voltage 
(Vcc = 0, Iqc = 12 mA) 


voc 


~ 


~ 


1.5 


V 


Output Gnd Clamp Voltage 
(Vcc = 0. 'OC = -12 mA) 


voc 


- 


- 


-1.5 


V 


Input Voltage 
(l| = 1.0mA) 


V| 


5.5 


~ 




V 



i 



SWITCHING CHARACTERISTICS (Vcc = 5.0 V 


, Ta = 25°C unless otherwise noted.! 


















MC8T95/97 




MC8T96/98 




Characteristic 


Symbol 


MC6885/87 




MC6886/8( 




Unit 


MIn 


Typ 


Max 


Min 


Typ 


Max 


Propagation Delay Time - High to Low State 


tPHL 
















ns 


{Cl = 50pF) 




3.0 


- 


12 


4.0 




- 


11 




(Cl = 250pF) 




- 


16 


- 


- 




15 


- 




(Cl = 375pF) 




- 


20 


- 


- 




18 


- 




(Cl = 500pF) 




- 


23 


- 


- 




22 


- 




Propagation Delay Time - Low to High State 


IPLH 
















ns 


(Cl = 50pF) 




3.0 


- 


13 


3.0 




- 


10 




(Cl = 250pF) 




- 


25 


- 


- 




22 


- 




(Cl = 375pF) 




- 


33 


- 


- 




28 


- 




(Cl = 500 pF) 




- 


42 


- 


- 




35 


- 




Transition Time — High to Low State 


tTHL 
















ns 


(Cl= 250 pF) 




- 


10 


- 


- 




10 


- 




(Cl = 375pF) 




- 


11 


- 


- 




13 


- 




(Cl = 500 pF) 




- 


14 


- 


- 




15 


- 




Transition Time — Low to High State 


<TLH 
















ns 


(Cl= 250 pF) 




- 


32 


- 


- 




28 


- 




(C|_ = 375pF) 




- 


42 


- 


- 




38 


- 




(C|_ = 500pF) 




- 


60 


- 


- 




53 


- 





3-687 



MC8T95-98/MC6885-88 



SWITCHING CHARACTERISTICS (Vcc = 5.0 V 


Ta = 25°C un 


ess otherwise noted. 












Characteristic 


Symbol 


MC8T95/97 
MC6885/87 


MC8T96/98 
fVIC6886/88 


Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Propagation Delay Time - High State to Third State 
(Cl = 5,0pF) 


tPHZ(E) 


- 


- 


10 


- 


- 


10 


ns 


Propagation Delay Time - Low State to Third State 
(Cl = 5.0pF) 


<PLZ(E) 


~ 


- 


12 


- 


- 


16 


ns 


Propagation Delay Time - Third State to High State 
(Cl= 50 pF) 


tpZH(E) 


- 


- 


25 


~ 


~ 


22 


ns 


Propagation Delay Time — Third State to Low State 
(CL = 50pF) 


'PZL(E) 


' 


~ 


25 


" 


~ 


24 


ns 



a 



FIGURE 1 - TEST CIRCUIT FOR SWITCHING CHARACTERISTICS 

To Scope (Input) 

Open for tp2H(E) Test Only 
+ 5 V 




FIGURE 2 - WAVEFORMS FOR PROPAGATION DELAY 
TIMES INPUT TO OUTPUT 



C|_ Includes Probe and 
Jig Capacitance 



•^V\ O Outpu 

200 



1N3064 

or Equivalent 



MC8T96, MC6886 
MC8T98 or MC6888 



Output 

IVIC8T95,,MC6885 
MC8T97 or MC6887 



10 k \ Open for 

T tp2i_(E") Test Only 



Vol 
■ VoH 



Input Pulse Conditions 

'THL ■ 'TLH ~ 10 " = 
f 1.0 MHz 



VoH 
Output 



FIGURE 3 - WAVEFORMS FOR PROPAGATION DELAY TIMES - ENABLE TO OUTPUT 

i 
0.5 V 

T 



tPHZ(E)- 



:l(e) — J 



\^ 



3.0 V 

Enable 




Output Vol. 



IPZH(E)- 



'OH 

Output 



H = High-Logic State, L = Low-Logic State, Z = High Impedance State 
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FIGURE 4 - ADDRESS MULTIPLEXER FOR 16-PIN 4K NMOS MEMORY 

Row Enable O- 



Bow Address From MRU 



Column Address 
From MPU 





I ^ 






MC8T97 

Other 








^ 








^0 

MCM6604A 
NMOS 
Memory 
A '^""'^ 






































'■ 






















' 










MC8T97 

or 

Other 














^ 





























































Column Enable O- 



i 
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MOTOROLA 



MC8T28 
MC6889 



a 



NONINVERTING 
QUAD THREE-STATE BUS TRANSCEIVER 

This quad three-state bus transceiver features both excellent MOS 
or MPU compatibility, due to its high impedance PNP transistor 
input, and high-speed operation made possible by the use of Schottky 
diode clamping. Both the -48 mA driver and -20 mA receiver outputs 
are short-circuit protected and employ three-state enabling inputs. 

The device is useful as a bus extender in systems employing the 
IV16800 family or other comparable MPU devices. The maximum 
input current of 200 mA at any of the device input pins assures 
proper operation despite the limited drive capability of the MPU 
chip. The inputs are also protected with Schottky-barrier diode 
clamps to suppress excessive undershoot voltages. 

Propagation delay times for the driver portion are 1 7 ns maximum 
while the receiver portion runs 17 ns. The MC8T28 is identical to 
the NE8T28 and it operates from a single +S V supply. 

• High Impedance Inputs 

• Single Power Supply 

• High Speed Schottky Technology 

• Three-State Drivers and Receivers 

• Compatible with M6800 Family Microprocessor 

• Non-Inverting 



MICROPROCESSOR BUS EXTENDER APPLICATION 

(Clock) 
GND -1-5 V rtl 02 



X 



5 



LUJ 



M6800 
MPU 



4. 



MC8T95/MC6885 

thru 
MC8T98/MC6888 
BUS EXTENDER 

\Z 



J\ 



ADDRESS 

AND 
CONTROL 

BUS 



MC8T28/MC6889 
BUS EXTENDER 



MC6830 
ROMs 



MC6810 
RAMs 



MC6820 
PIAs 



JsT 



1/ 



MC6850 
ACIAs 



~v 



TO - 
DAA 



MC6860 
MODEM 



DATA 

Bus 



NONINVERTING 
BUS TRANSCEIVER 



MONOLITHIC SCHOTTKY 
INTEGRATED CIRCUITS 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620-02 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648-05 



PIN CONNECTIONS — MC8T28 
MC6889 




ORDERING INFORMATION | 


Device 


Alternate 


Temperature 
Range 


Package 


MC8T28L 


MC6889L 


to 4- 75°C 


Ceramic DIP 


MC8T28P 


MC6889P 


Oto +75''C 


Plastic DIP 
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MAXIMUM RATINGS (Ta = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


8.0 


Vdc 


input Voltage 


V| 


5.5 


Vdc 


Junction Temperature 
Cerannic Pacl<age 
Plastic Package 


Tj 


175 
150 


°C 


Operating Ambient Temperature Range 


Ta 


Oto +75 


°C 


Storage Temperature Range 


Tstg 


-65 to + 150 


"c 



ELECTRICAL CHARACTERISTICS (4.75 V < Vqc < 5.25 v and C 


°C < Ta < 76 


°C unless otherwise noted.) 




Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input Current - Low Logic State 

(Receiver Enable Input, V|l(pe| = 0.4 VI 
(Driver Enable Input, V|l(DE) ' 0'^ V) 
(Driver Input, V||_(o) = 0.4 V) 
(Bus (Receiver) Input, V|l(B) " 0'' ^1 


'lL(RE) 
'lL(DE) 
'lL(DI 
'lL(B) 






-200 
-200 
-200 
-200 


mA 


Input Disabled Current — Low Logic State 
(Driver Input, V||_(q) = 0.4 V) 


l|L(D) DIS 






-25 


mA 


Input Current-High Logic State 

(Receiver Enable Input, V|h(re) " 5.25 V) 
(Driver Enable Input, V|h(DE)= 5.25 V) 
(Driver Input, V|h(D) = 5-25 V) 


'lH(RE) 
l|HIDE) 
'lH(D) 






25 
25 
25 


»iA 


Input Voltage - Low Logic State 
(Receiver Enable Input) 
(Driver Enable Input 
(Driver Input) 
(Receiver Input) 


ViLIRE) 
V|L(DEI 
V|L(D) 
V|L(B) 






0,85 
0.85 
085 
0.85 


V 


Input Voltage - High Logic State 
(Receiver Enable Input) 
(Driver Enable Input) 
(Driver Input) 
(Receiver Input) 


V|H(RE) 
^IH(DE) 
V|H(D) 
V|H(B) 


20 
2.0 
2.0 
2.0 






V 


Output Voltage ^ Low Logic State 

(Bus Driver) Output, lOL(B) " ^8 mA) 
(Receiver Output, ioL(R) ^ 20 mA) 


VOL(B) 
VOL(R) 






0.5 
0.5 


V 


Output Voltage - High Logic State 

(Bus (Driver) Output, loH(B) " ''0 "^'^' 

(Receiver Output, loH(R) = "2.0 mA) 

(Receiver Output, loH(R) = -100/mA, V^c = 5.0 V) 


^OH(B) 
VOH(R) 


2.4 
2.4 
3.5 


3.1 
3,1 




V 


Output Disabled Leakage Current - High Logic State 
(Bus Driver) Output, VoH(B) = 2.4 V) 
(Receiver Output, VoH(R) = 2.4 V) 


'OHL{B) 
lOHL(R) 


-. 


- 


100 
100 


nA 


Output Disabled Leakage Current - Low Logic State 
(Bus Output, VoL(B) " 0.5 V) 
(Receiver Output, VoL(R) = 0-5 V) 


'OLL(B) 
'OLL{R) 


- 


- 


-100 
-100 


MA 


Input Clamp Voltage 

(Driver Enable input l|DtDE) = -12 mA) 
(Receiver Enable input i|c(RE) = +12 mA) 
(Driver Input l|C(D) = -12 mA) 


V|C(DE) 
V|C(RE) 
V|C(D) 


- 


' 


-10 
-1.0 
-1.0 


V 


Output Short-Circuit Current, Vqc = 5.25 V d' 
(Bus (Driver) Output) 
(Receiver Output) 


'OS(B) 
'OS(R) 


-50 
-30 


- 


-150 
-75 


mA 


Power Supp^y Current 
(Vcc= 5.25 V) 


Ice 


- 


- 


110 


mA 



B 



( 1) Only one output may be short-circuited at a time. 
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SWITCHING CHARACTERISTICS (Unless otherwise noted, Vcc = 5.0 V and Ta = 250C) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Propagation Delay Time— Receiver (Cl = 30 pF) 


tPLH(R) 
tPHL(R) 


- 


17 
17 


ns 


Propagation Delay Time-Driver (C|_ = 300 pF) 


tPLH(D) 
tPHL(D) 


- 


17 
17 


ns 


Propagation Delay Time-Enable (Cl = 30 pF) 

- Receiver 

- Driver Enable (Cl 300 pF) 


tPZL(R) 
tPLZ(R) 

tpZL(D) 
tPLZ(D) 


- 


23 
18 

28 
23 


ns 



B 



FIGURE 1 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY FROM 
BUS (RECEIVER) INPUT TO RECEIVER OUTPUT, tpLH(R) AND tpHL(R) 



t JUL '^ 5.0 ns 
2.6 V 



V- 



h 



tPHL(R) » 

VOH 

Output ,5 

Vol 



To Scope 

(Input) 



Pulse (_rL) 
Generator 



i 



Receiver (Bus) 
Input 
O 




■tTHL< 5.0 ns 



/l.5 V 
10%, f 

} 



Input Pulse Frequency = 10 MHz 
"^Pl-H(R) Duty Cycle =50% 



To Scope 

(Input) 

4 



Receiver 
Output 



Driver 
Input 



•1.3k 7k30pF 



1N916 
or Equiv. 



44- 
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FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER INPUT TO BUS (DRIVER) OUTPUT, tpLH(D) AND tpHL(D) 




t jHL ** ^^ "^ 



90% 

1.5 V 



Vol 



^i A^ 



Input Pulse Frequencv = 10 MHz 
■ PLH(D) Duty Cycle = 50% 



To Scope 

(Input) 



Driver 
Enable 
Input 



To Scope 
(Output) 



Driver 
Input 



Receiver 
Output 



Enable 

Input 

ID- 




Driver 
(Bus) 
Output 



1N916 
or Equiv. 

— \4— 



B 



FIGURE 3 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER ENABLE INPUT TO RECEIVER OUTPUT, tpL2(RE) AND tpZL(RE) 



t-pLH < 5.0 ns 
2.6 V 



'PLZ(BE) 
*3.5 V 




To Scope V 

(Input) 



Pulse (_rL) 
Generator 



± 



90% 1 
1.5 V 



. txHL*; 50" = 



\ 



Input Pulse Frequency = 5.0 MHz 
Duty Cycle = 50% 




To Scope 
(Output) 



Receiver 
Output 



< _i_ 1N916 

5.0 k < .-rv30pF !^ or Equiv. 
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FIGURE 4 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIMES FROM 
DRIVER ENABLE INPUT TO DRIVER {BUS) OUTPUT, tp|.z(DE) AND tp2L(DE) 



B 



'TLH < 5.0 ns- 
2.6 V 



tPZL(DE) 
s=3.5 V 



A 



To Scope 

(Input) 



Pulse (_n_) 
Generator 



Driver EnabI 
Input 



Receiu 

Enable 

Input 

O 



3f90% ic 90% 



-'THL< 50ns 



Input Pulse Frequency " 5.0 MHz 
Duty Cycle = 50% 



tPLZ(DE) 




To Scope 
(Output) 



Driver (Bus) 
Output 



<^-t H " 



_^ 1N916 
, 300pF ^ „^ E^^i„ 



FIGURE 5 - BIDIRECTIONAL BUS APPLICATIONS 



Receiver •- 
Outputs •- 



Inputs % o_ 



Driver 
Enable 



Receiv er 
Enable 



n I. Ii li 



t t ♦ f 

To Other 
Drivers/ Receivers 



r^ 



Receiver 
Outputs 



Driver Receiv er 

Enable Enable 
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Advance Infonxiation 



MPU-BUS-COMPATIBLE 
8-BIT D-TO-A CONVERTER 

The MC6890 is a self-contained, bus-compatible, 8 bit (±0.19% 
accuracy) D-to-A converter system capable of interfacing directly 
with 8-bit microprocessors. 

Available in both commercial and military temperature ranges, this 
monolithic converter contains master/slave registers to prevent 
transparency to data transitions during active enable; a laser- 
trimmed, low-TC, 2.5 V precision bandgap reference; and high 
stability, laser-trimmed, thin-film resistors for both reference input 
and output span and bipolar offset control. 

A reset pin provides for overriding stored data and forcing lout 
to zero. 

• Direct Data Bus Link with All Popular TTL Level MRU's 

• ±1/2 LSB Nonlinearity Over Temperature 

• Fast Settling Time: 200 ns Typ 

• Internal 2.5-\/ Precision Laser-Trimmed Voltage Reference (May 

Also Be Used Externally) 



• Minimum Enable Pulse Width: 70 ns 



• Fast Enable: 1 ns Maximum Data Hold Time 

• Reset Pin to Override Data 

• Output Voltage Ranges; +5, +10, +20, or ±2.5, ±5, ±10 Volts 

• Low Power: 90 mW Typ 

• +5 V and -5 V to -1 5 V Supplies 



OPERATION WITH AN MPU 



Clock, 
Control, 

and 

Address 

Bus 



Microprocessor 



Data Bus Reset 




Decode 
Circuitry 



0-200 n 




REFouT 



REFiN 



MC6890 



MC6890 



8-BIT 

MPU-BUS-COMPATIBLE 

DAC 



SILICON MONOLITHIC 
INTEGRATED CIRCUIT 




L SUFFIX 

CASE 732-03 



B 



PIN CONNECTIONS 


(LSB) DO [T 


\^ 


E vcc 


D1 (T 




TT] REFouT 


D2 \7 




3 REF|N 


03 




■JT] Analog Gnd 


D4 \T 




3 20 V Span 


D5[^ 




]5] 10 V Span 


D6 [7 




3'ou, 


(MSB)D7 rj 
Reset [7 




-ri Bipolar 
iil Offset 


22J Enable 


Digital Gnd [io 




T7] Vee 









ORDERING INFORMATION 



Device 


Temperature Range 


Package 


MC6890L 


0° to +70°C 


Ceramic DIP 


MC6890AL 


-55°to+125°C 


Ceramic DIP 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 



3-695 



MC6890 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 
Vee 


+7.0 
-18 


Vdc 


Digital Input Voltage, Pins 1-8, 12 
Pin 9 


Vin 


-3.0 to +7.0 
to +7.0 


Vdc 


Applied Output Voltage 


Vl4 


Vee +2 to 

Vee +24 


Vdc 


Reference Amplifier Input 


Vl8 


±7.5 


Vdc 


Operating Temperature Range 
MC6890L, 
MC6890AL 


Ta 


to +70 
-55 to +125 


°C 


Storage Temperature Range 


Tstg 


-65 to +150 


°C 


Junction Temperature 


Tj 


+ 150 


°C 



a 



ELECTRICAL CHARACTERISTICS (Vcc = 5 V, Vee = -1 2 V 

^high*^'- unless otherwise noted.) 


Pin 1 8 loaded only by Pin 1 9 through 1 00 fl. Reset high, Ta = T|ow to 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Digital Input Logic Levels 
High Level, Logic 1 
Low Level, Logic 


V|H 
V|L 


2.0 


- 


0.8 


Vdc 


Digital Input Current 
Data (V|H = 3,0 V) 
(V|L = 0.4 V) 
Enable (V|H = 3.0 V) 
(V|L ^ 0.4 V) 
Reset (V|H = Vcc) 
(V|L = 0.4 V) 


l|H 
l|L 
l|H 
l|L 
l|H 
l|L 


- 


0.001 
0.5 

0.001 
-6.5 

0.001 
-1.0 


1.0 
-10 
1.0 
-100 
1.0 
-15 


/"A 
mA 
mA 
mA 
mA 


Full Scale Output Current — Unipolar 


lO 


-1.50 


-1.992 


-2.50 


mA 


Unipolar Zero Output — All Bits Off (Ta = 25°C) 


— 


— 


0.010 


0.20 


mA 


Output Voltage Temperature Coefficient 

Unipolar Zero 
Bipolar Zero 
Full Scale Range 


TCvo 


- 


±1.0 
±5.0 
±20 


±2.0 
±15 
±50 


ppm of 
FSR/°C 


Output Voltage, Full Scale Range (See Figure 3) (Ta = 25°C) 
(10 V Span) 
(20 V Span) 
(5.0 V Span) 


vo 


9.861 
19.722 
4.930 


9.961 

19.922 

4.980 


10.061 
20.122 
5.030 


Vdc 


Output Voltage, Bipolar Zero (MSB on) (See Figure 4) (Ta = 25°C) 
(10 V Span) 
(20 V Span) 
(5.0 V Span) 


vo 


- 







±20 
±40 
±10 


mV 


DAC Output Resistance — Exclusive of Span Resistors 
(Ta = 25°C) (See Figure 5) 


Ro 


1.0 


5.0 


— 


MO 


Resolution 


— 


8.0 


8.0 


8.0 


Bits 


Nonlinearity — Relative Accuracy 
(See Terminology) 


NL 


— 


— 


±0.1 9 
(±1/2 LSB) 


% 


Differential Nonlinearity 




Mono 


tonicity Guar 


anteed 




Differential Nonlinearity (Ta = 25°C) 
(See Terminology) 


— 


— 


— 


±0.29 
(±3/4 LSB) 


% 


Reference Input Resistor 


Rref 


3800 


4900 


6800 


n 


Reference Output Voltage (Ta = 25°C) 


Vref 


2.470 


2.500 


2.530 


Vdc 


Reference Output Impedance (Ta = 25°C) l|oad = 0-3.0 mA 


— 


, — 


0.3 


1.0 


n 


Reference Short Circuit Current (Ta = 25°C) 


Iref 


15 


30 


50 


mA 


Reference Output Voltage Temperature Coefficient 


TCvO(REF) 


— 


±20 


— 


ppm/°C 


Power Supply Range 


Vcc 
Vee 


4.5 
-16.5 


5.0 
-12 


5.5 
-4.5 


Vdc 


Power Supply Current — All Bits Low 
(Vcc = 5.0 V) 
(Vee = -5.0 V) 

(Vee = -1 5 V) 


Ice 

lEE 
lEE 


- 


10 
-10 
-10 


20 
-15 
-15 


mA 


Power Supply Rejection (Ta = 25°C) 
To Vcc (Vcc = 4.5 to 5.5 V) 

To Vee (Vee = -45 v to -i 6.5 v) 


PSR 


- 


0.010 
0.10 


±1/10 
±1/2 


LSB 


Power Dissipation — All Bits Low 
For Vcc = 4.5 V, Vee = -4-5 V 
For Vcc = 5.5 V, Vee = -16.5 V 


Pd 


- 


90 
220 


158 
358 


mW 



NOTE 1 : T|ow = -55°C for MC6890A, 0° for MC6890 

Thigh = +1 25<>C for MC6890A, +70°C for MC6890 
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AC SPECIFICATIONS (Vcc = 5.0 V, Vee = -1 2 V, T^ = 25°C unless otherwise noted.; 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Current Settling Time 
(Enable Positive Edge to ±1 /2 LSB Output) 


ts 


— 


200 


300* 


ns 


Data Setup Time 


tsu(D) 


70 


40 


— 


ns 


Data Hold Time 


th(D) 


10 





— 


ns 


Pulse Widths 
Enable 
Reset 


tW(E) 
tW(R) 


70 
100* 


20 


- 


ns 


Propagation Delays 
Enable, Low to High 
Reset, High to Low 
(IO<1.0mA) 


tPLH(E) 
tPHL(R) 


- 


100 
250 


- 


ns 



*Not 100% tested , guaranteed by design 



Data 1 .4 V 



FIGURE 1 — TIMING DIAGRAM 



CZ3 



-<su(D)- 



~\ 



-tW(E)- 



'h(D) 



^50% 



-tPLH{E) 



-tpHL(R) 



\ 



-«W(R)- 



FIGURE 2 - BLOCK DIAGRAM 

8 7 6 5 4 3 2 1 

ooooooocp 



19 
REFouT O- 



REFiN 



Reference 
Source 



-4r A Gnd 



Double Buffered 
Latches 



J5.0 k 
^ A. Gnd 



Current Sources, 
Switches 



12 

-O Enable 



-O Reset 
9 



13 
-O Bipolar Offset 



E 



14 
-O lout 



15 
-O 10 V Span 



6ii 


020 


617 


6io 


6 16 


Vee 


Vcc 


Analog 
Ground 


Digital 
Ground 


20 V Span 


-5V 


5 V 








)-15V 
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TEST FIGURES 



UNIPOLAR CONFIGURATIONS 
FIGURE 3A 




+ 10 V Configuration 

Latched Input Code: 11111111 



FIGURE 3B 



i 




+20 V Configuration 

Latched Input Code: 11111111 



FIGURE 30 




+5.0 V Configuration 

Latched Input Code: 11111111 



BIPOLAR CONFIGURATIONS 



FIGURE 4A 




±5.0 V Configuration 

Latched Input Code: 10000000 




±10 V Configuration 

Latched Input Code: 10000000 




±2.5 V Configuration 

Latched Input Code: 10000000 



FIGURE 5 TEST CONFIGURATION FOR DAC OUTPUT IMPEDANCE 

+5.0 V 




Latched Input Code: 11111111 
12 V 
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TERMINOLOGY 



Nonlinearity (Relative Accuracy) — Maximum output 
deviation from ideal straight line connecting zero and full- 
scale readings, expressed as a fraction of LSB or percent 
of full scale. 

Differential Nonlinearity— Maximum deviation in the 
readingsof any two adjacent input bit codes from the ideal 
LSB step, expressed in fractions of LSB or percentage of 
full scale. A differential nonlinearity value greater than 
1 LSB may lead to non-monotonic operation. 

Monotonicity — For every increase in the input digital 
word, the output current either remains the same or 
increases. The MC6890 is guaranteed to be monotonic 
over temperature. 



Settling Time — The elapsed time from the Enable 
positive transition until the output has settled within an 
error band about its final value. 

The worst case switching condition occurs when all bits 
are latched "on," which corresponds to a low-to-high 
transition for all bits. This time is typically 200 ns for the 
current output to settle to within ±1/2 LSB for 8 bit 
accuracy. These times apply when the output swing is 
limited to a small (<0.5 V) swing and the external output 
capacitance is under 1 pF. 

Gain Error — The difference between the actual full 

scale range and the ideal full scale range. Based on a to 

255 
1 V output configuration, the ideal FSR is -^ x i o V = 

9.961 V. ^^^ 



Gain error is laser trimmed to less than ±1 .0%with R1 = 
1 GO n (Figure 3) and can be user trimmed to zero error with 
R1 = 200 n pot. 

Bipolar Zero — Using the configuration shown in 
Figure 6 with R1 =100n, R2 = 50 H, with the MSB on and 
all other bits off, the output voltage reading compared to 
analog ground is expressed as a percentage of the full- 
scale range. Offset voltage of the output op amp must be 
nulled. Bipolar Zero error is laser trimmed to less than 
0.20% and can be user trimmed to zero with R2= lOOflpot. 

Temperature Coefficients — (Unipolar zero. Bipolar 
zero. Gain and Reference Output). The maximum deviation 
of the particular parameter over the specified temperature 
range, divided by the temperature range, expressed in 
parts per million of Full Scale Range per degree C. 

Power Supply Rejection — The change in full scale 
current caused by the specified change in V^g or Vcc is 
expressed in LSB's. 



Reset Function — The MC6890hasa Reset pin (9)that 
will force the DAC's registers, and therefore the DAC 
output current, to zero. This input is active low and should 
not occur simultaneously with an active Enable signal 
although no harm would result to the converter. The 
power dissipation increases slightly during Reset low. 
Reset should not be allowed to become more negative 
than ground. 



I 



FIGURE 6 - MC6890 IN TYPICAL BIPOLAR ±2.5 V OPERATION 




O Vo±2.5V 



0-1 00 n 



D7 


06 


D5 


D4 


D3 


D2 


D1 


DO 


Vo (Volts) 1 


R2=60n 


R2s50n 


1 
1 
1 





1 

1 


1 





1 
1 

1 




1 
1 

1 




1 
1 

1 




1 
1 

1 




1 
1 


1 





1 



1 
1 




+ 2.490 
+ 2.470 
+ 0.010 
-0.010 
-2.470 
-2.490 


+ 2.480 
+ 2.460 
+ 0.000 
- 0.020 
-2.480 
-2.500 
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TYPICAL PERFORMANCE CURVES 



FIGURE 7 — REFERENCE VOLTAGE versus 
EXTERNAL LOAD CURRENT* 



u. 2.470 













ta = 


25°C 








— - 




■ — 


\ 























































5.0 10 15 20 25 30 35 

IrEF. reference output current (mA) 



'External load current is in addition to Reference Input 
Current (Pin 1 8) of D/A converter. 



FIGURE 8 — DIGITAL INPUT CHARACTERISTICS 





1 
Vcc = 5.0 V 
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Data 








-1 
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FIGURE 9 — TYPICAL APPLICATION OF THE MC6890 IN A MC6800 SERIES MPU SYSTEM 



o 

00 



G3 
O 



*Note: Bypass 
capacitor leads should 
be short 




* O Vout 

MC34001 ±5.0 V 



® 



MOTOROLA 



Advance Information 



a 



INTELLIGENT PERIPHERAL CONTROLLER 

The MC68120/MC68121 Intelligent Peripheral Controller (IPC) is a 
general purpose, mask programmable peripheral controller. The IPC 
provides the interface between an M68000 or M6800 Family 
microprocessor and the final peripheral devices through a system bus 
and control lines. System bus data is transferred to and from the IPC via 
dual-port RAM while the software utilizes the semaphore registers to 
control RAM tasking or any other shared resource. Multiple operating 
modes range from a single chip mode with 21 I/O lines and 2 control 
lines to an expanded mode supporting an address space of 64K bytes. 
The MC68120 has 2K bytes of on-chip ROM to make full use of all 
operating modes. The MC68121 utilizes only the expanded address 
modes, due to the absence of on-chip ROM. 

A serial communications interface, 16-bit timer, dual-ported RAM 
and semaphore registers are available for use by the IPC in all operating 
modes. 

• System Bus Compatible with the Asynchronous M68000 Family 

• System Bus Compatible with the MC6809 and Other M6800 Family 
Processors/ Peripherals 

• Local Bus Allows Interface with all M6800 Peripherals 

• MC6801 Source and Object Code Compatible 

• Upward Compatible with MC6800 Source and Object Code 

• 2048 Bytes of ROM (MC68120 Only) 

• 128 Bytes of Dual-Ported RAM 

• Multiple Operation Modes Ranging from Single Chip to Expanded, 
with 64K Byte Address Space 

• Six Shared Semaphore Registers 

• 21 Parallel I/O Lines and 2 Handshake Lines (5 I/O Lines on 
MC68121) 

• Serial Communications Interface (SCI) 

• 16-Bit Three-Function Timer 

• 8-Bit CPU and Internal Bus 

• Halt/ Bus Available Capability Control 

• 8x8 Multiply Instruction 

• TTL Compatible Inputs and Outputs 

• External and Internal Interrupts 







GENERIC INFORMATION 

(TA = 0°Cto70°C) 






Package Type 


Frequency (MHz) 


Generic Number 




Ceramic 
L Suffix 


1.0 
1.0 
1.25 
1.25 


MC68120L1 (Unicorn ROM) 

MC68121L 

MC68120L1-1 (Unicom ROM) 

MC68121L-1 











MC68120 
MC68121 



HMOS 



(HIGH-DENSITY N-CHANNEL 
SILICON-GATE) 

INTELLIGENT PERIPHERAL 
CONTROLLER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 740 



PIN 



VssC 

IRQ "1E 
HALT/ c 
BA/NMI 
EC 

SR/WC 



[6 



C8 



DTACK 
CS C 
SA7 
SA6 C 
SA5 C 
SA4 C 

VccC 

SA3 C 
SA2C 
SAlC 
SAO C 
SDO [ 
SD1 C 
SD2[ 
SD3 C 
SD4C 
SD5C 
SD6C 
SD7C 



1 • 

2 

3 



ASSIGNMENT 



48]reSET 

47 ] P24 

46 3P23 

45 D P22 
]P2i 
I]P20 
DSC2 

3sci 

40 ] P30 
38]P31 
38]P32 



]P33 
]P34 



35 ] P35 
]P36 
DP37 
!]P40 
DP41 
]P42 
]P43 
]P44 
3P45 
]P46 



25 ] P47 



This document contains information on a new product. Specifications and information fierein 
are subject to change without notice. 
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IV1C68120/MC68121 INTELLIGENT PERIPHERAL CONTROLLER - BLOCK DIAGRAM 

o ■- CM cr> -tr 
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oooooooO|f;>|co 



!I5^ 



Serial 
I/O 



7Y 



^ 



6 
Sema- 
phore 
Registers 



^ 
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■SD3 
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B 



(MC68120 Only) 



MAXIMUM RATINGS 



Rating 


Synnbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


Vin 


-0.3 to +7.0 


V 


Operating Temperature Range 


Ta 


0to70 


°c 


Storage Temperature Range 


Tstg J 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic Package 


ffjA 


50 


°c/w 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. For proper operation it is 
recommended that Vjn and Vout be con- 
strained to the range Vs$s(V|n or 
VoutsVcC- 

Unused inputs must always be tied to an 
appropriate logic voltage level (e.g., either 
Vss or Vcc). 
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POWER CONSIDERATIONS 



(1) 



B 



The average chip-junction tennperature, Tj, in °C can be obtained from: 

Tj = TA+(PD«ejA) 
Where: 

Ta = Ambient Temperature, °C 

ejA= Package Thermal Resistance, Junction-to-Ambient, °C/W 

Pd^pint+prort 

PlNjsJCCX Vcc> Watts - Chip Internal Power 
PpORT=Port Power Dissipation, Watts - User Determined 
For most applications PpORT'«P|NT and can be neglected. PpoRT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

Pd=K^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = PD«(TA + 273°C) + ejA»PD2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta. Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 



DC LOCAL BUS ELECTRICAL CHARACTERISTICS (Vcc = 5 VcJc ±5%, Vss = 0, Ta = 

(Refer to Figures 1 and 2) 


= 0°to 70°C 


unless otherwise noted) 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage E 


Vein 


Vcc-0.75 


- 


vcc 


V 


Input Low Voltage E 


Veil 


Vss-0.3 


- 


Vss + 0.6 


V 


Input High Voltage RESET 

Other Inputs* 


V|H 


Vss + 4.0 
Vss + 2.0 


: 


Vcc 
Vcc 


V 


Input Low Voltage All Inputs* 


V|L 


Vss-0.3 


- 


Vss-^0.8 


V 


input Load Current 
(V|n = 0to2.4V) Port 4 


lin 


- 


- 


0.5 


mA 


Input Leakage Current 


lin 


- 


1.5 


2.5 


nA 


(Vin = to 5.25 V) SCI, HALT/NMI, IRQ1, RESET 


Three-State (Off State) Input Current 
(Vjn = 0.5to2.4V) SD0-SD7, P20-P24, P30-P37 


ITSI 




2.0 


10 


/'A 


Output High Voltage 

(l|oad= -65 /iA, Vcc=min) P40-P47, SCI, SC2 
<l|oad= -100/iA, Vcc=min) Other Outputs 


VOH 


Vss + 2.4 
Vss + 2.4 


- 




V 


Output Low Voltage 
(l|oad = 2.0mA, Vcc=min) AJI Outputs 


Vol 


- 


- 


Vss + 0.5 


V 


Internal Power Dissipation (measured at Ta = 0°C) 


Pint 


- 


- 


1200 


mW 


Input Capacitance E 
<Vin = 0, TA = 25°C,fo=1.0MHz) P30-P37, P40-P47, SCI 

Other Inputs 


Cin 


- 


- 


60.0 
12.5 
10.0 


pF 



* Except Mode Programming Levels; See Figure 29. 

FIGURE 1 - CMOS LOAD 
Test Point O- 

;30pF 



FIGURE 2 - TIMING TEST LOAD PORTS 2, 3, 4 

9 Vcc 



■ Rl= 2.0 kQ 



MMD6150 
or Equiv. 

X MMD7000 
or Equiv. 



C = 90 pF for P30-P37, P40-P4 7, SCI, SC2 
= 30 pF for P20-P24, H^^UT/SA/fJW 

R = 37 kO for P40-P47, SCI, SC2 

= 24 kO for P20-P24, HALT/BA/NMI, P30-P37 
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DC SYSTEM BUS ELECTRICAL CHARACTERISTICS 

(Vcc = 5.0 Vdc ±5%, Vss = 0. Ta = 70°C unless otherwise noted) (Refer to Figure 3) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage CS, DTACK, SA0-SA7, SD0-SD7, SR/W 


VjH 


Vss + 2.0 




vcc 


V 


Input Low Voltage CS, DTACK, SA0-SA7, SD0-SD7, SR/W 


VlL 


VsS-0.3 


- 


Vss + 0.8 


V 


Output High Voltage (lLoad= -400,iA, Vcc= min) DTACK, SD0-SD7 


VOH 


Vss + 2.4 


- 


- 


V 


Output Low Voltage (lLoad = 5-3 mA, Vcc = min) DTACK, SD0-SD7 


Vol 


- 


- 


Vss + 0.5 


V 



TIMING TEST LOAD SD0-SD7, DTACK 

9 Vcc 



= 130pF 
= 6 kn 



' Rl= 750 n 

MMD6150 
, or Equiv 



MMD7000 
or Equiv 



PERIPHERAL PORT TIMING (Refer to Figures 4 through 7) 



B 



Characteristics 


Symbol 


Min 


Max 


Unit 


Peripheral Data Setup Tinne 


tPDSU 


200 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


- 


ns 


Delay Tinne, Enable Positive Transition to OSS Negative Transition 


tOSDI 


- 


350 


ns 


Delay Time, Enable Positive Transition to OSS Positive Transition 


tOSD2 


- 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid (Ports 2, 3, 4) 


tpWD 


- 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral CMOS Data Valid 


'CMOS 


- 


2.0 


MS 


Input Strobe Pulse Width 


'PWIS 


200 


- 


ns 


Input Data Hold Time 


t|H 


60 


- 


ns 


Input Data Setup Time 


t|S 


20 


- 


ns 


Input Capture Pulse Width (Timer Function) 


tpwic 


2 


- 


Ecyc 



FIGURE 4 - DATA SETUP AND HOLD TIMES 
(MPU READ LOCAL BUS) 



r-MPU Read 

EIHJe — ^ V^EIH 

Ih/ ^[Vih 

Veil 



tPDSU 






P20-P24 
P40-P47 
Inputs 

P30-P37 

Inputs* 



V Data Valid / 



■tPDH 



tPDSU- 



\ Data Valid \ 



'Ports Non-Latched Operation (LATCH ENABLE = 0) 



FIGURE 5 - DATA SETUP AND HOLD TIMES 
(MPU WRITE LOCAL BUS) 



r 



/ 



-'CMOS- 



-tpwD- 



All Data 
Port Outputs 



); 



.C 0.7 Vcc 



Data Valid 



Notes: 

1. 10 k Pullup resistor required for Port 2 to reach 0,7 Vcc 

2. Not applicable to P21 

3. Port 4 cannot be pulled above Vcc 



FIGURE 6 - PORT 3 OUTPUT STROBE TIMING 
(SINGLE CHIP MODE) 



iZ 



MPU Access of Ports* 



XIIZZX 



\ 



-tOSDI 



/ 



P30-P37 
Inputs 



FIGURE 7 - PORT 3 LATCH TIMING 
(SINGLE CHIP MODE) 



-t|S- 



'S^ / 



t-tpwis- 

HlH* 



V Data Valid Y 



* Access matches Output Strobe Select (OSS = 0, a read; 
0SS=1, a write) 
Note; Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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LOCAL BUS TIMING (See Notes 1 and 2) 



a 



Idem. 
Number 


Characteristics 


Symbol 


IVIC68120/ 
IV1C68121 


IVIC68120-1/ 
MC68121-1 


Unit 


Min 


l\^ax 


Min 


Max 


1 


Cycle Time 


'eye 


1.0 


2.0 


0.8 


2.0 


/iS 


2 


Pulse Width, E Low 


PWel 


430 


1000 


360 


1000 


ns 


3 


Pulse Width, E High 


PWeh 


450 


1000 


360 


1000 


ns 


4 


Clock Rise and Fall Time 


tr, tf 


- 


25 


- 


25 


ns 


9 


Non-Muxed Address Hold Time 


'AH 


20 


- 


20 


- 


ns 


11 


Address Delay From E Low 


'AD 


- 


260 


- 


220 


ns 


17 


Read Data Setup Time 


'DSR 


80 


- 


70 


- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


'DDW 


- 


225 


- 


200 


ns 


21 


Write Data Hold Time 


tDHW 


20 


- 


20 


- 


ns 


23 


Muxed Address Delay from AS 


tADM 


- 


90 


- 


80 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


110 


20 


110 


ns 


26 


Delay Time E to AS Rise 


tASD 


100 


- 


80 


- 


ns 


27 


Pulse Width, AS High 


pwash 


220 


- 


170 


- 


ns 


28 


Delay Time AS to E Rise 


tASED 


100 


- 


80 


- 


ns 


29 


Usable Access Time (Note 4) 


tACC 


570 


- 


435 


- 


ns 




Enable Rise Time Extended 


tERE 


- 


80 


- 


80 


ns 




Processor Control Setup Time 


tpcs 


200 


- 


200 


- 


ns 




Processor Control Hold Time 


tPCH 


20 


40 


20 


40 


ns 



FIGURE 8 - LOCAL BUS TIMING 



R/W, Address 
(Non-Muxed) 




NOTES 



1 . Voltage levels shown are Vl<0.5 V, Vh£2.4 V, unless otherwise specified. 

2. Measurement points shown are 0.8 V and 2.0 V, unless otherwise specified. 

3. Address valid on the occurrence of the latest of 1 1 or 23. 

4. Usable access time is computed by: 1 - (4+ 1 1 + 17). 
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ASYNCHRONOUS SYSTEM BUS TIMING (Refer to Figures 9, 10, 11 and 12) 












Characterisic 


Symbol 


Min 


Typ 


Max 


Unit 


Cycle Time 


^cyc 


0,8 


~ 


2.0 


(IS 


System Address Setup 


tSAS 


30 


- 


- 


ns 


System Address Hold 


'SAH 





- 


- 


ns 


System Data Delay Read 
Semaphore 
RAM 


tSDDR 


0.3 


_ 


0.3+1.5 
'eye* 


ftS 


tSDDR 


- 


315 


- 


ns 


System Data Valid 


tSDV 





- 


- 


ns 


System Data Hold Read 


tSDHR 





- 


100 


ns 


System Data Delay Write 
Semaphore 
RAM 


tSDDW 




- 


" 


ns 


tSDDW 


- 


- 


60 


ns 


System Data Hold Write 


tSDHW 





- 


- 


ns 


Data Acknowledge 
Semaphore 
RAM 


tDAL 


0.5 


_ 


0.5+1.5 
'eye* 


/ts 


tDAL 


- 


315 


- 


ns 


Data Acknowledge High 


tDAH 


- 


- 


60 


ns 


Data Acknowledge Three-State 


tDAT 


- 


- 


90 


ns 


Data Acknowledge Low to CS High 


'DCS 


60 


- 


- 


ns 



I 



* Actual value dependent upon clock period. 

•■ Data need not be valid on write to Semaphore Registers. 



FIGURE 9 - ASYNCHRONOUS READ OF SEMAPHORE REGISTER FIGURE 10 - ASYNCHRONOUS WRITE OF SEMAPHORE REGISTER 



-!. 



\ 



/ 



m: 



-tSDV 
-tDCS— * 

tDAH- 



> 



;>— 
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\ 
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\ / 



M. 



-'DAL > 

'DCS 



:^ 



> 



tDAK"*-^ 



■'DAT 



FIGURE 11 - ASYNCHRONOUS READ OF RAM 



< 
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■'SAS 
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-* >. 



DTACK- 
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./ 
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:^ 



•'DAT 
•'DAN 



FIGURE 12 - ASYNCHRONOUS WRITE OF RAM 

SR/W 



DTACK 
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#" 
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Three State 
Note; Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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SYNCHRONOUS SYSTEM BUS TIMING (See Notes 1 and 2) 



I 



Idem 
Number 


Characteristic 


Symbol 


MC68120/ 
MC68121 


MC68120-1 
MC68121-1 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Time 


^cyc 


1.0 


10 


0.80 


10 


,»s 


2 


Pulse Width, E Low 


PWel 


430 


9500 


360 


9500 


ns 


3 


Pulse Width, E High 


PWeh 


450 


9500 


360 


9500 


ns 


4 


Clocl< Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


ns 


9 


Address Hold Time 


'AH 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


70 


- 


ns 


14 


Chip Select Setup Time Before E 


tCS 


80 


- 


70 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


30 


100 


30 


85 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


250 


ns 


31 


Input Data Setup Time 


tDSW 


165 


- 


120 


- 


ns 




Clock Enable Rise Time Extended 


tERE 


- 


80 


- 


80 


ns 



FIGURE 13 - SYNCHRONOUS SYSTEM BUS TIMING 



o 



Vein 
•* — 



R/W, Address 







VEIL. 



-0 



© 



0* 



' mmxi 



V A X-, 
/ V V 



■© 



i 



^. 



"tERE 



<a> 



\.veil 



© 



C30) 






© 



< 



-©-. 



c 





© 



(15 



> 



©r-^ 



> 



1. Voltage levels shown are Vl<0.5 V, VHa2.4 V, unless otherwise specified. 

2. Measurement points shown are 0,8 V and 2.0 V, unless otherwise specified. 



3-708 



MC68120, MC68121 



INTRODUCTION 



The MC68120/MC68121 is an 8-bit Intelligent Peripheral 
Controller (IPC) which can be configured to function in a 
wide variety of applications. This extraordinary flexibility is 
provided by its ability to be hardware progrannmed into eight 
different operating modes. These operating modes allow the 
IPC to operate on its local bus and communicate with an ex- 
ternal system bus through the internal dual-ported RAM. 
The operating mode controls the configuration of 18 of the 
48 pins on the IPC, the available on-chip resources, the 
memory map, the location (internal or external) of interrupt 
vectors, and the type of local bus. The configuration of the 
remaining 30 pins is not controlled by the operating mode. 

The dual-ported RAM provides a vehicle for devices on 
two separate buses to exchange data without directly affect- 
ing the devices on the other bus. The dual-ported RAM is ac- 
cessible from the MC68120/MC68121 CPU and accessible 
synchronously or asynchronously to the system bus through 
Port 1. Semaphore registers are provided as a software tool 
to arbitrate shared resources such as the dual-ported RAM. 
The semaphore registers are accessible from both buses in 
the same way each bus accesses the dual-ported RAM. 



The remaining ports (2, 3, and 4) are I/O ports. Each port 
is controlled by its Data Direction Register. The CPU has 
direct access to the port pins of each port through its Data 
Register. Port pins are labeled as Py where i identifies one of 
three ports and j indicates the particular bit. Port 2 is a 5-bit 
port which may be configured for I/O or for use of the on- 
chip timer and Serial Communications Interface (SCI). Ports 
3 and 4 may be used as 16 bits of I/O or may form a local ad- 
dress and data bus with control lines allowing communica- 
tions with external memory and peripherals. 

The IPC contains an enhanced M6800 MPU with addi- 
tional capabilities and greater throughput. It is upward 
source and object code compatible with the MC6800 and 
directly compatible with the MC6801. The programming 
model is depicted in Figure 14, where accumulator D is a 
concatenation of accumulators A and B. 

The MC68121 has all of the features of the MC68120 with 
the exception of on-chip ROM. Thus the MC68121 normally 
operates in the modes utilizing external ROM (modes 2 and 
3). Therefore, modes 0, 1 , 4, 5, 6 and 7 should not be used. 



i 



FIGURE 14 - PROGRAMMING MODEL 
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7 
1 1 H 1 N Z V C 


; L 


1 M >l /I J^ 







Condition Code Register (OCR) 
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DUAL-PORTED RAM AND SEMAPHORE 
REGISTERS 



The dual-ported RAM may be accessed from both the 
MC68120/MC68121 CPU and the external system bus. The 
six semaphore registers are tools provided for the program- 
mer's use in arbitrating simultaneous accesses of the same 
resource. 

For the internal CPU, the dual-ported RAM is located from 
$0080 through $OOFF in all modes except 3 and 4. In mode 3, 



the dual-ported RAM has been relocated in high memory 
from $C080 through $COFF thus allowing use of direct ad- 
dressing mode on external memory/peripherals. Note that 
no direct addressing of internal control registers is possible in 
mode 3. In mode 4, the internal RAM is not fully decoded 
and appears in locations $XX80 through $XXFF. From the 
external system bus, the dual-ported RAM is found in loca- 
tions % 10000000-1 1 1 1 1 1 1 1 , as shown below in Table 1 . 



TABLE 1 - LOCATION OF SEMAPHORE REGISTERS AND DUAL-PORTED RAM 



a 



System Bus Address 
(SA7-SA0) 


Feature 


IPC Address* 


%0000 0000-0001 0110 


Reserved 







Internal Registers 


$00-16 


0001 0111 - 0001 1100 


Semaphore Registers 


17-1C 


0001 1101 - 0111 1111 


Reserved 


1D-1F 





External Mem. /Unusable* 


20-7 F 


1000 0000 - 1111 1111 


Dual-Ported RAM 


80-FF 



% = Binary; $= Hexadecimal 
* Mode Dependent 

The reserved memory areas %0-0001 0110 and %0001 
1 101-%01 11 1111 cannot be written to from the System bus. 
If read from the System bus these memory locations return a 
value of $FF. 

The dual-ported RAM is accessed from the external 
System bus by way of eight address lines (SA0-SA7) and 
eight data lines (SD0-SD7). Three control lines provide for 
synchronous or asynchronous access to the dual-ported 
RAM through Port 1 . Figure 15 shows an example of a syn- 
chronous interface (using MC6809) and Figure 16 shows an 
example of an asynchronous interface (using MC68000). The 
dual-ported RAM is selectedjn each case by address lines 
SA0-SA7 and Chip Select (CS) from the system bus. The 



direction of data_ transfer is selected by the System 
Read/W rite (SR/W) line. The Data Transfer Acknowledge 
(DTACK) signal is the asynchr onous handshake required by 
an MC68000. Refer to DTA CK unde r Functional Pin Descrip- 
tion for more information. DTACK can be used to control a 
Memory Ready signal on the M6800 Family processor where 
Memory Ready capability is provided (see Figure 17). The lat- 
ter would allow the M6800 Family processor to run asyn- 
chronously with the MC68120/MC68121, It should be noted 
that if the Memor y Ready s ignal (on M6800 processors) is to 
be used with the DTACK signal, the system clock must be 
faster than or equal to the clock driving the IPC. Example 
clock circuits are shown in Figures 18 and 19. 



FIGURE 15 - SYNCHRONOUS SYSTEM BUS ACCESS INTERFACE 

E* 



MC68120 



Clock 
Circuit 



AS« 



. CS 



Chip Select /^ 
Circuit S^ 



Q* 



Upper 
Address 
Lines 



^ DTACK 






i> 



Lower Address Lines 



MC6809 



*E and Q are inputs for MC6809E 
^*Only needed in expanded multiplexed modes. 
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FIGURE 16 - ASYNCHRONOUS SYSTEM BUS INTERFACE 



Clock 
Circuit 



1 y\li 

Chip Select ^ 
Circuit V 



Upper 
Address 
nes 



Data Strobe 



]^'^^Vcc 






Lower Data Lines 



:> 



Lower Address Lines 
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MC68000 



B 



* Only needed in expanded multiplexed modes. 



FIGURE 17 - MEMORY READY - DTACK CONFIGURATION 
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Circuit 
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^ Lines 
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MC6809 
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* ^ 


Chip Select 
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< 


|VCC 




SI 

MRDY 
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-\ ^ 


s 


*^N3 


' — L-^ 


? 
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°;^^^RA 


N 


^SD0-SD7 N 
^ Data Lines y 
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^ Address Lines 


N 











'Only needed in expanded multiplexed modes. 
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FIGURE 18 - CLOCK CIRCUIT EXAMPLE 1 - SCHEMATIC AND TIMING 



Schematic 
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The semaphore registers allow arbitration between shared 
resources, which may be part or all of the dual-port RAM, or 
a peripheral. The semaphore registers may also be used to in- 
dicate that non-reentrant code is in use or that a task is in 
process or is complete. To prevent the writing or reading of 
erroneous data from the dual-ported RAM, all simultaneous 
accesses involving a write to the same byte in the dual- 
ported RAM should be avoided. The responsibility for 
mutual exclusion resides in software. The semaphore 
registers are a convenient means for the software to control 
the simultaneous accesses involving a write to the dual- 
ported RAM. Each of the six semaphore registers consist of 
a semaphore bit (SEM, bit 7) and an ownership bit (OWN, bit 
6). The remaining six bits (b0-b5) will read all zeros. 
SEMAPHORE REGISTER 
76 543210 

I SEM |OWN I I I I I [ | 



The semaphore bits are test and set bits with hardware ar- 
bitration during simultaneous accesses. Basically, the 
semaphore bit is cleared when written and set when read, 
during a single processor access. This is shown in Table 2. 



TABLE 2 



SINGLE PROCESSOR SEMAPHORE 
BIT TRUTH TABLE 



Original 
SEM Bit 


R/W 


Data 
Read 


Resulting 
SEM Bit 





R 


0* 


1 


1 


R 


1* 


. 1 





W 


- 





1 


W 


- 






*0 — Resource Available 
1 — Resource Not Available 
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FIGURE 19 - CLOCK CIRCUIT EXAMPLE 2 - SCHEMATIC AND TIMING 
Schematic 
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B- 



U2b 

CLK Q 
CLR 
TO 



-wv 




-{Tu3b\> 



-iE> 



->- AS 



-Lj U3d\>- 



D 



J — \ I — \ I — L 



J~ 



J 



l—J L 



r 



J 



J~ 



The data written is disregarded and the information obtained 
from the Read may be interpreted as: — resource available; 
1 — resource not available. Thus, any write to a semaphore 
clears the semaphore bit and makes the associated resource 
"available." 

An access where both the IPC and system processors at- 
tempt to read or write the same semaphore register 
simultaneously is a contested access. During a contested ac- 
cess, the hardware decides which processor reads a clear 
semaphore bit and which reads a set semaphore bit. Table 3 
describes contested operation of a semaphore bit. 

The IPC always reads the actual semaphore bit; the 
system processor reads the semaphore bit in all cases except 
the simultaneous read of a clear semaphore bit. This arbitra- 
tion during a simultaneous read ensures that only one pro- 
cessor reads a clear bit and therefore controls the resource; 
that processor is arbitrarily the IPC. 



In Table 3, the first four states are considered proper and 
they occur in correctly written software. The last four states 
are improper and only exist in improperly written software. 

The ownership bit is a read-only bit that indicates which 
processor sets the semaphore bit. If the semaphore bit is set, 
the ownership bit indicates which processor set it. If the 
semaphore bit is not set, the ownership bit indicates which 
processor last set the semaphore bit; OWN = 0, the other 
processor set SEM; OWN= 1, this processor set SEM. 

The reset state of the semaphore and ownership bits is 
defined in Table 4. All of the semaphore bits are set after an 
M.C68120/MC68121 reset. The IPC owns all of them except 
the second semaphore which is owned by the system pro- 
cessor. This configuration should prevent the system pro- 
cessor from reading a clear semaph ore and implying the 
system processor set it when the IPC RESET is held low. 
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TABLE 3 - DUAL PROCESSOR SEMAPHORE BIT TRUTH TABLE 



Original 
SEM Bit 


IPC 


System 


Resulting 
SEM Bit 




R/W 


Data 
Read 


R/W 


Data 
Read 





R 


0* 


R 


1* 


1 


PROPER 


1 


R 


1* 


W 


- 





1 


W 


- 


R 


1* 





1 


R 


1 


R 


1* 


1 





W 


_ 


W 


_ 





IMPROPER 





R 


0* 


W 


- 


1 


1 


W 


- 


W 


- 








W 


- 


R 


0» 


1 



*0 — Resource Available 
1 — Resource Not Available 



B 





TABLE 4 - RESET STATE OF SEMAPHORE REGISTER 




SEM 
Reg 
No. 


IPC 


System 


Sem 


Own 


Sem 


Own 


1 




1 







2 









1 


3 




1 







4 




1 







5 




1 







6 




1 








PROGRAM STORAGE MEMORY - ROM 



The standard MC68120 comes preprogrammed with a 
monitor in the ROM. Custom programs are placed in ROM 
by special order (see Appendix A). 

The MC68120 contains 2048 bytes of on-chip, mask pro- 
grammable read-only memory (ROM) in memory locations 
$F8(X) through $FFFF. The contents of this ROM allows the 
IPC to perform a custom function for the user. The interrupt 



vectors $FFFO-$FFFF are decoded to provide vectors at the 
top of resident ROM. Address $FFEF is reserved for the 
checksum value for the ROM. This value is the complement 
of the "Exclusive OR" of the 2047 bytes of mask pro- 
grammed ROM. An IPC without ROM is also available as the 
MC68121 . The MC68121 should only be used in modes 2 and 
3 to access external ROM after reset. 



FUNCTIONAL PIN DESCRIPTIONS 



Vcc AND Vss 

Vcc and Vss provide power and ground to the IPC. The 
power supply should provide -(-5 volts (±5%) to Vqc and 
Vss should be tied to ground. Total power dissipation 
should not exceed Pq milliwatts. 

RESET 

The reset function is used for three purposes. The first is 
to provide the IPC with an orderly and defined start-up pro- 
cedure from a powerdown condition. The second is to return 
to start-up conditions without an intervening powerdown 
condition. The third is to provide a control signal to latch the 
operating mode. 

During reset (low logic level on RESET pin), execution of 
the current instruction is suspended and the CPU enters a 
"reset state." The register contents are not pushed onto the 
stack and their contents become undefined during reset. The 
"reset state" initializes the IPC, as shown in Table 5. 



On the positive edge of RESET, the IPC latches the 
operating mode from P22, P21 and P20, and then configures 
Port 3, Port 4, SCI and SC2. The restart vector is then 
fetched and transferred to the program counter, then in- 
struction execution begins. 

Reset timing is illustrated in Figure 20. The RESET line 
must be held low for a minimum of three E-cycles for the IPC 
to complete its entire reset sequence. An external RC- 
network may be used to obtain the required timing. 

ENABLE - E 

The E clock input is required for timing to synchronize 
Data Bus transfers. A "CPU E-cycle" (or bus cycle) consists 
of a negative half-cycle of E followed by a positive half-cycle. 
For any given bus cycle, the address is valid during the 
negative half-cycle of E and the selected device must be 
enabled to the Data Bus during the next positive half-cycle. 
The data bus is active only while E is high. It should be noted 
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TABLE 5 - STATE OF IPC DURING RESET 




Bits or Registers 


Effective State 


CPU 1-Bit 


set (IRQ1 and IRQ2 disabled) 




NMI Interrupt Latch 


cleared (NMI disabled) 




Halt Control Bit 


cleared (HALT/BA selected) 




All Data Direction Registers 


cleared 




SCI Rate and Mode Control Register 


cleared 




Receive Data Register 


cleared 




Tinner Control and Status Register 


cleared 




Free Running Counter 


cleared 




Buffer for LSB of Counter 


cleared 




Port 3 Control and Status Register 


cleared 




Port 2, 3, 4 Data Registers 


undefined after Power-up Reset; and not changed 
Reset 


after 


SCI Transmit/ Receive Control and Status Register 


Preset to $20 




Output Connpare Register 


Preset to $FFFF 




Semaphore Bits 


Preset to 1's 




Ovi/nership Bit of Semaphore Register 2 


Preset to System Ownership 




All other Ownership Bits 


Preset to IPC Ownership 




All Ports 2 and 3 Lines 


High Impedance (inputs) 




All Port 4 Lines 


High Impedance (inputs) with pullup resistors 




SCI* 


High Impedance with pullup resistors 




SC2 


Active High 





B 



* If in mode 5, SCI will go active high; otherwise it will remain in the high impedance state. 



FIGURE 20 - RESET TIMING 
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Note: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 



that this input should have some provision to obtain the 
specified logical high level which is greater than standard 
TTL levels. 

Enable is the primary IPC system timing signal and all tim- 
ing data specified as cycles is assumed to be referenced to 
this clock unless otherwise noted. 



HALT/ BUS AVAI LABLE /NON-MASKABLE 
INTERRUPT - HALT/BA/NMi 

The HALT/BA/NMI (pin 3) serves one of two functions. 
These functions are NMI or Halt/BA and the function 
selected is determined by the Halt Control (HC, bit 2) bit of 
the Functional Control Regis ter (location $14). If the HC bit is 
set (to a "1"), then the NMI function is activated. Alternate- 
ly, if HC is cleared (to a "0" as it is during reset), the Halt/BA 



function is activated. An external pullup resistor to Vcc is re- 
quired on pin 3 for either function. Typical pullup resistor 
values range from 3K to 10K depending on the drive capabili- 
ty of the exte rnal d evice. 

When the NMI function is implemented, pin 3 is con- 
figured as an input. A negative edge on pin 3 then requests 
an IPC non-maskable interrupt sequence, but the current in- 
struction will be completed before responding t o thi s re- 
quest. To assure an interrupt under all cond itions, NMI must 
be held low for at least one E-cycle. NMI may be used to 
cause the IPC to exit the Wait instruction. For interrupt tim- 
ing specifications, see the interrupt portion of the Operating 
Mode Section. 

When configured to utilize the Halt/BA function of this 
pin, such as after reset, the circuit of Figu re 21 is recom- 
mended to detect and supply continuous HALT and BA 
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B 









FIGURE 21 


- HALT/BA DEMULTIPLEXING CIRCUIT 
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signals. Figure 22 shows the appropriate timing diagram for 
Halt/BA with the recommended circuit. The pullup r esistor 
shown in the circuit maintains a high logic level when HALT 
is not active. During a positive half-cycle of E, pin 3 is an in- 
put sampled to determine if the Halt State is requested (ac- 
tive low). During the negative half cycle of E, the BA signal is 
output through pin 3. After the request for Halt State signal 
is detected and the processor completes ]ts_current instruc- 
tion, the CPU is halted and the active low BA signal is output 
through pin 3 during the negative half cycle of E. The local 
bus is then available for other devices to utilize until the Halt 
State signal has returned to a high level, thus allowing the 



IPC back on the local bus. During the Halt State, the R/W is 
high, and the address bus displays the address of the next in- 
struction. 

When single instruction operation is desired, in program 
debug for instance, itjs advantageo us to s ingle step through 
instructions. After BA goes low, HALT must be brought 
high for one E-cycle and returned low again to single step 
through instructions. Figure 22 illustrates the timing involved 
while single stepping through a single byte, two bus cycle in- 
struction, such as CLRA. 

BA is not output in response to the Wait instruction. If in- 
terrupts are to be utilized in removing the processor from a 



FIGURE 22 - HALT/BA TIMING DIAGRAM 
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Wait State while in tlie Halt/BA mode then, IRQ1 and IRQ2 
are the only interrupts which may do so; therefore, their 
masks must be cleared before entering the Wait State. 

MASKABLE INTERRUPT REQUEST 1 - IRQT 

This level-sensitive input can be used to request an inter- 
rupt sequence. The IPC will complete the current instruction 
before it responds to the request. If the interrupt mask bit 
(1-bit) in the Condition Code Register is clear, the IPC will 
begin an interrupt sequence: a vector is fetched from $FFF8 
and $FFF9, transferred to the Program Counter, and instruc- 
tion execution is continued at the new location. This is ex- 
plained in greater detail in the Interrupt Section. 

IRQl typically requires an external resistor (3K to 10K 
depending on externa l dev ices drive capability) to V^C for 
wire-OR applications. IRQl has no internal pullup resistor. 

STROBE CONTROL 1 AND 2 - SCI and SC2 

The functions of SCI and SC2 depend on the operating 
mode. SCI is configured as an input in all modes except 
the Expanded Non-Multiplexed Mode, whereas SC2 is al- 
ways an output. SCI and SC2 can drive one Schottky load 
and 90 pF. 

Single Chip iVIodes - In these modes, SCI and SC2 are 

configured as an input and output, respectively, and both 
function as Port 3 control lines. SCI functions as an input 
strobe (I S3) and can be used to indicate that Port 3 input 
data is ready or output data has been accepted. Three op- 
tions associated with I S3 are controlled by the Control and 
Status Register for Port 3 and are discussed in the Port 3 

description. 

SC2 is configured as an output strobe (0S3) and can be 
used to strobe output data or acknowledge input data for 
Port 3. It is controlled by Output Strobe Select (OSS) in the 
Port 3 Control and Status Register. The strobe is generated 
by a read (OS S = 0) or write (0SS=1) to the Port 3 Data 
Register. 0S3 timing is shown in Figure 6. 



Expanded Non-Multiplexed Mode - In this mode, both 
SCI and SC2 are configured as outputs. SCI functions as 
Input/Output Select (lOS) and is asserted (active-low) only 
when addresses $0100 through $01 FF are accessed. SC2 is 
configured as R/W and is used to control the direction of 
local data bus transfers. An MPU read is enabled when R/W 
and E are high. 

Expanded Multiplexed Modes — In these modes, SCI is 
configured as an input and SC2 is configured as an output. 
In the expanded multiplexed modes, the IPC has the ability 
to access a 64K byte address space. SCI ftinctions as an in- 
put. Address Strobe, which controls demultiplexing and 
enabling of the eight least significant addresses and the data 
buses. 

By using a transparent latch such as an SN74LS373 or 
MC6882, Address Strobe (AS) can also be used to de- 
multiplex the two buses external to the IPC. (See Figure 23.) 
SC2 provides the local Data Bus control signal called 
Read/Write (R/W). SC2 is configured as R/W and is used to 
control the direction of local data bus transfers. An MPU 
read is enabled when R/W and E are high. 

SYSTEM BUS INTERFACE 

Port 1 is a mode-independent 8-bit data port which per- 
mits the external system bus to access the dual-ported RAM 
and semaphore registers either asynchronously or syn- 
chronously with respect to the E clock. In addition to the 
eight data lines (SD0-SD7), ei ght addr ess (SA0-SA7) and 
three control lines (SR/W, CS, DTACK) are used to access 
the dual-ported RAM and semaphore registers. 

Port 1 Data Lines (SD0-SD7) - These data lines are bi- 
directional data lines which allow data transfer between the 
dual-ported RAM or the semaphore registers, and the 
system bus. The data bus output drivers are three-state 
devices which remain in the high-impedance state except 
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FIGURE 23 - TYPICAL LATCH ARRANGEMENT 
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during a read of the IPC dual-ported RAM or semaphore 
registers by the system processor. 

System Address Lines (SA0-SA7) — The address lines 
together with the Chip Select signal allow any of the 128 
bytes of RAM or six semaphore registers to be uniquely 
selected from the system bus. The address lines must be 
valid before the CS signal goes low for the asynchronous in- 
terface and valid before the E signal goes high for the syn- 
chronous interface. The system interface must be deselected 
between reads or between writes for the asynchronous 
operation. 

System Read/Write (SR/W) - This signal is generated by 
the system bus to control the direction of data transfer on 
the data bus. With the IPC selected, a low on the SR/W line 
enables the input buffers, and data is transferred from the 
system processor to the IPC. When SR/W is high and the 
chip is selected, the data output buffers are turned on and 
data is transferred from the IPC to the system bus. 

Chip Select (CS) — This signal is a TTL compatible input 
signal, used to activate the system bus interface and allows 
transfer of data between the IPC and the system processor 
during synchronous or asynchronous accesses. C^ provides 
the synchronizing signal for the Semaphore registers during 
access by the system bus. 



Data Transfer Acl<nowledge(DTACK) — This bidirectional 
control line is used to determine synchronous or asyn- 
chronous system bus accesses and to provide the data 
acknowledge signal for asynchronous data transfers. 

As an input, it is sampled on the falling edge of CS by the 
IPC to determine if the system bus is being accessed syn- 
chro nously o r asynchronously with respect to the E clock. 

If DTACK is low when sampled, the system bus is syn- 
chronous and data will be transferred during E high as shown 
in Fi gure 13 . 

If DTACK is high wh en samp led, the system bus is asyn- 
chronous. In this mode DTACK becomes an output that is 
asserted low when data is on the bus during a system read or 
when a data transfer is completed during a system write. 
Refer to Figures 9 through 12. 

DTACK requires an external pullup resistor when the 
system bus is run asynchronously since it is then a bidirec- 
tional handshake line for information transfer on the system 
data bus. 

PORT 2 - P20-P24 

Port 2 is a mode independent 5-bit I/O port where each 
line is configured by its Data Direction Register. During 
reset, all lines are configured as inputs. The TTL compatible 
three-state output buffers can drive one Schottky TTL load 
and 30 pF, or CMOS devices using external pullup resistors. 
P20, P21 and P22 must always be connected to provide the 
operating mode. 
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6 


PORT 2 DATA REGISTER 
5 4 3 2 1 





1 PC2 


PCI 


1 PCO 1 P24 1 P23 1 P22 | P21 


P20 I 



Inputs on P20, P21 and P22 determine the operating mode 
which is latched into the Program Control Register on the 
positive edge of RESET. The mode may be read from the 
Port 2 Data Register (PC2 is latched from pin 45). 

Port 2 also provides an interface for the Serial Com- 
munications Interface and Timer. Bit 1, if configured as an 
output, is dedicated to the Timer Output Compare function 
and cannot be used to provide output from the Port 2 Data 
Register. 

PORT 3 - P30-P37 

Port 3 can be configured as an I/O port, a bi-directional 
8-bit data bus, or a multiplexed address/data bus depending 
upon the operating mode. The TTL compatible three-state 
output buffers can drive one Schottky TTL load and 90 pF. 

Single Chip l\^odes — In these modes. Port 3 is an 8-bit 
I/O port where each line is configured by the Port 3 Data 
Dire ction Register. Associated with Port 3 are two lines, IS3 
and 0S3, which can be used to control Port 3 data transfers. 

Three Port 3 options, controlled by the Port 3 Control and 
Status Register and available only in the Sin gle C hip Modes 
are: 1) Por t 3 in put data can be latched using IS3 as a control 
signal, 2) 0S3 can be generated by either an IPC read or 
write to the Port 3 Data Register, and 3) an IRQ1 interrupt 
can be enabled by an I S3 negative edge. Port 3 latch timing 
is shown in Figure 7. 



PORT 3 CONTROL AND STATUS REGISTER 
7 6 5 4 3 2 10 



IS3 
FLAG 



I S3 
IRQ1 
ENABLE 



OSS 



LATCH 
ENABLE 



$0F 



Bits 0-2 Not used. 

Bit 3 LATCH ENABLE. This bit controls the input l atch 
for Port 3. If set, input data is latched by an I S3 
negative edge. The latch is transparent after a read 
of the Port 3 Data Register. LATCH ENABLE is 
cleared by Reset. 

Bit 4 OSS (O utput Strobe Select). This bit determines 
whether 0S3 will be generated by a read or write of 
the Port 3 Data Register. When clear, the strobe is 
generated by a read; when set, it is generated by a 
write. OSS is cleared by Reset. 

Bit 5 Not used. 

Bit 6 ISS-l'ROi ENABLE. When_set, an IRQ1 interrupt 
will be enabled whenever I S3 FLAG is set; when 
clear, the interrupt is inhibited. This bit is cleared by 
Reset. 

Bit 7 IS3 FLAG. This read-only status bit is set by an IS3 
negative edge. It is cleared by a read of the Port 3 
Control and Status Register (with I S3 FLAG set) 
followed by a read or write to the Port 3 Data 
Register or by Reset. 

Expanded Non-Multiplexed Mode — In this mode. Port 3 
is configured as a bi-directional data bus (DO2D7). The direc- 
tion of data transfers is controlled by R/W (SC2). Data 
transfers are clocked by E (Enable). 
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Expanded Multiplexed Modes — In these modes, Port 3 is 
configured as a time-multiplexed address (A0-A7) and data 
bus (D0-D7). Address Strobe (AS) must be input on SCI, 
and can be used externally to de-multiplex the two buses. 
Port 3 is held in a high-impedance state between valid ad- 
dress and data to prevent potential bus conflicts. 

PORT 4 - P40-P47 

Port 4 is configured as 8-bit I/O port, as address outputs, 
or as data inputs depending on the operating mode. Port 4 
can drive one Schottky TTL load and 90 pF and is the only 
port with internal pullup resistors. 

Single Chip Modes — In these modes. Port 4 functions as 
an 8-bit I/O port where each line is configured by the Port 4 
Data Direction Register. Internal pullup resistors allow the 
port to directly interface with CMOS at 5 volt levels. External 



pullup resistors to more than 5 volts, however, cannot be 
used. 

Expanded Non-Multiplexed Mode - In this mode. Port 4 
is configured from reset as an 8-bit input port, where the 
Data Direction Register can be written, to provide any or all 
of address lines A0-A7. Internal pullup resistors are intended 
to pull the lines high until the Data Direction Register is con- 
figured., 

Expanded Multiplexed Mode — In all these modes except 
Mode 6, Port 4 functions as half of the address bus and pro- 
vides A8 to A15. In Mode 6, the port is configured from reset 
as an 8-bit parallel input port; the Port 4 Data-Direction 
Register must be written to provide any or all of address 
lines, AS to A15. Internal pullup resistors are intended to pull 
the lines high until the Data Direction Register is configured 
(bit controls A8, etc.). 



OPERATING MODES 



i 



The IPC provides eight different operating modes which 
are selectable by hardware programming and referred to as 
Modes through 7. The operating mode controls the 
memory map, configuration of Port 3, Port 4, SCI and SC2 
and the address location of the interrupt vectors. 

FUNDAMENTAL MODES 

The eight modes of the IPC can be grouped into three fun- 
damental modes which refer to the type of bus it supports: 
Single Chip, Expanded Non-Multiplexed, and Expanded 
Multiplexed. Single Chip includes Modes 4 and 7, Expanded 
Non-Multiplexed is Mode 5 and the remaining five are Ex- 
panded Multiplexed modes. A system utilizing three 
MC68120's, one in each of the fundamental operating 
modes, is shown in Figure 24. Table 6 summarizes the 
characteristics of the operating modes. 



Single Chip Modes (4, 7) — In Single Chip Mode, three of 
the four IPC ports are configured as parallel input/output 
data ports, as shown in Figure 25. The IPC functions as a 
complete microcomputer in these two modes without exter- 
nal address or data buses. A maximum of 21 I/O lines and 
two Port 3 control lines are provided. 

In Single Chip Test Mode (4), the RAM responds to ad- 
dresses $XX80 (X = don't care) through $XXFF and the ROM 
is removed from the internal address map. A test program 
must first be loaded into the RAM using Modes 0, 1 , 2, or 6. 
If the IPC is reset and then programmed into Mode 4, execu- 
tion will begin at $XXFE:XXFF. Mode 5 can be irreversibly 
entered from Mode 4 without going through reset by setting 
bit 5 of the Port 2 Data Register. This mode is used primarily 
to test Port 3 and 4 in the Single Chip and Non-Multiplexed 
Modes. 



TABLE 6 - SUMMARY OF IPC OPERATING MODES 



Common to all Modes: 
System Bus Interface 
Reserved Register Area 
6 Semaphore Registers 
I/O Port 2 

Programmable Timer 
Serial Communications Interface 
128 bytes of Dual Ported RAM 


Expanded Multiplexed Modes 
Four Memory Space Options (64K Address Space): 

(1) MDOS Compatible 

(2) No ROM 

(3) External Vector Space 

(4) ROM with Partial Address Bus* 
External Memory Space Accessed Through: 

Port 3 as a Multiplexed Address/ Data Bus 

Port 4 as an Address Bus (High) 
SCI is Address Strobe Bus (AS) Input 
SC2 is Read/Write (R/W) 


Single Chip Mode* 
2048 Bytes of ROM (Internal) 
Port 3 is a Parallel I/O Port with Two Control Lines 
Port 4 is a Parallel I/O Port 
SCI is Input Strobe 3 (IS3) 
SC2 is Output Strobe 3 (OSS) 


Test Modes 

Expanded Multiplexed Test Mode 

May be Used to Test RAM and ROM* 
Single Chip and Non-Multiplexed Test Mode* 
May be Used to Test Ports 3 and 4 as I/O Ports 

*MC68120only 


Expanded Non- Multiplexed Mode* 
2048 Bytes of ROM (Internal) 
256 Bytes of External Memory Space 
Port 3 is an 8-Bit Data Bus 
Port 4 is an Address Bus 
SCI is Input/Output Select (lOS) 
SC2 is Read/Write (R/W) 
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FIGURE 24 - IPC FUNDAMENTAL OPERATING MODES 
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Expanded Non-Multiplexed Mode (5) — A modest amount 
of external memory space is provided in the Expanded Non- 
IVIultiplexed Mode while retaining significant on-chip 
resources. Port 3 functions as an 8-bit bi-directional data bus 
and Port 4 is configured as an input data port. Any combina- 
tion of AO to A7 may be provided while retaining the re- 
mainder as input data lines. Any combination of the eight 
least-significant address lines may be obtained by writing to 
the Port 4 Data Direction Register. Internal pullup resistors 
are provided to pull Port 4 lines high until it is configured. 

Figure 26 illustrates the external resources available in the 
Expanded Non-Multiplexed Mode. The IPC interfaces direct- 
ly with M6800 Family parts and can access 256 bytes of ex- 
ternal address space at $100 through $1FF. lOS provides an 
address decode of external memory ($100-$1FF) and may be 
used as an address or chip select line. 



Expanded-Multiplexed Modes (0, 1, 2, 3, 6) - In the Ex- 
panded Multiplexed Modes, the IPC has the ability to access 
a 64K-byte memory space. Port 3 functions as a time- 
multiplexed address/data bus with address valid on the 
negative edge of Address Strobe (AS) and the data bus valid 
while E is high. In Modes to 3, Port 4 provides address lines 
A8-A15. However, in Mode 6, Port 4 can provide any subset 
of AS to A15 while retaining the remainder as input lines. 
Writing Vs to the desired bits in the Data Direction Register 
(DDR) will output the corresponding address lines while the 
remaining bits will remain inputs (as configured from reset or 
from O's written to the DDR). Internal pullup resistors are 
provided to pull Port 4 lines high until software configures 
the port. Initialization of Port 4 in Mode six must be done to 
obtain any upper address lines externally. 
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FIGURE 25 - SINGLE CHIP MODE 
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FIGURE 26 - EXPANDED NON-MULTIPLEXED MODE 
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Figure 27 depicts the external resources available in the 
Expanded-Multiplexed Modes. Address Strobe can be used 
to control a transparent D-type latch to capture addresses 
A0-A7, as shown in Figure 23. This allows Port 3 to function 
as a Data Bus when E is high. 

In Mode 0, the reset vector is external at $BFFE and $BFFF 



after the positive edge of RESET. In addition, the internal 
and external data buses are connected together so there 
nnust be no nnemory map overlap (to avoid potential bus con- 
flicts). Mode is used primarily to verify the ROM pattern 
and monitor the internal data bus with automated test equip- 
ment. 



FIGURE 27 - EXPANDED MULTIPLEXED MODE 
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MODE PROGRAMMING 

The operating mode is programmed by the levels asserted 
on P22, P21, and P20 during the positive edge of RESET. 
These are latched into PC2, PCI, and PCO of the program 
control register. The operating mode may be read from the 
Port 2 Data Register and programming levels and timing 
must be met as shown in Figure 28 and Table 7. Any mode 
may be entered from either Mode or Mode 4 without going 
through reset by writing the appropriate bits to the port 2 
data register. A brief outline of the operating modes is 
shown in Table 8. 

Circuitry to provide the programming levels is primarily 
dependent on the normal system use of the three pins. If 



configured as outputs, the circuit shown in Figure 29 may be 
used; otherwise, the three-state buffers can be used to pro- 
vide isolation while programming the mode. 



MEMORY MAPS 

The IPC provides up to 64K bytes of address space 
depending upon the operating mode. A memory map for 
each operating mode is shown in Figure 30. In Modes 1 R and 
6R, the "R" means the ROM has been relocated by a mask 
option. The first 32 locations of each map are reserved for 
the IPC internal register area, as shown in Table 9, with ex- 
ceptions as indicated. 



FIGURE 28 - MODE PROGRAMMING TIMING 
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TABLE 7 - MODE PROGRAMMING SPECIFICATIONS (See Figure 30) 



Characteristic 


Symbol 


MIn 


Typ 


Max 


Unit 


Mode Programming Input Voltage Low 


Vmpl 


- 


- 


1.8 


V 


Mode Programming Input Voltage High 


Vmph 


4.0 


- 


- 


V 


Mode Programming Diode Differential (if Diodes are Used) 


vmpdd 


0.6 


- 


- 


V 


RESET Low Pulse Width 


PWrstl 


3.0 


- 


- 


E-Cycles 


Mode Programming Setup Time 


tMPS 


2.0 


- 


- 


E-Cycles 


Mode Programming Hold Time 
RESET RiseTime>l us 
RESET Rise Time<1 ;is 


tMPH 



100 


- 


- 


ns 



TABLE 8 - MODE SELECTION SUMMARY 



Mode 


Pin 45 
P22 
PC2 


Pin 44 
P21 
PCI 


Pin 43 
P20 
PCO 


ROM 


RAM 


Interrupt 
Vectors 


Bus 
Mode 


Operating 
Mode 


7 


H 


H 


H 


1 


1 


1 


1 


Single Chip 


6 


H 


H 


L 


1 


1 


1 


MUX*^' 6) 


Multiplexed/ Partial Decode'^' 


5 


H 


L 


H 


1 


1 


1 


NMUX'^' 6> 


Non-Multiplexed/ Partial Decode'^' 


4 


H 


L 


L 


|(2) 


|(1) 


1 


1 


Single Chip Test 


3 


L 


H 


H 


E 


|(7) 


E 


MUX<4) 


Multiplexed/ RAMf'^l 


2 


L 


H 


L 


E 


1 


E 


MUXW 


Multiplexed/RAM^) 


1 


L 


L 


H 


1 


1 


E 


MUXW 


Multiplexed/ RAM and ROM'^' 





L 


L 


L 


1 


1 


e(3) 


MUXM' 


Multiplexed Test'^* 



B 



Legend: 
1 — Internal 
E — External 
MUX - Multiplexed 
NMUX - Non-Multiplexed 
L — Logic "0" 
H — Logic "1" 



Notes: 

(1) Internal RAM is addressed at $XX80 

(2) Internal ROM is disabled 

(3) Interrupt vectors externally located at $BFFO-$BFFF 

(4) Addresses associated with Ports 3 and 4 are considered external in Modes 0, 1, 2, and 3 

(5) Addresses associated with Port 3 are considered external in Modes 5 and 6 

(6) Port 4 default is user data input; address output is optional by writing to Port 4 Data Direction Register 

(7) Internal RAM and registers located at $COXX (for use with MODS) 



FIGURE 29 - TYPICAL MODE PROGRAMMING CIRCUIT 
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FIGURE 30 - IPC MEMORY MAPS 
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Notes: 
1i Excludes the following addresses which may be 
used externally: $04, $05, $06, $07 and $0F. 

2) The interrupt vectors are externally located at 
$BFFO-$BFFF. 

3) There must be no overlapping of internal and ex- 
ternal memory spaces to avoid driving the data 
bus with more than one device. 

4) This mode is the only mode which may be used 
to examine the int errupt v ectors in internal ROM 
using an external RESET vector. 

5) MC68120 only. 
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Notes: 

1) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07 and $0F. 

2) Internal ROM addresses $FFFO to $FFFF are not 
usable. 
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FIGURE 30 - IPC MEMORY MAPS (CONTINUED) 
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Notes: 
1) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 
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The Internal ROM is disabled. 
Mode 4 may b^e changed to Mode 5 without hav- 
ing to assert RESET by writing a "1" into bit 5(PC0I 
of Port 2 Data Register. 
Addresses A8 to A15 are treated as "don't 
cares" to decode internal RAM, 
Internal RAM will appear at $XX80 to $XXFF. 
MPU Read of Port 3 Data Direction Register will 
access Port 3 Data Register instead. 
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Notes: 

1) Relocating the internal registers and the internal 
RAM to high memory allows processor to run 
MDOS. 

2) Excludes the following addresses which may be 
used externally: $C004, $C005, $C006, $C007, 
and $COOF. 



MC68120 
Mode 



Non-Multiplexed/ Partial Decode (2) (3) 



$0000 



/Oo/////j f Internal Regis 




Internal RAM 

External Memory Space 



Internal ROM 



nternal Interrupt Vectors 

Excludes the following addresses which may not 
be used externally: $04, $06, and $0F (no iOS). 
This mode may be entered without going 
through Reset by using Mode 4 and subsequent- 
ly writing a "1" into bit 5 IPCOIof Port 2 Data Register. 
Address lines AO to A7 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "1's" in the appropriate bits. 
These address lines will assert "I's" until made 
outputs by writing the Data Direction Register. 
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FIGURE 30 - IPC MEMORY MAPS (CONCLUDED) 



MC68120 
Mode 



Multiplexed/ Partial Decode 
$0000 r- 



^^) 



$OOFF 



a 




Internal Registers' ""'^' 
I . External Memory Space 

•Internal RAM 



External Memory Space 



Internal ROM 

Internal Interrupt Vectors 



Notes: 

1) Excludes the following addresses which may be 
used externally: $04, $06, $0F. 

2) Address lines A8-A15 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "1's" in the appropriate bits. 
These address lines will assert "1's" until made 
outputs by writing the Data Direction Register. 



MC68120 
Mode 



Single Chip 
$0000 



'^V//^///j\. Internal Registers'^' 




nternai RAM 



• Internal ROM 
Internal Interrupt Vectors 



Notes: 
1) MRU reads of Port 3's Data Direction Register 
will access Port 3's Data Register instead. 
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TABLE 9 - INTERNAL REGISTER AREA 



Register 


Address * * * * 
(Hexadecimal) 


Register 


Address* * * * 
(Hexadecimal) 


Reserved 

Port 2 Data Direction Register* * * 

Reserved 

Port 2 Data Register 


00 
01 
02 
03 


SCI Rate and Mode Control Register 
Transmit/ Receive Control and Status Register 
SCI Receive Data Register 
SCI Transmit Data Register 


10 
11 
12 
13 


Port 3 Data Direction Register* * * 
Port 4 Data Direction Register* * * 
Port 3 Data Register 
Port 4 Data Register 


04* 
05** 
06* 
07** 


Function Control Register 

Counter Alternate Address (High Byte) 

Counter Alternate Address (Low Byte) 

Semaphore 1 

Semaphore 2 

Semaphore 3 

Semaphore 4 

Semaphore 5 

Semaphore 6 

Reserved 


14 
15 
16 
17 
18 
19 
1A 
IB 
1C 
1D-1F 


Timer Control and Status Register 

Counter (Higli Byte) 

Counter (Low Byte) 

Output Compare Register (High Byte) 


08 
09 
OA 
OB 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OC 
OD 
OE 
OF* 



* These external addresses in Modes 0, 1, 2, 3, 5, 6 cannot be ac- 
cessed in Mode 5 (no lOS). 
^* These are external addresses in Modes 0, 1, 2, 3. 



^*1 = Output, 0= Input 

►* These addresses relocated at $C0OO-$C01F in Mode 3. 



B 



INTERRUPTS 



The IPC supports Xvjo types of interrupt requests; 
Maskable and Non-Maskable. A Non-Maskable Interrupt 
(NMD is always recognized and acted upon at the connple- 
tion of the current instruction. Maskable interrupts are con- 
trolled by the Condition Code Register 1-bit and by individual 
enable bits. The 1-bit controls all nnaskable interrupts. Of the 
maskable interrupts, there are two types: IRQ1 and IRQ2. 
The Programmable Ti mer a nd Serial Communications Inter- 
face use an internal IRQ2 interrupt line, as shown in the 
block diagram of the IPC. External devices (and IS3) use 
IRQ1 . An IRQ1 interrupt is serviced before an IRQ2 interrupt 
if bot h are pending. 

All IRQ2 interrupts use hardware prioritized vectors. The 



single SCI interrupt and three timer interrupts are serviced in 
a prioritized order where each is vectored to a separate loca- 
tion. All IPC vector locations are shown in Table 10, from 
highest (top) to lowest (bottom) priority. 

The interrupt flowchart is depicted in Figure 31. The Pro- 
gram Counter, Index Register, Accumulator A, Accumulator 
B, and Condition Code Register are pushed to the stack. The 
1-bit is set to inhibit maskable interrupts and a vector is 
fetched corresponding to the current highest priority inter- 
rupt. The vector is transferred to the Program Counter and 
instruction execution is resumed. The general int errupt t im- 
ing sequence is shown in Figure 32. The Interrupt HALT/BA 
timing is illustrated in Figure 21 and 22. 



TABLE 10 - MCU VECTOR LOCATIONS' 



MSB 


LSB 


Interrupt 


$FFFE 


FFFF 


RESET** 


FFFC 


FFFD 


NMl 


FFFA 


FFFB 


Software Interrupt (SWI) 


FFF8 


FFF9 


IRQl (or 1S3) 


FFF6 


FFF7 


ICF (Input Capture) 


FFF4 


FFF5 


OCF (Output Compare) 


FFF2 


FFF3 


TOF (Timer Overflow) 


FFFO 


FFF1 


SCI (RDRF + ORFE-FTDRE) 



* These locations are relocated at $BFFO-$BFFF in Mode 0. 
'"Highest priority. 
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FIGURE 31 - INTERRUPT FLOWCHART 






00 

is> 

o 

O 
o> 

00 
IS) 



Condition Code Register 
h|l|H|l|N|zrv1T1 



1 — ITMP 
1 — 1 



SCI=TIE«TDRE+RIE»(RDRF + ORFE) 



Vector — PC | 




ModeO 


Modes 1-7 




NMI 


BFFC-BFFD 


FFFC-FFFD 


Non-Maskable Interrupt 


SWI 


BFFA-BFFB 


FFFA-FFFB 


Software Interrupt 


IRQ1 


BFF8-BFF9 


FFF8-FFF9 


Maskable Interrupt Request 1 


ICF 


BFF6-BFF7 


FFF6-FFF7 


Input Capture Interrupt 


OCF 


BFF4-BFF5 


FFF4-FFF5 


Output Compare Interrupt 


TOF 


BFF2-BFF3 


FFF2-FFF3 


Timer Overflow Interrupt 


SCI 


BFF0-BFF1 


FFF0-FFF1 


SCI Interrupt (TDRE-t- RDRF-t- ORFE) 



^ 
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FIGURE 32 - INTERRUPT SEQUENCE 
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PROGRAMMABLE TIMER 



The Programmable Timer can be used to perform input 
waveform measurements while independently generating an 
output waveform. Pulse widths can vary from several 
microseconds to many seconds. A block diagram of the 
Timer is shown in Figure 33. 

TIMER CONTROL AND STATUS REGISTER ($08) 

The Timer Control and Status Register (TCSR) is an 8-bit 
register of which all bits are readable while bits 0-4 can be 
written. The three most significant bits provide the timer 
status and they indicate: 

• a proper level transition has been detected, or 

• a match has been found between the free-running 
counter and the output compare register, or 

• the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR. 

TIMER CONTROL AND STATUS REGISTER 
(TSCR) 
76543210 

[ icF [ocf|tof[ eici[ eoci[ etoi|iedg[olv"l] $08 

Bit OLVL Output level. OLVL is clocked to the output level 
register by a successful output compare and will 
appear at P21 if Bit 1 of the Port 2 Data Direction 
Register is set. It is cleared by reset. 

Bit 1 lEDG Input Edge. lEDG is cleared by reset and con- 
trols which level transition will trigger a counter 
transfer to the Input Capture Register: 
IEDG = Transfer on a negative edge 
IEDG = 1 Transfer on a positive edge 

Bit 2 ETOI Enable Timer Overflow Interrupt. When set, an 
IRQ2 interrupt is enabled for a timer overflow; 



when clear, the interrupt is inhibited. It is 
cleared by reset. 

Bit 3 EOCI Enab le Output Compare Interrupt. When set, an 
1RQ2 interrupt is enabled for an output com- 
pare; when clear, the interrupt is inhibited. It is 
cleared by reset. 

Bit 4 EICI Enab le Input Capture Interrupt. When set, an 
IRQ2 interrupt is enabled for an input capture; 
when clear, the interrupt is inhibited. It is 
cleared by reset. 

Bit 5 TOF Timer Overflow Flag. TOF is set when the 
counter contains all 1's. It is cleared by reading 
the TCSR (with TOF set) followed by reading 
the highest byte of the counter ($09), or by 
reset. Reading the counter at $15 will not clear 
TOF. 

Bit 6 OCF Output Compare Flag. OCF is set when the Out- 
put Compare Register matches the free-running 
counter. It is cleared by reading the TCSR (with 
OCF set) and then writing to the Output Com- 
pare Register ($0B or $0C), or by reset. 

Bit 7 ICF Input Capture Flag. ICF is set to indicate a pro- 
per level transition. It is cleared by reading the 
TCSR (with ICF set) and then reading the Input 
Capture Register High Byte ($0D), or by reset. 

COUNTER ($09:0A) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (Enable). It is cleared during reset 
and is a read-only with one exception; a write to the counter 
($09) will preset it to $FFF8. This feature, intended for 
testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock. TOF is set whenever 
the counter contains all Vs. The counter may also be read at 
location $15 and $16 to avoid the clearing of the TOF. 
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FIGURE 33 - PROGRAMMABLE TIMER - BLOCK DIAGRAM 



a 




] Output Input 

Level Edge 

Bit 1 BitO 

Port 2 Port 2 



OUTPUT COMPARE REGISTER ($OB:OC) 

The Output Compare Register is a 16-bit Read/Write 
register used to control an output waveform or provide an ar- 
bitrary timeout flag. It is compared with the free-running 
counter on each E-cycle. When a match is found, OCF is set 
and OLVL is clocked to an output level register. If Port 2, bit 
1 is configured as an output, OLVL will appear at P21. The 
Output Compare Register and OLVL can then be changed 
for the next compare. The compare function is inhibited for 
one cycle after a write to the high byte of the counter ($0B) 
to ensure a valid compare. The Output Compare Register is 
set to $FFFF by reset. 



INPUT CAPTURE REGISTER ($OD:OE) 

The Input Capture Register is a 16-bit read-only register 
used to store the free-running counter when a "proper" in- 
put transition occurs as defined by lEDG. Port 2, bit should 
be configured as an input, but the edge detect circuit always 
senses P20, even when configured as an output. An input 
capture can occur independently of ICF: the input capture 
register always contains the most current value regardless of 
whether ICF was previously set or not. Counter transfer is in- 
hibited, however, between accesses of a double byte IPC 
read. The input pulse width must be at least two E-cycles to 
ensure an input capture under all conditions. 



SERIAL COMMUNICATIONS INTERFACE (SCI) 



A full-duplex asynchronous Serial Communications Inter- 
face (SCI) is provided with two data formats and a choice of 
Baud rates. The SCI transmitter and receiver are functionally 
independent, but use the same data format and bit rate. 
Serial data formats include standard mark/space (NRZ) and 
Bi-phase. Both formats provide one start bit, eight data bits, 
and one stop bit. "Baud" and "bit rate" are used 
synonymously in the following description. 

WAKE-UP FEATURE 

In. a typical serial loop multi-processor configuration, the 
software protocol will usually identify the addressee(s) at the 



beginning of the message. In order to allow uninterested 
MRUs to ignore the remainder of the message, a wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until the data line goes 
idle. An SCI receiver is re-enabled by an idle string of ten 
consecutive 1's or by reset. Software must provide the re- 
quired idle string between consecutive messages and pre- 
vent it within messages. 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable: 
• format; standard mark/space (NRZ) or Bi-phase 
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• clock: external or internal clock source 

• Baud rate: one of four per E-clock frequency, or one- 
eighth of the external clock input to P22 

• wake-up features: enabled or disabled 

• interrupt requests: enabled individually for transmitter 
and receiver 

• clock output: internal bit rate clock enabled or disabled 
to P22 

SERIAL COMMUNICATIONS REGISTERS 

The Serial Communications Interface includes four ad- 
dressable registers as depicted in Figure 34. It is controlled 
by the Rate and Mode Control Register and the 
Transmit/ Receive Control and Status Register. Data is 
transmitted and received utilizing a write-only Transmit 
Register and read-only Receive Register. The shift registers 
are not accessible by software. 

Rate and Mode Control Register ($10) — The Rate and 
Mode Control Register (RMCR) controls the SCI Baud rate, 
format, clock source, and under certain conditions, the con- 
figuration of P22. The register consists of four write-only bits 
which are cleared by reset. The two least significant bits con- 
trol the Baud rate of the internal clock and the remaining two 
bits control the format and clock source. 



RATE AND MODE CONTROL REGISTER (RMCR) 
7654 3210 

I X I X I X I X I CC1 I ceo I SSI I SSO I $10 

Bit 1: Bit SSTSSO Speed Select. These two bits select 
the Baud rate when using the internal clock. 
Four rates may be selected which are a function 
of the IPC input frequency (E). Table 11 lists bit 
times and rates for three selected IPC frequen- 
cies. 
Bit 3: Bit 2 CCTCCO Clock Control and Format Select. 
These two bits control the format and select the 
serial clock source. If CC1 is set, the Data Direc- 
tion Register (DDR) value for P22 is forced to 
the complement of CCO and cannot be altered 
until CC1 is cleared. If CC1 is cleared after hav- 
ing been set, its DDR value is unchanged. Table 
12 defines the format, clock source, and use of 
P22. 
If both CC1 and CCO are set, an external TTL compatible 
clock must be connected to P22 at eight times (8X) the 
desired Baud rate, but not greater than E, with a duty cycle 
of 50% (±10%). If CC1:CC0=10, the internal Baud rate 
clock is provided at P22 regardless of the values for TE or RE. 

NOTE: The source of SCI internal baud rate clock is the 
free-running counter of the timer. An IPC write to the 
counter can disturb serial operations. 



i 



FIGURE 34 - SCI REGISTERS 

Bit 7 Rate and Mode Control Register Bit 



CC1 ceo SSI SSO $10 



Transmit/ Receive Control and Status Register 



RDRF ORFE TORE RE RE TIE TE WU $11 



Receive Data Register 



Clock 
Bit 
2 



T 



(Not Addressable) 



Receive Shift Register 



Bit Rate 
Generator 



\f (Not Addressable) 



Transmit Shift Register 



i 



Transmit Data Register 
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TABLE 11 - SCI BIT TIMES AND RATES 



SS1:SS0 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 





-i-16 


26 ,iS/38,400 Baud 


16,iS/62,500 Baud 


13.0 ,.3/76,800 Baud 


1 


+ 128 


208 ,iS/4,800 Baud 


128^8/7812.5 Baud 


104.2,15/9,600 Baud 


1 


+ 1024 


1.67 ms/600 Baud 


1 .024 ms/976.6 Baud 


833.3,15/1,200 Baud 


1 1 


+ 4096 


6.67ms/150 Baud 


4.096 ms/244.1 Baud 


3.33 ms/300 Baud 



TABLE 12 - SCI FORMAT AND CLOCK SOURCE CONTROL 



a 



CC1:CC0 


Format 


Clock 
Source 


Port 2 
Bit 2 





Bi-Phase 


Internal 


Not U5ed 


1 


NRZ 


Internal 


Not U5ed 


1 


NRZ 


Internal 


Output 


1 1 


NRZ 


External 


Input 



Transmit/ Receive Control and Status Register ($11) — 

The Transnnit/ Receive Control and Status Register (TRCSR) 
controls the transmitter, receiver, wake-up features, and two 
individual interrupts and monitors the status of serial opera- 
tions. All eight bits are readable while only bits to 4 are 
writable. The register is initialized to $20 by reset. 

TRANSMIT/RECEIVE CONTROL AND STATUS REGISTER 
(TRCSR) 
7654 3210 

|rdrf|orfe|tdre| rie| re | tie | te | wu"~| $ii 

BitOWU "Wake-up" on Idle Line. When set, WU 
enables the wake-up function; it is cleared by 
ten consecutive 1's or by reset. WU will not set 
if the line is idle. 

Bit 1 TE Transmit Enable. When set, the P24 DDR bit is 

set, cannot be changed, and will remain set if 
TE is subsequently cleared. When TE is 
changed from clear to set, the transmitter is 
connected to P24 and a preamble of nine con- 
secutive Vs is transmitted. TE is cleared by 
reset. 

Bit 2 TIE Transmit Interrupt Enable. When set, an 1RQ2 
interrupt is enabled when TORE is set; when 
clear, the interrupt is inhibited. TIE is cleared 
by reset. 

Bit 3 RE Receive Enable. When set, the P23 DDR bit is 

cleared, cannot be changed, and will remain 
clear if RE is subsequently cleared. While RE is 
set, the SCI receiver is enabled. RE is cleared 
by reset. 

Bit 4 RIE Receiver Interrupt Enable. When set, an ]RQ2 
interrupt is enabled when RDRF and/or ORFE 
is set; when clear, the interrupt is inhibited. 
RIE is cleared by reset. 

Bit 5 TORE Transmit Data Register Empty. TDRE is set 
when the contents of the Transmit Data 
Register is transferred to the output serial shift 
register or by reset. It is cleared by reading the 
TRCSR (with TDRE set) and then writing to 
the Transmit Data Register. Additional data 



will be transmitted only if TDRE has been 
cleared. 

Bit 6 ORFE Overrun Framing Error. If set, ORFE indicates 
either an overrun or framing error. An overrun 
occurs when a new byte is ready to transfer to 
the Receiver Data Register with RDRF still set. 
A receiver framing error has occurred when 
the byte boundaries of the bit stream are not 
synchronized to the bit counter. An overrun 
can be distinguished from a framing error by 
the value of RDRF: if RDRF is set, then an 
overrun has occurred; otherwise, a framing er- 
ror has been detected. Data is not transferred 
to the Receive Data Register in an overrun 
condition. ORFE is cleared by reading the 
TRCSR (with ORFE set) then reading the 
Receive Data Register, or by reset. 

Bit 7 RDRF Receive Data Register Full. RDRF is set when 
the contents of the input serial shift register is 
transferred to the Receive Data Register. It is 
cleared by reading the TRCSR (with RDRF 
set), and then reading the Receive Data 
Register, or by reset. 



SERIAL OPERATIONS 

The SCI is initialized by writing the control bytes first to 
the Rate and Mode Control Register and then to the 
Transmit/ Receive Control and Status Register. When TE is 
set, the output of the Transmit Shift Register is connected to 
P24 and serial output is initiated by the transmission of a 
9-bit preamble of Vs. 

At this point one of two situations exist: 1) if the Transmit 
Data Register is empty (TDRE= 1), a continuous string of 1's 
will be sent indicating an idle line, or 2) if a byte has been 
written to the Transmit Data Register (TDRE = 0), the byte 
will be transferred to the Transmit Shift Register (syn- 
chronized with the bit rate clock), TDRE will be set, and 
transmission will begin. 

The start bit (0) , eight data bits (beginning with bit 0) and a 
stop bit (1), will be transmitted. If TDRE is still set when the 
next byte transfer should occur, 1's will be sent until more 
data is provided. Receive operation is controlled by RE which 
configures P23 as an input and enables the receiver. In Bi- 
phase format, the output toggles at the start of each bit and 
at half time when a "1" is sent. SCI data formats are il- 
lustrated in Figure 35. In receiving Bi-phase, a "1" is input 
when two transitions occur in less than 3/4 bit-time, and a 
"0" is input when more than 3/4 bit-time passes after a tran- 
sition on P23. 
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FIGURE 35 - SCI DATA FORMATS 
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The MC68120/MC68121 is upward source and object code 
compatible with the MC6800 processor and directly compati- 
ble with the M6801 Family processors. 



PROGRAMMING MODEL 

A programming model for the MC68120/MC68121 is 
shown in Figure 14. Accumulator A can be concatenated 
with accumulator B and jointly referred to as accumulator D 
where A is the most significant byte. Any operation which 
modifies the double accumulator will also modify ac- 
cumulator A and/or B. Other registers are defined as 
follows: 

Program Counter — The program counter is a 16-bit 
register which always points to the next instruction. 

Stack Pointer - The Stack Pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue. The stack resides in ran- 
dom access memory at a location specified by the software. 

Index Register — The Index Register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing. 

Accumulators — The IPC contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit (ALU). They can also be 
concatenated and referred to as the D (double) accumulator. 

Condition Code Register — The Condition Code Register 
indicates the results of an instruction and includes the 
following five condition bits: Negative (N), Zero (Z), 
Overflow (V), Carry/Borrow from MSB (C), and half carry 
from bit 3 (H). These bits are testable by the conditional 
branch instructions. Bit 4 is the interrupt mask (1-bit) and in- 
hibits all maskable interrupts when set. The two unused bits 
b6 and b7, are read as ones. 

ADDRESSING MODES 

The MC68120/MC68121 provides six addressing modes 
which can be used to reference memory. A summary of ad- 
dressing modes for all instructions is presented in Tables 13, 
14, 15 and 16 where execution times are provided in 



E-cycles. Instruction execution times are summarized in 
Table 17. With an input frequency (E) of 1 MHz, E-cycles are 
equivalent to microseconds. A cycle-by-cycle description of 
bus activity for each instruction is provided in Table 18 and a 
description of selected instructions is shown in Figure 38. 

Immediate Addressing — The operand is contained in the 
following byte(s) of the instruction where the number of 
bytes matches the size of the register. These are two or three 
byte instructions. 

Direct Addressing — The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $(X). 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access (refer to Table 1). 
In most applications, this 256-byte area is reserved for fre- 
quently referenced data. Note that no direct addressing of 
internal control registers is possible in Mode 3. 

Extended Addressing — The second and third bytes of the 
instruction contain the absolute address of the operand. 
These are three byte instructions. 

Indexed Addressing — The unsigned offset contained in 
the second byte of the instructions is added with carry to the 
Index Register and used to reference memory without 
changing the Index Register. These are two byte instruc- 
tions. 

Inherent Addressing — The operand(s) are registers and 
no memory reference is required. These are single byte in- 
structions. 

Relative Addressing — Relative addressing is used only for 
branch instructions. If the branch condition is true, the Pro- 
gram Counter is overwritten with the sum of a signed single 
byte displacement in the second byte of the instruction and 
the current Program Counter. This provides a branch range 
of - 126 to 129 bytes from the first byte of the instruction. 
These are two byte instructions. 
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TABLE 13 - 


INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 














Pointer Operations 


Mnemonic 


Immed 


Direct 


Index 


Extend 


Inherent 


Boolean/ 
Arithmetic Operation 


Condition Codes ^ 


5 


4 


3 


2 


1 





OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


1 


N 


Z 


V 


c 


Compare Index Reg 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X- M : M + 1 






} 




♦ 


♦ 


Decrement Index Reg 


DEX 


























09 


3 


1 


X- 1 — X 






• 




• 




Decrement Stack Pntr 


DES 


























34 


3 


1 


SP - 1 — SP 






• 


• 


• 




Increment Index Reg 


INX 


























08 


3 


1 


X+ 1 — X 






• 


\ 


• 




Increment Stack Pntr 


INS 


























31 


3 


1 


1 SP + 1 — SP 






• 


• 


• 




Load Index Reg 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M — Xh. (M + D— Xl 










R 




Load Stack Pntr 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M — SPh, (M + D— SPl 










R 




Store Index Reg 


STX 








OF 


4 


2 


EF 


5 


2 


FF 


5 


3 








Xh—M, Xl— (M + 1) 










R 




Store Stack Pntr 


STS 








9F 


4 


2 


AF 


5 


2 


BF 


5 


3 








SPh— M, SPl— (M + 1) 










R 




Index Reg — Stack Pntr 


TXS 


























35 


3 


1 


X - 1 — SP 






• 


• 


• 




Stack Pntr — Index Reg 


TSX 


























30 


3 


1 


SP + 1 — X 






• 


• 


• 




Add 


ABX 


























3A 


3 


1 


B + X -►X 






• 


• 


• 




Push Data 


PSHX 


























3C 


4 


1 


Xl — Msp, SP- 1 — SP 
xh^Msr SP- 1 -^SP 






• 


• 


• 




Pull Data 


PULX 


























38 


5 


1 


SP + 1 --SP, Msp — Xh 

SP + 1 — SP, Msp— XL 


• 


• 


• 


• 


• 


• 





TABLE 14 


- 


ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 1 of 2) 


















Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 
Expression 


Condition Codes | 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


^ 


~ 


# 


H 


1 


N 


Z 


V 


C 


Add Acmltrs 


ABA 


























IB 


2 


1 


A + B —A 


t 




1 


I 


♦ 


t 


Add B to X 


ABX 


























3A 


3 


1 


00:B + X— X 


• 




• 


• 


• 


• 


Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


89 


4 


3 








A + M + C-^A 










1 




ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








8 + M + C-B 




• 






} 




Add 


ADDA 


SB 


2 


2 


9B 


3 


2 


AB 


4 


2 


BB 


4 


3 








A + M — A 










♦ 




ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M -^A 




• 












Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D + M.M + 1 --D 
















And 


AN DA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


84 


4 


3 








A • M — A 










R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B • M — B 










R 


• 


Shift Left, 
Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 
























ASLA 


























48 


2 


1 


















AS LB 


























58 


2 


1 


















Shift Left Dbl 


ASLD 


























05 


3 


1 








t 






t 


Shift Right, 
Arithrnetic 


ASR 














67 


6 


2 


77 


6 


3 














t 


1 




t 


ASRA 


























47 


2 


1 








t 


1 


1 


1 


ASRB 


























57 


2 


1 








1 


1 


1 


( 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A -M 




• 


t 


t 


R 


• 


BITB 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B • M 






t 


\ 


R 


• 


Compare Acmltrs 


CBA 


























11 


2 


1 


A ■ B 






i 


\ 


t 


( 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








00 ->M 




• 


R 


S 


R 


R 


CLRA 


























4F 


2 


1 


00 -A 






R 


S 


R 


R 


CLRB 


























5F 


2 


1 


00 —B 






R 


s 


R 


R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


B1 


4 


3 








A ■ M 








1 


» 


j 


CMPB 


CI 


2 


2 


D1 


3 


2 


El 


4 


2 


F1 


4 


3 








B - M 




• 




1 


1 


t 


1 's Complement 


COM 














63 


6 


2 


73 


6 


3 








M -^M 


* 






j 


R 


S 


COMA 


























43 


2 


1 


ff-A 


• 


• 




1 


R 


S 


COMB 


























53 


2 


1 


B*B 




• 




1 


R 


S 


Decimal Adj, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD 




• 




1 




1 


Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M - 1 ^M 




• 




( 






DECA 


























4A 


2 


1 


A - 1 -^A 




• 




} 






DECB 


























5A 


2 


1 


B - 1 -^B 








t 






Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A © M — A 




• 




} 


R 




EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B © M — B 








♦ 


R 
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TABLE 14 - ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 2 of 2) 



Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 
Expression 


Condition Codes 1 


Op 


~ 


tf 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


H 


1 


N 


z 


V 


C 


Increment 


INC 














6C 


6 


2 


7t 


6 


3 








M + 1 — M 






t 


( 


1 




INCA 


























4C 


2 


1 


A + 1 »A 






t 








INCB 


























5C 


2 


1 


B+ 1 --B 














Load Acmltrs 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M —A 




• 






R 




LDAB 


C6 


2 


2 


06 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B 




• 






R 




Load Double 


LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


FC 


5 


3 








M;M + 1 -^D 




• 






R 




Logical Shift, 
Left 


LSL 














68 


6 


2 


78 


6 


3 












• 


1 




\ 


I 


LSLA 


























48 


2 


1 






• 


t 




t 


j 


LSLB 


























58 


2 


1 






• 




f 


1 




LSLD 


























05 


3 


1 






• 






1 




Shift Right, 
Logical 


LSR 














64 


6 


2 


74 


6 


3 












• 


R 








LSRA 


























44 


2 


1 






• 


R 


j 


J 


) 


LSRB 


























54 


2 


1 






• 


R 




j 


1 


LSRD 


























04 


3 


1 








R 




t 


1 


Multiply 


MUL 


























3D 


10 


1 


AXB*D 






• 


• 


• 


1 


2's Complement 
(Negate) 


NEG 














60 


6 


2 


70 


6 


3 








00 - M — M 






} 


1 


j 


i 


NEGA 


























40 


2 


1 


00 - A — A 






» 


t 


t 




NEGB 


























50 


2 


1 


00 - B — B 






( 


I 


1 




No Operation 


NOP 


























01 


2 


1 


PC + 1 ^PC 






• 


• 


• 




Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A + M ^A 








1 


R 




ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B + M -^B 










R 




Push Data 


PSHA 


























36 


3 


1 


A —Stack 






• 


• 


• 




PSHB 


























37 


3 


1 


B -» Stack 






• 


• 


• 




Pull Data 


PULA 


























32 


4 


1 


Stack -^A 






• 


• 


• 




PULB 


























33 


4 


1 


Stack -^B 






• 


• 


• 




Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 














t 


t 


t 


f 


ROLA 


























49 


2 


1 




• 




t 


t 


1 


1 


ROLB 


























59 


2 


1 








j 


t 


t 


t 


Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 














» 


t 


t 


i 


RORA 


























46 


2 


1 








t 


( 


1 


t 


RORB 


























56 


2 


1 








1 


1 


1 




Subtract Acmltr 


SBA 


























10 


2 


1 


A - B— A 










( 




Subtract with 
Carry 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A - M - C — A 










I 




SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B - M - C — B 










1 




Store Acmltrs 


STAA 








97 


3 


2 


A? 


4 


2 


B7 


4 


3 








A — M 










R 


• 


STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B — M 










R 


• 


STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D -►MiM + 1 






1 




R 


• 


Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AC 


4 


2 


BO 


4 


3 








A - M — A 






j 


t 


t 


t 


SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B - M — B 






1 


■} 


1 


} 


Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D - M:M + 1 — D 






! 


) 


t 


t 


Transfer Acmltr 


TAB 


























16 


2 


1 


A— B 






i 


( 


R 


• 


TBA 


























17 


2 


1 


B -^A 










R 


• 


Test, Zero or 
Minus 


TST 














6D 


6 


2 


70 


6 


3 








M - 00 








1 


R 


R 


TSTA 


























4D 


2 


1 


AGO 








t 


R 


R 


TSTB 


























50 


2 


1 


B -00 






t 


t 


R 


R 



i 



The Condition Code Register notes are listed after table 16. 
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TABLE 15 - JUMP AND BRANCH INSTRUCTIONS 



a 



Operations 


Mnemonic 






_.. 






~" 












— 






' 


Branch Test 


Cond. Code Reg. | 


Direct 


Relative 


Index 


Extnd 


Inherent 


5 


4 


3 


2 


1 





OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


• 


N 


Z 


V 


c 


Branch Always 


BRA 








20 


3 


2 




















None 












• 


Branch Never 


BRN 








21 


3 


2 




















None 












• 


Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 














Branch If Carry Set 


BCS 








25 


3 


2 




















C= 1 














Branch If = Zero 


BEQ 








27 


3 


2 




















Z = 1 














Branch If > Zero 


BGE 








2C 


3 


2 




















N©V = 














Branch If > Zero 


BGT 








2E 


3 


2 




















Z + (N©V) = 














Branch If Higher 


BHI 








22 


3 


2 




















C + Z =0 














Branch If Higher or Same 


BHS 








24 


3 


2 




















C=0 














Branch If < Zero 


BLE 








2F 


3 


2 




















Z + (N©V) = 1 














Branch If Carry Set 


BLO 








25 


3 


2 




















C = 1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z = 1 














Branch If < Zero 


BLT 








2D 


3 


2 




















N©V = 1 














Branch If Minus 


BMI 








2B 


3 


2 




















N = 1 














Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 














Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V= 1 










- 




Branch If Plus 


BPL 








2A 


3 


2 




















N =0 














Branch To Subroutine 


BSR 








8D 


6 


2 




















"J See Special 
lOperations - 
) Figure 36 














Jump 


JMP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 
















• 




No Operation 


NOP 


























01 


2 












* 






Return From Interrupt 


RTI 


























3B 


10 




See Special 
' Operations - 
Figure 36 


1 


\ 


\ 




1 


1 


Return From Subroutine 


RTS 


























39 


5 












#1 




Software Interrupt 


SWI 


























3F 


\\2 
















Wait For Interrupt 


WAI 


























3E 


9 

















TABLE 16 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Cond. Code Reg. | 


Inherent 


5 


4 


3 


2 


1 





Mnemonic 


OP 


~ 


# 


H 


1 


N 


Z 


V 


c 


Clear Carry 


CLC 


oc 


2 




0*C 




• 






• 


R 


Clear Interrupt Mask 


CLI 


OE 


2 




0-1 




R 






• 


• 


Clear Overflow 


CLV 


OA 


2 




-V 




• 






R 


• 


Set Carry 


SEC 


OD 


2 




1 — c 




• 






• 


s 


Set Interrupt Mask 


SEI 


OF 


2 




1 *l 




S 






• 


• 


Set Overflow 


SEV 


OB 


2 




1 —V 




• 






S 


• 


Accumulator A -~CCR 


TAP 


06 


2 




A— CCR 


} 


) 


t 


t 


\ 


} 


CCR -^Accumulator A 


TPA 


07 


2 




CCR -A 


• 


• 


• 


• 


• 


• 



LEGEND 

OPOperation Code (Hexadecimal) 
~ Number of MPU Cycles 
MsP Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
+ Arithmetic Plus 

- Arithmetic Minus 

• Boolean AND 

X Arithmetic Multiply 
+ Boolean Inclusive OR 
© Boolean Exclusive OR 
M Complement of M 
-^ Transfer Into 
Bit = Zero 
00 Byte = Zero 



CONDITION CODE SYMBOLS 

H Half-carry from bit 3 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow, 2's complement 

C Carry/Borrow from MSB 

R Reset Always 

S Set Always 

j Affected 

• Not Affected 
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TABLE 17 - INSTRUCTION EXECUTION TIMES IN E CYCLES 





ADDRESSING MODE 




1 
■■5 

o 

E 
E 


u 
o 

5 


■a 

K 

•a 
c 
o 

X 

uu 


•o 

CO 

s 

■a 
c 


c 
£ 

X 


> 

1 
o 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 




• 
• 

3 
3 
5 
3 




• 
• 
4 
4 
6 
4 
6 


2 
3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC 

BCS 

BEG 

BGE 

BGT 








• 
6 

• 
• 
• 
• 
• 


3 
2 

• 
• 
• 
• 
• 


3 
3 
3 
3 
3 


BHI 

BHS 

BIT 

BLE 

BLO 

BLS 

BLT 








• 
• 
4 

• 
• 
• 
• 


• 
• 
• 

• 
• 
• 
• 


3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 








• 
• 
• 
• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








• 
• 
• 
• 
6 
• 
4 


• 
2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






6 

• 


6 
6 

• 
6 
• 
• 
4 
6 
• 


2 

• 
2 
2 
3 
3 
• 
• 
3 







ADDRESSING MODE 




ID 

E 
E 


u 
S 
5 


■D 
O 

■o 
c 
o 

K 
UJ 


■a 
o 

X 

o 

■a 
c 


c 
£ 


1 

ID 
O 

cc 


INX 

JMP 

JSR 

LDA 

LDD 

LDS 

LDX 


• 

• 
2 
3 
3 
3 


• 
• 

5 
3 
4 


• 

3 
6 
4 
5 
5 
5 


• 
3 
6 
4 
5 
5 
5 


3 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 

• 
• 
6 

• 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 






4 

• 
• 
• 
• 
6 
6 


4 

• 
• 
• 
• 
6 
6 


• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 


• 
• 
• 
4 

• 
• 
• 


10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






4 
5 
5 
5 
4 
6 
• 


4 
5 
5 
5 
4 
6 
• 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 




* 


• 
• 
• 
• 
6 
• 
• 
• 


• 
• 
• 
• 
6 
• 
• 
• 


2 
2 
2 
2 
2 
3 
3 
9 





B 
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FIGURE 38 - SPECIAL OPERATIONS 

JSR, Jump to Subroutine 

Main Program 



Direct 



PC 



$9D = 


JSR 


K 


Next Ma 


n Instr. 



K= Direct Address 
Main Program 



SAD = 


JSR 


K = Offset 


Next Me 


in Instr, 



i 



SH = Subr. Addr. 



SL=Subr. Addr. 



Next Main Instr. 



BSR, Branch to Subroutine 

Main Program 





$8D=BSR 




± K = Offset 


RTN 
RTS, Return from 


Next Main Instr. 


Subroutine 
Subroutine 




$39= RTS 






SWI, Software Int 


3rrupt 

Main Program 




$3F=SWI 


RTN 





WAI, Wait for Interrupt 

Main Progran' 



RTI, Return from Interrupt 

Interrupt Prograrr 



Main Program 


$6E = JMP 


K = Offset 


* 


Next Instruction 



^ 






X+K 



Legend; 

RTN = Address of next instruction in Main Program to be executed upon return from subroutin 
RTNh = Most significant byte of Return Address 
RTNl= Least significant byte of Return Address 



SP 


Stack 


P-2 




P~l 


RTNh 


SP 


RTNl 



SP 


Stack 


SP-2 




SP~1 


RTNh 


SP 


RTN|_ 


SP 


Slack 


SP 




SP+1 


RTNh 


SP + 2 


RTNl 


SP 


Stack 


SP-7 




SP-6 


Condition Code 


SP-5 


Acmltr B 


SP-4 


Acmltr A 


SP-3 


Index Register (Xh) 


SP-2 


Index Register (XlI 


SP-1 


RTNh 


SP 


RTNl 



SP 


Stack 


SP 




SP + 1 


Condition Code 


SP + 2 


Acmltr 8 


SP + 3 


Acmltr A 


SP + 4 


Index Register (Xh) 


SP + 5 


Index Register (Xl 


SP + 6 


RTNh 


SP + 7 


RTNl 



K|-| = Next Address 



Next Instruction 



"= Slack pointer after execution 
= 8-bit unsigned value 
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CYCLE-BY-CYCLE OPERATION SUMMARY 



Table 18 provides a detailed description of the information 
present on the Address Bus, Data Bus, and the R/W line 
during cycle of each instructions. 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed. The information is categorized in 
groups according to addressing mode and number of cycles 
per instruction. In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner. Exceptions are indicated in the table. 



Note that during MPU reads of internal locations, the 
resultant value will not appear on the external Data Bus ex- 
cept in Mode 0. "High order" byte refers to the most signifi- 
cant byte of a 16-bit value. 

The coding of the first (or only) byte corresponding to an 
executable instruction is sufficient to identify the instruction 
and the addressing mode. The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 19. There are 220 valid machine codes, 34 unassigned 
codes and 2 reserved for test purposes. 



TABLE 18 - CYCLE BY CYCLE OPERATION (Sheet 1 of 5) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



IMMEDIATE 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Op Code Address 
Op Code Address + 1 


1 
1 


Op Code 
Operand Data 


LDS 
LDX 
LDD 


3 


1 

I 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address Bus FFFF 




Op Code 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address of Operand 




Op Code 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Destination Address 





Op Code 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Operand Address + 1 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address -i- 1 
Address of Operand 
Address of Operand + 1 






Op Code 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Subroutine Address 
Stack Pointer 
Stack Pointer + 1 






Op Code 

Irrelevant Data 

First Subroutine Op Code 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



i 
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TABLE 18 - CYCLE BY CYCLE OPERATION (Sheet 2 of 5) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



EXTENDED 



i 



JMP 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Jump Address (High Order Byte) 






3 


Op Code Address + 2 




Jump Address (Low Order Byte) 


ADC EOR 


4 


1 


Op Code Address 




Op Code 


ADD LDA 




2 


Op Code Address + 1 




Address of Operand 


AND ORA 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 


BIT SBC 




4 


Address of Operand 




Operand Data 


CMP SUB 












STA 


4 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Destination Address 
(High Order Byte) 






3 


Op Code Address + 2 


1 


Destination Address 
(Low Order Byte) 






4 


Operand Destination Address 





Data from Accumulator 


LDS 


5 


1 


Op Code Address 




Op Code 


LDX 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


LDD 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 






4 


Address of Operand 




Operand Data (High Order Byte) 






5 


Address of Operand + 1 




Operand Data (Low Order Byte) 


STS 


5 


1 


Op Code Address 




Op Code 


STX 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


STD 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 






4 


Address of Operand 





Operand Data (High Order Byte) 






5 


Address of Operand + 1 





Operand Data (Low Order Byte) 


ASL LSR 


6 


1 


Op Code Address 




Op Code 


ASR NEG 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


CLR ROL 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 


COM ROR 




4 


Address of Operand 




Current Operand Data 


DEC TST 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 




6 


Address of Operand 





New Operand Data 


CPX 


6 


1 


Op Code Address 




Op Code 


SUBD 




2 


Op Code Address +1 




Operand Address 
(High Order Byte) 


ADDD 




3 


Op code Address + 2 




Operand Address 
(Low Order Byte) 






4 


Operand Address 




Operand Data (High Order Byte) 






5 


Operand Address + 1 




Operand Data (Low Order Byte) 






6 


Address Bus FFFF 




Low Byte of Restart Vector 


JSR 


6 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Address of Subroutine 
(High Order Byte) 






3 


Op Code Address + 2 




Address of Subroutine 
(Low Order Byte) 






4 


Subroutine Starting Address 




Op Code of Next Instruction 






5 


Stack Pointer 





Return Address 
(Low Order Byte) 






6 


Stack Pointer - 1 





Return Address 
(High Order Byte) 
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TABLE 18 - CYCLE BY CYCLE OPERATION (Sheet 3 of 5) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



JMP 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Offset 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


ADC EOR 


4 


1 


Op Code Address 




Op Code 


ADD LDA 




2 


Op Code Address + 1 




Offset 


AND DBA 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


BIT SBC 




4 


Index Register Plus Offset 




Operand Data 


CMP SUB 












STA 


4 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Offset 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register Plus Offset 





Operand Data 


LDS 


5 


1 


Op Code Address 




Op Code 


LDX 




2 


Op Code Address + 1 




Offset 


LDD 




3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register Plus Offset 




Operand Data (High Order Byte) 






5 


Index Register Plus Offset + 1 




Operand Data (Low Order Byte) 


STS 


5 


1 


Op Code Address 




Op Code 


STX 




2 


Op Code Address + 1 




Offset 


STD 




3 


Address- Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register Plus Offset 





Operand Data (High Order Byte) 






5 


Index Register Plus Offset + 1 





Operand Data (Low Order Byte) 


ASL LSR 


6 


1 


Op Code Address 




Op Code 


ASR NEG 




2 


Op Code Address + 1 




Offset 


CLR ROL 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


COM ROR 




4 


Index Register Plus Offset 




'Current Operand Data 


DEC TST(1) 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 




6 


Index Register Plus Offset 





New Operand Data 


CPX 


6 


1 


Op Code Address 




Op Code 


SUBD 




2 


Op Code Address + 1 




Offset 


ADDD 




3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register + Offset 




Operand Data (High Order Byte) 






5 


Index Register + Offset + 1 




Operand Data (Low Order Byte) 






6 


Address Bus FFFF 




Low Byte of Restart Vector 


JSR 


6 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Offset 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register + Offset 




First Subroutine Op Code 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer - 1 





Return Address (High Order Byte) 



B 
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TABLE 18 - CYCLE BY CYCLE OPERATION (Sheet 4 of 5) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



a 



ABADAASEC 


2 


1 


Op Code Address 


1 


Op Code 


ASL DEC SEI 




2 


Op Code Address +1 


1 


Op Code of Next Instruction 


ASR INC SEV 












CBA LSR TAB 












CLC MEG TAP 












CLI NOP TBA 












CLR ROL TPA 












CLV ROR TST 












COM SBA 












ABX 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevent Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


ASLD 


3 


1 


Op Code Address 




Op Code 


LSRD 




2 


Op Code Address +1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


DES 


3 


1 


Op Code Address 




Op Code 


INS 




2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Previous Register Contents 




Irrelevant Data 


INX 


3 


1 


Op Code Address 




Op Code 


DEX 




2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


PSHA 


3 


1 


Op Code Address 




Op Code 


PSHB 




2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Stack Pointer 




Accumulator Data 


TSX 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Stack Pointer 




Irrelevant Data 


TXS 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


PULA 


4 


1 


Op Code Address 




Op Code 


PULB 




2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer +1 




Operand Data from Stack 


PSHX 


4 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 





Index Register (Low Order Byte) 






4 


Stack Pointer -1 





Index Register (High Order Byte) 


PULX 


5 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer +1 




Index Register (High Order Byte) 






5 


Stack Pointer +2 




Index Register (Low Order Byte) 


RTS 


5 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer +1 




Address of Next Instruction 
(High Order Byte) 






5 


Stack Pointer +2 




Address of Next Instruction 
(Low Order Byte) 


WAI 


9 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Op Code of Next Instruction 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer -1 





Return Address 
(High Order Byte) 






5 


Stack Pointer -2 





Index Register (Low Order Byte) 






6 


Stack Pointer -3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Cond. Code Register 
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TABLE 18 - CYCLE BY CYCLE OPERATION (Sheet 5 of 5) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



MUL 


10 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer +1 




Contents of Cond. Code Reg. 
from Stack 






5 


Stack Pointer +2 




Contents of Accumulator B 
from Stack 






6 


Stack Pointer +3 




Contents of Accumulator A 
from Stack 






7 


Stack Pointer +4 




Index Register from Stack 
(High Order Byte) 






8 


Stack Pointer +5 




Index Register from Stack 
(Low Order Byte) 






9 


Stack Pointer +6 




Next Instruction Address from 
Stack (High Order Byte) 






10 


Stack Pointer +7 




Next Instruction Address from 
Stack (Low Order Byte) 


SWI 


12 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer -1 





Return Address 
(High Order Byte) 






5 


Stack Pointer -2 





Index Register (Low Order Byte) 






6 


Stack Pointer -3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Cond. Code Register 






10 


Stack Pointer -7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine 
(High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine 
(Low Order Byte) 



i 



BCC BHT BNE BLO 


3 


1 


Op Code Address 


1 


Op Code 


BCS BLE BPL BHS 




2 


Op Code Address +1 


1 


Branch Offset 


BEQ BLS BRA BRN 




3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMT BVS 












BSR 


6 


1 


Op Code Address 


1 


Op Code 






2 


Op Code Address +1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutme Starting Address 


1 


Op Code of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer -1 





Return Address(Hlgh Order Byte) 
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a 



TABLE 19 - CPU INSTRUCTION MAP 



OP 


MNEM 


MODE 


~ » 


OP 


MNEM 


MODE ~ » 


OP 


MNEM 


MODE ~ » 


OP 


MNEM 


MODE 


•^ » 


OP 


MNEM 


MODE 


~ » 


CX) 








34 


DES 


INHER 3 1 


68 


ASL 


INDXD 6 2 


9C 


CPX 


DIR 


6 2 


DO 


SUBB 


DIR 


3 2 


01 


NOP 


INHER 


2 1 


36 


TXS 


1 


I ^ ' 


69 


ROU 


A 6 2 


90 


JSR 


k 


5 2 


01 


CMPB 




3 2 


02 




I 


i 




36 


PSHA 


' 3 1 


6A 


DEC 


f 


' 6 2 


9E 


LDS 


T 


4 2 


D2 


SBCB 


^ 


' 


3 2 


03 








37 


PSHB 




3 1 


6B 








9F 


STS 


d'r 


4 2 


03 


ADDD 






5 2 


04 


LSHD 






3 1 


38 


PULX 




5 1 


6C 


INC 




6 2 


40 


SUBA 


INDXD 


4 2 


D4 


ANDB 






3 2 


Ob 


ASLD 






3 1 


39 


RTS 




6 1 


60 


TST 




6 2 


AI 


CMPA 


jk 


4 2 


D5 


BIT8 






3 2 


06 


TAP 






2 1 


3A 


ABX 




3 1 


6E 


JMP 


'r 3 2 


A2 


SBCA 






4 2 


D6 


LDAB 






3 2 


07 


TPA 






2 1 


38 


RTI 




10 1 


6F 


CLR 


INDXD 6 2 


A3 


SUBD 






6 2 


D7 


STAB 






3 2 


08 


INX 






3 1 


3C 


PSHX 




4 1 


70 


NEG 


EXTND 6 3 


A4 


ANCfA 






4 2 


D8 


EORB 






3 2 


09 


OEX 






3 1 


3D 


MUL 




10 1 


71 








A6 


BITA 






4 2 


09 


ADCB 






3 2 


OA 


CLV 






2 1 


3E 


WAI 




9 1 


72 








A6 


LDAA 






4 2 


DA 


ORAB 






3 2 


OB 


SEV 






2 1 


3F 


SWI 




12 1 


73 


COM 




6 3 


A7 


STAA 






4 2 


DB 


ADDB 






3 2 


OC 


CLC 






2 1 


40 


NEGA 




2 1 


74 


LSR 




6 3 


A8 


EORA 






4 2 


DC 


LDD 






4 2 


00 


SEC 






2 1 


41 








76 








A9 


ADCA 






4 2 


DD 


STD 






4 2 


OE 


CLI 






2 1 


42 








76 


ROR 




6 3 


AA 


ORAA 






4 2 


DE 


LDX 


'' 


4 2 


OF 


SEI 






2 1 


43 


COMA 




2 1 


77 


ASR 




6 3 


AB 


ADDA 






4 2 


DF 


STX 


DIR 


4 2 


10 


SBA 






2 1 


44 


LSRA 




2 I 


78 


ASL 




6 3 


AC 


CPX 






6 2 


EO 


SUBB 


INDXD 


4 2 


11 


CBA 






2 1 


45 








79 


ROL 




6 3 


AD 


JSR 






6 2 


El 


CMPB 


▲ 


4 2 


12 










46 


RORA 




2 1 


7A 


DEC 




6 3 


AE 


LDS 


7 


6 2 


E2 


SBCB 






4 2 


13 










47 


ASRA 




2 1 


78 








AF 


STS 


INDXD 


5 2 


E3 


ADDD 






6 2 


14 










48 


ASLA 




2 t 


7C 


INC 




6 3 


80 


SUBA 


EXTND 


4 3 


E4 


ANDB 






4 2 


15 










49 


ROLA 




2 1 


7D 


TST 




6 3 


81 


CMPA 


yL 


4 3 


E5 


BITB 






4 2 


16 


TAB 






2 1 


4A 


DECA 




2 1 


7E 


JMP 


▼ 3 3 


82 


SBCA 






4 3 


E6 


LDAB 






4 2 


17 


TBA 


\ 


' 


2 1 


4B 








7F 


CLR 


EXTND 6 3 


B3 


SUBD 






6 3 


E7 


STAB 






4 2 


18 








4C 


INCA 




2 1 


80 


SUBA 


IMMED 2 2 


84 


ANDA 






4 3 


E8 


E0R8 






4 2 


19 


DAA 


INHER 


2 1 


4D 


TSTA 




2 1 


81 


CMPA 


A 2 2 


85 


BITA 






4 3 


E9 


ADCB 






4 2 


1A 








4E 


T 






82 


SBCA 


i 


' 2 2 


86 


LDAA 






4 3 


EA 


ORAB 






4 2 


IB 


ABA 


INHER 


2 1 


4F 


CLRA 




2 1 


83 


SUBD 




4 3 


87 


STAA 






4 3 


E8 


ADDB 






4 2 


1C 








50 


NEGB 




2 1 


84 


ANDA 




2 2 


88 


EORA 






4 3 


EC 


LDD 






5 2 


ID 








51 








86 


BITA 




2 2 


89 


ADCA 






4 3 


ED 


STD 






6 2 


IE 








52 








86 


LDAA 




? 2 


BA 


ORAA 






4 3 


EE 


LDX 


> 


5 2 


IF 








53 


COMB 




2 1 


87 








88 


ADDA 






4 3 


EF 


STX 


INDXD 


5 2 


20 


BRA 


REL 


3 2 


64 


LSRB 




2 1 


88 


EORA 




2 2 


8C 


CPX 






6 3 


FO 


SUBB 


EXTND 


4 3 


21 


BRN 


i 


k 


3 2 


65 








89 


ADCA 




2 2 


BD 


JSR 






6 3 


F1 


CMPB 


;l 


4 3 


22 


BHI 


i 


3 2 


56 


RORB 




2 1 


8A 


ORAA 




. 2 2 


BE 


LDS 


1 ' 


6 3 


F2 


SBCB 






4 3 


23 


BLS 






3 2 


57 


ASRB 




2 1 


88 


ADDA 


V 2 2 


BF 


STS 


EXTND 


5 3 


r3 


ADDD 






6 3 


24 


BCC 






3 2 


68 


ASLB 




2 1 


8C 


CPX 


IMMED 4 3 


CO 


SU8B 


IMMED 


2 2 


F4 


ANDB 






4 3 


25 


BCS 






3 2 


59 


ROLB 




2 1 


8D 


BSR 


REL 6 2 


CI 


CMPB 


/ 


1 


2 2 


F6 


BITB 






4 3 


26 


BNE 






3 2 


5A 


DECB 




2 1 


8E 


LDS 


IMMED 3 3 


C2 


SBCB 




2 2 


F6 


LDAB 






4 3 


27 


BEQ 






3 2 


68 








8F 






C3 


ADDD 






4 3 


F7 


STAB 






4 3 


28 


BVC 






3 2 


5C 


INCB 




2 1 


90 


SUBA 


DIR 3 2 


C4 


AND8 






2 2 


F8 


EORB 






4 3 


29 


BVS 






3 2 


5D 


TSTB 




. 2 1 


91 


CMPA 




\ 3 2 


C5 


BITB 






2 2 


F9 


ADCB 






4 3 


2A 


BPL 






3 2 


5E 


T 


' 


' 


92 


SBCA 




C6 


LDAB 






2 2 


FA 


ORAB 






4 3 


2B 


BMI 






3 2 


5F 


CLRB 


INHER 2 1 1 


93 


SUBD 




5 2 


C7 










FB 


ADDB 






4 3 


2C 


BGE 






3 2 


60 


NEG 


INDXO B 2 1 


94 


ANDA 




3 2 


C8 


EORB 






2 2 


FC 


LDD 






5 3 


2D 


BUT 


\ 




3 2 


61 






1 


95 


BiTA 




3 2 


C9 


ADC8 






2 2 


FD 


STD 




, 


5 3 


2E 


BGT 




3 2 


62 




^ 


96 


LDAA 




3 2 


CA 


ORAB 






2 2 


FE 


LDX 


' 


5 3 


2F 


BLE 


REL 


3 2 


63 


COM 




6 2 


97 


STAA 




3 2 


C8 


ADDB 






2 2 


FF 


STX 


EXTND 


5 3 


30 


TSX 


INHER 


3 t 


64 


LSR 




6 2 


98 


EORA 




3 2 


CC 


LDD 






3 3 










31 


INS 


i 


3 1 


66 








99 


ADCA 




3 2 


CD 




" 


1 












32 


PULA 


T 


4 1 


66 


ROR 


) 


' 6 2 


9A 


ORAA 


1 


' 3 2 


CE 


LDX 


IMMED 


3 3 




JNDEFINED OP CODE 1 


33 


PULB 


INHER 


4 1 


67 


ASR 


INDXD 6 2 1 


9B 


ADDA 


DIR 3 2| 


CF 














1 



NOTES: 
1. Addressing Modes 

INHER* Inherent 
REL» Relative 



INDXD* Indexed 
EXTND« Extended 



IMMED* Immediate 
DIR* Direct 



2. Unasslgned opcodes are indicated by "*" and should not be executed. 

3. Codes marked by "T" force the PC to function as a 16-bit counter. 
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APPENDIX A 
MC68120 CUSTOM ORDERING INFORMATION 



A.O 

Address $FFEF is Reserved for the Checksum value for the 
ROM, to be generated at the factory. 

A.1 CUSTOM MC68120 ORDERING INFORMATION 

The custom MC68120 specifications may be transmitted to 
Motorola in any of the following media; 

A) EPROM(s) 

B) MDOS diskette 

The specification should be formatted and packaged, as 
indicated in the appropriate paragraph below, and mailed 
prepaid and insured with a cover letter (see Figure A-1) to: 

Motorola Inc. 

MPU Marketing 

3501 Ed Bluestein Blvd. 

Austin, Texas 78721 
A copy of the cover letter should also be mailed separately. 

A.2 EPROMs 

MCM2708 and MCM2716 type EPROMs, programmed 
with the custom program (positive logic notation for address 
and data), may be submitted for pattern generation. The 



MC2708S must be clearly marked to indicate which PROM 
corresponds to which address space ($F800-$FBFF; $FC0O- 
$FFFF). See Figure A-2 for recommended marking pro- 
cedure. 



XXX = Customer ID 



After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

A.3 MDOS DISKETTE 

The file name and start/end locatiori should be written on 
the label. 
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FIGURE A-1 



CUSTOMER NAME- 



STATE- 
PHONE. 



CONTACT MS/MR- 



CUSTOMER PART #, 



PATTERN MEDIA 
D 2708 EPROM 
D 2716 EPROM 
D Diskette (MDOS) 



TEMPERATURE RANGE 
D 0° to 70°C 



PACKAGE TYPE 
n Ceramic 



MARKING 
n Standard 
n Special 



(Note 1) 

NOTE: (1) Other Media Require Prior Factory Approval 

SIGNATURE 

TITLE : 
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MOTOROLA 



MC68701 



Advance Information 



a 



MC68701 MICROCOMPUTER UNIT (MCU) 

TheMC68701 is an 8-bit single chip microcomputer unit (MCU) which 
significantly enhances the capabilities of the M6800 family of parts. It 
can be used in production systems to allow for easy firmware changes 
with minimum delay or it can be used to emulate the MC6801/03 for 
software development. It includes an upgraded M6800 microprocessor 
unit (MPU) with upward source and object code compatibility. Execu- 
tion times of key instructions have been improved and several new in- 
structions have been added including an unsigned multiply. The MCU 
can function as a monolithic microcomputer or can be expanded to a 
64K byte address space. It is TTL compatible and requires one -i- 5 volt 
power supply for nonprogramming operation. An additional Vpp power 
supply is needed for EPROM programming. On-chip resources include 
2048 bytes of EPROM, 128 bytes of RAM, Serial Communications Inter- 
face (SCI), parallel I/O, and a three function Programmable Timer. A 
summary of MCU features includes: 

• Enhanced MC6800 Instruction Set 

• 8x8 Multiply Instruction 

• Serial Communications Interface (SCI) 

• Upward Source and Object Code Compatibility with the MC6800 

• 16-Bit Three-Function Programmable Timer 

• Single-Chip or Expanded Operation to 64K Byte Address Space 

• Bus Compatibility with the M6800 Family 

• 2048 Bytes of UV Erasable, User Programmable ROM (EPROM) 

• 128 Bytes of RAM (64 Bytes Retainable on Powerdown) 

• 29 Parallel I/O and Two Handshake Control Lines 

• Internal Clock Generator with Divide-by-Four Output 

• -40 to 85°C Temperature Range 



MOS 

(N-CHANNEL, SILICON-GATE, 
DEPLETION LOAD) 

MICROCOMPUTER WITH EPROM 



cx 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 







GENERIC INFORMATION 








Package Type 


Frequency (MHz) 


Temperature 


Generic Number 




Ceramic 
L Suffix 


1.0 

1.0 

1.25 

1.25 

1.5 

2.0 


0°C to 70°C 
-40"'Cto85°C 

0°C to 70°C 
-40°C to85°C 

0°C to 70"'C 

0°C to 70°C 


M 068701 L 

MC68701CL 

MC68701L-1 

MC68701CL-1 

MC68A701L 

MC68B701L 













PIN ASSIGNMENT 



vss 

KTALI 
EXTAL2 

nKTie 

IRQ1 



[ 1 • 



RESET/Vpp[ 

vcc[ 

P20[ 

P21[ 

P22[ 

P23 

P24 

P10 

P11 

PI 2 

P13 

P14 

PI 5 

PI 6 

P17 



v^ 



12 
13 

di4 

15 
16 
17 
18 
19 
20 



3e 

]SC1 
]SC2 
] P30 
] P31 
]P32 
] P33 
]P34 
]P35 
]P36 
]P37 
]P40 
]P41 
]P42 
]P43 
] P44 
]P45 
]P46 
22 ] P47 

21 JVcc 
I Standby 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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MC68701 MICROCOMPUTER BLOCK DIAGRAM 




B 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


Vin 


-0.3 to +7.0 


V 


Operating Temperature Range 
MC68701 
MC68701C 


TA 


Tl to Th 

to70 
- 40 to 85 


°c 


Storage Temperature Range 


Tstg 


to 85 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic Package 


ejA 


50 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion it is recommended that Vjn and Voy^ be con- 
strained to the range Vgs ^ (Vin or Vout' - ^CC- 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e.g., either Vss or Vcc'- 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = TA+(PD*ejA) (1) 

Where: 

Ta = Ambient Temperature, °C 

Sj/^s Package Thermal Resistance, Junction-to-Ambient, °C/W 

Pd=Pint + pport 

P|I\Ij = |qCx VcC' Watts — Chip Internal Power 
PpORT = Port Power Dissipation, Watts — User Determined 
For most applications PpORT'^PlNT and can be neglected. PpORT Tiay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pd and Tj (if PpORT is neglected) is: 

Pq = K-^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd»(Ta + 273°C) + 0ja»Pd2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known J/\. Using this value of K the values of Pd andTj can be obtained by solving equations (1) and (2) iteratively for any 
value of Tf\. 
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CONTROL TIMING (Vcc = 5.0 V ±5%, Vss = 0, TA = 0to70°C 






















Characteristic 


Symbol 


MC68701 


MC68701-1 


MC68A701 


MC68B701 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Frequency of Operation 


fo 


0.5 


1.0 


0.5 


1.25 


0.5 


1.5 


0.5 


2.0 


MHz 


Crystal Frequency 


fXTAL 


2.0 


4.0 


2.0 


5.0 


2.0 


6.0 


2.0 


8.0 


MHz 


External Oscillator Frequency 


4fo 


2.0 


4.0 


2.0 


5.0 


2.0 


6.0 


2.0 


8.0 


MHz 


Crystal Oscillator Start Up Time 


trc 


- 


100 


- 


100 


- 


100 


- 


100 


ms 


Processor Control Setup Time 


tpcs 


200 


- 


,170 


- 


140 


- 


110 


- 


ns 



B 



DC ELECTRICAL CHARACTERISTICS (Vcc = 5.0 Vdc ±5%, Vss = 0, 


Ta=T|_ to T|-|, unless 


otherwise noted) 






Characteristic 


Symbol 


MC68701 


MC68701C 


Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Input High Voltage RESET 
Other Inputs* 


VjH 


Vss + 4.0 
VsS + 2.0 


: 


Vcc 
Vcc 


Vss + 4.0 
Vss + 2.2 


- 


Vcc 
Vcc 


V 


Input Low Voltage RESET 
Other Inputs* 


V|L 


Vss-0.3 
Vss-0.3 


- 


Vss + 0.4 
Vss + 0.8 


Vss-0.3 
Vss-0.3 


- 


Vss + 0.4 
Vss + 0.8 


V 


Input Current, See Note Port4 
(V|n = 0to2.4V) SCI 


lin 


- 


- 


0.6 
1.0 


- 


: 


1.0 
1.6 


mA 


Input Current 
(Vin = 0to5.25V) NMI, IHU1 


lin 


_ 


1.5 


2.5 


_ 


1.5 


5 


^A 


Input Current 
(V|n = 0to0.4V) RESET/Vpp 
(Vin = 4.0 V to Vcc) 


lin 


- 


-2.0 


8.0 


- 


-2.0 


8.0 


mA 


Hi-Z (Off State) Input Current 
(Vin = 0.5to2.4V) Ports 1, 2, and 3 


ITSI 


_ 


2 


10 


_ 


2 


20 


^A 


Output High Voltage 

'lLoad= -65AtA, Vcc=Min) Port4, SCI, SC2 
(lLoad= -100/iA, Vcc=Min) Other Outputs 


VOH 


Vss + 2.4 
VsS + 2.4 


- 


- 


Vss + 2.4 
Vss + 2.4 


- 


- 


V 


Output Low Voltage 
lLoad = 2.0mA, Vcc=Min) All Outputs 


Vol 


- 


_ 


Vss + 0.5 


- 


- 


Vss + 0.6 


V 


Darlington Drive Current 
(Vo=1.5V) Porti 


lOH 


1.0 


2.5 


10.0 


1.0 


2.5 


10.0 


mA 


Internal Power Dissipation 
(Measured at Ta=Tl in Steady-State Operation) 


Pint 


_ 


_ 


1500 


- 


_ 


1500 


mW 


Input Capacitance Port 3, 

'Vin = 0, Ta = 25°C, fo=1 MHz) Port 4, SCI 

Other Inputs 


Qn 


- 


- 


12.5 
10.0 


- 


- 


12.5 
10.0 


pF 


Vqc Standby Powerdown 

Powerup 


VSBB 
VSB 


4.0 
4.75 


_ 


5.25 
5.25 


4.0 
4.75 


- 


5.25 
5.25 


V 


Standby Current Powerdown 


ISBB 


- 


- 


6.0 


- 


- 


8.0 


mA 


Programming Time Per Byte (Ta = 25°C) 


tpp 


25 


- 


50 


25 


- 


50 


ms 


Programming Voltage (Ta = 25°C) 


Vpp 


20.0 


21.0 


22.0 


20.0 


21.0 


22.0 


V 


Programming Current 
(VreSET = Vpp, Ta = 25°C) 


Ipp 




30 


50 


- 


30 


50 


mA 



•Except mode programming levels; see Figure 15. 

NOTE: RESET/Vpp l|n differs from MC6801 and MC6803 values. 



PERIPHERAL PORT TIMING (Refer to Figures 3-6) 



Characteristics 


Symbol 


MC68701 


MC68701-1 


MC68A701 


MC68B701 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Peripheral Data Setup Time 


tPDSU 


200 


- 


200 


- 


150 


- 


100 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


- 


200 


- 


150 


- 


100 


- 


ns 


Delay Time, Enable Positive Transition to 0S3 Negative Transition 


tOSDI 


- 


350 


- 


350 


- 


300 


- 


250 


ns 


Delay Time, Enable Positive Transition to 0S3 Positive Transition 


tOSD2 


- 


350 


- 


350 


- 


300 


- 


250 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid 


'PWD 


- 


350 


- 


350 


- 


300 


- 


250 


ns 


Delay Time, Enable Negative Transition to 
Peripheral CMOS Data Valid 


'CMOS 


- 


2.0 


- 


2.0 


- 


2.0 


- 


2.0 


flS 


Input Strobe Pulse Width 


tpwis 


200 


- 


200 


- 


150 


- 


100 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


50 


- 


40 


- 


30 


- 


ns 


Input Data Setup Time 


t|S 


20 


- 


20 


- 


20 


- 


20 


- 


ns 
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FIGURE 1 - DATA SETUP AND HOLD TIMES 
(MPU READ) 



MRU Read 



tPDSU-l*H4H-^'P°^ 



P10-P17 
P20-P24 
P40-P47 
Inputs 

P30-P37 
Inputs* 



^ Data Valid X 



tPDSU- 



[/ Data Valid \^ 



^ Port 3 Non-Latched Operation (LATCHE ENABLE = 0) 



FIGURE 2 - DATA SETUP AND HOLD TIMES 
(MPU WRITE) 

I — MPU Write 



-tCMOS> 
KtpwD 



All Data 
Port Outputs 



)■ 



0.7 Vcc 



NOTES: 

1. 10 k Pullup resistor required for Port 2 to reach 0.7 Vcc 

2. Not applicable to P21 

3. Port 4 cannot be pulled above Vcc 



B 



FIGURE 3 - PORT 3 OUTPUT STROBE TIMING 
(SINGLE-CHIP MODE) 



FIGURE 4 - PORT 3 LATCH TIMING 
(SINGLE-CHIP MODE) 



r 



MPU access of Port 3* 



Address 



X 



J 



X 



083 



"^_ 



r<tosDi 



■*■ r*^0SD2 



/ 



•■Access nnatches Output Strobe Select (OSS = 0, a read; 
OSS = 1, a write) 



IS3 



P30-P37 
Inputs 



-tis-^ 



*-tpwis- 

tJH 



\/ Data Valid \^ 



NOTE: Timing measurements are referenced to a low voltage of 0.8 volts and a high voltage of 2.0 volts unless otherwise noted. 



FIGURE 5 - CMOS LOAD 



Test Point o- 



30 pF 



FIGURE 6 - TIMING TEST LOAD PORTS 1, 2, 3, 4 

Vcc 



RL=1.8kn 



Test Point o— • — •— |^— <i 



MMD6150 
![ or Equiv 

![ MMD7000 
V or Equiv 



= 90 pF for P30-P37, P40-P47, E, SCI, SC2 

= 30 pF tor P10-P17, P20-P24 
R = 37 kfi for P40-P47, SCI, SC2, 

= 24 kf) for P10-P17, P20-P24, P30-P37, E 
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BUS TIMING (See Notes 2 and 3) 



B 



Idem 
Number 


Characteristic 


Symbol 


MC68701 


MC68701-1 


MC68A701 


MC68B701 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


icyc 


1.0 


2.0 


0.8 


2.0 


- 


2.0 


0.5 


2.0 


^s 


2 


Pulse Width, E Low 


PWel 


430 


1000 


360 


1000 


300 


1000 


210 


1000 


ns 


3 


Pulse Width, E High 


PWeh 


450 


1000 


360 


1000 


300 


1000 


220 


1000 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


12 


Non-Muxed Address Valid Time to E* 


tAV 


200 


- 


150 


- 


115 


- 


70 


- 


ns 


17 


Read Data Setup Time 


tDSR 


80 


- 


70 


- 


60 


- 


40 


- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


- 


10 


- 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


tDDW 


- 


225 


- 


200 


- 


170 


- 


120 


ns 


21 


Write Data Hold Time 


tDHW 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


22 


Multiplexed Address Valid Time to E Rise* 


tAVM 


200 


- 


150 


- 


115 


- 


80 


- 


ns 


24 


Multiplexed Address Valid Time to AS Fall* 


tASL 


60 




50 


- 


40 


- 


20 


- 


ns 


25 


Multiplexed Address Hold time 


tAHL 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


26 


Delay Time, E to AS Rise* 


tASD 


90** 


- 


70** 


- 


60** 


- 


45** 


- 


ns 


27 


Pulse Width, AS High* 


pwash 


220 


- 


170 


- 


140 


- 


110 


- 


ns 


28 


Delay Time, AS to E Rise* 


tASED 


90 


- 


70 


- 


60 


- 


45 


- 


ns 


29 


Usable Access Time* 


tACC 


595 


- 


465 


- 


380 


- 


270 


- 


ns 



*At specified cycle time. 

*'ASD parameters listed assume external TTL clock drive with 50% ±5% duty cycle. Devices driven by an external TTL clock with 50% 
±1% duty cycle or which use a crystal have the following t/^sD specification: 100 nanoseconds minimum (1.0 MHz devices), 80 nano- 
seconds minimum (1.25 MHz devices), 65 nanoseconds minimum (1.5 MHz devices), 50 nanoseconds minimum (2.0 MHz devices). 

FIGURE? - BUS TIMING 

o 



-h3 



R/W, Address 
(Non-Muxed) 



Addr/Data 
Muxed 



Addr/Data 
Muxed 



[261 



Address 
Strobe (AS) 



<£> 



/ 



©-* 



: m^m : 



^ 






> 



/ 



©-* 



(m: 



> 



f22) 



"HS>-^ 



(27 



0-* 



\ 



(29) 



> 



<i)-^ 



See Note 4 



<iy 



'% 



See Note 3 



Read Data Muxed 



(19 



Write Data Muxed 






© 



m 



-*-© 



'^ 



c 



> 



-HD 



NOTES: 

1. Voltage levels shown are Vl<0.5 V, y\-\>2A V, unless otherwise specified. 

2. Measurement points shown are 0.8 V and 2.0 V, unless otherwise specified. 

3. Usable access time is computed by 12-i-3-17-f4. 

4. Memory devices should be enabled only during E high to avoid port 3 bus contention. 
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INTRODUCTION 



The MC68701 is an 8-bit monolithic microcomputer which 
can be configured to function in a wide variety of applica- 
tions. The facility which provides this extraordinary flexibility 
is its ability to be hardware programmed into eight different 
operating modes. The operating mode controls the con- 
figuration of 18 of the 40 MCU pins, available on-chip 
resources, memory map, location (internal or external) of in- 
terrupt vectors, and type of external bus. The configuration 
of the remaining 22 pins is not dependent on the operating 
mode. 

Twenty-nine pins are organized as three 8-bit ports and 
one 5-bit port. Each port consists of at least a Data Register 
and a write-only Data Direction Register. The Data Direction 
Register is used to define whether corresponding bits in the 
Data Register are configured as an input (clear) or output 
(set). 

The term "port," by itself, refers to all of the hardware 
associated with the port. When the port is used as a "data 
port" or "I/O port," it is controlled by the port Data Direc- 
tion Register and the programmer has direct access to the 
port pins using the port Data Register. Port pins are labled as 
Pij where i identifies one of four ports and j indicates the par- 
ticular bit. 

The Microprocessor Unit (MRU) is an enhanced MC68(XI 
MRU with additional capabilities and greater throughput. It is 
upward source and object code compatible with the 



MC6800. The programming model is depicted in Figure 8 
where Accumulator D is a concatenation of Accumulators A 
and B. A list of new operations added to the M68CI0 instruc- 
tion set are shown in Table 1. 



The basic difference between the MC6801 and the 
MC68701 is that the MC6801 has an onboard ROM while the 
MC68701 has an onboard EPROM. The MC68701 is pin and 
code compatible with the MC6801 and can be used to 
emulate the MC6801, allowing easy software development 
using the onboard EPROM. Software developed using the 
MC68701 can then be masked into the MC6801 ROM. 

In order to support the onboard EPROM, the MC68701 dif- 
fers from the MC6801 as follows: 

(1) Mode in the MC6801 is a test mode only, while in the 
MC68701 Mode is also used to program the onboard 
EPROM and has interrupt vectors at $BFFO-$BFFF 
rather than $FFFO-$FFFF. 

(2) TheMC68701 RAM/EPROM Control Register has two 
bits used to control the EPROM in Mode that are not 
defi ned in t he MC6801 RAM Control Register. 

(3) The RESET/Vpp pin in the MC68701 is dual purpose, 
used to supply EPROM power as well as to re set the 
device; while in the MC6801 the pin is called RESET 
and is used only to reset the device. 



B 



FIGURE 8 - MC68701/6801/6803 PROGRAMMING MODEL 



7 


A 


7 


B 





15 




D 









15 




X 









15 




SP 









15 




PC 








8-Bit Accumulators A and B 
Or 16-Bit Double Accumulator D 



Index Register (X) 



7 
1 1 H 1 N Z vie 


) 


i t 


\ , 


I , 


i >i ^ 















Stacl< Pointer (SP) 



Program Counter (PC) 



Condition Code Register (CCR) 

Carry/ Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 
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TABLE 1 - NEW INSTRUCTIONS 



B 



Instruction 



ABX 
ADDD 
ASLD or LSLD 
BHS 
BLO 
BRN 
JSR 
LDD 
LSL 

LSRD 

MUL 
PSHX 
PULX 

STD 
SUBD 

CPX 



Description 



Unsigned addition of Accumulator B to Index Register 

Adds (without carry) the double accumulator to memory and leaves the sum in the double accumulator 

Shifts the double accumulator left (towards MSB) one bit; the LSB is cleared and the MSB is shifted into the C-bit 

Branch if Higher or Same; unsigned conditional branch (same as BCC) 

Branch if Lower; Unsigned conditional branch (same as BCS) 

Branch Never 

Additional addressing mode: direct 

Loads double accumulator from memory 

Shifts memory or accumulator left (towards MSB) one bit; the LSB is cleared and the MSB is shifted into the C-bit (same as 

ASL) 

Shifts the double accumulator right (towards LSB) one bit; the MSB is cleared and the LSB is shifted into the C-bit 

Unsigned multiply; multiplies the two accumulators and leaves the product in the double accumulator 

Pushes the Index Register to stack 

Pulls the Index Register from stack 

Stores the double accumulator to memory 

Subtracts memory from the double accumulator and leaves the difference in the double accumulator 

Internal processing modified to permit its use with any conditional branch instruction 



OPERATING MODES 

The MCU provides eight different operating modes wlnicli 
are selectable by hardware progrannming and referred to as 
Mode through Mode 7. The operating nnode controls the 
nnemory map, configuration of Port 3, Port 4, SCI, SC2, and 
the physical location of interrupt vectors. 

FUNDAMENTAL MODES 

The eight MCU modes can be grouped into three fun- 
damental modes which refer to the type of bus it supports: 
Single Chip, Expanded Non-Multiplexed, and Expanded 
Multiplexed. Modes 4 and 7 are single chip modes. Mode 5 is 
the expanded non-multiplexed mode, and the remaining 
modes are expanded multiplexed modes. Table 2 sum- 
marizes the characteristics of the operating modes. 

Single-Chip Modes (4, 7) 

In the Single-Chip Mode, the four MCU ports are con- 
figured as parallel input/output data ports, as shown in 
Figure 9. The MCU functions as a monolithic microcom- 
puter in these two modes without external address or data 
buses. A maximum of 29 I/O lines and two Port 3 control 
lines are provided. Peripherals or another MCU can be inter- 
faced to Port 3 in a loosely coupled dual processor configura- 
tion, as shown in Figure 10. 

In Single-Chip Test Mode (4), the RAM responds to 
$XX80 through $XXFF and the EPROM is removed from the 
internal address map. A test program must first be loaded in- 
to the RAM using modes 0, 1,2, or 6. If the MCU is reset 
and then programmed into Mode 4, execution will begin at 
$XXFE:XXFF. Mod e 5 can be irreversibly entered from Mode 
4 without asserting RESET by setting bit 5 of the Port 2 Data 
Register. This mode is used primarily to test Ports 3 and 4 in 
the Single-Chip and Non-Multiplexed Modes. 



TABLE 2 - SUMMARY OF MC68701 OPERATING MODES 



Common to all Modes: 

Reserved Register Area 

Port 1 

Port 2 

Programmable Timer 

Serial Communications Interface 



Single Chip Mode 7 

128 bytes of RAM; 2048 bytes of EPROM 

Port 3 is a parallel I/O port with two control lines 

Port 4 is a parallel I/O port 

SCI is Input Strobe 3 (IS3) 

SC2 is Output Strobe 3 (0S3) 



Expanded Non-Multiplexed Mode 5 

128 bytes of RAM; 2048 bytes of EPROM 
256 bytes of external memory space 
Port 3 is an 8-bit data bus 
Port 4 is an input port/address bus 
SCI is Input/Output Select !IOS) 
SC2is Read/Wnte (R/W) 



Expanded Multiplexed Modes 1, 2, 3, 6 

Four memory space options (64K address space): 

(1) No internal RAM or EPROM (Mode 3) 

(2) Internal RAM, no EPROM (Mode 2) 

(3) Internal RAM and EPROM (Mode 1) 

(4) Internal RAM, EPROM with partial address bus 
(Mode 6) 

Port 3 is a multiplexed address/data bus 

Port 4 is an address bus (inputs/address in Mode 6) 

SCI is Address Strobe JAS) 

SC2 is Read/Write (R/W) 



Test Mode 4 

(1) May be changed to Mode 5 without going through 
Reset 

(2) May be used to test Ports 3 and 4 as I/O ports 



Expanded Multiplexed Mode 

(1) Internal RAM and EPROM 

(2) External interrupt vectors located at $BFFO-$BFFF 

(3) Used to program EPROM 
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FIGURE 9 - SINGLE-CHIP MODE 
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FIGURE 10 - SINGLE-CHIP DUAL PROCESSOR CONFIGURATION 
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FIGURE 11 - EXPANDED NON-MULTIPLEXED CONFIGURATION 
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Expanded Non-Multiplexed Mode (5) 

A modest amount of external memory space is provided in 
the Expanded Non-Multiplexed Mode while significant on- 
chip resources are retained. Port 3 functions as an 8-bit 
bidirectional data bus and Port 4 is configured initially as an 
input data port. Any combination of the eight least- 
significant address lines may be obtained by writing to the 
Port 4 Data Direction Register. Stated alternatively, any 
combination of AO to A7 may be provided while retaining the 
remainder as input data lines. Internal pullup resistors are in- 
tended to pull the Port 4 lines high until the port is con- 
figured. . 

Figure 11 illustrates a typical system configuration in the 
Expanded Non-Multiplexed Mode. The MCU interfaces 
directly with M6800 family parts and can access 256 bytes of 
external address space at $100 through $1FF. IDS provides 
an address decode of external memory ($100-$1FF) and can 
be used as a memory page select or chip select line. 

Expanded-Multiplexed Modes (0, 1, 2, 3, 6) 

In the Expanded-Multiplexed Modes, the MCU has the 
ability to access a 64K byte memory space. Port 3 functions 
as a time multiplexed address/data bus with address valid on 
the negative edge of Address Strobe (AS), and data valid 
while E is high. In Modes to 3, Port 4 provides address lines 
A8 to A15. In Mode 6, however, Port 4 is initially configured 
at RESET as an input data port. The Port 4 Data Direction 
Register can then be changed to provide any combination of 
address lines, AS to A15. Stated alternatively, any subset of 
AS to A15can be provided while retaining the remaining Port 
4 lines as input data lines. Internal pullup resistors pull the 
Port 4 lines high until software configures the port. 

Figure 12 depicts a typical configuration for the Expanded- 
Multiplexed Modes. Address Strobe can be used to control a 
transparent D-type latch to capture addresses AO to A7, as 



shown in Figure 13. This allows Port 3 to function as a Data 
Bus when E is high. 

In Mode 0, the internal and external data buses are con- 
nected; there must therefore be no memory map overlap in 
order to avoid potential bus conflicts. Mode is used to pro- 
gram the onboard EPROM. All interrupt vectors are external 
in this mode and are located at $BFFO-$BFFF. 

PROGRAMMING THE MODE 



The operating mode is determined at RESET by the levels 
asserted on P22, P21 , and P20. These levels are latched into 
PC2, PCI, and PCO of t he program control register on the 
positive edge of RESET. The operating mode may be read 
from the Port 2 Data Register as shown below, and program- 
ming levels and timing must be met as shown in Figure 14. A 
brief outline of the operating modes is shown in Table 3. 

PORT 2 DATA REGISTER 

7 6 5 4 3 2 10 



PC2 PCI PCO P24 P23 P22 P21 P20 $0003 



Circuitry to provide the programming levels is dependent 
primarily on the normal system usage of the three pins. If 
configured as outputs, the circuit shown in Figure 15 may be 
used; otherwise, three-state buffers can be used to provide 
isolation while programming the mode. 

MEMORY MAPS 

The MCU can provide up to 64K byte address space 
depending on the operating mode. A memory map for each 
operating mode is shown in Figure 16. The first 32 locations 
of each map are reserved for the MCU internal registers as 
shown in Table 4, with exceptions as indicated. 



TABLE 3 - MODE SELECTION SUMMARY 



Mode 


P22 
PC2 


P21 
PCI 


P20 
PCO 


EPROM 


RAM 


Interrupt 
Vectors 


Bus 
Mode 


Operating 
Mode 


7 


H 


H 


H 


1 


1 


1 


1 


Single Chip 


6 


H 


H 


L 


1 


1 


1 


MUX'5. 6) 


Multiplexed/Partial Decode 


5 


H 


L 


H 


1 


1 


1 


NMUX'5. 6) 


Non-Multiplexed/Partial Decode 


4 


H 


L 


L 


|(21 


|(1) 


1 


1 


Single Chip Test 


3 


L 


H 


H 


E 


E 


E 


MUX'4' 


Multiplexed/No RAM or EPROM 


2 


L 


H 


L 


E 


1 


E 


MUX'4> 


Multiplexed/RAM 


1 


L 


L 


H 


1 


1 


E 


MUXl^l 


Multiplexed/ RAM and EPROM 





L 


L 


L 


1 


1 


1(3) 


mux''" 


Multiplexed/ Programming 



Legend: 
I — Internal 
E — External 
MUX — Multiplexed 
NMUX - Non-Multiplexed 
L — Logic "0" 
H — Logic "1 ■■ 



Notes: 

(1) Internal RAM is addressed at SXX80 

(2) Internal EPROM is disabled 

(3) Interrupt vectors located at $BFFO-$BFFF 

(4) Addresses associated with Ports 3 and 4 are considered external in Modes 0, 
1, 2, and 3 

(5) Addresses associated with Port 3 are considered external in Modes 5 and 6 

(6) Port 4 default is user data input; address output is optional by writing to Port 4 
Data Direction Register 
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FIGURE 12 - EXPANDED MULTIPLEXED CONFIGURATION 
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NOTE: To avoid data bus (Port 3) contention in the expanded multiplexed modes, memory devices should be enabled only during E high time. 

FIGURE 13 - TYPICAL LATCH ARRANGEMENT 
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FIGURE 14 - MODE PROGRAMMING TIMING 
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MODE PROGRAMMING (Refer to Figure 14) 



a 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Mode Programming Input Voltage Low 


Vmpl 


- 


- 


1.8 


V 


Mode Programming Input Voltage High 


Vmph 


4.0 


- 


- 


V 


Mode Programming Diode Differential 


Vmpdd 


0.6 


- 


- 


V 


RESET Low Pulse Width 


pwrstl 


3.0 


- 


- 


E-Cycles 


Mode Programming Set-Up Time 


^MPS 


2.0 


- 


- 


E-Cycles 


Mode Proqrammina Hold Time 
RESET Rise Times 1 us 
RESET Rise Time<1 ^s 


tMPH 



100 


- 


- 


ns 



FIGURE 15 - TYPICAL MODE PROGRAMMING CIRCUIT 
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"Program" 



P20 (PCO) 
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RESET/Vpp 



Notes: 

1. Mode as shown (switches closed). 

2. R1 = 10k oh ms (typical). 

3. The RESET time constant is equal to RC where R is the equivalent parallel resistance of R2and the number of resistors (R1) 
placed in the circuit by closed mode control switches. 

4. D=1N914, 1N4001 (typical). 



5. If V = V rr., then R2 = 50ohms (typical) tomeetVjH for the RESET/Vpp pin. V = Vcc is also compatible with MC6801. The 
RESET time constant in this case is ap proxim ately R2'C. 

6. Switch SI allows selection of normal (RESET) or programming (Vpp) as the input to the RESET/Vpp pin. During swit- 
ching, the input level is held at a value determ ined by a diode (D), resistor (R2) and input voltage (V). 

7. While 81 is in t he "Pro gram" position, RESET should not be asserted. 

8. From powerup, RESET must be held low for at least tpQ. The capacitor, C, is shown for conceptual p urpose s only and is 
on the order of 1000 /iF for the circuit shown. Typically, a buffer with an RC input will be used to drive RESET, eliminating 
the need for the larger capacitor. 

9. Diode Vf should not exceed VmpdD f^iin. 
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FIGURE 16 - MC68701 MEMORY MAPS 
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FIGURE 16 - MC68701 MEMORY MAPS (CONTINUED) 
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will access the Port 3 Data Register. 



MC68701 
Mode 



Non-Multiplexed/Partial Decode 
$0000' I'p 




Internal Registers 

Internal RAM 

External Memory Space 



Internal EPROM 



$FFFF 



yO \ Internal Interrupt Vectors 



Notes: 

1 ) Excludes the following addresses which may NOT 
be used externally: $04, $06, and $0F (No lOS). 
This mo de ma y be entered without going 
through RESET by using Mode 4 and subse- 
quently writing a "1" into the PCO bit of Port 2 
Data Register. 

Address lines AO to A7 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "Vs" in the appropriate bits. 
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FIGURE 16 - MC68701 MEMORY MAPS (CONCLUDED) 
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TABLE 4 - INTERNAL REGISTER AREA 



Register 


Address 


Port 1 Data Direction Register* * * 


00 


Port 2 Data Direction Register* * * 


01 


Port 1 Data Register 


02 


Port 2 Data Register 


03 


Port 3 Data Direction Register* ** 


04* 


Port 4 Data Direction Register* * * 


05** 


Port 3 Data Register 


06* 


Port 4 Data Register 


07** 


Timer Control and Status Register 


08 


Counter (High Byte) 


09 


Counter (Low Byte) 


OA 


Output Compare Register (High Byte) 


OB 



Register 


Address 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OC 
OD 
OE 

OF* 


Rate and Mode Control Register 
Transmit/Receive Control and Status Register 
Receive Data Register 
Transmit Data Register 


10 
11 
12 
13 


RAM/EPROM Control Register 
Reserved 


14 
15-1F 



♦External addresses in Modes 0, 1,2, 3, 5, 6; cannot be accessed in Mode 5 (No 108) 
** External addresses in Modes 0, 1, 2, 3 
** *1 = output, 0= Input 
■"1 = Output, 0= Input 
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MC68701 INTERRUPTS 

The MCU supports two types of interrupt requests: 
mask able and non-maskable. A Non-Maskable Interrupt 
(NMD is always recognized and acted upon at the comple- 
tion of the current instruction. Maskable interrupts are con- 
trolled by the Condition Code Register's 1-bit and by in- 
dividual enable bits. The 1-bit controls all maskable i nter- 
rupt s. Of the maskable interrupts, there are two types: IRQl 
and IRQ2. The Programmable Timer and Serial Communica- 
tions Interface use an internal IRQ2 interrupt line. External 
devices (and IS3) use IRQl. An IRQl interrupt is serviced 
befor e IRQ 2 if both are pending. 

All IRQ2 interrupts use hardware prioritized vectors. The 
single SCI interrupt and three timer interrupts are serviced in 
a prioritized order and each is vectored to a separate loca- 
tion. All MCU interrupt vector locations are shown in Table 
5. 

TABLE 5 - MCU INTERRUPT VECTOR LOCATIONS 



ModeO 


Modes 1-7 


Interrupt 


MSB 


LSB 


MSB 


LSB 


BFFE 


BFFF 


FFFE 


FFFF 


RESET 


BFFC 


BFFD 


FFFC 


FFFD 


NMi 


BFFA 


BFFB 


FFFA 


FFFB 


Software Interrupt (SWI) 


BFF8 


BFF9 


FFF8 


FFF9 


iROTlorlSS) 


BFF6 


BFF7 


FFF6 


FFF7 


ICF (Input Capture)* 


BFF4 


BFF5 


FFF4 


FFF5 


OCR (Output Compare)* 


BFF2 


BFF3 


FFF2 


FFF3 


TOF (Timer Overflow)* 


BFFO 


BFFl 


FFFO 


FFFl 


SCKRDRF-t-ORFE-FTDRE)* 



*IRQ2 Interrupt 

The Interrupt flowchart is depicted in Figure 17 and is 
common to every MCU interrupt excluding reset. During in- 
terrupt servicing the Program Counter, Index Register, A Ac- 
cumulator, B Accumulator, and Condition Code Register are 
pushed to the stack. The 1-bit is set to inhibit maskable inter- 
rupts and a vector is fetched corresponding to the current 
highest priority interrupt. The vector is transferred to the 
Program C ounter a nd instruction execution is resumed. In- 
terrupt and RESET timing are illustrated in Figures 18 and 19. 

FUNCTIONAL PIN DESCRIPTIONS 

Vcc AND Vss 

Vcc and VsS provide power to a large portion of the 
MCU. The power supply should provide -1-5 volts (±5%) to 
Vcc. and Vss should be tied to ground. Total power 
dissipation (including Vcc Standby), will not exceed Pq 
milliwatts. 

Vcc STANDBY 

Vcc Standby provides power to the standby portion ($80 
through $BF) of the RAM and the STBY PWR and RAME 
bits of the RAM Control Register. Voltage requirements de- 
pend on whether the MCU is in a powerup or powerdown 
state. In the powerup state, the power supply should provide 
-1-5 volts (±5%) and must reach VsB volts before RESET 
reaches 4.0 volts. During powerdown, Vcc Standby must 
remain above VgBB (Tiin) to sustain the standby RAM and 
STBY PWR bit. While in powerdown operation, the standby 
current will not exceed ISBB- 



It is typical to power both Vcc and Vcc Standby from the 
same source during normal operation. A diode must be used 
between them to prevent supplying power to Vcc during 
powerdown operation. Vcc Standby should be tied to 
ground in Mode 3. 

XTAL1 AND EXTAL2 

These two input pins interface either a crystal or TTL com- 
patible clock to the MCU internal clock generator. Divide-by- 
four circuitry is included which allows use of the inexpensive 
3.58 MHz or 4.4336 MHz Color Burst TV crystals. A 20 pF 
capacitor should be tied from each crystal pin to ground to 
ensure reliable startup and operation. Alternatively, EXTAL2 
may be driven by an external TTL compatible clock at 4fo 
with a duty cycle of 50% (±5%) with XTAL1 connected to 
ground. 

The internal oscillator is designed to interface with an AT- 
cut quartz crystal resonator operated in parallel resonance 
mode in the frequency range specified for fxTAL- The 
crystal should be mounted as close as possible to the input 
pins to minimize output distortion and startup stabilization 
time.** The MCU is compatible with most commercially 
available crystals. Nominal crystal parameters are shown in 
Figure 20. 



RESET/Vpp 

This input is used to reset the MCU internal state and pro- 



vide an orderly startup procedure. During powerup, RESET 
must be held below 0.4 volts: (1) at least tRc after Vcc 
reaches 4.75 volts in order to provide sufficient time for the 
clock generator to stabiliz e, and (2) until Vcc Standby 
reaches Vgg volts. RESET must be held low at least three 
E-cycles if asserted during powerup operation. 

This pin is also used to supply Vpp in Mode for program- 
ming the EPROM, and supplies operating power to the 
EPROM during powerup operation. 

E (ENABLE) 

This is an output clock used primarily for bus synchroniza- 
tion. It is TTL compatible and is the slightly skewed divide- 
by-four result of the MCU input clock frequency. It will drive 
one Schottky TTL load and 90 pF, and all data given in cycles 
is referenced to this clock unless otherwise noted. 

NMi (NON-MASKABLE INTERRUPT) 

An NMI negative edge requests an MCU interrupt se- 
quence, but the current instruction will be completed before 
it responds to the request. The MCU will then begin an inter- 
rupt sequence. Finally, a vector is fetched from $FFFC and 
$FFFD (or $BFFC and $BFFD in Mode 0), transferred t o the 
Program Counter and instruction execution is resumed. NMI 
typically re quire s a 3.3 kf2 (nomi nal) r esistor to VcC- There is 
no internal NMI pullup resistor. NMI must be held low for at 
least one E-cycle to be recognized under all conditions. 

iROi (MASKABLE INTERRUPT REQUEST 1) 

IRQl is a level-sensitive input which can be used to re- 
quest an interrupt sequence. The MPU will complete the cur- 
rent instruction before it responds to the request. If the inter- 

* * Devices made with masks subsequent to T7A and CB4 incorpor- 
ate an advanced clock with improved startup characteritics. 
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FIGURE 17 - INTERRUPT FLOWCHART 
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FIGURE 18 - INTERRUPT SEQUENCE 
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FIGURE 19 - RESET TIMING 
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rupt mask bit (1-bit) in the Condition Code Register is clear, 
the MCU will begin an interrupt sequence. A vector is fetch- 
ed from $FFF8 and $FFF9 (or $BFF8 and $BFF9 in Mode 0), 
transferred to the Program Counter, and instruction execu- 
tionis resumed. 

IRQ1 typically requires an external 3.3 kQ (nominal) 
resistor to Vqc for wire-OR applications. IRQ1 has no inter- 
nal pullup resistor. 



SC1 AND SC2 (STROBE CONTROL 1 AND 2) 

The function of SCI and SC2 depends on the operating 
mode. SCI is configured as an output in all modes except 
single chip mode, whereas SC2 is always an output. SCI 
and SC2 can drive one Schottky load and 90 pF. 



SCI and SC2 In Single Chip Mode 

In Single Chip Mode, SCI and SC2 are configured as an 
input and output, respectively, and both function as Port 3 
control lines. SCI functions as IS3 and can be used to in- 
dicate that Port 3 input data is ready or output data has been 
accepted. Three options associated with 183 are controlled 
by the Port 3 Control and Status Register and are discussed 
in the Port 3 description. If unused, IS3 can remain uncon- 
nected. 

SC2 is configured as 0S3 and can be used to strobe out- 
put data or acknowledge input data. It is controlled by Out- 
put Strobe Select (OSS) in the Port 3 Control and Status 
Register. The strobe is generated by a read JOSS = 0) or 
write (0SS = 1) to the Port 3 Data Register. 0S3 timing is 
shown in Figure 5. 
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FIGURE 20 - MC68701 OSCILLATOR CHARACTERISTICS 
(a) Nominal Recommended Crystal Parameters 

MC68701 Nominal Crystal Parameters 



RS 


3.58 MHz 


4.00 MHz 


5.0 MHz 


6.0 MHz 


8.0 MHz 


60 n 


50fi 


30-50 n 


30-50 fi 


20-40 n 


Co 


3.5 pF 


6.5 pF 


4.6 pF 


4-6 pF 


4,6 pF 


Ci 


0.015 pF 


0.025 pF 


0.01-0.02 pF 


0.01-0.02 pF 


0.01-0.02 pF 


Q 


>40 k 


>30k 


>20k 


>20 k 


>20k 



I 



''Note: These are representative AT-cut crystal parameters only. Crystals of other types of 
cuts may also be used. 



Cl = 20 pF (typical) 



NOTE 

TTL-compatible oscillators may be 
obtained from: 

Motorola Component Products 
Attn: Data Clock Sales 

2553 N. Edginton St. 
Franl<:lin Parl^, IL 60131 
Tel: 312-451-1000 
Telex: 433-0067 



^ Ci ^s 

\(r- 



Co 
Equivalent Circuit 



(b) Oscillator Stabilization Time (tRc) 
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SC1 And SC2 In Expanded Non-Multiplexed Mode 

In the Expanded Non-Multiplexed Mode, both SCI and 
SC2 are configured as outputs. SCI functions as Input/Out- 
pgt Select (lOS) and is asserted only when $0100 through 
$01 FF is sensed on the internal address bus. 

SC2 is configured as Read/Write and is used to control 
the direction of data bus transfers. An MRU read is enabled 
when Read/Write and E are high. 

SCI And SC2 In Expanded Multiplexed Mode 

In the Expanded Multiplexed Modes, both SCI and SC2 
are configured as outputs. SCI functions as Address Strobe 
and can be used to demultiplex the eight least significant ad- 
dresses and the data bus. A latch controlled by Address 
Strobe captures address on the negative edge, as shown in 
Figure 15. 

SC2 is configured as Read/Write and is used to control 
the direction of data bus transfers. An MPU read is enabled 
when Read/Write and E are high. 

P10-P17(PORT1) 

Port 1 is a mode independent 8-bit I/O port with each line 
an input or output as defined by the Port 1 Data Direction 
Register. The TTL compatible three-state output buffers can 
drive one Schottky TTL load and 30 pF, Darlington tran- 
sistors, or CMOS devices using ext ernal pu ll up resistors. It is 
configured as a data input port by RESET. Unused lines can 
remain unconnected. 

P20-P24 (PORT 2) 

Port 2 is a mode-independent, 5-bit, multipurpose I/O 
port. The voltage levels present on P20, P21 , and P22 on the 
rising edge of RESET determine the operating mode of the 
MCU. The entire port is then configured as a data input port. 
The Port 2 lines can be selectively configured as data output 
lines by setting the appropriate bits in the Port 2 Data Direc- 
tion Register. The Port 2 Data Register is used to move data 
through the port. However, if P21 is configured as an out- 
put, it will be tied to the timer Output Compare function and 
cannot be used to provide output from the Port 2 Data 
Register. 

Port 2 can also be used to provide an interface for the 
Serial Communications Interface and the timer Input Edge 
function. These configurations are described in the ap- 
propriate SCI and Timer sections of this publication. 

The Port 2 high-impedance, TTL compatible output buf- 
fers are capable of driving one Schottky TTL load and 30 pF 
or CMOS devices using external pullup resistors. 

PORT 2 DATA REGISTER 



PC2 PCI PCO P24 P23 P22 P21 P20 $0003 



P30-P37 (PORT 3) 

Port 3 can be configured as an I/O port, a bidirectional 
8-bit data bus, or a multiplexed address/data bus depending 
on the operating mode. The TTL compatible three-state out- 
put buffers can drive one Schottky TTL load and 90 pF. 
Unused lines can remain unconnected. 



183 
Flag 


IS3 
IRQl 
Enable 
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OSS 


Latch 
Enable 


X 


X 


X 



Port 3 In Single-Chip Mode 

Port 3 is an 8-bit I/O port in the Single-Chip Mode, with 
each line configured by the Port 3 Data Direction Register. 
There are also two lines, IS3 and 0S3, which can be used to 
control Port 3 data transfers. 

Three Port 3 options are controlled by the Port 3 Control 
and Status Register and are available only in Single-Chip 
Mode: (1) Port 3 i nput data can be latched using IS3 as a 
control signal, (2) 0S3 can be generated by either an M PU 
read or write to the Port 3 Data Register, and (3) an IRQl in- 
terrupt can be enabled by an IS3 negative edge. Port 3 latch 
timing is shown in Figure 4. 

PORT 3 CONTROL AND STATUS REGISTER 

7 6 5 4 3 2 10 



$000F 



Bit 0-2 Not used. 

Bit 3 LATCH ENABLE. This bit controls the 

input latch for Port 3. If set, input data 
is latched by an I S3 negative edge. The 
latch is transparent after a read of Port 
3 Data Register. LATCH ENABLE is 
cleared during reset. 

Bit 4 OSS (Output Strobe S elect) . This bit 

determines whether 0S3 will be 
generated by a read or write of the Port 
3 Data Register. When clear, the 
strobe is generated by a read; when 
set, it is generated by a write. OSS is 
cleared during reset. 

Bit 5 Not used. 

Bit 6 IS3 IRQl ENABLE. When set, an IRQI 

interrupt will be enabled whenever I S3 
FLAG is set; when clear, the interrupt 
is inhibited. This bit is cleared during 
reset. 

Bit 7 I S3 FLAG. This read-only status bit is 

set by an I S3 negative edge. It is 
cleared by a read of the Port 3 Control 
and Status Register (with IS3 FLAG 
set) followed by a read or write to the 
Port 3 Data Register or during reset. 

Port 3 In Expanded Non-Multiplexed Mode 

Port 3 is configured as a bidirectional data bus (D7-D0) in 
the Expanded Non-Multiplexed Mode. The direction of data 
transfers is controlled by Read/Write (SC2). Data is clocked 
by E (Enable). 

Port 3 In Expanded Multiplexed Mode 

Port 3 is configured as a time multiplexed address (A0-A7) 
and data bus (D7-D0) in the Expanded Multiplexed Modes 
where Address Strobe (AS) can be used to demultiplex the 
two buses. Port 3 is held in a high impedance state between 
valid address and data to prevent potentional bus conflicts. 
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P40-P47(PORT4) 

Port 4 is configured as an 8-bit I/O port, as address out- 
puts, or as data inputs depending on the operating mode. 
Port 4 can drive one Schottl<v TTL load and 90 pF and is tlie 
only port with internal pullup resistors. Unused lines can re- 
main unconnected. 

Port 4 In Single Chip Mode 

In Single Chip Mode, Port 4 functions as an 8-bit I/O port 
with each line configured by the Port 4 Data Direction 
Register. Internal pullup resistors allow the port to directly in- 
terface with CMOS at 5 volt levels. External pullup resistors 
to more than 5 volts, however, cannot be used. 

Port 4 In Expanded Non-Multiplexed Mode 

Port 4 is configured during reset as an 8-bit input port, 
where the Port 4 Data Direction Register can be written to 
provide any or all of eight address lines AO to A7. Internal 
pullup resistors pull the lines high until the Port 4 Data Direc- 
tion Register is configured. 

Port 4 In Expanded Multiplexed Mode 

In all Expanded Multiplexed modes except Mode 6, Port 4 
functions as half of the address bus and provides A8 to A15. 
In Mode 6, the port is configured dunng reset as an 8-bit 
parallel input port, where the Port 4 Data Direction Register 
can be written to provide any or all of upper address lines A8 
to A15. Internal pullup resistors pull the lines high until the 
Port 4 Data Direction Register is configured, where bit con- 
trols A8. 



RESIDENT MEMORY 

The MC68701 has 128 bytes of onboard RAM and 204S 
bytes of onboard UV erasable EPROM. This memory is con- 
trolled by four bits in the RAM/EPROM Control Register. 

One half of the RAM is powered through the Vqq standby 
pin and is maintainable during Vqc powerdown. This stand- 
by portion of the RAM consists of 64 bytes located from $80 
through $BF. 

Power must be supplied to Vcc standby if the internal 
RAM is to be used, regardless of whether standby power 
operation is anticipated. In Mode 3, Vqq standby should be 
tied to ground. 

The RAM is controlled by the RAM/EPROM Control 
Register. 

RAM/EPROM CONTROL REGISTER ($14) 

The RAM/EPROM Control Register includes four bits: 
STBY PWR, RAME, PPC, and PLC. Two of these bits, 
STBY PWR and RAME, are used to control RAM access and 
determine the adequacy of the standby power source during 
power-down operation. It is intended that RAME be cleared 
and STBY PWR be set as part of a power-down procedure. 
RAME and STBY PWR are Read/Write bits. 

The remaining two bits, PLC and PPC, control the opera- 
tion of the EPROM. PLC and PPC are readable in all modes 
but can be changed only in Mode 0. The PLC bit can be wnt- 
ten without restriction in Mode 0, but operation of the PPC 
bit is controlled by the state of PLC. 

Associated with the EPROM are an 8-bit data latch and a 
16-bit address latch. The data latch is enabled at all times, 
latching each data byte written to the EPROM. The address 
latch is controlled by the PLC bit. 

A deschption of the RAM/EPROM Control Register 
follows. 



MC68701 RAM/EPROM CONTROL REGISTER 

7 6 5 4 3 2 10 

"' $14 



STBY 
PWR 


RAME 


X 


X 


X 


X 


PPC 


PLC 



Bit PLC. Programming Latch Control. 

This bit controls (a) a latch which cap- 
tures the EPROM address to be pro- 
grammed and (b) whether the PPC bit 
can be cleared. The latch is triggered 
by an MPU write to a location in the 
EPROM. This bit is set during reset 
and can be cleared only in ModeO. The 
PLC bit is defined as follows: 

PLC = EPROM address latch 
enabled; EPROM address is latched 
during MPU writes to the EPROM. 

PLC=1 EPROM address latch is 
transparent. 

Bit 1 PPC. Programming Power Control. 

This b it gates power from the 
RESET/Vpp pin to the EPROM pro- 
gramming circuit. PPC is set during 
reset and whenever the PLC bit is set. 
It can be cleared only if (a) operating in 
Mode 0, and (b) if PLC has been 
previously cleared. The PPC bit is 
defined as follows: 

PPC = EPROM programming 
power (Vpp) applied. 

PPC=1 EPROM programming 
power (Vpp) is not applied. 

Bit 2-5 Unused. 

Bit 6 RAME RAM Enable. This Read/Write bit can 

be used to remove the entire RAM 
from the internal memory map. RAME 
is set (enabled) dunng reset provided 
standby power is available on the 
positive edge of reset. If RAME is 
clear, any access to a RAM address is 
external. If RAME is set and not in 
Mode 3, the RAM is included in the in- 
ternal map. 

Bit 7 STBY PWR Standby Power. This bit is a read/ 
write status bit which, when once set, 
remains set as long as V^C standby re- 
mains above VsbB (minimum). As 
long as this bit is set following a period 
of standby operation, the standby 
power supply has adequately preserv- 
ed the data in the standby RAM. If this 
bit is cleared during a period of stand- 
by operation, it indicates that Vqc 
standby had fallen to a level suffi- 
ciently below VsBB (minimum) to 
suspect that data in the standby RAM 
is not valid. This bit can be set only by 
software and is not affected dunng 
reset. 

Note that if PPC and PLC are set, they cannot be 
simultaneously cleared with a single MPU write. The PLC bit 
must be cleared prior to attempting to clear PPC. If both PPC 
and PLC are clear, setting PLC will also set PPC. In addition. 
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it is assumed that Vpp is applied to the RESET/Vpp pin 
whenever PPC is clear. If this is not the case, the result is 
undefined. 

ERASING THE MC68701 EPROM 

Ultraviolet erasure will clear all bits of the EPROM to the 
"0" state. Note that this erased state differs from that of 
some other widely used EPROMs (such as the MCM68708) 
where the erased state is a "1". The MC68701 EPROM is 
programmed by erasing it to "O's" and entering "Vs" into 
the desired bit locations. 

The MC68701 EPROM can be erased by exposure to high 
intensity ultraviolet light with a wave length of 2537A for a 
minimum of 30 minutes. The recommended integrated dose 
(UV intensity X exposure time) is 15 Ws/cm. The lamps 
should be used without shortwave filters and the MC68701 
should be positioned about one inch away from the UV 
tubes. 

The MC68701 transparent lid should always be covered 
after erasing. This protects both the EPROM and light- 
sensitive nodes from accidental exposure to ultraviolet light. 

PROGRAMMING THE MC68701 EPROM 

When the MC68701 is released from Reset in Mode 0, a 
vector is fetched from location $BFFE;BFFF. This provides a 
method for an external program to obtain control of the 
microcomputer with access to every location in the EPROM. 

To program the EPROM, it is necessary to operate the 
MC68701 in Mode under the control of a program resident 
in external memory which can facilitate loading and pro- 
gramming of the EPROM. After the pattern has been loaded 
into external memory, the EPROM can be programmed as 
follows; 

a. Apply programming power (Vpp) to the RESET/Vpp 
pin. 

b. Clear the PLC control bit and set the PPC bit by 
whting $FE to the RAM/EPROM Control Register. 

c. Write data to the next EPROM location to be pro- 
grammed. Triggered by an MPU write to the 
EPROM, internal latches capture both the EPROM 
address and the data byte. 

d. Clear the PPC bit for programming time, tpp, by 
writing $FC to the RAM/EPROM Control Register 
and waiting for time, tpp. This step ga tes the pro- 
gramming power (Vpp) from the RESET/Vpp pin to 
the EPROM which programs the location. 

e. Repeat steps b through d for each byte to be pro- 
grammed. 

f. Set the PLC and PPC bits by writing $FF to the 
RAM/EPROM control register. 

g. Remov e the programming power (Vpp) from the 
RESET/Vpp pin. The EPROM can now be read and 
verified. 



Because of the erased state of an EPROM byte is $00, it is 
not necessary to program a location which is to contain $00. 
Finally, it should be noted that the result of inadvertently 
programming a location more than once is the logical OR of 
the data patterns. 



A routine which can be used to program the MC68701 
EPROM is provided at the end of this publication. This non- 
reentrant routine requires four double byte variables named 
IMBED, IMEND, PNTR, and WAIT to be initialized prior to 
entry to the routine. These variables indicate (a) the first and 
last memory locations which bound the data to be program- 
med into the EPROM, (b) the first EPROM location to be pro- 
grammed, and (c) a number which is used to generate 
the programming time delay. The last variable, WAIT, takes 
into account the MCU input crystal (or TTL-compatible 
clock) frequency to insure the programming time, tpp, is 
met. WAIT is defined as the number of MPU E-cycles that 
will occur in the real-time EPROM programming interval, 
tpp. For example, if tpp = 50 milliseconds and the MC68701 
is being driven with a 4.00 MHz TTL-compatible clock: 
WAIT (MPU E-cycles) = . tpp. (MCU INPUT FREQ/)4»106 
• = 50000(4* 106)/4*106 
= 50000 

NOTE 

A monitor program called PRObug® is available from 
Motorola Microsystems. PRObug contains a user option for 
programming the on-board MC68701 EPROM. 



PROGRAMMABLE TIMER 

The Programmable Timer can be used to perform input 
waveform measurements while independently generating an 
output waveform. Pulse widths can vary from several 
microseconds to many seconds. A block diagram of the 
Timer is shown in Figure 21 . 

COUNTER ($09:0A) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (Enable). It is cleared during reset 
and is read-only with one exception: a write to the counter 
($09) will preset it to $FFF8. This feature, intended for 
testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock. TOF is set whenever 
the counter contains all Vs. 

OUTPUT COMPARE REGISTER ($OB:OC) 

The Output Compare Register is a 16-bit Read/Write 
register used to control an output waveform or provide an ar- 
bitrary timeout flag. It is compared with the free-running 
counter on each E-cycle. When a match occurs, OCF is set 
and OLVL is clocked to an output level register. If Port 2, bit 
1, is configured as an output, OLVL will appear at P21 and 
the Output Compare Register and OLVL can then be 
changed for the next compare. The function is inhibited for 
one cycle after a write to the high byte of the Compare 
Register ($0B) to ensure a valid compare. The Output Com- 
pare Register is set to $FFFF during reset. 

INPUT CAPTURE REGISTER ($OD:OE) 

The Input Capture Register is a 16-bit read-only register 
used to store the free-running counter when a "proper" in- 
put transition occurs as defined by lEDG. Port 2, bit should 
be configured as an input, but the edge detect circuit always 
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FIGURE 21 - BLOCK DIAGRAM OF PROGRAMMABLE TIMER 
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senses P20 even when configured as an output. An input 
capture can occur independently of ICF: the register always 
contains the most current value. Counter transfer is in- 
hibited, however, between accesses of a double byte MPU 
read. The input pulse width must be at least two E-cycles to 
ensure an input capture under all conditions. 

TIMER CONTROL AND STATUS REGISTER ($08) 

The Timer Control and Status Register (TCSR) is an 8-bit 
register of which all bits are readable while bits 0-4 can be 
written. The three most significant bits provide the timer 
status and indicate if: 

• a proper level transition has been detected, 

• a match has occurred between the free-running 
counter and the output compare register, and 

• the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR. 

TIMER CONTROL AND STATUS REGISTER (TCSR) 

7 6 5 4 3 2 10 



ICF OCF TOF EICI EOCI ETOI lEDG OLVL $0008 



Bit OLVL Output level. OLVL is clocked to the 

output level register by a successful 
output compare and will appear at P21 
if Bit 1 of the Port 2 Data Direction 
Register is set. It is cleared during 
reset. 

Bit 1 EIDG Input Edge. lEDG is cleared during 

reset and controls which level transi- 
tion will trigger a counter transfer to 
the Input Capture Register: 
IEDG = Transfer on a negative-edge 
IEDG = 1 Transfer on a positive-edge. 

Bit 2 ETOI Enable Timej^ Overflow Interrupt. 

When set, an IRQ2 interrupt is enabled 
for a timer overflow; when clear, the 
interrupt is inhibited. It is cleared dur- 
ing reset. 

Bit 3 EOCI Enable Output Compare Interrupt. 

When set, an IRQ2 interrupt is enabled 
for an output compare; when clear, 
the interrupt is inhibited. It is cleared 
during reset. 

Bit 4 EICI Enable Input Capture Interrupt. When 

set, an IR02 interrupt is enabled for an 
input capture; when clear, the inter- 
rupt is inhibited. It is cleared during 
reset. 
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Bit 5 TOF Tinner Overflow Flag. TOF is set when 

the counter contains all Vs. It is 
cleared by reading the TCSR (with 
TOF set) then reading the counter high 
byte ($09), or by RESET. 

BiteOCF Output Compare Flag. OCF is set 

when the Output Compare Register 
matches the free-running counter. It is 
cleared by reading the TCSR (with 
OCF set) and then writing to the Out- 
put Compare Register ($08 or $0C), or 
by RESET. 

Bit 7 ICF Input Capture Flag. ICF is set to in- 

dicate a proper level transition; it is 
cleared by reading the TCSR (with ICF 
set) and then the Input Capture 
Register High Byte ($0D), or by 
RESET. 



SERIAL COMMUNICATIONS INTERFACE (SCI) 

A full-duplex asynchronous Serial Communications Inter- 
face (SCI) is provided with two data formats and a variety of 
rates. The SCI transmitter and receiver are functionally in- 
dependent, but use the same data format and bit rate. Serial 
data formats include standard mark/space (NRZ) and Bi- 
phase and both provide one start bit, eight data bits, and one 
stop bit. "Baud" and "bit rate" are used synonymously in 
the following description. 

WAKE-UP FEATURE 

In a typical serial loop multi-processor configuration, the 
software protocol will usually identify the addressee(s) at the 
beginning of the message. In order to permit uninterested 
MRU's to ignore the remainder of the message, a wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until the data line goes 
idle. An SCI receiver is re-enabled by an idle string of ten 
consecutive I's or during reset. Software must provide for 
the required idle string between consecutive messages and 
prevent it within messages. 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable: 

• format; standard mark/space (NRZ) or Bi-phase 

• clock; external or internal bit rate clock 

• Baud ; one of 4 per E-clock frequency, or ex- 
ternal clock (X8 desired baud) 

• wake-up feature; enabled or disabled 

• interrupt requests; enabled individually for trans- 
mitter and receiver 

• clock output; internal bit rate clock enabled or dis- 
abled to P22 

SERIAL COMMUNICATIONS REGISTERS 

The Serial Communications Interface includes four ad- 
dressable registers as depicted in Figure 22. It is controlled 
by the Rate and Mode Control Register and the 



Transmit/ Receive Control and Status Register. Data is 
transmitted and received utilizing a write-only Transmit 
Register and a read-only Receive Register. The shift registers 
are not accessible to software. 

Rate and Mode Control Register (RMCR) ($10) 

The Rate and Mode Control Register controls the SCI bit 
rate, format, clock source, and under certain conditions, the 
configuration of P22. The register consists of four write-only 
bits which are cleared during reset. The two least significant 
bits control the bit rate of the internal clock and the remain- 
ing two bits control the format and clock source. 



RATE AND MODE CONTROL REGISTER (RMCR) 
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$0010 



Bit 1:Bit 



Bit3;Bit 2 



SS1;SS0 Speed Select. These two 
bits select the Baud rate when using 
the internal clock. Four rates may be 
selected which are a function of the 
MCU input frequency. Table 6 lists bit 
time and rates for three selected MCU 
frequencies. 

CC1:CC0 Clock Control and Format 
Select. These two bits control the for- 
mat and select the serial clock source. 
If CC1 is set, the DDR value for P22 is 
forced to the complement of CCO and 
cannot be altered until CC1 is cleared. 
If CC1 is cleared after having been set, 
its DDR value is unchanged. Table 7 
defines the formats, clock source, and 
use of P22. 
If both CC1 and CCO are set, an external TTL compatible 
clock must be connected to P22 at eight times (8X) the 
desired bit rate, but not greater than E, with a duty cycle of 
50% (±10%). If CC1:CC0= 10, the internal bit rate clock is 
provided at P22 regardless of the values for TE or RE. 
NOTE: The source of SCI internal bit rate clock is the timer 
free running counter. An MPU write to the counter 
can disturb serial operations. 

Transmit/ Receive Control And Status Register 
(TRCSR) ($11) 

The Transmit/ Receive Control and Status Register con- 
trols the transmitter, receiver, wake-up feature, and two in- 
dividual interrupts and monitors the status of serial opera- 
tions. All eight bits are readable while bits to 4 are also 
writable. The register is initialized to $20 by RESET. 



TRANSMIT/RECEIVE CONTROL AND STATUS 
REGISTER (TRCSR) 



RDRFORFETDRE RIE RE TIE TE WU $0011 
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TABLE 6 - SCI BIT TIMES AND RATES 



SSIiSSO 


4fo- 


2.4576 MHz 


4.0 MHz 


4.9162 MHz 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 





^16 


26 ns/38,400 Baud 


16(js/62,50O baud 


13.0 ns/76,800 Baud 


1 


^128 


208 ,iS/4,800 Baud 


128/iS/7812.o Baud 


104.2^5/9,600 Baud 


1 


^1024 


1.67 ms/600 Baud 


1.024 ms/976.6 Baud 


833.3^5/1,200 Baud 


1 1 


^4096 


6.67 ms/150 Baud 


4.096 ms/244.1 Baud 


3.33 m5/300 Baud 


External (P22) 


Up to 76,800 Baud 


Up to 125,000 Baud 


Up to 153,600 Baud 



TABLE 7 - SCI FORMAT AND CLOCK SOURCE CONTROL 



CC1:CC0 


Format 


Clock Source 


Port 2, Bit 2 





Bi-Pha5e 


Internal 


Not Used 


1 


NRZ 


Internal 


Not Used 


1 


NRZ 


Internal 


Output 


1 1 


NRZ 


External 


Input 



B 



FIGURE 22 - SCI REGISTERS 
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Transmit Data Register 
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BitOWU 



Bit 1 TE 



a 



Bit 2 TIE 



Bit 3 RE 



Bit4RIE 



Bit 5 TORE 



BiteORFE 



"Wake-up" on Idle Line. When set, 
WU enables the wake-up function; it is 
cleared by ten consecutive I's or dur- 
ing reset. WU will not set if the line is 
idle. 

Transmit Enable. When set, P24 DDR 
bit is set, cannot be changed, and will 
remain set if TE is subsequently 
cleared. When TE is changed from 
clear to set, the transmitter is con- 
nected to P24 and a preamble of nine 
consecutive I's is transmitted. TE is 
cleared during reset. 
Tra nsmit Interrupt Enable. When set, 
an IRQ2 interrupt is enabled when 
TDRE is set; when clear, the interrupt 
is inhibited. TE is cleared during reset. 
Receive Enable. When set, the P23 
DDR bit is cleared, cannot be chang- 
ed, and will remain clear if RE is subse- 
quently cleared. While RE is set, the 
SCI receiver is enabled. RE is cleared 
during reset. 

Receiver Interrupt Enable. When set, 
an IRQ2 interrupt is enabled when 
RDRF and/or ORFE is set; when clear, 
the interrupt is inhibited. RIE is cleared 
during reset. 

Transmit Data Register Empty. TDRE 
is set when the Transmit Data Register 
is transferred to the output serial shift 
register or during reset. It is cleared by 
reading the TRCSR (with TDRE set) 
and then writing to the Transmit Data 
Register. Additional data will be 
transmitted only if TDRE has been 
cleared. 

Overrun Framing Error. If set, ORFE in- 
dicates either an overrun or framing er- 
ror. An overrun is a new byte ready to 
transfer to the Receiver Data Register 
with RDRF still set. A receiver framing 
error has occurred when the byte 
boundaries of the bit stream are not 



synchronized to the bit counter. An 
overrun can be distinguished from a 
framing error by the state of RDRF; if 
RDRF is set, then an overrun has oc- 
curred; otherwise a framing error has 
been detected. Data is not transferred 
to the Receive Data Register in an 
overrun condition. Unframed data 
causing a framed error is transferred to 
the Receive Data Register. However, 
subsequent data transfer is blocked 
until the framing error flag is cleared.* 
ORFE is cleared by reading the TRCSR 
(with ORFE set) then the Receive Data 
Register, or during reset. 
Bit 7 RDRF Receive Data Register Full. RDRF is 

set when the input serial shift register 
is transferred to the Receive Data 
Register. It is cleared by reading the 
TRCSR (with RDRF set), and then the 
Receive Data Register, or during reset. 

SERIAL OPERATIONS 

The SCI is initialized by writing control bytes first to the 
Rate and Mode Control Register and then to the 
Transmit/ Receive Control and Status Register. When TE is 
set, the output of the transmit serial shift register is con- 
nected to P24 and serial output is initiated by transmitting to 
9-bit preamble of Vs. 

At this point one of two situations exist: 1) if the Transmit 
Data Register is empty (TDRE=1), a continuous string of I's 
will be sent indicating an idle line, or 2) if a byte has been 
written to the Transmit-Data Register (TDRE = 0), it will be 
transferred to the output serial shift register (synchronized 
with the bit rate clock), TDRE will be set, and transmission 
will begin. 

The start bit (0), eight data bits (beginning with bit 0) and a 
stop bit (1), will be transmitted. If TDRE is still set when the 
next byte transfer should occur, I's will be sent until more 
data is provided. In Bi-phase format, the output toggles at 
the start of each bit and at half-bit time when a "1" is sent. 
Receive operation is controlled by RE which configures P23 
as an input and enables the receiver. SCI data formats are il- 
lustrated in Figure 23. 



FIGURE 23 - SCI DATA FORMATS 
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* Devices made with mask numbers T7A and CB4 do not transfer unframed data to the Receive Data Register. 
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INSTRUCTION SET 

The MC68701 is upward source and object code compati- 
ble with the MC6800. Execution times of key instructions 
have been reduced and several new instructions have been 
added, including a hardware multiply. A list of new opera- 
tions added to the MC6800 instruction set is shown in 
Table 1. In addition, two new special opcodes, 4E and 5E, 
are provided for test purposes. These opcodes force the pro- 
gram counter to increment like a 16-bit counter, causing ad- 
dress lines used in the expanded modes to increment until 
the device is reset. These opcodes have no mnemonics. 

The coding of the first (or only) byte corresponding to an 
executable instruction is sufficient to identify the instruction 
and the addressing mode. The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 8. There are 220 valid machine codes, 34 unassigned 
codes, and 2 reserved for test purposes. 

PROGRAMMING MODEL 

A programming model for the MC68701 is shown in Figure 
9. Accumulator A can be concatenated with accumulator B 
and jointly referred to as accumulator D where A is the most 
significant byte. Any operation which modifies the double 
accumulator will also modify accumulator A and/or B. Other 
registers are defined as follows: 

Program Counter — The program counter is a 16-bit 
register which always points to the next instruction. 

Stack Pointer — The stack pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue. The stack resides in ran- 
dom access memory at a location defined by the program- 
mer. 

Index Register — The Index Register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing. 

Accumulators — The MCU contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit (ALU). They can also be 
concatenated and referred to as the D (double) accumulator. 

Condition Code Registers — The condition code register 
indicates the results of an instruction and includes the 
Overflow (V), Carry/Borrow from MSB (C), and Half Carry 
following five condition bits: Negative (N), Zero (Z), 



from bit 3 (H). These bits are testable by the conditional 
branch instructions. Bit 4 is the interrupt mask (1-bit) and in- 
hibits all maskable interrupts when set. The two unused bits, 
86 and B7 are read as ones. 

ADDRESSING MODES 

The MC68701 provides six addressing modes which can be 
used to reference memory. A summary of addressing modes 
for all instructions is presented in Tables 9, 10, 11, and 12 
where execution times are provided in E cycles. Instruction 
execution times are summarized in Table 13. With an input 
frequency of 4 MHz, E cycles are equivalent to micro- 
seconds. A cycle-by-cycle description of bus activity for 
each instruction is provided in Table 14 and a description of 
selected instructions is shown in Figure 24. 

Immediate Addressing — The operand or "immediate 
byte(s)" is contained in the following byte(s) of the instruc- 
tion where the number of bytes matches the size of the 
register. These are two or three byte instructions. 

Direct Addressing — The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $00. 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access. In most applica- 
tions, the 256-byte area is reserved for frequently referenced 
data. 

Extended Addressing — The second and third bytes of the 
instruction contain the absolute address of the operand. 
These are three byte instrutions. 

Indexed Addressing - The unsigned offset contained in 
the second byte of the instruction is added with carry to the 
Index Register and used to reference memory without 
changing the Index Register. These are two byte instruc- 
tions. 

Inherent Addressing — The operand(s) are registers and 
no memory reference is required. These are single byte In- 
structions. 

Relative Addressing — Relative addressing is used only for 
branch instructions. If the branch condition is true, the Pro- 
gram Counter is overwritten with the sum of a signed single 
byte displacement in the second byte of the instruction and 
the current Program Counter. This provides a branch range 
of - 126 to 129 bytes from the first byte of the instruction. 
These are two byte instructions. 



B 
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TABLE 8 - CPU INSTRUCTION MAP 



OP 


MNEM 


MODE 


1 


OP 


MNEM 


MODE 


~ » 


OP 


MNEM 


MODE 


~ 


# 


OP 


MNEM 


MODE 


- 


1 


OP 


MNEM 


MODE 


- 


II 


00 


. 






34 


PES 


INHER 


3 1 


68 


ASL 


INDXD 


~6~ 


2 


9C 


CPX 


DIR 


6 


~T 


DO 


SUBB 


DIR 


3 


2 


01 


NOP 


INHER 


2 1 


36 


TXS 


> 


I 


3 1 


69 


ROL 


A 


6 


2 


90 


JSR 


f 


5 


2 


01 


CMPB 


k 


3 


2 


02 


• 


1 


I 




36 


PSHA 






3 1 


6A 


DEC 






6 


2 


9E 


LDS 


f 


4 


2 


D2 


SBCB 






3 


2 


03 


• 








37 


PSHB 






.3 1 


6B 


• 










9F 


STS 


DIR 


4 


2 


D3 


ADDD 






5 


2 


04 


LSRD 






3 1 


38 


PULX 






5. 1 


6C 


INC 






6 


2 


AO 


SUBA 


INDXD 


4 


2 


D4 


ANDB 






3 


2 


05 


ASLD 






3 1 


39 


RTS 






5 1 


6D 


TST 






6 


2 


Al 


CMPA 


/I 


4 


2 


05 


BITB 






3 


2 


06 


TAP 






2 1 


3A 


ABX 






3 1 


6E 


JMP 


" 


3 


2 


A2 


SBCA 






4 


2 


D6 


LDAB 






3 


2 


07 


TPA 






2 1 


3B 


RTI 






10 1 


6F 


CLR 


INDXD 


6 


2 


A3 


SUBD 






6 


2 


D7 


STAB 






3 


2 


08 


INX 






3 1 


3C 


PSHX 






4 1 


70 


NEG 


EXTND 


6 


3 


A4 


ANDA 






4 


2 


D8 


EORB 






3 


2 


09 


DEX 






3 1 


3D 


MUL 






10 1 


71 


• 


/L 






A6 


BITA 






4 


2 


D9 


ADCB 






3 


2 


OA 


CLV 






2 1 


3E 


WAI 






9 1 


72 


• 










A6 


LDAA 






4 


2 


DA 


ORAB 






3 


2 


OB 


SEV 






2 1 


3F 


SWI 






12 1 


73 


COM 






6 


3 


A7 


STAA 






4 


2 


OB 


ADDB 






3 


2 


OC 


CLC 






2 1 


40 


NEGA 






2 1 


74 


LSR 






6 


3 


A8 


EORA 






4 


2 


DC 


LDD 






4 


2 


OD 


SEC 






2 1 


41 


• 








76 


• 










A9 


ADCA 






4 


2 


DD 


STD 






4 


2 


OE 


CLI 






2 1 


42 


• 








76 


ROR 






6 


3 


AA 


ORAA 






4 


2 


DE 


LDX 


^f 


4 


2 


OF 


SEI 






2 1 


43 


COMA 






2 1 


77 


ASR 






6 


3 


AB 


ADDA 






4 


2 


DF 


STX 


DIR 


4 


2 


10 


SBA 






2 1 


44 


LSRA 






2 1 


78 


ASL 






6 


3 


AC 


CPX 






6 


2 


EO 


SUBB 


INDXD 


4 


2 


11 


CBA 






2 1 


45 


• 








79 


ROL 






6 


3 


AD 


JSR 






6 


2 


El 


CMPB 


A 


4 


2 


12 


• 








46 


RORA 






2 1 


7A 


DEC 






6 


3 


AE 


LDS 


^r 


6 


2 


E2 


SBCB 






4 


2 


13 


• 








47 


ASRA 






2 1 


7B 


• 










AF 


STS 


INDXD 


5 


2 


E3 


ADDD 






6 


2 


14 


• 








48 


ASLA 






2 1 


7C 


INC 






6 


3 


BO 


SUBA 


EXTND 


4 


3 


E4 


ANDB 






4 


2 


15 


• 








49 


ROLA 






2 1 


70 


TST 






6 


3 


Bl 


CMPA 


A 


4 


3 


E5 


BITB 






4 


2 


16 


TAB 






2 1 


4A 


OECA 






2 1 


7E 


JMP 


V 


3 


3 


B2 


SBCA 






4 


3 


E6 


LDAB 






4 


2 


17 


TBA 






2 1 


4B 


• 








7F 


CLR 


EXTND 


6 


3 


B3 


SUBD 






6 


3 


E7 


STAB 






4 


2 


18 


• 


1 


' 




4C 


INCA 






2 1 


80 


SUBA 


IMMED 


2 


2 


B4 


ANDA 






4 


3 


E8 


EORB 






4 


2 


19 


DAA 


INHER 


2 1 


40 


TSTA 






2 1 


81 


CMPA 


1 


k 


2 


2 


85 


BITA 






4 


3 


E9 


ADCB 






4 


2 


lA 


• 






4E 










82 


SBCA 






2 


2 


B6 


LDAA 






4 


3 


EA 


ORAB 






4 


2 


IB 


ABA 


INHER 


2 1 


4F 


CLRA 






2 1 


83 


SUBD 






4 


3 


B7 


STAA 






4 


3 


EB 


ADDB 






4 


2 


IC 


• 






50 


NEGB 






2 1 


84 


ANDA 






2 


2 


B8 


EORA 






4 


3 


EC 


LDD 






5 


2 


ID 


• 






61 










86 


BITA 






2 


2 


B9 


ADCA 






4 


3 


ED 


STD 






5 


2 


IE 


• 






52 










86 


LDAA 






2 


2 


BA 


ORAA 






4 


3 


EE 


LDX 


V 


6 


2 


IF 


• 






63 


COMB 






2 1 


87 


• 










BB 


ADDA 






4 


3 


EF 


STX 


INDXD 


5 


2 


20 


BRA 


REL 


3 2 


54 


LSRB 






2 1 


88 


EORA 






2 


2 


BC 


CPX 






6 


3 


FO 


SUBB 


EXTND 


4 


3 


21 


BRN 


) 


k 


3 2 


55 










89 


ADCA 






2 


2 


BD 


JSR 






6 


3 


F1 


CMPB 


A 


4 


3 


22 


6HI 






3 2 


56 


RORB 






2 1 


8A 


ORAA 


. 


r 


2 


2 


BE 


LDS 


V 


5 


3 


F2 


SBCB 






4 


3 


23 


BLS 






3 2 


57 


ASRB 






2 1 


88 


ADDA 


' 


2 


2 


BF 


STS 


EXTND 


6 


3 


F3 


ADDD 






6 


3 


24 


BCC 






3 2 


58 


ASLB 






2 1 


8C 


CPX 


IMMED 


4 


3 


CO 


SUBB 


IMMED 


2 


2 


F4 


ANDB 






4 


3 


25 


BCS 






3- 2 


59 


ROLB 






2 1 


80 


BSR 


REL 


6 


2 


CI 


CMPB 


> 


I 


2 


2 


F6 


BITB 






4 


3 


26 


BNE 






3 2 


5A 


DECB 






2 1 


8E 


LDS 


IMMED 


3 


3 


C2 


SBCB 






2 


2 


F6 


LDAB 






4 


3 


27 


BEQ 






3 2 


5B 


• 








8F 


• 








C3 


ADDD 






4 


3 


F7 


STAB 






4 


3 


28 


BVC 






3 2 


5C 


INCB 






2 1 


90 


SUBA 


DIR 


3 


2 


C4 


ANDB 






2 


2 


F8 


EORB 






4 


3 


29 


BVS 






3 2 


50 


TSTB 






2 1 


91 


CMPA 


) 


i • 


3 


2 


C5 


BITS 






2 


2 


F9 


ADCB 






4 


3 


2A 


BPL 






3 2 


6E 




^ 


< 




92 


SBCA 






3 


2 


C6 


LDAB 






2 


2 


FA 


ORAB 






4 


3 


2B 


BMI 






3 2 


5F 


CLRB 


INHER 


2 1 


93 


SUBD 






6 


2 


C7 


• 










FB 


ADDB 






4 


3 


2C 


BGE 






3 2 


60 


NEG 


INDXD 


6 2 


94 


ANDA 






3 


2 


C8 


EORB 






2 


2 


FC 


LDD 






5 


3 


2D 


BLT 






3 2 


61 




1 


k 




95 


BITA 






3 


2 


C9 


ADCB 






2 


2 


FD 


STD 






6 


3 


2E 


BGT 


1 


f 


3 2 


62 










96 


LDAA 






3 


2 


CA 


ORAB 






2 


2 


FE 


LDX 


7 


5 


3 


2F 


BLE 


REL 


3 2 


63 


COM 






6 2 


97 


STAA 






3 


2 


CB 


ADDB 






2 


2 


FF 


STX 


EXTND 


6 


3 


30 


TSX 


INHER 


3 1 


64 


LSR 






6 2 


98 


EORA 






3 


2 


CC 


LDD 






3 


3 












31 


INS 


n 


3 1 


66 










99 


ADCA 






3 


2 


CD 


• 


1 


' 








• UNDEFINED OP CODE 




32 


PULA 




4 1 


66 


ROR 


1 


' 


6 2 


9A 


ORAA 






3 


2 


CE 


LDX 


IMMED 


3 


3 












33 


PULB 


^' 


4 1 


67 


ASR 


INDXD 


6 2 


98 


ADDA 


' 


' 


3 


2 


CF 


• 



















NOTES: 

1 . Addressing Modes 

INHER ■Inherent INDXD ■ Indexed IMMED»lmnnediate 
REL«Relative EXTND* Extended DIR»Dlrect 

2. Unassigned opcodes are Indicated by "•" and should not be executed. 

3. Codes marked by "T" force the PC to function as a 16-bit counter. 



3-772 



MC68701 



TABLE 9 - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 



Pointer Operations 


UNEM 






— 






" 




















Boolean/ 
Arithmetic Operation 


Condition Codes | 


Immed 


Direct 


Index 


Extend 


Inherent 


5 4| 3 


2 


1 


Op 


- 


S 


Op 


~ 


» 


Op 


- 


H 


Op 


- 


H 


Op 


- 


# 


H 


N 


Z 


V c 


Compare Index Register 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X-M:M+1 




t 


t 


t t 


Decrement Index Register 


DEX 


























09 


3 


1 


X-1— X 




• 


1 


• • 


Decrement Stacl< Pointer 


DES 


























34 


3 


1 


SP-1— SP 




• 


• 


• • 


Increment Index Register 


INX 


























08 


3 


1 


X + 1— X 




• 


t 


• • 


Increment Stack Pointer 


INS 


























31 


3 


1 


1 SP+1-*SP 




• 


• 


• • 


Load Index Register 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M— 'Xh.IM + I)— 'Xl 




t 


t 


R • 


Load Stack Pointer 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M — SPh,(M+1) — SPl 




t 


t 


R • 


Store Index Register 


STX 








DF 


4 


2 


EF 


5 


2 


FF 


5 


3 








Xh-'M,Xl — (M + 1) 




t 


t 


R • 


Store Stack Pointer 


STS 








9F 


4 


2 


AF 


5 


2 


BF 


5 


3 








SPh — M.SPl — (M+1) 




I 


I 


R • 


Index Reg— 'Stack Pointer 


TXS 


























35 


3 


1 


X-1— SP 






• 


• • 


Stack Pntr— 'Index Register 


TSX 


























30 


3 


1 


SP+I—X 






• 


• • 


Add 


ABX 


























3A 


3 


1 


B + X — X 






• 


• • 


Push Data 


PSHX 


























3C 


4 


1 


Xl — Msp,SP-l— 'SP 
Xh — Msp.SP-I— SP 






• 


* * 


Pull Data 


PULX 


























38 


5 


1 


SP+1-'SP,Msp — Xh 
SP+1— 'SP.MSP— 'Xl 






* 


* • 



B 



TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 1 of 2) 



Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 


Condition Codes | 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


^ 


~ 


# 


^ 


~ 


# 


Expression t 


H 1 


N 


Z 


V 


C 


Add Acmltrs 


ABA 


























IB 


2 


1 


A + B —A 


• 


{ 


1 


f 


} 


Add B to X 


ABX 


























3A 


3 


1 


00:B + Xh>X < 


1 • 


• 


• 


• 


• 


Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


B9 


4 


3 








A + M + C-A 












ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








B + M + C— B 












Add 


ADDA 


8B 


2 


2 


98 


3 


2 


AB 


4 


2 


BB 


4 


3 








A + M -A 








1 




ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M —A 












Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D + M:M + 1 — D 












And 


ANDA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


B4 


4 


3 








A ■ M — A 








R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B • M — B i 








R 


• 


Shift Left, 
Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 








.«_ 








1 


1 


ASLA 


























48 


2 


1 


Icl*^ II II II 11^0 , 




j 




1 




ASLB 


























58 


2 


1 


( 




1 




1 


1 


Shift Left Dbl 


ASLD 


























05 


3 


1 






» 




t 


t 


Shift Right, 
Arithmetic 


ASR 














67 


6 


2 


77 


6 


3 








1 1 — •■ < 




t 


t 


1 


1 


ASRA 


























47 


2 


1 


U'lllllllMcJ . 




1 


1 


1 


t 


ASRB 


























57 


2 


1 






t 




t 


t 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A -M < 




t 


f 


R 


• 


BITS 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B ' M 4 




t 


1 


R 


• 


Compare Acmltrs 


CBA 


























11 


2 


1 


A - B 4 




i 


} 


t 


1 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








OO-M ^ 




R 


s 


R 


R 


CLRA 


























4F 


2 


1 


00 *A « 




R 


s 


R 


R 


CLRB 


























5F 


2 


1 


00— B i 


» • 


R 


s 


R 


R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


B1 


4 


3 








AM < 








» 




CMPB 


CI 


2 


2 


D1 


3 


2 


El 


4 


2 


F1 


4 


3 








B - M < 


» • 






1 




Is Complement 


COM 














63 


6 


2 


73 


6 


3 








JJl — M < 








R 


S 


COMA 


























43 


2 


1 


;r*A t 


t • 






R 


S 


COMB 


























53 


2 


1 


B*B ( 








R 


S 


Decimal Adj, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD < 










( 


Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M - 1 — M i 












DECA 


























4A 


2 


1 


A - 1 —A i 












DECS 


























5A 


2 


1 


B - 1 — B < 




t 




1 




Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A ® M —A 1 




1 




R 




EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B © M — B « 




1 


1 


R 




Increment 


INC 














6C 


6 


2 


7C 


6 


3 








M + 1 — M 4 






f 


t 




INCA 


























4C 


2 


1 


A + 1 —A < 






1 






INCB 


























5C 


2 


1 


8 + 1 — B t 






i 






Load Acmltrs 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M —A 4 








R 




LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B 4 








R 




Load Double 


LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


FC 


5 


3 








MM + 1 — D « 








R 




Logical Shift, 
Left 


LSL 














68 


6 


2 


78 


6 


3 
















1 


} 


LSLA 


























48 


2 


1 










1 


t 




LSLB 


























58 


2 


1 


b7 dO 1 






t 








LSLD 






_ 


1 
















_ 


05 


3 


1 








1 






■ 
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TABLE 10 


- ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 2 of 2) 














Accumulator and 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 
Expression 


Condition Codes 1 


Memory Operations 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


* 


Op 


~ 


# 


Op 


~ 


# 


H 


1 


N 


Z 


V 


C 


Shift Right, 
Logical 


LSR 














64 


6 


2 


74 


6 


3 








—^ 






R 


1 




I 


LSRA 


























44 


2 




0-1 1 II 1 1 1 1 l^cj 






R 


1 




\ 


LSRB 


























54 


2 








R 


1 




1 


LSRD 


























04 


3 










R 


1 




1 


Multiply 


MUL 


























3D 


10 




AX B-D 






• 


• 


• 




2s Complement 
(Negate) 


NEG 














60 


6 


2 


70 


6 


3 








00 ■ M — M 






} 


t 


1 




NEGA 


























40 


2 




00- A —A 






1 


( 


t 


t 


NEGB 


























50 


2 




00 - B — B 






1 


I 


I 


1 


No Operation 


NOP 


























01 


2 




PC + 1 -^PC 






• 


• 


• 




Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A + M — A 






j 


{ 


R 




ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B + M — B 


• 




I 


1 


R 




Push Data 


PSHA 


























36 


3 




A —Stack 






• 


• 


• 




PSHB 


























37 


3 




B -^ Stack 






• 


• 


• 




Pull Data 


PULA 


























32 


4 




Stack —A 






• 


• 


• 




PULB 


























33 


4 




Stack — B 






• 


• 


• 




Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 








^ 






{ 


t 


t 


( 


ROLA 


























49 


2 




IcUJ 1 1 1 1 1 1 1 l*4cl 

b? bO 






t 


1 


1 


1 


ROLB 


























59 


2 








t 


t 


\ 


t 


Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 








^ 






t 


I 


t 


\ 


RORA 


























46 


2 










t 


t 


1 


y->i 1 1 1 1 1 1 i Md 

b7 bO 


RORB 


























56 


2 










1 




t 


Subtract Acmltr 


SBA 


























10 


2 




A ■ B — A 








1 






Subtract with 
Carry 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A ■ M - C — A 








1 




{ 


SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B - M - C — B 




• 








1 


Store Acmltrs 


STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A — M 










R 


• 


STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B — M 








} 


R 


• 


STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D — M:M + 1 






1 


( 


R 


• 


Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AC 


4 


2 


BO 


4 


3 








A - M — A 






t 


t 


} 


t 


SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B - M — B 






I 


■( 


1 


t 


Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D - M:M + 1 — D 






1 


I 


1 


t 


Transfer Acmltr 


TAB 


























16 


J 


1 


A-B 






1 




R 


• 


TEA 


























17 


2 


1 


B— A 










R 


• 


Test, Zero or 
Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M -00 










R 


R 


TSTA 


























4D 


2 


1 


A - 00 




• 






R 


R 


TSTB 


























5D 


2 


1 


B -00 






1 





R 


R 



The condition code register notes are listed after Table 12. 
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TABLE 11 - JUMP AND BRANCH INSTRUCTIONS 



Operations 


MNEM 
































Branch Test 


Condition Code Reg. | 


Direct 


Relative 


Index 


Extend 


Inherent 


5 


4 


3 


2 


1 





Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


H 


1 


N 


Z 


V 


C 


Branch Always 


BRA 








20 


3 


2 




















None 








• 






Branch Never 


BRN 








21 


3 


2 




















None 














Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 














Branch If Carry Set 


BCS 








25 


3 


2 




















C=1 








. 






Branch If = Zero 


BEG 








27 


3 


2 




















Z=l 














Branch If >Zero 


BGE 








2C 


3 


2 




















N ® V = 














Branch If >Zero 


BGT 








2E 


3 


2 




















Z+(N ® V) = 








• 






Branch If Higher 


BHI 








22 


3 


2 




















c+z=o 








. 






Branch If Higher or Same 


BHS 








24 


3 


2 




















C = 














Branch If <Zero 


BLE 








2F 


3 


2 




















Z+(N © V) = l 








• 






Branch If Carry Set 


BLO 








25 


3 


2 




















C=1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z=1 














Branch If <Zero 


BLT 








2D 


3 


2 




















N ® V=1 














Branch If Minus 


B(^l 








2B 


3 


2 




















N=1 














Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z=0 














Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V=1 














Branch if Plus 


BPL 








2A 


3 


2 




















N = 














Branch To Subroutine 


BSR 








8D 


6 


2 




















See Special Operations-Figure 24 














Jump 


JIVIP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 




















No Operation 


NOP 


























01 


2 


















Beturn From Interrupt 


RTI 


























3B 


10 




See Special Operations-Figure 24 


t 


i 


t 


i 


t 


i 


Return From Subroutine 


RTS 


























39 


5 
















Software Interrupt 


SWI 


























3F 


12 
















Wait For Interrupt 


WAI 


























3E 


9 


1 















i 



TABLE 12 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Condition Code Register | 


Inherent 


5 


4 


3 


2 


1 





MNEM 


Op 


~ 


# 


H 


1 


N 


Z 


V 


C 


Clear Carry 


CLC 


OC 


2 




— C 




• 






• 


R 


Clear Interrupt Mask 


CLI 


OE 


2 




— 1 




R 






• 


• 


Clear Overflovi/ 


CLV 


OA 


2 




— V 




• 






R 


• 


Set Carry 


SEC 


OD 


2 




1—C 




• 






• 


s 


Set Interrupt IVIask 


SEI 


OF 


2 




1 — 1 




S 






• 


• 


Set Overflow 


SEV 


OB 


2 




1— V 




• 






S 


• 


Accumulator A — ► CCR 


TAP 


06 


2 




A — CCR 


I 


t 


t 


t 


I 


I 


CCR— ►Accumulator A 


TPA 


07 


2 




CCR — A 


• 


• 


• 


• 


• 


• 



LEGEND 

Op Operation Code (Hexadecimal) 

~ Number of MRU Cycles 

MSp Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
+ Arithmetic Plus 

- Arithmetic Minus 

• Boolean AND 

X Arithmetic Multiply 

+ Boolean Inclusive OR 

® Boolean Exclusive OR 

M Complement of M 

— * Transfer Into 

Bit=Zero 

00 Byte = Zero 



CONDITION CODE SYMBOLS 

H Half-carry from bit 3 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow/, 2's complement 

C Carry/Borrow from MSB 

R Reset Always 

S Set Always 

t Affected 

• Not Affected 
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TABLE 13 - INSTRUCTION EXECUTION TIMES IN E CYCLES 



B 





ADDRESSING MODE 




a 

■■s 

E 


u 

S 
Q 


•o 

0) 


"S 

X 

o 

1 


c 


> 
K 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 




• 
• 
3 
3 
5 
3 




• 
• 

4 
4 
6 
4 
6 


2 
3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC . 

BCS 

BEQ 

BGE 

BGT 








• 
6 

• 
• 
• 
• 
• 


3 
2 

• 
• 
• 
• 
• 


3 
3 
3 
3 
3 


BHI 

BHS 

BIT 

BLE 

BLO 

BLS 

BLT 








• 
• 
4 

• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 








• 
• 
• 
• 
• 
• 
• 


• 
• 
• 
• 
• 
• 
• 


3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








• 
• 
• 
• 
6 
• 
4 


• 
2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






4 
6 

• 


6 
6 

• 
6 
• 
• 
4 
6 
• 


2 

• 
2 

2 

3 

3 

• 
• 
3 







ADDRESSING MODE 




.2 
■5 

E 


£ 

Q 


1 

o 

X 
UJ 


■D 
X 

o 

■o 
c 


c 

0) 

£ 
C 


> 
■s 
S 
e 

a 


INX 

JMP 

JSR 

LDA 

LDD 

LOS 

LDX 


• 
• 
• 
2 
3 
3 
3 




• 
3 
6 
4 
5 
5 
5 


• 
3 
6 
4 
5 
5 
5 


3 

• 
• 
• 
• 
• 
• 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 







4 

• 
• 
• 
• 
6 
6 




• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 




10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






4 
5 
5 
5 
4 
6 
• 


5 
5 
5 
4 
6 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 






• 
• 
• 
• 
6 
• 
• 
• 




2 
2 
2 
2 
2 
3 
3 
3 
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SUMMARY OF CYCLE-BY-CYCLE OPERATION 



Table 14 provides a detailed description of the information 
present on the Address Bus, Data Bus, and the Read/VVnte 
(R/W) line during each cycle of each instruction. 

The information is useful in comparing actual with ex- 
pected results duhng debug of both software and hardware 
as the program is executed. The information is categohzed in 
groups according to addressing mode and number of cycles 



per instruction. In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner. Exceptions are indicated in the table. 

Note that during MRU reads of internal locations, the 
resultant value will not appea. on the external Data Bus ex- 
cept in Mode 0. "High order" byte refers to the most signifi- 
cant byte of a 16-bit value. 



TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 1 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Opcode Address 
Opcode Address -1-1 


1 
1 


Opcode 
Operand Data 


IDS 
LDX 
LDD 


3 


1 
2 
3 


Opcode Address 
Opcode Address-)- 1 
Opcode Address -1-2 




Opcode 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -1-1 
Opcode Address -(-2 
Address Bus FFFF 




Opcode 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBG 
CMP SUB 


3 


1 

-2 

3 


Opcode Address 
Opcode Address -h 1 
Address of Operand 




Opcode 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Opcode Address 
Opcode Address +1 
Destination Address 





Opcode 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -(- 1 
Address of Operand 
Operand Address -i-l 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address-)- 1 
Address of Operand 
Address of Operand -)-1 






Opcode 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address-)- 1 
Operand Address 
Operand Address-)- 1 
Address Bus FFFF 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address-)- 1 
Subroutine Address 
Stack Pointer 
Stack Pointer- 1 






Opcode 

Irrelevant Data 

First Subroutine Opcode 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



B 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 2 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



a 



JMP 




3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 




Opcode 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC 


EOR 


4 


1 


Opcode Address 




Opcode 


ADD 


: LDA 




2 


Opcode Address +1 




Address of Operand 


AND 


ORA 




3 


Opcode Address +2 




Address of Operand (Low Order Byte) 


BIT 


SBC 




4 


Address of Operand 




Operand Data 


CMP 


SUB 












STA 




4 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 




Opcode 

Destination Address (High Order Byte) 

Destination Address (Low Order Byte) 








4 


Operand Destination Address 





Data from Accumulator 


IDS 




5 


1 


Opcode Address 




Opcode 


LDX 






2 


Opcode Address + 1 




Address of Operand (High Order Byte) 


LDD 






3 
4 
5 


Opcode Address + 2 
Address of Operand 
Address of Operandi- 1 




Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


SIS 




5 


1 


Opcode Address 




Opcode 


STX 






2 


Opcode Address +1 




Address of Operand (High Order Byte) 


STD 






3 
4 
5 


Opcode Address + 2 
Address of Operand 
Address of Operand + 1 




Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


ASL 


LSR 


6 


1 


Opcode Address 




Opcode 


ASR 


NEC 




2 


Opcode Address + 1 




Address of Operand (High Order Byte) 


CLR 


ROL 




3 


Opcode Address + 2 




Address of Operand (Low Order Byte) 


COM 


ROR 




4 


Address of Operand 




Current Operand Data 


DEC 


TST* 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 






6 


Address of Operand 




New Operand Data 


CPX 




6 


1 


Opcode Address 




Opcode 


SUBD 






2 


Opcode Address +1 




Operand Address (High Order Byte) 


ADDO 






3 
4 
5 
6 


Opcode Address + 2 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Operand Address (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 




6 


1 
2 
3 
4 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 
Subroutine Starting Address 




Opcode 

Address of Subroutine (High Order Byte) 
Address of Subroutine (Low Order Byte) 
Opcode of Next Instruction 








5 


Stacl< Pointer 





Return Address (Low Order Byte) 








6 


Stacic Pointer- 1 





Return Address (High Order Byte) 



*TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus=$FFFF. 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 3 of 5) 



Address Mode and 




Cycle 




R/W 




Instructions 


Cycles 


# 


Address Bus 


Line 


Data Bus 


INDEXED 


JMP 




3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 


ADC 


EOR 


4 


1 


Opcode Address 




Opcode 


ADD 


LDA 




2 


Opcode Address +1 




Offset 


AND 


ORA 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


BIT 


SBC 




4 


Index Register Plus Offset 




Operand Data 


CMP 


SUB 












STA 




4 


1 
2 
3 


Opcode Address 
Opcode Address 4-1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 








4 


Index Register Plus Offset 





Operand Data 


LDS 




5 


1 


Opcode Address 




Opcode 


LDX 






2 


Opcode Address + 1 




Offset 


LDD 






3 
4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset+ 1 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


STS 




5 


1 


Opcode Address 




Opcode 


STX 






2 


Opcode Address -Hi 




Offset 


STD 






3 
4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset -I- 1 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


ASL 


LSR 


6 


1 


Opcode Address 




Opcode 


ASR 


NEG 




2 


Opcode Address -K 1 




Offset 


CLR 


ROL 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


COM 


ROR 




4 


Index Register Plus Offset 




Current Operand Data 


DEC 


TST* 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 






6 


Index Register Plus Offset 




New Operand Data 


CPX 




6 


1 


Opcode Address 




Opcode 


SUBD 






2 


Opcode Address +1 




Offset 


ADDD 






3 

4 
5 
6 


Address Bus FFFF 
Index Register + Offset 
Index Register + Offset + 1 
Address Bus FFFF 




Low Byte of Restart Vector 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 




6 


1 
2 
3 
4 


Opcode Address 
Opcode Address + 1 
Address Bus FFFF 
Index Register + Offset 




Opcode 

Offset 

Low Byte of Restart Vector 

First Subroutine Opcode 








5 


Stack Pointer 





Return Address (Low Order Byte) 








6 


Stack Pointer-! 


Return Address (High Order Byte) | 



B 



*TST does not perfornn the write cycle during the sixth cycle. The sixth cycle is another address bus=$FFFF. 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 4 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



B 



ABA DAA SEC 


2 


1 


Opcode Address 


1 


Opcode 


ASL DEC SEl 




2 


Opcode Address -1-1 


1 


Opcode of Next Instruction 


ASR INC SEV 












CBA LSR TAB 












CLC NEG TAP 












CLI NOP TBA 












CLR ROL TPA 












CLV ROR TST 












COM SBA 












ABX 


3 


1 


Opcode Address 




Opcode 






2 


Opcode Address -H 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


ASLD 


3 


1 


Opcode Address 




Opcode 


LSRD 




2 


Opcode Address -H 1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


DES 


3 


1 


Opcode Address 




Opcode 


INS 




2 


Opcode Address-)- 1 




Opcode of Next Instruction 






3 


Previous Steele Pointer Contents 




Irrelevant Data 


INX 


3 


1 


Opcode Address 




Opcode 


DEX 




2 


Opcode Address -1-1 




Opcode of Next Instruction 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


PS HA 


3 


1 


Opcode Address 




Opcode 


PSHB 




2 


Opcode Address -1-1 


1 


Opcode of Next Instruction 






3 


Steele Pointer 




Accumulator Data 


TSX 


3 


1 


Opcode Address 




Opcode 






2 


Opcode Address-!- 1 




Opcode of Next Instruction 






3 


Stack Pointer 




Irrelevant Data 


TXS 


3 


1 


Opcode Address 




Opcode 






2 


Opcode Address -(- 1 




Opcode of Next Instruction 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


PULA 


4 


1 


Opcode Address 




Opcode 


PULB 




2 


Opcode Address -H 




Opcode of Next Instruction 






3 


Steele Pointer 




Irrelevant Data 






4 


Stack Pointer -fl 




Operand Data from Stack 


PSHX 


4 


1 


Opcode Address 




Opcode 






2 


Opcode Address +1 




Irrelevant Data . 






3 


Stack Pointer 





Index Register (Low Order Byte) 






4 


Stack Pointer- 1 





Index Register (High Order Byte) 


PULX 


5 


1 


Opcode Address 




Opcode 






2 


Opcode Address -1-1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer -1-1 




Index Register (High Order Byte) 






5 


Stack Pointer-!- 2 




Index Register (Low Order Byte) 


RTS 


5 


1 


Opcode Address 




Opcode 






2 


Opcode Address-!-! 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer-!-! 




Address of Next Instruction (High Order Byte) 






5 


Stack Pointer-!- 2 




Address of Next Instruction (Low Order Byte) 


WAI 


9 


1 


Opcode Address 




Opcode 






2 


Opcode Address-!-! 




Opcode of Next Instruction 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer-! 





Return Address (High Order Byte) 






5 


Stack Pointer- 2 





Index Register (Low Order Byte) 






6 


Stack Pointer- 3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Condition Code Register 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 5 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



MUL 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address -H 1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address -H 1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer-!- 1 




Contents of Condition Code Register from Stack 






5 


Stack Pointer-!- 2 




Contents of Accumulator B from Stack 






6 


Stack Pointer -1-3 




Contents of Accumulator A from Stack 






7 


Stack Pointer -t- 4 




Index Register from Stack (High Order Byte) 






8 


Stack Pointer -1-5 




Index Register from Stack (Low Order Byte) 






9 


Stack Pointer -(-6 




Next Instruction Address from Stack (High Order Byte) 






10 


Stack Pointer -t- 7 




Next Instruction Address from Stack (Low Order Byte) 


SWI 


12 


1 


Opcode Address 




Opcode 






2 


Opcode Address -H 1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer- 1 





Return Address (High Order Byte) 






5 


Stack Pointer- 2 





Index Register (Low Order Byte) 






6 


Stack Pointer -3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Condition Code Register 






10 


Stack Pointer -7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine (High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine (Low Order Byte) 



B 



RELATIVE 



BCC BHT BNE BLO 


3 


1 


Op Code Address 


1 


Op Code 


BCS BLE BPL BHS 




2 


Op Code Address +1 


1 


Branch Offset 


BEG BLS BRA BRN 




3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMT BVS 












BSR 


6 


1 


Op Code Address 


1 


Op Code 






2 


Op Code Address +1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Op Code of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer -1 





Return Address (High Order Byte) 
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FIGURE 24 - SPECIAL OPERATIONS 



o 

00 

o 



JSR, Jump to Subroutine 







( PC 


Main Program 








Direct 


RTN 


$9D = JSR 








K 






Next Main Instr. 










K = Direct Address 
Main Program 




SP 




INDXD 
EXTND 


PC 
RTN 

PC 
RTN 


$AD=JSR 




-*. SP-2 




K = Offset 


r-\ '''' 




Next Main Instr. 


Q - 




Main Program 








$BD = JSR 






Cd 


SH = Subr. Addr. 




-Nl 


SL=Subr.Addr. 




00 

ro 


Next Main Inst. 






BSR, Branch To Sut 


routine 


Main Program 


■' 


SP 




PC 
RTN 

RTS, Return from Subroutine 
PC 


$8D=BSR 


^ -* SP-2 




±K = Offset 


ry sp-f 




Next Main Instr. 


^ SP 




Subroutine 


2P 

•— 1/ SP+l 
— »- SP+2 




$39= RTS 











SWI, Software Interrupt 



Main Program 



PC 

RTN 



WAI, Wait for Interrupt 



EC 



RTI, Return from Interrupt 



RTNh 



RTNl 



RTNh 



RTNl 



O^ 



Main Program 



Interrupt Program 






Main 


Program 


$6E 


= JMP 


K = 


Offset 


• 


Next Instruction 



SP-7 




SP-6 


Condition Code 


SP-5 


Acmltr B 


SP-4 


Acmltr A 


SP-3 


Index Register (X)-)) 


SP-2 


Index Register (XlI 


SP-1 


RTNh 


SP 


RTNl 


SP 


Stack 


SP 




SP+1 


Condition Code 


SP + 2 


Acmltr B 


SP + 3 


Acmltr A 


SP + 4 


Index Register IXhI 


SP + 5 


Index Register IXl) 


SP + 6 


RTNh 


SP + 7 


RTNl 


PC 


Main Program 




$7E = JMP 


K 


Kh = Next Address 


Kl= Next Address 




Next Instruction 



Legend: 
RTN = Address of next instruction in Main Program to be executed upon return from subroutine 
RTNh = Most significant byte of Return Address 
RTNl= Least significant byte of Return Address 
— = Stack Pointer After Execution 
K = 8-bit Unsigned Value 



MC68701 



PAGE 00 1 EPROM 

00001 

00002 

00003 

00004 

00005 

00006 

00007 

00008 

00009 

00010 

00011 

00012 

00013 

00014 

00015 

00016 

00017 

00018 

00019 

00020 

00021 

00022 

00023 

00024 

00025 

00026 

00027 

00028 

00029 

00030 

00031 

0003 2 

00033 

00034 

00035 

00036 

00037 

00038 

00039 

00040 

00041 

00042 

00043 

00044 

00045 

00046 

00047 

00048 

00049 

00050 

00051 

00052 

00053 

00054 

00055 

00056 

00057 

00058 



EPROM PROGRAMMING ROUTINE 
.SA:1 EPROM *** ROUTINE TO PROGRAM THE MC68701 EPROM *** 

NAM EPROM 

OPT Z01,LLEN=80 

TTL *** ROUTINE TO PROGRAM THE MC68701 EPROM ** 

********************************************************* 
* 

* EPROM — A NON-REENTRANT ROUTINE TO PROGRAM 

* THE MC68701 EPROM. 
* 

* THE ROUTINE PROGRAMS THE MC68701 EPROM 

* STARTING AT ADDRESS "PNTR" FROM A 

* BLOCK OF MEMORY STARTING AT "IMBEG" 

* AND ENDING AT "IMEND". 
* 

* CALLING CONVENTION: 
* 

* JSR EPROM 
* 

* NOTES: 



B 



1. 



THE ROUTINE EXPECTS FOUR DOUBLE BYTE VALUES 
TO BE INITIALIZED PRIOR TO BEING CALLED. 
THESE VALUES ARE: 

IMBEG = A DOUBLE BYTE ADDRESS WHICH POINTS 
TO THE FIRST BYTE TO BE PROGRAMMED 
INTO THE EPROM. 

IMEND = A DOUBLE BYTE ADDRESS WHICH POINTS 
TO THE LAST BYTE TO BE PROGRAMED IN- 
INTO THE EPROM. 

PNTR = A DOUBLE BYTE ADDRESS WHICH POINTS 
TO THE FIRST BYTE IN THE EPROM TO BE 
PROGRAMMED . 

WAIT = A DOUBLE BYTE COUNTER VALUE WHICH IS 
A FUNCTION OF THE MCU INPUT FREQUEN- 
CY AND IS USED WITH THE OUTPUT COM- 
PARE FUNCTION TO GENERATE A 50 MSEC 
TIMEOUT. IT IS EQUIVALENT TO 

50000 * (MCU INPUT FREQ) / 4 * 10**6 

VALUES FOR TYPICAL INPUT FREQS ARE: 

WAIT MCU INPUT FREQ 



30615 ($7797) 
50000 ($C350) 
61375 ($EFBF) 



2.45 MHZ 
4.00 MHZ 
4.91 MHZ 



2. IT IS ASSUMED THAT POWER (VPP) IS AVAILABLE 
TO THE RESET PIN FOR PROGRAMMING. 

3. THIS ROUTINE PERFORMS NO ERROR CHECKING. 

Routine parameter initialization, such as stack pointer, etc., must be done prior to entry. 
(Use of PRObug will ensure all needed initialization.) 
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EPROM PROGRAMMING ROUTINE 



PAGE 002 EPROM 



.SA:1 EPROM *** ROUTINE TO PROGRAM THE MC68701 EPROM *** 



B 



00060 

00061 

00062 

00063 

00064 

00065 

00066 

00067 

00068 

00069 

00070A 

0007 lA 

000 7 2A 

00073A 

00074A 

00075 

00076 

00077 

00078A 

0O079A 

00080A 

00081A 

00082 

00083A 

00084A 

00085A 

00086A 

00087A 

00088A 

00089A 

00090A 

0009 lA 

00092A 

00093 

00094 

00095 

00096A 

00097A 

00098A 

00099A 

OOIOOA 

00101 

00102A 

00103A 

00104A 

00105A 

00106A 

00107A 

00108A 

00109A 

OOllOA 

OOlllA 

00112A 

00113 

TOTAL 



EQUATES 



0008 


A 


TCSR 


EQU 


$08 


0009 


A 


TIMER 


EQU 


$09 


OOOB 


A 


OUTCMP 


EQU 


$0B 


0014 


A 


EPMCNT 


EQU 


$14 



TIMER CONTROL/STAT REGISTER 
COUNTER REGISTER 
OUTPUT COMPARE REGISTER 
RAM/EPROM CONTROL REGISTER 



LOCAL 



V A R I A 



L E S 



0080 ORG $80 

0080 0002 A IMBEG RMB 2 

0082 0002 A IMEND RMB 2 

0084 0002 A PNTR RMB 2 

0086 0002 A WAIT RMB 2 



START OF MEMORY BLOCK 
LAST BYTE OF MEMORY BLOCK 
FIRST BYTE OF EPROM TO BE PGM'D 
COUNTER VALUE 



EPROM 



STARTS 



HERE 



3000 

3000 DE 84 

3002 3C 

3003 DE 80 



A EPROM 



ORG 
LDX 
PSHX 
LDX 



3005 
3006 
3008 
300A 
300C 
300E 
3010 
3011 
3013 
3015 



3C 

86 FE 
97 14 
A6 00 
DE 84 
A7 00 
08 

DF 84 
86 FC 
97 14 



EPR002 PSHX 

LDAA 

STAA 

LDAA 

LDX 

STAA 

INX 

STX 

LDAA 

STAA 



$3000 
PNTR 



IMBEG 



//$FE 

EPMCNT 

X 

PNTR 

X 

PNTR 
#$FC 



SAVE CALLING ARGUMENT 
RESTORE WHEN DONE 
USE STACK 

SAVE POINTER ON STACK 

REMOVE VPP, SET LATCH 

PPC=1, PLC=0 

MOVE DATA MEMORY-TO-LATCH 

GET WHERE TO PUT IT 

STASH AND LATCH 

NEXT ADDR 

ALL SET FOR NEXT 

ENABLE EPROM POWER (VPP) 

PPC=0. PLC=0 



* NOW WAIT FOR 50 MSEC TIMEOUT USING OUTPUT COMPARE. 



3017 DC 86 A 

3019 D3 09 A 
301B 7F 0008 A 
30 IE DD OB A 

3020 86 40 A 



LDD 

ADDD 

CLR 

STD 

LDAA 



3022 95 08 



A EPR004 BITA 



3024 27 FC 3022 BEQ 

3026 38 PULX 

3027 08 INX 

3028 9C 82 A CPX 
302A 23 D9 3005 BLS 
30 2C 86 FF A LDAA 
302E 97 14 A STAA 

3030 38 PULX 

3031 DF 84 A STX 
3033 39 RTS 

END 
ERRORS 00000—00000 



WAIT 

TIMER 

TCSR 

OUTCMP 

#$40 

TCSR 
EPR004 



IMEND 
EPR002 
#$FF 
EPMCNT 



GET CYCLE COUNTER 
BUMP CURRENT VALUE 
CLEAR OCF 
SET OUTPUT COMPARE 
NOW WAIT FOR OCF 



NOT YET 

SETUP FOR NEXT ONE 

NEXT 

MAYBE DONE 

NOT YET 

REMOVE VPP, INHIBIT LATCH 

EPROM CAN NOW BE READ 

RESTORE PNTR 



PNTR 



THAT'S ALL 
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IMPORTANT NOTICE 

Devices made with masl< numbers T7A and CB4 may generate multiple framing 
error flags in response to unframed data. These devices will eventually synchronize 
correctly after a framing error; but valid, framed data following an unframed byte may 
generate false framing error flags. 



B 
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® 



MOTOROLA 



Advance Information 



B 



8-BIT EPROM MICROCOMPUTER/MICROPROCESSOR 
(MCU/MPU) 

The MC68701U4 is an 8-bit single-chip EPROM microcomputer unit 
(IVICU) which enhances the capabilities of the MC6801 and significantly 
enhances the capabilities of the M6800 Family of parts. It includes an 
MC6801 microprocessor unit (MPU) with direct object-code com- 
patibility and upward object-code compatibility with the MC6800. Ex- 
ecution times of key instructions have been improved over the MC6800 
and the new instructions found on the MC6801 are included. The MCU 
can function as a monolithic microcomputer or can be expanded to a 
64K byte address space. It is TTL compatible and requires one -i- 5-volt 
power supply for nonprogramming operation. An additional Vpp power 
supply is needed for EPROM programming. On-chip resources include 
4096 bytes of EPROM, 192 bytes of RAM, a serial communications in- 
terface (SCI), parallel I/O, and a 16-bit six-function programmable 
timer. 

• Enhanced MC6800 Instruction Set 

• Upward Source and Object Code Compatibility with the MC6800, 
MC6801, and MC6801U4 

• Bus Compatibility with the M6800 Family 

• 8x8 Multiply Instruction 

• Single-Chip or Expanded Operation to 64K Byte Address Space 

• Internal Clock Generator with Divide-by-Four Output 

• Serial Communications Interface (SCI) 

• 16-Bit Six-Function Programmable Timer 

• Three Output Compare Functions 

• Two Input Capture Functions 

• Counter Alternate Address 

• 4096 Bytes of User EPROM 

• 192 Bytes of RAM 

• 32 Bytes of RAM Retainable During Power Down 

• 29 Parallel I/O and Two Handshake Control Lines 

• NMT Inhibited Until Stack Load 



MC68701U4 



HMOS 

(HIGH-DENSITY N-CHANNEL, SILICON-GATE) 

8-BIT EPROM 
MICROCOMPUTER/ 
MICROPROCESSOR 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 







GENERIC INFORMATION 

(TA = 0°to70°C) 






Package Type 


Frequency 


Generic Number 




Ceramic - L Suffix 


1.0 MHz 
1.25 MHz 


MC68701U4L 
MC68701U4L-1 













PIN ASSIGNMENT 




VssL 


1 • ^^^ 40 


]E 


XTAL1[ 


2 


39 


]SC1 


EXTAL2 [ 


3 


38 


]SC2 


NMlE 


4 


37 


]P30 


TrTTiE 


5 


36 


]P31 


RESET/Vpp[ 


6 


35 


]P32 


vcci 


7 


34 


1P33 


P20 [ 


8 


33 


]P34 


P21 [ 


9 


32 


]P35 


P22[ 


10 


31 


]P36 


P23[ 


11 


30 


]P37 


P24[ 


12 


29 


]P40 


P10[ 


13 


28 


]P41 


P11 [ 


14 


27 


]P42 


P12[ 


15 


26 


]P43 


P13[ 


16 


25 


]P44 


P14 C 


17 


24 


]P45 


P15l 


18 


23 


]P46 


P16[ 


19 


22 


]P47 


P17l 


20 


21 


3Vcc 

Standby 











This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 



3^786 



GD 



BLOCK DIAGRAM 
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r 



Expanded Multiplexed 
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Single Chip 



tlitl tit 
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A7/D7 


D7 


I/O 


P36 


A6/D6 


D6 


I/O 


P35 


A5/D5 


D5 


I/O 


P34 


A4/D4 


D4 


I/O 


P33 


A3/D3 


D3 


I/O 


P32 


A2/D2 


D2 


I/O 


P31 


Al/Dl 


D1 


I/O 


P30 


AO/DO 


DO 


I/O 


SC2 


R/W 


R/W 


083 


SCI 


AS 


lOS 


IS3 



o 



Port 
3 



C 



C 



A A 



Mode 
Select 
Logic 



> 



Port 
2 



P47 


A15 


A7 


I/O 


P46 


A14 


A6 


I/O 


P45 


A13 


A5 


I/O 


P44 


A12 


A4 


I/O 


P43 


All 


A3 


I/O 


P42 


A10 


A2 


I/O 


P41 


A9 


A1 


I/O 


P40 


A8 


AO 


I/O 



C: 



/I L_L 

^ Data 



> 



:> 



Timer 



*^- P20 
— ^ P21 
-^- P22 
— *- P23 
-^- P24 



TIN1 

T0UT1 

SCLK 

RDATA 

TDATA 



I/O 
I/O 
I/O 
I/O 
I/O 



Vcc Standby 



160x8 
RAM 



32x8 

Standby 

RAM 



s 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 


V|n 


-0.3 to +7.0 


V 


Operating Temperature Range 


ta 


to70 


°c 


Storage Temperature Range 
Programmed 
Unprogrammed 


Tstg 


-55 to +100 
-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 'Ceramic 


»JA 


50 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid applications of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. For proper operation it is 
recommended that Vjn and Vgut be con- 
strained to the range GND£(Vjn or 
Vout>:£Vcc. 

Unused inputs must aly^^ays be tied to an 
appropriate logic voltage level (e.g., either 
GND or Vcc). 
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POWER CONSIDERATIONS 



The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = Ta + (Pd»^JA) 'D 

Where: 

T/\ = Ambient Temperature, °C 

Sj A— Package Thermal Resistance, Junction-to-Ambient, °C/W 

pd^pint+prort 

P|Nj = ICCx Vcc. Watts - Chip Internal Power 
PpQR7=Port Power Dissipation, Watts — User Determined 
For most applications PpORT'^PlNT and can be neglected. PpORT may become significant if tine device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

PD = K*(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd»(Ta + 273°C) + 0ja»Pd2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T^. Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) Iteratively for any 
value of T/\, 



CONTROL TIMING (Vcc = 5.0 V +5%, Vss = 0. Ta = to 70°C) 



Characteristic 


Symbol 


IVIC68701U4 


MC68701U4-1 


Unit 


Min 


Max 


Min 


Max 


Frequency of Operation 


fo 


0.5 


1.0 


0.5 


1.25 


MHz 


Crystal Frequency 


'xtal 


2.0 


4.0 


2.0 


5.0 


MHz 


External Oscillator Frequency 


4fo 


2.0 


4.0 


2.0 


5.0 


MHz 


Crystal Oscillator Startup Time 


trc 


- 


100 


- 


100 


ms 


Processor Control Setup Time 


tpcs 


200 


- 


170 


- 


ns 
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DC ELECTRICAL CHARACTERISTICS (Vcc = 5.0 Vdc ±5%, Vss = 0, Ta = to 70°C unless otherwise noted) 



Characteristic 


Symbol 


IVIin 


Typ 


Max 


Unit 


Input High Voltage RESET 

Other Inputs* 


V|H 


Vss + 4.0 
Vss + 2.0 




Vcc 
Vcc 


V 


Input Low Voltage RESET 

Other Inputs* 


VlL 


Vss-0.3 
Vss-0.3 


- 


Vss + 0.4 
Vss + 0.8 


V 


Input Current Port 4 
(V|n = 0to2.4V) See Note SCI 


lin 




- 


0.5 
0.8 


mA 


Input Current 
(Vin = to 5.25 V) NMI, IHGI 


'in 


- 




2.5 


/*A 


Input Current RESET/Vpp 
(V|n = 0to0.4V) See Note 
(Vjn = 4.0VtoVcc) 


lin 


- 


-2.0 


8.0 


mA 


Hi-Z (Off State) Input Current 
(Vjn = 0.5to2.4V) P10-P17, P20-P24, P30-P37 


Itsi 


- 


- 


10 


mA 


Output High Voltage 
(l|oad= -65/iA, Vcc=min) P40-P47, SCI, SC2 
"load= - 100/iA, Vcc = niin) Other Outputs 


VOH 


Vss + 2.4 
Vss + 2.4 


- 


- 


V 


Output Low Voltage 

"load = 2.0 mA,Vcc = min) All Outputs 


Vol 


- 


- 


Vss + 0.5 


V 


Darlington Drive Current 
(Vo=1.5V) P10-P17 


lOH 


1.0 


- 


5.0 


mA 


Internal Power Dissipation (measured at Ta = 0°C in Steady-State Operation) 


Pint 


- 


- 


1200 


mW 


Input Capacitance 
(V|n = 0,TA = 25°C,fo=1.0MHz) P30-P37, P40-P47, SCI 

Other Inputs 


Cin 




- 


12.5 
10.0 


pF 


Vcc Standby Power Down 

Power Up 


VSBB 
VSB 


4.0 
4.75 


- 


5.25 
5.25 


V 


Standby Current Power Down 


ISBB 


- 


- 


3.0 


mA 


Programming Time (Per Byte) (Ta = 25°C) 


tpp 


25 


- 


50 


ms 


Programming Voltage (Ta = 25°C) 


Vpp 


20.0 


21.0 


22.0 


V 


Programming Current (Vre:sET = Vpp) (Ta = 25°C) 


Ipp 


- 


30.0 


50.0 


mA 



* Except Mode Programming Levels; See Figure 16. 

NOTE: RESET/Vpp, V|l, and Ijn values differ from MC6801U4 values. 

PERIPHERAL PORT TIMING (Refer to Figures 1-4) 



B 



Characteristics 


Symbol 


MIn 


Typ 


Max 


Unit 


Peripheral Data Setup Time 


tPDSU 


200 


- 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


- 


- 


ns 


Delay Time, Enable Positive Transition to OSS Negative Transition 


tOSDI 


- 


- 


350 


ns 


Delay Time, Enable Positive Transition to OSS Positive Transition 


tOSD2 


- 


- 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid 


tpwD 


- 


- 


350 


ns 


Delay Time, Enable Negative Tiansition to Peripheral CMOS Data Valid 


tCMOS 


- 


- 


2.0 


MS 


Input Strobe Pulse Width 


tPWIS 


200 


- 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


- 


ns 


Input Data Setup Time 


t|S 


20 


- 


- 


ns 
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FIGURE 1 - DATA SETUP AND HOLD TIMES 
(MPU READ) 



FIGURE 2 - DATA SETUP AND HOLD TIMES 
(MPU WRITE) 



'PDSU- 



a 



P10-P17 
P20-P24 
P40-P47 
Inputs 



P30-P37 
Inputs* 



I — iviru I 



V Data Valid / 



'PDSU- 



)j ^DataVal,d^ j ( 



■'PDH 



•Ports non-latched operation (Latch enable=0) 



FIGURE 3 - PORT 3 OUTPUT STROBE TIMING 
(SINGLE-CHIP MODE) 

• MPU Access of Ports* 



n 



v_y^'^_y' 



Address 
Bus 



X 



tOSDI- 



X 



OSS 
(SC2) 



tOSD2- 



X r 



All Data 
Port Outputs 






-'CMOS 
■'PWD-* 



■-0.7VCC 



NOTES: 

1. 10 k pullup resistor required for port 2 to reach 0.7 Vqq 

2, Not applicable to P21 

3 Port 4 cannot be pulled above Vqq 



FIGURE 4 - PORT 3 LATCH TIMING 
(SINGLE-CHIP MODE) 



IS3 
(SCI) 



P30-P37 
Inputs 



■'IS^ 



/ 



— 'PWIS- 
-'IH- 



V Data Valid ^ 



♦Access nnatches output strobe select (OSS = 0, a read; 088 = 1, a write) 

NOTE: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 



FIGURE 5 - CMOS LOAD 



FIGURE 6 - TIMING TEST 
LOAD PORTS 1,2, 3, AND 4 



Test Point o- 



30 pF 



VCC 

\ RL=1.8l<n 

Test Point o y y W ^ MMD6150 

^[ or Equiv 




^ '^^ ^ t MMD7000 
^ [ or Equiv 



C = 90pF for PS0-P37, P40-P47, E, SCI, SC2 

= S0pF for P10-P17, P20-P24 
R = 37 kO for P40-P47, 8C1, 8C2 

= 24 kO for P10-P17, P20-P24, P30-P37, E 



3-790 



MC68701U4 



BUS TIMING (See Notes 1 and 2, and Figure 7) 



Ident. 
Number 


Characteristics 


Symbol 


MC68701U4 


MC68701U4-1 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1.0 


2.0 


0.8 


2.0 


AiS 


2 


Pulse Width, E Low 


PWel 


430 


1000 


360 


1000 


ns 


3 


Pulse Width, E High 


PWeh 


450 


1000 


360 


1000 


ns 


4 


Clock Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


ns 


9 


Address Hold Time 


tAH 


20 


- 


20 


- 


ns 


12 


Non-Muxed Address Valid Time to E* 


tAV 


200 


- 


150 


- 


ns 


17 


Read Data Setup Time 


tDSR 


80 


- 


70 


- 


ns 


18 


Read Data Hold Time 


^DHR 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


tDDW 


- 


225 


- 


200 


ns 


21 


Write Data Hold Time 


tDHW 


20 


- 


20 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


tAVM 


160 


- 


120 


- 


ns 


24 


Muxed Address Valid Time to AS Fall* 


tASL 


40 


- 


30 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


- 


20 


- 


ns 


26 


Delay Time, EtoAS Rise* 


tASD 


200 


- 


170 


- 


ns 


27 


PulseWidth, ASHigh* 


pwash 


100 


- 


80 


- 


ns 


28 


Delay Time, AS to E Rise* 


^ASED 


90 


- 


70 


- 


ns 


29 


Usable Access Time* (See Note 3) 


^ACC 


530 


- 


410 


- 


ns 




' At specified cycle time. 



FIGURE?- BUS TIMING 
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See Note 4 



■<3> 



\ 
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See Notes 



Read Data Muxed 
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Write Data Muxed 
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> 



NOTES: 

1. Voltage levels shown are Vl<0.5 V, Vhs2.4 V, unless otherwise specified. 

2. Measurement points shown are 0.8 V and 2.0 V, unless otherwise specified. 

3. Usable access time is computed by 22 + 3- 17. 

4. Memory devices should be enabled only during E high to avoid port 3 bus contention. 

5. Item 26 is different from the MC6801, but it is upward compatible. 



3-791 



MC68701U4 



B 



INTRODUCTION 

The MC68701U4 is an 8-bit monolithic microcomputer 
which can be configured to function in a wide variety of ap- 
plications. The facility which provides this extraordinary flex- 
ibility is its ability to be hardware programmed into seven dif- 
ferent operating modes. The operating mode controls the 
configuration of 18 of the 40 MCU pins, available on-chip 
resources, memory map, location (internal or external) of in- 
terrupt vectors, and type of external bus. The configuration 
of the remaining 22 pins is not dependent on the operating 
mode. 

Twenty-nine pins are organized as three 8-bit ports and 
one 5-bit port. Each port consists of at least a data register 
and a write-only data direction register. The data direction 
register is used to define whether corresponding bits in the 
data register are configured as an input (clear) or output 
(set). 



The term "port" by itself refers to all of the hardware 
associated with the port. When the port is used as a "data 
port" or "I/O port," it is controlled by the port data direction 
register and the programmer has direct access to the port 
pins using the port data register. Port pins are labeled as Pij 
where i identifies one of four ports and j indicates the par- 
ticular bit. 

The microprocessor unit (MPU) is an enhanced MC6800 
MPU with additional capabilities and greater throughput. It is 
upward source and object code compatible with the MC6800 
and the MC6801. The programming model is depicted in 
Figure 8 where accumulator D is a concatenation of ac- 
cumulators A and B. A list of new operations added to the 
MC6800 instruction set are shown in Table 1. 

The basic difference between the MC6801U4 and the 
MC68701U4 is that the MC6801U4 has an on-chip ROM 
while the MC68701U4 has an on-chip EPROM. The 



FIGURES - PROGRAMMING MODEL 
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8-Bit Accumulators A and B 
Or 16-Bit Double Accumulator D 



Index Register (X) 



Stack Pointer (SP) 



Program Counter (PC) 



rr 



TX 



Condition Code Register (CCR) 

Carry/Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 



TABLE 1 - NEW INSTRUCTIONS 



Instruction 



Description 



ABX 
ADDD 
ASLD or LSLD 
BHS 
BID 
BRN 
JSR 
LDD 
LSL 

LSRD 

MUL 
PSHX 
PULX 

STD 
SUBD 

CPX 



Unsigned addition of accumulator B to index register 

Adds (without carry) the double accumulator to memory and leaves the sum In the double accumulator 

Shifts the double accumulator left (towards MSB) one bit, the LSB Is cleared, and the MSB is shifted into the C bit 

Branch if higher or same, unsigned conditional branch (same as BCC) 

Branch if lower, unsigned conditional branch (same as BCS) 

Branch never 

Additional addressing mode direct 

Loads double accumulator from memory 

Shifts memory or accumulator left (towards MSB) one bit, the LSB is cleared, and the MSB is shifted into the C bit 

(same as ASL) 
Shifts the double accumulator right (towards LSB) one bit, the MSB is cleared, and the LSB is shifted into the C bit 
Unsigned multiply, multiplies the two accumulators and leaves the product in the double accumulator 
Pushes the index register to stack 
Pulls the index register from stack 
Stores the double accumulator to memory 

Subtracts memory from the double accumulator and leaves the difference in the double accumulator 
Internal processing modified to permit its use with any conditional branch Instruction 
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MC68701U4 is pin and code compatible wWU the MC6801U4 
and can be used to emulate the MC6801U4, allowing easy 
software development using the on-chip EPROM. Software 
developed using the MC68701U4 can then be masked into 
the MC6801U4 ROM. 

In order to support the on-chip EPROM, the MC68701U4 
differs from the MC6801U4 as follows: 

(1) Mode in the MC6801U4 is a test mode only, while in 
the MC68701U4 mode is also used to program the 
on-chip EPROM. 

(2) The MC68701U4 RAM/EPROM control register has 
two bits used to control the EPROM In mode that are 
not defined in the MC6801U4 RAM control register. 

(3) The RESET/Vpp pin in the MC68701U4 is dual pur- 
pose, used to supply EPROM power as well as to reset 
the dev ice; while in the MC6801U4 the pin is called 
RESET and is used only to reset the device. 

OPERATING MODES 

The MC68701 U4 provides seven different operating modes 
(modes through 3 and 5 through 7). The operating modes 



are hardware selectable and determine the device memory 
map, the configuration of port 3, port 4, SCI, SC2, and the 
physical location of the interrupt vectors. 

FUNDAMENTAL MODES 

The seven operating modes (0-3, 5-7) can be grouped into 
three fundamental modes which refer to the type of bus it 
supports: single chip, expanded non-multiplexed, and ex- 
panded multiplexed. Single chip is mode 7, expanded non- 
multiplexed is mode 5, and the remaining 5 are expanded 
multiplexed modes. Table 2 summarizes the characteristics 
of the operating modes. 

SINGLE-CHIP MODE (7) - In the single-chip mode, the 
four MCU ports are configured as parallel Input/output data 
ports, as shown in Figure 9. The MCU functions as a 
monolithic microcomputer in this mode without external ad- 
dress or data buses. A maximum of 29 I/O lines and two port 
3 control lines are provided. Peripherals or another MCU can 
be interfaced to port 3 in a loosely coupled dual-processor 
configuration, as shown in Figure 10. 



i 



TABLE 2 - SUMMARY OF OPERATING MODES 



Single-Chip (Mode 7) 



192 bytes of RAM, 4096 bytes of EPROM 

Port 3 is a parallel I/O port with two control lines 

Port 4 is a parallel I/O port 



Expanded Non-Multiplexed (Mode 5) 



192 bytes of RAM, 4096 bytes of EPROM 
256 bytes of external memory space 
Port 3 is an 8-bit data bus 
Port 4 is an input port/address bus 



Expanded Multiplexed (Modes 0, 1,2, 3, 6) 



Four memory space options (total 64K address space) 

(1) Internal RAM and EPROM with partial address bus (mode 1) 

(2) Internal RAM, no EPROM (mode 2) 

13) Extended addressing of internal I/O and RAM 

(4) Internal RAM and EPROM with partial address bus (mode 6) 
Port 3 is multiplexed address/data bus 
Port 4 is address bus (inputs/address in mode 6) 
Test/ Program mode (mode 0): 

May be used to test internal RAM and EPROM 

May be used to test ports 3 and 4 as I/O ports by writing into mode 7 

Used to program EPROM 
Only modes 5, 6, and 7 can be irreversibly entered from mode 



Resources Common to All Modes 



Reserved register area 

Port 1 input/ output operation 

Port 2 input/ output operation 

Timer operation 

Serial communications Interface operation 
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FIGURES - SINGLE-CHIP MODE 
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8 I/O Lines 



i 



XTAL1 
EXTAL2 



vss 



->-E 



-NMI 
-iROi 



Port 3 
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FIGURE 10 - SINGLE-CHIP DUAL PROCESSOR CONFIGURATION 
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EXPANDED NON-MULTIPLEXED MODE (5) - A modest 
annount of external mennory space is provided in the expand- 
ed non-nnultiplexed mode while significant on-chip resources 
are retained. Port 3 functions as an 8-bit bidirectional data 
bus and port 4 is configured initially as an input data port. 
Any combination of the eight least significant address lines 
may be obtained by writing to the port 4 data direction 
register. Stated alternatively, any combination of AO to A7 
may be provided while retaining the remainder as input data 
lines. Internal pullup resistors pull the port 4 lines high until 
the port is configured. 

Figure 11 illustrates a typical system configuration in the 
expanded non-multiplexed mode. The MCU interfaces 
directly with M6800 Family parts and can access 256 bytes of 
external address space at $100 through $1FF. IDS provides 
an address decode of external memory ($10G-$1FF) and can 
be used as a memory-page select or chip-select line. 



EXPANDED MULTIPLEXED MODES (0, 1, 2, 3, 6) - A 

64K byte memory space is provided in the expanded 
multiplexed modes. In each of the expanded multiplexed 
modes, port 3 functions as a time multiplexed address/ data 
bus with address valid on the negative edge of address 
strobe (AS) and data valid while E is high. In modes 0, 2, and 
3, port 4 provides address lines A8 to A15. In modes 1 and 6, 
however, port 4 initially is configured at reset as an input 
data port. The port 4 data direction register can then be 
changed to provide any combination of address lines AS to 
A15. Stated alternatively, any subset of A8 to A15 can be 
provided while retaining the remaining port 4 lines as input 
data lines. Internal pullup resistors pull the port 4 lines high 
until software configures the port. 

In mode 0, the reset and interrupt vectors are located at 
$BFFO-$BFFF. In addition, the internal and external data 
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buses are connected, so there must be no memory map 
overlap in order to avoid potential bus conflicts. By writing 
the PC0-PC2 bits in the port 2 data register, modes 5, 6, and 
7 can be irreversibly entered from mode 0. Mode is used to 
program the on-chip EPROM. 



Figure 12 depicts a typical configuration for the expanded 
multiplexed modes. Address strobe can be used to control a 
transparent D-type latch to capture addresses A0-A7, as 
shown in Figure 13. This allows port 3 to function as a data 
bus when E is high. 



FIGURE 11 - EXPANDED NON-MULTIPLEXED CONFIGURATION 
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FIGURE 12 - EXPANDED MULTIPLEXED CONFIGURATION 
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NOTE: To avoid data bus (port 3) contention in the expanded multiplexed modes, memory devices should be enabled only during E high time. 



FIGURE 13 - TYPICAL LATCH ARRANGEMENT 
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PROGRAMMING THE MODE 

The operating mode is determined at RESET by the levels 
asserted on P22, P21, and P20. These levels are latched into 
PC2, PCI, and P CO of t he program control register on the 
positive edge of RESET. The operating mode may be read 
from the port 2 data register, as shown below, and program- 
ming levels and timing must be met as shown in Figure 14. A 
brief outline of the operating modes is shown in Table 3. 

PORT 2 DATA REGISTER 

7 6 5 4 3 2 10 

|PC2 I PCI I PCO I P24 I P23 | P22 | P21 | P20| $03 



Circuitry to provide the programming levels is dependent 
primarily on the normal system usage of the three pins. If 
configured as outputs, the circuit shown in Figure 15 may be 
used; otherwise, three-state buffers can be used to provide 
isolation while programming the mode. 



MEMORY MAPS 

The MC68701 U4 can provide up to 64K byte address space 
depending on the operating mode. A memory map for each 
operating mode is shown In Figure 16. The first 32 locations 
of each map are reserved for the internal register area, as 
shown in Table 4, with exceptions as indicated. 



FIGURE 14 - MODE PROGRAMMING TIMING 



See Figure 15 
for Diode Arrangement 
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MODE PROGRAMMING (Refer to Figure 14) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Mode Programming Input Voltage Low 


Vmpl 


- 


1.8 


V 


Mode Programming Input Voltage High 


Vmph 


4.0 


- 


V 


Mode Programming Diode Differential (If Diodes are Used) 


vmpdd 


0.6 


- 


V 


RESET Low Pulse Width 


PWrstl 


3.0 


- 


E Cycles 


Mode Programming Setup Time 


'MPS 


2.0 


- 


E Cycles 


Mode Programming Hold Time 
RESET RiseTime>1 ns 
RESET RiseTime<1 /is 


tMPH 



100 


- 


ns 











TABLE 3 - MODE SELECTION SUMMARY 




Mode 


P22 
PC2 


P21 
PCI 


P20 
PCO 


EPROM 


RAM 


Interrupt 
Vectors 


Bus 
Mode 


Operating Mode 


7 


H 


H 


H 


1 


1 


1 


1 


Single Chip 


6 


H 


H 


L 


1 


1 


1 


MUX(2, 3) 


Multiplexed/ Partial Decode 


5 


H 


L 


H 


1 


1 


1 


NMUX<2, 3) 


Non-Multiplexed/ Partial Decode 


4 


H 


L 


L 


- 


- 


- 


- 


Undefined'4) 


3 


L 


H 


H 


E 


1 


E 


MUX(1,5) 


Multiplexed/RAM 


2 


L 


H 


L 


E 


1 


E 


MUXd) 


Multiplexed/RAM 


1 


L 


L 


H 


1 


1 


E 


MUX(2,3) 


Multiplexed/RAM and EPROM 





L 


L 


L 


1 


1 


E 


MUXlD 


Multiplex ed Test/ Programming 



LEGEND 
I - Internal 
E - External 
MUX - Multiplexed 



NMUX - Non-Multiplexed 
L — Logic "0" 
H - Logic "1" 



NOTES; 

1 . Addresses associated with ports 3 and 4 are considered external in modes 0, 2, and 3. 

2. Addresses associated with port 3 are considered external in modes 1, 5, and 6. 

3. Port 4 default is user data input; address output is optional by writing to port 4 data direction register, 

4. Mode 4 is a non-user mode and should not be used as an operating mode. 

5. Mode 3 has the internal RAM and internal registers relocated at $D(X)0-$DOFF. 
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FIGURE 15 - TYPICAL MODE PROGRAMMING CIRCUIT 



B 




VppO 



NOTES: 

1. Mode as shown (switches closed). 

2. R1 = 10 kilo hms (typical). 

3. The RESET time constant is equal to RC where 
R is the equivalent parallel resistance of R2 and 
the number of resistors (R1) placed in the cir- 
cuit by closed mode control switches. 

4. D=1N914, 1N4001 (typical). 

5. If V = Vcc. t hen R2 = 50 ohms (typical) to meet 
V|H for the RESET/Vpp pin. V = Vccjs also 
compatible with MC6801U4. The RESET time 
constant in this case is approximately R2x C. 

6. Switch SI allows selection of normal (RESET) 
or prog ramming (Vpp) as the input to the 
RESET/Vpp pin. During switching, the input 
level is held at a value determined by a diode 
(D), resistor (R2) and input voltage (V). 

7. While SI is in the "Program" position, RESET 
should not be asserted. 

8. From powerup, RESET must be held low for at 
least tpc- The capacitor, C, is shown for con- 
ceptual purposes only and is on the order of 
ICXX) iif- for the circuit shown. Typically, a buf- 
fer with an RC input will be used to drive 
RESET, eliminating the need for the larger 
capacitor. 

9. Diode Vf should not exceed V\/|pdq min. 



FIGURE 16 - MEMORY MAPS (Sheet 1 of 3) 
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NOTES: 

1 ) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 

2) The interrupt vectors are at $BFF0-$BFFF. 

3) There must be no overlapping of internal and 
external memory spaces to avoid driving the 
data bus with more than one device. 



4) This mode is used to program the on-chip 
EPROM. 

5) Modes 5-7 can be irreversibly entered from 
mode by writing to the PC0-PC2 bits of the 
port 2 data register. 



3-798 



FIGURE 16 - MEMORY MAPS (Sheet 2 of 3) 
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NOTES: 

1 ) Excludes the following addresses which may be 
used externally: $05 and $07. 

2) Internal EPROM addresses $FFFO to $FFFF are 
not usable. 

3) Address lines A8-A15 will not contain ad- 
dresses until the data direction register for port 
4 has been written with "Is" in the appropriate 
bits. These address lines will assert "Is" until 
made outputs by writing the data direction 
register. 
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NOTE: 
1 ) Excludes the following addresses which may be 
used externally: $04, $05, $06, $07, and $0F. 




o 

o> 

00 

>J 

o 

C 



Multiple xed/RAM 
$0000(1) 



External 
Memory Space 




External 
Memory Space 

External 
Interrupt Vectors 



1) Relocating the internal registers and the inter- 
nal RAM to high memory allows the processor 
to make use of direct addressing. 

2) Excludes the following addresses which may be 
used externally: $D004, $D005, $0006, $0007 
and $D0OF. 



CO 
00 

o 
o 



FIGURE 16 - MEMORY MAPS (Sheet 3 of 3) 
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NOTES: 

1) Excludes the following addresses which may 
not be used externally: $04, $06, and $0F (no 
lOS). 

2) Address lines AO to A7 will not contain ad- 
dresses until the data direction register for port 
4 has been written with "Is" in the appropriate 
bits. These address lines will assert "Is" until 
made outputs by writing the data direction 
register. 




Multiplexed/ Partial Decode 



$0000<1) 
$001 F 



Internal 

Registers 

External 

Memory Space 

Internal 

RAM 



External 
Memory Space 



Internal 
EPROM 
Internal 
Interrupt Vectors 



NOTES: 

1 ) Excludes the following addresses which may be 
used externally: $04, $06, $0F. 

2) Address lines A8-A15 will not contain ad- 
dresses until the data direction register for port 
4 has been written with "Is" in the appropriate 
bits. These address lines will assert "Is" until 
made outputs by writing the data direction 
register. 
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TABLE 4 - INTERNAL REGISTER AREA 



Register 


Address 


Port 1 Data Direction Register* * * 
Port 2 Data Direction Register* * * 
Port 1 Data Register 
Port 2 Data Register 


00 
01 
02 
03 


Port 3 Data Direction Register* * * 
Port 4 Data Direction Register* * * 
Port 3 Data Register 
Port 4 Data Register 


04* 
05** 
06* 
07** 


Timer Control and Status Register 

Counter (High Byte) 

Counter (Low Byte) 

Output Compare Register (High Byte) 


08 
09 
OA 
OB 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OC 
OD 
OE 
OF* 


Rate and Mode Control Register 
Transmit/ Receive Control and Status Register 
Receive Data Register 
Transmit Data Register 


10 
11 
12 
13 


RAM Control Register 
Counter Alternate Address (High Byte) 
Counter Alternate Address (Low Byte) 
Timer Control Register 1 


14 
15 
16 
17 


Timer Control Register 2 

Timer Status Register 

Output Compare Register 2 (High Byte) 

Output Compare Register 2 (Low Byte) 


18 
19 
1A 
IB 


Output Compare Register 3 (High Byte) 
Output Compare Register 3 (Low Byte) 
Input Capture Register 2 (High Byte) 
Input Capture Register 2 (Low Byte) 


1C 
ID 
IE 
IF 



* External addresses in modes 0, 1,2, 3, 5, and 6; cannot be 
accessed in mode 5 (no lOS) 

* External addresses in modes 0, 2, and 3 
M = Output, 0= Input 



MC68701U4 INTERRUPTS 

The M6801 Family supports two types of interrupt re- 
quest s: m askable and non-maskable. A non-maskable inter- 
rupt (NMD is always recognized and acted upon at the com- 
pletion of the current instruction. Maskable interrupts are 
controlled by the condition code register I bit and by in- 
dividual enable bits. The I bit controls all maskable i nter- 
rupt s. Of the maskable interrupts, there are two types: IRQ1 
and IRQ2. The programmable time r and serial communica- 
tions interface use an internal IRQ2 interrupt line, as sh own 
in th e block diagram. External de vices and IS3 use IRQ1. An 
IRQ1 interrupt is serviced before IRQ2 if both are pending. 



NOTE 

After reset, an NMI will not be servic ed un til the first 
program load of the stack pointer. Any NMI generated 
before this load will be remembered by the processor 
and serviced subsequent to the stack pointer load. 



All IRQ2 interrupts use hardware prioritized vectors. The 
single SCI interrupt and three timer interrupts are serviced in 
a prioritized order and each is vectored to a separate loca- 
tion. All interrupt vector locations are shown in Table 5. In 
mode 0, reset and interrupt vectors are defined as $BFFO- 
$BFFF. 

The interrupt flowchart is depicted in Figure 17 and is 
common to every interrupt excluding reset. During interrupt 
servicing, the program counter, index register, A ac- 
cumulator, B accumulator, and condition code register are 
pushed to the stack. The I bit is set to inhibit maskable inter- 
rupts and a vector is fetched corresponding to the current 
highest priority interrupt. The vector is transferred to the 
program counter and instruction execution is resumed. Inter- 
rupt and RESET timing are illustrated in Figures 18 and 19. 



B 



TABLE 5 - MCU INTERRUPT VECTOR LOCATIONS 



ModeO 


Modes 1-3, 5-7 


Interrupt 


MSB 


LSB 


MSB 


LSB 


BFFE 


BFFF 


FFFE 


FFFF 


RESET 


BFFC 


BFFD 


FFFC 


FFFD 


N on- Maskable Interrupt** 


BFFA 


BFFB 


FFFA 


FFFB 


Software Interrupt 


BFF8 


BFF9 


FFF8 


FFF9 


Maskable Interrupt Request 1 


BFF6 


BFF7 


FFF6 


FFF7 


Input Capture Flag* 


BFF4 


BFF5 


FFF4 


FFF5 


Output Compare Flag* 


BFF2 


BFF3 


FFF2 


FFF3 


Timer Overflow Flag* 


BFFO 


BFF1 


FFFO 


FFF1 


Serial Communications Interface* 



* FRGS interrupt 

*NMI must be armed (by accessing stack pointer) before an 
NMI is executed 
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FIGURE 17 - INTERRUPT FLOWCHART 
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SCI- TIE«TDRE+ RIE«(RDRF + ORFEl 

ICI = IICFI'EICII) + (ICF2«EICI2) 

OCI = I0CF1«E0CI1I + (OCF2«EOCI2l + (OCF3«EOCI3) 



Vector— PC 




ModeO 


Modes 1-3. S-7 




fM 


BFFC-BFFD 


FFFC-FFFD 


Non-Maskable Interrupt 


SWI 


BFFA-BFFB 


FFFA-FFFB 


Software Interrupt 


mm 


BFF8-BFF9 


FFF8-FFF9 


Maskable Interrupt Request 1 


ICF 


BFF6-BFF7 


FFF6-FFF7 


Input Capture Interrupt 


OCF 


BFF4-BFF5 


FFF4-FFF5 


Output Compare Interrupt 


TOF 


BFF2-BFF3 


FFF2-FFF3 


Timer Overflow Interrupt 


SCI 


BFF0-BFF1 


FFFO-FFFl 


SCI Interrupt 



2 

o 

00 

vl 
o 

C 



CO 

do 
o 

CO 



FIGURE 18 - INTERRUPT SEQUENCE 
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FIGURE 19 - RESET TIMING 
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FUNCTIONAL PIN DESCRIPTIONS 
Vcc AND Vss 

VqC and Vss provide power to a large portion of the 
MCU. The power supply should provide +5 volts ( + 5%) to 
Vcc and Vss should be tied to ground. Total power dissipa- 
tion (including Vcc standby) will not exceed Pd milliwatts. 

Vcc STANDBY 

Vcc standby provides power to the standby portion ($40 
through $5F) of the RAM and the STBY PWR and RAME 
bits of the RAM control register. Voltage requirements de- 
pend on whether the device is in a power-up or power-down 
state. In the power-up state, the power supply should pro- 
vide_+5 volts (±5%) and must reach VsB volts before 
RESET reaches 4.0 volts. During power down, Vcc standby 
must remain above Vsbb (minimum) to sustain the standby 
RAM and STBY PWR bit. While in power-down operation, 
the standby current will not exceed ISBB- 

It is typical to power both Vcc and Vcc standby from the 
same source during normal operation. A diode must be used 
between them to prevent supplying power to Vcc during 
power-down operation. 

XTAL1 AND EXTAL 2 

These two input pins interface either a crystal or TTL- 
compatible clock to the MCU internal clock generator. 
Divide-by-four circuitry is Included which allows use of the 
inexpensive 3.58 MHz or 4.4336 MHz color burst TV crystals. 
A 20 pF capacitor should be tied from each crystal pin to 
ground to ensure reliable startup and operation. Alternative- 
ly, EXTAL2 may be driven by an external TTL-compatible 
clock at 4 fo with a duty cycle of 50% (±5%) with XTAL1 
connected ground. 

The internal oscillator is designed to interface with an AT- 
cut quartz crystal resonator operated in parallel resonance 
mode in the frequency range specified for fxTAL- The 
crystal should be mounted as close as possible to the input 
pins to minimize output distortion and startup stabilization 
time. The MCU is compatible with most commercially 
available crystals. Nominal crystal parameters are shown in 
Figure 20. 



RESET/Vpp 

This input is used to reset the internal state of the device 
and pro vide an orderly startup procedure. During power up, 
RESET must be held below 0.8 volts: (1) at least tpc after 
Vcc reaches 4.75 volts in order to provide sufficient time for 
the clock generato r to sta bilize, and (2) until Vcc standby 
reaches 4.75 volts. RESET must be held low at least three E 
cycles if asserted during power-up operation. 

This pin is also used to supply Vpp in mode for program- 
ming the EPROM. 

E (ENABLE) 

This is an output clock used primarily for bus synchroniza- 
tion. It is TTL compatible and is the slightly skewed divide- 
by-four result of the device input clock frequency. It will 
drive one Schottky TTL load and 90 pF, and all data given in 
cycles is referenced to this clock unless otherwise noted. 

NMI (NON-MASKABLE INTERRUPT) 

An NMI negative edge requests an MCU interrupt se- 
quence, but the current instruction will be completed before 



it responds to the request. The MCU will then begin an inter- 
rupt sequence. Finally, a vector is fetched from $FFFC and 
$FFFD ($BFFC and $BFFD in mode 0), transferred to the 
program counter, and instruction execution is resumed. NMI 
typically re quire s a 3.3 kfi (nomi nal) r esistor to Vcc- There is 
no Internal NMI pullup resistor. NMI must be held low for at 
least one E cycle to be recognized under all conditions. 

NOTE 

After reset, an NMI will not be servic ed un til the first 
program load of the stack pointer. Any NMI generated 
before this load will remain pending by the processor. 

[RQT (MASKABLE INTERRUPT REQUEST 1) 

IRQ1 is a level-sensitive input which can be used to re- 
quest an interrupt sequence. The MPU will complete the cur- 
rent instruction before it responds to the request. If the inter- 
rupt mask bit (I bit) in the condition code register is clear, the 
MCU will begin an interrupt sequence. A vector Is fetched 
from $FFF8 and $FFF9 ($BFF8 and $BFF9 in mode 0), 
transferred to the program counter, and instruction execu- 
ti on is resumed. 

IRQ1 typically requires an external 3.3 kO (nominal) 
resistor to Vcc ^or wire-OR application. IRQ1 has no internal 
pullup resistor. 

SCI and SC2 (STROBE CONTROL 1 AND 2) 

The function of SCI and SC2 depends on the operating 
mode. SCI Is configured as an output in all modes except 
single-chip mode, whereas SC2 is always an output. SCI 
and SC2 can drive one Schottky load and 90 pF. 

SCI AND SC2 IN SINGLE-CHIP MODE - In single-chip 
mode, SCI and SC2 are configured as an input and output, 
respectively, and both function as port 3 control lines. SCI 
functions as IS3and can be used to indicate that port 3 input 
data is ready or output data has been accepted. Three op- 
tions associated with I S3 are controlled by the port 3 control 
and status register and are discussed in the port 3 descrip- 
tion; refer to P30-P37 (PORT 3). If unused, IS3 can remain 
unconnected. 

SC2 is configured as 0S3 and can be used to strobe out- 
put data or acknowledge input data. It Is controlled by out- 
put strobe select (OSS) in the port 3 control and status 
register. The strobe is generated by a read (OSS = 0) or write 
(OSS= 1) to the port 3 data register. 0S3 timing is shown in 
Figure 3. 

SCI AND SC2 IN EXPANDED NON-MULTIPLEXED 
MODE - In the expanded non-multiplexed mode, both SCI 
and SC2 are configured as outputs. SCI functions as in- 
put/output select (lOS) and Is asserted only when $0100 
through $01 FF is sensed on the Internal address bus. 

SC2 is configured as read/ write and is used to control the 
direction of data bus transfers. An MPU read is enabled 
when read/write and E are high. 

SCI AND SC2 IN EXPANDED MULTIPLEXED MODE - 

In the expanded multiplexed modes, both SCI and SC2 are 
configured as outputs. SCI functions as address strobe and 
can be used to demultiplex the eight least significant ad- 
dresses and the data bus. A latch controlled by address 
strobe captures the lower address on the negative edge, as 
shown In Figure 13. 
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FIGURE 20 - OSCILLATOR CHARACTERISTICS 

(a I Nominal Recommended Crystal Parameters 
Nominal Crystal Parameters* 





3.58 MHz 


4.00 MHz 


5.0 MHz 


RS 


600 


500 


30-50 


CO 


3.5 pF 


6.5 pF 


4-6 pF 


CI 


0.015 pF 


0.025 pF 


0.01-0.02 pF 


Q 


>40 K 


>30 K 


>20 K 



* NOTE; These are representative AT-cut crystal parameters only. Crystals of other 
types of cut may also be used. 




Cl = 20 pF (typical) 



HD^■ 



i 



^e 



Equivalent Circuit 



NOTE 

TTL-compatible oscillators may be 
obtained from: 

Motorola Component Products 

Attn: Crystal Clock Oscillators 
2553 N. Edgington St. 

Franklin Park, IL 60131 

Tel: 312-451-1000 

Telex: 433-0067 



(b) Oscillator Stabilization Time Urc) 



vcc 



RESET 



-fS- 



-fp 




Oscillator 
Stabilization 
Time, tRC 



3-805 



MC68701U4 



B 



SC2 is configured as read/write and is used to control tlie 
direction of data bus transfers. An MPU read is enabled 
when read/write and E are high. 

P10-P17(PORT 1) 

Port 1 is a mode independent 8-bit I/O and timer port. 
Each line can be configured as either an input or output as 
defined by the port 1 data direction register. Port 1 bitsO, 1, 
and 2 (P10, P11, and P12) can also be used to exercise one 
input edge function and two output compare functions of 
the timer. The TTL compatible three-state buffers can drive 
one Schottky TTL load and 30 pF, Darlington transistors, or 
CMOS devices using external pu llup res istors. It is con- 
figured as a data input port during RESET. Unused pins can 
remain unconnected. 

P20-P24(PORT2) 

Port 2 is a mode-independent, 5-bit, multipurpose I/O 
port. The volta ge leve ls present on P20, P21 , and P22 on the 
rising edge of RESET determine the operating mode of the 
MCU. The entire port is then configured as a data input port. 
The port 2 lines can be selectively configured as data output 
lines by setting the appropriate bits in the port 2 data direc- 
tion register. The port 2 data register is used to move data 
through the port. However, if P21 is configured as an out- 
put, it is tied to the timer output compare 1 function and can- 
not be used to provide output from the port 2 data register 
unless output enable 1 (0E1) is cleared in timer control 
register 1 . 

Port 2 can also be used to provide an interface for the 
serial communications interface and the timer input edge 
function. These configurations are described in SERIAL 
COMMUNICATIONS INTERFACE and PROGRAMMABLE 
TIMER. 

The port 2 three-state TTL-compatible output buffers are 
capable of driving one Schottky TTL load and 30 pF, or 
CMOS devices using external pullup resistors. 

PORT 2 DATA REGISTER 



PORT 3 CONTROL AND STATUS REGISTER 
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IS3 
Flag 


IS3 
IR01 


X 


OSS 
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P30-P37 (PORTS) 

Port 3 can be configured as an I/O port, a bidirectional 
8-bit data bus, or a multiplexed address/data bus depending 
on the operating mode. The TTL compatible three-state out- 
put buffers can drive one Schottky TTL load and 90 pF. 
Unused lines can remain unconnected. 

PORT 3 IN SINGLE-CHIP MODE - Port 3 is an 8-bit I/O 
port in the single-chip mode with each line configured by the 
port 3 data direction register. There are also two lines, IS3 
and 053, which can be used to control port 3 data transfers. 

Three port 3 options are controlled by the port 3 control 
and status register and are available only in single-chip 
mode: 1) port 3 input data can be latched using IS3 (SCI) as 
a control signal, 2) 0S3 (SC2) can be generated by either an 
MPU read or write to the port 3 data register, and 3) an IRQ1 
interrupt can be enabled by an IS3 negative edge. Port 3 
latch timing is shown in Figure 4. 



Bits 0-2 Not used. 

Bit 3 Latch Enable — This bit controls the input latch for 
port 3. If set, input data is latched by an IS3 
negative edge. The latch is transparent after a read 
of the port 3 data register. Latch enable is cleared 
during reset. 

Bit 4 OSS (Output Strobe Select) - This bit determines 
whether 0S3 will be generated by a read or write of 
the port 3 data register. When clear, the strobe is 
generated by a read; when set, it is generated by a 
write. OSS is cleared during reset. 

Bit 5 Not used. 

Bit 6 183 rnoi Enable - When set, an IRQ1 interrupt 
will be enabled whenever the IS3 flag is set; when 
clear, the interrupt is inhibited. This bit is cleared 
during reset. 

Bit 7 IS3 Flag - This read-only status bit is set by an IS3 
negative edge. It is cleared by a read of the port 3 
control and status register (with IS3 flag set) 
followed by a read or write to the port 3 data 
register or during reset. 

PORT 3 IN EXPANDED NON-MULTIPLEXED MODE - 

Port 3 is configured as a bidirectional data bus (D7-D0) in the 
expanded non-multiplexed mode. The direction of data 
transfers is controlled by read/ write (SC2). Data is clocked 
by E (enable). 

PORT 3 IN EXPANDED MULTIPLEXED MODE - Port 3 is 
configured as a time multiplexed address (A7-A0) and data 
bus (D7-D0) in the expanded multiplexed mode where ad- 
dress strobe (AS) can be used to demultiplex the two buses. 
Port 3 is held in a high-impedance state between valid ad- 
dress and data to prevent bus conflicts. 

P40-P47 (PORT 4) 

Port 4 is configured as an 8-bit I/O port, as address out- 
puts, or as data Inputs depending on the operating mode. 
Port 4 can drive one Schottky TTL load and 90 pF, and is the 
only port with internal pullup resistors. Unused lines can re- 
main unconnected. 

PORT 4 IN SINGLE-CHIP MODE - In single-chip mode, 
port 4 functions as an 8-bit I/O port with each line con- 
figured by the port 4 data direction register. Internal pullup 
resistors allow the port to directly interface with CMOS at 
5-volt levels. External pullup resistors to more than 5 volts, 
however, cannot be used. 

PORT 4 IN EXPANDED NON-MULTIPLEXED MODE - 

Port 4 is configured from reset as an 8-bit input port where 
the port 4 data direction register can be. written to provide 
any or all of eight address lines AO to A7. Internal pullup 
resistors pull the lines high until the port 4 data direction 
register is configured. 
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PORT 4 IN EXPANDED MULTIPLEXED MODE - In all ex- 
panded multiplexed modes except modes 1 and 6, port 4 
functions as half of the address bus and provides A8 to A15. 
In modes 1 and 6, the port is configured from reset as an 
8-bit parallel input port where the port 4 data direction 
register can be written to provide any or all of upper address 
lines AS to A15. Internal pullup resistors pull the lines high 
until the port 4 data direction register is configured where bit 
controls AS. 

RESIDENT MEMORY 

The MC68701U4 has 192 bytes of on-chip RAM and 4096 
bytes of on-chip UV erasable EPROM. This memory is con- 
trolled by four bits in the RAM/ EPROM control register. 

Thirty-two bytes of the RAM are powered through the 
Vcc standby pin and are maintainable during V^C power- 
down. This standby portion of the RAM consists of 32 bytes 
located from $40 through $5F. 

Power must be supplied to V^C standby if the internal 
RAM is to be used, regardless of whether standby power 
operation is anticipated. 

The RAM is controlled by the RAM/EPROM control 
register. 

RAM/EPROM CONTROL REGISTER ($14) 

The RAM/EPROM control register includes four bits: 
STBY PWR, RAME, PLC, and PPC. Two of these bits, 
STBY PWR and RAME, are used to control RAM access and 
determine the adequacy of the standby power source during 
power-down operation. It is intended that RAME be cleared 
and STBY PWR be set as part of a power-down procedure. 
RAME and STBY PWR are read/write bits. 

The remaining two bits, PLC and PPC, control the opera- 
tion of the EPROM. PLC and PPC are readable in all modes 
but can be changed only in mode 0. The PLC bit can be writ- 
ten without restriction in mode 0, but operation of the PPC 
bit is controlled by the state of PLC. 

Associated with the EPROM are an 8-bit data latch and a 
16-bit address latch. The data latch is enabled at all times, 
latching each data byte written to the EPROM. The address 
latch is controlled by the PLC bit. 

A description of the RAM/EPROM control register 
follows. 
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BitO Programming Latch Control (PLC). This bit con- 
trols the latch which captures the EPROM address 
to be programmed and whether the PCC bit can be 
cleared. The latch is triggered by an M PU write to a 
location in the EPROM. This bit is set during reset 
and can be cleared only in mode 0. The PLC bit is 
defined as follows: 
PLC = 0- EPROM address latch enabled; EPROM 

address is latched during MPU writes to 

the EPROM. 
PLC=1 -EPROM address latch is transparent. 



Bit 1 Programming Po wer Con trol (PPC). This bit gates 
power from the RESET/Vpp pin to the EPROM 
programming circuit. PPC is set during reset and 
whenever the PLC bit is set. It can be cleared only if 
operating in modeO, and if PLC has been previous- 
ly cleared. The PPC bit is defined as follows: 
PPC = 0— EPROM programming power (Vpp) 

, applied. 
PPC=1 — EPROM programming power (Vpp) is 
not applied. 

Bit 2-5 Unused. 

Bit 6 RAM Enable (RAME). This read/write bit can be 
used to remove the entire RAM from the internal 
memory map. RAME is set (enabled) during reset 
provided standby power is available on the positive 
edge of reset. If RAME is clear, any access to a 
RAM address is external. If RAME is set, the RAM 
is included in the internal map. 

Bit 7 Standby Power (STBY PWR). This bit is a 
read/write status bit which when cleared indicates 
that Vcc standby has decreased sufficiently below 
VsBB (minimum) to make data in the standby 
RAM suspect. It can be set only by software and is 
not affected during reset. 

Note that if PPC and PLC are set, they cannot be 
simultaneously cleared with a single MPU write. The PLC bit 
must be cleared prior to attempting to clear PPC. If both PPC 
and PLC are clear, setting PLC will also set PPC. In addition, 
it is assumed that Vpp is applied to the RESET/Vpp pin 
whenever PCC is clear. If this is not the case, the result is 
undefined. 

ERASING THE MC68701U4 EPROM 

Ultraviolet erasure will clear all bits of the EPROM to the 
zero state. The MC68701U4 EPROM is programmed by eras- 
ing it to zeros and entering ones into the desired bit loca- 
tions. 

The MC68701U4 EPROM can be erased by exposure to 
high intensity ultraviolet light with a wave length of 2537 
angstroms for a minimum of 30 minutes. The recommended 
integrated dose (ultraviolet intensity times exposure time) is 
15 watts/centimeter. The lamps should be used without 
shortwave filters, the MC68701U4 should be positioned 
about one inch away from the ultraviolet tubes, and the 
transparent lid should not be covered. 

The MC68701U4 transparent lid should always be covered 
after erasing. This protects both the EPROM and light- 
sensitive nodes from accidental exposure to ultraviolet light. 

PROGRAMMING THE MC68701U4 EPROM 

When the MC68701U4 is released from reset in modeO, a 
vector is fetched from location $BFFE:$BFFF. This provides 
a method for an external program to obtain control of the 
microcomputer with access to every location in the EPROM. 

To program the EPROM, it is necessary to operate the 
MC68701U4 in mode under the control of a program resi- 
dent in external memory which can facilitate loading and pro- 
gramming of the EPROM. After the pattern has been loaded 
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into external memory, the EPROM can be programmed as 
follows: 



I 



a. Apply programming power (Vpp) to the RESET/Vpp 
pin. 

b. Clear the PLC control bit and set the RFC bit by writing 
$FE to the RAM/EPROM control register. 

c. Write data to the next EPROM location to be program- 
med. Triggered by an MPU write to the EPROM, inter- 
nal latches capture both the EPROM address and the 
data byte. 

d. Clear the PPC bit for programming time, tpp, by writing 
$FC to the RAM/EPROM control register and waiting 
for time, tpp. T his step gates the programming power 
(Vpp) from the RESET/Vpp pin to the EPROM which 
programs the location. 

e. Repeat steps b through d for each byte to be program- 
med. 

f. Set the PLC and PPC bits by writing $FF to the 
RAM/EPROM control register. 

g. Remove the programming power (Vpp) from the 
RESET/Vpp pin. The EPROM can now be read and 
verified. 

Because the erased state of an EPROM byte is $00, it is not 
necessary to program a location which is to contain $00. 
Finally, it should be noted that the result of inadvertently 
programming a location more than once is the logical OR of 
the data patterns. 

PROGRAMMABLE TIMER 

The programmable timer can be used to perform 
measurements on two separate input waveforms while in- 
dependently generating three output waveforms. Pulse 
widths can vary from several microseconds to many 
seconds. A block diagram of the timer is shown in Figure 21 . 
COUNTER ($09:0A), ($15, $16) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (enable). It is cleared during reset 
and is read-only with one exception: in modeO a write to the 
counter ($09) will preset it to $FFF8. This feature, intended 
for testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock. The TOF bit is set 
whenever the counter contains all ones. If ETOI is set, an in- 
terrupt will occur when the TOF is set. The counter may also 
be read at $15 and $16 to avoid inadvertently clearing the 
TOF. 



OUTPUT COMPARE REGISTERS ($OB:OC), ($1A:1B), 
($1C:1D) 

The three output compare registers are 16-bit read/write 
registers, each used to control an output waveform or pro- 
vide an arbitrary time-out flag. They are compared with the 
free-running counter during the negative half of each E cy- 
cle. When a match occurs, the corresponding output com- 
pare flag (OCF) is set and the corresponding output level 
(OLVL) is clocked to an output level register. If both the cor- 
responding output enable bit and data direction register bit 
are set, the value represented in the output level register will 
appear on the corresponding port pin. The appropriate OLVL 
bit can then be changed for the next compare. 

The function is inhibited for one cycle after a write to its 
high byte ($0B, $1A, or $1C) to ensure a valid compare after 
a double byte write. Writes can be made to either byte of the 
output compare register without affecting the other byte. 
The OLVL value will be clocked out independently of 
whether the OCF had previously been cleared. The output 
compare registers are set to $FFFF during reset. 

INPUT CAPTURE REGISTERS ($OD:OE), ($1E:1F) 

The two input capture registers are 16-bit read-only 
registers used to store the free-running counter when a 
"proper" input transition occurs as defined by the cor- 
responding input edge bit (lEDGl or IEDG2). The input pin's 
data direction register should be configured as an input, but 
the edge detect circuit always senses PIO and P20 even 
when configured as an output. The counter value will be 
latched into the input capture registers on the second 
negative edge of the E clock following the transition. 

An input capture can occur independently of ICF; the 
register always contains the most current value. Counter 
transfer is inhibited, however, between accesses of a double 
byte MPU read. The input pulse width must be at least two E 
cycles to ensure an input capture under all conditions. 

TIMER CONTROL AND STATUS REGISTERS 

Four registers are used to provide the MC68701U4 with 
control and status information about the three output com- 
pare functions, the timer overflow function, and the two in- 
put edge functions of the timer. They are: 

Timer Control and Status Register (TCSR) 

Timer Control Register 1 (TCR1) 

Timer Control Register 2 (TCR2) 

Timer Status Register (TSR) 
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FIGURE 21 - BLOCK DIAGRAM OF PROGRAMMABLE TIMER 
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TIMER CONTROL AND STATUS REGISTER (TCSR) 
($08) — The timer control and status register is an 8-bit 
register of which all bits are readable, while only bits 0-4 can 
be written. All the bits in this register are also accessible 
through the two timer control registers and the timer status 
register. The three most significant bits provide the timer 
status and indicate if: 

1. a proper level transition has been detected at P20, 

2. a match has occurred between the free-running 
counter and output compare register 1, or 

3. the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR. 

TIMER CONTROL AND STATUS REGISTER 
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Bit Output Level 1 - 0LVL1 is clocked to output level 
register 1 by a successful output compare and will 
appear at P21 if bit 1 of the port 2 data direction 
register is set and the 0E1 control bit in timer con- 
trol register 1 is set. 0LVL1 and output level 
register 1 are cleared during reset. Refer to TIMER 
CONTROL REGISTER 1 (TCR1) ($17). 

Bit 1 Input Edge 1 — IEDG1 is cleared during reset and 
controls which level transition on P20 will trigger a 
counter transfer to input capture register 1: 
IEDG1 =0 transfer on a negative-edge 
IEDG1 = 1 transfer on a positive-edge 
Refer to TIMER CONTROL REGISTER 1 (TCR1) 
($17). 

Bit 2 Enab le Timer Overflow Interrupt — When set, an 
IRQ2 Interrupt will be generated when the timer 
overflow flag is set; when clear, the interrupt is in- 
hibited. ETOI is cleared during reset. Refer to 
TIMER CONTROL REGISTER 2 (TCR2) ($18). 

Bit 3 Ena ble O utput Compare Interrupt 1 - When set, 
an IRQ2 interrupt will be generated when output 
compare flag 1 is set; when clear, the interrupt is in- 
hibited. E0CI1 is cleared during reset. Refer to 
TIMER CONTROL REGISTER 2 (TCR2) ($18). 

Bit 4 Enable Input Capture Interrupt 1 — When set, an 
IRQ2 interrupt will be generated when input cap- 
ture flag 1 is set; when clear, the interrupt is in- 
hibited. EICI1 is cleared during reset. Refer to 
TIMER CONTROL REGISTER 2 (TCR2) ($18). 

Bit 5 Timer Overflow Flag - The TOP is set when the 
counter contains all ones ($FPFF). It is cleared by 
reading the TCSR or the TSR (with TOP set) and 
the counter high byte ($09), or during reset. Refer 
to TIMER STATUS REGISTER (TSR) ($19). 

Bit 6 Output Compare Flag 1 - OCPl is set when output 
compare register 1 matches the free-running 
counter. 0CF1 is cleared by reading the TCSR or 
the TSR (with 0CF1 set) and then writing to output 
compare register 1 ($0B or $0C), or during reset. 
Refer to TIMER STATUS REGISTER (TSR) ($19). 



Bit 7 Input Capture Flag - ICF1 is set to indicate that a 
proper level transition has occurred; it is cleared by 
reading the TCSR or the TSR (with ICF1 set) and 
the input capture register 1 high byte ($0D), or dur- 
ing reset. Refer to TIMER STATUS REGISTER 
(TSR) ($19). 

TIMER CONTROL REGISTER 1 (TCR1) ($17) - Timer 
control register 1 is an 8-bit read/write register which con- 
tains the control bits for interfacing the output compare and 
input capture registers to the corresponding I/O pins. 



TIMER CONTROL REGISTER 1 
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Bit Output Level 1 - 0LVL1 is clocked to output level 
register 1 by a successful output compare and will 
appear at P21 if bit 1 of the port 2 data direction 
register is set and the 0E1 control bit is set. 0LVL1 
and output level register 1 are cleared during reset. 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

Bit 1 Output Level 2 - 0LVL2 is clocked to output level 
register 2 by a successful output compare and will 
appear at P11 if bit 1 of port 1 data direction register 
is set and the 0E2 control bit is set. 0LVL2 and out- 
put level register 2 are cleared during reset. 

Bit 2 Output Level 3 - 0LVL3 is clocked to output level 
register 3 by a successful output compare and will 
appear at P12 if bit 2 of port 1 data direction register 
is set and the 0E3 control bit is set. 0LVL3 and out- 
put level register 3 are cleared during reset. 

Bit 3 Input Edge 1 — IEDG1 is cleared during reset and 
controls which level transition on P20 will trigger a 
counter transfer to input capture register 1. 
IEDG1 =0 transfer on a negative-edge 
IEDG1 = 1 transfer on a ppsitive-edge 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

Bit 4 Input Edge 2 - IEDG2 is cleared during reset and 
controls which level transition on PIG will trigger a 
counter transfer to input capture register 2. 
IEDG2 = transfer on a negative-edge 
IEDG2=1 transfer on a positive-edge 

Bit 5 Output Enable 1 — 0E1 is set during reset and 
enables the contents of output level register 1 to be 
connected to P21 when bit 1 of port 2 data direc- 
tion register is set. 

0E1 =0 port 2 bit 1 data register output 

0E1 = 1 output level register 1 

Bit 6 Output Enable 2 — 0E2 is cleared during reset and 
enables the contents of output level register 2 to be 
connected to P11 when bit 1 of port 1 data direc- 
tion register is set. 

OE2 = port 1 bit 1 data register output 

0E2= 1 output level register 2 



3-810 



MC68701U4 



Bit 7 Output Enable 3 — 0E3 is cleared during reset and 
enables the contents of output level register 3 to be 
connected to P12 when bit 2 of port 1 data direc- 
tion register is set 

OE3 = port 1 bit 2 data register output 

0E3= 1 output level register 3 

TIMER CONTROL REGISTER 2 (TCR2) ($18) - Timer 
control register 2 is an 8-bit read/write register (except bits 
and 1) which enable the interrupts associated with the free- 
running counter, the output compare registers, and the input 
capture registers. In test mode 0, two more bits (clock and 
test) are available for checking the timer. 

TIMER CONTROL REGISTER 2 
(Non-Test Modes) 



EICI2 ElCn E0CI3 E0CI2 E0CI1 ETOI 



Bits 0-1 Read-Only Bits - When read, these bits return a 
value of 1 . Refer to TIMER CONTROL REGISTER 2 
(Test Mode). 

Bit 2 Enab le Timer Overflow Interrupt — When set, an 
IRQ2 interrupt will be generated when the timer 
overflow flag is set; when clear, the interrupt is in- 
hibited. ETOI is cleared during reset. Refer to 
TIMER CONTROL AND STATUS REGISTER 
(TCSR) ($08) 

Bit 3 En able O utput Compare Interrupt 1 - When set, 
an IRQ2 interrupt will be generated when the out- 
put compare flag 1 is set; when clear, the interrupt 
is inhibited. E0CI1 is cleared during reset. Refer to 
TIMER CONTROL AND STATUS REGISTER 
(TCSR) ($08). 

Bit 4 En able O utput Compare Interrupt 2 — When set, 
an IRQ2 interrupt will be generated when the out- 
put compare flag 2 is set; when clear, the interrupt 
is inhibited. E0CI2 is cleared during reset. 

Bit 5 Enable Output Compare Interrupt 3 — When set, 
an IRQ2 interrupt will be generated when the out- 
put compare flag 3 is set; when clear, the interrupt 
is inhibited. E0CI3 is cleared during reset. 

Bit 6 Enab le Input Capture Interrupt 1 — When set, an 
IRQ2 interrupt will be generated when the input 
capture flag 1 is set; when clear, the interrupt is in- 
hibited. EICI1 IS cleared during reset. Refer to 
TIMER CONTROL AND STATUS REGISTER 
(TCSR) ($08) 

Bit 7 Enab le Input Capture Interrupt 2 - When set, an 
IRQ2 interrupt will be generated when the input 
capture flag 2 is set; when clear, the interrupt is in- 
hibited. EICI2 is cleared during reset. 

The timer test bits (test and clock) allow the free-running 
counter to be tested as two separate 8-bit counters to speed 
testing. 



TIMER CONTROL REGISTER 2 
(Test Mode) 



Bit CLOCK - The CLOCK control bit selects which 
half of the 16-bit free-running counter (MSB or 
LSB) should be clocked with E. The CLOCK bit is a 
read/write bit only in mode and is set during 
reset. 

CLOCK = — Only the eight most significant bits 

of the free-running counter run with TEST = 0. 

CLOCK =1 - Only the eight least significant bits 

of the free-running counter run when 

TEST = 0. 

Bit 1 TEST - the TEST control bit enables the timer test 
mode. TEST is a read/write bit in mode and is set 
during reset. 

TEST = — Timer test mode enabled: 

a) The timer LSB latch is transparent which 
allows the LSB to be read independently 
of the MSB. 

b) Either the MSB or the LSB of the timer is 
clocked by E, as defined by the CLOCK 
bit. 

TEST=1 - Timer test mode disabled. 

Bits 2-7 See TIMER CONTROL REGISTER 2 (Non-Test 
Modes). (These bits function the same as in the 
non-test modes.) 

TIMER STATUS REGISTER (TSR) ($19) - The timer 
status register is an 8-bit read-only register which contains 
the flags associated with the free-running counter, the out- 
put compare registers, and the input capture registers. 

TIMER STATUS REGISTER 
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Bits 0-1 Not used. 

3it 2 Timer Overflow Flag - The TOF is set when the 
counter contains all ones ($FFFF). It is cleared by 
reading the TSR or the TCSR (with TOF set) and 
then the counter high byte ($09), or during reset. 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

3it 3 Output Compare Flag 1 — 0CF1 is set when output 
compare register 1 matches the free-running 
counter. 0CF1 is cleared by reading the TSR or the 
TCSR (with 0CF1 set) and then writing to output 
compare register 1 ($0B or $0C), or during reset. 
Refer to TIMER CONTROL AND STATUS 
REGISTER (TCSR) ($08). 

3it 4 Output Compare Flag 2 — 0CF2 is set when output 
compare register 2 matches the free-running 
counter. 0CF2 is cleared by reading the TSR (with 
0CF2 set) and then writing to output compare 
register 2 ($1A or $1B), or during reset. 

Bit 5 Output Compare Flag 3 ~ 0CF3 is set when output 
compare register 3 matches the free-running 
counter. 0CF3 is cleared by reading the TSR (with 
0CF3 set) and then writing to output compare 
register 3 ($1C or $1D), or during reset. 

Bit 6 Input Capture Flag 1 - ICF1 is set to indicate that a 
proper level transition has occurred; it is cleared by 
reading the TSR or the TCSR (with ICF1 set) and 
the input capture register 1 high byte ($0D), or dur- 
ing reset. Refer to TIMER CONTROL AND 
STATUS REGISTER (TCSR) ($08). 
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Bit 7 Input Capture Flag 2 — ICF2 is set to indicate that a 
proper level transition has occurred; it is cleared by 
reading the TSR (with ICF2 set) and the input cap- 
ture register 2 high byte ($1E), or during reset. 

SERIAL COMMUNICATIONS INTERFACE 

A full-duplex asynchronous serial communications inter- 
face (SCI) is provided with two data formats and a variety of 
rates. The SCI transmitter and receiver are functionally in- 
dependent but use the same data format and bit rate. Serial 
data formats include standard mark/space (NRZ) and bi- 
phase and both provide one start bit, eight data bits, and one 
stop bit. "Baud" and "bit rate" are used synonymously in 
the following description. 

WAKE-UP FEATURE 

In a typical serial loop multiprocessor configuration, the 
software protocol will usually identify the addressee(s) at the 
beginning of the message. In order to permit uninterested 
MRUs to ignore the remainder of the message, wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until its data line goes 
idle. An SCI receiver is re-enabled by an idle string of ten 
consecutive ones or during reset. Software must provide for 



the required idle string between consecutive messages and 
prevent it within messages. 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable: 

• Format: standard mark/space (NRZ) or bi-phase 

• Clock: external or internal bit rate clock 

• Baud: one of eight per E clock frequency or external 
clock ( X 8 desired baud) 

• Wake-Up Feature: enabled or disabled 

• Interrupt Requests: enabled individually for transmitter 
and receiver 

• Clock Output: internal bit rate clock enabled or disabled 
to P22 

SERIAL COMMUNICATIONS REGISTERS 

The serial communications interface includes four ad- 
dressable registers as depicted in Figure 22. It is controlled 
by the rate and mode control register and the 
transmit/receive control and status register. Data is transmit- 
ted and received utilizing a write-only transmit register and a 
read-only receive register. The shift registers are not accessi- 
ble to software. 



FIGURE 22 - SCI REGISTERS 
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RATE AND MODE CONTROL REGISTER (RMCR) ($10) 

- The rate and mode control register controls the SCI bit 
rate, format, clock source, and under certain conditions, the 
configuration of P22. The register consists of five write-only 
bits which are cleared during reset. The two least significant 
bits in conjunction with bit 7 control the bit rate of the inter- 
nal clock and the remaining two bits control the format and 
clock source. 

RATE AND MODE CONTROL REGISTER 
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Bit 1:Bit SS1:SS0 Speed Select - These two bits select 
the baud when using the internal clock. Eight 
rates may be selected (in conjunction with bit 7) 
which are a function of the MCU input frequen- 
cy. Table 6 lists bit time and rates for three 
selected MCU frequencies. 

Bit 3: Bit 2 CC1:CC0 Clock Control and Format Select - 

These two bits control the format and select the 
serial clock source. If CCl is set, the DDR value 



for P22 is forced to the complement of CCO and 
cannot be altered until CCl is cleared. If CCl is 
cleared after having been set, its DDR value is 
unchanged. Table 7 defines the formats, clock 
source, and use of P22. 

Bits 4-6 Not used. 

Bit 7 EBE Enhanced Baud Enable - EBE selects the 

standard MC6801 baud rates when clear and the 
additional baud rates when set (Table 6). This 
bit is cleared by reset and is a write-only control 
bit. 

EBE = standard MC6801 baud rates 

EBE=1 additional baud rates 

If both CCl and CCO are set, an external TTL-compatible 
clock must be connected to P22 at eight times (8x ) the 
desired bit rate, but not greater than E, with a duty cycle of 
50% ( + 10%). If CC1:CC0=10, the internal bit rate clock is 
provided at P22 regardless of the values for TE or RE. 

NOTE 

The source of SCI internal bit rate clock is the timer 
free-running counter. An MPU write to the counter in 
mode can disturb serial operations. 



I 



TABLE 6 - SCI BIT TIMES AND RATES 



EBE 


SSI 


SSO 


4fo- 


2.4576 MHz 


4.0 MHz 


4.9152 MHz 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 


Baud 


Time 


Baud 


Time 


Baud 


Time 











^16 


38400.0 


26 ^s 


62500.0 


16.0/1$ 


76800.0 


13.0 /is 








1 


+ 128 


4800.0 


208.3 ,iS 


7812.5 


128.0 ,is 


9600.0 


104,2 /IS 





1 





+ 1024 


600.0 


1 .67 ms 


976,6 


1 .024 ms 


1200.0 


833,3 ,18 





1 


1 


+ 4096 


150.0 


6.67 ms 


244.1 


4.096 ms 


300.0 


3.33 ms 


1 








+ 64 


9600.0 


104.2,^8 


15625.0 


64,13 


19200.0 


52,0 /is 


1 





1 


+ 256 


2400.0 


416.6 ;is 


3906.3 


256 ms 


4800.0 


208,3 /IS 


1 


1 





+ 512 


1200.0 


833.3 ,iS 


1953.1 


512 ,is 


2400.0 


416,6 /IS 


1 


1 


1 


+ 2048 


300.0 


3.33 ms 


488.3 


2.05 ms 


600.0 


01.67 ms 




Exterr 


al (P2 


2)» 


76800.0 


13.0^5 


125000.0 


8.0^8 


153600.0 


6.5 /IS 



* Using maximum clock rate 



TABLE 7 - SCI FORMAT AND CLOCK SOURCE CONTROL 



CCl: CCO 


Format 


Clock 
Source 


Port 2 
Bit 2 


00 


Bi-Phase 


Internal 


Not Used 


01 


NRZ 


Internal 


Not Used 


10 


NRZ 


Internal 


Output 


11 


NRZ 


External 


Input 



3-813 



MC68701U4 



i 



TRANSMIT/RECEIVE CONTROL AND STATUS 
REGISTER (TRCSR) ($11) - The transmit/ receive control 
and status register controls the transmitter, receiver, wake- 
up feature, and two individual interrupts, and monitors the 
status of serial operations. All eight bits are readable while 
bit s to 4 are also writable. The register is initialized to $20 
by RESET. 

TRANSMIT/ RECEIVE CONTROL AND STATUS REGISTER 

7 6 5 4 3 2 10 

|rDRF |ORFE |tDRE | RIE | re I TIE | TE | WU | $11 

Bit "Wake-Up" on Idle Line - When set, WU enables 
the wake-up function; it is cleared by ten con- 
secutive ones or during reset. WU will not be set if 
the line is idle. Refer to WAKE-UP FEATURE. 

Bit 1 Transmit Enable - When set, P24 DDR bit is set, 
cannot be changed, and will remain set if TE is 
subsequently cleared. When TE is changed from 
clear to set, the transmitter is connected to P24 and 
a preamble of nine consecutive ones is transmitted. 
TE is cleared during reset. 

Bit 2 Transmit Interrupt Enable - When set, an IRQ2 is 
set; when clear, the interrupt is inhibited. TE is 
cleared during reset. 

Bit 3 Receive Enable - When set, the P23 DDR bit is 
cleared, cannot be changed, and vyill remain clear if 
RE is subsequently cleared. While RE is set, the SCI 
receiver is enabled. RE is cleared during reset. 

Bit 4 Receiver Interrupt Enable — When set, an IRQ2 in- 
terrupt is enabled when RDRF and/or ORFE is set; 
when clear, the interrupt is inhibited. RIE is cleared 
during reset. 

Bit 5 Transmit Data Register Empty — TDRE is set when 
the transmit data register is transferred to the out- 
put serial shift register or during reset. It is cleared 
by reading the TRCSR (with TDRE set) and then 
writing to the transmit data register. Additional 
data will be transmitted only if TDRE has been 
cleared. 



Bit 6 Overrun Framing Error — If set, ORFE indicates 
either an overrun or framing error. An overrun is a 
new byte ready to transfer to the receiver data 
register with RDRF still set. A receiver framing error 
has occurred when the stop bit (1) is not found in 
the tenth bit time. An overrun can be distinguished 
from a framing error by the state of RDRF: if RDRF 
is set, then an overrun has occurred; othen/vise, a 
framing error has been detected. Data is not 
transferred to the receive data register in an over- 
run condition. Unframed data causing a framing er- 
ror is transferred to the receive data register. 
However, subsequent data transfer is blocked until 
the framing error flag is cleared. ORFE is cleared by 
reading the TRCSR (with ORFE set) then the 
receive data register, or during reset. 

Bit 7 Receive Data Register Full — RDRF is set when the 
input serial shift register is transferred to the receive 
data register, or during reset. 

SERIAL OPERATIONS 

The SCI is initialized by writing control bytes first to the 
rate and mode control register and then to the 
transmit/ receive control and status register. When TE is set, 
the output of the transmit serial shift register is connected to 
P24 and serial output is initiated by transmitting a 9-bit 
preamble of ones. 

At this point, one of two situations exists: 1 ) if the transmit 
data register is empty (TDRE=1), a continuous string of 
ones will be sent indicating an idle line; or 2) if a byte has 
been written to the transmit data register (TDRE = 0), it will 
be transferred to the output serial shift register (synchro- 
nized with the bit rate clock), TDRE will be set, and transmis- 
sion will begin. 

The start bit (0), eight data bits (beginning with bit 0), and 
a stop bit (1) will be transmitted. If TDRE is still set when the 
next byte transfer occurs, ones will be sent until more data is 
provided. In bi-phase format, the output toggles at the start 
of each bit and at half-bit time when a one is sent. Receive 
operation is controlled by RE which configures P23 as an in- 
put and enables the receiver. SCI data formats are illustrated 
in Figure 23. 



FIGURE 23 - SCI DATA FORMATS 
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INSTRUCTION SET 

The MC68701U4 is directly source compatible with the 
MC6801 and upward source and object code- compatible 
with the MC6800. Execution times of key instructions have 
been reduced and several instructions have been added, in- 
cluding a hardware multiply. A list of new operations added 
to the MCeSOO instruction set is shown in Table 1. 

In addition, two special opcodes, 4E and 5E, are provided 
for test purposes. These opcodes force the program counter 



to increment like a 16-bit counter causing address lines used 
in the expanded modes to increment until the device is reset. 
These opcodes have no mnemonics. 

The coding of the first (or only) byte corresponding to an 
executable instruction is sufficient to identify the instruction 
and the addressing mode. The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 8. There are 220 valid machine codes, 34 unassigned 
codes, and 2 codes reserved for test purposes. 



TABLE 8 - CPU INSTRUCTION MAP 



OP 


MNEM 


MODE 


» 


OP 


MNEM 


MODE 


» 


OP 


MNEM 


MODE 


- 


» 


OP 


MNEM 


MODE 


1 


OP 


MNEM 


MODE 


n 


00 


. 






34 


DES 


INNER 


3 1 


68 


ASL 


INDXD 


6 


2 


9C 


CPX 


DIR 


5 2 


DO 


SUBB 


DIR 


3 2 


01 


NOP 


INNER 


2 1 


35 


TXS 


t 


k 


3 1 


69 


ROL 


t 


k 


6 


2 


9D 


JSR 


t\ 


5 2 


Dl 


CMPB 


A 


3 2 


02 


• 


; 


1 




36 


PSNA 






3 1 


6A 


DEC 






6 


2 


9E 


LDS 


" 


4 2 


D2 


SBCB 






3 2 


03 


• 








37 


PSNB 






3 1 


6B 


• 










9F 


STS 


DIR 


4 2 


D3 


ADDD 






5 2 


04 


LSRD 






3 1 


38 


PULX 






5 1 


6C 


INC 






6 


2 


AO 


SUBA 


INDXD 


4 2 


D4 


ANDB 






3 2 


05 


ASLD 






3 1 


39 


RTS 






5 1 


6D 


TST 






6 


2 


Al 


CMPA 


t 


I 


4 2 


D5 


BITB 






3 2 


06 


TAP 






2 1 


3A 


ABX 






3 1 


6E 


JMP 


1 


1 


3 


2 


A2 


SBCA 






4 2 


D6 


LDAB 






3 2 


07 


TPA 






2 1 


3B 


RTI 






10 1 


6F 


CLR 


INDXD 


6 


2 


A3 


SUBD 






6 2 


D7 


STAB 






3 2 


08 


INX 






3 1 


3C 


PSNX 






4 1 


70 


NEG 


EXTND 


6 


3 


A4 


ANDA 






4 2 


08 


EORB 






3 2 


09 


DEX 






3 1 


3D 


MUL 






10 1 


71 


• 


J 


* 






A5 


BITA 






4 2 


09 


ADCB 






3 2 


OA 


CLV 






2 1 


3E 


WAI 






9 1 


72 


• 








A6 


LDAA 






4 2 


OA 


GRAB 






3 2 


OB 


SEV 






2 1 


3F 


SWI 






12 1 


73 


COM 






6 


3 


A7 


STAA 






4 2 


OB 


ADDB 






3 2 


OC 


CLC 






2 1 


40 


NEGA 






2 1 


74 


LSR 






6 


3 


A8 


EORA 






4 2 


DC 


LDD 






4 2 


OD 


SEC 






2 1 


41 


• 








75 


• 










A9 


ADCA 






4 2 


DD 


STD 






4 2 


OE 


CLI 






2 1 


42 


• 








76 


ROR 






6 


3 


AA 


ORAA 






4 2 


DE 


LDX 


" 


4 2 


OF 


SEI 






2 1 


43 


COMA 






2 1 


77 


ASR 






6 


3 


AB 


ADDA 






4 2 


DF 


STX 


DIR 


4 2 


10 


SBA 






2 1 


44 


LSRA 






2 1 


78 


ASL 






6 


3 


AC 


CPX 






6 2 


EO 


SUBB 


INDXD 


4 2 


11 


CBA 






2 1 


45 


• 








79 


ROL 






6 


3 


AD 


JSR 






6 2 


El 


CMPB 


) 


i 


4 2 


12 


• 








46 


RORA 






2 1 


7A 


DEC 






6 


3 


AE 


LDS 


' 


' 


5 2 


E2 


SBCB 






4 2 


13 


. 








47 


ASRA 






2 1 


7B 


• 










AF 


STS 


INDXD 


5 2 


E3 


ADDD 






6 2 


14 


• 








48 


AS LA 






2 1 


7C 


INC 






6 


3 


BO 


SUBA 


EXTND 


4 3 


E4 


ANDB 






4 2 


15 


• 








49 


ROLA 






2 1 


7D 


TST 






6 


3 


Bl 


CMPA 


) 


I 


4 3 


E5 


BITB 






4 2 


16 


TAB 






2 1 


4A 


DECA 






2 1 


7E 


JMP 


' 


f 


3 


3 


B2 


SBCA 






4 3 


E6 


LDAB 






4 2 


17 


TBA 






2 1 


4B 


• 








7F 


CLR 


EXTND 


6 


3 


83 


SUBD 






6 3 


E7 


STAB 






4 2 


18 


• 


\ 


' 




4C 


INCA 






2 1 


80 


SUBA 


IMMED 


2 


2 


B4 


ANDA 






4 3 


EB 


EORB 






4 2 


19 


DAA 


INHER 


2 1 


4D 


TSTA 






2 1 


81 


CMPA 


, 


I 


2 


2 


B5 


BITA 






4 3 


E9 


ADCB 






4 2 


lA 


• 






4E 


T 








■82 


SBCA 






2 


2 


B6 


LDAA 






4 3 


EA 


GRAB 






4 2 


IB 


ABA 


INNER 


2 1 


4F 


CLRA 






2 1 


83 


SU8D 






4 


3 


B7 


STAA 






4 3 


EB 


ADDB 






4 2 


IC 


• 






60 


NEGB 






2 1 


84 


ANOA 






2 


2 


B8 


EORA 






4 3 


EC 


LDD 






5 2 


ID 


. 






61 


• 








85 


BITA 






2 


2 


B9 


ADCA 






4 3 


ED 


STD 






5 2 


IE 


. 






62 


. 








86 


LDAA 






2 


2 


BA 


ORAA 






4 3 


EE 


LDX 


' 


< 


5 2 


IF 


. 






53 


COMB 






2 1 


87 


• 










BB 


ADDA 






4 3 


EF 


STX 


INDXD 


5 2 


20 


BRA 


REL 


3 2 


64 


LSRB 






2 I 


88 


EORA 






2 


2 


BC 


CPX 






6 3 


FO 


SUBB 


EXTND 


4 3 


21 


BRN 


) 


k 


3 2 


56 


• 








89 


ADCA 






2 


2 


BD 


JSR 






6 3 


Fl 


CMPB 


, 


\, 


4 3 


22 


BHI 






3 2 


56 


RORB 






2 1 


8A 


ORAA 






2 


2 


BE 


LDS 


^ 


' 


6 3 


F2 


SBCB 






4 3 


23 


BLS 






3 2 


57 


ASRB 






2 1 


8B 


ADDA 


' 


' 


2 


2 


OF 


STS 


EXTND 


6 3 


F3 


ADDD 






6 3 


24 


BCC 






3 2 


58 


ASLB 






2 1 


8C 


CPX 


IMMED 


4 


3 


CO 


SUBB 


IMMED 


2 2 


F4 


ANDB 






4 3 


25 


BCS 






3 2 


59 


ROLB 






2 1 


8D 


BSR 


REL 


6 


2 


CI 


CMPB 


, 


I 


2 2 


F5 


BITB 






4 3 


26 


BNE 






3 2 


5A 


DECB 






2 1 


8E 


LDS 


IMMED 


3 


3 


C2 


SBCB 






2 2 


F6 


LDAB 






4 3 


27 


BEQ 






3 2 


6B 


• 








8F 


• 








C3 


ADDO 






4 3 


F7 


STAB 






4 3 


28 


BVC 






3 2 


5C 


INCB 






2 1 


90 


SUBA 


DIR 


3 


2 


C4 


ANDB 






2 2 


F8 


EORB 






4 3 


29 


BVS 






3 2 


SD 


TSTB 






2 1 


91 


CMPA 


/ 


I 


3 


2 


C6 


BITB 






2 2 


F9 


ADCB 






4 3 


2A 


BPL 






3 2 


5E 


T 


' 


f 




92 


SBCA 






3 


2 


C6 


LDAB 






2 2 


FA 


GRAB 






4 3 


2B 


BMI 






3 2 


5F 


CLRB 


INNER 


2 1 


93 


SUBD 






5 


2 


C7 


• 








FB 


ADDB 






4 3 


2C 


BGE 






3 2 


60 


NEG 


INDXD 


6 2 


94 


ANDA 






3 


2 


C8 


EORB 






2 2 


FC 


LDD 






5 3 


2D 


BLT 






3 2 


61 


• 


, 


k 




95 


BITA 






3 


2 


C9 


ADCB 






2 2 


FD 


STD 






5 3 


2E 


BGT 


\ 


i 


3 2 


62 


• 








96 


LDAA 






3 


2 


CA 


CRAB 






2 2 


FE 


LDX 


' 


1 


5 3 


2F 


BLE 


REL 


3 2 


63 


COM 






6 2 


97 


STAA 






3 


2 


CB 


ADDS 






2 2 


FF 


STX 


EXTND 


5 3 


30 


TSX 


INNER 


3 1 


64 


LSR 






6 2 


98 


EORA 






3 


2 


CC 


LDD 






3 3 










31 


INS 


/ k 


3 1 


65 


• 








99 


ADCA 






3 


2 


CD 


• 


^ 


' 






♦ UNDEFINED OP CODE | 


32 


PULA 




4 1 


66 


ROR 


' 


' 


6 2 


9A 


ORAA 






3 


2 


CE 


LDX 


IMMED 


3 3 










33 


PULB 


1' 


4 1 


67 


ASR 


INDXD 


6 2 


9B 


ADDA 


' 


' 


3 


2 


CF 


• 















B 



NOTES: 

1. Addressing Modes 

INHER = Inherent INDXD = lndexed IMMED = lmmediate 
REL = Relative EXTND = Extended DIRsDJrect 

2. Unassigned opcodes are indicated by "•" and should not be executed. 

3. Codes marked by "T" force the PC to function as a 16-bit counter. 
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PROGRAMMING MODEL 

A programming model for the MC68701U4 is shown in 
Figure 8. Accumulator A can be concatenated with ac- 
cumulator B and jointly referred to as accumulator D where 
A is the most significant byte. Any operation which modifies 
the double accumulator will also modify accumulators A 
and/or B. Other registers are defined as follows: 

PROGRAM COUNTER - The program counter is a 16-bit 
register which always points to the next instruction. 

STACK POINTER - The stack pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue. The stacic resides in 
random-access memory at a location defined by the pro- 
grammer. 

INDEX REGISTER - The index register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing. 

ACCUMULATORS - The MRU contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit ( ALiJ). They can also be 
concatenated and referred to as the D (double) accumulator. 

CONDITION CODE REGISTER - The condition code 
register indicates the results of an instruction and includes 
the following five condition bits: negative (N), zero (Z), 
overflow (V), carry/borrow from MSB (C), and half carry 
from bit 3 (H). These bits are testable by the conditional 
branch instructions. Bit 4 is the interrupt mask (I bit) and in- 
hibits all maskable interrupts when set. The two unused bits, 
B6 and B7, are read as ones. 

ADDRESSING MODES 

Six addressing modes can be used to reference memory. 
A summary of addressing modes for all instructions is 
presented in Tables 9, 10, 11, and 12 where execution times 
are provided in E cycles. Instruction execution times are 
summarized in Table 13. With an input frequency of 4 MHz, 
one E cycle is equivalent to one microsecond. A cycle-by- 
cycle description of bus activity for each instruction is pro- 
vided in Table 14 and descriptions of selected instructions 
are shown in Figure 24. 

IMMEDIATE ADDRESSING - The operand or "im- 
mediate byte(s)" is contained in the following byte(s) of the 
instruction where the number of bytes matches the size of 
the register. These are two or three byte instructions. 



DIRECT ADDRESSING - The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $00. 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access. In most applica- 
tions, the 256-byte area is reserved for frequently referenced 
data. 

EXTENDED ADDRESSING - The second and third bytes 
of the instruction contain the absolute address of the 
operand. These are three byte instructions. 

INDEXED ADDRESSING - The unsigned offset con- 
tained in the second byte of the instruction is added with 
carry to the index register and is used to reference memory 
without changing the index register. These are two byte in- 
structions. 

INHERENT ADDRESSING - The operand(s) is a register 
and no memory reference is required. These are single byte 
instructions. 

RELATIVE ADDRESSING - Relative addressing is used 
only for branch instructions. If the branch condition is true, 
the program counter is overwritten with the sum of a signed 
single byte displacement in the second byte of the instruc- 
tion and the current program counter. This provides a 
branch range of - 126 to + 129 bytes from the first byte of 
the instruction. These are two byte instructions. 



SUMMARY OF CYCLE-BY-CYCLE OPERATION 

Table 14 provides a detailed description of the information 
present on the address bus, data bus, and the read/write 
(R/W) line during each cycle of each instruction. 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed. The information is categorized in 
groups according to addressing mode and number of cycles 
per instruction. In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner. Exceptions are indicated in the table. 

Note that during MRU reads of internal locations, the 
resultant value will not appear on the external data bus ex- 
cept in mode 0. "High order" byte refers to the most signifi- 
cant byte of a 16-bit value. During unused bus cycles, the ad- 
dress bus is forced to $FFFF and R/W is high. 
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TABLE 9 - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 



Pointer Operations 


MNEM 
































Boolean/ 
Arithmetic Operation 


Condition Codes 


Immed 


Direct 


Index 


Extend 


Inherent 


5 


4 


3 


2 


1 





Op 


~ 


# 


Op 


- 


# 


Op 


~ 


» 


Op 


~ 


# 


Op 


- 


# 


H 


1 


N 


Z 


V 


C 


Compare Index Register 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X-M:M+1 






J 


t 


t 


t 


Decrement Index Register 


DEX 


























09 


3 


1 


X-1— 'X 






• 


t 


• 




Decrement Stack Pointer 


DES 


























34 


3 


1 


SP-1— >SP 






• 


• 


• 




Increment Index Register 


INX 


























08 


3 


1 


X+1 — 'X 






• 


t 


• 




Increment Stack Pointer 


INS 


























31 


3 


1 


1 SP+1— SP 






• 


• 


• 




Load Index Register 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M— Xh,(M+1)— 'Xl 






t 


t 


fl 




Load Stack Pointer 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M — SPh,IM + 1)-*SPl 






t 


t 


R 




Store Index Register 


STX 








DF 


4 


2 


EF 


5 


2 


FF 


5 


3 








Xh— *M,Xl— »(M + 1) 






\ 


t 


R 




Store Stack Pointer 


STS 








9F 


4 


2 


AF 


5 


2 


BE 


5 


3 








SPh— 'M.SPl — IM + 1) 






J 


t 


R 




Index Reg— ►Stack Pointer 


TXS 


























35 


3 


1 


X-1 — 'SP 














Stack Pntr— 'Index Register 


TSX 


























30 


3 


1 


SP+1 —X 














Add 


ABX 


























3A 


3 


1 


B + X— 'X 














Push Data 


PSHX 


























3C 


4 


1 


Xl— 'Msp,SP-1— SP 
Xh— 'Msp,SP-l — 'SP 














Pull Data 


PULX 


























38 


5 


1 


SP+1 — 'SP.Msp— 'Xh 
SP+1— SP.Msr-'Xl 


* 













E 
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Accumulator and 
Memory Operations 


MNEM 
































Boolean 


Condition Codes 


Immed 


Direct 


Index 


Extend 


Inher 


5 


4 


3 


2 


1 





Op 


- 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


- 


* 


Expression 


H 


1 


N 


Z 


V 


C 


Add Accumulators 


ABA 


























IB 


2 


1 


A+B— A 


t 




t 


t 


t 


t 


Add B to X 


ABX 


























3A 


3 


1 


00:B + X — X 


• 




• 


• 


• 


• 


Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


B9 


4 


3 








A+ M + C— 'A 


t 




t 


J 


t 


t 


ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








B + M + C— 'B 


t 




t 


t 


t 


I 


Add 


ADDA 


8B 


2 


2 


9B 


3 


2 


AB 


4 


2 


BB' 


4 


3 








A+ M— 'A 


t 




t 


t 


t 


t 


ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M — A 


t 




t 


t 


t 


t 


Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D+ M:M + 1 — 'D 






t 


t 


I 


t 


And 


ANDA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


B4 


4 


3 








A-M- A 






i 


t 


R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B.M — B 






i 


t 


R 


• 


Shift Left, Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 








^ 






J 


t 


t 


t 


AS LA 


























48 


2 


1 


|c| H M 1 1 M i 1 -0 






I 


t 


t 


t 


ASLB 


























58 


2 


1 


b7 bO 






t 


t 


t 


t 


Shift Left Double 


ASLD 


























05 


3 


1 








t 


I 


t 


I 


Shift Right, Arithmetic 


ASR 














67 


6 


2 


77 


6 


3 








1 1 ~* 






t 


t 


t 


t 


ASRA 


























47 


2 


1 


LllllllllHci 






t 


t 


t 


t 


ASRB 


























57 


2 


1 


b7 bO 






t 


t 


I 


t 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A-M 






t 


t 


R 


• 


BITS 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B-M 






t 


t 


R 


• 


Compare Accumulators 


CBA 


























11 


2 


1 


A-B 






1 


t 


I 


J 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








00 — M 






R 


S 


R 


R 


CLRA 


























4F 


2 


1 


00 — A 






R 


S 


R 


R 


CLRB 


























5F 


2 


1 


00 — B 






R 


s 


R 


R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


81 


4 


3 








A-M 






1 


1 


1 


I 


CMPB 


CI 


2 


2 


D1 


3 


2 


El 


4 


2 


F1 


4 


3 








B-M 






t 


t 


t 


t 


1's Complement 


COM 














63 


6 


2 


73 


6 


3 








M— 'M 






t 


t 


R 


S 


COMA 


























43 


2 


1 


A — A 






t 


t 


R 


S 


COMB 


























53 


2 


1 


B — B 






t 


t 


R 


s 
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TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS (Sheet 2 of 2) 



i 



Accumulator and 
Memory Operations 




































Condition Codes | 


Immed 


Direct 


Index 


Extend 


Inher 


Boolean 5 


4 3 


2 


1 





MNEM 


Op 


- 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Expression H 


1 N 


Z 


V 


C 


Decimal Adjust, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD • 




t 


t 




Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M-1— M • 




I 


t 




DECA 


























4A 


2 


1 


A-1— 'A • 




t 


t 




DECB 


























5A 


2 


1 


B-1 — B • 




t 


I 




Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A®M — A • 




t 


R 




EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B® M — B • 




t 


R 




Increment 


INC 














6C 


6 


2 


7C 


6 


3 








M + 1 — 'M • 




t 


t 




INCA 


























4C 


2 


1 


A+1—»A • 




t 


t 




INCB 


























5C 


2 


1 


B+1— B • 




t 


I 




Load Accumulators 
Load Double 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


86 


4 


3 








M-—A 




t 


R 




LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B • 




t 


R 




LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


PC 


5 


3 








M:M + 1— D 




t 


R 




Logical Shift, Left 


LSL 














68 


6 


2 


78 


6 


3 












t 


t 




LSLA 


























48 


2 








t 


t 




Id —J I 1 1 1 1 1 I 1 —0 • 


LSLB 


























58 


2 




l£J *i 1 M M M 1 

h7 hn 




t 


t 




LSLD 


























05 


3 








t 


t 




Sfiift Rigfit, Logical 


LSR 














64 


6 


2 


74 


6 


3 








— . 


• R 


t 


t 




LSRA 


























44 


2 




o-|||||||IHc| . 


• R 


t 


t 




LSRB 


























54 


2 




b7 bO , 


• R 


t 


t 




LSRD 


























04 


3 






• R 


t 


t 




Multiply 


MUL 


























3D 


10 




AxB — D • 


• • 


. 


• 


J 


2's Complement 1 Negate) 


NEC 














60 


6 


2 


70 


6 


3 








00-M — M • 


• t 


t 


t 




NEGA 


























40 


2 




00-A— »A • 


. t 


t 


t 




NEGB 


























50 


2 




00-B — B 


• t 


t 


t 




No Operation 


NOP 


























01 


2 




PC + I-— PC • 


• • 


• 


• 




Inclusive OR 


ORAA 


BA 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A+M — A • 


. t 


t 


R 




ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B + M->B • 


. t 


t 


R 




Pusfi Data 
Pull Data 


PSHA 


























36 


3 




A — Stack • 


• • 


• 


• 


• 


PSHB 


























37 


3 




B — Slack • 


• • 


• 


• 




PULA 


























32 


4 




Stack— * A • 


• • 


• 


• 




PULB 


























33 


4 




Stack— ►B • 


• • 


• 


• 




Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 








^ 






t 




ROLA 


























49 


2 




IcMlllllllHci . 






t 




ROLB 


























59 


2 




b7 bO , 






\ 




Rotate Rigfit 


ROR 














66 


6 


2 


76 


6 


3 








_► • 






\ 




RORA 


























46 


2 




|chllllllllh|c| . 






t 




RORB 


























56 


2 




b7 bO , 






t 




Subtract Accumulator 


SBA 


























10 


2 


1 


A-B— 'A • 






t 




Subtract witfi Carry 
Store Accumulators 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A-M-C — A 






t 




SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B-M-C— 'B • 






t 




STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A — M • 






R 




STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B — M • 






R 




STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D— *M:M + 1 • 






R 




Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AO 


4 


2 


BO 


4 


3 








A-M — A 






t 




SUBB 


CO 


2 


2 


DO 


3 


2 


EG 


4 


2 


FO 


4 


3 








B-M — B • 






t 




Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D-M:M+1— D • 






t 




Transfer Accumulator 


TAB 


























16 


2 


1 


A — B 






R 




TBA 


























17 


2 


1 


B — A • 






R 




Test, Zero or Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M-00 






R 


R 


TSTA 


























4D 


2 


1 


A-00 • 






R 


R 


TSTB 


























5D 


2 


' 


B-00 






R 


R 



The condition code register notes are listed after Table 12. 
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TABLE 11 - JUMP AND BRANCH INSTRUCTIONS 



Operations 


MNEM 
































Branch Test 


Condition Code Reg. j 


Direct 


Relative 


Index 


Extend 


Inherent 


5 


4 


3 


2 


1 





Op 


~ 


# 


Op 


~ 


H 


Op 


- 


# 


Op 


- 


# 


Op 


~ 


# 


H 


1 


N 


Z 


V 


C 


Branch Always 


BRA 








20 


3 


2 




















None 






• 


• 


. 




Branch Never 


BRN 








21 


3 


2 




















None 














Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 






. 








Branch If Carry Set 


BCS 








25 


3 


2 




















C=1 






• 








Branch If = Zero 


BEQ 








27 


3 


2 




















Z=1 








• 


• 




Branch If >:Zero 


BGE 








2C 


3 


2 




















N ® V = 














Branch If >Zero 


BGT 








2E 


3 


2 




















Z+(N © Vl = 














Branch If Higher 


BHl 








22 


3 


2 




















C + Z = 








• 


. 




Branch If Higher or Same 


BHS 








24 


3 


2 




















C = 














Branch If :<Zero 


BLE 








2F 


3 


2 




















Z+IN ® V) = 1 














Branch If Carry Set 


BLO 








25 


3 


2 




















C=1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z=1 








• 


• 




Branch If <Zero 


BLT 








2D 


3 


2 




















N ffi V=1 








• 






Branch If Minus 


BMI 








2B 


3 


2 




















N = 1 








• 


• 




Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 








• 


• 




Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V=1 








• 


• 




Branch If Plus 


BPL 








2A 


3 


2 




















N = 








• 






Branch To Subroutine 


BSR 








BD 


6 


2 




















See Special Operations-Figure 24 














Jump 


JMP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 




















No Operation 


NOP 


























01 


2 


















Return From Interrupt 


RTI 


























3B 


10 




See Special Operations-Figure 24 


i 


t 


t 


i 


i 


t 


Return From Subroutine 


RTS 


























39 


5 
















Software Interrupt 


SWI 


























3F 


12 
















Wait For Interrupt 


WAI 


























3E 


9 




• 













B 



TABLE 12 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 








_.. 


Boolean Operation 


Condition Code Register | 


Inherent 


5 


4 


3 


2 


1 





MNEM 


Op 


~ 


# 


H 


1 


N 


Z 


V 


C 


Clear Carry 


CLC 


oc 


2 




— C 




• 






• 


R 


Clear Interrupt Masl< 


CLI 


OE 


2 




— 1 




R 






• 


• 


Clear Overflow 


CLV 


OA 


2 




— V 




• 






R 


• 


Set Carry 


SEC 


OD 


2 




1— c 




• 






• 


s 


Set Interrupt Mask 


SEI 


OF 


2 




1—1 




S 






• 


• 


Set Overflow 


SEV 


OB 


2 




1 —V 




• 






s 


• 


Accumulator A — CCR 


TAP 


06 


2 




A — CCR 


t 


t 


t 


t 


t 


t 


CCR— 'Accumulator A 


TPA 


07 


2 




CCR — A 


• 


• 


• 


• 


• 


• 



LEGEND 

Op Operation Code (Hexadecimal) 

- Number of MPU Cycles 

MSP Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
-t- Aritfimetic Plus 

- Arithmetic Minus 

• Boolean AND 

X Arithmetic Multiply 

+ Boolean Inclusive OR 

® Boolean Exclusive OR 

M Complement of M 

— » Transfer Into 

Bit=Zero 

00 Byte = Zero 



CONDITION CODE SYMBOLS 

H Half-carry from bit 3 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow, 2's complement 

C Carry/Borrow from MSB 

R Reset Always 

S Set Always 

t Affected 

• Not Affected 
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TABLE 13 - INSTRUCTION EXECUTION TIMES IN E CYCLES 



B 





ADDRESSING MODE 




1 

E 
£ 


u 
Q 


1 




c 
£ 

c 


1 

i 

o 

c 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 


• 
• 
2 
2 
4 
2 


• 
• 
3 
3 
5 
3 






2 
3 

• 
• 
• 
• 
2 


• 
• 
• 
• 
• 
• 
• 


ASLD 

ASR 

BCC 

BCS 

BEG 

BGE 

BGT 










3 
2 

• 
• 
• 
• 
• 


• 
• 

3 
3 
3 
3 
3 


BHI 

BHS 

BIT 

BLE 

BLO 

BLS 

BLT 










• 
• 
• 
• 
• 
• 
• 


3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 










• 
• 
• 
• 
• 
• 
• 


3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








6 

• 
4 


• 
2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






6 

• 


6 
6 

• 
6 
• 
• 
4 
6 

• 


2 
• 
2 
2 

I 

• 
• 
3 







ADDRESSING MODE 




S 

eg 
1 

E 
E 


o 
c 

5 


■o 
« 

a 

X 
UJ 


■D 

e 

K 

o 


c 
o 
o 

X 

c 


> 

s 

« 

OC 


INX 

JMP 

JSR 

LDA 

LDD 

LDS 

LDX 


• 
• 
• 
2 
3 
3 
3 


• 
• 

5 
3 
4 


• 
3 
6 
4 
5 
5 
5 


• 

3 
6 
4 
5 
5 
5 


3 

• 
• 

• 
• 
• 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 






4 

• 
• 
• 
• 
6 
6 




• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 




10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






4 
5 
5 
5 
4 
6 
• 


5 
5 
5 
4 
6 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 






• 
• 
• 
• 
6 
• 
• 
• 




2 
2 
2 
2 
2 
3 
3 
9 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 1 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Opcode Address 
Opcode Address -f 1 


1 

1 


Opcode 
Operand Data 


LDS 
LDX 
LDD 


3 


1 
2 
3 


Opcode Address 
Opcode Address -1-1 
Opcode Address -1-2 




Opcode 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address -1-1 
Opcode Address + 2 
Address Bus FFFF 




Opcode 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 


Opcode Address 
Opcode Address -Hi 
Address of Operand 




Opcode 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Opcode Address 
Opcode Address-!- 1 
Destination Address 





Opcode 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address-l- 1 
Address of Operand 
Operand Address -t- 1 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 
2 
3 
4 


Opcode Address 
Opcode Address-l- 1 
Address of Operand 
Address of Operand -1-1 






Opcode 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -H 
Operand Address 
Operand Address 4- 1 
Address Bus FFFF 




Opcode 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -+-1 
Subroutine Address 
Stack Pointer 
Stack Pointer- 1 






Opcode 

Irrelevant Data 

First Subroutine Opcode 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 2 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



B 



JMP 




3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Opcode Address + 2 




Opcode 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC 


EOR 


4 


1 


Opcode Address 




Opcode 


ADD 


LDA 




2 


Opcode Address + 1 




Address of Operand 


AND 


ORA 




3 


Opcode Address +2 




Address of Operand (Low Order Byte) 


BIT 


SBC 




4 


Address of Operand 




Operand Data 


CMP 


SUB 












STA 




4 


1 

2 
3 


Opcode Address 
Opcode Address +1 
Opcode Address -1-2 




Opcode 

Destination Address (High Order Byte) 

Destination Address (Low Order Byte) 








4 


Operand Destination Address 




Data from Accumulator 


LDS 




5 


1 


Opcode Address 




Opcode 


LDX 






2 


Opcode Address -1- 1 




Address of Operand (High Order Byte) 


LDD 






3 

4 
5 


Opcode Address 4- 2 
Address of Operand 
Address of Operand -i- 1 




Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


SIS 




5 


1 


Opcode Address 




Opcode 


STX 






2 


Opcode Address -F 1 




Address of Operand (High Order Byte) 


STD 






3 

4 


Opcode Address -1-2 
Address of Operand 




Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 








5 


Address of Operand -i- 1 




Operand Data (Low Order Byte) 


ASL 


LSR 


6 


1 


Opcode Address 




Opcode 


ASR 


NEC 




2 


Opcode Address -F \ 




Address of Operand (High Order Byte) 


CLR 


ROL 




3 


Opcode Address + 2 




Address of Operand (Low Order Byte) 


COM 


ROR 




4 


Address of Operand 




Current Operand Data 


DEC 


TST* 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 






6 


Address of Operand 




New Operand Data 


CPX 




6 


1 


Opcode Address 




Opcode 


SUBD 






2 


Opcode Address -H 1 




Operand Address (High Order Byte) 


ADDD 






3 
4 
5 
6 


Opcode Address -1-2 
Operand Address 
Operand Address -i- 1 
Address Bus FFFF 




Operand Address (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 




6 


1 

2 
3 
4 


Opcode Address 
Opcode Address -1- 1 
Opcode Address -h 2 
Subroutine Starting Address 




Opcode 

Address of Subroutine (High Order Byte) 
Address of Subroutine (Low Order Byte) 
Opcode of Next Instruction 








5 


Stack Pointer 


Return Address (Low Order Byte) 








6 


Stack Pointer- 1 


Return Address (High Order Byte) 



'^TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus=$FFFF. 
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MC68701U4 



TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 3 of 5) 



Address Mode and 




Cycle 




R/W 




Instructions 


Cycles 


# 


Address Bus 


Line 


Data Bus 


INDEXED 


JMP 




3 


1 
2 
3 


Opcode Address 
Opcode Address -1- 1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 


ADC 


EGR 


4 


1 


Opcode Address 




Opcode 


ADD 


IDA 




2 


Opcode Address -1- 1 




Offset 


AND 


ORA 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


BIT 


SBC 




4 


Index Register Plus Offset 




Operand Data 


CMP 


SUB 












STA 




4 


1 
2 
3 


Opcode Address 
Opcode Address 4- 1 
Address Bus FFFF 




Opcode 

Offset 

Low Byte of Restart Vector 








4 


Index Register Plus Offset 




Operand Data 


IDS 




5 


1 


Opcode Address 




Opcode 


LDX 






2 


Opcode Address -1- 1 




Offset 


LDD 






3 
4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset 4-1 




Low Byte of Restart Vector 
Operand Data (Higfi Order Byte) 
Operand Data (Low Order Byte) 


STS 




5 


1 


Opcode Address 




Opcode 


STX 






2 


Opcode Address -t-1 




Offset 


STD 






3 
4 
5 


Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset -i- 1 




Low Byte of Restart Vector 
Operand Data (Higfi Order Byte) 
Operand Data (Low Order Byte) 


ASL 


LSR 


6 


1 


Opcode Address 




Opcode 


ASR 


NEG 




2 


Opcode Address -1-1 




Offset 


CLR 


ROL 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


COM 


ROR 




4 


Index Register Plus Offset 




Current Operand Data 


DEC 


TST* 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 






6 


Index Register Plus Offset 




New Operand Data 


CPX 




6 


1 


Opcode Address 




Opcode 


SUBD 






2 


Opcode Address -t-1 




Offset 


ADDD 






3 

4 
5 
6 


Address Bus FFFF 
Index Register -1- Offset 
Index Register4- Offset -1- 1 
Address Bus FFFF 




Low Byte of Restart Vector 
Operand Data (Higfi Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


JSR 




6 


1 
2 
3 
4 


Opcode Address 
Opcode Address -(- 1 
Address Bus FFFF 
Index Register -1- Offset 




Opcode 

Offset 

Low Byte of Restart Vector 

First Subroutine Opcode 








5 


Stack Pointer 





Return Address (Low Order Byte) 








6 


Stack Pointer- 1 


Return Address (High Order Byte) ) 



B 



'TST does not perform the write cycle during the sixth cycle. The sixth cycle is another address bus= $FFFF. 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 4 of 5) 



Address Mode and 
Instructions 



Cycles 



Cycle 



Address Bus 



R/W 
Line 



Data Bus 



INHERENT 



a 



ABA 


DAA SEC 


2 


1 


Opcode Address 


1 


Opcode 


ASL 


DEC SEI 




2 


Opcode Address -Hi 


1 


Opcode of Next Instruction 


ASR 


INC SEV 












CBA 


LSR TAB 












CLC 


NEC TAP 












CLI 


NOP TBA 












CLR 


ROL TPA 












CLV 


ROR TST 












COM 


SBA 












ABX 




3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Address Bus FFFF 




Opcode 

Irrelevant Data 

Low Byte of Restart Vector 


ASLD 




3 


1 


Opcode Address 




Opcode 


LSRD 






2 
3 


Opcode Address -t- 1 
Address Bus FFFF 




Irrelevant Data 

Low Byte of Restart Vector 


DES 




3 


1 


Opcode Address 




Opcode 


INS 






2 
3 


Opcode Address -1-1 

Previous Stack Pointer Contents 




Opcode of Next Instruction 
Irrelevant Data 


INX 




3 


1 


Opcode Address 




Opcode 


DEX 






2 
3 


Opcode Address -1- 1 
Address Bus FFFF 




Opcode of Next Instruction 
Low Byte of Restart Vector 


PSHA 




3 


1 


Opcode Address 




Opcode 


PSHB 






2 
3 


Opcode Address -1-1 
Stacl< Pointer 




Opcode of Next Instruction 
Accumulator Data 


TSX 




3 


1 
2 
3 


Opcode Address 
Opcode Address + 1 
Stack Pointer 




Opcode 

Opcode of Next Instruction 

Irrelevant Data 


TXS 




3 


1 
2 
3 


Opcode Address 
Opcode Address -t-l 
Address Bus FFFF 




Opcode 

Opcode of Next Instruction 

Low Byte of Restart Vector 


PULA 




4 


1 


Opcode Address 




Opcode 


PULB 






2 
3 
4 


Opcode Address +1 
Stack Pointer 
Stack Pointer -Hi 




Opcode of Next Instruction 

Irrelevant Data 

Operand Data from Stack 


PSHX 




4 


1 
2 


Opcode Address 
Opcode Address -1- 1 




Opcode 
Irrelevant Data 








3 


Stack Pointer 




Index Register (Low Order Byte) 








4 


Stack Pointer- 1 




Index Register (High Order Byte) 


PULX 




5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -F t 
Stack Pointer 
Stack Pointer-!- 1 
Stack Pointer -1-2 




Opcode 

Irrelevant Data 

Irrelevant Data 

Index Register (High Order Byte) 

Index Register (Low Order Byte) 


RTS 




5 


1 
2 
3 
4 
5 


Opcode Address 
Opcode Address -1- 1 
Stack Pointer 
Stack Pointer -Hi 
Stack Pointer -1-2 




Opcode 

Irrelevant Data 

Irrelevant Data 

Address of Next Instruction (High Order Byte) 

Address of Next Instruction (Low Order Byte) 


WAI 




9 


1 
2 


Opcode Address 
Opcode Address -1- 1 




Opcode 

Opcode of Next Instruction 








3 


Stack Pointer 





Return Address (Low Order Byte) 








4 


Stack Pointer- 1 





Return Address (High Order Byte) 








5 


Stack Pointer- 2 





Index Register (Low Order Byte) 








6 


Stack Pointer-3 





Index Register (High Order Byte) 








7 


Stack Pointer- 4 





Contents of Accumulator A 








8 


Stack Pointer- 5 





Contents of Accumulator B 








9 


Stack Pointer -6 





Contents of Condition Code Register 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (Sheet 5 of 5) 



Address Mode and 
Instructions 


Cycles 


Cycle 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT (Continued) 



MUL 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address -1- 1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Opcode Address 




Opcode 






2 


Opcode Address 4- 1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer -Hi 




Contents of Condition Code Register from Stack 






5 


Stack Pointer -1-2 




Contents of Accunnulator B from Stack 






6 


Stack Pointer -1-3 




Contents of Accumulator A from Stack 






7 


Stack Pointer -1-4 




Index Register from Stack (Higfi Order Byte) 






8 


Stack Pointer -t- 5 




Index Register from Stack (Low Order Byte) 






9 


Stack Pointer-!- 6 




Next Instruction Address from Stack (High Order Byte) 






10 


Stack Pointer 4- 7 




Next Instruction Address from Stack (Low Order Byte) 


SWI 


12 


1 


Opcode Address 




Opcode 






2 


Opcode Address -1- 1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer- 1 





Return Address (High Order Byte) 






5 


Stack Pointer -2 





Index Register (Low Order Byte) 






6 


Stack Pointer- 3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer- 5 





Contents of Accumulator B 






9 


Stack Pointer- 6 





Contents of Condition Code Register 






10 


Stack Pointer -7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine (High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine (Low Order Byte) 



i 



RELATIVE 



BCC BHT BNE BLO 


3 


1 


Opcode Address 


1 


Opcode 


BCS BLE BPL BHS 




2 


Opcode Address -1- 1 


1 


Branch Offset 


BEO BLS BRA BRN 




3 


Address Buss FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMI BVS 












BSR 


6 


1 


Opcode Address 


1 


Opcode 






2 


Opcode Address -Hi 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Opcode of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer- 1 





Return Address (High Order Byte) 
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w 

00 



JSR, Jump to Subroutine 



FIGURE 24 - SPECIAL OPERATIONS 





( P*- 


Main Program 




<f 






RTN 


$9D = JSR 






Direct 


K 






Next Main Instr. 








K = Direct Address 
Main Program 




SP 




PC 
RTN 

PC 
RTN 


$AD = JSR 




SP-2 


INDXD 


K = Offset 


SP-1 




Next Main Instr. 


SP 




Main Program 








$BD = JSR 






EXTND 


SH = Subr. Addr. 




SL=Subr. Addr. 






Next Main Inst. 




BSR, Branch To Subroutine 


Main Program 


'' 


SP 


PC 


$8D=BSR 


O^ 


SP-2 




± K = Offset 


SP-1 


RTN 


Next Main Instr. 


SP 


RTS, Return from Subroutine 


Subroutine 




2P 


PC 


$39= RTS 





SP 






SP+l 








SP + 2 



SWI, Software Interrupt 



PC 

RTN 



WAI, Wait for Interrupt 



RTNh 



EC 



RTI, Return from Interrupt 



RTNh 



RTNh 



Main Progran 



lo- 



Main Program 



Interrupt Program 






Main Program 



Next Instruction 



SP-7 




SP-6 


Condition Code 


SP-5 


Acmltr B 


SP-4 


Acmltr A 


SP-3 


Index Register (X|-|) 


SP-2 


Index Register (Xl) 


SP-1 


RTNh 


SP 


RTNl 


SP 


Stack 


SP 




SP+1 


Condition Code 


SP + 2 


Acmltr B 


SP + 3 


Acmltr A 


SP + 4 


Index Register (X|-|) 


SP + 5 


Index Register (XlI 


SP + 6 


RTNh 


SP + 7 


RTNl 


PC 


Main Program 




$7E = JMP 


K 


Kh = Next Address 


KL=Next Address 




Next Instruction 



2 

o 

00 

o 
C 



Legend: 
RTN = Address of next instruction in Main Program to be executed upon return from subroutine 
RTNh= Most significant byte of Return Address 
RTN|_= Least significant byte of Return Address 
— • = Stack Pointer After Execution 
K = 8-bit Unsigned Value 
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8-BIT EPROM MICROCOMPUTER UNIT 

The MC68705P3 Microcomputer Unit (IVICU) is an EPROM member 
of the M6805 Family of low-cost single-chip microcomputers. The user 
programmable EPROM allows program changes and lower volume 
applications in comparison to the factory mask programmable versions. 
The EPROM versions also reduce the development costs and turn- 
around time for prototype evaluation of the mask ROM versions. This 
8-bit microcomputer contains a CPU, on-chip CLOCK, EPROM, 
bootstrap ROM, RAM, I/O, and a TIMER. 

Because of these features, the MC68705P3 offers the user an 
economical means of designing an M6805 Family MCU into his system, 
either as a prototype evaluation, as a low-volume production run, or a 
pilot production run. 

HARDWARE FEATURES: 

• 8-Bit Architecture 

• 112 bytes of RAM 

• Memory Mapped I/O 

• 1804 Bytes of User EPROM 

• Internal 8-Bit Timer with 7-Bit Prescaler 

• Programmable Prescaler 

• Programmable Timer Input Modes 

• External Timer Interrupt 

• Vectored Interrupts — External, Timer, and Software 

• Zero-Cross Detection on INT Input 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• On-Chip Generator 

• Master and Power-On Reset 

• Complete Development System Support on EXORciser 

• Emulates the MC6805P2 and MC6805P4 (Except for Vsb' 

• Bootstrap Program in ROM Simplifies EPROM Programming 

SOFTWARE FEATURES: 



Similar to M6800 Family 

Byte Efficient Instruction Set 

Easy to Program 

True Bit Manipulation 

Bit Test and Branch Instructions 

Versatile Interrupt Handling 

Versatile Index Register 

Powerful Indexed Addressing for Tables 

Full Set of Conditional Branches 

Memory Usable as Registers/ Flags 

Single Instruction Memory Examine/Change 

10 Powerful Addressing Modes 

All Addressing Modes Apply to EPROM, RAM, and I/O 



MC68705P3 



HMOS 



{HIGH-DENSITY, N-CHANNEL 

DEPLETION LOAD, 

5 V EPROM PROCESS) 

8-BIT EPROM 
MICROCOMPUTER 




i 



L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



S SUFFIX 

CERDIP PACKAGE 
ALSO AVAILABLE 



PIN ASSIGNMENT 




GENERIC INFORMATION 

(f=1.0 MHz, Ta = to70°C) 



Package Type 


Generic Number 


Ceramic 
L Suffix 


MC68705P3L 


Cerdip 
S Suffix 


MC68705P3S 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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BLOCK DIAGRAM 

XTAL EXTAL RESET Wf 
Vpp 



1 




MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 
EPROM Programming Voltage (Vpp Pin) 
TIMER Pin 

Normal Mode 

Bootstrap Programming Mode 
All Others 


Vpp 

Vin 
Vin 
Vin 


-0.3 to +22.0 

-0.3 to +7.0 
-O.Sto +15.0 
-0.3 to +7.0 


V 

V 
V 
V 


Operating Temperature Range 


Ta 


to + 70 


"C 


Storage Temperature Range 


Tstg 


-55 to +150 


°c 


Junction Temperature 


TJ 


+ 150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 


Sja 


50 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion it is recommended that Vjp and Vgut t>e con- 
strained to the range Vss^lVin or Vout'S VcC- 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e.g., either Vss or Vqc'' 



POWER CONSIDERATIONS 

The average chip-junction tennperature, Tj, in °C can be obtained fronn; 

Tj = TA+(PD»ejA) (1) 

Where: 

TA = Ambient Temperature, °C 

0jA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD=P|NT+PP0RT 

P|NT=ICC^ VcC' Watts — Chip Internal Power 
PpORT=Port Pov\/er Dissipation, Watts — User Determined 
For most applications PpoRT'^PlNT snd can be neglected. PpORT rnay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 

An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

Pq=K^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=Pd»(Ta + 273°C) + 9ja»Pd^ (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring P[) (at equilibrium) 
for a known Ta. Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 
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PROGRAMMING OPERATION ELECTRICAL CHARACTERISTICS 

(Vcc = 5.25 Vdc ±0.5, Vss = Vdc, 1^ = 20° to 30°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage (Vpp Pin) 


Vpp 


20.0 


21.0 


22.0 


V 


Vpp Supply Current 
Vpp = 5.25 V 
Vpp = 21.0V 


Ipp 


- 


- 


8 
30 


mA 


Programming Oscillator Frequency 


foscp 


0.9 


1.0 


1.1 


MHz 


Bootstrap Programming Mode Voltage (TIMER Pin) ljn=100;jA Max 


VlHTP 


9.0 


12.0 


15.0 


V 



SWITCHING CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


^osc 


0.4 




4.2 


MHz 


Instruction Cycle Time (4/fQsc) 


tcyc 


0.950 


- 


10 


^s 


INT or Timer Pulse Width (See Interrupt Section) 


%L. tWH 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


IRWL 


tcyc +250 


- 


- 


ns 


RESET Delay Time (External Cap= 1 .0 iiF) 


tRHL 


100 


- 


- 


ms 


INT Zero Crossing Detection Input Frequency 


fjNT 


0.03 




1.0 


kHz 


External Cloclc Duty Cycle (EXTAL) (See Figure 12) 


- 


40 


50 


60 


% 



i 



ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4.75:sVccs5.75) 




4.0 


- 


Vcc 




(Vcc<4.75) 




Vcc-0.5 


- 


Vcc 




INT (4.75<Vcc^5.75) 


V|H 


4.0 


* * 


Vcc 


V 


(Vcc<4.75) 




Vcc-0.5 




Vcc 




All Other 




2.0 


- 


Vcc 




Input High Voltage (TIMER Pin) 












Timer Mode 


V|H 


2.0 


- 


Vcc 


V 


Bootstrap Programming Mode 




9.0 


12.0 


15.0 




Input Low Voltage 












RESET 




-0.3 


- 


0.8 




inT 


V|L 


-0,3 


» « 


1.5 


V 


All Other 




-0.3 


- 


0.8 




Internal Power Dissipation (No Port Loading, Vcc = 5.25 V, Ta = 0°C) 


Pint 


- 


450 


TBD 


mW 


Input Capacitance 












XTAL 


Cin 


- 


25 


- 


PF 


All Other 




- 


10 


- 




INT Zero-Crossing Voltage, through a Capacitor 


Vint 


2.0 


- 


4.0 


Vacp-p 


RESET Hysteresis Voltage (See Figure 11) 












Out of Reset Voltage 


V|RES + 


2.1 


- 


4.0 


V 


Into Reset Voltage 


VlRES- 


0.8 


- 


2.0 




Programming Voltage (Vpp Pin) 












Programming EPROM 


Vpp* 


20.0 


21.0 


22.0 


V 


Operating Mode 




4.0 


Vcc 


5.75 




Input Current 












TIMER (Vjn = 0.4 V) 




- 




20 




INT (Vin = 0.4V) 




- 


20 


50 




EXTAL (V|n = 2.4 V to Vcc Crystal Option) 


lin 


- 


- 


10 


^A 


(Vjn = 0.4 V Crystal Option) 




- 




-1600 




RESET (Vjn = 0.8 V) 




-4.0 




-40 




(External Capacitor Changing Current) 













"Vpp is Pin 6 on the MC68705P3 and is connected to Vqq in the Normal Operating Mode. In the MC6805P2, Pin 6 is NUM and is connected 
to Vss in the Normal Operating Mode. The user must allow for this difference when emulating the MC6805P2 ROM-based MCU. 

*Due to internal biasing, this input (when not used) floats to approximately 2.0 V. 
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1 



PORT ELECTRICAL CHARACTERISTICS (Vcc= +525 Vdc ±0.5 Vdc, Vss = 


3 Vdc, Jfi 


= 0° to 70°C unless othenwise noted) 




Characteristic 


Symbol 


Min 1 Typ | Max 


Unit 1 


Port A 1 


Output Low Voltage, lLoacl= ''•6 mA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, 1 Load = -100 /'A 


vqh 


2.4 


- 


- 


V 


Output High Voltage, lLoad= -lO^A 


VOH 


Vcc-10 


- 


- 


V 


Input High Voltage, lLoad= -300 (iA (Max) 


V|H 


2.0 


- 


Vcc + 0.7 


V 


Input Low Voltage, lLoad= -500 jtA (Max) 


V|L 


VSS 


- 


0.8 


V 


Hi-Z State Input Current (Vjn = 2.0 V to.Vcc) 


l|H 


- 


- 


-300 


I^A 


Hi-Z State Input Current (Vjn = 0.4 V) 


111 


- 


- 


-500 


^A 


PortB 1 


Output Low Voltage, 1 Load = 3. 2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad= 10 "^A (Sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= -200 /lA 
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FIGURE 1 - TTL EQUIVALENT TEST LOAD 
(PORT B) 
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FIGURE 2 - CMOS EQUIVALENT TEST LOAD 
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FIGURE 3 - TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 
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SIGNAL DESCRIPTION 

The input and output signals for the MCU are described In 
the following paragraphs. 

Vcc snd Vss — Power is supplied to the MCU using two 
pins. Vcc is power and VgS is the ground connection. 

INT — This pin allows an external event to asynchronously 
Interrupt the processor. It can also be used as a polled Input 
using the BIL and BIH instructions. Refer to INTERRUPTS 
for additional information. 

XTAL and EXTAL — These pins provide connections to 
the on-chip clock oscillator circuit. A crystal, a resistor, or an 
external signal, depending on the CLK bit (see MASK OP- 
TIONS), Is connected to these pins to provide a system clock 
source with various stability/cost tradeoffs. Lead lengths 
and stray capacitance on these two pins should be mini- 
mized. Refer to INTERNAL CLOCK GENERATOR OPTIONS 
for recommendations about these inputs. 

TIMER — This is used as an external input to control the 
Internal timer/ circuitry. This pin also detects a higher voltage 
level used to initiate the bootstrap program (see PROGRAM- 
MING FIRMWARE). Refer to TIMER for additional informa- 
tion about the timer circuitry. 



RESET - This pin has a Schmitt Trigger inpu t and a n on- 
chip pullup. The MCU can be reset by pulling RESET low. 
Refer to RESETS for additional information. 

Vpp - This pin is used when programming the EPROM. 
By applying the programming voltage to this pin, one of the 
requirements is met for programming the EPROM. In normal 
operation, this pin is connected to VcC- Refer to PRO- 
GRAMMING FIRMWARE and ELECTRICAL 
CHARACTERISTICS. 
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INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) — These 20 lines are arranged into two 8-bit ports 
(A and B) and one 4-bit port (C). All lines are programmable 
as either inputs or outputs, under software control of the 
Data Direction Registers (DDRs). Refer to INPUT/OUTPUT 
paragraphs for additional information, being sure to observe 
the Caution. 

MEMORY 

As shown in Figure 4, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter. The MC68705P3 MCU has implemented 2041 bytes 



of these locations. This consists of: 1804 bytes of user 
EPROM, 115 bytes of bootstrap ROM, 112 bytes of user 
RAM, an EPROM Mask Option Register (MOR), a Program 
Control Register (PCR), and eight bytes of I/O. The user 
EPROM is located in two areas. The main EPROM area is 
memory locations $080 to $783. The second area is reserved 
for eight interrupt/ reset vector bytes at memory locations 
$7F8 to $7FF. The MCU uses nine of the lowest 16 memory 
locations for program control and I/O features such as ports, 
the port DDRs, and the timer. The Mask Option Register at 
memory location $784 completes the total. The 112 bytes of 
user RAM include up to 31 bytes for the stack. 
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FIGURE 4 - MEMORY CONFIGURATION 
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Caution: Data Direction Registers (DDRs) are write-only, they read as $FF. 



The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state. The register 
contents are pushed onto the stack in the order shown in 
Figure 5. Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first; then the high order three bits (PCH) are stack- 
ed. This ensures that the program counter is loaded correctly 
during pulls from the stack since the stack pointer in- 
crements during pulls. A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack; the remaining CPU registers are not pushed. 



FIGURE 5 - INTERRUPT STACKING ORDER 
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CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration. Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal 
address, data, and control buses. 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown in Figure 6 and are explained in 
the following paragraphs. 

FIGURES - PROGRAMMING MODEL 
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ACCUMULATOR (A) — The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of the 
arithmetic calculations or data manipulations. 

INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode. It contains an 
8-bit value that may be added to an instruction value to 
create an effective address. The index register can also be 
used for data manipulations using read-modify-write instruc- 
tions. The index register may also be used as a temporary 
storage area. 



PROGRAM COUNTER (PC) - The program counter is an 
11-bit register that contains the address of the next instruc- 
tion to be executed. 

STACK POINTER (SP) - The stack pointer is an 11-bit 
register that contains the address of the next free location on 
the stack. During an MCU reset or the Reset Stack Pointer 
(RSP) instruction, the stack pointer is set to location $07F. 
The stack pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack. The six most significant bits of the stack pointer are 
permanently set to 000011. Subroutines and interrupts may 
be nested down to location $061 (31 bytes maximum), which 
allows the programmer to use up to 15 levels of subroutine 
calls (less if interrupts are allowed). 



CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each of the five bits is ex- 
plained below. 

Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4. 

Interrupt (1) — When this bit is set the timer and external 
interrupt (INT) are masked (disabled). If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared. 

Negative (N) - When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical "1"). 

Zero (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero. 

Carry/Borrow (C) — When set, this bit indicates that a 
carry or borrow out of the arithmetic logic unit (ALU) occur- 
red during the last arithmetic operation. This bit is also af- 
fected during bit test and branch instructions plus shifts and 
rotates. 

TIMER 

The MC68705P3 MCU timer consists of an 8-bit software- 
programmable counter which is driven by a 7-bit software- 
programmable prescaler. Various timer clock sources may be 
selected ahead of the prescaler and counter. The timer selec- 
tions are made via the Timer Control Register (TCP) and/or 
the Mask Option Register (MOR) . The TOR also contains the 
interrupt control bits. The sections elsewhere entitled TIMER 
CONTROL REGISTER and MASK OPTIONS include addi- 
tional details on controlling this timer. 

The MCU timer circuitry is shown in Figure 7. The 8-bit 
counter may be loaded under program control and is 
decremented toward zero by the fciN counter input (output 
of the prescaler option selection) . Once the8-bit counter has 
decremented to zero, it sets the TIR (Timer Interrupt Re- 
quest) bit 7 (b7 of TCR). The TIM (Timer Interrupt Mask) bit 
(b6) can be software set to inhibit the interrupt request, or 
software cleared to pass the interrupt request to the pro- 
cessor. When the 1-bit in the Condition Code Register is 
cleared, the processor receives the Timer Interrupt. The 
MCU responds to this interrupt by saving the present CPU 
state on the stack, fetching the timer interrupt vector from 
locations $7F8 and $7F9 and executing the interrupt routine. 
The processor is sensitive to the level of the timer interrupt 
request line; therefore if the interrupt is masked, the TIR bit 
may be cleared by software (e.g., BCLR) without generating 
an interrupt. When servicing a timer interrupt, the TIR bit 
MUST be cleared by the timer interrupt service routine soft- 
ware in order to clear the timer interrupt request. 

The counter continues to count (decrement) after falling 
through to $FF from zero. Thus, the counter can be read at 
any time by the processor without disturbing the count. This 
allows a program to determine the length of time since the 
occurrence of a timer interrupt and doss not disturb the 
counting process. 
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FIGURE 7 - TIMER FUNCTIONAL BLOCK DIAGRAM 
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NOTE: The TOPT bit in the Mask Option Register selects whether the timer is software programmable via the Timer Control Register or 
emulates the mask programmable parts via the MOR PROM byte. 
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The clock input to the timer can be from an external 
source (decrementing the counter occurs on a positive tran- 
sition of the external source) applied to the TIMER input pin, 
or it can be the internal </>2 signal. The maximum frequency 
of a signal that can be recognized by the TIMER pin logic is 
dependent on the parameter labeled twL, tWH- The pin 
logic that recognizes the high state on the pin must also 
recognize the low state on the pin in order to "re-arm" the 
internal logic. Therefore, the period can be calculated as 
follows: (assumes 50/50 duty cycle for a given period) 



tcyc X 2 -I- 250 ns = period 



1 
freq 



a 



The period is not simply twL + fWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice). 

When the 02 signal is used as the source, it can be gated 
by an input applied to the TIMER pin allowing the user to 
easily perform pulse-width measurements. (Note: When the 
MOR TOPT bit is set and the CLS bit is clear, an ungated </)2 
clock input is obtained by tying the TIMER pin to Vcc' The 
source of the clock input is selected via the TCR or the MOR 
as described later. 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter. This prescaling option 
selects one of eight outputs on the 7-bit binary divider; one 
output bypasses prescaling. To avoid truncation errors, the 
prescaler is cleared when bit b3 of the TCR is written to a 
logic "1", when in the software controlled mode (TOPT = 0, 
more on these modes in later paragraphs); however, TCR bit 
b3 reads as a logic "0" when TOPT = and as a "1" when 
TOPT= 1 to ensure proper operation with read-modify-write 
instructions (bit set and clear for example). 

At Reset, the prescaler and counter are initialized to an all 
"Is" condition; the Timer Interrupt Request bit (TCR, hi) is 
cleared and the Timer Interrupt Request mask (TCR, b6) is 
set. TCR bits bO, b1 , b2, b4, and b5 are initialized by the cor- 
responding Mask Option Register (MOR) bits at Reset. They 
are then software selectable after Reset if TOPT = 0. 

Note that the timer block diagram in Figure 7 reflects two 
separate timer control configurations: a) software controlled 
mode via the Timer Control Register (TCR), and b) MOR 
controlled mode to emulate a mask ROM version with the 
Mask Option Register. In the software controlled mode, all 
TCR bits are read/write, except bit b3 which is write-only 
(always reads as a logic "0"). In the MOR controlled mode, 
TCR bits b7 and b6 are read/write, the other six have no ef- 
fect on a write and read as logic "Is". The two configura- 
tions provide the user with the capability to freely select 
timer options as well as accurately emulate the MC6805P2 
and MC6805P4 mask ROM version. In the following para- 
graphs refer to Figure 9 as well as the TIMER CONTROL 
REGISTER and MASK OPTIONS sections. 

The TOPT (Timer Option) bit (b6) in the Mask Option 
Register is EPROM programmed to a logical "0" to select the 
software controlled mode, which is described first. TCR bits 
b5, b4, b3, b2, b1, and bO give the program direct control of 
the prescaler and input selection options. 

The Timer Prescaler input (fpiN) can be configured for 
three different operating modes, plus a disable mode, 
depending upon the value written to TCR control bits b4 and 
b5 (TIE and TIN). 

When the TIE and TIN bits are programmed to "0", the 
timer input is from the internal clock (tt>2) and TIMER input 



pin is disabled. The internal clock mode can be used for 
periodic interrupt generation as well as a reference for fre- 
quency and event measurement. 

When TIE=1 and TIN = 0, the internal clock and the 
TIMER input pin signals are ANDed to form the timer input 
fp||\|. This mode can be used to measure external pulse 
widths. The external pulse simply gates in the internal clock 
for the duration of the pulse. The accuracy of the count in 
this mode is + one count. 

When TIE = and TIN= 1, no fpiN input is applied to the 
prescaler and the timer is disabled. 

When TIE and TIN are both programmed to a "1", the 
timer is from the external clock. The external clock can be 
used to count external events as well as provide an external 
frequency for generating periodic interrupts. 

Bits bO, b1, and b2 in the TCR are program controlled to 
choose the appropriate prescaler output. The prescaling 
divides the fpiN frequency by 1, 2, 4, etc. in binary multiples 
to 128 producing fciN frequency to the counter. The pro- 
cessor cannot write into or read from the prescaler; 
however, the prescaler is set to all "Is" by writing b3 of TCR 
to a "1", which allows for truncation-free counting. 

The MOR controlled mode of the timer is selected when 
the TOPT (Timer Option) bit (b6) in the MOR is programmed 
to a logical "^" to emulate the mask-programmable prescaler 
of the MC6805P2 and MC6805P4. The timer circuits are the 
same as described above; however, the Timer Control 
Register (TCR) is configured differently, as discussed below. 
The logical level for the functions of bits bO, b1, b2, and b5 
in the TCR are all determined at the time of EPROM pro- 
gramming. They are controlled by corresponding bits within 
the Mask Option Register (MOR, $784). The value program- 
med into MOR bits bO, b1, b2, and b5 controls the prescaler 
division and the timer clock selection. Bit b4 (TIE) and b3 
(PSC) are set to a logical "1" in the MOR controlled mode. 
(When read by software, these six TCR bits always read as 
logical "Is".) As in the software programmable configura- 
tion, the TIM (b6) and TIR (b7) bits of the TCR are controlled 
by the counter and software as described above and in the 
TIMER CONTROL REGISTER section. The MOR controlled 
mode is designed to exactly emulate the MC6805P2 and 
MC6805P4 which has only TIM and TIR in the TCR and have 
the prescaler options defined as manufacturing mask 
options. 

RESETS 

The MCU can be reset in tw o ways : by initial power-up 
and by the external reset input (RESET). Up on pow er-up, a 
delay of tpuL is needed before allowing the RESET input to 
go high. This time allows the internal cl ock ge nerator to 
stabilize. Connecting a capacitor to the RESET input, as 
shown in Figure 8, typically provides sufficient delay. 



FIGURES - POWER-UP RESET DELAY CIRCUIT 
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The internal circuit connected to th e RES ET pin consists 
of a Schmitt trigger which senses the RESET line logic level. 
The Schmitt trigger provides an internal reset voltage wUen 
it senses logical "0" on the RESET pin. During power-up, 
the Sc hmitt trigger switches on (removes reset) when the 
RESET pin voltage rises to V|R£s + ■ When the RESET pin 
voltage falls to a logical "0" for a period longer than one 
tcyC' the Schmitt trigger switches off to provide an internal 
reset voltage. The "switch off" voltage occurs at V|reS— ■ 
A typical reset Schmitt trigger hysteresis curve is shown in 
Figure 9. See Figure 13 under INTERRUPTS for the com- 
plete reset sequence. 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components. A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs. The Mask 



Option Register (EPROM) is programmed to select crystal or 
resistor operation. The oscillator frequency is internally 
divided by four to produce the internal system clocks. 
The different connection methods are shown in Figure 10. 



FIGURE 9 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 
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FIGURE 10 - CLOCK GENERATOR OPTIONS 
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NOTES: 

1. When the TIMER input pin is in the V|htP range (in the bootstrap EPROM programming mode), the crystal option is forced. When the 
TIMER input is at or below V^c, the clock generator option is determined by bit 7 of the Mask Option Register (CLK). 

2. The recommended Cl value with a 4.0 MHz crystal is 27 pF maximum, including system distributed capacitance. There is an internal 
capacitance of approximately 25 pF on the XTAL pin. For crystal frequencies other than 4 MHz, the total capacitance on each pin should be 
scaled as the inverse of the frequency ratio. For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and approximately 25 pF 
on XTAL. The exact value depends on the Motional-Arm parameters of the crystal used. 
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Crystal specifications and suggested PC board layouts are 
given in Figure 11. A resistor selection graph is given in 
Figure 12. 

FIGURE 11 - CRYSTAL MOTIONAL-ARM 
PARAMETERS AND SUGGESTED PC BOARD LAYOUT 



FIGURE 12 - TYPICAL FREQUENCY SELECTION 
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The crystal oscillator start-up time is a function of many 
variables; crystal parameters (especially Rs), oscillator load 
capacitances, IC parameters, ambient temperature, and 
supply voltage. To ensure rapid oscillator start-up neither the 
crystal characteristics nor the load capacitances should ex- 
ceed recommendations. 

BOOTSTRAP ROM 

The bootstrap ROM contains a factory program which 
allows the MCU to fetch data from an external device and 
transfer it into the MC68705P3 EPROM. The bootstrap pro- 
gram provides: timing of programming pulses, timing of Vpp 
input, and verification after programming. See PROGRAM- 
MING FIRMWARE section. 

MASK OPTION REGISTER (MOR) 

The Mask Option Register is an 8-bit user programmed 
(EPROM) register in which six of the bits are used. Bits in 
this register are used to select the type of system clock, the 
timer option, the timer/prescaler clock source, and the 
prescaler option. It is fully described in the MASK OPTIONS 
section. 

INTERRUPTS 

The MC68705P3 MCU can be interrupted three different 
ways: through the external interrupt (INT) input pin, the 
internal timer interrupt request, or the software interrupt in- 
struction (SWI). When any interrupt occurs: the current in- 
struction (including SWI) is completed, processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the Condition Code Register is set, the 
address of the interrupt routine is obtained from the appro- 
priate interrupt vector address, and the interrupt routine is 
executed. Stacking the CPU registers, setting the 1-bit, and 
vector fetching requires a total of 1 1 tcyc periods for comple- 
tion. A flowchart of the interrupt sequence is shown in 
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Figure 13. The interrupt service routine must end with a 
return from interrupt (RTI) instruction which allows the CPU 
to resume processing of the program prior to the i nterrupt 
(by unstacking the previous CPU state). Unlike RESET, 
hardware interrupts do not cause the current instruction 
execution to be halted, but are considered pending until the 
current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and, if unmasked, 



proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed as any other in- 
struction. 

The external interrupt is in terna lly synchronized and then 
latched on the falling edge of INT. A sinusoidal input signal 



FIGURE 13 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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(f|Nj maximum) can be used to generate an external inter- 
rupt, as shown in Figure 14(a), for use as a Zero-Crossing 
Detector (for negative transitions of AC sinusoid). This 
allows applications such as servicing time-of-day routines 
and engaging/disengaging AC power control devices. Off- 
chip full-wave rectification provides an interrupt at every zero 
crossing of the AC signal and thereby provides a 2f clock. 

For digital applications, the INT. pin can be driven by a 
digital signal. The maximum f reque ncy of a signal that can 
be recognized by the TIMER or INT pin logic is dependent on 
the parameter labeled t\/\i\_, twH- The pin logic that 
recognizes the high (or low) state on the pin must also 
recognize the low (or high) state on the pin in order to "re- 
arm" the internal logic. Therefore, the period can be 
calculated as follows: (assumes 50/50 duty cycle for a given 
period) 



eye x 2 -f- 250 ns = period = 



freq 



The period is not simply twL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice). See Figure 14(b). For the INT function, the maximum 



allowable frequency is also determined by the software 
response of the INT service routine. 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the 1-bit in the 
Condition Code Register. SWIs are usually used as break- 
points for debugging or as system calls. 

INPUT/OUTPUT 

There are 20 input/output pins. The INT pin may be polled 
with branch instructions to provide an additional input pin. 
All pins on Ports A, B, and C are programmable as either in- 
puts or outputs under software control of the corresponding 
Data Direction Register (DDR). The port I/O programming is 
accomplished by writing the corresponding bit in the port 
DDR to a logic "V for output or a logic "0" for input. On 
Reset all the DDRs are initialized to a logic "0" state, placing 
the ports in the input mode. The port output registers are not 
initialized on Reset but may be written to before setting the 
DDR bits to avoid undefined levels. When programmed as 
outputs, the latched output data is readable as input data 
regardless of the logic levels at the output pin due to output 
loading; see Figure 15. When Port B is programmed for out- 
puts, it is capable of sinking 10 mA and sourcing 1 mA on 
each pin. 



FIGURE 14 - TYPICAL INTERRUPT CIRCUITS 
a — Zero-Crossing Interrupt b — Digital-Signal Interrupt 
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FIGURE 15 - TYPICAL PORT I/O CIRCUITRY 
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*DDR is write-only register and reads as all "Is". 

■■Ports B and C are three-state ports. Port A has internal pullup 
devices to provide CMOS drive capability. See Electrical 
Characteristics tables for complete information. 
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All input/ output lines are TTL compatible as both inputs 
and outputs. Port A lines are CMOS compatible as outputs 
while port B and C lines are CMOS compatible as inputs. The 
memory map in Figure 6 gives the address of data registers 
and DDRs. The Register configuration is provided in Figure 
16. Figure 17 provides some examples of port connections. 



Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $CX)4, $005, and $006). 
A read operation on these registers is undefined. Since 
BSET and BCLR are read-modify-write functions they 



cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set). It is recommended 
that all DDR bits in a port must be written using a 
single-store instruction. 

The latched output data bit (see Figure 15) may always be 
written. Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input. This may be 
used to initialize the data registers and avoid undefined out- 
puts; however, care must be exercised when using 
read-modify-write instructions since the data read cor- 
responds to the pin level if the DDR is an input ("0") and cor- 
responds to the latched output data when the DDR is an out- 
put ("1"). 



FIGURE 16 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 



PORT DATA DIRECTION REGISTER (DDR) 
7 



B 



Port A Addr=$000 
Port B Addr=$001 
Port CAddr= $002 (Bits 0-3) 



(1) Write Only; reads as all Is 

(2) 1 = Output; 0= Input. Cleared to by Reset. 

(3) Port A Addr=$004 
Port B Addr=$005 
Porte Addr=$006 



TIMER DATA REGISTER (TDR) 
7 



MSB 



LSB I $008 



TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 1 



See detail description in TIMER CONTROL REGISTER 
section. 



PROGRAMMING CONTROL REGISTER (PCR 
7 



3 2 1 

I I I h oOB 



See detail descnption in ON-CHIP PROGRAMMING 
HARDWARE section. 



MASK OPTION REGISTER (MOR) 
7 6 5 4 3 2 1 



$784 



See detail description in MASK OPTIONS section. 
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FIGURE 17 - TYPICAL PORT CONNECTIONS 
(a) Output Modes 
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Port A, Bit 7 Programmed as Output, Driving CMOS 
Loads and Bit 4 Driving one TTL Load Directly (using 
CMOS output option). 





IO = HFE«lb 



2N6386 (Typicdl) 



Port B, Bit 5 Programmed as Output, Driv 
Darlington-Base Directly. 




CMOS 

Inverters 

MCi4049/MC14069 
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Port B, Bit and Bit 1 Programmed as Output, Dri 
ing LEDs Directly. 



Port C, Bits 0-3 Programmed as Output, Driving 
CMOS Loads, Using External Pullup Resistors 



(b) Input Modes 
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TTL Driving Port A Directly. 



CMOS or TTL Driving Port B Directly. 
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CMOS and TTL Driving Port C Directly. 
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TIMER CONTROL REGISTER (TCR) 

The configuration of the TCR is determined by the logic 
level of bit 6 (Timer Option, TOPT) in the Mask Option 
Register (MOR). Two configurations of the TCR are shown 
below, one for T0PT=1 and the other for TOPT = 0. 
TOPT = 1 configures the TCR to emulate the MC6805P2 or 
MC6805P4. When TPOT = 0, it provides software control of 
the TCR. When TOPT= 1 , the prescaler "mask" options are 
user programmable via the MOR. A description of each TCR 
bit is provided below (also see Figure 8 and TIMER). 
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Timer Control 
Register $009 

TCR with MOR T0PT=1 (MC6805P2/P4 Emulation) 



Timer Control 
Register $009 



TCR with MOR TOPT = (Software Programmable Timer) 
= write only, reads as a zero 



b7, TIR Timer Interrupt Request— Used to initiate the 
timer interrupt or signal a timer Data Register 
underflow when it is a logical "^" . 



b4, TIE External Enable— Used to enable the external 
TIMER pin (7) or to enable the internal clock (if 
TIN = 0) regardless of the external timer pin 
state (disables gated clock feature). When 
TOPT= 1, TIE is always a logical "1". 

1 = Enables external timer pin. 
0= Disables external timer pin. 



TIN-TIE Modes 



TIN 


TIE 


CLOCK 
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Internal Clock l<i>2) 

Gated (AND) of External and 

Internal Clocks 
No Clock 
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b3, PSC Prescaler Clear— This is a write-only bit. It reads 
as a logical "0" (when TOPT = 0) so the BSET 
and BCLR on the TCR function correctly. 
Writing a "^" into PSC generates a pulse which 
clears the prescaler. (When T0PT=1 this bit is 
always read as a logical "1" and has no effect on 
the prescaler.) 

b2, PS2 Prescaler Select— These bits are decoded to 
b1, PS1 select one of eight outputs on the timer 
bO, PSO prescaler. The table below shows the prescaler 
division resulting from decoding these bits. 



B 



1 = Set when the Timer Data Register changes 

to all zeros. 
0= Cleared by external reset or under program 

control. 

b6, TIM Timer Interrupt Mask— Used to inhibit the 
timer interrupt, to the processor, when it is a 
logical "1". 

1 = Set by an external reset or under program 

control. 
0= Cleared under program control. 
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b5, TIN External or Internal— Selects the input clock 
source to be either the external TIMER pin (7) 
or the internal </)2. 

1 = Selects the external clock source 
0= Selects the internal <^2 (foSC"*"^' clock 
source 



Note 

When changing the PS2-PS0 bits in software, the 
PSC bit should be written to a "1" in the same write 
cycle to clear the prescaler. Changing the PS bits with- 
out clearing the prescaler may cause an extraneous 
toggle of the Timer Data Register, 
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MASK OPTIONS 

The MC68705P3 Mask Option Register is implemented in 
EPROIVI. Like all other EPROM bytes, the MOR contains all 
zeros prior to programming. 

When used to emulate the MC6805P2 or MC6805P4, five 
of the eight MOR bits are used in conjunction with the 
prescaler. Of the remaining, the b7 bit is used to select the 
type of oscillator clock, and bits b3 and b4 are not used. Bits 
bO, b1, and b2 determine the division of the Timer prescaler. 
Bit b5 determines the Timer clock source. The value of the 
TOPT bit (b6) is programmed to configure the TCR (a logic 
"1" for MC6805P2/P4 emulation). 

If the MOR Timer Option (TOPT) bit is a 0, bits b5, b4, b2, 
b1, and bO set the initial value of their respective TCR bits 
during reset. After initialization the TCR is software con- 
trollable. 

A description of the MOR bits is as follows: 



b7 b6 



b5 



b4 



b3 b2 b1 bO 



CLK TOPT CLS 



Mask Option 
P2 PI PO Register $784 



b7, CLK Clock Oscillator Type 
1 = RC 
0= Crystal 

Note 
V|HTP on the TIMER pin (7) forces the crystal mode. 



Two examples for programming the MOR are discussed 
below. 



Example 1 To emulate an MC6805P2 to verfiy your pro- 
gram with an RC oscillator, and an event count 
input for the timer with no prescaling, the MOR 
would be set to "1 1 1 1 1000". To write the MOR, 
it is simply programmed as any other EPROM 
byte. 



Example 2 Suppose you wish to use the MC68705P3 pro- 
grammable prescaler functions, and you wish 
the initial condition of the prescaler to be divid- 
ed by 64, with the input disabled and an internal 
clock source. If the clock oscillator was to be in 
the crystal mode, the MOR would be set to 
"00001110". 

ON-CHIP PROGRAMMING HARDWARE 

The Programming Control Register (PCR) at location $00B 
is an 8-bit register which utilizes the three LSBs (the five 
MSBs are set to logic "Is"). This register provides the 
necessary control bits to allow programming the MC68705P3 
EPROM. The bootstrap program manipulates the PCR when 
programming, so that users need not be concerned with the 
PCR in most applications. A description of each bit follows. 



b6, TOPT Timer Option 

1 = MC6805P2/P4 type timer/ prescaler. All bits, 
except 6 and 7, of the Timer-Control 
Register (TCR) are invisible to the user. Bits 
5, 2, 1, and of the Mask Option Register 
determine the equivalent MC6805P2/P4 
mask options. 
0=AII TCR bits are implemented as a Software 
Programmable Timer. The state of MOR bits 
5, 4, 2, 1 , and sets the initial values of their 
respective TCR bits (TCR is then software 
contolled after initialization). 

b5, CLS Timer/ Prescaler Clock Source 
1 = External TIMER pin. 
0= Internal <^2 
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Program 
Control 
Register $00B 



bO, PLE Programming Latch Enable — When cleared this 
bit allows the address and data to be latched in- 
to the EPROM. When this bit is set, data can be 
read from the EPROM. 

1 = (set) read EPROM 

0= (clear) latch address and data into 

EPROM (read disabled) 

PLE is set during a Reset, but may be cleared 
any time. Howev er, its effect on the EPROM is 
inhibited if VPON is a logic "1". 



b4 Not used if MOR T0PT=1 (MC6805P2/P4 

emulation). Sets initial value of TCR TIE if 
MOR TOPT = 0. 

b3 Not used. 

b2, P2 Prescaler Option — the logical levels of these 

b1, PI bits, when decoded, select one of eight outputs 

bO, PO on the timer prescaler. The table below shows 

the division resulting from decoding combina- 
tions of these three bits. 
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b1, PGE Program Enable — When cleared, PGE enables 
programming of the EPROM. PGE can only be 
cleared if PLE is cleared. PGE must be set when 
changing the address and data; i.e., setting up 
the byte to be programmed. 

1 = (set) inhibit EPROM programming 

0= (clear) enable EPROM programming (if 

PLE is low) 

PGE is set during a Reset; however, it has no 
effect on EPROM circuits if VPON is a logic 
"1". 

b2, VPON (VppON)-VPON is a read-only bit and when at 
a logic "0" it indicates that a "high voltage" is 
present at the Vpp pin. 

1 = no "high voltage" on Vpp pin 
0="high voltage" on Vpp pin 
VPON being "1" "disconnects" PGE and PLE 
from the rest of the chip, preventing accidental 
clearing of these bits from effecting the normal 
operating mode. 
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Note 

VPON being "0" does not indicate that the Vpp 
level is correct for programming. It is used as a 
safety interlock for the user in the normal 
operating mode. 
The Programming Control Register functions are shown 
below: 
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(Operating Mode) 



ERASING THE EPROM 

The MC68705P3 EPROM can be erased by exposure to 
high-intensity ultraviolet (UV) light with a wavelength of 



2537 A. The recommended integrated dose (UV intensity x 
exposure time) is 25 Ws/cm2. The lamps should be used 
without shortwave filters and the MC68705P3 should be 
positioned about one inch from the UV tubes. Ultraviolet 
erasure clears all bits of the MC68705P3 EPROM to the "0" 
state. Data is then entered by programming "Is" into the 
desired bit locations. 

Caution 

Be sure that the EPROM window is shielded from light 
except when erasing. This protects both the EPROM 
and light-sensitive nodes. 

PROGRAMMING FIRMWARE 

The MC68705P3 has 115 bytes of mask ROM containing a 
bootstrap program which can be used to program the 
MC68705P3 EPROM. The vector at addresses $7F6 and $7F7 
is used to start executing the program. This vector is fetched 
when V|HTP is app lied to pin 7 (TIMER pin) of the 
MC68705P3 and the RESET pin is allowed to rise above 
V|R£s 4- • Figure 18 provides a schematic diagram of a circuit 
and a summary of programming steps which can be used to 
program the EPROM in the MC68705P3. 
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FIGURE 18 - PROGRAMMING CONNECTIONS SCHEMATIC DIAGRAM 
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Vcc= V[)D= -1-5.0 V typical 

Vss = V 

Vpp= -1-21 V ±1 V 



Summary of Programming Steps: 

1. When plugging in the MC68705P3 or the MCM2716, be sure that SI and S2 are closed and that Vcc and +26 V are not applied. 

2. To initiate programming, be sure SI is closed; S2 is closed; and Vqc and -i- 26 V are applied. Then open S2, followed by SI. 

3. Before removing the MC68705P3, first close S2 and then close SI. Disconnect Vcc and -t-26 V; then remove the MC68705P3. 
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PROGRAMMING STEPS 

The MCM2716 UV EPROM must first be programmed with 
an exact duplicate of the information that is to be transferred 
to the MC68705P3, Non-EPROM addresses are ignored by 
the bootstrap. Since the MC68705P3 and the MCM2716 are 
to be inserted and removed from the circuit they should be 
mounted in sockets. In addition, the precaution below must 
be observed (refer to Figure 18): 

Caution 

Be sure SI and S2 are closed and Vcc and + 26 V are 
not applied when inserting the MC68705P3 and 
MC M2716 i nto their respective sockets. This ensures 
that RESET is held low while inserting the devices. 

When ready to program the MC68705P3 it is only 
necessary to provide Vqc ai^d +26 V, open switch S2 (to 
apply Vpp and V|htP^ ai^d then open SI (to remove Reset). 
Once the voltages are applied and both 52 and SI are open, 
the CLEAR output control line (PB4) goes high and then low, 
then th e 11 -bit counter (MC14040B) is clocked by the PB3 
output (COUNT). The counter selects the MCM2716 EPROM 
byte which is to load the equivalent MC68705P3 EPROM 
byte selected by th e bootst rap program. Once the EPROM 
location is loaded, COUNT clocks the counter to the next 
EPROM location. This continues until the MC68705P3 is 
completely programmed at which time the Programmed in- 
dicator LED is lit. The counter is cleared and the loop is 
repeated to verify the programmed data. The Verified in- 
dicator LED lights if the programming is correct. 

Once the MC68705P3 has been programmed and verified, 
close switch S2 (to remove Vpp and V|htp' and close 
switch SI (to Reset). Disconnect -i-26 V and Vcc; t'^sn 
remove the MC68705P3 from its socket. 



IVIC6805P2 AND MC6805P4 EMULATION 

The MC68705P3 emulates the MC6805P2 and MC6805P4 
"exactly." MC6805P2/P4 mask features are implemented in 
the Mask Option Register (MOR) EPROM byte on the 
MC68705P3. There are a few minor exceptions to the exact- 
ness of emulation which are listed below: 

1. The MC6805P2 "future ROM" area is implemented in 
the MC68705P3 and these 704 bytes must be left un- 
programmed to accurately simulate the MC6805P2/P4. 
(The MC6805P2/P4 reads all "Os" from this area.) 

2. The reserved ROM areas in the MC6805P2/P4 and 
MC68705P3 have different data stored in them and this 
data is subject to change without notice. The 



MC6805P2 uses the reserved ROM for the self-check 
feature and the MC68705P3 uses this area for the 
bootstrap program. 

3. The MC6805P2' reads all "Is" in its 48 byte "future 
RAM" area. This RAM is not implemented in the 
MC6805P2 mask ROM version, but is implemented in 
the MC68705P3 and MC68705P4. 

4. The Vpp line (pin 6) in the MC68705P3 must be tied to 
Vcc fo'' normal operation. In the MC6805P2, pin 6 is 
the NUM pin and is grounded in normal operation. The 
MC6805P4 uses pin 6 for Vsb which is normally tied to 
Vcc. as with the MC68705P3. 

5. The LVI feature is not available in the MC68705P3. 
Processing differences are not presently compatible 
with proper design of this feature in the EPROM ver- 
sion. 

6. The function in the Non-User Mode is not identical to 
the MC6805P2/P4 version. Therefore, the MC68705P3 
does not function in the MEX6805 Support System. In 
normal operation, all pin functions are the same as on 
the MC6805P2/P4 version, except for pin 6 as previous- 
ly noted. 

7. The MC6805P4 provides a standby RAM feature which 
is not available on the MC68705P3. 

The operation of all other circuitry has been exactly 
duplicated or designed to function exactly the same in both 
devices including Interrupts, Timer, Data Ports, and Data 
Direction Registers (DDRs). A stated design goal has been to 
provide the user with a safe inexpensive way to verify his 
program and system design before committing to a factory 
programmed ROM. 

SOFTWARE 
BIT MANIPULATION 

The MC68705P3 MCU has the ability to set or clear any 
single random-access memory or input/output bit (except 
the Data Direction Register, see Caution under INPUT/OUT- 
PUT paragraph), with a single instruction (BSET, BCLR). 
Any bit in the page zero memory can be tested, using the 
BRSET and BRCLR instructions and the program branches 
as a result of its state. The Carry bit equals the value of the 
bit referenced by BRSET and BRCLR. A Rotate instruction 
may then be used to accumulate serial input data in a RAM 
location or register. This capability to work with any bit in 
RAM, ROM, or I/O allows the user to have individual flags in 
RAM or to handle I/O bits as control lines. The coding exam- 
ple in Figure 19 illustrates the usefulness of the bit manipula- 
tion and test instructions. Assume that the MCU is to com- 
municate with an external serial device. The external device 



FIGURE 19 - BIT MANIPULATION EXAMPLE 
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has a data ready signal, a data output line, and a clock line to 
clock data one bit at a tinne, LSB first, out of the device. The 
MCU waits until the data is ready, clocks the external device, 
picks up the data in the Carry flag (C-bit), clears the clock 
line, and finally accumulates the data bit in a RAM location. 

ADDRESSING MODES 

The MC68705P3 MCU has 10 addressing modes which are 
explained bnefly in the following paragraphs. For additional 
details and graphical illustrations, refer to the M6805 Family 
Users Manual. 

The term "effective address" (EA) is used in describing the 
addressing modes. EA is defined as the address from which 
the argument for an instruction is fetched or stored. 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode. The immediate addressing mode is used to access 
constants which do not change during program execution 
(e.g., a constant used to initialize a loop counter). 

DIRECT — In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte. Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction. This address area includes all on-chip 
RAM, I/O registers, and 128 bytes of EPROM. Direct ad- 
dressing is an effective use of both memory and time. 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode. Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction. When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing. 
The assembler automatically selects the shortest form of the 
instruction. 

RELATIVE — The relative addressing mode is only used in 
branch instructions. In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is add- 
ed to the PC, if and only if, the branch condition is true. 
Otherwise, control proceeds to the next instruction. The 
span of relative addressing is from —126 to -i- 129 from the 
opcode address. The programmer need not worry about 
calculating the correct offset when using the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch. 



INDEXED, NO OFFSET - In the indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register. Thus, this addressing 
mode can access the first 256 memory locations. These in- 
structions are only one byte long. This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location. 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and unsigned 
byte following the opcode. This addressing mode is useful in 



selecting the kth element in an n element table. With this 
2-byte instruction, k would typically be in X with the address 
of the beginning of the table in the instruction. As such, 
tables may begin anywhere within the first 256 addressable 
locations and could extend as far as location 510 ($1 FE is the 
last location at which the instruction may begin). 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode. This address mode can 
be used in a manner similar to indexed, 8-bit offset, except 
that this 3-byte instruction allows tables to be anywhere in 
memory. As with Direct and Extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing. 

BIT SET/CLEAR - In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared. Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction. See Caution under the INPUT/OUTPUT 
paragraph. 

BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing. The bit which is to be tested and the 
condition (set or clear) is included in the opcode, and the 
address of the byte to be tested is in the single byte im- 
mediately following the opcode byte. The signed relative 
8-bit offset is in the third byte and is added to the value of the 
PC, if the branch condition is true. This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 locations of memory. The 
span of branching is from —125 to -i- 130 from the opcode 
address. The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Register. See Caution under 
the INPUT/OUTPUT paragraph. 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode. Operations specifying only the index register 
br accumulator, as well as control instruction with no other 
arguments, are included in this mode. These instructions are 
one byte long. 

INSTRUCTION SET 

The MC68705P3 MPU has a set of 59 basic instructions, 
which when combined with the 10 address modes produce 
207 usable opcodes. They can be divided into five different 
types: register/ memory, read-modify-write, branch, bit 
manipulation, and control. The following paragraphs briefly 
explain each type. All the instructions within a given type are 
presented in individual tables. 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands. One operand is either the ac- 
cumulator or the index register. The other operand is obtain- 
ed from memory using one of the addressing modes. The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operands. Refer to Table 1 . 



B 
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READ-MODIFY-WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT paragraph). The test for negative or zero (TST) instruc- 
tion is included in the read-modify-write instructions, though 
it does not perform the write. Refer to Table 2. 

BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met. Refer to Table 3. 



(see Caution under INPUT/OUTPUT paragraph). One group 
either sets or clears. The other group performs the bit and 
test branch operations. Refer to Table 4. 

CONTROL INSTRUCTIONS -The control instructions 
control the MCU operations during program execution. 
Refer to Table 5. 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 6. 



BIT MANIPULATION INSTRUCTIONS - These instruc- 
tions are used on any bit in the first 256 bytes of the memory 



OPCODE MAP SUMMARY - Table 7 is an opcode map 
for the instructions used on the MCU. 



a 











TABLE 


- REGISTER/MEMORY INSTRUCTIONS 


















Addressing Modes ] 




Immed 


ate 


Direct 


Extended 


Indexed 
(No Offset) 


(8 


Indexed 
-Bit Offset! 


Indexed 
(16Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


« 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


tt 
Cycles 


OP 
Code 


tt 
Bytes 


tt 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


6 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


6 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 




B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


-■ 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


E8 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


09 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


80 


2 


4 


CO 


3 


5 


FO 




4 


EG 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


6 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


88 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


Al 


2 


2 


81 


2 


4 


C1 


3 


6 


Fl 




4 


El 


2 


5 


Dl 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


83 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


6 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare! 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 






8C 


2 


3 


CO 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 






BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 









TABLE 2 - 


READ-MODIFY-WRITE INSTRUCTION 
















Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


# 
Bytes 


tt 
Cycles 


Increment 


INC 


40 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


^ 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 3 - BRANCH INSTRUCTIONS 



Function 


Mnemonic 


Relative Addressing Mode 1 


Op 
Code 


t 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFF Higher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFF Carry Clear 


BCC 


24 


2 


4 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


4 


Branch IFF Carry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


Branch IFF Not Equal 


BNE 


26 


2 


4 


Branch IFF Equal 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFF Half Carry Set 


BHCS 


29 


2 


4 


Branch IFF Plus 


BPL 


2A 


2 


4 


Branch IFF Minus 


BMI 


2B 


2 


4 


Branch IFF Interrupt tvlask Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


4 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


4 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



I 



TABLE 4 - BIT MANIPULATION INSTRUCTIONS 



Function 


Mnemonic 


Addressing Modes 


Bit Set/ Clear 


Bit Test and Branch 1 


Op 
Code 


Bytes 


t 
Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = 0....7) 


- 


- 


- 


2* n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 0...J) 


- 


- 


- 


01 + 2» n 


3 


10 


Set Bit n 


BSET n (n = 0....7) 


10 + 2» n 


2 


7 


- 


- 


- 


Clear Bit n 


BCLR n (n = 0....7) 


11 + 2« n 


2 


7 


- 


- 


- 



TABLE 5 - CONTROL INSTRUCTIONS 



Function 


Mnemonic 


Op 
Code 


Inherent 


Bytes 


It 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CU 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 6 - INSTRUCTION SET 






Mnemonic 


Addressing Modes 


Condition Codes] 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Testa 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X . 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 














• 








BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 










A 


BRSET 




















X 










A 


BSET 


















X 












• 


BSR 










X 




















• 


CLC 


X 































CLI 


X 




























• 


CLR 


X 




X 






X 


X 















1 


• 


CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 



Condition Code Symbols 


H 


Half Carry (From Bit 3) 


1 


Interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


C 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otherwise 


• 


Not Affected 


7 


Load CC Register From Stack 


1 


Set 





Clear 
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TABLE 6 - INSTRUCTION SET (CONTINUED) 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Teste 
Branch 


H 


1 


N 


Z 


C 


DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 










A 


A 




LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






>« 


X 















A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 
























• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 
























• 


• 


• 


RTI 


X 
























? 


? 


? 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 




















• 




• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


SIX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 
























• 


• 


• 



i 



Condition Code Symbols 



H 


Half Carry (From Bit 3) 


1 


Interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


C 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otherwise 


• 


Not Affected 


7 


Load CC Register From Stack 


1 


Set 


u 


Clear 



3-849 



o 



TABLE 7 - M6805 HMOS FAMILY INSTRUCTION SET OPCODE MAP 





Bit Manipulation 


Branch 


Road-IVIodify-Write 


Control 


Register/ Memory 




BTB 


BSC 


"fL 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


■~~~~^ Hi 





T 

0001 


2 

0010 


3 

XI 1 


4 

0100 


0101 


6 

0110 


1 

0111 


8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 
1101 


E 
1110 


F 

nil 


^-^-^^ Low 



0000 


10 

BRSETO 
3 BTB 


BSETO 
2 BSC 


4 

BRA 

2 HEL 


6 

NEG 

2 DIR 


4 

NEG 

1 INH 


4 

NEG 

1 INH 


7 

NEG 

2 1X1 


5 

NEG 

1 IX 


9 

RTI 
1 INH 




2 

SUB 

2 IMM 


4 

SUB 

2 DIR 


SUB 

3 EXT 


6 

SUB 
3 1X2 


5 
SUB 

2 1X1 


4 

SUB 

1 IX 



0000 


1 

0001 


10 

BRCLRO 
3 BTB 


7 

BCLRO 
2 BSC 


4 

BRN 

2 REL 












6 

RTS 

1 INH 




2 

CMP 

2 IMM 


CMP 

2 DIR 


5 

CMP 

3 EXT 


6 

CMP 
3 1X2 


5 

CMP 
2 1X1 


CMP 

1 IX 


1 

0001 


2 

0010 


10 

BRSETl 
3 BTB 


7 

BSETl 
2 BSC 


4 

BHI 
2 REL 
















2 

SBC 

2 IMM 


SBC 

2 DIR 


SBC 

3 EXT 


6 
SBC 

3 1X2 


5 
SBC 

2 1X1 


SBC 

1 IX 


2 

OOIO 


3 

001 1 


10 

BRCLR1 
3 BTB 


BCLR1 
2 BSC 


4 

BLS 

2 REL 


6 

COM 

2 DIR 


4 

COMA 

1 INH 


4 

COMX 

1 INH 


7 

COM 

2 1X1 


6 
COM 

1 IX 


11 

SWI 

1 INH 




2 

CPX 
2 IMM 


CPX 

2 DIR 


6 

CPX 

3 EXT 


CPX 

3 1X2 


CPX 

2 1X1 


CPX 

1 IX 


3 

0011 


4 
0100 


10 

BRSET2 
3 BTB 


BSET2 
2 BSC 


4 

BCC 

2 REL 


6 

LSR 

2 DTR 


LSRA 


LSRX 

1 INH 


7 

LSR 

2 1X1 


6 

LSR 






2 

AND 

2 IMM 


4 

AND 

2 DIR 


6 

AND 

3 EXT 


6 

AND 
3 1X2 


AND 
2 1X1 


AND 

1 IX 


4 

0100 


5 

0101 


10 

BRCLR2 
3 BTB 


BCLR2 
2 BSC 


4 

BCS 

2 REL 
















2 

BIT 

2 IMM 


4 

BIT 
2 DIR 


6 

BIT 

3 EXT 


6 

BIT 

3 1X2 


5 

BIT 

2 1X1 


BIT 

1 IX 


5 

0101 


6 

0110 


10 

BRSET3 
3 BTB 


7 

BSET3 
2 BSC 


4 

BNE 

2 REL 


6 

ROR 

2 DIR 


RORA 

1 INH 


RORX 

1 INH 


7 

ROR 

2 1X1 


ROR 

1 IX 






2 

LDA 

2 IMM 


LDA 

2 DIR 


5 

LDA 

3 EXT 


5 

LDA 
3 1X2 


LDA 

2 1X1 


LDA 

1 IX 


6 

Olio 


7 

0111 


10 

BRCLR3 
3 BTB 


BCLR3 
2 BSC 


4 

BEQ 

2 REL 


6 
ASR 

2 DIR 


ASRA 

1 INH 


ASRX 

1 INH 


7 

ASR 

2 1X1 


6 

ASR 

1 IX 




2 

TAX 

1 INH 




6 

STA 
2 DIR 


6 

STA 
3 EXT 


STA 

3 1X2 


6 

STA 
2 1X1 


STA 

1 IX 


7 

0111 


8 

1000 


10 

BRSET4 
3 BTB 


BSET4 
2 BSC 


BHCC 

2 REL 


6 

LSL 
2 DIR 


LSLA 

1 INH 


LSLX 

1 INH 


7 

LSL 
2 1X1 


6 

LSL 




2 

CLC 

1 INH 


EOR 

2 IMM 


4 

EOR 

2 DiR 


5 
EOR 

3 EXT 


6 

EOR 

3 1X2 


5 

EOR 

2 1X1 


EOR 

1 IX 


8 

1000 


9 

1001 


10 

BRCLR4 
3 BTB 


7 

BCLR4 
2 BSC 


4 

BHCS 

2 REL 


6 

ROL 
2 DIR 


ROLA 

1 INH 


4 

ROLX 

1 INH 


ROL 

2 1X1 


6 

ROL 

1 IX 




2 

SEC 

1 INH 


2 
ADC 

2 IMM 


4 
ADC 

2 DIR 


ADC 

3 EXT 


6 
ADC 

3 1X2 


5 

ADC 
2 1X1 


ADC 

1 IX 


9 

1001 


A 

1010 


BRSET5 
3 BTB 


BSET5 
2 BSC 


4 

BPL 
2 REL 


DEC 

2 DIR 


DECA 

1 INH 


DECX 

1 INH 


7 

DEC 

2 1X1 


6 

DEC 




2 

CLI 

1 INH 


ORA 

2 IMM 


ORA 

2 DIR 


ORA 

3 EXT 


6 

ORA 

3 1X2 


5 

ORA 

2 1X1 


ORA 

1 IX 


A 

1010 


B 

1011 


BRCLR5 
3 BTB 


BCLR5 
2 BSC 


BMI 
2 REL 














i 
SEI 

1 INH 


2 

ADD 

2 IMM 


ADD 

2 DIR 


5 

ADD 

3 EXT 


6 

ADD 
3 1X2 


6 

ADD 

2 1X1 


ADD 


B 

1011 


c 

1100 


BRSET6 

3 BTB 


BSET6 
2 BSC 


BMC 

2 REL 


6 

INC 
2 DIR 


INCA 

1 INH 


INCX 

1 INH 


7 

INC 

2 1X1 


6 

INC 




2 

RSP 

1 INH 




JMP 

2 DIR 


4 

JMP 
3 EXT 


6 

JMP 

3 1X2 


JMP 

2 1X1 


JMP 

1 IX 


c 

1100 


D 

1101 


10 

BRCLR6 
3 BT6 


BCLR6 
2 BSC 


BMS 

2 REL 


6 
TST 

2 DIR 


TSTA 

1 INH 


TSTX 

1 INH 


7 

TST 
2 1X1 


6 

TST 




2 

NOP 

1 INH 


8 

BSR 
2 REL 


7 

JSR 

2 DIR 


JSR 

3 EXT 


S 

JSR 

3 1X2 


S 
JSR 

2 1X1 


JSR 

1 IX 


D 
1101 


E 
1110 


10 

BRSET7 
3 BTp 


7 

BSET7 
2 BSC 


BIL 
2 REL 
















LDX 

2 IMM 


LDX 

2 DIR 


5 

LDX 

3 EXT 


LDX 

3 1X2 


LDX 

2 1X1 


LDX 

1 IX 


E 
1110 


F 
nil 


BRCLR7 
3 BTB 


BCLR7 
2 BSC 


BIH 
2 REL 


CLR 
2 DIR 


CLRA 

1 INH 


CLRX 

1 INH 


7 

CLR 

2 1X1 


CLR 

1 IX 




2 

TXA 

1 INH 




STX 

2 DIR 


STX 

3 EXT 


STX 

3 1X2 


6 

STX 

2 1X1 


STX 

1 IX 


F 
nil 



o 

00 

O 
OI 

w 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



# of Cycles 

Mnemonic 

Bytes 





F ^- . 








nil-*— 




^ 


^ 


•4 

— *- 91 IR 


'^^ 

(XXX) -*^ 


-il" 




^r^^ 




.1 IX 









Opcode in Hexadecimal 
Opcode in Binary 

Address Mode 



® 



MOTOROLA 



Advance Information 



8-BIT EPROM MICROCOMPUTER UNIT 

The MC68705P5 Microcomputer Unit (MCU) is an EPROM member 
of the M6805 Family of low-cost single-chip microcomputers. The user 
programmable EPROM allows program changes and lower volume 
applications in comparison to the factory mask programmable versions. 
The EPROM versions also reduce the development costs and turn- 
around time for prototype evaluation of the mask ROM versions. This 
8-bit microcomputer contains a CPU, on-chip CLOCK, EPROM, 
bootstrap ROM, RAM, I/O, and a TIMER. 

Because of these features, the MC68705P5 offers the user an 
economical means of designing an M6805 Family MCU into his system, 
either as a prototype evaluation, as a low-volume production run, or a 
pilot production run. 

HARDWARE FEATURES 

8-Bit Architecture 

112 bytes of RAM 

Memory Mapped I/O 

1804 Bytes of User EPROM 

Internal 8-Bit Timer with 7-Bit Prescaler 

• Programmable Prescaler 

• Programmable Timer Input Modes 

• External Timer Interrupt 

• Vectored Interrupts - External, Timer, and Software 

• Zero-Cross Detection on INT Input 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Master and Power-On Reset 

• Complete Development System Support on EXORciser 

• Emulates the MC6805P2 and MC6805P4 (Except for Vsr) 

• Bootstrap Program in ROM Simplifies EPROM Programming 

• EPROM Security Features (Hardware and Software) 

SOFTWARE FEATURES 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Registers/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to EPROM, RAM, and I/O 
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HMOS 



(HIGH-DENSITY, N-CHANNEL 

DEPLETION LOAD, 

5 V EPROM PROCESS) 



8-BIT EPROM 
MICROCOMPUTER 




B 



L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



S SUFFIX 

CERDIP PACKAGE 
ALSO AVAILABLE 



vssC 
intC 

vccC 

extalC 

xtalC 

VppC 6 
TIMERf 7 
PCOC 8 
PCiC 9 
PC2t 10 
PC3C 11 
PBOC 12 
PBlC 13 
PB2[ 14 



PIN ASSIGNMENT 

\J 

1 • ^-^ 



28 1 RESET 

27 ] PA7 

26 J PA6 

25 } PA5 

]PA4 

]PA3 

]PA2 

IPAI 

)PAO 

]PB7 

JPB6 

1pB5 

]PB4 

)PB3 



GENERIC INFORMATION 

(f=1,0 MHz, Ta = to70°C) 



Package Type 


Generic Number 


Ceramic 
L Suffix 


MC68705P5L 


Cerdip 
S Suffix 


MC68705P5S 



This document contains information on a new product Specifications and information herein 
are subject to change without notice. 
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MC68705P5 HMOS MICROCOMPUTER BLOCK DIAGRAM 

XTAL EXTAL RESET INT 
Vpp 



B 




MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7.0 


V 


Input Voltage 
EPROM Programming Voltage (Vpp Pin) 
TIMER Pin 
Normal Mode 

Bootstrap Programming Mode 
All Others 


Vpp 

Vin 
Vin 
Vin 


-0.3 to +22.0 

-0.3 to +7.0 
-0.3to + 15.0 
-0.3 to +7.0 


V 

V 
V 
V 


Operating Temperature Range 


Ta 


to +70 


"C 


Storage Temperature Range 


Tstq 


-55 to +150 


°c 


Junction Temperature 


TJ 


+ 150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Pacl<age 


«JA 


50 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be talcen to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion It is recommended that Vjp and Vgut be con- 
strained to the range Vsss(V|nOrVQut)£VcC- 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e.g., either Vjs or Vcc'- 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = TA+(PD«ejA) (1) 

Where: 

Ta = Ambient Temperature, °C 

Sj/\s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PO^PINT+PPORT 

P|NT=ICC^ VcC' Watts — Chip Internal Power 
PpORT = Port Power Dissipation, Watts — User Determined 
For most applications PpORT'^PlNT and can be neglected. PpORT rnay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is: 

Pd=K^(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = PD«(TA + 273°C)+ejA«PD^ (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T/\. Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of T^. 
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PROGRAMMING OPERATION ELECTRICAL CHARACTERISTICS 

(Vcc = 5.25 Vdc ±0.5, Vss = Vdc, 1^ = 20° to 30°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage (Vpp Pin) 


Vpp 


20.0 


21.0 


22.0 


V 


Vpp Supply Current 
Vpp = 5.25 V 
Vpp = 21.0 V 


Ipp 


- 


- 


8 
30 


mA 


Programming Oscillator Frequency 


'oscp 


0.9 


1.0 


1.1 


MHz 


Bootstrap Programming Mode Voltage (TIMER Pin) ljn=100/iA Max 


V|HTP 


9.0 


12.0 


15.0 


V 



SWITCHING CHARACTERISTICS (Vcc= +5. 25 Vdc ±0.5 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherv^'ise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


'osc 


0.4 


- 


4.2 


MHz 


Instruction Cycle Time (4/fQS(;;) 


'eye 


0.950 


- 


10 


lis 


INT or Timer Pulse Width (See Interrupt Section) 


^WL. tWH 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


'RWL 


tcyc + 250 


- 




ns 


RESET Delay Time (External Cap= 1 .0 ^F) 


<RHL 


100 


- 




ms 


INT Zero Crossing Detection Input Frequency 


'iNT 


0.03 


- 


1.0 


kHz 


External Clock Duty Cycle (EXTAL) (See Figure 12) 


- 


40 


50 


60 


% 



D 



ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc ±0.5 Vdc, Vss = Vdc, 


Ta = 0° to 70°C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


nput High Voltage 












RESET (4.75<Vcc^5.75) 




4.0 


- 


Vcc 




(Vcc<4 75) 




Vcc-0.5 


- 


Vcc 




INT (4.75<Vcc^5.75) 


V|H 


4.0 


* * 


Vcc 


V 


(Vcc<4 75) 




Vcc-0.5 




Vcc 




All Other 




2.0 


- 


Vcc 




Input High Voltage (TIMER Pint 












Timer Mode 


V|H 


2.0 


- 


Vcc 


V 


Bootstrap Programming Mode 




9.0 


12.0 


15.0 




Input Low Voltage 












RESET 




-0.3 


- 


0.8 




INT 


V|L 


-0.3 


** 


15 


V 


All Other 




-0.3 


- 


0.8 




Internal Power Dissipation (No Port Loading, Vcc = 5 25 V, Ta = 0°C) 


Pint 


- 


450 


TBD 


mW 


Input Capacitance 












XTAL 


Cm 


- 


25 


- 


pF 


All Other 




- 


10 


- 




INT Zero-Crossing Voltage, through a Capacitor 


V|NT 


20 


- 


4.0 


Vacp-p 


RESET Hysteresis Voltage (See Figure 11) 












Out of Reset Voltage 


V|RES + 


2.1 


- 


4.0 


V 


Into Reset Voltage 


VlRES- 


0.8 


- 


2.0 




Programming Voltage (Vpp Pin) 












Programming EPROM 


Vpp* 


20.0 


21.0 


22.0 


V 


Operating Mode 




4.0 


vcc 


5.75 




Input Current 












TIMER (V|n = 0.4 V) 




- 


- 


20 




INT (V|n = 0.4V) 




- 


20 


50 




EXTAL 'V|n = 2.4 V to Vqc Crystal Option) 


l|n 


- 


- 


10 


mA 


(V|n = 0.4 V Crystal Option) 




- 


- 


-1600 




RESET (V|n = 0.8 V) 




-4.0 


- 


-40 




(External Capacitor Changing Current) 













Wpp is Pin 6 on the MC68705P5 and is connected to Vcc i'^ 'he Normal Operating Mode. In the MC6805P2, Pin 6 is NUM and is connected 
to Vgs in the Normal Operating Mode. The user must allow for this difference when emulating the MC6805P2 ROM-based MCU. 

*Due to internal biasing, this input when not used) floats to approximately 2.0 V. 
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B 



PORT ELECTRICAL CHARACTERISTICS (Vcc= +5.25 Vdc, 


±0.5 Vdc, Vss = 


Vdc, Ta = 0° to70°C 


unless otherwise noted 




Characteristic 




Symbol 


Min 


Typ 


Max 


Unit 1 


Port A 1 


Output Low Voltage, iLoad = ^ ^ i^nA 


Vol 






04 


V 


Output High Voltage, lLoad== " 100 ^ A 


VOH 


2.4 


- 




V 


Output High Voltage, lLoacl= " 10 ;iA 


VOH 


Vcc-1.0 


- 


- 


V 


Input High Voltage, lLoad= "^300 fiA (Max) 


V|H 


2.0 


- 


Vcc + 0.7 


V 


Input Low Voltage, lLoad= - 500 ^A (Max) 


V|L 


vss 


- 


0.8 


V 


Hi-Z State Input Current (V|n = 2.0 V to VccI 


l|H 


- 


~ 


-300 


mA 


Hi-Z State Input Current (Vjn = 0.4 V) 


l|L 


~ 


- 


-500 


mA 


Port B 1 


Output Low Voltage, lLoad = 3 2 mA 


Vol 


- 


- 


0.4 


V 


Output Low Voltage, lLoad= 10 nnA (Sink) 


Vol 


- 


- 


1.0 


V 


Output High Voltage, lLoad= - 200 /^A 


VOH 


2.4 


- 


- 


V 


Darlington Current Drive (Source), Vo= 15 V 


iqh 


-1.0 


- 


- 10 


mA 


Input High Voltage 


V|H 


2.0 


- 


Vcc + 0.7 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


itsi 


- 


2 


20 


^A 


Port C 1 


Output Low Voltage, lLoad= 1-6 rnA 


Vol 


- 


- 


0.4 


V 


Output High Voltage, iLoad = - 100 iiA 


Vqh 


2.4 , 


- 


- 


V 


Input High Voltage 


V|H 


2.0 


- 


Vcc + 0.7 


V 


Input Low Voltage 


V|L 


Vss 


- 


0.8 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


20 


/.A 



FIGURE 1 - TTL EQUIVALENT TEST LOAD 
(PORT B) 



Vcc = 5 75 V 



MMD6150 
Test or Equiv. ^ 1 5 kfi 

Point ° 



c:^ > 12 kfi 



M MMD7000 
ir or Equiv. 



C = 40 pF (total) 



FIGURE 2 - CMOS EQUIVALENT TEST LOAD 
(PORT A) 



Test Point o- 



:^ 30 pF (total) 



FIGURE 3 - TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 



Test 
Point 



? Vrc=5 75 V 
MMC6150 L 
or Equiv. | 2 97 kj) 



J It or Equ 



1D7000 
Equiv. 



C = 30 pF (total) 



SIGNAL DESCRIPTION 

The input and output signals for the MCU are described in 
the following paragraphs. 

Vcc 9"d Vss ~ Power is supplied to the MCU using two 
pins. Vqc is power and Vss is the ground connection. 

INT - This pin allows an external event to asynchronously 
interrupt the processor. It can also be used as a polled input 
using the BIL and BIH instructions. Refer to INTERRUPTS 
for additional information. 

XTAL and EXTAL — These pins provide connections to 
the on-chip clock oscillator circuit. A crystal, a resistor, or an 
external signal, depending on the CLK bit (see MASK OP- 
TIONS), is connected to these pins to provide a system clock 
source with various stability/cost tradeoffs. Lead lengths 
and stray capacitance on these two pins should be mini- 
mized. Refer to INTERNAL CLOCK GENERATOR OPTIONS 
for recommendations about these inputs. 

TIMER — This is used as an external input to control the 
internal timer/circuitry. This pin also detects a higher voltage 
level used to initiate the bootstrap program (see PROGRAM- 
MING FIRMWARE). Refer to TIMER for additional informa- 
tion about the timer circuitry. 



RESET — This pin has a Schmitt Trigger inpu t and a n on- 
chip pullup. The MCU can be reset by pulling RESET low. 
Refer to RESETS for additional information. 

Vpp — This pin is used when programming the EPROM. 
By applying the programming voltage to this pin, one of the 
requirements is met for programming the EPROM. In normal 
operation, this pin is connected to VcC- Refer to PRO- 
GRAMMING FIRMWARE and ELECTRICAL 
CHARACTERISTICS. 
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INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) — These 20 lines are arranged into two 8-bit ports 
(A and B) and one 4-bit port (C). All lines are programmable 
as either inputs or outputs, under software control of the 
Data Direction Registers (DDRs). Refer to INPUT/OUTPUT 
for additional information, being sure to observe the 
Caution. 

MEMORY 

As shown in Figure 4, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter. The MC68705P5 MCU has implemented 2041 bytes 



of these locations. This consists of: 1804 bytes of user 
EPROM, 115 bytes of bootstrap ROM, 112 bytes of user 
RAM, an EPROM Mask Option Register (MOR), a Program 
Control Register (PCR), and eight bytes of I/O. The user 
EPROM is located in two areas. Thie main EPROM area is 
memory locations $080 to $783. The second area is reserved 
for eight interrupt/ reset vector bytes at memory locations 
$7F8 to $7FF. The MCU uses nine of the lowest 16 memory 
locations for program control and I/O features such as ports, 
the port DDRs, and the timer. The Mask Option Register at 
memory location $784 completes the total. The 112 bytes of 
user RAM include up to 31 bytes for the stack. 



FIGURE 4 - MC68705P5 MCU MEMORY CONFIGURATION 



Page Zero 
Access with 

Short 
Instructions 



Interrupt 
Vectors 





7 C 






7 6 5 4 3 2 1 




I/O Ports Timer 

and 

RAM 

(128 Bytes) 


$000 

$07 F 
,$080 

$0FF 
$100 

$783 > 

$784 
$785 

$7F7 
$7F8 
$7F9 
$7FA 
$7FB 
$7FC 
$7FD 
$7FE 
$7FF 



1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
V 11 

\ ^2 
\ 15 

\ ^^ 

127 


Port A 




Port B 


1?7 


1 1 1 1 J Port C 


128 


Page Zero 
User EPROM 
1128 Bytes) 

Mam User 

EPROM 

(1668 Bytes) 

Mask Option Reg 


Not Used 


255 
256 


Port A DDR* 


Port B DDR* 




1111 |PortCDDR 




Not Used 




Timer Data Reg 




Timer Control Reg 




Not Used 


1923 
1924 


Program Control Reg 


Not Used 


1925 


Bootstrap 

ROM 
(115 Bytes) 


9n?q 


RAM 

(112 Bytes) 

Stack 

(31 Bytes Maximum) 

t 


2040 
2041 
2042 
2043 


Timer Interrupt 

External Interrupt 

SWI 

RESET 


2044 
2045 
2046 
2047 





$000 
$001 
$002 
$003 
$004 
$005 
$006 
$007 
$008 
$009 
$00A 
$00B 

$00C-00F 
$010 



B 



Caution; Data Direction Registers (DDRs) are write-only, they read as $FF. 



The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state. The register 
contents are pushed onto the stack in the order shown in 
Figure 5. Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first; then the high order three bits (PCH) are stack- 
ed. This ensures that the program counter is loaded correct- 
ly during pulls from the stack since the stack pointer in- 
crements during pulls. A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack; the remaining CPU registers are not pushed. 



FIGURE 5 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 10 Pull 



Condition 
lode Register 



Index Register 



n+ 1 
n-i-2 
n + 3 
n -t- 4 
n + 5 



Push 

*For subroutine calls, only PCH and PCL are stacked. 
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CENTRAL PROCESSING UNIT 

The CPU of the IVI6805 Family is implemented in- 
dependently from the I/O or memory configuration. Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal 
address, data, and control buses. 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown in Figure 6 and are explained in 
the following paragraphs. 

FIGURES - PROGRAMMING MODEL 

7 

A Accumulator 



a 



10 8 7 











1 PCH 1 




PCL 






10 


5 


4 







1 1 1 1 1 


1 1 1 


1 


SP 


1 



H I N Z C 



Index Register 



Program Counter 



Stack Pointer 



Condition Code 



L Register 
Carr 



y/ Borrow 
Zero 
Negative 
Interrupt Mask 
Half Carry 



ACCUMULATOR (A) - The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of the 
arithmetic calculations or data manipulations. 

INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode. It contains an 
8-bit value that may be added to an instruction value to 
create an effective address. The index register can also be 
used for data manipulations using read-modify-write instruc- 
tions. The index register may also be used as a temporary 
storage area. 



PROGRAM COUNTER (PC) - The program counter is an 
1Tbit register that contains the address of the next instruc- 
tiori to be executed. 

STACK POINTER (SP) - The stacl< pointer is an 1Tbit 
register that contains the address of the next free location on 
the stack. During an MCU reset or the Reset Stack Pointer 
(RSP) instruction, the stacl< pointer is set to location $07F. 
The stack pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack. The six most significant bits of the stack pointer are 
permanently set to 000011. Subroutines and interrupts may 
be nested down to location $061 (31 bytes maximum), which 
allows the programmer to use up to 15 levels of subroutine 
calls (less if interrupts are allowed). 



CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each of the five bits is ex- 
plained below. 

Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4. 

Int^rrupt (I) - When this bit is set the timer and external 
interrupt (INT) are masked (disabled). If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared. 

Negative (N) - When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical "1"). 

Zero (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero. 

Carry/Borrow (C) — When set, this bit indicates that a 
carry or borrow out of the arithmetic logic unit (ALU) occur- 
red during the last arithmetic operation. This bit is also af- 
fected during bit test and branch instructions plus shifts and 
rotates. 

TIMER 

The MC68705P5 MCU timer consists of an 8-bit software- 
programmable counter which is driven by a 7-bit software- 
programmable prescaler. Various timer clock sources may be 
selected ahead of the prescaler and counter. The timer selec- 
tions are made via the Timer Control Register (TCP) and/or 
the Mask Option Register (MOR). The TCR also contains the 
interrupt control bits. The sections elsewhere entitled TIMER 
CONTROL REGISTER and MASK OPTIONS include addi- 
tional details on controlling this timer. 

The MCU timer circuitry is shown in Figure 7. The 8-bit 
counter may be loaded under program control and is 
decremented toward zero by the f^lN counter input (output 
of the prescaler option selection). Once the 8-bit counter has 
decremented to zero, it sets the TIR (Timer Interrupt Re- 
quest) bit 7 (b7 of TCR). The TIM (Timer Interrupt Mask) bit 
(b6) can be software set to inhibit the interrupt request, or 
software cleared to pass the interrupt request to the pro- 
cessor. When the 1-bit in the Condition Code Register is 
cleared, the processor receives the Timer Interrupt. The 
MCU responds to this interrupt by saving the present CPU 
state on the stack, fetching the timer interrupt vector from 
locations $7F8 and $7F9 and executing the interrupt routine. 
The processor is sensitive to the level of the timer interrupt 
request line; therefore if the interrupt is masked, the TIR bit 
may be cleared by software (e.g., BCLR) without generating 
an interrupt. When servicing a timer interrupt, the TIR bit 
MUST be cleared by the timer interrupt service routine soft- 
ware in order to clear the timer interrupt request. 

The counter continues to count (decrement) after falling 
through to $FF from zero. Thus, the counter can be read at 
any time by the processor without disturbing the count. This 
allows a program to determine the length of time since the 
occurrence of a timer interrupt and does not disturb the 
counting process. 
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FIGURE? - MC68705P5 TIMER FUNCTIONAL BLOCK DIAGRAM 

Microcomputer Internal Bus 
Write 



fCIN 



Timer 
Pin 



"^7^ 



fpiN 



Internal 

02 

Clock 

lfosc + 4) 




7-Bit Prescaler 



Select 
1-of-8 



h 




b7 b6 b5 b4 b3 b2 bl bO 

Timer Control Register (TCR) 
TIP TIM TIN TIE PSC PS2 PS1 PSO 



TU 



■<XI 



Timer 
Interrupt 
Request 



fpifsj — Prescaler Input Frequency 
'CIN- Counter Input Frequency 



Mask Option Register Bits: 
CLK - Clock Oscillator Type 
TOPT-Timer Mask/ Programmable Option 
CLS^ Timer Clock Source 
(TIE) — (Timer External Input Enable) 
SNM — Secure/Non-Secure Mode Option 
P2, PI, PO- Prescaler Option 
NOTES: The TOPT bit in the mask option register selects whether the timer is software programmable via the timer control register or emulates 

the mask programmable parts via the MOR PROM byte. 

The TIE bit in the mask option register is not used if MOR TOPT= 1 (MC6805P2 emulation). It sets the intial value of TCR TIE if MOR 

TOPT = 0. 



Timer Control Register Bits: 
TIR- Timer Interrupt Request Status 
TIM — Timer Interrupt Mask 
TIN -Timer Input Select 
TIE-Timer External Input Enable 
PSC- Prescaler Clear 
PS2, PS1, PSO- Prescaler Select 



o 

00 

o 

■o 
<J1 



MC68705P5 



The clock input to the timer can be from an external 
source (decrementing the counter occurs on a positive tran- 
sition of the external source) applied to the TIMER input pin, 
or it can be the internal 02 signal. The maximum frequency 
of a signal that can be recognized by the TIMER pin logic is 
dependent on the parameter labeled tWL. twH- The pin 
logic that recognizes the high state on the pin must also 
recognize the low state on the pin in order to "re-arm" the 
internal logic. Therefore, the period can be calculated as 
follows; (assumes 50/50 duty cycle for a given period) 



^cyc 



X 2 + 250 ns = period 



1 
freq 



a 



The period is not simply twL + tWH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnecessarily longer period (250 ns 
twice) . 

When the 4>2 signal is used as the source, it can be gated 
by an input applied to the TIMER pin allowing the user to 
easily perform pulse-width measurements. (Note: When the 
MOR TOPT bit is set and the CLS bit is clear, an ungated </)2 
clock input is obtained by tying the TIMER pin to Vcq.) The 
source of the clock input is selected via the TCR or the MOR 
as described later. 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter. This prescaling option 
selects one of eight outputs on the 7-bit binary divider; one 
output bypasses prescaling. To avoid truncation errors, the 
prescaler is cleared when bit b3 of the TCR is written to a 
logic "^" , when in the software controlled mode (TOPT = 0, 
more on these modes in later paragraphs); however, TCR bit 
b3 reads as a logic "0" when TOPT = and as a "1" when 
TOPT= 1 to ensure proper operation with read-modify-write 
instructions (bit set and clear for example). 

At Reset, the prescaler and counter are initialized to an all 
"Is" condition; the Timer Interrupt Request bit (TCR, b7) is 
cleared and the Timer Interrupt Request mask (TCR, b6) is 
set. TCR bits bO, b1 , b2, b4, and b5 are initialized by the cor- 
responding Mask Option Register (MOR) bits at Reset. They 
are then software selectable after Reset if TOPT = 0. 

Note that the timer block diagram in Figure 7 reflects two 
separate timer control configurations: a) software controlled 
mode via the Timer Control Register (TCR), and b) MOR 
controlled mode to emulate a mask ROM version with the 
Mask Option Register. In the software controlled mode, all 
TCR bits are read/write, except bit b3 which is write-only 
(always reads as a logic "0"). In the MOR controlled mode, 
TCR bits b7 and b6 are read/write, the other six have no ef- 
fect on a write and read as logic "Is". The two configura- 
tions provide the user with the capability to freely select 
timer options as well as accurately emulate the MC6805P2 
and MC6805P4 mask ROM version. In the following para- 
graphs refer to Figure 9 as well as the TIMER CONTROL 
REGISTER and MASK OPTIONS sections. 

The TOPT (Timer Option) bit (b6) in the Mask Option 
Register is EPROM programmed to a logical "0" to select the 
software controlled mode, which is described first. TCR bits 
b5, b4, b3, b2, b1 , and bO give the program direct control of 
the prescaler and input selection options.. 

The Timer Prescaler input (fpiN) can be configured for 
three different operating modes, plus a disable mode, 
depending upon the value written to TCR control bits b4 and 
b5 (TIE and TIN). 

When the TIE and TIN bits are programmed to "0", the 
timer input is from the internal clock (02) and TIMER input 



pin is disabled. The internal clock mode can be used for 
periodic interrupt generation as well as a reference for fre- 
quency and event measurement. 

When TIE=1 and TIN = 0, the internal clock and the 
TIMER input pin signals are ANDed to form the timer input 
fpiN. This mode can be used to measure external pulse 
widths. The external pulse simply gates in the internal clock 
for the duration of the pulse. The accuracy of the count in 
this mode is ± one count. 

When TIE = and TIN= 1, no fpiN input is applied to the 
prescaler and the timer is disabled. 

When TIE and TIN are both programmed to a "1", the 
timer is from the external clock. The external clock can be 
used to count external events as well as provide an external 
frequency for generating periodic interrupts. 

Bits bO, bl, and b2 in the TCR are program controlled to 
choose the appropriate prescaler output. The prescaling 
divides the fpiN frequency by 1, 2, 4, etc. in binary multiples 
to 128 producing fciN frequency to the counter. The pro- 
cessor cannot write into or read from the prescaler; 
however, the prescaler is set to all "Is" by writing b3 of TCR 
to a "1", which allows for truncation-free counting. 

The MOR controlled mode of the timer is selected when 
the TOPT (Timer Option) bit (b6) in the MOR is programmed 
to a logical "1" to emulate the mask-programmable prescaler 
of the MC6805P2 and MC6805P4. The timer circuits are the 
same as described above; however, the Timer Control 
Register (TCR) is configured differently, as discussed below. 

The logical level for the functions of bits bO, bl , b2, and b5 
in the TCR are all determined at the time of EPROM pro- 
gramming. They are controlled by corresponding bits within 
the Mask Option Register (MOR, $784). The value program- 
med into MOR bits bO, bl, b2, and b5 controls the prescaler 
division and the timer clock selection. Bit b4 (TIE) and b3 
(PSC) are set to a logical "1" in the MOR controlled mode. 
(When read by software, these six TCR bits always read as 
logical "Is".) As in the software programmable configura- 
tion, the TIM (b6) and TIR (b7) bits of the TCR are controlled 
by the counter and software as described above and in 
TIMER CONTROL REGISTER. The MOR controlled mode is 
designed to exactly emulate the MC6805P2 and MC6805P4 
which has only TIM and TIR in the TCR and have the 
prescaler options defined as manufacturing mask options. 



RESETS 

The MCU can be reset in tw o ways : by initial power-up 
and by the external reset input (RESET). Up on pow er-up, a 
delay of tpHL is needed before allowing the RESET input to 
go high. This time allows the internal cl ock ge nerator to 
stabilize. Connecting a capacitor to the RESET input, as 
shown in Figure 8, typically provides sufficient delay. 



FIGURE 8 - POWER-UP RESET DELAY CIRCUIT 
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The internal circuit connected to th e RES ET pin consists 
of a Schmitt trigger which senses the RESET line logic level 
The Schmitt trigger provides an internal reset voltage when 
it senses logical "0" on the RESET pin. During power-up, 
the Schmitt trigger switches on (removes reset) when the 
RESET pin voltage rises to V|r|=s + ■ When the RESET pin 
voltage falls to a logical "0" for a period longer than one 
'cyC' the Schmitt trigger switches off to provide an internal 
reset voltage. The "switch off" voltage occurs at Vir^S— ■ 
A typical reset Schmitt trigger hysteresis curve is shown in 
Figure 9. See Figure 13 under INTERRUPTS for the com- 
plete reset sequence. 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components. A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs. The Mask 



Option Register (EPROM) is programmed to select crystal or 
resistor operation. The oscillator frequency Is internally 
divided by four to produce the internal system clocks. 
The different connection methods are shown in Figure 10. 

FIGURES - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 
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FIGURE 10 - CLOCK GENERATOR OPTIONS 
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No 

Connection 



EXTAL 



MC68705P5 
MCU 

(RC Option, 
MOR 57= 1) 



External Clock 



Approximately 10% to 25% Accuracy 

(Excludes Resistor Tolerance) 

External Resistor 



NOTES: 

1. When the TIMER input pin is in the V|htP range (In the bootstrap EPROM programming mode), the crystal option is forced. When the 
TIMER Input is at or below Vqq, the clock generator option is determined by bit 7 of the Mask Option Register (CLK). 

2. The recommended C|_ value with a 4.0 MHz crystal is 27 pF maximum, including system distributed capacitance. There is an internal 
capacitance of approximately 25 pF on the XTAL pin. For crystal frequencies other than 4 MHz, the total capacitance on each pin should be 
scaled as the inverse of the frequency ratio. For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and approximately 25 pF 
on XTAL. The exact value depends on the Motional-Arm parameters of the crystal used. 
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Crystal specifications and suggested PC board layouts are 
given in Figure 11. A resistor selection graph is given in 
Figure 12. 

FIGURE 11 - CRYSTAL MOTIONAL-ARM 
PARAMETERS AND SUGGESTED PC BOARD LAYOUT 
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FIGURE 12 - TYPICAL FREQUENCY SELECTION 
FOR RESISTOR OSCILLATOR OPTION 
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AT - Cut Parallel Resonance Crystal 
Co=7 pF Max. 
Freq.=4.0MHz(S) CL = 27pF 
Rs = 50 ohms Max, 




r777777 

3ND// 



Crystal 




Vcc = 5.25V 
Ta = 25°C 




NOTE: Keep crystal leads and circuit connections 
as short as possible. 



30 40 50 

Resistance (kS)) 



The crystal oscillator start-up time is a function of nnany 
variables: crystal parameters (especially Rg), oscillator load 
capacitances, IC parameters, ambient temperature, and 
supply voltage. To ensure rapid oscillator start-up neither the 
crystal characteristics nor the load capacitances should ex- 
ceed recommendations. 

BOOTSTRAP ROM 

The bootstrap ROM contains a factory program which 
allows the MCU to fetch data from an external device and 
transfer it into the MC68705P5 EPROM. The bootstrap pro- 
gram provides: timing of programming pulses, timing of Vpp 
input, and verification after programming. See PROGRAM- 
MING FIRMWARE. 

MASK OPTION REGISTER (MOR) 

The Mask Option Register is an 8-bit user programmed 
(EPROM) register. Bits in this register are used to select the 
type of system clock, the timer option, the timer/prescaler 
clock source, the prescaler option, and the secure mode. It is 
fully described in the MASK OPTIONS. 

INTERRUPTS 

The MC68705P5 MCU can be interrupted three different 
ways: through the external interrupt (INT) input pin, the 
internal timer interrupt request, or the software interrupt in- 
struction (SWI). When any interrupt occurs: the current in- 
struction (including SWI) is completed, processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the Condition Code Register is set, the 
address of the interrupt routine is obtained from the appro- 
priate interrupt vector address, and the interrupt routine is 
executed. Stacking the CPU registers, setting the 1-bit, and 
vector fetching requires a total of 1 1 t^yc periods for comple- 
tion. A flowchart of the interrupt sequence is shown in 
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Figure 13. The interrupt service routine must end with a 
return from interrupt (RTI) instruction which allows the CPU 
to resume processing of the program prior to the interrupt 
(by unstacking the previous CPU state). Unlike RESET, 
hardware interrupts do not cause the current instruction 
execution to be halted, but are considered pending until the 
current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and, if unmasked. 



proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed as any other in- 
struction. 

The external interrupt is in tern ally synchronized and then 
latched on the falling edge of INT. A sinusoidal input signal 



FIGURE 13 - RESET AND INTERRUPT PROCESSING FLOWCHART 




B 
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(f|NT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 14(a), for use as a Zero-Crossing 
Detector (for negative transitions of AC sinusoid). This 
allows applications such as servicing time-of-day routines 
and engaging/disengaging AC power control devices. Off- 
chip full-wave rectification provides an interrupt at every zero 
crossing of the AC signal and thereby provides a 2f clock. 

For digital applications, the INT pin can be driven by a 
digital signal. The maximum fr eque ncy of a signal that can 
be recognized by the TIMER or INT pin logic is dependent on 
the parameter labeled twL. tWH- The pin logic that 
recognizes the high (or low) state on the pin must also 
recognize the low (or high) state on the pin in order to "re- 
arm" the internal logic. Therefore, the period can be 
calculated as follows: (assumes 50/50 duty cycle for a given 
period) 



eye 



X 2 -I- 250 ns = period 



1 
freq 



The period is not simply t\/\i\_ + twH- This computation is 
allowable, but it does reduce the maximum allowable fre- 
quency by defining an unnece ssari ly long period (250 ns 
twice). See Figure 14(b). For the INT function, the maximum 



allowable frequency is also determined by the software 
response of the INT service routine. 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the 1-bit in the 
Condition Code Register. SWIs are usually used as break- 
points for debugging or as system calls. 

INPUT/OUTPUT 

There are 20 input/output pins. The INT pin may be polled 
with branch instructions to provide an additional input pin. 
All pins on Ports A, B, and C are programmable as either in- 
puts or outputs under software control of the corresponding 
Data Direction Register (DDR). The port I/O programming is 
accomplished by writing the corresponding bit in the port 
DDR to a logic "1" for output or a logic "0" for input. On 
Reset all the DDRs are initialized to a logic "0" state, placing 
the ports in the input mode. The port output registers are not 
initialized on Reset but may be written to before setting the 
DDR bits to avoid undefined levels. When programmed as 
outputs, the latched output data is readable as input data 
regardless of the logic levels at the output pin due to output 
loading; see Figure 15. When Port B is programmed for out- 
puts, it is capable of sinking 10 mA and sourcing 1 mA on 
each pin. 



FIGURE 14 - TYPICAL INTERRUPT CIRCUITS 
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FIGURE 15 - TYPICAL PORT I/O CIRCUITRY 
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*DDR is write-only register and reads as all "Is". 

* Ports B and C are three-state ports. Port A has internal pullup 
devices to provide CMOS drive capability. See Electrical 
Characteristics tables for complete information. 
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All input/output lines are TTL compatible as both inputs 
and outputs. Port A lines are CMOS compatible as outputs 
while port B and C lines are CMOS compatible as inputs. The 
memory map in Figure 4 gives the address of data registers 
and DDRs. The Register configuration is provided in Figure 
16. Figure 17 provides some examples of port connections. 



Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006). 
A read operation on these registers is undefined. Since 
BSET and BCLR are read-modify-write functions they 



cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set). It is recommended 
that all DDR bits in a port must be written using a 
single-store instruction. 

The latched output data bit (see Figure 15) may always be 
written. Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input. This may be 
used to initialize the data registers and avoid undefined out- 
puts; however, care must be exercised when using 
read-modify-wnte instructions since the data read cor- 
responds to the pin level if the DDR is an input ("0") and cor- 
responds to the latched output data when the DDR is an out- 
put ("1"). 



FIGURE 16 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 



PORT DATA DIRECTION REGISTER (DDR) 
7 



B 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 (Bits 0-3) 



111 Write Only, reads as all Is 

(21 1 = Output: 0= Input Cleared to by Reset 

(31 Port A Addr=$004 

Port B Addr=$(X)5 

PortC Addr=$006 



TIMER DATA REGISTER (TDR) 



MSB 



LSB I $008 



TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 1 



See detail description in TIMER CONTROL REGISTER. 



PROGRAMMING CONTROL REGISTER (PCR) 
7 3 2 10 



$00B 



See detail description in ON-CHIP PROGRAMMING HARDWARE. 



MASK OPTION REGISTER (MOR) 
7 6 5 4 3 2 1 



See detail description in MASK OPTIONS. 
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FIGURE 17 - TYPICAL PORT CONNECTIONS 
(a) Output Modes 

CMOS Loads! 



a 



Port A, Bit 7 Programmed as Output, Driving CMOS 
Loads and Bit 4 Driving one TTL Load Directly (using 
CMOS output option). 





2N6386 I Typical! 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 




CMOS 

Inverters 

MC 14049/ MCt4069 

ITypical! 



Port B, Bit and Bit \ Programmed as Output, Dri 
ing LED? Directly. 



Port C, Bits 03 Programmed as Output, Driving 
CMOS Loads, Using External Pullup Resistors 



(b) Input Modes 
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TTL Driving Port A Directly. 



CMOS or TTL Driving Port B Directly 



MC14069 
(Typical) fV. 






11 
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PCI 


-^>- 


8 


PCO 



CMOS and TTL Driving Port C Directly. 
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TIMER CONTROL REGISTER (TCR) 

The configuration of tfie TCR is determined by the logic 
level of bit 6 (Timer Option, TOPT) in the Mask. Option 
Register (MOR). Two configurations of the TCR are shown 
below, one for T0PT=1 and the other for TOPT = 0. 
T0PT=1 configures the TCR to emulate the MC6805P2 or 
MC6805P4. When TPOT = 0, it provides software control of 
the TCR. When TOPT= 1, the prescaler "mask" options are 
user programmable via the MOR. A description of each TCR 
bit is provided below (also see Figure 7 and TIMER). 



Timer Control 
Register $009 



TCR with MOR T0PT=1 (MC6805P2/P4 Emulation) 
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Timer Control 
Register $009 



TCR with MOR TOPT = (Software Programmable Timer! 
» = write only, reads as a zero 



b4, TIE External Enable— Used to enable the external 
TIMER pin (7) or to enable the internal clock (if 
TIN = 0) regardless of the external timer pin 
state (disables gated clock feature). When 
TOPT= ^, TIE is always a logical "^". 

1 = Enables external timer pin. 
0= Disables external timer pin. 



TIN-TIE Modes 
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TIE 


CLOCK 








Internal Clock 1.^2) 





1 


Gated (AND) of External and 
Internal Clocks 


1 
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No Clock 
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b3, PSC Prescaler Clear— This is a write-only bit. It reads 
as a logical "0" (when TOPT = 0) so the BSET 
and BCLR on the TCR function correctly. 
Writing a "^" into PSC generates a pulse which 
clears the prescaler. (When TOPT= 1 this bit is 
always read as a logical "1" and has no effect on 
the prescaler.) 



B 



b7, TIR Timer Interrupt Request— Used to initiate the 
timer interrupt or signal a timer Data Register 
underflow when it is a logical "^" . 



b2, PS2 Prescaler Select— These bits are decoded to 
b1, PSl select one of eight outputs on the timer 
bO, PSO prescaler. The table below shows the prescaler 
division resulting from decoding these bits. 



1 = Set when the Timer Data Register changes 

to all zeros. 
0= Cleared by external reset, power-on reset, 

or under program control. 



b6, TIM Timer Interrupt Mask- Used to inhibit the 
timer interrupt, to the processor, when it is a 
logical "1". 

1 = Set by an external reset, power-on reset, or 

under program control. 
0= Cleared under program control. 
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32 
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64 
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b5, TIN External or Internal— Selects the input clock 
source to be either the external TIMER pin (7) 
or the internal </)2. 

1 = Selects the external clock source (event 

count mode) 
0= Selects the internal 4>2 (foSC"^4) clock 

source 



Note 

When changing the PS2-PS0 bits in software, the 
PSC bit should be written to a "^" in the same write 
cycle to clear the prescaler. Changing the PS bits with- 
out clearing the prescaler may cause an extraneous 
toggle of the Timer Data Register. 
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MASK OPTIONS 

The MC68705P5 Mask Option Register is implemented in 
EPROM. Like all other EPROM bytes, the MOR contains all 
zeros prior to programming. 

When used to emulate the IVIC6805P2 or MC6805P4, five 
of the eight MOR bits are used in conjunction with the 
prescaler. Of the remaining, the b7 bit is used to select the 
type of oscillator clock, b3 is the secure/non-secure mode 
option, and b4 is not used. Bits bO, bl, and b2 determine the 
division of the Timer prescaler. Bit b5 determines the Timer 
clock source. The value of the TOPT bit (b6) is programmed 
to configure the TCR (a logic "1" for MC6805P2/P4 emula- 
tion). 

If the MOR Timer Option (TOPT) bit is a 0, bits b5, b4, b2, 
bl, and bO set the initial value of their respective TCR bits 
during reset. After initialization the TCR is software con- 
trollable. 

A description of the MOR bits is as follows: 



b7 b6 



b5 



b4 



b3 b2 



bl bO 



CLK TOPT CLS 
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Two examples for programming the MOR are discussed 
below. 



Example 1 To emulate an MC6805P2 to verify your pro- 
gram with an RC oscillator, and an event count 
input for the timer with no prescaling, the MOR 
would beset to "111 11000". To write the MOR, 
it is simply programmed as any other EPROM 
byte. 



b7, CLK Clock Oscillator Type 
1 = RC 
0= Crystal 

Note 
ViHT P on the TIMER pin (7) forces the crystal mode. 



b6, TOPT Timer Option 

1 = MC6805P2/P4 type timer/prescaler. All bits, 
except 6 and 7, of the Timer-Control 
Register (TCR) are invisible to the user. Bits 
5, 2, 1, and of the Mask Option Register 
determine the equivalent MC6805P2/P4 
mask options. 
0= All TCR bits are implemented as a Software 
Programmable Timer, The state of MOR bits 
5, 4, 2, 1 , and sets the initial values of their 
respective TCR bits (TCR is then software 
contolled after initialization). 

b5, CLS Timer/Prescaler Clock Source 
1 = External TIMER pin. 
0= Internal 02 



b4, (TIE) Not used if MOR T0PT=1 (MC6805P2/P4 
emulation). Sets initial value of TCR TIE if 
MOR TOPT = 0. 



b3, SNM 



b2, P2 
bl, PI 
bO, PO 



When this bit is set, i.e., programmed to a 
"1", it is not possible to access the EPROM 
contents of the MC68705P5 externally. For 
further information see PROGRAMMING 
FIRMWARE. 

Prescaler Option — the logical levels of these 
bits, when decoded, select one of eight outputs 
on the timer prescaler. The table below shows 
the division resulting from decoding combina- 
tions of these three bits. 
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Example 2 Suppose you wish to use the MC68705P5 pro- 
grammable prescaler functions, and you wish 
the initial condition of the prescaler to be divid- 
ed by 64, with the input disabled and an internal 
clock source. If the clock oscillator was to be in 
the crystal mode, the MOR would be set to 
"00001110", 

ON-CHIP PROGRAMMING HARDWARE 

The Programming Control Register (PCR) at location $(X)B 
is an 8-bit register which utilizes the three LSBs (the five 
MSBs are set to logic "Is"). This register provides the 
necessary control bits to allow programming the MC68705P5 
EPROM. The bootstrap program manipulates the PCR when 
programming, so that users need not be concerned with the 
PCR in most applications, A description of each bit follows. 



Program 
Control 
Register $00B 



bO, PLE Programming Latch Enable — When cleared this 
bit allows the address and data to be latched in- 
to the EPROM. When this bit is set, data can be 
read from the EPROM. 
1 = (set) read EPROM 
0= (clear) latch address and data into 

EPROM (read disabled) 

PLE is set during a Reset, but may be cleared 
any time. However, its effect on the EPROM is 
inhibited if VPON is a logic "1", 



bl, PGE Program Enable — When clear ed, PGE enables 
programming of the EPROM. PGE can only be 
cleared if PLE is cleared. PGE must be set when 
changing the address and data; i.e., setting up 
the byte to be programmed. 

1 = (set) inhibit EPROM programming 
0= (clear) enable EPROM programming (if 
PLE is low) 



3-866 



MC68705P5 



PGE is set during a Reset; however, it has no 
effect on EPROM circuits if VPON is a logic 
"1". 

b2, VPON (Vpp ON) -VPON is a read-only bit and when at 
a logic "0" it indicates that a "high voltage" is 
present at the Vpp pin. 

1 = no "high voltage" on Vpp pin 
0="high voltage" on Vpp pin 
VPON being "1" "disconnects" PGE and PLE 
from the rest of the chip, preventing accidental 
clearing of these bits from effecting the normal 
operating mode. 

Note 

VPON being "0" does not indicate that the Vpp 
level is correct for programming. It is used as a 
safety interlock for the user in the normal 
operating mode. 
The Programming Control Register functions are shown 
below: 



VPON 


PGE 


PLE 


Programming Conditions 











Programming mode (program EPROM byte) 


1 








PGE and PLE disabled from system 





1 





Programming disabled (latch address and 
data in EPROM) 


1 


1 





PGE and PLE disabled from system 








1 


Invalid state: PGE = iff PLE = 


1 





1 


Invalid state: PGE = iff PLE = 




1 


1 
1 


1 
1 


"High voltage" on Vpp 
PGE and PLE disabled from system 
(Operating Mode) 



ERASING THE EPROM 

The MC68705P5 EPROM can be erased by exposure to 
high-intensity ultraviolet (UV) light with a wavelength of 
2537 A. The recommended integrated dose (UV Intensity x 
exposure time) is a 25 Ws/cm2. The lamps should be used 
without shortwave filters and the MC68705P5 should be 
positioned about one inch from the UV tubes. Ultraviolet 
erasure clears all bits of the MC68705P5 EPROM to the "0" 
state. Data is then entered by programming "Is" into the 
desired bit locations. 

Caution 

Be sure that the EPROM window is shielded from light 
except when erasing. This protects both the EPROM 
and light-sensitive nodes. 

PROGRAMMING FIRMWARE 

The MC68705P5 has 115 bytes of mask ROM containing a 
bootstrap program which can be used to program the 
MC68705P5 EPROM. The vector at addresses $7F6 and $7F7 
is used to start executing the program. This vector is fetched 
when V||-|yp is app lied to pin 7 (TIMER pin) of the 
MC68705P5 and the RESET pin is allowed to rise above 
V|RES + ■ Figure 18 provides a schematic diagram of a circuit 
and a summary of programming steps which can be used to 
program the EPROM in the MC68705P5. 

Note that the MC68705P5 will not execute the bootstrap 
program when in the secure mode. Therefore, the on-chip 
EPROM must be completely erased before programming. To 
enter the secure mode, bit 3 of the mask option register must 
be programmed to a logic one and memory locations $782 
and $783 must be programmed with $20 and $FE respective- 



ly. After programming, the only way to revert the non-secure 
mode is by erasing the entire EPROM. 

PROGRAMMING STEPS 

The MCM2716 UV EPROM must first be programmed with 
an exact duplicate of the information that is to be transferred 
to the MC68705P5. Non-EPROM addresses are ignored by 
the bootstrap. Since the MC68705P5 and the MCM2716 are 
to be inserted and removed from the circuit they should be 
mounted in sockets. In addition, the precaution below must 
be observed (refer to Figure 18): 

Caution 

Be sure SI and S2 are closed and Vcc and -E 26 V are 
not applied when inserting the MC68705P5 and 

MCM2716 into their respective sockets. This ensures 
that RESET is held low while inserting the devices. 

When ready to program the MC68705P5 it is only 
necessary to provide V^Q and -i-26 V, open switch S2 (to 
apply Vpp and V|htp'. and then open SI (to remove Reset). 
Once the voltages are applied and both S2 and SI are open, 
the CLEAR output control line (PB4) goes high and then low, 
then th e 11-bit counter (MC14040B) is clocked by the PBS 
output (COUNT). The counter selects the MCM2716 EPROM 
byte which is to load the equivalent MC68705P5 EPROM 
byte selected by th e bootst rap program. Once the EPROM 
location is loaded, COUNT clocks the counter to the next 
EPROM location. This continues until the MC68705P5 is 
completely programmed at which time the Programmed in- 
dicator LED is lit. The counter is cleared and the loop is 
repeated to verify the programmed data. The Verified in- 
dicator LED lights if the programming is correct. 

Once the MC68705P5 has been programmed and verified, 
close switch S2 (to remove Vpp and V|HTP) and close 
switch SI (to Reset). Disconnect -1-26 V and V^ci ^hen 
remove the MC68705P5 from its socket. 

MC6805P2 AND MC6805P4 EMULATION 

The MC68705P5 emulates the MC6805P2 and MC6805P4 
"exactly." MC6805P2/P4 mask features are implemented in 
the Mask Option Register (MOR) EPROM byte on the 
MC68705P5. There are a few minor exceptions to the exact- 
ness of emulation with are listed below: 

1. The MC6805P2 "future ROM" area is implemented in 
the MC68705P5 and these 7(34 bytes must be left un- 
programmed to accurately simulate the MC6805P2/P4. 
(The MC6805P2/P4 reads all "Os" from this area.) 

2. The reserved ROM areas in the MC6805P2/P4 and 
MC68705P5 have different data stored in them and this 
data is subject to change without notice. The 
MC6805P2 uses the reserved ROM for the self-check 
feature and the MC68705P5 uses this area for the 
bootstrap program. 

3. The MC6805P2 reads all "Is" in its 48- byte "future 
RAM" area. This RAM is not implemented in the 
MC6805P2 mask ROM version, but is implemented in 
the MC68705P5 and MC68705P3. 

4. The Vpp line (pin 6) in the MC68705P5 must be tied to 
Vcc for normal operation. In the MC6805P2, pin 6 is 
the NUM pin and is grounded in normal operation. The 
MC6805P4 uses pin 6 for VgB which is normally tied to 
Vcc. as with the MC68705P5. 

5. The function in the Non-User Mode is not identical to 
the MC6805P2/P4 version. Therefore, the MC68705P5 



B 



3-867 



MC68705P5 



FIGURE 18 - PROGRAMMING CONNECTIONS SCHEMATIC DIAGRAM 



MC68705P5 



1 




SI ^f^un 



VCC 



27 


17 


26 


16 


25 


15 


24 


14 


23 


13 


22 


11 


21 


10 


20 


9 



VCC 



D7 
D6 
D5 
D4 
D3 
D2 
D1 
DO 

MCM2716 
(16KEPR0M) 




X 
19 - 



Q11 
QIO 
Q9 



Vdd 



MC14040B 

12-Bit 
Counter 



CLKRST 



-2_o.i 
X 



Vcc = Vdd= +5.0 V typical 

Vss = V 

Vpp= +21 V ±1 V 

Summary of Programming Steps: 

1. When plugging in the MC68705P5 or the MCM2716, be sure that SI and S2 are closed and that Vqc and +26 V are not applied. 

2. To initiate programming, be sure SI is closed; S2 is closed; and Vcc and +26 V are applied. Then open S2, followed by SI. 

3. Before removing the MC68705P5, first close S2 and then close SI. Disconnect Vcc and +26 V; then remove the MC68705P5. 



FIGURE 19 - BIT MANIPULATION EXAMPLE 
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does not function in the MEX6805 Support System. In 
normal operation, all pin functions are the same as on 
the MC6805P2/P4 version, except for pin 6 as previous- 
ly noted. 
6. The MC6805P4 provides a standby RAM feature which 

is not available on the MC68705P5. 
The operation of all other circuitry has been exactly 
duplicated or designed to function exactly the same in both 
devices including Interrupts, Timer, Data Ports, and Data 
Direction Registers (DDRs). A stated design goal has been to 
provide the user with a safe inexpensive way to verify his 
program and system design before committing to a factory 
programmed ROM. 

SOFTWARE 
BIT MANIPULATION 

The MC68705P5 MCU has the ability to set or clear any 
single random-access memory or input/output bit (except 
the Data Direction Register, see Caution under INPUT/OUT- 
PUT), with a single instruction (BSET, BCLR). Any bit in the 
page zero memory can be tested, using the BRSET and 
BRCLR instructions and the program branches as a result of 
its state. The Carry bit equals the value of the bit referenced 
by BRSET and BRCLR. A Rotate instruction may then be 
used to accumulate serial input data in a RAM location or 
register. This capability to work with any bit in RAM, ROM, 
or I/O allows the user to have individual flags in RAM or to 
handle I/O bits as control lines. The coding example in 
Figure 19 illustrates the usefulness of the bit manipulation 
and test instructions. Assume that the MCU is to communi- 
cate with an external serial device. The external device has a 
data ready signal, a data output line, and a clock line to clock 
data one bit at a time, LSB first, out of the device. The MCU 
waits until the data is ready, clocks the external device, picks 
up the data in the Carry flag (C-bit), clears the clock line, and 
finally accumulates the data bit in a RAM location. 

ADDRESSING MODES 

The MC68705P5 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs. For additional 
details and graphical illustrations, refer to the M6805 Family 
Users Manual. 

The term "effective address" (EA) is used in describing the 
addressing modes. EA is defined as the address from which 
the argument for an instruction is fetched or stored. 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode. The immediate addressing mode is used to access 
constants which do not change during program execution 
(e.g., a constant used to initialize a loop counter). 

DIRECT — In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte. Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction. This address area includes all on-chip 
RAM, I/O registers, and 128 bytes of EPROM. Direct ad- 
dressing is an effective use of both memory and time. 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 



following the opcode. Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction. When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing. 
The assembler automatically selects the shortest form of the 
instruction. 

RELATIVE — The relative addressing mode is only used in 
branch instructions. In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is add- 
ed to the PC, if and only if, the branch condition is true. 
Otherwise, control proceeds to the next instruction. The 
span of relative addressing is from —126 to -1-129 from the 
opcode address. The programmer need not worry about 
calculating the correct offset when using the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch. 



INDEXED, NO OFFSET - In tfie indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register. Thus, this addressing 
mode can access the first 256 memory locations. These in- 
structions are only one byte long. This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location. 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and unsigned 
byte following the opcode. This addressing mode is useful in 
selecting the kth element in an n element table. With this 
2-byte instruction, k would typically be in X with the address 
of the beginning of the table in the instruction. As such, 
tables may begin anywhere within the first 256 addressable 
locations and could extend as far as location 510 ($1 FE is the 
last location at which the instruction may begin). 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address Is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode. This address mode can 
be used in a manner similar to indexed, 8-bit offset, except 
that this 3-byte instruction allows tables to be anywhere in 
memory. As with Direct and Extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing. 

BIT SET/CLEAR — In the bit set/ clear addressing mode, 
the bit to be set or cleared is part of the opcode and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared. Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction. See Caution under the INPUT/OUTPUT. 



BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing. The bit which is to be tested and the 
condition (set or clear) is included in the opcode, and the 
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address of the byte to be tested is in the single byte im- 
mediately following the opcode byte. The signed relative 
8-bit offset is in the third byte and is added to the value of the 
PC, if the branch condition is true. This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 locations of memory. The 
span of branching is from -125 to -h 130 from the opcode 
address. The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Register. See Caution under 
INPUT/OUTPUT. 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode. Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode. These instructions are 
one byte long. 

INSTRUCTION SET 

The MC68705P5 MRU has a set of 59 basic instructions, 
which when combined with the 10 address modes produce 
207 usable opcodes. They can be divided into five different 
types: register/memory, read-modify-write, branch, bit 
manipulation, and control. The following paragraphs briefly 
explain each type. All the instructions within a given type are 
presented in individual tables. 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands. One operand is either the ac- 
cumulator or the index register. The other operand is obtain- 
ed from memory using one of the addressing modes. The 



jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operands. Refer to Table 1. 

READ-MODIFY-WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT). The test for negative or zero (TST) instruction is in- 
cluded in the read-modify-write instructions, though it does 
not perform the write. Refer to Table 2. 

BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met. Refer to Table 3. 

BIT MANIPULATION INSTRUCTIONS - These instruc- 
tions are used on any bit in the first 256 bytes of the memory 
(see Caution under INPUT/OUTPUT). One group either sets 
or clears. The other group performs the bit and test branch 
operations. Refer to Table 4. 

CONTROL INSTRUCTIONS -The control instructions 
control the MCU operations during program execution. 
Refer to Table 5. 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 6. 

OPCODE MAP SUMMARY - Table 7 is an opcode map 
for the instructions used on the MCU. 
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TABLE 


- REGISTER/MEMORY INSTRUCTIONS 


















Addressing Modes ; 






mmec 


ate 


Direct 


Extended 


Indexed 
(No Offset! 


Indexed 
18-Bit Offset) 


Indexed 
(16 Bit Offset! 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


OP 
Code 


Bytes 


fl 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


87 


2 


5 


C7 


3 


6 


F7 




6 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




6 


EF 


2 


6 


OF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


6 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


Bl 


2 


4 


CI 


3 


S 


Fl 




4 


El 


2 


5 


Dl 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B6 


2 


4 


C5 


3 


5 


F6 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 




BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 




BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



B 









TABLE 2 - 


READ-MODIFY-WRITE INSTRUCTION 
















Addressing Modes | 




Inherent (A) 


Inhierent (X| 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 3 - BRANCH INSTRUCTIONS 



B 



Function 


Mnemonic 


Relative Addressing Mode | 


Op 
Code 


* 
Bytes 


/ 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFF Higher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFF Carry Clear 


BCC 


24 


2 


4 


(Branch IFF Higher or Same) 


(BHSI 


24 


2 


4 


Branch IFF Carry Set 


BCS 


25 


2 


4 


(Branch IFF Lowerl 


(BLO) 


25 


2 


4 


Branch IFF Not Equal 


BNE 


26 


2 


4 


Branch IFF Equal 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFF Halt Carry Set 


BHCS 


29 


2 


4 


Branch IFF Plus 


BPL 


2A 


2 


4 


Branch IFF Minus 


BMI 


2B 


2 


4 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


4 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


4 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 4 - BIT MANIPULATION INSTRUCTIONS 



Function 


MnennonIc 


Addressing Modes | 


Bit Set/ Clear 


Bit Test and Branch 


Op 
Code 


1 
Bytes 


Cycles 


Op 
Code 


1 
Bytes 


t 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = 0....7) 


- 


- 


- 


2* n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 0...,7) 


- 


- 


- 


01 + 2 • n 


3 


10 


Set Bit n 


BSET n (n = 0....7I 


10 + 2* n 


2 


7 


- 


- 


- 


Clear Bit n 


BCLR n (n = 0....7) 


11 + 2« n 


2 


7 


- 


- 


- 



TABLE 5 - CONTROL INSTRUCTIONS 



Function 


Mnemonic 


Op 
Code 


Inherent 


1 
Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTl 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 6 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes! 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Teste 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 












• 










BEQ 










X 






















BHCC 










X 












• 










BHCS 










X 












• 










BHI 










X 






















BHS 










X 












. 










BIH 










X 






















BIL 










X 












. 










BIT 




X 


X 


X 




X 


X 


X 






. 










BLO 










X 












• 










BLS 










X 












• 










BMC 










X 






















BMl 










X 






















BMS 










X 












. 










BNE 










X 






















BPL 










X 












• 










BRA 










X 












, 










BRN 










X 






















BRCLR 




















X 


• 








A 


BRSET 




















X 










A 


BSET 


















X 




* 








• 


BSR 










X 












. 








• 


CLC 


X 































CLI 


X 




















• 








• 


CLR 


X 




X 






X 


X 















1 


• 


CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 



B 



Condition Code Symbols 



H 


Half Carry (From Bit 3) 


1 


Interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


C 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otfierwise 


• 


Not Affected 


7 


Load CC Register From Stack 


1 


Set 





Clear 
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TABLE 6 - INSTRUCTION SET (CONTINUED) 



a 



Mnemonic 


Addressing Modes 


Condition Codes] 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


z 


C 


DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 










A 


A 




LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEG 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 
























• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 
























• 


• 


• 


RTI 


X 
























? 


? 


? 


RTS 


X 
























• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 
























• 


• 


• 


TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 
























• 


• 


. 



Condition Code Symbols 

H Half Carry (From Bil 3) 

I Interrupt Mask 

N Negative (Sign Bit) 

Z Zero 

C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 

1 Set 

Clear 



3-874 



TABLE 7 - M6805 HMOS FAMILY OPCODE MAP 



CO 

do 
en 





Bit Manipulation 


Branch 


Read- Modify- Write 


Control 


Register/ Memory 




BTB 


BSC 


"f" 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


^^^ Hi 




0000 


1 

0001 


X10 


3 

0011 


4 

0100 


6 

0101 


6 

0110 


7 
0111 


8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 
1100 


D 

1101 


E 
1110 


r 

1111 


^^^^^ Low 



0000 


1(5 

BRSETO 
3 BTB 


7 

BSETO 
2 BSC 


BRA 

2 REL 


6 

NEC 

2 DIR 


NEC 

1 INH 


NEC 


7 

NEC 
2 1X1 


6 9 

' NEC RTl 

1 IX 1 INH 




2 

SUB 

2 IMM 


SUB 
2 DIR 


5 

SUB 
3 EXT 


SUB 

3 1X2 


5 
SUB 

2 1X1 


SUB 

1 IX 



0000 


1 

0001 


10 

BRCLRO 

3 BTB 


BCLRO 
2 BSC 


BRN 

2 REL 












6 

RTS 




2 

CMP 

2 IMM 


CMP 
2 DIR 


5 

CMP 

3 EXT 


6 

CMP 
3 1X2 


5 
CMP 

2 1X1 


CMP 


1 

0001 


2 

0010 


10 

BRSET1 

3 BTB 


7 

BSETl 
2 BSC 


BHI 
2 REL 
















2 

SBC 

2 IMM 


SBC 

2 DIR 


6 

SBC 

3 EXT 


6 
SBC 

3 1X2 


SBC 

2 1X1 


SBC 

1 IX 


2 

0010 


3 


10 

BRCLRl 
3 BTB 


7 

BCLRl 
2 BSC 


BIS 

2 REL 


6 

COM 

2 DIR 


COMA 

1 INH 


COMX 

1 INH 


COM 

2 1X1 


6 

COM 


SWl 




2 

CPX 

2 IMM 


CPX 

2 DIR 


5 

CPX 

3 EXT 


6 

CPX 

3 1X2 


CPX 

2 1X1 


CPX 

1 IX 


3 

0011 


4 

OlOO 


10 

BRSET2 
3 BTB 


BSET2 
2 BSC 


BCC 

2 REL 


6 

LSR 

2 OTR 


LSRA 


LSRX 


LSR 


6 

LSR 






2 

AND 

2 IMM 


AND 

2 DIR 


AND 
3 EXT 


AND 

3 1X2 


5 

AND 

2 1X1 


AND 

1 ■ IX 


4 
0100 


5 

0101 


10 
BRCLR2 

3 BTB 


7 

BCLR2 
2 BSC 


BCS 

2 REL 
















2 

BIT 
2 IMM 


BIT 

2 DIR 


BIT 
3 EXT 


BIT 
3 1X2 


6 

BIT 

2 1X1 


BIT 

1 IX 


5 

0101 


6 

Olio 


10 
BRSET3 

3 BTB 


7 

BSET3 
2 BSC 


BNE 

2 REL 


6 

ROR 

2 DIR 


RORA 

1 INH 


RORX 


ROR 

2 1X1 


ROR 






2 

IDA 

2 IMM 


IDA 

2 DIR 


6 

LDA 
3 EXT 


6 

LDA 
3 1X2 


LDA 

2 1X1 


LDA 

1 IX 


6 

0110 


7 
0111 


10 

BRCLR3 
3 BTB 


BCLR3 
2 BSC 


BEQ 

2 REL 


6 

ASR 

2 DIR 


ASRA 


ASRX 


ASR 

2 1X1 


6 

ASR 




2 

TAX 

1 INH 




5 

STA 
2 DIR 


STA 
3 EXT 


STA 

3 1X2 


STA 
2 1X1 


STA 

1 IX 


7 

0111 


8 

1000 


10 

BRSET4 

3 BTB 


7 

BSET4 
2 BSC 


BHCC 

2 REL 


6 

LSL 
2 DIR 


LSLA 

1 INH 


LSLX 


LSL 
2 1X1 


6 

LSL 




CLC 

1 INH 


2 

EOR 

2 IMM 


EOR 

2 DIR 


6 

EOR 

3 EXT 


6 
EOR 

3 1X2 


6 

EOR 
2 1X1 


EOR 

1 IX 


8 
1000 


9 

1001 


10 
BRCLR4 

3 BTB 


7 

BCLR4 
2 BSC 


BHCS 

2 REL 


6 

ROL 
2 DIR 


ROLA 


ROLX 


ROL 

2 1X1 


6 

ROL 




SEC 


2 

ADC 

2 IMM 


ADC 

2 DIR 


5 

ADC 

3 EXT 


6 
ADC 

3 1X2 


6 
ADC 

2 1X1 


ADC 

1 IX 


9 

1001 


A 

1010 


10 

BRSET5 

3 BTB 


7 

BSET5 
2 BSC 


BPL 

2 REL 


6 

DEC 

2 DIR 


DECA 

1 INH 


DECX 


7 

DEC 

2 1X1 


6 

DEC 




CLI 

1 INH 


2 

ORA 

2 IMM 


ORA 

2 DIR 


5 

ORA 

3 EXT 


6 

ORA 

3 1X2 


B 
ORA 

2 1X1 


ORA 

1 IX 


A 

1010 


B 

1011 


10 

BRCLR5 
3 BTB 


BCLR5 
2 BSC 


BMI 
2 REL 














2 

SEI 


ADD 
2 IMM 


ADD 

2 DIR 


ADD 

3 EXT 


ADD 

3 1X2 


ADD 

2 1X1 


ADD 

1 IX 


B 

1011 


C 

1100 


10 

BRSET6 
3 BTB 


7 

BSET6 
2 BSC 


BMC 

2 REL 


6 

INC 
2 DIR 


INCA 
1 INH 


INCX 


INC 


6 

INC 




2 

RSP 




3 

JMP 
2 DIR 


JMP 
3 EXT 


5 

JMP 

3 1X2 


JMP 

2 1X1 


JMP 

1 IX 


C 

1100 


D 
1101 


BRCLR6 

3 BTB 


7 

BCLR6 

2 BSC 


BMS 

2 REL 


6 

TST 

2 DIR 


TSTA 


TSTX 

1 INH 


TST 

2 1X1 


6 

TST 




2 

NOP 


8 

BSR 

2 REL 


JSR 

2 DIR 


JSR 

3 EXT 


JSR 
3 1X2 


JSR 

2 1X1 


JSR 

1 IX 


D 

1101 


E 
1110 


10 

BRSET7 
3 BTB 


BSET7 
2 BSC 


BIL 

2 REL 
















LDX 

2 IMM 


LDX 

2 DIR 


5 

LDX 

3 EXT 


LDX 

3 1X2 


5 
LDX 

2 1X1 


LDX 

1 IX 


E 
1110 


F 


10 
BRCLR7 

3 BTB 


BCLR7 
2 BSC 


BIH 

2 REL 


6 

CLR 

2 DIR 


CLRA 


CLRX 

1 INH 


CLR 

2 1X1 


6 

CLR 




2 . 
TXA 




5 

SIX 

2 DIR 


6 

SIX 

3 EXT 


7 

STX 

3 1X2 


6 

STX 

2 1X1 


STX 


F 
nil 



o 
o> 

00 

o 
en 

-D 
<J1 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (B-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 



# of Cycles 

Mnemonic 

Bytes 





p ^ 








1111-*-. 




^^^"^ 




•4 

— *■ ^1 IR 


"^"^ 

(3000-*-^ 


^-^^^ 




~~;::=:^ 




J ^ 


" 







Opcode in Hexadecimal 

Opcode in Binary 

Address Mode 



"^ MOTOROLA 



Advance Information 



B 



8-BIT MICROPROCESSOR UNIT 

The MC146805E2 Microprocessor Unit (MPU) belongs to the M6805 
Family of Microcomputers. This 8-bit fully static and expandable 
microprocessor contains a CPU, on-chip RAM, I/O, and TIMER. It is a 
low-power, low-cost processor designed for low-end to mid-range ap- 
plications in the consumer, automotive, industrial, and communications 
markets where very low power consumption constitutes an important 
factor. The following are the major features of the MC146805E2 MPU: 

HARDWARE FEATURES 

• Typical Full Speed Operating Power of 35 mW (S) 5 V 

• Typical WAIT Mode Power of 5 mW 

• Typical STOP Mode Power of 25 /tW 

• 112 Bytes of On-Chip RAM 

• 16 Bidirectional I/O Lines 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• Full External and Timer Interrupts 

• Multiplexed Address/ Data Bus 

• Master Reset and Power-On Reset 

• Capable of Addressing Up to 8K Bytes of External Memory 

• Single 3- to 6-Volt Supply 

• On-Chip Oscillator 

• 40-Pin Dual-ln-Line Package 

• Chip Carrier Also Available 

SOFTWARE FEATURES 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Two Power Saving Standby Modes 







GENERIC INFORMATION 








Package 
Type 


Frequency 
(MHz) 


Temperature 


Generic Number 




Ceramic 
L Suffix 


1.0 
1.0 


0°C to 70°C 
-40°C to85°C 


MC146805E2L 
MC146805E2CL 


Cerdip 
S Suffix 


1.0 
1.0 


0°C to 70^ 
-40°C to85°C 


MC146805E2S 
MC146805E2CS 


Plastic 
P Suffix 


1.0 
1.0 


0°C to 70OC 
-40°C to85°C 


MC146805E2P 
MC146805E2CP 


Leadless Chip Carrier 
Z Suffix 


1.0 
1.0 


0°C to 70°C 
-40°C to85°C 


MC146805E2Z 
MC146805E2CZ 















MC146805E2 



CMOS 

(HIGH PERFORMANCE SILICON GATE) 

8-BIT 
MICROPROCESSOR 




S SUFFIX 

CERDIP PACKAGE 
CASE 734 



L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



Z SUFFIX 

CHIP CARRIER 
CASE 761 



PIN ASSIGNMENT 

1 (2) ^^-^ (1) 40 ]Vdd 

2 (3) (40)39 ]0SC1 

3 (4) (39)38 ]0SC2 

4 (5) (38)37 ]TIMER 

5 (6) (37)36 ]PBO 

6 (7) (36)35]PB1 

7 (8) (35)34 ]PB2 

8 (9) (34)33 ]PB3 

9 (10) (33)32 ]PB4 
10(11) (32) 31 ]PB5 
11 (12) (31)30 ]PB6 
12(13) (30)29 ]PB7 

13 (14) (29)28 ]B0 

14 (15) (28)27 ]B1 
15(16) (27)26 ]B2 
16(17) (26)25 ]B3 
17 (18) (25)24 ]B4 

(24)23 ]B5 
(23) 22 ]B6 
Vssd20(21) (22)21 ]B7 



RESET[ 
iRQ[ 
Ll[ 
DS[ 
R/W[ 
AS[ 
PA7[ 
PA6[ 
PA5[ 
PA4[ 
PA3[ 
PA2[ 
PA1[ 
PAO[ 
A12[ 
A11[ 
A10[ 



A9[ 18(19) 
A8[ 



19 (20) 



Pin numbers in parentheses represent equivalent Z 
suffix chip carrier pins. 



This document contains information on a new product. Specifications and information fierein 
are subject to cfiange witfiout notice. 
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MAXIMUM RATINGS (voltages referenced to Vss) 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


Vdd 


-0.3 to +8.0 


V 


All Input Voltages Except 0SC1 


Vin 


Vss-0-5to Vdd + 0-5 


V 


Current Drain Per Pin Excluding Vqd and Vgs 


1 


10 


mA 


Operating Temperature Range 
MC146805E2 
MC146805E2C 


Ta 


Tl to Th 

to 70 
-40 to 85 


°C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 



THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




100 




Cerdip 


»JA 


60 


°c/w 


Ceramic 




50 




Chip- Carrier 




TBD 





This device contains circuitry to protect the 
inputs against damage due to high static volt- 
ages or electric fields; however, it is advised 
that normal precautions be taken to avoid ap- 
plication of any voltage higher than maxi- 
mum rated voltages to this high impedance 
circuit. For proper operation it is recommend- 
ed that Vin and Vqui be constrained to the 
range Vsss(V|n or Voutl^VoD- Reliability 
of operation is enhanced if unused inputs are 
tied to an appropriate logic voltage level 
(e.g., either Vgs or Vdd'- 



B 



FIGURE 1 - MICROPROCESSOR BLOCK DIAGRAM 



Port 
B 
I/O 




Multiplexed 

Address/ 

Data 

Bus 



Address 
Bus 



AS Address Strobe 
DS Data Strobe («2I 
R/W Read/Write 
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DC ELECTRICAL CHARACTERISTICS @ 3.0 V (Vdd = 3.0 Vdc, Vss = 0, Ta = Tl to Th, unless otherwise noted) 



i 



Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage (iLoad^lO.O ^lA) 


Vol 
vqh 


vdd-0.1 


0.1 


V 


Total Supply Current (Cl = 50 pF - No do Loads, toyc=5/iS) 
Run (V|L = 0.2 V, Vih = Vdd-0.2 V) 


IDD 


_ 


1.3 


mA 


Wait (Test Conditions - See Note Below) 


Idd 


- 


200 


mA 


Stop (Test Conditions - See Note Below) 


Idd 


- 


100 


^A 


Output High Voltage 
(lLoad = 0.25 nnA) A8-A12, B0-B7, DS, AS, R/W 


VOH 


2.7 


_ 


V 


(lLoad = 0-1 i^A) PA0-PA7, PB0-PB7 


VOH 


2.7 


- 


V 


Output Low Voltage 

(lLoad = 0-25mA) A8-A12, B0-B7, PB0-PB7, DS, AS, R/W,PA0-PA7 


Vol 


_ 


0.3 


V 


Input High Voltage 
PA0-PA7, PB0-PB7, B0-B7 


V|H 


2.1 


_ 


V 


TIMER, IRQ, RESET 


V|H 


2.5 


- 


V 


0SC1 


V|H 


2.1 


- 


V 


Input Low Voltage (All Inputs) 


V|L 


- 


0.5 


V 


Frequency of Operation 
Crystal 


'osc 


_ 


1.0 


MHz 


External Clock 


fosc 


dc 


1.0 


MHz 


Input Current 
RESET, IRQ, TIMER, 0SC1 


lin 




±1 


mA 


Hi-Z Output Leakage 

PA0-PA7, PB0-PB7, B0-B7 


Itsl 




±10 


^A 


Capacitance 
RESET, IRQ, TIMER 


Cin 


_ 


8.0 


pF 


Capacitance 
DS, AS, R/W, A8-A12, PA0-PA7, PB0-PB7, B0-B7 


Cput 


_ 


12.0 


pF 



Test conditions for Quiescent Current Values are: 
Port A and B programmed as inputs. 
V|L = 0.2 V for PA0-P A7, PB0 -PB7, and B0-B7. 
V|H = VdD-0.2 V for RESET, fRQ, and TIMER 
OSCl input is a squarewave from Vss + 0.2 V to Vqd - 0.2 V. 
0SC2 output load (including tester) is 35 pF maximum. 
Wait mode Iqq is affected linearly by this capacitance. 
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DC ELECTRICAL CHARACTERISTICS @ 5.0 V (Vdd = 5.0 Vdc ± 10%, Vss = 0, Ta = Tl to Th, unless otherwise noted) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage (iLoad^ 100 /^A) 


Vol 
vqh 


vdd-0.1 


0.1 


V 


Total Supply Current (Cl=130 pF - On Bus, Cl = 50 pF - On Ports, 
Node Loads, tcyc=1.0/ts, V|l = 0.2 V, V|h = Vdd-0.2 V) 
Run 


idd 




10 


mA 


Wait (Test Conditions - See Note Below) 


idd 


- 


1.5 


mA 


Stop (Test Conditions - See Note Below) 


Idd 


- 


200 


^A 


Output High Voltage 

(lLoad = 1-6mA) A8-A12, B0-B7, DS, AS, R/W 


Vqh 


4.1 


- 


V 


(lLoad = 0.36 mA) PA0-PA7, PB0-PB7 


Vqh 


4.1 


- 


V 


Output Low Voltage 
(lLoad=1-6 mA) A8-A12, B0-B7, PA0-PA7, PB0-PB7, DS, AS, R/W 


Vol 


_ 


0.4 


V 


Input High Voltage 

PA0-PA7, PB0-PB7, B0-B7 


V|H 


Vdd-2.0 




V 


TIMER, IRQ, RESET 


V|H 


Vdd-0.8 


- 


V 


OSCl 


V|H 


Vdd-1.5 


- 


V 


Input Low Voltage (All Inputs) 


V|L 


- 


0.8 


V 


Frequency of Operation 
Crystal 


'osc 


- 


5.0 


MHz 


External Clock 


fosc 


dc 


5.0 


MHz 


Input Current 

RESET, IRQ, TIMER, OSCl 


lin 


_ 


±1 


^A 


Hi-Z Output Leakage 
PA0-PA7, PB0-PB7, B0-B7 


Itsi 


_ 


±10 


/xA 


Capacitance 
RESET, IRQ, TIMER 


C,n 


_ 


8.0 


pF 


Capacitance 
DS, AS, R/W, A8-A12, PA0-PA7, PB0-PB7, B0-B7 


Cout 


_ 


12.0 


pF 



Test conditions for Quiescent Current Values are: 
Port A and B programmed as inputs. 
V|L = 0.2 V for PA0-P A7, PB0 -PB7, and B0-B7. 
V|H = Vdd-0.2 V for RESET, iRQ, and TIMER . 
OSCI input is a squarewave from Vss + 0.2 V to Vqd - 0.2 V 
0SC2 output load (including tester) is 35 pF maximum. 
Wait mode (Idd' 's affected linearly by this capacitance. 



B 
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a 



TABLE 1 - CONTR 


OLTIIVIIN 


G(Vss = 


3. Ta=T 


_ toTH) 












Vdd = 3.0V 
fosc=1 MHz 


Vdd = 5.0V ± 10% 
fosc = 5.0IVIHz 




Characteristics 


Symbol 


MIn 


Typ 


IVIax 


Mm 


Typ 


Max 


Unit 


I/O Port Timing - Input Setup Time (Figure 3) 


tPVASL 


500 


- 


_ 


250 


_ 


- 


ns 


Input Hold Time (Figure 3) 


'ASLPX 


100 


- 


- 


100 


- 


- 


ns 


Output Delay Time (Figure 3) 


tASLPV 


- 


- 





- 


- 





ns 


Interrupt Setup Time (Figure 6) 


tJLASL 


2 


- 


- 


0.4 


_ 


_ 


^s 


Crystal Oscillator Startup Time (Figure 5) 


toxov 


- 


30 


300 


- 


15 


100 


ms 


Wait Recovery Startup Time (Figure 7) 


tlVASH 


- 


- 


10 


_ 


_ 


2 


liS 


Stop Recovery Startup Time (Crystal Oscillator) (Figure 8) 


tILASH 


- 


30 


300 


- 


15 


100 


ms 


Required Interrupt Release (Figure 6) 


tDSLlH 


- 


- 


5 


- 


- 


1.0 


liS 


Timer Pulse Width (Figure 7) 


tTH. tTL 


0.5 


- 


- 


0.5 


- 


- 


tcyc 


Reset Pulse Width (Figure 5) 


tRL 


5.5 


- 


- 


1.5 


- 


- 


MS 


Timer Period (Figure?) 


nLTL 


1.0 


- 


- 


1.0 


- 


- 


tcyc 


Interrupt Pulse Width Low (Figure 16) 


tILIH 


1.0 


- 


- 


1.0 




- 


tcyc 


Interrupt Pulse Period (Figure 16) 


tlLIL 


* 


- 


- 


* 




- 


tcyc 


Oscillator Cycle Period (1/5 of t^yc) 


tOLOL 


1000 


- 


- 


200 


- 


- 


ns 


0SC1 Pulse Width High 


tOH 


350 


- 


- 


75 


_ 


- 


ns 


0SC1 Pulse Width Low 


tOL 


350 


- 


- 


75 


- 


- 


ns 



The minimum period t|LiL should not be less than the n 
cycles. 



umber of tcyc cycles it takes to execute the interrupt service routine plus 20 t^yg 



FIGURE 2 - EQUIVALENT TEST LOADS 



TTL Equivalent 



Test 
Point 



MMD6150 
or Equiv. 




MMD7000 
- - or Equiv. 



Pin 


Ri 


R2 


C 


PA0-PA7, PB0-PB7 


11.5k 


2.1 k 


50 pF 


B0-B7, A8-A12, 
R/W, DS, AS 


2.5 k 


2.0 k 


130 pF 



CMOS Equivalent 



Test Point o- 



C = 50 pF, PA0-PA7, PB0-PB7 _ 

= 130 pF, A8-A12, B0-B7, DS, AS, R/W 
with Vdd = 5 V ±10% 



3-880 



MC146805E2 



FIGURE 3 - I/O PORT TIMING 

(Vlow = 0.8V, VHigh = VDD-2.0V, Vdd = 5.0 ±10% 
Ta = Ti_ to Th, Cl on Port=50 pF, fosc=5 MHz) 



^ddress 
Strobe 


/ 


X 


r 














Port / 
Input \ 


L 


V 






















^z:m////////////m 


m 


w/m. 










• tASLPV •• 







i 



• The address strobe of the first cycle of the next instruction. 



TABLE 2- BUS TIMING (Ta = Tl to Th,Vss = OV) See Figure 4 



Num 


Characteristics 


Symbol 


fosc=1 MHz 
Vdd = 3.0 V 
50 pF Load 


fosc = 5MHz 

Vdd = 5.0V ±10%, 

1 TTL 

and 130 pF Load 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Tinns 


'eye 


5000 


dc 


1000 


dc 


ns 


2 


Pulse Width, DS Low 


PWel 


2800 


- 


560 


- 


ns 


3 


Pulse Width, DS High 


PWeh 


1800 


- 


375 


- 


ns 


4 


Clock Transition 


tr, tf 


- 


100 


- 


30 


ns 


8 


R/W Hold 


tRWH 


10 


- 


10 


- 


ns 


9 


Non-Muxed Address Hold 


tAH 


800 


- 


100 


- 


ns 


11 


R/W Delay fronn DS Fall 


'AD 


- 


500 


- 


300 


ns 


16 


Non-Muxed Address Delay from AS Rise 


tADH 





200 





100 


ns 


17 


MPU Read Data Setup 


tDSR 


200 


- 


115 


- 


ns 


18 


Read Data Hold 


tDHR 





800 





160 


ns 


19 


MPU Data Delay, Write 


tDDW 


- 





- 


120 


ns 


21 


Write Data Hold 


'DHW 


800 


- 


55 


- 


ns 


23 


Muxed Address Delay from AS Rise 


tBHD 





250 





120 


ns 


24 


Muxed Address Valid to AS Fall 


tASL 


600 


- 


55 


- 


ns 


25 


Muxed Address Hold 


tAHl 


250 


750 


60 


180 


ns 


26 


Delay DS Fall to AS Rise 


tASD 


800 


- 


160 


- 


ns 


27 


Pulse Width, AS High 


pwash 


850 


_ 


175 


- 


ns 


28 


Delay, AS Fall to DS Rise 


<ASED 


800 


- 


160 


- 


ns 
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FIGURE 4 - MC146805E2 BUS TIMING 
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< (26) > 



/ 



:^: 



0H 



- 



■<i> 



K-<S) 



m: 
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B0-B7 
MPU Read 



> 



M3 



*VH,gh 
'Low 



<D^ 



< (28) > 



:^^ 



-^ 



<<25>*^ 



Valid Address 



:^EEEEEEi: 



-Mg>> 



€ 



Valid Address 



<?>■ 



> 



GM 



^S. 



Valid 
Write 



^ 



@^^ 



26) > 



.^^ 



i^m. 



& 



(SH 



K-© 



:ixi: 



■*-(2l)-> (23) »■ 



< 



Valid Read Data 



@-^ 



> 



< 



o 

00 

o 

m 



' VHjgh = 2.0 V, V|_ow = 0.5 V for Vdd = 3 V for outputs only. 
VHigh=VDD-20 V, Vlow = 0-8 V for Vdd = 5 V±10% for outputs only. 
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FIGURE 5 - POWER-ON RESET AND RESET TIMING 
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0SC2i IQI 1 0SC1 
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5.0 MHz 


4.0 MHz 


1.0 MHz 


Rs max 


5on 


75Q 


4001) 


CO 


8 pF 


7pF 


5pF 


CI 


0.02 pF 


0.012 pF 


0.008 pF 


Q 


50k 


40 k 


30 k 


Cosci 


15-30 pF 


15-30 pF 


15-40 pF 


Cos 02 


15-25 pF 


15-25 pF 


15-30 pF 



Crystal Circuit 
L 01 Rs 
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0SC2 
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FIGURE 6 - IRQ AND TCR7 INTERRUPT TIMING 




Mux B0-B7 ^ ^5P-1 SP-2 SP- 3 S P-4 Nevyi'CH NewPCL 

Address/Data ZDOC:ZX3CZ:D(!)C!cODCIcHDCfcXDOC:^DOCcOOC±30C_ 

Bus Next Op Code FA (IRQ) FB (IRQ) 1st Op Code 

F8 (Timer! F9 (Timer) Int Routine 



XDCi:z)ci:zz30(:^z 



R/W /ll/ 



V 
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Op Code 
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o 

00 

o 
m 

IS) 



CO 
60 



'^DSLIH " The interrupting device must release the IRQ line within this time to prevent subsequent recognition of the same interrupt. 
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FIGURE 7 - TIMER INTERRUPT AFTER WAIT INSTRUCTION: TIMING 
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FIGURE 8 - INTERRUPT RECOVERY FROM STOP INSTRUCTION: TIMING 
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Represents the internal gating of the 0SC1 input pin. 
tcyc is one instruction cycle (for fosc = 5 MHz, tcyc = 1 fs) 
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FUNCTIONAL PIN DESCRIPTION 
vdd and Vss 

Vqd and Vss provide power to the chip. Vdd provides 
power and Vss is ground. 

IRQ (MASKABLE INTERRUPT REQUEST) 

IRQ is both a level-sensitive and edge-sensitive input 
which can be used to request an interrupt sequence. The 
MPU completes the current instruction before it responds to 
the request. If IRQ is low and the interrupt mask bit (I bit) in 
the condition code register is clear, the MPU begins an inter- 
rupt sequence at the end of the current instruction. The in- 
terrupt circuit recognizes both a "wire ORed" level as well as 
pulses on the IRQ line (see Interrupt section for more 
details). IRQ requires an external resistor to Vdd for "wire 
OR" operation. 

RESET 

The RESET input is not required for start-up but can be 
used to reset the MPU internal state and provide an orderly 
software start-up procedure. Refer to the Reset section for a 
detailed description. 

TIMER 

The TIMER input is used for clocking the on-chip timer. 
Refer to Timer section for a detailed description. 

AS (ADDRESS STROBE) 

Address strobe (AS) is an output strobe used to indicate 
the presence of an address on the 8-bit multiplexed bus. The 
AS line is used to demultiplex the eight least significant ad- 
dress bits from the data bus. A latch controlled by address 
strobe should capture addresses on the negative edge. This 
output is capable of driving one standard TTL load and 130 
pF and is available at fgsc ^5 when the MPU is not in the 
WAIT or STOP states. 

DS (DATA STROBE) 

This output is used to transfer data to or from a peripheral 
or memory. DS occurs anytime the MPU does a data read or 
write. DS also occurs when the MPU does a data transfer to 
or from the MPU internal memory. Refer to Table 2 and 
Figure 4 for timing characteristics. This output is capable Of 
driving one standard TTL load and 130 pF. DS is a con- 
tinuous signal at fosc ■=■ 5 when the MPU is not in the WAIT 
or STOP state. Some bus cycles are redundant reads of 
opcode bytes. 

R/W (READ/WRITE) 

The R/W output is used to indicate the direction of data 
transfer for both internal memory and I/O registers, and ex- 
ternal peripheral devices and memories. This output is used 
to indicate to a selected peripheral whether the MPU is going 
to read or write data on the next data strobe (R/W 
low= processor write; R/W high = processor read). The 
R/W output is capable of driving one standard TTL load and 
130 pF. The normal standby state is read (high). 

A8-A12 (HIGH ORDER ADDRESS LINES) 

The A8-A12 output lines constitute the higher order non- 
multiplexed addresses. Each output line is capable of driving 
one standard TTL load and 130 pF. 



B0-B7 (ADDRESS/ DATA BUS) 

The B0-B7 bidirectional lines constitute the lower order 
addresses and data. These lines are multiplexed, with ad- 
dress present at address strobe time and data present at data 
strobe time. When in the data mode, these lines are bidirec- 
tional, transferring data to and from memory and peripheral 
devices as indicated by the R/W pin. As outputs in either the 
data or address modes, these lines are capable of driving one 
standard TTL load and 130 pF. 

0SC1, 0SC2 

The MC146805E2 provides for two types of oscillator in- 
puts — crystal circuit or external clock. The two oscillator 
pins are used to interface to a crystal circuit, as shown in 
Figure 5. If an external clock is used, it must be connected to 
0SC1 . The input at these pins is divided by five to form the 
cycle rate seen on the AS and DS pins. The frequency range 
is specified by fosc- The 0SC1 to bus transitions relation- 
ships are provided in Figure 9 for system designs using 
oscillators slower than 5 MHz. 

CRYSTAL — The circuit shown in Figure 5 is recommend- 
ed when using a crystal. The internal oscillator is designed to 
interface with an AT-cut parallel resonant quartz crystal 
resonator in the frequency range specified for fgsc in the 
electrical characteristics table. An external CMOS oscillator 
is recommended when crystals outside the specified ranges 
are to be used. The crystal and components should be 
mounted as close as possible to the input pins to minimize 
output distortion and start-up stabilization time. 

EXTERNAL CLOCK - An external clock should be ap- 
plied to the 0SC1 input with the QSC2 input not connected, 
as shown in Figure 10. 



LI (LOAD INSTRUCTION) 

This output is used to indicate that a fetch of the next op- 
code is in progress. LI remains low during an external or 
timer interrupt. The LI output is used only for certain debug- 
ging and test systems. For normal operations this pin is not 
connected. The LI output is capable of driving two standard 
LSTTL loads and 50 pF. This signal overlaps data strobe. 



PA0-PA7 

These eight pins constitute input/output port A. Each line 
is individually programmed to be either an input or output 
under software control via its data direction register as 
shown in Figure 11(b). An I/O pin is programmed as an out- 
put when the corresponding DDR bit is set to a "^" , and as 
an input when it is set to a "0". In the output mode the bits 
are latched and appear on the corresponding output pins. An 
MPU read of the port bits programmed as outputs reflects 
the last value written to that location. When programmed as 
an input, the input data bit(s) are not latched. An MPU read 
of the port bits programmed as inputs reflects the current 
status of the corresponding input pins. The I/O port timing is 
shown in Figure 3. See typical I/O port circuitry in Figure 1 1 . 
During a power-on reset or external reset, all lines are con- 
figured as inputs (zero in data direction register). The output 
port register is not initialized by reset. The TTL compatible 
three-state output buffers are capable of driving one stan- 
dard TTL load and 50 pF. The DDR is a read/write register. 
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FIGURE 9 - 0SC1 TO BUS TRANSITIONS 



J 



\ 



B0-B7 
MPU Read 



B0-B7 
MPU Write 



t 



} } 

Y Mux.Addr. Y 
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± 



t- 



I MRU \ 
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\ Data*/ 



MPU Write Data 



B 



t 



t 



♦Read data "latched" on DS fail 



FIGURE 10 - EXTERNAL CLOCK CONNECTION 

0SC1 ^„ 



0SC2 
No 
Connection 
(NO 



PB0-PB7 

These eight pins interface with input/output port B. Refer 
to PA0-PA7 description for details of operation. 

MEMORY ADDRESSING 

The MC146805E2 is capable of addressing 8192 bytes of 
memory and I/O registers. The address space is divided into 
internal memory space and external memory space, as 
shown in Figure 12. 



The internal memory space is located within the first 128 
bytes of memory (first half of page zero) and is comprised of 
the I/O port locations, timer locations, and 112 bytes of 
RAM. The MPU can read from or write to any of these loca- 
tions. A program write to on-chip locations is repeated on 
the external bus to permit off-chip memory to duplicate the 
content of on-chip memory. Program reads to on-chip loca- 
tions also appear on the external bus, but the MPU accepts 
data only from the addressed on-chip location. Any read 
data appearing on the input bus is ignored. 

The stack pointer is used to address data stored on the 
stack. Data is stored on the stack during interrupts and 
subroutine calls. At power-up, the stack pointer is set to 
$007F and it is decremented as data is pushed onto the 
stack. When data is removed from the stack, the stack 
pointer is incremented. A maximum of 64 bytes of RAM is 
available for stack usage. Since most programs use only a 
small part of the allotted stack locations for interrupts and/or 
subroutine stacking purposes, the unused bytes are usable 
for program data storage. 

All memory locations above location $007F are part of the 
external memory map. In addition, ten locations in the I/O 
portion of the lower 128 bytes of memory space, as shown in 
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FIGURE 11 - TYPICAL PORT I/O CIRCUITRY 

(a) 
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$0004 



$0000 
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rTTrTTTT 

PA7 PA6 PA5 PA4 PAS PA1 PAl PAO 





7 


6 


5 


4 








I 









Data Direction 
Register 


DDB7 


DDB6 


DDB5 


DDB4 


DDB3 


DDB2 DDB1 


DDBO 










1 










Port B 
Register 

















$0005 



$0001 



Pin 



M M M M 

PB7 PB6 PB5 PB4 PB3 PB2 PB1 PBO 



TABLE 3 - I/O PIN FUNCTIONS 



R/W 


DDR 


I/O Pin Functions 








The I/O pin is in input mode. Data is written 
into the output data latch. 





1 


Data is written into the output data latch and 
output to the I/O pin. 


1 





The state of the I/O pin is read. 


1 


1 


The I/O pin is in an output mode. The output 
data latch is read. 
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Figure 12, are part of the external memory map. All of the ex- 
ternal memory space is user definable except the highest 10 
locations. Locations $1FF6 to $1FFF of the external address 
space are reserved for interrupt and reset vectors (see 
Figure 12). 

REGISTERS 

The MC146805E2 contains five registers as shown in the 
programming model in Figure 13. The interrupt stacl<ing 
order is shown in Figure 14. 



INDEX REGISTER (X) 

The X register is an 8-bit register which is used during the 
indexed modes of addressing. It provides an 8-bit value 
which is used to create an effective address. The index 
register is also used for data manipulations with the read- 
modify-write type of instructions and as a temporary storage 
register when not performing addressing operations. 



ACCUMULATOR (A) 

This accumulator is an 8-bit general purpose register used 
to hold operands and results of arithmetic calculations and 
data manipulations. 



PROGRAM COUNTER (PC) 

The program counter is a 13-bit register that contains the 
address of the next instruction to be executed by the 
processor. 




• 8182 



Interrupt 
Vectors 



FIGURE 12 - MPU ADDRESS MAP 
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1 
$1FFC-$1FFD 



$1FFE-$1FFF 



127k: 



=ort A Data Register 



Port 8 Data Register 



External Memory Space 



External Memory Space 



Port A Data Direction Register 



Port B Data Direction Register 



External Memory Space 



External Memory Space 



Timer Data Register 



Timer Control Register 



External Memory 
Space 



RAM 
(112 Bytes) 



/ 



B 



/ 



/ 



Stack (64 Bytes Max) 



$0000 
$0001 
$0002 
$0003 
$0004 
$0005 
$0006 
$0007 
$0008 
$0009 
$0OOA 



$000F 
$0010 



$003 F 
$0040 



$007F 
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FIGURE 13 - PROGRAMMING MODEL 
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FIGURE 14 - STACKING ORDER 
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NOTE: Since the stack pointer decrements during pushes, the PCL is 
stacked first, followed by PCH, etc. Pulling from the stack is in 
the reverse order. 



STACK POINTER (SP) 

The stack pointer is a 13-bit register containing the ad- 
dress of the next free location on the stack. When accessing 
nnemory, the seven most significant bits are permanently set 
to 0000001. They are appended to the six least significant 
register bits to produce an address within the range of $007F 
to $0040. The stack area of RAM is used to store the return 
address on subroutine calls and the machine state during in- 
terrupts. During external or power-on reset, and during a 
"reset stack pointer" instruction, the stack pointer is set to 
its upper limit ($007F). Nested interrupts and/or subroutines 
may use up to 64 (decimal) locations, beyond which the 
stack pointer "wraps around" and points to its upper limit, 
thereby losing the previously stored information. A 
subroutine call occupies two RAM bytes on the stack, while 
an interrupt uses five bytes. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register in which each 
bit is used to indicate the results of the instruction just ex- 
ecuted. These bits can be individually tested by a program 
and specific action taken as a result of their state. Each of the 
five bits is explained below. 

HALF CARRY BIT (H) - The H bit is set to a one when a 



carry occurs between bits 3 and 4 of the ALU during an ADD 
or ADC instruction. The H bit is useful in binary coded 
decimal addition subroutines. 

INTERRUPT MASK BIT (I) - When the I bit is set, both 
the external interrupt and the timer interrupt are disabled. 
Clearing this bit enables the above interrupts. If an interrupt 
occurs while the I bit is set, the interrupt is latched and will 
be processed when the 1 bit is next cleared. 

NEGATIVE BIT (N) - When set, this bit indicates that the 
result of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one). 

ZERO BIT (Z) - When set, this bit indicates that the result 
of the last ahthmetic, logical, or data manipulation was zero. 

CARRY BIT (C) - The C bit is set when a carry or a bor- 
row out of the ALU occurs during an arithmetic instruction. 
The C bit is also modified during bit test, shift, rotate, and 
branch types of instruction. 

RESETS 

The MC14680 5E2 ha s two reset modes: an active low ex- 
ternal reset pin (RESET) and a power-on reset function; refer 
to Figure 5. 
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RESET (PIN #1) 



The RESET input pin is used to reset the MPU and provide 
an orderly software sta rt-up p rocedure. When using the 
external reset mode, t he RESE T pin must stay low for a mini- 
mum of one tRL- The RESET pin is provided with a Schmitt 
trigger to improve its noise immunity capability. 



POWER-ON RESET 

The power-on reset occurs when a positive transition is 
detected on Vqd. The power-on reset is used strictly for 
power turn-on conditions and should not be used to detect 
any drops in the power supply voltage. There is no provision 
for a power-down reset. The power-on circuitry provides for 
a 1920 tcyc delay from the time of the first oscillator opera- 
tion. If the external reset pin js low at the end of the 1920 
tcyc ^^'^^ out, the processor remains in the reset condition. 

Either of the two types of reset conditions causes the 
following to occur: 

— Timer control register interrupt request bit (bit 7) is 
cleared to a "0". 

— Timer control register interrupt mask bit (bit 6) is set to 
a "1". 

— All data direction register bits are cleared to a "0" (in- 
puts). 

— Stack pointer is set to $007F. 

— The address bus is forced to the reset vector ($1FFE, 
$1FFF). 

— Condition code register interrupt mask bit (I) is set to a 
"1". 

— STOP and WAIT latches are reset. 

— External interrupt latch is reset. 

All other functions, such as other registers (including out- 
put ports), the timer, etc., are not cleared by the reset condi- 
tions. 



INTERRUPTS 

The MC146805E2 may be interrupted by one of three dif- 
ferent methods: either one of two maskable hardware inter- 
rupts (external input or timer) or a non-maskable software in- 
terrupt (SWI). Systems often require that normal processing 
be interrupted so that some external event may be serviced. 

Interrupts cause the processor registers to be saved on the 
stack and the interrupt mask set to prevent additional inter- 
rupts. The RTI instruction causes the register contents to be 
recovered from the stack and a return to normal processing. 
The stac king ord er is shown in Figure 14. 

Unlike RESET, hardware interrupts do not cause the cur- 
rent instruction excution to be halted, but are considered 
pending until the current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and if unmasked, 
proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed as any other in- 
struction. Refer to Figure 15 for the interrupt and instruction 
processing sequence. 



TIMER INTERRUPT 

If the timer mask bit (TCR6) is cleared, then each time the 
timer decrements to zero (transitions from $01 to $00) an in- 
terrupt request is generated. The actual processor interrupt 
is generated only if the interrupt mask bit of the condition 
code register is also cleared. When the interrupt is recog- 
nized, the current state of the machine is pushed onto the 
stack and the I bit in the condition code register is set. This 
masks further interrupts until the present one is serviced. 
The processor now vectors to the timer interrupt service 
routine. The address for this service routine is specified by 
the contents of $1 FF8 and $1 FF9 unless the processor is in a 
WAIT mode, in which case users of mask versions BP4XX- 
XX and AW9XXXX should refer to the appendix for addi- 
tional information regarding exceptions to this function. The 
contents of $1FF6 and $1FF7 specify the service routine. 
Also, software must be used to clear the timer interrupt re- 
quest bit (TCR7). At the end of the timer interrupt service 
routine, the software normally executes an RTI instruction 
which restores the machine state and starts executing the in- 
terrupted program. 

EXTERNAL INTERRUPT 

If the interrupt mask bit of the condition code register is 
cleared and the external interrupt pin [RH is "low," then the 
external interrupt occurs. The action of the external interrupt 
is identical to the timer interrupt with the exception that the 
service routine address is specified by the contents of $1FFA 
and $1FFB. The interrupt logic recognizes both a "wire 
ORed" level and pulses on the external interrupt line. Figure 
16 shows both a functional diagram and timing for the inter- 
rupt line. The timing diagram shows two different treatments 
of the interrupt line (IRQ) to the processor. The first con- 
figuration shows many interrupt lines "wire ORed" to form 
the interrupts at the processor. Thus, if after servicing an in- 
terrupt the I'RQ remains low, then the next interrupt is 
recognized. The second method is single pulses on the inter- 
rupt line spaced far enough apart to be serviced. Users of 
mask versions BP4XXXX and AW9XXXX should refer to the 
appendix regarding exceptions to this function. The 
minimum time between pulses is a function of the length of 
the interrupt service routine. Once a pulse ocurs, the next 
pulse should not occur until the MPU software has exited the 
routine (an RTI occurs). This time (t||_|L) is obtained by ad- 
ding 20 instruction cycles (one cycle tcyc=5/fosc) to the 
total number of cycles it takes to complete the service 
routine including the RTI instruction; refer to Figure 6. 

SOFTWARE INTERRUPT (SWI) 

The software interrupt is an executable instruction. The 
action of the SWI instruction is similar to the hardware inter- 
rupts. The SWI is executed regardless of the state of the in- 
terrupt mask in the condition code register. The service 
routine address is specified by the contents of memory loca- 
tions $1FFC and $1FFD. See Figure 15 for interrupt and in- 
struction processing flowchart. 

STOP 

The STOP instruction places the MC146805E2 in a low 
power consumption mode. In the STOP function the internal 
oscillator is turned off, causing all internal processing and 
the timer to be halted; refer to Figure 17. The DS and AS 
lines go to a low state and the R/Wline goes to a high state. 
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FIGURE 15 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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FIGURE 16 - EXTERNAL INTERRUPT 
(a) Interrupt Functional Diagram 
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(b) Interrupt Mode Diagram 



(1) 



Wire ORed Condition 
If after servicing an interrupt tfie fRQ re- 
mains low, then the next interrupt is 
recognized. 



IRQn 



IRQ (MPU) 
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Pulse Condition 

The minimum pulse width (Iilih) is one 
'eye- The period tiLi|_ should not be less 
than the number of tcyc cycles it takes to 
execute the interrupt service routine plus 
20 tcyc cycles. 
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The multiplexed address/data bus goes to the data input 
state (as shown in Figure 8). The high order address lines re- 
nnain at the address of the next instruction. The MRU re- 
nnains in the STOP mode until an external interrupt or reset 
occurs. 

During the STOP mode, timer control register (TCR) bits 6 
and 7 are altered to remove any pending timer interrupt re- 
quests and to disable any further timer interrupts. External 
interrupts are enabled in the condition code register. All 
other registers and memory remain unaltered. All I/O lines 
remain unchanged. 

FIGURE 17 - STOP FUNCTION FLOWCHART 
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WAIT 

The WAIT instruction places the MC146805E2 in a low 
power consumption mode, but the WAIT mode consumes 
somewhat more power than the STOP mode; refer to Table 
1. In the WAIT function, the internal clock is disabled from 
all internal circuitry except the timer circuit; refer to Figure 
18. Thus, all internal processing is halted except the timer 



which is allowed to count in a normal sequence. The R/W 
line goes to a high state, the multiplexed address/data bus 
goes to the data input state, and the DS and AS lines go to 
the low state (as shown in Figure 7). The high order address 
lines remain at the address of the next instruction. The MPU 
remains in this state until an external interrupt, timer inter- 
rupt, or a reset occurs. 

During the WAIT mode, the I bit in the condition code 
register is cleared to enable interrupts. All other registers, 
memory, and I/O lines remain in their lastvState. The timer 
may be enabled to allow a periodic exit from the WAIT 
mode. If an external and a timer interrupt occur at the same 
time, the external interrupt is serviced first; then, if the timer 
interrupt request is not cleared in the external interrupt 
routine, the normal timer interrupt (not the timer WAIT inter- 
rupt) is serviced since the MPU is no longer in the WAIT 
mode. 

TIMER 

The MPU timer contains a single 8-bit software program- 
mable counter (timer data register) with 7-bit software 
selectable prescaler. Figure 19 shows a block diagram of the 
timer. The counter may be preset under program control and 
decrements towards zero. When the counter decrements to 
zero, the timer interrupt request bit, i.e., bit 7 of the timer 
control register (TCR), is set. Then if the timer interrupt is 
not masked, i.e., bit 6 of the TCR and the I bit in the condi- 
tion code register are both cleared, the processor receives an 
interrupt. After completion of the current instruction, the 
processor proceeds to store the appropriate registers on the 
stack, and then fetches the timer interrupt vector from loca- 
tions $1FF8 and $1FF9 in order to begin servicing the inter- 
rupt. If the MPU is interrupted by the timer while in the 
WAIT mode, the interrupt vector fetch would be from loca- 
tions $1FF6 and $1FF7. 

The counter continues to count after it reaches zero, 
allowing the software to determine the number of internal or 
external input clocks since the timer interrupt request bit was 
set. The counter may be read at any time by the processor 
without disturbing the count. The content of the counter 
becomes stable prior to the read portion of a cycle and does 
not change during the read. The timer interrupt request bit 
remains set until cleared by the software. If a read occurs 
before the timer interrupt is serviced, the interrupt is lost. 
TCR7 may also be used as a scanned status bit in a non- 
interrupt mode of operation (TCR6=1). 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer. Bit 0, bit 1, and bit 2 of the 
TCR are programmed to choose the appropriate prescaler 
output which is used as the counter input. The processor 
cannot write into of read from the prescaler; however, its 
contents are cleared to all "Os" by the write operation into 
TCR when bit 3 of the written data equals 1 , which allows for 
truncation-free counting. 

The timer input can be configured for three different 
operating modes, plus a disable mode, depending on the 
value written to the TCR4, TCR5 control bits. Refer to the 
Timer Control Register section. 

TIMER INPUT MODE 1 

If TCR4 and TCR5 are both programmed to a "0", the in- 
put to the timer is from an internal clock and the external 
TIMER input is disabled. The internal clock mode can be 
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FIGURE 18 - WAIT FUNCTION FLOWCHART 
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used for periodic interrupt generation, as well as a reference 
in frequency and event measurennent. The internal clock is 
the instruction cycle clock and is coincident with address 
strobe (AS) except during a WAIT instruction. During a 
WAIT instruction the AS pin goes to a low state but the in- 
ternal clock to the timer continues to run at its normal rate. 



count in this mode is ± 1 clock and therefore accuracy im- 
proves with longer input pulse widths. 



TIMER INPUT MODE 3 

If TCR4=0 and TCR5= 1, then all 
disabled. 



inputs to the timer are 



TIMER INPUT MODE 2 

With TCR4=1 and TCR5 = 0, the internal clock and the 
TIMER input pin are ANDed to form the timer input signal. 
This mode can be used to measure external pulse widths. 
The external timer input pulse simply turns on the internal 
clock for the duration of the pulse. The resolution of the 



TIMER INPUT MODE 4 

If TCR4=1 and TCR5=1, the internal clock input to the 
timer is disabled and the TIMER input pin becomes the input 
to the timer. The external TIMER pin can, in this mode, be 
used to count external events as well as external frequencies 
for generating periodic interrupts. 

Figure 19 shows a block diagram of the timer subsystem. 
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FIGURE 19 - TIMER BLOCK DIAGRAM 
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Software Functions 
NOTES: 

1. Prescaler and timer data register are clocked on the falling edge of the internal clock (AS) or external input. 

2. Timer data register is written to during data strobe (OS) and counts down continuously. 



TIMER CONTROL REGISTER (TCR) 

7 6 5 4 3 2 
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All bits in this register except bit 3 are read/write bits. 



TCR5 TCR4 












1 


1 





1 


1 



Internal clock (AS) to timer 

AND of internal clock (AS) and TIMER 

pin to timer 
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TCR7 — Timer interrupt request bit: bit used to indicate 
the timer interrupt when it is logic "1". 

1 - Setwhenever the counter decrements to zero, or un- 
der program control. 

— Cleared on external reset, power-on reset, STOP in- 
struction, or program control. 



TCR6 — Timer interrupt mask bit: when this bit is a logic 
"1" it inhibits the timer interrupt to the processor. 

1 - Set on external reset, power-on reset, STOP instruc- 
tion, or program control. 
— Cleared under program control. 



TCR5 — External or Internal bit: selects the input clock 
source to be either t he exte rnal TIMER pin or the Internal 
clock (unaffected by RESET). 

1 — Select external clock source. 

- Select internal clock source (AS). 



TCR4 — External enable bit: cont rol bit u sed to enable the 
external TIMER pin (unaffected by RESET). 
1 — Enable external TIMER pin. 
— Disable external TIMER pin. 



TCR3 - Timer Prescaler Reset bit: writing a "1" to this bit 
resets the prescaler to zero. A read o f this location always 
Indicates a "0" (unaffected by RESET). 

TCR2, TORI, TCRO - Prescaler address bits: decoded to 
select one of eight outputs of the prescaler (unaffected by 
RESET). 

Prescaler 



TCR2 


TCR1 


TCRO 
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^1 
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+ 2 





1 





^4 
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■^8 


1 








■^16 


1 





1 


^32 


1 


1 





^64 


1 


1 


1 


-^128 



INSTRUCTION SET 

The MRU has a set of 61 basic instructions. They can be 
divided into five different types: register/ memory, read- 
modify-write, branch, bit manipulation, and control. The 
fpllowing paragraphs briefly explain each type. All the in- 
structions within a given type are presented in individual 
tables. 



3-896 



MC146805E2 



REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. One 
operand is either the accumulator or the index register. The 
other operand is obtained f ronn memory using one of the ad- 
dressing modes. The jump unconditional (JMP) and jump to 
subroutine (JSR) instructions have no register operand. 
Refer to Table 4. 

READ-MODIFY-WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register. The test for negative or 
zero (TST) instruction is an exception to the read-modify- 
write sequence since it does not modify the value. Refer to 
Table 5. 

BRANCH INSTRUCTIONS 

This set of instructions branches if a particular condition is 
met, otherwise no operation is performed. Branch instruc- 
tions are two byte instructions. Refer to Table 6. 

BIT MANIPULATION INSTRUCTIONS 

The MRU is capable of setting or clearing any bit which 
resides in the first 256 bytes of the memory space, where all 
port registers, port DDRs, timer, timer control, and on-chip 
RAM reside. An additional feature allows the software to 
test and branch on the state of any bit within these 256 loca- 
tions. The bit set, bit clear and bit test, and branch functions 
are all implemented with a single instruction. For the test and 
branch instructions, the value of the bit tested is also placed 
in the carry bit of the condition code register. Refer to Table 
7. 



CONTROL INSTRUCTIONS 

These instructions are register reference instructions and 
are used to control processor operation during program ex- 
ecution. Refer to Table 8. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 9. 

OPCODE MAP SUMMARY 

Table 10 is an opcode map for the instructions used on the 
MCU. 



ADDRESSING MODES 

The MRU uses ten different addressing modes to provide 
the programmer with an opportunity to optimize the code to 
all situations. The various indexed addressing modes make it 
possible to locate data tables, code conversion tables, and 
scaling tables anywhere in the memory space. Short indexed 
accesses are single byte instructions, while the longest in- 
structions (three bytes) permit accessing tables throughout 
memory. Short and long absolute addressing is also includ- 
ed. Two byte direct addressing instructions access all data 
bytes in most applications. Extended addressing permits 
jump instructions to reach all memory. Table 9 shows the 
addressing modes for each instruction, with the effects each 
instruction has on the condition code register. An opcode 
map is shown in Table 10. 

The term "effective address" or EA is used in describing 
the various addressing modes, and is defined as the address 
to or from which the argument for an instruction is fetched 



or stored. The ten addressing modes of the processor are 
described below. Parentheses are used to indicate "contents 
of," an arrow indicates "is replaced by," and a colon indi- 
cates concatenation of two bytes. 

INHERENT 

In inherent instructions all the information necessary to ex- 
ecute the instruction is contained in the opcode. Operations 
specifying only the index register or accumulator, and no 
other arguments, are included in this mode. 

IMMEDIATE 

In immediate addressing, the operand is contained in the 
byte immediatley following the opcode. Immediate address- 
ing is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop 
counter). 

EA=PC-i-1; PC*'PC-t-2 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single two byte in- 
struction. This includes all on-chip RAM and I/O registers 
and up to 128 bytes of off-chip ROM. Direct addressing is ef- 
ficient in both memory and speed. 

EA=(PC -t- 1); PC-^PC + 2 
Address Bus High-^0; Address Bus Low*-(PC-(-l) 

EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions with extended addressing modes are 
capable of referencing arguments anywhere in memory with 
a single three byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction 
uses direct or extended addressing. The assembler 
automatically selects the most efficient addressing mode. 

EA=(PC-H);(PC-i-2); PC-^PC-i-3 
Address Bus High-^(PC -i- 1); Address Bus Low-^(PC + 2) 

INDEXED, NO OFFSET 

In the indexed, no offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations. These instructions are only one byte 
long. This mode is used to move a pointer through a table or 
to address a frequently referenced RAM or I/O location. 
EA=X; PC— PC-t-l 
Address Bus High— 0, Address Bus Low-<-X 

INDEXED, 8-BIT OFFSET 

Here the EA is obtained by adding the contents of the byte 

following the opcode to that of the index register; therefore, 

the operand is located anywhere within the lowest 511 

memory locations. For example, this mode of addressing is 

useful for selecting the m-th element in an n element table. 

All instructions are two bytes. The contents of the index 

register (X) is not changed. The contents of (PC-i- 1) is an 

unsigned 8-bit integer. One byte offset indexing permits 

look-up tables to be easily accessed in either RAM or ROM. 

EA=X-H(PC-H); PC— PC-t-2 

Address Bus High— K; Address Bus Low— X-i-(PC-(-l) 

where; K = The carry from the addition of X-(-(PC+1) 
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INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode the effective 
address is the sum of the contents of the unsiged 8-bit index 
register and the two unsigned bytes following the opcode. 
This addressing mode can be used in a manner similar to in- 
dexed 8-bit offset, except that this three byte instruction 
allows tables to be anywhere in memory (e.g., jump tables in 
ROM). As with direct and extended, the M6805 assembler 
determines the most efficient form of indexed offset — 8 or 
16 bit. The content of the index register is not changed. 
EA = X-(-[(PC-(-1):(PC-i-2)]; PC-PC + 3 
Address Bus High-^(PC+ 1) -I- K 
Address Bus Low--K-i-(PC-i-2) 
where: K = The carry from the addition of X -i- (PC -i- 2) 

RELATIVE 

Relative addressing is used only in branch instructions. In 
relative addressing the content of the 8-bit signed byte 
following the opcode (the offset) is added to the PC if and 
only if the branch condition is true. Otherwise, control pro- 
ceeds to the next instruction. The span of relative addressing 
is limited to the range of -126 to -1-129 bytes from the 
branch instruction opcode location. The Motorola assembler 
calculates the proper offset and checks to see if it is within 
the span of the branch. 

EA=PC-i-2-(-(PC-(-l); PC*-EA if branch is taken; 
otherwise, PC—PC -h 2 

BIT SET/CLEAR 

Direct addressing and bit addressing are combined in in- 
structions which set and clear individual memory and I/O 
bits. In the bit set and clear instructions, the byte is specified 
as a direct address in the location following the opcode. The 
first 256 addressable locations are thus accessed. The bit to 
be modified within that byte is specified with three bits of the 



opcode. The bit set and clear instructions occupy two bytes, 
one for the opcode (including the bit number) and the sec- 
ond to address the byte which contains the bit of interest. 
EA=(PC-H); PC-PC + 2 
Address Bus Highr-0; Address Bus Low— (PC 4- 1) 

BIT TEST AND BRANCH 

Bit test and branch is a combination of direct addressing, 
bit addressing, and relative addressing. The bit address and 
condition (set or clear) to be tested are part of the opcode. 
The address of the byte to be tested is in the single byte im- 
mediately following the opcode byte (EA1). The signed 
relative 8-bit offset is in the third byte (EA2) and is added to 
the PC if the specified bit is set or clear in the specified 
memory location. This single three byte instruction allows 
the program to branch based on the condition of any bit in 
the first 256 locations of memory. 

EA1 = (PCh-1) 

Address Bus High— 0; Address Bus Low— (PC-t-1) 

EA2=PC-l-3-H(PC-f-2); PC-EA2 if branch taken; 

otherwise, PC— PC -t- 3 

SYSTEM CONFIGURATION 

Figures 20 through 25 show in general terms how the 
MC146805E2 bus structure may be utilized. Specified inter- 
face details vary with the various peripheral and memory 
devices employed. 

Table 1 1 provides a detailed descrjption of the information 
present on the bus, read/write (R/W) pin and the load in- 
struction (LI) pin during each cycle for each instruction. 

This information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the control program is executed. The information is 
categorized in groups according to addressing mode and 
number of cycles per instruction. 
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CO 

00 
(O 
CO 





Addressing Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 1 
(16-Bit Offset) 1 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


Cycles 


Op 
Code 


Bytes 


1 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- 


- 




B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


SIX 


- 


- 




BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A witfi Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


3 


CI 


3 


4 


Fl 




3 


El 


2 


4 


D1 


3 


5 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


C3 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 


Jump Unconditional 


JMP 


- 


- 




BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 






- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


3 


7 



TABLE 5 - READ-MODIFY-WRITE INSTRUCTIONS 





Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Increment 


INC 


4C 




3 


5C 




3 


3C 


2 


5 


7C 




5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 




5 


6A 


2 


6 


Clear 


CLR 


4F 




3 


5F 




3 


3F 


2 


5 


7F 




5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 




5 


63 


2 


6 


Negate 
(2's Complement) 


NEC 


40 




3 


50 




3 


30 


2 


5 


70 




5 


60 


2 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 




5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 




5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 




5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 




5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3 


37 


2 


5 


77 




5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 




3 


3D 


2 


4 


7D 




4 


6D 


2 


5 



o 

00 

o 

U1 

m 



MC146805E2 



TABLE 6 - BRANCH INSTRUCTIONS 



i 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



TABLE 7 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes { 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch ] 


Op 
Code 


« 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0...7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLR n (n = 0...7) 


- 


- 


- 


01+2»n 


3 


5 


Set Bit n 


BSET n (n = 0...7) 


10+2»n 


2 


5 






- 


Clear Bit n 


BCLR n (n = 0...7) 


11+2»n 


2 


5 


- 


- 


- 



TABLE 8 - CONTROL INSTRUCTIONS 







Inherent | 


Function 


Mnemonic 


Op 
Code 


1 
Bytes 


i 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 



3-900 



MC146805E2 











TABLE S 


- INSTRUCTION SET 




















Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test £f 
Branch 


H 


1 


N 


z 


c 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


* 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 




A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 
















• 






BHCC 










X 






















BHCS 










X 






















BHI 










X 
















• 






BHS 










X 






















BIH 










X 






















BIL 










X 
















• 


• 




BIT 




X 


X 


X 




X 


X 


X 










A 






BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 












• 










BNE 










X 














• 




• 




BPL 










X 












• 


• 








BRA 










X 












• 


• 








BRN 










X 






















BRCLR 




















X 












BRSET 




















X 












BSET 


















X 














BSR 










X 














• 








CLC 


X 






















• 








CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 




COM 


X 




X 






X 


X 












A 


A 




CPX 




X 


X 


X 




X 


X 


X 










A 


A 




DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 












A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 








• 


A 


A 




LSL 


X 




X 






X 


X 










• 


A 


A 




LSR 


X 




X 






X 


X 















A 




NEG 


X 




X 






X 


X 








• 


• 


A 


A 




NOP 


X 




















• 


• 


• 


• 




ORA 




X 


X 


X 




X 


X 


X 










A 


A 




ROL 


X 




X 






X 


X 








• 




A 


A 




ROR 


X 




X 






X 


X 








• 




A 


A 




RSP 


X 


























• 




RTI 


X 




















> 


> 




> 




RTS 


X 




















• 


• 




• 




SBC 




X 


X 


X 




X 


X 


X 












A 




SEC 


X 






















• 




• 




SEI 


X 




















• 


1 




• 




STA 






X 


X 




X 


X 


X 












A 




STOP 


X 




















• 







• 




STX 






X 


X 




X 


X 


X 






• 






A 




SUB 




X 


X 


X 




X 


X 


X 












A 




SWI 


X 




















• 






• 




TAX 


X 




















• 


• 


• 


• 




TST 


X 




X 






X 


X 














A 




TXA 


X 




















• 


• 




• 




WAIT 


X 



























• 





Condition Code Symbols 

H Half Carry (From Bit 3) 

I Interrupt Mask 

N Negative (Sign Bit) 

Z Zero 

C Carry/ Borrow 



i 



A Test and Set if True. Cleared Otfierwise. 

• Not Affected 

? Load CC Register From Stack 

Cleared 

1 Set 



3-901 



ro 



TABLE 10 - MC146805 CMOS INSTRUCTION SET OPCODE MAP 





Bit Manipulation 


Branch 


Read-Modify-Write 


Control 


Ragiatar/Mamofy 




BIB 


BSC 


RE>r 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


'? 


"■"--^ Hi 

Low-\ 





0001 


2 

0010 


T 

W11 


0100 


s 

0101 


6 

Olio 


7 

0111 


8 

1000 


9 

1001 


A 
1010 


B 

1011 


1100 


1101 


t 

1110 


F 
1111 


Hi ^-r^ 





BRSETO 


BSETO 


BRA 


NEG 


NEG 


NEG 


6 
NEG 

2 1X1 


NEG 


9 
RTI 

1 INH 




2 
SUB 

2 IMM 


SUB 

2 DIR 


SUB 
3 EXT 


5 
SUB 

3 1X2 


4 

SUB 
2 1X1 


3 
SUB 

1 IX 



0000 


1 
0001 


BRCLRO 
3 BTB 


BCLRO 
2 BSC 


3 
BRN 
2 REL 












6 

RTS 

1 INH 




2 
CMP 

2 IMM 


CMP 

2 DIR 


CMP 

3 EXT 


5 
CMP 
3 1X2 


4 

CMP 

2 1X1 


3 
CMP 

1 IX 


1 

0001 


2 

0010 


6 
BRSET1 
3 BTB 


6 
BSET1 
2 BSC 


3 
BHI 
2 REL 
















. 2 

SBC 

2 IMM 


3 

SBC 

2 DIR 


4 

SBC 

3 EXT 


5 
SBC 

3 1X2 


4 

SBC 

2 1X1 


3 
SBC 

1 IX 


2 

M10 


3 

0011 


6 
BRCLRl 
3 BTB 


BCLRl 
2 BSC 


3 
BLS 
2 REL 


COM 

2 DIR 


COMA 

1 INH 


3 
COMX 

1 INH 


6 
COM 

2 1X1 


COM 

1 IX 


10 

SWI 

1 INH 




2 
CPX 

2 IMM 


3 
CPX 

2 DIR 


4 
CPX 
3 EXT 


5 
CPX 

3 1X2 


4 

CPX 

2 1X1 


3 
CPX 

1 IX 


3 

0O11 


4 

0100 


6 
BRSET2 
3 BTB 


6 
BSET2 

2 BSC 


3 
BCC 
2 REL 


6 
LSR 

2 DTR 


LSRA 

1 INH 


LSRX 


6 
LSR 

2 1X1 


5 
LSR 






i 

AND 

2 IMM 


i 

AND 

2 DIR 


AND 
3 EXT 


6 
AND 
3 1X2 


AND 

2 1X1 


3 
AND 

1 IX 


4 

OIX 


5 

0101 


6 
BRCLR2 
3 BTB 


BCLR2 
2 BSC 


3 

BCS 

2 REL 
















2 
BIT 

2 IMM 


3 
BIT 
2 DIR 


4 

BIT 
3 EXT 


5 
BIT 
3 1X2 


4 
BIT 
2 1X1 


3 
BIT 

1 IX 


5 

0101 


6 

Olio 


BRSET3 
3 BTB 


6 
BSET3 
2 BSC 


BNE 
2 REL 


ROR 

2 DIR 


RORA 

1 INH 


RORX 

1 INH 


6 
ROR 

2 1X1 


5 
. ROR 

1 IX 






2 

LDA 

2 IMM 


3 
LDA 
2 DIR 


4 

LDA 
3 EXT 


6 
LDA 
3 1X2 


4 
LDA 
2 1X1 


3 
LDA 

1 IX 


6 

Olio 


7 
0111 


6 
BRCLR3 
3 BTB 


5 
BCLR3 

2 BSC 


3 
BEQ 

2 REL 


5 
ASR 

2 DIR 


3 
ASRA 

1 INH 


3 

ASRX 

1 INH 


6 
ASR 

2 1X1 


6 
ASR 

1 IX 




2 
TAX 

1 INH 




STA 
2 DIR 


5 
STA 
3 EXT 


f 
STA 
3 1X2 


6 
STA 
2 1X1 


STA 

1 IX 


7 
0111 


8 

1000 


6 
BRSET4 
3 BTB 


5 
BSET4 
2 BSC 


3 
BHCC 
2 REL 


6 
LSL 
2 DIR 


3 

LSLA 

1 INH 


3 

LSLX 

1 INH 


6 

LSL 

2 1X1 


5 
LSL 

1 IX 




2 
CLC 

1 INH 


2 
EOR 

2 IMM 


3 
EOR 
2 DIR 


EOR 
3 EXT 


5 
EOR 
3 1X2 


4 

EOR 

2 1X1 


3 
EOR 

1 IX 


8 

1000 


3 

1001 


' 6 
BRCLR4 
3 BTB 


BCLR4 

2 BSC 


3 
BHCS 
2 REL 


5 
ROL 
2 DIR 


3 
ROLA 
1 INH 


3 
ROLX 

1 INH 


6 
ROL 

2 1X1 


6 
ROL 

1 IX 




SEC 

1 INH 


ADC 

2 IMM 


3 
ADC 

2 DIR 


4 
ADC 

3 EXT 


6 
ADC 

3 1X2 


ADC 

2 1X1 


3 
ADC 

1 IX 


9 

1001 


A 

1010 


6 
BRSET5 

3 BTB 


6 
BSET5 

2 BSC 


3 
BPL 
2 REL 


6 
DEC 
2 DIR 


DECA 

t INH 


DECX 

1 INH 


6 
DEC 

2 1X1 


6 
DEC 

1 IX 




2 
CLI 
1 INH 


J 
ORA 

2 IMM 


3 
ORA 

2 DIR 


4 
ORA 

3 EXT 


B 
ORA 
3 1X2 


4 
ORA 

2 1X1 


3 
ORA 

1 IX 


A 

1010 


B 

1011 


BRCLR5 
3 BTB 


BCLR5 
2 BSC 


BMI 

2 REL 














J 
SEI 

1 INH 


i 
ADD 

2 IMM 


ADD 

2 DIR 


ADD 

3 EXT 


B 
ADD 

3 1X2 


ADD 

2 1X1 


3 
ADD 

1 IX 


B 

1011 


c 

1100 


5 
BRSET6 
3 BTB 


S 
BSET6 

2 BSC 


3 
BMC 

2 REL 


6 
INC 

2 DIR 


3 
INCA 

1 INH 


3 
INCX 

1 INH 


6 
INC 

2 1X1 


6 
INC 

1 IX 




2 
RSP 




2 
JMP 

2 DIR 


3 
JMP 

3 EXT 


JMP 
3 1X2 


3 

JMP 

2 1X1 


5 
JMP 

1 IX 


C 

1100 


D 

1101 


BRCLR6 
3 BTB 


5 
BCLR6 
2 BSC 


3 
BMS 
2 REL 


TST 
2 DIB 


3 
TSTA 
1 INH 


3 
TSTX 

1 INH 


5 
TST 

2 1X1 


4 

TST 

1 IX 




2 
NOP 

1 INH 


6 
BSR 

2 REL 


5 
JSR 

2 DIR 


6 
JSR 

3 EXT 


7 
JSR 
3 1X2 


6 
JSR 
2 1X1 


B 
JSR 

1 IX 


D 

1101 


E 
1110 


BRSET7 

3 BTB 


BSET7 
2 BSC 


BIL 

2 REL 












2 

STOP 




2 
LDX 

2 IMM 


3 
LDX 

2 DIR 


LDX 

3 EXT 


5 
LDX 
3 1X2 


LDX 

2 1X1 


3 
LDX 

1 IX 


E 
1110 


F 

nil 


BRCLR7 
3 BTB 


BCLR7 
2 BSC 


BIH 

2 REL 


CLR 

2 DIR 


CLRA 

1 INH 


CLRX 

1 INH 


CLR 

2 1X1 


CLR 

1 IX 


WAIT 


2 
TXA 

1 INH 




STX 

2 DIR 


5 
STX 

3 EXT 


6 
STX 

3 1X2 


6 
STX 

2 1X1 


STX 

1 IX 


F 

nil 



o 

00 

o 
(J1 
m 

IS9 



Abbreviations for Address Modes 

INH Inherent 

A Accumulator 

X Index Register 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed INo Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 





p \^ 




Opcode in Hexadecimal 




1111^ 




^^ 




3 

— »■ <^l IR^ 


0000-*-^ 


~~^:^^ Opcode in Binary 




1 /IX 


— -"'^ 






# of Cycles 


/ \ 


Address Mode 
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FIGURE 20 - CONNECTION TO CMOS PERIPHERALS 







Address 
Decode 










(74HC138) 




Chip 






/\ 








A8-A12 
MCI 46805 E2 
CMOS 
Microprocessor 

B0-B7 

AS 
DS 

R/W 
IRQ 

0SC1 


1 






CE 

Typical CMOS 

Peripheral 
(MC146818etc.) 

AD0-AD7 

AS 

DS 

R/W 

IRQ 

CKOUT (MC146818) 


Address 






A 




IV 


Address/ Data Bus / 


Address Strobe ^ 


Data Strobe ^ 


Read/Write ^ 


^ Interrupt 


^ _ _ _4_19_MH_z . 


RESET 


T 


RESET 






1 
















RESET 





i 



FIGURE 21 - CONNECTION TO CMOS MULTIPLEXED MEMORIES 




CMOS 
Multiplexed 
Memory 
AlO (MCM65516) 



A8- 



3-903 



MC146805E2 



FIGURE 22 - CONNECTION TO M6800 PERIPHERALS 



Address 
Decode 



B 



A8-A12 
MC146805E2 

B0-B7 



/^ ■ N 

S. Address/Data Bus y 



DS 
R/W 

Frq 



?? 



Address 



Chip 
Select 



Address 
Strobe 



1£ 



K> 



Data Strobe 



Interrupt 



NOTE: In some cases, pullup resistors or other level 
shifting techniques may be required on signals 
going from NMOS to CMOS parts. 



M6800 
Peripherals 



E 

R/W 

IRQ 



RESET 



FIGURE 23 - CONNECTION TO LATCHED NON-MULTIPLEXED CMOS ROM AND EPROM 



B0-B7 



K 



A8-A12 



R/W 
DS 



Address/Data Bus 



H 



Address 
Decode 




Address 



^ 



Output 
Enable 



Chip 
Enable 



O0-Q7 

CMOS 
Non-Muxed 
A0-A7 Memory 



3-904 



MC146805E2 



FIGURE 24 - CONNECTION TO STATIC CMOS RAMS 



MC146805E2 

CMOS 

Microprocessor 

B0-B7 



AS 



iZ 



/^ N 

f Address/ Data Bus ) 



^ 



R/W 



Octal 
Latch 




Address 
Decode 



Chip 
Enable 



Read/ 
Write 




CMOS 
Static 
RAMs 



D0-D7 






FIGURE 25 - CONNECTION TO LATCHED NON-MULTIPLEXED CMOS RAM 



80-87 



tc 



Address/ Data Bus 




-f-^ 



V 



> 



Address 
Decode 



Output 
Enable 



^O 



Chip 
Enable 



CMOS 
A0-A7 Non-Muxed 
RAM 



3-905 



MC146805E2 



TABLE 11 - SUMMARY OF CYCLE-BY-CYCLE OPERATION 



B 



Address Mode 


Cycles 


Cycle # 


Address Bus 


R/W 


LI 


Data Bus 


Instructions 


Pin 


Pin 


Inherent | 


LSR LSL 














ASR NEG 




1 


Op Code Address 




1 


Op Code 


CLR ROL 


3 


2 


Op Code Address -I- 1 







Op Code Next Instruction 


COM ROR 




3 


Op Code Address + 1 







Op Code Next Instruction 


DEC INC TST 














TAX CLC SEC 














STOP CLI SEI 


2 


1 


Op Code Address 




1 


Op Code 


RSP WAIT NOP TXA 




2 


Op Code Address + 1 







Op Code Next Instruction 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address + 1 







Op Code Next Instruction 


RTS 


6 


3 


Stack Pointer 







Irrelevant Data 


4 


Stack Pointer + 1 







Irrelevant Data 






5 


Stack Pointer +2 







Irrelevant Data 






6 


New Op Code Address 







New Op Code 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address -I- 1 







Op Code Next Instruction 






3 


Stack Pointer 








Return Address (LO Byte) 






4 


Stack Pointer - 1 








Return Address (HI Byte) 


SWI 


10 


5 


Stack Pointer - 2 








Contents of Index Register 






6 


Stack Pointer - 3 








Contents of Accumulator 






7 


Stack Pointer -4 








Contents of CC Register 






8 


Vector Address 1FFC (Hex) 







Address of Int. Routine (HI Byte) 






9 


Vector Address 1FFD (Hex) 







Address of Int. Routine (LO Byte) 






10 


Interrupt Routine Starting Address 







Interrupt Routine First Opcode 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address -t- 1 







Op Code Next Instruction 






3 


Stack Pointer 







Irrelevant Data 






4 


Stack Pointer + 1 







Irrelevant Data 


RTI 


9 


5 


Stack Pointer +2 







Irrelevant Data 






6 


Stack Pointer +3 







Irrelevant Data 






7 


Stack Pointer -1-4 







Irrelevant Data 






8 


Stack Pointer -I- 5 







Irrelevant Data 






9 


New Op Code Address 







New Op Code 


Immediate | 


ADC EGR CPX 














ADD IDA LDX 


2 


1 


Op Code Address 


1 


1 


Op Code 


ANDORA BIT 


2 


Op Code Address -I- 1 


1 





Operand Data 


SBC CMP SUB 














Bit Set/Clear { 






1 


Op Code Address 


1 


1 


Op Code 


BSET n 




2 


Op Code Address -I- 1 


1 





Address of Operand 


BCLR n 


5 


3 


Address of Operand 


1 





Operand Data 






4 


Address of Operand 


1 





Operand Data 






5 


Address of Operand 








Manipulated Data 


Bit Test and Branch | 






1 


Op Code Address 




1 


Op Code 


BR SET n 




2 


Op Code Address -i- 1 


. 





Address of Operand 


BRCLR n 


5 


3 


Address of Operand 







Operand Data 






4 


Op Code Address + 2 







Branch Offset 






5 


Op Code Address -i- 2 







Branch Offset 


Relative 


BCC BHI BNE BEQ 














BCS BPL BHCC BLS 




1 


Op Code Address 




1 


Op Code 


BIL BMC BRN BHCS 


3 


2 


Op Code Address + 1 







Branch Offset 


BIH BMI BMS BRA 




3 


Op Code Address + 1 







Branch Offset 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address + 1 







Branch Offset 


BSR 


R 


3 


Op Code Address -I- 1 







Branch Offset 




" 


4 


Subroutine Starting Address 







First Subroutine Op Code 






5 


Stack Pointer 








Return Address (LO Byte) 






6 


Stack Pointer - 1 








Return Address (HI Byte) 
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TABLE 11 - SUMMARY OF CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode 


Cycles 


Cycle # 


Address Bus 


R/W 
Pin 


LI 
Pin 


Data Bus 


Instructions 


Direct 1 


JMP 


2 


1 
2 


Op Code Address 
Op Code Address + 1 




1 



Op Code 
Jump Address 


ADC EOR CPX 
ADD LDA LDX 
AND ORA BIT 
SBC CMP SUB 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address of Operand 




1 





Op Code 

Address of Operand 

Operand Data 


TST 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Op Code Address + 2 




1 






Op Code 

Address of Operand 

Operand Data 

Op Code Next Instruction 


STA 
STX 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Adrress + 1 
Op Code Address + 1 
Address of Operand 





1 






Op Code 

Address of Operand 
Address of Operand 
Operand Data 


LSI LSR DEC 
ASR NEG INC 
CLR ROL 
COM ROR 


5 


•1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Operand Address 
Operand Address 
Operand Address 





1 







Op Code 

Address of Operand 
Current Operand Data 
Current Operand Data 
New Operand Data 


JSR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer - 1 






1 







. Op Code 
Subroutine Address (LO Byte) 
1st Subroutine Op Code 
Return Address (LO Byte) 
Return Address (HI Byte) 


Extended | 


JMP 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address -i- 2 




1 





Op Code 

Jump Address (HI Byte) 

Jump Address (LO Byte) 


ADC BIT ORA 
ADD CMP LDX 
AND EOR SBC 
CPX LDA SUB 


4 


1 
2 
3 

4 


Op Code Address 
Op Code Address + 1 
Op Code Address +2 
Address of Operand 




1 






Op Code 

Address Operand (HI Byte) 
Address Operand (LO Byte) 
Operand Data 


STA 
STX 


5 


1 

2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Op Code Address + 2 
Address of Operand 





1 







Op Code 

Address of Operand (HI Byte) 
Address of Operand (LO Byte) 
Address of Operand (LO Byte) 
Operand Data 


JSR 


6 


1 

2 
3 

4 
5 
6 


Op Code Address 
Op Code Address + 1 
Op Code Address +2 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer - 1 






1 








Op Code 

Address of Subroutine (HI Byte) 
Address of Subroutine (LO Byte) 
1st Subroutine Op Code 
Return Address (LO Byte) 
Return Address (HI Byte) 


Indexed, No-Offset | 


JMP 


2 


2 


Op Code Address 
Op Code Address + 1 







Op Code 

Op Code Next Instruction 


ADC EOR CPX 
ADD LDA LDX 
AND ORA BIT 
SBC CMP SUB 


3 


2 
3 


Op Code Address 
Op Code Address + 1 
Index Register 




1 





Op Code 

Op Code Next Instruction 

Operand Data 


TST 


4 


2 
3 
4 


Op Code Address 
Op Code Address + 1 
Index Register 
Op Code Address + 1 




1 






Op Code 

Op Code Next Instruction 

Operand Data 

Op Code Next Instruction 


STA 
STX 


4 


2 

3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Index Register 





1 






Op Code 

Op Code Next Instruction 
Op Code Next Instruction 
Operand Data 


LSL LSR DEC 
ASR NEG INC 
CLR ROL 
COM ROR 


5 


2 
3 

4 
5 


Op Code Address 
Op Code Address + 1 
Index Register 
Index Register 
Index Register 


1 



1 







Op Code 

Op Code Next Instruction 
Current Operand Data 
Current Operand Data 
New Operand Data 


JSR 


5 


2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Index Register 
Stack Pointer 
Stack Pointer - 1 






1 







Op Code 

Op Code Next Instruction 
1st Subroutine Op Code 
Return Address (LO Byte) 
Return Address (HI Byte) 



B 
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TABLE 11 - SUMMARY OF CYCLE-BY-CYCLE OPERATION (CONTINUED) 



i 



Address Mode 


Cycles 


Cycle # 


Address Bus 


R/W 
Pin 


LI 
Pin 


Data Bus 


Instructions 


Indexed 8-Bit Offset | 






1 


Op Code Address 




1 


Op Code 


JMP 


3 


2 


Op Code Address + 1 







Offset 






3 


Op Code Address + 1 







Offset 


ADC EOR CPX 




1 


Op Code Address 




1 


Op Code 


ADD LDA LDX 


4 


2 


Op Code Address + 1 







Offset 


ANDORACMP 


3 


Op Code Address -I- 1 







Offset 


SUB BIT SBC 




4 


Index Register + Offset 







Operand Data 






1 


Op Code Address 




1 


Op Code 


STA 
SIX 




2 


Op Code Address + 1 







Offset 


5 


3 


Op Code Address + 1 







Offset 




4 


Op Code Address -t- 1 







Offset 






5 


Index Register -i- Offset 








Operand Data 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address -i- 1 







Offset 


TST 


5 


3 


Op Code Address -I- 1 







Offset 






4 


Index Register -i- Offset 







Operand Data 






5 


Op Code Address +2 







Op Code Next Instruction 


LSL LSR 




1 


Op Code Address 




1 


Op Code 


ASR NEG 




2 


Op Code Address + 1 







Offset 


CLR ROL 
COM ROR 
DEC INC 


6 


3 


Op Code Address + 1 







Offset 


4 


Index Register -I- Offset 







Current Operand Data 




5 


Index Register + Offset 







Current Operand Data 




6 


Index Register + Offset 








New Operand Data 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address -i- 1 







Offset 


JSR 


6 


3 


Op Code Address + 1 







Offset 


4 


Index Register -h Offset 







1st Subroutine Op Code 






5 


Stack Pointer 








Return Address LO Byte 






6 


Stack Pointer - 1 








Return Address HI Byte 


Indexed, 16-Bit Offset | 






1 


Op Code Address 




1 


Op Code 


JMP 


4 


2 


Op Code Address + 1 







Offset (HI Byte) 






3 


Op Code Address +2 







Offset (LO Byte) 






4 


Op Code Address -i-2 







Offset (LO Byte) 


ADC CMP SUB 




1 


Op Code Address 




1 


Op Code 


ADD EOR SBC 




2 


Op Code Address + 1 







Offset (HI Byte) 


AND ORA 


5 


3 


Op Code Address -i- 2 







Offset (LO Byte) 


CPX LDA 




4 


Op Code Address + 2 







Offset (LO Byte) 


BIT LDX 




5 


Index Register + Offset 







Operand Data 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address + 1 







Offset (HI Byte) 


STA 


6 


3 


Op Code Address + 2 







Offset (LO Byte) 


STX 


4 


Op Code Address +2 







Offset (LO Byte) 






5 


Op Code Address +2 







Offset (LO Byte) . 






6 


Index Register + Offset 








Operand Data 






1 


Op Code Address 




1 


Op Code 






2 


Op Code Address + 1 







Offset (HI Byte) 






3 


Op Code Address +2 







Offset (LO Byte) 


JSR 


7 


4 


Op Code Address +2 







Offset (LO Byte) 






5 


Index Register -i- Offset 







1st Subroutine Op Code 






6 


Stack Pointer 








Return Address (LO Byte) 






7 


Stack Pointer - 1 








Return Address (HO Byte) 



3-908 



MC146805E2 



TABLE 11 - SUMMARY OF CYCLE-BY-CYCLE OPERATION (CONTINUED) 





Instructions 


Cycles 


Cycle # 


Address Bus 


RESET 
Pin 


R/W 
Pin 


LI 
Pin 


Data Bus 


Other Functions | 








$1FFE 










Irrelevant Data 








$1FFE 










Irrelevant Data 




5 


1 
2 


$1FFE 
$1FFE 




^ 






Irrelevant Data 
Irrelevant Data 


Hardware RESET 






3 


$1FFE 









Vector High 






4 


$1FFF 









Vector Low 






5 


Reset Vector 









Op Code 






1 


$1FFE 









Irrelevant Data 


• 


• 


• 


• 


• 


• ' 






• 


• 


• 


• 


• 


• 






• 


• 


• 


• 


• 


• 


Power on Reset 


1922 






























1919 


$1FFE 


1 


1 





Irrelevant Data 






1920 


$1FFE 


1 


1 





Vector High 






1921 


$1FFF 


1 


1 





Vector Low 






1922 


Reset Vector 


1 


1 





Op Code 


Instruction 


Cycles 


Cycles # 


Address Bus 


IRQ 
Pin 


R/W 
Pin 


LI 
Pin 


Data Bus 








Last Cycle of Previous 





X 





X 








Instruction 






1 


Next Op Code Address 





1 





Irrelevant Data 






2 


Next Op Code Address 


X 


1 





Irrelevant Data 






3 


SP 


X 








Return Address (LO Byte) 


IRQ Interrupt 


10 


4 


SP-1 


X 








Return Address (HI Byte) 


(Timer Vector $1FF8, $1FF9) 




5 


SP-2 


X 








Contents Index Reg 






6 


SP-3 


X 








Contents Accunnulator 






7 


SP-4 


X 








Contents CC Register 






8 


$1FFA 


X 


1 





Vector High 






9 


$1FFB 


X 


1 





Vector Low 






10 


IRQ Vector 


X 


1 





Int Routine First 



B 



APPENDIX 



MC146805E2 INTERRUPT CLARIFICATION 



Under certain circumstances, the MC146805 E2 (B P4XXXX 
and AW9XXXX) 8-bit Microprocessor Unit IRQ interrupt 
does not conform to the operation described in this 
Advanced Information Sheet. 

1. The level sensitive IRQ mode, which is by far the most 
frequently used, is FULLY OPERATIONAL: thus, most 
MC146805E2 applications are unaffected. However, 
the edge-triggered IRQ interrupt mode MIGHT NOT BE 
SERVICED under certain programming circumstances; 
therefore, it is recommended that the edge-triggered 
mode not be used. 

2. An interrupt-vector address CAN BE improperly 
generated in some circumstances . Th ere is a possibility 
that when an external interrupt (IRQ) and timer inter- 
rupt occur during the WAIT mode (following wait 
instruction), address locations $1FF2 and $1FF3 are 
selected instead of vector locations $1FF6 and $1FF7. 
There are three specific examples listed below; two of 



these require no action and the third has a recommend- 
ed solution. 

a. Those not using the WAIT mode need not take any 
action. 

b. I f the WAIT mode is used without external interrupt 
(IRQ pin held high), no precautions are required. 

c. When IRQ can be active (low) during the WAIT 
mode, the vector in locations $1FF6 and $1FF7 (the 
WAIT mode timer interrupt vector) should be 
duplicated in $1FF2 and $1FF3. In this way the cir- 
cumstances that caused selection of the second 
vector do not disturb normal program execution. 

Qn future MC146805E2 parts, no special actions will be 
necessary. If you have questions, contact your Motorola 
distributor or Motorola sales office, or contact Motorola 
Microprocessor Applications Engineering in Austin, Texas. 
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Advance Information 



i 



8-BIT MICROCOMPUTER UNIT 

The MC146805F2 Microcomputer Unit (MCU) belongs to the 
M146805 Family of Microcomputers. This 8-bit MCU contains on-chip 
oscillator, CPU, RAM, ROM, I/O, and TIMER. The fully static design 
allows operation at frequencies down to dc, further reducing its already 
low-power consumption. It is a low-power processor designed for low- 
end to mid-range applications in the consumer, automotive, industrial, 
and communications markets where very low-power consumption con- 
stitutes an important factor. 

HARDWARE FEATURES 

• Typical Full Speed Operating Power of 10 mW at 5 V 

• Typical WAIT Mode Power of 3 mW 

• Typical STOP Mode Power of 25 /iW 

• 8-Bit Architecture 

• Fully Static Operation 

• Single 3- to 6-Volt Supply 

• 1089 Bytes of On-Chip User ROM 

• 64 Bytes of On-Chip RAM 

• Memory Mapped I/O 

• 16 Bidirectional I/O Lines 

• 4 Input-Only Lines 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• External and Timer Interrupts 

• Self-Check Mode 

• Master Reset and Power-On Reset 

• On-Chip Oscillator 

• 1 ^s Cycle Time 

• 28-Pin Dual-ln-Line Package 

• Chip Carrier Also Available 

SOFTWARE FEATURES 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Ten Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• User Callable Self-Check Routines 

• Two Power Saving Standby Modes 

USER SELECTABLE OPTIONS 

• Crystal or Low-Cost Resistor Oscillator Option 

• Oscillator Internally Divided by 2 or 4 

• Interrupts Edge Sensitive Only or Level and Edge Sensitive 



MC146805F2 



CMOS 

(HIGH-PERFORMANCE SILICON-GATE) 

8-BIT 
MICROCOMPUTER 




P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



Z SUFFIX 

CHIP CARRIER 
CASE 761 



PIN ASSIGNMENT 



]vdd 

27]TIMER 




Chip carrier pin assignments are shown on the next 
page. 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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PIN ASSIGNMENT (CONTINUED) 




B 



'■NC= No Connection 



MC146805F2 CMOS MICROCOMPUTER 




PC2 
PC3 
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MAXIMUM RATINGS (Voltages Referenced to Vss) 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


Vdd 


-0.3 to +6.0 


V 


All Input Voltages Except 0SC1 


Vin 


Vss-0.5 to Vdd + 0.5 


V 


Current Drain per Pin Excluding Vdd and Vgs 


1 


10 


mA 


Operating Temperature Range 
IVIC146805F2 
MC146805F2C 


Ta 


Tl toTH 

to 70 

- 40 to + 85 


°C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages of electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit. For proper operation it is 
recommended that Vjn and Vout be con- 
strained to the range Vss £ (Vin or 
Voutl^VoD' Reliability of operation is 
enhanced if unused inputs except 0SC2 and 
NUM are tied to an appropriate logic voltage 
level (e.g., either Vss o' Vdd'- 



THERMAL CHARACTERISTICS 



i 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




115 




Cerdip 


ejA 


65 


°C/W 


Ceramic 




60 




Chip Carrier 




100 





DC ELECTRICAL CHARACTERISTICS (Vdd = 5.0 Vdc ±10%, Vss = Vdc, Ta = Tl to Th, unless otherwise noted) (See Note 1) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage, iLoadSlOO^'A 


Vol 

VOH 


Vdd-0.1 


0.1 


V 


Output High Voltage (lLoad= -200^A) PA0-PA7, PB0-PB7 


VOH 


4.1 


- 


V 


Output Low Voltage, (lLoad = 800 ^A) PA0-PA7, PB0-PB7 


Vol 


- 


0.4 


V 


Input High Voltage 
Ports PA0-PA7, PB0-PB7, PC0-PC3 
TIMER, IRQ, RESET, 0CS1 


V|H 


Vdd-2.0 
Vdd-0.8 


Vdd 
Vdd 


V 


Input Low Voltage, All Inputs 


V|L 


VSS 


0.8 


V 


Total Supply Current (C|_ = 50 pF on Ports, No dc Loads, tcyc= 1 i^s) 
RUN (V|L = 0.2 V, V|h = Vdd-0.2 V) 
WAIT (See Note 2) 
STOP (See Note 2) 


Idd 


- 


4 

1.5 
150 


mA 
mA 
AiA 


I/O Ports Input Leakage - PA0-PA7, PB0-PB7 


hL 


- 


±10 


^A 


Input Current - RESET, IRO, TIMER, 0SC1, PC0-PC3 


lin 


- 


±1 


^A 


Output Capacitance - Ports A and B 


Cout 


- 


12 


pF 


Input Capacitance - RESET, IRQ, TIMER, 0SC1, PC0-PC3 


^in 


- 


8 


pF 



NOTES: 

1. Electrical Characteristics for Vdd = 3 V available soon. 

2. Test Conditions for Idd ^'^ 3S follows: 

All ports programmed as inputs 

V|L = 0.2 V (PA0-PA7, PB0-PB7, PC 0-PC3> 

V|H = VdD-0-2 V for RESET, IRQ, TIMER 

0SC1 input is a square wave from 0.2 V to Vqq-O.I V (for WAIT Idd measurement only) 

0SC2 output load = 20 pF (WAIT Idd is affected linearly by the 0SC2 capacitance) 
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TABLET - CONTROL TIMING CHARACTERISTICS (Vdd = 5.0 Vdc +10%, Vss = 0, Ta = Tl IoTh, fosc = 4 MHz, tcyc=1 /»s) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Crystal Oscillator Startup Time (See Figure 5) 


toxov 


- 


100 


ms 


Stop Recovery Startup Time — Crystal Oscillator (See Figure 6) 


tILCH 


- 


100 


ms 


Timer Pulse Width (See Figure 4) 


tTH. tTL 


0.5 


- 


icyc 


Reset Pulse Width (See Figure 5) 


tRL 


1.5 


- 


'eye 


Timer Period (See Figure 4) 


tTLTL 


1.0 


- 


tcyc 


Interrupt Pulse Width (See Figure 15) 


tILIH 


1.0 


- 


tcyc 


Interrupt Pulse Period (See Figure 15) 


tILIL 


* 


- 


tcyc 


0SC1 Pulse Width (See Figure 7) 


tOH.tOL 


100 


- 


ns 


Cycle Time 


tcyc 


1000 


- 


ns 


Frequency of Operation 
Crystal 
External Clock 


fosc 


do 


4.0 
4.0 


MHz 



*The minimum period, t|Li|_, should not be less than the number of tcyc cycles it takes to execute the interrupt service routines plus 20 tcyc 
cycles. 



E 



FIGURE 1 - EQUIVALENT TEST LOAD 

Vdd = 4.5V 



'Load 



Test Point O" 



50 pF: 



MMD6150 
or Equiv. 

— w— 



20.5 k 



MMD7000 
or Equiv. 



FIGURE 2 - MAXIMUM OPERATING CURRENT vs 
INTERNAL FREQUENCY (Ta = Tl to Th) 



FIGURE 3 - MAXIMUM WAIT CURRENT vs 
INTERNAL FREQUENCY (Ta = Tl to Th) 
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FIGURE 4 - TIMER RELATIONSHIPS 
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FIGURE 5 - POWER-ON RESET AND RESET 



CO 

CO 



Vdd 


1 
1 A 


0SC1 


1^ \\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\^^^^^ 


<t>2* 


i ' ^ i 

1 1 1920 tcvc 
1 ^ ^ 

r< >1-tOXOV f*- 'eye -^ 

j 


1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 ~ 


Internal 

Address 

Bus* 


^<Z>3<EE)CX3(ZXZXHXE>(EXI)<: 


Internal 
Data 
Bus* 


h* tRL »H 

A 11 




■ \/' 


\ f 



Internal tinning signal not available externally. 
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FIGURE 6 - STOP RECOVERY 



V^ 



^< r//////////// ^7/7 



RESET 



■^^ 



'ILCH 



■>A 



* Internal timing signals not available externally. 
'"*' Represents the internal gating of the OSCl input pin. 
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FUNCTIONAL PIN DESCRIPTION 

Vdd and Vss 

Power is supplied to the MCU using these two pins. Vqq 
is power and Vss is ground. 

IRQ (MASKABLE INTERRUPT REQUEST) 

IRQ is photomask option selectable with the choice of in- 
terrupt sensitivity being both level and negative edge or 
negative edge only. The MCU completes the c urrent instruc- 
tion before it responds to the request. If IRQ is low and the 
interrupt mask bit (I bit) in the condition code register is 
clear, the MCU begins an interrupt sequence at the end of 
the current instruction. 

If the photoma sk o ption is selected to include level sen- 
sitivity, then the IRQ input requires an external resistor to 
Vdd for "wire-OR" operation. See the Interrupt section for 
more detail. 



RESET 



The RESET input is not required for start-up but can be 
used to reset the MCU's internal state and provide an order- 
ly software start-up procedure. Refer to the Resets section 
for a detailed description. 

TIMER 

The TIMER input may be used as an external clock for the 
on-chip timer. Refer to the Timer section for a detailed 
description. 

NUM (NON-USER MODE) 

This pin is intended for use in self-check only. User ap- 
plications should leave this pin connected to ground through 
a 10 kilohm resistor. 



OSCl, 0SC2 

The MC146805F2 can be configured to accept either a 
crystal input or an RC network. Additionally, the internal 
clocks can be derived from either a divide-by-two or divide- 
by-four of the external frequency (fosc'- Both of these op- 
tions are photomask selectable, 

RC — If the RC oscillator option is selected, then a resistor 
is connected to the oscillator pins as shown in Figure 7(b). 
The relationship between R and fosc is shown in Figure 8. 

CRYSTAL — The circuit shown in Figure 7(a) is recom- 
mended when using a crystal. The internal oscillator is 
designed to interface with an AT-cut parallel resonant quartz 
crystal resonator in the frequency range specified for fosc if^ 
the electical characteristics table. Using an external CMOS 
oscillator is suggested when crystals outside the specified 
ranges are to be used. The crystal and components should 
be mounted as close as possible to the input pins to minimize 
output distortion and start-up stabilization time. Crystal fre- 
quency limits are also affected by Vdd- Refer to Table 1, 
Control Timing Characteristics, for limits. 

EXTERNAL CLOCK - An external clock should be ap- 
plied to the OSCl input with the 0SC2 input not connected, 
as shown in Figure 7(c). An external clock should be used 
with the crystal oscillator mask option only. toxOV or t\\_Q\-\ 
do not apply when using an external clock input. 

PA0-PA7 

These eight I/O lines comprise Port A. The state of any pin 
is software programmable. Refer to the Input/Output Pro- 
gramming section for a detailed description. 
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Crystal Parameters 



FIGURE? - OSCILLATOR CONNECTIONS 
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(a) Crystal Oscillator Connections and Equivalent Crystal Circuit 
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(b) RC Oscillator Connection 
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FIGURE 8 - FREQUENCY vs RESISTANCE FOR 
RC OSCILLATOR OPTION ONLY 
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PB0-PB7 

These eight lines comprise Port B. The state of any pin is 
software progrannmable. Refer to the Input/Output Pro- 
gramming section for a detailed description. 

PC0-PC3 

These four lines comprise Port C, a fixed input port. When 
Port C is read, the four most-significant bits on the data bus 
are "Is" . There is no data direction register associated with 
Port C. 

INPUT/OUTPUT PROGRAMMING 

Any Port A or B pin may be software programmed as an 
input or output by the state of the corresponding bit in the 
port data direction register (DDR). A pin is configured as an 
output if its corresponding DDR bit is set to a logic "1". A 
pin is configured as an input if its corresponding DDR bit is 
cleared to a logic "0". At reset, all DDRs are cleared, which 
configures all port pins as inputs. A port pin configured as an 
output will output the data in the corresponding bit of its 
port data latch. Refer to Figure 9 and Table 2. 
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FIGURES - TYPICAL PORT I/O CIRCUITRY 
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TABLE 2 - I/O PIN FUNCTIONS 



R/W 


DDR 


I/O Pin Function 








The I/O pin is in input mode. Data is written into the output data latch. 





1 


Data is written into the output data latch and output to the I/O pin. 


1 





The state of the I/O pin is read. 


1 


1 


The I/O pin is in an output mode. The output data latch is read. 
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SELF-CHECK 

The MC146805F2 self-check is performed using the circuit 
in Figure 10. Self-check is initiated by tying NUM and TIMER 
pins to a logic "1" then executing a reset. After reset, the 
following five tests are executed automatically; 

I/O — Functionally Exercise Ports A, B, C 

RAM - Walking Bit Test 

ROM - Exclusive OR with ODD "Is" Parity Result 

Timer — Functionally Exercise Timer 

Interrupts — Functionally Exercise External and Timer In- 
terrupts 

Self-check results are shown in Table 3. The following 
subroutines are available to user programs and do not re- 
quire any external hardware. 

TABLE 3 - SELF-CHECK RESULTS 



PB3 


PB2 


PB1 


PBO 


Remarks 


1 





1 


1 


Bad Timer 


1 


1 








Bad RAM 


1 


1 





1 


Bad ROM 


1 


1 


1 





Bad Interrupt or Request Flag 


All Cycling 


Good Part 


All Others 


Bad Part 



RAM SELF-CHECK SUBROUTINE- 

Returns with the Z bit clear if any error is detected; other- 
wise, the Z bit is set. 



The RAM test must be called with the stack pointer at $7F 
and the accumulator zeroed. When run, the test checks 
every RAM cell except for $7F and $7E which are assumed to 
contain the return address. 

A and X are modified. All RAM locations except the top 2 
are modified. (Enter at location $78B.) 



ROM CHECKSUM SUBROUTINE 

Returns with Z bit cleared if any error was found; other- 
wise Z= 1, X = on return, and A is zero if the test passed. 
RAM locations $40-$43 are overwritten. (Enter at location 
$7A4.) 



TIMER TEST SUBROUTINE 

Return with Z bit cleared if any error was found; otherwise 
Z=l. 

This routine runs a simple test on the timer. In order to 
work correctly as a user subroutine, the internal clock must 
be the clocking source and interrupts must be disabled. 
Also, on exit, the clock will be running and the interrupt 
mask will not be set, so the caller must protect himself from 
interrupts if necessary. 

A and X register contents are lost; this routine counts how 
many times the clock counts in 128 cycles. The number of 
counts should be a power of two since the prescaler is a 
power of two. If not, the timer probably is not counting cor- 
rectly. The routine also detects if the timer is running at all. 
(Enter at location $7BE.) 



FIGURE 10 - SELF-CHECK PINOUT CONFIGURATION 
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MEMORY 

The MC146805F2 has a total address space of 2048 bytes 
of memory and I/O registers. The address space is shown in 
Figure 11. 

The first 128 bytes of memory (first half of page zero) is 
comprised of the I/O port locations, timer locations, and 64 
bytes of RAM. The next 1079 bytes comprise the user ROM. 
The 10 highest address bytes contain the reset and interrupt 
vectors. 



The stack pointer is used to address data stored on the 
stack. Data is stored on the stack during interrupts and 
subroutine calls. At power-up, the stack pointer is set to $7F 
and it is decremented as data is pushed on the stack. When 
data is removed from the stack, the stack pointer is in- 
cremented. A maximum of 32 bytes of RAM are available for 
stack usage. Since most programs use only a small part of 
the allocated stack locations for interrupts and/or subroutine 
stacking purposes, the unused bytes are available for pro- 
gram data storage. 



FIGURE 11 - ADDRESS MAP 
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REGISTERS 

The MC146805F2 contains five registers as shown in the 
programming model (Figure 12). The interrupt stacking order 
is shown in Figure 13. 

ACCUMULATOR (A) 

This accumulator is an 8-bit general purpose register used 
to hold operands and results of the arithmetic calculations 
and data manipulations. 

INDEX REGISTER (X) 

The X register is an 8-bit register which is used during the 
indexed modes of addressing. It provides the 8-bit operand 
which is used to create an effective address. The index 
register is also used for data manipulations with the read- 
modify-write type of instructions and as a temporary storage 
register when not performing addressing operations. 



PROGRAM COUNTER (PC) 

The program counter is an 1 1-bit register that contains the 
address of the next instruction to be executed by the pro- 
cessor. 

STACK POINTER (SP) 

The stack pointer is an 11-bit register containing the ad- 
dress of the next free location on the stack. When accessing 
memory, the six most-significant bits are appended to the 
five least-significant register bits to produce an address 
within the range of $7F to $60. The stack area of RAM is 
used to store the return address on subroutine calls and the 
machine state during interrupts. During external or power-on 
reset, and during a "reset stack pointer" instruction, the 
stack pointer is set to its upper limit ($7F). Nested interrupts 
and/or subroutines may use up to 32 (decimal) locations 
beyond which the stack pointer "wraps around" and points 
to its upper limit thereby losing the previously stored infor- 
mation. A subroutine call occupies two RAM bytes on the 
stack, while an interrupt uses five bytes. 



FIGURE 12 - PROGRAMMING MODEL 
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FIGURE 13 - STACKING ORDER 
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NOTE; Since the Stack Pointer decrements during pushes, the PCL is 
stacked first, followed by PCH, etc. Pulling from the stack is in 
the reverse order. 
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CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register which in- 
dicates the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each bit is explained in 
the following paragraphs. 

HALF CARRY BIT (H) - The H bit is set to a "1" when a 
carry occurs between bits 3 and 4 of the ALU during an ADD 
or ADC instruction. The H bit is useful in binary coded 
decinnal subroutines. 

INTERRUPT MASK BIT (I) - When the I bit is set, both 
the external interrupt and the tinner interrupt are disabled. 
Clearing this bit enables the above interrupts. If an interrupt 
occurs while the I bit is set, the interrupt is latched and is 
processed when the I bit is next cleared. 

NEGATIVE (N) - Indicates that the result of the last 
arithmetic, logical, or data manipulation is negative (bit 7 in 
the result is a logical "1"). 

ZERO (Z) — Indicates that the result of the last arithmetic, 
logical, or data manipulation is zero. 

CARRY/BORROW (C) - Indicates that a carry or borrow 
out of the arithmetic logic unit (ALU) occurred during the 
last arithmetic operation. This bit is also affected during bit 
test and branch instructions, shifts, and rotates. 



RESETS 



The MC14680 5F2 has two reset modes: an active low ex- 
ternal reset pin (RESET) and a power-on reset function; refer 
to Figure 5. 



RESET 



The RESET input pin is used to reset the MCU to provide 
an orderly software start- up proc edure. When using the ex- 
ternal reset mode, the RESET pin must stay low for a 
minimum of one tpL. The RESET pin is provided with a 
Schmitt Trigger input to improve its noise immunity. 

POWER-ON RESET 

The power-on reset occurs when a positive transition is 
detected on Vdd, The power-on reset is used strictly for 
power turn-on conditions and should not be used to detect 
any drops in the power supply voltage. There is no provision 



for a power-down reset. The power-on circuitry provides for 
a 1920 tcyc delay fr om the time of the first oscillator opera- 
tion. If the external RESET pin is low at the end of the 1920 
time out, the processor remains in the reset condition. 

Either of the two types of reset conditions causes the 
following to occur: 

• Timer control register interrupt request bit (TCR7) is 
cleared to a "0". 

• Timer control register interrupt mask bit (TCR6) is set 
to a "1". 

• All data direction register bits are cleared to a "0". All 
ports are defined as inputs. 

• Stack pointer is set to $7F. 

• The internal address bus is forced to the reset vector 
($7FE, $7FF). 

• Condition code register interrupt mask bit (I) is set to a 
"1". 

• STOP and WAIT latches are reset. 

• External interrupt latch is reset. 

All other functions, such as other registers (including out- 
put ports), the timer, etc., are not cleared by the reset condi- 
tions. 



INTERRUPTS 

Systems often require that normal processing be inter- 
rupted so that some external event may be serviced. The 
MC146805F2 may be interrupted by one of three different 
methods, either one of two maskable interrupts (external in- 
put or timer) or a non-maskable software interrupt (SWI). 

Interrupts cause the processor registers to be saved on the 
stack and the interrupt mask set to prevent additional inter- 
rupts. The RTI instruction causes the register contents to be 
recovered from the stack and return to normal processing. 
The stac king ord er is shown in Figure 13. 

Unlike RESET, hardware interrupts do not cause the cur- 
rent instruction execution to be halted, but are considered 
pending until the current instruction execution is complete. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and if unmasked, 
proceeds with interrupt processing; otherwise, the next in- 
struction is fetched and executed. Note that masked inter- 
rupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external in- 
terrupt is serviced first. The SWI is executed as any other in- 
struction. Refer to Figure 14 for the interrupt and instruction 
processing sequence. 
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TIMER INTERRUPT 

Each time the timer decrements to zero Itransitions from 
$01 to $00), the timer interrupt request bit (TCR7) is set. The 
processor is interrupted only if the timer masl< bit (TCR6) and 
interrupt mask bit (I bit) are both cleared. When the interrupt 
is recognized, the current state of the machine is pushed on- 
to the stack and the interrupt mask bit in the condition code 
register is set. This mask prevents further interrupts until the 
present one is serviced. The processor now vectors to the 



timer interrupt service routine. The address for this service 
routine is specified by the contents of $7F8 and $7F9 unless 
the processor is in a WAIT mode, in which case the contents 
of $7F6 and $7F7 specify the timer service routine address. 
Software must be used to clear the timer interrupt request 
bit (TCR7). At the end of the timer interrupt service routine, 
the software normally executes an RTI instruction which 
restores the machine state and starts executing the inter- 
rupted program. 



FIGURE 14 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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EXTERNAL INTERRUPT 

Either level- and edge-sensitive or edge-sensitive only in- 
puts are available as mask options. If the interrupt mask bit 
of the condi tion code register is cleared and the external in- 
terrupt pin (IRQ) is "low" or a negative edge has set the in- 
ternal interrupt flip-flop, then the external interrupt occurs. 
The action of the external interrupt is identical to the timer 
except that the service routine address is specified by the 
contents of $7FA and $7FB. Figure 15 shows both a func- 
tional diagram and timing for the interrupt line. The timing 
diagr am shows two different treatments of the interrupt line 
(IRQ) to the processor. The first method is single pulses on 
the interrupt line spaced far enough apart to be serviced. The 
minimum time between pulses is a function of the length of 
the interrupt service routine. Once a pulse occurs, the next 
pulse should not occur until the MPU software has exited the 
routine (an RTI occurs). This time (t||_iL) is obtained by ad- 
ding 20 instruction cycles (tcyc' to the total number of cycles 
it takes to complete the service routine including the RTI in- 



struction; refer to Figure 15. The second configuration 
shows many interrupt lines "wire ORed" to form the inter- 
rupt s at the processor. Thus, if after servicing an interrupt 
ithe IRQ remains low, then the next interrupt is recognized. 

SOFTWARE INTERRUPT (SWI) 

The software interrupt is an executable instruction. The 
action of the SWI instruction is similar to the hardware inter- 
rupts. The SWI is executed regardless of the state of the in- 
terrupt mask in the condition code register. The service 
routine address is specified by the contents of memory loca- 
tions $7FC and $7FD. 

The following three functions are not strictly interrupts, 
however, the y are tie d very closely to the interrupts. These 
functions are RESET, STOP, and WAIT. 



RESET — The RESET input pin and the internal power-on 
reset function each cause the program to vector to an in- 
itialization program. This vector is specified by the contents 



FIGURE 15 - EXTERNAL INTERRUPT 
(a) Interrupt Functional Diagram 
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(b) Interrupt Mode Diagram 
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of memory locations $7FE and $7FF. The interrupt mask of 
the condition code register is also set. See preceding section 
on Reset for details. 

STOP - The STOP instruction places the MC146805F2 in 
its lowest power consumption mode. In the STOP function, 
the internal oscillator is turned off causing all internal pro- 
cessing and the timer to be halted; refer to Figure 16. 

During the STOP mode, timer control register (TCR) bits 6 
and 7 are altered to remove any pending timer interrupt re- 
quests and to disable any further timing interrupts. External 
interrupts are enabled in the condition code register. All 
other registers and memory remain unaltered. All I/O lines 
remain unchanged. The processor can on ly be br ought out 
of the STOP mode by an external IRQ or RESET. 



FIGURE 16 - STOP FUNCTION FLOWCHART 
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WAIT - The WAIT instruction places the MC146805F2 in 
a low-power consumption mode, but the WAIT mode con- 
sumes somewhat more power than the STOP mode. In the 
WAIT mode, the internal clock is disabled from all internal 
circuitry except the timer circuit; refer to Figure 17. Thus, all 
internal processing is halted, however, the timer continues 
to count normally. 

During the WAIT mode, the I bit in the condition code 
register is cleared to enable interrupts. All other registers, 
memory, and I/O lines remain in their last state. The timer 
may be enabled by software prior to entering the WAIT 
mode to allow a periodic exit from the WAIT mode. If an ex- 
ternal and a timer interrupt occur at the same time, the exter- 
nal interrupt is serviced first; then, if the timer iriterrupt re- 
quest is not cleared in the external interrupt routine, the nor- 
mal timer interrupt (not the timer WAIT interrupt) is serviced 
since the MCU is no longer in the WAIT mode. 



TIMER 

The MCU timer contains an 8-bit software programmable 
counter (timer data register) with a 7-bit software selectable 
prescaler. Figure 18 contains a block diagram of the timer. 
The counter may be preset under program control and decre- 
ments towards zero. When the counter decrements to zero, 
the timer interrupt request bit (i.e., bit 7 of the timer control 
register (TCR)) is set. Then, if the timer interrupt is not mask- 
ed (i.e., bit 6 of the TCR and the I bit in the condition code 
register are both cleared) the processor receives an interrupt. 
After completion of the current instruction, the processor 
proceeds to store the appropriate registers on the stack and 
then fetches the timer vector address from locations $7F8 
and $7F9 (or $7F6 and $7F7 if in the WAIT mode) in order to 
begin servicing. 

The counter continues to count after it reaches zero allow- 
ing the software to determine the number of internal or ex- 
ternal input clocks since the timer interrupt request bit was 
set. The counter may be read at any time by the processor 
without disturbing the count. The contents of the counter 
become stable, prior to the read portion of a cycle, and do 
not change during the read. The timer interrupt request bit 
remains set until cleared by the software. TCR7 may also be 
used as a scanned status bit in a non-interrupt mode of 
operation (TCR6= 1). 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer. Bit 0, bit 1, and bit 2 of the 
TCR are programmed to choose the appropriate prescaler 
output within the range of -^ 1 to -^ 128 which is used as the 
counter input. The processor cannot write into or read from 
the prescaler, however, its contents are cleared to all "Os" by 
the write operation into TCR when bit 3 of the written data 
equals one. This allows for truncation-free counting. 

The timer input can be configured for three different 
operating modes plus a disable mode depending on the value 
written to the TCR4 and TCR5 control bits. Refer to the 
Timer Control Register section. 

TIMER INPUT MODE 1 

If TCR5 and TCR4 are both programmed to a "0", the in- 
put to the timer is from an internal clock and the TIMER in- 
put pin is disabled. The internal clock mode can be used for 
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FIGURE 17 - WAIT FUNCTION FLOWCHART 
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periodic interrupt generation as well as a reference in fre- 
quency and event measurement. The Internal clock is the in- 
struction cycle clock. During a WAIT instruction, the internal 
clock to the timer continues to run at its normal rate. 



TIMER INPUT MODE 2 

With TCR5=0 and TCR4=1, the internal clock and the 
TIMER input pin are ANDed to form the timer input signal. 
This mode can be used to measure external pulse widths. 
The external timer input pulse simply turns on the internal 
clock for the duration of the pulse. The resolution of the 
count in this mode is ±one internal clock and therefore, ac- 
curacy improves with longer input pulse widths. 



TIMER INPUT MODE 3 

If TCR5=1 and TCR4 = 0, all inputs to the timer are dis- 
abled. 

TIMER INPUT MODE 4 

If TCR5= 1 and TCR4= 1, the internal clock input to the 
timer is disabled and the TIMER input pin becomes the input 
to the timer. The timer can, in this mode, be used to count 
external events as well as external frequencies for generating 
periodic interrupts. The counter is clocked on the falling 
edge of the external signal. 

Figure 18 shows a block diagram of the timer subsystem. 
Power-on reset and the STOP instruction invalidate the con- 
tents of the counter. 



3-925 



MC146805F2 



FIGURE 18 - PROGRAMMABLE TIMER/COUNTER BLOCK DIAGRAM 
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NOTES: 

1. Prescaler and timer data register are clocked on the falling edge of the internal clocks or external input. 

2. The timer data register counts down continuously. 



TIMER CONTROL REGISTER (TCR) 
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All bits in this register except bit 3 are read/write bits. 

TCR7 — Timer interrupt request bit; bit used to indicate 
the timer interrupt when it is logic "1". 

1 — Set whenever the counter decrements to zero or 
under program cont rol. 

— Cleared on external RESET, power-on reset, STOP 

instruction, or program control. 

TCR6 - Timer interrupt mask bit: when this bit is a logic 
"1", it inhibits the timer interrup t to the processor. 

1 — Set on external RESET, power-on reset, STOP in- 

struction, or program control. 

— Cleared under program control. 

TCR5 — External or internal bit: selects the input clock 
source to be either the external timer pin or the internal 
clock. (Unaffected by RESET.) 

1 — Select external clock source. 

— Select Internal clock source. 

TCR4 — External enable bit: contr ol bit us ed to enable the 
external TIMER pin. (Unaffected by RESET.) 

1 — Enable external TIMER pin. 
— Disable external TIMER pin. 



TCR5 


TCR4 










Internal Clock to Timer 





1 


AND of Internal Clock and TIMER 
Pin to Timer 


1 
1 




1 


Inputs to Timer Disabled 
TIMER Pin to Timer 



TCR3 — Timer Prescaler Reset bit: writing a "1" to this bit 
resets the prescaler to zero. A read of this location always in- 
dicates "0". (Unaffected by RESET.) 

TCR2, TCR1, TCRO - Prescaler select bits: decoded to 
select one of eight outputs on the prescaler. (Unaffected by 

Prescaler 



TCR2 


TCR1 


TCRO 


Result 











-^1 








1 


^2 





1 





-4 





1 


1 


^8 


1 


0. 





^16 


1 





1 


*32 


1 
1 


1 

1 




1 


^64 
^128 



INSTRUCTION SET 

The MCU has a set of 61 basic instructions. They can be 
divided into five different types: register/memory, read- 
modify-write, branch, bit manipulation, and control. The 
following paragraphs briefly explain each type. All the in- 
structions within a given type are presented in individual 
tables. 

REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. One 
operand is either the accumulator or the index register. The 
other operand is obtained from memory using one of the ad- 
dressing modes. The operand for the jump unconditional 
(JMP) and jump to subroutine (JSR) instructions is the pro- 
gram counter. Refer to Table 4. 
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READ-MODIFY-WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register. The test for negative or 
zero (TST) instruction is an exception to the read-modify- 
write sequence since it does not modify the value. Refer to 
Table 5. 

BRANCH INSTRUCTIONS 

Most branch instructions test the state of the condition 
code register and, if certain criteria are met, a branch is ex- 
ecuted. This adds an offset betw/een - 127 and + 128 to the 
current program counter. Refer to Table 6. 

BIT MANIPULATION INSTRUCTIONS 

The MCU is capable of setting or clearing any bit which 
resides in the first 128 bytes of the memory space where all 
port registers, port DDRs, timer, timer control, and on-chip 
RAM reside. An additional feature allows the software to 
test and branch on the state of any bit within the first 256 
locations. The bit set, bit clear, and bit test and branch func- 
tions are implemented with a single instruction. For the test 
and branch instructions, the value of the bit tested is also 
placed in the carry bit of the condition code register. Refer to 
Table 7. 

CONTROL INSTRUCTIONS 

These instructions are register reference instructions and 
are used to control processor operation during program ex- 
ecution. Refer to Table 8. 

OPCODE MAP 

Table 9 is an opcode map for the instructions used on the 
MCU. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 10. 



ADDRESSING MODES 

The MCU uses ten different addressing modes to provide 
the programmer with an opportunity to optimize the code to 
all situations. The various indexed addressing modes make it 
possible to locate data tables, code conversion tables, and 
scaling tables anywhere in the memory space. Short indexed 
accesses are single-byte instructions while the longest in- 
structions (three bytes) permit tables throughout memory. 
Short and long absolute addressing is also included. Two- 
byte direct addressing instructions access all data bytes in 
most applications. Extended addressing permits jump in- 
structions to reach all memory. Table 10 shows the address- 
ing modes for each instruction with the effects each instruc- 
tion has on the condition code register. An opcode map is 
shown in Table 9. 

The term "Effective Address" (EA) is defined as the byte 
address to or from which the argument for an instruction is 
fetched or stored. The ten addressing modes of the pro- 
cessor are described below. Parentheses are used to indicate 



"contents of," an arrow indicates "is replaced by," and a 
colon indicates "concatenation of two bytes." For additional 
details and graphical illustrations, refer to the M6805 Family 
User Manual. 

INHERENT 

In inherent instructions, all the information necessary to 
execute the instruction is contained in the opcode. Opera- 
tions specifying only the index registers or accumulator and 
no other arguments are included in this mode. 

IMMEDIATE 

In immediate addressing, the operand is contained in the 
byte immediately following the opcode. Immediate address- 
ing is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop 
counter). 

EA=PC-(-l; PC-^PC4-2 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single two-byte in- 
struction. This includes all on-chip RAM and I/O registers 
and 128 bytes of on-chip ROM. Direct addressing is efficient 
in both memory and time. 

EA=(PC-i-1); PC-HPC-H2 
Address Bus High-^0; Address Bus Low— (PC-i-1) 

EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions with extended addressing modes are 
capable of referencing arguments anywhere in memory with 
a single three-byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction 
uses direct or extended addressing. The assembler 
automatically selects the most efficient addressing mode. 

EA=(PC-i-1):(PC-^2); PC— PC-h3 
Address Bus High — (PC-^ 1); Address Bus Low — (PC + 2) 

INDEXED, NO-OFFSET 

In the indexed, no-offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations. These instructions are only one byte 
long. This mode is used to move a pointer through a table or 
to address a frequently referenced RAM or I/O location. 
EA=X; PC — PC-i-1 
Address Bus High-^0; Address Bus Low-^X 

INDEXED, 8-BIT OFFSET 

Here the EA is obtained by adding the contents of the byte 
following the opcode to that of the index register, therefore, 
the operand is located anywhere within the lowest 511 
memory locations. For example, this mode of addressing is 
useful for selecting the mth element in an n element table. All 
instructions are two bytes. The content of the index register 



i 
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(X) is not changed. The content of (PC+1) is an unsigned 
8-bit integer. One-byte offset indexing permits lool<-up tables 
to be easily accessed in either RAM or ROM. 
EA=X+(PC-l-1); PC— PC + 2 
Address Bus High — K; Address Bus Low— X-i- (PC-i- 1) 
where K = The carry fronn the addition of X -h (PC -i- 1 ) 

INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode, the effec- 
tive address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code. This addressing mode can be used in a manner similar 
to indexed 8-bit offset, except that this three-byte instruction 
allows tables to be anywhere in memory (e.g., jump tables in 
ROM). As with direct and extended, the M6805 assembler 
determines the most efficient form of indexed offset — 8 or 
16 bit. The content of the index register is not changed. 
EA=X-i-[(PC+1);(PC-i-2)]; PC— PC-i-3 
Address Bus High — (PC -1-1 )-!-<; 
Address Bus Low— X-i-(PC-i-2) 
where K = The carry from the addition of X -(- (PC -i- 2) 

RELATIVE 

Relative addressing is only used in branch instructions. In 
relative addressing, the contents of the 8-bit signed byte 
following the opcode (the offset) is added to the PC if and 
only if the branch condition is true. Otherwise, control pro- 
ceeds to the next instruction. The span of relative addressing 
is limited to the range of -126 to -(-129 bytes from the 
branch instruction opcode location. The Motorola assembler 
calculates the proper offset and checks to see if it is within 
the span of the branch. 



EA=PC + 2-f (PC-i-l); PC— EA if branch taken; 
otherwise, PC— PC + 2 

BIT SET/CLEAR 

Direct addressing and bit addressing are combined in in- 
structions which set and clear individual memory and I/O 
bits. In the bit set and clear instructions, the byte is specified 
as a direct address in the location following the opcode. The 
first 128 addressable locations are thus accessed. The bit to 
be modified within that byte is specified with three bits of the 
opcode. The bit set and clear instructions occupy two bytes; 
one for the opcode (including the bit number) and the sec- 
ond for addressing the byte which contains the bit of in- 
terest. 

EA=(PC+1); PC— PCh-2 
Address Bus High — 0; Address Bus Low— (PC-i-1) 

BIT TEST AND BRANCH 

Bit test and branch is a combination of direct addressing, 
bit addressing, and relative addressing. The bit address and 
condition (set or clear) to be tested is part of the opcode. 
The address of the byte to be tested is in the single byte im- 
mediately following the opcode byte (EA1). The signed 
relative 8-bit offset is in the third byte (EA2) and is added to 
the PC if the specified bit is set or cleared in the specified 
memory location. This single three-byte instruction allows 
the program to branch based on the condition of any bit in 
the first 256 locations of memory. 

EA1 = (PC-H) 

Address Bus High — 0; Address Bus Low— (PC -Hi) 

EA2=PC-^3-i-(PC-h2); PC— EA2if branch taken; 

otherwise, PC — PC + 3 
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TABLE 4 - 


REGISTER/MEMORY INSTRUCTIONS 




















Addressing Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


Bytes 


» 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


t 
Cycles 


Op 
Code 


t 
Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


80 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A witfi Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 


1 


3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory with' A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
witfi A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Aritfimetic Compare A 
witfi Memory 


CMP 


A1 


2 


2 


B1 


2 


3 


CI 


3 


4 


Fl 




3 


El 


2 


4 


D1 


3 


5 


Arithmetic Compare X 
witfi Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


C3 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory witfi 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 . 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


3 


7 



o 

00 

o 

U1 

■n 

lO 







TABLE 5 - 


READ-MODIFY-WRITE INSTRUCTIONS 


















Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


* 
Bytes 


Cycles 


Op 
Code 


t 
Bytes 


* 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


» 
Cycles 


Increment 


INC 


40 




3 


5C 




3 


3C 


2 


5 


7C 




5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 




5 


BA 


2 


6 


Clear 


CLR 


4F 




3 


5F 




3 


3F 


2 


5 


7F 




5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 




5 


63 


2 


6 


Negate 
(2's Complement) 


NEG 


40 




3 


50 




3 


30 


2 


5 


70 




5 


60 


1 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 




5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 




5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 




5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 




5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3 


37 


2 


5 


77 




5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


40 




3 


5D 




3 


3D 


2 


4 


7D 




4 


6D 


2 


5 
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TABLE 6 - BRANCH INSTRUCTIONS 



B 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


SMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



TABLE 7 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes { 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


» 
Cycles 


Op 
Code 


1 
Bytes 


Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0...7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLR n (n = 0...7) 


- 


- 


- 


01+2»n 


3 


5 


Set Bit n 


BSET n (n = 0...7) 


10 + 2»n 


2 


5 


- 


- 


- 


Clear Bit n 


BCLR n (n = 0...7) 


11+2»n 


2 


5 


- 


- 


- 



TABLE 8 - CONTROL INSTRUCTIONS 







Inherent { 


Function 


Mnemonic 


Op 
Code 


# 

Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 
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TABLE 9- INSTRUCTION SET OPCODE MAP 



CO 

CO 
CO 







Branch 


Read-Mod ify-Write 


Control 


Register/ Memorv 




BTB 


BSC 


REL 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 




EXT 


1X2 


1X1 


IX 


~--.-^ Hi 



0000 


T 

0001 


2 

0010 


3 

0011 


4 
0100 


0101 


6 

Olio 


1 

0111 


8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 
1100 


D 

1101 


E 
1110 


F 
1111 


5-t^ 




0000 


b 

BRSETO 
3 STB 


6 
BSETO 
2 BSC 


3 
BRA 

2 REL 


5 
NEG 

2 DIR 


3 
NEG 

1 INH 


3 
NEG 


6 
NEG 

2 1X1 


5 
NEG 


9 
RTI 

1 INH 




2 

SUB 

? IMM 


3 
SUB 

2 DIR 


4 
SUB 

3 EXT 


b 
SUB 

3 1X2 


SUB 

2 1X1 


3 
SUB 

1 IX 



0000 


1 

OOOl 


5 
BRCLRO 
3 BTB 


6 
BCLRO 
2 BSC 


3 

BRN 

2 REL 












6 
RTS 




CMP 

2 IMM 


CMP 

2 DIR 


CMP 

3 EXT 


CMP 

3 1X2 


4 

CMP 

2 1X1 


3 
CMP 

1 IX 


1 

0001 


2 

0O10 


5 
BRSET1 
3 BTB 


5 
BSET1 
2 BSC 


3 
BHI 
2 REL 
















2 

SBC 

2 IMM 


3 

SBC 

2 DIR 


SBC 

3 EXT 


5 
SBC 

3 1X2 


4 

SBC 

2 1X1 


3 
SBC 

1 IX 


2 
0010 


3 

0011 


5 
BRCLR1 
3 BTB 


5 
BCLRl 
2 BSC 


3 

BLS 
2 REL 


5 
COM 

2 DIR 


3 

COMA 

1 INH 


3 
COMX 


6 

COM 
2 1X1 


5 
COM 

1 IX 


10 

SWI 




2 

CPX 

2 IMM 


3 
CPX 

2 DIR 


CPX 

3 EXT 


5 

CPX 

3 1X2 


CPX 

2 1X1 


3 
CPX 

1 IX 


3 

0011 


4 

0100 


5 
BRSET2 
3 BTB 


BSET2 
2 BSC 


3 
BCC 

2 REL 


6 
LSR 

2 DTR 


LSRA 


3 
LSRX 


6 
LSR 

2 1X1 


6 
LSR 

1 IX 






2 

AND 

2 IMM 


3 
AND 

2 DIR 


AND 

3 EXT 


5 
AND 

3 1X2 


4 

AND 

2 1X1 


AND 

1 IX 


4 
0100 


5 

0101 


6 
BRCLR2 
3 BTB 


BCLR2 
2 BSC 


3 
BCS 

2 REL 
















2 
BIT 
2 IMM 


3 
BIT 

2 DIR 


4 
BIT 
3 EXT 


5 
BIT 
3 1X2 


4 
BIT 
2 1X1 


3 
BIT 

1 IX 


5 
0101 


6 

0110 


BRSETS" 
3 BTB 


BSET3 
2 BSC 


BNE 

2 REL 


5 
ROR 

2 DIR 


RDRA 

1 INH 


3 
RORX 

1 INH 


6 
ROR 

2 1X1 


5 
ROR 






2 
LDA 

2 IMM 


3 
LDA 

2 DIR 


4 

LDA 

3 EXT 


5 
LDA 
3 1X2 


LDA 

2 1X1 


3 
LDA 

1 IX 


6 

Olio 


7 

0111 


5 
BRCLR3 
3 BTB 


6 
BCLR3 
2 BSC 


3 

BEQ 

2 REL 


5 
ASR 

2 DIR 


3 

ASRA 

1 INH 


3 
ASRX 


6 

ASR 

2 1X1 


5 
ASR 




2 
TAX 




STA 

2 DIR 


6 
STA 

3 EXT 


6 
STA 

3 1X2 


5 
STA 

2 1X1 


4 

STA 

1 IX 


7 
0111 


8 

1000 


BRSET4 
3 BTB 


BSET4 
2 BSC 


3 
BHCC 
2 REL 


5 
LSL 
2 DIB 


LSLA 

1 INH 


LSLX 

1 INH 


6 
LSL 
2 1X1 


6 
LSL 

1 IX 




2 
CLC 

1 INH 


EOR 

2 IMM 


EOR 

2 DIR 


EOR 

3 EXT 


EOR 

3 1X2 


4 

EOR 

2 1X1 


EOR 

1 IX 


8 

1000 


3 

1001 


BRCLR4 
3 BTB 


BCLR4 
2 BSC 


BHCS 
2 REL 


ROL 
2 DIR 


ROLA 

1 INH 


3 
ROLX 

1 INH 


6 
ROL 

2 1X1 


5 
ROL 

1 IX 




2 
SEC 

1 INH 


2 

ADC 

2 IMM 


3 
ADC 
2 DIR 


ADC 

3 EXT 


5 
ADC 
3 1X2 


ADC 

2 1X1 


3 
ADC 

1 IX 


9 

1001 


A 

1010 


BRSET5 
3 BTB 


BSET5 
2 BSC 


3 
BPL 
2 REL 


DEC 

2 DIR 


DECA 

1 INH 


3 

DECX 

1 INH 


6 

DEC 

2 1X1 


DEC 

1 IX 




2 

CLI 

1 INH 


2 
ORA 

2 IMM 


3 
ORA 

2 DIR 


ORA 

3 EXT 


ORA 

3 1X2 


ORA 

2 1X1 


3 
ORA 

1 IX 


A 

1010 


B 

1011 


BRCLR6 

3 BTB 


BCLR5 
2 BSC 


3 
BMI 

2 REL 














5 
SEi 

1 INH 


i 

ADD 

2 IMM 


ADD 

2 DIR 


ADD 

3 EXT 


5 
ADD 

3 1X2 


ADD 

2 1X1 


3 
ADD 

1 IX 


B 

1011 


c 

1100 


BRSET6 
3 BTB 


BSET6 
2 BSC 


3 
BMC 

2 REL 


5 

INC 

2 DIR 


3 
INCA 

1 INH 


3 

iNCX 

1 INH 


6 

INC 

2 1X1 


6 

INC 




2 
RSP 

1 INH 




2 
JMP 
2 DIR 


3 
JMP 

3 EXT 


4 
JMP 

3 1X2 


3 
JMP 

2 1X1 


2 
JMP 


c 

1100 


D 

1101 


BRCLR6 
3 BTB 


BCLR6 
2 BSC 


BMS 

2 REL 


TST 

2 DIR 


TSTA 

1 INH 


TSTX 

1 INH 


5 
TST 

2 1X1 


4 

TST 

1 IX 




NOP 

1 INH 


6 

BSR 

2 REL 


6 
JSR 
2 DIR 


6 
JSR 
3 EXT 


JSR 

3 1X2 


6 
JSR 

2 1X1 


5 
JSR 

1 IX 


D 

1101 


E 
1110 


BRSET7 
3 BTB 


BSET7 
2 BSC 


3 
BIL 
2 REL 












2 
STOP 

1 INH 




2 
LDX 

2 IMM 


3 
LDX 
2 DIR 


4 

LDX 

3 EXT 


LDX 

3 1X2 


4 

LDX 

2 1X1 


3 
LDX 

1 IX 


E 
1110 


F 

1111 


5 
BRCLR7 
3 BTB 


BCLR7 
2 BSC 


BIH 
2 REL 


CLR 
2 DIR 


CLRA 

1 INH 


CLRX 

1 INH 


6 
CLR 

2 1X1 


5 
CLR 

1 IX 


2 

WAIT 

1 INH 


2 

TXA 

1 INH 




STX 

2 DIR 


6 

STX 

3 EXT 


STX 

3 1X2 


5 

STX 

2 1X1 


4 

STX 


F 
nil 



o 

GO 

o 
en 
■n 

lO 



Abbreviations for Address Modes 



LEGEND 



INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed INo Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 







p ^ 




Opcode in Hexadecimal 




1111-^— 




^^ 




3 


0^ 

0000-*^ 


~~;:=»- Opcode In Binary 


Bytes ■* 


1 /IX 











Cycles 




/ \ 


Address Mode 



MC146805F2 



TABLE 10 - INSTRUCTION SET 



B 



Mnemonic 


Addressing Modes 


Condition Codes | 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Teste 
Branch 


H 


1 


N 


z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


* 


A 


A 




AND 




X 


X 


X 




X 


X 


X 












A 




ASL 


X 




X 






X 


X 














A 




ASR 


X 




X 






X 


X 














A 




BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















SHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 












A 




BLO 










X 






















BLS 










X 






















BMC 










X 






















6MI 










X 






















BMS 










X 






















BNE 










X 












• 


• 




• 




BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 




• 




• 




BRSET 




















X 








• 




BSET 


















X 














BSR 










X 














• 




• 




CLC 


X 






























CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 




COM 


X 




X 






X 


X 












A 


A 




CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 




DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 








• 




A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 




LSL 


X 




X 






X 


X 












A 


A 




LSR 


X 




X 






X 


X 















A 




NEG 


X 




X 






X 


X 








* 


* 


A 


A 




NOP 


X 




















• 


• 




• 




ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 




POL 


X 




X 






X 


X 








• 


• 


A 


A 




ROR 


X 




X 






X 


X 














A 




RSP 


X 


























• 




RTI 


X 




















> 






> 




RTS 


X 


























• 




SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 




SEC 


X 


























• 




SEI 


X 


























• 




STA 






X 


X 




X 


X 


X 








• 




A 




STOP 


X 



























• 




STX 






X 


X 




X 


X 


X 








• 




A 




SUB 




X 


X 


X 




X 


X 


X 












A 




SWI 


X 


























• 




TAX 


X 




















• 


* 




4 




TST 


X 




X 






X 


X 














A 




TXA 


X 


























• 




WAIT 


X 



























• 





Condition Code Symbols 

H Hall Carry IFrorr 
I Interrupt Mask 
N Negative (Sign I 
Z Zero 
C Carry/ Borrow 



Test and Set if True. Cleared Othervyise. 

Not Affected 

Load CC Register Fronn Stack 

Cleared 

Sot 
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ORDERING INFORMATION 

The following information is required when ordering a 
custonn MCU. This information may be transmitted to 
Motorola in the following media: 

EPROM MCM2716 

MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative. 

EPROMs 

The MCM2716 type EPROM, programmed with the 
customer program (positive logic sense for address and 
data), may be submitted for pattern generation. The 
customer program should begin at address $080 (the address 
at which customer ROM begins on the MC146805F2) so that 
the EPROM maps directly into the MC146805F2. If the 
customer program starts at any other address, please mark 
the EPROM accordingly. See Figure 19 for recommended 
marking procedure. 

After the EPROM is marked, it should be placed in a con- 
ductive IC carrier and securely packed. Do not use 
styrofoam. 



FIGURE 19 - EPROM MARKING 




XXX = Customer I. D. 



VERIFICATION MEDIA 

All original pattern media (EPROM or floppy disk) are filed 
for contractual purposes and are not returned. A computer 
listing of the ROM code will be generated and returned along 
with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired. Motorola will program a blank 
2716 EPROM (supplied by the customer) from the data file 
used to create the custom mask to aid in the verification pro- 
cess. 

ROM VERIFICATON UNITS 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. These RVUs are 
not backed nor guaranteed by Motorola Quality Assurance. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, M DOS-compatible floppies. The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen . The floppies are not to be returned by 
Motorola as they are used for archival storage. The minimum 
MDOS system files as well as the absolute binary object file 
(file name .LO type of file) from the M6805 cross assembler 
must be on the disk. An object file made from a memory 
dump using the ROLLOUT command is also admissable. 
Consider submitting a source listing as well as the following 
files: filename, LX (EXORciser loadable format) and filename 
.SA (ASCII source code). These files will be kept confidential 
and used 1 ) to speed up the process in-house if any problems 
arise.and 2) to speed up our customer-to-factory interface if 
a user finds any software errors and needs assistance quickly 
from the factory representatives. 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORciser, EXORsets, etc. 



B 
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OPTION LIST 

Select the options for your MCU from the following list. A manufacturing mask will be generated from this information. Select 
one in each section. 

Internal Oscillator Input 
D Crystal 
D Resistor 

Internal Divide 

D ^2 

Interrupt 
D Edge-Sensitive 
D Level- and Edge-Sensitive 



Customer Name . 
Address 



City State Zip. 

Phone ( ) Extension 

Contact Ms/Mr 



Customer Part Number. 



Pattern Media 



n 2716 EPROM 

D MDOS Disk File 

D Silent 700 Cassette 

n Card Deck 

D Tape of Card Deck 

D (Note 1) 



NOTE 1. Other media require prior factory approval. 



Signature. 
Title 



Silent 700 Cassette is a trademark of Texas Instruments Incorporated 
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Advance Information 



8-BIT MICROCOMPUTER UNIT 

The MC146805G2 Microcomputer Unit (MCU) belongs to the 
M146805 CMOS Family of Microcomputers This 8-bit MCU contains 
on-chip oscillator, CPU, RAM, ROM, I/O, and TIMER. The fully static 
design allows operation at frequencies down to dc, further reducing its 
already low-power consumption. It is a low-power processor designed 
for low-end to mid-range applications in the consumer, automotive, in- 
dustrial, and communications markets where very low power consump- 
tion constitutes an important factor. The following are the major 
features of the MC146805G2 MCU. 

HARDWARE FEATURES 

• Typical Full Speed Operating Power of 12 mW at 5 V 

• Typical WAIT Mode Power of 4 mW 

• Typical STOP Mode Power of 5 ^W 

• Fully Static Operation 

• 112 Bytes of On-Chip RAM 

• 2106 Bytes of On-Chip ROM 

• 32 Bidirectional I/O Lines 

• High Current Drive 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• External and Timer Interrupts 

• Self-Check Mode 

• Master Reset and Power-On Reset 

• Single 3 to 6 Volt Supply 

• On-Chip Oscillator with RC or Crystal Mask Options 

• 40-Pin Dual-ln-Line Package 

• Chip Carrier Also Available 
SOFTWARE FEATURES 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Most Self-Check Routines User Callable 

• Two Power Saving Standby Modes 



GENERIC INFORMATION 



Package Type 


Frequency (MHz) 


Temperature 


Generic Number 


Ceramic 
L Suffix 


1.0 
1.0 


0°C to 70°C 
-40°Cto85°C 


MC146805G2L 
MC146805G2CL 


Cerdip 
S Suffix 


1.0 
1.0 


0°C to 70°C 
-40<'C to85°C 


MC146805G2S 
MC146805G2CS 


Plastic 
P Suffix 


1.0 
1.0 


0°C to 70 °C 
-40°C to85°C 


MC146805G2P 
MC146805G2CP 


Leadless Chip 
Carrier 
Z Suffix 


1.0 
1.0 


0°C to 70°C 
-40°C to85°C 


MC 146805G2Z 
MC146805G2CZ 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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CMOS 

(HIGH-PERFORMANCE SILICON-GATE) 

8-BIT 
MICROCOMPUTER 



^-' 


^p 


1 

L SUFFIX 






CERAMIC PACKAGE 




^^H 


CASE 715 


^0k 


WffW 


1' S SUFFIX 


iBii\imi 


^llll'" 


CERDIP PACKAGE 


Tni''' 




CASE 734 






l''" P SUFFIX 




PLASTIC PACKAGE 






CASE 711 


\ 


X 


Z SUFFIX 

CHIP CARRIER 
CASE 761 



i 



RESET [ 
IRQ [ 
NUM [ 
PA7 [ 
PA6 [ 
PA5[ 
P.A4 [ 
PA3 [ 
PA2[ 
PA1 [ 
PAO[ 
PBO[ 
PB1 [ 
PB2 [ 
PB3 [ 
PB4 [ 
PB5 [ 
PB6 [ 
PB7 I 



PIN ASSIGNMENT 



I (2) 
2(3) 

3 (4) 

4 (5) 
5(6) 
6(7) 

7 (8) 

8 (9) 
9(10) 
10 (11) 

II (12) 

12 (13) 

13 (14) 

14 (15) 
15(16) 

16 (17) 

17 (18) 
18(19) 
19 (201 



Vss 120(21) 



(1) 40 ] 
(40) 39 ] 
139) 38 ] 
(38) 37 ] 
(37) 36 ] 
(36) 35 ] 
(35) 34 ] 
(34) 33 ] 
(33) 32 ] 
(32) 31 ] 
(31) 30 ] 
(30) 29 ] 
(29) 28 ] 
(28) 27 ] 
(27) 26 ] 
(26) 25 ] 
(25) 24 3 
(24) 23 ] 
(23) 22 ] 
(22) 21 ] 



vdd 

0SC1 

0SC2 

TIMER 

PD7 

PD6 

PD5 

PD4 

PD3 

PD2 

PD1 

PDO 

PCO 

PCI 

PC2 

PC3 

PC4 

PC5 

PC6 

PC7 



Pin numbers in parentheses represent equivalent Z 
suffix chip carrier pins. 
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MAXIMUM RATINGS (Voltages Referenced to Vss) 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


Vd 


-0.3 to +8.0 


V 


All Input Voltages Except 0SC1 


Vin 


Vss-0.5to Vdd + 0.5 


V 


Current Drain Per Pin Excluding Vqd and Vss 


1 


10 


mA 


Operating Temperature Range 
MC146805G2 
IVIC146805G2C 


Ta 


Tl to Th 

0to70 
-40 to 85 


°C 


Storage Tennperature Range 


"■^stg 


-55 to +150 


X 


Current Drain Total (PD4-PD7 only) 


lOH 


40 


mA 



THERMAL CHARACTERISTICS 



1 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




100 




Cerdip 


»JA 


60 


°c/w 


Ceramic 




50 




Chip Carrier 




100 





This device contains circuitry to protect the 
inputs against damage due to high static 
voltages of electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit. For proper operation it is 
recommended that V|n and Vout be con- 
strained to the range Vss s (Vin or 
Vout'sVpD- Reliability of operation is 
enhanced if unused inputs except 0SC2 and 
NUM are tied to an appropriate logic voltage 
level (e.g., either Vss °' ^DD'- 



FIGURE 1 - MC146805G2 CMOS (VIICROCOMPUTER 



Prescaler 



Timer/ 
8 Counter 



Timer Control Register 




I/O 
Lines 



PBO 
PB1 
PB2 
PB3 
PB4 
PB5 
PB6 
PB7 



< ^2> 


Port 

B 

Reg 


Data 
Dir 
Reg 


< 13* 


J 1^1 




I ^ 


* 18* 


C 19? 





0SC1 0SC2 

n 



Oscillator 



Index 
Register 



Condition 

Code 

5 Register CC 



Stack 
Pointer 



Program 

Counter 

5 High pcH 



Program 
Counter 
Low pcL 



I t Y 



CPU 
Control 




Data 
Dir 
Reg 



Port 
C 
Reg 



,28 



27 » PCO 

*• PCI 



:26 ^ 

45 > PC2 

44 * ■ PCS 

' 23 * ' PC4 

h «22 * * PC5 

t 21 * " PC6 



Data 
Dir 
Reg 


Port 
D 
Reg 


*29 > 


*30 Z 


«31 J 


•32 ; 


*33 ' 


*34 ; 

*35 * 


> ; 





■*■ PC7 



PDO 
PD1 
PD2 
PD3 
PD4 
PD5 



Port 
C 

10 
Lines 



Port 
D 

1.0 
Lines 



NOTE: 
See Pin Assignments diagram for equiva- 
lent chip carrier pin numbers. 



2106x8 
ROM 



198x8 

Self-Check 

ROM 



112 x8 
RAM 
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DC ELECTRICAL CHARACTERISTICS (VDD = 5.0Vdc ±10%, Vss = Vdc, Ta = 0° to70°C unless otherwise noted) 



NOTE: Test conditions for I do are as follows: 
All ports progrannmed as inputs 
V||_ = 0.2 V (PA0-PA7, PB0-PB7, PC 0-PC7, PD0-PD7) 
V|H = Vdd-0.2 V for RESET, IRQ, TIMER 
0SC1 input is a squarewave fronn 0.2 V to \/q£)-0.2 V 
0SC2 output load = 20 pF (wait IpD 'S affected linearly by tfie 0SC2 capacitance). 



Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage iLoad^ 100 /'A 


Vol 

VOH 


Vdd-0.1 


0.1 


V 
V 


Output High Voltage 
(||_og(j=-100^A) PB0-PB7, PC0-PC7 


Vqh 


2.4 


_ 


V 


(lLoad= -2 mA) PA0-PA7, PD0-PD3 


VoH 


2.4 


- 


V 


'lLoad=-8 mA) PD4-PD7 


Vqh 


2.4 


- 


V 


Output Low Voltage 
( 1 Load = 800 /jA) All Ports 
PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


Vol 


- 


0.4 


V 


Input High Voltage 
Ports PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


V|H 


VdD-2.0 


Vdd 


V 


TIMER, IRQ, Reset, OSCI 


V|H 


Vdd-0.8 


Vdd 


V 


Input Low Voltage All Inputs 


V|L 


VSS 


0.8 


V 


Total Supply Current (Cl=50 pF on Ports, no dc Loads, tcyc= 1 ^s) 
RUN (V|i_ = 0.2 V, V|h = Vdd-0.2 V) 


Idd 


_ 


4 


mA 


WAIT (See Note) 


Idd 


- 


1.5 


mA 


STOP (See Note) 


Idd 


- 


150 


^A 


I/O Ports Input Leakage 
PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


l|L 


_ 


+ 10 


liA 


Input Current 
RESET, IRQ, TIMER, OSCI 


lin 


_ 


±1 


^A 


Capacitance 
Ports 


Cput 


_ 


12 


pF 


RESET, IRQ, TIMER, OSCI 


C,n 


- 


a 


pF 


DC ELECTRICAL CHARACTERISTICS (Vdd = 3.0 Vdc, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 


Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage li_oad^10 /»A 


Vol 
Vqh 


Vdd-0.1 


0.1 


V 
V 


Output High Voltage 
(lLoad=-50^A) PB0-PB7, PC0-PC7 


Vqh 


1.4 


_ 


V 


(lLoad= -0.5 mA) PA0-PA7, PD0-PD3 


VOH 


1.4 


- 


V 


(lLoad=-2mA) PD4-PD7 


VoH 


1.4 


- 


V 


Output Low Voltage 
( 1 Load = 300 mA) All Ports PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


Vol 


_ 


0,3 


V 


Input High Voltage 
Ports PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


V|H 


2.7 


Vdd 


V 


TIMER, IRQ, RESET, OSCI 


V|H 


2.7 


Vdd 


V 


Input Low Voltage All Inputs 


V|L 


vss 


0.3 


V 


Total Supply Current (no dc Loads, tcyc = 5/»s) 
RUN (V|L = 0.1 V, V|h = Vdd-0.1 V) 


Idd 


_ 


0.5 


nnA 


WAIT (See Note) 


Idd 


- 


200 


^A 


STOP (See Note) 


Idd 


- 


100 


^A 


I/O Ports Input Leakage 
PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


l|L 


_ 


±5 


mA 


Input Current 
RESET, IRQ, TIMER, OSCI 


hn 


_ 


±1 


^A 


Capacitance 
Ports 


Cout 


_ 


12 


pF 


RESET, IRQ, TIMER, OSCI 


^in 


- 


8 


pF 



I 
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TABLE 1 - CONTROL TIMING 

(VoD = 5.0Vdc ±10%, Vss = 0, TA = 0°to70°C, fosc = 4 MHz) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Crystal Oscillator Startup Time (Figure 11) 


tOXOV 


- 


100 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (Figure 12) 


tILCH 


- 


100 


ms 


Timer Pulse Width (Figure 10) 


tTH, tTL 


0.5 


- 


tcyc 


Reset Pulse Width (Figure 11) 


tRL 


1.5 


- 


tcyc 


Timer Period (Figure 10) 


tTLTL 


1.0 


- 


tcyc 


Interrupt Pulse Width Low (Figure 21) 


tILIH 


1.0 


- 


'eye 


Interrupt Pulse Period (Figure 21) 


tILIL 


* 


- 


tcyc 


OS CI Pulse Width 


^OH, tOL 


100 


- 


ns 


Cycle Time 


^cyc 


1000 


- 


ns 


Frequency of Operation 
Crystal 


'osc 


_ 


4.0 


MHz 


External Clock 


^osc 


DC 


4.0 


MHz 



a 



*The minimum period t||_|L should not be less than the number of t^yQ cycles it takes to execute the interrupt service routines plus 20 t^yc; 
cycles. 



FIGURE 2 - EQUIVALENT TEST LOAD 



Port 


Ri 


R2 


B and C 


24.3 kt) 


4.32 kfl 


A, PD0-PD3 


1.21 kO 


3.1 kfl 


PD4-PD7 


300Q 


1.64 kO 



I Load 



Test Point O- 



50pF=f= 



Vdd = 4.5V 



MMD6150 
or Equiv. 



Table) 



R2 
(See 
Table) 



MMD7000 
or Equiv. 



FIGURE 3 - TYPICAL OPERATING CURRENT vs INTERNAL FREQUENCY 

ItnAI 
4.0 



S 2.0 



Ql.O 



























































^^ 


F^ 
















^ 




Uj, 












^ 


^ 




"^ 










^ 




^ 












.^ 


^ 






VDD- 


4V 










*2^ 


< VOD 


-IV 























0.2 0.4 0.6 0.8 

INTERNAL FREQUENCY |1/tcycl 



1.0 
(MHil 



3-938 



MC146805G2 



FIGURE 4 - MAXIMUM IpD vs FREQUENCY 



FIGURE 5 - MAXIMUM IpD vs FREQUENCY 

















|4mA 


1 MHzl^/^ 






VOD 


-5V± 


10% 






y 


^ 
















^ 


^ 














^^^ 


y 


















^^y^ 






(1 


5 mA, 


MHzl 






y 


/' 




\(\n 






^^ 


"^ 




y 
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FIGURE 6 - MINIMUM Iqh. PORT D PINS 33-36 



FIGURE 7 - MINIMUM Iqh- PORT C 
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FIGURE 8 - MINIMUM Iqh. PORT A AND B 



FIGURE 9 - MINIMUM Iql. ALL PORTS 
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FIGURE 10 - TIMER RELATIONSHIPS 
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FIGURE 11 - POWER-ON RESET AND RESET 



CO 
CO 

o 



Vdd 



r 



oscv 



I S^rjiA 



ItOXOV . 1920 tcyc 



r* — *t-*- 

I I 
I I 



|<- 'eye 



<(>2^ 



r^i 



r 



Internal 

Address 

Bus* 



1FFE X 1FFF X New PC 



1FFE Y 1FFE Y IFFE V 1FFE Y 1FFF 



New 
PC 



Internal 
Data 
Bus* 



New \ J New \ / Op 

PCH I \ PCL / \ Code 




PCH )—( PCL ) ( Op 

Code 



tRL >" 



^: 7 



•Internal timing signal and bus information not available externally. 
■ *0SC1 line is not meant to represent frequency. It is only used to represent time. 



MC146805G2 



FIGURE 12 - STOP RECOVERY AND POWER-ON RESET 
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FUNCTIONAL PIN DESCRIPTION 

Vdd and Vss 

Power is supplied to the MCU using these two pins. Vqq 
is power and Vgs is ground. 

IRQ (MASKABLE INTERRUPT REQUEST) 

IRQ is mask option selectable with the choice of interrupt 
sensitivity being both level-sensitive, and negative edge- 
sensitive or negative edge-sensitive only. The MCU com- 
pletes the current instruction before it responds to the re- 
quest. If IRQ is low and the interrupt mask bit (I bit) in the 
condition code register is clear, the MCU begins an interrupt 
sequence at the end of the current instruction. 

If the mask option is selected to include level sensitivity, 
then the JRQ input requires an external resistor to Vqd for 
"wire-OR" operation. See INTERRUPTS for more detail. 



RESET 

The RESET input is not required for start-up but can be 
used to reset the MCU's internal state and prov ide an orderly 
software start-up procedure. Refer to RESETS for a detailed 
description. 

TIMER 

The TIMER input may be used as an external clock for the 
on-chip timer. Refer to TIMER for additional information 
about the timer circuitry. 

NUM - NON-USER MODE 

This pin is intended for use in self-check only. In user ap- 
plications, connect this pin to ground through a 10 kfi 
resistor. 



0SC1, 0SC2 

The MC146805G2 can be configured to accept either a 
crystal input or an RC network to control the internal 
oscillator. Additionally, the internal clocks can be derived by 
either a divide-by-two or divide-by-four of the internal 
oscillator output frequency (fosc'- Both of these options are 
mask selectable. 

RC - If the RC oscillator option is selected, then a resistor 
is connected to the oscillator pins as shown in Figure 13(d). 
The relationship between R and fosc is shown in Figure 14. 

CRYSTAL — The circuit shown in Figure 13(b) is recom- 
mended when using a crystal. The internal oscillator is 
designed to interface with an AT-cut parallel resonant quartz 
crystal resonator in the frequency range specified for fosc in 
the electrical characteristics table. Using an external CMOS 
oscillator is suggested when crystals outside the specified 
ranges are to be used. The crystal and components should 
be mounted as close as possible to the input pins to minimize 
output distortion and start-up stabilization time. Crystal fre- 
quency limits are also affected by Vqq. Refer to Control 
Timing Characteristics for limits. See Table 1. 

EXTERNAL CLOCK — An external clock should be ap- 
plied to the 0SC1 input with the 0SC2 input not connected, 
as shown in Figure 13(c). An external clock should be used 
with the crystal oscillator mask option only. The tQXOV or 
tILCH specifications do not apply when using an external 
clock input. 

PA0-PA7 

These eight I/O lines comprise Port A. The state of any pin 
is software programmable. Refer to INPUT/OUTPUT PRO- 
GRAMMING for a description of I/O programming. 
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FIGURE 13 - OSCILLATOR CONNECTIONS 





1 MHz 


4 MHz 


Units 


RSMAX 


400 


75 


n 


Co 


5 


7 


pF 


Cl 


0.008 


0.012 


mF 


Cqsci 


15-40 


15-30 


pF 


C0SC2 


15-30 


15-25 


pF 


Rp 


10 


10 


MJl 


Q 


30 


40 


K 



(a) Cr/stal Parameters 



i 




L Ci R 




Cqsci -T- =^ Cosc2 

(b) Crystal Oscillator Connections 



^DF 



(c) Equivalent Crystal Circuit 



MC146805G2 
0SC1 0SC2 



liL^vw—P 



(d) RC Oscillator Connection 



MC146805G2 
0SC1 0SC2 



Unconnected 
<^ External Clock 



(e) External Clock Source Connections 
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PB0-PB7 

These eight lines comprise Port B. The state of any pin is 
software programmable. Refer to INPUT/OUTPUT PRO- 
GRAMMING for a description of I/O programming. 

PC0-PC7 

These eight lines comprise Port C. The state of any pin is 
software programmable. Refer to INPUT/OUTPUT PRO- 
GRAMMING for a description of I/O programming. 

PD0-PD7 

These eight lines comprise Port D. PD4-PD7 also are 
capable of driving LEDs directly. The state of any pin is soft- 



ware programmable. Refer to INPUT/OUTPUT PROGRAM- 
MING for a description of I/O programming. 

INPUT/OUTPUT PROGRAMMING 

Any port pin may be software programmed as an input or 
output by the state of the corresponding bit in the port data 
direction register (DDR). A pin is configured as an output if 
its corresponding DDR bit is set to a logic 1. A pin is con- 
figured as an input if its corresponding DDR bit is cleared to 
a logic 0. At reset, all DDRs are cleared, which configures all 
port pins as inputs. A port pin configured as an output will 
output the data in the corresponding bit of its port data 
latch. Refer to Figure 15 and Table 2. 



FIGURE 15 - TYPICAL PORT I/O CIRCUITRY 
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TABLE 2 - I/O PIN FUNCTIONS 



R/W* 



I/O Pin Function 



The I/O pin is in input mode. Data is written into the output data latch. 







Data is written into the output data latch and output to the I/O pin. 







The state of the I/O pin is read. 



I r ic oiaic wr ir ic 1/ w [Jill lo Fcau. 

1 I The I/O pin is in an output mode. The output data latch is read. 

■R/W is an internal signal. 



3-943 



MC146805G2 



B 



SELF-CHECK 

The MC146805G2 self-check is performed using the circuit 
in Figure 16. Self-checl< is initiated by connecting NUM and 
TIMER pins to a logic 1 then executing a reset. After reset, 
five subroutines are called that execute the following tests: 

I/O - Functionally exercise ports A, B, C, D 

RAM - Walking bit test 

ROM — Exclusive OR with odd Is parity result 

Timer — Functionally exercise timer 

Interrupts — Functionally exercise external and timer 
interrupts 

Self-check results are shown in Table 3. The following 
subroutines are available to user programs and do not re- 
quire any external hardware. 

RAM SELF-CHECK SUBROUTINES 

Returns with the Z bit clear if any error is detected; other- 
wise the Z bit is set. 
The RAM test must be called with the stack pointer at 



$007F. When run, the test checks every RAM cell except for 
$007F and $007E which are assumed to contain the return 
address. 

A and X are modified. All RAM locations except the top 2 
are modified. (Enter at location $1F80.) 

ROM CHECKSUM SUBROUTINE 

Returns with Z bit cleared if any error was found, other- 
wise Z= 1. X = on return, and A is zero if the test passed. 
RAM locations $0040-$0043 are overwritten. (Enter at loca- 
tion $1F9B.) 

TIMER TEST SUBROUTINE 

Return with Z bit cleared if any error was found; otherwise 
Z=1. 

This routine runs a simple test on the timer. In order to 
work correctly as a user subroutine, the internal clock must 
be the clocking source and interrupts must be disabled. 
Also, on exit, the clock will be running and the interrupt 
mask not set so the caller must protect himself from inter- 
rupts if necessary. 



FIGURE 16 - SELF-CHECK CIRCUIT 
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TABLE 3 - SELF-CHECK RESULTS 
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FIGURE 17 - ADDRESS MAP 
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A and X register contents are lost; this routine counts how 
many times the clock counts in 128 cycles. The number of 
counts should be a power of two since the prescaler is a 
power of two. If not, the timer probably is not counting cor- 
rectly. The routine also detects if the timer is running at all. 
(Enter at location $1FB5.) 



MEMORY 

The MC146805G2 has a total address space of 8192 bytes 
of memory and I/O registers. The address space is shown in 
Figure 17, 

The first 128 bytes of memory (first half of page zero) are 
comprised of the I/O port locations, timer locations, and 112 
bytes of RAM. The next 2096 bytes (including the 128 bytes 
of the second half of page zero) comprise the user ROM . The 
10 highest address bytes contain the reset and the interrupt 
vectors. 



The stack pointer is used to address data stored on the 
stack. Data is stored on the stack during interrupts and 
subroutine calls. At power-up, the stack pointer is set to 
$007F and it is decremented as data is pushed on the stack. 
When data is removed from the stack, the stack pointer is in- 
cremented. A maximum of 64 bytes of RAM is available for 
stack usage. Since most programs use only a small part of 
the allocated stack locations for interrupts and/or subroutine 
stacking purposes, the unused bytes are usable for program 
data storage. 



REGISTERS 

The MC146805G2 contains five registers, as shown in the 
programming model in Figure 18. The interrupt stacking 
order is shown in Figure 19. 



FIGURE 18 - PROGRAMMING MODEL 
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ACCUMULATOR (A) 

This accumulator is an 8-bit general purpose register used 
to hold operands, results of the arithmetic calculations, and 
data manipulations. 

INDEX REGISTER (X) 

The X register is an 8-bit register which is used during the 
indexed modes of addressing. It provides an 8-bit value 
which is used to create an effective address. The index 
register is also used for data manipulations with the read- 
modify-write type of instructions and as a temporary storage 
register when not performing addressing operations. 

PROGRAM COUNTER (PC) 

The program counter is a 13-bit register that contains the 
address of the next instruction to be executed by the pro- 
cessor. 

STACK POINTER (SP) 

The stack pointer is a 13-bit register containing the 
address of the next free location on the stack. When access- 
ing memory, the seven most significant bits are permanently 
configured to 0000001 . These seven bits are appended to the 
six least significant register bits to produce an address within 
the range of $007F to $0040. The stack area of RAM is used 
to store the return address on subroutine calls and the 
machine state during interrupts. During external or power-on 
reset, and during a reset stack pointer (RSP) instruction, the 
stack pointer is set to its upper limit ($007F). Nested inter- 
rupts and/or subroutines may use up to 64 (decimal) loca- 
tions, beyond which the stack pointer wraps around and 
points to its upper limit thereby losing the previously stored 
information. A subroutine call occupies two RAM bytes on 
the stack, while an interrupt uses five RAM bytes. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register which 
indicates the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each bit is explained in 
the following paragraphs. 

HALF CARRY BITS (H) - The H bit is set to a one when a 
carry occurs between bits 3 and 4 of the ALU during an ADD 
or ADC instruction. The H bit is useful in binary coded 
decimal subroutines. 

INTERRUPT MASK BIT (I) - When the I bit is set, both 
the external interrupt and the timer interrupt are disabled. 
Clearing this bit enables the above interrupts. If an interrupt 
occurs while the I bit is set, the interrupt is latched and is 
processed when the I bit is next cleared. 

NEGATIVE (N) - When set, this bit indicates that the 
result of the last arithmetic, logical, or data manipulation is 
negative (bit 7 in the result is a logical 1). 

ZERO (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulations is 0. 

CARRY/BORROW (C) - When set, this bit indicates that 
a carry or borrow out of the arithmetic logic unit (ALU) 
occurred during the last arithmetic operation. This bit is also 
affected during bit test and branch instructions, shifts, and 
rotates. 



RESETS 



The MC146805G2 has two reset modes; an active low ex- 
ternal reset pin (RESET) and a power-on reset function; refer 
to Figure 1 1 . 



RESET 



The RESET input pin is used to reset the MCU to provide 
an orderly software start-up procedure. When using the ex- 
ternal reset mode, the RESET pin must stay low for a mini- 
mum of one tcyc- The RESET pin is provided with a Schmitt 
Trigger input (internally) to improve its noise immunity. 

POWER-ON RESET 

The power-on reset occurs when a positive transition is 
detected on Vdd- The power-on reset is used strictly for 
power turn-on conditions and should not be used to detect 
any drops in the power supply voltage. There is no provision 
for a power-down reset. The power-on circuitry provides for 
a 1920 tcyc delay from the time that the oscillator becomes 
active. If the external RESET pin is low at the end of the 1920 
tcyc tii^s out, the processor remains in the reset condition. 

Either of the two types of reset conditions causes the 
following to occur: 

— Timer control register interrupt request bit TCR7 is 
cleared to a "0". 

— Timer control register interrupt mask bit TCR6 is set to 
a "1". 

— All data direction register bits are cleared to logical 
zeros. All ports are defined as inputs. 

— Stack pointer is preset to $007F. 

— The internal address bus is forced to the reset vector 
($1FFE, $1FFF). 

— Condition code register interrupt mask bit (I) is set to a 
"1". 

— STOP and WAIT latches are cleared. 

— External interrupt latch is cleared. 

Ail other functions, such as other registers (including out- 
put ports), the timer, etc. are not cleared by the reset condi- 
tions. 



INTERRUPTS 

The MC146805G2 may be interrupted by one of three dif- 
ferent methods: either one of two maskable hardware inter- 
rupts (external input or timer) or a nonmaskable software in- 
terrupt (SWI). Systems often require that normal processing 
be interrupted so that some external event may be serviced. 

Interrupts cause the processor registers to be saved on the 
stack and the interrupt mask (I bit) set to prevent additional 
interrupts. The RTI instruction causes the register contents 
to be recovered from the stack followed by a return to nor- 
mal processing. The stack order is shown in Figure 19. 

Unlike RESET, hardware interrupts do not cause the cur- 
rent instruction execution to be halted, but are considered 
pending until the current instruction execution is complete. 

NOTE 

The current instruction is considered to be the one 
already fetched and being operated on. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and if unmasked (I bit 
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clear), proceeds with interrupt processing; otherwise, the 
next instruction is fetched and executed. Note that masked 
interrupts are latched for later interrupt service. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt Is serviced first. The SWI is executed the same as any 
other instruction and as such takes precedence over hard- 
ware interrupts only if the I bit is set (hardware interrupts 
masked). Refer to Figure 20 for the interrupt and instruction 
processing sequence. 

Table 4 shows the execution priority of the RESET, fnT5 
and timer interrupts, and the software interrupt, SWI. Two 
conditions are shown, one with the I bit set and the other 



with I bit clear; however, in either case RESET has the 
highest priority of execution. If the I bit is set as per Table 
4(a), the second highest priority is assigned to SWI. This is il- 
lustrated in Figure 20 which shows that the IRQ or Timer 
interrupts are not executed when the I bit is set and the next 
instruction (including SWI) is fetched. If the I bit is cleared as 
per Table 4(b), the priorities change in that the next instruc- 
tion (including SWI) is not fetched until after the IRQ and 
Timer interrupts have been recognized (and serviced). Also, 
when the I bit is c lear, if. both iHQ and Timer interrupts are 
pending, the IRQ interrupt is always serviced before the 
Timer interrupt. 



B 



FIGURE 20 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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TABLE 4 - INTERRUPT/INSTRUCTION EXECUTION 
PRIORITY AND VECTOR ADDRESS 



(a) I Bit Set 



Interrupt/Instruction 


Priority 


Vector 
Address 


RESET 
SWI 


1 
2 


$1FFE-$1FFF 
$1FFC-$1FFD 



NOTE; IRQ and Timer Interrupts are not executed when the I bit is 
set; therefore, they are not shown. 



(bl I Bit Clear 







Vector 


Interrupt/Instruction 


Priority 


Address 


RESET 


1 


$1FFE-$1FFF 


IRQ 


2 


$1FFA-$1FFB 


Timer 


3 


$1FF8-$1FF9 
$1FF6-$1FF7* 


SWI 


4 


$1FFC-$1FFD 



'The Timer vector address from the WAIT mode is $1FF6-$1FF7. 




NOTE 

Processing is such that at the end of the current in- 
struction execution, the I bit is tested and if set the 
next instruction (including SWI) is fetched. If the I bit 
is cleared, the hardware interrupt latches are tested, 
and if no hardware interrupt is pending, the program 
falls through and the next instruction is fetched. 

TIMER INTERRUPT 

If the tinner interrupt mask bit (TCR6) is cleared, then each 
time the timer decrements to zero (transitions from $01 to 
$00) an interrupt request is generated. The actual processor 
interrupt is generated only if the interrupt mask bit of the 
condition code register is also cleared. When the interrupt is 
recognized, the current state of the machine is pushed onto 
the stack and the interrupt mask bit in the condition code 
register is set. This masks further interrupts until the present 
one is serviced. The processor now vectors to the timer in- 
terrupt service routine. The address for this service routine is 
specified by the contents of $1 FF8 and $1 FF9 unless the pro- 
cessor is in a WAIT mode in which case the contents of 
$1FF6 and $1FF7 specify the timer service routine address. 
Software must be used to clear the timer interrupt request 
bit (TCR7). At the end of the timer interrupt service routine, 
the software normally executes an RTI instruction which 
restores the machine state and starts executing the inter- 
rupted program. 

EXTERNAL INTERRUPT 

If the interrupt mask bit of the condition code register is 
cleared and the external interrupt pin (TrQ) is low, then the 



external interrupt occurs. The action of the external interrupt 
is identical to the timer interrupt with the exception that the 
service routine address is specified by the contents of $1 FFA 
and $1FFB. Either a level- and edge-sensitive trigger (or 
edge-sensitive only) are available as mask options. Figure 21 
shows both a functional diagram and timing for the interrupt 
line. The timing diagram shows two different treatments of 
the interrupt line (IRQ) to the processor. The first method is 
single pulses on the interrupt line spaced far enough apart to 
be serviced. The minimum time between pulses is a function 
of the length of the interrupt service routine. Once a pulse 
occurs, the next pulse should not occur until the MRU soft- 
ware has exited the routine (an RTI occurs). This time (t|LlL' 
is obtained by adding 20 instruction cycles (tcyc) to the total 
number of cycles it takes to complete the service routine in- 
cluding the RTI instruction; refer to Figure 21. The second 
configuration shows many interrupt lines "wire-ORed" to 
form the interrupts at the processor. Thus, if after servicing 
an interrupt the FRQ remains low, then the next interrupt is 
recognized. 

SOFTWARE INTERRUPT (SWI) 

The software interrupt is an executable instruction. The 
action of the SWI instruction is similar to the hardware inter- 
rupts. The SWI is executed regardless of the state of the in- 
terrupt mask in the condition code register. The service 
routine address is specified by the contents of memory loca- 
tions $1FFC and $1FFD. See Figure 20 for interrupt and in- 
struction processing flowchart. 
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FIGURE 21 - EXTERNAL INTERRUPT 
(a) Interrupt Functional Diagram 
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(b) Interrupt Mode Diagram 
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LOW-POWER MODES 

STOP 

The STOP instruction places the MC146805G2 in its 
lowest power consumption mode. In the STOP mode the in- 
ternal oscillator is turned off, causing all internal processing 
and the timer to be halted; refer to Figure 22. 

During the STOP mode, timer control register (TCR) bits 6 
and 7 are altered to remove any pending timer interrupt re- 
quests and to disable any further timer interrupts. The timer 
prescaler is cleared. External interrupts are enabled in the 
condition code register. All other registers and memory re- 
main unaltered. All I/O lines remain unchanged. 



FIGURE 22 - STOP FUNCTION FLOWCHART 
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WAIT 

The WAIT instruction places the MC146805G2 in a low 
power consumption mode, but the WAIT mode consumes 
somewhat more power than the STOP mode. In the WAIT 
mode, the internal clock is disabled from all internal circuitry 
except the timer circuit; refer to Figure 23. Thus, all internal 
processing is halted; however, the timer continues to count 
normally. 

During the WAIT mode, the I bit in the condition code 
register is cleared to enable interrupts. All other registers, 
memory, and I/O lines remain in their previous state. The 
timer may be enabled to allow a periodic exit from the WAIT 
mode. If an external and a timer interrupt occur at the same 
time, the external interrupt is serviced first; then, if the timer 
interrupt request is not cleared in the external interrupt 
routine, the normal timer interrupt (not the timer wait inter- 
rupt) is serviced since the MCU is no longer in the WAIT 
mode. 



TIMER 

The MCU timer contains an 8-bit software programmable 
counter (timer data register) with a 7-bit software selectable 
prescaler. Figure 24 contains a block diagram of the timer. 
The counter may be loaded under program control and is 
decremented towards zero by the clock input (prescaler out- 
put). When the counter decrements to zero, the timer inter- 
rupt request bit (i.e., bit 7 of the timer control register TCR) 
is set. Then, if the timer interrupt is not masked (i.e. , bit 6 of 
the TCR and the I bit in the condition code register are both 
cleared) the processor receives an interrupt. After comple- 
tion of the current instruction, the processor proceeds to 
store the appropriate registers on the stack, and then fetches 
the timer vector address from locations $1 FF8 and $1 FF9 (or 
$1FF6 and $1FF7 if in the WAIT mode) in order to begin 
servicing. 

The counter continues to count after it reaches zero, 
allowing the software to determine the number of internal or 
external input clocks since the timer interrupt request bit was 
set. The counter may be read at any time by the processor 
without disturbing the count. The contents of the counter 
become stable prior to the read portion of a cycle, and do not 
change during the read. The timer interrupt request bit 
(TCR7) remains set until cleared by the software. If the timer 
interrupt request bit (TCR7) is cleared before the timer inter- 
rupt is serviced, the interrupt is lost. TCR7 may also be used 
as a scanned status bit in a non-interrupt mode of operation 
(TCR6=1). 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer. Bit 0, bit 1, and bit 2 of the 
TCR are programmed to choose the appropriate prescaler 
output which is used as the counter input. The processor 
cannot write into or read from the prescaler; however, its 
contents are cleared to all zeros by the write operation into 
TCR when bit 3 of the written data equals a logic one. This 
allows for truncation-free counting. 

The timer input can be configured for three different 
operating modes plus a disable mode, depending on the 
value written to the TCR4 and TCR5 control register bits. 
Refer to TIMER CONTROL REGISTER. 
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FIGURE 23 - WAIT FUNCTION FLOWCHART 
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TIMER INPUT MODE 1 

If TCR4 and TCR5 are both programmed to a zero, the in- 
put to the timer is from an internal clock and the TIMER in- 
put pin is disabled. The Internal clock mode can be used for 
periodic interrupt generation, as well as a reference in fre- 
quency and event measurement. The internal clock is the in- 
struction cycle clock. During a WAIT instruction, the internal 
clock to the timer continues to run at its normal rate. 

TIMER INPUT MODE 2 

With TCR4=1 and TCR5 = 0, the internal clock and the 
TIMER input pin are ANDed to form the timer input signal. 
This mode can be used to measure external pulse widths. 
The external timer input pulse simply turns on the internal 
clock for the duration of the pulse. The resolution of the 
count in this mode is + 1 clock; therefore, accuracy im- 



proves with longer input pulse widths. 

TIMER INPUT MODE 3 

If TCR4=0 and TCR5= 1, then all inputs to the timer are 
disabled. 

TIMER INPUT MODE 4 

If TCR4= 1 and TCR5= 1, the internal clock Input to the 
timer is disabled and the TIMER input pin becomes the input 
to the timer. The timer can, in this mode, be used to count 
external events as well as external frequencies for generating 
periodic interrupts. The counter is clocked on the falling 
edge of the external signal. 

Figure 24 shows a block diagram of the timer subsystem. 
Power-on Reset and the STOP Instruction cause the counter 
to be set to $F0. 
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FIGURE 24 - TIMER BLOCK DIAGRAM 
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TIMER CONTROL REGISTER (TCR) 
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All bits in this register except bit 3 are Read/Write bits. 

TCR7 — Tinner interrupt request bit: bit used to indicate 
the tinner interrupt when it is logic one. 

1 — Set whenever the counter decrements to zero, or 
under progrann control. 

— Cleared on external reset, power-on reset, STOP in- 

struction, or progrann control. 

TCR6 — Tinner interrupt mask bit: when this bit is a logic 
one it inhibits the timer interrupt to the processor. 

1 — Set on external reset, power-on reset, STOP instruc- 

tion, or program control. 

— Cleared under program control. 

TCR5 — External or internal bit: selects the input clock 
source to be either the external TIMER pin or the internal 
clock. (Unaffected by reset.) 

1 — Select external clock source. 

— Select internal clock source ( period =tcyc>- 

TCR4 — External enable bit: control bit used to enable the 
external TIMER pin. (Unaffected by reset.) 

1 — Enable external TIMER pin. 
— Disable external TIMER pin. 












1 


1 





1 


1 



Internal clock to timer 

AND of internal clock and TIMER pin 

to timer 

Inputs to timer disabled 

TIMER pin to timer 



TCR3 — Timer prescaler reset bit: writing a "1" to this bit 
resets the prescaler to zero. A read of this location always in- 
dicates a "0". (Unaffected by reset.) 

TCR2, TCR1, TCRO - Prescaler select bits: decoded to 
select one of eight outputs of the prescaler. (Unaffected by 
reset. ) 
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INSTRUCTION SET 



ADDRESSING MODES 
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The MCU has a set of 61 basic instructions. They can be 
divided into five different types: register/ memory, read- 
modify-write, branch, bit manipulation, and control. The 
following paragraphs briefly explain each type. All the in- 
structions within a given type are presented in individual 
tables. 

REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. One 
operand is either the accumulator or the index register. The 
other operand is obtained from memory using one of the ad- 
dressing modes. The operand for the jump unconditional 
(JMP) and jump to subroutine (JSR) instructions is the pro- 
gram counter. Refer to Table 5. 

READ-MODIFY-WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register. The test for negative or 
zero (TST) instruction is an exception to the read-modify- 
write sequence since it does not modify the value. Refer to 
Table 6. 

BRANCH INSTRUCTIONS 

Most branch instructions test the state of the condition 
code register and if certain criteria are met, a branch is ex- 
ecuted. This adds an offset between - 127 and -(- 128 to the 
current program counter. Refer to Table 7. 

BIT MANIPULATION INSTRUCTIONS 

The MCU is capable of setting or clearing any bit which 
resides in the first 128 bytes of the memory space where all 
port registers, port DDRs, timer, timer control, and on-chip 
RAM reside. An additional feature allows the software to 
test and branch on the state of any bit within the first 256 
locations. The bit set, bit clear, and bit test and branch func- 
tions are all implemented with a single instruction. For the 
test and branch instructions, the value of the bit tested is 
also placed in the carry bit of the condition code register. 
Refer to Table 8. 

NOTE 

The MCU is actually capable of operating on the bit set 
and bit clear instructions anywhere in the first 256 
bytes; however, since only ROM resides in the upper 
128 bytes the bit set/ clear instructions have no effect 
on the upper 128 bytes. 

CONTROL INSTRUCTIONS 

These instructions are register reference instructions and 
are used to control processor operation during program ex- 
ecution. Refer to Table 9. 

OPCODE MAP 

Table 10 is an opcode map for the instructions used on the 
MCU. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 11. 



The MCU uses ten different addressing modes to provide 
the programmer with an opportunity to optimize the code to 
all situations. The various indexed addressing modes make it 
possible to locate data tables, code conversion tables, and 
scaling tables anywhere in the memory space. Short indexed 
accesses are single byte instructions, while the longest in- 
structions (three bytes) permit tables throughout memory. 
Short absolute (direct) and long absolute addressing are also 
included. Table 11 shows the addressing modes for each in- 
struction, with the effects each instruction has on the condi- 
tion code register. An opcode map is shown in Table 10. 

The term "Effective Address" (EA) is used in describing 
the various addressing modes, and is defined as the byte 
address to or from which the argument for an instruction is 
fetched or stored. The ten addressing modes of the pro- 
cessor are described below. Parentheses are used to indicate 
"contents of the location or register referred to; e.g., (PC) 
indicates the contents of the location pointed to by the PC. 
An arrow indicates "is replaced by", and a colon indicates 
concatenation of two bytes. For additional details and 
graphical illustrations, refer to the M6805 Family User's 
Manual. 

INHERENT 

In inherent instructions, all the information necessary to 
execute the instruction is contained in the opcode. Opera- 
tions specifying only the index register or accumulator, and 
no other arguments, are included in this mode. 

IMMEDIATE 

In immediate addressing, the operand is contained in the 
byte immediately following the opcode. Immediate address- 
ing is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop 
counter). 

EA=PC+1; PC-^PC + 2 
DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single two byte in- 
struction. This includes all on-chip RAM and I/O registers 
and 128 bytes of on-chip ROM. Direct addressing is efficient 
in both memory and time. 

EA=(PC-l-1); PC^PC-(-2 
Address Bus High — 0; Address Bus Low — (PC -i- 1) 

EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions with extended addressing modes are 
capable of referencing arguments anywhere in memory with 
a single three-byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction 
uses direct or extended addressing. The assembler 
automatically selects the most efficient address mode. 

EA=(PC+1):(PC + 2); PC — PC-(-3 
Address Bus High- (PC-)- 1); Address Bus Low — (PC -(-2) 
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INDEXED, NO OFFSET 

In the indexed, no offset addressing mode, tfie effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations. These instructions are only one byte 
long. This mode is used to move a pointer through a table or 
to address a frequently referenced RAM or I/O location. 
EA=X; PC-^PC+1 
Address Bus High-^0; Address Bus Lov^^-^X 

INDEXED, 8-BIT OFFSET 

Here, the EA is obtained by adding the contents of the 
byte following the opcode to that of the index register; 
therefore, the operand is located anywhere within the lowest 
51 1 memory locations. For example, this mode of addressing 
is useful for selecting the m-th element in an n element table. 
All instructions are two bytes. The contents of the index 
register (X) is not changed. The contents of (PC+1) is an 
unsigned 8-bit integer. One byte offset indexing permits 
look-up tables to be easily accessed in either RAM or ROM. 
EA=X-H(PC-H); PC — PC-l-2) 
Address Bus High — K; Address Bus Low — X-i- (PC-t- 1) 

Where: K = The carry from the addition of X-t-(PC-i-l) 

INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode, the effec- 
tive address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code. This addressing mode can be used in a manner similar 
to indexed 8-bit offset, except that this three byte instruction 
allows tables to be anywhere in memory (e.g., jump tables in 
ROM). As with direct and extended, the M6805 assembler 
determines the most efficient form of indexed offset; 8 or 
16-bit. The content of the index register is not changed. 
EA=X + [(PC-t-1):(PC-t-2)]; PC — PC-h3 
Address Bus High — (PC-l- D-H K; 
Address Bus Low — X-f- (PC-i-2) 
Where: K = The carry from the addition of X -i- ( PC -(- 2) 

RELATIVE 

Relative addressing is only used in branch instructions. In 



relative addressing, the contents of the 8-bit signed byte 
following the opcode (the offset) is added to the PC if and 
only if the branch condition is true. Otherwise, control pro- 
ceeds to the next instruction. The span of relative addressing 
is limited to the range of -126 to -h129 bytes from the 
branch instruction opcode location. The Motorola assembler 
calculates the proper offset and checks to see if it is within 
the span of the branch. 

EA=PC-h2-i- (PC-Hi); PC — EAif branch taken; 
otherwise, EA=PC — PC-H2 

BIT SET/CLEAR 

Direct addressing and bit addressing are combined in in- 
structions which set and clear individual memory and I/O 
bits. In the bit set and clear instructions, the byte is specified 
as a direct address in the location following the opcode. The 
first 256 addressable locations are thus accessed. The bit to 
be modified within that byte is specified within the first three 
bits of the opcode. The bit set and clear instructions occupy 
two bytes, one for the opcode (including the bit number) and 
the other to address the byte which contains the bit of in- 
terest. 

EA=(PC+1); PC — PC + 2 
Address Bus High— 0; Address Bus Low — (PC-i-1) 

BIT TEST AND BRANCH 

Bit test and branch is a combination of direct addressing, 
bit set or bit clear addressing, and relative addressing. The 
actual bit to be tested, within the byte, is specified within the 
low order nibble of the opcode. The address of the data byte 
to be tested is located via a direct address in the location im- 
mediately following the opcode byte (EA1). The signed 
relative 8-bit offset is in the third byte (EA2) and is added to 
the PC if the specified bit is set or clear in the specified 
memory location. This single three byte instruction allows 
the program to branch based on the condition of any bit in 
the first 256 locations of memory. 

EA1 = (PC-H) 

Address Bus High — 0; Address Bus Low — (PC-i-1) 

EA2=PC-h3-i-(PC-i-2); PC — EA2 if branch taken; 

otherwise, PC — PC -1-3 



i 
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TABLE 5 - 


REGISTER/MEMORY INSTRUCTIONS 




















Addressing Modes | 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Op 
Code 


# 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Op 
Code 


* 

Bytes 


# 

Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4. 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory witfi A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
witfi A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


Bl 


2 


3 


CI 


3 


4 


Fl 




3 


El 


2 


4 


D1 


3 


5 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


03 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


. 3 


7 







TABLE 6 - 


READ-MODIFY-WRITE INSTRUCTIONS 


















Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


1 
Cycles 


Op 
Code 


Bytes 


1 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Increment 


INC 


4C 




3 


5C 




3 


3C 


2 


5 


7C 




5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 




5 


6A 


2 


6 


Clear 


CLR 


4F 




3 1 


5F 




3 


3F 


2 


5 


7F 




5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 




5 


63 


2 


6 


Negate 

(2's Complement) 


NEG 


40 




3 


50 




3 


30 


2 


5 


70 




5 


60 


2 ■ 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 




5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 




5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 




5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 




5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3. 


37 


2 


5 


77 




5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 




3 


3D 


2 


4 


7D 




4 


6D 


2 


5 



00 

o 

o 
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TABLE? - BRANCH INSTRUCTIONS 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



B 



TABLE 8 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes { 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch 


Op 
Code 


Bytes 


f 
Cycles 


Op 
Code 


Bytes 


1 
Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0...7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLR n (n = 0...7) 


- 


- 


- 


01+2»n 


3 


5 


Set Bit n 


BSET n (n = 0..7) 


10 + 2»n 


2 


5 






- 


Clear Bit n 


BCLR n (n = 0...7) 


11 + 2»n 


2 


5 






- 



TABLE 9 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 
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TABLE 10 - M146805 CMOS FAMILY INSTRUCTION SET OPCODE MAP 



CO 

en 

00 





Bit Manipulation 


Branch 


Read/Modifv/Write 


Control 


Register/Menmry 




BTB 


BSC 


REL 


DIR 


INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


~-~-~^ Hi 



0000 


T 

0001 


J 

»10 


3 

XI 1 


4 
0100 


5 
0101 


6 

Olio 


7 
0111 


8 

1000 


9 

10O1 


A 
1010 


B 

1011 


C 

11X 


D 
1101 


E 
1110 


F 
1111 


^^--^ Low 



0000 


6 
BRSETO 
3 BTB 


BSETO 
2 BSC 


BRA 
2 REl 


5 
NEG 

2 DIR 


3 
NEG 

1 INH 


3 
NEG 

1 INH 


6 
NEG 
2 1X1 


5 
NEG 


9 
RTI 




2 

SUB 

2 IMM 


3 
SUB 

2 DIR 


i 

SUB 

3 EXT 


SUB 

3 1X2 


4 

SUB 

2 1X1 


3 

SUB 

1 IX 



0000 


1 

OOOl 


BRCLRO 
3 BTB 


BCLRO 
2 BSC 


3 
BRN 

2 REL 












6 
RTS 

1 INH 




2 
CMP 

2 IMM 


3 
CMP 

2 DIR 


CMP 
3 EXT 


5. 
CMP 
3 1X2 


4 

CMP 
2 1X1 


3 
CMP 

1 IX 


1 

0001 


2 

0010 


6 
BRSET1 

3 BTB 


5 
BSET1 
2 BSC 


3 
BHI 
2 REl 
















2 
SBC 

2 IMM 


3 

SBC 

2 DIR 


4 

SBC 

3 EXT 


6 
SBC 


4 

SBC 

2 1X1 


SBC 

1 IX 


2 
0010 


3 

0011 


BRCLRl 

3 BTB 


BCLRl 
2 BSC 


3 
BLS 

2 REL 


5 

COM 

2 DIR 


3 

COMA 

1 INH 


3 
COMX 


6 

COM 

2 1X1 


5 
COM 


10 

SWI ^ 




2 

CPX 

2 IMM 


3 

CPX 

2 DIR 


4 
CPX 

3 EXT 


CPX 

3 1X2 


CPX 
2 1X1 


CPX 

1 IX 


3 

0011 


4 

0100 


5 
BRSET2 

3 8TB 


BSET2 

2 BSC 


3 

BCC 

2 REL 


5 
LSR 
2 DTR 


3 

LSRA 

1 INH 


LSRX 

1 INH 


6 

LSR 

2 1X1 


5 
LSR 






2 
AND 

2 IMM 


3 
AND 

2 DIR 


AND 

3 EXT 


6 
AND 
3 1X2 


AND 

2 1X1 


3 
AND 

1 IX 


4 

0100 


5 

0101 


BRCLR2 
3 BTB 


BCLR2 
2 BSC 


3 
BCS 

2 REL 
















2 
BIT 

2 IMM 


3 

BIT 

2 DIR 


4 
BIT 
3 EXT 


5 
BIT 

3 1X2 


4 

BIT 

7 1X1 


3 
BIT 

1 IX 


5 
0101 


6 

Olio 


6 
BRSET3 
3 BTB 


6 
BSET3 
2 BSC 


3 
BNE 

2 REL 


ROR 

2 DIR 


3 

RORA 


3 
RORX 


6 

ROR 

2 1X1 


b 

ROR 






2 
LDA 

2 IMM 


3 
LDA 

2 DIR 


LDA 

3 EXT 


5 
LDA 
3 1X2 


LDA 

2 1X1 


3 
LDA 

1 IX 


6 

Olio 


7 

0111 


I 
BRCLR3 
3 BTB 


"I 

BCLR3 
2 BSC 


3 
BEQ 

2 REL 


5 
ASR 

2 DIR 


ASRA 

1 INH 


3 
ASRX 

1 INH 


6 
ASR 

2 1X1 


5 
ASR 

1 IX 




2 
TAX 




STA ' 

2 DIR 


6 
STA 
3 EXT 


6 
STA 

3 1X2 


6 
STA 

2 1X1 


4 

STA 


7 
0111 


8 

1000 


5 
BRSET4 
3 BTB 


5 
BSET4 
2 BSC 


3 
BHCC 

2 REL 


5 
LSL 
2 DIR 


3 
LSLA 

1 INH 


3 

LSLX 

1 INH 


6 
LSL 

2 1X1 


5 
LSL 

1 IX 




2 
CLC 

1 INH 


2 
EOR 

2 IMM 


3 
EOR 

2 DIR 


EOR 

3 EXT 


6 
EOR 

3 1X2 


4 

EOR 

2 1X1 


3 
EOR 

1 IX 


8 

1000 


9 

1001 


6 
BRCLR4 
3 BTB 


6 
BCLR4 
2 BSC 


3 
BHCS 

2 REL 


5 
ROL 

2 DIR 


3 

ROLA 

1 INH 


3 
ROLX 


6 
ROL 

2 1X1 


5 

ROL 




2 

SEC 

1 INH 


2 

ADC 

2 IMM 


3 
ADC 

2 DIR 


4 
ADC 

3 EXT 


ADC 
3 1X2 


ADC 

2 1X1 


3 
ADC 

1 IX 


9 

1001 


A 

1010 


BRSET5 
3 BTB 


BSET5 
2 BSC 


3 
BPL 

2 REL 


5 
DEC 

2 DIR 


DECA 

1 INH 


3 
DECX 

1 INH 


6 
DEC 

2 1X1 


5 
DEC 




2 

CLI 


ORA 

2 IMM 


3 
ORA 

2 DIR 


4 
ORA : 

3 EXT 


5 
ORA 

3 1X2 


4 
ORA 

2 1X1 


3 
ORA 


A 

1010 


B 

1011 


BRCLR5 

3 BTB 


BCLR5 
2 BSC 


3 
BMi 

2 REL 














5 
SEI 


ADD 

2 IMM 


ADD 

2 DIR 


ADD 

3 EXT 


5 
ADD 

3 1X2 


ADD 

2 1X1 


3 
ADD 

1 IX 


B 

1011 


c 

1100 


5 

BRSET6 
3 BTB 


6 
BSET6 
2 BSC 


BMC 

2 REL 


5 
INC 
2 DIR 


3 

INCA 

1 INH 


3 
INCX 

1 INH 


6 

INC 

2 1X1 


5 
INC 

1 IX 




2 
RSP 

1 INH 




2 
JMP 
2 DIR 


3 
JMP 
3 EXT 


JMP 

3 1X2 


3 
JMP 

2 1X1 


JMP 

1 IX 


c 

1100 


D 

1101 


6 
BRCLR6 
3 BTB 


5 
BCLR6 
2 BSC 


3 
BMS 

2 REL 


TST 

2 DIR 


3 
TSTA 


3 

TSTX 

1 INH 


5 
TST 
2 1X1 


TST 




2 
NOP 

1 INH 


6 

BSR 

2 REL 


5 
JSR 
2 DIR 


6 
JSR 

3 EXT 


7 
JSR 


6 
JSR 

2 1X1 


5 
JSR 

1 IX 


D 

1101 


E 
1110 


6 
BRSET7 
3 BTB 


BSET7 
2 BSC 


3 
BIL 
2 ■ REL 












2 
STOP 




2 
LDX 
2 IMM 


5 
LDX 
2 DIR 


LDX 

3 EXT 


LDX 

3 1X2 


4 
LDX 

2 1X1 


3 
LDX 

1 IX 


E 

1110 


F 

nil 


5 
BRCLR7 

3 BTB 


5 
BCLR7 
2 BSC 


3 
BIH 

2 REL 


5 
CLR 
2 DIR 


3 
CLRA 


CLRX 


6 

CLR 

2 1X1 


b 
CLR 


2 

WAIT 


2 
TXA 

1 INH 




4 

STX 

2 DIR 


5 
STX 

3 EXT 


6 

STX 

3 1X2 


5 
STX 

2 1X1 


4 

STX 

1 IX 


F 

nil 



o 

00 

o 

o 

ro 



Abbreviations for Address Modes 



LEGEND 



INH 


Inherent 


A 


Accumulator 


X 


Index Register 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


1X2 


Indexed, 2 Byte (16-Bit) Offset 



Mnemonic - 
Bytes - 



Cycles - 



F <*- 
1111^ 



-►SUB/ 
■M 1 /ix. 





0000- 



Opcode in Hexadecimal 
Opcode in Binary 

Address Mode 
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TABLE 11 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes | 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Tost & 
Branch 


H 


1 


N 


z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 




AND 




X 


X 


X 




X 


X 


X 










A 


A 




ASL 


X 




X 






X 


X 












A 


A 




ASR 


X 




X 






X 


X 












A 






BCC 










X 






















BCLR 


















X 














BCS 










X 


















• 




BEQ 










X 






















BHCC 










X 


















* 




BHCS 










X 


















• 




BHI 










X 
















# 






BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 












• 




• 






BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 


• 










BRSET 




















X 


• 










BSET 


















X 














BSR 










X 






















CLC 


X 






























CLI 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 








• 


A 


A 




COM 


X 




X 






X 


X 










• 


A 


A 




CPX 




X 


X 


X 




X 


X 


X 






• 




A 


A 




DEC 


X 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 










• 


A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 










• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 




LSI 


X 




X 






X 


X 












A 


A 




LSR 


X 




X 






X 


X 















A 




NEG 


X 




X 






X 


X 








* 




A 


A 




NOP 


X 






















• 


• 


• 




ORA J 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 




ROL 


X 




X 






X 


X 








• 


* 


A 


A 




ROR 


X 




X 






X 


X 










• 


A 


A 




RSP 


X 






















• 




• 




RTI 


X 




















f 


? 


? 






RTS 


X 






















• 




• 




SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 




SEC 


X 






















• 




• 




SEI 


X 






















1 




• 




STA 






X 


X 




X 


X 


X 








• 




A 




STOP 


X 



























• 




STX 






X 


X 




X 


X 


X 








• 




A 




SUB 




X 


X 


X 




X 


X 


X 








• 




A 




SWI 


X 






















1 




• 




TAX 


X 




















A 


* 


* 






TST 


X 




X 






X 


X 










• 




A 




TXA 


X 






















• 




• 




WAIT 


X 






















6 




• 





Condiiion Code Symbols 

H Half Carry IFrom Bi 
I Interrupt Mask 
N Negative (Sign Bitl 
Z Zero 
C Carry/ Borrow 



Test and Set if True Cleared Otherwise 

Not Affected 

Load CC Register From Stack 

Cleared 

Set 



B 
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ORDERING INFORMATION 

The following information is required when ordering a 
custom MCU. This information may be transmitted to 
Motorola in the following media: 

EPROM(s) MCM2716S or MCM2532s 

MDOS disk file 

To initiate a ROM pattern for the MCU, it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative. 

EPROMs 

The MCM2716 or MCM2532 type EPROMs, programmed 
with the customer program (positive logic sense for address 
and data), may be submitted for pattern generation. The 
EPROMs must be clearly marked to indicate which EPROM 
corresponds to which address space. Figure A-1 illustrates 
the recommended marking procedure for two MCM2716 
EPROMs. 

After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 

FIGURE A-1 - EPROM MARKING 





XXX = Customer ID 

VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are fil- 
ed for contractual purposes and are not returned. A com- 
puter listing of the ROM code will be generated and returned 



along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired. Motorola will program a blank 
2716 EPROM (supplied by the customer) from the data file 
used to create the custom mask to aid in the verification pro- 
cess. 

ROM VERIFICATION UNITS 

The MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts. These RVUs are included in the 
mask charge and are not production parts. These RVUs are 
not backed nor guaranteed by Motorola Quality Assurance. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies. The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen . The floppies are not to be returned by 
Motorola as they are used for archival storage. The minimum 
MDOS system files as well as the absolute binary object file 
(filename. 10 type of file) from the M6805 cross assembler 
must be on the disk. An object file made from a memory 
dump using the ROLLOUT command is also admissable. 
Consider submitting a source listing as well as the following 
files: filenarhe.LX (EXORciser loadable format) and 
filename. S A (ASCII Source Code). These files will of course 
be kept confidential and are used 1 ) to speed up the process 
in house if any problems arise, and 2) to speed up our 
customer to factory interface if a user finds any software er- 
rors and needs assistance quickly from the factory represen- 
tatives. 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORciser, EXORset, etc. 
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Option List 

Select the options for your MCU from the following list. A manufacturing mask will be generated from this information. Select 
one in each section. 

Internal Oscillator Input 
D Crystal 
D Resistor 

Internal Divide 

D *2 

Interrupt Trigger 

D Edge-Sensitive Only 

n Level-Sensitive and Edge-Sensitive 



Customer Name . 
Address 



City : State Zip 

Phone ( ) Extension 



B 



Contact Ms/ Mr. 



Customer Part Number. 



Pattern Media 



2708 EPROM 
2716 EPROM 
MDOS Disk File 
Silent 700 Cassette 
Card Deck 
Tape of Card Deck 
(Note 2) 



Notes: (2) Other media require prior factory approval. 



Signature . 
Title 



Silent 700 Cassette is a trademark of Texas Instruments Incorporated 
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8-BIT MICROCOMPUTER UNIT 

The MC146805H2 Microcomputer Unit (MCU) belongs to the 
M146805 CMOS Family of low-cost, single-chip microcomputers. This 
8-bit MCU contains an on-chip oscillator, CPU, RAM, I/O, and a timer. 
The fully static design allows operation at two software selectable fre- 
quencies, further reducing its already low power consumption. It is a 
low-power processor designed for low-end to mid-range applications in 
the consumer, automotive, industrial, and communications market 
where very low power consumption constitutes an important factor. 
The following are the major features of the MC146805H2 MCU. 

HARDWARE FEATURES 

• Typical Full Speed Operating Power of 20 mW at 5 V 

• Typical WAIT Mode Power of 4 mW 

• Typical STOP Mode Power of 5 /iW 

• 8-Bit Architecture 

• Fully Static Operation 

• 112 Bytes of On-Chip RAM 

• 2048 Bytes on On-Chip ROM 

• 24 Bidirectional I/O Lines Plus Four Input-Only Lines 

• Internal B-Bit Timer with Software Programmable 7-Bit Prescaler 

• Watchdog Timer 

• External Timer Input 

• External and Timer Interrupts 

• Self-Check Mode 

• Master Reset and Power-On Reset 

• Single 3- to 6-Volt Supply 

• On-Chip Oscillator 

• 40-Pin Dual-in-Line Package 

• Chip Carrier Also Available 

• Alert Tone Generator 

• Frequency Synthesizer 

SOFTWARE FEATURES 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Most Self-Check Routines User Callable 



MC146805H2 



CMOS 

(HIGH-PERFORMANCE SILICON-GATE) 

8-BIT 
MICROCOMPUTER 



L SUFFIX 

CERAMIC PACKAGE 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 




P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



1 (2) 

2 (3) 

3 (4) 
PA7d4 (5) 
PA6 [ 5 (6) 

6 (7) 

7 (8) 



PIN ASSIGNMENT 



PA5[ 

PA4[ 

PA3 [ 8 (9) 
9 (10) 
10(11) 

11 (12) 

12 (13) 
13(14) 
14(15) 
15(16) 
16(17) 
17(18) 
18(19) 



vssi 



PA2[ 
PA1[ 
PAO[ 
PBO[ 
FBI [ 
PB2[ 
PB3[ 
PB4[ 
PB5l 
PB6l 
PB7l 19(20) 



20(21) 



(25) 24 
(24) 23 
(23) 22 
(22) 21 



(1)40]Vdd 
(40)39lOSC1 
(39) 38tlOSC2 
(38) 37 
(37) 36 
(36) 35 
(35) 34 
(34) 33 
(33) 32 
(32) 31 
(31) 30 
(30) 29 
(29) 28 
(28) 27 



ITIMER 
ISynth Vss 
IXFC 
ICO 
1PD7 
1PD6 
]PD5 
IPD4 
I ]PD3 
]PD2 
]PD1 



(27) 26 ] PDO 
(26) 25 ]ALRT 
]PC4 
]PC5 
]PC6 
]PC7 



Pin numbers in parentheses represent equivalent Z 
suffix chip carrier pins. 



This document contains information on a new product. Specifications and Information herein 
are subject to change without notice. 
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FIGURE 1 - BLOCK DIAGRAM 

0SC2 0SC1 



Timer/ 
8 Counter 



Timer Control Register 



t n 



STOP 



Synthesizer 



Transition 



Port 
A 

I/O 
Lines 



I/O 
Lines 



PAO 
PA1 
PA2 
PA3 
PA4 
PA5 
PA6 
PA7 



PBO 
PBl 
PB2 
PB3 
PB4 
PB5 
PB6 
PB7 



^ 11 


Port 

A 
Reg 


Data 
Dir 
Reg 


-H: 


; sj 


« 7> 


I «i 


J ^* 


t 'I 





< ^2^ 


Port 

B 
Reg 


Data 
Dir 
Reg 


r i^i 


I '^l 


c ^^> 


I lej 


I 1^1 


< isj 


< 19> 





s 



Accumulator 



Index 
Register 



Condition 

Code 

5 Register CC 



Stack 
Pointer 



Program 

Counter 

5 High pcH 



Program 
Counter 
Low pcL 



CPU 
Control 




<^ 



■RESET 



i 



Alert 

Tone 

Generator 



Watchdog 
Timer 



-*- ALRT 



NOTE: 
See Pin Assignment diagram for equiva- 
lent chip carrier pin numbers. 
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33 ^ 
■ ^ > PD4 , 

34 .^ , Lines 



->-PD5 



112 x8 
RAM 



3-963 



MC146805H2 



MAXIMUM RATINGS (Voltages Referenced to Vss) 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


vdd 


-0.3 to +8.0 


V 


All Input Voltages Except 0SC1 


Vin 


Vss-0.5toVDD + 0.5 


V 


Current Drain Per Pin Excluding Vqd and Vss 


1 


10 


mA 


Operating Temperature Range 


Ta 


Oto70 


"C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 



THERMAL CHARACTERISTICS 



a 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




100 




Cerdip 


fljA 


60 


°C/W 


Ceramic 




50 




Chip Carrier 




TBD 





This device contains circuitry to protect the 
inputs against damage due to high static 
voltages of electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit. For proper operation it is 
recommended that Vj^ and Vgut be con- 
strained to the range Vss^lVjp or 
Vout'sVoD- Reliability of operation is 
enhanced if unused inputs are connected to 
an appropriate logic voltage level (e.g., either 
Vss or Vdd)- 



DC ELECTRICAL CHARACTERISTICS (Vdd = 5.0 Vdc + 10%, Vss = Vdc, Ta = 0°C to 70°C unless otherwise noted! 



Characteristic 


Symbol 


Min 


Max 


Unit 


Output Voltage, iLoad^ 100 /*A 


Vol 


-• 


0.1 


V 




VOH 


Vdd-0.1 


- 


V 


Output High Voltage 










Alert Tone Generator (lLoad= "2 mA) 




2.4 


- 




CO (lLoad=-4mA) 


VOH 


2.4 


- 


V 


PA0-PA7, PD0-PD7 (lLoad= -2 mA) 




2.4 


- 




PB0-PB7(lLoad=-100MA) 




2.4 


- 




Output Low Voltage 










Alert Tone Generator (1 Load = 900 /«A) 




- 


0.4 




C0(lLoad = 800.,.A) 


Vol 


- 


0.4 


V 


PA0-PA7, PB0-PB7, PD0-PD7 (1 Load = 800 /»A) 




- 


0.4 




Input High Voltage 










PA0-PA7, PB0-PB7, PC4-PC7, PD0-PD7 




Vdd-2.0 


- 




TIMER, IRQ, RESET 


V|H 


Vdd -0.8 


- 


V 


0SC1 




Vdd-0.8 


- 




Input Low Voltage All Inputs 


V|L 


- 


0.8 


V 


Total Supply Current (Cl = 50 pF on Ports, no dc Loads, toyo= Vs) 










RUN (V|L = 0.2 V, V|h = Vdd-0.2 V) 




- 


TBD 


mA 


WAIT 


Idd 


- 


TBD 


mA 


STOP 




- 


TBD 


/'A 


I/O Port Input Leakage 


Nl 


- 


±10 


mA 


Input Curent 










RESET, IRO, TIMER, 0SC1 


Im 


- 


±1 


/'A 


Capacitance 










Ports 


Cout 


- 


12 


pF 


RESET, IRQ, TIMER, 0SC1 


^in 


- 


8 


pF 



TBD = To be determined. 

NOTE: 
Test conditions for Idd ^'^ as follows: 
All ports programmed as inputs 
V|L = 0.2 V (PA0-PA7, PB0-PB7, PC4-PC7, PD0-PD7) 
V|H = Vdd -0.2 V for RESET, IRQ, and TIMER 
0SC1 input as a squarewave from 0.2 V to Vdd-0.2 V 

0SC2 output load = 20 pF (WAIT Idd is affected linearly by the 0SC2 capacitance. STOP Iqd is also affected linearly by this capacitance if 
the oscillator is not killed.) 
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DC ELECTRICAL CHARACTERISTICS (Vdd = 3.0 Vdc, Vss = Vdc, Ta = 0°C to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


IVIax 


Unit 


Output Voltage, iLoad^lO (lA 


Vol 


- 


0.1 


V 




VOH 


Vdd-0.1 


- 


V 


Output High Voltage 










Alert Tone Generator (lLoad= ""0-5 mA) 




1.4 


- 




C0(lLoad=-10mA) 


VoH 


1.4 


- 


V 


PA0-PA7, PD0-PD7 (lLoad= -0-5 mA) 




1.4 


- 




PB0-PB7(lLoad=-50,.A> 




1.4 


- 




Output Low Voltage 










Alert Tone Generator (lLoad = 900 jiA) 




- 


0.3 




CO(lLoad = 800MA) 


Vol 


- 


0.3 


V 


PA0-PA7, PB0-PB7, PD0-PD7 ( 1 Load = 800 ,.A) 




- 


0.3 




Input High Voltage 










PA0-PA7, PB0-PB7, PC4-PC7, PD0-PD7 




VdD-0.3 


- 




TIMER, IRQ, RESET 


V|H 


Vdd-0.3 


- 


V 


0SC1 




Vdd-0.3 


- 




Input Low Voltage All Inputs 


V|L 


- 


0.3 


V 


Total Supply Current (C|_ = 50 pF on Ports no dc Loads, tcyQ = 5 (is) 










RUN (V|L = 0.2 V, V|h = Vdd-0-2 V) 


idd 


- 


TBD 


mA 


WAIT 




- 


TBD 


mA 


STOP 




- 


TBD 


(xA 


I/O Ports Input Leakage Current 


l|L 


- 


+ 10 


^A 


Input Current 


iin 


_ 


±1 


/'A 


RESET, IRQ, TIMER, 0SC1 


Capacitance 










Ports 


^out 


- 


12 


pF 


RESET, IRQ, TIMER, 0SC1 


Cin 


- 


8 


pF 



TBD = To be determined. 
NOTE: 
Test conditions for Ipp are as follows: 

All ports programmed as inputs 

V|L = 0.2 V (PA0-PA7, PB0-PB7, PC 4-PC7, PD0-PD7) 

V|H = Vdd-0-2 V for RESET, IRQ, and TIMER 

0SC1 input is a squarewave from 0.2 V to VDp-0.2 V 

0SC2 output load = 20 pF (WAIT and STOP IpD are affected linearly by the 0SC2 capacitance.) 






TABLE 1 - CONTROL TIMING 

(Vdd = 5.0 Vdc ±10%, Vss = Vdc, Ta = 0°C to 70°C) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Crystal Oscillator Startup Time (See Figure 5) 


IQXOV 


- 


TBD 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (See Figure 6) 


tJLCH 


- 


TBD 


ms 


Timer Pulse Width (See Figure 4) 


tTH. 'TL 


0.5 


- 


<cyc 


RESET Pulse Width (See Figure 5) 


tRL 


1.5 


- 


'eye 


Timer Period (See Figure 4) 


^TLTL 


1.0 


- 


'eye 


Interrupt Pulse Width Low (See Figure 15) 


t|LIH 


1.0 


- 


'eye 


Interrupt Pulse Period (See Figure 15) 


t|LIL 


* 


- 


'eye 


OSCl Pulse Width 


tOH. tOL 


TBD 


- 


ns 


Cycle Time 


'eye 


1000 




ns 


Frequency of Operation 
Crystal 
Synthesizer 


'osc 
'synth 


30 
0.5 


50 
2.0 


kHz 
MHz 



•■The minimum period t||_||_ should not be less than the number of tpyc cycles it takes to execute 
cycles 



the interrupt service routine plus 20 t, 



Cyc 
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TABLE 2 - CONTROL TIMING 

(VoD = 3.0 Vdc, Vss = Vdc, Ta = 0°C to 70°C) 



a 



Characteristic 


Symbol 


Min 


Max 


Unit 


Crystal Oscillator Startup Time (See Figure 5) 


»OXOV 


- 


TBD 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (See Figure 6) 


tiLCH 


- 


TBD 


ms 


Timer Pulse Width (See Figure 4) 


tTH. tTL 


0.5 


- 


'eye 


RESET Pulse Width (See Figure 5) 


tRL 


1.5 


- 


'eye 


Timer Period (See Figure 4) 


tTLTL 


1.0 


- 


'eye 


Interrupt Pulse Width Low (See Figure 14) 


tiLIH 


1.0 


- 


tcyc 


Interrupt Pulse Period (See Figure 14) 


tiLIL 


• 


- 


tcyc 


0SC1 Pulse Width 


tOH. tOL 


TBD 


- 


ns 


Cycle Time 


^cyc 


5000 


- 


ns 


Frequency of Operation 
Crystal 
Synthesizer 


fosc 
fsynth 


30 
120 


50 
600 


kHz 
kHz 



*The minimum period t||_|L should not be less than the number of X^uq cycles it takes to execute the interrupt service routines plus 20 tgyc 
cycles. 



FIGURE 2 - EQUIVALENT TEST LOAD 



Vdd = 4.5V 



Port 


R1 


R2 


B 
A and D 


24.3 kfl 
1.21 kfi 


4.32 kQ 
3.1 kO 



I Load 

-* 



Test Point O- 



60 pF: 



MMD6150 
or Equiv. 

W— 



Ri 

(See 
Table) 



R2 
(See 
Table) 



MMD7000 
or Equiv. 



TYPICAL CURRENT CALCULATIONS 

The operating current of the MCU (IdD* is a function of 
supply voltage, bus rate, capacitive loading on any active 
pins (i.e., OSCl, 0SC2, etc.), the processor state (RUN, 
WAIT, or STOP), the synthesizer state (ON or OFF) , and the 
resistive loading on all outputs. Inputs, such as input ports 
can also cause significant increases in currents if they are 



placed in the active region of the input device. Because of 
this, inputs should never be allowed to simply "float". It is 
impossible to determine a "typical" Iqd for a particular ap- 
plication without first knowing all of the above conditions 
and their corresponding currents. Thus, some "typical" cur- 
rent curves are provided in Figures (a, b, and c). It should be 
emphasized that these are only approximations and no mini- 
mums or maximums are implied. 
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FIGURE 3 - TYPICAL OPERATING CURRENT vs FREQUENCY/VOLTAGE 



(a) — Processor Current vs Bus Frequency 



(b) — Typical Crystal Oscillator Current vs Voltage 
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(c) — Typical Synthesizer Current vs Frequency 
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FIGURE 4 - TIMER RELATIONSHIPS 
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FIGURE 5 - POWER-ON RESET, WATCHDOG RESET, AND RESET 
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o> 

00 

o 
z 



CO 

(b 
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)C 



1 
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I I 
I I 



'eye 
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i_r 
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Bus* 
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Data 
Bus* 



RESET 



New \ / New \ / Op 

PCH / \ PCL / \ Code 




PCH ) { PCL 



Op 
Code 



/ 



tRL 



^: 1 



* Internal timing signal and bus information not available externally. 
^ •0SC1 line is not meant to represent frequency. It is only used to represent time. 
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FIGURE 6 - STOP RECOVERY AND POWER-ON RESET 
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internal timing signals not available externally. 

* * Represents the internal control of crystal oscillator. 
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FUNCTIONAL PIN DESCRIPTION 



VdD- VsS- and SYNTH Vss 

Power is supplied to the MCU using these pins. Vqd is 
power and Vss '^ ground. A separate ground is provided for 
the synthesizer which must be at the sanne potential as Vss • 
These grounds (synthesizer Vss ^'^^ Vss' Tiay be bypassed 
Independently to minimize noise if necessary. 



IRQ (MASKABLE INTERRUPT REQUEST) 

IRQ Is a mask programmable option which provides two 
different choices of interrupt triggering sensitivity. These op- 
tions are: 1) negative edge-sensitive triggering only, or 2) 
both negative edge-sensitive and level-sensitive triggering. In 
the latter case, either type of input to the FRQ pin will pro- 
duce the interrupt. The MCU completes the current Instruc- 
tion before It responds to the Interrupt request. When the 
IRQ pin goes low for at least one tcyc- a logic one Is latched 
Internally to signify an Interrupt has been requested. When 
the MCU completes Its current Instruction, the interrupt 
latch Is tested. If the Interrupt latch contains a logic one and 
the Interrupt mask bit (I bit) In the condition code register Is 
clear, the MCU then begins the interrupt sequence. 

If the option Is selected to Include level-sensitive trigger- 
ing, then the IRQ Input requires an external resistor to Vqd 
for "wIre-OR" operation. See INTERRUPTS for more detail. 



RESET 



The RESET input is not required for startup but can be 
used to reset the MCU internal state and provide an orderly 
software startup procedure. Refer to RESETS for a detailed 
description. 

TIMER 

The TIMER input may be used as an external clock for the 
on-chip timer. Refer to TIMER for additional Information 
about the timer circuitry. 

0SC1, 0SC2 

The MC146805H2 is configured to accept a crystal to con- 
trol the internal oscillator. An external clock may also be us- 
ed. These are discussed below. 

CRYSTAL — The circuit shown in Figure 7(b) is recom- 
mended when using a crystal. The internal oscillator Is 
designed to interface with a parallel resonant quartz crystal 
resonator in the frequency range specified for fosc in Table 1 
and Table 2 control timing. Using an external CMOS 
oscillator is recommended when crystals outside the 
specified ranges are to be used. The crystal and components 
should be mounted as close as possible to the Input pins to 
minimize output distortion and startup stabilization time. 

EXTERNAL CLOCK - An external clock should be ap- 
plied to the 0SC1 input with 0SC2 not connected, as shown 
In Figure 7(d). The tQXOV ortiLCH specifications do not ap- 
ply when using an external clock Input. 
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FIGURE 7 - OSCILLATOR CONNECTIONS 





Vendor A 


Vendor B 


Units 


RS{Max) 


50 


23 


kfi 


Co 


0.8 


1.5 


PF 


Cl 


- 


2.35 


PF 


cosci 


10 


35 


pF 


C0SC2 


2.5-10 


5-30 


pF 


Q 


60 


90 


K 


Rp 


2-10 


2-10 


Mfi 



(a) Typical Crystal Parameters @ 32.768 kHz 



B 



Cosci 




(b) Crystal Oscillator Connections 



C0SC2 



L Ci Rg 




HDF 



39 



(c) Equivalent Crystal Circuit 



MC146805H2 
0SC1 0SC2 



Unconnected 

K. External Clock 



(d) External Clock Source Connections 
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CO 

This pin provides a clocl< output which represents the 
clocl< input to the CPU; however, it is twice the frequency of 
the bus rate since the CPU divides the clock by two to obtain 
the bus rate. It can be used to provide an external syn- 
chronizing clock or as a test point for checking the on-chip 
clock input to the CPU. 

ALRT 

This output provides one of three tone signals to drive an 
external amplifier whenever the tone generator is activated 
by the microcomputer program. Whenever the tone 
generator is turned off, this pin represents a high impedance. 
Refer to AUDIO ALERT TONE GENERATOR for more infor- 
mation. 

XFC 

This pin provides a means for connecting an external 
capacitor to the synthesizer phase lock loop filter. Refer to 
PHASE LOCK LOOP for additional information concerning 
this capacitor. 

PA0-PA7 

These eight I/O lines comprise port A. The state of any pin 
is software programmable. Refer to INPUT/OUTPUT PRO- 
GRAMMING for a description of I/O programming. 

PB0-PB7 

These eight lines comprise port B. The state of any pin is 



software programmable. Refer to INPUT/OUTPUT PRO- 
GRAMMING for a description of I/O programming. 

PC4-PC7 

These four lines comprise port C, a fixed input port. When 
port C is read, the four least significant bits on the data bus 
are zeros. There is no data direction register associated with 
port C. 

PD0-PD7 

These eight lines comprise port D. The state of any pin is 
software programmable. Refer to INPUT/OUTPUT PRO- 
GRAMMING for a description of I/O programming. 



INPUT/OUTPUT PROGRAMMING 

Any port A, B, or D pin may be software programmed as 
an input or output by the state of the corresponding bit in the 
port data direction register (DDR). A particular port A, B, or 
D pin is configured as an output if its corresponding DDR bit 
is set to a logic one. A pin is configured as an input if its cor- 
responding DDR bit is cleared to a logic zero. At reset, all 
DDRs are cleared, which configures all port A, B, and D pins 
as inputs. Port C is input only. A particular port A, B, or D 
pin configured as an output will output the data in the cor- 
responding bit of its port data latch. Refer to Figure 8 and 
Tables. 



B 



FIGURE 8 - TYPICAL PORT A, B, OR D I/O CIRCUITRY 
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Data Direction 

Register 

Typical Port 
Register 



DDR 7 


DDR6 


DDR 5 


DDR 4 
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(b) 
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TABLE 3 - PORT A, B, OR D I/O PIN FUNCTIONS 



R/W* 


DDR 


I/O Pin Function 








The I/O pin is in input mode. Data is written into the output data latch. 





1 


Data is written into the output data latch and output to the I/O pin. 


1 





The state of the I/O pin is read. 


1 


1 


The I/O pin is in an output mode. The output data latch is read. 



*R/W is an internal signal. 



a 



SELF-CHECK 

The MC146805H2 self-check is performed using the circuit 
in Figure 9. Self-check is initiated by connecting the NUM 
and TIMER pins to a logic one and then executing a reset. 
After reset, five subroutines are called that execute the 
following tests: 

I/O — Functionally exercises ports A, B, C, D 



RAM - Walking bit test 

ROM — Exclusive OR with odd ones parity result 

Timer — Functionally exercise timer 

Interrupts — Functionally exercise external and timer 
interrupts 

Self-check results are shown in Table 4. The following 
subroutines are available to user programs and do not re- 
quire any external hardware. 



FIGURE 9 - SELF-CHECK CIRCUIT 



PA7 
PA6 
PA5 
PA4 
PAS 
PA2 
PA1 
PAO 

PBO 

PB1 

PB2 

PBS 

PB4 

PB5 

PB6 

PB7 

XFC 
'35\ 



Synth 
Vss Vss 
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TABLE 4 - SELF-CHECK RESULTS 



PD3 


PD2 


PD1 


PDO 


Remarks 







1 





Bad I/O 







1 


1 


Bad Timer 




1 








Bad RAM 




1 





1 


Bad ROM 




1 


1 





Bad Interrupt or Request Flag 


Cycling 


Good Part 


All Others 


Bad Part 



RAM SELF-CHECK SUBROUTINES 

Returns with the Z bit clear if any error is detected; other- 
wise the Z bit is set. 

The RAM test must be called with the stack pointer at 
$007F. When run, the test checks every RAM cell except for 
$007F and $007E which are assumed to contain the return 
address. 

A and X are modified. All RAM locations except the top 
two are modified. 

ROM CHECKSUM SUBROUTINE 

Returns with Z bit cleared if any error was found; other- 
wise Z= 1. X = on return, and A is zero if the test passed. 
RAM locations $0040-$0043 are overwritten. 

TIMER TEST SUBROUTINE 

Returns with Z bit cleared if any error was found; other- 
wise Z= 1. 

This routine runs a simple test on the timer. In order to 
work correctly as a user subroutine, the internal clock must 
be the clocking source and interrupts must be disabled. 
Also, on exit, the clock will be running and the interrupt 
mask not set so the caller must protect himself from inter- 
rupts if necessary. 

The A and X register contents are lost since this routine 
uses them in determining how many times the clock counts 



in 128 cycles. The number of counts should be a power of 
two since the prescaler is a power of two. If not, the timer 
probably is not counting correctly. The routine also detects if 
the timer is running at all. 

MEMORY 

The MC146805H2 has a total address space of 8192 bytes 
of memory and I/O registers. The address space is shown in 
Figure 10. 

The first 128 bytes of memory (first half of page zero) are 
comprised of the I/O port locations, timer locations, and 112 
bytes of RAM. The next 2038 bytes (including the 128 bytes 
of the second half of page zero) comprise the user ROM. The 
10 highest address bytes contain the reset and the interrupt 
vectors. 

The stack pointer is used to address data stored on the 
stack. Data is stored on the stack during interrupts and 
subroutine calls. At power up, the stack pointer is set to 
$0G7F and it is decremented as data is pushed onto the 
stack. When data is removed from the stack, the stack 
pointer is incremented. A maximum of 64 bytes of RAM is 
available for stack usage. Since most programs use only a 
small part of the allocated stack locations for interrupts 
and/or subroutine stacking purposes, the unused bytes are 
usable for program data storage. 



B 
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a 





FIGURE 10 - 


ADDRESS MAP 






127 
128 

255 


I/O Ports 
Timer 
RAM 


$0000 Q 

1 

$007F 


Port A Data Register 


$0000 


Access 
Via 


Port B Data Register 


$0001 


Page - 


Porte Data | 


$0002 


128 Bytes 
Page User ROM 


$0080 

$00FF ^ 

$0100 4 

5 

6 

$0877 

$0878 ^ 
8 

9 
$08FF 

$0900 10 

15 
16 

$1F7F 

$1F80 63 

64 

$1FF5 

$1FF6-$1FF7 

$1FF8-$1FF9 

$1FFA-$1FFB 

$1FFC-$1FFD 

$1FFE-$1FFF 

127 


Direct 
Addressing 


Port D Data Register 


$0003 




1910. Bytes 
User ROM 


Port A Data Direction Register 


$0004 




Port B Data Direction Register 


$0005 


2167 


System Control Register 


$0006 


Port D Data Direction Register 


$0007 


2168 


138 Bytes 
Self-Check ROM 






Timer Data Register 


$0008 


2303 


Timer Control Register 


$0009 


2304 


5760 Bytes 
Unused* 


6 Bytes 
Unused* 


$000A 
$0O0F 


8063 


RAM 
(112 Bytes) 

y ^ Stack (64 Bytes Max) 
1 


$0010 


8064 
8181 


118 Bytes 
Self-Check ROM 


$003F 
$0040 




8182 
8191 


Timer Interrupt From Wait State Only 




User 


Timer Interrupt 




Interrupt | 


External Interrupt 




Vectors 


SWI 






Reset 


$007 F 



'' Reads of unused locations undefined. 



REGISTERS 

The MC146805H2 contains five registers, as shown in the 
progrannnning model of Figure 11. The interrupt stacking 
order Is shown in Figure 12. 

ACCUMULATOR (A) 

The accunnulator is an 8-bit general purpose register used 
to hold operands, results of the arithmetic calculations, and 
data manipulations. 

INDEX REGISTER (X) 

The X register is an 8-blt register which is used during the 
indexed modes of addressing. It provides an 8-bit value 
which is used to create an effective address. The index 
register is also used for data manipulations with the read- 
modify-write type of instructions and as a temporary storage 
register when not performing addressing operations. 

PROGRAM COUNTER (PC) 

The program counter is a 13-blt register that contains the 
address of the next instruction to be executed by the pro- 
cessor. 



STACK POINTER (SP) 

The stack pointer is a 13-bit register containing the ad- 
dress of the next free location on the stack. When accessing 
memory, the seven most significant bits are permanently 
configured to 0000001 . Tfiese seven bits are appended to the 
six least significant register bits to produce an address within 
the range of $007F to $0040. The stack area of RAM is used 
to store the return address on subroutine calls and the 
machine state during interrupts. During external or power-on 
reset, and during a reset stack pointer (RSP) instruction, the 
stack pointer ibsetto Its upper limit ($007F). Nested interrupt 
and/or subroutines may use up to 64 (decimal) locations, 
beyond which the stack pointer wraps around and points to 
its upper limit thereby losing the previously stored informa- 
tion. A subroutine call occupies two RAM bytes on the 
stack, while an Interrupt uses five RAM bytes. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register which in- 
dicates the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each bit is explained in 
the following paragraphs. 
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FIGURE 11 - PROGRAMMING MODEL 
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FIGURE 12 - STACKING ORDER 
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NOTE: Since the Stack Pointer decrements during pushes, the PCL is 
stacked first, followed by PCH, etc. Pulling from the stack is in 
the reverse order. 



HALF CARRY BIT (H) - The H bit is set to a one when a 
carry occurs between bits 3 and 4 of the ALU and during an 
ADD or ADC instruction. The H bit is useful in binary coded 
decimal subroutines. 

INTERRUPT MASK BIT (I) - When the I bit is set, both 
the external interrupt and the timer interrupt are disabled. 
Clearing this bit enables the above interrupts. If an interrupt 
occurs while the I bit is set, the interrupt is latched and is 
processed after the I bit is next cleared. 

NEGATIVE (N) - When set, this bit indicates that the 
results of the last arithmetic, logical, or data manipulation is 
negative (bit 7 in the result is a logic one). 

ZERO (Z) - When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation is zero. 

CARRY/BORROW (C) - When set, this bit indicates that 
a carry or borrow out of the arithmetic logic unit (ALU) oc- 



curred during the last arithmetic operation. This bit is also af- 
fected during bit test and branch instructions, shifts, and 
rotates. 

RESETS 

The MC146805H2 has three reset modes: an active low ex- 
ternal reset pin (RESET), a power-on reset function, and a 
dead-man timer reset function; refer to Figure 5. 



RESET 

The RESET Input pin is used to reset the MCU to provide 
an orderly software startup procedure. When using the ex- 
ternal reset mode, the RE SET pin must stay low for a mini- 
mum of one tcyc- The RESET pin contains an internal 
Schmitt trigger as part of Its Input (Internally) to improve its 
noise Immunity. 

POWER-ON RESET 

The power-on reset occurs when a positive transition Is 
detected on Vqd- The power-on reset Is used strictly for 
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power turn-on conditions and siiould not be used to detect 
any drops in the power supply voltage. There is no provision 
for a power-down reset. The power-on circuitry provides for 
a 1920 tcyc delay from the tinne that the oscillator becomes 
active. If the external RESET pin is low at the end of the 1920 
tcyc time ou t, the processor remains in the reset condition 
until RESET goes high. 

WATCHDOG TIMER 

The watchdog timer contains an 18-stage divider which is 
clocked by the crystal oscillator output. A program con- 
trolled input (SCR4) from the system control register clears 
the watchdog timer as described in SYSTEM CONTROL 
REGISTER. U niess the watchdog timer is periodically cleared 
by the system program it will time out and reset the MCU. 

Since the watchdog timer is connected directly to the 
crystal oscillator it is not affected by the oscillator gating as 
discussed in SYSTEM CONTROL REGISTER. If the 
oscillator is left running, the watchdog timer will time out 
and reset the MCU. This is a safety feature to preclude the 
MCU from becoming "lost", and inadvertently stopping the 
oscillator and thereby "killing" itself. As will be discussed in 
SYSTEM CONTROL REGISTER, the SCR3 bit is heavily pro- 
tected to protect the system during a loss of MCU control. 

RESET CONDITIONS 

Either of the three types of reset conditions causes the 
following to occur: 

— Timer control register interrupt request bit TCR7 is 
cleared to a logic zero to preclude premature timer 
interrupts. 

— Timer control register interrupt mask bit TCR6 is set to 
a logic one to preclude timer interrupt processing. 

— All data direction register bits are cleared to logic zeros 
to define all ports as input. 

— Stack pointer is preset to its upper limit, $007F. 

— The internal address bus is forced to the reset vector 
($1FFE, $1FFF). 

— Condition code register interrupt mask bit (I) is set to a 
logic one to mask any external interrupts. 

— STOP and WAIT latches are cleared to place MCU in 
normal operation. 

— External interrupt latch is cleared to ensure no external 
interrupt is processed. 

— System control register bits SCR6, SCR7, and SCR2 
are cleared; however, bits SCR5, SCR3, SCR1, and 
SCRO are set. Bit SCR4 could be either set or cleared as 
discussed in the SYSTEM CONTROL REGISTER. 

All other functions, such as other registers, the timer, etc. 
are not cleared by the reset conditions. 



INTERRUPTS 

Systems often require that normal processing be inter- 
rupted so that some external event may be serviced. The 



MC146805H2 may be interrupted by one of three different 
methods: either one of two maskable hardware interrupts 
(external input or timer) or a nonmaskable software interrupt 
(SWI). 

Interrupts cause the processor registers to be saved on the 
stack and the interrupt mask (I bit) set to prevent additional 
interrupts. The RTI instruction causes the register contents 
to be recovered from the stack followed by a return to nor- 
mal proc essing. The stack order is shown in Figure 12. 

Unlike RESET, hardware interrupts do not cause the cur- 
rent instruction execution to be halted, but are considered 
pending until the current instruction execution is completed. 



NOTE 

The current instruction is considered to be the one 
already fetched and being operated on. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and, if an interrupt is 
pending and is unmasked, proceeds with interrupt process- 
ing; othen/vise, the next instruction is fetched and executed. 
Note that masked interrupts are latched for later interrupt 
servicing. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed the same as any 
other instruction. Refer to Figure 13 for the interrupt and in- 
struction processing sequence. 

Table 5 shows the execution priority of the RESET, IRQ, 
timer interrupts, and the software interrupt, SWI. Two con- 
ditions are shown, one with the I bit set and the other with 
the I bit clear; however, in either case RESET has the highest 
priority of execution. If the I bit is set as per Table 5(a), the 
second highest priority is assigned to SWI. This is illustrated 
in Figure 13 which shows that the IRQ or timer interrupts are 
not executed when the I bit is set. If the I bit is clear as per 
Table 5(b), the priorities change in that the next instruction 
(including SWI) is not fetched until after the IRQ and timer 
interrupts have been recognized (and serviced). Also, when 
the l_bit is clear, if both IRQ and timer interrupts are pending, 
the IRQ interrupt is always serviced before the timer inter- 
rupt. 



NOTE 

The co nditions for Table 5 assume that, except for 
RESET, the current instruction is completed; thus the 
MCU is at an instruction boundary. Processing is such 
that at the end of the current instruction, the I bit is 
tested and if set the next instruction (including SWI) is 
fetched. If the I bit is cleared, the hardware interrupt 
latches are tested, and if no hardware interrupt is 
pending, the program falls through and the next in- 
struction is fetched. 
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(a) I Bit Set 



TABLE 5 - INTERRUPT INSTRUCTION EXECUTION 
PRIORITY AND VECTOR ADDRESS 

(b) I Bit Clear 



Interrupt/ Instruction 


Priority 


Vector Address 


RESET 
SWI 


1 
2 


$1FFE-$1FFF 
$1FFC-$1FFD 



NOTE: IRQ and Timer Interrupts are not executed when the 
is set; therefore, they are not shown. 



Interrupt/Instruction 


Priority 


Vector Address 


RESET 


1 


$1FFE-$1FFF 


IRQ 


2 


$1FFA-$1FFB 


Timer 


3 


$1FF8-$1FF9 
$1FF6-$1FF7* 


SWI 


4 


$1FFC-$1FFD 



*The timer vector address from the WAIT mode is $1FF6-$1FF7, 



FIGURE 13 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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TIMER INTERRUPT 

If the timer Interrupt mask bit (TCR6) Is cleared, then each 
time the timer decrements to zero (transitions from $01 to 
$00 to set TCR7) an interrupt request Is generated. The 
actual processor Interrupt Is generated only If the Interrupt 
masl< bit (In the condition code register) Is cleared. When the 
Interrupt Is recognized, the current state of the machine is 
pushed onto the stack and the Interrupt mask bit in the con- 
dition code register Is set. This masks further Interrupts until 
the present one Is serviced. The processor now vectors to 
the timer interrupt service routine. The address for this ser- 
vice routine is specified by the contents of $1 FF8 and $1 FF9 
unless the processor Is in a WAIT mode, in which case the 
contents of $1FF6 and $1FF7 specify the timer service 
routine address. Software must be used to clear the timer 
Interrupt request bit (TCR7). At the end of the timer interrupt 
service routine, the software normally executes an RTI 
instruction which restores the machine state and starts 
executing the Interrupted program. 

The actual timer interrupt request can be delayed by con- 
trolling TCR6 (interrupt mask bit). If TCR6 is programmed to 
a logic one, no Interrupt Is generated even if TCR7 (interrupt 
request bit) is set. Then TCR6 can be programmed (after a 
specific time) to a logic zero to generate the actual timer 
interrupt request. 

EXTERNAL INTERRUPT 

If the Interrupt mask bit of the condition code register has 
been cleared and the external interrupt pin (iRQ) has gone 
low, then the external Interrupt is recognized. The action of 
the external Interrupt Is identical to the timer interrupt with 
the exception that the interrupt request Input at IRQ Is 
latched internally and the service routine address Is specified 
by the contents of $1 FFA and $1 FFB. Either a level-sensitive 
and edge-sensitive trigger, or an edge-sensitive only trigger 
are available as a mask option. Figure 14 shows both a func- 
tional and mode timing diagram for the Interrupt line. The 
timing diagram shows two different treatments of the inter- 
rupt line (IRQ) to the MCU. The first method shows single 
pulses on the interrupt line space far enough apart to be ser- 
viced. The minimum time between pulses Is a function of the 
length of the Interrupt service routine. Once a pulse occurs, 
the next pulse should not occur until the MCU software has 
exited the routine (an RTI occurs). This time (t||_iL) is obtain- 
ed by adding 20 Instruction cycles (tcyc) to the total number 
of cycles It takes to complete the service routine including 
the RTI instruction; refer to Figure 15. The second configura- 
tion shows many Interrupt lines "wire-ORed" to form the In- 
terrupts at the processor. Thus, If after servicing one inter- 
rupt the interrupt line remains low, then the next Interrupt is 
recognized. 



NOTE 

The Internal Interrupt latch Is cleared In the first part of 
the service routine; therefore, one (and only one) 
external Interrupt pulse could be latched during t||_||_ 
and serviced as soon as the I bit is cleared. 

SOFTWARE INTERRUPT 

The software interrupt (SWI) is an executable instruction. 
The action of the software Interrupt Instruction is similar to 
the hardware Interrupts. The software Interrupt Is executed 
regardless of the state of the Interrupt mask bit in the condi- 
tion code register. The service routine address Is specified by 
the contents of memory locations $1FFC and $1FFD. See 
Figure 13 for Interrupt and Instruction processing flowchart. 

LOW-POWER MODES 

STOP 

The STOP instruction places the MC146805H2 in Its 
lowest power consumption mode. In the STOP mode, all 
Internal processing and the timer operation are halted; refer 
to Figure 15. 

During the STOP mode, timer control register (TCR) bits 6 
and 1 are altered to remove any pending timer Interrupt re- 
quests and to disable any further timer Interrupts. The timer 
prescaler is cleared. The I bit In the condition code register Is 
cleared to enable external Interrupts. All other registers and 
memory remain unaltered. All Input/ output lines remain un- 
changed. The processor can only be brought out of the 
STOP mode by an external Interrupt, reset, or dead-man 
timer timeout. 

WAIT 

The WAIT Instruction places the MC146805H2 in a low 
power consumption mode, but the WAIT mode consumes 
somewhat more power than the STOP mode. In the WAIT 
mode, the internal clock Is disabled from all internal circuitry 
except for the timer; refer to Figure 16. Thus, all internal pro- 
cessing Is halted; however, the timer continues to count 
normally. 

During the WAIT mode, the I bit In the condition code 
register Is cleared to enable interrupts. All other registers, 
memory, and input/output lines remain in their previous 
state. The timer may be enabled to allow a periodic exit from 
the WAIT mode. If an external and a timer Interrupt occur at 
the same time, the external Interrupt is serviced first; then, if 
the timer Interrupt request is not cleared In the external Inter- 
rupt routine, the normal timer interrupt (not the timer wait In- 
terrupt) Is serviced since the MCU Is no longer In the WAIT 
mode. 
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FIGURE 14 - EXTERNAL INTERRUPT 
(a) Interrupt Functional Diagram 
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(b) Interrupt Mode Diagram 
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FIGURE 15 - STOP FUNCTION FLOWCHART 
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FIGURE 16 - WAIT FUNCTION FLOWCHART 
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TIMER 

The MCU tinner contains an 8-bit software programmable 
counter (timer data register) with a 7-bit software selectable 
prescaler. Figure 17 contains a block diagram of the timer. 
The counter may be loaded under program control and is 
decremented towards zero by the clock input (prescaler out- 
put). When the counter decrements to zero, the timer inter- 
rupt request bit (i.e., bit 7 of the timer control register, TCR) 
is set. Then, if the timer interrupt is not masked (i.e., bit 6 of 
the TCR and the I bit in the condition code register are both 



cleared) the processor receives an interrupt. After comple- 
tion of the current instruction, the processor proceeds to 
store the appropriate registers on the stack, and then fetches 
the timer vector address from locations $1 FF8 and $1 FF9 (or 
$1FF6 and $1FF7 if in the WAIT mode) in order to begin ser- 
vicing; refer to INTERRUPTS. 

The counter continues to count after it reaches zero, 
allowing the software to determine the number of internal or 
external input clocks since the timer interrupt request bit was 
set. The counter may be read at any time by the processor 
without disturbing the count. The contents of the counter 
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become stable prior to the read portion of a cycle, and do not 
change during the read. The timer interrupt request bit 
(TCR7) remains set until cleared by the software. If the timer 
interrupt request bit (TCR7) is cleared before the timer inter- 
rupt is serviced, the interrupt is lost. TCR7 may also be used 
as a scanned status bit in a non-interrupt mode of operation 
(TCR6=1). 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer. Bit 0, bit 1, and bit 2 of the 
TCR are programmed to choose the appropriate prescaler 
output which is used as the counter input. The processor 
cannot write into or read from the prescaler; however, its 
contents are cleared to all zeros by the write operation Into 
TCR when bit 3 of the written data equals a logic one. This 
allows for truncation-free counting. 

The timer input can be configured for four different 
operating modes, depending on the value written to the 
TCR4 and TCR5 timer control register bits. Refer to TIMER 
CONTROL REGISTER. 

TIMER INPUT MODE 1 

If TCR4 and TCR5 are both programmed to a zero, the in- 
put to the timer is from the internal processor clock and the 
TIMER input pin is disabled. The processor clock mode can 
be used for periodic interrupt generation, as well as a 
reference in frequency and event measurement. The pro- 
cessor clock is the instruction cycle clock. During a WAIT in- 
struction, the processor clock input to the timer continues to 
run at its normal rate. 



widths. The external timer input pulse simply turns on the 
internal processor clock for the duration of the pulse. The 
resolution of the count in this mode is plus or minus one 
clock cycle; therefore, accuracy improves with longer input 
pulse widths. 

TIMER INPUT MODE 3 

If TCR4 = and TCR5=1, then the crystal oscillator is 
used to clock the timer. This clock source is independent of 
the internal processor clock and thus it is useful in keeping 
real time. It is particularly useful with a 32.768 kHz crystal 
where the maximum modulus of the timer results in a precise 
one second interrupt rate. 

TIMER INPUT MODE 4 

If TCR4= 1 and TCR5= 1, the internal processor clock in- 
put to the timer is disabled and the TIMER input pin becomes 
the input to the timer. The timer can, in this mode, be used 
to count external events as well as external frequencies for 
generating periodic interrupts. The counter is clocked on the 
falling edge of the external signal. 

Figure 18 shows a block diagram of the timer subsystem. 
Power-on reset and the STOP instruction cause the counter 
to be set to $F0. 

TIMER CONTROL REGISTER (TCR) 

7 6 5 4 3 2 10 

I TCR7|tCR6|TCR5|TCR4|TCR3|TCR2|TCR1|TCRO| $0009 



TIMER INPUT MODE 2 

With TCR4= 1 and TCR5=0, the internal processor clock 
and the TIMER input pin are ANDed to form the timer input 
signal. This mode can be used to measure external pulse 



All bits in this register except bit 3 are read/write bits. 

TCR7 — Timer interrupt request bit: bit used to indicate 
the timer interrupt when it is logic one. 



FIGURE 17 - TIMER BLOCK DIAGRAM 
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NOTES: 

1 . Prescaler and tinner data register (8-bit counter) are clocked on the falling edge of the internal processor clock, crystal oscillator, or external 
input. 

2. The tinner data register counts down continuously. 
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1 — Set whenever the counter decrements to zero, or 
under program control. 

0— Cleared on external reset, power-on reset, STOP in- 
struction, or program control. 



TCR6 — Timer interrupt mask bit: when this bit is a logic 
one it inhibits the timer interrupt to the processor. 

1 — Set on external reset, power-on reset, STOP instruc- 
tion, or program control. 
0— Cleared under program control. 



TCR5, TCR4 - Together, these two bits control the input 
to the timer. This is illustrated in the table below. (These two 
bits are unaffected by reset.) 



Processor clock to timer 
AND of processor clock and 

TIMER pin 
Crystal oscillator to timer 
TIMER pin to timer 



TCR3 — Timer prescaler reset bit: writing a one to this bit 
resets the prescaler to zero. A read of this location always in- 
dicates a zero. (Unaffected by reset.) 



TCR2, TCR1, TCRO - Prescaler select bits: decoded to 
select one of eight outputs of the prescaler. (Unaffected by 
reset.) 



TCR5 


TCR4 





1 
1 



1 



1 



TCR2 


TCR1 


TCRO 


Result 













- 1 








1 




-2 





1 







-4 





1 


1 




-8 


1 










- 16 


1 





1 




-32 


1 


1 







-64 


1 


1 


1 




-128 



bit SCR2. Refer to SYSTEM CONTROL REGISTER for a 

discussion of this and all related controls. 

CRYSTAL OSCILLATOR 

The crystal oscillator is designed to operate in the 30 to 50 
kHz range for use with low frequency crystals such as the 
32.768 kHz watch crystal. The oscillator stop select circuit 
allows the STOP instruction to completely shut down MCU 
operation by "killing" the oscillator or by gating off its out- 
put. By controlling the gating off of the oscillator, the user is 
provided with an option of either very low current drain or 
rapid recovery from the STOP function; i.e., with the 
oscillator running but gated off during the STOP function, 
the start up time (tQXOV' could be much shorter than if the 
oscillator were "killed." 

FREQUENCY SYNTHESIZER 

The frequency synthesizer uses a conventional phase lock 
loop which utilizes the crystal oscillator output as its 
reference frequency. The synthesizer output frequency is 16 
fosc for ^he 3-volt port and 64 fosc ^or ^^e 5-volt port (fosc 
represents the crystal oscillator frequency). The synthesizer 
bandwidth (wide or narrow) is program controlled to provide 
two different damping factors. This bandwidth control is 
provided by the system control register SCRO bit. An exter- 
nal filter capacitor must be connected to the XFC pin (35) as 
part of the frequency synthesizer loop filter. 

TRANSITION CONTROL CIRCUIT 

The transition control circuit provides a means for a 
smooth transition when switching the processor clock 
between the crystal oscillator and frequency synthesizer. 
Switching of the transition circuit is controlled by a bit in the 
system control register. A buffered output of the transition 
circuit is available at the CO pin whenever system control 
register SCR1 bit is set. 



WATCHDOG TIMER 

The watchdog timer is designed to periodically time out 
and reset the MCU unless it is periodically cleared by the 
system program (the watchdog timer is also cleared during 
any other MCU reset). The time-out period (t[)M), which for 
a 32.768 kHz crystal = 3.00 seconds, is calculated as: 



B 



tDM = (98,296+ 16) 



vfosc/ 



BUS RATES 

The MC146805H2 MCU has the ability to change pro- 
cessor clock rate under program control. This is accom- 
plished by utilizing the MCU program to select either the 
crystal oscillator or an internal synthesizer as the processor 
clock source. The entire circuit contains the crystal 
oscillator, synthesizer, gating and stop circuits, and a transi- 
tion control circuit (refer to the block diagram of Figure 1). 
Rate selection is made by writing the system control register 



NOTE 

The variation is the result of never clearing the first 
four stages of the timer which are used for other inter- 
nal functions. 

A reset from the watchdog timer affects the CPU in the 
same manner as an external reset (RESET pin goes low); 
however, the watchdog timer reset also sets the SCR4 bit in 
the system control register. Refer to SYSTEM CONTROL 
REGISTER for additional information. 
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AUDIO ALERT TONE GENERATOR 

The alert tone generator provides a buffered tone output 
at the ALRT pin (25). This output provides drive for an exter- 
nal amplifier whenever the tone generator is activated by the 
microcomputer program; otherwise, the ALRT pin repre- 
sents a high impedance. Three different tones can be 
generated by the alert tone generator and these tones are 
controlled by two bits (SCR6, SCR7) in the system control 
register. A table illustrating the SCR6-SCR7 bits status ver- 
sus the alert tone generator output is shown below. Bits 
SCR6 and SCR7 are cleared by a reset. 



No output from alert generator 

(pin 25 high impedance) 
Low frequency output from alert generator 

(crystal oscillator frequency -^ 32) 
Medium frequency output from alert 

generator (crystal oscillator 

frequency -i- 16) 
High frequency output from alert generator 

(crystal oscillator frequency -^ 8) 



SYSTEM CONTROL REGISTER 

The system control register is an 8-bit register which pro- 
vides control bits SCRO through SCR7. These bits are used 
in determining whether the system clock is furnished by the 
crystal oscillator or synthesizer, plus controlling the alert 
generator and resetting the dead-man timer. 



SCR7 


SCR6 





1 
1 




1 



1 



SCR3 — This bit performs two functions. Together, these 
functions control the operation of the crystal oscillator in the 
STOP mode. The first write to this bit accesses a latch which 
can only be modified by the first write. After the first write, 
all other writes to SCR3 are written into a second latch. Only 
if both of these latches are zero will the oscillator be stopped 
(or "killed") when a STOP instruction is executed. See note 
and logic diagram below for further discussion. 

1 = Gate crystal oscillator on. 

0="Kiir' crystal oscillator. 

SCR2 — This bit is used to determine which clock (synthe- 
sizer or crystal oscillator) is passed to the CPU (via the transi- 
tion control circuit). This bit is cleared during reset. If the 
synthesizer is off (SCR5 = 0), it cannot be selected (SCR2 
will remain at zero to ensure that a turned off synthesizer 
cannot be selected). 

1 = Select synthesizer output. 

0= Select crystal oscillator output. 

SCR1 — This bit is used to either enable or disable the 
clock output (pin 34). This bit is set during reset. 
1 = CO output enabled. 
0=C0 output disabled (pin 34 held low). 

SCRO — This bit controls the loop bandwidth of the phase 
lock loop frequency synthesizer. In the wide bandwidth 
mode it will lock on frequency quickly. Once it is locked, the 
narrow bandwidth should be used to maintain better fre- 
quency stability. This bit is set during reset. 

1 =Wide bandwidth. 

0= Narrow bandwidth. 



7 6 5 4 


3 


2 1 


|SCR7|SCR6|SCR5|SCR4 


SCR3 


SCR2|SCR1|SCR0| 




SCR3 





SCR6, SCR7 - Together, these two bits control the state 
and frequency of the alert generator as shown in AUDIO 
ALERT TONE GENERATOR. Both of these bits are cleared 
by reset. 

SCR5 — This bit determines the on-off state of the syn- 
thesizer. This bit is set during reset. If the synthesizer output 
is already selected by SCR2 (SCR2= 1), it cannot be turned 
off by SCR5 (SCR5 will remain at 1 to ensure that the 
selected synthesizer cannot be turned off). 

1 = Synthesizer on 

0= Synthesizer off 

SCR4 — This bit has two different functions. When it Is 
read for the first time following a reset, it is a reset qualifier 
bit. When it is written to, it is used to clear the dead-man 
timer. 
Read Cycle 
1 = Indicates MCU was last reset by dead-man timer. 
This bit is cleared by a read of system control 
register. 
0= Indicates MCU was last reset by a power-on or 
external reset. 
Write Cycle 
1 = Clears the dead-man timer. 
0= No action taken. 



NOTE 

The first write after reset (external, power on, or dead- 
man timer) will determine the crystal oscillator control 
function. That is. If a one is written to SCR3 as the first 
write after reset, then the crystal oscillator can never 
be stopped ("killed") but only gated. However, if a 
zero is written to SCR3 as the first write after reset, 
then the oscillator can be "killed" if SCR3 = and a 
STOP instruction is executed. This method of controll- 
ing the oscillator is possible because the SCR3 bit is 
contained in two different latches (as illustrated 
logically below). Reads are always from SCR3b. The 
contents of latch (a) are only affected by the first write 
to the system control register following an MCU reset. 
Subsequent writes to this register will alter data in 
latch (b) only. Thus, all reads before the second write, 
will always be a one. 



Data 
Bus 
D3 



SCR3a 



STOP 



O 



n 



Crystal 
Oscillator 



To MCU 



3-984 



MC146805H2 



PHASE LOCK LOOP 

The phase lock loop (PLL) consists of: a digital phase 
detector, a variable bandwidth loop filter, a voltage con- 
trolled oscillator (VCO), and a feedback frequency divider. A 
small external capacitor (typically 0.1 microfarads) is used by 
the loop filter. The synth Vss Pin 'S the ground for the PLL 
and may be bypassed to minimize noise. 

The phase detector compares the frequency and phase of 
the feedback frequency (fpB) and the crystal oscillator 
reference frequency (fREp) and generates the output, 
0COMP' as shown in Figure 18. The output waveform is 
then integrated and amplified. The resultant dc voltage is ap- 
plied to the voltage controlled oscillator. The output of the 
VCO is divided by a fixed frequency divider of 64 (in the 



5-volt part) or 16 (in the 3-volt part) to provide the feedback 
frequency for the phase detector. 

The startup time and frequency stability of the PLL can be 
changed via the variable bandwidth control in the loop filter. 
For the fastest startup, the low stability mode (SCR0=1) 
should be used. The high stability mode(SCRO = 0) responds 
slowly and is normally used only after the PLL is at or near 
the operating frequency (see Figure 19). 

The loop filter can source or sink only small currents in the 
high stability mode (approximately 1 microamp). Therefore, 
the external filter capacitor (XFC) should be selected for very 
low leakage. The printed circuit board must be clean and free 
from conductive material. The capacitor should be located as 
close to the microcomputer as possible to minimize noise. 



FIGURE 18 - PHASE DETECTOR 
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FIGURE 19 - TYPICAL STARTUP OF THE PLL 
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INSTRUCTION SET 

The MCU has a set of 61 basic instructions. They can be 
divided into five different types: register/ memory, read- 
modify-write, branch, bit manipulation, and control. The 
following paragraphs briefly explain each type. All the in- 
structions within a given type are presented in individual 
tables. 

REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. The first 
operand is either the accumulator or the index register. The 
second operand is obtained from memory using one of the 
addressing modes. The operand for the jump unconditional 
(JMP) and jump to subroutine (JSR) instructions is the pro- 
gram counter. Refer to Table 6. 

READ-MODIFY-WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register. The test for negative or 
zero (TST) instruction is an exception to the read-modify- 
write sequence since it does not modify the value. Refer to 
Table 7. 

BRANCH INSTRUCTIONS 

Most branch instructions test the state of the condition 
code register and if certain criteria are met, a branch is 
executed. This adds an offset between - 127 and -t- 128 to 
the current program counter. Refer to Table 8. 

BIT MANIPULATION INSTRUCTIONS 

The MCU is capable of setting or clearing any bit which 
resides in the first 128 bytes of the memory space (where all 
port registers, port DDRs, timer, timer control, system con- 
trol and on-chip RAM reside). Bit manipulation in the ROM 
mapped area will not affect data in the ROM. An additional 
feature allows the software to test and branch on the state of 
any bit within the first 256 locations. The bit set, bit clear, 
and bit test and branch functions are all implemented with a 
single instruction. For the test and branch instructions, the 
value of the bit tested is automatically placed in the carry bit 
of the condition code register. Refer to Table 9. 

NOTE 

The MCU is actually capable of operating on the bit set 
and bit clear instructions anywhere in the first 256 
bytes; however, since only ROM resides in the upper 
128 bytes the bit set/clear instructions have no affect 
on the upper 128 bytes. 

CONTROL INSTRUCTIONS 

These instructions are register reference instructions and 
are used to control processor operation during program 
execution. Refer to Table 10. 

OPCODE MAP 

Table 11 is an opcode map for the instructions used on the 
MCU. 



ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 12. 

ADDRESSING MODES 

The MCU uses ten different addressing modes to provide 
the programmer with an opportunity to optimize the code to 
all situations. The various indexed addressing modes make it 
possible to locate data tables, code conversion tables, and 
scaling tables anywhere in the memory space. Short indexed 
accesses are single byte instructions, while the longest in- 
structions (three bytes) permit accessing tables throughout 
memory. Short absolute (direct) and long absolute (extend- 
ed) addressing are also included. One and two byte direct 
addressing instructions access all data bytes in most applica- 
tions. Extended addressing permits jump instructions to 
reach all memory. Table 12 shows the addressing modes for 
each instruction, with the effects each instruction has on the 
condition code register. An opcode map is shown in Table 
11. 

The term "effective address" (EA) is used in describing the 
various addressing modes, and is defined as the byte address 
to or from which the argument for an instruction is fetched 
or stored. The ten addressing modes of the processor are 
described below. Parentheses are used to indicate "contents 
of the location or register referred to; e.g., (PC) indicates 
the contents of the location pointed to by the PC. An arrow 
indicates "is replaced by", and a colon indicates concatena- 
tion of two bytes. For additional details and graphical illustra- 
tions, refer to the M6805 HMOS/M146805 CMOS Family 
Microcomputer/ Microprocessor User's Manual. 

INHERENT 

In inherent instructions, all the information necessary to 
execute the instruction is contained in the opcode. Opera- 
tions specifying only the index register or accumulator, and 
no other arguments, are included in this mode. 

IMMEDIATE 

In immediate addressing, the operand is contained in the 
byte immediately following the opcode. Immediate address- 
ing is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop 
counter). 

EA=PC-l-l; PC-^PC-h2 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single two byte in- 
struction. This includes all on-chip RAM and I/O registers, 
and 128 bytes of on-chip ROM. Direct addressing is efficient 
in both memory and time. 

EA=(PC-Hl); PC — PC-h2 
Address Bus High-^0; Address Bus Low^(PC-i- 1) 
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EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions with extended addressing modes are 
capable of referencing arguments anywhere in memory with 
a single three-byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction 
uses direct or extended addressing. The assembler auto- 
matically selects the most efficient addressing mode. 

EA=(PC+1):(PC-t-2); PC^PC-l-3 
Address Bus High — (PC -i- 1); Address Bus Low — (PC -i- 2) 

INDEXED, NO OFFSET 

In the indexed, no offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations. These instructions are only one byte 
long. This mode is used to move a pointer through a table or 
to address a frequently referenced RAM or I/O location. 

EA=X; PC — PC-i-1 
Address Bus High— 0; Address Bus Low — X 

INDEXED, 8-BIT OFFSET 

Here the EA is obtained by adding the contents of the byte 
following the opcode to that of the index register; therefore, 
the operand is located anywhere within the lowest 511 
memory locations. For example, this mode of addressing is 
useful for selecting the mth element in an n element table. All 
instructions are two bytes. The contents of the index register 
(X) is not changed. The contents of (PC -i- 1) is an unsigned 
8-bit integer. One byte offset indexing permits look-up tables 
to be easily accessed in either RAM or ROM. 

EA=X-H(PC-H); PC — PC + 2 
Address Bus High — K; Address Bus Low — X-i- (PC-i- 1) 
Where: 

K = The carry from the addition of X -i- ( PC -i- 1 ) 

INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode, the effec- 
tive address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code. This addressing mode can be used in a manner similar 
to indexed 8-bit offset, except that this three byte instruction 
allows tables to be anywhere in memory (e.g., jump tables in 
ROM). As with direct and extended, the M6805 assembler 
determines the most efficient form of indexed offset; 8- or 
16-bit. The contents of the index register is not changed. 



EA=X+[(PC-t-1):(PC-i-2)l; PC — PC-h3 
Address Bus High — (PC -i- 1)-i- K; 
Address Bus Low — X-i- (PC-(-2) 
Where: 
K = The carry from the addition of X-h (PC + 2) 

RELATIVE 

Relative addressing is only used in branch instructions. In 
relative addressing, the contents of the 8-bit signed byte 
following the opcode (the offset) is added to the PC if and 
only if the branch condition is true. Otherwise, control pro- 
ceeds to the next instruction. The span of relative addressing 
is limited to the range of -126 to -1-129 bytes from the 
branch instruction opcode location. The Motorola assembler 
calculates the proper offset and checks to see if it is within 
the span of the branch. 

EA=PC + 2-h(PC+1); PC — EA if branch taken; 
otherwise, EA=PC — PC-t-2 
BIT SET/ CLEAR 

Direct addressing and bit addressing are combined in in- 
structions which set and clear individual memory and I/O 
bits. In the bit set and clear instructions, the byte is specified 
as a direct address in the location following the opcode. The 
first 256 addressable locations are thus accessed. The bit to 
be modified within that byte is specified within the first three 
bits of the opcode. The bit set and clear instructions occupy 
two bytes, one for the opcode (including the bit number) and 
the other to address the byte which contains the bit of 
interest. 

EA=(PC-Hl); PC — PC -1-2 
Address Bus High - 0; Address Bus Low — (PC-t-1) 

BIT TEST AND BRANCH 

Bit test and branch is a combination of direct addressing, 
bit set or bit clear addressing, and relative addressing. The 
actual bit to be tested, within the byte, is specified within the 
low order nibble of the opcode. The address of the data byte 
to be tested is located via a direct address in the location 
following the opcode byte (EA1). The signed relative 8-bit 
offset is in the third byte (EA2) and is added to the PC if the 
specified bit is set or cleared in the specified memory loca- 
tion. This single three byte instruction allows the program to 
branch based on the condition of any bit in the first 256 loca- 
tions of memory. 

EA1 = (PC+1) 

Address Bus High - 0; Address Bus Low — (PC-i-l) 

EA2=PC-t-3-KPC + 2); PC — EA2 if branch taken; 

otherwise, PC — PC -i- 3 



i 
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TABLE 6 - 


REGISTER/ MEMORY INSTRUCTIONS 




















Addressing Modes j 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


t 
Bytes 


1 

Cycles 


Op 
Code 


1 
Bytes 


# 

Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


1 

Cycles 


Op 
Code 


1 

Bytes 


1 

Cycles 


Op 
Code 


» 
Bytes 


1 

Cycles 


Load A from Memorv 


LDA 


A6 


2 


2 


B6 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memorv 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- ■ 


- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


■ 2 


3 


CB 


3 


4 .. 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory witfi A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


3 


CI 


3 


4 


F1 




3 


El 


2 


4 


D1 


3 


5 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


C3 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 


Jump Unconditional 


JMP 


- 


- 


_ 


BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


3 


7 







TABLE 7 - 


READ-MODIFY-WRITE INSTRUCTIONS 


















Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


Cycles 


Op 
Code 


» 
Bytes 


# 
Cycles 


Op 
Code 


1 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


1 
Cycles 


Increment 


INC 


4C 




3 


5C 




3 


3C 


2 


5 


7C 


1 


5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 


1 


5 


6A 


2 


6 


Clear 


CLR 


4F 




3 


5F J 




3 


3F 


2 


5 


7F 


1 


5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 


1 


5 


63 


2 


6 


Negate 
I2's Complement) 


NEC 


40 




3 


50 




3 


30 


2 


5 


70 


' 


5 


60 


2 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 


1 


5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56- 




3 


36 


2 


5 


76 


1 


5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 


1 


5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 


1 


5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3 


37 


2 


5 


77 


1 


5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 


1 


3 


3D 


2 


4 


7D 


1 


4 


6D 


2 


5 



o 

00 

o 
z 
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TABLE 8 - BRANCH INSTRUCTIONS 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


f 

Bytes 


1 

Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Halt Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line Is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



i 





TABLE 9 - BIT ^ 


/lANIPULATION INSTRUCTIONS 








Addressing Modes | 


Function 


Mnemonic 


BK Set/ Clear 


Bit Test and Branch | 


Op 
Code 


# 

Bytes 


# 
Cycles 


Op 
Code 


* 

Bytes 


# 

Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0.. 7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLR n (n = 0...7) 


- 


- 


- 


01 + 2»n 


3 


5 


Set Bit n 


BSET n (n = 0...7) 


10 + 2«n 


2 


5 


- 


- 


- 


Clear Bit n 


BCLR n (n = 0...7) 


1 1 + 2»n 


2 


5 


- 


- 


- 



TABLE 10 - CONTROL INSTRUCTIONS 







Inherent | 


Function 


Mnemonic 


Op 
Code 


1 

Bytes 


# 

Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 
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TABLE 11 - MC146805 CMOS FAMILY INSTRUCTION SET OPCODE MAP 





BK Manipulation 


Branch 


Read/Modifv/Write 


Control 


Ragiater/ Memory 




BTB 


BSC 


REL 


DIR INH 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


~~~--^ Hi 



0000 


T 

dooi 


5 

W10 


3 4 

0011 0100 


S 

0101 


0110 


7 
0111 


8 

tooo 


9 

1001 


A 
1010 


B 

1011 


1100 


D 

1101 


E 
1110 


f 

nil 


Hi ^^-^^ 

^.^ Low 



0000 


6 
BRSETO 
3 BTB 


6 
BSETO 

2 BSC 


3 
BRA 

2 REL 


NEC 
2 DIR 


3 
NEG 

1 INH 


NEG 

1 INH 


6 

NEG 

2 1X1 


NEG 


9 
RTI 
1 INH 




i 
SUB 

2 IMM 


3 
SUB 
2 DIR 


i 

SUB 

3 EXT 


?> 

SUB 

3 1X2 


i 

SUB 

2 1X1 


5 
SUB 

1 IX 




0000 


1 

0001 


6 
BRCLRO 
3 BTB 


BCLRO 
2 BSC 


3 
BRN 

2 REL 












6 
RTS 




2 
CMP 


3 
CMP 
2 DIR 


CMP 

3 EXT 


5 

CMP 


CMP 

2 1X1 


CMP 

1 IX 


1 

0001 


2 

0010 


6 
BRSETl 
3 BTB 


6 
BSETl 

2 BSC 


3 
BHI 

2 REL 
















2 
SBC 

2 IMM 


3 

SBC 

2 DIR 


SBC 

3 EXT 


SBC 

3 1X2 


SBC 

2 1X1 


3 
SBC 

1 IX 


2 

0010 


3 

0011 


6 
BRCLRl 

3 BTB 


BCLRl 
2 BSC 


3 
BLS 
2 REL 


6 
COM 

2 DIR 


3 
COMA 

1 INH 


3 

COMX 

1 INH 


6 

COM 

2 1X1 


COM 

1 IX 


10 

SWI 

1 INH 




2 

CPX 

2 IMM 


3 

CPX 

2 DIR 


CPX 

3 EXT 


6 
CPX 

3 1X2 


CPX 

2 1X1 


3 
CPX 

1 IX 


3 

0011 


4 

0100 


5 
BRSET2 
3 BTB 


6 
BSET2 
2 BSC 


3 

BCC 

2 REL 


6 
LSR 
2 DTR 


3 
LSRA 

1 INH 


3 

LSRX 

1 INH 


6 

LSR 

2 1X1 


5 
LSR 

1 IX 






2 
AND 

2 IMM 


3 
AND 

2 DIR 


4 

AND 

3 EXT 


6 
AND 
3 1X2 


AND 

2 1X1 


3 
AND 

1 IX 


4 
0100 


5 

0101 


I 
BRCLR2 
3 BTB 


5 
BCLR2 

2 BSC 


3 
BCS 

2 REL 
















2 
BIT 

2 IMM 


3 
BIT 
2 DIR 


BIT 
3 EXT 


5 
BIT 
3 1X2 


4 

BIT 
2 1X1 


3 
BIT 

1 IX 


5 

0101 


6 

0110 


BRSET3 
3 BTB 


5 
BSET3 

2 BSC 


3 
BNE 
2 REL 


5 
ROR 

2 DIR 


3 
RORA 


3 

RORX 

1 INH 


6 
ROR 

2 1X1 


6 
ROR 






2 
LDA 
2 IMM 


3 
LDA 

2 DIR 


LDA 

3 EXT 


LDA 

3 1X2 


LDA 

2 1X1 


3 
LDA 
1 IX 


6 

0110 


7 

0111 


5 
BRCLR3 
3 BTB 


BCLR3 
2 BSC 


3 

BEQ 

2 REL 


5 

ASR 

2 DIR 


3 
ASRA 

1 INH 


3 

ASRX 

1 INH 


6 

ASR 

2 1X1 


ASR 




TAX 
1 INH 




STA 

2 DIR 


5 

STA 

3 EXT 


STA 
3 1X2 


5 
STA 
2 1X1 


STA 

1 IX 


7 
0111 


8 

1000 


6 
BRSET4 

3 BTB 


BSET4 

2 BSC 


.3 
BHCC . 

2 REL 


5 
LSI 
2 DIR 


3 

LSLA 


3 
LSLX 


6 
LSL 

2 1X1 


5 
LSL 

1 IX 




CLC 


2 
EOR 

? IMM 


3 
EOR 

2 DIR 


EOR 

3 EXT 


EOR 

3 1X2 


EOR 

2 1X1 


3 
EOR 

1 IX 


8 

1000 


3 
1001 


6 
BRCLR4 
3 BTB 


5 
BCLR4 

2 BSC 


3 
BHCS 

2 REL 


6 
ROL 

2 DIR 


3 
ROLA 

1 INH 


3 
ROLX 

1 INH 


6 
ROL 

2 1X1 


6 
ROL 




SEC 

1 INH 


2 

ADC 

2 IMM 


3 
ADC 

2 DIR 


ADC 

3 EXT 


5 
ADC 
3 1X2 


4 

ADC 

2 1X1 


3 
ADC 

1 IX 


9 

1001 


A 

1010 


BRSET5 
3 BTB 


BSET5 
2 BSC 


BPL 

2 REL 


5 
DEC 

2 DIR 


DECA 


DECX 


6 
DEC 

2 1X1 






CLI 


5 
ORA 

2 IMM 


3 

ORA 

2 DIR 


ORA 

3 EXT 


ORA 

3 1X2 


ORA 

2 1X1 


3 
ORA 

1 IX 


A 
1010 


B 

1011 


5 
BRCLR5 
3 BTB 


BCLR5 
2 BSC 


3 

BMI 

2 REL 














SEI 

1 INH 


2 

ADD 

2 IMM 


3 
ADD 

2 DIR 


4 

ADD 

3 EXT 


5 
ADD 
3 1X2 


4 
ADD 

2 1X1 


3 
ADD 

1 IX 


B 

1011 


c 

1100 


BRSET6 

3 gTg 


5 
BSET6 
2 BSC 


BMC 
2 REL 


5 
INC 
2 DIR 


3 
INCA 

1 INH 


3 
INCX 

1 INH 


6 
INC 

2 1X1 


6 
INC 

1 iX 




RSP 




2 
JMP 

2 DIR 


3 
JMP 
3 EXT 


JMP 

3 1X2 


3 
JMP 
2 1X1 


5 
JMP 

1 IX 


C 

1100 


D 

1101 


5 
BRCLR6 
3 BTB 


5 
BCLR6 

2 BSC 


BMS 

2 REL 


TST 

2 DIR 


3 
TSTA 


3 
TSTX 


6 
TST 

2 1X1 


TST 




NOP 


6 

BSR 

2 REL 


5 
JSR 

2 DIR 


6 
JSR 

3 EXT 


7 
JSR 

3 1X2 


6 
JSR 
2 1X1 


5 
JSR 

1 IX 


D 
1101 


E 

1110 


BRSET7 
3 BTB 


5 
BSET7 
2 BSC 


3 
BIL 

2 REL 












2 
STOP 

1 INH 




2 
LDX 

2 IMM 


3 
LDX 
2 DIR 


4 
LDX 

3 EXT 


LDX 

3 1X2 


4 

LDX 

2 1X1 


3 
LDX 

1 IX 


E 
1110 


F 

1111 


BRCLR7 
3 BTB 


BCLR7 
2 BSC 


3 
BIH 

2 REL 


5 
CLR 

2 DIR 


3 
CLRA 

1 INH 


3 

CLRX 

1 INH 


6 
CLR 
2 1X1 


5 
CLR 

1 IX 


2 

WAIT 

1 INH 


2 
TXA 




STX 

2 DIR 


5 
STX 

3 EXT 


6 
STX 
3 1X2 


5 

STX 

2 1X1 


4 
STX 

1 IX 


F 
nil 



o 

00 

o 
z 



Abbreviations for Address Modes 

INH Inherent 

A Accumulator 

X Index Register 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte (16-Bit) Offset 



LEGEND 




Cycles 



Opcode in Hexadecimal 
Opcode in Binary 

Address Mode 
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TABLE 12 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Innnnediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
18 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Testa 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


* 


A 


A 




AND 




X 


X 


X 




X 


X 


X 






• 




A 


A 




ASL 


X 




X 






X 


X 












A 


A 




ASR 


X 




X 






X 


X 












A 






BCC 










X 












• 




• 






BCLR 


















X 








• 






BCS 










X 






















BEQ 










X 






















BHCC 










X 
















• 






BHCS 










X 












• 




« 






BHI 










X 
















• 






BHS 










X 






















BIH 










X 














• 








BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 












• 


• 


• 






BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 












BRSET 




















X 












BSET 


















X 














BSR 










X 






















CLC 


X 






























CU 


X 






























CLR 


X 




X 






X 


X 















1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 




A 


A 


A 


DEC 


^ 




X 






X 


X 












A 


A 




EOR 




X 


X 


X 




X 


X 


X 










A 


A 




INC 


X 




X 






X 


X 








• 




A 


A 




JMP 






X 


X 




X 


X 


X 










• 


• 




JSR 






X 


X 




X 


X 


X 






• 




• 


• 




LDA 




X 


X 


X 




X 


X 


X 










A 


A 




LDX 




X 


X 


X 




X 


X 


X 






• 




A 


A 




LSL 


X 




X 






X 


X 












A 


A 




LSR 


X 




X 






X 


X 















A 




NEC 


X 




X 






X 


X 








* 




A 


A 




NOP 


X 
























• 


• 




ORA 




X 


X 


X 




X 


X 


X 






• 




A 


A 




ROL 


X 




X 






X 


X 








A 




A 


A 




ROR 


X 




X 






X 


X 








• 




A 


A 




RSP 


X 
























• 


• 




RTI 


X 




















> 




7 


? 




RTS 


X 




















• 




• 


• 




SBC 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 




SEC 


X 
























• 


• 




SEI 


X 
























• 


• 




STA 






X 


X 




X 


X 


X 










A 


A 




STOP 


X 
























• 


• 




STX 






X 


X 




X 


X 


X 










A 


A 




SUB 




X 


X 


X 




X 


X 


X 










A 


A 




SWI 


X 






















1 


• 


• 




TAX 


X 




















4 


* 


A 






TST 


X 




X 






X 


X 












A 


A 




TXA 


X 
























• 


• 




WAIT 


X 




















• 


6 


• 


• 


• 



Condition Code Symbols 

H Half Carry (From Bit 3) 

I Interrupt Mask 

N Negative (Sign Bit) 

Z Zero 

C Carry/ Borrow 



B 



A Test and Set if True Cleared Othen 

• Not Affected 

' Load CC Register From Stack 

Cleared 

1 Set 
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ORDERING INFORMATION 

The following information is required when ordering a 
custonn MCU. This information may be transmitted to 
Motorola in the following media: 

EPROM(s) MCM2716S or MCM2532s 
MDOS disk file 

To initiate a ROM pattern for the MCU, it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative. 

EPROMs 

The MCM2716 or MCM2532 type EPROMs, programmed 
with the customer program (positive logic sense for address 
and date), may be submitted for pattern generation. The 
EPROMs must be clearly marked to indicate which EPROM 
corresponds to which address space. Figure A-1 illustrates 
the marking for the two MCM2716 EPROMs required to 
emulate the MC146805H2. 

After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam. 



FIGURE A-1 - EPROM MARKING 




XXX = Customer ID 



VERIFICATION MEDIA 

All original pattern media (EPROMs or floppy disk) are 
filed for contractual purposes and are not returned. A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask. If desired. Motorola will program a blank 
MCM2716 or MCM2532 EPROM (supplied by the customer) 
from the data file used to create the custom mask to aid in 
the verification process. 

ROM VERIFICATION UNITS 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only. For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and five volts. These RVUs are included in the 
mask charge and are not production parts. These RVUs are 
not backed nor guaranteed by Motorola Quality Assurance. 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single 
density, 8-inch, MDOS compatible floppies. The customer 
must clearly label the disk with the ROM pattern file name 
and company name. The floppies are not returned by 
Motorola as they are used for archival storage. The minimum 
MDOS system files as well as the absolute binary object file 
(filename. LO type of file) from the M6805 cross assembler 
must be on the disk. An object file made from a memory 
dump using the ROLLOUT command is also admissable. 
Consider submitting a source listing as well as: filename, 
.LX(EXORciser loadable format). This file will of course be 
kept confidential and is used 1) to speed up the process in 
house if any problems arise, and 2) to speed up our customer 
to factory interface if a user finds any software errors and 
needs assistance quickly from the factory representative. 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORciser, EXORset, etc. 



3-992 



MC146805H2 



OPTION LIST 

Select the options for the MCU from the following list. A manufacturing masic will be generated from this information. Select 
one in each section. 

Operating Voltage 
D 3 V (262 i<Hz bus with 32.768 kHz Crystal) 
D 5 V (1.049 MHz bus with 32.768 kHz Crystal) 

Interrupt Trigger 
D Edge- Sensitive 
n Level- and Edge-Sensitive 



Customer Name. 
Address 



City State_ . Zip. 

Phone ( ) Extension. 



Contact Ms/Mr_ 



i 



Customer Part Number. 



Pattern Media 
D 2532 EPROM 
D 2716 EPROM 
D MDOS Disk File 
n (Note) 



NOTE: Other media require prior factory approval. 

Signature 

Title 
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Addendum 



Advance Information 



a 



REALTIME CLOCK PLUS RAM (RTC) 

Advance Information Data Sheet 

ADI-856-R1 



The following information is an addition to POWER-DOWN CONSIDERATIONS 
found on page 11 of the MC146818 Advance Information Data Sheet (ADI-856-R1). 



MC146818S with the date code of 3N46XXXX and GC6XXXX require a synchroni- 
zation of the CE pin with address strobe. The following circuit will satisfy that condi- 
tion, and also show a typical application of power-down circuitry. 

If CE is grounded at all times (no power down required) the following circuit need 
not be used. 
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MBD701 
(Schottky) 



f 5V 

I 



1N4148 & < 



i 




STATEK 
470 k 32,768 kHz CXIV or 

Equivalent 

20 pF 



lOpF 



I 



MC74HC373 (See Note 1) 



+ 12V(>BBV)0 WV * — ^AA/ 1 

@ 39 k (D 20 k -:^ 

(See Note 2) 

*BBV= Battery Backup Voltage 

NOTES: 

1. All unused inputs of the MC74HC373 must be grounded. 

2, If point @ equals 12 V point @ should be equal to 4.06 V. If point @ equals 10 V point (B) should be equal to 3.38 V with (C) set 
for 3.18 V. 
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i 



REAL-TIME CLOCK PLUS RAM (RTC) 

The MC146818 Real-Time Clock plus RAM is a peripheral device 
which includes the unique MOTEL concept for use with various 
microprocessors,- microcomputers, and larger computers. This part 
combines three unique features: a complete time-of-day clock with 
alarm and one hundred year calendar, a programmable periodic inter- 
rupt and square-wave generator, and 50 bytes of low-power static 
RAM. The MC146818 uses high-speed CMOS technology to interface 
with 1 MHz processor buses, while consuming very little power. 

The Real-Time Clock plus RAM has two distinct uses. First, it is 
designed as a battery powered CMOS part (in an otherwise NMOS/TTL 
system) including all the common battery backed-up functions such as 
RAM, time, and calendar. Secondly, the MC146818 may be used with a 
CMOS microprocessor to relieve the software of the timekeeping 
workload and to extend the available RAM of an MRU such as the 
MC146805E2. 

• Low-Power, High-Speed, High-Density CMOS 

• Internal Time Base and Oscillator 

• Counts Seconds, Minutes, and Hours of the Day 

• Counts Days of the Week, Date, Month, and Year 

• 3 V to 6 V Operation 

• Time Base Input Options: 4.194304 MHz, 1.048576 MHz, or 
32.768 kHz 

• Time Base Oscillator for Parallel Resonant Crystals 

• 40 to 200 ^W Typical Operating Power at Low Frequency Time Base 

• 4.0 to 20 mW Typical Operating Power at High Frequency Time 
Base 

• Binary or BCD Representation of Time, Calendar, and Alarm 

• 12- or 24-Hour Clock with AM and PM in 12-Hour Mode 

• Daylight Savings Time Option 

• Automatic End of Month Recognition 

• Automatic Leap Year Compensation 

• Microprocessor Bus Compatible 

• MOTEL Circuit for Bus Universality 

• Multiplexed Bus for Pin Efficiency 

• Interfaced with Software as 64 RAM Locations 

• 14 Bytes of Clock and Control Registers 

• 50 Bytes of General Purpose RAM 

• Status Bit Indicates Data Integrity 

• Bus Compatible Interrupt Signals (IRQ) 

• Three Interrupts are Separately Software Maskable and Testable 

Time-of-Day Alarm, Once-per-Second to Once-per-Day 
Periodic Rates from 30.5 /is to 5(X) ms 
End-of-Clock Update Cycle 

• Programmable Square-Wave Output Signal 

• Clock Output May Be Used as Microprocessor Clock Input 

At Time Base Frequency ^-1 or -^4 

• 24-Pin Dual-ln-Line Package 

• Chip Carrier Also Available 



CMOS 



(HIGH-PERFORMANCE 
SILICON-GATE COMPLEMENTARY MOS) 

REAL-TIME CLOCK 
PLUS RAM 



L SUFFIX 

CERAMIC PACKAGE 
CASE 716 



P SUFFIX 

PLASTIC PACKAGE 
CASE 709 



S SUFFIX 

CERDIP PACKAGE 
CASE 623 



Z SUFFIX 

CHIP CARRIER 
CASE 761 






PIN ASSIGNMENT 




NC C 


1 ^-^ (39) 24 


1 vdd 


0SC1 [ 


2 (3) (38)23 


] sow 


0SC2 [ 


3 (4) (37)22 


IPS 


ADO [ 


4 (8) (34)21 


ICKOUT 


AD1 [ 


5 (9) (33)20 


] CKFS 


AD2 [ 


6 (10) (32)19 


] i"rq 


ADS [ 


7 (11) (31)18 


] RESET 


AD4 [ 


8 (12) (30)17 


] ds 


AD5 [ 


9 (13) 16 


] NC 


AD6[ 


10(18) (24)15 


] R/W 


AD7 [ 


11(19) (23)14 


] AS 


vssC 


12(20) (22)13 


]CE 


Pin numbers i 
suffix chip ca 
designated for 


1 parentheses represe 
rrier pins. Pins that f 
the chip carrier are nc 


n equivalent Z 
ave not been 
t connected. 



This document contains information on a new product. Specifications and information herein 
are subject to change without notice. 
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FIGURE 1 - BLOCK DIAGRAM 



Time Base 
Input/Osc 



vdd 

VSS 

CE 

DS 

R/W 

AS 



^ 



Divider 
Control 



^ 



'[ ;' ]iu\fu \[ y\<u\f \t 'nnr 



Clock 
Output 



-^ CKOUT 
CKFS 



Periodic Interrupt/ Square Wave Rate 

Selection 

(l-of-15 Selector) 



DV0-DV2 



*■ 

>■ 

> 

*■ 


Bus 
Interface 



^ 



^ 



^ 



Clock/ 
Calendar 
Update 



c 



BCD/ 

Binary 

Increment 



^ 



^ 



Square 
Wave Out 



E 



-». IRQ 



Registers A, B, C, D 
(4 Bytes) 



RESET 
PS 



Clock, Alarm, 

Calendar RAM 

(10 Bytes) 



User RAM 
(50 Bytes) 



MAXIMUM RATINGS (Voltages referenced to Vss> 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


Vdd 


-0.3 to +8.0 


V 


All Input Voltages Except 0SC1 


Vin 


Vss-0.5 to Vdd + 0-5 


V 


Current Drain per Pin Excluding 
Vdd and Vss 


1 


10 


mA 


Operating Temperature Range 
MC146818 

MC146818C (Vdd = 3.0 to 5.5 V 
operation) 


Ta 


T|_ to Th 

to70 

- 40 to 85 


°C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




120 




Cerdip 


«JA 


65 


°C/W 


Ceramic 




50 





This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion it is recommended that Vj,-, and Vout ^^ con- 
strained to the range VsssiVjn or Vgut' 
sVdd- Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic 
voltage level (e.g., either Vss °' ^dd* 
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DC ELECTRICAL CHARACTERISTICS (Vdd = 3 Vdc. Vss = Vdc, Ta = Tl toTn unless otherwise noted) 



I 



Characteristics 


Symbol 


MIn 


Max 


Unit 


Frequency of Operation 


'osc 


32.768 


32.768 


kHz 


Output Voltage 
lLoad<10A»A 


Vol 


- 


0.1 


V 


VOH 


Vdd-0.1 


- 


Iqd - Bus Idle 
CKOUT=fosc. C|_=15 pF; SOW Disabled, CE=Vdd-0-2; Cl(OSC2) = 10 pF 
f 080=32.768 kHz 


IdD3 




50 


nf\ 


IqD - Quiescent 
fosc=DC; 0SC1 = DC: 
All Other lnputs= Vdd-0.2 V; 
No Clock 


IdD4 




50 


nA 


Output High Voltage 
ILLoad= -0.25 mA, All Outputs) 


VOH 


2.7 


_ 


V 


Output Low Voltage 
(lLoad = 25 mA, All Outputs) 


Vol 


- 


0.3 


V 


Input High Voltage AD0-AD7, DS, AS, R/W, CE, 

RESET, CKFS, PS, 0SC1 


V|H 


2.1 
2.5 


Vdd 
vdd 


V 


Input Low Voltage (All Inputs) 


V|L 


vss 


0.5 


V 


Input Current All Inputs 


lin 


- 


±1 


/'A 


Three-State Leakage IRQ, AD0-AD7 


Itsl 


- 


±10 


;.A 



DC ELECTRICAL CHARACTERISTICS (Vdd = 5 Vdc +10%, Vss = Vdc, Ta = Tl toTn 


unless otherwise noted) 




Characteristics 


Symbol 


Min 


Max 


Unit 


Frequency of Operation 


'osc 


32.768 


4194.304 


kHz 


Output Voltage 
lLoad<10/'A 


Vol 


- 


0.1 


V 


VoH 


Vdd-0.1 


- 


Iqd - Bus Idle (External Clock) 
CKOUT=fosc. C|_=15 pF; SOW Disabled, CE = Vdd-0.2; Cl (OSC2) = 10 pF 
fQ3(, = 4. 194304 MHz 
fQgg= 1.048516 MHz 
fosc = 32.768kHz 


Iddi 

IdD2 
IdD3 


- 


3 
800 
50 


mA 
^A 

mA 


IpD - Quiescent 
fosc=DC; 0SC1 = DC; 
All Other lnputs= Vdd-0-2 V; 
No Clock 


IdD4 




50 


^A 


Output High Voltage 
(lLoad=-1-6mA, AD0-AD7, CKOUT) 
<lLoad= -1.0 mA, SOW) 


VoH 


4.1 


- 


V 


Output Low Voltage 
llLoad= 1 -6 mA, AD0-AD7, CKOUT) 
(lLoad= lO mA, IRQ and SOW) 


Vol 


- 


0.4 


V 


Input High Voltage CKFS, AD0-AD7, DS, AS, R/W, CE, PS 

RESET 
0SC1 


V|H 


Vdd-2.0 

Vdd-0.8 
Vdd-10 


Vdd 
Vdd 
Vdd 


V 


Input Low Voltage AD0-AD7, DS, AS, R/W, CE 

CKFS, PS, RESET 
0SC1 


V|L 


Vss 
Vss 
Vss 


0.8 
0.8 
0.8 


V 


Input Current All Inputs 


'in 


- 


+ 1 


mA 


Three-State Leakage IRQ, AD0-AD7 


Itsl 


- 


±10 


/'A 
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BUS TIMING 



Ident. 
Number 


Characteristics 


Symbol 


Vdd = 3.0V 
50 pF Load 


Vdd = 5.0V 

± 10% 
2 TTL and 
130 pF Load 


Unit 


MIn 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


5000 


- 


953 


do 


ns 


2 


Pulse Width, DS/E Low or RD/WR High 


pwa 


1000 


- 


300 


- 


ns 


3 


Pulse Width, DS/E High or RD/WR Low 


PWeh 


1500 


- 


325 


- 


ns 


4 


Input Rise and Fall Time 


tr. tf 


- 


100 


- 


30 


ns 


8 


R/W Hold Time 


tRWH 


10 


- 


10 


- 


ns 


13 


R/W Setup Time Before DS/E 


tRWS 


200 


- 


80 


- 


ns 


14 


Chip Enable Setup Time Before AS/ALE Fall 


tcs 


200 


* 


55 


. 


ns 


15 


Chip Enable Hold Time 


tCH 


10 


- 





- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


1000 


10 


100 


ns 


21 


Write Data Hold Time 


'DHW 


100 


- 





- 


ns 


24 


Muxed Address Valid Time to AS/ALE Fall 


tASL 


200 


- 


50 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


100 


- 


20 


- 


ns 


26 


Delay Time DS/E to AS/ALE Rise 


tASD 


500 


- 


50 


- 


ns 


27 


Pulse Width, AS/ALE High 


pwash 


600 


- 


135 


- 


ns 


28 


Delay Time, AS/ALE to DS/E Rise 


tASED 


500 


- 


60 


- 


ns 


30 


Peripheral Output Data Delay Time from DS/E or RD 


tDDR 


1300 


- 


20 


240 


ns 


31 


Peripheral Data Setup Time 


tDSW 


1500 




200 


- 


ns 



NOTE: Designations E, ALE, RD, and WR refer to signals from alternative microprocessor signals. 
* Refer to IMPORTANT NOTICES appearing on page 20 of this data sheet. 
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FIGURE 2 - MC146818 BUS TIMING 
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NOTE: Vhigh = Vdd-2.0 V, VloW = 0-8 V, for Vdd = 5.0 V ±10% 
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ALE (Address Latch Enable) 
(AS Pin) 



RD (Read Output Enable) 
(DS Pin) 



WR (Write Enable) 
(R/W Pin) 



CE (Chip Enable) 



AD0-AD7 
(Address/ Data Bus) 



FIGURE 3 - BUS READ TIMING COMPETITOR MULTIPLEXED BUS 
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ALE (Address Latch Enable) 
(AS Pin) 



RD (Read Output Enable) 
(DS Pin) 



WR (Wnte Enable) 
(R/W Pin) 



CE (Chip Enable) 



AD0-AD7 
(Address/Data Bus) 



FIGURE 4 - BUS WRITE TIMING COMPETITOR MULTIPLEXED BUS 
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NOTE: Vhigh = VdD-20 V, VlOW = 0.8 V, for VdD = 5.0 V ±10% 
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TABLE 1 - SWITCHING CHARACTERISTICS (Vd|-, = 5.0 Vdc +10%, Vss = Vdc, Ta=Tl to Th) 



Description 


Symbol 


Min 


Max 


Unit 


Oscillator Startup 


tRC 


— 


100 


ms 


Reset Pulse Width 


tRWL 


5 


— 


lis 


Reset Delay Time 


tRLH 


5 


— 


^s 


Power Sense Pulse Width 


tPWL 


5 


- 


liS 


Power Sense Delay Time 


tPLH 


5 


— 


lis 


IRQ Release from DS 


tiRDS 


— 


2 


liS 


IRQ Release from RESET 


t|RR 


— 


2 


lis 


VRT Bit Delay 


tVRTD 


— 


2 


lis 



IRQ 



FIGURE 5 - IRQ RELEASE DELAY 
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7" Vhigh »^^. 



tJRDS 
NOTE: VhigH = VdD-2.0 V, VloW = 0.8 V, for Vdd = 50 V ±' 
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FIGURE 6 - TTL EQUIVALENT TEST LOAD 
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Point O" 



130 pF 



T 



vdd 



MMD6150 
or Equivalent 



2.55 k 



MMD7000 
or Equivalent 




130 pF 



All Outputs Except 0SC2 (See Figure 10) 
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FIGURE 7 - POWER-UP 
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RESET Pin 
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rLrLrLn,j_rLrLn 



Vdd 



Vdd Pin 




FIGURE 8 - CONDITIONS THAT CLEAR VRT BIT 
if 



■tPLH 



■ tpWL- 
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tVRTD 



o 



(2) The VRT bit is set to a "1" by reading Register d. The VRT bit can only be cleared 



by pulling the PS pin low (see REGISTER D ($0D)). 
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MOTEL 

The MOTEL circuit is a new concept that permits the 
MC146818 to be directly interfaced with many types of 
microprocessors. No external logic is needed to adapt to the 
differences in bus control signals from common multiplexed 
bus microprocessors. 

Practically all microprocessors interface with one of two 
synchronous bus structures. One bus was originated by the 
Motorola MC6800 and the other by the Intel 8080 and its 
companion part, the 8228. 

The MOTEL circuit (for MOT orola and IntEL bus com- 
patibility) is built into peripheral and memory ICs to permit 
direct connection to either type of bus. An industry standard 



bus structure is now available. The MOTEL concept is 
shown logically in Figure 9. 

MOTEL selects one of two imerpretations of two pins. In 
the Motorola case, DS and R/W are gated together to pro- 
duce the internal read enable. The_internal write enable is a 
similar gating of the inverse of R/W. With competitor buses, 
the inversion of RD and WR create functionally identical in- 
ternal read and write enable signals. 

The MC146818 automatically selects the processor type by 
using AS/ALE to latch the state of the DS/RD pin. Since DS 
is always low and RD is always high during AS and ALE, the 
latch automatically indicates which processor type is con- 
nected. 



Motorola Type Competitor Type 
MPU Signals MPU Signals 



FIGURE 9 - FUNCTIONAL DIAGRAM OF MOTEL CIRCUIT 



MC14681 
Pin Signals 



DS,E, or02 RD 




B 



R/W Q 



SIGNAL DESCRIPTIONS 

The block diagram in Figure 1, shows the pin connection 
with the major internal functions of the MC146818 Real-Time 
Clock plus RAM. The following paragraphs describe the 
function of each pin. 

vdd, vss 

DC power is provided to the part on these two pins, Vqq 
being the more positive voltage. The minimum and maxi- 
mum voltages are listed in the Electrical Characteristics 
tables. 



AT cut crystal at 4.194304 MHz or T048576 MHz frequen- 
cies. The crystal connections are shown in Figure 1 1 and the 
crystal characteristics in Figure 12. 

CKOUT - CLOCK OUT, OUTPUT 

The CKOUT pin is an output at the time-base frequency 
divided by 1 or 4. A major use for CKOUT is as the input 
clock to the microprocessor; thereby saving the cost of a se- 
cond crystal. The frequency of CKOUT depends upon the 
time-base frequency and the state of the CKFS pin as shown 
in Table 2. 



0SC1, 0SC2 - TIME BASE, INPUTS 

The time base for the time functions may be an external 
signal or the crystal oscillator. External square waves at 
4.194304 MHz, 1.048576 MHz, or 32.768 kHz may be con- 
nected to 0SC1 as shown in Figure 10. The internal time- 
base frequency to be used is chosen in Register A. 

The on-chip oscillator is designed for a parallel resonant 



CKFS - CLOCK OUT FREQUENCY SELECT, INPUT 

When the CKFS pin is tied to Vdd it causes CKOUT to be 
the same frequency as the time base at the OSCl pin. When 
CKFS is tied to Vss- CKOUT is the OSCl time-base fre- 
quency divided by four. Table 2 summarizes the effect of 
CKFS. 
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figure 10 - external time-base connection 

vdd 

Optional 
(VDD-10V) 



4.194304 MHz 

or 
1.048576 MHz 

or 
32.768 kHz 



(Open)-*. 



MC146818 



FIGURE 11 - CRYSTAL OSCILLATOR CONNECTION 

2 




'32.768 kHz Only - Consult Crystal Manufacturer's Specification 



FIGURE 12 - CRYSTAL PARAMETERS 

Crystal Equivalent Circuit 
11 CI RS 



■wv 



u 



fosc 


4.194304 MHz 


1.046576 MHz 


32.768 kHz 


, RS (Maximum) 


75 fi 


700 


50k 


CO (Maximum) 


7pF 


5pF 


1.7 pF 


CI 


0.012 pF 


0.008 pF 


0.003 pF 





50 k 


35 k 


30 k 


'-■in^Cout 


15-30 pF 


15-40 pF 


10-22 pF 


R 


- 


- 


300-470 k 


Rf 


10 M 


10 M 


22 M 
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TABLE 2 - CLOCK OUTPUT FREQUENCIES 



Time Base 

(0SC1) 
Frequency 


Clock Frequency 

Select Pin 

(CKFS) 


Clock Frequency 
Output Pin 
(CKOUT) 


4.1943CM MHz 


High 


4.194304 MHz 


4.194304 MHz 


Low 


1.048576 MHz 


1.048576 MHz 


High 


1.048576 MHz 


1.048576 MHz 


Low 


262.144 kHz 


32.768 kHz 


High 


32.768 kHz 


32.768 kHz 


Low 


8.192 kHz 



SOW - SQUARE WAVE, OUTPUT 

The SQW pin can output a signal from one of the 15 taps 
provided by the 22 internal-divider stages. The frequency of 
the SQW may be altered by programming Register A, as 
shown in Table 5. The SQW signal may be turned on and off 
using the SQWE bit in Register B. 

AD0-AD7 - MULTIPLEXED BIDIRECTIONAL AD- 
DRESS/DATA BUS 

Multiplexed bus processors save pins by presenting the 
address during the first portion of the bus cycle and using 
the same pins during the second portion for data. Address- 
then-data multiplexing does not slow the access time of the 
MC146818 since the bus reversal from address to data is oc- 
curring during the internal RAM access time. 

The address must be valid just prior to the fall of AS/ALE 
at which time the MC146818 latches the address from ADO 
to AD5. Valid write data must be presented and held stable 
during the latter portion of the DS or WR pulses. In a read 
cycle, the MC146818 outputs eight bits of data during the 
latter portion of the DS or RD pulses, then ceases driving the 
bus (returns the output drivers to the high-impedance state) 
when DS falls in the Motorola case of MOTEL or RD rises in 
the other case. 

AS - MULTIPLEXED ADDRESS STROBE, INPUT 

A positive going multiplexed address strobe pulse serves 
to demultiplex the bus. The falling edge of AS or ALE causes 
the address to be latched within the MC146818. The 
automatic MOTEL circuit in the MC146818 also latches the 
state of the DS pin with the falling edge of AS or ALE. 

DS - DATA STROBE OR READ, INPUT 

The DS pin has two interpretations via the MOTEL circuit. 
When emanating from a Motorola type processor, DS is a 
positive pulse during the latter portion of the bus cycle, and 
is variously called DS (data strobe), E (enable), and 4>2 (02 
clock). During read cycles, DS signifies the time that the 
RTC is to drive the bidirectional bus. In write cycles, the trail- 
ing edge of DS causes the Real-Time Clock plus RAM to 
latch the written data. 

The sec ond M OTEL interpretation of DS is that of RD, 
MEMR, or I/OR emanating from the competitor type pro- 
cessor. In this case, DS identifies the time period when the 
real-time clock plus RAM drives the bus with read data. This 
interpretation of DS is also the same as an output-enable 
signal on a typical memory. 

The MOTEL circuit, within the MC146818, latches the 
state of the DS pin on the falling edge of AS/ALE. When the 
Motorola mode of MOTEL is desired DS must be low during 
AS/ALE, which is the case with the Motorola multiplexed 
bus processors. To ensure the competitor mode of MOTEL, 



the DS pin must remain high during the time AS/ALE is 
high. 

R/W - READ/WRITE, INPUT 

The MOTEL circuit treats the R/W pin in one of twoways. 
When a Motorola type processor is connected, R/W is a 
level which indicates whether the current cycle is a read ^ 
write. A read cycle is indicated with a high level on_R/W 
while OS is high, whereas a write cycle is a low on R/W dur- 
ing DS _ 

The seco nd interp retati on of R/W is as a negative write 
pulse, WR, MEMW, and l/QW from competitorjype pro- 
cessors. The MOTEL circuit in this mode gives R/W pin the 
same meaning as the write (W) pulse on many generic 
RAMs. 

CE - CHIP ENABLE^INPUT 

The chip-enable (CE) signal must be asserted (low) for a 
bus cycle in which the MC146818 is to be accessed. CE is not 
latched and must be stable dunng DS and AS (Motorola 
case of MOTEL) and during RD and WR (in the other 
MOTEL case) . Bus cycles which take place without asserting 
CE cau_se no actions to take place within the MC146818. 
When CE ishigh, the multiplexed bus output is in a high- 
impedance state. 

When CE is high, all address, data, DS, and R/W inputs 
from the processor are disconnected within the MC146818. 
This permits the MC146818_to be isolated from a powered- 
down processor. When CE is held high, an unpowered 
device cannot receive power through the input pins from the 
real-time clock power source. Battery power consumption 
can thus be reduced by using a pullup resistor_or active 
clamp on CE when the main power is off. When CE is not us- 
ed, it should be grounded. 

IRQ - INTERRUPT REQUEST, OUTPUT 

The [RQ pin is an active low output of the MC146818 that 
may be used as an interrupt input to a processor. The IRQ 
output remains low as long as the status bit causing the in- 
terrupt is present and the corresponding interrupt-enable bit 
is set. To clear the IRQ pin, th e processor program normally 
reads Register C. The RESET pin also clears pending inter- 
rupts. 

When no interrupt conditions are present, the IRQ level is 
in the high-impedance state. Multiple interrupting devices 
may thus be connected to an IRQ bus with one pullup at the 
processor. 



i 



RESET - RESET, INPUT 



The RESET pin does not affect the c lock, calendar, or 
RAM functions. On powerup, the RESET pin must be held 
low for the specified time, Irlh, in order to allow the power 
supply to stab ilize. Figure 13 shows a typical representation 
of the R ESET p in circuit. 

When RESET is low the following occurs: 

a) Periodic Interrupt Enable (PIE) bit is cleared to zero, 

b) Alarm Interrupt Enable (AIE) bit is cleared to zero, 

c) Update ended Interrupt Enable (UIE) bit is cleared to 
zero. 

Update ended Interrupt Flag (UF) bit is cleared to zero. 
Interrupt Request status Flag (IRQF) bit is cleared to 
zero. 
Periodic Interrupt Flag (PF) bit is cleared to zero. 



d) 



f) 

g) The part is not accessible. 
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FIGURE 13 - TYPICAL POWER UP DELAY 
CIRCUIT FOR RESET 



g) Alarm Interrupt Flag (AF) bit is cleared to zero, 
h) IRQ pin is in high-impedance state, and 
i) Square Wave output Enable (SQWE) bit is cleared to 
zero. 



a 




D1 = MBD701 (Schottky) or Equivalent 
D2= D3= 1N4148 or Equivalent 



Note: If the RTC is isolated from the MPU or MCU power by a 
diode drop, care must be taken to meet Vjp requirements. 



FIGURE 14 - TYPICAL POWERUP DELAY CIRCUIT 
FOR POWER SENSE 
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D1 = MBD701 (Schottky) or Equivalent 
D2=1N4148 or Equivalent 



PS - POWER SENSE, INPUT 

The power-sense pin is used in the control of the valid 
RAM and time (VRT) bit in Register D. When the PS pin is 
low the VRT bit is cleared to zero. 

When using the VRT feature during powerup, the PS pin 
must be externally held low for the specified tp\_\-\ time. As 
power is applied, the VRT bit remains low indicating that the 
contents of the RAM, time registers, and calendar are not 
guaranteed. PS must go high after powerup to allow the 
VRT bit to be set by a read of register D. 

POWER-DOWN CONSIDERATIONS 

In most systems, the MC146818 must continue to keep 
time when system power is removed. In such systems, a 
conversion from system power to an alternate power supply, 
usually a battery, must be made. During the transition from 
system to battery power, the designer of a battery backed-up 
RTC system must protect data integrity, minimize power 
consumption, and ensure hardware reliability. 

The chip enable (CE) pin controls all bus inputs (R/W, DS, 
AS, AD0-AD7). CE, when negated, disallows any unintend- 
ed modification of the RTC data by the bus. CE also reduces 
power consumption by reducing the number of transitions 
seen internally. 

Power consumption may be further reduced by removing 
resistive and capacitive loads from the clock out (CKOUT) 
pin and the squarewave (SOW) pin. 

During and after the power source conversion, the V|n 
maximum specification must never be exceeded. Failure to 
meet the V|n maximum specification can cause a virtual 
SCR to appear which may result in excessive current drain 
and destruction of the part. 



ADDRESS MAP 

Figure 15 shows the address map of the MC146818. The 
memory consists of 50 general purpose RAM bytes, 10 RAM 
bytes which normally contain the time, calendar, and alarm 
data, and four control and status bytes. All 64 bytes are 
directly readable and writable by the processor program ex- 
cept for the following: 1 ) Registers C and. D are read only, 2) 
bit 7 of Register A is read only, and 3) the high-order bit of 
the seconds byte is read only. The contents of four control 
and status registers (A, B, C, and D) are described in 
REGISTERS. 



TIME, CALENDAR, AND ALARM LOCATIONS 

The processor program obtains time and calendar infor- 
mation by reading the appropriate locations. The program 
may initialize the time, calendar, and alarm by writing to 
these RAM locations. The contents of the 10 time, calendar, 
and alarm bytes may be either binary or binary-coded deci- 
mal (BCD). 
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Before initializing the internal registers, the SET bit in 
Register B should be set to a "1" to prevent time/ calendar 
updates from occurring. The program initializes the 10 loca- 
tions in the selected format (binary or BCD), then indicates 
the format in the data mode (DM) bit of Register B. All 10 
time, calendar, and alarm bytes must use the same data 
mode, either binary or BCD. The SET bit may now be cleared 
to allow updates. Once initialized the real-time clock makes 
all updates in the selected data mode. The data mode cannot 
be changed without reinitializing the 10 data bytes. 

Table 3 shows the binary and BCD formats of the 10 time, 
calendar, and alarm locations. The 24/12 bit in Register B 
establishes whether the hour locations represent 1-to-12 or 



O-to-23. The 24/12 bit cannot be changed without reinitializ- 
ing the hour locations. When the 12-hour format is selected 
the high-order bit of the hours byte represents PM when it is 
a "1". 

The time, calendar, and alarm bytes are not always ac- 
cessable by the processor program. Once-per-second the 10 
bytes are switched to the update logic to be advanced by one 
second and to check for an alarm condition. If any of the 10 
bytes are read at this time, the data outputs are undefined. 
The update lockout time is 248 /is at the 4.194304 MHz and 
1.048567 MHz time bases and 1948 /is for the 32.768 kHz 
time base. The Update Cycle section shows how to accom- 
modate the update cycle in the processor program. 



FIGURE 15 - ADDRESS MAP 
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TABLE 3 - TIME, CALENDAR, AND ALARM DATA MODES 



Address 
Location 


Function 


Decimal 
Range 






Example* | 




Binary 
Data Mode 


BCD 
Data Mode 


Binary Data Mode 


BCD Data Mode 





Seconds 


0-59 


$00-$3B 


$00-$59 


15 


21 


1 


Seconds Alarm 


0-59 


$00-$3B 


$00-$59 


15 


21 


2 


Minutes 


0-59 


$00-$3B 


$00-$59 


3A 


58 


3 


Minutes Alarm 


0-59 


$00-$3B 


$00-$59 


3A 


58 


4 


Hours 
(12 Hour Mode) 

Hours 
(24 Hour Mode) 


1-12 
0-23 


$01-$0C (AM) and 
$81-$8C (PM) 

$00-$ 17 


$01-$12(AM) and 
$81-$92 (PM) 

$00-$23 


05 
05 


05 
05 


5 


Hours Alarm 
(12 Hour Mode) 

Hours Alarm 
(24 Hour Mode) 


1-12 
0-23 


$01-$0C (AM) and 
$81-$8C (PM) 

$00-$17 


$01-$12 (AM) and 
$81-$92 (PM) 

$00-23 


05 
05 


05 
05 


6 


Day of the Week 
Sunday=1 


1-7 


$01-$ 07 


$01 -$07 


05 


05 


7 


Date of the Month 


1-31 


$01-$1F 


$01 -$31 


OF 


15 


8 


Month 


1-12 


$01-$0C 


$01-$12 


02 


02 


9 


Year 


0-99 


$00-$63 


$00-$99 


4F 


79 



"Example: 5:58:21 Thursday 15 February 1979 (time is AM) 
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The three alarm bytes may be used in two ways. First, 
when the program inserts an alarm time in the appropriate 
hours, minutes, and seconds alarm locations, the alarm 
interrrupt is initiated at the specified time each day if the 
alarm enable bit is high. The second usage is to insert a 
"don't care" state in one or more of three alarm bytes. The 
"don't care" code is any hexadecimal byte from CO to FF. 
That is, the two most-significant bits of each byte, when set 
to "1", create a "don't care" situation. An alarm interrupt 
each hour is created with a "don't care" code in the hours 
alarm location. Similarly, an alarm is generated every minute 
with "don't care" codes in the hours and minutes alarm 
bytes. The "don't care" codes in all three alarm bytes create 
an interrupt every second. 

STATIC CMOS RAM 

The 50 general purpose RAM bytes are not dedicated 
within the MC146818. They can be used by the processor 
program, and are fully available during the update cycle. 

When time and calendar information must use battery 
back-up, very frequently there is other non-volatile data that 
must be retained when main power is removed. The 50 user 
RAM bytes serve the need for low-power CMOS battery- 
backed storage, and extend the RAM available to the pro- 
gram. 

Wfien further CMOS RAM is needed, additional 
MC146818S may be included in the system. The time/ calen- 
dar functions may be disabled by holding the DV0-DV2 
dividers, in Register A, in the reset state by setting the SET 
bit in Register B or by removing the oscillator. Holding the 
dividers in reset prevents interrupts or SOW output from 
operating while setting the SET bit allows these functions to 
occur. With the dividers clear, the available user RAM is ex- 
tended to 59 bytes. The high-order bit of the seconds byte, 
bit 7 of Register A, and all bits of Registers C and D cannot 
effectively be used as general purpose RAM. 

INTERRUPTS 

The RTC plus RAM includes three separate fully automatic 
sources of interrupts to the processor. The alarm interrupt 
may be programmed to occur at rates from once-per-second 
to one-a-day. The periodic interrupt may be selected for 
rates from half-a-second to 30.517 /ts. The update-ended 
interrupt may be used to indicate to the program that an up- 
date cycle is completed. Each of these independent interrupt 
conditions are described in greater detail in other sections. 

The processor program selects which interrupts, if any, it 
wishes to receive. Three bits in Register B enable the three 
interrupts. Writing a "1" to a interrupt-enable bit permits 
that interrupt to be initiated when the event occurs. A "0" in 
the interrupt-enable bit prohibits the IRQ pin from being 
asserted due to the interrupt cause. 

If an interrupt flag is already set when the interrupt 
becomes enabled, the IRQ pin is immediately activated, 
though the interrupt initiating the event may have occurred 
much earlier. Thus, there are cases where the program 
should clear such earlier initiated interrupts before first 
enabling new interrupts. 



When an interrupt event occurs a flag bit is set to a "1" in 
Register C. Each of the three interrupt sources have separate 
flag bits in Register C, which are set independent of the state 
of the corresponding enable bits in Register B. The flag bit 
may be used with or without enabling the corresponding 
enable bits. 

In the software scanned case, the program does not 
enable the interrupt. The "interrupt" flag bit becomes a 
status bit, which the software interrogates, when it wishes. 
When the software detects that the flag is set, it is an indica- 
tion to software that the "interrupt" event occurred since the 
bit was last read. 

However, there is one precaution. The flag bits in Register 
C are cleared (record of the interrupt event is erased) when 
Register C is read. Double latching is included with Register 
C so the bits which are set are stable throughout the read 
cycle. All bits which are high when read by the program are 
cleared, and new interrupts (on any bits) are held until after 
the read cycle. One, two, or three flag bits may be found to 
be set when Register C is read. The program should inspect 
all utilized flag bits every time Register C is read to insure 
that no interrupts are lost. 

The second flag bit usage method is with fully enabled 
interrupts. When an interrupt-flag bit is set and the cor- 
responding interrupt-enable bit is also set, the IRQ pin is 
asserted low. IRQ is asserted as long as at least one of the 
three interrupt sources has its flag and enable bits both set. 
The IRQF bit in Register C is a "1" whenever the IRQ pin is 
being driven low. 

The processor program can determine that the RTC 
initiated the interrupt by reading Register C. A "1" in bit 7 
(IRQF bit) indicates that one or more interrupts have been 
initiated by the part. The act of reading Register C clears all 
the then-active flag bits, plus the IRQF bit. When the pro- 
gram finds IRQF set, it should look at each of the individual 
flag bits in the same byte which have the corresponding 
interrupt-mask bits set and service each interrupt which is 
set. Again, more than one interrupt-flag bit may be set. 



DIVIDER STAGES 

The MC146818 has 22 binary-divider stages following the 
time base as shown in Figure 1 , The output of the dividers is 
a 1 Hz signal to the update-cycle logic. The dividers are con- 
troller by three divider bus (DV2, DV1, and DVO) in Register 
A. 

DIVIDER CONTROL 

The divider-control bits have three uses, as shown in Table 
4. Three usable operating time bases may be selected 
(4.194304 MHz, 1.048576 MHz, or 32.768 kHz). The divider 
chain may be held reset, which allows precision setting of 
the time. When the divider is changed from reset to an 
operating time base, the first update cycle is one-half second 
later. The divider-control bits are also used to facilitate 
testing the MC146818. 
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TABLE 4 - DIVIDER CONFIGURATIONS 




Time-Base 
Frequency 


Divider Bits 
Register A 


Operation 
Mode 


Divider 
Reset 


Bypass First 
N-Divider Bits 


DV2 


DV1 


DVO 


4.194304 MHz 











Yes 


- 


N = 


1.048576 MHz 








1 


Yes 


- 


N = 2 


32.768 kHz 





1 





Yes 


- 


N-7 


Any 


1 


1 





No 


Yes 


- 


Any 


1 


1 


1 


No 


Yes 


- 



Note: Other combinations of divider bits are used for test purposes only. 



SQUARE-WAVE OUTPUT SELECTION 

Fifteen of the 22 divider taps are made available to a 
1-of-15 selector as sfnown in Figure 1. Tfie first purpose of 
selecting a divider tap is to generate a square-vyave output 
signal at the SQW pin. The RS0-RS3 bits in Register A 
establish the square-wave frequency as listed in Table 5. The 
SQW frequency selection shares the l-of-15 selector yvith 
periodic interrupts. 

Once the frequency is selected, the output of the SQW pin 
may be turned on and off under program control with the 
square-wave enable (SQWE) bit in Register B. Altehng the 
divider, square-wave output selection bits, or the SQWE 
output-enable bit may generate an asymmetrical waveform 
at the time of execution. The square-wave output pin has a 
number of potential uses. For example, it can serve as a fre- 
quency standard for external use, a frequency synthesizer, or 
could be used to generate one or more audio tones under 
program control. 



PERIODIC INTERRUPT SELECTION 

The periodic interrupt allows the IRQ pin to be tnggered 
from once every 500 ms to once every 30.517 /is. The 
periodic interrupt is separate from the alarm interrupt which 
may be output from once-per-second to once-per-day. 

Table 5 shows that the periodic interrupt rate is selected 
with the same Register A bits which select the square-wave 
frequency. Changing one also changes the other. But each 
function may be separately enabled so that a program could 
switch between the two features or use both. The SQW pin 
is enabled by the SQWE bit in Register B. Similarly the 
periodic interrupt is enabled by the PIE bit in Register B. 

Periodic interrupt is usable by practically all real-time 
systems. It can be used to scan for all forms of inputs from 
contact closures to serial receive bits or bytes. It can be used 
in multiplexing displays or with software counters to mea- 
sure inputs, create output intervals, or await the next needed 
software function. 



B 



TABLE 5 - PERIODIC INTERRUPT RATE AND SQUARE WAVE OUTPUT FREQUENCY 


Select Bits 
Register A 


4,194304 or 1.048576 MHz 
Time Base 


32.768 kHz 
Time Base 


Periodic 

Interrupt Rate 

tpi 


SQW Output 
Frequency 


Periodic 

Interrupt Rate 

tpi 


SQW Output 
Frequency 


RS3 


RS2 


RSI 


RSO 














None 


None 


None 


None 











1 


30.517 ^is 


32.768 kHz 


3.90625 ms 


256 Hz 








1 





61.035,iS 


16.384 kHz 


7.8125 ms 


128 Hz 








1 


1 


122.070 ms 


8.192 kHz 


122.070 ms 


8.192 kHz 





1 








244.141 ^s 


4.096 kHz 


244.141 MS 


4.096 kHz 





1 





1 


488.281 /IS 


2.048 kHz 


488.281 MS 


2.048 kHz 





1 


1 





976.562 MS 


1.024 kHz 


976.562 MS 


1.024 kHz 





1 


1 


1 


1.953125 ms 


512 Hz 


1.953125 ms 


512 Hz 













3.90625 ms 


256 Hz 


3.90625 ms 


256 Hz 










1 


7.8125 ms 


128 Hz 


7.8125 ms 


128 Hz 







1 





15.625 ms 


64 Hz 


15.625 ms 


64 Hz 







1 


1 


31.25 ms 


32 Hz 


31.25 ms 


32 Hz 




1 








62.5 ms 


16 Hz 


62.5 ms 


16 Hz 




1 





1 


125 ms 


8 Hz 


125 ms 


8 Hz 




1 


1 





250 ms 


4 Hz 


250 ms 


4 Hz 




1 


1 


1 


500 ms 


2 Hz 


500 ms 


2 Hz 
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UPDATE CYCLE 

The MC146818 executes an update cycle once-per- 
second, assuming one of the proper time bases is in place, 
the DV0-DV2 divider is not clear, and the SET bit in Register 
B is clear. The SET bit in the "1" state permits the program 
to initialize the time and calendar bytes by stopping an exist- 
ing update and preventing a new one from occurring. 

The primary function of the update cycle is to increment 
the seconds byte, check for overflow, increment the minutes 
byte when appropriate and so forth through to the year of 
the century byte. The update cycle also compares each 
alarm byte with the corresponding time byte and issues an 
alarm if a match or if a "don't care" code (11XXXXXX) is 
present in all three positions. 

With a 4,194304 MHz or 1,048576 MHz time base the up- 
date cycle takes 248 fis while a 32,768 kHz time base update 
cycle takes 1984 /is. During the update cycle, the time, calen- 
dar, and alarm bytes are not accessable by the processor 
program. The MC146818 protects the program from reading 
transitional data. This protection is provided by switching 
the time, calendar, and alarm portion of the RAM off the 
microprocessor bus during the entire update cycle. If the 
processor reads these RAM locations before the update is 
complete the output will be undefined. The update in pro- 
gress (UIP) status bit is set during the interval. 

A program which randomly accesses the time and date in- 
formation finds data unavailable statistically once every 4032 
attempts. Three methods of accommodating nonavailability 
during update are usable by the program. In discussing the 
three methods it is assumed that at random points user pro- 
grams are able to call a subroutine to obtain the time of day. 

The first method of avoiding the update cycle uses the 
update-ended interrupt. If enabled, an interrupt occurs after 
every update cycle which indicates that over 999 ms are 
available to read valid time and date information. During this 
time a display could be updated or the information could be 
transfered to continuously available RAM. Before leaving the 
interrupt service routine, the IRQF bit in Register C should be 
cleared. 

The second method uses the update-in-progress bit (UIP) 
in Register A to determine if the update cycle is in progress 
or not. The UIP bit will pulse once-per-second. Statistically, 
the UIP bit will indicate that time and date information is 
unavailable once every 2032 attempts. After the UIP bit goes 
high, the update cycle begins 244 /ts later. Therefore, if a low 
is read on the UIP bit, the user has at least 244 /is before the 
time/calendar data will be changed. If a "1" is read in the 
UIP bit, the time/ calendar data may not be valid. The user 
should avoid interrupt service routines that would cause the 



time needed to read valid time/calendar data to exceed 
244 /is. 

The third method uses a periodic interrupt to determine if 
an update cycle is in progress. The UIP bit in Register A is set 
high between the setting of the PF bit in Register C (see 
Figure 16), Periodic interrupts that occur at a rate of greater 
than tBUC + ^UC allow valid time and date information to be 
read at each occurrence of the periodic interrupt. The reads 
should be completed within (Tp|-=-2)-i-tBUC ^o ensure that 
data is not read during the update cycle. 

To properly setup the internal counters for daylight sav- 
ings time operation, the user must set the time at least two 
seconds before the rollover will occur. Likewise, the time 
must be set at least two seconds before the end of the 29th 
or 30th day of the month. 

REGISTERS 

The MC146818 has four registers which are accessible to 
the processor program. The four registers are also fully ac- 
cessible during the update cycle. 



REGISTER A ($0A) 



MSB 














LSB 


b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


UIP 


DV2 


DV1 


DVO 


RS3 


RS2 


RSI 


RSO 



Read/ Write 

Register 

except UIP 



UIP — The update in progress (UIP) bit is a status flag that 
may be monitored by the program. When UIP is a "1" the 
update cycle is in progress or will soon begin. When UIP is a 
"0" the update cycle is not in progress and will not be for at 
least 244 /ts (for all time bases). This is detailed in Table 6, 
The time, calendar, and alarm information in RAM is fully 
available to the program when the UIP bit is zero — it is not 
in transition. The UIP bit is a read-only bit, and is not af- 
fected by Reset. Writing the SET bit in Register B to a "1" 
inhibit any update cycle and then clear the UIP status bit. 





TABLE 6 - 


UPDATE CYCLE TIMES 


UIP Bit 


Time Base 
(0SC1) 


Update Cycle Time 

(tuc) 


Minimum Time 
Before Update 
Cycle (tBUC' 


1 
1 
1 





4.194304 MHz 
1.048576 MHz 

32.768 kHz 
4,194304 MHz 
1,048576 MHz 

32,768 kHz 


248 /»s 
248 /.$ 
1984 ,is 


244^8 
244 /ts 
244 ,iS 



FIGURE 16 - UPDATE-ENDED AND PERIODIC INTERRUPT RELATIONSHIPS 




tp| = Periodic Interrupt Time Interval (500 ms, 250 ms, 125 ms, 62,5 ms, etc, per Table 5) 
tUC= Update Cycle Time (248 /ts or 1984 jjs) 
tBUC= Delay Time Before Update Cycle (244 (is) 
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DV2, DV1, DVO — Three bits are used to permit the pro- 
gram to select various conditions of the 22-stage divider 
chain. The divider selection bits identify which of the three 
time-base frequencies is in use. Table 4 shows that time 
bases of 4. 194304 MHz, 1.048576 MHz, and 32.768 kHz may 
be used. The divider selection bits are also used to reset the 
divider chain. When the time/calendar is first initialized, the 
program may start the divider at the precise time stored in 
the RAM. When the divider reset is removed the first update 
cycle begins one-half s econd la ter. These three read/write 
bits are not affected by RESET. 

RS3, RS2, RSI, RSO - The four rate selection bits select 
one of 15 taps on the 22-stage divider, or disable the divider 
output. The tap selected may be used to generate an output 
square wave (SQW pin) and/or a periodic interrupt. The pro- 
gram may do one of the following: 1) enable the interrupt 
with the PIE bit, 2) enable the SQW output pin with the 
SQWE bit, 3) enable both at the same time at the same rate, 
or 4) enable neither. Table 5 lists the periodic interrupt rates 
and the square-wave frequencies that may be chosen with 
the RS bits. These four bits are read/write bits which are not 
affected by RESET. 



REGISTER B ($0B) 



MSB 














LSB 


b7 


b6 


b5 


b4 


b3 


b2 


bl 


bO 


SET 


PIE 


AIE 


UIE 


SQWE 


DM 


24/12 


DSE 



Read/Write 
Register 



SET — When the SET bit is a "0", the update cycle func- 
tions normally by advancing the counts once-per-second. 
When the SET bit is written to a "1", any update cycle in 
progress is aborted and the program may initialize the time 
and calendar bytes without an update occurring in the midst 
of i nitializi ng. SET is a read/write bit which is not modified 
by RESET or internal functions of the MC146818. 

PIE — The periodic interrupt enable (PIE) bit is a 
read/write bit which allows the_ periodic-interrupt flag (PF) 
bit in Register C to cause the IRQ pin to be driven low. A pro- 
gram writes a "1" to the PIE bit in order to receive periodic 
interrupts at the rate specified by the RS3, RS2, RSI, and 
RSO bits in Register A. A zero in PIE blocks IRQ from being 
initiated by a periodic interrupt, but the periodic flag (PF) bit 
is still set at the periodic rate. PIE is not modified by any in- 
ternal MC146818 functions, but is cleared to "0" by a 
RESET. 

AIE - The alarm interrupt enable (AIE) bit is a read/write 
bit which when set to a "1" permits the alarm flag (AF) bit in 
Register C to assert IRQ. An alarm interrupt occurs for each 
second that the three time bytes equal the three alarm bytes 
(including a "don't care" alarm code of binary 11XXXXXX). 
When the A IE bit is a "0", the AF bit does not initiate an FRQ 
signal. The RESET pin clears AIE to "0". The internal func- 
tions do not affect the AIE bit. 

UIE — The UIE (update-ended interrupt enable) bit is a 
read/ write bit which enables the update-end flag (UF) bit in 
Register C to assert IRQ. The RESET pin going low or the 
SET bit going high clears the UIE bit. 

SQWE — When the square-wave enable (SQWE) bit Is set 
to a "1" by the program, a square-wave signal at the fre- 



quency specified in the rate selection bits (RS3 to RSO) ap- 
pears on the SQW pin. When the SQWE bit is set to a zero 
the SQW p in is held low. The state of SQWE is cleared by 
the RESET pin. SQWE is a read/write bit. 

DM — The data mode (DM) bit indicates whether time 
and calendar updates are to use binary or BCD formats. The 
DM bit is written by the processor program and may be read 
by the pro gram, but is not modified by any internal functions 
or RESET. A "1" in DM signifies binary data, while a "0" in 
DM specifies binary-coded-decimal (BCD) data. 

24/12 - The 24/12 control bit establishes the format of 
the hours bytes as either the 24-hour mode (a "1") or the 
12-hour mode (a "0"). This is a read/write bit, which is af- 
fected only by software. 

DSE — The daylight savings enable (DSE) bit is a 
read/write bit which allows the program to enable two 
special updates (when DSE is a "1"). Qn the last Sunday in 
April the time increments from 1:59:59 AM to 3:00:00 AM. 
On the last Sunday in October when the time first reaches 
1:59:59 AM it changes to 1:00:00 AM. These special updates 
do not occur when the DSE bit is a "0". DSE is not changed 
by any internal operations or reset. 



B 



REGISTER C ($0C) 



MSB 














LSB 


b7 


b6 


b5 


b4 


b3 


b 


bl 


bO 


IRQF 


PF 


AF 


UF 















Read-Only 
Register 



IRQF — The interrupt request flag (IRQF) is set to a "1" 
when one or more of the following are true: 

PF=PIE = "1" 

AF = AIE = "1" 

UF=UIE = "1" 
i.e., IRQF=PF.PIE-hAF.AIE+UF.UIE 

Any time the IRQF bit is a "1", the IRQ pin is driven low. 
All flag bits are cleared after Register C is read by the pro- 
gram or when the RESET pin is low. 

PF — The periodic interrupt flag (PF) is a read-only bit 
which is set to a "^" when a particular edge is detected on 
the selected tap of the divider chain. The RS3 to RSO bits 
establish the periodic rate. PF is set to a "1" independent of 
the state of the PIE bit. PF being a "1" initiates an IRQ signal 
and sets the IRQF b it when PIE is also a "1". The PF bit is 
cleared by a RESET or a software read of Register C. 

AF — A "1" in the AF (alarm interrupt flag) bit indicates 
that the current time has matched the alarm time. A "1" in 
the AF causes the IRQ pin to go low, and a "1" to appear in 
the IRQF bit, when the AIE bit also is a "1 ." A RESET or a 
read of Register C clears AF. 

UF — The update-ended interrupt flag (UF) bit is set after 
each update cycle. When the UIE bit is a "V, the "^" in UF 
causes the IRQF bit to be a "1", a sserting IRQ. UF is cleared 
by a Register C read or a RESET. 

b3 TO bO — The unused bits of Status Register 1 are read 
as "O's". They can not be written. 
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REGISTER D ($0D) 



MSB 














LSB 


b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


VRT 
























a 



Read Only 
Register 



VRT - The valid RAM and time (VRT) bit indicates the 
condition of the contents of the RAM, provided the power 
sense (PS) pin is satisfactorily connected. A "0" appears in 
the VRT bit when the power-sense pin is low. The processor 
program can set the VRT bit when the time and calendar are 
initialized to indicate that the RAM and time are valid. The 
VRT is a read only bit which is not modified by the RESET 
pin. The VRT bit can only be set by reading Register D. 

b6 TO bO — The remaining bits of Register D are unused. 
They. cannot be written, but are always read as "O's." 

TYPICAL INTERFACING 

The MC146818 is best suited for use with microprocessors 
which generate an address-then-data multiplexed bus. 
Figures 17 and 18 show typical interfaces to bus-compatible 



processors. These interfaces assume that the address 
decoding can be done quickly. However, if standard metal- 
gate CMOS gates are used the CE setup time may be 
violated. Figure 19 illustrates an alternative method of chip 
selection which will accommodate such slower decoding. 

The MC146818 can be interfaced to single-chip microcom- 
puters (MCU) by using eleven port lines as shown in Figure 
20. Non-multiplexed bus microprocessors can be interfaced 
with additional support. 

There is one method of using the multiplexed bus 
MC146818 with non-multiplexed bus processors. The inter- 
face uses available bus control signals to multiplex the 
address and data bus together. 

An example using either the Motorola MC68CX), MC6802, 
MC6808, or MC6809 microprocessor is shown in Figure 21. 

Figure 22 illustrates the subroutines which may be used for 
data transfers in a non-multiplexed system. The subroutines 
should be entered with the registers containing the following 
data: 

Accumulator A: The address of the RTC to be accessed. 

Accumulator B: Write: The data to be written. 

Read: The data read from the RTC. 
The RTC is mapped to two consecutive memory locations - 
RTC and RTC + 1 as shown in Figure 21. 



FIGURE 17 - MC146818 INTERFACED WITH 
MOTOROLA COMPATIBLE MULTIPLEXED BUS MICROPROCESSORS 



MC6801 
MC146805E2 


< 


I 
























N 


8 


Address/Data Multiplexed 






3> 


1 


Address Strobe 






V 




Data Strobe (E) 


,, 




Other 




Read/ Write (R/W) 








Penpherals 




Interrupt Request (IRQ) 


»H> 








Memory 


1 










K 


8/5 


Address 










8/5 "^ 








'■ 


' 


' 1 


T 
1 


V 


V 


1 






^ 










Address 
Decode" 
















' 


7 






CE IRQ R/W DS AS AD0-AD7 
RESET 

MC146818 
CKOUT CKFS SOW 














1 






RESET 


■ ■ 4.194304 
1 1 MHz (Typ) 






-J 


' 


, 


\ 








1 


' 





'High-Speed Silicon- 
Gate CMOS or TTL 
Address Decoding 



3-1012 



MC146818 



FIGURE 18 - MC146818 INTERFACED WITH 
COMPETITOR COMPATIBLE MULTIPLEXED BUS MICROPROCESSORS 
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FIGURE 19 - MC146818 INTERFACE WITH MC146805E2 
CMOS MULTIPLEXED MICROPROCESSOR WITH SLOW ADDRESSING DECODING 
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This illustrates the use of CMOS gating for address decoding. 



Vdd 
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FIGURE 20 - MC146818 INTERFACED WITH THE PORTS OF A 
TYPICAL SINGLE CHIP MICROCOMPUTER 
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FIGURE 21 - MC146818 INTERFACED WITH MOTOROLA PROCESSORS 
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FIGURE 22 - SUBROUTINE FOR READING AND WRITING 
THE MC146818 WITH A NON-MULTIPLEXED BUS 
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IMPORTANT NOTICES 



B 



Those devices made with date code 3N4GXXXX have the 
following exceptions when used in the Motorola mode of 
MOTEL. 

1- VdD = 3 to 5.25 V for operation 

2. DS V|L = 0.6 V Max. 



The falling edge of chip select should occur during the ac- 
tive high pulse of address strobe, only on those units with 
date code GC6XXXX. 
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CMOS PARALLEL INTERFACE 

The MC146823 CMOS parallel interface (CPI) provides a universal 
means of interfacing external signals with the MC146805E2 CMOS 
microprocessor and other multiplexed bus microprocessors. The unique 
MOTEL circuit on-chip allows direct interfacing to most industry CMOS 
microprocessors, as well as many NMOS MRUs. 

The MC146823 CPI includes three bidirectional 8-bit ports or 24 I/O 
pins. Each I/O line may be separately established as an input or an out- 
put under program control via data direction registers associated with 
each port. Using the bit change and test instructions of the 
MC146805E2, each individual I/O pin can be separately accessed. All 
port registers are read/write bytes to accommodate read-modify-write 
instructions. Features include: 



24 Individually Programmed I/O Pins 

MOTEL Circuit for Bus Compatibility with Many Microprocessors 

Multiplexed Bus Compatibility with: MC146805E2, MC6801, MC6803, 

and Competitive Microprocessors 
Data Direction Registers for Ports A, B, and C 
Four Port C I/O Pins May Be Used as Control Lines for: 

Four Interrupt Inputs 

Input Byte Latch 

Output Pulse 

Handshake Activity 
15 Registers Addressed as Memory Locations 
Handshake Control Logic for Input and Output Peripheral Operation 
Interrupt Output Pin 

Reset Input to Clear Interrupts and Initialize Internal Registers 
3.0 Volt to 5.5 Volt Operating Vqd 



CMOS 

(HIGH-DENSITY HIGH-PERFORMANCE 
SILICON-GATE) 

PARALLEL INTERFACE 





ORDERING INFORMATION 

(Ta = 0°C to -i-70°C) 








Package Type 


Order Number 




Plastic - P Suffix 


MC146823P 


Ceramic (Side Brazed) - L Suffix 


M CI 46823 L 


Cerdip - S Suffix 


MC146823S 


Chip Carrier - Z Suffix 


MC146823Z 












L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



Z SUFFIX 

CHIP CARRIER 
CASE 761 





PIN ASSIGNMENT 




PC2[ 


1 V->' 40 


Jvdd 


PC1[ 


2 39 


]PC3 


PCO[ 


3 38 


]PC4/CA1 


PAO[ 


4 37 


]PC5/CA2 


PA1[ 


5 36 


]PC6/CB1 


PA2[ 


6 35 


]PC7/CB2 


PA3[ 


7 34 


]PBO 


PA4[ 


8 33 


]PB1 


PA5[ 


9 32 


]PB2 


PA6[ 


10 31 


]PB3 


PA7[ 


11 30 


]PB4 


ADO[ 


12 29 


1PB5 


ADl[ 


13 28 


]PB6 


AD2[ 


14 27 


]PB7 


AD3[ 


15 26 


]iRQ 


AD4[ 


16 25 


] RESET 


AD5r 


17 24 


]DS 


AD6[ 


18 23 


]R/W 


AD7[ 


19 22 


]AS 


VssC 


20 21 


]CE 


Pin assignmen 


ts are the same for be 


jth the dual-in- 


line and chip carrier package. 1 



Thi.s document contains information on a new product Specifications and information fierein 
are subiect to change without notice 
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BLOCK DIAGRAM 
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MAXIMUM RATINGS (Voltages reference to Vss) 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


Vdd 


-0.3 to +8.0 


V 


All Input Voltages 


Vin 


Vss-0.5toVDD + 0.5 


V 


Current Drain per Pin Excluding 
Vdd and Vss 


1 


10 


mA 


Operating Temperature Range 


ta 


to +70 


°C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 



i 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields; however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. For proper opera- 
tion it is recommended that Vj^ and Vgy^ be con- 
strained to the range Vss == < V|n or Vout' ^ Vpo- 
Leakage currents are reduced and reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (e.g., either 
Vss or Vdd>- 



DC ELECTRICAL CHARACTERISTICS (Vdd = 5 Vdc + 10%, Vss = Vdc, Ta = 0°C to 70°C, unless otherw/ise noted) 



THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Ceramic 


SJA 


50 


°C/W 


Plastic 




100 




Cerdip 




60 




Chip Carrier 




TBD 





Parameter 


Symbol 


Min 


Max 


Unit 


Output Voltage (l|_oad^10/jA) 


Vql 
Vqh 


Vdd-0.1 


0.1 


V 
V 


Output High Voltage 
'lLoad=-1-6 mA) AD0-AD7 
(lLoad= -0-2 mA) PA0-PA7, PC0-PC7 
(lLoad=-0-36 mA) PB0-PB7 


vqh 
Vqh 
Vqh 


4.1 
4.1 
4,1 


Vdd 
Vdd 
Vdd 


V 


Output Low Voltage 
(lLoad=l-6 mA) AD0-AD7, PB0-PB7 
(l|_oad = 0-8 mA) PA0-PA7, PC0-PC7 
(lLoad=10 TiA) IRQ 


Vol 
Vol 
Vql 


Vss 
Vss 
Vss 


0.4 
0.4 
0.4 


V 


Input High Voltage, AD0-AD7, AS, DS, R/W, CE, PA0-PA7, PB0-PB7, PC0-PC7 
RESET 


V|H 
V|H 


Vdd-2.0 

Vdd-0.8 


Vdd 
Vdd 


V 


Input Low Voltage (All Inputs) 


V|L 


Vss 


0.8 


V 


Quiescent Current - No dc Loads 
(All Ports Programmed as Inputs, All lnputs=VDD - 0.2 V) 


IDD 


_ 


160 


aA 


Total Supply Current 
(All Ports Programmed as Inputs, CE = V|l, tcyc= 1 fis) 


Idd 


_ 


3.0 


mA 


Input Current, CE, AS, R/W, DS, RESET 


lin 


- 


±1.0 


^A 


Hi-Z State Leakage, AD0-AD7, PA0-PA7, PB0-PB7, PC0-PC7 


ITSL 


- 


+ 10.0 


/'A 



EQUIVALENT TEST LOADS 



TTL Equivalent 




CMOS Equivalent 



Test Point o- 



Forall outputs except IRQ 
C = 50 pF; All Ports 
= 130 pF; AD0-AD7 
for Vdd = 5 V ±10% 



Vdd 



Pin 


R1 


R2 


C 


AD0-AD7 


2.55k 


2.0k 


130 pF 


PA0-PA7, PC0-PC7 


20.0k 


4.32k 


50 pF 


PB0-PB7 


11.5k 


2.1k 


50 pF 



Test Point O- 



IRQOnly 



i; 90 pF 
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BUS TIMING (Vdd = 5 Vdc ±10%, Vss = Vdc, Ta = 0° to 70°C, unless otherwise noted) 



Ident. 
Number 


Characteristics 


Symbol 


Min 


Max 


Unit 


1 


Cycle Time 


tcyc 


1000 


dc 


ns 


2 


Pulse Width, DS/E Low or RD/WR High 


PWel 


300 


- 


ns 


3 


Pulse Width, "DS/E High or RD/WR Low 


PWeh 


325 


- 


ns 


4 


Input Rise and Fall Time 


tr. tf 


- 


30 


ns 


8 


R/W Hold Time 


tRWH 


10 


- 


ns 


13 


R/W and CE Setup Time Before T55/E 


tRWS 


25 


- 


ns 


15 


Chip Enable Hold Time 


tCH 





- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


100 


ns 


21 


Write Data Hold Time 


tDHW 





- 


ns 


24 


Muxed Address Valid Time to AS/ALE Fall 


tASL 


25 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


- 


ns 


26 


Delay Time DS/E to AS/ALE Rise 


tASD 


60 


- 


ns 


27 


Pulse Width, AS/ALE High 


pwash 


170 


- - 


ns 


28 


Delay Time, AS/ALE to DS/E Rise 


tASED 


60 


- 


ns 


30 


Peripheral Output Data Delay Time from DS/E or RD 


tDDR 


20 


240 


ns 


31 


Peripheral Data Setup Time 


tDSW 


220 


- 


ns 



NOTE: Designations E, ALE, RD, and WR refer to signals from alternative microprocessor signals. 



BUS TIMING DIAGRAM 



AS 



/- 



■* (27) ► 



*0 



© 



-Vh 



*(D 



<£> 



h-© 



©- 



^^v 



@ 



ADO- 

AD7 

WRITE 



ADO- 

AD7 

READ 



< 



GH 

Vlow 



/ 



/' 



X 



-H3) 



3* 



Address 
Valid 



KD 



/ Address s^ 
V Valid . { 



-o 



-^ 



<3>- 



-V 



:x^see: 



Write Data Valid 



^ 



X 



i 






^-© 



> 



MD 



?' Read Data I 

\ Valid _^( 



NOTE: VhigH = VdD-2.0 V, VloW = 0.8 V, for Vdd = 5.0 V ±10% 
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a 



ALE (Address Latch Enable) 
(AS Pin) 



RD (Read Output Enable) 
IDS Pin) 



WR (Write Enable) 
(R/W Pin) 



CE (Chip Enable) 



AD0-AD7 
(Address/ Data Bus) 



BUS READ TIMING COMPETITOR MULTIPLEXED BUS 

N ^ (Ty 
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NOTE: Vhigh = VdD-2 V, VloW = 8 V, for Vdd = 5.0 V ±10% 
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CONTROL TIMING (Vdd = 5.0 Vdc ±10%, Vss = Vdc. Ta = 0°C to 70°C) 



Parameter 


Symbol 


Min 


Max 


Unit 


Interrupt Response (Input Modes 1 and 31 


tiROR 


TBD 


- 


lis 


Delay, CA1 (CB1) Active Transition to CA2 (CB2) High (Output Mode 0) 


tC2 


TBD 


- 


liS 


Delay, CA2 Transition from Positive Edge of AS (Output Modes and 1) 


tA2 


TBD 


- 


lis 


Delay, CB2 Transition from Negative Edge of AS (Output Modes and 1) 


tB2 


TBD 


- 


lis 


CA2/CB2 Pulse Width (Output Mode 1) 


tpw 


TBD 


TBD 


ns 


Delay, Vpo Rise to RESET High 


tRLH 


TBD 


- 


^s 


Pulse Width, RESET 


tRW 


TBD 


- 


ns 



TBD = To be determined. 



CA1 
CA2 



CONTROL TIMING DIAGRAMS 
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GENERAL DESCRIPTION 

The MC146823, CMOS parallel interface (CPI), contains 24 
individual bidirectional I/O lines configured in tfiree 8-bit 
ports. The 15 internal registers, which control the mode of 
operation and contain the status of the port pins, are access- 
ed via an 8-bit nnultiplexed address/data bus. The lower four 
address bits (AD0-AD3) of the nnultiplexed address bus 
determine which register is to be accessed (see Figure 1). 
The four address bits (AD4, AD5, AD6, and AD7) must be 
separately decoded to position this memory map within each 
256 byte address space available via the 8-bit multiplexed 
address bus. For more detailed information refer to 
REGISTER DESCRIPTION. 



FIGURE 1 - REGISTER ADDRESS MAP 



a 



Port A Data, Clear CA1 Interrupt 


PI DA 


Port A Data, Clear CA2 Interrupt 


P2DA 


Port A Data 


PDA 


Port B Data 


PDB 


Port C Data 


PDC 


Not Used 


- 


Data Direction Register for Port A 


DDRA 


Data Direction Register for Port B 


DDRB 


Data Direction Register for Port C 


DDRC 


Control Register for Port A 


CRA 


Control Register for Port B 


CRB 


Pin Function Select Register for Port C 


FSR 


Port B Data, Clear CB1 Interrupt 


P1DB 


Port B Data, Clear CB2 Interrupt 


P2DB 


Handsfial<e/ Interrupt Status Register 


HSR 


Handshal<e Over-Run Warning Register 


HWR 



The CPI is implemented with the MOTEL circuit which 
allows direct interface with either of the two major multi- 
plexed microprocessor bus types. A detailed description of 
the MOTEL circuit is provided in the MOTEL section. 



Three data direction registers (DDRs), one for each port, 
determine which pins are outputs and which are inputs. A 
logic zero on a DDR bit configures its associated pin as an in- 
put; and a logic one configures the pin as an output. Upon 
reset, the DDRs are cleared to logic zero to configure all port 
pins as inputs. 

Actual port data may be read or written via the port data 
registers (PDA, PDB, and PDC). Ports A and B each have 
two additional data registers (PI DA and P2DA - P1DB and 
P2DB) which are used to clear the associated handshake/ 
interrupt status register bits (HSA1 and HSA2 - HSB1 and 
HSB2), respectively. Port A may also be configured as an 
8-bit latch when used with CA1 . Reset has no effect on the 
contents of the port data registers. Users are advised to 
initialize the port data registers before changing any port pin 
to an output. 

Four pins on port C (PC4/CA1, PC5/CA2, PC6/CB1, and 
PC7/CB2) may additionally be programmed as handshake 
lines for ports A and B via the port C function select register 
(FSR). Both ports A and B have one input-only line and one 
bidirectional handshake line each associated with them. The 
handshake lines may be programmed to perform a variety of 
tasks such as interrupt requests, setting flags, latching data, 
and data transfer requests and/or acknowledgements. The 
handshake functions are programmed via control registers A 
and B (CRA and CRB). Additional information may be found 
in PIN DESCRIPTIONS, REGISTER DESCRIPTION, or 
HANDSHAKE OPERATION. 

MOTEL 

The MOTEL circuit is a concept that permits the 
MC146823 to be directly interfaced with different types of 
multiplexed bus microprocessors without any additional 
external logic. For a more detailed description of the multi- 
plexed bus, see MULTIPLEXED BIDIRECTIONAL AD- 
DRESS/DATA BUS (AD0-AD7). Most multiplexed micro- 
processors use one of two synchronous buses to interface 
peripherals. One bus was originated by Motorola in the 
MC6803 and the other by Intel in the 8085. 

The MOTEL circuit (for MOTorola and intEL bus) is built 
into peripheral and memory ICs to permit direct connection 
to either type of bus. A functional diagram of the MOTEL cir- 
cuit is shown in Figure 2. 



Motorola Type Competitor Type MC146823 
MPU Signals MRU Signals Pin Signals 



FIGURE 2 - FUNCTIONAL DIAGRAM OF MOTEL CIRCUIT 

Competitive Bus 



Internal 
Signals 



DS,E, or02 RD 




R/W Q 
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The microprocessor type is automatically selected by the 
MOTEL circuit through latching the state of the DS/RD pin 
with AS/ALE. Since DS is always low during AS and RD is 
always high during ALE, the latch automatically indicates 
with which type microprocessor bus it is interfaced. 

PIN DESCRIPTIONS 

The following paragraphs contain a brief description of the 
input and output pins. References (if applicable) are given to 
other paragraphs that contain more detail about the function 
being performed. 

MULTIPLEXED BIDIRECTIONAL ADDRESS/DATA BUS 
(AD0-AD7) 

Multiplexed bus processors save pins by presenting the 
address during the first portion of the bus cycle and using 
the same pins during the second portion of the bus cycle for 
data. Address-then-data multiplexing does not slow the 
access time of the MC146823 since the bus reversal from 
address to data is occurring during the internal register 
access time. 

The address must be valid t/\SL prior to the fall of 
AS/ALE at which time the MC146823 latches the address 
present on the AD0-AD3 pins. Valid write data must be 
presented and held stable during the latter portion of the DS 
or WR pulses. In a read cycle, the MC146823 outputs eight 
bits of data during the latter portion of the DS or RD pulses, 
then ceases driving the bus (returns the output drivers to 
high impedance) toHR hold time after DS falls in the 
Motorola case of MOTEL or RD rises in the other case. 

ADDRESS STROBE (AS) 

The address strobe input pulse serves to demultiplex the 
bus. The falling edge of AS or ALE causes the addresses 
AD0-AD3 to be latched within the MC146823. The automatic 
MOTEL circuit in the MC146823 also latches the state of the 
DS pin with the falling edge of AS or ALE. 

DATA STROBE OR READ (DS) 

The DS input pin has two interpretations via the MOTEL 
circuit. When generated by a Motorola microprocessor, DS 
is a positive pulse during the latter portion of the bus cycle, 
and is variously called DS (data strobe), E (enable), or phase 
2 (phase 2 clock). During read cycles, DS or RD signifies the 
time that the CPI is to drive the bidirectional bus. In write 
cycles, the trailing edge of DS or rising edge of WR causes 
the parallel interface to latch the written data present on the 
bidirectional bus. 

The second MOTEL interpretation of DS is that of RD, 
MEMR, or I/OR originating from the competitor's micropro- 
cessor. In this case, DS identifies the time period when the 
parallel interface drives the bus with read data. This inter- 
pretation of DS is also the same as an output-enable signal 
on a typical memory. 

The MOTEL circuit, within the MC146823, latches the 
state of the DS pin on the falling edge of AS/ALE. When the 
Motorola mode of MOTEL is desired DS must be low during 
AS/ALE, which is the case with the Motorola multiplexed 
bus microprocessors. To insure the competitor mode of 
MOTEL, the DS pin must remain high during the time AS/ 
ALE is high. 



READ/WRITE (R/W) 

The MOTEL circuit treats the R/W input pin in one of two 
ways. First, when a Motorola microprocessor is connected, 
R/W is a level which indicates whether the current cycle is a 
read or write. A read cycle is indicated with a high level on 
R/W while DS is high, whereas a write cycle is a low on 
R/W while DS is high. _ 

The second interpretation of R/W is as a negative write 
pulse, WR, MEMW, and I/OW from competitor's micropro- 
cessors. The MOTEL circuit in this mode gives the R/W pin 
the same meaning as the write (W) pulse on many generic 
RAMs. 

CHIP ENABLE (CE) 

The CE input signal must be asserted (low) for_the bus 
cycle in which the MC146823 is to be accessed. CE is not 
latched and must be stable prior to and during DS (in the 
Motorola case of MOTEL) and prior to and during RD and 
WR (in the other MOTEL case). Bus cycles which tal<e place 
without asserting CE cause no actions to take place within 
the MC146823. When CE is high, the multiplexed bus output 
is in a high-impedance state. 

When CE is high, all data, DS, and R/W inputs from the 
microprocessor are disconnected within the MC146823. This 
permits the MC146823 to be isolated from a powered-down 
microprocessor. 



B 



RESET (RESET) 



The RESET input pin is an active-low line that is used to 
restore all register bits, except the port data register bits, to 
logical zeros. After reset, all port lines are configured as in- 
puts and no interrupt or handshake lines are enabled. 

INTERRUPT REQUEST (FRU) 

The IRQ output line is an open-drain active-low signal that 
may be used to interrupt the microprocessor with a service 
request. The "open-drain" output allows this and other 
interrupt request lines to be wire ORed with a pullup resistor. 
The fRQ line is low when bit 7 of the status register is high. 
Bit 7 (IRQF) of the handshake/interrupt status register 
(HSR) is set if any enabled handshake transition occurs; and 
its associated control register bit is set to allow interrupts. 
Refer to INTERRUPT DESCRIPTION or HANDSHAKE 
OPERATION for additional information. 

PORT A, BIDIRECTIONAL I/O LINES (PA0-PA7) 

Each line of port A, PA0-PA7, is individually program- 
mable as either an input or output via its data direction 
register (DDRA). An I/O pin is an input when its correspond- 
ing DDR bit is a logic zero and an output when the DDR bit is 
a logic one. See Figure 3 for typical I/O circuitry and Table 1 
for I/O operation. 

There are three data registers associated with port A: 
PDA, PI DA, and P2DA. PI DA and P2DA are accessed when 
certain handshake activity is desired. See HANDSHAKE 
OPERATION for more information. 

Data written to the port A data register, PDA, is latched 
into the port A output latch regardless of the state of the 
DDRA. Data written to PI DA or P2DA is ignored and has no 
affect upon the output data latch or the I/O lines. An MRU 
read of port bits programmed as outputs reflect the last value 
written to the PDA register. Port A pins programmed as in- 
puts may be latched via the handshake line PC4/CA1 (see 
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FIGURES - TYPICAL PORT I/O CIRCUITRY 
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TABLE 1 - PORT DATA REGISTER ACCESSES (ALL PORTS) 



R/W 


DDR 
Bit 


Results 








The I/O pin is in input mode. Data is written into the 
output data latch. 





1 


Data is written into the output data latch and out- 
put to the I/O pin. 


1 





The state of the I/O pin is read. 


1 


1 


The I/O pin is in an output mode. The output 
data latch is read. 



HANDSHAKE OPERATION) and latched input data may be 
read via any of the three port A data registers. If the port A 
input latch feature is not enabled, an MPU read of any port A 
data register reflects the current status of the port A input 
pins if the corresponding DDRA bits equal zero. Reset has 
no effect upon the contents of the port A data register; 
however, all pins will be placed in the input mode (all DDRA 
bits forced to equal zero) and all handshake lines will be 
disabled. 

PORT B BIDIRECTIONAL I/O LINES (PB0-PB7) 

Each line of port B, PB0-PB7, is individually programmable 
as either an input or an output via its data direction register 
(DDRB). An I/O pin is an input when its corresponding DDR 
bit is a logic zero and an output when the DDR bit is a logic 
one. 

There are three data registers associated with port B: 
PDB, P1DB, and P2DB. PDB is used for simple port B data 
reads and writes. PI DB and P2DB are accessed when certain 
handshake activity is desired. See HANDSHAKE OPERA- 
TION for more information. 

Data written to PDB or PIDB data register is latched into 
the port B output latch regardless of the state of the DDRB. 
An MPU read of port bits programmed as outputs reflect the 
last value written to a port B data register. An MPU read of 
any port B register reflects the current status of the input 
pins whose DDRB bits equal zero. Reset has no effect upon 
the contents of the port B data register; however, all pins will 
be placed in the input mode (all DDRB bits forced to equal 
zero) and all handshake lines will be disabled. 





I/O 
Pin 



PORT C, BIDIRECTIONAL I/O LINES (PC0-PC3) 

Each line of port C, PC0-PC3, is individually programmable 
as either an input or an output via its data direction register 
(DDRC). An I/O pin is an input when its corresponding DDR 
bit is a logic zero and an output when the DDR bit is a logic 
one. Port C data register (PDC) is used for simple port C data 
reads and writes. 

Data written into PDC is latched into the port C data latch 
regardless of the state of the DDRC. An MPU read of port C 
bits programmed as outputs reflect the last value written to 
the PDC register. An MPU read of the port C register reflects 
the current status of the corresponding input pins whose 
DDRC bits equal zero. Reset has no effect upon the contents 
of the port C data register; however, all pins will be placed in 
the input mode (all DDRC bits forced to equal zero) and all 
handshake lines will be disabled. 

PORT C BIDIRECTIONAL I/O LINE OR PORT A INPUT 
HANDSHAKE LINE (PC4/CA1) 

This line may be programmed as either a simple port C I/O 
line or as a handshake line for port A via the port C function 
select register (FSR). If programmed as a port C I/O pin, 
PC4/CA1 performs as described in the PC0-PC3 pin descrip- 
tion. If programmed as a port A handshake line, PC4/CA1 
performs as described in HANDSHAKE OPERATION. 

PORT C BIDIRECTIONAL I/O LINE OR PORT A 
BIDIRECTIONAL HANDSHAKE LINE (PC5/CA2) 

This line may be programmed as either a simple port C I/O 
line or as a handshake line for port A via the port C function 
select register (FSR). If programmed as a port C I/O pin, 
PC5/CA2 performs as described in the PC0-PC3 pin descrip- 
tion. If programmed as a port A handshake line, PC5/CA2 
performs as described in HANDSHAKE OPERATION. 

PORT C BIDIRECTIONAL I/O LINE OR PORT B INPUT 
HANDSHAKE LINE (PC6/CB1) 

This line may be programmed as either a simple port C I/O 
line or as a handshake line for port B via the port C function 
select register (FSR). If programmed as a port C I/O pin, 
PC6/CBT performs as described in the PC0-PC3 pin descrip- 
tion. If programmed as a port B handshake line, PC6/CB1 
performs as described in HANDSHAKE OPERATION. 
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PORT C BIDIRECTIONAL I/O LINE OR PORT B 
BIDIRECTIONAL HANDSHAKE LINE (PC7/CB2) 

This line may be programmed as either a simple port C I/O 
line or as a handshake line for port B via the port C function 
select register (FSR). If programmed as a port C I/O line, 
PC7/CB2 performs as described in the PC0-PC3 pin descrip- 
tion. If programmed as a port B handshake line, PC7/CB2 
performs as described in HANDSHAKE OPERATION. 



HANDSHAKE OPERATION 

Up to four port C pins can be configured as handshake 
lines for ports A and B (one input-only and one bidirectional 
line for each port) via the port C function select register 
(FSR). The direction of data flow for the two bidirectional 
handshake lines (CA2 and CB2) is determined by bits 5 and 
7, respectively, of the port C data direction register (DDRC). 
Actual handshake operation is defined by the appropriate 
port control register (CRA or CRB). 

The control registers allow each handshake line to be pro- 
grammed to operate in one of four modes. CA2 and CB2 
each have four input and four output modes. For detailed in- 
formation, see Tables 2 and 3. 



A summary of the handshake modes is given in the input 
and output sections that follow. All handshake activity is 
disabled by reset. 

INPUT 

Handshake lines programmed as inputs operate in any of 
four different modes as defined by the control registers (see 
Table 2). A bit in the handshake/interrupt status register 
(HSR) is set to a logic one on an active transition of any 
handshake line programmed as an input. Modes and 1 
define a negative transition as active; modes 2 and 3 define a 
positive transition as active. If modes 1 or 3 are selected on 
any input handshake line then the active transition of that 
line results in the IRQF bit of the HSR being set to a logic one 
and causes the interrupt line (FRQ) to go low. IRQ is released 
by clearing the HSR bits that are input handshake lines 
which have interrupts enabled. 

If an active transition occurs while the associated HSR bit 
is set to a logic one, the corresponding bit in the handshake 
warning register (HWR) is set to a logic one indicating that 
service of at least one active transition was missed. An HWR 
bit is cleared to a logic zero by first accessing the appropriate 
port data register, to clear the appropriate HSR status bit, 
followed by a read of the HWR. 



B 



TABLE 2 - INPUT HANDSHAKE MODES 



Mode 


Control 
Register Bits* 


Active 
Edge 


Status Bit 
In HSR 


IRQ Pin 





00 


-Edge 


Set high on 
active edge. 


Disabled 


1 


01 


- Edge 


Set high on 
active edge. 


Goes low when corresponding 
status flag in HSR goes high. 


2 


10 


-1- Edge 


Set high on 
active edge. 


Disabled 


3 


11 


+ Edge 


Set high on 
active edge. 


Goes low when corresponding 
status flag in HSR goes high. 



Cleared to logic zero on reset. 



TABLE 3 - OUTPUT HANDSHAKE LINES (CA2 AND CB2 ONLY) 



Mode 


Control 
Register 
CRA(B) 

Bits 
3 and 4* 


Handshake Line Set High 


Handshake Line Cleared Low 


Default 
Level 





00 


Handshake set high on active 
transition of CA1 input. 

Handshake set high on active 
transition of CB1 input. 


Read of PI DA or a read of P2DA 
while HSA1 is cleared. 

Write of port B P1DB or write 
of P2DB while HSB1 is cleared. 


High 


1 


01 


High on the first positive 
(negative) transition of AS 
while CA2 (CB2) is low. 


Low on the first positive 
(negative) transition on AS fol- 
lowing a read (write) of port 
A(B) data registers PIDA(B) or 
P2DA(B). 


High 


2 


10 


Never 


Always 


Low 


3 


11 


Always 


Never 


High 



* Cleared to logic zero on reset. 
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INPUT LATCH 

Port A input-only handshake line (PC4/CA1) can be pro- 
gramnned to function as a latch enable for port A input data 
via CAl LE (bit 2 of CRA). If CAl LE is programmed to a 
logic one, an active transition of PC4/CA1 will latch the cur- 
rent status of the port A input pins into all three port A data 
registers (PDA, PI DA, and P2DA). When CAl LE is enabled, 
port A and PC4/CA1 function as an 8-bit transparent latch; 
that is, if the HSA1 bit in the HSR is a logic zero then a read 
of any port A register reflects the current state of the port A 
input pins and corresponding bits of the output data latch for 
port A output pins. If HSA1 is a logic one, a read of any port 
A data register reflects the state of the port A input pins 
when HSAl was set and the corresponding bits of the port A 
output data latch for port A output pins. 

Further transitions of PC4/CA1 result only in setting the 
HWA1 bit in the HWR and do not relatch data into the port A 
registers. Latched data is released only by clearing HSAl in 
the HSR to a logic zero (HSAl is cleared by reading P1DA). 

OUTPUT 

Each bidirectional handshake line programmed as an out- 
put by the DDRC operates in one of four modes as described 
in Table 3. Modes 2 and 3 force the output handshake line to 
reflect the state of bit 4 in the appropriate control register. 

In modes and 1 , PC5/CA2 is forced low during the cycle 
following a read of PI DA or a read of P2DA while HSAl is 
cleared. PC7/CB2 is forced low during the cycle following a 
write to P1DB or a write to P2DB while HSB1 is cleared. 
Because of these differences, port A is the preferred input 
port and port B is the preferred output port. 

In mode 0, PC5/CA2 (PC7/CB2) is set high by an active 
transition of PC4/CA1 (PC6/CB1). In mode 1, PC5/CA2 
(PC7/CB2) is set high in the cycle following the cycle in 
which PC5/CA2 (PC7/CB2) goes low. Mode 1 forces a low- 
going pulse on PC5/CA2 (PC7/CB2) following a read (write) 
of P1DA (P1DB) or P2DA (P2DB) that is approximately one 
cycle time wide. 

When entering an output handshake mode for the first 
time after a reset, the handshake line outputs the default 
level as listed in Table 3. 



INTERRUPT DESCRIPTION 

The MC146823 allows an MPU interrupt request (IRQ low) 
via the input handshake lines. The input handshake line, 
operating in modes 1 or 3 as defined by the control registers 



(CRA and CRB), causes IRH to go low when IRQF (interrupt 
flag) in the HSR is set to a logic one. fRQ is released when 
IRQF is cleared. See Handshake/ Interrupt Status Register 
under REGISTER DESCRIPTION for additional information. 



REGISTER DESCRIPTION 

The MC146823 has 15 registers (see Figure 1) which define 
the mode of operation and status of the port pins. The 
following paragraphs describe these registers. 



Register Names: 

Control Register A (CRA) 
Control Register B (CRB) 

Register Addresses: 

$9 (CRA) 
$A (CRB) 



Register Bits: 





7 


6 


5 


4 3 


2 


1 


$9 


X 


X 


X 


CA2 
Mode 


CAT 
LE 


CAl 
Mode 


$A 


X 


X 


X 


CB2 

Mode 


X 


CB1 
Mode 



Purpose: 

These two registers control the handshake and interrupt 
activity for those pins defined as handshake lines by the 
port C function select register (FSR). 



Description: 

CA2 and CB2 are programmed as inputs or outputs via the 
associated DDRC bits. Each handshake line is controlled 
by two mode bits. Bit 2 of CRA enables the Port A latch 
for an active CAl transition. Table 2 describes the input 
handshake modes (CAl, CB1, CA2, CB2) and Table 3 
describes the output handshake modes for CA2 and CB2. 
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Register Names: 

Port A Data Registers (PDA, PI DA, P2DA) 

Register Addresses: 

$2 (PDA), $0 (P1DA), $1 (P2DA) 

Register Bits: 



7 


6 


5 


4 


3 


2 


1 





1 Bit 7 


Bite 


Bit 5 


Bit 4 


Bits 


Bit 2 


Bit 1 


BitO 1 



Purpose: 

These three registers serve different purposes. PDA is 
used to read input data and latch data written to the port A 
output pins. PI DA and P2DA are used to read input data 
and to affect handshake and status activity for PC4/CA1 
and PC5/CA2. If enabled, port A input data may be latch- 
ed into the three port A data registers on an active 
PC4/CA1 transition as described in HANDSHAKE 
OPERATION. 

Description: 

Data written into PDA is latched into the port A output 
latch (see Figure 3) regardless of the state of DDRA. Out- 
put pins, as defined by DDRA, assume the logic levels of 
the corresponding bits in the PDA output latch. The PDA 
output latch allows the user to read the state of the port A 
output data. If the input latch is not enabled, a read of any 
port A data register reflects the current state of the port A 
input pins as defined by DDRA and the contents of the 
output latch for output pins. Writes into PI DA or P2DA 
have no effect upon the output pins or the output data 
latch. Users are recommended to initialize the port A out- 
put latch before changing any pin to an output via the 
DDRA. 

MRU accesses of PI DA or P2DA are primarily used to af- 
fect handshake and status activity. A summary of the ef- 
fects on the status and warning bits of port A data register 
accesses is given in Table 4. For more information, see 
HANDSHAKE OPERATION and Control Register A (CRA) 
under REGISTER DESCRIPTION. Reset has no effect 
upon the contents of any port A data register. 



Register Names: 

Port B Data Registers (PDB, P1DB, P2DB) 

Register Addresses: 

$3 (PDB), $C(P1DB), $D (P2DB) 

Register Bits: 



7 


6 


5 


4 


3 


2 


1 





1 Bit 7 


Bite 


Bits 


Bit 4 


Bits 


Bit 2 


Bit 1 


BitO 1 



Purpose: 

These three registers serve different purposes. The Port B 
data registers are used to read input data and to latch data 
written to the port B output pins. Writes to PDB and PI DB 
affect the contents of the output data latch while writes to 
P2DB do not affect the output data latch. P1 DB and P2DB 
accesses additionally affect handshake and status activity 
for PC6/CB1 and PC7/CB2. 

Description: 

Data whtten into PDB and P1DB port B registers is latched 
into the port B output latch (see Figure 3) regardless of the 
state of DDRB. Output pins, as defined by DDRB, assume 
the logic levels of the corresponding bits in the port B out- 
put latch. Reads of any port B data registers reflect the 
contents of the output data latch for output pins and the 
current state of the input pins (as determined by DDRB). 
Users are recommended to initialize the port B output 
latch before changing any pin to an output via the DDRB. 

MRU accesses of P1DB or P2DB are phmarily used to af- 
fect handshake and status activity. A summary of the ef- 
fects on status and warning register bits of port B data 
register accesses is given in Table 5. For more information, 
see HANDSHAKE OPERATION or Control Register B 
(CRB) under REGISTER DESCRIPTION. Reset has no ef- 
fect upon the contents of any port B data register. 



B 



TABLE 4 - SUMMARY OF EFFECTS ON HANDSHAKE STATUS, WARNING BITS, 
AND OUTPUT LATCH BY PORT A DATA REGISTER ACCESSES 



Register 
Accessed 


HSR Bit 


HWR Bit 


Handshake Reaction 


Output Latch 1 


Read 


Write 


PDA 


None 


None 


None 


Yes 


Yes 


PI DA 


HSA1 cleared 
to a logic 
zero. 


HWA1 loaded 
into buffer 
latch. 


CA2 goes low if output modes 
or 1 are selected in the CRA. 


Yes 


No 


P2DA 


HSA2 cleared 
to a logic 
zero. 


HWA2 loaded 
into buffer 
latch. 


CA2 goes low if output modes 
or 1 are selected in the CRA. 


Yes 


No 
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TABLE 5 - SUMMARY OF EFFECTS ON HANDSHAKE STATUS, WARNING BITS, 
AND OUTPUT LATCH BY PORT B DATA REGISTER ACCESSES 



Register 
Accessed 


HSR Bit 


HWR Bit 


Handshake Reaction 


Output Latch 


Read 


Write 


PDB 


None 


None 


None 


Yes 


Yes 


RIDS 


HSB1 cleared 
to a logic 
zero. 


HWB1 loaded 
into buffer 
latch. 


CB2 goes low if output modes 
or 1 are selected in the CRB, 


Yes 


Yes 


P2DB 


HSB2 cleared 
to a logic 
zero. 


HWA2 loaded 
into buffer 
latcfi. 


CB2 goes low if output modes 
or 1 are selected in CRB. 


Yes 


No 



i 



Register Name: 

Port C Data Register (PDC) 

Register Address: 

$4 

Register Bits: 



7 


6 


5 


4 


3 


2 


1 





|Bit7 


Bite 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


Bit 1 



Purpose: 

The port C data register (PDC) is used to read input data 
and to latch data written to the output pins. 

Description: 

Data is written into the port C output latch (see Figure 3) 
regardless of the state of DDRC. Any port C pin defined as 
a handshake line by the port C function select register 
(FSR) is not affected by PDC. Output pins, as defined by 
DDRC, assume logic levels of the corresponding bits in the 
port C output latch. A read of PDC reflects the contents of 
the output latch for output pins and the current state of 
the input pins (as reflected in the DDRC). Reset has no ef- 
fect upon the contents of PDC. Users are recommended 
to initialize the port C output data latch before changing 
any pin to an output via the DDRC. 

Register Name: 

Data Direction Register for Port A (B) (C) 

Register Address: 

$6 ($7) ($8) 

Register Bits: 



7 


6 


5 


4 


3 


2 


1 





1 Bit 7 


Bite 


Bit 5 


Bit 4 


Bits 


Bit 2 


Bit 1 


BitO j 



Purpose: 

Each of the three data direction registers (DDRA, DDRB, 
and DDRC) define the direction of data flow of the port 
pins for ports A, B, and C. 



Description: 

A logic zero in a DDR bit places the corresponding port pin 
in the input mode. A logic one in a DDR bit places the cor- 
responding pin in the output mode. Any port C pins de- 
fined as bidirectional handshake lines also use the port C 
DDR (DDRC). Input-only handshake lines are not affected 
by DDRC. Reset clears all DDR bits to logic zero configur- 
ing all port pins as inputs. The DDRs have no write-inhibit 
control over the port data output latches. Data may be 
written to the port data registers even though the pins are 
configured as inputs. 

Register Name: 

Port C Pin Function Select Register (FSR) 

Register Address: 

$B 

Register Bits: 



7 


6 


5 


4 


3 


2 


1 





|CFB2 


CFB1 


CFA2 


CFA1 1 


XX 


XX 


XX 


XX 1 



Purpose: 

The port C pin function select register defines whether the 
multifunction port C pins are to operate as "normal" port 
C lines or as handshake lines. 

Description: 

A logic zero in any FSR bit defines the corresponding port 
C pin as a "normal" I/O pin. A logic one in any valid FSR 
bit defines the corresponding port C pin as a handshake 
line. Pins defined as handshake lines function according to 
the contents of control register A (CRA) or control register 
B (CRB). The port C data direction register (DDRC) is valid 
regardless of FSR contents for all pins except PC4/CA1 
and PC6/CB1. Transitions on port C pins not defined as 
handshake pins do not effect the handshake/interrupt 
status register. Reset clears all FSR bits to a logic zero. 
Users are recommended to initialize the data direction and 
control registers before modifying the FSR. 
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Register Name: 

Handshake/Interrupt Status Register (HSR) 

Register Address: 

$E 



Register Name: 

Handshake Warning Register (HWR) 

Register Address: 

$F 



Register Bits: 



Register Bits: 



7 


6 


5 


4 


3 


2 


1 





1 IRQF 1 


XX 


1 ^^ 


XX 


1 HSB2 


1 HSA2| 


HSB1 


1 HSA1 1 



7 


6 


5 


4 


3 2 10 


1 ^^ 1 


XX 


1 ^^ 


1 XX 


1 HWB2 |hWA2 1 HWB1 | HWA1 1 



Purpose: 

The handshake interrupt status register is a read-only flag 
register that may be used during a polling routine to deter- 
mine if any enabled input handshake transition, as defined 
by the control register (CRA and CRB), has occurred. 

Description: 

If an enabled input handshake transition occurs then the 
appropriate HSR bit (HSB2, HSA2, HSB1, or HSAl) is 
set. The IRQ flag bit (bit 7, IRQF) is set when one or more 
of the HSR bits 0-3 and their corresponding control 
register bits are set to a logic one as shown in the follow- 
ing equation: 

Bit 7= IRQF = [HSB2»CRB2(3)] + [HSA2«CRA2(3)] 
-h[HSB1»CRB1(0)]-h[HSAl«CRA1(0)] 

The numbers in ( ) indicate which bit in the control 
register enables the interrupt. 

Handshake/interrupt status register bits are cleared by 
accessing the appropriate port data register. The following 
table lists the HSR bit and the port data register that must 
be accessed to clear the bit. 

To Clear Access 

HSR Bit Register 

HSB2 P2DB 

HSA2 P2DA 

HSB1 P1DB 

HSAl PI DA 

Reset clears all handshake/interrupt status register bits to 
a logic zero. 



Purpose: 

The warning register is a read-only flag register that may 
be used to determine if a second attempt to set a hand- 
shake/interrupt status register bit has been made before 
the original had been serviced. 

Description: 

Each bit in the handshake/interrupt status register, except 
IRQF, has a corresponding bit in the handshake warning 
register. If an attempt is made to set a bit in the hand- 
shake/interrupt status register that is already set, then the 
corresponding bit in the handshake warning register is also 
set. An attempt is the occurrence of any enabled input 
handshake transition as defined by the control registers. 

A handshake warning register bit is cleared by first reading 
the appropriate data register then reading the handshake 
warning register. Reading the data register (either PI DA, 
P2DA, PIDB, or P2DB) loads a buffer latch with the pro- 
per bit in the handshake warning register ( HWA1 , HWA2, 
HWBl, and HWB2, respectively). The next read of the 
handshake warning register clears the appropriate bit 
without affecting the other three handshake warning 
register bits. The upper four bits, HWR4-HWR7, always 
read as logic zeros. If a port data register is not read before 
reading the handshake warning register, then the hand- 
shake warning register bits will remain unaffected. Reset 
clears all HWR bits to a logic zero. 

Recommended status register handling sequence: 



i 



1. Read status 
register 

2. Read/write port 
data indicated by 
status register 

3. Read warning 
register 



(User determines which if any 
enabled handshake transition 
occurred) 

(Clears associated status bit and 
latches appropriate warning 
register bit in the buffer latch) 
(Latched warning bit is cleared 
and the remaining bits are unaf- 
fected) 
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TYPICAL INTERFACING 



The MC146823 is best suited for use with microprocessors 
which generate an address-then-data-multiplexed bus. 
Figure4 shows the MC146823 in a typical CIVIOS system that 



uses the MC146805E2 CIVIOS MRU. Other multiplexed 
microprocessors can be used as easily. 

A single-chip microcomputer (MCU) may be interfaced 
with 1 1 port lines as shown in Figure 5. This interface also re- 
quires some software overhead to gain up to 13 additional 
I/O lines and the MC146823 handshake lines. 



FIGURE 4 - A TYPICAL CMOS MICROPROCESSOR SYSTEM 
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FIGURE 5 - MC146823 INTERFACED WITH THE PORTS OF A 
TYPICAL SINGLE-CHIP MICROCOMPUTER 
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8-BIT EPROM MICROCOMPUTER UNIT 

The MC1468705F2 Microcomputer Unit (MCU) is an EPROM member 
of tine M6805 Family of low-cost single-chip microcomputers. The user 
programmable EPROM allows program changes and lower volume ap- 
plications in comparison to the factory mask programmable versions. 
The EPROM versions also reduce the development costs and turn- 
around time for prototype evaluation of mask ROM versions. This 8-bit 
microcomputer contains a CPU, on-chip oscillator, EPROM, bootstrap 
ROM, RAM, I/O, and a TIMER. 

The MC1468705F2 is a low-power processor designed for low-end to 
mid-range applications in the consumer, automotive, industrial, and 
communications markets where very low-power consumption con- 
stitutes an important factor. 

HARDWARE FEATURES 

• Low Power Wait Mode 

• Typical Stop Mode Power of 25 /iW 

• 8-Bit Architecture 

• Fully Static Operation 

• Single 3- to 5.5-Volt Supply 

• 1080 Bytes of On-Chip User EPROM 

• 64 Bytes of On-Chip RAM 

• Memory Mapped I/O 

• 16 Bidirectional I/O Lines 

• Four Input-Only Lines 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• External and Timer Interrupts 

• Bootstrap Program in ROM Simplifies EPROM Programming 

• Master Reset and Power-On Reset 

• On-Chip Oscillator 

• 1 /is Cycle Time 

• 28-Pin Dual-ln-Line Package 

SOFTWARE FEATURES 

• Similar to M6800 Family 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• 10 Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory mapped I/O 

• Two Power Saving Standby Modes 

USER PROGRAMMABLE OPTIONS 

• Crystal or Low-Cost Resistor Oscillator Option 

• Oscillator Internally Divided by Two or Four 

• Interrupts Edge Sensitive Only or Level and Edge Sensitive 
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L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



PIN ASSIGNMENT 



RESET 
iRQ[ 
Vpp 
OSCl 
0SC2C 
PAO[ 
PAlC 
PA2C 
PA3[ 
PA4C 
PAbC 

PAeC 

PA7C 
VSS^ 



2 



vy 



3vdd 

]TIMER 

Dpco 

]PC1 
]PC2 
]PC3 
]PBO 
3PB1 
]PB2 
3pB3 
DpB4 
3PB5 
]PB6 
3PB7 



this document contains information on a product under development. Motorola reserves the 
right to change or discontinue this product without notice. 
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BLOCK DIAGRAM 
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NOTE; Since the stack pointer decrements during pushes, the PCL is 
stacked first, followed by PCH, etc. Pulling from the stack is in 
the reverse order. 
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Advance Information 



8-BIT EPROM MICROCOMPUTER UNIT 

The MC1468705G2 Microcomputer Unit (MCU) is an EPROM mem- 
ber of the MC146805 CMOS Family of Microcomputers. The user pro- 
grammable EPROM allows program changes and lower volume applica- 
tions in comparison to the factory mask programmable versions. The 
EPROM versions also reduce the development costs and turnaround 
time for prototype evaluation of the mask ROM versions. This 8-bit 
microcomputer contains on-chip oscillator, CPU, RAM, EPROM, self- 
programming bootstrap ROM, I/O, and TIMER. 

In addition to power saving STOP and WAIT modes, fully static 
design allows operation at frequencies down to dc, further reducing its 
already low power consumption. It is a low-power processor designed 
for low-end to mid-range applications in the consumer, automotive, in- 
dustrial, and communications markets where very low power consump- 
tion constitutes an important factor. 

The following are the major features of the MC1468705G2 EPROM 
MCU. 

HARDWARE FEATURES 

• Typical Full Speed Operating Power of 20 mW at 5 V 

• Typical WAIT Mode Power of 5 mW 

• Typical STOP Mode Power of 5 ^iW 

• Fully Static Operation 

• 112 Bytes of On-Chip RAM 

• 2106 Bytes of UV Erasable, User Programmable ROM (EPROM) 

• 32 Bidirectional I/O Lines 

• High Current Drive 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• External and Timer Interrupts 

• Master Reset and Power-On Reset 

• Singles to 5.5 V Supply 

• On-Chip Oscillator with RC or Crystal Options Selected by EPROM 
Mask Option Register 

• Plug-In Compatible with the MC146805G2 

• Self-Programming Bootstrap Program in ROM Simplifies EPROM 
Programming 

SOFTWARE FEATURES 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Addressing Modes with Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Two Power Saving Standby Modes; WAIT and STOP 

• Fully Compatible with M146805 CMOS Family Microcomputers 



This document contains information on a new product. Specifications and information fierein 
are subject to change without notice. 
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FIGURE 1 - BLOCK DIAGRAM 
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MAXIMUM RATINGS (Voltages Referenced to Vss) 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


Vdd 


-0.3 to +5.5 


V 


Input Voltage 


Vin 


Vss-0.3to Vdd + 0.3 


V 


EPROM Programming Voltage (Vpp Pin) 


Vin 


-0.3 to -13.5 


V 


Current Drain Per Pin 
Excluding Vqq, Vss, and Vpp 
Vpp 


1 


10 
-30 


mA 
mA 


Operating Temperature Range 


Ta 


to70 


"C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 


Current Drain Total (PD4-PD7 Only) 


lOH 


40 


mA 


THERMAL CHARACTERISTICS 


Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic 


ejA 


50 


°C/W 



This device contains circuitry to protect 
the inputs against damage due to high 
static voltages of electric fields; however, 
it is advised that normal precautions be 
tal<en to avoid application of any voltage 
higher than maximum rated voltages to 
this high impedance circuit. For proper 
operation it is recommended that Vj,-, and 
Vgut t)6 constrained to the range 
Vss^lVjn or Voutl^VoD- Reliability of 
operation is enhanced if unused inputs 
except 0SC2 and Vpp are connected to 
an appropriate logic voltage level (e.g., 
either Vss °'' ^dd'- Be sure that the 
EPROM window is shielded from light 
with an opaque cover at all times except 
when erasing. 
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BOOTSTRAP PROGRAMMING OPERATION ELECTRICAL CHARACTERISTICS (Vdd-5.25 Vdc, Vss = Vdc, Ta = 25°C 

unless otherwise noted) 



Characteristics 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage (Vpp Pin) (Figure 20) 


Vpp 


- 


-13.5 


- 


V 


Vpp Supply Current 
Vpp= -13.5 V 


Ipp 


_ 


30 


_ 


mA 


Programming Oscillator Frequency 


^oscp 


- 


- 


1.0 


MHz 


Bootstrap Programming Mode Voltage 
(IRQ Pin) ljn=100^A Max 


ViRQP 


- 


-12.0 


- 


V 


TIMER Pin Programming Mode Voltage 


Vtimp 


Vdd 


- 


Vdd 


V 



DC ELECTRICAL CHARACTERISTICS {Vdd = 5.0 Vdc ±10%, Vss = Vdc, Vpp = Vdc, Ta = 0°C to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Output Voltage, I|_oads10.0 ^A 


Vol 
Vqh 


Vdd-0.1 


0.1 


V 


Output High Voltage 
(lLoad= -lOO/iA) PB0-PB7, PC0-PC7 
(lLoad= -2 mA) PA0-PA7, PD0-PD3 
llLoad=-8mA) PD4-PD7 


VOH 


2.4 


- 


V 


Output Low Voltage 

(lLoad = 800^A) PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


Vol 




0.4 


V 


Input High Voltage 
PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 
RESET", IRQ, TIMER, 0SC1 


V|H 


Vdd-2.0 
Vdd-0.8 


Vdd 
Vdd 


V 


Input Low Voltage All Inputs (except Vpp) 


V|L 


vss 


0.8 


V 


Input Low Voltage Vpp (normal oper. mode) 


V|L 


vss 


Vss 


V 


Total Supply Current (Ci_ = 50 pF on Ports, no dc Loads, tQyc= 1 /»s) 
RUN (V|L = 0.2 V, V|h = Vdd-0.2 V) 
WAIT (See Note 1) 
STOP (See Note 1) 


Idd 


- 


10 
5 
250 


mA 
mA 


I/O Ports Input Leakage PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


l|L 


- 


+ 10 


^A 


Input Current RESET, IRQ, TIMER, 0SC1 


'in 


- 


±1 


^A 


Capacitance 
Ports 
RESET, IRQ, TIMER, 0SC1 


Cput 
Cin 


— 


12 
8 


pF 
pF 



NOTES: 

1. Test conditions for Iqq are as follows: 

All ports programmed as inputs 

V|L = 0.2 V (PA0-PA7, PB0-PB 7 , PC 0-PC7, PD0-PD7) 

V|H = VdD -0 2 V for RESET, IRQ, and TIMER 

QSC1 input is a squarewave from 0.2 V to Vqd -0.2 V 

0SC2 output load = 20 pF (WAIT Iqd is affected linearly by the 0SC2 capacitance) 

2. Vpp is pin 3 on the MC1468705G2 and is connected to Vss in the normal operating mode. 



TABLE 1 

(Vdd = 5.0 Vdc ±10 



- CONTROL TIMING 

D, Vss = Vdc, Ta = to70°C) 



i 



Characteristic 


Symbol 


Min 


Max 


Unit 


Crystal Oscillator Startup Time (See Figure 5) 


tQXOV 


- 


100 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (See Figure 6) 


tiLCH 


- 


100 


ms 


Timer Pulse Width (See Figure 4) 


tTH. tTL 


500 


- 


'eye 


RESET Pulse Width (See Figure 5) 


tRL 


1.5 


- 


tcyc 


Timer Period (See Figure 4) 


'TLTL 


1000 


- 


ns 


Interrupt Pulse Width Low (See Figure 14) 


tiLIH 


1.0 


- 


'eye 


Interrupt Pulse Period (See Figure 14) 


t|LIL 


* 


- 


'eye 


0SC1 Pulse Width (with External Clock) 


tQH. tOL 


125 


- 


ns 


Cycle Time 


'eye 


1000 


- 


ns 


Frequency of Operation 
Crystal ( -^ 4 option) 
External Clock ( -^ 4 option) 
Crystal ( -^ 2 option) 
External Clock ( -^ 2 option) 


foso 
'osc 


dc 
dc 


4.0 
4.0 
2.0 
2.0 


MHz 
MHz 
MHz 
MHz 



*The minimum period t||_||_ should not be less than the number of t^yc cycles it takes to execute the interrupt service routines plus 20 tg 
cycles. 



S'lOSS 



MC1468705G2 



FIGURE 2 - EQUIVALENT TEST LOAD 
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FIGURE 3 - TYPICAL OPERATING CURRENT vs INTERNAL FREQUENCY 
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FIGURE 4 - TIMER RELATIONSHIPS 
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FIGURE 5 - POWER-ON RESET AND RESET 
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'0SC1 line is not meant to represent frequency. It is only used to represent time. 
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FIGURE 6 - STOP RECOVERY AND POWER-ON RESET 
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FUNCTIONAL PIN DESCRIPTION 

Vdd and Vss 

Power is supplied to the MCU using these two pins. Vqd 
is power and Vss '^ ground. 

TRQ (MASKABLE INTERRUPT REQUEST) 

IRQ is a programmable option which provides two dif- 
ferent choices of interrupt triggering sensitivity. These op- 
tions are: (1) negative edge-sensitive triggering only, or (2) 
both negative-edge sensitive and level-sensi tive triggering. In 
the latter case, either type of input to the IRQ pin will pro- 
duce the interrupt. The MCU completes the current instruc- 
tion before it responds to the interrupt request. When the 
IRQ pin goes low for at least one tcyc, a logic one is latched 
internally to signify an Interrupt has been requested. When 
the MCU completes its current instruction, the interrupt 
latch is tested. If the interrupt latch contains a logic one, and 
the interrupt mask bit (I bit) in the condition code register is 
clear, the MCU then begins the interrupt sequence. 

If the optio n is selected to include level-sensitive trigger- 
ing, then the IRQ input requires an external resistor to Vqq 
for "wire-OR" operation. See INTERRUPTS for more detail. 
This pin also detects a negative voltage that is used to initiate 
the bootstrap mode program. 



RESET 



The RESET input is not required for startup but can be 
used to reset the MCU internal state and provide an orderly 
software startup procedure. Refer to RESETS for a detailed 
description. 

TIMER 

The TIMER input may be used as an external clock for the 
on-chip timer. This pin is connected to Vqd for the boot- 
strap mode (EPROM programming). Refer to TIMER for 
additional information about the timer circuitry. 



Vpp 

The Vpp pin is used when programming the EPROM. By 
applying the negative programming voltage to this pin, one 
of the requirements is met for programming the EPROM. 
Refer to PROGRAMMING FIRMWARE and the PROGRAM- 
MING OPERATION ELECTRICAL CHARACTERISTICS 
table. 

NOTE 

In normal operation, this pin is connected directly to 

Vss. 

0SC1, 0SC2 

The MC1468705G2 can be configured to accept either a 
crystal input or an RC network to control the internal oscilla- 
tor. Additionally, the internal clocks can be derived by either 
a divide-by-two or divide-by-four of the internal oscillator fre- 
quency (fosc'- Both of these options are programmable via 
the mask option register (MOR) in the EPROM array. The 
programmable options provided via the MOR in the 
MC1468705G2 are mask options in the MC146805G2. 

RC — If the RC oscillator option is selected, then a resistor 
is connected to the oscillator pins as shown in Figure 7(d). 
The relationship between R and fosc is shown in Figure 8. 

CRYSTAL — The circuit shown in Figure 7(b) is recom- 
mended when using a crystal. The internal oscillator is 
designed to interface with an AT-cut parallel resonant quartz 
crystal resonator in the frequency range specified for fosc in 
Table 1 Control Timing. Using an external CMOS oscillator is 
recommended when crystals outside the specified ranges are 
to be used. The crystal and components should be mounted 
as close as possible to the input pins to minimize output 
distortion and startup stabilization time. Refer to Table 1 for 
Vdd specifications. 
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FIGURE?- OSCILLATOR CONNECTIONS 
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(b) Crystal Oscillator Connections 



MC1468705G2 
0SC1 0SC2 



t-wv— 1^ 



(d) RC Oscillator Connection 



MC1468705G2 
0SC1 0SC2 



Unconnected 

<C External Clock 

(e) External Clock Source Connections 



FIGURE 8 - TYPICAL FREQUENCY vs RESISTANCE FOR RC OSCILLATOR OPTION ONLY 
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EXTERNAL CLOCK - An external clock should be ap- 
plied to the 0SC1 input with the 0SC2 input not connected, 
as shown in Figure 7(e). An external clock should be used 
with the crystal oscillator option and its pulse width should 
be the tOH- ^OL specification. The tQXOV or ^ILCH specifi- 
cations do not apply when using an external clock input. 



PD0-PD7 

These eight lines comprise Port D. PD4-PD7 also are cap- 
able of driving LEDs directly. The state of any pin is software 
programmable. Refer to PROGRAMMING for a detailed 
description of I/O programming. 



a 



PA0-PA7 

These eight I/O lines comprise Port A. The state of any pin 
is software programmable. Refer to PROGRAMMING for a 
detailed description of I/O programming. 

PB0-PB7 

These eight lines comprise Port B. The state of any pin is 
software programmable. Refer to PROGRAMMING for a 
detailed description of I/O programming. 

PC0-PC7 

These eight lines comprise Port C. The state of any pin is 
software programmable. Refer to PROGRAMMING for a 
detailed description of I/O programming. 



PROGRAMMING 

INPUT/OUTPUT PROGRAMMING 

Any port pin may be software programmed as an input or 
output by the state of the corresponding bit in the port data 
direction register (DDR). A pin is configured as an output if 
its corresponding DDR bit is set to a logic one. A pin is con- 
figured as an input if its corresponding DDR bit is cleared to 
a logic zero. At reset, all DDRs are cleared, which configures 
all port pins as inputs. A port pin configured as an output will 
output the data in the corresponding bit of its port data 
latch. Refer to Figure 9 and Table 2. 



FIGURE 9 - TYPICAL PORT I/O CIRCUITRY 
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<b) 



TABLE 2 - I/O PIN FUNCTIONS 



R/W* 


DDR 


I/O Pin Function 








The I/O pin is in input mode. Data is written into the output data latch. 





1 


Data is written into the output data latch and output to the I/O pin. 


1 





The state of the I/O pin is read. 


1 


1 


The I/O pin is in an output mode. The output data latch is read. 



*R/W is an internal signal. 
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EPROM PROGRAMMING 

When programming the EPROM array within the 
MC1468705G2, ports are used in a special arrangement. See 
PROGRAMMING FIRMWARE and Figure 20 for a detailed 
description. 



MEMORY 

As shown in Figure 10, the MCU is capable of addressing 
8192 bytes of memory and I/O registers with its program 
counter. The MC1468705G2 MCU has implemented 2469 
bytes of these locations. This consists of: 2106 bytes of user 
EPROM, 240 bytes of bootstrap ROM, 112 bytes of user 
RAM, an EPROM mask option register (MOR), eight bytes of 
I/O, and two timer registers. The user EPROM is located in 
two areas. The main EPROM area is in memory locations 
$0080 to $08AF. The second area is reserved for ten inter- 
rupt/reset vector bytes at memory locations $1FF6 through 



$1FFF. The MCU uses 10 of the lowest 16 memory locations 
for program control and I/O features such as data ports, the 
port DDRs, and the timer. The mask option register at 
memory location $1 FF5 completes the total. The 1 12 bytes of 
user RAM include up to 64 bytes for the stack. Except for the 
MOR, the memory mapping is similar to the MC146805G2; 
however, the MC1468705G2 has no self-check ROM because 
of the bootstrap ROM requirement. 

The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state. The con- 
tents of the CPU registers are pushed onto the stack in the 
order shown in Figure 12. Since the stack pointer 
decrements during pushes, the low order byte (PCD of the 
program counter is stacked first; then the higher order five 
bits (PCH) are stacked. This ensures that the program 
counter is loaded correctly as the stack pointer increments 
when it pulls data from the stack. A subroutine call causes 
only the program counter (PCL, PCH) contents to be pushed 
onto the stack; the remaining CPU registers are not pushed. 



B 



FIGURE 10 - ADDRESS MAP 
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■Reads of unused locations undefined. 
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REGISTERS 

The MC1468705G2 contains five registers, as shown in the 
programnning model of Figure 11. The interrupt stacking 
order is shown in Figure 12. 

ACCUMULATOR (A) 

The accunnulator is an 8-bit general purpose register used 
to hold operands, results of the arithmetic calculations, and 
data manipulations. 

INDEX REGISTER (X) 

The X register is an 8-bit register which is used during the 
indexed modes of addressing. It provides an 8-bit value 
which is used to create an effective address. The index 
register is also used for data manipulations with the read- 
modify-write type of instructions and as a temporary storage 
register when not performing addressing operations. 



PROGRAM COUNTER (PC) 

The program counter is a 13-bit register that contains the 
address of the next instruction to be executed by the pro- 
cessor. 

STACK POINTER (SP) 

The stack pointer is a 13-bit register containing the 
address of the next free location on the stack. When access- 
ing memory, the seven most significant bits are permanently 
configured to 0000001 . These seven bits are appended to the 
six least significant register bits to produce an address within 
the range of $007F to $0040. The stack area of RAM is used 
to store the return address on subroutine calls and the 
machine state during interrupts. During external or power-on 
reset, and during a reset stack pointer (RSP) instruction, the 
stack pointer is set to its upper limit ($007F). Nested interrupt 
and/or subroutines may use up to 64 (decimal) locations, 
beyond which the stack pointer wraps around and points to 



FIGURE 11 - PROGRAMMING MODEL 
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FIGURE 12 - STACKING ORDER 
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its upper limit; thereby, losing the previously stored informa- 
tion. A subroutine call occupies two RAM bytes on the 
stack, while an interrupt uses five RAM bytes. 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register which indi- 
cates the results of the instruction just executed. These bits 
can be individually tested by a program and specified action 
taken as a result of their state. Each bit is explained in the 
following paragraphs. 

HALF CARRY BITS (H) - The H bit is set to a one when a 
carry occurs between bits 3 and 4 of the ALU and during an 
ADD or ADC instruction. The H bit is useful in binary coded 
decimal subroutines. 

INTERRUPT MASK BIT (I) - When the I bit is set, both 
the external interrupt and the timer interrupt are disabled. 
Clearing this bit enables the above interrupts. If an interrupt 
occurs while the I bit is set, the interrupt is latched and is 
processed after the I bit is next cleared. 

NEGATIVE (N) - When set, this bit indicates that the 
result of the last arithmetic, logical, or data manipulation is 
negative (bit 7 in the result is a logic one). 

ZERO (Z) - When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation is zero. 

CARRY/BORROW (C) - Indicates that a carry or borrow 
out of the arithmetic logic unit (ALU) occurred during the 
last arithmetic operation. This bit is also affected during bit 
test and branch instructions, shifts, and rotates. 



RESETS 



The MC1468705G2 has two reset modes: an active low 
external reset pin (RESET) and a power-on reset function; 
refer to Figure 5. 



RESET 



The RESET input pin is used to reset the MCU to provide 
an orderly software st artup p rocedure. When using the 
external reset mode, the RESET pin must stay low for a mini- 
mum of one tcyc- The RESET pin contains an internal 
Schmitt Trigger as part of its input to improve its noise 
immunity. 

POWER-ON RESET 

The power-on reset occurs when a positive transition is 
detected on Vqd. The power-on reset is used strictly for 
power turn-on conditions and should not be used to detect 
any drops in the power supply voltage. There is no provision 
for a power-down reset. The power-on circuitry provides for 
a 1920 tcyc delay fro m the t ime that the oscillator becomes 
active. If the external RESET pin is low at the end of the 1920 
tcyc time ou t, the processor remains in the reset condition 
until RESET goes high. 

Either of the two types of reset conditions causes the fol- 
lowing to occur: 

— Timer control register interrupt request bit TCR7 is 
cleared to a logic zero to preclude premature timer 
interrupts. 



— Timer control register interrupt mask bit TCR6 is set to 
a logic one to preclude timer interrupt processing. 

— All data direction register bits are cleared to logic zeros 
to define all ports as input. 

— Stack pointer is preset to its upper limit, $007F. 

— The internal address bus is forced to the reset vector 
($1FFE, $1FFF). 

— Condition code register interrupt mask bit (I) is set to a 
logic one to mask any external interrupts. 

— STOP and WAIT latches are cleared to place MCU in 
normal operation. 

— External interrupt latch is cleared to ensure no external 
interrupt is processed. 

— MCU operation is set up per mask option register 
(MOR). External reset does not affect the MOR. 

All other functions, such as other registers (including I/O 
ports), the timer, etc. are not cleared by the reset conditions. 

BOOTSTRAP ROM 

The bootstrap ROM contains a factory program which 
allows the MCU to present an address and fetch data from 
an external device and transfer it into the MC1468705G2 
EPROM. The bootstrap program provides: timing of pro- 
gramming pulses, timing of Vpp input, and verification after 
programming. See PROGRAMMING FIRMWARE. 

MASK OPTION REGISTER (MOR) 

The mask option register is an 8-bit user programmed 
(EPROM) register in which three of the bits are used. Bits in 
this register are used to select the type of system clock 
(crystal/RC oscillator), the divide-by-four/divide-by-two 
clock option (bus frequency), and the edge-sensitive or 
edge- and level-sensitive triggered interrupt recognition. The 
MOR is not available on the MC146805G2 ROM-based part. 

INTERRUPTS 

Systems often require that normal processing be inter- 
rupted so that some external event may be serviced. The 
MC1468705G2 may be interrupted by one of three different 
methods: either one of two maskable hardware interrupts 
(external input or timer) or a nonmaskable software interrupt 
(SWI). 

Interrupts cause the processor registers to be saved on the 
stack and the interrupt mask (I bit) set to prevent additional 
interrupts. The RTI instruction causes the register contents 
to be recovered from the stack followed by a return to nor- 
mal proc essing. The stack order is shown in Figure 12. 

Unlike RESET, hardware interrupts do not cause the cur- 
rent instruction execution to be halted, but are considered 
pending until the current instruction execution is completed. 

When the current instruction is complete, the processor 
checks all pending hardware interrupts and, if an interrupt is 
pending and is unmasked, proceeds with interrupt process- 
ing; otherwise, the next instruction is fetched and executed. 
Note that masked interrupts are latched for later interrupt 
servicing. 

If both an external interrupt and a timer interrupt are pend- 
ing at the end of an instruction execution, the external inter- 
rupt is serviced first. The SWI is executed the same as any 
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other instruction. Refer to Figure 13 for the interrupt and in- 
struction processing sequence. 

Table 3 shows the execution priority of the RESET, IRQ, 
and timer interrupts, and the software interrupt, SWI. Two 
conditions are shown, one with the I bit set and the other 
with the I bit clear; however, in either case RESET has the 
highest priority of execution. If the I bit is set as per Table 
3(a), the second highest priority is assigned to SWI. This is il- 
lustrated in Figure 13 which shows that the IRQ or Timer in- 
terrupts are not executed when the I bit is set and the next 
instruction (including SWI) is fetched. If the I bit is clear as 



per Table 3(b), the priorities change in that the next instruc- 
tion (including SWI) is not fetched until after the IRQ and 
Timer interrupts have been rec ogn ized (and serviced). Also, 
when the I bit is clear, if both IRQ and Timer interrupts are 
pending, the IRQ interrupt is always serviced before the 
Timer interrupt. 

NOTE 

The co nditions for Table 3 assume that, except for 
RESET, the current instruction is completed, thus the 
MCU is at an instruction boundary. 



FIGURE 13 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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TABLE 3 - INTERRUPT INSTRUCTION EXECUTION 
PRIORITY AND VECTOR ADDRESS 



(a) I Bit Set 



Interrupt/Instruction 


Priority 


Vector Address 


RESET 
SWI 


1 
2 


$1FFE-$1FFF 
$1FFC-$1FFD 



Note: IRQ and TIMER Interrupts are not executed when the I bit is 
set; therefore, they are not shown. 



(b) I Bit Clear 



1 nterrupt/ 1 nstruction 


Priority 


Vector Address 


RESET 
IRQ 
Timer 

SWI 


1 
2 
3 

4 


$1FFE-$1FFF 

$1FFA-$1FFB 

$1FF8-$1FF9 

$1FF6-$1FF7» 

$1FFC-$1FFD 



*The Timer vector address from the WAIT mode is $1FF6-$1FF7. 



TIMER INTERRUPT 

If the timer interrupt nnask bit (TCR6) is cleared, then each 
time the timer decrements to zero (transitions from $01 to 
$00 to set TCR7) an interrupt request is generated. The ac- 
tual processor interrupt is generated only if the interrupt 
mask bit (in the condition code register) is cleared. When the 
interrupt is recognized, the current state of the machine is 
pushed onto the stack and the interrupt mask bit in the con- 
dition code register is set. This masks further interrupts until 
the present one is serviced. The processor now vectors to 
the timer interrupt service routine. The address for this ser- 
vice routine is specified by the contents of $1 FF8 and $1 FF9 
unless the processor is in a WAIT mode in which case the 
contents of $1FF6 and $1FF7 specify the timer service 
routine address. Software must be used to clear the timer in- 
terrupt request bit (TCR7). At the end of the timer interrupt 
service routine, the software normally executes an RTI in- 
struction which restores the machine state and starts execut- 
ing the interrupted program. 

The actual timer interrupt request can be delayed by con- 
trolling TCR6 (interrupt mask bit). If TCR6 is programmed to 
a logic one, no interrupt is generated even if TCR7 (interrupt 
request bit) is set. Then, TCR6 can be programmed (after a 
specific time) to a logic zero to generate the actual timer 
interrupt request. 

EXTERNAL INTERRUPT 

If the interrupt mask bit of the condition c ode r egister has 
been cleared and the external interrupt pin (IRQ) has gone 
low, then the external interrupt is recognized. The action of 
the external interrupt is identical to the timer interru pt w ith 
the exception that the interrupt request input at IRQ is 
latched internally and the service routine address is specified 
by the contents of $1FFA and $1FFB. Either a level-sensitive 
and edge-sensitive trigger, or an edge-sensitive only trigger 
are available as a mask option register (MQR) controlled pro- 
grammable option. Figure 14 shows both a functional and 
mode timing diagram for the interrupt line. The timing 
diagram shows two different treatments of the interrupt line 
(IRQ) to the processor. The first method shows single pulses 
on the interrupt line spaced far enough apart to be serviced. 



The minimum time between pulses is a function of the length 
of the interrupt service routine. Once a pluse occurs, the 
next pulse should not occur until the MRU software has 
exited the routine (an RTI occurs). This time (t|LlL' is obtain- 
ed by adding 20 instruction cycles (tcyc) to the total number 
of cycles it takes to complete the service routine including 
the RTI instruction; refer to Figure 14. The second configura- 
tion shows many interrupt lines "wire-QRed" to form the in- 
terrupts at the processor. Thus, if after servicing one inter- 
rupt the interrupt line remains low, then the next interrupt is 
recognized. 

NOTE 

The internal interrupt latch is cleared in the first part of 
the service routine; therefore, one (and only one) 
external interrupt pulse could be latched during t|LlL 
and serviced as soon as the I bit is cleared. 

SOFTWARE INTERRUPT 

The software interrupt (SWI) is an executable instruction. 
The action of the software interrupt instruction is similar to 
the hardware interrupts. The software interrupt is executed 
regardless of the state of the interrupt mask bit in the condi- 
tion code register. The service routine address is specified by 
the contents of memory locations $1FFC and $1FFD. See 
Figure 13 for interrupt and instruction processing flowchart. 



LOW-POWER MODES 

STOP 

The STOP instruction places the MC1468705G2 in its low- 
est power consumption mode. In the STOP mode the inter- 
nal oscillator is turned off, causing all internal processing and 
the timer to be halted; refer to Figure 15. 

During the STOP mode, timer control register (TCR) bits 6 
and 7 are altered to remove any pending timer interrupt re- 
quests and to disable any further timer interrupts. The timer 
prescaler is cleared. The I bit in the condition code register is 
cleared to enable external interrupts. All other registers and 
memory remain unaltered. All input/output lines remain un- 
changed. 

WAIT 

The WAIT instruction places the MC1468705G2 in a low 
power consumption mode, but the WAIT mode consumes 
somewhat more power than the STOP mode. In the WAIT 
mode, the internal clock is disabled from all internal circuitry 
except for the timer; refer to Figure 16. Thus, all internal pro- 
cessing is halted; however, the timer continues to count nor- 
mally. 

During the WAIT mode, the I bit in the condition code 
register is cleared to enable interrupts. All other registers, 
memory, and input/output lines remain in their previous 
state. The timer may be enabled to allow a periodic exit from 
the WAIT mode. If an external and a timer interrupt occur at 
the same time, the external interrupt is serviced first; then, if 
the timer interrupt request is not cleared in the external inter- 
rupt routine, the normal timer interrupt (not the timer wait 
interrupt) is serviced since the MCU is no longer in the WAIT 
mode. 
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FIGURE 14 - EXTERNAL INTERRUPT 
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(b) Interrupt Mode Diagram 
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FIGURE 15 - STOP FUNCTION FLOWCHART 



FIGURE 16 - WAIT FUNCTION FLOWCHART 
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MODES OF OPERATION 

The MC1468705G2 has two modes of operation. These 
modes are the normal (single-chip) mode and the bootstrap 
mode (firmware used to program the EPROM). These two 
modes are entered as described below. 



Also VdD should be applied to the TIMER pin. The high 
state of the TIMER pin is then latched internally on the rising 
edge of the RESET pin. Refer to Figure 17. 



TIMER 



B 



SINGLE-CHIP MODE 

The normal operational mode of the part is the single-chip 
mode. The single-chip mode wil l be ent ered if the following 
conditio ns ar e satisfied: (1) the RESET line is brought low, 
(2) the IRQ pin is within its normal operational range 
(Vss "~ ^DDK and (3) th e Vpp p in is connected to Vss- The 
next rising edge of the RESET pin then causes the part to 
enter the single-chip mode. 

BOOTSTRAP MODE 

The bootstrap mode is entered if certain conditions are 
met on the TIMER, IRQ, and RESET pins. A negative voltage 
'^IRQP' f^ust be present on the IRQ pin. This v alue is la tch- 
ed internally on the rising edge of the external RESET pin. 



The MCU timer contains an 8-bit software programmable 
counter (timer data register) with a 7-bit software selectable 
prescaler. Figure 18 contains a block diagram of the timer. 
The counter may be loaded under program control and 
decrements towards zero. When the counter decrements to 
zero, the timer interrupt request bit (i.e., bit 7 of the timer 
control register, TCR) is set. Then, if the timer interrupt is 
not masked (i.e., bit 6 of the TCR and the I bit in the condi- 
tion code register are both cleared) the processor receives an 
interrupt. After completion of the current instruction, the 
processor proceeds to store the appropriate registers on the 
stack, and then fetches the timer vector address from loca- 
tions $1FF8 and $1FF9 (or $1FF6 and $1FF7 if in the WAIT 
mode) in order to begin servicing; refer to INTERRUPTS. 



FIGURE 17 - BOOTSTRAP MODE 
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FIGURE 18 - TIMER BLOCK DIAGRAM 
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2. The timer data register counts down continuously. 
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The counter continues to count after it reaches zero, 
allowing the software to determine the nunnber of internal or 
external input clocks since the timer interrupt request bit was 
set. The counter may be read at any time by the processor 
without disturbing the count. The contents of the counter 
become stable prior to the read portion of a cycle, and do not 
change during the read. The timer interrupt request bit 
(TCR7) remains set until cleared by the software. If the timer 
interrupt request bit (TCR7) is cleared before the timer inter- 
rupt is serviced, the interrupt Is lost. TCR7 may also be used 
as a scanned status bit in a non-interrupt mode of operation 
(TCR6=1). 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer. Bit 0, bit 1, and bit 2 of the 
TCR are programmed to choose the appropriate prescaler 
output which is used as the counter input. The processor 
cannot write into or read from the prescaler; however, its 
contents are cleared to all zeros by the write operation into 
TCR when bit 3 of the written data equals a logic one. This 
allows for truncation-free counting. 

The timer input can be configured for three different 
operating modes plus a disable mode, depending on the 
value written to the TCR4 and TCR5 timer control register 
bits. Refer to TIMER CONTROL REGISTER. 

Figure 18 shows a block diagram of the timer subsystem. 
Power-on reset and the STOP instruction affect the state of 
the counter. 

TIMER INPUT MODE 1 

if TCR4 and TCR5 are both programmed to a zero, the in- 
put to the timer is from an internal clock and the TIMER in- 
put pin is disabled. The internal clock mode can be used for 
periodic interrupt generation, as well as a reference in fre- 
quency and event measurement. The internal clock is the in- 
struction cycle clock. During a WAIT instruction, the internal 
clock to the timer continues to run at its normal rate. 

TIMER INPUT MODE 2 

With TCR4=1 and TCR5=0, the internal clock and the 
TIMER input pin are ANDed to form the timer input signal. 
This mode can be used to measure external pulse widths. 
The external timer input pulse simply turns on the internal 
clock through for the duration of the pulse. The resolution of 
the count in this mode is plus or minus one clock cycle; 
therefore, accuracy improves with longer input pulse widths. 

TIMER INPUT MODE 3 

If TCR4 = and TCR5= 1, then all inputs to the timer are 
disabled. 

TIMER INPUT MODE 4 

If TCR4= 1 and TCR5= 1, the internal clock input to the 
timer is disabled and the TIMER input pin becomes the input 
to the timer. The timer can, in this mode, be used to count 
external events as well as external frequencies for generating 
periodic interrupts. The counter is clocked on the falling 
edge of the external signal. 



TIMER CONTROL REGISTER (TCR) 

6 5 4 3 2 10 



TCR7 



TCR6 



TCR5 



TCR4 



TCR3 



TCR2 



TCR1 



TCRO 



$0009 



All bits in this register except bit 3 are Read/Write bits. 

TCR7 — Timer interrupt request bit: bit used to indicate 
the timer interrupt when it is logic one. 

1 — Set whenever the counter decrements to zero, or 
under program control. 

0— Cleared on external reset, power-on reset, STOP in- 
struction, or program control. 

TCR6 — Timer interrupt mask bit: when this bit is a logic 
one it inhibits the timer interrupt to the processor. 
1 — Set on external reset, power-on reset, STOP instruc- 
tion, or program control. 
0— Cleared under program control. 

TCR5 — External or internal bit: selects the input clock 
source to be either the external TIMER pin or the internal 
clock. (Unaffected by reset.) 

1 — Select external clock source. 

0— Select internal clock source (period =tcyc)- 

TCR4 — External enable bit: control bit used to enable the 
external TIMER pin. (Unaffected by reset.) 
1 — Enable external TIMER pin. 
0— Disable external TIMER pin. 
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TCR3 — Timer prescaler reset bit: writing a one to this bit 
resets the prescaler to zero. A read of this location always in- 
dicates a zero. (Unaffected by reset.) 

TCR2, TCR1, TCRO - Prescaler select bits: decoded to 
select one of eight outputs of the prescaler. (Unaffected by 
reset. ) 
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OSCILLATOR AND INTERRUPT OPTIONS 

The MC1468705G2 oscillator and interrupt options are im- 
plemented as an EPROM byte at address $1FF5 and are 
EPROM programmable. Selection of these programmable 
options is discussed below. 

MASK OPTION REGISTER (MOR) 



$1FF5 



A discussion of the function of each bit is as follows. 
B7,CLK- Determines the Clock Oscillator 

0- Crystal Oscillator. 

1-RC Oscillator. 
B6, DIV— Determines Division of Clock Oscillator 

O-Divide-by-4 Oscillator Clock. 

1 -Divide-by-2 Oscillator Clock. 
B4,INT— Determines type of Interrupt Trigger Input 

0— Edge-Sensitive Triggered only. 

1 —Edge-Sensitive or Level-Sensitive Triggered. 



NOTE 

Bits 0, 1,2, 3, and 5 in the MOR must be programmed 
to zero. 

The EPROM in the erased state will read all zeros. While in 
the bootstrap mode, the MC1468705G2 will operate under 
crystal oscillator and divide-by-4 options regardless of how 
the MOR is actually programmed; however, the interrupt 
trigger input will remain as programmed in the MOR. When 
the MC1468705G2 is in the single-chip mode and completes 
a power-on reset, the MCU operation is set up per the mask 
option register (MOR). The state of the Vpp pin does not af- 
fect the MOR controlled options. 

ERASING THE EPROM 

The MC1468705G2 EPROM can be erased by exposure to 
high-intensity ultraviolet (UV) light with a wavelength of 
2537 angstroms. The recommended integrated dose (UV in- 
tensity X exposure time) is 15 Ws/cm2. The lamps should be 
used without shortwave filters and the MC1468705G2 should 
be positioned about one inch from the UV tubes. Ultraviolet 
erasure clears all bits of the MC1468705G2 EPROM to the 
zero state. Data is then entered by programming ones into 
the desired bit locations. 

CAUTION 

Be sure that the EPROM window is shielded from light 
with an opaque cover at all times except when erasing. 
This protects both the EPROM and light-sensitive 
nodes. 

PROGRAMMING FIRMWARE 

A bootstrap program in ROM allows the MC1468705G2 to 
program its own internal EPROM. The alternate vectoring 
used to implement the self-check in the MC1468705G2 is 
used to start execution of this program. 

When the Vpp voltage is placed on pin 3 (provided pin 2 
has V|RQp applied and pin 37 has -f-5 V applied), the 
bootstrap program is executed and the MC1468705G2 pro- 



grams itself. This ability to program itself is a function of the 
external hardware and the interaction between the internal 
hardware and the firmware. The amount of time for pro- 
gramming is determined by a value stored in the timer data 
register by the internal firmware. When the part is placed in 
the program and verify mode, the bootstrap vector will be 
fetched and the bootstrap firmware will start to execute. 

Note that an MCM68764 (or MCM68766) UV EPROM must 
be programmed first with the exact duplicate of the informa- 
tion that is to be transferred to the MC1468705G2. Non- 
EPROM addresses are ignored by the on-chip ROM boot- 
strap. Since the MC1468705G2 and the MCM68764 (or 
MCM68766) EPROM are to be inserted and removed from 
the circuit, they should be mounted in sockets. Additionally, 
the precautions below should be observed (refer to Figures 
19 and 20). 

NOTE 

The advanced programming information provided 
below applies to MC1468705G2 EPROM MCUs which 
were manufactured using a mask set other than the 
MJ3 series. For programming information regarding 
the MJ3 series of mask sets, consult Motorola 
Engineering Bulletin EB-110. 

Figure 19 illustrates the memory location of the 
MCM68764 EPROM which corresponds to the equivalent 
memory in the MC1468705G2. Note that the MCM68764 
memory locations which correspond to RAM locations or 
unused EPROM or ROM locations, in the MC1468705G2, 
may be programmed as either $00 or $FF (don't care). 

CAUTION 

Be sure that SI is open and S2 is closed when inser- 
ting the MC1468705G2 and MCM68764 EPROMs into 
their respective sockets. This ensures that power is 
not applied and RESET is held low while inserting the 
devices. 

To program the MC1468705G2, open S3 (to select the pro- 
gramming and verify mode) and then close _S1_(to apply the 
proper voltages for the Vqd, TIMER, and IRQ pins). Next, 
open S2 (to remove reset and supply Vpp). When the reset 
cycle is complete, the internal ROM program initiates 
transfer of the external EPROM pattern one byte for each 
EPROM location. The MC1468705G2 bootstrap provides the 
address (A0-A12) and enable (TSC/E) signals to permit com- 
plete self-programming. At the start of the data transfer from 
the MCM68764 EPROM, the programming LED (DS2) is 
turned on and remains on throughout the programming se- 
quence. After completion of the programming sequence, the 
programming LED turns off. Transfer of the entire 
MCM68764 EPROM content requires approximately 200 
seconds. The internal timer data register is then cleared and 
the loop is repeated to verify that the programmed data is 
precisely the same as the incoming data from the MCM68764 
EPROM; if so, the vehfied LED is turned on. If the verified 
LED does not turn on, the exact program has not been load- 
ed from the MCM68764 to the MC1468705G2, indicating a 
possible defect. Close S2 and open SI prior to removing any 
device from its socket. 

CAUTION 

Once the MC1468705G2 is programmed and con- 
nected for normal operation, be sure that Vpp (pin 3) 
is connected directly to Vgs- 
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FIGURE 19 - MC1468705G2 MEMORY MAPPING ONTO MCM68764 
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FIGURE 20 - PROGRAMMING CONNECTIONS 
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INSTRUCTION SET 

The MCU has a set of 61 basic instructions. They can be 
divided into five different types: register/ memory, read- 
modify-write, branch, bit manipulation, and control. The fol- 
lowing paragraphs briefly explain each type. All the instruc- 
tions within a given type are presented in individual tables. 

REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. The first 
operand is either the accumulator or the index register. The 
second operand is obtained from memory using one of the 
addressing modes. The operand for the jump unconditional 
(JMP) and jump to subroutine (JSR) instructions is the pro- 
gram counter. Refer to Table 4. 

READ-MODIFY-WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register. The test for negative or 
zero (TST) instruction is an exception to the read-modify- 
write sequence since it does not modify the value. Refer to 
Table 5. 

BRANCH INSTRUCTIONS 

Most branch instructions test the state of the condition 
code register and if certain criteria are met, a branch is exe- 
cuted. This adds an offset between - 127 and -f- 128 to the 
current program counter. Refer to Table 6. 

BIT MANIPULATION INSTRUCTIONS 

The MCU is capable of setting or clearing any bit which 
resides in the first 128 bytes of the memory space (where all 
port registers, port DDRs, timer, timer control, and on-chip 
RAM reside). Bit manipulation in the EPROM mapped area 
will not affect data in the EPROM. An additional feature 
allows the software to test and branch on the state of any bit 
within the first 256 locations. The bit set, bit clear, and bit 
test and branch functions are all implemented with a single 
instruction. For the test and branch instructions, the value of 
the bit tested is automatically placed in the carry bit of the 
condition code register. Refer to Table 7. 

CONTROL INSTRUCTIONS 

These instructions are register reference instructions and 
are used to control processor operation during program 
execution. Refer to Table 8. 

OPCODE MAP 

Table 9 is an opcode map for the instructions used on the 
MCU. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 10. 



ADDRESSING MODES 

The MCU uses ten different addressing modes to provide 
the programmer with an opportunity to optimize the code to 
all situations. The various indexed addressing modes make it 
possible to locate data tables, code conversion tables, and 
scaling tables anywhere in the memory space. Short indexed 
accesses are single byte instructions, while the longest in- 
structions (three bytes) permit accessing tables throughout 



memory. Short absolute (direct) and long absolute (extend- 
ed) addressing are also included. One and two byte direct 
addressing instructions access all data bytes in most applica- 
tions. Extended addressing permits jump instructions to 
reach all memory. Table 10 shows the addressing modes for 
each instruction, with the effects each instruction has on the 
condition code register. An opcode map is shown in Table 9. 
The term "effective address" ( EA) is used in deschbing the 
various addressing modes, and is defined as the byte address 
to or from which the argument for an instruction is fetched 
or stored. The ten addressing modes of the processor are 
described below. Parentheses are used to indicate "contents 
of" the location or register referred to; e.g., (PC) indicates 
the contents of the location pointed to by the PC. An arrow 
indicates "is replaced by", and a colon indicates concatena- 
tions, refer to the M6805 HMOS/M146805 CMOS Family 
Microcomputer/ Microprocessor User's Manual. 

INHERENT 

In inherent instructions, all the information necessary to 
execute the instruction is contained in the opcode. Opera- 
tions specifying only the index register or accumulator, and 
no other arguments, are included in this mode. 

IMMEDIATE 

In immediate addressing, the operand is contained in the 
byte immediately following the opcode. Immediate address- 
ing is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop 
counter). 

EA=PC-H; PC — PC-H2 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a single byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single two byte in- 
struction. This includes all on-chip RAM and I/O registers, 
and 128 bytes of on-chip ROM. Direct addressing is efficient 
in both memory and time. 

EA=(PC+1); PC — PC-H2 
Address Bus High — 0; Address Bus Low — (PC+ 1) 

EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions with extended addressing modes are 
capable of referencing arguments anywhere in memory with 
a single three-byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction 
uses direct or extended addressing. The assembler 
automatically selects the most efficient addressing mode. 

EA=(PC-i-1):(PC-t-2); PC — PC-i-3 
Address Bus High — (PC+1); Address Bus Low — (PC-H2) 

INDEXED, NO OFFSET 

In the indexed, no offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations. These instructions are only one byte 
long. This mode is used to move a pointer through a table or 
to address a frequently referenced RAM or I/O location. 
EA = X; PC — PC-H 
Address Bus High — 0; Address Bus Low— X 
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TABLE 4 - 


REGISTER/ MEMORY INSTRUCTIONS 




















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 
(16-Blt Offset) 


Function 


Mnemonic 


Op 
Code 


1 
Bytes 


1 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


* 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


t 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


1 

Bytes 


1 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


86 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


09 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
with A 


EOR 


AB 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Arithmetic Compare A 
with Memory 


CMP 


Al 


2 


2 


Bl 


2 


3 


01 


3 


4 


Fl 




3 


El 


2 


4 


D1 


3 


5 


Anthmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


03 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


05 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


2 


OC 


3 


3 


FC 




2 


EO 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


3 


7 









TABLE E 


- READ-MODIFY-WRITE INSTRUCTIONS 
















Addressing Modes | 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
18-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


1 
Cycles 


Op 
Code 


t 
Bytes 


Cycles 


Op 
Code 


1 
Bytes 


Cycles 


Op 
Code 


1 
Bytes 


1 
Cycles 


Op 
Code 


1 
Bytes 


# 
Cycles 


Increment 


INC 


40 




3 


50 




3 


30 


2 


5 


70 


1 


5 


60 


2 


6 


Decrement 


DEO 


4A 




3 


5A 




3 


3A 


2 


5 


7A 




5 


6A 


2 


6 


Clear 


CLR 


4F 




3 


5F 




3 


3F 


2 


5 


7F 




5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 




5 


63 


2 


6 


Negate 

(2's Complement) 


NEC 


40 




3 


50 




3 


30 


2 


5 


70 




5 


60 


2 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 




5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 




5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 


1 


3 


38 


2 


5 


78 




5 


68 


2 


6 


Logical Shift Righi 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 




5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 


1 


3 


57 




3 


37 


2 


5 


77 




5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 




3 


3D 


2 


4 


7D 




4 


60 


2 


5 



o 
o> 

00 

o 

U1 

O 
10 
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TABLE 6 - BRANCH INSTRUCTIONS 







Relative Addressing Mode | 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


1 
Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 , 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



i 



TABLE? - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes | 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch | 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Branch IFF Bit n is Set 


BRSET n (n = 0...7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLR n (n = 0...7) 


- 


- 


- 


01 + 2«n 


3 


5 


Set Bit n 


BSET n (n = 0...7) 


10 + 2»n 


2 


5 


- 


- 


- 


Clear Bit n 


BCLR n (n = 0..,7) 


11 + 2»n 


2 


5 


- 


- 


- 



TABLES - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


1 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


BE 




2 


Wait 


WAIT 


8F 




2 
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TABLE 9 - MC1468705G2 CMOS INSTRUCTION SET OPCODE MAP 





BH Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


IN^ 


INH 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


Low<l 




0000 


T 

0001 


2 

0010 


3 

0011 


0100 


S 

0101 


6 

0110 


1 

0111 


8 

1000 


9 
1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 
1110 


F 
1111 





0000 


BRSETO 

3 BTB 


6 
BSETO 
2 BSC 


3 
BRA 

2 HEL 


5 
NEC 

? DIR 


NEG 

1 INH 


3 

NEG 

1 INH 


6 
NEG 

2 1X1 


NEG 

1 IX 


9 
RTI 

1 INH 




5 
SUB 

2 IMM 


5 
SUB 

2 DIR 


4 

SUB 

3 EXT 


b 

SUB 

3 1X2 


4' 
SUB 

2 1X1 


SUB 





1 

0001 


5 
BHCLRO 
3 BTB 


BCLRO 
2 BSC 


BRN 

2 REL 












6 

RTS 

1 INH 




2 
CMP 

2 IMM 


3 
CMP 

2 DIR 


CMP 

3 EXT 


CMP 
3 1X2 


CMP 

2 1X1 


CMP 

1 IX 


1 
0001 


2 

0010 


6 
BRSETl 
3 BTB 


6 
BSETl 
2 BSC 


3 
BHI 
2 REL 
















2 

SBC 

2 IMM 


3 
SBC 

2 DIR 


SBC 

3 EXT 


SBC 

3 1X2 


SBC 

2 1X1 


SBC 

1 IX 


2 

MIO 


3 

0011 


5 
BRCLR1 
3 BTB 


BCLRl 
2 BSC 


3 
BLS 

2 REL 


5 
COM 

2 DIR 


COMA 

1 INH 


3 

COMX 

1 INH 


6 
COM 

2 1X1 


COM 


10 

SWI 

1 INH 




2 
CPX 

2 IMM 


3 

CPX 

2 DIR 


CPX 
3 EXT 


CPX 

3 1X2 


CPX 

2 1X1 


CPX 

1 IX 


3 

0011 


4 

0100 


5 
BRSET2 
3 8TB 


BSET2 
2 BSC 


3 
BCC 

2 REL 


6 
LSR 

2 DTR 


LSRA 

1 INH 


LSRX 

1 INH 


6 
LSR 
2 1X1 


LSR 






2 
AND 

2 IMM 


3 
AND 

2 DIR 


AND 

3 EXT 


5 
AND 

3 1X2 


4 
AND 
2 1X1 


3 

AND 

1 IX 


4 
0100 


5 

0101 


BRCLR2 
3 BTB 


5 

BCLR2 
2 BSC 


3 
BCS 

2 REL 
















2 
BIT 

2 IMM 


3 

BIT 

2 DIR 


BIT 

3 EXT 


5 
BIT 
3 1X2 


4 

BIT 
2 1X1 


3 
BIT 

1 IX 


5 
0101 


6 

0110 


BRSETS" 
3 BTB 


5 
BSET3 
2 BSC 


3 

BNE 

2 REL 


6 
ROR 
2 DIR 


3 

RORA 

1 INH 


3 
RORX 

1 INH 


6 
ROR 

2 1X1 


6 
ROR 






2 
LDA 

2 IMM 


3 
LDA 
2 DIR 


4 

LDA 

3 EXT 


LDA 

3 1X2 


LDA 
2 1X1 


3 
LDA 

1 IX 


6 

Olio 


7 

0111 


BRCLR3 
3 BTB 


BCLR3 
2 BSC 


3 
BEQ 

2 REL 


5 
ASR 

2 DIR 


3 
ASRA 

1 INH 


3 

ASRX 

1 INH 


6 
ASR 

2 1X1 


5 
ASR 




2 
TAX 




4 
STA 

2 DIR 


6 
STA 
3 EXT 


6 
STA 
3 1X2 


6 
STA 

2 1X1 


4 

STA 


7 

0111 


8 

1000 


5 
BRSET4 
3. BTB 


BSET4 
2 BSC 


3 
BHCC 
2 REL 


5 
LSL 

2 DIR 


3 
LSLA 


3 
LSLX 

1 INH 


6 
LSL 

2 1X1 


5 
LSL 




2 
CLC 


2 

EOR 

2 IMM 


3 
EOR 
2 DIR 


4 
EOR 

3 EXT 


EOR 

3 1X2 


EOR 

2 1X1 


EOR 

1 IX 


8 
1000 


9 
1001 


6 
BRCLR4 
3 BTB 


BCLR4 
2 BSC 


BHCS 

2 REL 


6 
ROL 

2 DIR 


ROLA 

1 INH 


3 
ROLX 

1 INH 


6 
ROL 

2 1X1 


5 
ROL 




2 
SEC 


2 
ADC 

2 IMM 


3 
ADC 

2 DIR 


ADC 

3 EXT 


5 
ADC 

3 1X2 


ADC 

2 1X1 


3 
ADC 

1 IX 


9 

1001 


A 

1010 


BRSET5 
3 BTB 


6 
BSET5 
2 BSC 


3 
BPL 
2 REL 


5 
DEC 

2 DIR 


3 
DECA 

1 INH 


3 

DECX 

1 INH 


6 
DEC 

2 1X1 


5 
DEC 




2 
CLI 


i 
ORA 

2 IMM 


3 
ORA 

2 DIR 


4 
ORA 

3 tXT 


5 
ORA 
3 1X2 


ORA 

2 1X1 


ORA 

1 IX 


A 

1010 


B 

1011 


BRCLR5 
3 BTB 


BCLR5 
2 BSC 


3 
BMI 

2 REL 














J 
SEI 

1 INH 


5 
ADD 

2 IMM 


5 
ADD 

2 DIR 


4 

ADD 

3 EXT 


5 
ADD 

3 1X2 


ADD 

2 1X1 


3 
ADD 

1 IX 


B 

1011 


c 

1100 


BRSET6 
3 BTB 


BSET6 
2 BSC 


3 
BMC 

2 REL 


5 
INC 

2 DIR 


3 
INCA 

1 INH 


3 
INCX 

1 INH 


6 
INC 

2 1X1 


6 
INC 




2 
RSP 




2 
JMP 

2 DIR 


3 
JMP 
3 EXT 


4 
JMP 
3 . 1X2 


3 
JMP 
2 1X1 


JMP 

1 IX 


c 

1100 


D 

1101 


BRCLR6 
3 BTB 


6 
BCLR6 
2 BSC 


BMS 

2 REL 


TST 

2 DIR 


3 
TSTA 

1 INH 


3 
TSTX 

1 INH 


5 
TST 
2 1X1 


TST 




NOP 


6 

BSR 

2 REL 


5 

JSR 

2 DIR 


- ■ T 
JSR 

3 EXT 


JSR 

3 1X2 


JSR 

2 1X1 


JSR 

1 IX 


D 
1101 


E 

1110 


BRSET7 
3 BTB 


BSET7 
2 BSC 


3 
BIL 
2 REL 












STOP 

1 INH 




2 
LDX 

2 IMM 


3 

LDX 

2 DIR 


4 
LDX 

3 EXT 


5 
LDX 

3 1X2 


LDX 

2 1X1 


3 
LDX 

1 IX 


E 
1110 


F 


BRCLR7 
3 BTB 


BCLR7 
2 BSC 


BIH 

2 REL 


5 
CLR 

2 DIR 


CLRA 


CLRX 

1 INH 


6 

CLR 

2 1X1 


5 

CLR 


2 
WAIT 


2 
TXA 

1 INH 




SIX 

2 DIR 


T 

STX 

3 EXT 


6 
STX 

3 1X2 


6 
STX 
2 1X1 


STX 


F 
nil 



o 

00 

o 

CJ1 

O 



Abbraviations for Address Modes 

INH Inherent 

A Accumulator 

X Index Register 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

1X2 Indexed, 2 Byte 116-Bit) Offset 




Cycles 



Opcode in Hexadecimal 
Opcode In Binary 

Address Mode 
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TABLE 10 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


z 


c 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


* 


A 


A 




AND 




X 


X 


X 




X 


X 


X 










A 


A 




ASL 


X 




X 






X 


X 












A 


A 




ASR 


X 




X 






X 


X 












A 


A 




BCC 










X 






















BCLR 


















X 














BCS 










X 












• 




• 






BEQ 










X 
















• 






BHCC 










X 






















BHCS 










X 






















BHI 










X 
















• 






BHS 










X 






















BIH 










X 












• 






• 




BIL 










X 
















• 






BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 


















• 




BMC 










X 














• 








BMI 










X 






















BMS 










X 






















BNE 










X 












• 


• 


• 






BPL 










X 














• 








BRA 










X 






















BRN 










X 






















BRCLR 




















X 




• 




• 




BRSET 




















X 


• 










BSET 


















X 














BSR 










X 
















• 






CLC 


X 






























CLI 


X 






























CLR 


X 




X 






X 


X 








• 







1 




CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


DEC 


X 




X 






X 


X 












A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 










A 


A 


• 


INC 


X 




X 






X 


X 












A 


A 


• 


JMP 






X 


X 




X 


X 


X 










• 


• . 


• 


JSR 






X 


X 




X 


X 


X 










• 


• 


• 


LDA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 




A 


A 


• ' 


LSI 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEG 


X 




X 






X 


X 








• 


* 


A 


A 


A 


NOP 


X 




















• 


• 


• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 










• 


A 


A 


A 


ROR 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 


























• 


• 


RTI 


X 




















> 


> 


> 


> 


? 


RTS 


X 


























• 


• 


SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 


























• 


1 


SEI 


X 


























• 


• 


STA 






X 


X 




X 


X 


X 












A 


• 


STOP 


X 



























• 


• 


STX 






X 


X 




X 


X 


X 












A 


• 


SUB 




X 


X 


X 




X 


X 


X 












A 


A 


SWI 


X 


























• 


• 


TAX 


X 




















* 


* 


* 


* 


* 


TST 


X 




X 






X 


X 














A 


• 


TXA 


X 


























• 


• 


WAIT 


X 




















• 


^ 




• 


• 



Condition Code Symbols 

H Half Carry (From Bit 3) 

I Interrupt Mask 

N Negative (Sign Bit) 

Z Zero 

C Carry/ Borrow 



Test and Set if True, Cleared Otherwise 

Not Affected 

Load CC Register From Stack 

Cleared 

Set 



B 
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a 



INDEXED, 8-BIT OFFSET 

Here the EA is obtained by adding the contents of the byte 
following the opcode to that of the index register; therefore, 
the operand is located anywhere within the lowest 511 
nnemory locations. For example, this mode of addressing is 
useful for selecting the mth element in an n element table. All 
instructions are two bytes. The contents of the index register 
(X) is not changed. The contents of (PC+ 1) is an unsigned 
8-bit integer. One byte offset indexing permits look-up tables 
to be easily accessed in either RAM or ROM. 
EA=X-l-(PC-l-1); PC-^PC-t-2 
Address Bus High-^K; Address Bus Low-^X-i- (PC-n 1) 

Where: 

K = The carry from the addition of X-H (PC-i- 1) 

INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode, the effec- 
tive address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code. This addressing mode can be used in a manner similar 
to indexed 8-bit offset, except that this three byte instruction 
allows tables to be anywhere in memory (e.g., jump tables in 
ROM). As with direct and extended, the M6805 assembler 
determines the most efficient form of indexed offset; 8-or 
16-bit. The contents of the index register are not changed. 
EA = X-H[(PC-Hl):(PC-i-2))]; PC-PC-h3 
Address Bus High-^(PC-t- 1)-i- K; 
Address Bus Low-^X-i- (PC + 2) 

Where; 

K = The carry from the additon of X -n ( PC -i- 2) 

RELATIVE 

Relative addressing is only used in branch instructions. In 
relative addressing, the contents of the 8-bit signed byte 
following the opcode (the offset) are added to the PC if and 
only if the branch condition is true. Otherwise, control pro- 



ceeds to the next instruction. The span of relative addressing 
is limited to the range of - 126 to -1-129 bytes from the 
branch instruction opcode location. The Motorola assembler 
calculates the proper offset and checks to see if it is within 
the span of the branch. 

EA=PC-i-2-H(PC-t-1); PC-^EA if branch taken; 
otherwise, EA= PC-^PC-i-2 

BIT SET/CLEAR 

Direct addressing and bit addressing are combined in in- 
structions which set and clear individual memory and I/O 
bits. In the bit set and clear instructions, the byte is specified 
as a direct address in the location following the opcode. The 
first 256 addressable locations are thus accessed. The bit to 
be modified within that byte is specified with the first three 
bits of the opcode. The bit set and clear instructions occupy 
two bytes, one for the opcode (including the bit number) and 
the other to address the byte which contains the bit of 
interest. 

EA=(PC-h1); PC — PC + 2 
Address Bus High-^0; Address Bus Low^(PC+1) 

BIT TEST AND BRANCH 

Bit test and branch is a combination of direct addressing, 
bit set/clear addressing, and relative addressing. The actual 
bit to be tested, within the byte, is specified within the low 
order nibble of the opcode. The address of the data byte to 
be tested is located via a direct address in the location 
following the opcode byte (EA1). The signed relative 8-bit 
offset is in the third byte (EA2) and is added to the PC if the 
specified bit is set or cleared in the specified memory loca- 
tion. This single three byte instruction allows the program to 
branch based on the condition of any bit in the first 256 loca- 
tions of memory. 

EA1 = (PC-Hl) 

Address Bus High — 0; Address Bus Low — (PC -i- 1) 

EA2=PC-H3+(PC-t-2); PC — EA2 if branch taken; 

otherwise, PC- PC -n 3 
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MOTOROLA 



Product Preview 



UNIVERSAL MICROPROCESSOR POWER SUPPLY 
CONTROLLER 



The TCA5600 is a versatile power supply control circuit for 
microprocessor based systems and mainly intended for auto- 
motive applications and battery powered instruments. To cover 
a wide range of applications, the device offers high circuit flexi- 
bility with minimum of external components. 

Functions included in this IC are a temperature compensated 
voltage reference, on chip dc/dc converter, programmable and 
remote controlled voltage regulator, fixed 5.0 V supply voltage 
regulator with external PNP power device, undervoltage detection 
circuit, power-on RESET delay and watchdog feature for safe and 
hazard free microprocessor operations. 

• 6.0 to 30 V Operation Range 

• 2.5 V Reference Voltage Accessible for Other Tasks 

• Fixed 5.0 V ± 4% Microprocessor Supply Regulator Including 
Current Limitation, Overvoltage Protection and Undervoltage 
Monitor 

• Programmable 6.0 to 30 V Voltage Regulator Exhibiting High 
Peak Current (150 mA), Current Limiting and Thermal Protection 

• Two Remote Inputs to Select the Regulator's Operation Mode: 
OFF, 5.0 V, 5.0 V Standby and Programmable Output Voltage 

• Self Contained dc/dc Converter Fully Controlled By the Pro- 
grammable Regulator to Guarantee Safe Operation Under All 
Working Conditions 

• Programmable Power-On RESET Delay 

• Watchdog Select Input 

• Negative Edge Triggered Watchdog Input 

• Low Current Consumption in the Vcd Standby Mode 

• All Digital Control Ports are TTL- and MOS-Compatible 
APPLICATIONS INCLUDE 

• Microprocessor Systems with E^PROMs 

• High Voltage Crystal and Plasma Displays 

• Decentralized Power Supplies in Computer and Telecommuni- 
cation Systems 



RECOMMENDED OPERATION CONDITIONS 



TCA5600 
TCF5600 



Characteristic 


Symbol 


IVIin 


IVIax 


Unit 


Power Supply Voltage 


vcci 

VCC2 


5.0 
5.5 


30 
30 


V 


Collector Current 


ic 


— 


800 


mA 


Output Voltage 


Vout2 


6.0 


30 


V 


Reference Source Current 


Iref 





2.0 


mA 



UNIVERSAL MICROPROCESSOR 
POWER SUPPLY CONTROLLER 

SILICON MONOLITHIC 
INTEGRATED CIRCUITS 




PLASTIC PACKAGE 
CASE 707-02 



i 



PIN 


CONNECTIC 


)NS 

is] WDS 


RESET |j_ 


• 


Vouti Sense [T 




TtJ Delay 


Vcci [T 




Te] loutl Sense 


WDI [7 




"is] Base Drive 


Vref[r 




TI] Vcc2 


INH1 [T 
Vout2 Prog IX 




Ts] Gnd 
— 1 Current 
— 1 Sense 


Vout2 Output |T 

Converter i — 

Output Lo- 




n] INH2 

— -| Converter 

— 1 Input 


llop View) 



ORDERING INFORMATION 



Device 


Operating Junction 
Temperature Range 


Package 


TCA5600 


Oto -1-1 25X 


Plastic DIP 


TCF5600 


-40 to -H50°C 


Plastic DIP 



This document contains information on a product under de 
right to change or discontinue this product without notice. 



slopment. Motorola reserves the 
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MAXIMUM RATINGS (Ta = +25°C unless otherwise noted, Note 1) 



I 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage (Pin 3, 14) 


VCCI. VCC2 


35 


Vdc 


Base Drive Current (Pin 15) 


IB 


20 


mA 


Collector Current (Pin 10) 


ic 


1.0 


A 


Forward Rectifier Current (Pin 10-Pin 9) 


If 


1.0 


A 


Logic Inputs INH1, INH2, WDS 
(Pin6, 11, 18) 


VjNP 


-0.3 V to Vcci 


Vdc 


Logic Input Current WDI (Pin 4) 


IWDI 


±0.5 


mA 




Ires 


10 


mA 


Output Sink Current RESET (Pin 1) 


Analog Inputs (Pin 2) 
(Pin 7) 


— 


-0.3 to 10 
-0.3 to 5.0 


V 


Reference Source Current (Pin 5) 


Iref 


5.0 


mA 


Power Dissipation (Note 2) 
Ta = +75^ TCA5600 
Ta = +85^ TCF5600 


Pd 


500 
650 


mW 


Thermal Resistance (Junction to Air) 


ReJA 


100 


°C/W 


Operating Temperature Range 
TCA6600 
TCF5600 


Ta 


to +75 
-40 to +85 


°C 


Operating Junction Temperature 
TCA5600 
TCF5600 


Tj 


+ 125 
+ 150 


"C 


Storage Temperature Range 


Tstg 


-65 to +150 


"C 



NOTES: 

1. Values beyond which damage may occur. 

2. Derate at 10 mW/°C for junction temperature above +75°C (TCA5600). 
Derate at 10 mW/°C for junction temperature above +85°C (TCF5600). 



FUNCTIONAL BLOCK DIAGRAM 



DC O 



Inhibit 2 
(INH2) 



Inhibit 1 
(INH1) 

Supply 
Voltage Vcci 



RESET 



3 






10 




■^ 


r— 


2 




1 




8* 




7 

1 




'16 










1 


1* P" 






1 




-1 


dc/dc 
Converter 




Current 
Limit "* 


Voltage 
Protection 




A 


^^1— ^ 
fii 


L 




i 


i 


♦ 




i 






. 






■ 




p. 1 


-1 








mN ^5 
















^ 2 




Reference 
2.5V 




Thermal 
Shut-Down 




. r 


>-WVi 


- Com 






' 






i 




L-<^ 


n 


' 








i 


- 


Delay Circuit 




Watchdog 


^ 




< > 










X 












; 


^ 




1 






Como. 1 


r-1 1 


p. II 




17 




lis 


4 








5 


13 


— 







PNP 
Base Drive 

Vouti Sense 





o Q 


2> 


> ID 








5 0) 


5 1 
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ELECTRICAL CHARACTERISTICS (Vcci = Vcc2 = 12 V; Tj = 25°C; Vef = 0; IquH = (Note 3); Rsc = 0.5 n; INH1 = 

"High"; INH2 = "High"; WDS = "High"; lout2 = (Note 4); if not otherwise specified) 



Characteristic | Figure | Symbol 


Min 


Typ 


Max 


Unit 


REFERENCE SECTION 


Nominal Reference Voltage 


1 


Vref nom 


2.42 


2.5 


2.58 


V 


Reference Voltage 
Iref = 0.5 mA, T|ow « Tj s Thigh (Note 5), 
6.0 Vs; Vcci « 18 V 




Vref 


2.4 




2.6 


V 


Line Regulation (6.0 V « Vcc2 « 18 V) 




Regiine 


— 


2.0 


15 


mV 


Average Temperature Coefficient 
Tjow « Tj s Thigh (Note 5) 


2 


AVref 
ATj 


— 


— 


+ /-0.5 


mV/X 


Ripple Rejection Ratio 
f = 1.0 kHz, Vsin = 1.0 Vpp 


3 


RR 


60 


70 


— 


dB 


Output Impedance 
« Iref « 2.0 mA 




zo 


— 


1.0 


— 


Ohm 


Standby Current Consumption 
VcC2 = Open 


4 


icci 


— 


3.0 


— 


mA 



NOTES: 

3. The external PNP power transistor satisfies the following nninimum specifications: 

hpE s 60 at Ic = 500 nnA and VcE = 5.0 V; VcE(sat) "^ 300 mV at Ib = 10 mA and Ic = 300 mA 

4. Regulator Vout2 programmed for nominal 24 V output by means of R4, R5 (see Figure 1) 

5. T|ow = O-C for TCA5600; T|ow = -40°C for TCF5600. 
Thigti = 125°CforTCA5600; Thigh = 150°C for TCF5600. 



i 



5.0 V MICROPROCESSOR VOLTAGE REGULATOR SECTION 



Nominal Output Voltage 




Voutl(nom) 


4.8 


5.0 


5.2 


V 


Output Voltage 
5.0 mA s; IquiI =s 300 mA, T|ow « Tj =s Thigh (Note 5) 
6.0 V=s VcC2 =s 18 V 


5 
6 


Vouti 


4.75 


— 


5.25 


V 


Line Regulation (6.0 V s; Vcc2 « 18 V) 




Regiine 


— 


10 


50 


mV 


Load Regulation (5.0 mA « IquiI * 300 mA) 




Regioad 


— 


20 


100 


mV 


Base Current Drive (Vcc2 = 60 V, V15 = 4.0 V) 




IB 


10 


15 


— 


mA 


Ripple Rejection Ratio 
f = 1.0 kHz, Vsin = 1.0 Vpp 


3 


RR 


50 


65 


— 


dB 


Undervoltage Detection Level (Rsc = ^0 SI) 


7 


V|ow 


4.5 


0.93 X Vputl 


— 


V 


Current Limitation Threshold (Rsc = ^0 1!) 




Vrsc 


210 


250 


290 


mV 


Average Temperature Coefficient 
Tlow « Tj s Thigh (Note 5) 




AVoMtl 
ATj 


— 


— 


±1.0 


mV/°C 
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Characteristic 



Figure Symbol 



Typ 



IVIax 



PROGRAMIVIABLE VOLTAGE REGULATOR SECTION (Note 6) 



a 



Nominal Output Voltage 




Vout2(nom) 


23 


24 


25 


V 


Output Voltage 
1.0 mA « lout2 « 100 mA, T|ow =s Tj ss Thjqh (Notes 5, 7) 


8 


Vout2 


22.8 


— 


25.2 


V 


Load Regulation 1.0 mA « lout2 *= 100 mA (Note 7) 




Regioad 


— 


40 


200 


mV 


DC Output Current 




lout2 


100 


— 


— 


mA 


Peak Output Current (Internally Limited) 




'out2 p 


150 


200 


— 


mA 


Ripple Rejection Ratio 
f = 20 kHz, V = 0.4 Vpp 




RR 


45 


55 


— 


dB 


Output Voltage (Fixed 5.0 V) 
1.0 mA « lout2 « 20 mA, T|ow « Tj s Thjgh, 
INH1 = "High" (Note 5) 




Vout2(5.0V) 


4.75 




5.25 


V 


OFF State Output Impedance (INH2 = "Low") 




Routi 


— 


10 


— 


kn 


Average Temperature Coefficient 
T|ow « Tj « Thigh (Note 5) 




AVout2 
ATjVout2 


— 


— 


±0.25 


mV/°C V 



NOTES: 

6. Vg = 28 V, INH1 = "Low" for this Electrical Characteristic section unless otherwise specified. 

7. Pulse tested tp s 300 ^is 

DC/DC CONVERTER SECTION 



Collector Current Detection Level "High" 
Rc = 10 k "Low" 


9 


Vi2(H) 
Vi2(L) 


350 


400 
50 


450 


mV 


Collector Saturation Voltage 
IC = 600 mA (Note 7) 


10 


VcE(sat) 


— 


— 


1.6 


V 


Rectifier Forward Voltage Drop 
If = 600 mA (Note 7) 


11 


Vf 


— 


— 


1.4 


V 



WATCHDOG AND RESET CIRCUIT SECTION 



Threshold Voltage "High" 
(static) "Low" 




VC5(H) 
VC5(L) 


— 


2.5 
1.0 


- 


V 


Current Source Tjow * Tj s Thjqh (Note 5) 
Power-Up RESET 
Watchdog Time Out 
Watchdog RESET 




IC5 


-1.8 


-2.5 

5xlc5 

-50xlc5 


-3.2 


HA 


Watchdog Input Voltage Swing 




VWDI 


— 


— 


±5.5 


V 


Watchdog Input Impedance 




n 


12 


15 


— 


kn 


Watchdog Reset Pulse Width (C8 = 1.0 nF) (Note 9) 




V 


- 


— 


10 


/XS 



DIGITAL PORTS: WDS, INH 1, INH 2, RESET (Note 8) 



Input Voltage Range 




V|NP 


— 


- 


-0.3 to 

Vcci 


V 


Input HIGH Current 
2.0 V « V|H « 5.5 V 
5.5 V « V|H « Vcci 




l|H 


- 


- 


100 
150 


mA 


Input LOW Current 

-0.3 V « V|L « 0.8 V for INH1, INH2, 
-0.3Vs: ViLs; 0.4 V for WDS 




l|L 


- 


- 


-100 


^A 


Leakage Current Immunity (INH2, High "Z" State) 


12 


iz 


±20 


— 


— 


IxA 






Vol 


— 


— 


0.4 


V 


Output LOW Voltage RESET (Iql = 6.0 mA) 


Output HIGH Current RESET (Vqh = 5.5 V) 




VOH 


— 


— 


20 


mA 



NOTES: 

8. Temperature range T|ovv ^ Tj s Thigh applies to this Electrical Characteristics section. 

9. For test purposes, a negative pulse is applied to Pin 4 ( - 2.5 V 3 V4 3 - 5.5 V). 
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TYPICAL CHARACTERISTICS 

FIGURE 1 — REFERENCE VOLTAGE versus SUPPLY VOLTAGE 

1 — t — t 
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FIGURE 2 — REFERENCE STABILITY versus TEMPERATURE 
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FIGURE 3 — RIPPLE REJECTION versus FREQUENCY 
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FIGURE 4 — STAND-BY CURRENT versus SUPPLY VOLTAGE 
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FIGURE 5 — POWER-UP BEHAVIOR OF THE 5.0 V REGULATOR 
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FIGURE 6 — FOLDBACK CHARACTERISTICS OF THE 5.0 V REGULATOR 
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FIGURE 7 — UNDERVOLTAGE LOCKOUT CHARACTERISTICS 



















































/ 






^ A 












y 








O 




















CC -) 










i 


t 








cc 




















n 


/^ 




















oVoutI 



1.0 2.0 3.0 4.0 5.0 6.0 7.C 

Voutl. OUTPUT VOLTAGE (V) 



FIGURE 8 — OUTPUT CURRENT CAPABILITY OF THE PROGRAMMING REGULATOR 
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FIGURE 9 — COLLECTOR CURRENT DETECTION LEVEL 
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FIGURE 10 — POWER SWITCH CHARACTERISTICS 
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FIGURE 11 — RECTIFIER CHARACTERISTICS 
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FIGURE 12 — INH 2 LEAKAGE CURRENT IMMUNITY 
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APPLICATIONS INFORMATION 
(See Figure 18) 



1. VOLTAGE REFERENCE V^ef 

The voltage reference V^ef is based upon a highly 
stable bandgap voltage reference and is accessible on 
Pin 5 for additional tasks. This circuit part has its own 
supply connection on Pin 3 and is therefore able to 
operate in standby mode. The RC network R3, C6 im- 
proves the ripple rejection on both regulators. 

2. DC/DC CONVERTER 

The dc/dc converter performs according to the fly 
back principle and does not need a time base circuit. 
The maximum coil current is well defined by means of 
the current sensing resistor R1 under all working con- 
ditions (start-up phase, circuit overload, wide supply 
voltage range and extreme load current change). Figure 
13 shows the simplified converter schematic: 

FIGURE 13 — SIMPLIFIED CONVERTER SCHEMATIC 



FIGURE 14 — VOLTAGE AND CURRENT WAVEFORM ON 
THE COIL (not to scale) 
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A simplified method on "how to calculate the coil in- 
ductance" is given below. The operation point at min. 
supply voltage (Vcc2) ^'^^ max. output current (lout2) 
for a fixed output voltage (Vout2' determines the coil 
data. Figure 14 shows the typical voltage and current 
wave forms on the coil LI (coil losses neglected). 

The equations (1) and (2) yield the respective coil volt- 
age Vl - and Vl + (see Figure 14): 

Vl+ = Vout2 + ^V(p|n 9 - Pin 8) + ^F - Vcc2(1) 
Vl- = Vcc2 - VcE(sat) ^ Vi2(H) (2) 

(AV(p|p 9 _ pjn 8): input/output voltage drop of the 

regulator, 2.5 V typical) 

(Vp, VcE(sat)' Vl2(H)- see electrical characteristics) 



The time ratio a for the charging time to dumping time 
is defined by equation (3): 



(3) 



The coil charging time ti is found using equation (4) 
1 



tl = 



(1 



1, 



(4) 



f 



(f : min. oscillation frequency which should be chosen 
above the audio frequency band (e.g. 20 kHz)) 

Knowing the dc output current lout2 °f ^^^ programm- 
able regulator, the peak coil current iL(peak) '-^'^ "^"^ 
be calculated: 



iL(peak) = 2 • lout2 ' C + 



(5) 



The coil inductance LI of the nonsaturated coil is given 
by equation (6): 



tl 



L(peak) 



Vl- 



(6) 



The formula (6a) yields the current sensing resister R1 
for a defined peak coil current iL(peak)' 



R1 



M2(H) 



L(peak) 



(6a) 
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In order to limit the by-pass current through capacitor 
C7 during the energy dumping phase the value C2>>C7 
should be implemented. 

For all other operation conditions, the feedback signal 
from the programmable voltage regulator controls the 
activity of the converter. 

3. PROGRAMMABLE VOLTAGE REGULATOR 

This series voltage regulator is programmable by the 
voltage divider R4, R5 for a nominal output voltage 
6.0 V « Vout2 ^ 30 V. 



R4 = 
(R5 



(Vout2 ~ ^ref nom) " R5 

^ref nom 
- 10k,Vrefnom = 2.5 V) 



(7) 



a 



Current limitation and thermal shutdown capability are 
standard features of this regulator. The voltage drop 
^^(Pin 9 - Pin 8) across the series pass transistor gen- 
erates the feedback signal to control the dc/dc converter 
(see Figure 13). 

4. CONTROL INPUTS INH1, INH2 

The dc/dc converter and/or the regulator VQ|jt2 ^'^^ 
remote controllable through the TTL, MOS compatible 
inhibit inputs INH1 and INH2 where the latter is a 3-level 
detector (Logic "0", high impedance "Z", Logic "1"). 
Both inputs are setup to provide the following truth 
table: 

FIGURE 15 — INH1, INH2 TRUTH TABLE 



Mode 


INH1 


INH2 


Vout2 


dc/dc 


1 








OFF 


INT 


2 





High "Z" 


Vout2 


ON 


3 





1 


Vout2 


INT 


4 


1 





OFF 


INT 


5 


1 


High "Z" 


5,0 V 


ON 


6 


1 


1 


5.0 V 


INT 



INT: Intermittent operation of the converter means that the 
converter operates only if Vcc2<Vout2- 

ON: The converter loads the storage capacitor C2 to its full 
charge (Vg = 33 V), allowing fast response time of the 
regulator VgutZ when addressed by the control software. 

OFF: High impedance (internal resistor 10 k to ground) 

Figure 16 represents a typical timing diagram for an 
E^PROM programming sequence in a microprocessor 
based system. The high "Z" state enables the dc/dc 
converter to ramp during t3 to the voltage Vg at Pin 9 
to a high level before the write cycle takes place in the 
memory. 

5. MICROPROCESSOR SUPLY REGULATOR 

Together with an external PNP power transistor (Q1 ), 
a 5.0 V supply exhibiting low voltage drop is obtained 
to power microprocessor systems and auxilliary cir- 
cuits. Using a power Darlington with adequate heat sink 
in the output stage boosts the output current Igutl 
above 1 amp. 



FIGURE 16 — TYPICAL E2pR0M PROGRAMMING 
SEQUENCE (not to scale) 
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The current limitation circuit measures the emitter 
current of Q1 by means of the sensing resistor Rsc- 



Rsc = 



vrsc 



(8) 



(1^: emitter current of Q1) 

(Vpsc^ threshold voltage (see electrical characteristics)) 

The voltage protection circuit performs a fold-back char- 
acteristic above a nominal operating voltage 
Vcc2^18V. 

6. DELAY AND WATCHDOG CIRCUIT 

The under voltage monitor supervises the power sup- 
ply Vouti and releases the delay circuit RESET as soon 
as the regulator output reaches the microprocessor op- 
erating range (e.g. Vlqw ^ 0-93 ' Voutl(nom))- The 
RESET output has an open-collector and may be con- 
nected in a "wired-OR" configuration. 

The watchdog circuit consists of a retriggerable 
monostable with a negative edge sensitive control input 
WDI. The watchdog feature may be disabled by means 
of the watchdog select inputWDS driven to a "1". Figure 
17 displays the typical RESET timing diagram. 

The commuted current source 1^5 on Pin 17, thresh- 
old voltag e Vc5([_ ), Vq5(|-|) and an external capacitor C5 
define the RESET delay and the watchdog timing. The 
relationship of the timing signals are indicated by the 
equations (9) to (11). 



RESET delay: 

Watchdog time- 
out: 



td 



^wd 



C5 • Vc5(H) 



C5l 



(9) 



C5 • (VC5(H) - VC5(L)) 



5-lc5 (10) 

t ^ C5 • (Vc5(H) - VC5(L)) 

Watchdog RESET: "^ 50 ■ !lC5l C''* 

"C5' ^C5(H)' ^C5(L)' s^® electrical characteristics.) 
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FIGURE 17 — TYPICAL RESET TIMING DIAGRAM 
(not to scale) 




i 



(a) Watchdog inhibited, WDS = "1" 

(b) Watchdog operational, WDS = "0" 



FIGURE 18 — TYPICAL AUTOMOTIVE APPLICATION 
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MECHANICAL DATA 



The package availability for each device is indicated on the front page of 
the individual data sheets. Dimensions for the packages are given in this 
chapter. 



8-PIN PACKAGE 



PLASTIC PACKAGE 
CASE 626-04 




^ ,^ ^ ^ 




) 

P 


B 

1 


V ^ 'uJ KJ 

A 






NOTES: 

1. LEADPOSITIONALTOLERANCE: 
|-$-|£ 0.13 (0.005) ® I T I A (M) I B @] 

2. DIMENSION "L"TO CENTER OF 
LEADS WHEN FORMED PARALLEL 



3. PACKAGE CONTOUR OPTIONAL 
(ROUND OR SQUARE CORNERS). 

4. DIMENSIONS A AND B ARE DATUMS. 

5. DIMENSIONING AND TOLERANCING 
PERANSI YU.5, 1973. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


9.40 


10.16 


0.370 


0.400 


B 


6.10 


6.60 


0.240 


0.260 


C 


3.94 


4.45 


0.155 


0.175 


D 


0.38 


0.51 


0.015 


0.020 


F 


1.02 


1.52 


0.040 


0.060 


G 


2.54 BSC 


0.100 BSC 


H 


0.76 


1.27 


0.030 


0.050 


J 


0.20 


0.30 


0.008 


0.012 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.62 BSC 


0.300 BSC 


M 


- 


10° 


- 


10° 


N 


0.51 


0.76 


0.020 


0.030 



I 



B14-PIN PACKAGE 



A A A A A A A 




14 8 


t 


? 


1 

B 


V V V V V V V 

U A 


\ 



PLASTIC PACKAGE 
CASE 646-05 



Note 4 




NOTES: 

1. LEADSWITHIN0.13mm 
(0.005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION. 

2. DIMENSION "L" TO 
CENTER OF LEADS 
WHEN FORMED 
PARALLEL. 



3. DIMENSION "B" DOES NOT 
INCLUDE MOLD FLASH. 

4. ROUNDED CORNERS OFTIONAL 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


18.16 


19.56 


0.715 


0.770 


B 


6.10 


6.60 


0.240 


0.260 


C 


4.06 


5.08 


0.160 


0.200 


D 


0.38 


0.53 


0.015 


0.021 


F 


1.02 


1.78 


0.040 


0.070 


G 


2.54 BSC 


0.100 BSC 1 


H 


1.32 


2.41 


0.052 


0.095 


i 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.62 BSC 


0.300 BSC 


M 


QO 


100 


Of 


lOo 


N 


0.51 


1.02 


0.020 


0.040 



4-3 



MECHANICAL DATA (Continued) 



16-PIN PACKAGE 



PLASTIC PACKAGE 
CASE 648-05 



nnnnn^nn 




16 9 

) 
IP 


t 

B 

1 


uuuuuuuu^ 

A 





OPTIONAL LEAD 
CONFIG. (1,8,9,& 16) 

NOTE 5 



_ _ 

i. 


IMl 


L_ 


— IUd 


: 1^^ 


\ Ni 


\ kI 

SEATING 
PLANE 



^ 



-^l — , M -J U- 



a 



NOTES: 

1. LEADS WITHIN 0.13 mm 
(0.005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION. 

2. DIMENSION "L" TO 
CENTER OF LEADS 
WHEN FORMED 
PARALLEL. 



3. DIMENSION "B" DOES NOT 
INCLUDE MOLD FLASH. 

4. "F" DIMENSION IS FOR FULL 
LEADS. "HALF" LEADS ARE 
OPTIONAL AT LEAD POSITIONS 
1,8, 9, and 16). 

5. ROUNDED CORNERS OPTIONAL. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


18.80 


21.34 


0.740 


0.840 


B 


6.10 


6.60 


0.24C 


0.260 


C 


4.06 


5.08 


0.160 


0.200 


D 


0.38 


0.53 


0.015 


0.021 


F 


1.02 


1.78 


0.040 


0.070 


G 


2.54 BSC 


0.100 BSC 1 


H 


0.38 


2.41 


0.015 


0.095 


•» 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.62 BSC 


0.300 BSC 


M 


QO 


10O 


0° 


10° 


N 


0.51 


1.02 


0.020 


0.040 



hnnnnnnn 



uuuuuuuu 



CERAMIC PACKAGE 
CASE 620-02 





NOTES: 



LEADS WITHIN 0.13 mm (0.005) RADIUS 
OF TRUE POSITION AT SEATING PLANE 
AT MAXIMUM MATERIAL CONDITION 
PKG. INDEX: NOTCH IN LEAD 
NOTCH IN CERAMIC OR INK DOT 



DIM "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL 



DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


19.05 


13.81 


0.750 


0.780 


B 


6.22 


6.98 


0.245 


0.275 


C 


4.06 


5.08 


0.160 


0.200 


D 


0.38 


0.51 


0.015 


0.020 


F 


1.40 


1.65 


0.055 


0.065 


G 


2.54 BSC 


0.100 BSC 1 


H 


0.51 


1.14 


0.020 


0.045 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4.06 


0.125 


0.160 


L 


7.37 


7.87 


0.290 


0.310 


M 


_ 


150 


_ 


150 


N 


0.51 


1.02 


0.020 


0.040 
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MECHANICAL DATA (Continued) 



18-PIN PACKAGE 



PLASTIC PACKAGE 
CASE 707-02 



nr^f^nnrinriri 




18 10 
) 

Q 


t 

B 

\ 


uuuuuuuuu 

A 







1 


„t 


F 


^ JoU^'-'V 


=^ ' 


EATING PLANE 



NOTES: 
1. 



~-J 



POSITIONAL TOLERANCE OF LEADS (0), 
SHALL BE WITHIN 0.25mm(0.010) AT 
MAXIMUM MATERIAL CONDITION, IN 
RELATION TO SEATING PLANE AND 
EACH OTHER. 

DIMENSION L TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 
DIMENSION B DOES NOT INCLUDE 
MOLD FLASH. 




J AW 



DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


22.22 


23.24 


0.875 


0.915 


B 


6.10 


6.60 


0.240 


0.260 


C 


3.56 


4.57 


0.140 


0.180 


D 


0.36 


0.56 


0.014 


0.022 


F 


1.27 


1.78 


0.050 


0.070 


G 


2.54 BSC 


0.100 BSC 1 


H 


1.02 


1.52 


0.040 


0.060 


J 


0.20 


0.30 


0.008 


0.012 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.62 BSC 


0.30( BSC 1 


M 


0° 


15" 


0" 


15" 


N 


0.51 


1.02 


0.020 


0.040 



D 
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MECHANICAL DATA (Continued) 



20-PIN PACKAGE 



PLASTIC PACKAGE 
CASE 738-02 



1^ 


n n 


n 


n 


n 


n 


n 


r^ 


n 




-V- 

) 
















" 


B 



















10 





■SI 




_JU 



D 



NOTES: 

1. dimGaD is datum. 

2. positional tol for leads; 

|-^|0 0.25(0.010)®|t|A®| 

3. HD IS SEATING PLANE. 

4. DIM "B" D OES NOT INCLUDE MOLD FLASH. 

5. DIM [!□ TO CENTER OF LEADS WHEN 
FORMED PARALLEL 

6. DIMENSIONING AND TOLERANCING 
PER ANSI Y14.5, 1973. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


25.65 


27.18 


1.010 


1.070 


B 


6.10 


6.60 


0.240 


0.260 


C 


3.94 


4.57 


0.155 


0.180 


D 


0.38 


0.56 


0.015 


0.022 


F 


1.27 


1.78 


0.050 


0.070 


G 


2.54 BSC 


0.100 BSC 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.79 


3.56 


0.110 


0.140 


L 


7.62 BSC 


0.300 BSC 


M 


0° 


150 


0° 


150 


N 


0.51 


1.02 


0.020 


0.040 



CERAMIC PACKAGE 
CASE 732-03 



f^AA 


A^ 




20 


11 




1 


10 




\}\JK} 

A 


__JJ^ 


B 







NOTES: 

1. LEADS WITHIN 0.25 mm (0.010) 
DIA.TRUE POSITION AT 
SEATING PLANE, AT MAXIMUM 
MATERIAL CONDITION. 

2. DIM LTD CENTER OF LEADS 
WHEN FORMED PARALLEL. 

3. DIM A AND B INCLUDES 
MENISCUS. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


23.88 


25.15 


0.940 


0.990 


B 


6.60 


7.49 


0.260 


0.295 


C 


3.81 


5.08 


0.150 


0.200 


D 


0.38 


0.56 


0.015 


0.022 


F 


1.40 


1.65 


0.055 


0.065 


G 


2.54 BSC 


0.100 BSC 


H 


0.51 


1.27 


0.020 


0.050 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4.06 


0.125 


0.160 


L 


7.62 BSC 


0.300 BSC 


M 


Oo 


15" 


OO 


150 


N 


0.25 


1.02 


0.010 


0.040 
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MECHANICAL DATA (Continued) 



24-PIN PACKAGE 



PLASTIC PACKAGE 
CASE 724-02 



-^ A ^ 




24 13 
P 


\ 

B 

\ 


h[- — 









SEATING PLANE 



NOTE: 

1. LEADS, TRUE POSITIONED WITHIN 
0.25 mm (0.010) DIA AT SEATING 
PLANE AT MAXIMUM MATERIAL 
CONDITION (DIM D). 



WL 




k" 



DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


31.24 


32.13 


1.230 


1.265 


B 


6.35 


6.86 


0.250 


0.270 


C 


4.06 


4.57 


0.160 


0.180 


D 


0.38 


0.51 


0.015 


0.020 


F 


1.02 


1.52 


0.040 


0.060 


G 


2.54 BSC 


0.100 BSC 


H 


1.60 


2.11 


0.063 


0.083 


J 


0.18 


0.30 


0.007 


0.012 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.37 


7.87 


0.290 


0.310 


M 


^ 


10° 


- 


10° 


N 


0.51 


1.02 


0.020 


0.040 



i 



CERAMIC PACKAGE 
CASE 623-05 



nnnnnnnnnnnn 




24 13 




) 


B 


1 12 


" 


UUUUUUUUUUULJ 

A A 



SEATING PLANE 





NOTES: 

1. DIM "L"TO CENTER OF 
LEADS WHEN FORMED 
PARALLEL. 

2. LEADS WITHIN 0.13 mm 
(0.005) RADIUS OF TRUE 
POSITLON AT SEATING PLANE 
AT MAXIMUM MATERIAL 
CONDITION. (WHEN FORMED 
PARALLEL). 



DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


31.24 


32.77 


1.230 


1.290 


B 


12.70 


15.49 


0.500 


0.610 


C 


4.06 


5.59 


0.160 


0.220 


D 


0.41 


0.51 


0.016 


0.020 


F 


1.27 


1.52 


0.050 


0.060 


G 


2.54 BSC 


0.100 BSC 1 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4,06 


0.125 


0,160 


L 


15.24 BSC 


0.600 BSC 


M 


OO 


15° 


0° 


150 


N 


0.51 


1.27 


0.020 


0.050 
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MECHANICAL DATA (Continued) 



28-PIN PACKAGES 



CERAMIC PACKAGE 
CASE 719-03 



28 




15 








) 






B 


1 





14 


, 




, 


A 


. 






hH k 



I 



NOTES: 

1. LEADS, TRUE POSITIONED WITHIN 
0.25 mm (0.010) DIAMETER (AT 
SEATING PLANE) AT MAXIMUM 
MATERiAJ. CONDITION. 

2. DIMENSION "L" TO CENTER OF 
LEADS WHEN FORMED PARALLEL. 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


35.20 


35.92 


1.386 


1.414 


B 


14.73 


15.34 


0.580 


0.604 


C 


3.05 


4.19 


0.120 


0.165 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.40 


0.030 


0.055 


G 


2.54 BSC 


0.100 BSC 


H 


0.76 


1.78 


0.030 


0.070 


J 


0.20 


0.30 


0.008 


0.012 


K 


2.54 


4.19 


0.100 


0.165 


L 


14.99 


15.49 


0.590 


0.610 


M 


- 


10O 


- 


10O 


N 


0.51 


1.52 


0.020 


0.060 



CERAMIC PACKAGE 
CASE 719-04 









B 


) 

o 








M 




o 




L 




_J 


A ► 






NOTES: 



LEADS, TRUE POSITIONED WITHIN 
0.25 mm (0.010) DIAMETER (AT 
SEATING PLANE) AT MAXIMUM 
MATERIAL CONDITION. 
DIMENSION "L"TO CENTER OF 
LEADS WHEN FORMED PARALLEL. 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


35.20 


35.92 


1.386 


1.414 


B 


14.73 


15.34 


0.580 


0.604 


C 


3.18 


5.08 


0.125 


0.200 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.40 


0.030 


0.055 


G 


2.54 BSC 


0.100 BSC 


H 


0.76 


1.78 


0.030 


0.070 


J 


0.20 


0.30 


0.008 


0.012 


K 


2.54 


4.57 


0.100 


0.180 


L 


14.99 


15.49 


0.590 


0.610 


M 


- 


lOo 


- 


lOo 


N 


0.61 


1.52 


0.020 


0.060 
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MECHANICAL DATA (Continued) 



28-PIN PACKAGES (Continued) 



PLASTIC PACKAGE 
CASE 710-02 



■^[^i^r^/Si^i^/^i'hr^i^i^r^i^ 




k,'yy>ji»''jiv'wy'u''M''ju'u' 



hI \g\— 



mmi 



D ^SEATING ^ I'-'V 



SEATING 

PLANE 



NOTES: 

1. POSITIONAL TOLERANCE OF LEADS (D), 
SHALL BE WITHIN 0.25nim(0.010) AT 
MAXIMUM MATERIAL CONDITION, IN 
RELATION TO SEATING PLANE AND 
EACH OTHER. 

2. DIMENSION L TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

3. DIMENSION B DOES NOT INCLUDE 
MOLD FLASH. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


36.45 


37.21 


1.435 


1.465 


B 


13.72 


14.22 


0.540 


0.560 


C 


3.94 


5.08 


0.155 


0.200 


D 


0.36 


0.56 


0.O14 


0.022 


F 


1.02 


1.52 


0.040 


0.060 


G 


2.54 BSC 


0.100 BSC 1 


H 


1.65 


2.16 


0.065 


0.085 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


15.24 BSC 


0.600 BSC 


M 


0" 


15" 


00 


15° 


N 


0.51 


1.02 


0.O2O 


0.040 



i 



CERPID PACKAGE 
CASE 733-03 




-J^ 



NOTES: 

1. DIM PaH IS DATUM. 

2. POSITIONALTOLFOR LEADS: 

I 4^ I ja 0.25(0.010)0^1 T I AHl 

3. m IS SEATING PLANE. 

4. DIM A AND B INCLUDES MENISCUS. 

5. DIM -L- TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

6. DIMENSIONING AND TOLERANCING 
PER ANSI Y14.5, 1973. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


36.45 


37.85 


1.435 


1.490 


B 


12.70 


15.37 


0.500 


0.605 


C 


4.06 


5.84 


0.160 


0.230 


D 


0.38 


0.56 


0.015 


0.022 


F 


1.27 


1.65 


0.050 


0.065 


G 


2.54 BSC 


0.100 BSC 1 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4.06 


0.125 


0.160 


L 


15.24 BSC 


0.600 BSC 1 


M 


5° 


15" 


50 


150 


N 


0.51 


1.27 


0.020 


0.050 



4-9 



MECHANICAL DATA (Continued) 



40-PIN PACKAGES 



CERAMIC PACKAGE 
CASE 715-05 






L- 




h 


-J 




\ 



B 



NOTES: 

1. niMENSIONGAD IS DATUM. 

2. POSITIONAL TOLERANCE FOR LEADS: 



j-^ 1 0.25 (0.010) @1t1a@] 

3. m IS SEATING PLANE. 

4. DIMENSION "L"TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

5. DIMENSIONING AND TOLERANCING 
PERANSI Y14.5, 1973. 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


50.29 


51.31 


1.980 


2.020 


B 


14.63 


15.49 


0.576 


0.610 


C 


2.79 


4.32 


0.110 


0.170 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.52 


0.030 


0.060 


G 


2.54 BSC 


0.100 BSC 


J 


0.20 


0.33 


0.008 


0.013 


K 


2.54 


4.57 


0.100 


0.180 


L 


14.99 


15.65 


rT590 


0.616 


M 


- 


10O 


- 


10O 


N 


1.02 


1.52 


0.040 


0.060 



CERAMIC PACKAGE 
CASE 715-06 





o 




t 






_ — ES- 







I II M II 1 II I I 

i i i i i i i i i i i i 1^ i 



TH 



-AU '' 



NOTES: 

1. DIMENSIONGaD IS DATUM. 

2. POSITIONAL TOLERANCE FOR LEADS: 



1-^ 1 0.25 (0.010) (m)|t|a@| 

3. m IS SEATING PLANE. 

4. DIMENSION "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

5. DIMENSIONING AND TOLERANCING 
PERANSI Y14.5, 1973. 




DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


50.29 


51.31 


1.980 


2.020 


B 


14.63 


15.49 


0.576 


0.610 


C 


3.18 


5.08 


G.125 


0.200 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.52 


0.030 


0.060 


G 


2.54 BSC 


O.IGOBSC 1 


J 


0.20 


0.33 


0.008 


0.013 


K 


2.54 


4.57 


0.100 


0.180 


L 


14.99 


15.65 


0.590 


0.616 


M 


- 


10O 


- 


lOo 


N 


1.02 


1.52 


0.040 


0.060 
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MECHANICAL DATA (Continued) 



40-PIN PACKAGES (Continued) 



PLASTIC PACKAGE 
CASE 711-03 




UUUk^lJk^U'JUIJUIJUUUU UUUU 



-i A 


Wmmmwmf- 




NOTES: 

1. POSITIONAL TOLERANCE OF LEADS (D), 
SHALL BE WITHIN 0.25 mm (0.010) AT 
MAXIMUM MATERIAL CONDITION, IN 
RELATION TO SEATING PLANE AND 
EACH OTHER. 

2. DIMENSION L TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

3. DIMENSION B DOES NOT INCLUDE 
MOLD FLASH. 



DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


51.69 


52.45 


2.035 


2.065 


B 


13.72 


14.22 


0.540 


0.560 


C 


3.94 


5.08 


0.155 


0.200 


D 


0.36 


0.56 


0.014 


0.022 


F 


1.02 


1.52 


0.040 


0.060 


G 


2.54 BSC 


0.100 BSC 1 


H 


1.65 


2.16 


0.065 


0.085 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


15.24 BSC 


0.600 BSC i 


M 


0° 


15" 


0" 


15° 


l\l 


0.51 


1.02 


0.020 


0.040 






CERDIP PACKAGE 
CASE 734^04 




^gI— —I I^F ^1^ 



NOTES: 

1. DIM A- IS DATUM. 

2. POSITIONALTOLERANCE FOR LEADS: 



I tl 00.25 (0.010 ) @|T I A(M) | 
3. PTIlSSEATKMGPLANE. 



DIM LTD CENTER OF LEADS WHEN 

FORMED PARALLEL. 

DIMENSIONS A AND B INCLUDE 

MENISCUS. 

DIMENSIONING AND TOLERANCING 

PER ANSI Y14.5, 1973. 



DIM 


MILLIMETERS 


INCHES 


MIIM 


MAX 


MIIM 


MAX 


A 


51.31 


53.24 


2.020 


2.096 


B 


12.70 


15.49 


0.500 


0.610 


C 


4.06 


5.84 


0.160 


0.230 


D 


0.38 


0.56 


0.015 


0.022 


F 


1.27 


1.65 


0.050 


0.065 


G 


2.54 BSC 


O.TOO BSC 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4.06 


0.125 


0.160 


L 


15.24 BSC 


0.600 BSC 


M 


5° 


150 


5° 


15° 


N 


0.51 


1.27 


0.020 


0.050 
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MECHANICAL DATA (Continued) 



40-PIN PACKAGES (Continued) 



CHIP CARRIER 
CASE 761-01 



PE 




^rG _[ 



B 






NOTES: 

1. OIMENSIONSA&RAREDATUMS. 

2. PHlS GAUGE PLANE. 

3. POSITIONAL TOLERANCE FOR 
TERMINALS (D): 40 PLACES: 

I »|0.25(0.010)@| T |A©| R©] 

4. DIMENSIONING AND TOLERANCING 
PERANSI Y14.5, 1973. 





DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


11.94 


12.57 


0.470 


0.495 


B 


11.05 


11.30 


0.435 


0.445 


C 


1.60 


2.08 


0.063 


0.082 


D 


0.33 


0.69 


0.013 


0.027 


F 


1.07 


1.47 


0.042 


0.058 


G 


1.02 BSC 


0.040 BSC 1 


H 


0.84 


1.19 


0.033 


0.047 


N 


1.27 


1.79 


0.050 


0.070 


R 


11.94 


12.57 


0.470 


0.495 



48-PIN PACKAGES 



CERAMIC PACKAGE 
CASE 740-02 



48 




24 




,0 


B 


ra 





I i I I I i M 1 I I I'l 1/ 




NOTES: 

1. DIMENSI0N[^ IS DATUM. 

2. POSTIONAL TOLERANCE FOR LEADS: 

\i-\0 0.25(0.010)@|t|A@] 

3.[^ IS SEATING PLANE. 

4. DIMENSION "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

5. DIMENSIONING AND TOLERANCING PER 
ANSI Y14.5, 1973. 



DIM 


MILLIMETERS 


INCHES 1 


MIN 


MAX 


MIN 


MAX 


A 


60.35 


61.57 


2.376 


2.424 


B 


14.63 


15.34 


0.576 


0.604 


C 


3.05 


4.32 


0.120 


0.160 


D 


0.381 


0.533 


0.015 


0.021 


F 


0.762 


1.397 


0.030 


0.055 


G 


2.54 BSC 


0.100 BSC 1 


J 


0.203 


0.330 


0.008 


0.013 


K 


2.54 


4.19 


0.100 


0.165 


L 


14.99 


15.65 


0.590 


0.616 


M 


Oo 


10O 


Of 


10O 


N 


1.016 


1.524 


0.040 


0.060 
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Technical Training p 
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TECHNICAL TRAINING SYSTEM DESIGN 

Since 1974 when Motorola first introduced tine M6800 Family course around the United 
States, Motorola technical training courses have been among the most popular and ef- 
fective methods for system designers to catch up or keep up with the microprocessor/ 
microcomputer state-of-the-art. 

Motorola technical training courses are scheduled throughout the world with courses in 
the United States, Canada, Mexico, Europe, and Asia. The schedule is advertised pe- 
riodically, and information is always available from the training headquarters in Phoenix. 

A special session of any Motorola technical training course may be held at your facility. 
This can be a standard course or a course designed to fulfill your particular needs. 

The following is a list of course offerings. For more detailed course descriptions, course 
schedule in your area, or enrollment procedures, write: Motorola Technical Training, P.O. 
Box 2953, Mail Drop HW-68, Phoenix, Az. 85062. Or Call 602-244-7126, 602-962-2345, 
or 602-244-4945. 



COURSE OFFERINGS 

Basic M6800 Family Course — 4 Days (MTT1 ) 

MTT1 is the original course of the M6800 Family, kept up to date and improved during the 
several years of its existence. It's designed to bring you up to speed in just four days, 
covering the background you'll need to design, develop, and debug an MC6800-based 
microcomputer system. 

Basic M6801 Course — 4 Days (MTT2) 

MTT2 is a beginning course on microprocessors based on the powerful MC6801 hardware 
and software. It is very similar to Course MTT1 , but focuses on the MC6801 rather than 
the MC6800. 

MC6809 Update — 2 Days (MTT3) 

Course MTT3 is designed for the student who is very knowledgeable about the MC6800 
microprocessor and wants to be equally capable with the MC6809. 

High-Levei Software — 4 Days (MTT4) 

This high-level software course generates a working knowledge of the resident software 
packages available to users of EXORciser-based MDOS systems. 

MC6801 Update — 2 Days (MTT5) 

Course MTT5 is designed for the student who is very knowledgeable about the MC6800 
microprocessor and wants to be equally capable with the MC6801 . 

IVI6805 Introductory Course — 3 Days (MTT6) 

MTT6 is an introductory course on Motorola's M6805/M1 46805 Family of one-chip micro- 
computers/controllers. 
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Understanding Microprocessor Basics — 1 Day (MTT7) 

This course is a one-day non-technical course designed to acquaint managers, secretaries, 
buyers, salesmen, and other non-designers with microprocessors. We cover the whys, 
whats, and hows of microcomputer systems. We'll give you the buzz words and use 
simplified examples to explain basic concepts. It's a good non-technical course. If you 
understand terms such as data bus, interrupt, multiplexing, mnemonics, etc., then this 
course isn't for you. 



MC68000 16-Bit Microprocessor — 4 Days (MTT8) 

The general features of the MC68000 such as pin functions, registers, addressing modes, 
and instruction set are covered. In addition, the unique features such as primitive instruc- 
tions for high-level software, exception handling, and position independent machine code 
generation are discussed. The development tools used in the course include the Assembler, 
Editor, and the MC68000 ECB module. Two labs help provide experience with the 
hardware. 

Designing With Micromodules — 2 Days (MTT9) 

This 2-day course is designed to develop an understanding of the board-level computer 
system design approach for potential Micromodule users. The theme of the course is 
"learning the use of Micromodules through examples." 

8-Bit Development Systems — 2 Days (MTT10) 

This course is designed to prepare the student to understand and use the basic functions 
of both MC6800 EXORciser and MC6809 EXORciser II systems. 

Basic MC6809 Course — 4 Days (MTT1 1 ) 

MTT1 1 is a beginning course on microprocessors based on the powerful MC6809 hardware 
and software. It is very similar to Course MTT1, but focuses on the MC6809 rather than 
theMC6800. 

Pascal — 4 Days (MTT12) 

This course is designed to enable even the novice programmer to write well-constructed 
programs in Pascal. The first three days are for illustration of standard Pascal and structured 
programming as taught in a college-level course. The fourth day includes Motorola exten- 
sions and implementation for the MC6809 and MC68000. Each student has the opportunity 
to complete and execute several programs. 

EXORmacs — 2 Days (MTT13) 

This course aids the student in becoming familiar with EXORmacs. Included are the use 
of Utilities, Assemblers, Editors/Debuggers, and how to use Pascal on EXORmacs. 

MPL — 4Days(MTT14) 

This course is designed to teach the student how to use the MPL Compiler for programming 
his or her applications. Upon completion of the course, the student will understand the 
(MC6800 or MC6809) MPL Compiler, the Macro Assembler, the Linking Loader, and 
MDOS, and will have written and executed programs which use these products. 
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EXORmacs Operating Systems — 4 Days (MTT15) 

This course familiarizes tine student with the multi-layered structure and operation of the 
EXORmacs operating system software. Use of RMS68K and VERSAdos on a target system 
is also discussed. 

Virtual System Course — 4 Days (MTT1 6) 

This course familiarizes the student with the MC68010 and various MC68000 peripheral 
chips. A vertical system example and design techniques used to implement it are presented. 

Basic l\/lacro-Celi Array & CAD Course — 3 Days {MTT17) 

MTT1 7 is an introduction to designing with macro-cell arrays. Basic concepts and trade- 
offs between current technologies are discussed. 

MCA-I CAD Course — 3 Days (MTT17B) 

To familiarize the student with the Motorola Computer-Aided Design System used in de- 
signing ECL Macrocell arrays. Basic concepts and customer interface are discussed. 

iVICA-[l CAD Course — 3 Days (MTT17C) 

To familiarize the student with the Motorola Computer-Aided Design System used in de- 
signing CMOS Macrocell arrays. Basic concepts and customer interface are discussed. 

IVIC68000 Operating System (UNIX*-lilce) — 4 Days (MTT18) 

This course teaches the student how to use the Motorola UNIX*-like operating system and 
the compiler. 

Designing with VERSAmodules/VI\1Emodules — 4 Days (MTT19) 

This course teaches the student about designing with board level products based around 
the VERSAbus and the VMEbus. 



i 



*UNIX is a trademark of Bell Labs 
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Memory Products Q 
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(g) 



MOTOROLA 



Memory 

Selector 

Guide 



Motorola has developed a very broad range of reliable 
MOS and bipolar memories for virtually any digital data pro- 
cessing system application. And for those whose require- 
ments go beyond individual components, Motorola also sup- 
plies Memory Systems and Micromodules. 



New Motorola memories are being introduced continually. 
This selector guide lists all those available as of November 
1983. For later releases, additional technical information or 
pricing, contact your nearest authorized Motorola distributor 
or Motorola sales office. 



RAMs 

MOS DYNAMIC RAMs 



MOS STATIC RAMs ( + 5 Volts) 







Access Time 


Power 


No. of 


Organization 


Part Number 


(ns Max) 


Supplies 


Pins 


16384 X 1 


MCM4116BP15 


150 


4-12, ±5 V 


16 


16384x1 


MCM4116BP20 


200 


+ 12, ±5 V 


16 


16384x1 


MCM4116BP25 


250 


+ 12, ±5 V 


16 


16384x1 


MCM4517P10 


100 


+ 5 V 


16 


16384x1 


MCM4517P12 


120 


+ 5 V 


16 


16384x1 


MCM4517P15 


150 


+ 5 V 


16 


16384x1 


MCM4517P20 


200 


+ 5 V 


16 


65536 x 1 


MCM6664AP151 


150 


+ 5 V 


16 


65536 x 1 


MCM6664AP201 


200 


+ 5 V 


16 


65536 x 1 


MCM6665AP15 


150 


+ 5 V 


16 


65536 X 1 


MCM6665AP20 


200 


+ 5 V 


16 


65536 X 1 


MCM6664BP151* 


150 


+ 5 V 


16 


65536 X 1 


MCM6664BP201* 


200 


+ 5 V 


16 


65536 X 1 


MCM6665BP15* 


150 


+ 5 V 


16 


65536 X 1 


MCM6665BP20* 


200 


+ 5 V 


16 



B 



CMOS STATIC RAMs ( + 5 Volts) 







Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


2048 X 8 


MCM6116P12 


120 


24 


2048x8 


MCM6116P15 


150 


24 


2048 X 8 


MCM6116P20 


200 


24 


4096 X 1 


MCM6147P55 


55 


18 


4096 X 1 


MCM6147P70 


70 


18 



Operating temperature ranges: 0°C to 70°C 

*To be introduced. 
(Not all speed selections shown) 

^IVlotorola's innovative pin #1 refresh 

2300 mil package 



EPROMs 



MOS EPROMs 







Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


128x8 


MCM6810 


450 


24 


128x8 


MCM68A10 


360 


24 


128x8 


MCM68B10 


250 


24 


1024x4 


IVICM2114P20 


200 


18 


1024x4 


MCM2114P25 


250 


18 


1024x4 


MCM2114P30 


300 


18 


1024x4 


MCM2114P45 


450 


18 


1024x4 


MCM21L14P20 


200 


18 


1024x4 


MCM21L14P25 


250 


18 


1024x4 


MCM21L14P30 


300 


18 


1024x4 


IV1CM21L14P45 


450 


18 


2048 x 8 


MCIV12016HP45 


45 


24 


2048x8 


MCIVI2016HN45 


45 


242 


2048x8 


MCM2016HY45 


45 


242 


2048x8 


MCM2016HP55 


55 


24 


2048x8 


MCM2016HN55 


55 


242 


2048x8 


MCM2016HY55 


55 


242 


2048x8 


MCM2016HP70 


70 


24 


2048x8 


MCM2016HN70 


70 


242 


2048 x 8 


MCM2016HY70 


70 


242 


16384x1 


MCM2167HP35 


35 


20 


16384x1 


IV1CM2167HL35 


35 


20 


16384x1 


MCM2167HZ35 


35 


20 


16384x1 


MCIVI2167HP45 


45 


20 


16384x1 


MCM2167HL45 


45 


20 


16384x1 


MCM2167HZ45 


45 


20 


16384x1 


MCM2167HP70 


70 


20 


16384x1 


MCM2167HL70 


70 


20 


16384x1 


MCIVI2167HZ70 


70 


20 



Organization 


Part Number 


Access Time 
(ns max) 


Power 
Supplies 


No. of 
Pins 


8192x8 
8192x8 
8192x8 


MCM68764C 
MCM68766C 
MCM68766C35 


450 
450 
350 


+ 5 V 
+ 5 V 
+ 5 V 


24 
24 
24 
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MEMORY SELECTOR GUIDE 



ROMs 



MOS STATIC ROMs ( + 5 Volts) 



Character Generators'^ 







Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


128x(7x5) 


MCM6670P 


350 


18 


128 X (7x5) 


MCM6874P 


350 


18 


128 X (9x7) 


MCM66700P 


350 


24 


128x(9x7) 


MCM66710P 


350 


24 


128 X (9x7) 


MCM66714P 


350 


24 


128 x (9x7) 


MCM66720P 


350 


24 


128 X (9x7) 


MCM66730P 


350 


24 


128 X (9x7) 


MCM66734P 


350 


24 


128 X (9x7) 


MCM66740P 


350 


24 


128 x (9x7) 


MCM66750P 


350 


24 


128 X (9x7) 


MCM66760P 


350 


24 


128 X (9x7) 


MCM66770P 


350 


24 


128 X (9x7) 


MCM66780P 


350 


24 


128 X (9x7) 


MCM66790P 


350 


24 



MOS Binary ROMs ( + 5 Volts) 







Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


2048x8 


MCM68A316EP 


350 


24 


2048x8 


MCM68A316EP91'' 


350 


24 


4096 X 8 


MCM68A332P 


350 


24 


4096 X 8 


MCM68A332P24 


350 


24 


8192x8 


MCM68364P35 


350 


24 


8192x8 


MCM68364P35-34 


350 


24 


8192x8 


MCM68364P25 


250 


24 


8192x8 


MCM68364P20 


200 


24 


8192x8 


MCM68365P25 


250 


24 


8192x8 


MCM68365P35 


350 


24 


8192x8 


MCM68366P25 


250 


24 


8192x8 


MCM68366P35 


350 


24 


16384x8 


MCM63128P15 


150 


28 


16384x8 


MCM63128P20 


200 


28 


32768x8 


MCM63256P15 


150 


28 


32768 X 8 


MCIV163256P20 


200 


28 



CMOS ROMs ( + 5 Volts) 



Organization 


Part Number 


Access Time 
(ns max) 


No. of 
Pins 


256x4 
2048x8 
2048x8 
2048x8 


MCM14524 
MCM65516P43 
MCM65516P43M8 
MCM65516P55 


1200 
430 
430 
550 


16 
18 
18 
18 



Operating temperature ranges: 0°C to 70°C 



*To be introduced. 
(Not all speed selections shown) 



Character generators include shifted and unshifted characters, 
ASCII alphanumeric control, math, Japanese British, German, 
European and French symbols. 

^Standard Patterris for MOS ROMs; 
MCM68A316EP91 - Universal Code Converter and Character 

Generator 
MCM68A332P2 - Sine/Cosine Look-Up Table 
MCM68364P35-3 - Log/Antilog Look-Up Table 
MCM65516P43M - MC146805 Monitor Program 
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MOTOROLA 



MC144110/1 



Product Preview 



QUAD AND HEX D/A CONVERTERS 

The MC1441 10 and MC1441 1 1 are hex and quad static D/A converters 
realized in CMOS technology. Each converter, featuring 6-bit 
resolution, consists of a 6-bit shift register, 6-bit latch, and a static D/A 
converter. 

• 4/6 Direct R-2R Network Outputs 

• 4/6 Emitter Follower Outputs 

• MRU Compatible Input Levels 

• Serial Data Input 

• Data Cascade Output 

• Wide Operating Voltage Range of 4.5 to 15 Vdc 



CMOS 

(LOW POWER COMPLEMENTARY MOSI 

QUAD AND HEX 
D/A CONVERTERS 



BLOCK DIAGRAM 

VqD EPI RnI Epn Rnp 

r| 

|2R? 




n^^ 



J L, 
L J 



Latch = Master Only 
MSB = Shifted First 
LSB = Shifted Last 



^^^ 


S& MC144110 


icrBS^^ 


T^ P SUFFIX 


WTA'AAn 


1 I PLASTIC PACKAGE 


1 


CASE 707-02 


-f^A 


m MC144111 


llSl^mJV 


l|A P SUFFIX 


i "^rii 1 1 


1 1 PLASTIC PACKAGE 


1 


CASE 646 



PIN ASSIGNMENTS 
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This document contains information on a product under development Motorola reserves the 
right to change or discontinue this product without notice. 
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"^ MOTOROLA 



Advance Information 



MULTIPLEXED LCD DRIVERS 
MASTER AND SLAVE 



The MC145000 (Master) LCD Driver and the MC145001 (Slave) LCD 
Driver are CMOS devices designed to drive liquid crystal displays in a 
multiplexed-by-four configuration. The Master unit generates both 
frontplane and backplane waveforms, and is capable of independent 
operation. The Slave unit generates only frontplane waveforms, and is 
synchronized with the bacl<planes from the Master unit. Several Slave 
units may be cascaded from the Master unit to increase the number of 
LCD segments driven in the system. The maximum number of front- 
planes is dependent upon the capacitive loading on the backplane 
drivers and the drive frequency. The devices use data from a 
microprocessor or other serial data and clock source to drive one LCD 
segment per bit. 

• Microprocessor Compatibility 

• Serial Data, Externally Clocked 

• Multiplexing-By-Four 

• Net dc Drive Component Less Than 50 mV 

• Master Dhves 48 LCD Segments 

• Slave Provides Frontplane Drive for 44 LCD Segments 

• Drives Segments Up to one Square Centimeter (0.155 Square 
Inches) 

• Display Operating Frequency = 250 Hz Maximum 

• Supply Voltage Range = 3 V to 6 V 

• Latch Storage of Input Data 

• Low Power Dissipation 

• Logic Input Voltage Can Exceed Vqd 

• Accomodates External Temperature Compensation 

• 24-Pin DIP Configuration - Master 

• 18-Pin DIP Configuration - Slave 
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PIN ASSIGNMENTS 
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L SUFFIX 

CERAMIC PACKAGE 
CASE 623 



P SUFFIX 

PLASTIC PACKAGE 
CASE 709 
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P SUFFIX 
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ORDERING INFORMATION 



MC14XXXB 



Suffix Denotes 

■ L Ceramic Package 

■ P Plastic Package 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit. For proper operation it is 
recommended that Vjn and Vout be con- 
strained to the ranges Vss^Vout^VpD 
andVss£Vin£l5V 

Unused inputs must always be tied to an ap- 
propriate logic voltage level. 



This is advance information and specifications are subject to change without notice. 
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IVIC145040 
MC145041 



Product Preview 



ANALOG-TO-DIGITAL CONVERTER WITH 
SERIAL INTERFACE 

The MC145040 and MC145041 are low-cost 8-bit A/D Converters 
with serial interface ports to provide communication with 
microprocessors and microcomputers. The converters operate from a 
single power supply with a guaranteed linearity of + Vi LSB over the 
full temperature range. No external trimming is required. 

The MC145040 requires an external clock signal (A/D CLK) to 
operate the dynamic A/D conversion sequence. The MC145041 has an 
internal clock and an end-of-conversion signal (EOC) is provided. 

• Conversion time < 32 ^s 

• 11 Analog Input Channels with Internal Sample and Hold 

• 0- to 5-Volt Analog Input Range with Single 5-Volt Supply 

• Successive Approximation A/D Technique Uses All Capactive 
DAC Structure 

• Ratiometric Conversion 

• Separate V^ef and Vag Pins for Noise Immunity 

• Vref and V/\g Adjustable for Reduced Input Range 

• No External Trimming Required 

• Direct Interface to Motorola SPI and National MICROWIREtm Serial 
Data Ports 

• TTL-Compatible Inputs May Be Driven With CMOS 

• CMOS or TTL Compatible Outputs 

• Very Low Reference Current Requirement (10 fiA) 

• Low Power Consumption (12 mW) 

• Internal Test Mode for Self Test 
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L SUFFIX 

CERAMIC PACKAGE 
CASE 732-03 



P SUFFIX 

PLASTIC PACKAGE 
CASE 738-02 



ORDERING INFORMATION 

MC14XXXX 

luffix Denotes 

■ L Ceramic DIP 

■ P Plastic DIP 
FN Plastic Quad Package 
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MICROWIRETM IS a trademark of National Semiconductor 

This document contains information on a product under development Motorola reserves 

tfte rigtit to cfiange or discontinue tfiis product witfiout notice 
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Advance Information 



1 



SERIAL INPUT PLL FREQUENCY SYNTHESIZERS 

The MC145157 and MC145158 are part of a family of CMOS Phase 
Lock Loop frequency synthesizer devices from Motorola. These devices 
utilize silicon-gate CMOS technology to achieve the operating speeds 
necessary for high-frequency operation. The family includes devices 
having serial, parallel, and 4-bit data bus programmable inputs. Options 
include single- or dual-modulus capability, transmit/receive offsets, and 
a choice of phase detector types. 

The MC145157 and MC145158 have fully programmable 14-bit 
reference counters, as well as fully programmable ^ N (MC145157) and 
-!-N/*A (MC145158) counters. The counters are programmed serially 
through a common data input and latched into the appropriate counter 
latch, according to the last data bit (control bit) entered. 

When combined with a loop filter and VCO, these devices can pro- 
vide all the remaining functions for a PLL frequency synthesizer 
operating up to the device's frequency limit. For higher VCO frequency 
operation, a down mixer or a fixed-divide prescaler can be used 
between the VCO and the PLL for the MC145157 and a dual-modulus 
prescaler for the MC145158. 

• General Purpose Applications - 
CATV 

AM/FM 

Two-Way Radios 
TV Tuning 
Scanning Receivers 
Amateur Radio 

• Low Power Drain 

• 3.0. to 9.0 V Supply Range 

• 30 MHz Typical Input Capability (S) 5 V (fjn Input) 

• Fully Programmable Reference and ^ N Counters 

• Reference Divider Range = 3 to 16383 

• ^ N Range = 3 to 16383 for the MC145157 

• Dual Modulus Capability for the MC145158 

• fv and \x Outputs 

• Lock Detect Signal 

• "Linearized" Digital Phase Detector 

• Single Ended (Three-State) or Double-Ended Phase Detector 
Outputs 

• ^ N Range = to 1023 for the MC145158 

• ^ A Range = to 127 for the MC145158 
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ORDERING INFORMATION 
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This IS advance information and specifications are subject to cfnange witfiout notice. 
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BUFFERS/INVERTERS 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 

Equivalent 

CMOS 

Device 

MC1XXXX 

or CDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HC04 
HCT04 
HCU04 
HC14 


Hex Inverter 

Hex Inverter vi/ith LSTTL-Compatible Inputs 

Hex Unbuffered Inverter 

Hex Schmitt-Trigger Inverter 


LS04 
LS04 
»LS04 
LS14 


•4069 

*4069 

4069 

4584 


LS/CMOS 
LS/CMOS 
LS/CMOS 
LS/CMOS 


14 
14 
14 
14 


HC125 
HC126 
HC240 
HCT240 

HC241 


Quad 3-State Noninverting Buffer 

Quad 3-State Noninverting Buffer 

Qctal 3-State Inverting Buffer/Line Driver/Line Receiver 

Octal 3-State Inverting Buffer/ Line Driver/ Line Receiver with 

LSTTL-Compatible Inputs 
Octal 3-State Noninverting Buffer/ Line Driver/ Line Receiver 


LSI 25 
LSI 26 
LS240 
LS240 

LS241 




LS 
LS 
LS 
LS 

LS 


14 
14 
20 
20 

20 


HCT241 

HC242 
HC243 
HC244 
HCT244 


Octal 3-State Noninverting Buffer/Line Driver/Line Receiver with 

LSTTL-Compatible Inputs 
Quad 3-State Inverting Bus Transceiver 
Quad 3-State Noninverting Bus Transceiver 
Octal 3-State Noninverting Buffer/Line Driver/Line Receiver 
Octal 3-State Noninverting Buffer/Line Driver/Line Receiver with 

LSTTL-Compatible Inputs 


LS241 

LS242 
LS243 
LS244 
LS244 




LS 

LS 
LS 
LS 
LS 


20 

14 
14 
20 
20 


HC245 
HCT245 

HC365 
HC366 
HC367 


Octal 3-State Noninverting Bus Transceiver 
Octal 3-State Noninverting Bus Transceiver with 

LSTTL-Compatible Inputs 
Hex 3-State Noninverting Buffer with Common Enables 
Hex 3-State Inverting Buffer with Common Enables 
Hex 3-State Noninverting Buffer with Separate 2-Bit and 4-Bit Sections 


LS245 
LS245 

LS365A 
LS366A 
LS367A 


*4503 


LS 
LS 

LS 

LS 

LS/CMOS 


20 
20 

16 
16 
16 


HC368 
HC540 
HC541 
HC640 
HCT640 


Hex 3-State Inverting Buffer with Separate 2-Bit and 4-Bit Sections 

Octal 3-State Inverting Buffer/ Line Driver/ Line Receiver 

Octal 3-State Noninverting Buffer/Line Driver/Line Receiver 

Octal 3-State Inverting Bus Transceiver 

Octal 3-State Inverting Bus Transceiver with LSTTL-Compatible Inputs 


LS368A 
LS540 
LS541 
LS640 
LS640 




LS 
LS 
LS 
LS 
LS 


16 
20 
20 
20 
20 


HC643 
HCT643 

HC4049 
HC4050 


Qctal 3-State Inverting and Noninverting Bus Transceiver 
Octal 3-State Inverting and Noninverting Bus Transceiver with 

LSTTL-Compatible Inputs 
Hex Inverting Buffer/ Logic-Level Down Converter 
Hex Noninverting Buffer/Logic-Level Down Converter 


LS643 
LS643 


4049 
4050 


LS 
LS 

CMOS 
CMOS 


20 
20 

16 
16 



'Suggested alternative 



E 



7-7 



BUFFERS/INVERTERS 
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• 
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GATES 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
orCDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HCOO 

HCTOO 

HC02 

HC03 

HC08 


Quad 2-lnput NAND Gate 

Quad-2 Input NAND Gate with LSTTL-Compatible Inputs 

Quad 2-lnput NOR Gate 

Quad 2-lnput NAND Gate with Open-Drain Outputs 

Quad 2-lnput AND Gate 


LSOO 
LSOO 
LS02 
LS03 
LS08 


4011 
4011 
4001 
*4011 
4081 


LS 
LS 
LS 
LS 

LS 


14 
14 
14 
14 
14 


HC10 
HC11 
HC20 
HC27 
HC30 


Triple 3-lnput NAND Gate 
Triple 3-lnput AND Gate 
Dual4-lnput NAND Gate 
Triple 3-lnput NOR Gate 
8-lnput NAND Gate 


LS10 
LS11 
LS20 
LS27 
LS30 


4023 
4073 
4012 
4025 
4068 


LS 
LS 

LS 
LS 
LS 


14 
14 
14 
14 
14 


HC32 

HC51 

iiHC58 

HC86 

HC132 


Quad 2-lnput OR Gate 

2-Wide, 2-lnput/2-Wide, 3-lnput AND-OR-INVERT Gates 

2-Wide, 2-lnput/2-Wide, 3-lnput AND-OR Gates 

Quad 2-lnput Exclusive OR Gate 

Quad 2-lnput Schmitt-Trigger NAND Gate 


LS32 
LS51 

*LS51 
LS86 

LSI 32 


4071 

*4506 

*4506 

4070 

4093 


LS 
LS 

LS 
LS 


14 
14 
14 
14 
14 


HC133 

HC266 

HC4002 

HC4075 

HC4078 


13-lnput NAND Gate 

Quad 2-lnput Exclusive NOR Gate 

Dual4-lnput NOR Gate 

Triple 3-lnput OR Gate 

8-lnput NOR/OR Gate 


LSI 33 
• LS266 
*LS25 


4077 
4002 
4075 
4078 


LS 

LS/CMOS 

CMOS 

CMOS 

CMOS 


16 
14 
14 
14 
14 



* Suggested alternative 

tV High-Speed CMOS design only 



E 



7-9 



GATES 



a 











Device 


HC 
00 


HCT 
00 


HC 
02 


HC 
03 


HC 
08 


HC 
10 


HC 

11 


HC 
20 


HC 
27 


HC 
30 




#Pins 


14 


14 


14 


14 


14 


14 


14 


14 


14 


14 


Single Device 
Dual Device 
Triple Device 
Quad Device 


• 


• 


• 


• 


• 


• 


• 


• 


• 


• 


NAND 

NOR 

AND 

OR 

Exclusive OR 

Exclusive NOR 

AND-OR-INVERT 

AND-OR 


• 




• 


• 


• 


• 


• 


• 




• 


2-lnput 
3-lnput 
4-lnput 
8-lnput 
13-lnput 


• 


• 




• 


• 


• 


• 


• 


• 


• 


Schmitt Trigger Inputs 






















LSTTL-Compatible Inputs 






• 
















Open-Drain Outputs 
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HC 
32 


HC 
51 


HC 
58 


HC 
86 


HC 
132 


HC 
133 


HC 
266 


HC 
4002 


HC 
4075 


HC 
4078 




#Pins 


14 


14 


14 


14 


14 


16 


14 


14 


14 


14 


Single Device 
Dual Device 
Triple Device 
Quad Device 




• 


• 


• 


• 


• 


• 


• 


• 


• 


NAND 

NOR 

AND 

OR 

Exclusive OR 

Exclusive NOR 

AND-OR-INVERT 

AND-OR 


• 


• 


• 


• 




• 


• 




• 




2-lnput 
3-lnput 
4-lnput 
8-lnput 
13-lnput 


• 


• 


• 


• 


• 




• 


• 


• 


. 


Schmitt Trigger Inputs 










• 












LSTTL-Compatible Inputs 
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SCHMITT TRIGGERS 









Functional 










Functional 


Equivalent 










Equivalent 


CMOS 






Device 




LSTTL 


Device 






Number 




Device 


MC1XXXX 


Direct Pin 


Number of 


MC54/MC74 


Function 


54/74 


orCDXXXX 


Compatibility 


Pins 


HC14 


Hex Schmitt-Trigger Inverter 


LS14 


4584 


LS/CMOS 


14 


HC132 


Quad 2-lnput Schmitt-Trigger NAND Gate 


LSI 32 


4093 


LS 


14 



i 
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BUS TRANSCEIVERS 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
or CDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HC242 
HC243 
HC245 
HCT245 

HC640 


Quaci 3-State Inverting Bus Transceiver 
Quad 3-State Noninverting Bus Transceiver 
Octal 3-State Noninverting Bus Transceiver 
Octal 3-State Noninverting Bus Transceiver 

with LSTTL-Compatible Inputs 
Octal 3-State Inverting Bus Transceiver 


LS242 
LS243 
LS245 
LS245 

LS640 




LS 

LS 
LS 
LS 

LS 


14 
14 
20 
20 

20 


HCT640 

HC643 
HCT643 

HC646 
HC648 


Octal 3-State Inverting Bus Transceiver 

with LSTTL-Compatible Inputs 
Octal 3-State Inverting and Noninverting Bus Transceiver 
Octal 3-State Inverting and Noninverting Bus Transceiver 

with LSTTL-Compatible Inputs 
Octal 3-State Noninverting Bus Transceiver and D-Type Flip-Flop 
Octal 3-State Inverting Bus Transceiver and D-Type Flip-Flop 


LS640 

LS643 
LS643 

LS646 
LS648 




LS 

LS 
LS 

LS 

LS 


20 

20 
20 

24 
24 



1 



Device 


HO 
242 


HC 
243 


HC 
245 


HCT 
245 


HC 
640 


HCT 
640 


HC 
643 


HCT 
643 


HC 
646 


HC 
648 


#Pins 


14 


14 


20 


20 


20 


20 


20 


20 


24 


24 


Quad Device 
Octal Device 


• 


• 


• 


• 


• 




. 




. 


• 


Buffer 

Storage Capability 
Inverting Output 
Noninverting Output 


• 


• 
• 


• 


• 
• 


• 
• 




• 

• 
• 




• 


• 


Common Output Enables 
Active-Low Output Enable 
Active-High Output Enable 


• 
• 
• 


• 


• 
• 


• 
• 


• 
• 




• 
• 




• 
• 


• 


Direction Control 






• 


• 


• 




• 




• 


• 


LSTTL-Compatible Inputs 








• 
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LATCHES 









Functional 










Functional 


Equivalent 










Equivalent 


CMOS 






Device 




LSTTL 


Device 






Number 




Device 


MC1XXXX 


Direct Pin 


Number 


MC54/MC74 


Function 


54/74 


or CDXXXX 


Compatibility 


of Pins 


HC75 


Dual 2-Bit Transparent Latch 


LS75 


*4042 


LS 


16 


HC259 


8-Bit Addressable Latch/1-of-8 Decoder 


LS259 


♦4099 


LS 


16 


HC373 


Octal 3-State Noninverting D-Type Transparent Latch 


LS373,LS573 




LS373 


20 


HCT373 


Octal 3-State Noninverting D-Type Transparent Latch with 
LSTTL-Compatible Inputs 


LS373,LS573 




LS373 


20 


HC533 


Octal 3-State Inverting D-Type Transparent Latch 


LS533 




LS 


20 


HC563 


Octal 3-State Inverting D-Type Transparent Latch 


LS533 






20 


HC573 


Octal 3-State Noninverting D-Type Transparent Latch 


LS373,LS573 




LS573 


20 



♦Suggested alternative 



Device 


HC 
75 


HC 
259 


HC 
373 


HCT 
373 


HC 
533 


HC 
563 


HC 
573 


#Pins 


16 


16 


20 


20 


20 


20 


20 


Single Device 
Dual Device 
Octal Device 


• 


• 


. 


• 


. 


. 


. 


1-Bit 
2- Bit 
8- Bit 


• 


. 












Transparent 
Addressable 


• 


• 


• 


• 


• 


• 


• 


Noninverting Outputs 
Inverting Outputs 


. 


• 


• 


• 


• 


• 


• 


Common Latch Enable 
Active-Low Latch Enable 


. 


• 


• 


• 


• 


• 


• 
• 


Active- Low Reset 




• 












3-State Outputs 

Common Output Enable; Active-Low 






• 


• 


• 


. 


• 
• 


LSTTL-Compatible Inputs 








• 









These devices are identical in function and are different in pinout only: HC373 and HC573 

HC533 and HC563 



i 



7-13 



FLIP-FLOPS 



Device 

Number 

IVIC54/IVIC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
or CDXXXX 


Direct Pin 
Compatibility 


Number 
of Pins 


HC73 

HC74 
HC76 

HC107 

HC109 


Dual J-K Flip-Flop with Reset 

Dual D-Type Flip-Flop with Set and Reset 
Dual J-K Flip-Flop with Set and Reset 

Dual J-K Flip-Flop with Reset 

Dual J-K Flip-Flop with Set and Reset 


LS73A, 
LS107A 
LS74A 
LS76A, 
LS112A 
LS73A, 
LS107A 
LS109A 


»4027 

4013 
*4027 

*4027 

*4027 


LS73A 

LS 
LS76A 

LS107A 

LS 


14 

14 
16 

14 

16 


HC112 

HC113 
HC173 
HC174 
HC175 


Dual J-K Flip-Flop with Set and Reset 

Dual J-K Flip-Flop with Set 

Quad 3-State D-Type Flip-Flop with Common Clock and Reset 
Hex D-Type Flip-Flop with Common Clock and Reset 
Quad D-Type Flip-Flop with Common Clock and Reset 


LS76A, 
LS112A 
LS113A 
LS173A 
LS174 
LSI 75 


*4027 

•4027 
4076 
4174 
4175 


LS112A 

LS 
LS/CMOS 
LS/CMOS 
LS/CMOS 


16 

14 
16 
16 
16 


HC273 
HC374 

HCT374 

HC534 
HC564 


Octal D-Type Flip-Flop with Common Clock and Reset 
Octal 3-State Noninverting D-Type Flip-Flop 

Octal 3-State Noninverting D-Type Flip-Flop with 

LSTTL-Compatible Inputs 
Octal 3-State Inverting D-Type Flip-Flop 
Octal 3-State Inverting D-Type Flip-Flop 


LS273 
LS374, 
LS574 
LS374, 
LS574 
LS534 
LS534 




LS 
LS374 

LS374 

LS 


20 
20 

20 

20 
20 


HC574 

HC646 
HC648 


Octal 3-State Noninverting D-Type Flip-Flop 

Octal 3-State Noninverting Bus Transceiver and D-Type Flip-Flop 
Octal 3-Stale Inverting Bus Transceiver and D-Type Flip-Flop 


LS374, 
LS574 
LS646 
LS648 




LS574 

LS 

LS 


20 

24 
24 



^Suggested alternative 



I 
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FLIP-FLOPS 



























Device 


HC 
73 


HC 
74 


HC 
76 


HC 
107 


HC 
109 


HC 
112 


HC 
113 


HC 
173 


HC 
174 




#Pins 


14 


14 


16 


14 


16 


16 


14 


16 


16 


Type 


J-K 


D 


J-K 


J-K 


J-K 


J-K 


J-K 


D 


D 


Dual Device 
Quad Device 
Hex Device 
Octal Device 




• 


• 




• 


• 




• 


• 


Common Clock 
Negative-Transition Clocking 
Postive-Transition Clocking 


• 




• 


• 


• 


• 


• 


; 


• 
• 


Common, Active-Low Data Enables 
















•• 




Noninverting Outputs 
Inverting Outputs 


• 
• 


. 


• 


• 
• 


• 


• 


• 
• 


• 


' 


3- State Outputs 

Common, Active-Low Output Enables 
















• 
•• 




Common Reset 
Active- Low Reset 
Active-High Reset 


• 


• 


• 


• 


• 


• 




• 
• 


* 


Active- Low Set 




• 


• 






• 


• 






Transceiver 
Direction Control 




















LSTTL-Compatible Inputs 












































Device 


HC 
175 


HC 
273 


HC 
374 


HCT 
374 


HC 
534 


HC 
564 


HC 
574 


HC 
646 


HC 
648 




#Pins 


16 


20 


20 


20 


20 


20 


20 


24 


24 


Type 


D 


D 


D 


D 


D 


D 


D 


D 


D 


Dual Device 
Ouad Device 
Hex Device 
Octal Device 






• 












• 


Common Clock 
Negative-Transition Clocking 
Positive-Transition Clocking 




• 
• 


• 
• 


: 


• 
• 


• 
• 


: 


• 


• 
• 


Common, Active-Low Data Enables 




















Noninverting Outputs 
Inverting Outputs 




• 


• 


• 


• 


. 


• 


• 


• 


3-State Outputs 

Common, Active-Low Output Enables 






• 
• 


. 


• 
• 


, 


• 


• 
• 


• 


Common Reset 
Active- Low Reset 
Active- High Reset 




• 
• 
















Active- Low Set 




















Transceiver 
Direction Control 
















. 


• 
• 


LSTTL-Compatible Inputs 








• 














These devices are identical in function and are c 


different in 


pinout on 


ly: HC73 and HC107 
HC76and HC112 
HC374 and HC57 
HC534 and HC56 


4 
4 













i 
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DIGITAL DATA 
SELECTORS/MULTIPLEXERS 









Functional 










Functional 


Equivalent 










Equivalent 


CMOS 






Device 




LSTTL 


Device 






Number 




Device 


MC1XXXX 


Direct Pin 


Number 


MC54/MC74 


Function 


54/74 


or CDXXXX 


Compatibility 


of Pins 


HC151 


8-lnput Data Selector/Multiplexer 


LS151 


•4512 


LS 


16 


HC153 


Dual 4-lnput Data Selector/ Multiplexer 


LSI 53 


4539 


LS/CMOS 


16 


HC157 


Quad 2-lnput Noninverting Data Selector/ Multiplexer 


LSI 57 


•4519 


LS 


16 


HC158 


Quad 2-lnput Inverting Data Selector/Multiplexer 


LSI 58 


•4519 


LS 


16 


HC251 


8-lnput Data Selector/Multiplexer with 3-State Outputs 


LS251 


•4512 


LS 


16 


HC253 


Dual 4-lnput Data Selector/ Multiplexer with 3-State Outputs 


LS253 


•4539 


LS/CMOS 


16 


HC257 


Quad 2-lnput Data Selector/Multiplexer with 3-State Outputs 


LS257 


•4519 


LS 


16 


HC298 


Quad 2-lnput Data Selector/Multiplexer with Output Latch 


LS298 




LS 


16 


HC354 


8-lnput Data Selector/ Multiplexer with Data and Address Latches 
and with 3-State Outputs 


LS354, 
• LS356 


•4512 


LS354 


20 


HC356 


8-lnput Data Selector/ Multiplexer with Data and Address Latches 
and with 3-State Outputs 


* LS354, 
LS356 


•4512 


LS356 


20 



* Suggested alternative 



a 



Device 


HC 
151 


HC 
153 


HC 
157 


HC 
158 


HC 
251 


HC 
253 


HC 
257 


HC 
298 


HC 
354 


HC 
356 


#Pins 


16 


16 


16 


16 


16 


16 


16 


16 


20 


20 


Description 


One of 
8 inputs 

is 
selected 


One of 
4 inputs 

is 
selected 


One of 
two 4-bit 
words is 
selected 


One of 
two 4- bit 
words is 
selected 


One of 
8 inputs 

is 
selected 


One of 
4 inputs 

is 
selected 


One of 
two 4-bit 
words is 
selected 


One of 
two 4-bit 
words is 
selected 


One of 
8 inputs 

is 
selected 


One of 
8 inputs 

is 
selected 


Single Device 
Dual Device 
Quad Device 


• 


• 


. 


• 


• 


• 


. 


• 


• 




Data Latch with Active-Low 
Latch Enable 


















• 


* 


Common Address 
1-Bit Binary Address 
2-Bit Binary Address 
3-Bit Binary Address 


• 


• 
• 


• 


• 


• 


• 


• 


• 


• 




Address Latch (Transparent) 
Address Latch (Non-transparent) 
Active-Low Address Latch Enable 


















: 


• 


Output Latch with Active-Low 
Latch Clock 
















• 






Noninverting Output 
Inverting Output 


• 


• 


• 


• 


• 


• 


• 


• 


• 
• 


• 
• 


3-State Outputs 










• 


• 


• 




• 


• 


Common Output Enable 
Active-High Output Enable 
Active-Low Output Enable 


, 


• 


• 


• 
• 


, 


, 


• 
• 




• 
•• 


• 
• • 
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DECODERS/ 






DEMULTIPLEXERS/ 






DISPLAY DRIVERS 












Functional 














Functional 


Equivalent 














Equivalent 


CMOS 










Device 




LSTTL 


Device 










Number 




Device 


MC1XXXX 


Direct Pin 


Number of 






MC54/MC74 


Function 


54/74 


or CDXXXX 


Compatibility 


Pins 




HC42 


1-of-10 Decoder 


LS42 


»4028 


LS 


16 




HC137 


1-of-8 Decoder/ Demultiplexer with Address Latch 


LSI 37 


*4028 


LS 


16 






HC138 


1-of-8 Decoder/ Demultiplexer 


LSI 38 


*4028 


LS 


16 






HCT138 


1-of-8 Decoder/Demultiplexer with LSTTL-Compatible Inputs 


LSI 38 


•4028 


LS 


16 






HC139 


Dual 1-of-4 Decoder/Demultiplexer 


LS139 


4556 


LS/CMOS 


16 




HC147 


Decimal-to-BCD Priority Encoder 


LSI 47 




LS 


16 




HC154 


1-of-16 Decoder/ Demultiplexer 


LS154, 


•4515 


LS154 


24 






HC237 


l-of-8 Decoder/ Demultiplexer with Address Latch 


•LS137 


•4028 


LS 


16 






HC259 


8-Bit Addressable Latch/1-of-8 Decoder 


LS259 


•4099 


LS 


16 






HC4511 


BCD-to-Seven-Segment Latch/ Decoder/ Display Driver 


•LS47, 
•LS48, 
♦LS49 


4511 


CMOS 


16 




HC4514 


1-of-16 Decoder/ Demultiplexer with Address Latch 


*LS154, 


4514, 


LS/CMOS 


24 








*LS159 


•4515 










HC4543 


BCD-to-Seven-Segment Latch/ Decoder/ Display Driver for 
Liquid-Crystal Displays 


*LS47, 
•LS48, 
*LS49 


4543 


CMOS 


16 






•Suggested a 


Iternative 







i 
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DECODERS/DEMULTIPLEXERS/DISPLAY DRIVERS 



I 











Device 


HC42 


HC137 


HC138 


HCT138 


HC139 


HC147 




#Pins 


16 


16 


16 


16 


16 


16 


Input Description 


BCD Address 


3-Bit Binary 
Address 


3-Bit Binary 
Address 


3-Bit Binary 
Address 


2-Bit Binary 
Address 


Any 
Combination 
of 9 Inputs 


Output Description 


One of 10 


One of 8 


One of 8 


One of 8 


One of 4 


BCD Address of 
Highest Input 


Single Device 
Dual Device 


• 


• 


• 


• 


. 


• 


Address Input Latch 
Active-High Latch Enable 
Active-Low Latch Enable 




• 










Active-Low Inputs 












• 


Active-Low Outputs 
Active-High Outputs 


• 


• 


• 


• 


• 


• 


Active-Low Output Enable 
Active-High Output Enable 




• 
• 


•• 
• 


•• 
• 


• 




Active-Low Reset 














Active-Low Blanking Input 














Active-Low Lamp-Test Input 














Phase Input (for LCD's) 














LSTTL-Compatible Inputs 








• 














Device 


HC154 


HC237 


HC259 


HC4511 


HC4514 


HC4543 




# Pins 


24 


16 


16 


16 


24 


16 


Input Description 


4-Bit Binary 
Address 


3-Bit Binary 
Address 


3-Bit Binary 
Address 


BCD Data 


4-Bit Binary 
.Address 


BCD Data 


Output Description 


One of 16 


One of 8 


One of 8 


7-Segment 
Display 


One of 16 


7-Segment 
Display 


Single Device 
Dual Device 


• 


• 


• 


• 




• 


Address Input Latch 
Active-High Latch Enable 
Active-Low Latch Enable 




• 




• 




• 
• 


Active-Low Inputs 














Active-Low Outputs 
Active-High Outputs 


• 


• 


• 






• 


Active-Low Output Enable 
Active-High Output Enable 


•• 


• 
• 


• 








Active-Low Reset 






• 








Active-Low Blanking Input 








• 




• 


Active-Low Lamp-Test Input 








• 






Phase Input (for LCD's) 












• 


LSTTL-Compatible Inputs 
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ANALOG SWITCHES/ 

MULTIPLEXERS/ 

DEMULTIPLEXERS 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
or CDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HC4016 
HC4051 
HC4052 
HC4053 
HC4066 


Quad Analog Switch/Multiplexer/Demultiplexer 
8-Channel Analog Multiplexer/Demultiplexer 
Dual 4-Channel Analog Multiplexer/ Demultiplexer 
Triple 2-Channel Analog Multiplexer/Demultiplexer 
Quad Analog Switch/Multiplexer/Demultiplexer with Enhanced 
On-Resistance Linearity 




4016,4066 

4051 

4052 

4053 
4066,4016 


CMOS 
CMOS 
CMOS 
CMOS 
CMOS 


14 
16 
16 
16 
14 


•i^HC4316 

■i^HC4351 
*HC4352 
■ftHC4353 


Quad Analog Switch/Multiplexer/Demultiplexer with Separate 

Analog and Digital Power Supplies 
8-Channel Analog Multiplexer/ Demultiplexer with Address Latch 
Dual 4-Channel Analog Multiplexer/Demultiplexer with Address Latch 
Triple 2-Channel Analog Multiplexer/ Demultiplexer with Address Latch 




*4016 

*4051 
•4052 
•4053 




16 

18 
18 
18 



•Suggested alternative 

■& High-Speed CMOS design only 



i 
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ANALOG SWITCHES/MULTIPLEXERS/DEMULTIPLEXERS 



I 



Device 


HC4016 


HC4051 


HC4052 


HC4053 


HC4066 


#Pins 


14 


16 


16 


16 


14 


Description 


4 Independently 


A 3-Bit Address 


A 2-Bit Address 


A 3-Bit Address 


4 Independently 




Controlled 


Selects 


Selects 


Selects Varying 


Controlled 




Switches 


One of 8 


One of 4 


Combinations of 


Switches 






Switches 


Switches 


the 6 Switches 




Single Device 




• 








Dual Device 






• 






Triple Device 








< 




Quad Device 


• 








• 


1-to-1 Multiplexing 


• 








• 


2-to-1 Multiplexing 








• 




4-to-l Multiplexing 






• 






8-to-1 Multiplexing 




• 








Active-High ON/OFF Control 


• 








• 


Common Address Inputs 






• 


• 




2-Bit Binary Address 






• 






3-Bit Binary Address 




• 




• 




Address Latch with Active-Low/ 












Latch Enable 












Common Switch Enable 




• 


• 


• 




Active-Low Enable 




• 


• 


• 




Active-High Enable 












Separate Analog and Control 




• 


. 


• 




Reference Power Supplies 












Switched tubs (for Rqn and 










' • 


Prop. Delay Improvement) 













Device 


HC4316 


HC4351 


HC4352 


HC4353 


#Pins 


16 


18 


18 


18 


Description 


4 Independently 


A 3-Bit Address 


A 2-Bit Address 


A 3-Bit Address 




Controlled 


Selects 


Selects 


Selects Varying 




Switches. 


One of 8 


One of 4 


Combinations of 




(Has a separate 


Switches. 


Switches. 


the 6 Switches. 




Analog Lower 


(Has an Address 


(Has an Address 


(Has an Address 




Power Supply) 


Latch) 


Latch) 


Latch) 


Single Device 




• 






Dual Device 






• 




Triple Device 








• 


Quad Device 


• 








1-to-1 Multiplexing 


• 








2-to-1 Multiplexing 








• 


4-to-1 Multiplexing 






• 




8-to-1 Multiplexing 




• 






Active-High ON/OFF Control 


• 








Common Address Inputs 






• 


• 


2-Bit Binary Address 






• 




3-Bit Binary Address 




• 




• 


Address Latch with Active-Low 




• 


• 


• 


Latch Enable 










Common Switch Enable 


. 


• • 


•• 


• • 


Active-Low Enable 


• 


• 


• 


• 


Active-High Enable 




• 


• 


• 


Separate Analog and Control 


• 


• 


• 


• 


Reference Power Supplies 










Switched tubs (for Rqn and 










Prop. Delay Improvement) 
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SHIFT REGISTERS 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
or CDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HC164 
HC165 
HC166 
HC194 
HC195 


8-Bit Serial-lnput/Parallel-Output Shift Register 

8-Bit Serial- or Parallel-lnput/Serial-Output Shift Register 

8-Bit Serial- or Parallel-lnput/Serial-Output Shift Register with Reset 

4-Bit Bidirectional Universal Shift Register 

4-Bit Universal Shift Register 


LS164 
LSI 65 
LSI 66 
LS194A 
LS195A 


*4034 
*4021 
*4021 
4194 
»4035 


LS 
LS 
LS 
LS/CMOS 
LS 


14 
16 
16 
16 
16 


HC299 
*HC589 

HC595 

HC597 

HC4015 


8-Bit Bidirectional Universal Shift Register with 3-State Parallel Outputs 
8-Bit Serial- or Parallel-lnput/Serial-Output Shift Register with 

3-State Output 
8-Bit Serial-Input/Serial- or Parallel-Output Shift Register with 

Latched 3-State Outputs 
8-Bit Serial- or Parallel-lnput/Serial-Output Shift Register with 

Input Latch 
Dual 4-Bit Serial-Input/Parallel-Output Shift Register 


LS299 
* LS597 

LS595 

LS597 


*4034 
4015 


LS 

LS 

LS 

CMOS 


20 
16 

16 

16 
16 



•Suggested alternative 

■& High-Speed CMOS design only 



Device 


HC164 


HC165 


HC166 


HC194 


HC195 


HC299 


HC589 


HC595 


HC597 


HC4015 


#Pins 


14 


16 


16 


16 


16 


20 


16 


16 


16 


16 


4- Bit Register 
8-Bit Register 






• 


• 


• 


• 


• 




• 




Serial Data Input 
Parallel Data Inputs 






• 
• 




• 


• • 


• 




• 
• 




Serial Output Only 
Parallel Outputs 
Inverting Output 
Noninverting Output 






• 




• 


• 






• 




Serial Shift/Parallel Load Control 
Shifts One Direction Only 
Shifts Both Directions 






• 




• 
• 


• 


• 
• 




• 




Positive-Transition Clocking 
Active-High Clock Enable 






• 




• 


• 


• 




• 




Input Data Enable 






















Data Latch with Active- High 
Latch Clock 














• 




• 




Output Latch with Active-High 
Latch Clock 
















• 






3-State Outputs 
Active-Low Output Enable 












• 
• • 


• 


• 
• 






Active-High Reset 
Active- Low Reset 


. 




. 


• 


. 


• 




• 


• 


• 



i 



7-21 



COUNTERS 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
orCDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HC90 

HC92 

HC93 

HC160 

HC161 


4-Stage Binary Ripple Counter with -^ 2 and -^ 5 Sections 
4-Stage Binary Ripple Counter with -^ 2 and "^ 6 Sections 
4-Stage Binary Ripple Counter with -^ 2 and -^ 8 Sections 
Presettable BCD Counter with Asynchronous Reset 
Presettable 4-Blt Binary Counter with Asynchronous Reset 


LS90 

LS92 

LS93 

LS160A 

LS161A 


4160 
4161 


LS 

LS 

LS 
LS/CMOS 
LS/CMOS 


14 
14 
14 
16 
16 


HC162 
HC163 
HC190 
HC191 
HC192 


Presettable BCD Counter with Synchronous Reset 
Presettable 4-Blt Binary Counter with Synchronous Reset 
Presettable BCD Up/ Down Counter 
Presettable 4-Blt Binary Up/Down Counter 
Presettable BCD Up/Down Counter with Reset 


LS162A 
LS163A 
LSI 90 
LS191 
LSI 92 


4162 
4163 
*4510 
*4516 
*4510 


LS/CMOS 
LS/CMOS 

LS 

LS 

LS 


16 
16 
16 
16 
16 


HC193 

HC390 

HC393 

HC4017 

HC4020 


Presettable 4-Blt Binary Up/Down Counter with Reset 

Dual 4-Stage Binary Ripple Counter with -^ 2 and -^ 5 Sections 

Dual 4-Stage Binary Ripple Counter 

Decade Counter/ Divider 

14-Stage Binary Ripple Counter 


LS193 
LS390 
LS393 


»4516 

*4520 
4017 
4020 


LS 

LS 

LS 
CMOS 
CMOS 


16 
16 
14 
16 
16 


HC4024 
HC4040 
HC4060 
HC4518 
HC4520 


7-Stage Binary Ripple Counter 

12-Stage Binary Ripple Counter 

14-Stage Binary Ripple Counter with Oscillator 

Dual BCD Counter 

Dual 4-Blt Binary Counter 




4024 
4040 
4060 
4518 
4520 


CMOS 
CMOS 
CMOS 
CMOS 
CMOS 


14 
16 
16 
16 
16 



' Suggested alternative 



a 
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COUNTERS 



Device 


HO 
90 


HO 
92 


HC 
93 


HC 
160 


HC 
161 


HC 
162 


HC 
163 


HC 
190 


HC 
191 


HC 
192 


#Pins 


14 


14 


14 


16 


16 


16 


16 


16 


16 


16 


Single Device 
Dual Device 


• 


• 


• 


• 


• 


• 


• 


• 


• 


• 


Ripple Counter 

Nunnber of Ripple Counter 

Internal Stages 
Number of Stages with 

Available Outputs 


• 
4 

4 


• 
4 

4 


• 
4 

4 
















Count Up 
Count Down 


• 


• 


• 


• 


• 


• 


• 


• 


• 
• 


• 
• 


4-Bit Binary Counter 
BCD Counter 
Decimal Counter 


• 




• 


• 




• 




• 


• 


• 


Separate - 
Separate - 
Separate - 
Separate - 


- 2 Section 

- 5 Section 

- 6 Section 

- 8 Section 


• 


• 
• 


• 
















On-Chip Oscillator Capability 






















Separate Count-Up and 
Count-Down Clocks 




















• 


Count Up/ Count Down 
Control Input 
















• 


• 




Positive-Transition Clocking 
Negative-Transition Clocking 
Active-High Clock Enable 
Active-Low Clock Enable 


• 


• 


• 


• 




• 




• 




• 


Active-High Count Enable 
Active-Low Count Enable 








• • 


•• 


• • 


• • 


• 


• 




Active-High Set 
Active-High Reset 


• 
• 


• 


• 


• 


• 


. 


• 






• 


4-Bit Binary Preset Data Inputs 
BCD Preset Data Inputs 
Active- Low Load Preset 








• 
• 


; 


• 
• 


• 


• 
• 


• 
• 


• 


Carry Output 
Borrow Output 
Ripple Clock Output 








• 


• 


• 




• 


• 


• 



B 
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COUNTERS 



B 



Device 


HC 
193 


HC 
390 


HC 
393 


HC 
4017 


HC 
4020 


HC 
4024 


HC 
4040 


HC 
4060 


HC 
4518 


HC 
4520 


#Pins 


16 


16 


14 


16 


16 


14 


16 


16 


16 


16 


Single Device 
Dual Device 


• 


. 


. 


• 


• 


• 


• 


• 


• 


• 


Ripple Counter 

Number of Ripple Counter 

Internal Stages 
Number of Stages w/ith 

Available Outputs 




• 
4 

4 


4 
4 




• 

14 
12 


• 

7 
7 


• 
12 

12 


• 

14 
10 






Count Up 
Count Down 


• 


• 


• 


• 


• 


• 


• 


• 


• 


• 


4-Bit Binary Counter 
BCD Counter 
Decimal Counter 


• 


• 


• 


• 










• 


• 


Separate - 
Separate - 
Separate - 
Separate - 


- 2 Section 

- 5 Section 

- 6 Section 

- 8 Section 




• 


















On-Chip Oscillator Capability 
















• 






Separate Count-Up and 
Count-Down Clocks 


• 




















Count Up/ Count Down 
Control Input 






















Positive-Transition Clocking 
Negative-Transition Clocking 
Active-High Clock Enable 
Active-Low Clock Enable 


• 


• 


• 


• 
• 
• 
• 


• 


• 


• 


• 


• 
• 

• 


• 
- • 


Active-High Count Enable 
Active-Low Count Enable 






















Active-High Set 
Active-High Reset 


• 


. 


• 


• 


• 


. 


• 


• 


• 


• 


4-Bit Binary Preset Data Inputs 
BCD Preset Data Inputs 
Active- Low Load Preset 


• 
• 




















Carry Output 
Borrow Output 
Ripple Clock Output 


• 
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MONOSTABLE 
MULTIVIBRATORS 









Functional 










Functional 


Equivalent 










Equivalent 


CMOS 






Device 




LSTTL 


Device 






Number 




Device 


IVIC1XXXX 


Direct Pin 


Nu miser of 


MC54/MC74 


Function 


54/74 


orCDXXXX 


Compatibility 


Pins 


HC123 


Dual Retriggerable Monostable Multivibrator 


LSI 23 


•4538, 
♦4528 


LS 


16 


HC221 


Dual Monostable Multivibrator 


LS221 


•4538, 
•4528 


LS 


16 


HC423 


Dual Retriggerable Monostable Multivibrator 


LS423 


•4538 
•4528 


LS 


16 


HC4538 


Dual Precision Monostable Multivibrator (Retriggerable, Resettable) 


*LS423 


4538, 
4528 


CMOS 


16 



* Suggested alternative 



Device 


HC123 


HC221 


HC423 


HC4538 


#Pins 


16 


16 


16 


16 


Dual Device 


• 


• 


• 




Precision Pulse Width 










Retriggerable 

Positive-Transition Trigger 
Negative-Transition Trigger 
Active-Low Trigger Enable 
Active-High Trigger Enable 










• 
• 




Active-Low Reset 
Triggerable by Reset Pin 










• 




Inverting Output 
Noninverting Output 










• 
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ARITHMETIC CIRCUITS 









Functional 










Functional 


Equivalent 










Equivalent 


CMOS 






Device 




LSTTL 


Device 






Number 




Device 


MC1XXXX 


Direct Pin 


Number of 


MC54/MC74 


Function 


54/74 


orCDXXXX 


Compatibility 


Pins 


HC85 


4-Bit Magnitude Connparator 


LS85 


*4585 


LS 


16 


HC181 


4-Bit Arlthnnetic Logic Unit 


LS181 


4581 


LS/CMOS 


24 


HC182 


Carry Lool<ahead Generator 


LSI 82 


4582 


LS/CMOS 


16 


HC280 


9-Bit Odd/ Even Parity Generator/ Cliecl<er 


LS280 


•4531 


LS 


14 


HC283 


4-Bit Binary Full Adder with Fast Carry 


LS283, 
LS83 


4008 


LS283 


16 


HC688 


8-Bit Equality Comparator 


LS688 




LS 


20 


HCT688 


8-Bit Equality Comparator with LSTTL-Compatible Inputs 


LS688 




LS 


20 



* Suggested alternative 
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MISCELLANEOUS DEVICES 









Functional 










Functional 


Equivalent 










Equivalent 


CMOS 






Device 




LSTTL 


Device 






Number 




Device 


MC1XXXX 


Direct Pin 


Number of 


MC54/MC74 


Function 


54/74 


or CDXXXX 


Compatibility 


Pins 


HC292 


Programmable Frequency Divider/ Digital Timer 


LS292 




LS 


16 


HC294 


Programmable Frequency Divider/Digital Timer 


LS294 




LS 


16 


HC4046 


Phase- Locked Loop 


♦LS297 


4046 


CMOS 


16 



* Suggested alternative 



LSTTL INPUT-COMPATIBLE 

DEVICES 



Device 

Number 

MC54/MC74 


Function 


Functional 

Equivalent 

LSTTL 

Device 

54/74 


Functional 
Equivalent 
CMOS 
Device 
MC1XXXX 
orCDXXXX 


Direct Pin 
Compatibility 


Number of 
Pins 


HCTOO 

HCT04 

HCT34 

HCT138 

HCT240 


Quad 2-lnput NAND Gate with LSTTL-Compatible Inputs 
Hex Inverter with LSTTL-Compatible Inputs 
Hex Buffer with LSTTL-Compatible Inputs 
1-of-8 Decoder/ Demultiplexer with LSTTL-Compatible Inputs 
Octal 3-State Inverting Buffer/Line Driver/Line Receiver with 
LSTTL-Compatible Inputs 


LSOO 
LS04 
LS07 
LS138 
LS240 


4001 
*4069 
•4050 
*4028 


LS 
LS/CMOS 
LS 
LS 
LS 


14 
14 
14 
16 
20 


HCT241 
HCT244 
HCT245 
HCT373 
HCT374 


Octal 3-State Noninverting Buffer/Line Driver/Line Receiver with 

LSTTL-Compatible Inputs 
Octal 3-State Noninverting Buffer/ Line Driver/ Line Receiver with 

LSTTL-Compatible Inputs 
Octal 3-State Noninverting Bus Transceiver with 

LSTTL-Compatible Inputs 
Octal 3-State Noninverting D-Type Transparent Latch with 

LSTTL-Compatible Inputs 
Octal 3-State Noninverting D-Type Flip-Flop with 

LSTTL-Compatible Inputs 


LS241 

LS244 

LS245 

LS373, 
LS573 
LS374, 
LS574 




LS 

LS 

LS 
LS373 
LS374 


20 
20 
20 
20 
20 


HCT640 
HCT643 

HCT688 


Octal 3-State Inverting Bus Transceiver with LSTTL-Compatible Inputs 
Octal 3-State Inverting and Noninverting Bus Transceiver with 

LSTTL-Compatible Inputs 
8-Bit Equality Comparator with LSTTL-Compatible Inputs 


LS640 
LS643 

LS688 




LS 
LS 

LS 


20 
20 

20 



E 



•Suggested alternative 
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MOTOROLA 

MICROCOMPUTER DEVELOPMENT SYSTEMS 



VME/10 MICROCOMPUTER SYSTEM 




The VME/1 Microcomputer System is a compact yet pow- 
erful desl<top designer's worl<station that can be used for 
developing advanced microprocessor-based systems using 
Motorola's 8-bit and 16-bit families of microprocessors, mi- 
crocomputers, and peripheral components. 

MAJOR BENEFITS 

• Provides Efficient Design Support for M6800 and M68000 
MPU Families 

• Excellent Development Software Complement 

• Customizable Through VMEbus and I/O Channel for End 
Applications 

• Multi-mode Graphics Hardware with Both Monochrome 
and Color Options. 

The VME/10 Microcomputer System combines the flexi- 
bility of a customizable workstation with the attributes of a 
powerful development support system that let the system 
Integrator or OEM design an end product with the same hard- 
ware and software that can eventually constitute the end 
system Itself. With appropriate interfaces and peripherals, 
these systems may be specialized designers' workstations, 
or perhaps front-end processors associated with larger ex- 
ternal equipments such as factory automation systems or 
large complex medical diagnostic instruments. In addition to 
raw processing power, these small but capable systems have 
the flexibility for just the right I/O and performance improve- 
ment features for dedicated, user-defined systems. 



BASIC DESIGN FEATURES 

• MC68010 16/32-bit Microprocessor Unit 

• MC68451 Memory Management Unit 

• Industry-standard VMEbus interface with full bus arbitra- 
tion logic and software controllable interrupter. 

• I/O Channel Interface for adding off-board resources such 
as A/D converters, serial and parallel I/O ports, etc. 

• 384K Byte Dynamic RAM (multiported between graphics 
controller and local bus, and VMEbus). 

• 8K Byte Static RAM for storage of user-definable character 
sets and display attributes. 

• Two 28-pin sockets for ROM/PROM/EPROM storage of 
up to 64K bytes for custom applications. 

• Battery backed-up time-of-day clock with 50 bytes of 
CMOS RAM storage. 

• 1 5" video display having the following software controllable 
display formats: 

1 . 25 lines by 80 characters — 8x10 characters with 
descenders (10x12 character field) 

2. 800 x 300 pixel for low resolution graphics 

3. 800 X 600 pixel for medium resolution graphics 

4. Pixel graphics with overlaid character displays 

• Monochrome video display standard, with 7-level gray 
scaling (color optional). 

• Detachable full ASCII keyboard with cursor control keys, 
numeric pad and 1 6 function keys. 

• Mass Storage Subsystem providing both SVV Floppy Disk 
and 5V/ Winchester Disk Storage Units. 

Floppy Disk 

1 Mbyte Unformatted Capacity (655K Byte Formatted) 

Winchester Disl( 

Choice of: (a) 6.38 Mbyte Unformatted Capacity (5 
Mbyte Formatted) 
(b) 19.1 Mbyte Unformatted Capacity (15 
Mbyte Formatted) 

• Card cage options for feature expansion capability. 

Choice of: (a) Five I/O Channel Card Cage Slots (with 
6.38 Mbyte Winchester option) 
(b) Five VMEbus Card Cage Slots with 
VMEbus backplane, plus four I/O 
Channel Slots (with 19.1 Mbyte Win- 
chester option) 

• Conformance to ergonomic standards applicable to video 
display and keyboard. 

• VERSAdos Real-Time, Multitasking Operating System 
with M68000 Family Macro Assembler, plus tools and 
utilities. 

• Capability of hosting hardware development tools 

— HDS-400 for M68000 Family 16/32-bit Emulation 

— HDS-200 for M6800 Family 8-bit Emulation 

— Bus State Analyzer for Logic Analysis Functions 
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MICROCOMPUTER DEVELOPMENT SYSTEMS (continued) 



EXORmacs 




M68000 DEVELOPMENT SYSTEM 



■■if / ^ ii 







I 



• Complete Development System for MC68000 MPU 

• Up to Eight User Stations 

• Multi-Processor Bus Arbitration 

• Multi-Tasking Real-Time Operating System 

• Resident Pascal High-Level Language 

• Diagnostic Firmware 

• Up to 1 92 Megabyte Fixed/Removable Hard Disk 

• And Up To 2 Megabyte Dual Drive Floppy Disk 

• Provisions For Future 32-Bit Microprocessors 

• Optional Cross-Development Software for 8-Bit MRUs 

The EXORmacs Development System is a state-of-the-art 
instrument for designing and developing advanced 16-bit 
microprocessor based systems using Motorola families of 
microprocessors, microcomputers, and peripheral components. 

Coupled with the Motorola HDS-400 Microprocessor Hard- 
ware/Software Development Station it is also ideally suited 
for developing applications using the VERSAmodule and 
VMEmodule families of 16-bit board level application prod- 
ucts and accessories. 

Designed for flexibility and ease of use, the EXORmacs 
Development System takes advantage of the power and fea- 
tures of the MC68000 microprocessor unit (MPU). It reduces 
cost and development time by incorporating features which 
support 1 6-bit and future 32-bit microprocessor designs, as 
well as providing high-level language support through Pascal 
and FORTRAN. With an appropriate number of accessories, 
such as terminals, multiple-channel communications mod- 
ules and hardware development stations, up to eight users 
may simultaneously develop and debug M68000 programs. 

System Expansion Modules 

Multichannel Communications 
Module (MCCM) — M68KMCCM 



VERSAbus Adapter Module — M68KVAM 
VERSAbus RAM 128K Byte — M68KVM10-3 
VERSAbus RAM 256K Byte — M68KVM11-1 
VERSAbus RAM 51 2K Byte — M68KVM11-2 
VERSAbus Extender — M68KEXTM 

VERSAbus Wirewrap — M68KWW 

EXORmacs Basic System Configurations 

• Hardware Chassis — with Power Supply and 15-slot 
Backplane 

Resident Module Complement 
MC68000 MPU/MMU Module 
DEbug Module 
256K Dynamic RAM 
Disk Controller Module 

• Software 

System V/68 Operating System Software 

M68000 System V/68 OS 

M68000 C Language Compiler Assembler and Linker 

Instrumentation Support Utilities 
VERSAdos Software Development Tools 

VERSAdos Operating System 

CRT Editor 

Macro Assembler 

Linkage Editor 

Symbolic Debug 

• Peripherals 

EXORterm 1 55 Display Console 
Choice of Mass Storage: 
1 Megabyte Floppy Disk 
8/8 Megabyte Hard Disk 
25/25 Megabyte Hard Disk 
16/16 Megabyte Hard Disk 
16/80 Megabyte Hard Disk 



EXORbus, EXORciser®, EXORmacs®, EXORset, EXORterm, UNIDOS and VERSAbus are trademarks of Motorola Inc. 
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MOTOROLA 

MICROCOMPUTER DEVELOPMENT SYSTEMS 

(continued) 

VMC 68/2 Microcomputer 



The VMC 68 Series is a liigh performance microcomputer 
system family intended for application by OEM's and system 
integrators starting from a product integration level formerly 
available only to the minicomputer user. The VMC 68 System 
Family will find wide application in industrial process control, 
automated testing, data acquisition, supervisory control, and 
many other factory and lab automation uses. The VMC 68 
Series is based on the 16-bit M68000-based VERSAmodule 
Family of modular microcomputer products utilizing the in- 
dustry and IEEE proposed VERSAbus standard system inter- 




connect providing multiprocessing and intelligent peripheral 
controller architecture. 

Also featured is the I/O channel which provides for the use 
of a broad selection of I/O modules for I/O flexibility. 



VMC 68/2 System Features and Capabilities 



Hardware-Only Package 


Complete System Package 


• MC68000-based VM02 Monoboard Microcomputer 

— Direct Addressing to 1 6 Megabytes 

— 128K Bytes Dual-Port RAM 

— Multiprocessor Architecture with System Controller 

Features 

— I/O Channel Interface for Functional Tailoring 

— Dual Multiprotocol RS-232C Serial Ports for System 

Flexibility 

• Dual 16-Bit Parallel Port l/Omodule 

— Centronics compatible Printer Interface 

— General Parallel I/O Applications 

• VERSAbug Firmware 

— Debug — Disk Bootstrap Load 

— Self-Test — Up/Downline Load 

• MC68120-based VM21 Universal Disk Controller 

— High-speed DMA data transfer to/from 1 or 2 SMD 

interface compatible disk drives 
AND 
Up to 4 EXORdisk II or III Floppy Disk Drives 

• VM1 1 Dynamic RAM Module with 256K Bytes of 

"global" RAM for program development and efficient 
multitasking system operation 

• 4 or 8-slot VERSAbus compatible VMC 68/2 Chassis 

— Power Fail/Restart Circuitry 

— 5 or 10 l/Omodule card slots for I/O Channel 

functional tailoring (Dual Parallel Port module 
occupies one of these slots) 

• 0°C to 50°C (32T to 122°F) Operating Temperature 

Range 

• For 1 1 5 Vac 60 Hz Operation 


In addition to all features of the Hardware-Only package: 

• MLD-16 Mass Storage Unit incorporating Disk Drive, SMD 

interface electronic module, and Disk Power Supply 

• 16 Megabyte (unformatted) 8-inch SMD interface 

compatible Disk Drive 

— 8M Bytes Fixed, plus 8M Bytes Removable Cartridge 

for storage and one-to-one System Backup 

— Embedded Servo Information to eliminate cartridge 

interchange problems and the need for head 
alignment 

— Simple Installation 

— Quiet Operation 

— High Performance 

— Disk Compartment sealed during operation 

— Exceptional Reliability (7500 Hour MTBF) 

— Long Service Life requiring no preventive maintenance 

in a benign environment 

• VERSAdos Real-Time Multitasking Operating System with 

Assembler and Utilities, including: 

— MC68000 Structured Macro Assembler 

— Text Editor, Linkage Editor, and Multitasking Debugger 

— System Diagnostics 

— System Generation (SYSGEN) capability for feature 

tailoring of the VERSAdos System 

• -(- 10°C to +40°C (50°F to 104°F) Operating Temperature 

Range 



Ordering Information 



MVMC682-114 
MVMC682-118 
MVMC682-114H 
MVMC682-118H 



Four-slot VMC 68/2 Microcomputer System 

Eight-slot VMC 68/2 Microcomputer System 

Four-slot VMC 68/2 Microcomputer System hardware-only package. 

Eight-slot VMC 68/2 Microcomputer System hardware-only package. 



EXORdisk, EXORmacs®, EXORterm, l/Omodule, VERSAbug, VERSAbus, VERSAdos, VERSAmodule and VMC 68/2 are trademarks of Motorola Inc. LARK is a 
trademark of Control Data Corporation. 



i 



8-5 



® 



M€>TaR€>LA 

MICROCOMPUTER DEVELOPMENT SYSTEMS (continued) 



M68000 System Development Software 



SYSTEM V/68 AND VERSAdos OPERATING SYSTEMS 



I 



System V/68 

The System V/68 Operating System is the standard UNIX- 
derived Operating System for the M68000 famiiy of micro- 
processors. It offers a small compact kernel, which provides 
process scheduling and I/O facilities to ail programs. In ad- 
dition, a powerful command shell for interactive system con- 
trols and an extensive set of utility programs for many tasks, 
such as program development, text processing, electronic 
mail, and networking support are included. 

Host Systems 

The System V/68 Operating System is available as the 
host environment on Motorola development systems. The 
EXORmacs is a multiuser system capable of supporting up 
to eight users simultaneously. The VME/10 System is a 
single-user system. Hard disk is required for System V/68. 
Future Motorola Microsystems development systems will also 
be supported by the System V/68 Operating System. 

Instrumentation Support 

Communications support for the Motorola HDS-400 Hard- 
ware Development Station is included in System V/68. This 
provides customers with the full system development capa- 
bility (both hardware and software) that they have come to 
expect from Motorola. 

Languages 

As an integral part of System V/68, C Language is offered. 
C Language has developed into one of the most popular 
commercial programming languages, and is used frequently 
in developing portable application software. System V/68 
offers significant enhancements to C Language, along with 
several new language utilities. CXREF, a new cross reference 
program, and CFLOW, a new flow analysis program, are just 
two of the new utilities offered. System V/68 also includes a 
FORTRAN 77 compiler as well as an M68000 assembler and 
linker/loader. 

Programmer's Worl(bench 

The Programmer's Workbench utilities support the devel- 
opment of large software systems in a professional manner. 
They include the Source Code Control System (SCCS), which 
provides facilities to store, update and retrieve all versions 
of source code modules; YACC, which generates parsers; 
LEX, which builds lexical analyzers; and other utilities which 
enhance programmer productivity and the quality of work. 

VERSAdos 

The M68000 Real-time Operating System (VERSAdos) 
provides complete real-time, multitask support for the EXOR- 
macs User. Features included in the VERSAdos are: 



• Real-time multitasking executive 

• Device independent I/O 

• Floppy and hard disk support 

• Sequential, random, and index sequential file capabilities. 

CRT Text Editor 

The EXORmacs CRT-oriented Text Editor runs under the 
supervision of the Operating System and provides the ca- 
pability to create and modify source programs. The editor 
supports both command and cursor editing, utilizing the cur- 
sor, control characters and function keys of the EXORterm 
155. 

Structured Assembler 

The M68000 Structured Macro Assembler translates source 
statements intq relocatable machine code, assigns storage 
locations to instructions and data, performs auxiliary assem- 
bler actions designated by the programmer, and optionally 
produces a cross-reference listing. The M68000 resident as- 
sembler includes macro and conditional assembly capabili- 
ties plus certain control constructs that permit structured pro- 
gramming at the assembly language level. 

Linkage Editor 

The Linkage Editor provides the capability of merging two 
or more separately-compiled object units into a loadable ob- 
ject module file. 

Symbolic Debug 

The SYMbug/A program is used to debug other programs, 
whose source code may have been written in Motorola- 
provided assembler language, for execution on the M68000. 
The language processors, in cooperation with the Linkage 
Editor, supply symbolic information to SYMbug/A. This per- 
mits the user to describe the debugging requirements to 
SYMbug in terms close to the language in which the source 
program was written. 

Pascal Compiler (Optional) M68K0PASCALH 

Pascal is a block structured high order language that pro- 
motes good programming technique, is self-documenting, 
and simplifies program writing. 

FORTRAN Compiler 

(Optional) M68K0FORTRNH 

Motorola's FORTRAN exceeds ANSI FORTRAN 77 subset 
language specification, providing real-time processing 
capabilities. 
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MICROCOMPUTER DEVELOPMENT SYSTEMS (continued) 




Control Station 

M68KHDS400 
M68KHDS400A 

Family Board 

M68KHDS16FB 

Emulators 

M68000HDS4 

M68008HDS4-8 

M68010HDS4-8 

Software 

M68KHDS4-XX 



HDS-400 MICROPROCESSOR HARDWARE/SOFTWARE 
DEVELOPMENT STATION 



Design Features 

• 12.5 MHz Real-Time Emulation for MC68000 MRUs 

• 10 MHz Real-Time Emulation with no Wait Cycles for 
MC68000 MRUs 

• 8.0 MHz Emulation for MC68008 and MC68010 MRUs 

• No User Target System Restrictions 

• 32K bytes of 10 MHz No Wait Cycle Emulation RAM is 
Standard 

• Emulation RAM Expandable to 64K, 128K or 256K bytes 

• Full Symbolic Debug with EXORmacs and VME/10 Hosts 

• Unrestricted User Memory Map 

• One-Line Assembler/Disassembler 

• Automatic Self-Test of Development Station Hardware 

• M68KHDS400 Interfaces with EXORmacs Development 
System 

• M68KHDS400A Interfaces with Motorola VME/1 and DEC 
VAX Hosts 

• Compatible with Real-Time Bus State Analyzer 

Major Benefits 

• Reduces Development Costs 

• Shortens Rroduct Development Cycle 

• Brings Rroduct to Market Faster 

• Versatility Rrotects Against Obsolescence 

The HDS-400 Microprocessor Hardware/Software Devel- 
opment Station, in conjunction with a Motorola EXORmacs 
Development System or VME/10 Microcomputer System, or 
a DEC VAX Computer, provides a complete hardware/soft- 
ware development system for the Motorola M68000 family 
of microprocessors. It consists of a Control Station, with all 
the support circuitry for complete MRU emulation, and a sep- 
arate Emulator Module with an internal microprocessor to 
match the particular MRU it is expected to emulate. 

Two key capabilities of the HDS-400 make it very useful 
as a systems development tool. The first is the ability to serve 
as a fully functional substitute for the selected MRU in the 
user's target system. By plugging the HDS-400 into the socket 
on the prototype hardware, it allows efficient testing and de- 
bugging of both hardware and software. The second capa- 
bility is the rapid debug and integration of the target system 

EXORmacs® and VME/10 are trademarks of Motorola Inc. 
DEC and VAX are trademarks of Digital Equipment Corporation. 



for the production of prototypes. This is accomplished by the 
use of the powerful set of commands in the HDS-400. The 
user may execute the commands by either entering the com- 
mand code and its parameters, or by sequentially depressing 
function keys which provide a "fill-in-the-blanks" format with 
parameters such'as file name, address, data, etc. When a 
single function key or a combination of function keys is 
pressed, a command code is automatically generated and 
the command syntax is displayed by the system. 

Typical System Configuration 

The HDS-400 Hardware/Software Development Station in- 
cludes a four-slot Control Station with a built-in 30 A power 
supply and an Emulator Module for the specific MRU which 
will be used in the target system. Emulators are available for 
the MC68000, MC68008, and MC68010 MRUs. 

The HDS-400 has been partitioned with options and part 
numbers that give the user versatility in defining the devel- 
opment system configuration. The user may choose from 
three host computers EXORmacs, VME/1 0, or DEC VAX with 
a variety of operating systems. Each of the HDS-400 Control 
Stations is delivered pre-wired to accept the optional Emu- 
lation Memory Module and the Real-Time Bus State Analyzer 
(BSA). EXORterm 155 is required in HDS-400 systems 
hosted by the EXORmacs and the VAX. The VME/10 func- 
tions as both host and terminal to the HDS-400, eliminating 
the need for a separate terminal in VME/1 0-based systems. 

System Performance 

The HDS-400 Development Station, when substituted for 
the MRU chip in the target system being debugged, performs 
the functions of the microprocessor being emulated — exactly 
as the MRU would have performed were it still in the circuit 
being tested. The emulator provides the interfacing with the 
RAM, ROM, and I/O devices and operates at the same speed 
as the MRU. There are no restrictions on the use of emulation 
memory that are not imposed by the MRU itself, and the 
memory may be mapped to the target system or to the em- 
ulator module. 

The standard 32K bytes of emulation RAM provided in the 
Family Interface Module may be expanded with one of three 
optional Emulation Memory Modules. The three memory ex- 
pansion modules available increase the 1 MHz no wait cycle 
emulation RAM to 64K, 128K or 256K bytes. 
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Control Station 

M68HDS201 

Emulators 

M6804P2HM 

M6805P234HM 

M6805RU23HM 

M6805S2HM 

M6805T2HM 

M146805E2HM 

M146805F2HM 

M146805G2HM 



I 



HDS-200 MICROCOMPUTER 
HARDWARE/SOFTWARE DEVELOPMENT STATION 



Design Features 

• Real-time emulation for M6804/M6805/M 146805 MCUs. 

• Sixteen programmed breakpoints. 

• Prioritized breakpoints. 

• Line-by-line assembler/disassembler. 

• Program trace commands. 

• Commands displayed for operator HELP. 

• Memory map display. 

• Macro commands stored for re-use. 

• Transparent mode for host communication. 

• Emulates more than 20 MCUs. 

Operating Features 

• Compatible with EXORmacs, EXORciser and EXORset 
software development systems. 

• Low cost. 

• Stand alone operation — frees software development sys- 
tem for parallel use. 

• Easy to use. 

• Operates with any standard RS-232C terminal and most 
host systems. 

The HDS-200 Hardware Development System, in con- 
junction with a Motorola EXORset, EXORmacs or EXORciser 
software development system, provides a complete hard- 
ware/software development system for the Motorola M6804/ 
M6805/M1 46805 families of microprocessors. It consists of 
a Control Station, with all the functional circuitry to complete 
MCU emulation, and a separate Emulator Module with an 
Internal microcomputer and memory capacity to match that 
of the particular MCU it is expected to emulate. 

Two major factors contribute to the HDS-200's usefulness 
as a systems development tool. The first is the ability to serve 
as a fully functional substitute for the selected MCU in the 
target system. By plugging the HDS-200 into the socket on 
the prototype hardware, it allows efficient testing of hardware 
as well as software debugging. The second factor is its pow- 
erful list of analysis commands. These easy-to-use, plain 
language commands enable the user to rapidly debug, in- 
tegrate the target system and produce prototype systems. 

Systems Development and integration 

The initial stages of developing an MCU-based system 



normally involve two parallel, rather independent, efforts. One 
is the hardware design — the other the software design. 
These efforts are frequently accomplished by two different 
teams of personnel, resulting in debugging problems that are 
often difficult and time-consuming. The HDS-200 simplifies 
this process because of its ability to bring the hardware and 
software development processes into intimate relationship 
with each other throughout the development cycle. Moreover, 
with the HDS-200 it becomes economically feasible to test 
alternate design approaches in order to determine the best 
solution. 

The complete HDS-200 Hardware/Software Development 
System consists of three separate items — the HDS-200 
Control Station, the Emulator Module, and an associated 
Firmware Cartridge. 

HDS-200 Control Station 

The station contains an internal power supply, logic circuits, 
clock and an MC6809 MPU. The MPU runs the monitor, 
controls the ports and interfaces with the emulators. It has 
two RS-232C communication ports for interconnecting with 
a host computer and a suitable terminal. Another cable con- 
nects the station to an associated outboard Emulator Module. 

Thie Emulator i\/loduie 

The module's output to the user's system is by a short, 
noisefree ribbon cable terminating in a plug to mate with the 
target hardware MCU socket. The emulator contains the tar- 
get processor and various I/O interfaces to provide a com- 
patible link between the Control Station and target hardware 
MCU/MPU socket. 

Different modules are available for specific microprocessor 
family types. The various MCU Emulator Modules available 
include the M6804, M6805, M68705, and M1 46805 families. 
Each module comes with a matching Firmware Cartridge and 
an emulator cable/connector assembly. 

Tlie Firmware Cartridge 

Paired with each Emulator Module is a small cartridge 
which is easily plugged into the HDS-200 station. This car- 
tridge contains the necessary programs on ROM to enable 
the HDS-200 to adapt to the specific "personality" of the 
selected MCU type. 
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REAL-TIME BUS STATE ANALYZER 



The Real-Time Bus State Analyzer (BSA) is a highly in- 
telligent diagnostic tool that is designed specifically for use 
with microprocessors. It consists of a Control t^odule plus 
one of several "Personality Modules." The Control Module 
contains the analyzer hardware, control firmware, and I/O 
ports. The Personality Modules interface to selected MPU/ 
MCU, EXORbus, or VERSAbus signals. The BSA stores data 
which appears on between 55 and 79 different lines. 

In order to facilitate the gathering of pertinent data from the 
MPU/MCU or bus, a set of qualified triggering modes are 
provided. These modes can be broken into three categories: 
Continuous Trace Mode, Sequential Trigger Mode, and Win- 
dow Trigger Mode. 

CONTINUOUS TRACE MODE samples signals and stores 
signal information continuously on each occurrence of the 
clocking signal. It is primarily a default mode which the BSA 
automatically enters when power is first applied. There are 
no qualifications for the BSA to begin gathering information, 
so it will always be storing the signal states. This default 
mode is particularly useful when a sudden catastrophic failure 
occurs during a debugging session, before the user is able 
to configure the BSA. It is very likely that the events leading 
up to the failure will be stored in the BSA's trace store buffer. 

SEQUENTIAL TRIGGER MODE requires that a series of 
events occur before the instrument triggeris and starts to 
gather data; or conversely triggers and stops gathering data. 
Sequence Terms, as these events are called, must occur in 
order of specification, or triggering will not take place. A 
Sequence Reset Term can also be specified to reset the BSA 
and cause the instrument to begin looking for the Sequence 
Terms again. Sequential triggering will be most useful for 
debugging complex software, including loops, nested sub- 
routines and complex branches. 

WINDOW TRIGGER MODE provides a means of causing 
signal states to be stored if address accesses occur inside 
or outside of a particular address range. Both the upper and 
lower bounds of the range are programmable, and the size 
is variable from a single address to the full range of the 
memory map. Window triggering is useful for following pro- 
grams that suddenly and unexpectedly leave the memory 
area in which they should be operating. It is also applicable 
for observing access violations in a multiple user environment. 

SOFTWARE PERFORMANCE HISTOGRAMS are also 
provided to give an indication of the relative frequency of 
memory accesses within a particular memory range, with the 
exact range specified by the user. This histogram provides 



a means of determining where a program spends the greatest 
amount of time. The resulting information can then be used 
to compress inefficient code. A hardware performance his- 
togram is provided to display the relative frequency of com- 
binations of four user-selected signals within a user system. 

In order to service these triggering modes and provide a 
complete set of operating features, an MC6809 micropro- 
cessor is located on the Control Module with local intelligence 
running from an operating system based in ROM. This op- 
erating system provides the data analysis and formatting 
functions for the operator including the interface to the hard- 
ware sampling the bus. 

To reduce system redundancy, the terminal used by the 
operator to communicate with the development system will 
also serve to link him to the intelligence aboard the analyzer 
(it is a requirement of the CRT-based analyzer operating 
system that the terminal used be an EXORterm 1 55 Display 
Console). This communication will be achieved by means of 
a phantom or transparent serial link feeding from the terminal 
through the Bus State Analyzer control board and then to the 
normal terminal input channel of the development system. 
The logic onboard the BSA determines whether the infor- 
mation traveling over the link is destined for the development 
system, the Bus State Analyzer or the terminal. This allows 
the operating system or the user's software to run in the 
development system while analysis is being performed. Ad- 
ditionally, a means is provided for the BSA to operate in a 
stand-alone mode with only a terminal connected. 



Part Number 


Description 


M68BSAC 


BSA Control Module for use with BSA 
Personality Modules 


M68BSACE 


BSA Control Module with Enclosure 


M68BSA1-1 


BSA Personality Module for MC68000, 
MC680iaandMC68451 


M68BSA2 


BSA Personality Module for MC6800, 
MC6809, and MC6829 


M68BSA3 


BSA Personality Module for MC68008 


M68BSA4 


BSA Personality Module for MC6801 and 
MC68120 


M68BSA5 


BSA Personality Module for VERSABus 


M68BSA6 


BSA Personality Module for EXORbus 
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A series of inexpensive evaluation moduies are available for 
Motorola's line of microprocessors and microcomputers. 
Evaluation modules allow the user to prepare, debug, and 
run software in the resident microcomputer. Even though the 
cost is low, an onboard ROM contains extensive commands 
for controlling I/O and debug operations, including down-up 
load S-record transfers. 

Memory, internal registers, and I/O registers may be dis- 
played and modified. Program execution may be traced one 
step at a time or breakpoints may be inserted for program 
interruption. Circuitry and firmware are included to allow the 
MCU's EPROM to be programmed. 

MC68000 Educational Computer Board 

MEX68KECB 

The MC68000 Educational Computer Board (ECB) serves 
as an economical introduction to systems based on the 
M68000 family of microcomputer products. 

The ECB is based around a 4 MHz MC68000 MRU. Also 
provided are 32K bytes of RAM, arranged as 16K x 16. The 
firmware is contained in two 8K by 8 ROMs, addressed as 
an 8K by 16 blocl< of memory. Two RS-232C serial ports are 
implemented with MC6850 ACIA's and an MC14411 baud 
rate generator, allowing selection of data rates from 1 1 to 
9600 baud. 

One of the M68000 peripherals, the MC68230 Parallel In- 
terface and Timer (Pl/T), provides a Centronix-type parallel 
printer interface and an audio cassette interface. An audio 
cassette recorder may be used to store and retrieve user 
programs. 

The ECB uses a terminal, interfaced via one RS-232C port. 
Also, a small wirewrap area is provided for system I/O mod- 
ification and buffering. 

MC6801 Evaluation Module MEX6801EVM 

The MC6801 Microcomputer Evaluation Module is a com- 
pletely self-contained microcomputer on a single printed cir- 
cuit card, providing the user with the means of evaluating the 
MC6801 microcomputer. As configured, the MC6801 may be 
evaluated in the Single-Chip mode by attaching an RS-232C- 
compatible terminal to the serial port of the module. Thus, 
the minimum functioning system consists of only the MC6801 
and an MCI 488 and MC1489 (RS-232C interface). 

In the Expanded mode, the customer may add an ACIA, 
PTM, 4K bytes RAM or 2K EPROM and a programmable 
gate array for address configuration. 



LOW COST 

MPU/MCU 

EVALUATION MODULES 



MC68701 Programming Module MEX6801EV1 

This module has the same features as the MC6801 module 
but is also populated with an MC68701 , 2K bytes of RAM, 
a programmed gate array, and a DEbug monitor (PRObug) 
which also provides the programming capability for the 
MC68701 EPROM device. It, also, can be used to evaluate 
the MC6801 microcomputer. 

MC68120 Evaluation Module M68120EVM 

The M681 20 Evaluation Module is designed to assist the 
potential user of an MC681 20 Intelligent Peripheral Controller 
(IPC) chip in developing software, performing limited circuit 
emulation,, and operating as a serially-linked design on an 
EXORbus compatible board format. 

All data communications are accomplished via two 
RS-232C ports. Consequently, the Evaluation module can be 
operated in a stand-alone configuration with only power 
brought in on the EXORbus connector. An optional operating 
configuration allows the M68120 Evaluation Module to be 
plugged into an EXORciser II or an EXORmacs VERSAbus 
System via a VERSAbus Adapter Module (VAM). The dual- 
ported 1 28-byte RAM can then be mapped into a local map 
or system map. 

There is 4K of RAM populated on the board local bus along 
with decoding to permit an additional 4K RAM to be imple- 
mented in the user wirewrap area. The RAM allows user 
software development and debug for future programming of 
2K, 4K, and 8K EPROMs to be inserted on the M68120 
Evaluation Module. The Module has 64K bytes of address 
space on the local bus and 256 bytes of address space on 
the system bus. 

MC68705 Evaluation Module M68705EVM 
MCI 468705 Evaluation Module M1468705EVM 

Operation of an MC68705 or MCI 468705 is simulated by 
the resident MC6805or MCI 46805 MCU. Data transfer within 
the EVM is controlled by the monitor ROM firmware. In turn, 
this ROM is controlled from an external RS-232C compatible 
user terminal. User object code may be down-loaded to the 
user program RAM via the host port; a cassette port is also 
provided for this purpose. The host and terminal port ACIAs 
are baud rate strap-selectable from 1 1 bps to 1 9.2 Kbps in 
eight steps. 

The MCU parallel I/O ports allow the user to connect ex- 
ternally to the simulated MCU I/O lines. These lines are also 
used to control the MC68705 or MCI 468705 MCUs on-chip 
EPROM programmer. This is accomplished by inserting the 
MCU into the programmer socket and executing the appro- 
priate monitor commands. 
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EXORset 110 Features 

• MC6809 high performance microprocessor. 

• Full ASCII Keyboard with 16 user-definable function keys. 

• 1 2" CRT displaying 22 lines of 80 characters, or switchable 
to 16 lines of 40 characters and/or full graphics. 2K bytes 
of static RAM are included for CRT character refresh. 

• 56K bytes of RAI^ and three sockets for up to 24K bytes 
of EPROM/ROM. 

• Three card slots for EXORciser/Micromodule boards, four 
if no disk controller needed. 

• Printer interface. 

• Serial I/O port. 

• EXORbug monitor/debug ROM included. An additional 
EPROM/ROM socket is available if user does not require 
EXORbug. 

• Triple 1 6-bit programmable counter/timer included with in- 
put Gate and Clock signals and output signals available 
to the user. 

• Meets FCC compliance for a Class A computing device. 

A High Performance Processor 

The EXORset controller is based on the new generation 
1 6/8-bit microprocessor MC6809. The expanded instruction 
set, addressing modes, and architecture make execution of 
software particularly efficient and allow sophisticated pro- 
gramming techniques such as structured programming, po- 
sition independent code, re-entrant routines and real-time 
operations. These capabilities make the 6809 microprocessor 
suitable for high-level language program development. 



A CRT Display and Keyboard 

The EXORset unit provides the user with a complete man/ 
machine interface consisting of a full-size ASCII keyboard 
and 1 6 user-assigned function keys and a high resolution 1 2" 
CRT display capable of displaying 22 lines of 80 or 16 lines 
of 40 upper or lower case characters and simultaneously a 
full 320 X 256 dot graphic image. 

Memory Flexibility 

The EXORset controller allows for flexibility in the type and 
amount of memory to be used in the application. Three ver- 
sions are available that provide optional amounts of mass 
storage: no floppy disk drives, with one double-sided mini- 
floppy disk drive for 1 60K bytes of mass storage and with two 
disk drives for 320K bytes of mass storage. All three versions 
include 2K bytes of dynamic RAM for CRT character refresh, 
56K bytes of dynamic RAM and three strappable sockets that 
can be configured for 1 K, 2K, 4K or 8K ROMs or EPROMs. 
A fourth socket, normally containing the 4K EXORbus firm- 
ware, can be configured for a user-designed monitor routine. 
The EXORset memory map is defined by PROMs, allowing 
the user to easily reconfigure the architecture of the system. 
Optional configurations information is available by contacting 
your local Motorola sales office. 

On-Board Input/Output Ports 

The EXORset unit provides three on-board input/output 
ports. An asynchronous serial communication port is pro- 
vided with strap-selectable interface options of RS-232C, RS- 
422 or RS-423 and can be configured as a terminal or as a 
modem. The baud rate is software programmable from 110 
to 19.2K baud. The user may also replace the asynchronous 
device with an SSDA device for synchronous communication 
application. 

A 16-bit data plus four handshake control lines parallel 
input/output port is provided. This parallel port consists of a 
fully-buffered PIA device with a pinout that is compatible with 
a standard Centronics printer type interface. An optional 
adapter kit is available to interconnect this port to the industry 
standard optically-isolated solid-state relay mounting racks. 

A triple 16-bit programmable counter/timer device is in- 
cluded, with each section's clock, gate and output signals 
available to the user. The output signals can be strapped to 
generate a system IRQ, FIRQ or NMI if required. 

Add-On Input/Output Flexibility 

The EXORset Controller has a four-slot card cage with bus 
connectors for installing additional EXORbus compatible 
modules available from Motorola as well as a number of other 
vendors. The Floppy Disk Controller Module occupies one 
of these four slots. 
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Development Systems 



Accessories for EXORciser 



EXORciser For 8-Bit 
Prototype Development 



M6800 EXOR 
M6809 EXOR 




I 



The EXORciser is an expandable development system that 
allows development of any 8-bit Motorola microprocessor or 
microcomputer configuration, from the simplest to the most 
elaborate. It comes with an MPU Module that provides system 
timing and a DEbug Module that contains system firmware. 
Both MC68B00 or MC68B09 MPU versions are offered in the 
EXORciser Development System. 

With optional accessories, the EXORciser design and di- 
agnostic functions can be extended to other members of the 
Motorola family of microprocessors and microcomputers. 

The EXORciser with a USE (User System Emulator) option 
can be used to test and evaluate equipment external to its 
chassis. By removing the microprocessing unit from the 
user's system and connecting the USE cable from the 
EXORciser Into the MRU's socket, the EXORciser with its 
EXbug firmware can be used to debug and troubleshoot 
microprocessor systems. 

The basic EXORciser consists of a rugged cabinet with a 
built-in power supply, and a prewired bus-oriented 14-slot 
Backplane with MPU and DEbug Modules. Together these 
elements form a development microcomputer, with the ca- 
pability of adapting the unit to a specific design problem by 
adding optional I/O and memory modules. Additional Moto- 
rola memory modules for the EXORciser can be selected to 
suit varying system configurations; for example, to meet the 
increased memory requirements of sophisticated high order 
language based systems. The concept of add-on modules 
permits the user to match the functional requirements of the 
systems being developed. Using one slot each for a floppy 
disk and printer function, ten slots remain for memory and 
I/O expansion. The EXORciser is a system that is never out- 
of-date, being at all times upgradable when new and ex- 
panded microcomputer functions become available. 



PROM Programmer M68PP5 

The PROM Programmer is designed to program a variety 
of MOS PROMs, EPROMs and bipolar PROMs. It can verify 
data from the PROM, transfer data from the PROM to the 
development system RAM memory, and transfer blocks of 
data from one memory location to another. Programming time 
depends upon the PROM used. 

The M68PP5 is a powerful new EEPROM/PROM/EPROM 
programmer, designed to provide all of the functionality of 
the M68PP3 and more. A powerful feature of the M68PP5 
is that it does not require removal of the EXORset or 
EXORciser covers during operation. This is accomplished via 
the Remote Socket Module. This module can be conveniently 
positioned by the user for his needs. It also has many other 
new or improved features. Such features include: program- 
ming even or odd byte PROMs/EPROMs, commands to dis- 
play and modify data, attach printer command to send all 
responses to a hard copy printer. The power of the M68PP5 
is further enhanced by the increased list of standard devices 
which it can program. 

Software on diskette for both M6800 and M6809-based 
systems is included with the PROM Programmer. 



MEX68SA2 (6800) 
System Analyzer M6809SA (6809) 

This unique instrument can be used to enhance the ca- 
pabilities of the EXORciser as a design tool, or as an inde- 
pendent, portable, low-cost unit for field service of bus- 
compatible equipment. 

In field service applications, the System Analyzer derives 
operating power and I/O signals directly from the system 
under test. It can stop the system at any point in its program, 
step through the program, change the contents of the system 
memory, and monitor and record the MPU's operation during 
a selected portion of the program without shutting down the 
operation. 

In EXORciser applications, it complements the system's 
inherent program development capabilities. In conjunction 
with the EXORciser and USE, it offers a powerful combination 
of development and diagnostic tools available for microcom- 
puter work. 



MC6801 Development System MEX6801 

This product upgrades EXORciser and EXORset for de- 
velopment of MC6801 -based systems. All three modes of 
MC6801 operation — single-chip, expanded multiplexed and 
expanded non-multiplexed — are supported by this system. 

This system is fully compatible with all current supporting 
hardware and software and includes the USE function. It 
allows real-time emulation of the MC6801 application hard- 
ware and facilitates the debugging of software. 
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Resident System Software 



8-Bit Assemblers, 
Editors and Monitors 



M6800 and M6809 Development System 
Software Package 

Supplied with the Motorola floppy disk subsystem, 
EXORdisk, is a basic software development package con- 
sisting of the Motorola Disk Operating System (MDOS), CRT 
Editor, Macro Assembler and Linking Loader. 

M6800/01/09 UP/Down Load M6800UPDWNLD, 

M6809UPDWNLD 

Permits a user to download software developed in a host 
system into an EXORciser or Micromodule; alternatively, 
memory-to-memory uploads are permitted between EXOR- 
cisers, and a memory-to-file upload to an EXORmacs; pro- 
vided in both a 2K PROM and two 1K PROMS. 



8-Bit High Level 
Languages and Cross 
Assemblers 

M68MPLR020M/ 
M6800/M6809 MPL Compiler M6809MPL 

A high-level, user-oriented system programming language 
for the MC6800 and MC6809 MRU's, MPL is a block- 
structured language with features chosen for applicability to 
the microprocessor environment. This compiler is designed 
to operate in an EXORterm or EXORciser floppy disk-based 
environment with MDOS. 

M68FTNR012M/ 
M6800/M6809 FORTRAN M6809FORTRN 

Resident FORTRAN is a high-level programming language 
widely used for scientific and engineering problem solving. 
This FORTRAN Compiler, which is a subset of the ANSI 
standard FORTRAN IV, translates the source program into 
a relocatable object module. The Linking Loader converts the 
relocatable object code into an executable object file. 

M6800 Real-Time FORTRAN Compiler M68RTFR02M 

This FORTRAN Compiler enables the user to write real- 
time software in a high-level language for use in M6800- 
based Micromodule systems. It also contains an execution- 
time operating system, allowing several queues of tasks to 
be performed, with an ability to respond to real-time interrupts 
and to generate delays. 



M6800 Resident BASIC Interpreter IM68BASR010M 

The Resident BASIC Interpreter provides another problem- 
solving tool to the M6800 microcomputer family of products. 
BASIC is high-level programming language widely-used for 
education, general-purpose, and certain business-related 
applications. Decimal arithmetic, string variables and arrays, 
string functions, and printer output are several of the features. 

M6809 BASIC-M Interactive Compiler M6809BASMR 

The BASIC-M Interactive Compiler provides an extension 
over standard BASIC in two major directions. It improves 
considerably the capabilities of the BASIC programming lan- 
guage and generates executable codes that can be used 
independently of the compiler itself. The compiler is available 
for M6809-based EXORciser. 

M6809 Pascal M6809PASCLC 

M6809 Pascal produces relocatable object modules that 
may be linked with other separately compiled Pascal modules 
and/or assembly language modules. The object code is po- 
sition independent, re-entrant and ROMable. Both a Compiler 
which produces a relocatable object module, and an Inter- 
preter version are available for M6809-based EXORciser 
systems. 

EXORciser CRT Editor IVI68EDITM 

EDITM is a memory resident record key oriented text editor 
that can do CRT editing on a line-by-line basis using only the 
left and right cursor functions and a few easy to remember 
control key sequences. EDITM can edit up thru a 132 char- 
acter line, can be run under CHAIN command control, has 
error recovery procedures, and is USER configurable for dif- 
ferent CRTs and default conditions. 6800 and 6809 versions 
of EDITM are included. 32K RAM minimum. 

M68XDOC/ 
EXORset/EXORciser Document Processor M68MDOC 

DOC is a powerful text processing program. Any editor 
may be used to imbed the DOC processor commands with 
DOC interprets and formats in the output text. Among the 
many features are: file concatenation (book chapters), mul- 
tiple file input (form letter/address file), automatic table of 
contents generation, automatic page numbering, left/right/ 
center text justification, conditional text, and multiple line 
spacing. 24K RAM minimum. 
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Peripherals 



Use of appropriate peripheral devices can generate sav- 
ings by affording faster program development. Each Motorola 
peripheral is supplied with the necessary circuitry to perform 
the necessary development system interface function. 

EXORterm 155 M68SXD10155A 

EXORterm 155 is a video terminal which facilitates the 
exchange of data between the user and the development 
system via a high quality video interface in combination with 
keyboard entry and a serial communications link using 
speeds up to 9600 baud. 

EXORterm 155 uses LSI components of the M6800 family 
to provide control of the display attributes, communication 
facility, terminal switch/indicator control, and keyboard inputs. 
The keyboard provides cursor control keys and special keys 
to invoke functions unique to the EXORciser and EXORmacs 
Operating Systems. These keys can also be used by the 
designer for special routines. An additional Text Edit mode 
feature permits multiuser editing. 

EXORterm 155 may be connected for either RS-232C or 
20/60 mA current loop operation. Like the EXORterm 
Development System, this display console contains a high- 
quality CRT with a full 1 920-character screen and 7 x 9 ASCII 
characters. 

M68DSK2, M68DSK3, 
The EXORdisk M68KFD1 1 02 

The EXORdisk is a dual floppy disk storage system with 
its own package of development software. EXORdisk is de- 
signed to support either MDOS (the EXORciser Disk Oper- 
ating System) or VERSAdos (the EXORmacs Disk Operating 
System). It facilitates high-speed data transfers through fast 
headsettling time and logical sector arrangement. An inter- 
face card connects this storage system to the EXORmacs, 
EXORciser or EXORterm Development Systems. 

EXORdisk is available in various storage capacities. 
EXORdisk II offers 51 2K bytes of storage. It is a single-sided/ 
single-density dual drive system with up to 256K bytes of 
memory per diskette. EXORdisk III is a double-sided/single- 
density dual drive system with total storage of 1 million bytes. 
An expansion unit is available for EXORdisk III which adds 
one additional disk drive and interconnecting cable to in- 
crease storage to 2 million bytes. 



Hard Disk 



M68KHDS16-1, M68KHDS32-1, 
M68KHDS50-1, M68KHDS96-1 



The longer, more complex programs written for advanced 
1 6-bit processors like the MC68000 make much higher data 
transfer speed and larger storage capacity a necessity. New 
Hard Disk systems offer the EXORmacs user a choice of 
high speed mass storage. 

For multiuser operation in the EXORmacs system. Hard 
Disk is required to provide rapid storage and retrieval for a 
large number of files. Hard Disk storage greatly enhances 
and increases file access performance over a floppy disk- 
based system. 

M68SP702C10, 
Dot-Matrix Printers MPRiNT703 

Motorola dot-matrix printers are equipped with an interface 
module and/or an interconnection cable assembly that spe- 
cifically adapts them to the various Motorola microcomputer 
development systems, including the EXORmacs, EXORciser, 
EXORterm and EXORset. In addition these interface acces- 
sories permit the printers to be used with Motorola Micro- 
modules to provide more complete availability of microcom- 
puter system components. Printer specifications are as 
follows: 



FUNCTION 


703 


702 


Print Speed (cps) 


180 


120 


Lines-per-Minute (80 characters) 


90 


65 


Bidirectional Printing 


Yes 


Yes 


Dot-Matrix 


7x7 


7x7 


ASCII Character Set 


96 


64 


Tractor Feed 


Yes 


Yes 


Condensed Print (10-16.5 cpi) 


— 


— 
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PRODUCT CATEGORY: EXORmacs (68000 only) 



Type Number 


Description 


M68KVM10-3 


VERSAbus RAM 128K Bytes 


M68KVM11-1 


VERSAbus RAM 256K Bytes 


M68KVM11-2 


VERSAbus RAM 51 2K Bytes 


M68KHDD16-1 


16 MB Hard Disk 


M68KHDD32-1 


32 MB Hard Disk 


M68KHDD50-1 


50 MB Hard Disk 


M68KHDD96-1 


96 MB Hard Disk 


M68KMCCM 


Multicliannel Communications Module 


M68KEXTM 


VERSAbus Extender Module 


M68KFD1102 


EXORdisk III for EXORmacs 


M68KVAM 


VERSAbus Adapter Module 


M68KWW 


VERSAbus Wirewrap Module 


M68K703LP1 


EXORmacs Printer 703, 110 V 


M68KRDS1 


EXORmacs Remote Development Station with USE 


M68KRDS2 


EXORmacs Remote Development Station without USE 


M68KMACSRK 


EXORmacs Rack Mount Kit 



PRODUCT CATEGORY: 


Systems Products 


Type Number 


o 


1 


S 


S 


o 


o 

i 

(O 


Description 


M68K101-1 
M68K102B1 
MVMC682-114 
M6809SET110 


X 


X 


X 


X 


X 


X 
X 


VME/10 Microcomputer System — 5 MB 
VME/10 Microcomputer System — 15 MB 
VMC 68/2 Microcomputer System 
EXORset Microcomputer System 



PRODUCT CATEGORY: 


Instrumentation 






Type Number 


§ 


i 


o 
o 

s 


i 


* 


1 


* 


s 


>• 

SI 


Description 


M68KHDS400 


X 


X 


X 














HDS-400 Control Station 


M68KHDS16FB 


X 


X 


X 














HDS-400 Personality Module 


M68000HDS4 


X 


















MC68000 Emulator Module 


M68008HDS4-8 




X 
















MC68008 Emulator Module 


M68010HDS4-8 






X 














MC68010 Emulator Module 


M68HDS201 










X 


X 


X 


X 




HDS-200 Control Station 


M6804P2HM 










X 










MC6804P2 Emulator Module 


M6805P234HM 












X 




X 




MC6805P2,P4,P6, MC68705P3,P5 Emulator Module 


MC6805RU234HM 












X 




X 




MC6805R2,R3,U2,U3, MC68705R3,U3 Emulator Module 


M6805S2HM 












X 








MC6805S2 Emulator Module 


M6805T2HM 












X 








MC6805T2 Emulator Module 


M146805E2HM 














X 






MC146805E2 Emulator Module 


M146805F2HM 














X 






MC146805F2, M1468705F2 Emulator Module 


M146805G2HM 












X 




X 




MC146805G2, M1468705G2 Emulator Module 


M68BSAC 


X 


















Bus State Analyzer Control Module 


M68BSA1-1 


X 


















MC68000 BSA Personality module 


M68BSA2 


















X 


M6800 Family Personality Module 


M68BSA4 








X 










X 


MC6801, MC68121 Personality Module 


M68BSA5 


X 


X 


X 














VERSAbus Personality Module 


M68BSA6 


















X 


EXORbus Personality Module 


MEX6801EVM 


















X 


MC6801 Evaluation Module 


M68120EVM 








X 












MC68120 Evaluation Module 


M68705EVM 














X 






MC68705 Evaluation Module 


M1468705EVM 














X 






MCI 468705 Evaluation Module 



I 
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PRODUCT CATEGORY 


EXORciser 




§ 

o 


o 


^ 


s 


s 


1 




Type Number 


5 


M 


S^ 


^ 


^ 


v_ 


Description 


MEX68IC2 








X 


X 


X 


I/O Interconnect Cable (Use with MEX6821-2) 


MEX68RK2 




X 




X 


X 


X 


Rack Mounting Kit EXORciser 1 & II 


MEX68RR 




X 




X 


X 


X 


EPROIVI/RAIVI Module 


MEX68SA 












X 


System Analyzer 


MEX68SA2 












X 


System Analyzer il 


MEX68USEC 












X 


User System Evaluator 


MEX68USM 








X 




X 


Universal Support Module 


MEX68WW 








X 


X 


X 


Wirewrap Module 


MEX68XT3 








X 


X 


X 


Extender Module 


MEX6801EVM 






X 








Evaluation Module 


MEX6801 EVM1 






X 








68701 Programming Module 


MEX6801 






X 








Development System 


MEX6802-46 












X 


MC6802/46 Support Module 


MEX6808-22 




X 


X 


X 


X 


X 


8K Static RAM Module with Parity 


MEX6809KT 








X 






6809 Upgrade for EXORciser or EXORterm 


MEX6812-1 




X 


X 


X 


X 


X 


2K Static RAM Module 


MEX6816-1HR 




X 


X 


X 


X 


X 


16K Dynamic RAM Module with Hidden Refresh 


MEX6816-22D 




X 


X 


X 


X 


X 


16K Dynamic RAM Module with Parity 


MEX6816-22S 




X 


X 


X 


X 


X 


16K Static RAM Module with Parity 


MEX6821-2 




X 


X 


X 


X 


X 


Input/Output II Module 


MEX6832-1 HR 




X 


X 


X 


X 


X 


32K Dynamic RAM Module with Hidden Refresh 


MEX6832-22 




X 


X 


X 


X 


X 


32K Dynamic RAM Module with Parity 


MEX6845 




X 


X 


X 


X 


X 


MC6845 CRT Controller Module 


MEX6848-1HR 




X 


X 


X 


X 


X 


48K Dynamic RAM Module with Hidden Refresh 


MEX6848-22 




X 


X 


X 


X 


X 


48K Dynamic RAM Module with Parity 


MEX8850 




X 


X 


X 


X 


X 


ACIA Module 


MEX6850-2 




X 


X 


X 


X 


X 


ACIA/SSDA Module 


MEX6854 




X 


X 


X 


X 


X 


MC6854 ADLC Support Module 


MEX6864-1 HR 




X 


X 


X 


X 


X 


64K Dynamic RAM Module with Hidden Refresh 


MEX6864-22 




X 


X 


X 


X 


X 


64 Dynamic RAM Memory with Parity 


MEX68488 




X 


X 


X 


X 


X 


MC68488 GPIA Support Module 


M68BASR010M 












X 


Resident BASIC Interpreter on 6800 MDOS Diskette 


M68FTNR012M 












X 


Resident F0RTI=1AN Compiler and Linking Loader on 6800 MDOS Diskette 


M68MPLR020M 












X 


Resident MPL Compiler on 6800 MDOS Diskette 


M68PANEL220 




X 


X 


X 


X 


X 


6809 Front Panel Conv. of EXORterm 200 


M68PP3 




X 


X 


X 




X 


PROM Programmer III 


M68PP3-1 




X 


X 


X 




X 


Personality Module & Software for PPIII to allow Programming of MCM2532 and 
MCM68764 


M68RTFR02M 












X 


Resident Real-Time FORTRAN Compiler on MDOS Diskette for 6800 


M6800DOWNLD 






X 






X 


6800/6801 Down-Line-Load ROM 


M6800EXOR 












X 


M6800 EXORciser II Development 


M6800EXORU 












X 


M6800 EXORciser II USE Development System 110 V 


M6800SMDOS 












X 


6800 CRT Editor/Macro Assembler with MDOS 


M6800XASMBL1 






X 






X 


6800/6801 Cross Macro Assembler 


M6805MASC01M 










X 




6805 Cross Macro Assembler and Linking Loader on MDOS Diskette 


M6809DOWNLD 








X 






6809 Down-Line-Load ROM 


M6809EXOR 








X 






M6809 EXORciser II Development System 110V 


M6809FORTRN 








X 






6809 Resident FORTRAN Compiler 


M6809MASC01M 








X 






6809 Cross Macro Assembler and Linking Loader on MDOS Diskette 


M6809MPL 








X 






6809 Resident MPL Compiler on MDOS Diskette 


M6809PASCLC 








X 






6809 Resident PASCAL Compiler 


M6809SA 








X 






System Analyzer II 


M6809SMDOS 








X 






6809 CRT Editor/Macro Assembler with MDOS 


M6809USE 








X 






User System Evaluator 


M6833 




X 


X 


X 


X 


X 


Blank Diskettes (SS/SD) 


M6834 




X 


X 


X 


X 


X 


Blank Diskette (DS/SD) 
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PRODUCT CATEGORY 


PERIPHERALS 


Type Number 


i 


a> 

o 

s 


in 

o 

s 


C4 

o 


o 
o 

s 


Description 


M68DSK2 




X 


X 


X 


X 


EXORdiskll 110 V 


M68DSK3 




X 


X 


X 


X 


EXORdisklll 110 V 


M68SFDRK3 




X 


X 


X 


X 


Rack Mounting Kit, EXORdisk II and III 


M68SFDU1102E 




X 


X 


X 


X 


EXORdisk HIE Expansion Unit, 110 V 


M68SP702C10 




X 


X 


X 


X 


Microsystems Printer 702, 110 V 


MPRINT703 


X 


X 


X 


X 


X 


Microsystems Printer 703, 110 V 


M68SXD10155A 


X 


X 


X 


X 


X 


EXORterm 155 


M68KHDS32-1 


X 










32MB Hard Disk 


M68KHDS96-1 


X 










96MB Hard Disk 


M68KHDE32-1 


X 










32MB Hard Disk Expansion 


M68KHDE96-1 


X 










96MB Hard Disk Expansion 


M68CART 


X 










Hard Disk Cartridge 



PRODUCT CATEGORY: VMEmodules (68000 family) 



Type Number 


Description 


MVME101 


68000 Monoboard Microcomputer 


MVME110 


68000 Monoboard Microcomputer with I/O Channel Interface 


MVME200/201 


64K and 256K Byte Dynamic Memory 


MVME210 


Static RAM/ROM Board 


MVME300/310 


GPIB Controller Modules 


MVME310 


Universal Intelligent Peripheral Controller 


MVME315 


Intelligent DMA SASI Interface and Floppy Disk Controller 


MVME930 


VMEbus Extender Board 


MVME931 


VMEbus Wirewrap Board 



PRODUCT CATEGORY: VERSAmodules (68000 family) 



Type Number 


Description 


M68K0RMS68K 


M68000 Real-Time Multitasking, Software (Object) on EXORmacs Diskette 


M68KVM01A1 


68000 1 6-Bit Monoboard Microcomputer, 32K RAM 


M68KVM01A2 


68000 1 6-Bit Monoboard Microcomputer, 64K RAM 


M68KVM02 


68000 16-Bit Monoboard Microcomputer, 128K RAM 


M68KVM03 


68010 16-Bit Monoboard Microcomputer, 10 MHz, 256K RAM 


M68KVMCC1 


4-Slot Card Cage 


M68KVMCH1-1 


VERSAmodule System Chassis, 15 Amps-5 Vdc, 110 V 


M68KVM10-3 


128K Byte Dynamic RAM Module 


M68KVM11 


256/51 2K Byte Dynamic RAM 


M68KVM20 


Floppy Disk Controller Module 


M68KVM21 


Universal Disk Controller 


M68KVM30 


4-Channel Serial Communication Module 


M68KVM60 


Universal Intelligent Peripheral Controller Module 


M68KVBUG 


VERSAbug Debug Monitor Firmware Package 



i 
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PRODUCT CATEGORY: 


MICROMODULES 


Type Number 


1 


3 

s 


1 


Description 


M68BASRC1 






X 


Resident BASIC Interpreter ROM Set (MINIBUG ll-Based) 


M68BASRC2 






X 


Resident BASIC Interpreter ROM SEt (MICRObug-Based) 


M68BASRM2 






X 


Resident BASIC Interpreter Module (Micromodules) 


M68EAB1 






X 


Resident Editor/Assembler and BASIC Interpreter Module (MINIBUG ll-Based) 


M68EAB2 






X 


Resident Editor/Assembler and BASIC Interpreter Module (Micromodules) 


M68MMCC05 


X 


X 


X 


Card Cage, 5-Card 


M68MMCC10 


X 


X 


X 


Card Cage, 10-Card 


M68MMFLC1 


X 


X 


X 


Front Load Chassis, 14 Card, 110 V 


M68MMFLK 


X 


X 


X 


Rack Mounting Slide Kit, FLC 


M68MMLC1 


X 


X 


X 


Long Chassis, 10-Card, 110 V 


M68MMLK 


X 


X 


X 


Rack Mounting Kit, Long Chassis 


M68MMPS1-1 


X 


X 


X 


Micromodule, EXORciser, EXORterm, DC Power Supply, 110 V 


M68MM01A2 






X 


Monoboard Microcomputer (with four 2K x 8 EPROM/ROM Sockets) 


M68MM01B1A 




X 




Monoboard Microcomputer 


M68MM01D 






X 


Monoboard Microcomputer 


M68MM03 


X 


X 


X 


32/32 Input/Output Module 


M68MM03-1 


X 


X 


X 


32/32 Input/Output Module (with 4.7K Termination Option) 


M68MM03-2 


X 


X 


X 


32/32 Input/Output Module (with 330/220 Termination Option) 


M68MM04A 


X 


X 


X 


16 Socket EPROM, ROM or RAM Module 


M68MM05A 


X 


X 


X 


8-Channel, 12-Bit Differential Input A/D Module 


M68MM05B 


X 


X 


X 


16-Channel, 12-Bit Single Ended Input A/D Module 


M68MM05C 


X 


X 


X 


Quad 12-Bit D/A Module 


M68MM07 


X 


X 


X 


Quad Communication Module 


M68MM08A 






X 


MICRObug Module-Consisting of MICRObug ROM (Use with MM01A2) 


M68MM09 


X 


X 


X 


4K CMOS RAM with Battery Backup 


M68MM10B 


X 


X 


X 


Power Fail Detect Module with Battery Backed-up CMOS Time-of-Day Clock/Calendar 


M68MM1 1 


X 


X 


X 


RS-232C to TTY Adapter Module 


M68MM12 




X 


X 


GPIB Listener/Talker/Controller Module (with 6800 Firmware) 


M68MM12-1 


X 






GPIB Listener/Talker/Controller Module (with 6809 Firmware) 


M68MM12A 


X 


X 


X 


GPIB Listener/Talker Module 


M68MM13A 


X 


X 


X 


Digital-Output (Contact Closure) Module — 16 Outputs 


M68MM13B 


X 


X 


X 


Digital-Output (Contact Closures) Modules — 32 Outputs 


M68MM13C 


X 


X 


X 


Optically Isolated Digital Input Module-24 Voltage Inputs 


M68MM13D 


X 


X 


X 


Optically Isolated Digital Input Module-24 Contact Closure Inputs 


M68MM14 


X 


X 


X 


2 MHz Hardware Arithmetic Processor Unit 


M68MM14A 


X 


X 


X 


3 MHz Hardware Arithmetic Processor Unit 


M68MM15A 


X 


X 


X 


High-Level A/D Module 16 Channel 


M68MM15A1 


X 


X 


X 


High-Level A/D Module 32 Channel 


M68MM15B 


X 


X 


X 


Low-Level A/D Module 


M68MM15CV4 


X 


X 


X 


High-Level Voltage D/A Module 4 Channel 


M68MM15CI4 


X 


X 


X 


Current D/A Module 4 Channel 


M68MM16 


X 


X 


X 


Combo ROM, RAM and I/O (Parallel and Serial) (1 or 2 MHz) 


M68MM17 


X 






6809 Monoboard Microcomputer 


M68MM19A 


X 






6809 Monoboard Microcomputer (2 MHz) (For new designs use MM19A1, up to 32K 
EPROM) 


IVI68MM19SB 


X 






SUPERbug Firmware ROM 


M68MMI/OC 


X 


X 


X 


Parallel I/O Adapter Set 


M68XEARC1 




X 


X 


Resident Editor/Assembler ROM Set (MINIbug ll/MICRObug-Based) 



1 
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MOTOROLA 

MICROCOMPUTER BOARDS 



VMEmodules 



VMEmodules from Motorola incorporate the high perfor- 
mance MC68000, the internationally accepted Eurocard for- 
mat, the defacto industry standard 16-bit VMEbus, and the 
new and flexible I/O Channel, all combined in the most ver- 
satile and latest state-of-the-art approach to the modular 
systems concept. 

The MC68000 MPU 

You've seen the benchmarks, and the results — MC68000 
has emerged as the acknowledged microprocessor leader 
in the 1 6/32 bit performance class. Its architecture is designed 
for optimal support of the latest high-level languages, and it 
directly addresses 16 Megabytes of memory (instead of one 
Megabyte for most of the competition). Its 32-bit internal fea- 
tures mean easy growth to full 32-bit capability as your needs 
grow into the future. VMEmodule products put the MC68000 
MPU to work in a modular structure that has achieved world- 
wide acceptance and support, both by users and manufac- 
turers of microcomputer subsystems. 

Worldwide Standard Package: Eurocard 

Developed as a de facto standard in Europe, the Eurocard 
mechanical format is rapidly gaining worldwide acceptance 
of modular applications in a broad range of laboratory and 
industrial automation environments. And for good reason 
— the Single and Double Eurocard circuit boards and card 
cages in the VMEmodule product line offer a convenient size, 
plus pin-and-socket bus connectors to give you an extra 
margin of confidence of reliability in the more severe appli- 
cation environments. 

Multiprocessing 16/32 Bit VME Bus 

The VME bus doesn't lock you into today's technology. It 
has the inherent power and capabilities to adapt to any num- 
ber or types of popular processors for true multiprocessing 
applications; and, you can use as many bus masters as you 
need. 








BASIC-M, l/Omodule, RMS68K, VMEbus, VERSAbug, 

VERSAdos, VERSAmodule and VMEmodule are trademarks of Motorola Inc. 



ii?^ 



With the VME bus, you can mix 8, 1 6, and 32-bit processors 
in the VME backplane. It operates asynchronously at high 
speed, and provides 7 interrupt plus 4 bus arbitration priority 
levels to allow total flexibility. 

I/O Channel Expands Capabilities 

The VMEmodule system architecture supports the I/O 
Channel feature described elsewhere in this publication. 
Briefly, the I/O Channel is a buffered extension of the on- 
board processor bus, allowing the system to be easily 
custom-tailored with the addition of input/output functions in 
small modular amounts both within and external to the VME 
card cage. The I/O Channel promotes efficient system utili- 
zation by allowing I/O transfers to proceed at rates up to 2 
megabytes per second, independently of other on-going ac- 
tivity in the higher-speed VMEbus system interconnect. 

Powered by High Performance Software 

VMEmodule products are designed for demanding lab and 
industrial automation environments where quick, accurate 
response to multiple random events is essential — and 
Motorola's RMS68K Real-Time Multitasking Executive soft- 
ware for the VMEmodule Monoboard Microcomputer pro- 
vides the nucleus around which complete real-time applications 
can be built. For those applications where large data files 
and mass storage resources must be handled efficiently, 
there's the full-featured VERSAdos Operating System. Stan- 
dard device drivers are provided with both VERSAdos and 
RMS68K for interfaces and devices supplied by Motorola, 
and both systems make provisions for easy addition of user- 
supplied device drivers. Both the RMS68K Executive and the 
full VERSAdos System are rapidly emerging as the standard 
real-time system structure for MC68000-based applications. 

To provide diversified programming capabilities for 
VMEmodule-based projects. Motorola supplies not only an 
advanced Structured Macro Assembler, but also efficient 
Pascal and FORTRAN Compilers. 
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And to offer streamlined debugging capabilities, the 
VMEbug Debug Monitor firmware is available either in ROM 
or on disk for use with the VMEmodule Monoboard 
Microcomputer. 

Modular Subsystems elevate the starting point for micro- 
computer system design from the "components" level to the 
board level. And, just as there are variations In microproces- 
sors for different end-use requirements, there are families of 
modular subsystems to best serve these varying demands. 
Thus, the VMEmodule family joins the existing Motorola 
Micromodule 8-bit family and the VERSAmodule 1 6-bit family 
of modular microsystem products to let the user tailor his 
system to his specific needs. 

VMEmodules provide a degree of performance and flexi- 
bility that bridges the gap between the lower-level 8-bit pro- 
cessing tasl<s (the Micromodule domain) and the highend 
computation and memory-intensive challenges that are the 
domain of the physically larger and more complex 1 6/32-bit 
VERSAmodules. This spectrum of microsystem products of- 
fers the most cost effective solution to complex systems — 
perhaps distributed control systems — with the right perfor- 
mance elements at each processing node of the system. 

The Intangible Extras — 

When you select Motorola microsystem products for your 
system design, you get not just the hardware and software, 
but a host of built-in benefits of almost equal importance. 
Among these: 

• A field-proven line of thoroughly tested products that 
assure highly reliable system operation. 

• A time-tested set of support tools and documentation 

that simplify system design and operation. 

• A nationwide field-sales and service network that offers 

design and applications support before, during and 
after the sale. 
A mature training program at various levels that offers 
group training at specified locations as well as in the cus- 
tomer's own establishment. 

A product line that continues to expand to take full advan- 
tage of new developments for increasing capabilities, im- 
proving performance and allowing more efficient operation. 

Multiple Sources of VME Compatible 
Products — Worldwide 

Development of the VME bus structure represents the com- 
bined technical efforts of Motorola and a number of other 
major international electronics companies. The initial an- 
nouncement in Europe met with very positive reactions from 
potential users and vendors the world over, with the result 
that the original participants are being joined by increasig 
numbers of companies planning to supply such products. 
These sources are united through the activities of the VME 
Bus Manufacturers Group, which meets four times a year in 
technical forum to help assure the user community of a high 
degree of technical compatibility between products, and to 
make available to the public a comprehensive list of suppliers. 



TYPICAL VMEmodule 
APPLICATION 



VME bus 






INTELLIGENT 



I/O CHANNEL 




SOLID 

STATE 

AC CONTROL 



VMEmodule Line* 

VMEmodules — VMEbus compatible, Double Eurocard 

Format. 
MVME101 — MC68000 Monoboard Microcomputer with two 

serial ports and one parallel port on board. 
MVME110 — MC68000 Monoboard Microcomputer with I/O 

Channel support for extended I/O functions. 
MVME200/201 — 64K byte and 256K byte Dynamic RAM 

Modules with data parity check. 
MVME210 — Static RAM/ROM Board providing up to 128K 

bytes storage capacity. 
MVME300 — GPIB Controller meeting full IEEE 488-1978 

standard. 
MVME310 — Universal Intelligent Peripheral Controller with 

35% of board area in wirewrap for customer applications. 
MVME315 — Intelligent DMA SASI interface and floppy disk 

controller. 
MVME930 — VMEbus Extender Board 
MVME931 — VMEbus Wirewrap Board 
'See also the list of I/O modules on another page In this catalog for additional 
I/O functional elements supporting the VMEmodule line. 

Software 

MVMEBUG — Debugging Packages for VMEmodule Mono- 
board Microcomputer with single-line Assembler/ 
Disassembler. 

M68KORMS68K — M68000 Real-Time Multitasking Exec- 
utive provides task scheduling and synchronization for any 
number of tasks. 

M68KOVDOS — OEM VERSAdos Operating System is a 
real-time multitasking MC68000 based system oriented to 
hard disk operation. 

Packaging 

VMEmodule and l/Omodule Card Cages, Chassis, Power 
Supplies and Backplanes. 
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VERSAmodule circuit boards are microcomputer building 
blocks from Motorola, based on the state-of-the-art 16-bit 
MC68000 Microprocessor. They are part of a family of mod- 
ular building block products that provide the system designer 
ready-to-run hardware and software. VERSAmodule building 
blocks drastically reduce the total cost of bringing together 
a fully configured custom microcomputer-based system . . . 
by saving development time, engineering talent, and money 
as well. 

With VERSAmodule products, you minimize the risks of 
design limitations and system obsolescence while keeping 
your system tied to the leading edge of technology. Your 
system is built around the most advanced 16-bit micro- 
computer available today . . . incorporating sophisticated ar- 
chitectural features to enhance system performance. The full 
range of available software products and applications de- 
velopment tools assure early system completion. And Mo- 
torola's experienced support staff is available to help, any 
time. 

Use Today's Most Advanced 16-Bit 
Microcomputers 

The VERSAmodule Monoboard Microcomputers (VM01A 
and VM02) are the most powerful and versatile 16-bit single- 
board microcomputers available. They achieve a higher de- 
gree of computing power, memory capacity and tailorability 
by combining the MC68000 MPU with other on-board fea- 
tures. Such on-board features as I/O Channel interface, 
VERSAbus interface, bus arbitration logic, dual port RAM, 
multiprotocol serial I/O, parallel I/O, programmable timer/ 
counters, and RAM with battery back-up capability enable 
these VERSAmodule Monoboards to handle applications 
ranging from those using a single processor through those 
requiring complex multiprocessing structures. 

VERSAbus Architecture Enliances 
System Performance 

VERSAmodule boards are interconnected in a system using 
the VERSAbus interconnect standard. The high-speed 
VERSAbus interconnect is characterized by asynchronous 
operation supporting direct memory addressing and true 
multiprocessor operation. Unlike other popular bus struc- 
tures, VERSAbus architecture does not limit the number or 
types of processors that can be used in multiprocessing ap- 
plications. The number of "bus masters" or main processor 
boards is limited only by the number of card slots in the 
particular VERSAbus backplane being used. Furthermore, 
several lines within the VERSAbus structure enhance system 
reliability and integrity by providing for efficient self-diagnosis 
. . . resulting in minimum system downtime. 

BASIC-M, l/Omodule, RMS68K, EXORmacs, EXORbus, VERSAmodule, 
VERSAbus, VERSAdos, and VERSAbug are trademarks of Motorola, inc. 




Cost-Effective I/O Channel Increases 
System Flexibility 

The I/O Channel is an advanced architectural feature of 
VERSAmodule Systems that allows greater system flexibility 
and low incremental cost for I/O expansion. The I/O Channel 
has a 12-bit address bus, 8-bit bidirectional data bus, 4K 
Bytes of memory-mapped I/O, and a data transfer rate of up 
to 2 Megabytes per second. 

VERSAdos Real-Time Disk Operating System 

The VERSAdos Operating System Software employs mod- 
ular design of its major programs to allow easy addition of 
user functions with minimal cost. It contains a file manage- 
ment package and additional device-independent I/O sup- 
port. The VERSAdos System is available with software 
drivers for both floppy and hard disk storage, and incorporates 
redundant safeguards against system failures. Optimum pro- 
cessor and memory utilization are achieved through true 
multitasking and dynamic memory allocation/deallocation. 

RMS68K Real-Time Multitasking Executive 

For real-time applications that do not require auxiliary mass 
storage (disk), and efficient Real-Time Executive may provide 
all the required systems functions. . 

The RMS68K Real-Time Multitasking Executive provides 
the nucleus around which real-time applications can be built. 
It allows a wide variety of application systems without large 
expenditures for complex real-time and multitask control func- 
tions. RMS68K is ROMable, meaning that the executable 
code for your entire system could be placed in ROM. In ad- 
dition, the RMS68K System customizes your system by al- 
lowing you to add your own device drivers and select only 
those functions that you need. Compatibility with VERSAdos 
and debug software packages helps reduce the cost of soft- 
ware maintenance over the life of your system. 

VERSAbug Debugging Packages 

The VERSAbug debug package provides a powerful evalu- 
ation and debugging tool for VERSAmodule Systems. It per- 
mits full-speed execution of system and user-developed pro- 
grams operated in a VERSAmodule Monoboard Microcomputer 
environment under complete operator control. 

VERSAbug software is available as a system debug mon- 
itor, in a pre-configured EPROM resident package, or as 
source and relocatable object modules, packaged on diskette 
or cartridge disk, allowing you to easily create your own 
application-specific version in a matter of hours. In either 
package, VERSAbug software gives you a powerful tool for 
reducing system development and continuing maintenance 
costs. 
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Complete Your System ... On Schedule 

With VERSAmodule products, the lion's share of your sys- 
tem's hardware design, debug, assembly and test is done for 
you. The mature operating system software is already de- 
veloped and debugged, too. You can begin developing your 
applications software immediately, in order to respond faster 
to customer requirements, penetrate fast moving market win- 
dows, or automate a critical activity sooner. The result . . . 
higher profitability. 

Use Your Resources Efficiently 

Since your costly and often limited technical resources are 
not needed to design or debug the basic computer system 
hardware, you can concentrate on the value-added areas of 
applications software and any unique hardware require- 
ments. In other words, you apply your scarce resources to 
the area you know best . . . your application. 

Lower Your Non-Recurring Costs 

The rising costs to design, develop and debug basic system 
hardware are reduced by using VERSAmodule products. But 
the cost savings don't stop here. The powerful applications 
development tools supporting the VERSAmodule family 
greatly facilitate the development and debugging of your ap- 
plications software and any specialized hardware. This allows 
you to get it right the first time , . . avoiding costly redesigns 
and project delays. 

VERSAmodule CIRCUIT BOARDS 
Monoboard Microcomputers 

VM01A Monoboard Microcomputer— MC68000 MPU, 32/ 
64K Byte RAM, Sockets for 64K Byte ROM, four parallel 
I/O ports, two serial I/O ports. 

VM02 Monoboard Microcomputer— MC68000 MPU, 128K 
Byte dual-port RAM, Sockets for 64K Byte ROM, two Mul- 
tiprotocol serial I/O ports. I/O Channel Interface. 

VM03 Monoboard Microcomputer — MC68010 MPU at 10 
MHz, MC68451 MMU, 256K DRAM, Sockets for 64K Byte 
ROM, two Multiprotocol serial I/O ports and I/O Channel 
Interface. 

Memory Modules 

VM10 Random Access Memory— 128K Byte Dynamic RAM, 

Byte Parity, 16-bit data/word length. 
VM1 1 Random Access Memory — 256/51 2K Dynamic RAM, 

Error detection and correction, 16/32-bit data word length. 
VM80 Combination ROM/RAM/l-0 — 0/1 28K Byte Dynamic 

RAM, Sockets for 256K Byte ROM, six parallel I/O ports, 

two Multiprotocol serial I/O ports. 

Controllers 

VM20 Floppy Disk Controller — Up to 4 floppy disks, 2M Byte 
formatted floppy capacity, On-board IPC with data buffer. 

VM60 Universal Intelligent Peripheral Controller — 4K Bytes 
on-board RAM, Up to 32K Bytes ROM, DMA data transfers. 
Wire wrap area for custom user interface. 




Buy 



500 1 



1000 1 



Make 



Product Lifetime Quantity 

VM21 Universal Disk Controller — UP to 4 floppy disks. Up 
to 2 SMD compatible hard disks. Up to 516 M Byte for- 
matted disk capacity, On-board IPC with data buffer. 

VM30 Multi-Channel Communications Module — four RS- 
232C serial I/O ports, One parallel printer port, ON-board 
IPC with data buffer. 

Support 

RSC1 Remote Serial Conversion Module — RS-232C to RS- 
449 or multidrop port. Synchronous or asynchronous op- 
eration. Half or full duplex, Eurocard form factor. 

System Packaging and Accessories — 5V* inch Chassis, 
Stand-Alone Card Cage, Power Supplies, Cabling Options, 
l/Omodule Card Cage, Mass Storage Enclosure, Industrial 
Card Cage System Package, VERSAbus Adapter Module. 

Addition I/O 

All of the l/Omodules described under l/Omodules in this 
catalog are compatible with the I/O Channel on VERSAmodule 
02, thus extending many additional I/O and control functions 
to the VERSAmodule product family. 

FUTURE VERSAmodule PRODUCTS 

Motorola currently offers more than 20 individual hardware 
and software products in the VERSAmodule and l/Omodule 
product lines. But beyond these. Motorola engineers are at 
work planning and designing future products to ensure con- 
tinual expansion of the VERSAmodule product line. New 
hardware and software products will incorporate the latest 
technology in easy-to-use building-block form. Future family 
members will include higher-performance single board com- 
puters, higher-density memory modules, and new intelligent 
device controllers ... all of which take advantage of ad- 
vancements in LSI technology. l/Omodule products will ex- 
pand the offering of popular industry interfaces and new soft- 
ware will bring advanced tools like applications-oriented 
languages and multiprocessor capability for the VERSAdos 
Operating System. Other announcements from Motorola, 
plus those from independent vendors offering VERSAbus- 
compatible products, will assure an even broader selection 
of useful products in the future. 
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The I/O Channel is a new system architectural concept sup- 
ported in Motorola Microsystem products which allows mod- 
ular I/O expansion on the local processor bus. 

This frees the system bus to handle simultaneous high- 
speed data exchange and multiprocessor access require- 
ments while permitting most lower speed system I/O activity 
to take place through the local I/O Channel. Thus, the ad- 
vanced I/O Channel architecture affords great flexibility in 
I/O intensive applications such as high speed data acquisition 
and distributed control. 

More than a dozen defined l/Omodule products already 
support the Motorola modular product line. The family will 
grow into the future with additional offerings from Motorola, 
and with a variety of I/O Channel compatible products from 
other vendors. Should you desire to design custom I/O Chan- 
nel modules for your specific needs, that task is made easier 
by a comprehensive I/O Channel Specification Manual avail- 
able from Motorola. (M68RI01/D1) 
The I/O Channel provides the following features: 

• 1 2-bit address bus 

• 8-bit bidirectional data bus 

• Asynchronous operation 

• Up to 2 megabyte transfer rate 

• Four interrupt lines 

• Reset line 

• 4 MHz free running clock line 

The figure below illustrates how a system might be configured 
using a ribbon cable bus I/O Channel. The bus master is 








typically a computer, but may also include a DMA controller 
for transferring blocks of data to or from a slave device at 
high speed. 

f/Omodule Product Line 

A. I/Otnodules — I/O Channel Compatible, Single Euro- 

card Format. 

MVME400 — Dual Channel RS-232C Serial Port pro- 
viding two independent, full-duplex serial input/output 
ports. 

MVME410 — Dual Channel 16-bit Parallel Port, four in- 
dependent 8-bit ports jumper or software configurable 
as inputs or outputs. 

MVME420 — SASI™ Peripheral Adapter provides inter- 
face to SA1400 Shugart Associates SASI Bus. 

MVME435 — Buffered 9-Track Magnetic Tape Adapter 
to interface industry standard 800/1 600 BPI, V2" Mag- 
netic Tape Formatter. 

MVME600 — Analog Input Module with 16 channel 
single-ended or 8 channel differential operation. 

MVME605 — Analog Output Module with 4 independent 
channels and 12-bit resolution. 

MVME610/615/616 — Opto Isolated 120V/240V AC 
Input/Output modules with eight independent I/O 
Channels. 

MVME620/625 — Opto Isolated 3VDC Input/Output 
modules with eight channels and isolation to 2500 
Volts. 

MVME932 — I/O Channel Extender Board. 

MVME933 — I/O Channel Wirewrap Board. 

MVME935 — I/O Channel Extender Board which con- 
verts DIN connector to 50-pin dual row header. 

B. I/Omodules — I/O Channel Compatible, Non-Eurocard 

Format. 

M68RWIN1-1, M68RWIN1-2 — Winchester Disk Con- 
troller for SV/ or 8" Winchester and Floppy Disk drive 
combinations. 

M68RI01 — Remote Input/Output Module provides par- 
allel I/O oprations and will accept up to 1 6 compatible 
solid state relay input and output modules. 

M68RAD1 — Remote Intelligent Analog-to-Digital Con- 
version Module controlled by an on-board Intelligent 
Peripheral Controller. 



I 



8-23 



® 



MOTOROLA 

MICROCOMPUTER BOARDS (continued) 

Micromodules 



The Motorola line of Micromodules offers a selection of 
modular subsystems that permits a hiigh degree of end- 
product customization. It is supplemented by a sophisticated 
library of development software with high-level language in- 
terface to simplify man-machine interaction. An array of pacl<- 
aging accessories provides the proper physical environment 
for the system assembly. 

Utilizing Motorola's extensive family of 8-bit MPU- 
compatible chips, Micromodules are tailored to meet the per- 
formance objectives of most industrial automation and data 
acquisition applications. They are priced to compete favor- 
ably with in-house development and manufacturing costs 
and, in many instances, they represent the most cost-effec- 
tive means for rapid, reliable system implementation (or even 
for prototyping chip-implemented systems.) 

The Modular Building Blocks 

The Micromodule Family is based on a selection of differ- 
ently configured single-board microcomputers. These vary 
In capabilities and applications as a result of differences in 
on-board microprocessors, as well as memory and I/O con- 
tent. For some requirements, a single monoboard microcom- 
puter module, supplemented by a suitable enclosure, a power 
supply and your applications program, will adequately serve 
your total needs. For other more demanding applications, the 
Family offers a wide range of expansion modules which tailor 
the system to your ultimate requirements. 

Software Support 

To ease programming load and allow programmers to con- 
centrate on the end product application, incorporate the 
M6809 Real-time Multitasking System (RMS09) as the ex- 
ecutive kernal around which a real-time applications system 
can be built. RMS09 is a flexible collection of systems routines 
from which the user can customize or 'sysgen' supervisor 
routines and interrupt handling routines tailored as simple or 
as complex as the application system requires. 

Also available for MC6809-based systems is SUPERbug, 
a high performance monitor which also provides the facility 
for linking relocatable modular software routines that can be 
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D-A COnVerterS-AII inputs are TTL compatible. 


Part 
No. 


No. of 
Channels 


Input 


Analog 
Output Range 


Comments 


Voltage 


Current 


MfifiMMOSC 


4 


12-Bil Binary 


0-5, 0-10 

± 2.5. ± 5 

±10 




Output Voltage 
Range option is 
strap selectable. 


M68MM15CV 


1 to 4* 


12-Bit Binary or 

twos 

complement 


0-5, 0-10, 
3r 5, ± 10 




Input Code and 

Output Voltage 

Range Options 

are strap 

selectable 


M68MM1SCi 


1t0 4* 


12-Bit Binary or 

twos 

complenient 


0-5, 0-10, 
± 5, ± 10 


4 to 
20mA 


voltage or 

Current output 

device with strap 

selectable current 

or voltage range 

options. 




independently written and executed from EPROM, ROM or 
RAM. For MC6800-based Micromodules, there is MICRObug 
Monitor, with system software and hardware debugging ca- 
pability. Also available are Editor/Assembler and Basic In- 
terpreter packages. 



MONOBOARD MICROCOMPUTER 
SELECTION GUIDE 


Part No. 


Parallel 
I/O 


Serial I/O 


Memory 


Options 


RS-232C 


RS-422|20inA 


ROM RAM 
CapMNy (BytM) 


MC6800/MCe802 Batwl, 1 MHz Clock Rate | 


M68MM01B 


1 PIA 
1 PTM 








To 4K** 




Low Cost, 
Self-contained 

Not 
Expandable 


MSSMMOI 


3PIAS 








To 4K** 


IK 




M6eMM01A2 


2PIAS 


1 ACIA 




* 


To 8K** 


IK 




M68MM01B1A 


1 PIA 
1 PTM 


1 ACIA 




* 


To 4K** 


384 


Cassette 

I/O 


M68MM01D 


Printer 
Port 
1 PTM 


1 ACIA 


(Opt) 


* 


To 10K** 




Use 2K RAMs 
in ROM 
Sockets 


MC6809-B(S««; Clock Rat* 1 MHz, except M68MM19A1-2MHZ | 


M68MM17 


1 PIA 

1 PTM 


2 ACIA 




« 


To 64K"* 


To 
64K 


Use RAMs in 
ROM Sockets 


M68MM19-1 
19A1 


1 PIA 

1 PTM 


1 ACIA 
or SSDA 


(Opt) 


* 


To 32K** 


2K 


Replace ACIA 
With SSDA + 



NOTES: 

+ = Option requires minor board modifications 
■ = Option requires addition of Micromodule MM1 1 

(RS-232C to 20-mA Current-Loop Adapter) 
" = User supplied 



A-D Converters 


Part No. 


No. of Channels 


Resolution 
No. of Bits 


Input Voltage 
(full scale, dc) 


Comments 


DIff. 


S.E. 


High Level 
M68MM15A 


8 


16 


12 


0-5 Vdc, 0-10 Vdc, 
± 5 Vdc, ± 10 Vdc, 


Vk, is strap 
selectable 


M68MM15A1 


16 


32 


12 


same as above 




M68MM05A 


8 




12 


± lOmV to ± 10V 




M68MM05B 




16 


12 


same as above 




Low Level 
M68MM1SB 


1 




15 plus sign 


± 25 mV, T 55 mV, 
± 80 mV 


Expandable to 

16 channels 

with Expander 

Circuits 


M68MM15BE 


X 1 


to 4 


Channel Expander tor above 





*Add suffix 1 through 4 to part number to denote number of channels required. 

EXORbug, EXORbus, EXORset, MICRObug, Micromodule, RMS09, BASIC-M and SUPERbug are trademarks of Motorola Inc. 
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EXORbus-Compatible Memory Modules 




Capacity 
(K Bytes) 


Features | 


RAM-static, NMOS 1 


M68MM06 
MEX6808-22 
MEX6816-22S 


2 
8 

16 


Clocl< Speed— 1 MHz 

With Parity, Clocl< speed = 1 or 2 MHz 
(with stretched Phase 2) 


RAM-Static, CMOS | 


M68MM09 

M68MM21 
M68MM21-1 


4 

8 

16 


Clock speed = 1.5 or 2 MHz 

(with stretched phase 2) 

On-t)oard cl<t. for user-installed parity. 

Optional parity. 
Optional parity. 


RAM-Dynamic, with parity | 


MEX6816-22D 
MEX6832-22 
MEX6848-22 
MEX6864-22 


16 
32 
48 
64 


Jumper selectable 1-, 1.5-, 

or 2- MHz speed; 

Row-addressable in 1 6K byte blocks. 


RAM-Dynamic; with hidden refresh; cioci< speed ^ 1 MHz; all with parity. 


MEX6816-1HR 
MEX6832-1HR 
MEX6848-1HR 
MEX6864-1HR 


16 
32 
48 
64 


Organized into independently 
addressable rows of 16K bytes each. 


Unpopulated Modules— User supplies chip set | 




Number Of 
Sockets 


EPROM/ROM 

CAPACITY 

(Memory Chip Numlier) 


OPTION RAM CAPACITY 
(Memory Chip Number) 


MEX68RR 
M68MM04 
M68MM04A 


20 
16 
16 


16K 
(MCM6870B/6830) 

16K 

(MCM6e708/6830) 

64K(1K, 2Kor4K 

capacity) 


512(MCM6810) 



8K (IK or 2K capacity) 



Serial-Format Digital I/O 

ACIA Modules — MEX6850, 50-2 

Offers both TTY and RS-232C data terminal interface, with 
eight switch-selectable baud rates between 110 and 9600 
baud. MEX6850 operates at 1MHz and is configured with 
Modem output; 6850-2, at 2MHz, is configured with 20 mA 
TTY output. 
Quad Serial I/O — M68MM07 

Supplied with four MC6850 ACIAs, or with user supplied 
MC6852 SSDAs for either asynchronous or synchronous 
operation. Strap options permit RS-232C, RS-422, RS-423 
or 20mA interface and baud-rate selection for each of the 
four ports. 
RS-232C to TTY Adapter — M68MM11 

Converts RS-232C output to 20 mA TTY operation. 
8 Channel Serial I/O Module — M68MM18 

Provides eight asynchronous RS-232C channels. Each 
channel is strap selectable to baud rates from 75 to 11 5K 
BPS. Memory location is strap selectable in a block of eight 
channels. 
GPIB Modules 

Provide interface between various MPUs and the IEEE 
STD 488-1978 interface bus. MM12A provides Listener/ 
Talker functions for sending and receiving data bytes, re- 
questing service and responding to parallel and serial polls. 
MM12 and 12-1 add the controller function that permits the 



system to send commands and conduct serial and parallel 

polls. 

Listener/Talker for MC6800-type systems M68MM12A 

Listener/Talker/Controller for MC6800-type 

systems M68MM12 

Listener/Talker/Controller for MC6809-type 

systems M68MM12-1 

Memory-I/O-Tlmer Expansion Module — 
M68MM16-1,2, 3 

Provides functional expansion of Monoboard MM01 (ver- 
sion 16-1), or MM19 (version 16-2), and can be used as 
MM19 Emulator in an EXORset Development System (ver- 
sion 1 6-3). Includes asynchronous serial data port with strap- 
selectable RS-232C, RS-422, or RS-423 interface, parallel 
interface port with 16 data lines and 2K of static RAM, four 
control lines, three 1 6-bit programmable counter/timers, and 
four sockets for user installed, single 5-volt-supply MOS or 
bipolar memories. 

Parallel-Format Digital I/O 

Universal PIA-Controlled I/O — MEX6820, 21-2 

Contains two MC6820 Peripheral Interface Adapters (PIA's) 
for a total of four separate 8-bit I/O ports for peripheral 
interfacing. 
32-ln/32-Out Expansion Module — M68MM03 

Contains 32 bits of parallel input and 32 bits of parallel 
output in four continguous 8-bit bytes. Used for simultaneous 
transfer of 4 bytes of informtion between an MPU and an 
external system to speed up the data transfer cycle. 
16/32-Channel Relay Output — M68MM13A, B 

Contains 16 (MM13A) or 32 (MM13B) on-board reed relay 
output channels to isolate the microcomputer from the sys- 
tem(s) being controlled. 

24-Channel Optically Isolated Input Modules — 
M68MM13C, D 

Provides three byte-oriented (8-bit) input channels that 
have high electrical isolation between microcomputer and 
equipment being monitored. Input voltages in excess of 17 
volts are read as logical "1 "; 4 volts or less represent logical 
"0." MM13D provides an on-board wetting source for appli- 
cations requiring switch and relay inputs. 
Quad Parallel Interface Adapter — M68MM22 

Utilizes four PIAs In a versatile buffered I/O configuration 
that allows up to 64 high-voltage (200 Vdc or 280 Vac) or 
high-current (to 3A) signals to be monitored or controlled. 



Pacl(aging Hardware 

Part No. 

M68MMCC05 

M68MMCC10 

M68MMFLC1 

M68MMLC1 

M68MMSC1 

M68MMPS-1 



Description 

5-Card Cardcage 

1 0-Card Cardcage 

Front Load Chassis, 14 Card, 110 Vac 

Long Chassis, 10 Card, 110 Vac 

Short Chassis, 5-Card, 110 Vac 

Power Supply, 1 1 Vac 
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